
RECEIVED: February 02, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

McKenna 1-17-3-3WH 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

WILDCAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
 

6. NAME OF OPERATOR
NEWFIELD PRODUCTION COMPANY  

7. OPERATOR PHONE
435 646-4825 

8. ADDRESS OF OPERATOR
Rt 3 Box 3630 , Myton, UT, 84052 

9. OPERATOR E-MAIL
mcrozier@newfield.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

Patented 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
4 C- Farms (Charlie Hansen) 

14. SURFACE OWNER PHONE (if box 12 = 'fee')
435-823-3348 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
HC 64 Box 278, Duchesne, UT 84021 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 173 FNL   658 FEL  NENE  17  3.0 S  3.0 W  U 

Top of Uppermost Producing Zone 173 FNL   658 FEL  NENE  17  3.0 S  3.0 W  U 

At Total Depth 660 FSL   660 FEL  SESE  17  3.0 S  3.0 W  U 

21. COUNTY
DUCHESNE  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
173 

23. NUMBER OF ACRES IN DRILLING UNIT
40 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

0 

26. PROPOSED DEPTH
MD: 14130     TVD: 9660 

27. ELEVATION - GROUND LEVEL

5405 

28. BOND NUMBER

B001834 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

437478 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 COND  17.5  14  0 -  60  37.0   H-40 ST&C  0.0  Class G  35  1.17  15.8

 SURF  12.25  9.625  0 - 2500  36.0   J-55 ST&C  0.0  Premium Lite High Strength  204  3.53  11.0

               Class G  154  1.17  15.8

  I1  8.75  7  0 - 10204  26.0   P-110 Other  10.5  Premium Lite High Strength  277  3.53  11.0

               50/50 Poz  496  1.24  14.3

 PROD  6.125  4.5  9306 - 14130  13.5   P-110 Other  10.5  50/50 Poz  421  1.24  14.3

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton  TITLE Permitting Agent  PHONE 435 719-2018 

SIGNATURE DATE 12/16/2011  EMAIL starpoint@etv.net 

API NUMBER ASSIGNED

    43013511220000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43013511220000

CO
NF
ID
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AL

API Well Number: 43013511220000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andMNcUKMenEnR
1-17-3-3WH

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTERP&AWELL DEEPENWELLI WLDCAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
NEWFIELD PRODUCTION COMPANY 435 646-4825

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
Rt 3 Box 3630 , Myton, UT, 84052 mcrozier@newfield.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATaE)ented

FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
4 C- Farms (Charlie Hansen) 435-823-3348

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
HC 64 Box 278, Duchesne, UT 84021

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

Top of Uppermost Producing Zone 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

At Total Depth 660 FSL 660 FEL SESE 17 3.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 173 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 14130 TVD: 9660

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5405 BOO1834 437478

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 17.5 14 0 - 60 37.0 H-40 ST&C 0.0 Class G 35 1.17 15.8

SURF 12.25 9.625 0 - 2500 36.0 J-55 ST&C 0.0 Premium Lite High Strength 204 3.53 11.0

Class G 154 1.17 15.8

11 8.75 7 0 - 10204 26.0 P-110 Other 10.5 Premium Lite High Strength 277 3.53 11.0

50/50 Poz 496 1.24 14.3

PROD 6.125 4.5 9306 - 14130 13.5 P-110 Other 10.5 50/50 Poz 421 1.24 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton TITLE Permitting Agent PHONE 435 719-2018

SIGNATURE DATE 12/16/2011 EMAIL starpoint@etv.net

API NUMBER ASSIGNED APPROVAL
43013511220000

Permit Manager

RECEIVED: February 02,

API Well Number: 43013511220000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andMNcUKMenEnR
1-17-3-3WH

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTERP&AWELL DEEPENWELLI WLDCAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
NEWFIELD PRODUCTION COMPANY 435 646-4825

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
Rt 3 Box 3630 , Myton, UT, 84052 mcrozier@newfield.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATaE)ented

FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
4 C- Farms (Charlie Hansen) 435-823-3348

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
HC 64 Box 278, Duchesne, UT 84021

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

Top of Uppermost Producing Zone 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

At Total Depth 660 FSL 660 FEL SESE 17 3.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 173 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 14130 TVD: 9660

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5405 BOO1834 437478

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 17.5 14 0 - 60 37.0 H-40 ST&C 0.0 Class G 35 1.17 15.8

SURF 12.25 9.625 0 - 2500 36.0 J-55 ST&C 0.0 Premium Lite High Strength 204 3.53 11.0

Class G 154 1.17 15.8

11 8.75 7 0 - 10204 26.0 P-110 Other 10.5 Premium Lite High Strength 277 3.53 11.0

50/50 Poz 496 1.24 14.3

PROD 6.125 4.5 9306 - 14130 13.5 P-110 Other 10.5 50/50 Poz 421 1.24 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton TITLE Permitting Agent PHONE 435 719-2018

SIGNATURE DATE 12/16/2011 EMAIL starpoint@etv.net

API NUMBER ASSIGNED APPROVAL
43013511220000

Permit Manager

RECEIVED: February 02,

API Well Number: 43013511220000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andMNcUKMenEnR
1-17-3-3WH

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTERP&AWELL DEEPENWELLI WLDCAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
NEWFIELD PRODUCTION COMPANY 435 646-4825

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
Rt 3 Box 3630 , Myton, UT, 84052 mcrozier@newfield.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATaE)ented

FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
4 C- Farms (Charlie Hansen) 435-823-3348

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
HC 64 Box 278, Duchesne, UT 84021

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

Top of Uppermost Producing Zone 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

At Total Depth 660 FSL 660 FEL SESE 17 3.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 173 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 14130 TVD: 9660

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5405 BOO1834 437478

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 17.5 14 0 - 60 37.0 H-40 ST&C 0.0 Class G 35 1.17 15.8

SURF 12.25 9.625 0 - 2500 36.0 J-55 ST&C 0.0 Premium Lite High Strength 204 3.53 11.0

Class G 154 1.17 15.8

11 8.75 7 0 - 10204 26.0 P-110 Other 10.5 Premium Lite High Strength 277 3.53 11.0

50/50 Poz 496 1.24 14.3

PROD 6.125 4.5 9306 - 14130 13.5 P-110 Other 10.5 50/50 Poz 421 1.24 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton TITLE Permitting Agent PHONE 435 719-2018

SIGNATURE DATE 12/16/2011 EMAIL starpoint@etv.net

API NUMBER ASSIGNED APPROVAL
43013511220000

Permit Manager

RECEIVED: February 02,

API Well Number: 43013511220000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andMNcUKMenEnR
1-17-3-3WH

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTERP&AWELL DEEPENWELLI WLDCAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
NEWFIELD PRODUCTION COMPANY 435 646-4825

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
Rt 3 Box 3630 , Myton, UT, 84052 mcrozier@newfield.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATaE)ented

FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
4 C- Farms (Charlie Hansen) 435-823-3348

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
HC 64 Box 278, Duchesne, UT 84021

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

Top of Uppermost Producing Zone 173 FNL 658 FEL NENE 17 3.0 S 3.0 W U

At Total Depth 660 FSL 660 FEL SESE 17 3.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 173 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 14130 TVD: 9660

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5405 BOO1834 437478

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 17.5 14 0 - 60 37.0 H-40 ST&C 0.0 Class G 35 1.17 15.8

SURF 12.25 9.625 0 - 2500 36.0 J-55 ST&C 0.0 Premium Lite High Strength 204 3.53 11.0

Class G 154 1.17 15.8

11 8.75 7 0 - 10204 26.0 P-110 Other 10.5 Premium Lite High Strength 277 3.53 11.0

50/50 Poz 496 1.24 14.3

PROD 6.125 4.5 9306 - 14130 13.5 P-110 Other 10.5 50/50 Poz 421 1.24 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton TITLE Permitting Agent PHONE 435 719-2018

SIGNATURE DATE 12/16/2011 EMAIL starpoint@etv.net

API NUMBER ASSIGNED APPROVAL
43013511220000

Permit Manager

RECEIVED: February 02,



RECEIVED: December 16, 2011

1. Formation Tops

TVD / MD

2. Depth to Oil, Gas, Water, or Minerals

(water)

- (oil)

- (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod

4. Casing

Assumptions:

Surface casing MASP = (frac gradient + 1.0 ppg) - (gas gradient)

Lateral TD

6,650'Garden Gulch member

Description

Surface

9 5/8

0' 37 H-40

Newfield Production Company

McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

surface

3,750'

9,135'

Uinta

Green River

Wasatch

Interval

Bottom 

(TVD/MD)

60'

2,500'

10,204'

9,660'

14,130'

Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Base of moderately saline 851'

Green River

The BOP and related equipment shall meet the minimum requirements of Onshore 

Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc 

for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an 

annular preventer (see attached diagram).  A choke manifold rated to at least 

5,000 psi will be used.

6,650' 9,135'

Wasatch 9,135' 9,660'

Coup

STC

Pore 

Press @ 

Shoe

8.33

Top

0'

4 1/2

Grade

J-55

Weight 

(ppf)

36

Collapse Tension

Safety Factors

3,520 2,020 394,000

MW @ 

Shoe

8.33

Frac 

Grad 

@ Shoe

12

Burst

2.51

--

--

2.54 4.38

--

--

2.48 6.48

0' 26 P-110 BTC 10 10.5 15
6,210

1.41

830,000

3.13

P-110 BTC 10 10.5 --
12,410 10,670 422,000

3.06

9,877'

9,306' 13.5

9,660' 14,130'

Weld -- -- --
Conductor

14

--

--

Production

Intermediate

7

9,960

2.40

API Well Number: 43013511220000
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NF
ID
EN
TI
AL

API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,130' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 85 l' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 37 H-40 Weld -

14

Surface 3,520 2,020 394,000
0' 2,500' 36 J-55 STC 8.33 8.33 12

9 5/8 2.51 2.54 4.38

Intermediate 9,877' 9,960 6,210 830,000
0' 26 P-110 BTC 10 10.5 15

7 10,204' 2.40 1.41 3.13

Production 9,660' 12,410 10,670 422,000
9,306' 13.5 P-110 BTC 10 10.5 --

4 1/2 14,130' 3.06 2.48 6.48

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)

RECEIVED: December 16,

API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,130' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 85 l' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 37 H-40 Weld -

14

Surface 3,520 2,020 394,000
0' 2,500' 36 J-55 STC 8.33 8.33 12

9 5/8 2.51 2.54 4.38

Intermediate 9,877' 9,960 6,210 830,000
0' 26 P-110 BTC 10 10.5 15

7 10,204' 2.40 1.41 3.13

Production 9,660' 12,410 10,670 422,000
9,306' 13.5 P-110 BTC 10 10.5 --

4 1/2 14,130' 3.06 2.48 6.48

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)

RECEIVED: December 16,

API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,130' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 85 l' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 37 H-40 Weld -

14

Surface 3,520 2,020 394,000
0' 2,500' 36 J-55 STC 8.33 8.33 12

9 5/8 2.51 2.54 4.38

Intermediate 9,877' 9,960 6,210 830,000
0' 26 P-110 BTC 10 10.5 15

7 10,204' 2.40 1.41 3.13

Production 9,660' 12,410 10,670 422,000
9,306' 13.5 P-110 BTC 10 10.5 --

4 1/2 14,130' 3.06 2.48 6.48

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)

RECEIVED: December 16,

API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,130' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 85 l' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 37 H-40 Weld -

14

Surface 3,520 2,020 394,000
0' 2,500' 36 J-55 STC 8.33 8.33 12

9 5/8 2.51 2.54 4.38

Intermediate 9,877' 9,960 6,210 830,000
0' 26 P-110 BTC 10 10.5 15

7 10,204' 2.40 1.41 3.13

Production 9,660' 12,410 10,670 422,000
9,306' 13.5 P-110 BTC 10 10.5 --

4 1/2 14,130' 3.06 2.48 6.48

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
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Intermediate casing MASP = (reservoir pressure) - (gas gradient)

Production casing MASP = (reservoir pressure) - (gas gradient)

All collapse calculations assume fully evacuated casing with a gas gradient

All tension calculations assume air weight of casing

Gas gradient = 0.1 psi/ft

All casing shall be new.

All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 

- TD

Fill

2,000'

500'

3,554'

4,824'

17 1/2 60'

Tail

Intermediate

Tail

Production

Job

Surface

Lead

Intermediate

Lead

Surface

Hole Size

12 1/4

12 1/4

8 3/4

Conductor

8 3/4

OH excess
Weight 

(ppg)

Yield 

(ft
3
/sk)

15% 11.0 3.53

Slurry Description

Premium Lite II w/ 3% KCl + 10% 

bentonite

ft
3

sacks

720

204

Class G w/ 2% KCl + 0.25 lbs/sk Cello 

Flake
15% 15.8 1.17

41

35

Anticipated maximum mud weight is 10.5 ppg.

3.53
Premium Lite II w/ 3% KCl + 10% 

bentonite

977

277

614

496

522

421

15% 14.3 1.24

6 1/8

5,650'

2,500'

2,500'

15% 14.3 1.24

Class G w/ 2% KCl + 0.25 lbs/sk Cello 

Flake

50/50 Poz/Class G w/ 3% KCl + 2% 

bentonite

50/50 Poz/Class G w/ 3% KCl + 2% 

bentonite

A water based mud system will be utilized.  Hole stability may be improved 

with additions of KCl or a similar inhibitive substance.  In order to control 

formation pressure the system will be weighted with additions of bentonite, and 

if conditions warrant, with barite.

180

154
15% 15.8 1.17

15% 11.0

An air and/or fresh water system will be utilized.  If an air rig is used, the blooie 

line discharge may be less than 100' from the wellbore in order to minimize 

location size.  The blooie line is not equipped with an automatic igniter.   The 

air compressor may be located less than 100' from the well bore due to the low 

possibility of combustion with the air/dust mixture.  Water will be on location 

to be used as kill fluid, if necessary.

Actual cement volumes for the intermediate casing string will be calculated from an open hole 

caliper log, plus 15% excess.

The surface casing will be cemented to surface.  In the event that cement does not reach surface 

during the primary cement job, a remedial job will be performed.
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API Well Number: 43013511220000

Intermediate casing MASP = (reservoir pressure) - (gasgradient)
Production casing MASP = (reservoir pressure) - (gasgradient)
All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

it Weight Yield
Job Hole Size Fill Slurry Description - OH excess

sacks (ppg) (ft'Isk)

Class G w/ 2% KCl+ 0.25 lbs/sk Cello 41
Conductor 17 1/2 60' - 15% 15.8 1.17

Flake 35

Surface Premium Lite II w/ 3% KCl + 10% 720
12 1/4 2,000' - 15% 11.0 3.53

Lead bentonite 204

Surface Class G w/ 2% KCl+ 0.25 lbs/sk Cello 180
12 1/4 500' - 15% 15.8 1.17

Tail Flake 154

Intermediate Premium Lite II w/ 3% KCl + 10% 977
8 3/4 5,650' - 15% 11.0 3.53

Lead bentonite 277

Intermediate 50/50 Poz/Class G w/ 3% KCl + 2% 614
8 3/4 3,554' - 15% 14.3 1.24

Tail bentonite 496

Production 50/50 Poz/Class G w/ 3% KCl + 2% 522
6 1/8 4,824' - 15% 14.3 1.24bentonite 421

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the intermediate casing string will be calculated from an open hole
caliper log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 2,500'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

2,500' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 10.5 ppg.

RECEIVED: December 16,
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Production casing MASP = (reservoir pressure) - (gasgradient)
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Gas gradient = 0.1 psi/ft
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All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.
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Flake 35

Surface Premium Lite II w/ 3% KCl + 10% 720
12 1/4 2,000' - 15% 11.0 3.53
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8 3/4 3,554' - 15% 14.3 1.24
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Production 50/50 Poz/Class G w/ 3% KCl + 2% 522
6 1/8 4,824' - 15% 14.3 1.24

bentonite 421

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the intermediate casing string will be calculated from an open hole
caliper log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 2,500'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

2,500' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 10.5 ppg.
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API Well Number: 43013511220000
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Production casing MASP = (reservoir pressure) - (gasgradient)
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8 3/4 3,554' - 15% 14.3 1.24

Tail bentonite 496

Production 50/50 Poz/Class G w/ 3% KCl + 2% 522
6 1/8 4,824' - 15% 14.3 1.24

bentonite 421

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the intermediate casing string will be calculated from an open hole
caliper log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 2,500'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

2,500' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 10.5 ppg.
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API Well Number: 43013511220000

Intermediate casing MASP = (reservoir pressure) - (gasgradient)
Production casing MASP = (reservoir pressure) - (gasgradient)
All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

it Weight Yield
Job Hole Size Fill Slurry Description - OH excess

sacks (ppg) (ft'Isk)

Class G w/ 2% KCl+ 0.25 lbs/sk Cello 41
Conductor 17 1/2 60' - 15% 15.8 1.17

Flake 35

Surface Premium Lite II w/ 3% KCl + 10% 720
12 1/4 2,000' - 15% 11.0 3.53

Lead bentonite 204

Surface Class G w/ 2% KCl+ 0.25 lbs/sk Cello 180
12 1/4 500' - 15% 15.8 1.17

Tail Flake 154
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Tail bentonite 496

Production 50/50 Poz/Class G w/ 3% KCl + 2% 522
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bentonite 421

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the intermediate casing string will be calculated from an open hole
caliper log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 2,500'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

2,500' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 10.5 ppg.
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7. Logging, Coring, and Testing

Logging:

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

x psi/ft = psi

9. Other Aspects

An 8-3/4" vertical hole will be drilled to a kick off point of .

Directional tools will then be used to build to degrees inclination.

5023

A dual induction, gamma ray, and caliper log will be run from TD to the base of the 

surface casing.  A compensated neutron/formation density log will be run from TD to the 

top of the Garden Gulch formation.  A cement bond log will be run from PBTD to the 

cement top behind the production casing.

9,660'

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)

multiplied by a 0.52 psi/ft gradient.

0.52

9,356'

A liner will be run and cemented in place.  The top of the liner will be placed 50' above KOP and will 

be isolated with a liner top packer.

93.16

The 7" intermediate casing string will be set once the well is landed horizontally in the target zone.  

Note that the 7" casing will be set inside the setback requirement.

The lateral will be drilled to the bottomhole location shown on the plat.

No abnormal temperature is expected.  No H2S is expected.

API Well Number: 43013511220000
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API Well Number: 43013511220000

7. Logging, Coring, and Testing

Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.52 psi/ft gradient.

9,660' x 0.52 psi/ft = 5023 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

An 8-3/4" vertical hole will be drilled to a kick off point of 9,356' .

Directional tools will then be used to build to 93.16 degrees inclination.
The 7" intermediate casing string will be set once the well is landed horizontally in the target zone.
Note that the 7" casing will be set inside the setback requirement.

The lateral will be drilled to the bottomhole location shown on the plat.
A liner will be run and cemented in place. The top of the liner will be placed 50' above KOP and will
be isolated with a liner top packer.
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API Well Number: 43013511220000

7. Logging, Coring, and Testing

Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.52 psi/ft gradient.

9,660' x 0.52 psi/ft = 5023 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

An 8-3/4" vertical hole will be drilled to a kick off point of 9,356' .

Directional tools will then be used to build to 93.16 degrees inclination.
The 7" intermediate casing string will be set once the well is landed horizontally in the target zone.
Note that the 7" casing will be set inside the setback requirement.

The lateral will be drilled to the bottomhole location shown on the plat.
A liner will be run and cemented in place. The top of the liner will be placed 50' above KOP and will
be isolated with a liner top packer.
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API Well Number: 43013511220000

7. Logging, Coring, and Testing

Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.52 psi/ft gradient.

9,660' x 0.52 psi/ft = 5023 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

An 8-3/4" vertical hole will be drilled to a kick off point of 9,356' .

Directional tools will then be used to build to 93.16 degrees inclination.
The 7" intermediate casing string will be set once the well is landed horizontally in the target zone.
Note that the 7" casing will be set inside the setback requirement.

The lateral will be drilled to the bottomhole location shown on the plat.
A liner will be run and cemented in place. The top of the liner will be placed 50' above KOP and will
be isolated with a liner top packer.
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API Well Number: 43013511220000

7. Logging, Coring, and Testing

Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.52 psi/ft gradient.

9,660' x 0.52 psi/ft = 5023 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

An 8-3/4" vertical hole will be drilled to a kick off point of 9,356' .

Directional tools will then be used to build to 93.16 degrees inclination.
The 7" intermediate casing string will be set once the well is landed horizontally in the target zone.
Note that the 7" casing will be set inside the setback requirement.

The lateral will be drilled to the bottomhole location shown on the plat.
A liner will be run and cemented in place. The top of the liner will be placed 50' above KOP and will
be isolated with a liner top packer.
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API Well Number: 43013511220000
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API Well Number: 43013511220000

T3S, R3W, U.S. B. &M· NEWFIAZDEPLORATIONCOMPANY
Meto/ RodS88°32'W - 80.04 (G.L.O.)
in Rood

SB734'09"W - 5302.87' (Meas WELL LOCATION, 1-17-3-3WH, LOCATED
AS SHOWN IN THE NE 1/4 NE 1/4 OF

Reestob//shed 658 SECTION 17, T3S, R3W, U.S.B.&M.
nrcorr

ot¡on of Ho/e DUCHESNE COUNTY, UTAH.
(Not Set)

TARGET BOTTOM HOLE, 1-17-3-3WH,
LOCATED AS SHOWN IN THE SE 1/4
SE 1/4 OF SECTION 17, T3S, R3W,

SB748'O7"W - 1959.89' (Meas
Reference U.S.B.&M. DUCHESNE COUNTY, UTAH.- ¯¯ ¯ ¯¯

1/2 Rebor Marker, Cop on
1/2 Rebor Rebar 48' West

BAR SCALE N
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40° 13' 4103" DATE DRAWN:

LAT. 40°04'09.56" LONG. 110°00'43.28"
LONG/TUDE =

110° 14' 2290" 11-22-11 DRAWN BY: F.T.M.
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Newfield Production Company

PROJECT DETAILS: Uinta Basin

Geodetic System: US State Plane 1983
Datum: North American Datum 1983

Ellipsoid: GRS 1980
Zone: Utah Central Zone

System Datum: Mean Sea Level

Project: Uinta Basin
Site: McKenna 1-17-3-3WH
Well: McKenna 1-17-3-3WH

Wellbore: Wellbore #1
Design: Design #1

Azimuths to True North
Magnetic North: 11.33°

Magnetic Field
Strength: 52339.3snT

Dip Angle: 65.91°
Date: 12/5/2011

Model: IGRF200510
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RECEIVED: December 16, 2011

Newfield Exploration
Planning Report

Site McKenna 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 5000.1 Single User Db
RKB @ 5423.0ftTVD Reference:Newfield Production CompanyCompany:

RKB @ 5423.0ftMD Reference:Uinta BasinProject:
TrueNorth Reference:McKenna 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:McKenna 1-17-3-3WHWell:

Wellbore #1Wellbore:
Design #1Design:

Map System:
Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1983
North American Datum 1983

Uinta Basin

Utah Central Zone

Mean Sea Level

Site Position:
From:

Site

Latitude:
Longitude:

Position Uncertainty:

Northing:

Easting:
Grid Convergence:

McKenna 1-17-3-3WH

Lat/Long
0.81 °Slot Radius: 0.000 in

2,211,169.89 m

607,250.71 m
0.0 ft

40° 13' 43.030 N
110° 14' 22.900 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

+E/-W

+N/-S

Position Uncertainty Ground Level:

McKenna 1-17-3-3WH

2,211,169.89 m

607,250.71 m

5,405.0 ftWellhead Elevation:0.0 ft

40° 13' 43.030 N

110° 14' 22.900 W

0.0 ft

0.0 ft

Wellbore

Declination
(°)

Field Strength
(nT)

Sample Date Dip Angle
(°)

Wellbore #1

Model NameMagnetics

IGRF200510 12/5/2011 11.33 65.91 52,339

Phase:Version:

Audit Notes:

Design Design #1

PROTOTYPE

Vertical Section: Depth From (TVD)
(ft)

+N/-S
(ft)

Direction
(°)

+E/-W
(ft)

Tie On Depth: 0.0

178.910.00.00.0

Inclination
(°)

Azimuth
(°)

+E/-W
(ft)

TFO
(°)

+N/-S
(ft)

Measured
Depth

(ft)

Vertical 
Depth

(ft)

Dogleg
Rate

(°/100ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Plan Sections

Target

0.000.000.000.000.00.00.00.000.000.0
0.000.000.000.000.00.09,356.40.000.009,356.4

180.210.0011.0011.00-2.0-549.49,876.5180.2193.1410,203.1
0.000.000.000.00-2.0-550.09,876.5180.2193.1410,203.8 1-17-3-3WH 7" shoe

-89.03-3.000.053.00-1.5-599.59,873.8178.7293.1610,253.4
0.000.000.000.0085.1-4,469.39,660.0178.7293.1614,130.0 1-17-3-3WH BHL
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Project Uinta Basin

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site McKenna 1-17-3-3WH

Site Position: Northing: 2,211,169.89 m Latitude: 40° 13' 43.030 N
From: Lat/Long Easting: 607,250.71 m Longitude: 110° 14'22.900 W
Position Uncertainty: 0.0 ft Slot Radius: 0.000 in Grid Convergence: 0.81 °

Well McKenna 1-17-3-3WH

Well Position +NI-S 0.0 ft Northing: 2,211,169.89 m Latitude: 40° 13' 43.030 N
+El-W 0.0 ft Easting: 607,250.71 m Longitude: 110° 14'22.900 W

Position Uncertainty 0.0 ft Wellhead Elevation: Ground Level: 5,405.0 ft

Wellbore Wellbore #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)
IGRF200510 12/5/2011 11.33 65.91 52,339

Design Design #1

Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 178.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
9,356.4 0.00 0.00 9,356.4 0.0 0.0 0.00 0.00 0.00 0.00

10,203.1 93.14 180.21 9,876.5 -549.4 -2.0 11.00 11.00 0.00 180.21
10,203.8 93.14 180.21 9,876.5 -550.0 -2.0 0.00 0.00 0.00 0.00 1-17-3-3WH 7" sho
10,253.4 93.16 178.72 9,873.8 -599.5 -1.5 3.00 0.05 -3.00 -89.03

14,130.0 93.16 178.72 9,660.0 -4,469.3 85.1 0.00 0.00 0.00 0.00 1-17-3-3WH BHL
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Site McKenna 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 5000.1 Single User Db
RKB @ 5423.0ftTVD Reference:Newfield Production CompanyCompany:

RKB @ 5423.0ftMD Reference:Uinta BasinProject:
TrueNorth Reference:McKenna 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:McKenna 1-17-3-3WHWell:

Wellbore #1Wellbore:
Design #1Design:

Measured
Depth

(ft)
Inclination

(°)
Azimuth

(°)
+E/-W

(ft)

Vertical
Section

(ft)

Dogleg
Rate

(°/100ft)
+N/-S

(ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Planned Survey

Vertical 
Depth

(ft)

0.0 0.00 0.00 0.0 0.0 0.000.0 0.0 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.000.0 0.0 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.000.0 0.0 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.000.0 0.0 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.000.0 0.0 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.000.0 0.0 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.000.0 0.0 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.000.0 0.0 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.000.0 0.0 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.000.0 0.0 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.000.0 0.0 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.000.0 0.0 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.000.0 0.0 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.000.0 0.0 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.000.0 0.0 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.000.0 0.0 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.000.0 0.0 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.000.0 0.0 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.000.0 0.0 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.000.0 0.0 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.000.0 0.0 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.000.0 0.0 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.000.0 0.0 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.000.0 0.0 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.000.0 0.0 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.000.0 0.0 0.00 0.00
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2,600.0 0.00 0.00 2,600.0 0.0 0.000.0 0.0 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.000.0 0.0 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.000.0 0.0 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.000.0 0.0 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.000.0 0.0 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.000.0 0.0 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.000.0 0.0 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.000.0 0.0 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.000.0 0.0 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.000.0 0.0 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.000.0 0.0 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.000.0 0.0 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.000.0 0.0 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.000.0 0.0 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.000.0 0.0 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.000.0 0.0 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.000.0 0.0 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.000.0 0.0 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.000.0 0.0 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.000.0 0.0 0.00 0.00
4,600.0 0.00 0.00 4,600.0 0.0 0.000.0 0.0 0.00 0.00
4,700.0 0.00 0.00 4,700.0 0.0 0.000.0 0.0 0.00 0.00
4,800.0 0.00 0.00 4,800.0 0.0 0.000.0 0.0 0.00 0.00
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5,100.0 0.00 0.00 5,100.0 0.0 0.000.0 0.0 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.000.0 0.0 0.00 0.00
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Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
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Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
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2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
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3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00
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0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
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2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.0 0.0 0.00 0.00 0.00
4,600.0 0.00 0.00 4,600.0 0.0 0.0 0.0 0.00 0.00 0.00
4,700.0 0.00 0.00 4,700.0 0.0 0.0 0.0 0.00 0.00 0.00
4,800.0 0.00 0.00 4,800.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,900.0 0.0 0.0 0.0 0.00 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,100.0 0.00 0.00 5,100.0 0.0 0.0 0.0 0.00 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.0 0.0 0.00 0.00 0.00
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0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
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2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
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3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
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3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
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4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00
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200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
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400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
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700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
9 5/8"

2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.0 0.0 0.00 0.00 0.00
4,600.0 0.00 0.00 4,600.0 0.0 0.0 0.0 0.00 0.00 0.00
4,700.0 0.00 0.00 4,700.0 0.0 0.0 0.0 0.00 0.00 0.00
4,800.0 0.00 0.00 4,800.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,900.0 0.0 0.0 0.0 0.00 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,100.0 0.00 0.00 5,100.0 0.0 0.0 0.0 0.00 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.0 0.0 0.00 0.00 0.00

12/5/2011 1:58:41PM Page 3 COMPASS 5000.1 Build 30

RECEIVED: December 16,



RECEIVED: December 16, 2011

Newfield Exploration
Planning Report

Site McKenna 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 5000.1 Single User Db
RKB @ 5423.0ftTVD Reference:Newfield Production CompanyCompany:

RKB @ 5423.0ftMD Reference:Uinta BasinProject:
TrueNorth Reference:McKenna 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:McKenna 1-17-3-3WHWell:

Wellbore #1Wellbore:
Design #1Design:

Measured
Depth

(ft)
Inclination

(°)
Azimuth

(°)
+E/-W

(ft)

Vertical
Section

(ft)

Dogleg
Rate

(°/100ft)
+N/-S

(ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Planned Survey

Vertical 
Depth

(ft)

5,300.0 0.00 0.00 5,300.0 0.0 0.000.0 0.0 0.00 0.00
5,400.0 0.00 0.00 5,400.0 0.0 0.000.0 0.0 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.000.0 0.0 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.000.0 0.0 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.000.0 0.0 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.000.0 0.0 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.000.0 0.0 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.000.0 0.0 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.000.0 0.0 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.000.0 0.0 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.000.0 0.0 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.000.0 0.0 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.000.0 0.0 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.000.0 0.0 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.000.0 0.0 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.000.0 0.0 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.000.0 0.0 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.000.0 0.0 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.000.0 0.0 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.000.0 0.0 0.00 0.00
7,300.0 0.00 0.00 7,300.0 0.0 0.000.0 0.0 0.00 0.00
7,400.0 0.00 0.00 7,400.0 0.0 0.000.0 0.0 0.00 0.00

7,500.0 0.00 0.00 7,500.0 0.0 0.000.0 0.0 0.00 0.00
7,600.0 0.00 0.00 7,600.0 0.0 0.000.0 0.0 0.00 0.00
7,700.0 0.00 0.00 7,700.0 0.0 0.000.0 0.0 0.00 0.00
7,800.0 0.00 0.00 7,800.0 0.0 0.000.0 0.0 0.00 0.00
7,900.0 0.00 0.00 7,900.0 0.0 0.000.0 0.0 0.00 0.00

8,000.0 0.00 0.00 8,000.0 0.0 0.000.0 0.0 0.00 0.00
8,100.0 0.00 0.00 8,100.0 0.0 0.000.0 0.0 0.00 0.00
8,200.0 0.00 0.00 8,200.0 0.0 0.000.0 0.0 0.00 0.00
8,300.0 0.00 0.00 8,300.0 0.0 0.000.0 0.0 0.00 0.00
8,400.0 0.00 0.00 8,400.0 0.0 0.000.0 0.0 0.00 0.00

8,500.0 0.00 0.00 8,500.0 0.0 0.000.0 0.0 0.00 0.00
8,600.0 0.00 0.00 8,600.0 0.0 0.000.0 0.0 0.00 0.00
8,700.0 0.00 0.00 8,700.0 0.0 0.000.0 0.0 0.00 0.00
8,800.0 0.00 0.00 8,800.0 0.0 0.000.0 0.0 0.00 0.00
8,900.0 0.00 0.00 8,900.0 0.0 0.000.0 0.0 0.00 0.00

9,000.0 0.00 0.00 9,000.0 0.0 0.000.0 0.0 0.00 0.00
9,100.0 0.00 0.00 9,100.0 0.0 0.000.0 0.0 0.00 0.00
9,200.0 0.00 0.00 9,200.0 0.0 0.000.0 0.0 0.00 0.00
9,300.0 0.00 0.00 9,300.0 0.0 0.000.0 0.0 0.00 0.00
9,356.4 0.00 0.00 9,356.4 0.0 0.000.0 0.0 0.00 0.00

9,400.0 4.79 180.21 9,399.9 1.8 11.00-1.8 0.0 11.00 0.00
9,500.0 15.79 180.21 9,498.2 19.7 11.00-19.7 -0.1 11.00 0.00
9,600.0 26.79 180.21 9,591.2 55.9 11.00-55.9 -0.2 11.00 0.00
9,700.0 37.79 180.21 9,675.6 109.2 11.00-109.3 -0.4 11.00 0.00
9,800.0 48.79 180.21 9,748.3 177.7 11.00-177.7 -0.6 11.00 0.00

9,900.0 59.79 180.21 9,806.6 258.7 11.00-258.8 -0.9 11.00 0.00
10,000.0 70.79 180.21 9,848.3 349.4 11.00-349.5 -1.3 11.00 0.00
10,100.0 81.79 180.21 9,872.0 446.4 11.00-446.5 -1.6 11.00 0.00
10,200.0 92.79 180.21 9,876.7 546.1 11.00-546.2 -2.0 11.00 0.00
10,203.1 93.14 180.21 9,876.5 549.2 11.00-549.4 -2.0 11.00 0.00

10,203.8 93.14 180.21 9,876.5 549.9 0.00-550.0 -2.0 0.00 0.00
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,300.0 0.00 0.00 7,300.0 0.0 0.0 0.0 0.00 0.00 0.00
7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00

7,500.0 0.00 0.00 7,500.0 0.0 0.0 0.0 0.00 0.00 0.00
7,600.0 0.00 0.00 7,600.0 0.0 0.0 0.0 0.00 0.00 0.00
7,700.0 0.00 0.00 7,700.0 0.0 0.0 0.0 0.00 0.00 0.00
7,800.0 0.00 0.00 7,800.0 0.0 0.0 0.0 0.00 0.00 0.00
7,900.0 0.00 0.00 7,900.0 0.0 0.0 0.0 0.00 0.00 0.00

8,000.0 0.00 0.00 8,000.0 0.0 0.0 0.0 0.00 0.00 0.00
8,100.0 0.00 0.00 8,100.0 0.0 0.0 0.0 0.00 0.00 0.00
8,200.0 0.00 0.00 8,200.0 0.0 0.0 0.0 0.00 0.00 0.00
8,300.0 0.00 0.00 8,300.0 0.0 0.0 0.0 0.00 0.00 0.00
8,400.0 0.00 0.00 8,400.0 0.0 0.0 0.0 0.00 0.00 0.00

8,500.0 0.00 0.00 8,500.0 0.0 0.0 0.0 0.00 0.00 0.00
8,600.0 0.00 0.00 8,600.0 0.0 0.0 0.0 0.00 0.00 0.00
8,700.0 0.00 0.00 8,700.0 0.0 0.0 0.0 0.00 0.00 0.00
8,800.0 0.00 0.00 8,800.0 0.0 0.0 0.0 0.00 0.00 0.00
8,900.0 0.00 0.00 8,900.0 0.0 0.0 0.0 0.00 0.00 0.00

9,000.0 0.00 0.00 9,000.0 0.0 0.0 0.0 0.00 0.00 0.00
9,100.0 0.00 0.00 9,100.0 0.0 0.0 0.0 0.00 0.00 0.00
9,200.0 0.00 0.00 9,200.0 0.0 0.0 0.0 0.00 0.00 0.00
9,300.0 0.00 0.00 9,300.0 0.0 0.0 0.0 0.00 0.00 0.00
9,356.4 0.00 0.00 9,356.4 0.0 0.0 0.0 0.00 0.00 0.00

9,400.0 4.79 180.21 9,399.9 -1.8 0.0 1.8 11.00 11.00 0.00
9,500.0 15.79 180.21 9,498.2 -19.7 -0.1 19.7 11.00 11.00 0.00
9,600.0 26.79 180.21 9,591.2 -55.9 -0.2 55.9 11.00 11.00 0.00
9,700.0 37.79 180.21 9,675.6 -109.3 -0.4 109.2 11.00 11.00 0.00
9,800.0 48.79 180.21 9,748.3 -177.7 -0.6 177.7 11.00 11.00 0.00

9,900.0 59.79 180.21 9,806.6 -258.8 -0.9 258.7 11.00 11.00 0.00
10,000.0 70.79 180.21 9,848.3 -349.5 -1.3 349.4 11.00 11.00 0.00
10,100.0 81.79 180.21 9,872.0 -446.5 -1.6 446.4 11.00 11.00 0.00
10,200.0 92.79 180.21 9,876.7 -546.2 -2.0 546.1 11.00 11.00 0.00
10,203.1 93.14 180.21 9,876.5 -549.4 -2.0 549.2 11.00 11.00 0.00

10,203.8 93.14 180.21 9,876.5 -550.0 -2.0 549.9 0.00 0.00 0.00

12/5/2011 1:58:41PM Page 4 COMPASS 5000.1 Build 30

RECEIVED: December 16,

API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,300.0 0.00 0.00 7,300.0 0.0 0.0 0.0 0.00 0.00 0.00
7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00

7,500.0 0.00 0.00 7,500.0 0.0 0.0 0.0 0.00 0.00 0.00
7,600.0 0.00 0.00 7,600.0 0.0 0.0 0.0 0.00 0.00 0.00
7,700.0 0.00 0.00 7,700.0 0.0 0.0 0.0 0.00 0.00 0.00
7,800.0 0.00 0.00 7,800.0 0.0 0.0 0.0 0.00 0.00 0.00
7,900.0 0.00 0.00 7,900.0 0.0 0.0 0.0 0.00 0.00 0.00

8,000.0 0.00 0.00 8,000.0 0.0 0.0 0.0 0.00 0.00 0.00
8,100.0 0.00 0.00 8,100.0 0.0 0.0 0.0 0.00 0.00 0.00
8,200.0 0.00 0.00 8,200.0 0.0 0.0 0.0 0.00 0.00 0.00
8,300.0 0.00 0.00 8,300.0 0.0 0.0 0.0 0.00 0.00 0.00
8,400.0 0.00 0.00 8,400.0 0.0 0.0 0.0 0.00 0.00 0.00

8,500.0 0.00 0.00 8,500.0 0.0 0.0 0.0 0.00 0.00 0.00
8,600.0 0.00 0.00 8,600.0 0.0 0.0 0.0 0.00 0.00 0.00
8,700.0 0.00 0.00 8,700.0 0.0 0.0 0.0 0.00 0.00 0.00
8,800.0 0.00 0.00 8,800.0 0.0 0.0 0.0 0.00 0.00 0.00
8,900.0 0.00 0.00 8,900.0 0.0 0.0 0.0 0.00 0.00 0.00

9,000.0 0.00 0.00 9,000.0 0.0 0.0 0.0 0.00 0.00 0.00
9,100.0 0.00 0.00 9,100.0 0.0 0.0 0.0 0.00 0.00 0.00
9,200.0 0.00 0.00 9,200.0 0.0 0.0 0.0 0.00 0.00 0.00
9,300.0 0.00 0.00 9,300.0 0.0 0.0 0.0 0.00 0.00 0.00
9,356.4 0.00 0.00 9,356.4 0.0 0.0 0.0 0.00 0.00 0.00

9,400.0 4.79 180.21 9,399.9 -1.8 0.0 1.8 11.00 11.00 0.00
9,500.0 15.79 180.21 9,498.2 -19.7 -0.1 19.7 11.00 11.00 0.00
9,600.0 26.79 180.21 9,591.2 -55.9 -0.2 55.9 11.00 11.00 0.00
9,700.0 37.79 180.21 9,675.6 -109.3 -0.4 109.2 11.00 11.00 0.00
9,800.0 48.79 180.21 9,748.3 -177.7 -0.6 177.7 11.00 11.00 0.00

9,900.0 59.79 180.21 9,806.6 -258.8 -0.9 258.7 11.00 11.00 0.00
10,000.0 70.79 180.21 9,848.3 -349.5 -1.3 349.4 11.00 11.00 0.00
10,100.0 81.79 180.21 9,872.0 -446.5 -1.6 446.4 11.00 11.00 0.00
10,200.0 92.79 180.21 9,876.7 -546.2 -2.0 546.1 11.00 11.00 0.00
10,203.1 93.14 180.21 9,876.5 -549.4 -2.0 549.2 11.00 11.00 0.00

10,203.8 93.14 180.21 9,876.5 -550.0 -2.0 549.9 0.00 0.00 0.00
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,300.0 0.00 0.00 7,300.0 0.0 0.0 0.0 0.00 0.00 0.00
7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00

7,500.0 0.00 0.00 7,500.0 0.0 0.0 0.0 0.00 0.00 0.00
7,600.0 0.00 0.00 7,600.0 0.0 0.0 0.0 0.00 0.00 0.00
7,700.0 0.00 0.00 7,700.0 0.0 0.0 0.0 0.00 0.00 0.00
7,800.0 0.00 0.00 7,800.0 0.0 0.0 0.0 0.00 0.00 0.00
7,900.0 0.00 0.00 7,900.0 0.0 0.0 0.0 0.00 0.00 0.00

8,000.0 0.00 0.00 8,000.0 0.0 0.0 0.0 0.00 0.00 0.00
8,100.0 0.00 0.00 8,100.0 0.0 0.0 0.0 0.00 0.00 0.00
8,200.0 0.00 0.00 8,200.0 0.0 0.0 0.0 0.00 0.00 0.00
8,300.0 0.00 0.00 8,300.0 0.0 0.0 0.0 0.00 0.00 0.00
8,400.0 0.00 0.00 8,400.0 0.0 0.0 0.0 0.00 0.00 0.00

8,500.0 0.00 0.00 8,500.0 0.0 0.0 0.0 0.00 0.00 0.00
8,600.0 0.00 0.00 8,600.0 0.0 0.0 0.0 0.00 0.00 0.00
8,700.0 0.00 0.00 8,700.0 0.0 0.0 0.0 0.00 0.00 0.00
8,800.0 0.00 0.00 8,800.0 0.0 0.0 0.0 0.00 0.00 0.00
8,900.0 0.00 0.00 8,900.0 0.0 0.0 0.0 0.00 0.00 0.00

9,000.0 0.00 0.00 9,000.0 0.0 0.0 0.0 0.00 0.00 0.00
9,100.0 0.00 0.00 9,100.0 0.0 0.0 0.0 0.00 0.00 0.00
9,200.0 0.00 0.00 9,200.0 0.0 0.0 0.0 0.00 0.00 0.00
9,300.0 0.00 0.00 9,300.0 0.0 0.0 0.0 0.00 0.00 0.00
9,356.4 0.00 0.00 9,356.4 0.0 0.0 0.0 0.00 0.00 0.00

9,400.0 4.79 180.21 9,399.9 -1.8 0.0 1.8 11.00 11.00 0.00
9,500.0 15.79 180.21 9,498.2 -19.7 -0.1 19.7 11.00 11.00 0.00
9,600.0 26.79 180.21 9,591.2 -55.9 -0.2 55.9 11.00 11.00 0.00
9,700.0 37.79 180.21 9,675.6 -109.3 -0.4 109.2 11.00 11.00 0.00
9,800.0 48.79 180.21 9,748.3 -177.7 -0.6 177.7 11.00 11.00 0.00

9,900.0 59.79 180.21 9,806.6 -258.8 -0.9 258.7 11.00 11.00 0.00
10,000.0 70.79 180.21 9,848.3 -349.5 -1.3 349.4 11.00 11.00 0.00
10,100.0 81.79 180.21 9,872.0 -446.5 -1.6 446.4 11.00 11.00 0.00
10,200.0 92.79 180.21 9,876.7 -546.2 -2.0 546.1 11.00 11.00 0.00
10,203.1 93.14 180.21 9,876.5 -549.4 -2.0 549.2 11.00 11.00 0.00

10,203.8 93.14 180.21 9,876.5 -550.0 -2.0 549.9 0.00 0.00 0.00
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,300.0 0.00 0.00 7,300.0 0.0 0.0 0.0 0.00 0.00 0.00
7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00

7,500.0 0.00 0.00 7,500.0 0.0 0.0 0.0 0.00 0.00 0.00
7,600.0 0.00 0.00 7,600.0 0.0 0.0 0.0 0.00 0.00 0.00
7,700.0 0.00 0.00 7,700.0 0.0 0.0 0.0 0.00 0.00 0.00
7,800.0 0.00 0.00 7,800.0 0.0 0.0 0.0 0.00 0.00 0.00
7,900.0 0.00 0.00 7,900.0 0.0 0.0 0.0 0.00 0.00 0.00

8,000.0 0.00 0.00 8,000.0 0.0 0.0 0.0 0.00 0.00 0.00
8,100.0 0.00 0.00 8,100.0 0.0 0.0 0.0 0.00 0.00 0.00
8,200.0 0.00 0.00 8,200.0 0.0 0.0 0.0 0.00 0.00 0.00
8,300.0 0.00 0.00 8,300.0 0.0 0.0 0.0 0.00 0.00 0.00
8,400.0 0.00 0.00 8,400.0 0.0 0.0 0.0 0.00 0.00 0.00

8,500.0 0.00 0.00 8,500.0 0.0 0.0 0.0 0.00 0.00 0.00
8,600.0 0.00 0.00 8,600.0 0.0 0.0 0.0 0.00 0.00 0.00
8,700.0 0.00 0.00 8,700.0 0.0 0.0 0.0 0.00 0.00 0.00
8,800.0 0.00 0.00 8,800.0 0.0 0.0 0.0 0.00 0.00 0.00
8,900.0 0.00 0.00 8,900.0 0.0 0.0 0.0 0.00 0.00 0.00

9,000.0 0.00 0.00 9,000.0 0.0 0.0 0.0 0.00 0.00 0.00
9,100.0 0.00 0.00 9,100.0 0.0 0.0 0.0 0.00 0.00 0.00
9,200.0 0.00 0.00 9,200.0 0.0 0.0 0.0 0.00 0.00 0.00
9,300.0 0.00 0.00 9,300.0 0.0 0.0 0.0 0.00 0.00 0.00
9,356.4 0.00 0.00 9,356.4 0.0 0.0 0.0 0.00 0.00 0.00

9,400.0 4.79 180.21 9,399.9 -1.8 0.0 1.8 11.00 11.00 0.00
9,500.0 15.79 180.21 9,498.2 -19.7 -0.1 19.7 11.00 11.00 0.00
9,600.0 26.79 180.21 9,591.2 -55.9 -0.2 55.9 11.00 11.00 0.00
9,700.0 37.79 180.21 9,675.6 -109.3 -0.4 109.2 11.00 11.00 0.00
9,800.0 48.79 180.21 9,748.3 -177.7 -0.6 177.7 11.00 11.00 0.00

9,900.0 59.79 180.21 9,806.6 -258.8 -0.9 258.7 11.00 11.00 0.00
10,000.0 70.79 180.21 9,848.3 -349.5 -1.3 349.4 11.00 11.00 0.00
10,100.0 81.79 180.21 9,872.0 -446.5 -1.6 446.4 11.00 11.00 0.00
10,200.0 92.79 180.21 9,876.7 -546.2 -2.0 546.1 11.00 11.00 0.00
10,203.1 93.14 180.21 9,876.5 -549.4 -2.0 549.2 11.00 11.00 0.00

10,203.8 93.14 180.21 9,876.5 -550.0 -2.0 549.9 0.00 0.00 0.00
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RECEIVED: December 16, 2011

Newfield Exploration
Planning Report

Site McKenna 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 5000.1 Single User Db
RKB @ 5423.0ftTVD Reference:Newfield Production CompanyCompany:

RKB @ 5423.0ftMD Reference:Uinta BasinProject:
TrueNorth Reference:McKenna 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:McKenna 1-17-3-3WHWell:

Wellbore #1Wellbore:
Design #1Design:

Measured
Depth

(ft)
Inclination

(°)
Azimuth

(°)
+E/-W

(ft)

Vertical
Section

(ft)

Dogleg
Rate

(°/100ft)
+N/-S

(ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Planned Survey

Vertical 
Depth

(ft)

7"
10,253.4 93.16 178.72 9,873.8 599.4 3.00-599.5 -1.5 0.05 -3.01
10,300.0 93.16 178.72 9,871.2 645.9 0.00-646.1 -0.5 0.00 0.00
10,400.0 93.16 178.72 9,865.7 745.8 0.00-745.9 1.7 0.00 0.00
10,500.0 93.16 178.72 9,860.2 845.6 0.00-845.7 4.0 0.00 0.00

10,600.0 93.16 178.72 9,854.7 945.5 0.00-945.5 6.2 0.00 0.00
10,700.0 93.16 178.72 9,849.1 1,045.3 0.00-1,045.4 8.4 0.00 0.00
10,800.0 93.16 178.72 9,843.6 1,145.2 0.00-1,145.2 10.7 0.00 0.00
10,900.0 93.16 178.72 9,838.1 1,245.0 0.00-1,245.0 12.9 0.00 0.00
11,000.0 93.16 178.72 9,832.6 1,344.9 0.00-1,344.8 15.1 0.00 0.00

11,100.0 93.16 178.72 9,827.1 1,444.7 0.00-1,444.6 17.4 0.00 0.00
11,200.0 93.16 178.72 9,821.6 1,544.6 0.00-1,544.5 19.6 0.00 0.00
11,300.0 93.16 178.72 9,816.1 1,644.4 0.00-1,644.3 21.8 0.00 0.00
11,400.0 93.16 178.72 9,810.5 1,744.3 0.00-1,744.1 24.1 0.00 0.00
11,500.0 93.16 178.72 9,805.0 1,844.1 0.00-1,843.9 26.3 0.00 0.00

11,600.0 93.16 178.72 9,799.5 1,944.0 0.00-1,943.8 28.5 0.00 0.00
11,700.0 93.16 178.72 9,794.0 2,043.8 0.00-2,043.6 30.8 0.00 0.00
11,800.0 93.16 178.72 9,788.5 2,143.6 0.00-2,143.4 33.0 0.00 0.00
11,900.0 93.16 178.72 9,783.0 2,243.5 0.00-2,243.2 35.2 0.00 0.00
12,000.0 93.16 178.72 9,777.5 2,343.3 0.00-2,343.1 37.5 0.00 0.00

12,100.0 93.16 178.72 9,771.9 2,443.2 0.00-2,442.9 39.7 0.00 0.00
12,200.0 93.16 178.72 9,766.4 2,543.0 0.00-2,542.7 41.9 0.00 0.00
12,300.0 93.16 178.72 9,760.9 2,642.9 0.00-2,642.5 44.2 0.00 0.00
12,400.0 93.16 178.72 9,755.4 2,742.7 0.00-2,742.3 46.4 0.00 0.00
12,500.0 93.16 178.72 9,749.9 2,842.6 0.00-2,842.2 48.6 0.00 0.00

12,600.0 93.16 178.72 9,744.4 2,942.4 0.00-2,942.0 50.9 0.00 0.00
12,700.0 93.16 178.72 9,738.9 3,042.3 0.00-3,041.8 53.1 0.00 0.00
12,800.0 93.16 178.72 9,733.3 3,142.1 0.00-3,141.6 55.3 0.00 0.00
12,900.0 93.16 178.72 9,727.8 3,242.0 0.00-3,241.5 57.6 0.00 0.00
13,000.0 93.16 178.72 9,722.3 3,341.8 0.00-3,341.3 59.8 0.00 0.00

13,100.0 93.16 178.72 9,716.8 3,441.7 0.00-3,441.1 62.1 0.00 0.00
13,200.0 93.16 178.72 9,711.3 3,541.5 0.00-3,540.9 64.3 0.00 0.00
13,300.0 93.16 178.72 9,705.8 3,641.4 0.00-3,640.8 66.5 0.00 0.00
13,400.0 93.16 178.72 9,700.3 3,741.2 0.00-3,740.6 68.8 0.00 0.00
13,500.0 93.16 178.72 9,694.7 3,841.1 0.00-3,840.4 71.0 0.00 0.00

13,600.0 93.16 178.72 9,689.2 3,940.9 0.00-3,940.2 73.2 0.00 0.00
13,700.0 93.16 178.72 9,683.7 4,040.7 0.00-4,040.0 75.5 0.00 0.00
13,800.0 93.16 178.72 9,678.2 4,140.6 0.00-4,139.9 77.7 0.00 0.00
13,900.0 93.16 178.72 9,672.7 4,240.4 0.00-4,239.7 79.9 0.00 0.00
14,000.0 93.16 178.72 9,667.2 4,340.3 0.00-4,339.5 82.2 0.00 0.00

14,100.0 93.16 178.72 9,661.7 4,440.1 0.00-4,439.3 84.4 0.00 0.00
14,130.0 93.16 178.72 9,660.0 4,470.1 0.00-4,469.3 85.1 0.00 0.00

4 1/2"
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

7"
10,253.4 93.16 178.72 9,873.8 -599.5 -1.5 599.4 3.00 0.05 -3.01

10,300.0 93.16 178.72 9,871.2 -646.1 -0.5 645.9 0.00 0.00 0.00
10,400.0 93.16 178.72 9,865.7 -745.9 1.7 745.8 0.00 0.00 0.00
10,500.0 93.16 178.72 9,860.2 -845.7 4.0 845.6 0.00 0.00 0.00

10,600.0 93.16 178.72 9,854.7 -945.5 6.2 945.5 0.00 0.00 0.00
10,700.0 93.16 178.72 9,849.1 -1,045.4 8.4 1,045.3 0.00 0.00 0.00
10,800.0 93.16 178.72 9,843.6 -1,145.2 10.7 1,145.2 0.00 0.00 0.00
10,900.0 93.16 178.72 9,838.1 -1,245.0 12.9 1,245.0 0.00 0.00 0.00
11,000.0 93.16 178.72 9,832.6 -1,344.8 15.1 1,344.9 0.00 0.00 0.00

11,100.0 93.16 178.72 9,827.1 -1,444.6 17.4 1,444.7 0.00 0.00 0.00
11,200.0 93.16 178.72 9,821.6 -1,544.5 19.6 1,544.6 0.00 0.00 0.00
11,300.0 93.16 178.72 9,816.1 -1,644.3 21.8 1,644.4 0.00 0.00 0.00
11,400.0 93.16 178.72 9,810.5 -1,744.1 24.1 1,744.3 0.00 0.00 0.00
11,500.0 93.16 178.72 9,805.0 -1,843.9 26.3 1,844.1 0.00 0.00 0.00

11,600.0 93.16 178.72 9,799.5 -1,943.8 28.5 1,944.0 0.00 0.00 0.00
11,700.0 93.16 178.72 9,794.0 -2,043.6 30.8 2,043.8 0.00 0.00 0.00
11,800.0 93.16 178.72 9,788.5 -2,143.4 33.0 2,143.6 0.00 0.00 0.00
11,900.0 93.16 178.72 9,783.0 -2,243.2 35.2 2,243.5 0.00 0.00 0.00
12,000.0 93.16 178.72 9,777.5 -2,343.1 37.5 2,343.3 0.00 0.00 0.00

12,100.0 93.16 178.72 9,771.9 -2,442.9 39.7 2,443.2 0.00 0.00 0.00
12,200.0 93.16 178.72 9,766.4 -2,542.7 41.9 2,543.0 0.00 0.00 0.00
12,300.0 93.16 178.72 9,760.9 -2,642.5 44.2 2,642.9 0.00 0.00 0.00
12,400.0 93.16 178.72 9,755.4 -2,742.3 46.4 2,742.7 0.00 0.00 0.00
12,500.0 93.16 178.72 9,749.9 -2,842.2 48.6 2,842.6 0.00 0.00 0.00

12,600.0 93.16 178.72 9,744.4 -2,942.0 50.9 2,942.4 0.00 0.00 0.00
12,700.0 93.16 178.72 9,738.9 -3,041.8 53.1 3,042.3 0.00 0.00 0.00
12,800.0 93.16 178.72 9,733.3 -3,141.6 55.3 3,142.1 0.00 0.00 0.00
12,900.0 93.16 178.72 9,727.8 -3,241.5 57.6 3,242.0 0.00 0.00 0.00
13,000.0 93.16 178.72 9,722.3 -3,341.3 59.8 3,341.8 0.00 0.00 0.00

13,100.0 93.16 178.72 9,716.8 -3,441.1 62.1 3,441.7 0.00 0.00 0.00
13,200.0 93.16 178.72 9,711.3 -3,540.9 64.3 3,541.5 0.00 0.00 0.00
13,300.0 93.16 178.72 9,705.8 -3,640.8 66.5 3,641.4 0.00 0.00 0.00
13,400.0 93.16 178.72 9,700.3 -3,740.6 68.8 3,741.2 0.00 0.00 0.00
13,500.0 93.16 178.72 9,694.7 -3,840.4 71.0 3,841.1 0.00 0.00 0.00

13,600.0 93.16 178.72 9,689.2 -3,940.2 73.2 3,940.9 0.00 0.00 0.00
13,700.0 93.16 178.72 9,683.7 -4,040.0 75.5 4,040.7 0.00 0.00 0.00
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

7"
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10,700.0 93.16 178.72 9,849.1 -1,045.4 8.4 1,045.3 0.00 0.00 0.00
10,800.0 93.16 178.72 9,843.6 -1,145.2 10.7 1,145.2 0.00 0.00 0.00
10,900.0 93.16 178.72 9,838.1 -1,245.0 12.9 1,245.0 0.00 0.00 0.00
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11,800.0 93.16 178.72 9,788.5 -2,143.4 33.0 2,143.6 0.00 0.00 0.00
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13,600.0 93.16 178.72 9,689.2 -3,940.2 73.2 3,940.9 0.00 0.00 0.00
13,700.0 93.16 178.72 9,683.7 -4,040.0 75.5 4,040.7 0.00 0.00 0.00
13,800.0 93.16 178.72 9,678.2 -4,139.9 77.7 4,140.6 0.00 0.00 0.00
13,900.0 93.16 178.72 9,672.7 -4,239.7 79.9 4,240.4 0.00 0.00 0.00
14,000.0 93.16 178.72 9,667.2 -4,339.5 82.2 4,340.3 0.00 0.00 0.00

14,100.0 93.16 178.72 9,661.7 -4,439.3 84.4 4,440.1 0.00 0.00 0.00
14,130.0 93.16 178.72 9,660.0 -4,469.3 85.1 4,470.1 0.00 0.00 0.00

4 1/2"

12/5/2011 1:58:41PM Page 5 COMPASS 5000.1 Build 30

RECEIVED: December 16,

API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

7"
10,253.4 93.16 178.72 9,873.8 -599.5 -1.5 599.4 3.00 0.05 -3.01

10,300.0 93.16 178.72 9,871.2 -646.1 -0.5 645.9 0.00 0.00 0.00
10,400.0 93.16 178.72 9,865.7 -745.9 1.7 745.8 0.00 0.00 0.00
10,500.0 93.16 178.72 9,860.2 -845.7 4.0 845.6 0.00 0.00 0.00

10,600.0 93.16 178.72 9,854.7 -945.5 6.2 945.5 0.00 0.00 0.00
10,700.0 93.16 178.72 9,849.1 -1,045.4 8.4 1,045.3 0.00 0.00 0.00
10,800.0 93.16 178.72 9,843.6 -1,145.2 10.7 1,145.2 0.00 0.00 0.00
10,900.0 93.16 178.72 9,838.1 -1,245.0 12.9 1,245.0 0.00 0.00 0.00
11,000.0 93.16 178.72 9,832.6 -1,344.8 15.1 1,344.9 0.00 0.00 0.00

11,100.0 93.16 178.72 9,827.1 -1,444.6 17.4 1,444.7 0.00 0.00 0.00
11,200.0 93.16 178.72 9,821.6 -1,544.5 19.6 1,544.6 0.00 0.00 0.00
11,300.0 93.16 178.72 9,816.1 -1,644.3 21.8 1,644.4 0.00 0.00 0.00
11,400.0 93.16 178.72 9,810.5 -1,744.1 24.1 1,744.3 0.00 0.00 0.00
11,500.0 93.16 178.72 9,805.0 -1,843.9 26.3 1,844.1 0.00 0.00 0.00

11,600.0 93.16 178.72 9,799.5 -1,943.8 28.5 1,944.0 0.00 0.00 0.00
11,700.0 93.16 178.72 9,794.0 -2,043.6 30.8 2,043.8 0.00 0.00 0.00
11,800.0 93.16 178.72 9,788.5 -2,143.4 33.0 2,143.6 0.00 0.00 0.00
11,900.0 93.16 178.72 9,783.0 -2,243.2 35.2 2,243.5 0.00 0.00 0.00
12,000.0 93.16 178.72 9,777.5 -2,343.1 37.5 2,343.3 0.00 0.00 0.00

12,100.0 93.16 178.72 9,771.9 -2,442.9 39.7 2,443.2 0.00 0.00 0.00
12,200.0 93.16 178.72 9,766.4 -2,542.7 41.9 2,543.0 0.00 0.00 0.00
12,300.0 93.16 178.72 9,760.9 -2,642.5 44.2 2,642.9 0.00 0.00 0.00
12,400.0 93.16 178.72 9,755.4 -2,742.3 46.4 2,742.7 0.00 0.00 0.00
12,500.0 93.16 178.72 9,749.9 -2,842.2 48.6 2,842.6 0.00 0.00 0.00

12,600.0 93.16 178.72 9,744.4 -2,942.0 50.9 2,942.4 0.00 0.00 0.00
12,700.0 93.16 178.72 9,738.9 -3,041.8 53.1 3,042.3 0.00 0.00 0.00
12,800.0 93.16 178.72 9,733.3 -3,141.6 55.3 3,142.1 0.00 0.00 0.00
12,900.0 93.16 178.72 9,727.8 -3,241.5 57.6 3,242.0 0.00 0.00 0.00
13,000.0 93.16 178.72 9,722.3 -3,341.3 59.8 3,341.8 0.00 0.00 0.00

13,100.0 93.16 178.72 9,716.8 -3,441.1 62.1 3,441.7 0.00 0.00 0.00
13,200.0 93.16 178.72 9,711.3 -3,540.9 64.3 3,541.5 0.00 0.00 0.00
13,300.0 93.16 178.72 9,705.8 -3,640.8 66.5 3,641.4 0.00 0.00 0.00
13,400.0 93.16 178.72 9,700.3 -3,740.6 68.8 3,741.2 0.00 0.00 0.00
13,500.0 93.16 178.72 9,694.7 -3,840.4 71.0 3,841.1 0.00 0.00 0.00

13,600.0 93.16 178.72 9,689.2 -3,940.2 73.2 3,940.9 0.00 0.00 0.00
13,700.0 93.16 178.72 9,683.7 -4,040.0 75.5 4,040.7 0.00 0.00 0.00
13,800.0 93.16 178.72 9,678.2 -4,139.9 77.7 4,140.6 0.00 0.00 0.00
13,900.0 93.16 178.72 9,672.7 -4,239.7 79.9 4,240.4 0.00 0.00 0.00
14,000.0 93.16 178.72 9,667.2 -4,339.5 82.2 4,340.3 0.00 0.00 0.00

14,100.0 93.16 178.72 9,661.7 -4,439.3 84.4 4,440.1 0.00 0.00 0.00
14,130.0 93.16 178.72 9,660.0 -4,469.3 85.1 4,470.1 0.00 0.00 0.00

4 1/2"

12/5/2011 1:58:41PM Page 5 COMPASS 5000.1 Build 30

RECEIVED: December 16,

API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

7"
10,253.4 93.16 178.72 9,873.8 -599.5 -1.5 599.4 3.00 0.05 -3.01

10,300.0 93.16 178.72 9,871.2 -646.1 -0.5 645.9 0.00 0.00 0.00
10,400.0 93.16 178.72 9,865.7 -745.9 1.7 745.8 0.00 0.00 0.00
10,500.0 93.16 178.72 9,860.2 -845.7 4.0 845.6 0.00 0.00 0.00

10,600.0 93.16 178.72 9,854.7 -945.5 6.2 945.5 0.00 0.00 0.00
10,700.0 93.16 178.72 9,849.1 -1,045.4 8.4 1,045.3 0.00 0.00 0.00
10,800.0 93.16 178.72 9,843.6 -1,145.2 10.7 1,145.2 0.00 0.00 0.00
10,900.0 93.16 178.72 9,838.1 -1,245.0 12.9 1,245.0 0.00 0.00 0.00
11,000.0 93.16 178.72 9,832.6 -1,344.8 15.1 1,344.9 0.00 0.00 0.00

11,100.0 93.16 178.72 9,827.1 -1,444.6 17.4 1,444.7 0.00 0.00 0.00
11,200.0 93.16 178.72 9,821.6 -1,544.5 19.6 1,544.6 0.00 0.00 0.00
11,300.0 93.16 178.72 9,816.1 -1,644.3 21.8 1,644.4 0.00 0.00 0.00
11,400.0 93.16 178.72 9,810.5 -1,744.1 24.1 1,744.3 0.00 0.00 0.00
11,500.0 93.16 178.72 9,805.0 -1,843.9 26.3 1,844.1 0.00 0.00 0.00

11,600.0 93.16 178.72 9,799.5 -1,943.8 28.5 1,944.0 0.00 0.00 0.00
11,700.0 93.16 178.72 9,794.0 -2,043.6 30.8 2,043.8 0.00 0.00 0.00
11,800.0 93.16 178.72 9,788.5 -2,143.4 33.0 2,143.6 0.00 0.00 0.00
11,900.0 93.16 178.72 9,783.0 -2,243.2 35.2 2,243.5 0.00 0.00 0.00
12,000.0 93.16 178.72 9,777.5 -2,343.1 37.5 2,343.3 0.00 0.00 0.00

12,100.0 93.16 178.72 9,771.9 -2,442.9 39.7 2,443.2 0.00 0.00 0.00
12,200.0 93.16 178.72 9,766.4 -2,542.7 41.9 2,543.0 0.00 0.00 0.00
12,300.0 93.16 178.72 9,760.9 -2,642.5 44.2 2,642.9 0.00 0.00 0.00
12,400.0 93.16 178.72 9,755.4 -2,742.3 46.4 2,742.7 0.00 0.00 0.00
12,500.0 93.16 178.72 9,749.9 -2,842.2 48.6 2,842.6 0.00 0.00 0.00

12,600.0 93.16 178.72 9,744.4 -2,942.0 50.9 2,942.4 0.00 0.00 0.00
12,700.0 93.16 178.72 9,738.9 -3,041.8 53.1 3,042.3 0.00 0.00 0.00
12,800.0 93.16 178.72 9,733.3 -3,141.6 55.3 3,142.1 0.00 0.00 0.00
12,900.0 93.16 178.72 9,727.8 -3,241.5 57.6 3,242.0 0.00 0.00 0.00
13,000.0 93.16 178.72 9,722.3 -3,341.3 59.8 3,341.8 0.00 0.00 0.00

13,100.0 93.16 178.72 9,716.8 -3,441.1 62.1 3,441.7 0.00 0.00 0.00
13,200.0 93.16 178.72 9,711.3 -3,540.9 64.3 3,541.5 0.00 0.00 0.00
13,300.0 93.16 178.72 9,705.8 -3,640.8 66.5 3,641.4 0.00 0.00 0.00
13,400.0 93.16 178.72 9,700.3 -3,740.6 68.8 3,741.2 0.00 0.00 0.00
13,500.0 93.16 178.72 9,694.7 -3,840.4 71.0 3,841.1 0.00 0.00 0.00

13,600.0 93.16 178.72 9,689.2 -3,940.2 73.2 3,940.9 0.00 0.00 0.00
13,700.0 93.16 178.72 9,683.7 -4,040.0 75.5 4,040.7 0.00 0.00 0.00
13,800.0 93.16 178.72 9,678.2 -4,139.9 77.7 4,140.6 0.00 0.00 0.00
13,900.0 93.16 178.72 9,672.7 -4,239.7 79.9 4,240.4 0.00 0.00 0.00
14,000.0 93.16 178.72 9,667.2 -4,339.5 82.2 4,340.3 0.00 0.00 0.00

14,100.0 93.16 178.72 9,661.7 -4,439.3 84.4 4,440.1 0.00 0.00 0.00
14,130.0 93.16 178.72 9,660.0 -4,469.3 85.1 4,470.1 0.00 0.00 0.00

4 1/2"

12/5/2011 1:58:41PM Page 5 COMPASS 5000.1 Build 30

RECEIVED: December 16,



RECEIVED: December 16, 2011

Newfield Exploration
Planning Report

Site McKenna 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 5000.1 Single User Db
RKB @ 5423.0ftTVD Reference:Newfield Production CompanyCompany:

RKB @ 5423.0ftMD Reference:Uinta BasinProject:
TrueNorth Reference:McKenna 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:McKenna 1-17-3-3WHWell:

Wellbore #1Wellbore:
Design #1Design:

Target Name
     - hit/miss target
     - Shape

TVD
(ft)

Northing
(m)

Easting
(m)

+N/-S
(ft)

+E/-W
(ft)

Design Targets

LongitudeLatitude

Dip Angle
(°)

Dip Dir.
(°)

1-17-3-3WH BHL 9,660.0 2,209,808.14 607,295.82-4,469.3 85.10.00 0.00 40° 12' 58.861 N 110° 14' 21.803 W
- plan hits target center
- Point

1-17-3-3WH 7" shoe 9,876.5 2,211,002.26 607,252.46-550.0 -2.00.00 0.00 40° 13' 37.594 N 110° 14' 22.926 W
- plan hits target center
- Point

Vertical 
Depth

(ft)

Measured 
Depth

(ft)

Casing
Diameter

(in)

Hole
Diameter

(in)Name

Casing Points

9 5/8"2,500.02,500.0 9.625 12.250

7"9,876.510,203.8 7.000 8.750

4 1/2"9,660.014,130.0 4.500 6.125
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API Well Number: 43013511220000

Newfield Exploration
Planning Report

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Site McKenna 1-17-3-3WH
Company: Newfield Production Company TVD Reference: RKB @5423.0ft
Project: Uinta Basin MD Reference: RKB @5423.0ft
Site: McKenna 1-17-3-3WH North Reference: True
Well: McKenna 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (ft) (ft) (ft) (m) (m) Latitude Longitude

1-17-3-3WH BHL 0.00 0.00 9,660.0 -4,469.3 85.1 2,209,808.14 607,295.82 40° 12' 58.861 N 110° 14'21.803 W
- plan hits target center
- Point

1-17-3-3WH 7" shoe 0.00 0.00 9,876.5 -550.0 -2.0 2,211,002.26 607,252.46 40° 13' 37.594 N 110° 14'22.926 W
- plan hits target center
- Point

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(II) (II) Name (in) (in)
2,500.0 2,500.0 9 5/8" 9.625 12.250

10,203.8 9,876.5 7" 7.000 8.750
14,130.0 9,660.0 4 1/2" 4.500 6.125
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API Well Number: 43013511220000

AFFIDAVIT OF EASEMENT, RIGHT-OF-WAY AND
SURFACE USE AGREEMENT

Christian C. Sizemore personally appeared before me, being duly sworn, deposes and
with respect to State of Utah R649-3-34.7 says:

1. My name is Christian C. Sizemore. I am a Landman for Newfield Production
Company, whose address is 1001 17th Street, Suite 2000, Denver, CO 80202
("Newfield").

2. Newfield is the Operator of the proposed McKenna 1-17-3-3WH well to be
located in the NENE of Section 17, Township 3 South, Range 3 West, Duchesne,
County, Utah (the "Drillsite Location"). The surface owner of the Drillsite
Location is 4 C- Farms a Utah Limited Liability Company, whose address is HC
64 Box 278, Duchesne, UT 84021 ("Surface Owner").

3. Newfield and the Surface Owner have agreed upon an Easement, Right-of-Way
and Surface Use Agreement dated December 14, 2011 covering the Drillsite
Location and access to the Drillsite Location.

FURTHER AFFIANT SAYETH NOT.

Christian C. Sizemore, Landman

ACKNOWLEDGEMENT

STATE OF COLORADO §
§

COUNTY OF DENVER §

Before me, a Notary Public, in and for the State, on this 14th day of December, 2011,
personally appeared Christian C. Sizemore, to me known to be the identical person who
executed the foregoing instrument, and acknowledged to me that she executed the same
as her own free and voluntary act and deed for th p es therein set forth.

NOTARY PUBLIC
My Commission Expires:

PETER BURNS
NOTARYPUBLIC

STATEOF COLORADO

MyCommission Expires
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API Well Number: 43013511220000

NEWFIELD EXPLORATION COMPANY
Eencehne

WELL PAD INTERFERENCE PLAT
1-17-3-3WH

Ex/sting Dirt Rood Pad Location: NENE Section 17, T3S R3W, U.S.B.&M. wer" -
- - ---

- X Power P Eence/ine

Sect¡on Line

TOP HOLE FOOM GES
Edge of 1-17-J-JWH (PROPOSED)
Proposed 173' FNL & 658' EEL
Pad Future Pit

BOTTOM HOLE FOOTAGES Proposed Access

1-17-3-JWH (PROPOSED)
660' TSL & 660' TEL

1-17-3-3WH (PROPOSED) g
I

I

LATITUDE & LONGITUDE
Surfo,ce position of Wells (NAD 83)

N WELL LATITUDE LONGITUDE
Bearings are based
on GPS Observations.

1-17-3-3WH 40 13' 43.03" 110° 14' 22.90"

RELATIVE COORDINATES
From Top Hole to Bottom Hole

WELL NORTH EAST SURVEYED BY: C.S. DATE SURVEYED: 11-19-11 VERSION: (435) 781-2501

1-17-3-3WH -4,469' 85' DRAWN BY: F.T.M. DATE DRAWN: 11-22-11
y Land Surveying, Inc.

SCALE: 1" = 60' REVISED: s 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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API Well Number: 43013511220000

as'NUDRB CE NEWFIELD EXPLORATION COMPANY

f ..--..- PROPOSED LOCATION LAYOUT
1-17-3-3WH

. Pad Location: NENE Section 17, T3S, R3W, U.S.B.&M.

A A
-8350

±4,610 Cu. Yd

STA. 4+00

I -
- Top of

Cut S/ope

C 1.J C 1.4 '
-

I ||80'|||/ 'l
STA. 2+75 ,

RESER VE P/ T '

I (8' Deep)
2' High Perimeter Berm
Required Except Where Cut
Slopes Exceed this Height.

I c/t.o ¯¯

F/0. 7 , , , , C/0. 5 4o -

STA. 2+00 o / | | so'| | |
© ©I ELAREC/O. 8 C/2. J pyyWELL HEAD:

UNGRADED = 5405.1' e°

T/N. GRADE = 5404.6 Note:E¯Ã¯¯
pit is to be

/ocoted o Minimum -
of 100' from the -

o ii Proposed We// Head.
og NOTE: ExistingI - E The topsoil & excess material o p,¡yeway

areas are calculated as being REFERENCE POINTS
H mounds containing 7,490 cubic 200' SOUTHERLY = 5403.5'

yards of dirt (a 10% fluff factor 250' SOUTHERLY = 5402.9'
is included). The mound areas 250' EASTERLY = 5407.7'I are calculated with push slopes ,

of 1.5:1 & fall slopes of 1.5:1. 300' EASTERLY = 5408.3

N

I Topsoil to be Stripped From All
Toe of New Construction Areas and .

ER/ S/ope Proposed Stock Pile Locations

STA +

I C/0.7 PROPOSED

--mmmm---------------------- -- ----------mm-

SURVEYED BY: C.S. DATE SURVEYED: 11-19-11 VERSION: (435) 781-2501

DRAWN BY: F.T.M. DATE ORAWN: 11-22-11
y Land Surveying, Inc.

SCALE: 1" = 60' REVISED: \ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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NEWFIELD EXPLORATION COMPANY
CROSS SECTIONS

1-17-3-3WH
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1" = 60' SM. 4+00

II
I

1" = 60' SM. 2+75

EX/S T/NG
E/N/SHED GRADE
GRA

WELL HEAD

1" = 60' SM. 2+00

1" = 60' SM. 0+00 ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 3,100 330 Topsoii is not 2,770
UNLESS OTHERWISE

irciuded in Paa
PIT 1,420 0 Cut volume 1,420

NOTED ALL CUT/FILL
SLOPES ARE AT 1.5:1 TOTALS 4,520 330 2,620 4,190

SURVEYED BY: C.S. DATE SURVEYED: 11-19-11 VERSION: (435) 781-2501

DRAWN BY: F.T.M. DATE ORAWN: 11-22-11
y Land Surveying, Inc.

SCALE: 1" = 60' REVISED: \ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

RECEIVED: December 16,

API Well Number: 43013511220000

NEWFIELD EXPLORATION COMPANY
CROSS SECTIONS

1-17-3-3WH
Pad Location: NENE Section 17, T3S, R3W, U.S.B.&M.

1" = 60' SM. 4+00

II
I

1" = 60' SM. 2+75

EX/S T/NG
E/N/SHED GRADE
GRA

WELL HEAD

1" = 60' SM. 2+00

1" = 60' SM. 0+00 ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 3,100 330 Topsoii is not 2,770
UNLESS OTHERWISE

irciuded in Paa
PIT 1,420 0 Cut volume 1,420

NOTED ALL CUT/FILL
SLOPES ARE AT 1.5:1 TOTALS 4,520 330 2,620 4,190

SURVEYED BY: C.S. DATE SURVEYED: 11-19-11 VERSION: (435) 781-2501

DRAWN BY: F.T.M. DATE ORAWN: 11-22-11
y Land Surveying, Inc.

SCALE: 1" = 60' REVISED: \ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

RECEIVED: December 16,

API Well Number: 43013511220000

NEWFIELD EXPLORATION COMPANY
CROSS SECTIONS

1-17-3-3WH
Pad Location: NENE Section 17, T3S, R3W, U.S.B.&M.

1" = 60' SM. 4+00

II
I

1" = 60' SM. 2+75

EX/S T/NG
E/N/SHED GRADE
GRA

WELL HEAD

1" = 60' SM. 2+00

1" = 60' SM. 0+00 ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 3,100 330 Topsoii is not 2,770
UNLESS OTHERWISE

irciuded in Paa
PIT 1,420 0 Cut volume 1,420

NOTED ALL CUT/FILL
SLOPES ARE AT 1.5:1 TOTALS 4,520 330 2,620 4,190
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McKenna 1-17-3-3WH                  
4301351122

Gilbert 9-9-3-3W                    
4301350955

Map Produced by Diana Mason
Map Prepared: 

Well Name: McKenna 1-17-3-3WH

API Number: 4301351122

Township T0.3 . Section 17Range R0.3 .

Meridian: UBM
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RECEIVED: January 31, 2012

BOPE REVIEW           NEWFIELD PRODUCTION COMPANY    McKenna 1-17-3-3WH  43013511220000

Well Name NEWFIELD PRODUCTION COMPANY  McKenna 1-17-3-3WH 43013511220000

String COND SURF I1 PROD

Casing Size(") 14.000 9.625 7.000 4.500

Setting Depth (TVD) 6 0 2500 9876 9660

Previous Shoe Setting Depth (TVD) 0 6 0 2500 9876

Max Mud Weight (ppg) 8.3 8.3 10.5 10.5

BOPE Proposed (psi) 0 500 5000 5000

Casing Internal Yield (psi) 1000 3520 9950 12410

Operators Max Anticipated Pressure (psi) 5023 10.0

  Calculations COND String 1 4 . 0 0 0 "

Max BHP (psi) .052*Setting Depth*MW= 2 6  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1 9 NO  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1 3 NO  

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1 3 NO  

Required Casing/BOPE Test Pressure= 6 0 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 0 psi         *Assumes 1psi/f t  frac gradient

  Calculations SURF String 9 . 6 2 5 "

Max BHP (psi) .052*Setting Depth*MW= 1079  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 779 NO   diverter

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 529 NO   Reasonable depth

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 542 NO   OK

Required Casing/BOPE Test Pressure= 2464 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 6 0 psi         *Assumes 1psi/f t  frac gradient

  Calculations I1 String 7 . 0 0 0 "

Max BHP (psi) .052*Setting Depth*MW= 5392  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 4207 YES  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 3219 YES   OK

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 3769 NO   Reasonable

Required Casing/BOPE Test Pressure= 5000 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 2500 psi         *Assumes 1psi/f t  frac gradient

  Calculations PROD String 4 . 5 0 0 "

Max BHP (psi) .052*Setting Depth*MW= 5274  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 4115 YES  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 3149 YES   OK

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 5322 YES   OK

Required Casing/BOPE Test Pressure= 5000 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 9876 psi         *Assumes 1psi/f t  frac gradient

API Well Number: 43013511220000
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API Well Number: 43013511220000

BOPE REVIEW NEWFIELD PRODUCTION COMPANY McKenna 1-17-3-3WH 43013511220000

Well Name NEWFIELD PRODUCTION COMPANY McKenna 1-17-3-3WH 430135

String COND SURF I1 PROD

Casing Size(") 14.000 9.625 7.000 4.500

Setting Depth (TVD) 60 2500 9876 9660

Previous Shoe Setting Depth (TVD) O 60 2500 9876

Max Mud Weight (ppg) 8.3 8.3 10.5 10.5

BOPE Proposed (psi) o Soo sooo sooo

Casing Internal Yield (psi) 1000 3520 9950 12410

Operators Max Anticipated Pressure (psi) 5023 10.0

Calculations COND String 14.000 "
Max BHP (psi) .052*Setting Depth*MW=

26

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
19 NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
13 NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
13 NO

Required Casing/BOPE Test Pressure=
60 psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

Calculations SURF String 9.625 "
Max BHP (psi) .052*Setting Depth*MW=

1079

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
779 NO diverter

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
529 NO Reasonable depth

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
542 NO OK

Required Casing/BOPE Test Pressure=
2464 psi

*Max Pressure Allowed @ Previous Casing Shoe=
60 psi *Assumes lpsi/ft frac gradient

Calculations Il String 7.000 "
Max BHP (psi) .052*Setting Depth*MW=

5392

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
4207

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
3219 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
3769 NO Reasonable

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
2500 psi *Assumes lpsi/ft frac gradient

Calculations PROD String 4.500 "
Max BHP (psi) .052*Setting Depth*MW=

5274

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
4115

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
3149 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
5322 OK

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
9876 psi *Assumes lpsi/ft frac gradient

RECEIVED: January 31,
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*Max Pressure Allowed @ Previous Casing Shoe=
60 psi *Assumes lpsi/ft frac gradient

Calculations Il String 7.000 "
Max BHP (psi) .052*Setting Depth*MW=

5392

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
4207

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
3219 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
3769 NO Reasonable

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
2500 psi *Assumes lpsi/ft frac gradient

Calculations PROD String 4.500 "
Max BHP (psi) .052*Setting Depth*MW=

5274

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
4115

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
3149 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
5322 OK

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
9876 psi *Assumes lpsi/ft frac gradient

RECEIVED: January 31,

API Well Number: 43013511220000

BOPE REVIEW NEWFIELD PRODUCTION COMPANY McKenna 1-17-3-3WH 43013511220000

Well Name NEWFIELD PRODUCTION COMPANY McKenna 1-17-3-3WH 430135

String COND SURF I1 PROD

Casing Size(") 14.000 9.625 7.000 4.500

Setting Depth (TVD) 60 2500 9876 9660

Previous Shoe Setting Depth (TVD) O 60 2500 9876

Max Mud Weight (ppg) 8.3 8.3 10.5 10.5

BOPE Proposed (psi) o Soo sooo sooo

Casing Internal Yield (psi) 1000 3520 9950 12410

Operators Max Anticipated Pressure (psi) 5023 10.0

Calculations COND String 14.000 "
Max BHP (psi) .052*Setting Depth*MW=

26

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
19 NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
13 NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
13 NO

Required Casing/BOPE Test Pressure=
60 psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

Calculations SURF String 9.625 "
Max BHP (psi) .052*Setting Depth*MW=

1079

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
779 NO diverter

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
529 NO Reasonable depth

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
542 NO OK

Required Casing/BOPE Test Pressure=
2464 psi

*Max Pressure Allowed @ Previous Casing Shoe=
60 psi *Assumes lpsi/ft frac gradient

Calculations Il String 7.000 "
Max BHP (psi) .052*Setting Depth*MW=

5392

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
4207

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
3219 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
3769 NO Reasonable

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
2500 psi *Assumes lpsi/ft frac gradient

Calculations PROD String 4.500 "
Max BHP (psi) .052*Setting Depth*MW=

5274

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
4115

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
3149 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
5322 OK

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
9876 psi *Assumes lpsi/ft frac gradient

RECEIVED: January 31,
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API Well Number: 43013511220000

43013511220000 McKenna 1-17-3-3WH
Casing Schematic

Surface

940 -

' 9-5/8" Surface
MW 8.3 2500. MD
Frac 19.3 2500. TVD

TOL @ / 3
9306.

7 " intermediate
MW 10.5 TOC 10204. MD
Frac 19.3 1056 9876. TVD y

I

I

4-1 2' ' Production Liner L /P
MW 10.5 14130. MD ,2

9660. TVD
¯¯
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API Well Number: 43013511220000

43013511220000 McKenna 1-17-3-3WH
Casing Schematic

Surface

940 -

' 9-5/8" Surface
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Frac 19.3 2500. TVD

TOL @ / 3
9306.

7 " intermediate
MW 10.5 TOC 10204. MD
Frac 19.3 1056 9876. TVD y

I

I
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API Well Number: 43013511220000

43013511220000 McKenna 1-17-3-3WH
Casing Schematic

Surface

940 -

' 9-5/8" Surface
MW 8.3 2500. MD
Frac 19.3 2500. TVD

TOL @ / 3
9306.

7 " intermediate
MW 10.5 TOC 10204. MD
Frac 19.3 1056 9876. TVD y

I

I
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9660. TVD
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API Well Number: 43013511220000

Well narne: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Surface Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 109 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 940 ft

Burst
Max anticipated surface

pressure: 2,200 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,876 ft
Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 2,192 ft Next setting BHP: 5,387 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,500 ft
Injection pressure: 2,500 psi

Run Segment Nominal End True Vert Measured Drift Est
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 2500 9.625 36.00 J-55 ST&C 2500 2500 8.796 21729

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 1082 2020 1.867 2500 3520 1.41 90 394 4.38 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2500 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design wi/Ibe thatof the

API Well Number: 43013511220000

Well narne: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Surface Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 109 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 940 ft

Burst
Max anticipated surface

pressure: 2,200 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,876 ft
Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 2,192 ft Next setting BHP: 5,387 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,500 ft
Injection pressure: 2,500 psi

Run Segment Nominal End True Vert Measured Drift Est
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 2500 9.625 36.00 J-55 ST&C 2500 2500 8.796 21729

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 1082 2020 1.867 2500 3520 1.41 90 394 4.38 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2500 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design wi/Ibe thatof the

API Well Number: 43013511220000

Well narne: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Surface Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 109 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 940 ft

Burst
Max anticipated surface

pressure: 2,200 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,876 ft
Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 2,192 ft Next setting BHP: 5,387 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,500 ft
Injection pressure: 2,500 psi

Run Segment Nominal End True Vert Measured Drift Est
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 2500 9.625 36.00 J-55 ST&C 2500 2500 8.796 21729

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 1082 2020 1.867 2500 3520 1.41 90 394 4.38 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2500 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design wi/Ibe thatof the

API Well Number: 43013511220000

Well narne: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Surface Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 109 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 940 ft

Burst
Max anticipated surface

pressure: 2,200 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,876 ft
Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 2,192 ft Next setting BHP: 5,387 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,500 ft
Injection pressure: 2,500 psi

Run Segment Nominal End True Vert Measured Drift Est
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 2500 9.625 36.00 J-55 ST&C 2500 2500 8.796 21729

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 1082 2020 1.867 2500 3520 1.41 90 394 4.38 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2500 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design wi/Ibe thatof the
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API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Intermediate Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 74 °F

Internal fluid density: 1.000 ppg Bottom hole temperature: 212 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,996 ft

Burst
Max anticipated surface

pressure: 3,214 psi
Internal gradient: 0.220 psilft Tension: Directional Info - Build & Hold
Calculated BHP 5,387 psi 8 Round STC: 1.80 (J) Kick-off point 9356 ft

8 Round LTC: 1.70 (J) Departure at shoe: 550 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 11 °/100ft

Premium: 1.50 (J) Inclination at shoe: 93.14 °

Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 9,660 ft

Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 8,312 ft Next setting BHP: 5,269 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 9,876 ft
Injection pressure: 9,876 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 10204 7 26.00 P-110 Buttress 9876 10204 6.151 113479

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 4874 6159 1.264 5387 9950 1.85 256.8 830.4 3.23 B

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9876 ft, a mud weight of 10.5 ppg An internal gradient of .052 psilft was used for collapse from TD
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the

API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Intermediate Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 74 °F

Internal fluid density: 1.000 ppg Bottom hole temperature: 212 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,996 ft

Burst
Max anticipated surface

pressure: 3,214 psi
Internal gradient: 0.220 psilft Tension: Directional Info - Build & Hold
Calculated BHP 5,387 psi 8 Round STC: 1.80 (J) Kick-off point 9356 ft

8 Round LTC: 1.70 (J) Departure at shoe: 550 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 11 °/100ft

Premium: 1.50 (J) Inclination at shoe: 93.14 °

Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 9,660 ft

Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 8,312 ft Next setting BHP: 5,269 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 9,876 ft
Injection pressure: 9,876 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 10204 7 26.00 P-110 Buttress 9876 10204 6.151 113479

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 4874 6159 1.264 5387 9950 1.85 256.8 830.4 3.23 B

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9876 ft, a mud weight of 10.5 ppg An internal gradient of .052 psilft was used for collapse from TD
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the

API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Intermediate Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 74 °F

Internal fluid density: 1.000 ppg Bottom hole temperature: 212 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,996 ft

Burst
Max anticipated surface

pressure: 3,214 psi
Internal gradient: 0.220 psilft Tension: Directional Info - Build & Hold
Calculated BHP 5,387 psi 8 Round STC: 1.80 (J) Kick-off point 9356 ft

8 Round LTC: 1.70 (J) Departure at shoe: 550 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 11 °/100ft

Premium: 1.50 (J) Inclination at shoe: 93.14 °

Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 9,660 ft

Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 8,312 ft Next setting BHP: 5,269 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 9,876 ft
Injection pressure: 9,876 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 10204 7 26.00 P-110 Buttress 9876 10204 6.151 113479

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 4874 6159 1.264 5387 9950 1.85 256.8 830.4 3.23 B

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9876 ft, a mud weight of 10.5 ppg An internal gradient of .052 psilft was used for collapse from TD
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the

API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Intermediate Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 74 °F

Internal fluid density: 1.000 ppg Bottom hole temperature: 212 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,996 ft

Burst
Max anticipated surface

pressure: 3,214 psi
Internal gradient: 0.220 psilft Tension: Directional Info - Build & Hold
Calculated BHP 5,387 psi 8 Round STC: 1.80 (J) Kick-off point 9356 ft

8 Round LTC: 1.70 (J) Departure at shoe: 550 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 11 °/100ft

Premium: 1.50 (J) Inclination at shoe: 93.14 °

Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 9,660 ft

Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 8,312 ft Next setting BHP: 5,269 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 9,876 ft
Injection pressure: 9,876 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 10204 7 26.00 P-110 Buttress 9876 10204 6.151 113479

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 4874 6159 1.264 5387 9950 1.85 256.8 830.4 3.23 B

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9876 ft, a mud weight of 10.5 ppg An internal gradient of .052 psilft was used for collapse from TD
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the
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API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WH
Operator: NEWFIELD PRODUCTION COMPANY
String type: Production Liner Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 209 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst:
Design factor 1.00 Cement top: 10,560 ft

Burst
Max anticipated surface

pressure: 3,144 psi Liner top: 9,306 ft
Internal gradient: 0.220 psilft Tension: Directional Info - Build & Hold
Calculated BHP 5,269 psi 8 Round STC: 1.80 (J) Kick-off point 9356 ft

8 Round LTC: 1.80 (J) Departure at shoe: 4470 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 11 °/100ft

Premium: 1.50 (J) Inclination at shoe: 93.16 °

Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 9,615 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 4830 4.5 13.50 P-110 Buttress 9660 14130 3.795 28977

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 5269 10680 2.027 5317 12410 2.33 4.9 421.9 86.80 B

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: January 19,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
For this liner string, the top is rounded to the nearest 100 ft.Collapse is based on a vertical depth of 9660 ft, a mud weight of 10.5 ppg The
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (blaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign will be thatof the
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RECEIVED: February 02, 2012

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining 

Operator NEWFIELD PRODUCTION COMPANY 
Well Name McKenna 1-17-3-3WH
API Number 43013511220000 APD No 5 0 4 1 Field/Unit WILDCAT 
Location: 1/4,1/4 NENE       Sec   17   T w  3.0S    Rng  3.0W    173   FNL   658   FEL
GPS Coord (UTM)     Surface Owner 4 C- Farms (Charlie Hansen)
 

Participants
T. Eaton, F. Bird, Z. Mc Intyre– Newfield; C. Jensen, M.Jones – DOGM; Charlie Hansen -
l andowner

 

Regional/Local Setting & Topography
The proposed site is  on fallow farm ground and is currently in use as a si lage storage area for a
cattle feed lot.  The ground was leveled decades ago and is over- run with weed species.  No
surface drainage such as rill ing, gullying or washes are found on location. The location is in the
Arcadia area. This area is known to high water table as evidence but the sodic soils and
"summer snow" found abundantely on site.  The site is  within 1 mile of Zimmerman wash, red
cap and lateral #5 canals systems. It  is situated approximately 10 miles West of Myton, Utah

 

Surface Use Plan
Current Surface Use
Agricultural

 

New Road
Miles

Well Pad Src Const Material Surface Formation

0 Width 300    Length  4 0 0 Offsite DUCHR
 

Ancillary Facilities  N
 

Waste Management Plan Adequate? Y
 

Environmental Parameters
Affected Floodplains and/or Wetlands  Y

could very well be within a 100 year flood plain or historic river bottom / riparian
 

Flora / Fauna
The high water table has caused extreme sodic soils resulting in "summer snow". This
ground is not fit  for any wild plant or animal species. This site is over run with weed
species particularly russian thistle.

 

Soil Type and Characteristics
sodic  sands

 

Erosion Issues  N
 

Sedimentation Issues  N
 

Site Stability Issues  Y
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API Well Number: 43013511220000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator NEWFIELD PRODUCTION COMPANY
Well Name McKenna 1-17-3-3WH

API Number 43013511220000 APD No 5041 Field/Unit WILDCAT
Location: 1/4,1/4 NENE Sec 17 Tw 3.0S Rng 3.0W 173 FNL 658 FEL
GPS Coord (UTM) Surface Owner 4 C- Farms (Charlie Hansen)

Participants
T. Eaton, F. Bird, Z. Mc Intyre- Newfield; C. Jensen, M.Jones - DOGM; Charlie Hansen -

landowner
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cap and lateral #5 canals systems. It is situated approximately 10 miles West of Myton, Utah

Surface Use Plan
Current Surface Use
Agricultural

New Road Well Pad Src Const Material Surface Formation
Miles
0 Width 300 Length 400 Offsite DUCHR

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
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could very well be within a 100 year flood plain or historic river bottom / riparian

Flora / Fauna
The high water table has caused extreme sodic soils resulting in "summer snow". This
ground is not fit for any wild plant or animal species. This site is over run with weed
species particularly russian thistle.

Soil Type and Characteristics
sodic sands
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Site Stability Issues Y
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Utah Division of Oil, Gas and Mining
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operator plans to import  gravels from offsi te and fort ify tank and rig footprints  with
geo -g r id

 

Drainage Diverson Required?  N
 

Berm Required?  Y
operators  plans include locat ion berms

 

Erosion Sedimentation Control Required?  N
 

Paleo Survey Run?  N     Paleo Potental Observed?  N     Cultural Survey Run?  N     Cultural
Resources?  N

 

Reserve Pit
 

Site-Specific Factors Site Ranking  

Distance to Groundwater (feet) 2 0
Distance to Surface Water (feet) > 1 0 0 0 0
Dist. Nearest Municipal Well (ft) > 5 2 8 0 0

Distance to Other Wells (feet) > 1 3 2 0 0
Native Soil Type High permeability 2 0

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to  20 5
Affected Populations

Presence Nearby Utility Conduits Unknown 1 0

 

Final Score 6 0 1 Sensitivity Level
 

Characteristics /  Requirements
60 X 100' Pit dug to a depth of 8'.  A pit liner will be used. Pit to be fenced to protect
errant  l ivestock found in abundance nearby

 

Closed Loop Mud Required? N   Liner Required? Y   Liner Thickness 16    Pit Underlayment
Required? N 

 

Other Observations /  Comments
this location is a storage location for silage supplied to the nearby cattle feed lot.

 

Chris  Jensen 1 / 1 0 / 2 0 1 2
Evaluator Date  /  Time
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API Well Number: 43013511220000

operator plans to import gravels from offsite and fortify tank and rig footprints with
geo-grid

Drainage Diverson Required? N

Berm Required? Y
operators plans include location berms

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? N Cultural
Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) 20
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0
Native Soil Type High permeability 20

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Unknown 10
Final Score 6 0 1 Sensitivity Level

Characteristics / Requirements
60 X 100' Pit dug to a depth of 8'. A pit liner will be used. Pit to be fenced to protect
errant livestock found in abundance nearby

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment
Required? N

Other Observations / Comments
this location is a storage location for silage supplied to the nearby cattle feed lot.

Chris Jensen 1/10/20 12
Evaluator Date / Time
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Evaluator Date / Time
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APD No API WellNo Status Well Type Surf Owner CBM
5 0 4 1 43013511220000 LOCKED OW P N o

Operator NEWFIELD PRODUCTION COMPANY Surface
Owner-APD

4 C- Farms (Charlie
Hansen)

Well Name McKenna 1-17-3-3WH Unit
Field WILDCAT Type of Work DRILL

Location NENE    17    3S    3W    U    173 FNL    658 FEL    GPS Coord
(UTM)    564683E    4453399N

Geologic Statement of Basis
Newfield proposes to set 60'  of conductor and 2,500'  of surface casing at this location. The
base of the moderately saline water at  this location is estimated to be at  a depth of 900' .  Air
and or fresh water will be used to drill  the entire surface hole. A search of Division of Water
Rights records shows 13 water wells within a 10,000 foot radius of the center of Section 17.
Depth is l isted as ranging from 120 to 300 feet.  Depths are not l isted for 4 wells.  Water use
is l isted as irrigation, stock watering and domestic use. There are 5 wells within 1/2 mile of
the proposed location. The surface formation at this site is the Uinta Formation. The Uinta
Formation is  made up of  interbedded shales  and sandstones.  The sandstones are  most ly
lenticular  and discontinuous and should not  be a significant  source of useable ground
water.  The surface casing cement should be brought back to ground surface.

Brad Hill
APD Evaluator

1 / 1 7 / 2 0 1 2
Date /  Time

Surface Statement of Basis
Operator has surface agreement in place with the landowner.  This location has been chosen
within the spacing window for i ts  accessabili ty and it  uti l izes unsightly and unproductive
land.  The soil  type and topography at  present do not combine to pose a significant  threat  to
erosion or  sediment/  pol lut ion t ransport  under  these cl imate/  condi t ions.  Construct ion
standards of  the Operator  appear  to  be adequate for  the proposed purpose.  I  recognize no
special  f lora or animal species or cultural  resources on si te that  the proposed action may
harm. The landowner 's  representat ive was invited and was in at tendance for  the pre-si te
inspection .  The location should be bermed to prevent spills from leaving the confines of
the pad. Fencing around the reserve pit  will  be necessary once the well is drilled to prevent
wildlife and livestock from entering. A synthetic liner of 16 mils (minimum) should be
utilized in the reserve pit.  Because of the high water table pit run and 3' '  minus gravel will
be imported offsite for stability reasons. Geo grid material will  also be placed under the
footprint  of tanks and dri l l ing rig.  Landowners representative was present during these
discussions and offered a supplier  for  the rock products .

Chris  Jensen
Onsite Evaluator

1 / 1 0 / 2 0 1 2
Date /  Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic l iner with a minimum thickness of 16 mils shall  be properly installed and maintained in

the reserve pit .
Surface The well site shall  be bermed to prevent fluids from leaving the pad.
Surface The reserve pit  shall  be fenced upon completion of dril l ing operations.

 

Application for Permit to Drill
Statement of Basis
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APD No API WellNo Status Well Type Surf Owner CBM
5041 43013511220000 LOCKED OW P No

Operator NEWFIELD PRODUCTION COMPANY Surface 4 C- Farms (Charlie
Owner-APD Hansen)

Well Name McKenna 1-17-3-3WH Unit
Field WILDCAT Type of Work DRILL

. NENE 17 3S 3W U 173 FNL 658 FEL GPS CoordLocation
(UTM) 564683E 4453399N

Geologic Statement of Basis
Newfield proposes to set 60' of conductor and 2,500' of surface casing at this location. The
base of the moderately saline water at this location is estimated to be at a depth of 900'. Air
and or fresh water will be used to drill the entire surface hole. A search of Division of Water
Rights records shows 13 water wells within a 10,000 foot radius of the center of Section 17.
Depth is listed as ranging from 120 to 300 feet. Depths are not listed for 4 wells. Water use
is listed as irrigation, stock watering and domestic use. There are 5 wells within 1/2 mile of
the proposed location. The surface formation at this site is the Uinta Formation. The Uinta
Formation is made up of interbedded shales and sandstones. The sandstones are mostly
lenticular and discontinuous and should not be a significant source of useable ground
water. The surface casing cement should be brought back to ground surface.

Brad Hill 1/17/2012
APD Evaluator Date / Time

Surface Statement of Basis
Operator has surface agreement in place with the landowner. This location has been chosen
within the spacing window for its accessability and it utilizes unsightly and unproductive
land. The soil type and topography at present do not combine to pose a significant threat to
erosion or sediment/ pollution transport under these climate/ conditions. Construction
standards of the Operator appear to be adequate for the proposed purpose. I recognize no
special flora or animal species or cultural resources on site that the proposed action may
harm. The landowner 's representative was invited and was in attendance for the pre-site
inspection . The location should be bermed to prevent spills from leaving the confines of
the pad. Fencing around the reserve pit will be necessary once the well is drilled to prevent
wildlife and livestock from entering. A synthetic liner of 16 mils (minimum) should be
utilized in the reserve pit. Because of the high water table pit run and 3" minus gravel will
be imported offsite for stability reasons. Geo grid material will also be placed under the
footprint of tanks and drilling rig. Landowners representative was present during these
discussions and offered a supplier for the rock products.

Chris Jensen 1/10/20 12
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 16 mils shall be properly installed and maintained in

the reserve pit.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface The reserve pit shall be fenced upon completion of drilling operations.
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RECEIVED: February 02, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/16 /2011 API NO. ASSIGNED: 43013511220000

WELL NAME: McKenna 1-17-3-3WH    

OPERATOR: NEWFIELD PRODUCTION COMPANY (N2695) PHONE NUMBER: 435 719-2018

CONTACT: Don Hamilton    

PROPOSED LOCATION: NENE 17 030S 030W Permit Tech Review:

SURFACE: 0173 FNL 0658 FEL Engineering Review:

BOTTOM: 0660 FSL 0660 FEL Geology Review:

COUNTY: DUCHESNE 

LATITUDE: 40.22853 LONGITUDE: -110.23970

UTM SURF EASTINGS: 564683.00 NORTHINGS: 4453399.00

FIELD NAME: WILDCAT    

LEASE TYPE: 4 - Fee    

LEASE NUMBER: Patented             PROPOSED PRODUCING FORMATION(S): WASATCH 

SURFACE OWNER: 4 - Fee COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: STATE - B001834      Unit:  

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 437478           Board Cause No:  Cause 139-42

RDCC Review:           Effective Date:   4 /12/1985

Fee Surface Agreement           Siting:  660' Fr Ext. U Bdry & 1320' Fr Other Wells

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         5 - Statement of Basis - bhill
                             13 - Cement Volume Formation (3a) - ddoucet
                             25 - Surface Casing - hmacdonald
                             27 - Other - bhill
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Permit To Drill
******************

Well Name:   McKenna 1-17-3-3WH
API Well Number:   43013511220000

Lease Number:   Patented
Surface Owner:   FEE (PRIVATE) 
Approval Date:    2 / 2 / 2 0 1 2

Issued to:
NEWFIELD PRODUCTION COMPANY , Rt 3 Box 3630 , Myton, UT 84052

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code R649-3-1 et
seq., the Utah Division of Oil, Gas and Mining issues conditions of approval, and permit
to drill the listed well. This permit is issued in accordance with the requirements of
Cause 139-42. The expected producing formation or pool is the WASATCH
Formation(s), completion into any other zones will require filing a Sundry Notice (Form
9). Completion and commingling of more than one pool will require approval in
accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached). 

Surface casing shall  be cemented to the surface. 

Cement volume for the 7" intermediate str ing shall  be determined from actual  hole
diameter in order to place cement from the pipe sett ing depth back to 2500'  MD in
order to adequately isolate the Green River formation. 

In accordance with Utah Admin.  R.649-3-21,  the operator shall  submit  a complete
angular deviation and directional survey report to the Division within 30 days
following completion of the well.

Additional Approvals:
The operator is required to obtain approval from the Division of Oil,  Gas and

API Well No: 43013511220000API Well No: 43013511220000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director
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to drill the listed well. This permit is issued in accordance with the requirements of
Cause 139-42. The expected producing formation or pool is the WASATCH
Formation(s), completion into any other zones will require filing a Sundry Notice (Form
9). Completion and commingling of more than one pool will require approval in
accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Surface casing shall be cemented to the surface.

Cement volume for the 7" intermediate string shall be determined from actual hole
diameter in order to place cement from the pipe setting depth back to 2500' MD in
order to adequately isolate the Green River formation.

In accordance with Utah Admin. R.649-3-21, the operator shall submit a complete
angular deviation and directional survey report to the Division within 30 days
following completion of the well.

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas
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mining before performing any of the following actions during the dril l ing of this
well:
   • Any changes to the approved drilling plan  contact Dustin Doucet
   • Significant plug back of the well  contact Dustin Doucet
   • Plug and abandonment of the well  contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
   • Within 24 hours following the spudding of the well  contact Carol Daniels
     OR 
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas
website
     at http://oilgas.ogm.utah.gov
   • 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
   • 24 hours prior to cementing or testing casing  contact Dan Jarvis
   • Within 24 hours of making any emergency changes to the approved drilling program
      contact Dustin Doucet
   • 24 hours prior to commencing operations to plug and abandon the well  contact
Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone
numbers (please leave a voicemail message if  the person is not available to take the
call):
      •  Carol  Daniels     801-538-5284 -  off ice
      •  Dust in  Doucet   801-538-5281 -  off ice
                                                         801-733-0983 - after office hours
      •  Dan Jarvis              801-538-5338 -  office
                                                         801-231-8956 - after office hours

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
   • Entity Action Form (Form 6)  due within 5 days of spudding the well
   • Monthly Status Report (Form 9)  due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9)  due prior to implementation
   • Written Notice of Emergency Changes (Form 9)  due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9)  due prior to
implementation
   • Report of Water Encountered (Form 7)  due within 30 days after completion
   • Well Completion Report (Form 8)  due within 30 days after completion or plugging

Approved By:

API Well No: 43013511220000API Well No: 43013511220000
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For John Rogers
Associate Director, Oil & Gas 
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COEDUÆ
BLM- Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# 30 Submitted By Mike
Braithwaite Phone Number 435-401-8392
Well Name/Number McKenna 1-17-3-3WH
Qtr/QtrNE/NE Section 17 Township 3S Range 3W
Lease Serial Number FEE
API Number 43-013-511220000

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 2/10/2012 9:00 AM PM

Casinq - Please report time casing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 2/10/2012 3:00 AM PM

BOPE
Initial BOPE test at surface casing point
BOPE test at intermediate casing point
30 day BOPEtest
Other

Date/Time AM PM
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RECEIVED: Feb. 23, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 McKenna 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /27 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production Company respectfully requests review and
approval of an updated drilling plan for the previously approved

McKenna 1-17-3-3WH. Attached please find an updated drilling plan,
well bore schematic, BOP diagram and directional plan reflecting the

necessary changes. Please note that regardless of this change Newfield
will not be completing/producing from any portion of the well bore that

is not within the legal setbacks. At the request of UDOGM, Newfield
controls 95.24% of the leasehold in the SE¼ in Section 8 of Township 3

South, Range 3 West with the remaining interest in an Estate, and
Newfield controls 95.67% of the leasehold in the W½W½ in Section 16 of

Township 3 South, Range 3 West of which the remaining interest has
fallen out of BIA Trust and into Fee Simple status. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Don Hamilton 435 719-2018

TITLE
 Permitting Agent

SIGNATURE
 N/A

DATE
 2 /23 /2012

February 23, 2012

Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well McKenna 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/27/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company respectfully requests review and Approved by the
approval of an updated drilling plan for the previously approved Utah Division of

McKenna 1-17-3-3WH. Attached please find an updated drilling plan, oil, Gas anci Mining

well bore schematic, BOP diagram and directional plan reflecting the Date: February 23, 2012
necessary changes. Please note that regardless of this change Newfield
will not be completing/producing from any portion of the well bore that sy:

is not within the legal setbacks. At the request of UDOGM, Newfield
controls 95.24% of the leasehold in the SE¼ in Section 8 of Township 3

South, Range 3 West with the remaining interest in an Estate, and
Newfield controls 95.67% of the leasehold in the W½W½ in Section 16 of

Township 3 South, Range 3 West of which the remaining interest has
fallen out of BIA Trust and into Fee Simple status.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent

SIGNATURE DATE
N/A 2/23/2012
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well McKenna 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/27/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company respectfully requests review and Approved by the
approval of an updated drilling plan for the previously approved Utah Division of

McKenna 1-17-3-3WH. Attached please find an updated drilling plan, oil, Gas anci Mining

well bore schematic, BOP diagram and directional plan reflecting the Date: February 23, 2012
necessary changes. Please note that regardless of this change Newfield
will not be completing/producing from any portion of the well bore that sy:

is not within the legal setbacks. At the request of UDOGM, Newfield
controls 95.24% of the leasehold in the SE¼ in Section 8 of Township 3

South, Range 3 West with the remaining interest in an Estate, and
Newfield controls 95.67% of the leasehold in the W½W½ in Section 16 of

Township 3 South, Range 3 West of which the remaining interest has
fallen out of BIA Trust and into Fee Simple status.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent

SIGNATURE DATE
N/A 2/23/2012

RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000
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RECEIVED: Feb. 23, 2012

Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WHrev
Operator: NEWFIELD PRODUCTION COMPANY
String type: Surface Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 88 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 431 ft

Burst
Max anticipated surface

pressure: 880 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 1,000 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,700 ft
Tension is based on air weight. Next mud weight: 11.200 ppg
Neutral point: 877 ft Next setting BHP: 5,062 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,000 ft
injection pressure: 1,000 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 1000 9.625 36.00 J-55 ST&C 1000 1000 8.796 8691

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 433 2020 4.669 1000 3520 3.52 36 394 10.95 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: February 23,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 1000 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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RECEIVED: Feb. 23, 2012

Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WHrev
Operator: NEWFIELD PRODUCTION COMPANY
String type: Intermediate Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 11.200 ppg Design factor 1.125 Surface temperature: 74 °F

Internal fluid density: 1.000 ppg Bottom hole temperature: 196 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,507 ft

Burst
Max anticipated surface

pressure: 4,298 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 6,212 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,660 ft
Tension is based on air weight. Next mud weight: 12.800 ppg
Neutral point: 7,230 ft Next setting BHP: 6,423 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 9,876 ft
injection pressure: 9,876 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 8700 7 26.00 P-110 Buttress 8700 8700 6.151 96753

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 4610 6230 1.351 6212 9950 1.60 226.2 830.4 3.67 B

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: February 23,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 8700 ft, a mud weight of 11.2 ppg An internal gradient of .052 psi/ft was used for collapse from TD
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the
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RECEIVED: Feb. 23, 2012

Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

Well name: 43013511220000 McKenna 1-17-3-3WHrev
Operator: NEWFIELD PRODUCTION COMPANY
String type: Production Liner Project ID:

43-013-51122
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
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Remarks:
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Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a
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RECEIVED: Feb. 23, 2012

1. Formation Tops

TVD / MD

2. Depth to Oil, Gas, Water, or Minerals

(water)
- (oil)
- (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod

4. Casing

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gas gradient)

Lateral TD

6,650'Garden Gulch member

Description

Surface

9 5/8

0' 0.25 WT B

Interval

Bottom 
(TVD/MD)

60'

1,000' 36

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

surface
3,750'

9,135'

Uinta
Green River

Wasatch

8,700'

9,660'

14,135'

Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Base of moderately saline 851'
Green River

The BOP and related equipment shall meet the minimum requirements of Onshore 
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc 
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an 
annular preventer (see attached diagram).  A choke manifold rated to at least 
5,000 psi will be used.

6,650' 9,135'
Wasatch 9,135' 9,660'

Coup

STC

Pore 
Press @ 

Shoe

8.33

Top

0'

4 1/2

Grade

J-55

Weight 
(ppf)

Collapse Tension

Safety Factors

3,520 2,020 394,000

MW @ 
Shoe

8.33

Frac 
Grad 

@ Shoe

12

Burst

6.27

--

--

6.35 10.94

--

--

1.95 6.47

0' 26 P-110 BTC 10.7 11.2 15
6,210

1.48

830,000

3.67

P-110 BTC 12.3 12.8 --
12,410 10,670 422,000

2.38

8,700'

9,306' 13.5

9,660' 14,135'

Weld -- -- --
Conductor

14

--

--

Production

Intermediate

7

9,960

2.51

Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,135' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 851' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 0.25 WT B Weld -

14

Surface 3,520 2,020 394,000
0' 1,000' 36 J-55 STC 8.33 8.33 12

9 5/8 6.27 6.35 10.94

Intermediate 8,700' 9,960 6,210 830,000
0' 26 P-110 BTC 10.7 11.2 15

7 8,700' 2.51 1.48 3.67

Production 9,660' 12,410 10,670 422,000
9,306' 13.5 P-110 BTC 12.3 12.8 --

4 1/2 14,135' 2.38 1.95 6.47

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
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4 1/2 14,135' 2.38 1.95 6.47

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
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Sundry Number: 23276 API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,135' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 851' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 0.25 WT B Weld -

14

Surface 3,520 2,020 394,000
0' 1,000' 36 J-55 STC 8.33 8.33 12

9 5/8 6.27 6.35 10.94

Intermediate 8,700' 9,960 6,210 830,000
0' 26 P-110 BTC 10.7 11.2 15

7 8,700' 2.51 1.48 3.67

Production 9,660' 12,410 10,670 422,000
9,306' 13.5 P-110 BTC 12.3 12.8 --

4 1/2 14,135' 2.38 1.95 6.47

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
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Intermediate casing MASP = (reservoir pressure) - (gas gradient)
Production casing MASP = (reservoir pressure) - (gas gradient)
All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 

- TD

7. Logging, Coring, and Testing

Fill

1,000'

2,050'

5,635'

17 1/2 60'

Intermediate

Tail

Production

Job

Intermediate

Lead

Surface

Hole Size

12 1/4

8 3/4

Conductor

OH excess Weight 
(ppg)

Yield 
(ft3/sk)

Slurry Description
ft3

sacks

Class G w/ 2% KCl + 0.25 lbs/sk Cello 
Flake 15% 15.8 1.17

41

35

Anticipated maximum mud weight is 12.8 ppg.

3.53Premium Lite II w/ 3% KCl + 10% 
bentonite

977

277

354

286

610

492

15% 14.3 1.24

6 1/8

5,650'

1,000'

1,000'

15% 14.3 1.24

Class G w/ 2% KCl + 0.25 lbs/sk Cello 
Flake

50/50 Poz/Class G w/ 3% KCl + 2% 
bentonite

50/50 Poz/Class G w/ 3% KCl + 2% 
bentonite

A water based mud system will be utilized.  Hole stability may be improved 
with additions of KCl or a similar inhibitive substance.  In order to control 
formation pressure the system will be weighted with additions of bentonite, and 
if conditions warrant, with barite.

360

254
15% 14.4 1.42

15% 11.08 3/4

An air and/or fresh water system will be utilized.  If an air rig is used, the blooie 
line discharge may be less than 100' from the wellbore in order to minimize 
location size.  The blooie line is not equipped with an automatic igniter.   The 
air compressor may be located less than 100' from the well bore due to the low 
possibility of combustion with the air/dust mixture.  Water will be on location 
to be used as kill fluid, if necessary.

Actual cement volumes for the intermediate casing string will be calculated from an open hole 
caliper log, plus 15% excess.

The surface casing will be cemented to surface.  In the event that cement does not reach surface 
during the primary cement job, a remedial job will be performed.
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Intermediate casing MASP = (reservoir pressure) - (gasgradient)
Production casing MASP = (reservoir pressure) - (gasgradient)
All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.
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it Weight Yield
Job Hole Size Fill Slurry Description - OH excess
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12 1/4 1,000' - 15% 14.4 1.42

Flake 254

Intermediate Premium Lite II w/ 3% KCl + 10% 977
8 3/4 5,650' - 15% 11.0 3.53

Lead bentonite 277

Intermediate 50/50 Poz/Class G w/ 3% KCl+ 2% 354
8 3/4 2,050' - 15% 14.3 1.24

Tail bentonite 286

Production 50/50 Poz/Class G w/ 3% KCl + 2% 610
6 1/8 5,635' - 15% 14.3 1.24bentonite 492

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the intermediate casing string will be calculated from an open hole
caliper log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 1,000'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
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1,000' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
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Anticipated maximum mud weight is 12.8 ppg.
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Logging:

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

x psi/ft = psi

9. Other Aspects

An 6-1/8" vertical hole will be drilled to a kick off point of .
Directional tools will then be used to build to degrees inclination.

6179

A dual induction, gamma ray, and caliper log will be run from TD to the base of the 
surface casing.  A compensated neutron/formation density log will be run from TD to the 
top of the Garden Gulch formation.  A cement bond log will be run from PBTD to the 
cement top behind the production casing.

9,660'

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.64 psi/ft gradient.

0.64

9,356'

A liner will be run and cemented in place.  The top of the liner will be placed 200' above the 7" shoe 
and will be isolated with a liner top packer.  All perforations will be inside the lease line setback.

93.15
The 7" intermediate casing string will be set at 8700'. The 7" casing will be set in the verticle section 
outside the setback requirement.  
The lateral will be drilled to the bottomhole location shown on the plat.

No abnormal temperature is expected.  No H2S is expected.
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Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.
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DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.64 psi/ft gradient.

9,660' x 0.64 psi/ft = 6179 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

An 6-1/8" vertical hole will be drilled to a kick off point of 9,356' .

Directional tools will then be used to build to 93.15 degrees inclination.
The 7" intermediate casing string will be set at 8700'. The 7" casing will be set in the verticle section
outside the setback requirement.

The lateral will be drilled to the bottomhole location shown on the plat.
A liner will be run and cemented in place. The top of the liner will be placed 200' above the 7" shoe
and will be isolated with a liner top packer. All perforations will be inside the lease line setback.
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surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.
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DST: There are no DST's planned for this well.
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surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.
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An 6-1/8" vertical hole will be drilled to a kick off point of 9,356' .

Directional tools will then be used to build to 93.15 degrees inclination.
The 7" intermediate casing string will be set at 8700'. The 7" casing will be set in the verticle section
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Well: McKenna 1-17-3-3WH Engineer: John Aslakson

Field: Central Basin Rig: Pioneer #62

Legal: Section 17, T3S, R3W, Duchesne County, UT Elevation: 5,405'

• liner will be fully cemented

Vertical           
(with directional 

control)

Vertical           
(with directional 

control)

Water-
Based mud 

with 3% 
KCl

3,750'

11.2 ppg

7", 26#

P-110, BTC

• lateral will be drilled 12.3PPG 3% KCl water based mud system

140º F

Lead cement to 
1,000'

3,750'

8-3/4"

Cement to 
surface

Size

1,000'

Mud Directional

1,000'

J-55, LTC

Cement

Temp

Casing

Specs

9-5/8", 36#

HoleWellbore

Diagram

Depth

TVDMDLogging Formation

• lateral hole size will be 6-1/8"

BR @ 11º/100' to 
93.15º

KOP @ 9356'

6,650'6,650'

8,700'

Green River

None

Garden Gulch

8,500' 8,500'

9,356'

Wasatch 9,135'

8,700'

9,876'
9,660'

Landing Pt 10,203'
Lateral TD 14,135'

Intermediate

Triple Combo

9,135'

3% KCL 
Water

Liner top

Water with 
gel sweeps

None

KOP 9,356'

Tail cement to 
6,650'

• 4-1/2", 13.5#, P-110, BTC liner

12-1/4"

Surface

Vertical           
(with directional 

control)
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NEWFIELD

RC ICK¥ NRILtTAINS
Well: McKenna 1-17-3-3WH Engineer: John Aslakson
Field: Central Basin Rig: Pioneer #62
Legal: Section 17, T3S, R3W, Duchesne County, UT Elevation: 5,405'

Depth Wellbore Hole Casing Cement
Logging Formation MD TVD Diagram Size Specs Temp Mud Directional

VerticalCement to Water with12-1/4" 9-5/8", 36# (with directionalsurface gel sweeps
J-55, LTC control)

None Surface 1,000' 1,000'

Lead cement to 3% KCL
1,000' Water

Green River 3,750' 3,750' Vertical
(with directional

control)

7", 26#

8-3/4" P-110, BTC
Water-

Based mud
Garden Gulch 6,650' 6,650' Tail cement to with 3% Vertical

6,650' KCI (with directional
control)

Liner top 8,500' 8,500' KOP @9356'

BR @ 11°l100' to
None Intermediate 8,700' 8,700' 140° F 11.2 ppg 93.15°

Wasatch 9,135' 9,135'
KOP 9,356' 9,356' •lateral will be drilled 12.3PPG 3% KCIwater based mud system

Triple Combo Landing Pt 10,203' 9,876'
Lateral TD 14,135' 9,660'

• lateral hole size will be 6-1/8"

•4-1/2", 13.5#, P-110, BTC liner
• liner will be fully cemented
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J-55, LTC control)

None Surface 1,000' 1,000'

Lead cement to 3% KCL
1,000' Water

Green River 3,750' 3,750' Vertical
(with directional

control)

7", 26#

8-3/4" P-110, BTC
Water-

Based mud
Garden Gulch 6,650' 6,650' Tail cement to with 3% Vertical

6,650' KCI (with directional
control)

Liner top 8,500' 8,500' KOP @9356'

BR @ 11°l100' to
None Intermediate 8,700' 8,700' 140° F 11.2 ppg 93.15°

Wasatch 9,135' 9,135'
KOP 9,356' 9,356' •lateral will be drilled 12.3PPG 3% KCIwater based mud system

Triple Combo Landing Pt 10,203' 9,876'
Lateral TD 14,135' 9,660'

• lateral hole size will be 6-1/8"

•4-1/2", 13.5#, P-110, BTC liner
• liner will be fully cemented
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WELLBORE TARGET DETAILS (LAT/LONG)

Name TVD +N/-S +E/-W Latitude Longitude Shape
PBHL MCKENNA 1-17-3-3WH 9660.00 -4469.75 84.90 40° 12' 58.857 N 110° 14' 21.806 W Point

Plan: Design #1 (MCKENNA 1-17-3-3WH/MCKENNA 1-17-3-3WH)

Created By: TRACY WILLIAMS Date:
15:52, February 22 2012

WELL DETAILS: MCKENNA 1-17-3-3WH

Ground Level: 5404.60
+N/-S +E/-W Northing Easting Latittude Longitude Slot
0.00 0.00 7254479.88 1992288.34 40° 13' 43.030 N 110° 14' 22.900 W

PBHL
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Project: DUCHESNE COUNTY, UT
Site: MCKENNA 1-17-3-3WH
Well: MCKENNA 1-17-3-3WH

Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Latitude: 40° 13' 43.030 N
Longitude: 110° 14' 22.900 W

GL: 5404.60
KB: WELL @ 5422.60ft (PIONEER 62)

SHL
173' FNL, 658' FEL

SECTION 17 T3S R3W 

SECTION DETAILS

MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Annotation
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10461.14 93.15 177.74 9861.77 -804.68 -59.95 3.00 -89.82 803.40 Start 3673.48 hold at 10461.14 MD
14134.62 93.15 177.74 9660.00 -4469.75 84.90 0.00 0.00 4470.56 TD at 14134.62
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Weatherford International Ltd.
Planning Report

Site MCKENNA 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 2003.21 Single User Db
WELL @ 5422.60ft (PIONEER 62)TVD Reference:NEWFIELD EXPLORATION CO.Company:

WELL @ 5422.60ft (PIONEER 62)MD Reference:DUCHESNE COUNTY, UTProject:
TrueNorth Reference:MCKENNA 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:MCKENNA 1-17-3-3WHWell:

MCKENNA 1-17-3-3WHWellbore:
Design #1Design:

Map System:
Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1983
North American Datum 1983

DUCHESNE COUNTY, UT

Utah Central Zone

Mean Sea Level

Site Position:
From:

Site

Latitude:
Longitude:

Position Uncertainty:

Northing:

Easting:
Grid Convergence:

MCKENNA 1-17-3-3WH

ft
Lat/Long ft

ft

°0.81Slot Radius: "

7,254,479.88

1,992,288.34
0.00

40° 13' 43.030 N
110° 14' 22.900 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

ft

+E/-W

+N/-S

Position Uncertainty

ft

ft

ftGround Level:

MCKENNA 1-17-3-3WH

7,254,479.88

1,992,288.34

5,404.60Wellhead Elevation: ft0.00

40° 13' 43.030 N

110° 14' 22.900 W

0.00

0.00

ft

ft

Wellbore

Declination
(°)

Field Strength
(nT)

Sample Date Dip Angle
(°)

MCKENNA 1-17-3-3WH

Model NameMagnetics

BGGM2011 2/22/2012 11.36 65.88 52,226

Phase:Version:

Audit Notes:

Design Design #1

PLAN

Vertical Section: Depth From (TVD)
(ft)

+N/-S
(ft)

Direction
(°)

+E/-W
(ft)

Tie On Depth: 0.00

178.910.000.000.00

Inclination
(°)

Azimuth
(°)

+E/-W
(ft)

TFO
(°)

+N/-S
(ft)

Measured
Depth

(ft)

Vertical 
Depth

(ft)

Dogleg
Rate

(°/100ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Plan Sections

Target

0.000.000.000.000.000.000.000.000.000.00
0.000.000.000.000.000.009,355.910.000.009,355.91

185.500.0011.0011.00-52.67-546.999,876.00185.5093.1510,202.76
-89.82-3.000.003.00-59.95-804.689,861.77177.7493.1510,461.14

0.000.000.000.0084.90-4,469.759,660.00177.7493.1514,134.62 PBHL MCKENNA 1
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Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Project DUCHESNE COUNTY, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site MCKENNA 1-17-3-3WH

Site Position: Northing: 7,254,479.88ft Latitude: 40° 13' 43.030 N
From: Lat/Long Easting: 1,992,288.34ft Longitude: 110° 14'22.900 W
Position Uncertainty: 0.00 ft Slot Radius: " Grid Convergence: 0.81 °

Well MCKENNA 1-17-3-3WH

Well Position +NI-S 0.00 ft Northing: 7,254,479.88 ft Latitude: 40° 13' 43.030 N
+El-W 0.00 ft Easting: 1,992,288.34 ft Longitude: 110° 14'22.900 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,404.60 ft

Wellbore MCKENNA 1-17-3-3WH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)
BGGM2011 2/22/2012 11.36 65.88 52,226

Design Design #1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

0.00 0.00 0.00 178.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 11.00 11.00 0.00 185.50
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 3.00 0.00 -3.00 -89.82

14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 0.00 0.00 0.00 0.00 PBHL MCKENNA 1
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Sundry Number: 23276 API Well Number: 43013511220000
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Position Uncertainty: 0.00 ft Slot Radius: " Grid Convergence: 0.81 °
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Well Position +NI-S 0.00 ft Northing: 7,254,479.88 ft Latitude: 40° 13' 43.030 N
+El-W 0.00 ft Easting: 1,992,288.34 ft Longitude: 110° 14'22.900 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,404.60 ft

Wellbore MCKENNA 1-17-3-3WH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)

BGGM2011 2/22/2012 11.36 65.88 52,226

Design Design #1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

0.00 0.00 0.00 178.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 11.00 11.00 0.00 185.50
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 3.00 0.00 -3.00 -89.82

14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 0.00 0.00 0.00 0.00 PBHL MCKENNA 1
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Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'
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Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Project DUCHESNE COUNTY, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site MCKENNA 1-17-3-3WH

Site Position: Northing: 7,254,479.88ft Latitude: 40° 13' 43.030 N
From: Lat/Long Easting: 1,992,288.34ft Longitude: 110° 14'22.900 W
Position Uncertainty: 0.00 ft Slot Radius: " Grid Convergence: 0.81 °

Well MCKENNA 1-17-3-3WH

Well Position +NI-S 0.00 ft Northing: 7,254,479.88 ft Latitude: 40° 13' 43.030 N
+El-W 0.00 ft Easting: 1,992,288.34 ft Longitude: 110° 14'22.900 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,404.60 ft

Wellbore MCKENNA 1-17-3-3WH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)

BGGM2011 2/22/2012 11.36 65.88 52,226

Design Design #1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

0.00 0.00 0.00 178.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 11.00 11.00 0.00 185.50
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 3.00 0.00 -3.00 -89.82

14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 0.00 0.00 0.00 0.00 PBHL MCKENNA 1
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Project DUCHESNE COUNTY, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site MCKENNA 1-17-3-3WH

Site Position: Northing: 7,254,479.88ft Latitude: 40° 13' 43.030 N
From: Lat/Long Easting: 1,992,288.34ft Longitude: 110° 14'22.900 W
Position Uncertainty: 0.00 ft Slot Radius: " Grid Convergence: 0.81 °

Well MCKENNA 1-17-3-3WH

Well Position +NI-S 0.00 ft Northing: 7,254,479.88 ft Latitude: 40° 13' 43.030 N
+El-W 0.00 ft Easting: 1,992,288.34 ft Longitude: 110° 14'22.900 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,404.60 ft

Wellbore MCKENNA 1-17-3-3WH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)

BGGM2011 2/22/2012 11.36 65.88 52,226

Design Design #1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

0.00 0.00 0.00 178.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 11.00 11.00 0.00 185.50
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 3.00 0.00 -3.00 -89.82

14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 0.00 0.00 0.00 0.00 PBHL MCKENNA 1
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RECEIVED: Feb. 23,



RECEIVED: Feb. 23, 2012

Weatherford International Ltd.
Planning Report

Site MCKENNA 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 2003.21 Single User Db
WELL @ 5422.60ft (PIONEER 62)TVD Reference:NEWFIELD EXPLORATION CO.Company:

WELL @ 5422.60ft (PIONEER 62)MD Reference:DUCHESNE COUNTY, UTProject:
TrueNorth Reference:MCKENNA 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:MCKENNA 1-17-3-3WHWell:

MCKENNA 1-17-3-3WHWellbore:
Design #1Design:

Measured
Depth

(ft)
Inclination

(°)
Azimuth

(°)
+E/-W

(ft)

Vertical
Section

(ft)

Dogleg
Rate

(°/100ft)
+N/-S

(ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Planned Survey

Vertical 
Depth

(ft)

0.00 0.00 0.00 0.00 0.00 0.000.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.000.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.000.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.000.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.000.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.000.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.000.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.000.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.000.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.000.00 0.00 0.00 0.00

9 5/8"
1,000.00 0.00 0.00 1,000.00 0.00 0.000.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.000.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.000.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.000.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.000.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.000.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.000.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.000.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.000.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.000.00 0.00 0.00 0.00

2,000.00 0.00 0.00 2,000.00 0.00 0.000.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.000.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.000.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.000.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.000.00 0.00 0.00 0.00

2,500.00 0.00 0.00 2,500.00 0.00 0.000.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.000.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.000.00 0.00 0.00 0.00
2,800.00 0.00 0.00 2,800.00 0.00 0.000.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.000.00 0.00 0.00 0.00

3,000.00 0.00 0.00 3,000.00 0.00 0.000.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.000.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.000.00 0.00 0.00 0.00
3,300.00 0.00 0.00 3,300.00 0.00 0.000.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.000.00 0.00 0.00 0.00

3,500.00 0.00 0.00 3,500.00 0.00 0.000.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.000.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.000.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.000.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.000.00 0.00 0.00 0.00

4,000.00 0.00 0.00 4,000.00 0.00 0.000.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.000.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.000.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.000.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.000.00 0.00 0.00 0.00

4,500.00 0.00 0.00 4,500.00 0.00 0.000.00 0.00 0.00 0.00
4,600.00 0.00 0.00 4,600.00 0.00 0.000.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.000.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.000.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.000.00 0.00 0.00 0.00

5,000.00 0.00 0.00 5,000.00 0.00 0.000.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.000.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.000.00 0.00 0.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

9 5/8"
1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00

2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00

2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00
2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00

3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00
3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00

3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00

4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00

4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00

5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

9 5/8"
1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00

2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00

2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00
2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00

3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00
3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00

3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00

4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00

4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00

5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

9 5/8"
1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00

2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00

2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00
2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00

3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00
3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00

3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00

4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00

4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00

5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00

9 5/8"
1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00

2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00
2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00

2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00
2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00

3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00
3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00

3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00
3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00

4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00
4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00

4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00
4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00

5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00
5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00
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RECEIVED: Feb. 23, 2012

Weatherford International Ltd.
Planning Report

Site MCKENNA 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 2003.21 Single User Db
WELL @ 5422.60ft (PIONEER 62)TVD Reference:NEWFIELD EXPLORATION CO.Company:

WELL @ 5422.60ft (PIONEER 62)MD Reference:DUCHESNE COUNTY, UTProject:
TrueNorth Reference:MCKENNA 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:MCKENNA 1-17-3-3WHWell:

MCKENNA 1-17-3-3WHWellbore:
Design #1Design:

Measured
Depth

(ft)
Inclination

(°)
Azimuth

(°)
+E/-W

(ft)

Vertical
Section

(ft)

Dogleg
Rate

(°/100ft)
+N/-S

(ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Planned Survey

Vertical 
Depth

(ft)

5,300.00 0.00 0.00 5,300.00 0.00 0.000.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.000.00 0.00 0.00 0.00

5,500.00 0.00 0.00 5,500.00 0.00 0.000.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.000.00 0.00 0.00 0.00
5,700.00 0.00 0.00 5,700.00 0.00 0.000.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.000.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.000.00 0.00 0.00 0.00

6,000.00 0.00 0.00 6,000.00 0.00 0.000.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.000.00 0.00 0.00 0.00
6,200.00 0.00 0.00 6,200.00 0.00 0.000.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.000.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.000.00 0.00 0.00 0.00

6,500.00 0.00 0.00 6,500.00 0.00 0.000.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.000.00 0.00 0.00 0.00
6,700.00 0.00 0.00 6,700.00 0.00 0.000.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.000.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.000.00 0.00 0.00 0.00

7,000.00 0.00 0.00 7,000.00 0.00 0.000.00 0.00 0.00 0.00
7,100.00 0.00 0.00 7,100.00 0.00 0.000.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.000.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.000.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.000.00 0.00 0.00 0.00

7,500.00 0.00 0.00 7,500.00 0.00 0.000.00 0.00 0.00 0.00
7,600.00 0.00 0.00 7,600.00 0.00 0.000.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700.00 0.00 0.000.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.000.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.000.00 0.00 0.00 0.00

8,000.00 0.00 0.00 8,000.00 0.00 0.000.00 0.00 0.00 0.00
8,100.00 0.00 0.00 8,100.00 0.00 0.000.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.000.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.000.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.000.00 0.00 0.00 0.00

8,500.00 0.00 0.00 8,500.00 0.00 0.000.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.000.00 0.00 0.00 0.00

7"
8,700.00 0.00 0.00 8,700.00 0.00 0.000.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.000.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.000.00 0.00 0.00 0.00

9,000.00 0.00 0.00 9,000.00 0.00 0.000.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.000.00 0.00 0.00 0.00
9,200.00 0.00 0.00 9,200.00 0.00 0.000.00 0.00 0.00 0.00
9,300.00 0.00 0.00 9,300.00 0.00 0.000.00 0.00 0.00 0.00

Start Build 11.00
9,355.91 0.00 0.00 9,355.91 0.00 0.000.00 0.00 0.00 0.00

9,400.00 4.85 185.50 9,399.95 1.85 11.00-1.86 -0.18 11.00 0.00
9,500.00 15.85 185.50 9,498.17 19.67 11.00-19.71 -1.90 11.00 0.00
9,600.00 26.85 185.50 9,591.16 55.78 11.00-55.89 -5.38 11.00 0.00
9,700.00 37.85 185.50 9,675.51 108.85 11.00-109.07 -10.50 11.00 0.00
9,800.00 48.85 185.50 9,748.12 176.94 11.00-177.30 -17.07 11.00 0.00

9,900.00 59.85 185.50 9,806.32 257.54 11.00-258.06 -24.85 11.00 0.00
10,000.00 70.85 185.50 9,847.96 347.69 11.00-348.39 -33.55 11.00 0.00
10,100.00 81.85 185.50 9,871.52 444.07 11.00-444.97 -42.85 11.00 0.00
10,200.00 92.85 185.50 9,876.14 543.15 11.00-544.25 -52.41 11.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.00 0.00 0.00 5,300.00 0.00 0.00 0.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.00 0.00 0.00 0.00 0.00

5,500.00 0.00 0.00 5,500.00 0.00 0.00 0.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.00 0.00 0.00 0.00 0.00
5,700.00 0.00 0.00 5,700.00 0.00 0.00 0.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.00 0.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.00 0.00 0.00 0.00 0.00

6,000.00 0.00 0.00 6,000.00 0.00 0.00 0.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.00 0.00 0.00 0.00 0.00
6,200.00 0.00 0.00 6,200.00 0.00 0.00 0.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.00 0.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.00 0.00 0.00 0.00 0.00

6,500.00 0.00 0.00 6,500.00 0.00 0.00 0.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.00 0.00 0.00 0.00 0.00
6,700.00 0.00 0.00 6,700.00 0.00 0.00 0.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.00 0.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.00 0.00 0.00 0.00 0.00

7,000.00 0.00 0.00 7,000.00 0.00 0.00 0.00 0.00 0.00 0.00
7,100.00 0.00 0.00 7,100.00 0.00 0.00 0.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.00 0.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.00 0.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.00 0.00 0.00 0.00 0.00

7,500.00 0.00 0.00 7,500.00 0.00 0.00 0.00 0.00 0.00 0.00
7,600.00 0.00 0.00 7,600.00 0.00 0.00 0.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700.00 0.00 0.00 0.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.00 0.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.00 0.00 0.00 0.00 0.00

8,000.00 0.00 0.00 8,000.00 0.00 0.00 0.00 0.00 0.00 0.00
8,100.00 0.00 0.00 8,100.00 0.00 0.00 0.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.00 0.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.00 0.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.00 0.00 0.00 0.00 0.00

8,500.00 0.00 0.00 8,500.00 0.00 0.00 0.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.00 0.00 0.00 0.00 0.00

7"
8,700.00 0.00 0.00 8,700.00 0.00 0.00 0.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.00 0.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.00 0.00 0.00 0.00 0.00

9,000.00 0.00 0.00 9,000.00 0.00 0.00 0.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.00 0.00 0.00 0.00 0.00
9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00
9,300.00 0.00 0.00 9,300.00 0.00 0.00 0.00 0.00 0.00 0.00

Start Build 11.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

9,400.00 4.85 185.50 9,399.95 -1.86 -0.18 1.85 11.00 11.00 0.00
9,500.00 15.85 185.50 9,498.17 -19.71 -1.90 19.67 11.00 11.00 0.00
9,600.00 26.85 185.50 9,591.16 -55.89 -5.38 55.78 11.00 11.00 0.00
9,700.00 37.85 185.50 9,675.51 -109.07 -10.50 108.85 11.00 11.00 0.00
9,800.00 48.85 185.50 9,748.12 -177.30 -17.07 176.94 11.00 11.00 0.00

9,900.00 59.85 185.50 9,806.32 -258.06 -24.85 257.54 11.00 11.00 0.00
10,000.00 70.85 185.50 9,847.96 -348.39 -33.55 347.69 11.00 11.00 0.00
10,100.00 81.85 185.50 9,871.52 -444.97 -42.85 444.07 11.00 11.00 0.00
10,200.00 92.85 185.50 9,876.14 -544.25 -52.41 543.15 11.00 11.00 0.00
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.00 0.00 0.00 5,300.00 0.00 0.00 0.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.00 0.00 0.00 0.00 0.00

5,500.00 0.00 0.00 5,500.00 0.00 0.00 0.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.00 0.00 0.00 0.00 0.00
5,700.00 0.00 0.00 5,700.00 0.00 0.00 0.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.00 0.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.00 0.00 0.00 0.00 0.00

6,000.00 0.00 0.00 6,000.00 0.00 0.00 0.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.00 0.00 0.00 0.00 0.00
6,200.00 0.00 0.00 6,200.00 0.00 0.00 0.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.00 0.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.00 0.00 0.00 0.00 0.00

6,500.00 0.00 0.00 6,500.00 0.00 0.00 0.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.00 0.00 0.00 0.00 0.00
6,700.00 0.00 0.00 6,700.00 0.00 0.00 0.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.00 0.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.00 0.00 0.00 0.00 0.00

7,000.00 0.00 0.00 7,000.00 0.00 0.00 0.00 0.00 0.00 0.00
7,100.00 0.00 0.00 7,100.00 0.00 0.00 0.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.00 0.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.00 0.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.00 0.00 0.00 0.00 0.00

7,500.00 0.00 0.00 7,500.00 0.00 0.00 0.00 0.00 0.00 0.00
7,600.00 0.00 0.00 7,600.00 0.00 0.00 0.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700.00 0.00 0.00 0.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.00 0.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.00 0.00 0.00 0.00 0.00

8,000.00 0.00 0.00 8,000.00 0.00 0.00 0.00 0.00 0.00 0.00
8,100.00 0.00 0.00 8,100.00 0.00 0.00 0.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.00 0.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.00 0.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.00 0.00 0.00 0.00 0.00

8,500.00 0.00 0.00 8,500.00 0.00 0.00 0.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.00 0.00 0.00 0.00 0.00

7"
8,700.00 0.00 0.00 8,700.00 0.00 0.00 0.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.00 0.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.00 0.00 0.00 0.00 0.00

9,000.00 0.00 0.00 9,000.00 0.00 0.00 0.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.00 0.00 0.00 0.00 0.00
9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00
9,300.00 0.00 0.00 9,300.00 0.00 0.00 0.00 0.00 0.00 0.00

Start Build 11.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

9,400.00 4.85 185.50 9,399.95 -1.86 -0.18 1.85 11.00 11.00 0.00
9,500.00 15.85 185.50 9,498.17 -19.71 -1.90 19.67 11.00 11.00 0.00
9,600.00 26.85 185.50 9,591.16 -55.89 -5.38 55.78 11.00 11.00 0.00
9,700.00 37.85 185.50 9,675.51 -109.07 -10.50 108.85 11.00 11.00 0.00
9,800.00 48.85 185.50 9,748.12 -177.30 -17.07 176.94 11.00 11.00 0.00

9,900.00 59.85 185.50 9,806.32 -258.06 -24.85 257.54 11.00 11.00 0.00
10,000.00 70.85 185.50 9,847.96 -348.39 -33.55 347.69 11.00 11.00 0.00
10,100.00 81.85 185.50 9,871.52 -444.97 -42.85 444.07 11.00 11.00 0.00
10,200.00 92.85 185.50 9,876.14 -544.25 -52.41 543.15 11.00 11.00 0.00
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.00 0.00 0.00 5,300.00 0.00 0.00 0.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.00 0.00 0.00 0.00 0.00

5,500.00 0.00 0.00 5,500.00 0.00 0.00 0.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.00 0.00 0.00 0.00 0.00
5,700.00 0.00 0.00 5,700.00 0.00 0.00 0.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.00 0.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.00 0.00 0.00 0.00 0.00

6,000.00 0.00 0.00 6,000.00 0.00 0.00 0.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.00 0.00 0.00 0.00 0.00
6,200.00 0.00 0.00 6,200.00 0.00 0.00 0.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.00 0.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.00 0.00 0.00 0.00 0.00

6,500.00 0.00 0.00 6,500.00 0.00 0.00 0.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.00 0.00 0.00 0.00 0.00
6,700.00 0.00 0.00 6,700.00 0.00 0.00 0.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.00 0.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.00 0.00 0.00 0.00 0.00

7,000.00 0.00 0.00 7,000.00 0.00 0.00 0.00 0.00 0.00 0.00
7,100.00 0.00 0.00 7,100.00 0.00 0.00 0.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.00 0.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.00 0.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.00 0.00 0.00 0.00 0.00

7,500.00 0.00 0.00 7,500.00 0.00 0.00 0.00 0.00 0.00 0.00
7,600.00 0.00 0.00 7,600.00 0.00 0.00 0.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700.00 0.00 0.00 0.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.00 0.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.00 0.00 0.00 0.00 0.00

8,000.00 0.00 0.00 8,000.00 0.00 0.00 0.00 0.00 0.00 0.00
8,100.00 0.00 0.00 8,100.00 0.00 0.00 0.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.00 0.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.00 0.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.00 0.00 0.00 0.00 0.00

8,500.00 0.00 0.00 8,500.00 0.00 0.00 0.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.00 0.00 0.00 0.00 0.00

7"
8,700.00 0.00 0.00 8,700.00 0.00 0.00 0.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.00 0.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.00 0.00 0.00 0.00 0.00

9,000.00 0.00 0.00 9,000.00 0.00 0.00 0.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.00 0.00 0.00 0.00 0.00
9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00
9,300.00 0.00 0.00 9,300.00 0.00 0.00 0.00 0.00 0.00 0.00

Start Build 11.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

9,400.00 4.85 185.50 9,399.95 -1.86 -0.18 1.85 11.00 11.00 0.00
9,500.00 15.85 185.50 9,498.17 -19.71 -1.90 19.67 11.00 11.00 0.00
9,600.00 26.85 185.50 9,591.16 -55.89 -5.38 55.78 11.00 11.00 0.00
9,700.00 37.85 185.50 9,675.51 -109.07 -10.50 108.85 11.00 11.00 0.00
9,800.00 48.85 185.50 9,748.12 -177.30 -17.07 176.94 11.00 11.00 0.00

9,900.00 59.85 185.50 9,806.32 -258.06 -24.85 257.54 11.00 11.00 0.00
10,000.00 70.85 185.50 9,847.96 -348.39 -33.55 347.69 11.00 11.00 0.00
10,100.00 81.85 185.50 9,871.52 -444.97 -42.85 444.07 11.00 11.00 0.00
10,200.00 92.85 185.50 9,876.14 -544.25 -52.41 543.15 11.00 11.00 0.00
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

5,300.00 0.00 0.00 5,300.00 0.00 0.00 0.00 0.00 0.00 0.00
5,400.00 0.00 0.00 5,400.00 0.00 0.00 0.00 0.00 0.00 0.00

5,500.00 0.00 0.00 5,500.00 0.00 0.00 0.00 0.00 0.00 0.00
5,600.00 0.00 0.00 5,600.00 0.00 0.00 0.00 0.00 0.00 0.00
5,700.00 0.00 0.00 5,700.00 0.00 0.00 0.00 0.00 0.00 0.00
5,800.00 0.00 0.00 5,800.00 0.00 0.00 0.00 0.00 0.00 0.00
5,900.00 0.00 0.00 5,900.00 0.00 0.00 0.00 0.00 0.00 0.00

6,000.00 0.00 0.00 6,000.00 0.00 0.00 0.00 0.00 0.00 0.00
6,100.00 0.00 0.00 6,100.00 0.00 0.00 0.00 0.00 0.00 0.00
6,200.00 0.00 0.00 6,200.00 0.00 0.00 0.00 0.00 0.00 0.00
6,300.00 0.00 0.00 6,300.00 0.00 0.00 0.00 0.00 0.00 0.00
6,400.00 0.00 0.00 6,400.00 0.00 0.00 0.00 0.00 0.00 0.00

6,500.00 0.00 0.00 6,500.00 0.00 0.00 0.00 0.00 0.00 0.00
6,600.00 0.00 0.00 6,600.00 0.00 0.00 0.00 0.00 0.00 0.00
6,700.00 0.00 0.00 6,700.00 0.00 0.00 0.00 0.00 0.00 0.00
6,800.00 0.00 0.00 6,800.00 0.00 0.00 0.00 0.00 0.00 0.00
6,900.00 0.00 0.00 6,900.00 0.00 0.00 0.00 0.00 0.00 0.00

7,000.00 0.00 0.00 7,000.00 0.00 0.00 0.00 0.00 0.00 0.00
7,100.00 0.00 0.00 7,100.00 0.00 0.00 0.00 0.00 0.00 0.00
7,200.00 0.00 0.00 7,200.00 0.00 0.00 0.00 0.00 0.00 0.00
7,300.00 0.00 0.00 7,300.00 0.00 0.00 0.00 0.00 0.00 0.00
7,400.00 0.00 0.00 7,400.00 0.00 0.00 0.00 0.00 0.00 0.00

7,500.00 0.00 0.00 7,500.00 0.00 0.00 0.00 0.00 0.00 0.00
7,600.00 0.00 0.00 7,600.00 0.00 0.00 0.00 0.00 0.00 0.00
7,700.00 0.00 0.00 7,700.00 0.00 0.00 0.00 0.00 0.00 0.00
7,800.00 0.00 0.00 7,800.00 0.00 0.00 0.00 0.00 0.00 0.00
7,900.00 0.00 0.00 7,900.00 0.00 0.00 0.00 0.00 0.00 0.00

8,000.00 0.00 0.00 8,000.00 0.00 0.00 0.00 0.00 0.00 0.00
8,100.00 0.00 0.00 8,100.00 0.00 0.00 0.00 0.00 0.00 0.00
8,200.00 0.00 0.00 8,200.00 0.00 0.00 0.00 0.00 0.00 0.00
8,300.00 0.00 0.00 8,300.00 0.00 0.00 0.00 0.00 0.00 0.00
8,400.00 0.00 0.00 8,400.00 0.00 0.00 0.00 0.00 0.00 0.00

8,500.00 0.00 0.00 8,500.00 0.00 0.00 0.00 0.00 0.00 0.00
8,600.00 0.00 0.00 8,600.00 0.00 0.00 0.00 0.00 0.00 0.00

7"
8,700.00 0.00 0.00 8,700.00 0.00 0.00 0.00 0.00 0.00 0.00
8,800.00 0.00 0.00 8,800.00 0.00 0.00 0.00 0.00 0.00 0.00
8,900.00 0.00 0.00 8,900.00 0.00 0.00 0.00 0.00 0.00 0.00

9,000.00 0.00 0.00 9,000.00 0.00 0.00 0.00 0.00 0.00 0.00
9,100.00 0.00 0.00 9,100.00 0.00 0.00 0.00 0.00 0.00 0.00
9,200.00 0.00 0.00 9,200.00 0.00 0.00 0.00 0.00 0.00 0.00
9,300.00 0.00 0.00 9,300.00 0.00 0.00 0.00 0.00 0.00 0.00

Start Build 11.00
9,355.91 0.00 0.00 9,355.91 0.00 0.00 0.00 0.00 0.00 0.00

9,400.00 4.85 185.50 9,399.95 -1.86 -0.18 1.85 11.00 11.00 0.00
9,500.00 15.85 185.50 9,498.17 -19.71 -1.90 19.67 11.00 11.00 0.00
9,600.00 26.85 185.50 9,591.16 -55.89 -5.38 55.78 11.00 11.00 0.00
9,700.00 37.85 185.50 9,675.51 -109.07 -10.50 108.85 11.00 11.00 0.00
9,800.00 48.85 185.50 9,748.12 -177.30 -17.07 176.94 11.00 11.00 0.00

9,900.00 59.85 185.50 9,806.32 -258.06 -24.85 257.54 11.00 11.00 0.00
10,000.00 70.85 185.50 9,847.96 -348.39 -33.55 347.69 11.00 11.00 0.00
10,100.00 81.85 185.50 9,871.52 -444.97 -42.85 444.07 11.00 11.00 0.00
10,200.00 92.85 185.50 9,876.14 -544.25 -52.41 543.15 11.00 11.00 0.00
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RECEIVED: Feb. 23, 2012

Weatherford International Ltd.
Planning Report

Site MCKENNA 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 2003.21 Single User Db
WELL @ 5422.60ft (PIONEER 62)TVD Reference:NEWFIELD EXPLORATION CO.Company:

WELL @ 5422.60ft (PIONEER 62)MD Reference:DUCHESNE COUNTY, UTProject:
TrueNorth Reference:MCKENNA 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:MCKENNA 1-17-3-3WHWell:

MCKENNA 1-17-3-3WHWellbore:
Design #1Design:

Measured
Depth

(ft)
Inclination

(°)
Azimuth

(°)
+E/-W

(ft)

Vertical
Section

(ft)

Dogleg
Rate

(°/100ft)
+N/-S

(ft)

Build
Rate

(°/100ft)

Turn
Rate

(°/100ft)

Planned Survey

Vertical 
Depth

(ft)

Start DLS 3.00 TFO -89.82
10,202.76 93.15 185.50 9,876.00 545.89 11.00-546.99 -52.67 11.00 0.00

10,300.00 93.16 182.58 9,870.64 642.59 3.00-643.83 -59.51 0.01 -3.00
10,400.00 93.15 179.57 9,865.13 742.35 3.00-743.65 -61.38 0.00 -3.00
Start 3673.48 hold at 10461.14 MD
10,461.14 93.15 177.74 9,861.77 803.40 3.00-804.68 -59.95 -0.01 -3.00
10,500.00 93.15 177.74 9,859.64 842.19 0.00-843.45 -58.42 0.00 0.00
10,600.00 93.15 177.74 9,854.15 942.02 0.00-943.22 -54.47 0.00 0.00

10,700.00 93.15 177.74 9,848.65 1,041.84 0.00-1,042.99 -50.53 0.00 0.00
10,800.00 93.15 177.74 9,843.16 1,141.67 0.00-1,142.76 -46.59 0.00 0.00
10,900.00 93.15 177.74 9,837.67 1,241.50 0.00-1,242.53 -42.64 0.00 0.00
11,000.00 93.15 177.74 9,832.17 1,341.33 0.00-1,342.31 -38.70 0.00 0.00
11,100.00 93.15 177.74 9,826.68 1,441.16 0.00-1,442.08 -34.76 0.00 0.00

11,200.00 93.15 177.74 9,821.19 1,540.99 0.00-1,541.85 -30.82 0.00 0.00
11,300.00 93.15 177.74 9,815.70 1,640.81 0.00-1,641.62 -26.87 0.00 0.00
11,400.00 93.15 177.74 9,810.20 1,740.64 0.00-1,741.39 -22.93 0.00 0.00
11,500.00 93.15 177.74 9,804.71 1,840.47 0.00-1,841.16 -18.99 0.00 0.00
11,600.00 93.15 177.74 9,799.22 1,940.30 0.00-1,940.93 -15.04 0.00 0.00

11,700.00 93.15 177.74 9,793.73 2,040.13 0.00-2,040.70 -11.10 0.00 0.00
11,800.00 93.15 177.74 9,788.23 2,139.95 0.00-2,140.48 -7.16 0.00 0.00
11,900.00 93.15 177.74 9,782.74 2,239.78 0.00-2,240.25 -3.21 0.00 0.00
12,000.00 93.15 177.74 9,777.25 2,339.61 0.00-2,340.02 0.73 0.00 0.00
12,100.00 93.15 177.74 9,771.76 2,439.44 0.00-2,439.79 4.67 0.00 0.00

12,200.00 93.15 177.74 9,766.26 2,539.27 0.00-2,539.56 8.62 0.00 0.00
12,300.00 93.15 177.74 9,760.77 2,639.09 0.00-2,639.33 12.56 0.00 0.00
12,400.00 93.15 177.74 9,755.28 2,738.92 0.00-2,739.10 16.50 0.00 0.00
12,500.00 93.15 177.74 9,749.78 2,838.75 0.00-2,838.87 20.45 0.00 0.00
12,600.00 93.15 177.74 9,744.29 2,938.58 0.00-2,938.64 24.39 0.00 0.00

12,700.00 93.15 177.74 9,738.80 3,038.41 0.00-3,038.42 28.33 0.00 0.00
12,800.00 93.15 177.74 9,733.31 3,138.23 0.00-3,138.19 32.27 0.00 0.00
12,900.00 93.15 177.74 9,727.81 3,238.06 0.00-3,237.96 36.22 0.00 0.00
13,000.00 93.15 177.74 9,722.32 3,337.89 0.00-3,337.73 40.16 0.00 0.00
13,100.00 93.15 177.74 9,716.83 3,437.72 0.00-3,437.50 44.10 0.00 0.00

13,200.00 93.15 177.74 9,711.34 3,537.55 0.00-3,537.27 48.05 0.00 0.00
13,300.00 93.15 177.74 9,705.84 3,637.37 0.00-3,637.04 51.99 0.00 0.00
13,400.00 93.15 177.74 9,700.35 3,737.20 0.00-3,736.81 55.93 0.00 0.00
13,500.00 93.15 177.74 9,694.86 3,837.03 0.00-3,836.58 59.88 0.00 0.00
13,600.00 93.15 177.74 9,689.36 3,936.86 0.00-3,936.36 63.82 0.00 0.00

13,700.00 93.15 177.74 9,683.87 4,036.69 0.00-4,036.13 67.76 0.00 0.00
13,800.00 93.15 177.74 9,678.38 4,136.51 0.00-4,135.90 71.71 0.00 0.00
13,900.00 93.15 177.74 9,672.89 4,236.34 0.00-4,235.67 75.65 0.00 0.00
14,000.00 93.15 177.74 9,667.39 4,336.17 0.00-4,335.44 79.59 0.00 0.00
14,100.00 93.15 177.74 9,661.90 4,436.00 0.00-4,435.21 83.54 0.00 0.00

TD at 14134.62 - PBHL MCKENNA 1-17-3-3WH
14,134.62 93.15 177.74 9,660.00 4,470.56 0.00-4,469.75 84.90 0.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

Start DLS 3.00 TFO -89.82

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 545.89 11.00 11.00 0.00

10,300.00 93.16 182.58 9,870.64 -643.83 -59.51 642.59 3.00 0.01 -3.00

10,400.00 93.15 179.57 9,865.13 -743.65 -61.38 742.35 3.00 0.00 -3.00

Start 3673.48 hold at 10461.14 MD
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 803.40 3.00 -0.01 -3.00

10,500.00 93.15 177.74 9,859.64 -843.45 -58.42 842.19 0.00 0.00 0.00
10,600.00 93.15 177.74 9,854.15 -943.22 -54.47 942.02 0.00 0.00 0.00

10,700.00 93.15 177.74 9,848.65 -1,042.99
-50.53 1,041.84 0.00 0.00 0.00

10,800.00 93.15 177.74 9,843.16 -1,142.76
-46.59 1,141.67 0.00 0.00 0.00

10,900.00 93.15 177.74 9,837.67 -1,242.53
-42.64 1,241.50 0.00 0.00 0.00

11,000.00 93.15 177.74 9,832.17 -1,342.31
-38.70 1,341.33 0.00 0.00 0.00

11,100.00 93.15 177.74 9,826.68 -1,442.08
-34.76 1,441.16 0.00 0.00 0.00

11,200.00 93.15 177.74 9,821.19 -1,541.85
-30.82 1,540.99 0.00 0.00 0.00

11,300.00 93.15 177.74 9,815.70 -1,641.62
-26.87 1,640.81 0.00 0.00 0.00

11,400.00 93.15 177.74 9,810.20 -1,741.39
-22.93 1,740.64 0.00 0.00 0.00

11,500.00 93.15 177.74 9,804.71 -1,841.16
-18.99 1,840.47 0.00 0.00 0.00

11,600.00 93.15 177.74 9,799.22 -1,940.93
-15.04 1,940.30 0.00 0.00 0.00

11,700.00 93.15 177.74 9,793.73 -2,040.70
-11.10 2,040.13 0.00 0.00 0.00

11,800.00 93.15 177.74 9,788.23 -2,140.48
-7.16 2,139.95 0.00 0.00 0.00

11,900.00 93.15 177.74 9,782.74 -2,240.25
-3.21 2,239.78 0.00 0.00 0.00

12,000.00 93.15 177.74 9,777.25 -2,340.02 0.73 2,339.61 0.00 0.00 0.00
12,100.00 93.15 177.74 9,771.76 -2,439.79 4.67 2,439.44 0.00 0.00 0.00

12,200.00 93.15 177.74 9,766.26 -2,539.56 8.62 2,539.27 0.00 0.00 0.00
12,300.00 93.15 177.74 9,760.77 -2,639.33 12.56 2,639.09 0.00 0.00 0.00
12,400.00 93.15 177.74 9,755.28 -2,739.10 16.50 2,738.92 0.00 0.00 0.00
12,500.00 93.15 177.74 9,749.78 -2,838.87 20.45 2,838.75 0.00 0.00 0.00
12,600.00 93.15 177.74 9,744.29 -2,938.64 24.39 2,938.58 0.00 0.00 0.00

12,700.00 93.15 177.74 9,738.80 -3,038.42 28.33 3,038.41 0.00 0.00 0.00
12,800.00 93.15 177.74 9,733.31 -3,138.19 32.27 3,138.23 0.00 0.00 0.00
12,900.00 93.15 177.74 9,727.81 -3,237.96 36.22 3,238.06 0.00 0.00 0.00
13,000.00 93.15 177.74 9,722.32 -3,337.73 40.16 3,337.89 0.00 0.00 0.00
13,100.00 93.15 177.74 9,716.83 -3,437.50 44.10 3,437.72 0.00 0.00 0.00

13,200.00 93.15 177.74 9,711.34 -3,537.27 48.05 3,537.55 0.00 0.00 0.00
13,300.00 93.15 177.74 9,705.84 -3,637.04 51.99 3,637.37 0.00 0.00 0.00
13,400.00 93.15 177.74 9,700.35 -3,736.81 55.93 3,737.20 0.00 0.00 0.00
13,500.00 93.15 177.74 9,694.86 -3,836.58 59.88 3,837.03 0.00 0.00 0.00
13,600.00 93.15 177.74 9,689.36 -3,936.36 63.82 3,936.86 0.00 0.00 0.00

13,700.00 93.15 177.74 9,683.87 -4,036.13 67.76 4,036.69 0.00 0.00 0.00
13,800.00 93.15 177.74 9,678.38 -4,135.90 71.71 4,136.51 0.00 0.00 0.00
13,900.00 93.15 177.74 9,672.89 -4,235.67 75.65 4,236.34 0.00 0.00 0.00
14,000.00 93.15 177.74 9,667.39 -4,335.44 79.59 4,336.17 0.00 0.00 0.00
14,100.00 93.15 177.74 9,661.90 -4,435.21 83.54 4,436.00 0.00 0.00 0.00

TD at 14134.62 - PBHL MCKENNA 1-17-3-3WH
14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 4,470.56 0.00 0.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

Start DLS 3.00 TFO -89.82

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 545.89 11.00 11.00 0.00

10,300.00 93.16 182.58 9,870.64 -643.83 -59.51 642.59 3.00 0.01 -3.00

10,400.00 93.15 179.57 9,865.13 -743.65 -61.38 742.35 3.00 0.00 -3.00

Start 3673.48 hold at 10461.14 MD
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 803.40 3.00 -0.01 -3.00

10,500.00 93.15 177.74 9,859.64 -843.45 -58.42 842.19 0.00 0.00 0.00
10,600.00 93.15 177.74 9,854.15 -943.22 -54.47 942.02 0.00 0.00 0.00

10,700.00 93.15 177.74 9,848.65 -1,042.99
-50.53 1,041.84 0.00 0.00 0.00

10,800.00 93.15 177.74 9,843.16 -1,142.76
-46.59 1,141.67 0.00 0.00 0.00

10,900.00 93.15 177.74 9,837.67 -1,242.53
-42.64 1,241.50 0.00 0.00 0.00

11,000.00 93.15 177.74 9,832.17 -1,342.31
-38.70 1,341.33 0.00 0.00 0.00

11,100.00 93.15 177.74 9,826.68 -1,442.08
-34.76 1,441.16 0.00 0.00 0.00

11,200.00 93.15 177.74 9,821.19 -1,541.85
-30.82 1,540.99 0.00 0.00 0.00

11,300.00 93.15 177.74 9,815.70 -1,641.62
-26.87 1,640.81 0.00 0.00 0.00

11,400.00 93.15 177.74 9,810.20 -1,741.39
-22.93 1,740.64 0.00 0.00 0.00

11,500.00 93.15 177.74 9,804.71 -1,841.16
-18.99 1,840.47 0.00 0.00 0.00

11,600.00 93.15 177.74 9,799.22 -1,940.93
-15.04 1,940.30 0.00 0.00 0.00

11,700.00 93.15 177.74 9,793.73 -2,040.70
-11.10 2,040.13 0.00 0.00 0.00

11,800.00 93.15 177.74 9,788.23 -2,140.48
-7.16 2,139.95 0.00 0.00 0.00

11,900.00 93.15 177.74 9,782.74 -2,240.25
-3.21 2,239.78 0.00 0.00 0.00

12,000.00 93.15 177.74 9,777.25 -2,340.02 0.73 2,339.61 0.00 0.00 0.00
12,100.00 93.15 177.74 9,771.76 -2,439.79 4.67 2,439.44 0.00 0.00 0.00

12,200.00 93.15 177.74 9,766.26 -2,539.56 8.62 2,539.27 0.00 0.00 0.00
12,300.00 93.15 177.74 9,760.77 -2,639.33 12.56 2,639.09 0.00 0.00 0.00
12,400.00 93.15 177.74 9,755.28 -2,739.10 16.50 2,738.92 0.00 0.00 0.00
12,500.00 93.15 177.74 9,749.78 -2,838.87 20.45 2,838.75 0.00 0.00 0.00
12,600.00 93.15 177.74 9,744.29 -2,938.64 24.39 2,938.58 0.00 0.00 0.00

12,700.00 93.15 177.74 9,738.80 -3,038.42 28.33 3,038.41 0.00 0.00 0.00
12,800.00 93.15 177.74 9,733.31 -3,138.19 32.27 3,138.23 0.00 0.00 0.00
12,900.00 93.15 177.74 9,727.81 -3,237.96 36.22 3,238.06 0.00 0.00 0.00
13,000.00 93.15 177.74 9,722.32 -3,337.73 40.16 3,337.89 0.00 0.00 0.00
13,100.00 93.15 177.74 9,716.83 -3,437.50 44.10 3,437.72 0.00 0.00 0.00

13,200.00 93.15 177.74 9,711.34 -3,537.27 48.05 3,537.55 0.00 0.00 0.00
13,300.00 93.15 177.74 9,705.84 -3,637.04 51.99 3,637.37 0.00 0.00 0.00
13,400.00 93.15 177.74 9,700.35 -3,736.81 55.93 3,737.20 0.00 0.00 0.00
13,500.00 93.15 177.74 9,694.86 -3,836.58 59.88 3,837.03 0.00 0.00 0.00
13,600.00 93.15 177.74 9,689.36 -3,936.36 63.82 3,936.86 0.00 0.00 0.00

13,700.00 93.15 177.74 9,683.87 -4,036.13 67.76 4,036.69 0.00 0.00 0.00
13,800.00 93.15 177.74 9,678.38 -4,135.90 71.71 4,136.51 0.00 0.00 0.00
13,900.00 93.15 177.74 9,672.89 -4,235.67 75.65 4,236.34 0.00 0.00 0.00
14,000.00 93.15 177.74 9,667.39 -4,335.44 79.59 4,336.17 0.00 0.00 0.00
14,100.00 93.15 177.74 9,661.90 -4,435.21 83.54 4,436.00 0.00 0.00 0.00

TD at 14134.62 - PBHL MCKENNA 1-17-3-3WH
14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 4,470.56 0.00 0.00 0.00
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

Start DLS 3.00 TFO -89.82

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 545.89 11.00 11.00 0.00

10,300.00 93.16 182.58 9,870.64 -643.83 -59.51 642.59 3.00 0.01 -3.00

10,400.00 93.15 179.57 9,865.13 -743.65 -61.38 742.35 3.00 0.00 -3.00

Start 3673.48 hold at 10461.14 MD
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 803.40 3.00 -0.01 -3.00

10,500.00 93.15 177.74 9,859.64 -843.45 -58.42 842.19 0.00 0.00 0.00
10,600.00 93.15 177.74 9,854.15 -943.22 -54.47 942.02 0.00 0.00 0.00

10,700.00 93.15 177.74 9,848.65 -1,042.99
-50.53 1,041.84 0.00 0.00 0.00

10,800.00 93.15 177.74 9,843.16 -1,142.76
-46.59 1,141.67 0.00 0.00 0.00

10,900.00 93.15 177.74 9,837.67 -1,242.53
-42.64 1,241.50 0.00 0.00 0.00

11,000.00 93.15 177.74 9,832.17 -1,342.31
-38.70 1,341.33 0.00 0.00 0.00

11,100.00 93.15 177.74 9,826.68 -1,442.08
-34.76 1,441.16 0.00 0.00 0.00

11,200.00 93.15 177.74 9,821.19 -1,541.85
-30.82 1,540.99 0.00 0.00 0.00

11,300.00 93.15 177.74 9,815.70 -1,641.62
-26.87 1,640.81 0.00 0.00 0.00

11,400.00 93.15 177.74 9,810.20 -1,741.39
-22.93 1,740.64 0.00 0.00 0.00

11,500.00 93.15 177.74 9,804.71 -1,841.16
-18.99 1,840.47 0.00 0.00 0.00

11,600.00 93.15 177.74 9,799.22 -1,940.93
-15.04 1,940.30 0.00 0.00 0.00

11,700.00 93.15 177.74 9,793.73 -2,040.70
-11.10 2,040.13 0.00 0.00 0.00

11,800.00 93.15 177.74 9,788.23 -2,140.48
-7.16 2,139.95 0.00 0.00 0.00

11,900.00 93.15 177.74 9,782.74 -2,240.25
-3.21 2,239.78 0.00 0.00 0.00

12,000.00 93.15 177.74 9,777.25 -2,340.02 0.73 2,339.61 0.00 0.00 0.00
12,100.00 93.15 177.74 9,771.76 -2,439.79 4.67 2,439.44 0.00 0.00 0.00

12,200.00 93.15 177.74 9,766.26 -2,539.56 8.62 2,539.27 0.00 0.00 0.00
12,300.00 93.15 177.74 9,760.77 -2,639.33 12.56 2,639.09 0.00 0.00 0.00
12,400.00 93.15 177.74 9,755.28 -2,739.10 16.50 2,738.92 0.00 0.00 0.00
12,500.00 93.15 177.74 9,749.78 -2,838.87 20.45 2,838.75 0.00 0.00 0.00
12,600.00 93.15 177.74 9,744.29 -2,938.64 24.39 2,938.58 0.00 0.00 0.00

12,700.00 93.15 177.74 9,738.80 -3,038.42 28.33 3,038.41 0.00 0.00 0.00
12,800.00 93.15 177.74 9,733.31 -3,138.19 32.27 3,138.23 0.00 0.00 0.00
12,900.00 93.15 177.74 9,727.81 -3,237.96 36.22 3,238.06 0.00 0.00 0.00
13,000.00 93.15 177.74 9,722.32 -3,337.73 40.16 3,337.89 0.00 0.00 0.00
13,100.00 93.15 177.74 9,716.83 -3,437.50 44.10 3,437.72 0.00 0.00 0.00

13,200.00 93.15 177.74 9,711.34 -3,537.27 48.05 3,537.55 0.00 0.00 0.00
13,300.00 93.15 177.74 9,705.84 -3,637.04 51.99 3,637.37 0.00 0.00 0.00
13,400.00 93.15 177.74 9,700.35 -3,736.81 55.93 3,737.20 0.00 0.00 0.00
13,500.00 93.15 177.74 9,694.86 -3,836.58 59.88 3,837.03 0.00 0.00 0.00
13,600.00 93.15 177.74 9,689.36 -3,936.36 63.82 3,936.86 0.00 0.00 0.00

13,700.00 93.15 177.74 9,683.87 -4,036.13 67.76 4,036.69 0.00 0.00 0.00
13,800.00 93.15 177.74 9,678.38 -4,135.90 71.71 4,136.51 0.00 0.00 0.00
13,900.00 93.15 177.74 9,672.89 -4,235.67 75.65 4,236.34 0.00 0.00 0.00
14,000.00 93.15 177.74 9,667.39 -4,335.44 79.59 4,336.17 0.00 0.00 0.00
14,100.00 93.15 177.74 9,661.90 -4,435.21 83.54 4,436.00 0.00 0.00 0.00

TD at 14134.62 - PBHL MCKENNA 1-17-3-3WH
14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 4,470.56 0.00 0.00 0.00
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Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

Start DLS 3.00 TFO -89.82

10,202.76 93.15 185.50 9,876.00 -546.99 -52.67 545.89 11.00 11.00 0.00

10,300.00 93.16 182.58 9,870.64 -643.83 -59.51 642.59 3.00 0.01 -3.00

10,400.00 93.15 179.57 9,865.13 -743.65 -61.38 742.35 3.00 0.00 -3.00

Start 3673.48 hold at 10461.14 MD
10,461.14 93.15 177.74 9,861.77 -804.68 -59.95 803.40 3.00 -0.01 -3.00

10,500.00 93.15 177.74 9,859.64 -843.45 -58.42 842.19 0.00 0.00 0.00
10,600.00 93.15 177.74 9,854.15 -943.22 -54.47 942.02 0.00 0.00 0.00

10,700.00 93.15 177.74 9,848.65 -1,042.99
-50.53 1,041.84 0.00 0.00 0.00

10,800.00 93.15 177.74 9,843.16 -1,142.76
-46.59 1,141.67 0.00 0.00 0.00

10,900.00 93.15 177.74 9,837.67 -1,242.53
-42.64 1,241.50 0.00 0.00 0.00

11,000.00 93.15 177.74 9,832.17 -1,342.31
-38.70 1,341.33 0.00 0.00 0.00

11,100.00 93.15 177.74 9,826.68 -1,442.08
-34.76 1,441.16 0.00 0.00 0.00

11,200.00 93.15 177.74 9,821.19 -1,541.85
-30.82 1,540.99 0.00 0.00 0.00

11,300.00 93.15 177.74 9,815.70 -1,641.62
-26.87 1,640.81 0.00 0.00 0.00

11,400.00 93.15 177.74 9,810.20 -1,741.39
-22.93 1,740.64 0.00 0.00 0.00

11,500.00 93.15 177.74 9,804.71 -1,841.16
-18.99 1,840.47 0.00 0.00 0.00

11,600.00 93.15 177.74 9,799.22 -1,940.93
-15.04 1,940.30 0.00 0.00 0.00

11,700.00 93.15 177.74 9,793.73 -2,040.70
-11.10 2,040.13 0.00 0.00 0.00

11,800.00 93.15 177.74 9,788.23 -2,140.48
-7.16 2,139.95 0.00 0.00 0.00

11,900.00 93.15 177.74 9,782.74 -2,240.25
-3.21 2,239.78 0.00 0.00 0.00

12,000.00 93.15 177.74 9,777.25 -2,340.02 0.73 2,339.61 0.00 0.00 0.00
12,100.00 93.15 177.74 9,771.76 -2,439.79 4.67 2,439.44 0.00 0.00 0.00

12,200.00 93.15 177.74 9,766.26 -2,539.56 8.62 2,539.27 0.00 0.00 0.00
12,300.00 93.15 177.74 9,760.77 -2,639.33 12.56 2,639.09 0.00 0.00 0.00
12,400.00 93.15 177.74 9,755.28 -2,739.10 16.50 2,738.92 0.00 0.00 0.00
12,500.00 93.15 177.74 9,749.78 -2,838.87 20.45 2,838.75 0.00 0.00 0.00
12,600.00 93.15 177.74 9,744.29 -2,938.64 24.39 2,938.58 0.00 0.00 0.00

12,700.00 93.15 177.74 9,738.80 -3,038.42 28.33 3,038.41 0.00 0.00 0.00
12,800.00 93.15 177.74 9,733.31 -3,138.19 32.27 3,138.23 0.00 0.00 0.00
12,900.00 93.15 177.74 9,727.81 -3,237.96 36.22 3,238.06 0.00 0.00 0.00
13,000.00 93.15 177.74 9,722.32 -3,337.73 40.16 3,337.89 0.00 0.00 0.00
13,100.00 93.15 177.74 9,716.83 -3,437.50 44.10 3,437.72 0.00 0.00 0.00

13,200.00 93.15 177.74 9,711.34 -3,537.27 48.05 3,537.55 0.00 0.00 0.00
13,300.00 93.15 177.74 9,705.84 -3,637.04 51.99 3,637.37 0.00 0.00 0.00
13,400.00 93.15 177.74 9,700.35 -3,736.81 55.93 3,737.20 0.00 0.00 0.00
13,500.00 93.15 177.74 9,694.86 -3,836.58 59.88 3,837.03 0.00 0.00 0.00
13,600.00 93.15 177.74 9,689.36 -3,936.36 63.82 3,936.86 0.00 0.00 0.00

13,700.00 93.15 177.74 9,683.87 -4,036.13 67.76 4,036.69 0.00 0.00 0.00
13,800.00 93.15 177.74 9,678.38 -4,135.90 71.71 4,136.51 0.00 0.00 0.00
13,900.00 93.15 177.74 9,672.89 -4,235.67 75.65 4,236.34 0.00 0.00 0.00
14,000.00 93.15 177.74 9,667.39 -4,335.44 79.59 4,336.17 0.00 0.00 0.00
14,100.00 93.15 177.74 9,661.90 -4,435.21 83.54 4,436.00 0.00 0.00 0.00

TD at 14134.62 - PBHL MCKENNA 1-17-3-3WH
14,134.62 93.15 177.74 9,660.00 -4,469.75 84.90 4,470.56 0.00 0.00 0.00
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RECEIVED: Feb. 23, 2012

Weatherford International Ltd.
Planning Report

Site MCKENNA 1-17-3-3WHLocal Co-ordinate Reference:Database: EDM 2003.21 Single User Db
WELL @ 5422.60ft (PIONEER 62)TVD Reference:NEWFIELD EXPLORATION CO.Company:

WELL @ 5422.60ft (PIONEER 62)MD Reference:DUCHESNE COUNTY, UTProject:
TrueNorth Reference:MCKENNA 1-17-3-3WHSite:
Minimum CurvatureSurvey Calculation Method:MCKENNA 1-17-3-3WHWell:

MCKENNA 1-17-3-3WHWellbore:
Design #1Design:

Target Name
     - hit/miss target
     - Shape

TVD
(ft)

Northing
(ft)

Easting
(ft)

+N/-S
(ft)

+E/-W
(ft)

Design Targets

LongitudeLatitude

Dip Angle
(°)

Dip Dir.
(°)

PBHL MCKENNA 1-1 9,660.00 7,250,011.78 1,992,436.21-4,469.75 84.900.00 0.00 40° 12' 58.857 N 110° 14' 21.806 W
- plan hits target center
- Point

Vertical 
Depth

(ft)

Measured 
Depth

(ft)

Casing
Diameter

(")

Hole
Diameter

(")Name

Casing Points

9 5/8"1,000.001,000.00 9-5/8 12-1/4

7"8,700.008,700.00 7 8-3/4

Measured
Depth

(ft)

Vertical
Depth

(ft)
+E/-W

(ft)
+N/-S

(ft)

Local Coordinates

Comment

Plan Annotations

9,355.91 9,355.91 0.00 0.00 Start Build 11.00
10,202.76 9,876.00 -546.99 -52.67 Start DLS 3.00 TFO -89.82
10,461.14 9,861.77 -804.68 -59.95 Start 3673.48 hold at 10461.14 MD
14,134.62 9,660.00 -4,469.75 84.90 TD at 14134.62
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Sundry Number: 23276 API Well Number: 43013511220000Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL MCKENNA 1-1 0.00 0.00 9,660.00 -4,469.75 84.90 7,250,011.78 1,992,436.21 40° 12' 58.857 N 110° 14'21.806 W
- plan hits target center
- Point

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
1,000.00 1,000.00 9 5/8" 9-5/8 12-1/4
8,700.00 8,700.00 7" 7 8-3/4

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(II) (ft) (ft) (ft) Comment
9,355.91 9,355.91 0.00 0.00 Start Build 11.00

10,202.76 9,876.00 -546.99 -52.67 Start DLS 3.00 TFO -89.82

10,461.14 9,861.77 -804.68 -59.95 Start 3673.48 hold at 10461.14 MD
14,134.62 9,660.00 -4,469.75 84.90 TD at 14134.62
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Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL MCKENNA 1-1 0.00 0.00 9,660.00 -4,469.75 84.90 7,250,011.78 1,992,436.21 40° 12' 58.857 N 110° 14'21.806 W
- plan hits target center
- Point

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
1,000.00 1,000.00 9 5/8" 9-5/8 12-1/4
8,700.00 8,700.00 7" 7 8-3/4

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(II) (ft) (ft) (ft) Comment
9,355.91 9,355.91 0.00 0.00 Start Build 11.00

10,202.76 9,876.00 -546.99 -52.67 Start DLS 3.00 TFO -89.82

10,461.14 9,861.77 -804.68 -59.95 Start 3673.48 hold at 10461.14 MD
14,134.62 9,660.00 -4,469.75 84.90 TD at 14134.62
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL MCKENNA 1-1 0.00 0.00 9,660.00 -4,469.75 84.90 7,250,011.78 1,992,436.21 40° 12' 58.857 N 110° 14'21.806 W
- plan hits target center
- Point

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
1,000.00 1,000.00 9 5/8" 9-5/8 12-1/4
8,700.00 8,700.00 7" 7 8-3/4

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(II) (ft) (ft) (ft) Comment
9,355.91 9,355.91 0.00 0.00 Start Build 11.00

10,202.76 9,876.00 -546.99 -52.67 Start DLS 3.00 TFO -89.82

10,461.14 9,861.77 -804.68 -59.95 Start 3673.48 hold at 10461.14 MD
14,134.62 9,660.00 -4,469.75 84.90 TD at 14134.62
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RECEIVED: Feb. 23,

Sundry Number: 23276 API Well Number: 43013511220000

NEWFIELD Weatherford International Ltd.
Planning Repo" Weatherford'

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Site MCKENNA 1-17-3-3WH
Company: NEWFIELD EXPLORATION CO. TVD Reference: WELL @5422.60ft (PIONEER 62)
Project: DUCHESNE COUNTY, UT MD Reference: WELL @5422.60ft (PIONEER 62)
Site: MCKENNA 1-17-3-3WH North Reference: True
Well: MCKENNA 1-17-3-3WH Survey Calculation Method: Minimum Curvature
Wellbore: MCKENNA 1-17-3-3WH
Design: Design #1

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

PBHL MCKENNA 1-1 0.00 0.00 9,660.00 -4,469.75 84.90 7,250,011.78 1,992,436.21 40° 12' 58.857 N 110° 14'21.806 W
- plan hits target center
- Point

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
1,000.00 1,000.00 9 5/8" 9-5/8 12-1/4
8,700.00 8,700.00 7" 7 8-3/4

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(II) (ft) (ft) (ft) Comment
9,355.91 9,355.91 0.00 0.00 Start Build 11.00

10,202.76 9,876.00 -546.99 -52.67 Start DLS 3.00 TFO -89.82

10,461.14 9,861.77 -804.68 -59.95 Start 3673.48 hold at 10461.14 MD
14,134.62 9,660.00 -4,469.75 84.90 TD at 14134.62
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RECEIVED: Feb. 29, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 McKenna 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

3 /5 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production Company respectfully submits the attached revised
drilling plan reflecting that the top of the production liner will be

located at 8500'.

NAME (PLEASE PRINT) PHONE NUMBER 
 Don Hamilton 435 719-2018

TITLE
 Permitting Agent

SIGNATURE
 N/A

DATE
 2 /29 /2012

March 05, 2012

Sundry Number: 23423 API Well Number: 43013511220000Sundry Number: 23423 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well McKenna 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company respectfully submits the attached revised Accepted by the
drilling plan reflecting that the top of the production liner will be utah Division of

located at 8500'. Oil, Gas and Mining

Date: March 05, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent
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N/A 2/29/2012
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1. Formation Tops

TVD / MD

2. Depth to Oil, Gas, Water, or Minerals

(water)
- (oil)
- (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod

4. Casing

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gas gradient)

Lateral TD

6,650'Garden Gulch member

Description

Surface

9 5/8

0' 0.25 WT B

Interval

Bottom 
(TVD/MD)

60'

1,000' 36

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

surface
3,750'

9,135'

Uinta
Green River

Wasatch

8,700'

9,660'

14,135'

Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Base of moderately saline 851'
Green River

The BOP and related equipment shall meet the minimum requirements of Onshore 
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc 
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an 
annular preventer (see attached diagram).  A choke manifold rated to at least 
5,000 psi will be used.

6,650' 9,135'
Wasatch 9,135' 9,660'

Coup

STC

Pore 
Press @ 

Shoe

8.33

Top

0'

4 1/2

Grade

J-55

Weight 
(ppf)

Collapse Tension

Safety Factors

3,520 2,020 394,000

MW @ 
Shoe

8.33

Frac 
Grad 

@ Shoe

12

Burst

6.27

--

--

6.35 10.94

--

--

1.95 6.47

0' 26 P-110 BTC 10.7 11.2 15
6,210

1.48

830,000

3.67

P-110 BTC 12.3 12.8 --
12,410 10,670 422,000

2.38

8,700'

8,500' 13.5

9,660' 14,135'

Weld -- -- --
Conductor

14

--

--

Production

Intermediate

7

9,960

2.51

Sundry Number: 23423 API Well Number: 43013511220000Sundry Number: 23423 API Well Number: 43013511220000

Newfield Production Company
McKenna 1-17-3-3WH

Surface Hole Location: 173' FNL, 658' FEL, Section 17, T3S, R3W
Bottom Hole Location: 660' FSL, 660' FEL, Section 17, T3S, R3W

Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 3,750'
Garden Gulch member 6,650'
Wasatch 9,135'
Lateral TD 9,660' TVD / 14,135' MD

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 851' (water)
Green River 6,650' - 9,135' (oil)
Wasatch 9,135' - 9,660' (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
0' 60' 0.25 WT B Weld -

14

Surface 3,520 2,020 394,000
0' 1,000' 36 J-55 STC 8.33 8.33 12

9 5/8 6.27 6.35 10.94

Intermediate 8,700' 9,960 6,210 830,000
0' 26 P-110 BTC 10.7 11.2 15

7 8,700' 2.51 1.48 3.67

Production 9,660' 12,410 10,670 422,000
8,500' 13.5 P-110 BTC 12.3 12.8 --

4 1/2 14,135' 2.38 1.95 6.47

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
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Sundry Number: 23423 API Well Number: 43013511220000
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Drilling Program
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Section BOP Description
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Interm/Prod The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.
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Bottom (ppf) Shoe
Top Shoe @Shoe Burst Collapse Tension

(TVD/MD)

Conductor
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Intermediate casing MASP = (reservoir pressure) - (gas gradient)
Production casing MASP = (reservoir pressure) - (gas gradient)
All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 

- TD

7. Logging, Coring, and Testing

Fill

1,000'

2,050'

5,635'

17 1/2 60'

Intermediate

Tail

Production

Job

Intermediate

Lead

Surface

Hole Size

12 1/4

8 3/4

Conductor

OH excess Weight 
(ppg)

Yield 
(ft3/sk)

Slurry Description
ft3

sacks

Class G w/ 2% KCl + 0.25 lbs/sk Cello 
Flake 15% 15.8 1.17

41

35

Anticipated maximum mud weight is 12.8 ppg.

3.53Premium Lite II w/ 3% KCl + 10% 
bentonite

977

277

354

286

610

492

15% 14.3 1.24

6 1/8

5,650'

1,000'

1,000'

15% 14.3 1.24

Class G w/ 2% KCl + 0.25 lbs/sk Cello 
Flake

50/50 Poz/Class G w/ 3% KCl + 2% 
bentonite

50/50 Poz/Class G w/ 3% KCl + 2% 
bentonite

A water based mud system will be utilized.  Hole stability may be improved 
with additions of KCl or a similar inhibitive substance.  In order to control 
formation pressure the system will be weighted with additions of bentonite, and 
if conditions warrant, with barite.

360

254
15% 14.4 1.42

15% 11.08 3/4

An air and/or fresh water system will be utilized.  If an air rig is used, the blooie 
line discharge may be less than 100' from the wellbore in order to minimize 
location size.  The blooie line is not equipped with an automatic igniter.   The 
air compressor may be located less than 100' from the well bore due to the low 
possibility of combustion with the air/dust mixture.  Water will be on location 
to be used as kill fluid, if necessary.

Actual cement volumes for the intermediate casing string will be calculated from an open hole 
caliper log, plus 15% excess.

The surface casing will be cemented to surface.  In the event that cement does not reach surface 
during the primary cement job, a remedial job will be performed.

Sundry Number: 23423 API Well Number: 43013511220000Sundry Number: 23423 API Well Number: 43013511220000

Intermediate casing MASP = (reservoir pressure) - (gasgradient)
Production casing MASP = (reservoir pressure) - (gasgradient)
All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

it Weight Yield
Job Hole Size Fill Slurry Description - OH excess

sacks (ppg) (ft'Isk)

Class G w/ 2% KCl+ 0.25 lbs/sk Cello 41
Conductor 17 1/2 60' - 15% 15.8 1.17

Flake 35

Surface Class G w/ 2% KCl+ 0.25 lbs/sk Cello 360
12 1/4 1,000' - 15% 14.4 1.42

Flake 254

Intermediate Premium Lite II w/ 3% KCl + 10% 977
8 3/4 5,650' - 15% 11.0 3.53

Lead bentonite 277

Intermediate 50/50 Poz/Class G w/ 3% KCl+ 2% 354
8 3/4 2,050' - 15% 14.3 1.24

Tail bentonite 286

Production 50/50 Poz/Class G w/ 3% KCl + 2% 610
6 1/8 5,635' - 15% 14.3 1.24bentonite 492

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the intermediate casing string will be calculated from an open hole
caliper log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 1,000'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

1,000' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 12.8 ppg.

7. Logging, Coring, and Testing
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Interval Description

Surface - 1,000'
An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

1,000' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 12.8 ppg.

7. Logging, Coring, and Testing
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Logging:

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

x psi/ft = psi

9. Other Aspects

An 6-1/8" vertical hole will be drilled to a kick off point of .
Directional tools will then be used to build to degrees inclination.

6179

A dual induction, gamma ray, and caliper log will be run from TD to the base of the 
surface casing.  A compensated neutron/formation density log will be run from TD to the 
top of the Garden Gulch formation.  A cement bond log will be run from PBTD to the 
cement top behind the production casing.

9,660'

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.64 psi/ft gradient.

0.64

9,356'

A liner will be run and cemented in place.  The top of the liner will be placed 200' above the 7" shoe 
and will be isolated with a liner top packer.  All perforations will be inside the lease line setback.

93.15
The 7" intermediate casing string will be set at 8700'. The 7" casing will be set in the verticle section 
outside the setback requirement.  
The lateral will be drilled to the bottomhole location shown on the plat.

No abnormal temperature is expected.  No H2S is expected.
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Typical 5M BOP stack configuration
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STATE OF UTAH OPERATOR: NEWFIELD PRODUCTION COMPANY OPERATORACCT. No. N2695
DIVISlON OF OIL, GAS AND MINING ADDRESS: RT. 3 BOX 3630
ENTITYACTION FORM -FORM 6 MYTON, UT 84052

ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE
CODE N L 00

4301350534 GMBU 1-1-9-16 S E 9S 16E DUC ESNE 2/1 /2012
WELL i COMMENTS:

ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTNE
CODE ENTITY NO ENTITY NO QQ SC TP RG COUNTY DATE DATE

A 99999 42 4301351081 TOMLIN 7-1-3-2W SWNE 1 3S 2W DUCHESNE 2/6/2012 GN2

ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPUD EFFECTIVE
B | RNTITYNO EN1HYNU U NL IV M LUUdr DAlb

A 99999 92% 4301351113 DOMINQUE1-11-4-4WH NENE 11 4S 4W DUCHESNE 2/6/2012

ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCAT ON SPDD EFFECTIVE

9W9 \ \ 4301351122 MCKENNA 1-17-3-3WH N NE S 3 DU HES

lACTION CURRENT NEW APlNUMBER WELLNAME V LLLOCATON SPUD EFFECTIVE
CODE ENTITYNO ENTITYNO QQ SC TP RG COUNTY DATE DATE

B 99999 17400 4304751640 GMBU S-35-8-17 NESE 35 8S 17E DUCHESNE 2/14/2012

ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFEC7 IVE
CODE ENT!TY NO . ENTITY NO i QQ SC TP RG COUNTY DATE DATE

ACTION COOFS (See instmetions an back of form)
A new entity for new wolf (single well only)

B - r well to existing entity (Stoup or unit well)
C - rom one existing entity to another existing entity RECElVED

"
D - well fromone existingentity to a new entity

E - ther (explain in carnments section)
.

PrO Uction Cler 02/22/12

FEB2a 2012
NOTE: Use COMMENT sectionto explamwhyeach ActionCode was selected

Div,ofÐ. Gas&
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00NFllENllAL
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5. LEASEDESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING McKenna 1-17-3-3WH

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. UINTA CB -BASAL CARB
1. TYPEOF WELL: 8. WELLNAME and NUMBER:

OIL WELL GAS WELL Ü OTHER MCKENNA 1-17-3-3H
2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301351122
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 UINTA CENTRAL BASIN
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: // 23 /A PGF F PEL COUNTY: DUCHESNE

OTR/OTIL SECTION. TOWNSHIP. RANGE MERIDIAN: NENE, 17, T3S, R3W STATE: UT

ii. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicate> O ALTER CASING FRACTURETREAT SIDETRACK TO REPAIRWELL

Approximatedate work will CASING REPAIR O NEW CONSTRUCTION TEMPORARETLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGANDABANDON VENT OR FLAIR

E SUBSEOUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -SpudNotice

02/22/2012 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 2/10/12 MIRURoss #33. Spud well @9:00AM. Drill60' of 18" hole with air mist. TlH W/ 3 Jt's 14"' H-40 36# csgn. Set @78KB . On
2/15/12 cement with 90 sks of class "G" w/ 2% CaCL2 + 0.25#lsk Cello- Flake Mixed @ 15.8ppg w/ 1.17ft3/sk yield. Returned 6 barrels
cement to pit. WOC.

NAME (PLEASEPRINT) Branden Amold TITLE

SIGNATURE DATE 02/23/2012

(This space for State use only)

RECEIVED
MAR08 2012

DMOFOIL,GAS&
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O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGANDABANDON VENT OR FLAIR

E SUBSEOUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -SpudNotice

02/22/2012 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 2/10/12 MIRURoss #33. Spud well @9:00AM. Drill60' of 18" hole with air mist. TlH W/ 3 Jt's 14"' H-40 36# csgn. Set @78KB . On
2/15/12 cement with 90 sks of class "G" w/ 2% CaCL2 + 0.25#lsk Cello- Flake Mixed @ 15.8ppg w/ 1.17ft3/sk yield. Returned 6 barrels
cement to pit. WOC.

NAME (PLEASEPRINT) Branden Amold TITLE

SIGNATURE DATE 02/23/2012

(This space for State use only)

RECEIVED
MAR08 2012

DMOFOIL,GAS&



Casing / Liner Detail
WeH McKenna 1-17-3-3WH

Prospect Central Basin

Foreman

Run Date:

stringType Conductor, 14", 36#, H-40, W (Welded)

- Detail From Top To Bottom -

Depth Length JTS Description OD ID

18.00 60.00 3 14" conductor 14.000

78.00 KB

Cement Detail
Cement Company: BJ

Slu # of Sacks Weight (ppg) Yield Volume (fta) Descnption - Slurry Class and Additives
Slurry 1 90 15.8 1.7 153 , Class G+2%kcl+.25#CF

Stab-In-Job? No Cement To Surface? Yes
BÍÍ 0 Es op oÏCemen 0
Initial Circulation Pressure: Plugs Bumped? No
Initial Circulation Rate: Pressure Plugs Bumped:
iruitcircuiaiton>ressure FÍoatsiÏoiáÏng No
ingCI on Rate: C g tuck On O ottorn
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Carol Daniels - Notification of Intermediate 7" Casing for McKenna 1-17-3-3WH API#
43013511220000

From: "Pioneer 62" <den_pio62@nfxrig.com>

To: <caroldaniels@utah.gov>, <danjarvis@utah.gov>, <dennis.ingram@utah.gov>,...
Date: 3/16/2012 6:13 PM
Subject: Notification of Intermediate 7" Casing for McKenna 1-17-3-3WH API# 43013511220000

Good Afternoon

We have TD'd our Intermediate @ 8,727' MD, 8,725 TVD', We are making a Wiper Run at this time, and will be
Picking Up and Running our 7" 26# P-110 BTCCasing. The Well Bore is 8 3/4" and the Shoe will be set at +-8,706'

MD, 8,704' Tvd, then Cemented, Should start running the 7" Casing +- 3/17/2012 +-23:59 Hrs, The 7" Casing
will be Landed with a Fluted Hanger @ Surface.

I have also left a voice mail Message on Dennis Ingram's cell phone about running casing.

R.Davis
Senior Co-Man
The Drilling Consultant II
McKenna 1-17-3-3WH
APl# 43013511220000
Newfield Exploration
970-812-0581

Pioneer 62

RECEIVED
MAR2 O2012

DIV.OFOIL,GAS&MINING

file://C:\Users\CAROLDANIELS\AppData\Local\Temp\XPgrpwise\4F6382BBNRDOMA...
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RECEIVED: Apr. 05, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 McKenna 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Due to pressure increases experienced when drilling the McKenna
1-17-3-3WH, Newfield Production Company increased our mud weight

to 14.0 ppg emw which was beyond that which was original planned
and approved in the APD. Details are below. The estimated pore

pressure gradient in the Wasatch is ~13.8 ppg. Our mud weight at
9529’ MD/ 9462’ TVD is 14.0 ppg. The FIT at the 7” shoe, 8706

MD/8704 TVD, was 14.0 ppg emw. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Don Hamilton 435 719-2018

TITLE
 Permitting Agent

SIGNATURE
 N/A

DATE
 4 /5 /2012

April 13, 2012

Sundry Number: 24558 API Well Number: 43013511220000Sundry Number: 24558 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well McKenna 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to pressure increases experienced when drilling the McKenna Accepted by the
1-17-3-3WH, Newfield Production Company increased our mud weight Utah Division of

to 14.0 ppg emw which was beyond that which was original planned Oil, Gas and Mining

and approved in the APD. Details are below. The estimated pore FOR RECORD ONLY
pressure gradient in the Wasatch is ~13.8 ppg. Our mud weight at April 13, 2012

9529' MDI 9462' TVD is 14.0 ppg. The FIT at the 7" shoe, 8706
MD/8704 TVD, was 14.0 ppg emw.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent

SIGNATURE DATE
N/A 4/5/2012

RECEIVED: Apr. 05,

Sundry Number: 24558 API Well Number: 43013511220000
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Approximate date work will start:
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4/15/2012
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DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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N/A 4/5/2012

RECEIVED: Apr. 05,
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent

SIGNATURE DATE
N/A 4/5/2012

RECEIVED: Apr. 05,

Sundry Number: 24558 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well McKenna 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to pressure increases experienced when drilling the McKenna Accepted by the
1-17-3-3WH, Newfield Production Company increased our mud weight Utah Division of

to 14.0 ppg emw which was beyond that which was original planned Oil, Gas and Mining

and approved in the APD. Details are below. The estimated pore FOR RECORD ONLY
pressure gradient in the Wasatch is ~13.8 ppg. Our mud weight at April 13, 2012

9529' MDI 9462' TVD is 14.0 ppg. The FIT at the 7" shoe, 8706
MD/8704 TVD, was 14.0 ppg emw.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent

SIGNATURE DATE
N/A 4/5/2012

RECEIVED: Apr. 05,



RECEIVED: Sep. 24, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MCKENNA 1-17-3-3WH 
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CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 During an anticipated 10 day period in the month of October 2012,
Kinder Morgan will be unable to receive gas produced from 43 of

Newfield Production Company’s oil wells. In compliance with UDOGM
requirements, Newfield is providing notification of short term

venting/flaring for wells that may exceed 1,800 MCF/calendar month.
Please see attached.---R649-3-20-4.2-----
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RECEIVED: Sep. 24, 2012

NEWFIELD

September 21,2012

Dustin Doucet
Petroleum Engineer
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Salt Lake City, Utah 84116

RE: Gas Venting or Flaring Notification per R649-3-20

Dear Mr. Doucet,

Newfield Production Company (Newheld) is submitting this notification to the Utah Division of
Oil, Gas and Mining (UDOGM) regarding the necessary venting or flaring of oil wells in
Newfield's Central Basin field.

Kinder Morgan Pipeline has notified Newfield of their intent to test portions of a pipeline system
that services 43 of Newfield's oil wells. During an anticipated 10 day period in the month of
October 2012, Kinder Morgan will be unable to receive gas produced from certainNewfield
wells. Newheld has evaluated options for marketing this gas, however due to the short duration
of this event it is not feasible to install the new pipelines necessary to sell the gas. Thus Newfield
will be compelled to conduct unavoidable oil well gas venting or flaring during this pipeline
service period.

In compliance with UDOGM requirements Newfield is hereby providing notification of short
term venting/flaring for wells that may exceed 1,800 MCF/calendar month. Newfield has
identified 7 wells that will potentially exceed the 1,800 MCF/calendar month threshold assuming
a 10 day event. While 7 wells are expected to exceed the 1,800 MCF limitations, there are an
additional 36 affected wells that have lower production rates not anticipated to exceed the 1,800
MCF notification threshold.

Newfield intends to flare (rather than vent) the produced gas where feasible in order to minimize
impacts to the environment and provide for safe operational conditions. Newflreld plans to
reroute the gas through lateral pipelines to 4 separate central flaring sites. These flare locations
are listed below.

At this time Newfield is proposing the following flare locations based on lateral pipeline
connections and surrounding landscape safety:

l. Evans 14-25-3-3
2. State 11-5-3-1
3. UteT-19-3-3
4. Mullins ll-14-3-2

Sundry Number: 30149 API Well Number: 43013511220000Sundry Number: 30149 API Well Number: 43013511220000
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RECEIVED: Sep. 24, 2012

The final location and application of flares may change as KM provides additional inforrnation
eoncerning the event.

Enclosed please find sundry notices for the seven wells anticipated to exeeed the 1,800 MCF
threshold and supporting documentation including a list of wells impacted by the Kinder Morgan
pipeline shutdown and total anticþated produced gas that will be flared or vented. If you have
any questions or require additional informatior¡ please contact me at (303) 893-0102 or at
reales@newfield.com.

ec: Tim Mullen, Eric Bengtson, Rick Opat, Don Bromley and Douglas Henderer

Sundry Number: 30149 API Well Number: 43013511220000Sundry Number: 30149 API Well Number: 43013511220000
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Sincerely,

Robert Eales
HSE Analyst

ec: Tim Mullen, Eric Bengtson, Rick Opat, Don Bromley and Douglas

Sundry Number: 30149 API Well Number: 43013511220000

The final location and application of flares may change as KM provides additional information
concerning the event.

Enclosed please find sundry notices for the seven wells anticipated to exceed the 1,800 MCF
threshold and supporting documentation including a list of wells impacted by the Kinder Morgan
pipeline shutdown and total anticipated produced gas that will be flared or vented. If you have
any questions or require additional information, please contact me at (303) 893-0102 or at
reales@newfield.com.

Sincerely,

Robert Eales
HSE Analyst

ec: Tim Mullen, Eric Bengtson, Rick Opat, Don Bromley and Douglas

Sundry Number: 30149 API Well Number: 43013511220000

The final location and application of flares may change as KM provides additional information
concerning the event.

Enclosed please find sundry notices for the seven wells anticipated to exceed the 1,800 MCF
threshold and supporting documentation including a list of wells impacted by the Kinder Morgan
pipeline shutdown and total anticipated produced gas that will be flared or vented. If you have
any questions or require additional information, please contact me at (303) 893-0102 or at
reales@newfield.com.

Sincerely,

Robert Eales
HSE Analyst

ec: Tim Mullen, Eric Bengtson, Rick Opat, Don Bromley and Douglas

Sundry Number: 30149 API Well Number: 43013511220000

The final location and application of flares may change as KM provides additional information
concerning the event.

Enclosed please find sundry notices for the seven wells anticipated to exceed the 1,800 MCF
threshold and supporting documentation including a list of wells impacted by the Kinder Morgan
pipeline shutdown and total anticipated produced gas that will be flared or vented. If you have
any questions or require additional information, please contact me at (303) 893-0102 or at
reales@newfield.com.

Sincerely,

Robert Eales
HSE Analyst

ec: Tim Mullen, Eric Bengtson, Rick Opat, Don Bromley and Douglas



RECEIVED: Sep. 24, 2012

Well
API

Number

Average

Daily Gas

Production

(mcf/day)

Anticipated

10 Day

Total

(MCF)

Flare Group/Site

DART 1-12-3-2 43-013-50418 13.28 132.80 State 11-5-3-1W

EMERALD PHNX 15-31-2-1W 43-013-51290 141.51 1415.10 State 11-5-3-1W

LAMB 1-19-3-1W 43-013-50425 150.88 1508.80 State 11-5-3-1W

LAMB 14-13-3-2 43-013-50849 13.98 139.80 State 11-5-3-1W

LAMB 9-24-3-2 43-013-50923 30.46 304.60 State 11-5-3-1W

STATE 11-5-3-1W 43-013-51043 55.62 556.20 State 11-5-3-1W

TOMLIN 7-1-3-2W 43-013-51081 47.62 476.20 State 11-5-3-1W

WHITE 7-6-3-1W 43-013-50813 28.64 286.40 State 11-5-3-1W

YERGENSEN 1-18-3-1W 43-013-50428 79.81 798.10 State 11-5-3-1W

YERGENSEN 7-7-3-1W 43-013-50985 30.40 304.00 State 11-5-3-1W

ABBOTT 3-29-3-2W 43-013-50873 24.35 243.50 Evans 14-25-3-3

BAR F 1-20-3-2 43-013-50009 52.98 529.80 Evans 14-25-3-3

CONNOLLY 10-24-3-3W 43-013-51145 134.92 1349.20 Evans 14-25-3-3

EVANS 14-25-3-3W 43-013-51177 34.31 343.10 Evans 14-25-3-3

GILES 1-19-3-2 43-013-50426 93.45 934.50 Evans 14-25-3-3

LAKE BOREHAM 4-36-3-3WH 43-013-51194 718.03 7180.30 Evans 14-25-3-3

LARSEN 2-29-3-2WH 43-013-51224 541.03 5410.30 Evans 14-25-3-3

LH TRUST 3A-30-3-2W 43-013-50901 93.38 933.80 Evans 14-25-3-3

MURPHY 2-31-3-2W 43-013-50833 26.68 266.80 Evans 14-25-3-3

SULSER 10-30-3-2W 43-013-51387 135.96 1359.60 Evans 14-25-3-3

State 4-19-3-2 43-013-51130 160.00 1600.00 Evans 14-25-3-3

ODEKIRK 11-12-3-3W 43-013-51054 271.69 2716.90 Mullins 11-14-3-2

THORNE 4-21-3-2WH 43-013-51067 454.96 4549.60 Mullins 11-14-3-2

LUSTY 14-2-3-3W 43-013-51370 171.30 1713.00 Mullins 11-14-3-2

PADILLA 1-18-3-2W 43-013-50786 87.82 878.20 Mullins 11-14-3-2

DILLMAN 10-17-3-2W 43-013-50995 134.48 1344.80 Mullins 11-14-3-2

MILES 15-8-3-2W 43-013-50814 268.20 2682.00 Mullins 11-14-3-2

MULLINS 11-14-3-2W 43-013-51044 117.70 1177.00 Mullins 11-14-3-2

GDR Brothers 7-2-3-2W 43-013-50954 100.00 1000.00 Mullins 11-14-3-2

NICKERSON 6-28-3-2W 43-013-51006 69.10 691.00 Mullins 11-14-3-2

DILLMAN 5-2-3-1W 43-047-52244 57.80 578.00 Mullins 11-14-3-2

ALZADA 11-21-3-2W 43-013-51068 94.03 940.30 Mullins 11-14-3-2

CONRAD 6-17-3-1 43-013-50857 45.20 452.00 Mullins 11-14-3-2

LAMB 12-20-3-1W 43-013-50858 41.20 412.00 Mullins 11-14-3-2

SMALLEY 7-8-3-1W 43-013-50822 45.11 451.10 Mullins 11-14-3-2

YERGENSEN 1-9-3-1 43-013-50427 33.50 335.00 Mullins 11-14-3-2

KILLIAN 14-3-3-1W 43-013-50945 52.70 527.00 Mullins 11-14-3-2

STATE 6-4-3-1W 43-013-50691 36.93 369.30 Mullins 11-14-3-2

KETTLE 1-10-3-1 43-013-50396 109.78 1097.80 Mullins 11-14-3-2

EVANS 1-4-3-3 43-013-50561 28.71 287.10 Ute 7-19-3-3

GILBERT 9-9-3-3W 43-013-50955 246.98 2469.80 Ute 7-19-3-3

GRACE 3-16-3-3WH 43-013-51185 149.26 1492.60 Ute 7-19-3-3

McKenna 1-17-3-3WH 43-013-51122 600.00 6000.00 Ute 7-19-3-3

Total 58,237

Newfield Affected Wells by Kinder Morgan Pipeline Shutdown

Sundry Number: 30149 API Well Number: 43013511220000Sundry Number: 30149 API Well Number: 43013511220000

Newfield Affected Wells by Kinder Morgan I*ipeline Sliutdown
Average Anticipated

API Daily Gas 10 Day
Well Flare Group/Site

Number Production Total
(mcffdav) (MCF)

DART 1-12-3-2 43-013-50418 13.28 132.80 State 11-5-3-1W

EMERALDPHNX 15-31-2-1W 43-013-51290 141.51 1415.10 State 11-5-3-1W

LAMB 1-19-3-1W 43-013-50425 150.88 1508.80 State 11-5-3-1W

LAMB 14-13-3-2 43-013-50849 13.98 139.80 State 11-5-3-1W

LAMB9-24-3-2 43-013-50923 30.46 304.60 State 11-5-3-1W

STATE 11-5-3-1W 43-013-51043 55.62 556.20 State 11-5-3-1W

TOMLIN 7-1-3-2W 43-013-51081 47.62 476.20 State 11-5-3-1W

WHITE 7-6-3-1W 43-013-50813 28.64 286.40 State 11-5-3-1W

YERGENSEN1-18-3-1W 43-013-50428 79.81 798.10 State 11-5-3-1W

YERGENSEN7-7-3-1W 43-013-50985 30.40 304.00 State 11-5-3-1W

ABBOTT 3-29-3-2W 43-013-50873 24.35 243.50 Evans 14-25-3-3

BAR F 1-20-3-2 43-013-50009 52.98 529.80 Evans 14-25-3-3

CONNOLLY10-24-3-3W 43-013-51145 134.92 1349.20 Evans 14-25-3-3

EVANS14-25-3-3W 43-013-51177 34.31 343.10 Evans 14-25-3-3

GILES 1-19-3-2 43-013-50426 93.45 934.50 Evans 14-25-3-3

LAKEBOREHAM 4-36-3-3WH 43-013-51194 718.03 7180.30 Evans 14-25-3-3

LARSEN2-29-3-2WH 43-013-51224 541.03 5410.30 Evans 14-25-3-3

LHTRUST 3A-30-3-2W 43-013-50901 93.38 933.80 Evans 14-25-3-3

MURPHY 2-31-3-2W 43-013-50833 26.68 266.80 Evans 14-25-3-3

SULSER10-30-3-2W 43-013-51387 135.96 1359.60 Evans 14-25-3-3

State 4-19-3-2 43-013-51130 160.00 1600.00 Evans 14-25-3-3

ODEKIRK11-12-3-3W 43-013-51054 271.69 2716.90 Mullins 11-14-3-2

THORNE 4-21-3-2WH 43-013-51067 454.96 4549.60 Mullins 11-14-3-2

LUSTY14-2-3-3W 43-013-51370 171.30 1713.00 Mullins 11-14-3-2

PADILLA1-18-3-2W 43-013-50786 87.82 878.20 Mullins 11-14-3-2

DILLMAN10-17-3-2W 43-013-50995 134.48 1344.80 Mullins 11-14-3-2

MILES 15-8-3-2W 43-013-50814 268.20 2682.00 Mullins 11-14-3-2

MULLINS 11-14-3-2W 43-013-51044 117.70 1177.00 Mullins 11-14-3-2

GDR Brothers 7-2-3-2W 43-013-50954 100.00 1000.00 Mullins 11-14-3-2

NICKERSON6-28-3-2W 43-013-51006 69.10 691.00 Mullins 11-14-3-2

DILLMAN5-2-3-1W 43-047-52244 57.80 578.00 Mullins 11-14-3-2

ALZADA11-21-3-2W 43-013-51068 94.03 940.30 Mullins 11-14-3-2

CONRAD 6-17-3-1 43-013-50857 45.20 452.00 Mullins 11-14-3-2

LAMB 12-20-3-1W 43-013-50858 41.20 412.00 Mullins 11-14-3-2

SMALLEY7-8-3-1W 43-013-50822 45.11 451.10 Mullins 11-14-3-2

YERGENSEN1-9-3-1 43-013-50427 33.50 335.00 Mullins 11-14-3-2

KILLIAN14-3-3-1W 43-013-50945 52.70 527.00 Mullins 11-14-3-2

STATE6-4-3-1W 43-013-50691 36.93 369.30 Mullins 11-14-3-2

KETTLE1-10-3-1 43-013-50396 109.78 1097.80 Mullins 11-14-3-2

EVANS1-4-3-3 43-013-50561 28.71 287.10 Ute 7-19-3-3
GILBERT9-9-3-3VV 43-013-50955 246.98 2469.80 Ute 7-19-3-3

GRACE3-16-3-3WH 43-013-51185 149.26 1492.60 Ute 7-19-3-3

McKenna 1-17-3-3WH 43-013-51122 600.00 6000.00 Ute 7-19-3-3

Total 58,237

RECEIVED: Sep. 24,

Sundry Number: 30149 API Well Number: 43013511220000

Newfield Affected Wells by Kinder Morgan I*ipeline Sliutdown
Average Anticipated

API Daily Gas 10 Day
Well Flare Group/Site

Number Production Total
(mcffdaY) (MCF)

DART 1-12-3-2 43-013-50418 13.28 132.80 State 11-5-3-1W

EMERALDPHNX 15-31-2-1W 43-013-51290 141.51 1415.10 State 11-5-3-1W

LAMB 1-19-3-1W 43-013-50425 150.88 1508.80 State 11-5-3-1W

LAMB 14-13-3-2 43-013-50849 13.98 139.80 State 11-5-3-1W

LAMB 9-24-3-2 43-013-50923 30.46 304.60 State 11-5-3-1W

STATE 11-5-3-1W 43-013-51043 55.62 556.20 State 11-5-3-1W

TOMLIN 7-1-3-2W 43-013-51081 47.62 476.20 State 11-5-3-1W

WHITE 7-6-3-1W 43-013-50813 28.64 286.40 State 11-5-3-1W

YERGENSEN1-18-3-1W 43-013-50428 79.81 798.10 State 11-5-3-1W

YERGENSEN7-7-3-1W 43-013-50985 30.40 304.00 State 11-5-3-1W

ABBOTT 3-29-3-2W 43-013-50873 24.35 243.50 Evans 14-25-3-3

BAR F 1-20-3-2 43-013-50009 52.98 529.80 Evans 14-25-3-3

CONNOLLY10-24-3-3W 43-013-51145 134.92 1349.20 Evans 14-25-3-3

EVANS 14-25-3-3W 43-013-51177 34.31 343.10 Evans 14-25-3-3

GILES 1-19-3-2 43-013-50426 93.45 934.50 Evans 14-25-3-3

LAKEBOREHAM 4-36-3-3WH 43-013-51194 718.03 7180.30 Evans 14-25-3-3

LARSEN2-29-3-2WH 43-013-51224 541.03 5410.30 Evans 14-25-3-3

LHTRUST 3A-30-3-2W 43-013-50901 93.38 933.80 Evans 14-25-3-3

MURPHY 2-31-3-2W 43-013-50833 26.68 266.80 Evans 14-25-3-3

SULSER 10-30-3-2VV 43-013-51387 135.96 1359.60 Evans 14-25-3-3

State 4-19-3-2 43-013-51130 160.00 1600.00 Evans 14-25-3-3

ODEKIRK11-12-3-3W 43-013-51054 271.69 2716.90 Mullins 11-14-3-2

THORNE 4-21-3-2WH 43-013-51067 454.96 4549.60 Mullins 11-14-3-2

LUSTY14-2-3-3W 43-013-51370 171.30 1713.00 Mullins 11-14-3-2

PADILLA1-18-3-2W 43-013-50786 87.82 878.20 Mullins 11-14-3-2

DILLMAN 10-17-3-2W 43-013-50995 134.48 1344.80 Mullins 11-14-3-2

MILES 15-8-3-2W 43-013-50814 268.20 2682.00 Mullins 11-14-3-2

MULLINS 11-14-3-2W 43-013-51044 117.70 1177.00 Mullins 11-14-3-2

GDR Brothers 7-2-3-2W 43-013-50954 100.00 1000.00 Mullins 11-14-3-2

NICKERSON6-28-3-2W 43-013-51006 69.10 691.00 Mullins 11-14-3-2

DILLMAN5-2-3-1W 43-047-52244 57.80 578.00 Mullins 11-14-3-2

ALZADA11-21-3-2W 43-013-51068 94.03 940.30 Mullins 11-14-3-2

CONRAD 6-17-3-1 43-013-50857 45.20 452.00 Mullins 11-14-3-2

LAMB 12-20-3-1W 43-013-50858 41.20 412.00 Mullins 11-14-3-2

SMALLEY7-8-3-1W 43-013-50822 45.11 451.10 Mullins 11-14-3-2

YERGENSEN1-9-3-1 43-013-50427 33.50 335.00 Mullins 11-14-3-2

KILLIAN14-3-3-1W 43-013-50945 52.70 527.00 Mullins 11-14-3-2

STATE6-4-3-1W 43-013-50691 36.93 369.30 Mullins 11-14-3-2

KETTLE1-10-3-1 43-013-50396 109.78 1097.80 Mullins 11-14-3-2

EVANS 1-4-3-3 43-013-50561 28.71 287.10 Ute 7-19-3-3

GILBERT9-9-3-3W 43-013-50955 246.98 2469.80 Ute 7-19-3-3

GRACE3-16-3-3WH 43-013-51185 149.26 1492.60 Ute 7-19-3-3

McKenna 1-17-3-3WH 43-013-51122 600.00 6000.00 Ute 7-19-3-3

Total 58,237

RECEIVED: Sep. 24,

Sundry Number: 30149 API Well Number: 43013511220000

Newfield Affected Wells by Kinder Morgan I*ipeline Sliutdown
Average Anticipated

API Daily Gas 10 Day
Well Flare Group/Site

Number Production Total
(mcffdaY) (MCF)

DART 1-12-3-2 43-013-50418 13.28 132.80 State 11-5-3-1W

EMERALDPHNX 15-31-2-1W 43-013-51290 141.51 1415.10 State 11-5-3-1W

LAMB 1-19-3-1W 43-013-50425 150.88 1508.80 State 11-5-3-1W

LAMB 14-13-3-2 43-013-50849 13.98 139.80 State 11-5-3-1W

LAMB 9-24-3-2 43-013-50923 30.46 304.60 State 11-5-3-1W

STATE 11-5-3-1W 43-013-51043 55.62 556.20 State 11-5-3-1W

TOMLIN 7-1-3-2W 43-013-51081 47.62 476.20 State 11-5-3-1W

WHITE 7-6-3-1W 43-013-50813 28.64 286.40 State 11-5-3-1W

YERGENSEN1-18-3-1W 43-013-50428 79.81 798.10 State 11-5-3-1W

YERGENSEN7-7-3-1W 43-013-50985 30.40 304.00 State 11-5-3-1W

ABBOTT 3-29-3-2W 43-013-50873 24.35 243.50 Evans 14-25-3-3

BAR F 1-20-3-2 43-013-50009 52.98 529.80 Evans 14-25-3-3

CONNOLLY10-24-3-3W 43-013-51145 134.92 1349.20 Evans 14-25-3-3

EVANS 14-25-3-3W 43-013-51177 34.31 343.10 Evans 14-25-3-3

GILES 1-19-3-2 43-013-50426 93.45 934.50 Evans 14-25-3-3

LAKEBOREHAM 4-36-3-3WH 43-013-51194 718.03 7180.30 Evans 14-25-3-3

LARSEN2-29-3-2WH 43-013-51224 541.03 5410.30 Evans 14-25-3-3

LHTRUST 3A-30-3-2W 43-013-50901 93.38 933.80 Evans 14-25-3-3

MURPHY 2-31-3-2W 43-013-50833 26.68 266.80 Evans 14-25-3-3

SULSER 10-30-3-2VV 43-013-51387 135.96 1359.60 Evans 14-25-3-3

State 4-19-3-2 43-013-51130 160.00 1600.00 Evans 14-25-3-3

ODEKIRK11-12-3-3W 43-013-51054 271.69 2716.90 Mullins 11-14-3-2

THORNE 4-21-3-2WH 43-013-51067 454.96 4549.60 Mullins 11-14-3-2

LUSTY14-2-3-3W 43-013-51370 171.30 1713.00 Mullins 11-14-3-2

PADILLA1-18-3-2W 43-013-50786 87.82 878.20 Mullins 11-14-3-2

DILLMAN 10-17-3-2W 43-013-50995 134.48 1344.80 Mullins 11-14-3-2

MILES 15-8-3-2W 43-013-50814 268.20 2682.00 Mullins 11-14-3-2

MULLINS 11-14-3-2W 43-013-51044 117.70 1177.00 Mullins 11-14-3-2

GDR Brothers 7-2-3-2W 43-013-50954 100.00 1000.00 Mullins 11-14-3-2

NICKERSON6-28-3-2W 43-013-51006 69.10 691.00 Mullins 11-14-3-2

DILLMAN5-2-3-1W 43-047-52244 57.80 578.00 Mullins 11-14-3-2

ALZADA11-21-3-2W 43-013-51068 94.03 940.30 Mullins 11-14-3-2

CONRAD 6-17-3-1 43-013-50857 45.20 452.00 Mullins 11-14-3-2

LAMB 12-20-3-1W 43-013-50858 41.20 412.00 Mullins 11-14-3-2

SMALLEY7-8-3-1W 43-013-50822 45.11 451.10 Mullins 11-14-3-2

YERGENSEN1-9-3-1 43-013-50427 33.50 335.00 Mullins 11-14-3-2

KILLIAN14-3-3-1W 43-013-50945 52.70 527.00 Mullins 11-14-3-2

STATE6-4-3-1W 43-013-50691 36.93 369.30 Mullins 11-14-3-2

KETTLE1-10-3-1 43-013-50396 109.78 1097.80 Mullins 11-14-3-2

EVANS 1-4-3-3 43-013-50561 28.71 287.10 Ute 7-19-3-3

GILBERT9-9-3-3W 43-013-50955 246.98 2469.80 Ute 7-19-3-3

GRACE3-16-3-3WH 43-013-51185 149.26 1492.60 Ute 7-19-3-3

McKenna 1-17-3-3WH 43-013-51122 600.00 6000.00 Ute 7-19-3-3

Total 58,237

RECEIVED: Sep. 24,

Sundry Number: 30149 API Well Number: 43013511220000

Newfield Affected Wells by Kinder Morgan I*ipeline Sliutdown
Average Anticipated

API Daily Gas 10 Day
Well Flare Group/Site

Number Production Total
(mcffdaY) (MCF)

DART 1-12-3-2 43-013-50418 13.28 132.80 State 11-5-3-1W

EMERALDPHNX 15-31-2-1W 43-013-51290 141.51 1415.10 State 11-5-3-1W

LAMB 1-19-3-1W 43-013-50425 150.88 1508.80 State 11-5-3-1W

LAMB 14-13-3-2 43-013-50849 13.98 139.80 State 11-5-3-1W

LAMB 9-24-3-2 43-013-50923 30.46 304.60 State 11-5-3-1W

STATE 11-5-3-1W 43-013-51043 55.62 556.20 State 11-5-3-1W

TOMLIN 7-1-3-2W 43-013-51081 47.62 476.20 State 11-5-3-1W

WHITE 7-6-3-1W 43-013-50813 28.64 286.40 State 11-5-3-1W

YERGENSEN1-18-3-1W 43-013-50428 79.81 798.10 State 11-5-3-1W

YERGENSEN7-7-3-1W 43-013-50985 30.40 304.00 State 11-5-3-1W

ABBOTT 3-29-3-2W 43-013-50873 24.35 243.50 Evans 14-25-3-3

BAR F 1-20-3-2 43-013-50009 52.98 529.80 Evans 14-25-3-3

CONNOLLY10-24-3-3W 43-013-51145 134.92 1349.20 Evans 14-25-3-3

EVANS 14-25-3-3W 43-013-51177 34.31 343.10 Evans 14-25-3-3

GILES 1-19-3-2 43-013-50426 93.45 934.50 Evans 14-25-3-3

LAKEBOREHAM 4-36-3-3WH 43-013-51194 718.03 7180.30 Evans 14-25-3-3

LARSEN2-29-3-2WH 43-013-51224 541.03 5410.30 Evans 14-25-3-3

LHTRUST 3A-30-3-2W 43-013-50901 93.38 933.80 Evans 14-25-3-3

MURPHY 2-31-3-2W 43-013-50833 26.68 266.80 Evans 14-25-3-3

SULSER 10-30-3-2VV 43-013-51387 135.96 1359.60 Evans 14-25-3-3

State 4-19-3-2 43-013-51130 160.00 1600.00 Evans 14-25-3-3

ODEKIRK11-12-3-3W 43-013-51054 271.69 2716.90 Mullins 11-14-3-2

THORNE 4-21-3-2WH 43-013-51067 454.96 4549.60 Mullins 11-14-3-2

LUSTY14-2-3-3W 43-013-51370 171.30 1713.00 Mullins 11-14-3-2

PADILLA1-18-3-2W 43-013-50786 87.82 878.20 Mullins 11-14-3-2

DILLMAN 10-17-3-2W 43-013-50995 134.48 1344.80 Mullins 11-14-3-2

MILES 15-8-3-2W 43-013-50814 268.20 2682.00 Mullins 11-14-3-2

MULLINS 11-14-3-2W 43-013-51044 117.70 1177.00 Mullins 11-14-3-2

GDR Brothers 7-2-3-2W 43-013-50954 100.00 1000.00 Mullins 11-14-3-2

NICKERSON6-28-3-2W 43-013-51006 69.10 691.00 Mullins 11-14-3-2

DILLMAN5-2-3-1W 43-047-52244 57.80 578.00 Mullins 11-14-3-2

ALZADA11-21-3-2W 43-013-51068 94.03 940.30 Mullins 11-14-3-2

CONRAD 6-17-3-1 43-013-50857 45.20 452.00 Mullins 11-14-3-2

LAMB 12-20-3-1W 43-013-50858 41.20 412.00 Mullins 11-14-3-2

SMALLEY7-8-3-1W 43-013-50822 45.11 451.10 Mullins 11-14-3-2

YERGENSEN1-9-3-1 43-013-50427 33.50 335.00 Mullins 11-14-3-2

KILLIAN14-3-3-1W 43-013-50945 52.70 527.00 Mullins 11-14-3-2

STATE6-4-3-1W 43-013-50691 36.93 369.30 Mullins 11-14-3-2

KETTLE1-10-3-1 43-013-50396 109.78 1097.80 Mullins 11-14-3-2

EVANS 1-4-3-3 43-013-50561 28.71 287.10 Ute 7-19-3-3

GILBERT9-9-3-3W 43-013-50955 246.98 2469.80 Ute 7-19-3-3

GRACE3-16-3-3WH 43-013-51185 149.26 1492.60 Ute 7-19-3-3

McKenna 1-17-3-3WH 43-013-51122 600.00 6000.00 Ute 7-19-3-3

Total 58,237

RECEIVED: Sep. 24,



RECEIVED: Oct. 08, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MCKENNA 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /1 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Site Facility/Site Security

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 SEE ATTACHED REVISED SITE FACILITY DIAGRAM

NAME (PLEASE PRINT) PHONE NUMBER 
 Jill L Loyle 303 383-4135

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 10 /8 /2012

October 11, 2012

Sundry Number: 30841 API Well Number: 43013511220000Sundry Number: 30841 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: SiteFacility/SiteSecurity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SEE ATTACHED REVISED SITE FACILITYDIAGRAM Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 11, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 10/8/2012

RECEIVED: Oct. 08,

Sundry Number: 30841 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: SiteFacility/SiteSecurity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SEE ATTACHED REVISED SITE FACILITYDIAGRAM Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 11, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 10/8/2012

RECEIVED: Oct. 08,

Sundry Number: 30841 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: SiteFacility/SiteSecurity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SEE ATTACHED REVISED SITE FACILITYDIAGRAM Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 11, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 10/8/2012

RECEIVED: Oct. 08,

Sundry Number: 30841 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: SiteFacility/SiteSecurity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SEE ATTACHED REVISED SITE FACILITYDIAGRAM Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 11, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 10/8/2012

RECEIVED: Oct. 08,



RECEIVED: Oct. 08, 2012

Sundry Number: 30841 API Well Number: 43013511220000Sundry Number: 30841 API Well Number: 43013511220000
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POSITION OF VALVES AND USE OF SEALS DURING PRODUCTION | Valve Type Federal Lease #:
Valve| Line Purpose Position Seal Installed | D - Drain Valve API #: 4301351122 McKENNA 1-17-3-3W HD | Drain Closed Yes | F - Flow Valve

F | Oil, Gas, Water Open No O - Overflow This lease is subject tothe
O Oveerflow open/Lenosed

R
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Eecuo
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rr:pany Newfield Exploration Company

R Recdy en OpeC edsed Nes sDoavne neEdaaste YS8
1 NENE Sec 17, T3S, R3W

S Sales Closed Yes Duchesne County, UTPOSITION OF VALVES AND USE OF SEALS DURINGSALES POSITION OF VALVES AND USE OF SEALS DURING WATER DRAIN

Valve| Line Purpose Position Seal Installed Valve Line Purpose Position Seal Installed M.G JUNE 2012D | Drain Closed Yes D Drain Open No • Note: This drawing
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RECEIVED: Dec. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MCKENNA 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

7 /6 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above well was placed on production on 07/06/2012 at 15:30
hours. Production Start sundry re-sent 12/19/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jennifer Peatross 435 646-4885

TITLE
 Production Technician

SIGNATURE
 N/A

DATE
 12/19/2012

December 19, 2012

Sundry Number: 33194 API Well Number: 43013511220000Sundry Number: 33194 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
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Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/6/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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hours. Production Start sundry re-sent 12/19/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
December 19, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jennifer Peatross 435 646-4885 Production Technician

SIGNATURE DATE
N/A 12/19/2012

RECEIVED: Dec. 19,
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Form 3160-4
(August 2007)

UNITED STATES ---

-
'

PROVEDDEPARTMENT OF THE INTERIOR 1 7
BUREAU OF LAND MANAGEMENT x 1 o

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease e
PATENTED

la. Type of Well Oil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff Resvr.,

Other: 7. Unit or CA Agreement Name and No.

2. Name of Operator 8. Lease Name and Well No.NEWFIELD EXPLORATION COMPANY MCKENNA 1-17-3-3WH
3. Address 3a. Phone No. (include area code) 9. AFI Well No.

1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435) 646-3721 43-013-51122
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

WILDCAT
At surface 173' FNL & 658' FEL (NEINE) SEC. 17, T3S, R3W 11. Sec., T., R., M., on Block and

Survey or Area
SEC. 17, T3S, R3W

At top prod. interval5reported below 554' NL & 691' FEL (NE/NE) SEC. 17, T3S, R3W 12. County or Parish 13. State

At total depth FSL & FEL SE) SEC. 17, T3S, R3W DUCHESNE UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 07/06/2012 17. Elevations (DF, RKB, RT, GL)*
02/10/2012 05/14/2012 D & A Ready to Prod. 5405' GL 5423' KB
18. Total Depth: MD 12398' 19. Plug Back T.D.: MD 12320' MD 20. Depth Bridge Plug Set: MD

TVD 950g TVD FO(p TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)
DUAL IND GRD, SP, COMP. DENSITY,COMP. NEUTRON,GR,CALIPER, CMT BOND Was DST run? No Yes (Submit report)

Directional Survey? No O Yes (Submit copy)
23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cemhenter N of SCkement Slurry Vol Cement Top* Amount Pulled

12-1/4" 9-5/8" J-55 36# 0 1015' 455 PREMLITE
8-3/4" 7" P-110 26# 0 8706' 377 CLASS G SURFACE

524 PREMLITE
6-1/8" 4-1/2" P-110 13.5# 8457' 12399' 480 CLASS G

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-7/8" EOT @8366' Hornet @8355'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch 10024' MD 12280' MD 10024-12280' MD 0.38" 90
B)

C)

D)

27. Acid, Fracture, Treatment, Cement Squeeze,etc.
Depth Interval | Amount and Type of Material

10024-12280' MD Frac w/43048 bbis Hybrid fluid (20# Hybor GISlickwater); 1862300# 30/50 white sand & 213100# 30/50 CRC; 10 stages.

28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

7/8/12 7/18/12 24 899 766 918 WLEG
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water 3as/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Production - Interval B
Date First fest Date Hours Test Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

RECEIVED
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio DEC19 2012SI

*(See instructions and spaces for additional data on page 2) DV. OfOÑ,GaS & Rin

Form 3160-4
(August 2007)

UNITED STATES ---

-
'

PROVEDDEPARTMENT OF THE INTERIOR 1 7
BUREAU OF LAND MANAGEMENT x 1 o

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease e
PATENTED

la. Type of Well Oil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff Resvr.,

Other: 7. Unit or CA Agreement Name and No.

2. Name of Operator 8. Lease Name and Well No.NEWFIELD EXPLORATION COMPANY MCKENNA 1-17-3-3WH
3. Address 3a. Phone No. (include area code) 9. AFI Well No.

1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435) 646-3721 43-013-51122
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

WILDCAT
At surface 173' FNL & 658' FEL (NEINE) SEC. 17, T3S, R3W 11. Sec., T., R., M., on Block and

Survey or Area
SEC. 17, T3S, R3W

At top prod. interval5reported below 554' NL & 691' FEL (NE/NE) SEC. 17, T3S, R3W 12. County or Parish 13. State

At total depth FSL & FEL SE) SEC. 17, T3S, R3W DUCHESNE UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 07/06/2012 17. Elevations (DF, RKB, RT, GL)*
02/10/2012 05/14/2012 D & A Ready to Prod. 5405' GL 5423' KB
18. Total Depth: MD 12398' 19. Plug Back T.D.: MD 12320' MD 20. Depth Bridge Plug Set: MD

TVD 950g TVD FO(p TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)
DUAL IND GRD, SP, COMP. DENSITY,COMP. NEUTRON,GR,CALIPER, CMT BOND Was DST run? No Yes (Submit report)

Directional Survey? No O Yes (Submit copy)
23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cemhenter N of SCkement Slurry Vol Cement Top* Amount Pulled

12-1/4" 9-5/8" J-55 36# 0 1015' 455 PREMLITE
8-3/4" 7" P-110 26# 0 8706' 377 CLASS G SURFACE

524 PREMLITE
6-1/8" 4-1/2" P-110 13.5# 8457' 12399' 480 CLASS G

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-7/8" EOT @8366' Hornet @8355'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch 10024' MD 12280' MD 10024-12280' MD 0.38" 90
B)

C)

D)

27. Acid, Fracture, Treatment, Cement Squeeze,etc.
Depth Interval | Amount and Type of Material

10024-12280' MD Frac w/43048 bbis Hybrid fluid (20# Hybor GISlickwater); 1862300# 30/50 white sand & 213100# 30/50 CRC; 10 stages.

28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

7/8/12 7/18/12 24 899 766 918 WLEG
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water 3as/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Production - Interval B
Date First fest Date Hours Test Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

RECEIVED
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio DEC19 2012SI

*(See instructions and spaces for additional data on page 2) DV. OfOÑ,GaS & Rin

Form 3160-4
(August 2007)

UNITED STATES ---

-
'

PROVEDDEPARTMENT OF THE INTERIOR 1 7
BUREAU OF LAND MANAGEMENT x 1 o

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease e
PATENTED

la. Type of Well Oil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff Resvr.,

Other: 7. Unit or CA Agreement Name and No.

2. Name of Operator 8. Lease Name and Well No.NEWFIELD EXPLORATION COMPANY MCKENNA 1-17-3-3WH
3. Address 3a. Phone No. (include area code) 9. AFI Well No.

1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435) 646-3721 43-013-51122
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

WILDCAT
At surface 173' FNL & 658' FEL (NEINE) SEC. 17, T3S, R3W 11. Sec., T., R., M., on Block and

Survey or Area
SEC. 17, T3S, R3W

At top prod. interval5reported below 554' NL & 691' FEL (NE/NE) SEC. 17, T3S, R3W 12. County or Parish 13. State

At total depth FSL & FEL SE) SEC. 17, T3S, R3W DUCHESNE UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 07/06/2012 17. Elevations (DF, RKB, RT, GL)*
02/10/2012 05/14/2012 D & A Ready to Prod. 5405' GL 5423' KB
18. Total Depth: MD 12398' 19. Plug Back T.D.: MD 12320' MD 20. Depth Bridge Plug Set: MD

TVD 950g TVD FO(p TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)
DUAL IND GRD, SP, COMP. DENSITY,COMP. NEUTRON,GR,CALIPER, CMT BOND Was DST run? No Yes (Submit report)

Directional Survey? No O Yes (Submit copy)
23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cemhenter N of SCkement Slurry Vol Cement Top* Amount Pulled

12-1/4" 9-5/8" J-55 36# 0 1015' 455 PREMLITE
8-3/4" 7" P-110 26# 0 8706' 377 CLASS G SURFACE

524 PREMLITE
6-1/8" 4-1/2" P-110 13.5# 8457' 12399' 480 CLASS G

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-7/8" EOT @8366' Hornet @8355'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch 10024' MD 12280' MD 10024-12280' MD 0.38" 90
B)

C)

D)

27. Acid, Fracture, Treatment, Cement Squeeze,etc.
Depth Interval | Amount and Type of Material

10024-12280' MD Frac w/43048 bbis Hybrid fluid (20# Hybor GISlickwater); 1862300# 30/50 white sand & 213100# 30/50 CRC; 10 stages.

28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

7/8/12 7/18/12 24 899 766 918 WLEG
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water 3as/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Production - Interval B
Date First fest Date Hours Test Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

RECEIVED
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio DEC19 2012SI

*(See instructions and spaces for additional data on page 2) DV. OfOÑ,GaS & Rin

Form 3160-4
(August 2007)

UNITED STATES ---

-
'

PROVEDDEPARTMENT OF THE INTERIOR 1 7
BUREAU OF LAND MANAGEMENT x 1 o

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease e
PATENTED

la. Type of Well Oil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff Resvr.,

Other: 7. Unit or CA Agreement Name and No.

2. Name of Operator 8. Lease Name and Well No.NEWFIELD EXPLORATION COMPANY MCKENNA 1-17-3-3WH
3. Address 3a. Phone No. (include area code) 9. AFI Well No.

1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435) 646-3721 43-013-51122
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

WILDCAT
At surface 173' FNL & 658' FEL (NEINE) SEC. 17, T3S, R3W 11. Sec., T., R., M., on Block and

Survey or Area
SEC. 17, T3S, R3W

At top prod. interval5reported below 554' NL & 691' FEL (NE/NE) SEC. 17, T3S, R3W 12. County or Parish 13. State

At total depth FSL & FEL SE) SEC. 17, T3S, R3W DUCHESNE UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 07/06/2012 17. Elevations (DF, RKB, RT, GL)*
02/10/2012 05/14/2012 D & A Ready to Prod. 5405' GL 5423' KB
18. Total Depth: MD 12398' 19. Plug Back T.D.: MD 12320' MD 20. Depth Bridge Plug Set: MD

TVD 950g TVD FO(p TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)
DUAL IND GRD, SP, COMP. DENSITY,COMP. NEUTRON,GR,CALIPER, CMT BOND Was DST run? No Yes (Submit report)

Directional Survey? No O Yes (Submit copy)
23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cemhenter N of SCkement Slurry Vol Cement Top* Amount Pulled

12-1/4" 9-5/8" J-55 36# 0 1015' 455 PREMLITE
8-3/4" 7" P-110 26# 0 8706' 377 CLASS G SURFACE

524 PREMLITE
6-1/8" 4-1/2" P-110 13.5# 8457' 12399' 480 CLASS G

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-7/8" EOT @8366' Hornet @8355'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch 10024' MD 12280' MD 10024-12280' MD 0.38" 90
B)

C)

D)

27. Acid, Fracture, Treatment, Cement Squeeze,etc.
Depth Interval | Amount and Type of Material

10024-12280' MD Frac w/43048 bbis Hybrid fluid (20# Hybor GISlickwater); 1862300# 30/50 white sand & 213100# 30/50 CRC; 10 stages.

28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

7/8/12 7/18/12 24 899 766 918 WLEG
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water 3as/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Production - Interval B
Date First fest Date Hours Test Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

RECEIVED
Choke Tbg. Press. Osg. 24 Hr Dil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio DEC19 2012SI

*(See instructions and spaces for additional data on page 2) DV. OfOÑ,GaS & Rin



28b. Production - Interval C
Date First Test Date Hours fest 3il 3as Water Oil Gravity 3as roduction Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Dil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr Oil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedfor fuel,vented, etc.)

SOLD AND USED FOR FUEL

30. Summaryof Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests' GEOLOGICAL MARKERSincluding depth interval tested, cushion used, time tool open, flowmg and shut-m pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

WASATCH 10024' MD 12280' MD GARDEN GULCH 6633'
BI-CARBONATE 8077'

B LIMESTONE 8206'
CASTLE PEAK 8744'

BASAL CARBONATE 9031'
WASATCH 9190'

32. Additional remarks (include plugging procet ure):

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please print) Jennifer Peatross Title Production Technician

Signature Date 08/08/2012

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Continued on page 3) (Form 3160-4, page

28b. Production - Interval C
Date First Test Date Hours fest 3il 3as Water Oil Gravity 3as roduction Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI
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29. Disposition of Gas (Solid, usedfor fuel,vented, etc.)
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30. Summaryof Porous Zones (Include Aquifers): 31. Formation (Log) Markers
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recoveries.
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. DRILLING SERVICESWeatherford
END OF WELL REPORT

FOR
Hans Wychgram

Newfield Exploration Co.
MCKENNA 1-17-3-3WH

DUCHESNE COUNTY, UT

Weatherford Drilling Services job start date : 2-22-2012

Weatherford Drilling Services job end date : 4-14-2012

Presented By:

Matthew Heaton

Area Manager
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Account Manager
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MWD Coordinator
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2000 Oil Drive
Casper, Wy 82604
Phone (307) 268-7900

February 22, 2012

Hans Wychgram
1401 17th St. Suite 1000
Denver, Co. 80202

Reference Well Name : MCKENNA 1-17-3-3WH
Location : DUCHESNE COUNTY, UT

Wft Job #: 4025673
Rig : PIONEER 68

Dear Mr. Wychgram
Thank you for allowing us the opportunity to provide our services on your MCKENNA I-17-3-3WH
in DUCHESNE COUNTY, UT.

Please find the final End Of Well (EOW) report enclosed behind this coverletter.

The EOW report contains the following information :

Section 1 - Weatherford (Wft) Final Definitive Survey & 8.5"x 11"
* Note: This survey contains the Directional Survey's obtained by Weatherford Drilling Services

via Weatherford MWD Services, and any gyro survey needed for Tie On (if required).

Section2- BHA Slide Reports

Section3 - WftFinal BHA reports

Section 4 - WftFinal Daily Drilling reports.

Section 5 - WftPersonnel list with contact numbers.

We at Weatherford Drilling Services' understand the importance of this project to you and
hope that you were satisfied with our Directional Drilling and MWD services provided.

Please feel free to contact me if you have any questions.

Sincerely,

Matthew Heaton
Area Manager
Weatherford Drilling Services

it 2004 WeatherfordInternational,Inc. All Rights
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NEW FIELD Well: MCKENNA1-17-3-3WH SHL
Wellbore: MCKENNA 1-17-3-3WH 173' FNL, ESS FEL y

Design: MCKENNA 1-17-3-3WH SECTION 17 T3S R3W r
Latitude: 40°13'43.030 N S CTION LINE

Longitude: 110°14" 22.900 W
GL: 5404.60
KB: WELL@5422.60ft (PIONEER62)

WELLBORE TARGET DETAILS(LATILONG)
-600- - --- - -- - 6606HARD tJNE I I - -

Name TVD +NI-S +El-W Latitude Longitude Shape - I I ILAST svYPBHL MCKENNA1-17-3,3WH 9370.00 -4469.76

84.9040° 12"58.857 N 110° 14' 21.806 W Point

WELL DETAILS: MCKENNA1-17-3-3WH 1200-

Ground Level: 5404.60
+NI-S +El-W Northing Easting Latittude Longitude Slot
0.00 0.00 7254479.88 1992288.34 40" 13"43.030 N 110° 14" 22.900 W

SECTION DETAILS

MD Inc Azi TVD +NI-S +El-W Dieg TFace VSect Annotation SECT10M17
8667.00 1.44 138.70 8665.43 -120.25 -16.08 0.00 0.00 119.93 Start 393.37 hold at 8667.00 MD
9060.37 1.44 138.70 9058.68 -127.68 -9.55 0.00 0.00 127.48 Start DLS 11.00 TFO 47.00
9896.99 93.01 185.75 9569.82 -674.06 -54.56 11.00 47.00 672.90 Start DLS 3.00 TFO -89.78 -2400- W - -
10167.95 93.01 177.61 9565.57 -944.30 -62.47 3.00 -89.78 942.95Start 3533.41 hold at 10167.95 MD E - !"
13701.36 93.01 177.61 9370.00 -4469.75 84.90 0.00 0.00 4470.56 TD at 13701.36 _ 2

4489.76' 5, 84.90 E
660 FSL.660'FEL

SECTION 17 T38 R3W

I
- 660 HARD LINE

iiii iili liii iiii iiri siti Lill IIII liFI III

-4f DO -4200 -3600 -3000 -2400 -1800 -1200 -800 800 12DL

West(-)/East(+) (1200 filin)
i M Azimulhs to True Nar1h 100 50 -

/ Magnetic North: 11.36•

Magnelic Fipkl
MI.-MEPlNI I I I-3 .b.rl

Strength: 52225 Ednt
Dip Angle: 65.EB'

Date: 2022/2012 -500- - - · - --
Model: BGGM2011

iiii iiii iisi
925D

8500 -2 10 -100 0 100 200 -
E - West(-) East(+) (200 ftlin)

9600 - -- - -

Weatherford
Vertical Section at 178.91° (500 filin)

- _ Perkt MON¥Jau. I 1; WH

r i e i i i r , i i i i i e i i i i i i i i i i i e i i i i i i i i i i i i i i i
Survey: Survey #1 (MCKENNA1-17-3-3WHIMCKENNA1-17-3-3WH)
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Crealed By FNACY WILLIAMS Date 16:10, August 28
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Weatherford International Ltd.
Survey Report

.

Cornpany: NEWFIELD EXPLORATIONCO. 1.ocal Cõ-ordinate Reference Well MCKENNA1-17-3-3WH
Pmject: DUCHESNE COUNTY, UT TVDReference WELL@ 5422.60ft (PIONEER 62)
Site: MCKENNA1-17-3-3WH MD Re1érence: WELL@5422.60ft (PIONEER 62)
WeR: MCKENNA1-17-3-3WH North Reference True
Wellbore: MCKENNA1-17-3-3WH Survey Calculation lulethod Miriimum Curvature
Design: MCKENNA1-17-3-3WH Oatabase: EDM 5000.1 Single User Db

Project DUCHESNE COUNTY, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site MCKENNA1-17-3-3WH

Site Position: Northing: 7,254,479.88 usft Latitude: 40° 13' 43.030 N
From: Lat/Long Easting: 1,992,288.34 usft Longitude: 110° 14' 22.900 W
Position Uncertainty: 0.00 ft Slot Radius: 13-3/16" Grid Convergence: 0.81 °

Well MCKENNA1-17-3-3WH

Well Position +NI-S 0.00 ft Northing: 7,254,479.88 usft Latitude: 40° 13' 43.030 N
+El-W 0.00 ft Easting: 1,992,288.34 usft Longitude: 110° 14' 22.900 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,404.60ft

Weilbore MCKENNA1-17-3-3WH

Magnetics liãodel Name Sample Date Declination Dip Angle Fielditrength

BGGM2011 2/22/2012 11.36 65.88 52,226

Design MCKENNA1-17-3-3WH

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction

0.00 0.00 0.00 178.91

Suréey FWogram Date 8/28/2012

From io
(ft) (it) Survey (Wellbore) Tool Name Description

1,061.00 9,944 00 Survey #1 (MCKENNA1-17-3-3WH) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
DeÞth Inclination Azimuth Depth +NI-S +EI.x Section Rate Rate Rate

(ft) (*) (*) (R) (ft) (ft) (ft) ( It00usft) (°Ii00usit) (*IiOOusit)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,061.00 1.11 240.89 1,060.93 -5.00 -8.98 4.83 0.10 0.10 0.00
1,187.00 0.91 234.23 1,188.91 -6.18 -10.86 5.97 0.18 -0.16 -5.29

1,311.00 1.16 229.92 1,310.89 -7.56 -12.62 7.32 0.21 0.20 -3.48

1,435.00 1.14 230.52 1,434.87 -9.15 -14.53 8.88 0.02 -0.02 0.48

1,559.00 1.19 220.84 1,558.84 -10.91
-16.32 10.60 0.16 0.04 -7.81

1,683.00 1.20 218.86 1,682.82 -12.90
-17.98 12.55 0.03 0.01 -1.60

1,807.00 1.17 217.93 1,806.79 -14.91
-19.57 14.53 0.03 -0.02

-0.75

1,931.00 1.21 212.00 1,930.76 -17.02 -21.04 16.61 0.10 0.03 -4.78

2,055.00 1.42 204.97 2,054.73 -19.52 -22.39 19.09 0.21 0.17 -5.67

2,179.00 0.42 261.16 2,178.71 -20.98 -23.48 20.53 1.00 -0.81 45.31
2,303.00 0.51 226.80 2,302.71 -21.43

-24.34 20.96 0.23 0.07 -27.71

2,427.00 0.56 202.56 2,426.71 -22.37
-24.97 21.89 0.19 0.04 -19.55
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Weatherford International Ltd.
. Survey Report .

Company: NEWFIELDEXPLORATION CO. Local Co-orclinate Iteference: Well MCKENNA1-17-3-3WH
Project: DUCHESNE COUNTY, UT TVD Referen e: WELL@5422.60ft (PIONI¯ER 62)
Site: MCKENNA1-17-3-3WH MUReference: WELL @5422.60ft (PIONEER 62)
Well: MCKENNA1-17-3-3WH North Reference True
Weilbore: MCKENNA1-17-3-3WH Survey Calculat ort Method Minimum Curvature
Design: MCKENNA1-17-3-3WH Database: EDM 5000.1 Single User Db

Survey

Measured Vertical V rtical Dogleg Build Turn
Depth Inclination A Irrtuth Depth +NÏ-S +El W Se tion Rate Rate Rate

(it) (*) (*} (ft) (ft) (ft) (ft) (°IiOOusit) (*I'IOOusft) (*Ii00usft)

2,551.00 0.78 179.79 2,550.70 -23.77 -25.20 23.29 0.28 0.18 -18.36

2,676.00 0.84 163.77 2,675.68 -25.50 -24.94 25.02 0.19 0.05 -12.82

2,800.00 1.13 161.76 2,799.67 -27.54 -24.30 27.07 0.24 0.23 -1.62

2,924.00 0.29 174.11 2,923.66 -29.01 -23.89 28.55 0.68 -0.68 9.96
3,048.00 0.50 178.50 3,047.65 -29.86 -23.84 29.40 0.17 0.17 3.54
3,172.00 0.53 190.23 3,171.65 -30.97 -23.93 30.51 0.09 0.02 9.46
3,296.00 0.84 174.45 3,295.64 -32.44 -23.94 31.98 0.29 0.25 -12.73

3,421.00 0.88 175.18 3,420.62 -34.30 -23.78 33.85 0.03 0.03 0.58
3,546.00 1.12 174.02 3,545.61 -36.48 -23.57 36.02 0.19 0.19 -0.93

3,671.00 0.91 174.33 3,670.59 -38.68 -23.34 38.23 0.17 -0.17 0.25
3,796.00 0.63 153.64 3,795.57 -40.28 -22.94 39.84 0.31 -0.22 -16.55

3,921.00 0.82 169.25 3,920.56 -41.78 -22.47 41.34 0.22 0.15 12.49
4,045.00 0.99 170.69 4,044.55 -43.71 -22.13 43.28 0.14 0.14 1.16
4,169.00 1.25 170.93 4,168.53 -46.10 -21.74 45.68 0.21 0.21 0.19
4,292.00 0.36 191.34 4,291.51 -47.79 -21.60 47.37 0.76 -0.73 16.59
4,417.00 0.55 195.46 4,416.51 -48.74 -21.84 48.32 0.16 0.16 3.30
4,540.00 0.91 189.55 4,539.50 -50.28 -22.16 49.85 0.30 0.29 -4.80

4,665.00 1.35 194.53 4,664.47 -52.68 -22.69 52.24 0.36 0.35 3.98
4,789.00 1.78 225.81 4,788.43 -55.44 -24.44 54.96 0.76 0.35 25.23
4,914.00 0.71 229.81 4,913.40 -57.29 -26.42 56.78 0.86 -0.86 3.20
5,038.00 0.16 328.13 5,037.39 -57.64 -27.10 57.11 0.60 -0.44 79.29
5,162.00 0.10 339.77 5,161.39 -57.39 -27.23 56.86 0.05 -0.05 9.39

5,288.00 0.16 200.56 5,287.39 -57.45 -27.33 56.92 0.19 0.05 -110.48

5,413.00 0.66 205.45 5,412.39 -58.27 -27.70 57.73 0.40 0.40 3.91
5,536.00 0.88 200.48 5,535.38 -59.79 -28.34 59.24 0.19 0.18 -4.04

5,660.00 1.14 188.23 5,659.36 -61.90 -28.85 61.34 0.27 0.21 -9.88

5,787.00 1.26 176.89 5,786.33 -64.55 -28.95 63.99 0.21 0.09 -8.93

5,911.00 1.19 179.49 5,910.30 -67.20 -28.87 66.64 0.07 -0.06 2.10
6,036.00 0.31 345.95 6,035.30 -68.17 -28.94 67.60 1.19 -0.70 133.17
6,160.00 0.07 41.49 6,159.30 -67.78 -28.97 67.22 0.22 -0.19 44.79
6,286.00 0.36 189.32 6,285.30 -68.12 -28.98 67.55 0.33 0.23 117.33
6,410.00 0.80 182.04 6,409.29 -69.37 -29.07 68.80 0.36 0.35 -5.87

6,534.00 1.38 188.29 6,533.27 -71.71 -29.32 71.14 0.48 0.47 5.04
6,657.00 1.44 220.41 6,656.23 -74.35 -30.54 73.76 0.64 0.05 26.11
6,781.00 0.07 5.50 6,780.22 -75.46 -31.54 74.85 1.21 -1.10 117.01
6,904.00 0.58 155.88 6,903.22 -75.96 -31.28 75.35 0.52 0.41 122.26
7,027.00 0.40 175.51 7,026.21 -76.95 -30.99 76.35 0.20 -0.15 15.96

7,153.00 0.97 175.94 7,152.20 -78.45 -30.88 77.85 0.45 0.45 0.34
7,277.00 1.49 174.21 7,276.17 -81.11 -30.64 80.51 0.42 0.42 -1.40

7,401.00 1.91 174.42 7,400.12 -84.77 -30.28 84.18 0.34 0.34 0.17
7,526.00 2.14 172.43 7,525.04 -89.15 -29.77 88.57 0.19 0.18 -1.59

7,650.00 1.97 173,89 7,648.96 -93.57 -29.24 93.00 0.14 -0.14 1.18

7,773.00 2.18 203.82 7,771.88 -97.81 -29.96 97.22 0.89 0.17 24.33
7,898.00 1.17 128.90 7,896.84 -100.79 -29.92 100.20 1.75 -0.81 -59.94

8,023.00 1.46 147.45 8,021.81 -102.93 -28.07 102.38 0.41 0.23 14.84
8,148.00 1.84 140.44 8,146.76 -105.82 -25.94 105.31 0.34 0.30 -5.61

8,272.00 2.58 137.16 8,270.66 -109.40 -22.77 108.95 0.61 0.60 -2.65

8,396.00 2.51 166.84 8,394.55 -114.09 -20.26 113.69 1.05 -0.06 23.94
8,520.00 1.34 132.28 8,518.48 -117.71 -18.57 117.34 1.29 -0.94 -27.87

8,667.00 1.44 138.70 8,665.43 -120.25 -16.08 119.93 0.13 0.07 4.37
6,772.00 1.47 155.73 8,770.40 -122.47 -14.65 122.17 0.41 0.03 16.22
8,835.00 1.62 159.34 8,833.38 -124.04 -14.00 123.76 0.28 0.24 5.73

8,899.00 1.75 172.60 8,897.35 -125.86 -13.56 125.58 0.64 0.20 20.72
8,984.00 1.94 172.87 8,982.31 -128.57 -13.21 128.30 0.22 0.22 0.32
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Weatherford International Ltd.
. Survey Report .

Company: NEWFIELDEXPLORATION CO. Local Co-orclinate Iteference: Well MCKENNA1-17-3-3WH
Project: DUCHESNE COUNTY, UT TVD Referen e: WELL@5422.60ft (PIONI¯ER 62)
Site: MCKENNA1-17-3-3WH MUReference: WELL @5422.60ft (PIONEER 62)
Well: MCKENNA1-17-3-3WH North Reference True
Weilbore: MCKENNA1-17-3-3WH Survey Calculat ort Method Minimum Curvature
Design: MCKENNA1-17-3-3WH Database: EDM 5000.1 Single User Db

Survey

Measured Vertical V rtical Dogleg Build Turn
Depth Inclination A Irrtuth Depth +NÏ-S +El W Se tion Rate Rate Rate

(it) (*) (*} (ft) (ft) (ft) (ft) (°IiOOusit) (*I'IOOusft) (*Ii00usft)

2,551.00 0.78 179.79 2,550.70 -23.77 -25.20 23.29 0.28 0.18 -18.36

2,676.00 0.84 163.77 2,675.68 -25.50 -24.94 25.02 0.19 0.05 -12.82

2,800.00 1.13 161.76 2,799.67 -27.54 -24.30 27.07 0.24 0.23 -1.62

2,924.00 0.29 174.11 2,923.66 -29.01 -23.89 28.55 0.68 -0.68 9.96
3,048.00 0.50 178.50 3,047.65 -29.86 -23.84 29.40 0.17 0.17 3.54
3,172.00 0.53 190.23 3,171.65 -30.97 -23.93 30.51 0.09 0.02 9.46
3,296.00 0.84 174.45 3,295.64 -32.44 -23.94 31.98 0.29 0.25 -12.73

3,421.00 0.88 175.18 3,420.62 -34.30 -23.78 33.85 0.03 0.03 0.58
3,546.00 1.12 174.02 3,545.61 -36.48 -23.57 36.02 0.19 0.19 -0.93

3,671.00 0.91 174.33 3,670.59 -38.68 -23.34 38.23 0.17 -0.17 0.25
3,796.00 0.63 153.64 3,795.57 -40.28 -22.94 39.84 0.31 -0.22 -16.55

3,921.00 0.82 169.25 3,920.56 -41.78 -22.47 41.34 0.22 0.15 12.49
4,045.00 0.99 170.69 4,044.55 -43.71 -22.13 43.28 0.14 0.14 1.16
4,169.00 1.25 170.93 4,168.53 -46.10 -21.74 45.68 0.21 0.21 0.19
4,292.00 0.36 191.34 4,291.51 -47.79 -21.60 47.37 0.76 -0.73 16.59
4,417.00 0.55 195.46 4,416.51 -48.74 -21.84 48.32 0.16 0.16 3.30
4,540.00 0.91 189.55 4,539.50 -50.28 -22.16 49.85 0.30 0.29 -4.80

4,665.00 1.35 194.53 4,664.47 -52.68 -22.69 52.24 0.36 0.35 3.98
4,789.00 1.78 225.81 4,788.43 -55.44 -24.44 54.96 0.76 0.35 25.23
4,914.00 0.71 229.81 4,913.40 -57.29 -26.42 56.78 0.86 -0.86 3.20
5,038.00 0.16 328.13 5,037.39 -57.64 -27.10 57.11 0.60 -0.44 79.29
5,162.00 0.10 339.77 5,161.39 -57.39 -27.23 56.86 0.05 -0.05 9.39

5,288.00 0.16 200.56 5,287.39 -57.45 -27.33 56.92 0.19 0.05 -110.48

5,413.00 0.66 205.45 5,412.39 -58.27 -27.70 57.73 0.40 0.40 3.91
5,536.00 0.88 200.48 5,535.38 -59.79 -28.34 59.24 0.19 0.18 -4.04

5,660.00 1.14 188.23 5,659.36 -61.90 -28.85 61.34 0.27 0.21 -9.88

5,787.00 1.26 176.89 5,786.33 -64.55 -28.95 63.99 0.21 0.09 -8.93

5,911.00 1.19 179.49 5,910.30 -67.20 -28.87 66.64 0.07 -0.06 2.10
6,036.00 0.31 345.95 6,035.30 -68.17 -28.94 67.60 1.19 -0.70 133.17
6,160.00 0.07 41.49 6,159.30 -67.78 -28.97 67.22 0.22 -0.19 44.79
6,286.00 0.36 189.32 6,285.30 -68.12 -28.98 67.55 0.33 0.23 117.33
6,410.00 0.80 182.04 6,409.29 -69.37 -29.07 68.80 0.36 0.35 -5.87

6,534.00 1.38 188.29 6,533.27 -71.71 -29.32 71.14 0.48 0.47 5.04
6,657.00 1.44 220.41 6,656.23 -74.35 -30.54 73.76 0.64 0.05 26.11
6,781.00 0.07 5.50 6,780.22 -75.46 -31.54 74.85 1.21 -1.10 117.01
6,904.00 0.58 155.88 6,903.22 -75.96 -31.28 75.35 0.52 0.41 122.26
7,027.00 0.40 175.51 7,026.21 -76.95 -30.99 76.35 0.20 -0.15 15.96

7,153.00 0.97 175.94 7,152.20 -78.45 -30.88 77.85 0.45 0.45 0.34
7,277.00 1.49 174.21 7,276.17 -81.11 -30.64 80.51 0.42 0.42 -1.40

7,401.00 1.91 174.42 7,400.12 -84.77 -30.28 84.18 0.34 0.34 0.17
7,526.00 2.14 172.43 7,525.04 -89.15 -29.77 88.57 0.19 0.18 -1.59

7,650.00 1.97 173,89 7,648.96 -93.57 -29.24 93.00 0.14 -0.14 1.18

7,773.00 2.18 203.82 7,771.88 -97.81 -29.96 97.22 0.89 0.17 24.33
7,898.00 1.17 128.90 7,896.84 -100.79 -29.92 100.20 1.75 -0.81 -59.94

8,023.00 1.46 147.45 8,021.81 -102.93 -28.07 102.38 0.41 0.23 14.84
8,148.00 1.84 140.44 8,146.76 -105.82 -25.94 105.31 0.34 0.30 -5.61

8,272.00 2.58 137.16 8,270.66 -109.40 -22.77 108.95 0.61 0.60 -2.65

8,396.00 2.51 166.84 8,394.55 -114.09 -20.26 113.69 1.05 -0.06 23.94
8,520.00 1.34 132.28 8,518.48 -117.71 -18.57 117.34 1.29 -0.94 -27.87

8,667.00 1.44 138.70 8,665.43 -120.25 -16.08 119.93 0.13 0.07 4.37
6,772.00 1.47 155.73 8,770.40 -122.47 -14.65 122.17 0.41 0.03 16.22
8,835.00 1.62 159.34 8,833.38 -124.04 -14.00 123.76 0.28 0.24 5.73

8,899.00 1.75 172.60 8,897.35 -125.86 -13.56 125.58 0.64 0.20 20.72
8,984.00 1.94 172.87 8,982.31 -128.57 -13.21 128.30 0.22 0.22 0.32
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Weatherford International Ltd.
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Company: NEWFIELDEXPLORATION CO. Local Co-orclinate Iteference: Well MCKENNA1-17-3-3WH
Project: DUCHESNE COUNTY, UT TVD Referen e: WELL@5422.60ft (PIONI¯ER 62)
Site: MCKENNA1-17-3-3WH MUReference: WELL @5422.60ft (PIONEER 62)
Well: MCKENNA1-17-3-3WH North Reference True
Weilbore: MCKENNA1-17-3-3WH Survey Calculat ort Method Minimum Curvature
Design: MCKENNA1-17-3-3WH Database: EDM 5000.1 Single User Db

Survey

Measured Vertical V rtical Dogleg Build Turn
Depth Inclination A Irrtuth Depth +NÏ-S +El W Se tion Rate Rate Rate

(it) (*) (*} (ft) (ft) (ft) (ft) (°IiOOusit) (*I'IOOusft) (*Ii00usft)

2,551.00 0.78 179.79 2,550.70 -23.77 -25.20 23.29 0.28 0.18 -18.36

2,676.00 0.84 163.77 2,675.68 -25.50 -24.94 25.02 0.19 0.05 -12.82

2,800.00 1.13 161.76 2,799.67 -27.54 -24.30 27.07 0.24 0.23 -1.62

2,924.00 0.29 174.11 2,923.66 -29.01 -23.89 28.55 0.68 -0.68 9.96
3,048.00 0.50 178.50 3,047.65 -29.86 -23.84 29.40 0.17 0.17 3.54
3,172.00 0.53 190.23 3,171.65 -30.97 -23.93 30.51 0.09 0.02 9.46
3,296.00 0.84 174.45 3,295.64 -32.44 -23.94 31.98 0.29 0.25 -12.73

3,421.00 0.88 175.18 3,420.62 -34.30 -23.78 33.85 0.03 0.03 0.58
3,546.00 1.12 174.02 3,545.61 -36.48 -23.57 36.02 0.19 0.19 -0.93

3,671.00 0.91 174.33 3,670.59 -38.68 -23.34 38.23 0.17 -0.17 0.25
3,796.00 0.63 153.64 3,795.57 -40.28 -22.94 39.84 0.31 -0.22 -16.55

3,921.00 0.82 169.25 3,920.56 -41.78 -22.47 41.34 0.22 0.15 12.49
4,045.00 0.99 170.69 4,044.55 -43.71 -22.13 43.28 0.14 0.14 1.16
4,169.00 1.25 170.93 4,168.53 -46.10 -21.74 45.68 0.21 0.21 0.19
4,292.00 0.36 191.34 4,291.51 -47.79 -21.60 47.37 0.76 -0.73 16.59
4,417.00 0.55 195.46 4,416.51 -48.74 -21.84 48.32 0.16 0.16 3.30
4,540.00 0.91 189.55 4,539.50 -50.28 -22.16 49.85 0.30 0.29 -4.80

4,665.00 1.35 194.53 4,664.47 -52.68 -22.69 52.24 0.36 0.35 3.98
4,789.00 1.78 225.81 4,788.43 -55.44 -24.44 54.96 0.76 0.35 25.23
4,914.00 0.71 229.81 4,913.40 -57.29 -26.42 56.78 0.86 -0.86 3.20
5,038.00 0.16 328.13 5,037.39 -57.64 -27.10 57.11 0.60 -0.44 79.29
5,162.00 0.10 339.77 5,161.39 -57.39 -27.23 56.86 0.05 -0.05 9.39

5,288.00 0.16 200.56 5,287.39 -57.45 -27.33 56.92 0.19 0.05 -110.48

5,413.00 0.66 205.45 5,412.39 -58.27 -27.70 57.73 0.40 0.40 3.91
5,536.00 0.88 200.48 5,535.38 -59.79 -28.34 59.24 0.19 0.18 -4.04

5,660.00 1.14 188.23 5,659.36 -61.90 -28.85 61.34 0.27 0.21 -9.88

5,787.00 1.26 176.89 5,786.33 -64.55 -28.95 63.99 0.21 0.09 -8.93

5,911.00 1.19 179.49 5,910.30 -67.20 -28.87 66.64 0.07 -0.06 2.10
6,036.00 0.31 345.95 6,035.30 -68.17 -28.94 67.60 1.19 -0.70 133.17
6,160.00 0.07 41.49 6,159.30 -67.78 -28.97 67.22 0.22 -0.19 44.79
6,286.00 0.36 189.32 6,285.30 -68.12 -28.98 67.55 0.33 0.23 117.33
6,410.00 0.80 182.04 6,409.29 -69.37 -29.07 68.80 0.36 0.35 -5.87

6,534.00 1.38 188.29 6,533.27 -71.71 -29.32 71.14 0.48 0.47 5.04
6,657.00 1.44 220.41 6,656.23 -74.35 -30.54 73.76 0.64 0.05 26.11
6,781.00 0.07 5.50 6,780.22 -75.46 -31.54 74.85 1.21 -1.10 117.01
6,904.00 0.58 155.88 6,903.22 -75.96 -31.28 75.35 0.52 0.41 122.26
7,027.00 0.40 175.51 7,026.21 -76.95 -30.99 76.35 0.20 -0.15 15.96

7,153.00 0.97 175.94 7,152.20 -78.45 -30.88 77.85 0.45 0.45 0.34
7,277.00 1.49 174.21 7,276.17 -81.11 -30.64 80.51 0.42 0.42 -1.40

7,401.00 1.91 174.42 7,400.12 -84.77 -30.28 84.18 0.34 0.34 0.17
7,526.00 2.14 172.43 7,525.04 -89.15 -29.77 88.57 0.19 0.18 -1.59

7,650.00 1.97 173,89 7,648.96 -93.57 -29.24 93.00 0.14 -0.14 1.18

7,773.00 2.18 203.82 7,771.88 -97.81 -29.96 97.22 0.89 0.17 24.33
7,898.00 1.17 128.90 7,896.84 -100.79 -29.92 100.20 1.75 -0.81 -59.94

8,023.00 1.46 147.45 8,021.81 -102.93 -28.07 102.38 0.41 0.23 14.84
8,148.00 1.84 140.44 8,146.76 -105.82 -25.94 105.31 0.34 0.30 -5.61

8,272.00 2.58 137.16 8,270.66 -109.40 -22.77 108.95 0.61 0.60 -2.65

8,396.00 2.51 166.84 8,394.55 -114.09 -20.26 113.69 1.05 -0.06 23.94
8,520.00 1.34 132.28 8,518.48 -117.71 -18.57 117.34 1.29 -0.94 -27.87

8,667.00 1.44 138.70 8,665.43 -120.25 -16.08 119.93 0.13 0.07 4.37
6,772.00 1.47 155.73 8,770.40 -122.47 -14.65 122.17 0.41 0.03 16.22
8,835.00 1.62 159.34 8,833.38 -124.04 -14.00 123.76 0.28 0.24 5.73

8,899.00 1.75 172.60 8,897.35 -125.86 -13.56 125.58 0.64 0.20 20.72
8,984.00 1.94 172.87 8,982.31 -128.57 -13.21 128.30 0.22 0.22 0.32
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Company: NEWFIELDEXPLORATION CO. Local Co-orclinate Iteference: Well MCKENNA1-17-3-3WH
Project: DUCHESNE COUNTY, UT TVD Referen e: WELL@5422.60ft (PIONI¯ER 62)
Site: MCKENNA1-17-3-3WH MUReference: WELL @5422.60ft (PIONEER 62)
Well: MCKENNA1-17-3-3WH North Reference True
Weilbore: MCKENNA1-17-3-3WH Survey Calculat ort Method Minimum Curvature
Design: MCKENNA1-17-3-3WH Database: EDM 5000.1 Single User Db

Survey

Measured Vertical V rtical Dogleg Build Turn
Depth Inclination A Irrtuth Depth +NÏ-S +El W Se tion Rate Rate Rate

(it) (*) (*} (ft) (ft) (ft) (ft) (°IiOOusit) (*I'IOOusft) (*Ii00usft)

2,551.00 0.78 179.79 2,550.70 -23.77 -25.20 23.29 0.28 0.18 -18.36

2,676.00 0.84 163.77 2,675.68 -25.50 -24.94 25.02 0.19 0.05 -12.82

2,800.00 1.13 161.76 2,799.67 -27.54 -24.30 27.07 0.24 0.23 -1.62

2,924.00 0.29 174.11 2,923.66 -29.01 -23.89 28.55 0.68 -0.68 9.96
3,048.00 0.50 178.50 3,047.65 -29.86 -23.84 29.40 0.17 0.17 3.54
3,172.00 0.53 190.23 3,171.65 -30.97 -23.93 30.51 0.09 0.02 9.46
3,296.00 0.84 174.45 3,295.64 -32.44 -23.94 31.98 0.29 0.25 -12.73

3,421.00 0.88 175.18 3,420.62 -34.30 -23.78 33.85 0.03 0.03 0.58
3,546.00 1.12 174.02 3,545.61 -36.48 -23.57 36.02 0.19 0.19 -0.93

3,671.00 0.91 174.33 3,670.59 -38.68 -23.34 38.23 0.17 -0.17 0.25
3,796.00 0.63 153.64 3,795.57 -40.28 -22.94 39.84 0.31 -0.22 -16.55

3,921.00 0.82 169.25 3,920.56 -41.78 -22.47 41.34 0.22 0.15 12.49
4,045.00 0.99 170.69 4,044.55 -43.71 -22.13 43.28 0.14 0.14 1.16
4,169.00 1.25 170.93 4,168.53 -46.10 -21.74 45.68 0.21 0.21 0.19
4,292.00 0.36 191.34 4,291.51 -47.79 -21.60 47.37 0.76 -0.73 16.59
4,417.00 0.55 195.46 4,416.51 -48.74 -21.84 48.32 0.16 0.16 3.30
4,540.00 0.91 189.55 4,539.50 -50.28 -22.16 49.85 0.30 0.29 -4.80

4,665.00 1.35 194.53 4,664.47 -52.68 -22.69 52.24 0.36 0.35 3.98
4,789.00 1.78 225.81 4,788.43 -55.44 -24.44 54.96 0.76 0.35 25.23
4,914.00 0.71 229.81 4,913.40 -57.29 -26.42 56.78 0.86 -0.86 3.20
5,038.00 0.16 328.13 5,037.39 -57.64 -27.10 57.11 0.60 -0.44 79.29
5,162.00 0.10 339.77 5,161.39 -57.39 -27.23 56.86 0.05 -0.05 9.39

5,288.00 0.16 200.56 5,287.39 -57.45 -27.33 56.92 0.19 0.05 -110.48

5,413.00 0.66 205.45 5,412.39 -58.27 -27.70 57.73 0.40 0.40 3.91
5,536.00 0.88 200.48 5,535.38 -59.79 -28.34 59.24 0.19 0.18 -4.04

5,660.00 1.14 188.23 5,659.36 -61.90 -28.85 61.34 0.27 0.21 -9.88

5,787.00 1.26 176.89 5,786.33 -64.55 -28.95 63.99 0.21 0.09 -8.93

5,911.00 1.19 179.49 5,910.30 -67.20 -28.87 66.64 0.07 -0.06 2.10
6,036.00 0.31 345.95 6,035.30 -68.17 -28.94 67.60 1.19 -0.70 133.17
6,160.00 0.07 41.49 6,159.30 -67.78 -28.97 67.22 0.22 -0.19 44.79
6,286.00 0.36 189.32 6,285.30 -68.12 -28.98 67.55 0.33 0.23 117.33
6,410.00 0.80 182.04 6,409.29 -69.37 -29.07 68.80 0.36 0.35 -5.87

6,534.00 1.38 188.29 6,533.27 -71.71 -29.32 71.14 0.48 0.47 5.04
6,657.00 1.44 220.41 6,656.23 -74.35 -30.54 73.76 0.64 0.05 26.11
6,781.00 0.07 5.50 6,780.22 -75.46 -31.54 74.85 1.21 -1.10 117.01
6,904.00 0.58 155.88 6,903.22 -75.96 -31.28 75.35 0.52 0.41 122.26
7,027.00 0.40 175.51 7,026.21 -76.95 -30.99 76.35 0.20 -0.15 15.96

7,153.00 0.97 175.94 7,152.20 -78.45 -30.88 77.85 0.45 0.45 0.34
7,277.00 1.49 174.21 7,276.17 -81.11 -30.64 80.51 0.42 0.42 -1.40

7,401.00 1.91 174.42 7,400.12 -84.77 -30.28 84.18 0.34 0.34 0.17
7,526.00 2.14 172.43 7,525.04 -89.15 -29.77 88.57 0.19 0.18 -1.59

7,650.00 1.97 173,89 7,648.96 -93.57 -29.24 93.00 0.14 -0.14 1.18

7,773.00 2.18 203.82 7,771.88 -97.81 -29.96 97.22 0.89 0.17 24.33
7,898.00 1.17 128.90 7,896.84 -100.79 -29.92 100.20 1.75 -0.81 -59.94

8,023.00 1.46 147.45 8,021.81 -102.93 -28.07 102.38 0.41 0.23 14.84
8,148.00 1.84 140.44 8,146.76 -105.82 -25.94 105.31 0.34 0.30 -5.61

8,272.00 2.58 137.16 8,270.66 -109.40 -22.77 108.95 0.61 0.60 -2.65

8,396.00 2.51 166.84 8,394.55 -114.09 -20.26 113.69 1.05 -0.06 23.94
8,520.00 1.34 132.28 8,518.48 -117.71 -18.57 117.34 1.29 -0.94 -27.87

8,667.00 1.44 138.70 8,665.43 -120.25 -16.08 119.93 0.13 0.07 4.37
6,772.00 1.47 155.73 8,770.40 -122.47 -14.65 122.17 0.41 0.03 16.22
8,835.00 1.62 159.34 8,833.38 -124.04 -14.00 123.76 0.28 0.24 5.73

8,899.00 1.75 172.60 8,897.35 -125.86 -13.56 125.58 0.64 0.20 20.72
8,984.00 1.94 172.87 8,982.31 -128.57 -13.21 128.30 0.22 0.22 0.32
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Weatherford International Ltd.
Survey Report

Company: NEWFIELD EXPLORATION CO. Local Co-ordinate Reference: Well MCKENNA1-17-3-3WH
ProJect: DUCHESNE COUNTY, UT TVD Reference: WELL@5422.60ft (PIONEER 62)
Site: MCKENNA1-17-3-3WH MD Reference: WELL@5422.60ft (PIONEER 62)
Weli: MCKENNA1-17-3-3WH North Reference: True
Wellbore: MCKENNA1-17-3-3WH Survey Calculation Method: Minimum Curvature
Design: MCKENNA1-17-3-3WH Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N1-S +El-W Section Rate Rate Rate

(N (*) (*) (W (ft) (fig (N (•lioousit) (•iioouett) (•itooustt)

8,994.00 1.88 176.90 8,992.30 -128.91 -13.18 128.63 1.47 -0.60 40.30
9,033.00 2.35 173.79 9,031.27 -130.34 -13.06 130.07 1.24 1.21 -7.97

9,064.00 2.57 174.98 9,062.25 -131.66 -12.93 131.39 0.73 0.71 3.84
9,095.00 3.57 181.96 9,093.20 -133,32 -12.91 133.05 3.44 3.23 22.52
9,126.00 7.10 185.18 9,124.06 -136.19 -13.11 135.92 11.42 11.39 10.39
9,158.00 13.56 187.46 9,155.53 -141.89 -13.78 141.60 20.22 20.19 7.13
9,190.00 20.37 188.15 9,186.12 -151.13 -15.06 150.82 21.29 21.28 2.16
9,221.00 24.73 188.28 9,214.74 -162.90 -16.76 162.55 14.07 14.06 0.42

9,253.00 27.16 186.51 9,243.51 -176.78 -18.55 176.39 7.97 7.59 -5.53

9,284.00 29.53 184.68 9,270.79 -191.43 -19.97 191.01 8.14 7.65 -5.90

9,316.00 33.45 184.30 9,298.08 -208.09 -21.28 207.64 12.27 12.25 -1.19

9,348.00 35.40 181.95 9,324.47 -226.15 -22.26 225.68 7.37 6.09 -7.34

9,379.00 36.11 182.23 9,349.63 -244.25 -22.92 243.77 2.35 2.29 0.90

9,411.00 35.42 183.29 9,375.59 -262.93 -23.82 262.43 2.90 -2.16 3.31
9,442.00 35.85 183.03 9,400.79 -280.96 -24.81 280.44 1.47 1.39 -0.84
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NEWFIELD PATh?-DER
MCKENNA 1-17-3-3WH MWD O' to 12400' Definitive Survey Report

(Def Survey)

Report Date: May 10, 2012 - 11:11 AM Survey I DLS Computation: Minimum Curvature / Lubinski
Cilent: Newneld Exploration CO. Vertical Section Azimuth: 179.718 °(True North)
Field: UT, Duchesne County (NAD 83 CZ US Feet) NewfieldExploration - 2012 Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot: eld loration7C 17-3S-3W (MCKENNA 1-17-3-3WH) - Pioneer
TVD Reference Datum: KB

Well: MCKENNA1-17•3-3WH TVDReference Elevation: 5422.600 ft above MSL
Borehole: OriginalHole Seabed i Ground Elevation: 5404.600 ft above MSL
UWI/ API#: Magnetic Declination: 11.346 °

Survey Name: MCKENNA1-17-3-3WH MWD O' to 12400' Definitive Total Field Strength: 52209.152 nT
Survey Date: Apdi13, 2012 Magnetic Dip Angle: 65.872 *

Tort I AHDI DDil ERD Ratio: 157.011 °/ 3182.940 ft / 5.809 / 0.331 Declination Date: April13, 2012
Coordinate Reference System: NADB3 Utah State Plane, Central Zone, US Feet Magnetic DeclInation Model: BGGM 2011
Location Lat I Long: N 40°13' 43.03000", W 110"i4' 22.90000" North Reference: True North
Location Grld NIEYlX: N 7254479.880 ftUS, E 1992288.343 ftUS Grid Convergence Used: 0.000 °

CRS Grld Convergence Angle: 0.80732476 , Tot Corr Mag NorthoTrue
11.346 °

Grid Scale Factor: 0.99992237 Local Coord Referenced To: Well Head

Comments i I Azim Træ T VS EW Clos D
Survey Tool

Ma od 9881.00 8349 178.82 9619.17 642.72 -64296 -48.54 644.79 184.32 9.97 14.18L SLB MWD-STD
Fimt SLB MWD

9944.00 89 00 177.43 9623.29 705.53 -705 77 46.48 707.30 183 77 9.02 34.2R SLB_MWO-STD
10019.00 91 34 179.02 9623.07 780.50 -780 72 44.16 781.97 183.24 3.77 18,33R SLB_MWO-STD
10082.00 93.51 179.74 9620.41 843.44 -843 66 -43.48 844.78 182.95 3.63 5.51R SLB_MWO-STD
10145.00 94.44 179.83 9616.04 906.28 -906.51 -43.24 907.54 182.73 1.48 56.2R SLB MWD-STD

10209.00 94.78 18034 9610.90 970.07 -970.30 -43.34 971.27 182.56 0.96 97.82L SLB_MWD-STD
10273.00 94.71 17983 9605.60 1033.85 -1034.08 -43.43 1034.99 182.41 0.80 131L SLB_MWD-STD
10336.00 94.58 179.68 9600.50 1096.65 -1096.87 -43.16 1097.72 182.25 0.31 132.18L SLB MWD-STD
10399.00 93.82 178,84 9595.89 1159.47 -1159.70 -42.35 1160.47 182.09 1.80 30.9L SLB_MWD-STD
10463.00 94.02 178.72 9591.51 1223.32 -1223.53 -40.99 1224.22 181.92 0.36 73.5R SLB MWD-STD

10526,00 94.30 179.67 9586.94 1286.15 -1286.36 -40.11 1286.99 181.79 1.57 159.95L SLB MWD-STD
10588.00 93.89 179.52 9582.51 1347.99 -1348.20 -39.67 1348.78 181.69 0.70 62.46L SLB_MWD-STD
10651.00 94.02 179.27 9578.17 1410.84 -1411.05 -39.01 1411.59 181.58 0.45 152.15R SLB_MWD-STD
10716.00 93.68 179.45 9573.80 1475.69 -1475.90 -38.28 1476.39 181.49 0.59 90L SLB MWD-STD
10779.00 93.68 178.98 9569.76 1538.56 -1538.76 -37.42 1539.21 181.39 0.74 104.47L SLB MWD-STD

10841.00 93.44 178.05 9565.91 1600.42 -1600.62 -35.82 1601.02 181.28 1.55 141.67R SLB MWD-STD
10905.00 93.20 178.24 9562.20 166429 -1664.48 -33.75 1664.82 181.16 0.48 69,97L SLB MWD-STD
10969.00 93.44 177.58 9558.50 1728 15 -1728.33 -31.42 1728.61 181.04 1.10 82.55L SLB MWD-STD
11031.00 93.57 176.58 9554.71 178997 -1790.13 -28.27 1790.35 18090 1.82 101.55L SLB_MWD-STD

FirstDMAGSwvey 11095.00 93.23 174.92 9550.91 185370 -1853.84 -23.53 1853.99 18073 2.64 44.95R SLB_MWD+DMAG

11159.00 93.44 175.13 9547.19 191738 -1917.49 -17.99 1917.57 18054 0.48 77.86R SLB_MWD+DMAG
11222.00 93.78 176.72 9543.22 198011 -198D.20 -13.53 1980.25 18039 2.58 107.24R SLB_MWD+DMAG
11285.00 93.37 178.04 9539,29 204294 -2043.01 -10.65 2043.04 18030 2.19 119.49R SLB_MWD+DMAG
11348.00 91.92 180.60 9536.38 2105.86 -2105.94 -9.91 2105.96 18027 4.67 109.44R SLB_MWD+DMAG
11411.00 91.68 181.28 9534.41 2168,82 -2168.90 -10.94 2168,92 18029 1.14 62.43L SLB_MWD+DMAG

11475,00 91.92 180.82 9532.39 2232.77 -2232.85 -12.11 2232.89 180.31 0.81 113.03L SLB_MWD+DMAG
11538.00 91.75 180.42 9530.38 2295.73 -2295.82 -12.79 2295.85 180.32 0.69 77.36R SLB_MWD+DMAG
11601.00 92.07 181.85 9528.28 2358.67 -2358.77 -14.04 2358.81 180.34 2.32 70.88R SLB MWD+DMAG
11665,00 92.34 182.63 9525.82 2422.56 -2422.67 -16.54 2422.73 180.39 1.29 83.85R SLB_MWD+DMAG
11728.00 92.37 182.90 9523.23 2485.42 -2485.54 -19,58 2485.62 180.45 0.43 139.56L SLB MWD+DMAG

11791.00 91.76 182.38 9520.96 2548.29 -2548.44 -22.48 2548.54 180.51 1.27 99.02L SLB_MWD+DMAG
11855.00 91.55 181.06 9519.11 2612.23 -2612.38 -24.40 2612.49 180.54 2.09 80.59L SLB MWD+DMAG
11918.00 91.76 179.79 9517.29 2675.20 -2675.35 -24.86 267547 180.53 2.04 41.97R SLB_MWD+DMAG
11982.00 91.96 179.97 9515.21 2739.16 -2739.32 -24.73 273943 180.52 0.42 61.68R SLB_MWD+DMAG
12046.00 92.03 180.10 9512.98 2803.12 -2803.28 -24.77 280339 180.51 0.23 133.97L SLB_MWD+DMAG

12110.00 91.76 179.82 9510.87 2867.09 -2867.24 -24.72 286735 180.49 0.61 75.96L SLB.MWD+DMAG
12173.00 91.79 179.70 9508.92 2930.06 -2930.21 -24.46 2930 31 180.48 0.20 155.38L SLB_MWD+DMAG
12236.00 91.07 179.37 9507.34 2993.04 -2993.19 -23.95 2993.28 180.46 1.26 115.51R SLB MWD+DMAG
12298.00 90,86 179.81 9506.30 3055.03 -3055.18 -23.50 3055.27 180.44 0.79 158.46R SLB MWD+DMAG

LastSLBMWD
12329.00 90.48 179.96 9505.94 3086.02 -3086.18 -23.44 3086.27 180.44 1.32 HSSLB_MWD+DMAG

Projectiontobit 12400.00 90.48 179.96 9505.34 3157.02 -3157.17 -23.39 3157.26 180.42 0.00 SLB_BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSARev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD From MD To EOU F
Survey Tool Type Borehole / Survey

0.000 18.000 1/18.000 SLB_BLIND+TREND-Depth Only Original Hole / MCKENNA1-17-3-3WH MWD D' to 12400 Definitive

18.000 1061.000 1/98.425 SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

1061.000 1061,000 Act Stas SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WHMWD0' to 12400 Definitive

1061.000 11031.000 1/9970.000 SLB_MWD-STD Odginal Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

11031.000 12329.000 1/1298.000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WHMWDD' to 12400 Definitive

12329.000 12400.000 1/71.000 SLB_BLIND+TREND OriginalHole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive
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Survey Tool

Ma od 9881.00 8349 178.82 9619.17 642.72 -64296 -48.54 644.79 184.32 9.97 14.18L SLB MWD-STD
Fimt SLB MWD

9944.00 89 00 177.43 9623.29 705.53 -705 77 46.48 707.30 183 77 9.02 34.2R SLB_MWO-STD
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10336.00 94.58 179.68 9600.50 1096.65 -1096.87 -43.16 1097.72 182.25 0.31 132.18L SLB MWD-STD
10399.00 93.82 178,84 9595.89 1159.47 -1159.70 -42.35 1160.47 182.09 1.80 30.9L SLB_MWD-STD
10463.00 94.02 178.72 9591.51 1223.32 -1223.53 -40.99 1224.22 181.92 0.36 73.5R SLB MWD-STD

10526,00 94.30 179.67 9586.94 1286.15 -1286.36 -40.11 1286.99 181.79 1.57 159.95L SLB MWD-STD
10588.00 93.89 179.52 9582.51 1347.99 -1348.20 -39.67 1348.78 181.69 0.70 62.46L SLB_MWD-STD
10651.00 94.02 179.27 9578.17 1410.84 -1411.05 -39.01 1411.59 181.58 0.45 152.15R SLB_MWD-STD
10716.00 93.68 179.45 9573.80 1475.69 -1475.90 -38.28 1476.39 181.49 0.59 90L SLB MWD-STD
10779.00 93.68 178.98 9569.76 1538.56 -1538.76 -37.42 1539.21 181.39 0.74 104.47L SLB MWD-STD

10841.00 93.44 178.05 9565.91 1600.42 -1600.62 -35.82 1601.02 181.28 1.55 141.67R SLB MWD-STD
10905.00 93.20 178.24 9562.20 166429 -1664.48 -33.75 1664.82 181.16 0.48 69,97L SLB MWD-STD
10969.00 93.44 177.58 9558.50 1728 15 -1728.33 -31.42 1728.61 181.04 1.10 82.55L SLB MWD-STD
11031.00 93.57 176.58 9554.71 178997 -1790.13 -28.27 1790.35 18090 1.82 101.55L SLB_MWD-STD

FirstDMAGSwvey 11095.00 93.23 174.92 9550.91 185370 -1853.84 -23.53 1853.99 18073 2.64 44.95R SLB_MWD+DMAG

11159.00 93.44 175.13 9547.19 191738 -1917.49 -17.99 1917.57 18054 0.48 77.86R SLB_MWD+DMAG
11222.00 93.78 176.72 9543.22 198011 -198D.20 -13.53 1980.25 18039 2.58 107.24R SLB_MWD+DMAG
11285.00 93.37 178.04 9539,29 204294 -2043.01 -10.65 2043.04 18030 2.19 119.49R SLB_MWD+DMAG
11348.00 91.92 180.60 9536.38 2105.86 -2105.94 -9.91 2105.96 18027 4.67 109.44R SLB_MWD+DMAG
11411.00 91.68 181.28 9534.41 2168,82 -2168.90 -10.94 2168,92 18029 1.14 62.43L SLB_MWD+DMAG

11475,00 91.92 180.82 9532.39 2232.77 -2232.85 -12.11 2232.89 180.31 0.81 113.03L SLB_MWD+DMAG
11538.00 91.75 180.42 9530.38 2295.73 -2295.82 -12.79 2295.85 180.32 0.69 77.36R SLB_MWD+DMAG
11601.00 92.07 181.85 9528.28 2358.67 -2358.77 -14.04 2358.81 180.34 2.32 70.88R SLB MWD+DMAG
11665,00 92.34 182.63 9525.82 2422.56 -2422.67 -16.54 2422.73 180.39 1.29 83.85R SLB_MWD+DMAG
11728.00 92.37 182.90 9523.23 2485.42 -2485.54 -19,58 2485.62 180.45 0.43 139.56L SLB MWD+DMAG

11791.00 91.76 182.38 9520.96 2548.29 -2548.44 -22.48 2548.54 180.51 1.27 99.02L SLB_MWD+DMAG
11855.00 91.55 181.06 9519.11 2612.23 -2612.38 -24.40 2612.49 180.54 2.09 80.59L SLB MWD+DMAG
11918.00 91.76 179.79 9517.29 2675.20 -2675.35 -24.86 267547 180.53 2.04 41.97R SLB_MWD+DMAG
11982.00 91.96 179.97 9515.21 2739.16 -2739.32 -24.73 273943 180.52 0.42 61.68R SLB_MWD+DMAG
12046.00 92.03 180.10 9512.98 2803.12 -2803.28 -24.77 280339 180.51 0.23 133.97L SLB_MWD+DMAG

12110.00 91.76 179.82 9510.87 2867.09 -2867.24 -24.72 286735 180.49 0.61 75.96L SLB.MWD+DMAG
12173.00 91.79 179.70 9508.92 2930.06 -2930.21 -24.46 2930 31 180.48 0.20 155.38L SLB_MWD+DMAG
12236.00 91.07 179.37 9507.34 2993.04 -2993.19 -23.95 2993.28 180.46 1.26 115.51R SLB MWD+DMAG
12298.00 90,86 179.81 9506.30 3055.03 -3055.18 -23.50 3055.27 180.44 0.79 158.46R SLB MWD+DMAG

LastSLBMWD
12329.00 90.48 179.96 9505.94 3086.02 -3086.18 -23.44 3086.27 180.44 1.32 HSSLB_MWD+DMAG

Projectiontobit 12400.00 90.48 179.96 9505.34 3157.02 -3157.17 -23.39 3157.26 180.42 0.00 SLB_BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSARev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD From MD To EOU F
Survey Tool Type Borehole / Survey

0.000 18.000 1/18.000 SLB_BLIND+TREND-Depth Only Original Hole / MCKENNA1-17-3-3WH MWD D' to 12400 Definitive

18.000 1061.000 1/98.425 SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

1061.000 1061,000 Act Stas SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WHMWD0' to 12400 Definitive

1061.000 11031.000 1/9970.000 SLB_MWD-STD Odginal Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

11031.000 12329.000 1/1298.000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WHMWDD' to 12400 Definitive

12329.000 12400.000 1/71.000 SLB_BLIND+TREND OriginalHole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive
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Ma od 9881.00 8349 178.82 9619.17 642.72 -64296 -48.54 644.79 184.32 9.97 14.18L SLB MWD-STD
Fimt SLB MWD

9944.00 89 00 177.43 9623.29 705.53 -705 77 46.48 707.30 183 77 9.02 34.2R SLB_MWO-STD
10019.00 91 34 179.02 9623.07 780.50 -780 72 44.16 781.97 183.24 3.77 18,33R SLB_MWO-STD
10082.00 93.51 179.74 9620.41 843.44 -843 66 -43.48 844.78 182.95 3.63 5.51R SLB_MWO-STD
10145.00 94.44 179.83 9616.04 906.28 -906.51 -43.24 907.54 182.73 1.48 56.2R SLB MWD-STD

10209.00 94.78 18034 9610.90 970.07 -970.30 -43.34 971.27 182.56 0.96 97.82L SLB_MWD-STD
10273.00 94.71 17983 9605.60 1033.85 -1034.08 -43.43 1034.99 182.41 0.80 131L SLB_MWD-STD
10336.00 94.58 179.68 9600.50 1096.65 -1096.87 -43.16 1097.72 182.25 0.31 132.18L SLB MWD-STD
10399.00 93.82 178,84 9595.89 1159.47 -1159.70 -42.35 1160.47 182.09 1.80 30.9L SLB_MWD-STD
10463.00 94.02 178.72 9591.51 1223.32 -1223.53 -40.99 1224.22 181.92 0.36 73.5R SLB MWD-STD

10526,00 94.30 179.67 9586.94 1286.15 -1286.36 -40.11 1286.99 181.79 1.57 159.95L SLB MWD-STD
10588.00 93.89 179.52 9582.51 1347.99 -1348.20 -39.67 1348.78 181.69 0.70 62.46L SLB_MWD-STD
10651.00 94.02 179.27 9578.17 1410.84 -1411.05 -39.01 1411.59 181.58 0.45 152.15R SLB_MWD-STD
10716.00 93.68 179.45 9573.80 1475.69 -1475.90 -38.28 1476.39 181.49 0.59 90L SLB MWD-STD
10779.00 93.68 178.98 9569.76 1538.56 -1538.76 -37.42 1539.21 181.39 0.74 104.47L SLB MWD-STD

10841.00 93.44 178.05 9565.91 1600.42 -1600.62 -35.82 1601.02 181.28 1.55 141.67R SLB MWD-STD
10905.00 93.20 178.24 9562.20 166429 -1664.48 -33.75 1664.82 181.16 0.48 69,97L SLB MWD-STD
10969.00 93.44 177.58 9558.50 1728 15 -1728.33 -31.42 1728.61 181.04 1.10 82.55L SLB MWD-STD
11031.00 93.57 176.58 9554.71 178997 -1790.13 -28.27 1790.35 18090 1.82 101.55L SLB_MWD-STD

FirstDMAGSwvey 11095.00 93.23 174.92 9550.91 185370 -1853.84 -23.53 1853.99 18073 2.64 44.95R SLB_MWD+DMAG

11159.00 93.44 175.13 9547.19 191738 -1917.49 -17.99 1917.57 18054 0.48 77.86R SLB_MWD+DMAG
11222.00 93.78 176.72 9543.22 198011 -198D.20 -13.53 1980.25 18039 2.58 107.24R SLB_MWD+DMAG
11285.00 93.37 178.04 9539,29 204294 -2043.01 -10.65 2043.04 18030 2.19 119.49R SLB_MWD+DMAG
11348.00 91.92 180.60 9536.38 2105.86 -2105.94 -9.91 2105.96 18027 4.67 109.44R SLB_MWD+DMAG
11411.00 91.68 181.28 9534.41 2168,82 -2168.90 -10.94 2168,92 18029 1.14 62.43L SLB_MWD+DMAG

11475,00 91.92 180.82 9532.39 2232.77 -2232.85 -12.11 2232.89 180.31 0.81 113.03L SLB_MWD+DMAG
11538.00 91.75 180.42 9530.38 2295.73 -2295.82 -12.79 2295.85 180.32 0.69 77.36R SLB_MWD+DMAG
11601.00 92.07 181.85 9528.28 2358.67 -2358.77 -14.04 2358.81 180.34 2.32 70.88R SLB MWD+DMAG
11665,00 92.34 182.63 9525.82 2422.56 -2422.67 -16.54 2422.73 180.39 1.29 83.85R SLB_MWD+DMAG
11728.00 92.37 182.90 9523.23 2485.42 -2485.54 -19,58 2485.62 180.45 0.43 139.56L SLB MWD+DMAG

11791.00 91.76 182.38 9520.96 2548.29 -2548.44 -22.48 2548.54 180.51 1.27 99.02L SLB_MWD+DMAG
11855.00 91.55 181.06 9519.11 2612.23 -2612.38 -24.40 2612.49 180.54 2.09 80.59L SLB MWD+DMAG
11918.00 91.76 179.79 9517.29 2675.20 -2675.35 -24.86 267547 180.53 2.04 41.97R SLB_MWD+DMAG
11982.00 91.96 179.97 9515.21 2739.16 -2739.32 -24.73 273943 180.52 0.42 61.68R SLB_MWD+DMAG
12046.00 92.03 180.10 9512.98 2803.12 -2803.28 -24.77 280339 180.51 0.23 133.97L SLB_MWD+DMAG

12110.00 91.76 179.82 9510.87 2867.09 -2867.24 -24.72 286735 180.49 0.61 75.96L SLB.MWD+DMAG
12173.00 91.79 179.70 9508.92 2930.06 -2930.21 -24.46 2930 31 180.48 0.20 155.38L SLB_MWD+DMAG
12236.00 91.07 179.37 9507.34 2993.04 -2993.19 -23.95 2993.28 180.46 1.26 115.51R SLB MWD+DMAG
12298.00 90,86 179.81 9506.30 3055.03 -3055.18 -23.50 3055.27 180.44 0.79 158.46R SLB MWD+DMAG

LastSLBMWD
12329.00 90.48 179.96 9505.94 3086.02 -3086.18 -23.44 3086.27 180.44 1.32 HSSLB_MWD+DMAG

Projectiontobit 12400.00 90.48 179.96 9505.34 3157.02 -3157.17 -23.39 3157.26 180.42 0.00 SLB_BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSARev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD From MD To EOU F
Survey Tool Type Borehole / Survey

0.000 18.000 1/18.000 SLB_BLIND+TREND-Depth Only Original Hole / MCKENNA1-17-3-3WH MWD D' to 12400 Definitive

18.000 1061.000 1/98.425 SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

1061.000 1061,000 Act Stas SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WHMWD0' to 12400 Definitive

1061.000 11031.000 1/9970.000 SLB_MWD-STD Odginal Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

11031.000 12329.000 1/1298.000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WHMWDD' to 12400 Definitive

12329.000 12400.000 1/71.000 SLB_BLIND+TREND OriginalHole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive
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NEWFIELD PATh?-DER
MCKENNA 1-17-3-3WH MWD O' to 12400' Definitive Survey Report

(Def Survey)

Report Date: May 10, 2012 - 11:11 AM Survey I DLS Computation: Minimum Curvature / Lubinski
Cilent: Newneld Exploration CO. Vertical Section Azimuth: 179.718 °(True North)
Field: UT, Duchesne County (NAD 83 CZ US Feet) NewfieldExploration - 2012 Vertical Section Origin: 0.000 ft, 0.000 ft

Structure I Slot: eld loration7C 17-3S-3W (MCKENNA 1-17-3-3WH) - Pioneer
TVD Reference Datum: KB

Well: MCKENNA1-17•3-3WH TVDReference Elevation: 5422.600 ft above MSL
Borehole: OriginalHole Seabed i Ground Elevation: 5404.600 ft above MSL
UWI/ API#: Magnetic Declination: 11.346 °

Survey Name: MCKENNA1-17-3-3WH MWD O' to 12400' Definitive Total Field Strength: 52209.152 nT
Survey Date: Apdi13, 2012 Magnetic Dip Angle: 65.872 *

Tort I AHDI DDil ERD Ratio: 157.011 °/ 3182.940 ft / 5.809 / 0.331 Declination Date: April13, 2012
Coordinate Reference System: NADB3 Utah State Plane, Central Zone, US Feet Magnetic DeclInation Model: BGGM 2011
Location Lat I Long: N 40°13' 43.03000", W 110"i4' 22.90000" North Reference: True North
Location Grld NIEYlX: N 7254479.880 ftUS, E 1992288.343 ftUS Grid Convergence Used: 0.000 °

CRS Grld Convergence Angle: 0.80732476 , Tot Corr Mag NorthoTrue
11.346 °

Grid Scale Factor: 0.99992237 Local Coord Referenced To: Well Head

Comments i I Azim Træ T VS EW Clos D
Survey Tool

Ma od 9881.00 8349 178.82 9619.17 642.72 -64296 -48.54 644.79 184.32 9.97 14.18L SLB MWD-STD
Fimt SLB MWD

9944.00 89 00 177.43 9623.29 705.53 -705 77 46.48 707.30 183 77 9.02 34.2R SLB_MWO-STD
10019.00 91 34 179.02 9623.07 780.50 -780 72 44.16 781.97 183.24 3.77 18,33R SLB_MWO-STD
10082.00 93.51 179.74 9620.41 843.44 -843 66 -43.48 844.78 182.95 3.63 5.51R SLB_MWO-STD
10145.00 94.44 179.83 9616.04 906.28 -906.51 -43.24 907.54 182.73 1.48 56.2R SLB MWD-STD

10209.00 94.78 18034 9610.90 970.07 -970.30 -43.34 971.27 182.56 0.96 97.82L SLB_MWD-STD
10273.00 94.71 17983 9605.60 1033.85 -1034.08 -43.43 1034.99 182.41 0.80 131L SLB_MWD-STD
10336.00 94.58 179.68 9600.50 1096.65 -1096.87 -43.16 1097.72 182.25 0.31 132.18L SLB MWD-STD
10399.00 93.82 178,84 9595.89 1159.47 -1159.70 -42.35 1160.47 182.09 1.80 30.9L SLB_MWD-STD
10463.00 94.02 178.72 9591.51 1223.32 -1223.53 -40.99 1224.22 181.92 0.36 73.5R SLB MWD-STD

10526,00 94.30 179.67 9586.94 1286.15 -1286.36 -40.11 1286.99 181.79 1.57 159.95L SLB MWD-STD
10588.00 93.89 179.52 9582.51 1347.99 -1348.20 -39.67 1348.78 181.69 0.70 62.46L SLB_MWD-STD
10651.00 94.02 179.27 9578.17 1410.84 -1411.05 -39.01 1411.59 181.58 0.45 152.15R SLB_MWD-STD
10716.00 93.68 179.45 9573.80 1475.69 -1475.90 -38.28 1476.39 181.49 0.59 90L SLB MWD-STD
10779.00 93.68 178.98 9569.76 1538.56 -1538.76 -37.42 1539.21 181.39 0.74 104.47L SLB MWD-STD

10841.00 93.44 178.05 9565.91 1600.42 -1600.62 -35.82 1601.02 181.28 1.55 141.67R SLB MWD-STD
10905.00 93.20 178.24 9562.20 166429 -1664.48 -33.75 1664.82 181.16 0.48 69,97L SLB MWD-STD
10969.00 93.44 177.58 9558.50 1728 15 -1728.33 -31.42 1728.61 181.04 1.10 82.55L SLB MWD-STD
11031.00 93.57 176.58 9554.71 178997 -1790.13 -28.27 1790.35 18090 1.82 101.55L SLB_MWD-STD

FirstDMAGSwvey 11095.00 93.23 174.92 9550.91 185370 -1853.84 -23.53 1853.99 18073 2.64 44.95R SLB_MWD+DMAG

11159.00 93.44 175.13 9547.19 191738 -1917.49 -17.99 1917.57 18054 0.48 77.86R SLB_MWD+DMAG
11222.00 93.78 176.72 9543.22 198011 -198D.20 -13.53 1980.25 18039 2.58 107.24R SLB_MWD+DMAG
11285.00 93.37 178.04 9539,29 204294 -2043.01 -10.65 2043.04 18030 2.19 119.49R SLB_MWD+DMAG
11348.00 91.92 180.60 9536.38 2105.86 -2105.94 -9.91 2105.96 18027 4.67 109.44R SLB_MWD+DMAG
11411.00 91.68 181.28 9534.41 2168,82 -2168.90 -10.94 2168,92 18029 1.14 62.43L SLB_MWD+DMAG

11475,00 91.92 180.82 9532.39 2232.77 -2232.85 -12.11 2232.89 180.31 0.81 113.03L SLB_MWD+DMAG
11538.00 91.75 180.42 9530.38 2295.73 -2295.82 -12.79 2295.85 180.32 0.69 77.36R SLB_MWD+DMAG
11601.00 92.07 181.85 9528.28 2358.67 -2358.77 -14.04 2358.81 180.34 2.32 70.88R SLB MWD+DMAG
11665,00 92.34 182.63 9525.82 2422.56 -2422.67 -16.54 2422.73 180.39 1.29 83.85R SLB_MWD+DMAG
11728.00 92.37 182.90 9523.23 2485.42 -2485.54 -19,58 2485.62 180.45 0.43 139.56L SLB MWD+DMAG

11791.00 91.76 182.38 9520.96 2548.29 -2548.44 -22.48 2548.54 180.51 1.27 99.02L SLB_MWD+DMAG
11855.00 91.55 181.06 9519.11 2612.23 -2612.38 -24.40 2612.49 180.54 2.09 80.59L SLB MWD+DMAG
11918.00 91.76 179.79 9517.29 2675.20 -2675.35 -24.86 267547 180.53 2.04 41.97R SLB_MWD+DMAG
11982.00 91.96 179.97 9515.21 2739.16 -2739.32 -24.73 273943 180.52 0.42 61.68R SLB_MWD+DMAG
12046.00 92.03 180.10 9512.98 2803.12 -2803.28 -24.77 280339 180.51 0.23 133.97L SLB_MWD+DMAG

12110.00 91.76 179.82 9510.87 2867.09 -2867.24 -24.72 286735 180.49 0.61 75.96L SLB.MWD+DMAG
12173.00 91.79 179.70 9508.92 2930.06 -2930.21 -24.46 2930 31 180.48 0.20 155.38L SLB_MWD+DMAG
12236.00 91.07 179.37 9507.34 2993.04 -2993.19 -23.95 2993.28 180.46 1.26 115.51R SLB MWD+DMAG
12298.00 90,86 179.81 9506.30 3055.03 -3055.18 -23.50 3055.27 180.44 0.79 158.46R SLB MWD+DMAG

LastSLBMWD
12329.00 90.48 179.96 9505.94 3086.02 -3086.18 -23.44 3086.27 180.44 1.32 HSSLB_MWD+DMAG

Projectiontobit 12400.00 90.48 179.96 9505.34 3157.02 -3157.17 -23.39 3157.26 180.42 0.00 SLB_BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSARev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

Description MD From MD To EOU F
Survey Tool Type Borehole / Survey

0.000 18.000 1/18.000 SLB_BLIND+TREND-Depth Only Original Hole / MCKENNA1-17-3-3WH MWD D' to 12400 Definitive

18.000 1061.000 1/98.425 SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

1061.000 1061,000 Act Stas SLB_BLIND+TREND Original Hole / MCKENNA1-17-3-3WHMWD0' to 12400 Definitive

1061.000 11031.000 1/9970.000 SLB_MWD-STD Odginal Hole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive

11031.000 12329.000 1/1298.000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WHMWDD' to 12400 Definitive

12329.000 12400.000 1/71.000 SLB_BLIND+TREND OriginalHole / MCKENNA1-17-3-3WH MWD O' to 12400 Definitive
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Slide Sheet Report Drilling Services
v4.2 3981Weatherford°

BHA 1 - 2012/03/08 TO 2012/03/10

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD

RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 1 DATES RUN: 2012/03/08 TO 2012/03/10 SECTION: Hold TOOLFACE OFFSET: 28.26 °SURVEY OFFSET: 60 ft

MOTOR SETTING:1.50 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 675-3590 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ----ORIENTING---- ----ROTATING---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

2115.00 755.00 2055.00 1.42 204.97 27M 2115.00 2125.00 10.00 2125.00 2870.00 745.00 0.00 0.00 0.00

2870.00 642.00 2810.00 1.13 161.76 340M 2870.00 2870.00 0.00 2870.00 3512.00 642.00 10.00 -0.03 -0.04

Totals: 10.00 ft 1387.00 ft
Percentages: 0.7% 99.3%

Time: 1.17 hrs 23.25 hrs

Percentages: 4.8% 95.2%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page
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BHA 2 - 2012/03/10 TO 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 2 DATES RUN: 2012/03/10 TO 2012/03/17 SECTION: Hold TOOLFACE OFFSET: 13.33°SURVEY OFFSET: 60 ft
MOTOR SETTING:1.50 ° KlCKPAD:No STABILIZER: No MODEL: SERIAL NO: 675-3590 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift l100ft COMMENTS

3669.00 560.00 3609.00 1.25 175.75 355M 3669.00 3679.00 10.00 3679.00 4229.00 550.00 0.00 0.00 0.00
4229.00 496.00 4169.00 1.25 170.93 345M 4229.00 4239.00 10.00 4239.00 4725.00 486.00 10.00 0.00 0.00
4725.00 124.00 4665.00 1.35 194.53 14M 4725.00 4740.00 15.00 4740.00 4849.00 109.00 0.00 0.00 0.00
4849.00 125.00 4789.00 1.78 225.81 45M 4849.00 4864.00 15.00 4864.00 4974.00 110.00 15.00 0.03 0.35
4974.00 746.00 4914.00 0.71 229.81 49M 4974.00 4984.00 10.00 4984.00 5720.00 736.00 15.00 -0.07 -0.86

5720.00 127.00 5660.00 1.14 188.23 8M 5720.00 5730.00 10.00 5730.00 5847.00 117.00 0.00 0.00 0.00
5847.00 124.00 5787.00 1.26 176.89 4M 5847.00 5857.00 10.00 5857.00 5971.00 114.00 10.00 0.01 0.09
5971.00 62.00 5911.00 1.19 179.49 10M 5971.00 5986.00 15.00 5986.00 6033.00 47.00 10.00 -0.01 -0.06

6033.00 561.00 5973.00 1.19 174.49 10M 6033.00 6048.00 15.00 6048.00 6594.00 546.00 2.00 0.00 0.00
6594.00 62.00 6534.00 1.38 188.29 Om 6594.00 6609.00 15.00 6609.00 6656.00 47.00 28.00 0.01 0.03
6656.00 308.00 6596.00 1.44 220.41 Om 6656.00 6676.00 20.00 6676.00 6964.00 288.00 2.00 0.03 0.10
6964.00 683.00 6904.00 0.58 155.88 Om 6964.00 6970.00 6.00 6970.00 7647.00 677.00 33.00 -0.03 -0.28 stop slide as per nite co man

7647.00 186.00 7587.00 2.14 177.43 OM 7647.00 7667.00 20.00 7667.00 7833.00 166.00 6.00 0.26 0.23
7833.00 499.00 7773.00 2.18 203.82 OM 7833.00 7853.00 20.00 7853.00 8332.00 479.00 20.00 0.00 0.02
8332.00 124.00 8272.00 2.58 137.16 320M 8332.00 8352.00 20.00 8352.00 8456.00 104.00 20.00 0.02 0.08
8456.00 0.00 8396.00 2.51 0.00 166.84 8456.00 8476.00 20.00 8476.00 8456.00 -20.00 20.00 0.00 -0.06

Totals: 231.00 ft 4556.00 ft
Percentages: 4.8% 95.2%

Time: 14.75 hrs 83.08 hrs

Percentages: 15.1% 84.9%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2 3981Weatherford°

BHA 2 - 2012/03/10 TO 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 2 DATES RUN: 2012/03/10 TO 2012/03/17 SECTION: Hold TOOLFACE OFFSET: 13.33°SURVEY OFFSET: 60 ft
MOTOR SETTING:1.50 ° KlCKPAD:No STABILIZER: No MODEL: SERIAL NO: 675-3590 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift l100ft COMMENTS

3669.00 560.00 3609.00 1.25 175.75 355M 3669.00 3679.00 10.00 3679.00 4229.00 550.00 0.00 0.00 0.00

4229.00 496.00 4169.00 1.25 170.93 345M 4229.00 4239.00 10.00 4239.00 4725.00 486.00 10.00 0.00 0.00

4725.00 124.00 4665.00 1.35 194.53 14M 4725.00 4740.00 15.00 4740.00 4849.00 109.00 0.00 0.00 0.00

4849.00 125.00 4789.00 1.78 225.81 45M 4849.00 4864.00 15.00 4864.00 4974.00 110.00 15.00 0.03 0.35

4974.00 746.00 4914.00 0.71 229.81 49M 4974.00 4984.00 10.00 4984.00 5720.00 736.00 15.00 -0.07 -0.86

5720.00 127.00 5660.00 1.14 188.23 8M 5720.00 5730.00 10.00 5730.00 5847.00 117.00 0.00 0.00 0.00
5847.00 124.00 5787.00 1.26 176.89 4M 5847.00 5857.00 10.00 5857.00 5971.00 114.00 10.00 0.01 0.09
5971.00 62.00 5911.00 1.19 179.49 10M 5971.00 5986.00 15.00 5986.00 6033.00 47.00 10.00 -0.01 -0.06

6033.00 561.00 5973.00 1.19 174.49 10M 6033.00 6048.00 15.00 6048.00 6594.00 546.00 2.00 0.00 0.00

6594.00 62.00 6534.00 1.38 188.29 Om 6594.00 6609.00 15.00 6609.00 6656.00 47.00 28.00 0.01 0.03

6656.00 308.00 6596.00 1.44 220.41 Om 6656.00 6676.00 20.00 6676.00 6964.00 288.00 2.00 0.03 0.10
6964.00 683.00 6904.00 0.58 155.88 Om 6964.00 6970.00 6.00 6970.00 7647.00 677.00 33.00 -0.03 -0.28 stop slide as per nite co man

7647.00 186.00 7587.00 2.14 177.43 OM 7647.00 7667.00 20.00 7667.00 7833.00 166.00 6.00 0.26 0.23
7833.00 499.00 7773.00 2.18 203.82 OM 7833.00 7853.00 20.00 7853.00 8332.00 479.00 20.00 0.00 0.02

8332.00 124.00 8272.00 2.58 137.16 320M 8332.00 8352.00 20.00 8352.00 8456.00 104.00 20.00 0.02 0.08

8456.00 0.00 8396.00 2.51 0.00 166.84 8456.00 8476.00 20.00 8476.00 8456.00 -20.00 20.00 0.00 -0.06

Totals: 231.00 ft 4556.00 ft
Percentages: 4.8% 95.2%

Time: 14.75 hrs 83.08 hrs

Percentages: 15.1% 84.9%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2 3981Weatherford°

BHA 2 - 2012/03/10 TO 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 2 DATES RUN: 2012/03/10 TO 2012/03/17 SECTION: Hold TOOLFACE OFFSET: 13.33°SURVEY OFFSET: 60 ft
MOTOR SETTING:1.50 ° KlCKPAD:No STABILIZER: No MODEL: SERIAL NO: 675-3590 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift l100ft COMMENTS

3669.00 560.00 3609.00 1.25 175.75 355M 3669.00 3679.00 10.00 3679.00 4229.00 550.00 0.00 0.00 0.00

4229.00 496.00 4169.00 1.25 170.93 345M 4229.00 4239.00 10.00 4239.00 4725.00 486.00 10.00 0.00 0.00

4725.00 124.00 4665.00 1.35 194.53 14M 4725.00 4740.00 15.00 4740.00 4849.00 109.00 0.00 0.00 0.00

4849.00 125.00 4789.00 1.78 225.81 45M 4849.00 4864.00 15.00 4864.00 4974.00 110.00 15.00 0.03 0.35

4974.00 746.00 4914.00 0.71 229.81 49M 4974.00 4984.00 10.00 4984.00 5720.00 736.00 15.00 -0.07 -0.86

5720.00 127.00 5660.00 1.14 188.23 8M 5720.00 5730.00 10.00 5730.00 5847.00 117.00 0.00 0.00 0.00
5847.00 124.00 5787.00 1.26 176.89 4M 5847.00 5857.00 10.00 5857.00 5971.00 114.00 10.00 0.01 0.09
5971.00 62.00 5911.00 1.19 179.49 10M 5971.00 5986.00 15.00 5986.00 6033.00 47.00 10.00 -0.01 -0.06

6033.00 561.00 5973.00 1.19 174.49 10M 6033.00 6048.00 15.00 6048.00 6594.00 546.00 2.00 0.00 0.00

6594.00 62.00 6534.00 1.38 188.29 Om 6594.00 6609.00 15.00 6609.00 6656.00 47.00 28.00 0.01 0.03

6656.00 308.00 6596.00 1.44 220.41 Om 6656.00 6676.00 20.00 6676.00 6964.00 288.00 2.00 0.03 0.10
6964.00 683.00 6904.00 0.58 155.88 Om 6964.00 6970.00 6.00 6970.00 7647.00 677.00 33.00 -0.03 -0.28 stop slide as per nite co man

7647.00 186.00 7587.00 2.14 177.43 OM 7647.00 7667.00 20.00 7667.00 7833.00 166.00 6.00 0.26 0.23
7833.00 499.00 7773.00 2.18 203.82 OM 7833.00 7853.00 20.00 7853.00 8332.00 479.00 20.00 0.00 0.02

8332.00 124.00 8272.00 2.58 137.16 320M 8332.00 8352.00 20.00 8352.00 8456.00 104.00 20.00 0.02 0.08

8456.00 0.00 8396.00 2.51 0.00 166.84 8456.00 8476.00 20.00 8476.00 8456.00 -20.00 20.00 0.00 -0.06

Totals: 231.00 ft 4556.00 ft
Percentages: 4.8% 95.2%

Time: 14.75 hrs 83.08 hrs

Percentages: 15.1% 84.9%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2 3981Weatherford°

BHA 2 - 2012/03/10 TO 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 2 DATES RUN: 2012/03/10 TO 2012/03/17 SECTION: Hold TOOLFACE OFFSET: 13.33°SURVEY OFFSET: 60 ft
MOTOR SETTING:1.50 ° KlCKPAD:No STABILIZER: No MODEL: SERIAL NO: 675-3590 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift l100ft COMMENTS

3669.00 560.00 3609.00 1.25 175.75 355M 3669.00 3679.00 10.00 3679.00 4229.00 550.00 0.00 0.00 0.00

4229.00 496.00 4169.00 1.25 170.93 345M 4229.00 4239.00 10.00 4239.00 4725.00 486.00 10.00 0.00 0.00

4725.00 124.00 4665.00 1.35 194.53 14M 4725.00 4740.00 15.00 4740.00 4849.00 109.00 0.00 0.00 0.00

4849.00 125.00 4789.00 1.78 225.81 45M 4849.00 4864.00 15.00 4864.00 4974.00 110.00 15.00 0.03 0.35

4974.00 746.00 4914.00 0.71 229.81 49M 4974.00 4984.00 10.00 4984.00 5720.00 736.00 15.00 -0.07 -0.86

5720.00 127.00 5660.00 1.14 188.23 8M 5720.00 5730.00 10.00 5730.00 5847.00 117.00 0.00 0.00 0.00
5847.00 124.00 5787.00 1.26 176.89 4M 5847.00 5857.00 10.00 5857.00 5971.00 114.00 10.00 0.01 0.09
5971.00 62.00 5911.00 1.19 179.49 10M 5971.00 5986.00 15.00 5986.00 6033.00 47.00 10.00 -0.01 -0.06

6033.00 561.00 5973.00 1.19 174.49 10M 6033.00 6048.00 15.00 6048.00 6594.00 546.00 2.00 0.00 0.00

6594.00 62.00 6534.00 1.38 188.29 Om 6594.00 6609.00 15.00 6609.00 6656.00 47.00 28.00 0.01 0.03

6656.00 308.00 6596.00 1.44 220.41 Om 6656.00 6676.00 20.00 6676.00 6964.00 288.00 2.00 0.03 0.10
6964.00 683.00 6904.00 0.58 155.88 Om 6964.00 6970.00 6.00 6970.00 7647.00 677.00 33.00 -0.03 -0.28 stop slide as per nite co man

7647.00 186.00 7587.00 2.14 177.43 OM 7647.00 7667.00 20.00 7667.00 7833.00 166.00 6.00 0.26 0.23
7833.00 499.00 7773.00 2.18 203.82 OM 7833.00 7853.00 20.00 7853.00 8332.00 479.00 20.00 0.00 0.02

8332.00 124.00 8272.00 2.58 137.16 320M 8332.00 8352.00 20.00 8352.00 8456.00 104.00 20.00 0.02 0.08

8456.00 0.00 8396.00 2.51 0.00 166.84 8456.00 8476.00 20.00 8476.00 8456.00 -20.00 20.00 0.00 -0.06

Totals: 231.00 ft 4556.00 ft
Percentages: 4.8% 95.2%

Time: 14.75 hrs 83.08 hrs

Percentages: 15.1% 84.9%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 3 - 2012/03/25 TO 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 3 DATES RUN: 2012/03/25 TO 2012/03/26 SECTION: Hold TOOLFACE OFFSET: 332.8 °SURVEY OFFSET: 60 ft
MOTOR SETTING:1.83 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- --- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft

Percentages: 0.0% 0.0%

Time: 0.00 hrs 7.75 hrs
Percentages: 0.0% 100.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 3 - 2012/03/25 TO 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 3 DATES RUN: 2012/03/25 TO 2012/03/26 SECTION: Hold TOOLFACE OFFSET: 332.8 °SURVEY OFFSET: 60 ft
MOTOR SETTING:1.83 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- --- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft

Percentages: 0.0% 0.0%

Time: 0.00 hrs 7.75 hrs
Percentages: 0.0% 100.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 3 - 2012/03/25 TO 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 3 DATES RUN: 2012/03/25 TO 2012/03/26 SECTION: Hold TOOLFACE OFFSET: 332.8 °SURVEY OFFSET: 60 ft
MOTOR SETTING:1.83 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- --- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft

Percentages: 0.0% 0.0%

Time: 0.00 hrs 7.75 hrs
Percentages: 0.0% 100.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 3 - 2012/03/25 TO 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 3 DATES RUN: 2012/03/25 TO 2012/03/26 SECTION: Hold TOOLFACE OFFSET: 332.8 °SURVEY OFFSET: 60 ft
MOTOR SETTING:1.83 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- --- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft

Percentages: 0.0% 0.0%

Time: 0.00 hrs 7.75 hrs
Percentages: 0.0% 100.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 4 - 2012/03/26 TO 2012/03/28

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 4 DATES RUN: 2012/03/26 TO 2012/03/28 SECTION: Build TOOLFACE OFFSET: 104.1 °SURVEY OFFSET: 62 ft
MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41079 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ----- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9044.00 18.00 8982.00 1.94 182.77 9044.00 9044.00 0.00 9044.00 9062.00 18.00 0.00 0.00 0.00
9062.00 31.00 9000.00 1.88 176.90 185M 9062.00 9080.00 18.00 9080.00 9093.00 13.00 0.00 0.00 -0.33

9093.00 10.00 9031.00 2.35 173.79 185M 9093.00 9103.00 10.00 9103.00 9103.00 0.00 0.00 0.00 1.52

Totals: 28.00 ft 31.00 ft
Percentages: 47.5% 52.5%

Time: 12.67 hrs 0.00 hrs

Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 4 - 2012/03/26 TO 2012/03/28

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 4 DATES RUN: 2012/03/26 TO 2012/03/28 SECTION: Build TOOLFACE OFFSET: 104.1 °SURVEY OFFSET: 62 ft
MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41079 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ----- ---- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9044.00 18.00 8982.00 1.94 182.77 9044.00 9044.00 0.00 9044.00 9062.00 18.00 0.00 0.00 0.00
9062.00 31.00 9000.00 1.88 176.90 185M 9062.00 9080.00 18.00 9080.00 9093.00 13.00 0.00 0.00 -0.33

9093.00 10.00 9031.00 2.35 173.79 185M 9093.00 9103.00 10.00 9103.00 9103.00 0.00 0.00 0.00 1.52

Totals: 28.00 ft 31.00 ft
Percentages: 47.5% 52.5%

Time: 12.67 hrs 0.00 hrs

Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 4 - 2012/03/26 TO 2012/03/28

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 4 DATES RUN: 2012/03/26 TO 2012/03/28 SECTION: Build TOOLFACE OFFSET: 104.1 °SURVEY OFFSET: 62 ft
MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41079 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ----- ---- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9044.00 18.00 8982.00 1.94 182.77 9044.00 9044.00 0.00 9044.00 9062.00 18.00 0.00 0.00 0.00
9062.00 31.00 9000.00 1.88 176.90 185M 9062.00 9080.00 18.00 9080.00 9093.00 13.00 0.00 0.00 -0.33

9093.00 10.00 9031.00 2.35 173.79 185M 9093.00 9103.00 10.00 9103.00 9103.00 0.00 0.00 0.00 1.52

Totals: 28.00 ft 31.00 ft
Percentages: 47.5% 52.5%

Time: 12.67 hrs 0.00 hrs

Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 4 - 2012/03/26 TO 2012/03/28

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 4 DATES RUN: 2012/03/26 TO 2012/03/28 SECTION: Build TOOLFACE OFFSET: 104.1 °SURVEY OFFSET: 62 ft
MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41079 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ----- ---- ROTATING ---- SLIDE BUR BUR
DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9044.00 18.00 8982.00 1.94 182.77 9044.00 9044.00 0.00 9044.00 9062.00 18.00 0.00 0.00 0.00
9062.00 31.00 9000.00 1.88 176.90 185M 9062.00 9080.00 18.00 9080.00 9093.00 13.00 0.00 0.00 -0.33

9093.00 10.00 9031.00 2.35 173.79 185M 9093.00 9103.00 10.00 9103.00 9103.00 0.00 0.00 0.00 1.52

Totals: 28.00 ft 31.00 ft
Percentages: 47.5% 52.5%

Time: 12.67 hrs 0.00 hrs

Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report Drilling Services
v4 2.3981

Weatherford BHA 5 - 2012/03/28 TO 2012/03/30

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey Jarnes
MWDSupervisor: Clint Greene

: 5 DATES RUN: 201 /03/28 TO 2012/03/30 SECTION: Build TOOLFACE OFFSET: 350 ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9103.00 22.00 9042.00 2.35 173.79 210M 9103.00 9125.00 22.00 9125.00 9125.00 0.00 0.00 0.00 0.00
9125.00 31.00 9064.00 2.57 174.98 210M 9125.00 9147.00 22.00 9147.00 9156.00 9.00 0.00 0.00 1.00

9156.00 31.00 9095.00 3.57 181.96 190M 9156.00 9187.00 31.00 9187.00 9187.00 0.00 0.00 0.00 3.23

9187.00 32.00 9126.00 7.10 185.18 190M 9187.00 9212.00 25.00 9212.00 9219.00 7.00 23.00 0.15 11.39
9219.00 32.00 9158.00 20.37 188.15 HS 9219.00 9234.00 15.00 9234.00 9251.00 17.00 23.00 0.58 41.47

9251.00 31.00 9190.00 24.73 188.28 201 9251.00 9261.00 10.00 9261.00 9282.00 21.00 32.00 0.14 13.62

9282.00 32.00 9221.00 24.73 188.28 5L 9282.00 9297.00 15.00 9297.00 9314.00 17.00 24.00 0.00 0.00
9314.00 10.00 9253.00 27.16 186.51 5L 9314.00 9324.00 10.00 9324.00 9324.00 0.00 15.00 0.16 7.59

Totals: 150.00 ft 71.00 ft

Percentages: 67.9% 32.1%

Time: 26.00 hrs 7.00 hrs

Percentages: 78.8% 21.2%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4 2.3981

Weatherford BHA 5 - 2012/03/28 TO 2012/03/30

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey Jarnes
MWDSupervisor: Clint Greene

: 5 DATES RUN: 201 /03/28 TO 2012/03/30 SECTION: Build TOOLFACE OFFSET: 350 ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9103.00 22.00 9042.00 2.35 173.79 210M 9103.00 9125.00 22.00 9125.00 9125.00 0.00 0.00 0.00 0.00
9125.00 31.00 9064.00 2.57 174.98 210M 9125.00 9147.00 22.00 9147.00 9156.00 9.00 0.00 0.00 1.00

9156.00 31.00 9095.00 3.57 181.96 190M 9156.00 9187.00 31.00 9187.00 9187.00 0.00 0.00 0.00 3.23

9187.00 32.00 9126.00 7.10 185.18 190M 9187.00 9212.00 25.00 9212.00 9219.00 7.00 23.00 0.15 11.39
9219.00 32.00 9158.00 20.37 188.15 HS 9219.00 9234.00 15.00 9234.00 9251.00 17.00 23.00 0.58 41.47

9251.00 31.00 9190.00 24.73 188.28 201 9251.00 9261.00 10.00 9261.00 9282.00 21.00 32.00 0.14 13.62

9282.00 32.00 9221.00 24.73 188.28 5L 9282.00 9297.00 15.00 9297.00 9314.00 17.00 24.00 0.00 0.00
9314.00 10.00 9253.00 27.16 186.51 5L 9314.00 9324.00 10.00 9324.00 9324.00 0.00 15.00 0.16 7.59

Totals: 150.00 ft 71.00 ft

Percentages: 67.9% 32.1%

Time: 26.00 hrs 7.00 hrs

Percentages: 78.8% 21.2%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4 2.3981

Weatherford BHA 5 - 2012/03/28 TO 2012/03/30

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey Jarnes
MWDSupervisor: Clint Greene

: 5 DATES RUN: 201 /03/28 TO 2012/03/30 SECTION: Build TOOLFACE OFFSET: 350 ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9103.00 22.00 9042.00 2.35 173.79 210M 9103.00 9125.00 22.00 9125.00 9125.00 0.00 0.00 0.00 0.00
9125.00 31.00 9064.00 2.57 174.98 210M 9125.00 9147.00 22.00 9147.00 9156.00 9.00 0.00 0.00 1.00

9156.00 31.00 9095.00 3.57 181.96 190M 9156.00 9187.00 31.00 9187.00 9187.00 0.00 0.00 0.00 3.23

9187.00 32.00 9126.00 7.10 185.18 190M 9187.00 9212.00 25.00 9212.00 9219.00 7.00 23.00 0.15 11.39
9219.00 32.00 9158.00 20.37 188.15 HS 9219.00 9234.00 15.00 9234.00 9251.00 17.00 23.00 0.58 41.47

9251.00 31.00 9190.00 24.73 188.28 201 9251.00 9261.00 10.00 9261.00 9282.00 21.00 32.00 0.14 13.62

9282.00 32.00 9221.00 24.73 188.28 5L 9282.00 9297.00 15.00 9297.00 9314.00 17.00 24.00 0.00 0.00
9314.00 10.00 9253.00 27.16 186.51 5L 9314.00 9324.00 10.00 9324.00 9324.00 0.00 15.00 0.16 7.59

Totals: 150.00 ft 71.00 ft

Percentages: 67.9% 32.1%

Time: 26.00 hrs 7.00 hrs

Percentages: 78.8% 21.2%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4 2.3981

Weatherford BHA 5 - 2012/03/28 TO 2012/03/30

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey Jarnes
MWDSupervisor: Clint Greene

: 5 DATES RUN: 201 /03/28 TO 2012/03/30 SECTION: Build TOOLFACE OFFSET: 350 ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9103.00 22.00 9042.00 2.35 173.79 210M 9103.00 9125.00 22.00 9125.00 9125.00 0.00 0.00 0.00 0.00
9125.00 31.00 9064.00 2.57 174.98 210M 9125.00 9147.00 22.00 9147.00 9156.00 9.00 0.00 0.00 1.00

9156.00 31.00 9095.00 3.57 181.96 190M 9156.00 9187.00 31.00 9187.00 9187.00 0.00 0.00 0.00 3.23

9187.00 32.00 9126.00 7.10 185.18 190M 9187.00 9212.00 25.00 9212.00 9219.00 7.00 23.00 0.15 11.39
9219.00 32.00 9158.00 20.37 188.15 HS 9219.00 9234.00 15.00 9234.00 9251.00 17.00 23.00 0.58 41.47

9251.00 31.00 9190.00 24.73 188.28 201 9251.00 9261.00 10.00 9261.00 9282.00 21.00 32.00 0.14 13.62

9282.00 32.00 9221.00 24.73 188.28 5L 9282.00 9297.00 15.00 9297.00 9314.00 17.00 24.00 0.00 0.00
9314.00 10.00 9253.00 27.16 186.51 5L 9314.00 9324.00 10.00 9324.00 9324.00 0.00 15.00 0.16 7.59

Totals: 150.00 ft 71.00 ft

Percentages: 67.9% 32.1%

Time: 26.00 hrs 7.00 hrs

Percentages: 78.8% 21.2%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 6 - 2012/03/30 TO 2012/04/02

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD

RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA NO: 6 DATES RUN: 2012/03/30 TO 2012/04/02 SECTION: Curve TOOLFACE OFFSET: 350. ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Electromagnetic MWD

(Distances are shown in feet.)
BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 0.00 9379.00 36.11 182.23 HS 9440.00 9440.00 0.00 9440.00 9440.00 0.00 0.00 0.00 0.00

9314.00 31.00 9253.00 27.16 186.51 HS 9314.00 9336.00 22.00 9336.00 9345.00 9.00 0.00 0.00 0.00
9345.00 32.00 9284.00 29.53 184.68 HS 9345.00 9364.00 19.00 9364.00 9377.00 13.00 0.00 0.00 0.00
9377.00 31.00 9316.00 27.16 186.51 10L 9377.00 9397.00 20.00 9397.00 9408.00 11.00 0.00 0.00 0.00

Totals: 61.00 ft 33.00 ft
Percentages: 64.9% 35.1%

Time: 22.42 hrs 3.75 hrs

Percentages: 85.7% 14.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 6 - 2012/03/30 TO 2012/04/02

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD

RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWDSupervisor: Clint Greene

BHA NO: 6 DATES RUN: 2012/03/30 TO 2012/04/02 SECTION: Curve TOOLFACE OFFSET: 350. ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Electromagnetic MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 0.00 9379.00 36.11 182.23 HS 9440.00 9440.00 0.00 9440.00 9440.00 0.00 0.00 0.00 0.00

9314.00 31.00 9253.00 27.16 186.51 HS 9314.00 9336.00 22.00 9336.00 9345.00 9.00 0.00 0.00 0.00

9345.00 32.00 9284.00 29.53 184.68 HS 9345.00 9364.00 19.00 9364.00 9377.00 13.00 0.00 0.00 0.00

9377.00 31.00 9316.00 27.16 186.51 10L 9377.00 9397.00 20.00 9397.00 9408.00 11.00 0.00 0.00 0.00

Totals: 61.00 ft 33.00 ft

Percentages: 64.9% 35.1%

Time: 22.42 hrs 3.75 hrs

Percentages: 85.7% 14.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 6 - 2012/03/30 TO 2012/04/02

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD

RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWDSupervisor: Clint Greene

BHA NO: 6 DATES RUN: 2012/03/30 TO 2012/04/02 SECTION: Curve TOOLFACE OFFSET: 350. ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Electromagnetic MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 0.00 9379.00 36.11 182.23 HS 9440.00 9440.00 0.00 9440.00 9440.00 0.00 0.00 0.00 0.00

9314.00 31.00 9253.00 27.16 186.51 HS 9314.00 9336.00 22.00 9336.00 9345.00 9.00 0.00 0.00 0.00

9345.00 32.00 9284.00 29.53 184.68 HS 9345.00 9364.00 19.00 9364.00 9377.00 13.00 0.00 0.00 0.00

9377.00 31.00 9316.00 27.16 186.51 10L 9377.00 9397.00 20.00 9397.00 9408.00 11.00 0.00 0.00 0.00

Totals: 61.00 ft 33.00 ft

Percentages: 64.9% 35.1%

Time: 22.42 hrs 3.75 hrs

Percentages: 85.7% 14.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 6 - 2012/03/30 TO 2012/04/02

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD

RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD/ LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWDSupervisor: Clint Greene

BHA NO: 6 DATES RUN: 2012/03/30 TO 2012/04/02 SECTION: Curve TOOLFACE OFFSET: 350. ° SURVEY OFFSET: 61 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 475-41084 BHA SURVEY TYPE: Electromagnetic MWD

(Distances are shown in feet.)

BIT SURVEY ---- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 0.00 9379.00 36.11 182.23 HS 9440.00 9440.00 0.00 9440.00 9440.00 0.00 0.00 0.00 0.00

9314.00 31.00 9253.00 27.16 186.51 HS 9314.00 9336.00 22.00 9336.00 9345.00 9.00 0.00 0.00 0.00

9345.00 32.00 9284.00 29.53 184.68 HS 9345.00 9364.00 19.00 9364.00 9377.00 13.00 0.00 0.00 0.00

9377.00 31.00 9316.00 27.16 186.51 10L 9377.00 9397.00 20.00 9397.00 9408.00 11.00 0.00 0.00 0.00

Totals: 61.00 ft 33.00 ft

Percentages: 64.9% 35.1%

Time: 22.42 hrs 3.75 hrs

Percentages: 85.7% 14.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 7 - 2012/04/02 TO 2012/04/05

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA NO: 7 DATES RUN: 2012/04/02 TO 2012/04/05 SECTION: Curve TOOLFACE OFFSET: 212.5 °SURVEY OFFSET: 60 ft
MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 5.0 SERIAL NO: 162 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ----ORIENTING---- ----ROTATING---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 31.00 9380.00 36.11 182.23 HS 9440.00 9471.00 31.00 9471.00 9471.00 0.00 0.00 0.00 0.00

9471.00 31.00 9411.00 35.43 183.29 HS 9471.00 9502.00 31.00 9502.00 9502.00 0.00 0.00 0.00 -2.19

9502.00 27.00 9442.00 35.85 183.03 HS 9502.00 9529.00 27.00 9529.00 9529.00 0.00 2.00 0.21 1.35

Totals: 89.00 ft 0.00 ft
Percentages: 100.0% 0.0%

Time: 19.00 hrs 0.00 hrs
Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 7 - 2012/04/02 TO 2012/04/05

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA NO: 7 DATES RUN: 2012/04/02 TO 2012/04/05 SECTION: Curve TOOLFACE OFFSET: 212.5 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 5.0 SERIAL NO: 162 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ----ORIENTING---- ----ROTATING---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 31.00 9380.00 36.11 182.23 HS 9440.00 9471.00 31.00 9471.00 9471.00 0.00 0.00 0.00 0.00

9471.00 31.00 9411.00 35.43 183.29 HS 9471.00 9502.00 31.00 9502.00 9502.00 0.00 0.00 0.00 -2.19

9502.00 27.00 9442.00 35.85 183.03 HS 9502.00 9529.00 27.00 9529.00 9529.00 0.00 2.00 0.21 1.35

Totals: 89.00 ft 0.00 ft
Percentages: 100.0% 0.0%

Time: 19.00 hrs 0.00 hrs
Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 7 - 2012/04/02 TO 2012/04/05

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA NO: 7 DATES RUN: 2012/04/02 TO 2012/04/05 SECTION: Curve TOOLFACE OFFSET: 212.5 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 5.0 SERIAL NO: 162 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ----ORIENTING---- ----ROTATING---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 31.00 9380.00 36.11 182.23 HS 9440.00 9471.00 31.00 9471.00 9471.00 0.00 0.00 0.00 0.00

9471.00 31.00 9411.00 35.43 183.29 HS 9471.00 9502.00 31.00 9502.00 9502.00 0.00 0.00 0.00 -2.19

9502.00 27.00 9442.00 35.85 183.03 HS 9502.00 9529.00 27.00 9529.00 9529.00 0.00 2.00 0.21 1.35

Totals: 89.00 ft 0.00 ft
Percentages: 100.0% 0.0%

Time: 19.00 hrs 0.00 hrs
Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 7 - 2012/04/02 TO 2012/04/05

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA NO: 7 DATES RUN: 2012/04/02 TO 2012/04/05 SECTION: Curve TOOLFACE OFFSET: 212.5 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 5.0 SERIAL NO: 162 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ----ORIENTING---- ----ROTATING---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift /100ft COMMENTS

9440.00 31.00 9380.00 36.11 182.23 HS 9440.00 9471.00 31.00 9471.00 9471.00 0.00 0.00 0.00 0.00

9471.00 31.00 9411.00 35.43 183.29 HS 9471.00 9502.00 31.00 9502.00 9502.00 0.00 0.00 0.00 -2.19

9502.00 27.00 9442.00 35.85 183.03 HS 9502.00 9529.00 27.00 9529.00 9529.00 0.00 2.00 0.21 1.35

Totals: 89.00 ft 0.00 ft
Percentages: 100.0% 0.0%

Time: 19.00 hrs 0.00 hrs
Percentages: 100.0% 0.0%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 8 - 2012/04/05 TO 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 8 DATES RUN: 2012/04/05 TO 2012/04/09 SECTION: Curve TOOLFACE OFFSET: 45.38 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 7/8 2.4 SERIAL NO: 050 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ---ORIENTING ----- ----- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9529.00 31.00 9469.00 38.44 183.75 0 9529.00 9560.00 31.00 9560.00 9560.00 0.00 0.00 0.00 0.00
9560.00 32.00 9500.00 39.54 184.94 0 9560.00 9592.00 32.00 9592.00 9592.00 0.00 0.00 0.00 3.55
9592.00 32.00 9532.00 50.92 184.71 0 9592.00 9606.00 14.00 9606.00 9624.00 18.00 3.00 3.79 35.56

9624.00 32.00 9564.00 55.26 185.31 0 9624.00 9645.00 21.00 9645.00 9656.00 11.00 32.00 0.14 13.56
9656.00 31.00 9596.00 50.92 184.71 0 9656.00 9687.00 31.00 9687.00 9687.00 0.00 32.00 -0.14 -13.56

9687.00 27.00 9627.00 55.26 185.31 0 9687.00 9706.00 19.00 9706.00 9714.00 8.00 13.00 0.33 14.00

Totals: 148.00 ft 37.00 ft
Percentages: 80.0% 20.0%

Time: 53.00 hrs 3.08 hrs
Percentages: 94.5% 5.5%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 8 - 2012/04/05 TO 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 8 DATES RUN: 2012/04/05 TO 2012/04/09 SECTION: Curve TOOLFACE OFFSET: 45.38 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 7/8 2.4 SERIAL NO: 050 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---ORIENTING ----- ----- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9529.00 31.00 9469.00 38.44 183.75 0 9529.00 9560.00 31.00 9560.00 9560.00 0.00 0.00 0.00 0.00
9560.00 32.00 9500.00 39.54 184.94 0 9560.00 9592.00 32.00 9592.00 9592.00 0.00 0.00 0.00 3.55
9592.00 32.00 9532.00 50.92 184.71 0 9592.00 9606.00 14.00 9606.00 9624.00 18.00 3.00 3.79 35.56

9624.00 32.00 9564.00 55.26 185.31 0 9624.00 9645.00 21.00 9645.00 9656.00 11.00 32.00 0.14 13.56
9656.00 31.00 9596.00 50.92 184.71 0 9656.00 9687.00 31.00 9687.00 9687.00 0.00 32.00 -0.14 -13.56

9687.00 27.00 9627.00 55.26 185.31 0 9687.00 9706.00 19.00 9706.00 9714.00 8.00 13.00 0.33 14.00

Totals: 148.00 ft 37.00 ft

Percentages: 80.0% 20.0%

Time: 53.00 hrs 3.08 hrs
Percentages: 94.5% 5.5%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 8 - 2012/04/05 TO 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 8 DATES RUN: 2012/04/05 TO 2012/04/09 SECTION: Curve TOOLFACE OFFSET: 45.38 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 7/8 2.4 SERIAL NO: 050 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---ORIENTING ----- ----- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9529.00 31.00 9469.00 38.44 183.75 0 9529.00 9560.00 31.00 9560.00 9560.00 0.00 0.00 0.00 0.00
9560.00 32.00 9500.00 39.54 184.94 0 9560.00 9592.00 32.00 9592.00 9592.00 0.00 0.00 0.00 3.55
9592.00 32.00 9532.00 50.92 184.71 0 9592.00 9606.00 14.00 9606.00 9624.00 18.00 3.00 3.79 35.56

9624.00 32.00 9564.00 55.26 185.31 0 9624.00 9645.00 21.00 9645.00 9656.00 11.00 32.00 0.14 13.56
9656.00 31.00 9596.00 50.92 184.71 0 9656.00 9687.00 31.00 9687.00 9687.00 0.00 32.00 -0.14 -13.56

9687.00 27.00 9627.00 55.26 185.31 0 9687.00 9706.00 19.00 9706.00 9714.00 8.00 13.00 0.33 14.00

Totals: 148.00 ft 37.00 ft

Percentages: 80.0% 20.0%

Time: 53.00 hrs 3.08 hrs
Percentages: 94.5% 5.5%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report Drilling Services
v4.2.3981Weatherford°

BHA 8 - 2012/04/05 TO 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIRSupervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 8 DATES RUN: 2012/04/05 TO 2012/04/09 SECTION: Curve TOOLFACE OFFSET: 45.38 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: 7/8 2.4 SERIAL NO: 050 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ---ORIENTING ----- ----- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FEET FROM TO FEET SEEN Ift I100ft COMMENTS

9529.00 31.00 9469.00 38.44 183.75 0 9529.00 9560.00 31.00 9560.00 9560.00 0.00 0.00 0.00 0.00
9560.00 32.00 9500.00 39.54 184.94 0 9560.00 9592.00 32.00 9592.00 9592.00 0.00 0.00 0.00 3.55
9592.00 32.00 9532.00 50.92 184.71 0 9592.00 9606.00 14.00 9606.00 9624.00 18.00 3.00 3.79 35.56

9624.00 32.00 9564.00 55.26 185.31 0 9624.00 9645.00 21.00 9645.00 9656.00 11.00 32.00 0.14 13.56
9656.00 31.00 9596.00 50.92 184.71 0 9656.00 9687.00 31.00 9687.00 9687.00 0.00 32.00 -0.14 -13.56

9687.00 27.00 9627.00 55.26 185.31 0 9687.00 9706.00 19.00 9706.00 9714.00 8.00 13.00 0.33 14.00

Totals: 148.00 ft 37.00 ft

Percentages: 80.0% 20.0%

Time: 53.00 hrs 3.08 hrs
Percentages: 94.5% 5.5%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Slide Sheet Report orillingservie.s
v4.2.3981Weatherford°

BHA 9 - 2012/04/09 TO 2012/04/10

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 9 DATES RUN: 2012/04/09 TO 2012/04/10 SECTION: Curve TOOLFACE OFFSET: 295.7 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 067 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)
BIT SURVEY ----- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft
Percentages: 0.0% 0.0%

Time: 2.92 hrs 0.33 hrs
Percentages: 89.7% 10.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report orillingservie.s
v4.2.3981Weatherford°

BHA 9 - 2012/04/09 TO 2012/04/10

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 9 DATES RUN: 2012/04/09 TO 2012/04/10 SECTION: Curve TOOLFACE OFFSET: 295.7 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 067 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ----- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft
Percentages: 0.0% 0.0%

Time: 2.92 hrs 0.33 hrs
Percentages: 89.7% 10.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report orillingservie.s
v4.2.3981Weatherford°

BHA 9 - 2012/04/09 TO 2012/04/10

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 9 DATES RUN: 2012/04/09 TO 2012/04/10 SECTION: Curve TOOLFACE OFFSET: 295.7 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 067 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ----- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft
Percentages: 0.0% 0.0%

Time: 2.92 hrs 0.33 hrs
Percentages: 89.7% 10.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page

Slide Sheet Report orillingservie.s
v4.2.3981Weatherford°

BHA 9 - 2012/04/09 TO 2012/04/10

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA NO: 9 DATES RUN: 2012/04/09 TO 2012/04/10 SECTION: Curve TOOLFACE OFFSET: 295.7 °SURVEY OFFSET: 60 ft

MOTOR SETTING:2.12 ° KICKPAD:No STABILIZER: No MODEL: SERIAL NO: 067 BHA SURVEY TYPE: Positive Pulse MWD

(Distances are shown in feet.)

BIT SURVEY ----- ORIENTING ---- ---- ROTATING ---- SLIDE BUR BUR

DEPTH DRILLED DEPTH INC AZM TF FROM TO FROM TO SEEN COMMENTS

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Totals: 0.00 ft 0.00 ft
Percentages: 0.0% 0.0%

Time: 2.92 hrs 0.33 hrs
Percentages: 89.7% 10.3%

Printed: 2012/08/28 4:06:06 PM File #4025673-20120306 - Slide Sheet Report Page



Weatherford

Newfield Exploration Co.
MCKENNA 1-17-3-3WH

DUCHESNE COUNTY, UT

Section 3
Weatherford Final BHA

Weatherford

Newfield Exploration Co.
MCKENNA 1-17-3-3WH

DUCHESNE COUNTY, UT

Section 3
Weatherford Final BHA

Weatherford

Newfield Exploration Co.
MCKENNA 1-17-3-3WH

DUCHESNE COUNTY, UT

Section 3
Weatherford Final BHA

Weatherford

Newfield Exploration Co.
MCKENNA 1-17-3-3WH

DUCHESNE COUNTY, UT

Section 3
Weatherford Final BHA



BHA Report Drilling ServicesWeatherford°
BHA 1 - Hold Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUELSHOE SMBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 ft
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
i Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2" XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 Drill Collar 3 6.125 2.4375 0 4 1/2"XH Pin 4 1/2" XH Box 29.87 ft 184.42 ft
1 Drill Collar 4 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.14 ft 242.11 ft
1 Drill Collar 6 6.125 2.875 0 4 1/2" XH Pin 4 1/2" XH Box 28.56 ft 270.67 ft
1 Drill Collar 7 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.71 ft 329.48 ft
1 Drill Collar 9 6.125 3 0 4 1/2" XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2" XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2"XH Pin 4 1/2"XH Box 30.00 ft 478.21 ft
1 DrillCollar 13 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 DrillCollar 15 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 30.40 ft 566.29 ft

(OD units are in; l.D. units are in; FNeck units are ft)

- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/08 TO 2012/03/10 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 991.00 ft ANGLE IN: 1.42 ° SERIAL #: 675-3590 KICK PAD: No
DEPTH OUT: 3512.00 ft ANGLE OUT: 1.13 ° MODEL: STABILIZER:No
DRILL HRS: 24.42 BUILD: -0.29

° LOBE CFG: 7/8 MOTOR HRS: 33.50
ORIENTING HRS: 1.17 HOLE MADE: 2521.00 ft BIT TO BEND: 6.2
ROTATINGHRS: 23.25 AVG R.O.P.: 103.24 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Water LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 8.7 Ib/gal TEMP: 90 °F

S.P.M.: 82 82 0 VISCOSITY: 29 sec/qt pH: 9.4
STROKE VOLUME: 3.4944 gallstk 3.4944 gallstk 0.0 gallstk WTR LOSS: 14 cc/30min SAND: 0.05 L1QUID RATE:0 gal/min
TOTAL FLOW RATE: 553.02305 gallmin PLAST VISC: 2 cP SOLIDS:1.5 GAS TYPE:

UMP PRESSURE: OFF BTM: 1500 psi ON BTM: 1950 psi YlELD PT: 2 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Smith TYPE: mdsi616 lADC BIT GRADE: 1 / 1 / NO I A / X / I / NO I DTF

NOZZLES: nla, n/a, n/a, n/a: 0 in2 TFA

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling ServicesWeatherford°
BHA 1 - Hold Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUELSHOE SMBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 ft
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
i Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2" XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 Drill Collar 3 6.125 2.4375 0 4 1/2"XH Pin 4 1/2" XH Box 29.87 ft 184.42 ft
1 Drill Collar 4 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.14 ft 242.11 ft
1 Drill Collar 6 6.125 2.875 0 4 1/2" XH Pin 4 1/2" XH Box 28.56 ft 270.67 ft
1 Drill Collar 7 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.71 ft 329.48 ft
1 Drill Collar 9 6.125 3 0 4 1/2" XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2" XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2"XH Pin 4 1/2"XH Box 30.00 ft 478.21 ft
1 DrillCollar 13 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 DrillCollar 15 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 30.40 ft 566.29 ft

(OD units are in; l.D. units are in; FNeck units are ft)

- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/08 TO 2012/03/10 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 991.00 ft ANGLE IN: 1.42 ° SERIAL #: 675-3590 KICK PAD: No
DEPTH OUT: 3512.00 ft ANGLE OUT: 1.13 ° MODEL: STABILIZER:No
DRILL HRS: 24.42 BUILD: -0.29

° LOBE CFG: 7/8 MOTOR HRS: 33.50
ORIENTING HRS: 1.17 HOLE MADE: 2521.00 ft BIT TO BEND: 6.2
ROTATINGHRS: 23.25 AVG R.O.P.: 103.24 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Water LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 8.7 Ib/gal TEMP: 90 °F

S.P.M.: 82 82 0 VISCOSITY: 29 sec/qt pH: 9.4

STROKE VOLUME: 3.4944 gallstk 3.4944 gallstk 0.0 gallstk WTR LOSS: 14 cc/30min SAND: 0.05 L1QUID RATE:0 gal/min
TOTAL FLOW RATE: 553.02305 gallmin PLAST VISC: 2 cP SOLIDS:1.5 GAS TYPE:

UMP PRESSURE: OFF BTM: 1500 psi ON BTM: 1950 psi YlELD PT: 2 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Smith TYPE: mdsi616 lADC BIT GRADE: 1 / 1 / NO I A / X / I / NO I DTF

NOZZLES: nla, n/a, n/a, n/a: 0 in2 TFA

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling ServicesWeatherford°
BHA 1 - Hold Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUELSHOE SMBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 ft
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
i Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2" XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 Drill Collar 3 6.125 2.4375 0 4 1/2"XH Pin 4 1/2" XH Box 29.87 ft 184.42 ft
1 Drill Collar 4 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.14 ft 242.11 ft
1 Drill Collar 6 6.125 2.875 0 4 1/2" XH Pin 4 1/2" XH Box 28.56 ft 270.67 ft
1 Drill Collar 7 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.71 ft 329.48 ft
1 Drill Collar 9 6.125 3 0 4 1/2" XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2" XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2"XH Pin 4 1/2"XH Box 30.00 ft 478.21 ft
1 DrillCollar 13 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 DrillCollar 15 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 30.40 ft 566.29 ft

(OD units are in; l.D. units are in; FNeck units are ft)

- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/08 TO 2012/03/10 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 991.00 ft ANGLE IN: 1.42 ° SERIAL #: 675-3590 KICK PAD: No
DEPTH OUT: 3512.00 ft ANGLE OUT: 1.13 ° MODEL: STABILIZER:No
DRILL HRS: 24.42 BUILD: -0.29

° LOBE CFG: 7/8 MOTOR HRS: 33.50
ORIENTING HRS: 1.17 HOLE MADE: 2521.00 ft BIT TO BEND: 6.2
ROTATINGHRS: 23.25 AVG R.O.P.: 103.24 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Water LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 8.7 Ib/gal TEMP: 90 °F

S.P.M.: 82 82 0 VISCOSITY: 29 sec/qt pH: 9.4

STROKE VOLUME: 3.4944 gallstk 3.4944 gallstk 0.0 gallstk WTR LOSS: 14 cc/30min SAND: 0.05 L1QUID RATE:0 gal/min
TOTAL FLOW RATE: 553.02305 gallmin PLAST VISC: 2 cP SOLIDS:1.5 GAS TYPE:

UMP PRESSURE: OFF BTM: 1500 psi ON BTM: 1950 psi YlELD PT: 2 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Smith TYPE: mdsi616 lADC BIT GRADE: 1 / 1 / NO I A / X / I / NO I DTF

NOZZLES: nla, n/a, n/a, n/a: 0 in2 TFA
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BHA Report Drilling ServicesWeatherford°
BHA 1 - Hold Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUELSHOE SMBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 ft
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
i Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2" XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 Drill Collar 3 6.125 2.4375 0 4 1/2"XH Pin 4 1/2" XH Box 29.87 ft 184.42 ft
1 Drill Collar 4 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.14 ft 242.11 ft
1 Drill Collar 6 6.125 2.875 0 4 1/2" XH Pin 4 1/2" XH Box 28.56 ft 270.67 ft
1 Drill Collar 7 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.71 ft 329.48 ft
1 Drill Collar 9 6.125 3 0 4 1/2" XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2" XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2"XH Pin 4 1/2"XH Box 30.00 ft 478.21 ft
1 DrillCollar 13 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 DrillCollar 15 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 30.40 ft 566.29 ft

(OD units are in; l.D. units are in; FNeck units are ft)

- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/08 TO 2012/03/10 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 991.00 ft ANGLE IN: 1.42 ° SERIAL #: 675-3590 KICK PAD: No
DEPTH OUT: 3512.00 ft ANGLE OUT: 1.13 ° MODEL: STABILIZER:No
DRILL HRS: 24.42 BUILD: -0.29

° LOBE CFG: 7/8 MOTOR HRS: 33.50
ORIENTING HRS: 1.17 HOLE MADE: 2521.00 ft BIT TO BEND: 6.2
ROTATINGHRS: 23.25 AVG R.O.P.: 103.24 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Water LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 8.7 Ib/gal TEMP: 90 °F

S.P.M.: 82 82 0 VISCOSITY: 29 sec/qt pH: 9.4

STROKE VOLUME: 3.4944 gallstk 3.4944 gallstk 0.0 gallstk WTR LOSS: 14 cc/30min SAND: 0.05 L1QUID RATE:0 gal/min
TOTAL FLOW RATE: 553.02305 gallmin PLAST VISC: 2 cP SOLIDS:1.5 GAS TYPE:

UMP PRESSURE: OFF BTM: 1500 psi ON BTM: 1950 psi YlELD PT: 2 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Smith TYPE: mdsi616 lADC BIT GRADE: 1 / 1 / NO I A / X / I / NO I DTF

NOZZLES: nla, n/a, n/a, n/a: 0 in2 TFA
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BHA Report Drilling Services
v4 2 3981Weatherford°

BHA 1 - Hold Section
-REASON FOR BHA CHANGE --
Pulser Failure (MWD)

FORMATIONCHARACTERISTIC& - --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS - --
Some Detection problems have occured due to problems with the mud pumps and other rig issues 4:07am 3-10-12 pulser
flatlined POOH to XO toolstring-P/U Back up tools string.

SIDETRACKING PROCEDURE COMMENTS --
N/A

RUN SUMMARY-
Run went as expected slid twiceto knock out angle mtr and BHAperformed as expected

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling Services
v4 2 3981Weatherford°

BHA 1 - Hold Section
-REASON FOR BHA CHANGE --
Pulser Failure (MWD)

FORMATIONCHARACTERISTIC& - --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS - --
Some Detection problems have occured due to problems with the mud pumps and other rig issues 4:07am 3-10-12 pulser
flatlined POOH to XO toolstring-P/U Back up tools string.

SIDETRACKING PROCEDURE COMMENTS --
N/A

RUN SUMMARY-
Run went as expected slid twiceto knock out angle mtr and BHAperformed as expected

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling Services
v4 2 3981Weatherford°

BHA 1 - Hold Section
-REASON FOR BHA CHANGE --
Pulser Failure (MWD)

FORMATIONCHARACTERISTIC& - --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS - --
Some Detection problems have occured due to problems with the mud pumps and other rig issues 4:07am 3-10-12 pulser
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BHA 1 - Hold Section
-REASON FOR BHA CHANGE --
Pulser Failure (MWD)

FORMATIONCHARACTERISTIC& - --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS - --
Some Detection problems have occured due to problems with the mud pumps and other rig issues 4:07am 3-10-12 pulser
flatlined POOH to XO toolstring-P/U Back up tools string.

SIDETRACKING PROCEDURE COMMENTS --
N/A

RUN SUMMARY-
Run went as expected slid twiceto knock out angle mtr and BHAperformed as expected
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v4.2.3981Weatherford°

BHA 2 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

TY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN}
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUEL SHOE SilkBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 11
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2"XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 DrillCollar 3 6.125 2.4375 0 4 1/2" XH Pin 4 1/2"XH Box 29.87 ft 184.42 ft
1 DrillCollar 4 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 242.11 ft
1 DrillCollar 6 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 28.56 ft 270.67 ft
1 DrillCollar 7 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.71 ft 329.48 ft
1 DrillCollar 9 6.125 3 0 4 1/2"XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2" XH Pin 4 1/2" XH Box 30.00 ft 478.21 ft
1 Drill Collar 13 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 Drill Collar 15 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 30.40 ft 566.29 ft

(O.D. units are in; l.D. units are in; FNeck units areft)

GENERAL INFORMATION - --- MOTOR INFORMATION
DATES RUN: 2012/03/10 TO 2012/03/17 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 3512.00 ft ANGLE IN: 1.25 ° SERIAL #: 675-3590 KlCK PAD: No
DEPTH OUT: 8727.00 ft ANGLE OUT: 2.51 ° MODEL: STABILIZER: No
DRILL HRS: 97.83 BUILD: 1.26 ° LOBE CFG: 7/8 MOTOR HRS: 131.92
ORIENTING HRS: 14.75 HOLE MADE: 5215.00 ft BIT TO BEND: 6.2
ROTATING HRS: 83.08 AVG R.O.P.: 53.31 ft/hr

-- PUMP NFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 11.1 Ib/gal TEMP: 121 °F

S.P.M.: 0 0 0 VISCOSITY: 40 sec/qt pH: 9
STROKE VOLUME: 0.0 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 6 cc/30min SAND: 0.9 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 0 gal/min PLAST VISC: 14 cP SOLIDS:12 GAS TYPE:

PUMP PRESSURE: OFF BTM:0 psi ON BTM: O psi YIELD PT: 20 lb/100 ft2 OIL: 0 GAS RATE: Ocu ft/min

BIT INFORMATION --- --
MANFCT: Smith TYPE: mdsi616 IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

NOZZLES: nla, n/a, nla, n/a: 0 in2 TFA
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BHA Report orillineservices
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BHA 2 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

TY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN}
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUEL SHOE SilkBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 11
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2"XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 DrillCollar 3 6.125 2.4375 0 4 1/2" XH Pin 4 1/2"XH Box 29.87 ft 184.42 ft
1 DrillCollar 4 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 242.11 ft
1 DrillCollar 6 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 28.56 ft 270.67 ft
1 DrillCollar 7 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.71 ft 329.48 ft
1 DrillCollar 9 6.125 3 0 4 1/2"XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2" XH Pin 4 1/2" XH Box 30.00 ft 478.21 ft
1 Drill Collar 13 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 Drill Collar 15 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 30.40 ft 566.29 ft

(O.D. units are in; l.D. units are in; FNeck units areft)

GENERAL INFORMATION - --- MOTOR INFORMATION
DATES RUN: 2012/03/10 TO 2012/03/17 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 3512.00 ft ANGLE IN: 1.25 ° SERIAL #: 675-3590 KlCK PAD: No
DEPTH OUT: 8727.00 ft ANGLE OUT: 2.51 ° MODEL: STABILIZER: No
DRILL HRS: 97.83 BUILD: 1.26 ° LOBE CFG: 7/8 MOTOR HRS: 131.92
ORIENTING HRS: 14.75 HOLE MADE: 5215.00 ft BIT TO BEND: 6.2
ROTATING HRS: 83.08 AVG R.O.P.: 53.31 ft/hr

-- PUMP NFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 11.1 Ib/gal TEMP: 121 °F

S.P.M.: 0 0 0 VISCOSITY: 40 sec/qt pH: 9
STROKE VOLUME: 0.0 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 6 cc/30min SAND: 0.9 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 0 gal/min PLAST VISC: 14 cP SOLIDS:12 GAS TYPE:

PUMP PRESSURE: OFF BTM:0 psi ON BTM: O psi YIELD PT: 20 lb/100 ft2 OIL: 0 GAS RATE: Ocu ft/min

BIT INFORMATION --- --
MANFCT: Smith TYPE: mdsi616 IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

NOZZLES: nla, n/a, nla, n/a: 0 in2 TFA
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BHA 2 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

TY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN}
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUEL SHOE SilkBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 11
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2"XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 DrillCollar 3 6.125 2.4375 0 4 1/2" XH Pin 4 1/2"XH Box 29.87 ft 184.42 ft
1 DrillCollar 4 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 242.11 ft
1 DrillCollar 6 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 28.56 ft 270.67 ft
1 DrillCollar 7 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.71 ft 329.48 ft
1 DrillCollar 9 6.125 3 0 4 1/2"XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2" XH Pin 4 1/2" XH Box 30.00 ft 478.21 ft
1 Drill Collar 13 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 Drill Collar 15 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 30.40 ft 566.29 ft

(O.D. units are in; l.D. units are in; FNeck units areft)

GENERAL INFORMATION - --- MOTOR INFORMATION
DATES RUN: 2012/03/10 TO 2012/03/17 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 3512.00 ft ANGLE IN: 1.25 ° SERIAL #: 675-3590 KlCK PAD: No
DEPTH OUT: 8727.00 ft ANGLE OUT: 2.51 ° MODEL: STABILIZER: No
DRILL HRS: 97.83 BUILD: 1.26 ° LOBE CFG: 7/8 MOTOR HRS: 131.92
ORIENTING HRS: 14.75 HOLE MADE: 5215.00 ft BIT TO BEND: 6.2
ROTATING HRS: 83.08 AVG R.O.P.: 53.31 ft/hr

-- PUMP NFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 11.1 Ib/gal TEMP: 121 °F

S.P.M.: 0 0 0 VISCOSITY: 40 sec/qt pH: 9
STROKE VOLUME: 0.0 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 6 cc/30min SAND: 0.9 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 0 gal/min PLAST VISC: 14 cP SOLIDS:12 GAS TYPE:

PUMP PRESSURE: OFF BTM:0 psi ON BTM: O psi YIELD PT: 20 lb/100 ft2 OIL: 0 GAS RATE: Ocu ft/min

BIT INFORMATION --- --
MANFCT: Smith TYPE: mdsi616 IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

NOZZLES: nla, n/a, nla, n/a: 0 in2 TFA
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BHA Report orillineservices
v4.2.3981Weatherford°

BHA 2 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 8.75 in

TY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN}
1 PDC Bit Smith JE7153 mdsi616 8.75 0 0 4 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 675-3590 8.5 0 0 4" IF Box 4" IF Box 27.90 ft 28.90 ft
1 AES MUEL SHOE SilkBitherford 675-36615 6.75 0 0 4 1/2" IF Pin 4 1/2" IF Box 3.62 ft 32.52 11
1 NMDC Weatherford DCNM675-33968 6.75 3.25 0 4 1/2" IF Pin 4 1/2" IF Box 30.63 ft 63.15 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 93.22 ft
1 X/O Sub Weatherford 675-34467 6.75 2.8125 0 4 1/2" IF Pin 4 1/2"XH Box 3.31 ft 96.53 ft
1 Drill Collar 1 6.125 2.5 0 4 1/2"XH Pin 4 1/2"XH Box 28.88 ft 125.41 ft
1 Drill Collar 2 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 154.55 ft
1 DrillCollar 3 6.125 2.4375 0 4 1/2" XH Pin 4 1/2"XH Box 29.87 ft 184.42 ft
1 DrillCollar 4 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 28.55 ft 212.97 ft
1 Drill Collar 5 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.14 ft 242.11 ft
1 DrillCollar 6 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 28.56 ft 270.67 ft
1 DrillCollar 7 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.10 ft 299.77 ft
1 Drill Collar 8 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.71 ft 329.48 ft
1 DrillCollar 9 6.125 3 0 4 1/2"XH Pin 4 1/2" XH Box 29.23 ft 358.71 ft
1 Drill Collar 10 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 29.45 ft 388.16 ft
1 Drill Collar 11 6.125 2.4375 0 4 1/2"XH Pin 4 1/2"XH Box 29.89 ft 418.05 ft
1 Drill Collar 12 6.125 2.875 0 4 1/2"XH Pin 4 1/2"XH Box 30.16 ft 448.21 ft
1 Jar 6.25 0 0 4 1/2" XH Pin 4 1/2" XH Box 30.00 ft 478.21 ft
1 Drill Collar 13 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 27.95 ft 506.16 ft
1 DrillCollar 14 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 29.73 ft 535.89 ft
1 Drill Collar 15 6.125 2.4375 0 4 1/2" XH Pin 4 1/2" XH Box 30.40 ft 566.29 ft

(O.D. units are in; l.D. units are in; FNeck units areft)

GENERAL INFORMATION - --- MOTOR INFORMATION
DATES RUN: 2012/03/10 TO 2012/03/17 MANFCT. Weatherford SETTING: 1.50 °

DEPTH IN: 3512.00 ft ANGLE IN: 1.25 ° SERIAL #: 675-3590 KlCK PAD: No
DEPTH OUT: 8727.00 ft ANGLE OUT: 2.51 ° MODEL: STABILIZER: No
DRILL HRS: 97.83 BUILD: 1.26 ° LOBE CFG: 7/8 MOTOR HRS: 131.92
ORIENTING HRS: 14.75 HOLE MADE: 5215.00 ft BIT TO BEND: 6.2
ROTATING HRS: 83.08 AVG R.O.P.: 53.31 ft/hr

-- PUMP NFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 11.1 Ib/gal TEMP: 121 °F

S.P.M.: 0 0 0 VISCOSITY: 40 sec/qt pH: 9
STROKE VOLUME: 0.0 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 6 cc/30min SAND: 0.9 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 0 gal/min PLAST VISC: 14 cP SOLIDS:12 GAS TYPE:

PUMP PRESSURE: OFF BTM:0 psi ON BTM: O psi YIELD PT: 20 lb/100 ft2 OIL: 0 GAS RATE: Ocu ft/min

BIT INFORMATION --- --
MANFCT: Smith TYPE: mdsi616 IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

NOZZLES: nla, n/a, nla, n/a: 0 in2 TFA
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BHA Report or liina services
v4 2 3981

i
erford°

BHA 2 - Hold Section
-REASON FOR BHA CHANGE-

-FORMATION CHARACTERISTICS --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS --

Some Detection problems have occured due to problems with the mud pumps and other rig issues

- SIDETRACKING PROCEDURE COMMENTS-
N/A

-RUN SUMMARY-
Run went as expected slid to knock out angle mtr and BHA performed as expected.ORENTING 14.75HRS ROTATING83.03
CIRCULATING34.08 FOR A TOTAL OF 131.92 THIS RUN &A TOTALOF 165.42 FOR BOTH RUNS
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-REASON FOR BHA CHANGE-

-FORMATION CHARACTERISTICS --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS --

Some Detection problems have occured due to problems with the mud pumps and other rig issues

- SIDETRACKING PROCEDURE COMMENTS-
N/A

-RUN SUMMARY-
Run went as expected slid to knock out angle mtr and BHA performed as expected.ORENTING 14.75HRS ROTATING83.03
CIRCULATING34.08 FOR A TOTAL OF 131.92 THIS RUN &A TOTALOF 165.42 FOR BOTH RUNS
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-REASON FOR BHA CHANGE-

-FORMATION CHARACTERISTICS --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS --

Some Detection problems have occured due to problems with the mud pumps and other rig issues

- SIDETRACKING PROCEDURE COMMENTS-
N/A

-RUN SUMMARY-
Run went as expected slid to knock out angle mtr and BHA performed as expected.ORENTING 14.75HRS ROTATING83.03
CIRCULATING34.08 FOR A TOTAL OF 131.92 THIS RUN &A TOTALOF 165.42 FOR BOTH RUNS
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BHA 2 - Hold Section
-REASON FOR BHA CHANGE-

-FORMATION CHARACTERISTICS --
Formation tends to walk to the south west no problems with building in rotation have been experienced

MWDCOMMENTS --

Some Detection problems have occured due to problems with the mud pumps and other rig issues

- SIDETRACKING PROCEDURE COMMENTS-
N/A

-RUN SUMMARY-
Run went as expected slid to knock out angle mtr and BHA performed as expected.ORENTING 14.75HRS ROTATING83.03
CIRCULATING34.08 FOR A TOTAL OF 131.92 THIS RUN &A TOTALOF 165.42 FOR BOTH RUNS
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BHA Report Drilling Services

Weatherford BHA 3 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY CÒMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Security 11901202 FX55 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" 1F Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

20 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 607.15 ft 703.72 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 706.40 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" \F Box 21.62 ft 728.02 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 729.43 ft
4 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 121.43 ft 850.86 ft

(O.D units are in; I D. units are in; FNeck units are ft)

GENERAL INFORMATION --- - MOTOR INFORMATION
DATES RUN: 2012/03/25 TO 2012/03/26 MANFCT. Weatherford SETTING: 1.83 °

DEPTH IN: 8727.00 ft ANGLE IN: 0.00 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9044.00 ft ANGLE OUT: 0.00 ° MODEL: STABILIZER: No
DRILL HRS: 7.75 BUILD: 0.00 ° LOBE CFG: 7/8 MOTOR HRS: 12.75
ORIENTING HRS: 0.00 HOLE MADE: 317.00 ft BIT TO BEND: 6.58

ROTATING HRS: 7.75 AVG R.O.P.: 40.90 ft/hr

PUMP INFORMATION MUDINFORMATION-
PUMFS PÜMP t PÜIVIP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.1 Ib/gal TEMP: 95 °F

S.P.M.: 100 0 0 VISCOSITY: 38 sec/qt pH: 10.4

STROKE VOLUME: 2.4267 gallstk 2.4267 gallstk 0.0 gallstk WTR LOSS: 16.2 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 237.81304 gal/min PLAST VISC: 12 cP SOLIDS:15 GAS TYPE:

PUMP PRESSURE: OFF BTM: 2573 psi ON BTM: 2737 psi YIELD PT: 14 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION -
MANFCT: Security TYPE: FX55 IADC BIT GRADE: 1 / 3 / BT / G IX / \ / NO / BHA

NOZZLES: 0.746 in2 TFA

REASON FOR BHA CHANGE
TO PU CURVE ASSEMBLY

FORMATION CHARACTERISTICS
Formation tends to walk to the south west no problems with building in rotation have been experienced.

MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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BHA Report Drilling Services

Weatherford BHA 3 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY CÒMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Security 11901202 FX55 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" 1F Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

20 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 607.15 ft 703.72 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 706.40 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" \F Box 21.62 ft 728.02 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 729.43 ft
4 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 121.43 ft 850.86 ft

(O.D units are in; I D. units are in; FNeck units are ft)

GENERAL INFORMATION --- - MOTOR INFORMATION
DATES RUN: 2012/03/25 TO 2012/03/26 MANFCT. Weatherford SETTING: 1.83 °

DEPTH IN: 8727.00 ft ANGLE IN: 0.00 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9044.00 ft ANGLE OUT: 0.00 ° MODEL: STABILIZER: No
DRILL HRS: 7.75 BUILD: 0.00 ° LOBE CFG: 7/8 MOTOR HRS: 12.75
ORIENTING HRS: 0.00 HOLE MADE: 317.00 ft BIT TO BEND: 6.58

ROTATING HRS: 7.75 AVG R.O.P.: 40.90 ft/hr

PUMP INFORMATION MUDINFORMATION-
PUMFS PÜMP t PÜIVIP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.1 Ib/gal TEMP: 95 °F

S.P.M.: 100 0 0 VISCOSITY: 38 sec/qt pH: 10.4

STROKE VOLUME: 2.4267 gallstk 2.4267 gallstk 0.0 gallstk WTR LOSS: 16.2 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 237.81304 gal/min PLAST VISC: 12 cP SOLIDS:15 GAS TYPE:

PUMP PRESSURE: OFF BTM: 2573 psi ON BTM: 2737 psi YIELD PT: 14 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION -
MANFCT: Security TYPE: FX55 IADC BIT GRADE: 1 / 3 / BT / G IX / \ / NO / BHA

NOZZLES: 0.746 in2 TFA

REASON FOR BHA CHANGE
TO PU CURVE ASSEMBLY

FORMATION CHARACTERISTICS
Formation tends to walk to the south west no problems with building in rotation have been experienced.

MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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BHA Report Drilling Services

Weatherford BHA 3 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY CÒMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Security 11901202 FX55 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" 1F Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

20 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 607.15 ft 703.72 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 706.40 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" \F Box 21.62 ft 728.02 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 729.43 ft
4 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 121.43 ft 850.86 ft

(O.D units are in; I D. units are in; FNeck units are ft)

GENERAL INFORMATION --- - MOTOR INFORMATION
DATES RUN: 2012/03/25 TO 2012/03/26 MANFCT. Weatherford SETTING: 1.83 °

DEPTH IN: 8727.00 ft ANGLE IN: 0.00 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9044.00 ft ANGLE OUT: 0.00 ° MODEL: STABILIZER: No
DRILL HRS: 7.75 BUILD: 0.00 ° LOBE CFG: 7/8 MOTOR HRS: 12.75
ORIENTING HRS: 0.00 HOLE MADE: 317.00 ft BIT TO BEND: 6.58

ROTATING HRS: 7.75 AVG R.O.P.: 40.90 ft/hr

PUMP INFORMATION MUDINFORMATION-
PUMFS PÜMP t PÜIVIP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.1 Ib/gal TEMP: 95 °F

S.P.M.: 100 0 0 VISCOSITY: 38 sec/qt pH: 10.4

STROKE VOLUME: 2.4267 gallstk 2.4267 gallstk 0.0 gallstk WTR LOSS: 16.2 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 237.81304 gal/min PLAST VISC: 12 cP SOLIDS:15 GAS TYPE:

PUMP PRESSURE: OFF BTM: 2573 psi ON BTM: 2737 psi YIELD PT: 14 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION -
MANFCT: Security TYPE: FX55 IADC BIT GRADE: 1 / 3 / BT / G IX / \ / NO / BHA

NOZZLES: 0.746 in2 TFA

REASON FOR BHA CHANGE
TO PU CURVE ASSEMBLY

FORMATION CHARACTERISTICS
Formation tends to walk to the south west no problems with building in rotation have been experienced.

MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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BHA Report Drilling Services

Weatherford BHA 3 - Hold Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY CÒMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 PDC Bit Security 11901202 FX55 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" 1F Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

20 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 607.15 ft 703.72 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 706.40 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" \F Box 21.62 ft 728.02 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 729.43 ft
4 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 121.43 ft 850.86 ft

(O.D units are in; I D. units are in; FNeck units are ft)

GENERAL INFORMATION --- - MOTOR INFORMATION
DATES RUN: 2012/03/25 TO 2012/03/26 MANFCT. Weatherford SETTING: 1.83 °

DEPTH IN: 8727.00 ft ANGLE IN: 0.00 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9044.00 ft ANGLE OUT: 0.00 ° MODEL: STABILIZER: No
DRILL HRS: 7.75 BUILD: 0.00 ° LOBE CFG: 7/8 MOTOR HRS: 12.75
ORIENTING HRS: 0.00 HOLE MADE: 317.00 ft BIT TO BEND: 6.58

ROTATING HRS: 7.75 AVG R.O.P.: 40.90 ft/hr

PUMP INFORMATION MUDINFORMATION-
PUMFS PÜMP t PÜIVIP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water

EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.1 Ib/gal TEMP: 95 °F

S.P.M.: 100 0 0 VISCOSITY: 38 sec/qt pH: 10.4

STROKE VOLUME: 2.4267 gallstk 2.4267 gallstk 0.0 gallstk WTR LOSS: 16.2 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 237.81304 gal/min PLAST VISC: 12 cP SOLIDS:15 GAS TYPE:

PUMP PRESSURE: OFF BTM: 2573 psi ON BTM: 2737 psi YIELD PT: 14 lb/100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION -
MANFCT: Security TYPE: FX55 IADC BIT GRADE: 1 / 3 / BT / G IX / \ / NO / BHA

NOZZLES: 0.746 in2 TFA

REASON FOR BHA CHANGE
TO PU CURVE ASSEMBLY

FORMATION CHARACTERISTICS
Formation tends to walk to the south west no problems with building in rotation have been experienced.

MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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BHA Report Drilling Services
v4 2.3981Weatherford°

BHA 3 - Hold Section
SIDETRACKING PROCEDURE COMMENTS -

N/A

RUN SUMMARY -
Run went as expected mtr and BHA performed as expected.0 ORIENTING HRS 7.75 ROTATINGHRS 5.0 CIRCULATINGHRS FORA TOTAL OF 12.75 HRS
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RUN SUMMARY -
Run went as expected mtr and BHA performed as expected.0 ORIENTING HRS 7.75 ROTATINGHRS 5.0 CIRCULATINGHRS FORA TOTAL OF 12.75 HRS

rinted: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling Services
v4 2.3981Weatherford°

BHA 3 - Hold Section
SIDETRACKING PROCEDURE COMMENTS -

N/A

RUN SUMMARY -
Run went as expected mtr and BHA performed as expected.0 ORIENTING HRS 7.75 ROTATINGHRS 5.0 CIRCULATINGHRS FORA TOTAL OF 12.75 HRS
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BHA Report Drilling Services
v4 2.3981Weatherford°

BHA 3 - Hold Section
SIDETRACKING PROCEDURE COMMENTS -

N/A

RUN SUMMARY -
Run went as expected mtr and BHA performed as expected.0 ORIENTING HRS 7.75 ROTATINGHRS 5.0 CIRCULATINGHRS FORA TOTAL OF 12.75 HRS
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BHA Report Drilling Services

Weatherford BHA 4 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

ÒTY COMPONENT MAÑFCT. SERIAL # MÒDEL O.D. I.D. F.N BOT. CONÑ.TOP CONN. LEN. C.L.EN
1 PDC Bit Security 11957045 FXD54 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41079 5.53 0 2.78 3 1/2" REG Box 3 1/2" IF Box 29.92 ft 30.92 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 O O 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 34.41 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 65.32 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 95.39 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 97.53 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1048.46 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1777.04 ft

(O.D units are in; LD. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/26 TO 2012/03/28 MANFCT. Weatherford SETTING: 12 '
DEPTH IN: 9044.00 ft ANGLE IN: 1.94 ° SERIAL #: 475-41079 KICK PAD: No
DEPTH OUT: 9103.00 ft ANGLE OUT: 2.35 ° MODEL: STABILIZER: No
DRILLHRS: 12.67 BUILD: 0.41 ° LOBE CFG: 7/8 MOTOR HRS: 15.50
ORIENTING HRS: 12.67 HOLE MADE: 59.00 ft BIT TO BEND: 6.13
ROTATING HRS: 0.00 AVG R.O.P.: 4.66 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Gelchem LlQUID BASE:Water
EFFICIENCY: ŠŠ.0 95 0 50Ò.0 DENSITY: 12.3 Ib/gal TEMP: 81 °F

S.P.M.: 112 0 0 VISCOSITY: 39 sec/qt pH: 9
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 20 cc/30min SAND: 0.25 LIQUID RATE:0 gallmin
TOTAL FLOW RATE: 266.3506 gal/min PLAST VISC: 14 cP SOLIDS:22 GAS TYPE:

PUMP PRESSURE: OFF BTM:2100 psi ON BTM: 2350 psi YIELD PT: 20 lbl100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TYPE: FXD54 IADC BIT GRADE: 1 / 1 / NO / A / X / \ / NO / PR

NOZZLES: 0.739 in2 TFA

-REASON FOR BHA CHANGE
ROP

FORMATIONCHARACTERISTICS

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling Services

Weatherford BHA 4 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

ÒTY COMPONENT MAÑFCT. SERIAL # MÒDEL O.D. I.D. F.N BOT. CONÑ.TOP CONN. LEN. C.L.EN
1 PDC Bit Security 11957045 FXD54 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41079 5.53 0 2.78 3 1/2" REG Box 3 1/2" IF Box 29.92 ft 30.92 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 O O 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 34.41 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 65.32 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 95.39 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 97.53 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1048.46 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1777.04 ft

(O.D units are in; LD. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/26 TO 2012/03/28 MANFCT. Weatherford SETTING: 12 '
DEPTH IN: 9044.00 ft ANGLE IN: 1.94 ° SERIAL #: 475-41079 KICK PAD: No
DEPTH OUT: 9103.00 ft ANGLE OUT: 2.35 ° MODEL: STABILIZER: No
DRILLHRS: 12.67 BUILD: 0.41 ° LOBE CFG: 7/8 MOTOR HRS: 15.50
ORIENTING HRS: 12.67 HOLE MADE: 59.00 ft BIT TO BEND: 6.13
ROTATING HRS: 0.00 AVG R.O.P.: 4.66 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Gelchem LlQUID BASE:Water
EFFICIENCY: ŠŠ.0 95 0 50Ò.0 DENSITY: 12.3 Ib/gal TEMP: 81 °F

S.P.M.: 112 0 0 VISCOSITY: 39 sec/qt pH: 9

STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 20 cc/30min SAND: 0.25 LIQUID RATE:0 gallmin
TOTAL FLOW RATE: 266.3506 gal/min PLAST VISC: 14 cP SOLIDS:22 GAS TYPE:

PUMP PRESSURE: OFF BTM:2100 psi ON BTM: 2350 psi YIELD PT: 20 lbl100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TYPE: FXD54 IADC BIT GRADE: 1 / 1 / NO / A / X / \ / NO / PR

NOZZLES: 0.739 in2 TFA

-REASON FOR BHA CHANGE
ROP

FORMATIONCHARACTERISTICS

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling Services

Weatherford BHA 4 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

ÒTY COMPONENT MAÑFCT. SERIAL # MÒDEL O.D. I.D. F.N BOT. CONÑ.TOP CONN. LEN. C.L.EN
1 PDC Bit Security 11957045 FXD54 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41079 5.53 0 2.78 3 1/2" REG Box 3 1/2" IF Box 29.92 ft 30.92 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 O O 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 34.41 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 65.32 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 95.39 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 97.53 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1048.46 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1777.04 ft

(O.D units are in; LD. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/26 TO 2012/03/28 MANFCT. Weatherford SETTING: 12 '
DEPTH IN: 9044.00 ft ANGLE IN: 1.94 ° SERIAL #: 475-41079 KICK PAD: No
DEPTH OUT: 9103.00 ft ANGLE OUT: 2.35 ° MODEL: STABILIZER: No
DRILLHRS: 12.67 BUILD: 0.41 ° LOBE CFG: 7/8 MOTOR HRS: 15.50
ORIENTING HRS: 12.67 HOLE MADE: 59.00 ft BIT TO BEND: 6.13
ROTATING HRS: 0.00 AVG R.O.P.: 4.66 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Gelchem LlQUID BASE:Water
EFFICIENCY: ŠŠ.0 95 0 50Ò.0 DENSITY: 12.3 Ib/gal TEMP: 81 °F

S.P.M.: 112 0 0 VISCOSITY: 39 sec/qt pH: 9

STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 20 cc/30min SAND: 0.25 LIQUID RATE:0 gallmin
TOTAL FLOW RATE: 266.3506 gal/min PLAST VISC: 14 cP SOLIDS:22 GAS TYPE:

PUMP PRESSURE: OFF BTM:2100 psi ON BTM: 2350 psi YIELD PT: 20 lbl100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TYPE: FXD54 IADC BIT GRADE: 1 / 1 / NO / A / X / \ / NO / PR

NOZZLES: 0.739 in2 TFA

-REASON FOR BHA CHANGE
ROP

FORMATIONCHARACTERISTICS

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling Services

Weatherford BHA 4 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

ÒTY COMPONENT MAÑFCT. SERIAL # MÒDEL O.D. I.D. F.N BOT. CONÑ.TOP CONN. LEN. C.L.EN
1 PDC Bit Security 11957045 FXD54 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41079 5.53 0 2.78 3 1/2" REG Box 3 1/2" IF Box 29.92 ft 30.92 ft
1 AES MUEL SHOE SillBitherford 475-37908 4.78 O O 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 34.41 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 65.32 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 95.39 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 97.53 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1048.46 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1777.04 ft

(O.D units are in; LD. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/26 TO 2012/03/28 MANFCT. Weatherford SETTING: 12 '
DEPTH IN: 9044.00 ft ANGLE IN: 1.94 ° SERIAL #: 475-41079 KICK PAD: No
DEPTH OUT: 9103.00 ft ANGLE OUT: 2.35 ° MODEL: STABILIZER: No
DRILLHRS: 12.67 BUILD: 0.41 ° LOBE CFG: 7/8 MOTOR HRS: 15.50
ORIENTING HRS: 12.67 HOLE MADE: 59.00 ft BIT TO BEND: 6.13
ROTATING HRS: 0.00 AVG R.O.P.: 4.66 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: Gelchem LlQUID BASE:Water
EFFICIENCY: ŠŠ.0 95 0 50Ò.0 DENSITY: 12.3 Ib/gal TEMP: 81 °F

S.P.M.: 112 0 0 VISCOSITY: 39 sec/qt pH: 9

STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 20 cc/30min SAND: 0.25 LIQUID RATE:0 gallmin
TOTAL FLOW RATE: 266.3506 gal/min PLAST VISC: 14 cP SOLIDS:22 GAS TYPE:

PUMP PRESSURE: OFF BTM:2100 psi ON BTM: 2350 psi YIELD PT: 20 lbl100 ft2 OIL: 0 GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TYPE: FXD54 IADC BIT GRADE: 1 / 1 / NO / A / X / \ / NO / PR

NOZZLES: 0.739 in2 TFA

-REASON FOR BHA CHANGE
ROP

FORMATIONCHARACTERISTICS

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Re pod orillineservices
v4.2.3981

Weatherford BHA 4 - Build Section
RUN SUMMARY

Run went as expected mtr and BHA performed as expected.12.67 ORIENTING HRS 0 ROTATING HRS 2.83 CIRCULATING HRS
FOR A TOTAL OF 15.50 HRS
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BHA Re pod orillineservices
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Weatherford BHA 4 - Build Section
RUN SUMMARY

Run went as expected mtr and BHA performed as expected.12.67 ORIENTING HRS 0 ROTATING HRS 2.83 CIRCULATING HRS
FOR A TOTAL OF 15.50 HRS
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BHA Re pod orillineservices
v4.2.3981

Weatherford BHA 4 - Build Section
RUN SUMMARY

Run went as expected mtr and BHA performed as expected.12.67 ORIENTING HRS 0 ROTATING HRS 2.83 CIRCULATING HRS
FOR A TOTAL OF 15.50 HRS
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BHA Report Drilling Services
v4.2.3981

BHA 5 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEi
1 Tri-Cone Bit Smith TP8900 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SI/½htherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1047.50 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1776.08 ft

(O.D units are in; I.D. units are in; FNeck units are ft)
- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/28 TO 2012/03/30 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9103.00 ft ANGLE IN: 2.35 ° SERIAL #: 47541084 KICK PAD: No
DEPTH OUT: 9324.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER: No
DRILL HRS: 37.48 BUILD: 24.81 ° LOBE CFG: 7/8 MOTOR HRS: 40.25
ORIENTING HRS: 26.00 HOLE MADE: 221.00 ft BIT TO BEND: 6.58
ROTATING HRS: 7.00 AVG R.O.P.: 5.90 ft/hr

PUMP INFORMATION MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.5 lb/gal TEMP: 108 °F
S.P.M.: 115 0 0 VISCOSITY: 42 sec/qt pH: 11.5
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 7.2 ccl30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 23 cP SOLIDS:18 GAS TYPE:
PUMP PRESSURE: OFF BTM:2721 psi ON BTM: 2891 psi YIELD PT: 16 Ibl100 ft2 OIL: 0 GAS RATE O cu ft/min

BIT INFORMATION -

MANFCT: Smith TYPE: XR20T IADC BIT GRADE: 1 / 2 / BT / M / E / I / ER / PR
NOZZLES: 0.588 in2 TFA

REASON FOR BHA CHANGE
XO bit and battery in MWD Tool

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWD COMMENTS
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & Houston had decided to do a down hole rolltest and toolstarted to work tooktwogood surveys & it was decided by the mwd department & new field to drill ahead

SIDETRACKING PROCEDURE COMMENTS -
n/a
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BHA 5 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEi
1 Tri-Cone Bit Smith TP8900 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SI/½htherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1047.50 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1776.08 ft

(O.D units are in; I.D. units are in; FNeck units are ft)
- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/28 TO 2012/03/30 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9103.00 ft ANGLE IN: 2.35 ° SERIAL #: 47541084 KICK PAD: No
DEPTH OUT: 9324.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER: No
DRILL HRS: 37.48 BUILD: 24.81 ° LOBE CFG: 7/8 MOTOR HRS: 40.25
ORIENTING HRS: 26.00 HOLE MADE: 221.00 ft BIT TO BEND: 6.58
ROTATING HRS: 7.00 AVG R.O.P.: 5.90 ft/hr

PUMP INFORMATION MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.5 lb/gal TEMP: 108 °F
S.P.M.: 115 0 0 VISCOSITY: 42 sec/qt pH: 11.5
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 7.2 ccl30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 23 cP SOLIDS:18 GAS TYPE:
PUMP PRESSURE: OFF BTM:2721 psi ON BTM: 2891 psi YIELD PT: 16 Ibl100 ft2 OIL: 0 GAS RATE O cu ft/min

BIT INFORMATION -

MANFCT: Smith TYPE: XR20T IADC BIT GRADE: 1 / 2 / BT / M / E / I / ER / PR
NOZZLES: 0.588 in2 TFA

REASON FOR BHA CHANGE
XO bit and battery in MWD Tool

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWD COMMENTS
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & Houston had decided to do a down hole rolltest and toolstarted to work tooktwogood surveys & it was decided by the mwd department & new field to drill ahead

SIDETRACKING PROCEDURE COMMENTS -
n/a
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BHA Report Drilling Services
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BHA 5 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEi
1 Tri-Cone Bit Smith TP8900 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SI/½htherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1047.50 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1776.08 ft

(O.D units are in; I.D. units are in; FNeck units are ft)
- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/28 TO 2012/03/30 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9103.00 ft ANGLE IN: 2.35 ° SERIAL #: 47541084 KICK PAD: No
DEPTH OUT: 9324.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER: No
DRILL HRS: 37.48 BUILD: 24.81 ° LOBE CFG: 7/8 MOTOR HRS: 40.25
ORIENTING HRS: 26.00 HOLE MADE: 221.00 ft BIT TO BEND: 6.58
ROTATING HRS: 7.00 AVG R.O.P.: 5.90 ft/hr

PUMP INFORMATION MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.5 lb/gal TEMP: 108 °F
S.P.M.: 115 0 0 VISCOSITY: 42 sec/qt pH: 11.5
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 7.2 ccl30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 23 cP SOLIDS:18 GAS TYPE:
PUMP PRESSURE: OFF BTM:2721 psi ON BTM: 2891 psi YIELD PT: 16 Ibl100 ft2 OIL: 0 GAS RATE O cu ft/min

BIT INFORMATION -

MANFCT: Smith TYPE: XR20T IADC BIT GRADE: 1 / 2 / BT / M / E / I / ER / PR
NOZZLES: 0.588 in2 TFA

REASON FOR BHA CHANGE
XO bit and battery in MWD Tool

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWD COMMENTS
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & Houston had decided to do a down hole rolltest and toolstarted to work tooktwogood surveys & it was decided by the mwd department & new field to drill ahead

SIDETRACKING PROCEDURE COMMENTS -
n/a
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BHA 5 - Build Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEi
1 Tri-Cone Bit Smith TP8900 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SI/½htherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 43228 4.92 2.875 0 3 1/2" IF Pin 3 1/2" IF Box 30.07 ft 94.43 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.57 ft

30 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 950.93 ft 1047.50 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1776.08 ft

(O.D units are in; I.D. units are in; FNeck units are ft)
- GENERAL INFORMATION MOTOR INFORMATION
DATES RUN: 2012/03/28 TO 2012/03/30 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9103.00 ft ANGLE IN: 2.35 ° SERIAL #: 47541084 KICK PAD: No
DEPTH OUT: 9324.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER: No
DRILL HRS: 37.48 BUILD: 24.81 ° LOBE CFG: 7/8 MOTOR HRS: 40.25
ORIENTING HRS: 26.00 HOLE MADE: 221.00 ft BIT TO BEND: 6.58
ROTATING HRS: 7.00 AVG R.O.P.: 5.90 ft/hr

PUMP INFORMATION MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 12.5 lb/gal TEMP: 108 °F
S.P.M.: 115 0 0 VISCOSITY: 42 sec/qt pH: 11.5
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 7.2 ccl30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 23 cP SOLIDS:18 GAS TYPE:
PUMP PRESSURE: OFF BTM:2721 psi ON BTM: 2891 psi YIELD PT: 16 Ibl100 ft2 OIL: 0 GAS RATE O cu ft/min

BIT INFORMATION -

MANFCT: Smith TYPE: XR20T IADC BIT GRADE: 1 / 2 / BT / M / E / I / ER / PR
NOZZLES: 0.588 in2 TFA

REASON FOR BHA CHANGE
XO bit and battery in MWD Tool

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWD COMMENTS
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & Houston had decided to do a down hole rolltest and toolstarted to work tooktwogood surveys & it was decided by the mwd department & new field to drill ahead

SIDETRACKING PROCEDURE COMMENTS -
n/a
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BHA Report Drilling Services
v4.2 3981

Weatherford BHA 5 - Build Section
RUN SUMMARY

recieved higher then expected build rates allowing us to have a slide rotate percentage of 50% hole cnd formation conditions were
good.
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BHA Report Drilling Services

Weatherford BHA 6 - Curve Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Serviœs
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Electromagnetic MWD HOLE SIZE: 6.125 in

QTY COMPÒNENT MANFCT. SERIAL # MODEL O.D. I.D. F.N BOT CONN. TOP CONN LEN. CiEN
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SMBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 94.79 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.93 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1681.81 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2410.39 ft

(O D. units are in; l.D. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/30 TO 2012/04/02 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9324.00 ft ANGLE IN: 36.11 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9455.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER:No
DRILL HRS: 26.17 BUILD: -8.95° LOBE CFG: 7/8 MOTOR HRS: 36.58
ORIENTING HRS: 22.42 HOLE MADE: 131.00 ft BIT TO BEND: 6.58
ROTATING HRS: 3.75 AVG R.O.P.: 5.01 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Wat
EFFICIENC : 98.0% 95.0% 100.0% DENSITY: 13.2 lb/gal TEMP: 113 °F

S.P.M.: 115 0 0 VISCOSITY: 55 sec/qt pH: 10.5
STROKE VOLUME: 2.4267 gallstk 0 0 gallstk 0.0 gallstk WTR LOSS: 2.8 cc/30min SAND: 0.25 LIQUIDRATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 38 cP SOLIDS:21 GAS TYPE:
PUMP PRESSURE: OFF BTM:3100 psi ON BTM: 3150 psi YIELD PT: 26 lb/100 ft2 OIL: O GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TY X 64D lADC BIT GRADE 1 / NO / A IX / I / NO / PR

NOZZLES: 0.531 in2 TFA

REASON FOR BHA CHANGE
ROP & BUILD RATES

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling Services

Weatherford BHA 6 - Curve Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Serviœs
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Electromagnetic MWD HOLE SIZE: 6.125 in

QTY COMPÒNENT MANFCT. SERIAL # MODEL O.D. I.D. F.N BOT CONN. TOP CONN LEN. CiEN
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SMBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 94.79 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.93 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1681.81 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2410.39 ft

(O D. units are in; l.D. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/30 TO 2012/04/02 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9324.00 ft ANGLE IN: 36.11 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9455.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER:No
DRILL HRS: 26.17 BUILD: -8.95° LOBE CFG: 7/8 MOTOR HRS: 36.58
ORIENTING HRS: 22.42 HOLE MADE: 131.00 ft BIT TO BEND: 6.58
ROTATING HRS: 3.75 AVG R.O.P.: 5.01 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Wat
EFFICIENC : 98.0% 95.0% 100.0% DENSITY: 13.2 lb/gal TEMP: 113 °F

S.P.M.: 115 0 0 VISCOSITY: 55 sec/qt pH: 10.5
STROKE VOLUME: 2.4267 gallstk 0 0 gallstk 0.0 gallstk WTR LOSS: 2.8 cc/30min SAND: 0.25 LIQUIDRATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 38 cP SOLIDS:21 GAS TYPE:
PUMP PRESSURE: OFF BTM:3100 psi ON BTM: 3150 psi YIELD PT: 26 lb/100 ft2 OIL: O GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TY X 64D lADC BIT GRADE 1 / NO / A IX / I / NO / PR

NOZZLES: 0.531 in2 TFA

REASON FOR BHA CHANGE
ROP & BUILD RATES

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling Services

Weatherford BHA 6 - Curve Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Serviœs
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Electromagnetic MWD HOLE SIZE: 6.125 in

QTY COMPÒNENT MANFCT. SERIAL # MODEL O.D. I.D. F.N BOT CONN. TOP CONN LEN. CiEN
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SMBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 94.79 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.93 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1681.81 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2410.39 ft

(O D. units are in; l.D. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/30 TO 2012/04/02 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9324.00 ft ANGLE IN: 36.11 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9455.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER:No
DRILL HRS: 26.17 BUILD: -8.95° LOBE CFG: 7/8 MOTOR HRS: 36.58
ORIENTING HRS: 22.42 HOLE MADE: 131.00 ft BIT TO BEND: 6.58
ROTATING HRS: 3.75 AVG R.O.P.: 5.01 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Wat
EFFICIENC : 98.0% 95.0% 100.0% DENSITY: 13.2 lb/gal TEMP: 113 °F

S.P.M.: 115 0 0 VISCOSITY: 55 sec/qt pH: 10.5
STROKE VOLUME: 2.4267 gallstk 0 0 gallstk 0.0 gallstk WTR LOSS: 2.8 cc/30min SAND: 0.25 LIQUIDRATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 38 cP SOLIDS:21 GAS TYPE:
PUMP PRESSURE: OFF BTM:3100 psi ON BTM: 3150 psi YIELD PT: 26 lb/100 ft2 OIL: O GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TY X 64D lADC BIT GRADE 1 / NO / A IX / I / NO / PR

NOZZLES: 0.531 in2 TFA

REASON FOR BHA CHANGE
ROP & BUILD RATES

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling Services

Weatherford BHA 6 - Curve Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Serviœs
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Electromagnetic MWD HOLE SIZE: 6.125 in

QTY COMPÒNENT MANFCT. SERIAL # MODEL O.D. I.D. F.N BOT CONN. TOP CONN LEN. CiEN
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Weatherford 475-41084 5.48 0 0 3 1/2" IF Box 3 1/2" IF Box 28.96 ft 29.96 ft
1 AES MUEL SHOE SMBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 33.45 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 64.36 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 94.79 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.93 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1681.81 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2410.39 ft

(O D. units are in; l.D. units are in; FNeck units are ft)

GENERAL INFORMATION MOTOR INFORMATION -
DATES RUN: 2012/03/30 TO 2012/04/02 MANFCT. Weatherford SETTING: 2.12 °

DEPTH IN: 9324.00 ft ANGLE IN: 36.11 ° SERIAL #: 475-41084 KICK PAD: No
DEPTH OUT: 9455.00 ft ANGLE OUT: 27.16 ° MODEL: STABILIZER:No
DRILL HRS: 26.17 BUILD: -8.95° LOBE CFG: 7/8 MOTOR HRS: 36.58
ORIENTING HRS: 22.42 HOLE MADE: 131.00 ft BIT TO BEND: 6.58
ROTATING HRS: 3.75 AVG R.O.P.: 5.01 ft/hr

PUMP INFORMATION MUD INFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Wat
EFFICIENC : 98.0% 95.0% 100.0% DENSITY: 13.2 lb/gal TEMP: 113 °F

S.P.M.: 115 0 0 VISCOSITY: 55 sec/qt pH: 10.5
STROKE VOLUME: 2.4267 gallstk 0 0 gallstk 0.0 gallstk WTR LOSS: 2.8 cc/30min SAND: 0.25 LIQUIDRATE:0 gal/min
TOTAL FLOW RATE: 273.48499 gal/min PLAST VISC: 38 cP SOLIDS:21 GAS TYPE:
PUMP PRESSURE: OFF BTM:3100 psi ON BTM: 3150 psi YIELD PT: 26 lb/100 ft2 OIL: O GAS RATE: O cu ft/min

BIT INFORMATION
MANFCT: Security TY X 64D lADC BIT GRADE 1 / NO / A IX / I / NO / PR

NOZZLES: 0.531 in2 TFA

REASON FOR BHA CHANGE
ROP & BUILD RATES

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE

MWDCOMMENTS
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling Services

Weatherford BHA 6 - Curve Section
-RUN SUMMARY
recieved lower then expected build rates allowing us to have a 90% slide 10% rotate percentage hole cnd formation conditions were
good.
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good.

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page

BHA Report Drilling Services

Weatherford BHA 6 - Curve Section
-RUN SUMMARY
recieved lower then expected build rates allowing us to have a 90% slide 10% rotate percentage hole cnd formation conditions were
good.
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BHA Report Drilling ServicesWeatherford°
BHA 7 - Curve Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.L.
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 162 5.0 5.25 0 0 3 1/2" REG Box 3 1/2" IF Box 27.58 ft 28.58 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.07 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 62.98 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.41 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.55 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1680.43 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2409.01 ft

(O.D. units are in; I.D. units are in; FNeck units are ft)

GENERAL INFORMATION -- MOTOR INFORMATION-
DATES RUN: 2012/04/02 TO 2012/04/05 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9455.00 ft ANGLE IN: 36.11 ° SERIAL #: 162 KICK PAD: No
DEPTH OUT: 9529.00 ft ANGLE OUT: 35.85 ° MODEL: 5.0 STABILIZER: No
DRILL HRS: 19.00 BUILD: -0.26

° LOBE CFG: 7/8 MOTOR HRS: 40.08
ORIENTING HRS: 19.00 HOLE MADE: 74.00 ft BIT TO BEND:4.84
ROTATING HRS: 0.00 AVG R.O.P.: 3.89 ft/hr

- PUMP INFORMATION- - MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 13.4 Ib/gal TEMP: 170 °F

S.P.M.: 60 0 0 VISCOSITY: 48 sec/qt pH: 9.9
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4.6 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 142.68782 gal/min PLAST VISC: 17 cP SOLIDS:21 GAS TYPE:
PUMP PRESSURE: OFF BTM: 1382 psi ON BTM: 0 psi YIELD PT: 21 Ib/100 ft2 OIL: 5 GAS RATE: Ocu ft/min

- BIT INFORMATION -
MANFCT: Security TYPE: FX 64D IADC BIT GRADE: 1 / 1 / ER / A IX l I / ER / BHA

NOZZLES: 0.64 in2TFA

REASON FOR BHA CHANGE
ROP & BUILDRATES Co-Man Believed Mtr was damaged Mtr was in good condition and perfect operation

FORMATIONCHARACTERISTICS --
SAND STONE AND LIME STONE high background and connection gas

MWD COMMENTS - --
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling ServicesWeatherford°
BHA 7 - Curve Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.L.
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 162 5.0 5.25 0 0 3 1/2" REG Box 3 1/2" IF Box 27.58 ft 28.58 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.07 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 62.98 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.41 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.55 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1680.43 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2409.01 ft

(O.D. units are in; I.D. units are in; FNeck units are ft)

GENERAL INFORMATION -- MOTOR INFORMATION-
DATES RUN: 2012/04/02 TO 2012/04/05 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9455.00 ft ANGLE IN: 36.11 ° SERIAL #: 162 KICK PAD: No
DEPTH OUT: 9529.00 ft ANGLE OUT: 35.85 ° MODEL: 5.0 STABILIZER: No
DRILL HRS: 19.00 BUILD: -0.26

° LOBE CFG: 7/8 MOTOR HRS: 40.08
ORIENTING HRS: 19.00 HOLE MADE: 74.00 ft BIT TO BEND:4.84
ROTATING HRS: 0.00 AVG R.O.P.: 3.89 ft/hr

- PUMP INFORMATION- - MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 13.4 Ib/gal TEMP: 170 °F

S.P.M.: 60 0 0 VISCOSITY: 48 sec/qt pH: 9.9
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4.6 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 142.68782 gal/min PLAST VISC: 17 cP SOLIDS:21 GAS TYPE:

PUMP PRESSURE: OFF BTM: 1382 psi ON BTM: 0 psi YIELD PT: 21 Ib/100 ft2 OIL: 5 GAS RATE: Ocu ft/min

- BIT INFORMATION -
MANFCT: Security TYPE: FX 64D IADC BIT GRADE: 1 / 1 / ER / A IX l I / ER / BHA

NOZZLES: 0.64 in2TFA

REASON FOR BHA CHANGE
ROP & BUILDRATES Co-Man Believed Mtr was damaged Mtr was in good condition and perfect operation

FORMATIONCHARACTERISTICS --
SAND STONE AND LIME STONE high background and connection gas

MWD COMMENTS - --
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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BHA Report Drilling ServicesWeatherford°
BHA 7 - Curve Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.L.
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 162 5.0 5.25 0 0 3 1/2" REG Box 3 1/2" IF Box 27.58 ft 28.58 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.07 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 62.98 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.41 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.55 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1680.43 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2409.01 ft

(O.D. units are in; I.D. units are in; FNeck units are ft)

GENERAL INFORMATION -- MOTOR INFORMATION-
DATES RUN: 2012/04/02 TO 2012/04/05 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9455.00 ft ANGLE IN: 36.11 ° SERIAL #: 162 KICK PAD: No
DEPTH OUT: 9529.00 ft ANGLE OUT: 35.85 ° MODEL: 5.0 STABILIZER: No
DRILL HRS: 19.00 BUILD: -0.26

° LOBE CFG: 7/8 MOTOR HRS: 40.08
ORIENTING HRS: 19.00 HOLE MADE: 74.00 ft BIT TO BEND:4.84
ROTATING HRS: 0.00 AVG R.O.P.: 3.89 ft/hr

- PUMP INFORMATION- - MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 13.4 Ib/gal TEMP: 170 °F

S.P.M.: 60 0 0 VISCOSITY: 48 sec/qt pH: 9.9
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4.6 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 142.68782 gal/min PLAST VISC: 17 cP SOLIDS:21 GAS TYPE:

PUMP PRESSURE: OFF BTM: 1382 psi ON BTM: 0 psi YIELD PT: 21 Ib/100 ft2 OIL: 5 GAS RATE: Ocu ft/min

- BIT INFORMATION -
MANFCT: Security TYPE: FX 64D IADC BIT GRADE: 1 / 1 / ER / A IX l I / ER / BHA

NOZZLES: 0.64 in2TFA

REASON FOR BHA CHANGE
ROP & BUILDRATES Co-Man Believed Mtr was damaged Mtr was in good condition and perfect operation

FORMATIONCHARACTERISTICS --
SAND STONE AND LIME STONE high background and connection gas

MWD COMMENTS - --
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James

MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.L.
1 PDC Bit Security 11816105 FX 64D 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 162 5.0 5.25 0 0 3 1/2" REG Box 3 1/2" IF Box 27.58 ft 28.58 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.07 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 62.98 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.41 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.55 ft

50 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1584.88 1680.43 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 2409.01 ft

(O.D. units are in; I.D. units are in; FNeck units are ft)

GENERAL INFORMATION -- MOTOR INFORMATION-
DATES RUN: 2012/04/02 TO 2012/04/05 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9455.00 ft ANGLE IN: 36.11 ° SERIAL #: 162 KICK PAD: No
DEPTH OUT: 9529.00 ft ANGLE OUT: 35.85 ° MODEL: 5.0 STABILIZER: No
DRILL HRS: 19.00 BUILD: -0.26

° LOBE CFG: 7/8 MOTOR HRS: 40.08
ORIENTING HRS: 19.00 HOLE MADE: 74.00 ft BIT TO BEND:4.84
ROTATING HRS: 0.00 AVG R.O.P.: 3.89 ft/hr

- PUMP INFORMATION- - MUDINFORMATION
PUMPS PUMP 1 PUMP 2 PUMP 3 MUD TYPE: GelGypsum LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 13.4 Ib/gal TEMP: 170 °F

S.P.M.: 60 0 0 VISCOSITY: 48 sec/qt pH: 9.9
STROKE VOLUME: 2.4267 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4.6 cc/30min SAND: 0.1 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 142.68782 gal/min PLAST VISC: 17 cP SOLIDS:21 GAS TYPE:

PUMP PRESSURE: OFF BTM: 1382 psi ON BTM: 0 psi YIELD PT: 21 Ib/100 ft2 OIL: 5 GAS RATE: Ocu ft/min

- BIT INFORMATION -
MANFCT: Security TYPE: FX 64D IADC BIT GRADE: 1 / 1 / ER / A IX l I / ER / BHA

NOZZLES: 0.64 in2TFA

REASON FOR BHA CHANGE
ROP & BUILDRATES Co-Man Believed Mtr was damaged Mtr was in good condition and perfect operation

FORMATIONCHARACTERISTICS --
SAND STONE AND LIME STONE high background and connection gas

MWD COMMENTS - --
MWD PERFORMED AS EXPECTED

SIDETRACKING PROCEDURE COMMENTS
N/A
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gdg BHA 7 - Curve Section
RUN SUMMARY - --

recived lower then expected build rates allowing us to have a 100% slide percentage we have mechanical issues making slidingdifficultand thus ineffective. Formation conditions were good.
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gdg BHA 7 - Curve Section
RUN SUMMARY - --

recived lower then expected build rates allowing us to have a 100% slide percentage we have mechanical issues making slidingdifficultand thus ineffective. Formation conditions were good.
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BHA Report Drilling ServicesWeatherford°
BHA 8 - Curve Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 Tri-Cone Bit Smith PX1042 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 050 7/8 2.4 5.25 0 1.65 3 1/2" REG Pin 3 1/2" IF Box 27.93 ft 28.93 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.42 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 63.33 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 O 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.76 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.90 ft

24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 824.48 ft
41 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1299.60 2124.08 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 2125.49 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" IF Box 21.62 ft 2147.11 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 2149.79 ft

(O.D. units are in; 1.D. units are in; FNeck units are ft)

- GENERAL INFORMATION - ------ - MOTOR INFORMATION
DATES RUN: 2012/04/05 TO 2012/04/09 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9529.00 ft ANGLE IN: 38.44 ° SERIAL #: 050 KICK PAD: No
DEPTH OUT: 9714.00 ft ANGLE OUT: 55.26 ° MODEL: 7/8 2.4 STABILIZER: No
DRILL HRS: 56.08 BUILD: 16.82 ° LOBE CFG: 7/8 MOTOR HRS: 69.00
ORIENTING HRS: 53.00 HOLE MADE: 185.00 ft BIT TO BEND: 4.8
ROTATING HRS: 3.08 AVG R.O.P.: 3.30 ft/hr

- PUMP INFORMATION ---- - MUDINFORMATION -
PUMPS PUMP 1 PUMP 2 PUMP 3 MUDTYPE: Gelchem LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 14.5 lb/gal TEMP: 177 °F

S.P.M.: 100 0 0 VISCOSITY: 46 sec/qt pH: 10
STROKE VOLUME: 2.5033 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4 cc/30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 245.32292 gal/min PLAST VISC: 28 cP SOLIDS:23 GAS TYPE:
PUMP PRESSURE: OFF BTM: 3300 psi ON BTM: 3450 psi YIELD PT: 20 lb/100 ft2 OIL: 0.75 GAS RATE: O cu ft/min

- BIT INFORMATION
MANFCT: Smith TYPE: XR20T lADC BIT GRADE: 1 / 1 / ER / A / E / I / ER / DSF

NOZZLES: 0.588 in2 TFA

-REASON FOR BHA CHANGE
Pressure Loss Down Hole

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE high background and connection gas.

-MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 Tri-Cone Bit Smith PX1042 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 050 7/8 2.4 5.25 0 1.65 3 1/2" REG Pin 3 1/2" IF Box 27.93 ft 28.93 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.42 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 63.33 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 O 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.76 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.90 ft

24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 824.48 ft
41 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1299.60 2124.08 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 2125.49 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" IF Box 21.62 ft 2147.11 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 2149.79 ft

(O.D. units are in; 1.D. units are in; FNeck units are ft)

- GENERAL INFORMATION - ------ - MOTOR INFORMATION
DATES RUN: 2012/04/05 TO 2012/04/09 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9529.00 ft ANGLE IN: 38.44 ° SERIAL #: 050 KICK PAD: No
DEPTH OUT: 9714.00 ft ANGLE OUT: 55.26 ° MODEL: 7/8 2.4 STABILIZER: No
DRILL HRS: 56.08 BUILD: 16.82 ° LOBE CFG: 7/8 MOTOR HRS: 69.00
ORIENTING HRS: 53.00 HOLE MADE: 185.00 ft BIT TO BEND: 4.8
ROTATING HRS: 3.08 AVG R.O.P.: 3.30 ft/hr

- PUMP INFORMATION ---- - MUDINFORMATION -
PUMPS PUMP 1 PUMP 2 PUMP 3 MUDTYPE: Gelchem LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 14.5 lb/gal TEMP: 177 °F

S.P.M.: 100 0 0 VISCOSITY: 46 sec/qt pH: 10
STROKE VOLUME: 2.5033 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4 cc/30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 245.32292 gal/min PLAST VISC: 28 cP SOLIDS:23 GAS TYPE:
PUMP PRESSURE: OFF BTM: 3300 psi ON BTM: 3450 psi YIELD PT: 20 lb/100 ft2 OIL: 0.75 GAS RATE: O cu ft/min

- BIT INFORMATION
MANFCT: Smith TYPE: XR20T lADC BIT GRADE: 1 / 1 / ER / A / E / I / ER / DSF

NOZZLES: 0.588 in2 TFA

-REASON FOR BHA CHANGE
Pressure Loss Down Hole

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE high background and connection gas.

-MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 Tri-Cone Bit Smith PX1042 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 050 7/8 2.4 5.25 0 1.65 3 1/2" REG Pin 3 1/2" IF Box 27.93 ft 28.93 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.42 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 63.33 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 O 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.76 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.90 ft

24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 824.48 ft
41 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1299.60 2124.08 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 2125.49 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" IF Box 21.62 ft 2147.11 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 2149.79 ft

(O.D. units are in; 1.D. units are in; FNeck units are ft)

- GENERAL INFORMATION - ------ - MOTOR INFORMATION
DATES RUN: 2012/04/05 TO 2012/04/09 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9529.00 ft ANGLE IN: 38.44 ° SERIAL #: 050 KICK PAD: No
DEPTH OUT: 9714.00 ft ANGLE OUT: 55.26 ° MODEL: 7/8 2.4 STABILIZER: No
DRILL HRS: 56.08 BUILD: 16.82 ° LOBE CFG: 7/8 MOTOR HRS: 69.00
ORIENTING HRS: 53.00 HOLE MADE: 185.00 ft BIT TO BEND: 4.8
ROTATING HRS: 3.08 AVG R.O.P.: 3.30 ft/hr

- PUMP INFORMATION ---- - MUDINFORMATION -
PUMPS PUMP 1 PUMP 2 PUMP 3 MUDTYPE: Gelchem LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 14.5 lb/gal TEMP: 177 °F

S.P.M.: 100 0 0 VISCOSITY: 46 sec/qt pH: 10
STROKE VOLUME: 2.5033 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4 cc/30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 245.32292 gal/min PLAST VISC: 28 cP SOLIDS:23 GAS TYPE:
PUMP PRESSURE: OFF BTM: 3300 psi ON BTM: 3450 psi YIELD PT: 20 lb/100 ft2 OIL: 0.75 GAS RATE: O cu ft/min

- BIT INFORMATION
MANFCT: Smith TYPE: XR20T lADC BIT GRADE: 1 / 1 / ER / A / E / I / ER / DSF

NOZZLES: 0.588 in2 TFA

-REASON FOR BHA CHANGE
Pressure Loss Down Hole

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE high background and connection gas.

-MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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BHA Report Drilling ServicesWeatherford°
BHA 8 - Curve Section

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LEN
1 Tri-Cone Bit Smith PX1042 XR20T 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 Drilling Motor Hunting 050 7/8 2.4 5.25 0 1.65 3 1/2" REG Pin 3 1/2" IF Box 27.93 ft 28.93 ft
1 AES MUELSHOE SWBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.42 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.91 ft 63.33 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 O 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.76 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 95.90 ft

24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 824.48 ft
41 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 1299.60 2124.08 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 2125.49 ft
1 Agitator&ShockSub 2 4.93752.3125 0 3 1/2" IF Pin 3 1/2" IF Box 21.62 ft 2147.11 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 2149.79 ft

(O.D. units are in; 1.D. units are in; FNeck units are ft)

- GENERAL INFORMATION - ------ - MOTOR INFORMATION
DATES RUN: 2012/04/05 TO 2012/04/09 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9529.00 ft ANGLE IN: 38.44 ° SERIAL #: 050 KICK PAD: No
DEPTH OUT: 9714.00 ft ANGLE OUT: 55.26 ° MODEL: 7/8 2.4 STABILIZER: No
DRILL HRS: 56.08 BUILD: 16.82 ° LOBE CFG: 7/8 MOTOR HRS: 69.00
ORIENTING HRS: 53.00 HOLE MADE: 185.00 ft BIT TO BEND: 4.8
ROTATING HRS: 3.08 AVG R.O.P.: 3.30 ft/hr

- PUMP INFORMATION ---- - MUDINFORMATION -
PUMPS PUMP 1 PUMP 2 PUMP 3 MUDTYPE: Gelchem LIQUID BASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 14.5 lb/gal TEMP: 177 °F

S.P.M.: 100 0 0 VISCOSITY: 46 sec/qt pH: 10
STROKE VOLUME: 2.5033 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4 cc/30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 245.32292 gal/min PLAST VISC: 28 cP SOLIDS:23 GAS TYPE:
PUMP PRESSURE: OFF BTM: 3300 psi ON BTM: 3450 psi YIELD PT: 20 lb/100 ft2 OIL: 0.75 GAS RATE: O cu ft/min

- BIT INFORMATION
MANFCT: Smith TYPE: XR20T lADC BIT GRADE: 1 / 1 / ER / A / E / I / ER / DSF

NOZZLES: 0.588 in2 TFA

-REASON FOR BHA CHANGE
Pressure Loss Down Hole

FORMATIONCHARACTERISTICS
SAND STONE AND LIME STONE high background and connection gas.

-MWD COMMENTS -
MWD PERFORMED AS EXPECTED
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BHA 8 - Curve Section

-SIDETRACKING PROCEDURE COMMENTS- -- --

N/A

-RUN SUMMARY-
-- --

recived expected build rates allowing us to have a 90% slide and10% rotate percentage we have mechanical issues making
sliding difficult and thus ineffective. Formation conditions were good.
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sliding difficult and thus ineffective. Formation conditions were good.
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-SIDETRACKING PROCEDURE COMMENTS- -- --

N/A

-RUN SUMMARY-
-- --

recived expected build rates allowing us to have a 90% slide and10% rotate percentage we have mechanical issues making
sliding difficult and thus ineffective. Formation conditions were good.

Printed: 2012/08/28 4:05:56 PM File #4025673-20120306 - BHA Report Page



BHA Report Drilling Services

I ggig¶ BHA 9 - Curve Section
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene

BHA SURVEY TYPE: Positive Pulse MWD HOLE SIZE: 6.125 in

QTY COMPONENT MANFCT. SERIAL # MODEL O.D. I.D. F.N. BOT. CONN. TOP CONN. LEN. C.LE
1 Tri-Cone Bit Hughes 5206236 STX1 6.125 0 0 3 1/2" REG Pin 1.00 ft 1.00 ft
1 DrillingMotor Hunting 067 5.1 0 0 3 1/2" REG 3 1/2" IF 28.16 ft 29.16 ft
1 AES MUELSHOE SillBitherford 475-37908 4.78 0 0 3 1/2" IF Pin 3 1/2" IF Box 3.49 ft 32.65 ft
1 NMDC Weatherford 45395 4.6 2.75 0 3 1/2" IF Pin 3 1/2" lF Box 30.91 ft 63.56 ft
1 Flex NMDC Weatherford 500-21494 4.86 2.75 0 3 1/2" IF Pin 3 1/2" IF Box 30.43 ft 93.99 ft
1 X/O Sub Weatherford SD108348 4.75 2.25 0 3 1/2" IF Pin XT-39 Box 2.14 ft 96.13 ft

10 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 316.98 ft 413.11 ft
24 HWDP 4 2.6875 0 4 XT39 Pin 4 XT39 Box 728.58 ft 1141.69 ft
27 Push Pipe Rig XT39 0 0 0 4 "XT39 Pin 4 "XT39 Box 855.84 ft 1997.53 ft
1 X/O Sub 2 4.875 0 0 4 "XT39 Pin 3 1/2" IF Box 1.41 ft 1998.94 ft
1 AGITATOR&SHOCKSUB 15547358 4.76 2.3125 0 3 1/2" IF Pin 3 1/2" IF Box 20.71 ft 2019.65 ft
1 X/O Sub 1 4.875 0 0 3 1/2" IF Pin 4 "XT39 Box 2.68 ft 2022.33 ft

(O.D. units are in; l.D. units are in; FNeck units areft)
- GENERAL INFORMATIOR----- - - MOTOR INFORMATION -
DATES RUN: 2012/04/09 TO 2012/04/10 MANFCT. Hunting SETTING: 2.12 °

DEPTH IN: 9714.00 ft ANGLE IN: 0.00 ° SERIAL #: 067 KICK PAD: No
DEPTH OUT: 9727.00 ft ANGLE OUT: 0.00 ° MODEL: STABILIZER: No
DRILL HRS: 3.25 BUILD: 0.00 ° LOBE CFG: 7/8 MOTOR HRS: 3.42
ORIENTING HRS: 2.92 HOLE MADE: 13.00 ft BIT TO BEND: 4.84
ROTATING HRS: 0.33 AVG R.O.P.: 4.00 ft/hr

- PUMP INFORMATION - --- MUDINFORMATION -
PUMPS PUMP 1 PUMP 2 PUMP 3 MUDTYPE: Gelchem LIQUIDBASE:Water
EFFICIENCY: 98.0% 95.0% 100.0% DENSITY: 14.5 lb/gal TEMP: 177 °F

S.P.M.: 95 0 0 VISCOSITY: 50 sec/qt pH: 10
STROKE VOLUME: 2.5033 gallstk 0.0 gallstk 0.0 gallstk WTR LOSS: 4.5 cc/30min SAND: 0.25 LIQUID RATE:0 gal/min
TOTAL FLOW RATE: 233.05677 gal/min PLAST VISC: 39 cP SOLIDS:23 GAS TYPE:
PUMP PRESSURE: OFF BTM:3435 psi ON BTM: 3525 psi YIELD PT: 19 Ib/100 ft2 OIL: 0.25 GAS RATE: O cu ft/min

- BIT INFORMATION---
MANFCT: Hughes TYPE: STX1 IADC BIT GRADE: ? / ? / ? / ? / ? / ? / ? / ?

NOZZLES: 0.589 in2 TFA

-REASON FOR BHA CHANGE --

-FORMATION CHARACTERISTICS

-MWD COMMENT&-
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Daily Activity Report orillingservices
v4.2 3981

-r; I Day 1 - 2012/03/06
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey
DIR Trainee: David Strong

GROUND ELEV: 5404.6 fl START DEPTH: 991.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 0.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (Allunits are imperial.)
TOTAL COST: USD$0.00

TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS IDPTH BH
00:00-13:00 Travel To Job 13.00 991 n/a 18:00-24:00 Pressure Test 6.00 0 n/a
13:00-18:00 Nipple Up BOPs 5.00 0 n/a 0.00

TIMESUMMARY(hp): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION: -- - -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - -- - --
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: O Ib/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL OI10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUIDBASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - - -
Travel to job / Nipple up Bop's

CUSTOMER SIGNATURE:
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LIQUIDBASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - - -
Travel to job / Nipple up Bop's

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:42 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report orillingservices
v4.2 3981

-r; I Day 1 - 2012/03/06
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey
DIR Trainee: David Strong

GROUND ELEV: 5404.6 fl START DEPTH: 991.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 0.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (Allunits are imperial.)
TOTAL COST: USD$0.00

TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS IDPTH BH
00:00-13:00 Travel To Job 13.00 991 n/a 18:00-24:00 Pressure Test 6.00 0 n/a
13:00-18:00 Nipple Up BOPs 5.00 0 n/a 0.00

TIMESUMMARY(hp): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION: -- - -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - -- - --
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: O Ib/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL OI10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUIDBASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - - -
Travel to job / Nipple up Bop's

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:42 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 2 - 2012/03/07
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 0.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 991.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Standby (Alluníts are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-14:00 Pressure Test 14.00 991 n/a 14:00-24:00 Rig Repair 10.00 991 n/a

TIME SUMMARY(hp): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---- --- --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -- -- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3,4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - --
MUD TYPE: Brine or Salt VISC: 28 sec/qt WTR LOSS: 14 cc/30min PV: 8 cP YP: 6 Ib/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 8.00 lb/100 fta SAND: 0.15 SOLIDS: 1 OIL: 0 TEMP: 88 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS:

Pressure Test BOP's Rig Crew Failed to Install O-Ring in BOP have to nipple down and replace and Nipple Back up.Flow line full of cement replace flow
line

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
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Day 2 - 2012/03/07
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 0.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 991.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Standby (Alluníts are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-14:00 Pressure Test 14.00 991 n/a 14:00-24:00 Rig Repair 10.00 991 n/a

TIME SUMMARY(hp): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---- --- --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -- -- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3,4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - --
MUD TYPE: Brine or Salt VISC: 28 sec/qt WTR LOSS: 14 cc/30min PV: 8 cP YP: 6 Ib/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 8.00 lb/100 fta SAND: 0.15 SOLIDS: 1 OIL: 0 TEMP: 88 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS:

Pressure Test BOP's Rig Crew Failed to Install O-Ring in BOP have to nipple down and replace and Nipple Back up.Flow line full of cement replace flow
line

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
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Day 2 - 2012/03/07
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 0.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 991.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Standby (Alluníts are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-14:00 Pressure Test 14.00 991 n/a 14:00-24:00 Rig Repair 10.00 991 n/a

TIME SUMMARY(hp): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---- --- --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -- -- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3,4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - --
MUD TYPE: Brine or Salt VISC: 28 sec/qt WTR LOSS: 14 cc/30min PV: 8 cP YP: 6 Ib/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 8.00 lb/100 fta SAND: 0.15 SOLIDS: 1 OIL: 0 TEMP: 88 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS:

Pressure Test BOP's Rig Crew Failed to Install O-Ring in BOP have to nipple down and replace and Nipple Back up.Flow line full of cement replace flow
line

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 2 - 2012/03/07
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 0.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 991.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Standby (Alluníts are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-14:00 Pressure Test 14.00 991 n/a 14:00-24:00 Rig Repair 10.00 991 n/a

TIME SUMMARY(hp): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---- --- --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -- -- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 6.00 in STROKE VOL.: 3,4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - --
MUD TYPE: Brine or Salt VISC: 28 sec/qt WTR LOSS: 14 cc/30min PV: 8 cP YP: 6 Ib/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 8.00 lb/100 fta SAND: 0.15 SOLIDS: 1 OIL: 0 TEMP: 88 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS:

Pressure Test BOP's Rig Crew Failed to Install O-Ring in BOP have to nipple down and replace and Nipple Back up.Flow line full of cement replace flow
line

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 3 - 2012/03/08
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 991.0 ft PROGRESS: 194.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 1185.0 ft AVG. ROP.: 97.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIMF DAILY ACTIVITY HRS DPTH BH
00:00-05:00 Rig Repair 5 00 991 n/a 21:10 21:20 Rotating With Motor 0 17 1061 i 1 i
05:00-07:15 PU Directional Tools 2 25 991 1 21:20-21:30 Cire & Accumulate Surveys 0 17 1061 1
0 5-16 00 Rig Repair 8 6 991 1 21:30-21:40 Rotating With Motor 0 1070 1
Koiiissooni ouisit Shoe ÃCmn 2 50 99 1 0 22 00 atÏrg See Òomments D O 0 33 Oi0
18:30-18:50 Rotating With Motor 0 33 999.68 1 22:00-22:20 Rotating With Motor 0 33 1123 1

8 0 19 0 Circ &Accumulate Surveys 0 3 999 8 1 -2 CiÃÀccumulamSurveys 0 17 1 23 1
19 10-19: Rotating With Motor 0 08 1001 1 22:30-23:15 Work On MWD 0 75 1123 1

15-20:30 Pressure Test - FIT TEST 1.25 1001 1 23:15-23:40 Rotating With Motor 0 42 1 85 1
20:30-21:00 Rotating With Motor 0.50 1030 1 23:40-24:00 Circ & Accumulate Surveys O 33 1185 1
21:00-21:10 Circ & Accumulate Surveys 0.17 1030 0

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 2.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 1.084 ft-Ib STRING WEIGHT 68000 lbs
TIME DRILL: 0.00 ROTATING HRS: 2.00 MOTOR HRS: 6.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 6000 Ibf
CIRC: 4.00 ROTARY DRILL: 0.00 OTHER: 18.00 RPM (ROTARY): 60 rpm DRAG UP: 65000 Ibf
MOTOR HRS: 6.00 DRILL HRS: 2.00 TOTAL HRS: 24.00 RPM (MOTOR): 154 rpm DRAG DN: 70000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:6 MTR HRS TO DATE:6
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

PUMP PARAMETERS

PRESSURE ON BTM: 1645 PRESSURE OFF BTM:1276 TOTAL FLOW RATE: 573.26 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 85.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 85.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD -
MUD TYPE: Brine or Salt VISC: 41 sec/qt WTR LOSS: 4.8 cc/30min PV: 14 cP YP: 10 lb/100 fF pH: 10
DENSITY: 9.4 lb/gal GEL 0/10: 8.00 lb/100 ft2 SAND: 0.25 SOLIDS: 12 OIL: 2 TEMP: 60 °F

LIQUID BASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - ---
Repair Flow Line P/U Tools Trip to shoe and wait for rig to repair pump engine.Drill out œment fit test drill from 991 to 1185

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 3 - 2012/03/08
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 991.0 ft PROGRESS: 194.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 1185.0 ft AVG. ROP.: 97.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIMF DAILY ACTIVITY HRS DPTH BH
00:00-05:00 Rig Repair 5 00 991 n/a 21:10 21:20 Rotating With Motor 0 17 1061 i 1 i
05:00-07:15 PU Directional Tools 2 25 991 1 21:20-21:30 Cire & Accumulate Surveys 0 17 1061 1
0 5-16 00 Rig Repair 8 6 991 1 21:30-21:40 Rotating With Motor 0 1070 1
Koiiissooni ouisit Shoe ÃCmn 2 50 99 1 0 22 00 atÏrg See Òomments D O 0 33 Oi0
18:30-18:50 Rotating With Motor 0 33 999.68 1 22:00-22:20 Rotating With Motor 0 33 1123 1

8 0 19 0 Circ &Accumulate Surveys 0 3 999 8 1 -2 CiÃÀccumulamSurveys 0 17 1 23 1
19 10-19: Rotating With Motor 0 08 1001 1 22:30-23:15 Work On MWD 0 75 1123 1

15-20:30 Pressure Test - FIT TEST 1.25 1001 1 23:15-23:40 Rotating With Motor 0 42 1 85 1
20:30-21:00 Rotating With Motor 0.50 1030 1 23:40-24:00 Circ & Accumulate Surveys O 33 1185 1
21:00-21:10 Circ & Accumulate Surveys 0.17 1030 0

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 2.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 1.084 ft-Ib STRING WEIGHT 68000 lbs
TIME DRILL: 0.00 ROTATING HRS: 2.00 MOTOR HRS: 6.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 6000 Ibf
CIRC: 4.00 ROTARY DRILL: 0.00 OTHER: 18.00 RPM (ROTARY): 60 rpm DRAG UP: 65000 Ibf
MOTOR HRS: 6.00 DRILL HRS: 2.00 TOTAL HRS: 24.00 RPM (MOTOR): 154 rpm DRAG DN: 70000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:6 MTR HRS TO DATE:6
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

PUMP PARAMETERS

PRESSURE ON BTM: 1645 PRESSURE OFF BTM:1276 TOTAL FLOW RATE: 573.26 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 85.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 85.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD -
MUD TYPE: Brine or Salt VISC: 41 sec/qt WTR LOSS: 4.8 cc/30min PV: 14 cP YP: 10 lb/100 fF pH: 10
DENSITY: 9.4 lb/gal GEL 0/10: 8.00 lb/100 ft2 SAND: 0.25 SOLIDS: 12 OIL: 2 TEMP: 60 °F

LIQUID BASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - ---
Repair Flow Line P/U Tools Trip to shoe and wait for rig to repair pump engine.Drill out œment fit test drill from 991 to 1185
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V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 3 - 2012/03/08
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 991.0 ft PROGRESS: 194.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 1185.0 ft AVG. ROP.: 97.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIMF DAILY ACTIVITY HRS DPTH BH
00:00-05:00 Rig Repair 5 00 991 n/a 21:10 21:20 Rotating With Motor 0 17 1061 i 1 i
05:00-07:15 PU Directional Tools 2 25 991 1 21:20-21:30 Cire & Accumulate Surveys 0 17 1061 1
0 5-16 00 Rig Repair 8 6 991 1 21:30-21:40 Rotating With Motor 0 1070 1
Koiiissooni ouisit Shoe ÃCmn 2 50 99 1 0 22 00 atÏrg See Òomments D O 0 33 Oi0
18:30-18:50 Rotating With Motor 0 33 999.68 1 22:00-22:20 Rotating With Motor 0 33 1123 1

8 0 19 0 Circ &Accumulate Surveys 0 3 999 8 1 -2 CiÃÀccumulamSurveys 0 17 1 23 1
19 10-19: Rotating With Motor 0 08 1001 1 22:30-23:15 Work On MWD 0 75 1123 1

15-20:30 Pressure Test - FIT TEST 1.25 1001 1 23:15-23:40 Rotating With Motor 0 42 1 85 1
20:30-21:00 Rotating With Motor 0.50 1030 1 23:40-24:00 Circ & Accumulate Surveys O 33 1185 1
21:00-21:10 Circ & Accumulate Surveys 0.17 1030 0

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 2.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 1.084 ft-Ib STRING WEIGHT 68000 lbs
TIME DRILL: 0.00 ROTATING HRS: 2.00 MOTOR HRS: 6.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 6000 Ibf
CIRC: 4.00 ROTARY DRILL: 0.00 OTHER: 18.00 RPM (ROTARY): 60 rpm DRAG UP: 65000 Ibf
MOTOR HRS: 6.00 DRILL HRS: 2.00 TOTAL HRS: 24.00 RPM (MOTOR): 154 rpm DRAG DN: 70000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:6 MTR HRS TO DATE:6
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

PUMP PARAMETERS

PRESSURE ON BTM: 1645 PRESSURE OFF BTM:1276 TOTAL FLOW RATE: 573.26 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 85.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 85.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD -
MUD TYPE: Brine or Salt VISC: 41 sec/qt WTR LOSS: 4.8 cc/30min PV: 14 cP YP: 10 lb/100 fF pH: 10
DENSITY: 9.4 lb/gal GEL 0/10: 8.00 lb/100 ft2 SAND: 0.25 SOLIDS: 12 OIL: 2 TEMP: 60 °F

LIQUID BASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - ---
Repair Flow Line P/U Tools Trip to shoe and wait for rig to repair pump engine.Drill out œment fit test drill from 991 to 1185

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 4 - 2012/03/09
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 1185.0 ft PROGRESS: 1923.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 3108.0 ft AVG. ROP.: 104.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00À5Rotating With Motor O 58 1247 1 10:45-1 45 Rotating With Motor 00 2115 1
0À35-00:45Circ & Accumulate Surveys 0 17 124 1 11 45-12 00 Circ & Accumulate Surveys 0 2 2 5 1
00:45-01:15 Rotating With Motor 0 50 1309 1 12:00-12:30 Orienting With Motor - 10 @27m 0 50 2125 1
01 15-01:30 Circ &Accumulate Surveys 0 25 130 1 2 0-13 5 Rotating With Motor 0 75 2239 1
01:30-02:00 Rotating With Motor 0 50 1371 1 13:15-13:30 Circ &Accumulate Surveys 0 25 2239 1
02 00-0 Circ &Accurnulate Surv s 0 5 1371 1 13 30 4:30 Rotating With Motor 00 2363 1
02:15 02 45 Rotating Wi Motor 0 50 1433 1 14:3 14 45 Circ &ÀccumulateSurveys 0 25 236i 1
02: -03 0 Circ &Accumulate Surveys O 33 143 14:45-1ÑOO Rotating With Motor 1 25 2487
03:05-04:00 Rotating With Motor 0 92 1495 1 16:00-16:15 Circ &Accumulate Surveys 0 25 2487 1
04:00-04 20 Circ & Accumulate Surveys 1495 1 17:50 ng Wi Motor 58 2611 1
04:20-05:20 Rotating With Motor 1 00 1557 1 17:50-18:05 Circ & Accumulate Surveys 0 25 2611 1

5 0 0 35 Circ &Accumulate Surveys O 5 1557 18:05-1 otating WiŠotor 1 08 2736
05 35-06:35 Rotating With Motor 1 00 1619 1 19:10-19:30 Circ & Accumulate Surveys O 33 2736 1
06:35-07:30 Rig Service 0 92 9 1 19:30-20 35 Rotating With Motor 1 08 2860 1
07:30-07:45 Circ & Accumulate Surveys 0 25 1619 1 20:35-20:45 Circ &Accumulate Surveys 0.17 2860 1
07:45-08:15 Rotating With Motor 0 50 1743 1 20:45-21:2 Orienting With Motor 0.67 2870 1
08 08 0 Circ & Accumulate &arveys 0 25 1 3 1 21:25-22:30 Rotating With Motor

.08 298
08 30-09 30 Rotating With Motor 1 00 1867 1 22:30-22:40 Circ & Accumulate Surveys 0.17 2984 1
09:30-09:45 Circ & Accumulate Surveys O 25 1867 1 22:40-23:45 Rotating With Motor 1.08 3108 1
09:45-10 30 Rotating With Motor 0 75 1 1991 1 23:45-24¾ Circ & Accumulate Surveys 0 3108
10:30-10:45 Circ &Accumulate Surveys 0 25 1991 1 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 18.33 ORIENTING HRS: 1.17 ROTARY DRILL: 0.00 ROTARY TORQUE: 5.446 ft-Ib STRING WEIGHT 93000 lbs
TIME DRILL: 0.00 ROTATING HRS: 17.17 MOTOR HRS: 23.08 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 5000 Ibf
CIRC: 4.75 ROTARY DRILL: 0.00 OTHER: 0.92 RPM (ROTARY): 60 rpm DRAG UP: 93000 lbf
MOTOR HRS: 23.08 DRILL HRS: 18.33 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 93000 lbf

BHA I MOTOR I BIT INFORMATION:
BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 23.0833333MBB3tRS TO DATE:29.08333333333
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:1/1/NO/A/X/l/NO/DTF
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FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA
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.08 298
08 30-09 30 Rotating With Motor 1 00 1867 1 22:30-22:40 Circ & Accumulate Surveys 0.17 2984 1
09:30-09:45 Circ & Accumulate Surveys O 25 1867 1 22:40-23:45 Rotating With Motor 1.08 3108 1
09:45-10 30 Rotating With Motor 0 75 1 1991 1 23:45-24¾ Circ & Accumulate Surveys 0 3108
10:30-10:45 Circ &Accumulate Surveys 0 25 1991 1 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 18.33 ORIENTING HRS: 1.17 ROTARY DRILL: 0.00 ROTARY TORQUE: 5.446 ft-Ib STRING WEIGHT 93000 lbs
TIME DRILL: 0.00 ROTATING HRS: 17.17 MOTOR HRS: 23.08 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 5000 Ibf
CIRC: 4.75 ROTARY DRILL: 0.00 OTHER: 0.92 RPM (ROTARY): 60 rpm DRAG UP: 93000 lbf
MOTOR HRS: 23.08 DRILL HRS: 18.33 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 93000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 23.0833333MBB3tRS TO DATE:29.08333333333
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:1/1/NO/A/X/l/NO/DTF
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1 ÀÔ Day 4 - 2012/03/09
PUMP PARAMETERS -

PRESSURE ON BTM: 1950 PRESSURE OFF BTM:1500 TOTAL FLOW RATE: 539.53 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 80.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 80.00 LINER: 6 00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD - - -- - - -
MUDTYPE: Brine or Salt VISC: 28 sec/qt WTR LOSS: 14 ccl30min PV: 1 cP YP: 1 Ib/100 ft2 pH: 9.5
DENSITY: 8.8 Ib/gal GEL 0/10: 1.00 Ib/100 ft2 SAND: 1 SOLIDS: 1 OIL: 0 TEMP: 78 °F
LIQUIDBASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: - -- - -
Drlg F/1185-TO 3108

CUSTOMER SIGNATURE:
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Day 5 - 2012/03/10
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 3108.0 ft PROGRESS: 656.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 3764.0 ft AVG. ROP.: 87.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÁ
00:00-01:05 Rotating With Motor 1.08 3232 1 19:00-19:30 Gamma Rerun 0.50 3512 2
01:05-01:15 Circ & Accumulate Surveys 0.17 3232 1 19:30-20:35 Rotating With Motor 1.08 3606 2
01:15-02:25 Rotating With Motor 1.17 3356 1 20:35-20:45 Circ &Accumulate Surveys 0.17 3606 2
02:25-02:35 Circ &Accumulate Surveys 0.17 3356 1 20:45-21:30 Work on Pumps 0.75 3606 2
02:35-04:10 Rotating With Motor 1.58 3481 1 21:30-22:10 Rotating With Motor 0.67 3669 2
04:10-04:50 Work On MWD 0.67 3481 1 22:10-23:35 Orienting With Motor 1.42 3679 2
04:50-05:05 Rotating With Motor 0.25 3512 1 2Ñ35-2 Rotating With Motor -0 25 3731 2
05:05-06:05 Work On MWD 1.00 3512 1 23 20 &Accumulate Surveys 0.17 3731 2
06:05-13:00 POOH For MWD 6.92 3512 1 23:30-24:00 Rotating With Motor 0.50 3764 2
200 0 RIH With Directional 6.00 51 2 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 7.50 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.688 ft-Ib STRING WEIGHT 106000 lbs
TIME DRILL: 0.00 ROTATING HRS: 4.08 MOTOR HRS: 8.17 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 12.92 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 8000 lbf
CIRC: 0.67 ROTARY DRILL: 0.00 OTHER: 2.92 RPM (ROTARY): 60 rpm DRAG UP: 106000 lbf
MOTOR HRS: 8.17 DRILL HRS: 7.50 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 106000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:4.41666666MESTRS TO DATE:33.5
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 3.75 MTR HRS TO DATE:37.25
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1950 PRESSURE OFF BTM:1500 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: Water VISC: 29 sec/qt WTR LOSS: 14 cc/30min PV: 2 cP YP: 2 lb/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 1.00 lb/100 ft2 SAND: 0.05 SOLIDS: 1.5 OIL: 0 TEMP: 90 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min
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FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 3108.0 ft PROGRESS: 656.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 3764.0 ft AVG. ROP.: 87.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÁ
00:00-01:05 Rotating With Motor 1.08 3232 1 19:00-19:30 Gamma Rerun 0.50 3512 2
01:05-01:15 Circ & Accumulate Surveys 0.17 3232 1 19:30-20:35 Rotating With Motor 1.08 3606 2
01:15-02:25 Rotating With Motor 1.17 3356 1 20:35-20:45 Circ &Accumulate Surveys 0.17 3606 2
02:25-02:35 Circ &Accumulate Surveys 0.17 3356 1 20:45-21:30 Work on Pumps 0.75 3606 2
02:35-04:10 Rotating With Motor 1.58 3481 1 21:30-22:10 Rotating With Motor 0.67 3669 2
04:10-04:50 Work On MWD 0.67 3481 1 22:10-23:35 Orienting With Motor 1.42 3679 2
04:50-05:05 Rotating With Motor 0.25 3512 1 2Ñ35-2 Rotating With Motor -0 25 3731 2
05:05-06:05 Work On MWD 1.00 3512 1 23 20 &Accumulate Surveys 0.17 3731 2
06:05-13:00 POOH For MWD 6.92 3512 1 23:30-24:00 Rotating With Motor 0.50 3764 2
200 0 RIH With Directional 6.00 51 2 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 7.50 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.688 ft-Ib STRING WEIGHT 106000 lbs
TIME DRILL: 0.00 ROTATING HRS: 4.08 MOTOR HRS: 8.17 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 12.92 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 8000 lbf
CIRC: 0.67 ROTARY DRILL: 0.00 OTHER: 2.92 RPM (ROTARY): 60 rpm DRAG UP: 106000 lbf
MOTOR HRS: 8.17 DRILL HRS: 7.50 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 106000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:4.41666666MESTRS TO DATE:33.5
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 3.75 MTR HRS TO DATE:37.25
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1950 PRESSURE OFF BTM:1500 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: Water VISC: 29 sec/qt WTR LOSS: 14 cc/30min PV: 2 cP YP: 2 lb/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 1.00 lb/100 ft2 SAND: 0.05 SOLIDS: 1.5 OIL: 0 TEMP: 90 °F
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Day 5 - 2012/03/10
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA
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DIR Trainee: David Strong
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TOTAL COST: USD$0.00
WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÁ
00:00-01:05 Rotating With Motor 1.08 3232 1 19:00-19:30 Gamma Rerun 0.50 3512 2
01:05-01:15 Circ & Accumulate Surveys 0.17 3232 1 19:30-20:35 Rotating With Motor 1.08 3606 2
01:15-02:25 Rotating With Motor 1.17 3356 1 20:35-20:45 Circ &Accumulate Surveys 0.17 3606 2
02:25-02:35 Circ &Accumulate Surveys 0.17 3356 1 20:45-21:30 Work on Pumps 0.75 3606 2
02:35-04:10 Rotating With Motor 1.58 3481 1 21:30-22:10 Rotating With Motor 0.67 3669 2
04:10-04:50 Work On MWD 0.67 3481 1 22:10-23:35 Orienting With Motor 1.42 3679 2
04:50-05:05 Rotating With Motor 0.25 3512 1 2Ñ35-2 Rotating With Motor -0 25 3731 2
05:05-06:05 Work On MWD 1.00 3512 1 23 20 &Accumulate Surveys 0.17 3731 2
06:05-13:00 POOH For MWD 6.92 3512 1 23:30-24:00 Rotating With Motor 0.50 3764 2
200 0 RIH With Directional 6.00 51 2 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 7.50 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.688 ft-Ib STRING WEIGHT 106000 lbs
TIME DRILL: 0.00 ROTATING HRS: 4.08 MOTOR HRS: 8.17 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 12.92 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 8000 lbf
CIRC: 0.67 ROTARY DRILL: 0.00 OTHER: 2.92 RPM (ROTARY): 60 rpm DRAG UP: 106000 lbf
MOTOR HRS: 8.17 DRILL HRS: 7.50 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 106000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:4.41666666MESTRS TO DATE:33.5
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 3.75 MTR HRS TO DATE:37.25
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1950 PRESSURE OFF BTM:1500 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: Water VISC: 29 sec/qt WTR LOSS: 14 cc/30min PV: 2 cP YP: 2 lb/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 1.00 lb/100 ft2 SAND: 0.05 SOLIDS: 1.5 OIL: 0 TEMP: 90 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min
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06:05-13:00 POOH For MWD 6.92 3512 1 23:30-24:00 Rotating With Motor 0.50 3764 2
200 0 RIH With Directional 6.00 51 2 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 7.50 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.688 ft-Ib STRING WEIGHT 106000 lbs
TIME DRILL: 0.00 ROTATING HRS: 4.08 MOTOR HRS: 8.17 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 12.92 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 8000 lbf
CIRC: 0.67 ROTARY DRILL: 0.00 OTHER: 2.92 RPM (ROTARY): 60 rpm DRAG UP: 106000 lbf
MOTOR HRS: 8.17 DRILL HRS: 7.50 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 106000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 1 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:4.41666666MESTRS TO DATE:33.5
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:1/1/NO/AIX/l/NO/DTF

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 3.75 MTR HRS TO DATE:37.25
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1950 PRESSURE OFF BTM:1500 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: Water VISC: 29 sec/qt WTR LOSS: 14 cc/30min PV: 2 cP YP: 2 lb/100 ft2 pH: 9.4
DENSITY: 8.7 Ib/gal GEL 0/10: 1.00 lb/100 ft2 SAND: 0.05 SOLIDS: 1.5 OIL: 0 TEMP: 90 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min
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Daily Activity Report Drilling Services
v4.2 3981

Weatherford Day 5 - 2012/03/10
COMMENTS:

DRILL F/3108 TO 3512 4:10 am pulser flatlined drilled one jointblind RIH W/ Back Up Tool DRLG F/3512-TO 3764

CUSTOMER SIGNATURE:
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DRILL F/3108 TO 3512 4:10 am pulser flatlined drilled one jointblind RIH W/ Back Up Tool DRLG F/3512-TO 3764

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2 3981

Weatherford Day 5 - 2012/03/10
COMMENTS:

DRILL F/3108 TO 3512 4:10 am pulser flatlined drilled one jointblind RIH W/ Back Up Tool DRLG F/3512-TO 3764

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

I
ONOM°

Day 6 - 2012/03/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy ServicesJOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWDRIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 3764.0 ft PROGRESS: 1458.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 5222.0 ft AVG. ROP.: 82.5 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (All units are imperial)
TOTAL COST: USD$0.00

TIME DAILYACTIVITY HRS DPTI BHA TIME i DAILYACTIVITY HRS DPTH BH
00:00-00:50 Rotating With Motor 0.83 3856 2 11:00-11:30 Rotating With Motor 0.50 4660 2
00:50-01:00 Circ &Accumulate Surveys 0.17 3856 2 11:30-12:30 Work on Top Drive - Work on topdrive 1.00 4660 2
01:00-03:15 Rotating With Motor 2.25 3981 2 12:30-13:00 Rotating With Motor 0.50 4725 2
03:15-03:30 Circ &Accumulate Surveys 0.25 3981 2 13:00-13:15 Circ &Accumulate Surveys 0.25 4725 2
03:30-04:25 Rotating With Motor 0.92 4105 2 13:15-14:00 Orienting With Motor 0.75 4740 i 2
04:25-04:35 Circ &Accumulate Surveys 0.17 4105 2 14:00-15:30 Rotating With Motor 1.50 4849 2
04:35-05:40 Rotating With Motor 1.08 4229 2 15:30-15:45 Circ &Accumulate Surveys 0.25 4849 2
05:40-05:55 Circ &Accumulate Surveys 0.25 4229 2 15:45-17:15 Rig Repair - Work on #2 pump 1.50 4849 2
05:55-06:25 Orienting With Motor 0.50 4239 2 17:15-17:45 Orienting With Motor 0.50 4864 2
06:25-07:00 Rotating With Motor 0.58 4289 2 17:45-19:15 Rotating With Motor 1.50 4974 2
07:00-07:30 Rig Service 0.60 4289 2 19:15-19:30 Circ & Accumulate Surveys 0.25 i 4974 2
07:30-08:15 Rotating With Motor 0.75 4352 2 19:30-19:45 Orienting With Motor 0.25 4984 2
08:15-08:30 Circ &Accumulate Surveys 0.25 4352 2 19:45-21 30 Rotating With Motor 1.75 5098 2
08:30-09:30 Rotating With Motor 1.00 4477 2 21:30-21:45 Circ &Accumulate Surveys 0.25 5098 2
09:30-09:45 Circ &Accumulate Surveys 0.25 4477 2 21:45-23:15 Rotating With lÑotor 1,50 5222 2
09:45-10:45 Rotating With Motor 1.00 4800 2 23:15-23:30 Cire &Accumulate Surveys 0.25 5222 2
10:45-11:00 Circ &Accumulate Surveys 0.25 4606 2 23:30-23:30 Circ &Accumulate Surveys 0.00 5222 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 17.67 ORIENTING HRS: 2.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 5.104 ft-Ib STRING WEIGHT 106000 lbsTIME DRILL: 0.00 ROTATING HRS: 15.67 MOTOR HRS: 20.50 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING(LO): 3000 Ibf WOB ROTATE (LO): 14000 IbfCIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.00 RPM (ROTARY): 60 rpm DRAG UP: 106000 Ibf
MOTOR HRS: 20.50 DRILL HRS: 17.67 TOTAL HRS: 23.50 RPM (MOTOR): 148 rpm DRAG DN: 106000 Ibf

BHA I MOTOR / BIT INFORMATION:
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:20.5 MTR HRS TO DATE:57.75
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1894 PRESSURE OFF BTM:1526 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD - -
MUDTYPE: Water VISC: 27 sec/qt WTR LOSS: 30 cc/30min PV: 1 cP YP: 3 Ib/100 ft2 pH: 9
DENSITY: 8.9 lb/gal GEL 0/10: 1.00 Ib/100 fF SAND: 0 SOLIDS: 2 OIL: 0 TEMP: 78 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min
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Day 6 - 2012/03/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy ServicesJOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWDRIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 3764.0 ft PROGRESS: 1458.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 5222.0 ft AVG. ROP.: 82.5 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (All units are imperial)
TOTAL COST: USD$0.00

TIME DAILYACTIVITY HRS DPTI BHA TIME i DAILYACTIVITY HRS DPTH BH
00:00-00:50 Rotating With Motor 0.83 3856 2 11:00-11:30 Rotating With Motor 0.50 4660 2
00:50-01:00 Circ &Accumulate Surveys 0.17 3856 2 11:30-12:30 Work on Top Drive - Work on topdrive 1.00 4660 2
01:00-03:15 Rotating With Motor 2.25 3981 2 12:30-13:00 Rotating With Motor 0.50 4725 2
03:15-03:30 Circ &Accumulate Surveys 0.25 3981 2 13:00-13:15 Circ &Accumulate Surveys 0.25 4725 2
03:30-04:25 Rotating With Motor 0.92 4105 2 13:15-14:00 Orienting With Motor 0.75 4740 i 2
04:25-04:35 Circ &Accumulate Surveys 0.17 4105 2 14:00-15:30 Rotating With Motor 1.50 4849 2
04:35-05:40 Rotating With Motor 1.08 4229 2 15:30-15:45 Circ &Accumulate Surveys 0.25 4849 2
05:40-05:55 Circ &Accumulate Surveys 0.25 4229 2 15:45-17:15 Rig Repair - Work on #2 pump 1.50 4849 2
05:55-06:25 Orienting With Motor 0.50 4239 2 17:15-17:45 Orienting With Motor 0.50 4864 2
06:25-07:00 Rotating With Motor 0.58 4289 2 17:45-19:15 Rotating With Motor 1.50 4974 2
07:00-07:30 Rig Service 0.60 4289 2 19:15-19:30 Circ & Accumulate Surveys 0.25 i 4974 2
07:30-08:15 Rotating With Motor 0.75 4352 2 19:30-19:45 Orienting With Motor 0.25 4984 2
08:15-08:30 Circ &Accumulate Surveys 0.25 4352 2 19:45-21 30 Rotating With Motor 1.75 5098 2
08:30-09:30 Rotating With Motor 1.00 4477 2 21:30-21:45 Circ &Accumulate Surveys 0.25 5098 2
09:30-09:45 Circ &Accumulate Surveys 0.25 4477 2 21:45-23:15 Rotating With lÑotor 1,50 5222 2
09:45-10:45 Rotating With Motor 1.00 4800 2 23:15-23:30 Cire &Accumulate Surveys 0.25 5222 2
10:45-11:00 Circ &Accumulate Surveys 0.25 4606 2 23:30-23:30 Circ &Accumulate Surveys 0.00 5222 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 17.67 ORIENTING HRS: 2.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 5.104 ft-Ib STRING WEIGHT 106000 lbsTIME DRILL: 0.00 ROTATING HRS: 15.67 MOTOR HRS: 20.50 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING(LO): 3000 Ibf WOB ROTATE (LO): 14000 IbfCIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.00 RPM (ROTARY): 60 rpm DRAG UP: 106000 Ibf
MOTOR HRS: 20.50 DRILL HRS: 17.67 TOTAL HRS: 23.50 RPM (MOTOR): 148 rpm DRAG DN: 106000 Ibf

BHA I MOTOR / BIT INFORMATION:
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:20.5 MTR HRS TO DATE:57.75
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1894 PRESSURE OFF BTM:1526 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD - -
MUDTYPE: Water VISC: 27 sec/qt WTR LOSS: 30 cc/30min PV: 1 cP YP: 3 Ib/100 ft2 pH: 9
DENSITY: 8.9 lb/gal GEL 0/10: 1.00 Ib/100 fF SAND: 0 SOLIDS: 2 OIL: 0 TEMP: 78 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min
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Day 6 - 2012/03/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy ServicesJOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWDRIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 3764.0 ft PROGRESS: 1458.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 5222.0 ft AVG. ROP.: 82.5 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (All units are imperial)
TOTAL COST: USD$0.00

TIME DAILYACTIVITY HRS DPTI BHA TIME i DAILYACTIVITY HRS DPTH BH
00:00-00:50 Rotating With Motor 0.83 3856 2 11:00-11:30 Rotating With Motor 0.50 4660 2
00:50-01:00 Circ &Accumulate Surveys 0.17 3856 2 11:30-12:30 Work on Top Drive - Work on topdrive 1.00 4660 2
01:00-03:15 Rotating With Motor 2.25 3981 2 12:30-13:00 Rotating With Motor 0.50 4725 2
03:15-03:30 Circ &Accumulate Surveys 0.25 3981 2 13:00-13:15 Circ &Accumulate Surveys 0.25 4725 2
03:30-04:25 Rotating With Motor 0.92 4105 2 13:15-14:00 Orienting With Motor 0.75 4740 i 2
04:25-04:35 Circ &Accumulate Surveys 0.17 4105 2 14:00-15:30 Rotating With Motor 1.50 4849 2
04:35-05:40 Rotating With Motor 1.08 4229 2 15:30-15:45 Circ &Accumulate Surveys 0.25 4849 2
05:40-05:55 Circ &Accumulate Surveys 0.25 4229 2 15:45-17:15 Rig Repair - Work on #2 pump 1.50 4849 2
05:55-06:25 Orienting With Motor 0.50 4239 2 17:15-17:45 Orienting With Motor 0.50 4864 2
06:25-07:00 Rotating With Motor 0.58 4289 2 17:45-19:15 Rotating With Motor 1.50 4974 2
07:00-07:30 Rig Service 0.60 4289 2 19:15-19:30 Circ & Accumulate Surveys 0.25 i 4974 2
07:30-08:15 Rotating With Motor 0.75 4352 2 19:30-19:45 Orienting With Motor 0.25 4984 2
08:15-08:30 Circ &Accumulate Surveys 0.25 4352 2 19:45-21 30 Rotating With Motor 1.75 5098 2
08:30-09:30 Rotating With Motor 1.00 4477 2 21:30-21:45 Circ &Accumulate Surveys 0.25 5098 2
09:30-09:45 Circ &Accumulate Surveys 0.25 4477 2 21:45-23:15 Rotating With lÑotor 1,50 5222 2
09:45-10:45 Rotating With Motor 1.00 4800 2 23:15-23:30 Cire &Accumulate Surveys 0.25 5222 2
10:45-11:00 Circ &Accumulate Surveys 0.25 4606 2 23:30-23:30 Circ &Accumulate Surveys 0.00 5222 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 17.67 ORIENTING HRS: 2.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 5.104 ft-Ib STRING WEIGHT 106000 lbsTIME DRILL: 0.00 ROTATING HRS: 15.67 MOTOR HRS: 20.50 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING(LO): 3000 Ibf WOB ROTATE (LO): 14000 IbfCIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.00 RPM (ROTARY): 60 rpm DRAG UP: 106000 Ibf
MOTOR HRS: 20.50 DRILL HRS: 17.67 TOTAL HRS: 23.50 RPM (MOTOR): 148 rpm DRAG DN: 106000 Ibf

BHA I MOTOR / BIT INFORMATION:
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:20.5 MTR HRS TO DATE:57.75
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1894 PRESSURE OFF BTM:1526 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD - -
MUDTYPE: Water VISC: 27 sec/qt WTR LOSS: 30 cc/30min PV: 1 cP YP: 3 Ib/100 ft2 pH: 9
DENSITY: 8.9 lb/gal GEL 0/10: 1.00 Ib/100 fF SAND: 0 SOLIDS: 2 OIL: 0 TEMP: 78 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min
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Day 6 - 2012/03/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy ServicesJOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWDRIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 3764.0 ft PROGRESS: 1458.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 5222.0 ft AVG. ROP.: 82.5 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (All units are imperial)
TOTAL COST: USD$0.00

TIME DAILYACTIVITY HRS DPTI BHA TIME i DAILYACTIVITY HRS DPTH BH
00:00-00:50 Rotating With Motor 0.83 3856 2 11:00-11:30 Rotating With Motor 0.50 4660 2
00:50-01:00 Circ &Accumulate Surveys 0.17 3856 2 11:30-12:30 Work on Top Drive - Work on topdrive 1.00 4660 2
01:00-03:15 Rotating With Motor 2.25 3981 2 12:30-13:00 Rotating With Motor 0.50 4725 2
03:15-03:30 Circ &Accumulate Surveys 0.25 3981 2 13:00-13:15 Circ &Accumulate Surveys 0.25 4725 2
03:30-04:25 Rotating With Motor 0.92 4105 2 13:15-14:00 Orienting With Motor 0.75 4740 i 2
04:25-04:35 Circ &Accumulate Surveys 0.17 4105 2 14:00-15:30 Rotating With Motor 1.50 4849 2
04:35-05:40 Rotating With Motor 1.08 4229 2 15:30-15:45 Circ &Accumulate Surveys 0.25 4849 2
05:40-05:55 Circ &Accumulate Surveys 0.25 4229 2 15:45-17:15 Rig Repair - Work on #2 pump 1.50 4849 2
05:55-06:25 Orienting With Motor 0.50 4239 2 17:15-17:45 Orienting With Motor 0.50 4864 2
06:25-07:00 Rotating With Motor 0.58 4289 2 17:45-19:15 Rotating With Motor 1.50 4974 2
07:00-07:30 Rig Service 0.60 4289 2 19:15-19:30 Circ & Accumulate Surveys 0.25 i 4974 2
07:30-08:15 Rotating With Motor 0.75 4352 2 19:30-19:45 Orienting With Motor 0.25 4984 2
08:15-08:30 Circ &Accumulate Surveys 0.25 4352 2 19:45-21 30 Rotating With Motor 1.75 5098 2
08:30-09:30 Rotating With Motor 1.00 4477 2 21:30-21:45 Circ &Accumulate Surveys 0.25 5098 2
09:30-09:45 Circ &Accumulate Surveys 0.25 4477 2 21:45-23:15 Rotating With lÑotor 1,50 5222 2
09:45-10:45 Rotating With Motor 1.00 4800 2 23:15-23:30 Cire &Accumulate Surveys 0.25 5222 2
10:45-11:00 Circ &Accumulate Surveys 0.25 4606 2 23:30-23:30 Circ &Accumulate Surveys 0.00 5222 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 17.67 ORIENTING HRS: 2.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 5.104 ft-Ib STRING WEIGHT 106000 lbsTIME DRILL: 0.00 ROTATING HRS: 15.67 MOTOR HRS: 20.50 WOB SLIDING (HI): 8000 Ibf WOB ROTATE (HI): 18000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING(LO): 3000 Ibf WOB ROTATE (LO): 14000 IbfCIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.00 RPM (ROTARY): 60 rpm DRAG UP: 106000 Ibf
MOTOR HRS: 20.50 DRILL HRS: 17.67 TOTAL HRS: 23.50 RPM (MOTOR): 148 rpm DRAG DN: 106000 Ibf

BHA I MOTOR / BIT INFORMATION:
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY:20.5 MTR HRS TO DATE:57.75
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

- PUMP PARAMETERS -

PRESSURE ON BTM: 1894 PRESSURE OFF BTM:1526 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUDRECORD - -
MUDTYPE: Water VISC: 27 sec/qt WTR LOSS: 30 cc/30min PV: 1 cP YP: 3 Ib/100 ft2 pH: 9
DENSITY: 8.9 lb/gal GEL 0/10: 1.00 Ib/100 fF SAND: 0 SOLIDS: 2 OIL: 0 TEMP: 78 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min
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Weatherford Day 6 - 2012/03/11
COMMENTS: --

- - -- - -
DRILL F/3764 TO 5249 drillingahead in vertical

CUSTOMER SIGNATURE:
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DRILL F/3764 TO 5249 drillingahead in vertical
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Daily Activity Report Drilling Services
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Weatherford Day 6 - 2012/03/11
COMMENTS: --

- - -- - -
DRILL F/3764 TO 5249 drillingahead in vertical

CUSTOMER SIGNATURE:
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Day 7 - 2012/03/12
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 5222.0 ft PROGRESS: 1070.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.611 END DEPTH: 6292.0 ft AVG. ROP.: 51.8 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-01:35 Rotating With Motor 1.58 5348 2 11:45-12:30 Orienting With Motor 0.75 5857 2
01:35-01:45 Circ & Accumulate Surveys 0.17 5348 2 12:30-14:45 Rotating With Motor 2.25 5971 2
01:45-03:25 Rotating With Motor 1.67 5473 2 14:45-15:00 Circ &Accumulate Surveys 0.25 5971 2
03:25-03:35 Circ &Accumulate Surveys 0.17 5473 2 15:00-16:00 Orienting With Motor 1.00 5986 2
03:35-05:30 Rotating With Motor 1.92 5596 2 16:00-17:00 Rotating With Motor 1.00 6033 2
05:30-05:40 Circ &Accumulate Surveys 0.17 5596 2 17:00-17:30 Orienting With Motor 0.50 6048 2
05:40-06:30 Rotating With Motor 0.83 5657 2 17:30-18:30 Rotating With Motor 1.00 6096 2
06:30-07:30 Rig Service 1.00 5657 2 18:30-18:50 Work on Top Drive 0.33 6096 2
07:30-08:30 Rotating With Motor 1.00 5720 2 18:50-19:00 Circ &Accumulate Surveys 0.17 6096 2
08:30-08:45 Circ & Accumulate Surveys O 25 5720 2 19:00-21:40 Rotating With Motor 2.67 6220 2
08:45-09:15 Orienting With Motor 0.50 5730 2 21:40-22:05 Work on Top Drive 0 2 6220
09:15-11:30 Rotating With Motor 2.25 5847 2 22:05-22:15 Circ &Accumulate Surveys 0.17 6220 2
11:30-11:45 Circ & Accumulate Surveys 0.25 5847 2 22:15-24:00 Rotating With Motor 1.75 6292 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 20.67 ORIENTING HRS: 2.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.077 ft-lb STRING WEIGHT 128000 lbs
TIME DRILL: 0.00 ROTATING HRS: 17.92 MOTOR HRS: 22.25 WOB SLIDING (HI): 13000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.58 ROTARY DRILL: 0.00 OTHER: 1.75 RPM (ROTARY): 70 rpm DRAG UP: 128000 Ibf
MOTOR HRS: 22.25 DRILL HRS: 20.67 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 128000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 22.25 MTR HRS TO DATE:80
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

PUMP PARAMETERS -----
PRESSURE ON BTM: 2192 PRESSURE OFF BTM:1516 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --- -- -
MUDTYPE: Water VISC: 38 sec/qt WTR LOSS: 7.8 cc/30min PV: 10 cP YP: 15 lb/100 fF pH: 9.5
DENSITY: 8.7 1b/gal GEL 0/10: 7.00 lb/100 ft2 SAND: 0.3 SOLIDS: 7.5 OIL: 2 TEMP: 93 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DrillFl 5249 TO 6292 Drilling ahead in vertical RIG HAVINGTOP DRIVE PROBLEM

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weathei"ford°

Day 7 - 2012/03/12

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 5222.0 ft PROGRESS: 1070.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.611 END DEPTH: 6292.0 ft AVG. ROP.: 51.8 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-01:35 Rotating With Motor 1.58 5348 2 11:45-12:30 Orienting With Motor 0.75 5857 2
01:35-01:45 Circ & Accumulate Surveys 0.17 5348 2 12:30-14:45 Rotating With Motor 2.25 5971 2
01:45-03:25 Rotating With Motor 1.67 5473 2 14:45-15:00 Circ &Accumulate Surveys 0.25 5971 2
03:25-03:35 Circ &Accumulate Surveys 0.17 5473 2 15:00-16:00 Orienting With Motor 1.00 5986 2
03:35-05:30 Rotating With Motor 1.92 5596 2 16:00-17:00 Rotating With Motor 1.00 6033 2
05:30-05:40 Circ &Accumulate Surveys 0.17 5596 2 17:00-17:30 Orienting With Motor 0.50 6048 2
05:40-06:30 Rotating With Motor 0.83 5657 2 17:30-18:30 Rotating With Motor 1.00 6096 2
06:30-07:30 Rig Service 1.00 5657 2 18:30-18:50 Work on Top Drive 0.33 6096 2
07:30-08:30 Rotating With Motor 1.00 5720 2 18:50-19:00 Circ &Accumulate Surveys 0.17 6096 2
08:30-08:45 Circ & Accumulate Surveys O 25 5720 2 19:00-21:40 Rotating With Motor 2.67 6220 2
08:45-09:15 Orienting With Motor 0.50 5730 2 21:40-22:05 Work on Top Drive 0 2 6220
09:15-11:30 Rotating With Motor 2.25 5847 2 22:05-22:15 Circ &Accumulate Surveys 0.17 6220 2
11:30-11:45 Circ & Accumulate Surveys 0.25 5847 2 22:15-24:00 Rotating With Motor 1.75 6292 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 20.67 ORIENTING HRS: 2.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.077 ft-lb STRING WEIGHT 128000 lbs
TIME DRILL: 0.00 ROTATING HRS: 17.92 MOTOR HRS: 22.25 WOB SLIDING (HI): 13000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.58 ROTARY DRILL: 0.00 OTHER: 1.75 RPM (ROTARY): 70 rpm DRAG UP: 128000 Ibf
MOTOR HRS: 22.25 DRILL HRS: 20.67 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 128000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 22.25 MTR HRS TO DATE:80
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

PUMP PARAMETERS -----
PRESSURE ON BTM: 2192 PRESSURE OFF BTM:1516 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --- -- -
MUDTYPE: Water VISC: 38 sec/qt WTR LOSS: 7.8 cc/30min PV: 10 cP YP: 15 lb/100 fF pH: 9.5
DENSITY: 8.7 1b/gal GEL 0/10: 7.00 lb/100 ft2 SAND: 0.3 SOLIDS: 7.5 OIL: 2 TEMP: 93 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DrillFl 5249 TO 6292 Drilling ahead in vertical RIG HAVINGTOP DRIVE PROBLEM

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weathei"ford°

Day 7 - 2012/03/12

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 5222.0 ft PROGRESS: 1070.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.611 END DEPTH: 6292.0 ft AVG. ROP.: 51.8 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-01:35 Rotating With Motor 1.58 5348 2 11:45-12:30 Orienting With Motor 0.75 5857 2
01:35-01:45 Circ & Accumulate Surveys 0.17 5348 2 12:30-14:45 Rotating With Motor 2.25 5971 2
01:45-03:25 Rotating With Motor 1.67 5473 2 14:45-15:00 Circ &Accumulate Surveys 0.25 5971 2
03:25-03:35 Circ &Accumulate Surveys 0.17 5473 2 15:00-16:00 Orienting With Motor 1.00 5986 2
03:35-05:30 Rotating With Motor 1.92 5596 2 16:00-17:00 Rotating With Motor 1.00 6033 2
05:30-05:40 Circ &Accumulate Surveys 0.17 5596 2 17:00-17:30 Orienting With Motor 0.50 6048 2
05:40-06:30 Rotating With Motor 0.83 5657 2 17:30-18:30 Rotating With Motor 1.00 6096 2
06:30-07:30 Rig Service 1.00 5657 2 18:30-18:50 Work on Top Drive 0.33 6096 2
07:30-08:30 Rotating With Motor 1.00 5720 2 18:50-19:00 Circ &Accumulate Surveys 0.17 6096 2
08:30-08:45 Circ & Accumulate Surveys O 25 5720 2 19:00-21:40 Rotating With Motor 2.67 6220 2
08:45-09:15 Orienting With Motor 0.50 5730 2 21:40-22:05 Work on Top Drive 0 2 6220
09:15-11:30 Rotating With Motor 2.25 5847 2 22:05-22:15 Circ &Accumulate Surveys 0.17 6220 2
11:30-11:45 Circ & Accumulate Surveys 0.25 5847 2 22:15-24:00 Rotating With Motor 1.75 6292 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 20.67 ORIENTING HRS: 2.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.077 ft-lb STRING WEIGHT 128000 lbs
TIME DRILL: 0.00 ROTATING HRS: 17.92 MOTOR HRS: 22.25 WOB SLIDING (HI): 13000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.58 ROTARY DRILL: 0.00 OTHER: 1.75 RPM (ROTARY): 70 rpm DRAG UP: 128000 Ibf
MOTOR HRS: 22.25 DRILL HRS: 20.67 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 128000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 22.25 MTR HRS TO DATE:80
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

PUMP PARAMETERS -----
PRESSURE ON BTM: 2192 PRESSURE OFF BTM:1516 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --- -- -
MUDTYPE: Water VISC: 38 sec/qt WTR LOSS: 7.8 cc/30min PV: 10 cP YP: 15 lb/100 fF pH: 9.5
DENSITY: 8.7 1b/gal GEL 0/10: 7.00 lb/100 ft2 SAND: 0.3 SOLIDS: 7.5 OIL: 2 TEMP: 93 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DrillFl 5249 TO 6292 Drilling ahead in vertical RIG HAVINGTOP DRIVE PROBLEM

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weathei"ford°

Day 7 - 2012/03/12

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
DIR Trainee: David Strong
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 5222.0 ft PROGRESS: 1070.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.611 END DEPTH: 6292.0 ft AVG. ROP.: 51.8 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-01:35 Rotating With Motor 1.58 5348 2 11:45-12:30 Orienting With Motor 0.75 5857 2
01:35-01:45 Circ & Accumulate Surveys 0.17 5348 2 12:30-14:45 Rotating With Motor 2.25 5971 2
01:45-03:25 Rotating With Motor 1.67 5473 2 14:45-15:00 Circ &Accumulate Surveys 0.25 5971 2
03:25-03:35 Circ &Accumulate Surveys 0.17 5473 2 15:00-16:00 Orienting With Motor 1.00 5986 2
03:35-05:30 Rotating With Motor 1.92 5596 2 16:00-17:00 Rotating With Motor 1.00 6033 2
05:30-05:40 Circ &Accumulate Surveys 0.17 5596 2 17:00-17:30 Orienting With Motor 0.50 6048 2
05:40-06:30 Rotating With Motor 0.83 5657 2 17:30-18:30 Rotating With Motor 1.00 6096 2
06:30-07:30 Rig Service 1.00 5657 2 18:30-18:50 Work on Top Drive 0.33 6096 2
07:30-08:30 Rotating With Motor 1.00 5720 2 18:50-19:00 Circ &Accumulate Surveys 0.17 6096 2
08:30-08:45 Circ & Accumulate Surveys O 25 5720 2 19:00-21:40 Rotating With Motor 2.67 6220 2
08:45-09:15 Orienting With Motor 0.50 5730 2 21:40-22:05 Work on Top Drive 0 2 6220
09:15-11:30 Rotating With Motor 2.25 5847 2 22:05-22:15 Circ &Accumulate Surveys 0.17 6220 2
11:30-11:45 Circ & Accumulate Surveys 0.25 5847 2 22:15-24:00 Rotating With Motor 1.75 6292 2

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 20.67 ORIENTING HRS: 2.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 4.077 ft-lb STRING WEIGHT 128000 lbs
TIME DRILL: 0.00 ROTATING HRS: 17.92 MOTOR HRS: 22.25 WOB SLIDING (HI): 13000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 5000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.58 ROTARY DRILL: 0.00 OTHER: 1.75 RPM (ROTARY): 70 rpm DRAG UP: 128000 Ibf
MOTOR HRS: 22.25 DRILL HRS: 20.67 TOTAL HRS: 24.00 RPM (MOTOR): 148 rpm DRAG DN: 128000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 22.25 MTR HRS TO DATE:80
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADC BIT GRADE: 7 / 7 / BT / A / X / I / CT / TD

PUMP PARAMETERS -----
PRESSURE ON BTM: 2192 PRESSURE OFF BTM:1516 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --- -- -
MUDTYPE: Water VISC: 38 sec/qt WTR LOSS: 7.8 cc/30min PV: 10 cP YP: 15 lb/100 fF pH: 9.5
DENSITY: 8.7 1b/gal GEL 0/10: 7.00 lb/100 ft2 SAND: 0.3 SOLIDS: 7.5 OIL: 2 TEMP: 93 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DrillFl 5249 TO 6292 Drilling ahead in vertical RIG HAVINGTOP DRIVE PROBLEM

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherfod°

Day 8 - 2012/03/13
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 6292.0 ft PROGRESS: 693.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 6985.0 ft AVG. ROP.: 37.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIIWIE DAfLY ACTIVITY HRS DPTH BHA
00:00-01 05 Rotating With Motor 1.08 6346 2 13:30-14:20 Rotating With Motor 0.83 6717 2
01:05-01:15 Circ &Accumulate Surveys 0.17 6346 2 14:20-15:10 Work on Top Drive 0.83 6717 2
01:15-03:25 Rotating With Motor 2.17 6445 2 15:10-15:20 Cire &Accumulate Surveys 0.17 6717 2
03:25-03:50 Rig Repair- RIG BLACKEDOUT 0.42 6445 2 15:20-15:45 Rotating With Motor 0 42 6748 2
03:50-04:30 Rotating With Mot 7 0 2 -1 0 Orie ngiMotor 677 2
04:30-04:40 Circ &Accumulate Surveys 0.17 6470 2 17:30-20:00 Rotating With Motor 2.50 6841 2
04:40-07:15 Rotating With Motor 2.58 6594 2 20:00-20:10 Circ &Accumulate Surveys 0.17 6841 2
07:15-08:00 Rig Service 0.75 6594 2 20:10-22:50 Rotating With Motor 2.67 6964 2
08:00-10:20 Work on Top Drive 2.33 6594 2 22:50-23:05 Cire &Accumulate Surveys 0.25 6964 2
10:20-11:00 Orienting With Motor 0.67 6609 2 23:05-23:40 Orienting With Motor 0.58 6970 2
11:00-12:05 Rotating With Motor 1.08 6656 2 23:40-24:00 Rotating With Motor 0.33 6985 2
12:05-13:30 Orienting With Motor 1.42 6676 2 0.00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 4.42 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.900 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.33 MOTOR HRS: 19.67 WOB SLIDING (HI): 16000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 12000 Ibf
CIRC: 0.92 ROTARY DRILL: 0.00 OTHER: 4.33 RPM (ROTARY): 70 rpm DRAG UP: 144000 Ibf
MOTOR HRS: 19.67 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 144000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 19.6666666IIRESTRS TO DATE:99.666666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA

IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

PUMP PARAMETERS - -- --
PRESSURE ON BTM: 2264 PRESSURE OFF BTM:1962 TOTAL FLOW RATE: 553.02 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 UNER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -- -- ---- -
MUD TYPE: Water VISC: 40 sec/qt WTR LOSS: 8 cc/30min PV: 13 cP YP: 23 Ib/100 fl2 pH: 9
DENSITY: 10.2 lb/gal GEL 0/10: 9.00 lb/100 fF SAND: 0.9 SOLIDS: 10 OIL: 3 TEMP: 95 °F

LIQUIDBASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - -
DrillFI 6292-6985 RIG HADA BLACKOUT @330 AM Had 3.16 Hrs of NPT due to Top Drive @2400 Night DSM told Night DD to let well build to 2.5
Degrees Lead DD and Night DD discussed loss of vertical section on production hole.

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherfod°

Day 8 - 2012/03/13
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 6292.0 ft PROGRESS: 693.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 6985.0 ft AVG. ROP.: 37.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIIWIE DAfLY ACTIVITY HRS DPTH BHA
00:00-01 05 Rotating With Motor 1.08 6346 2 13:30-14:20 Rotating With Motor 0.83 6717 2
01:05-01:15 Circ &Accumulate Surveys 0.17 6346 2 14:20-15:10 Work on Top Drive 0.83 6717 2
01:15-03:25 Rotating With Motor 2.17 6445 2 15:10-15:20 Cire &Accumulate Surveys 0.17 6717 2
03:25-03:50 Rig Repair- RIG BLACKEDOUT 0.42 6445 2 15:20-15:45 Rotating With Motor 0 42 6748 2
03:50-04:30 Rotating With Mot 7 0 2 -1 0 Orie ngiMotor 677 2
04:30-04:40 Circ &Accumulate Surveys 0.17 6470 2 17:30-20:00 Rotating With Motor 2.50 6841 2
04:40-07:15 Rotating With Motor 2.58 6594 2 20:00-20:10 Circ &Accumulate Surveys 0.17 6841 2
07:15-08:00 Rig Service 0.75 6594 2 20:10-22:50 Rotating With Motor 2.67 6964 2
08:00-10:20 Work on Top Drive 2.33 6594 2 22:50-23:05 Cire &Accumulate Surveys 0.25 6964 2
10:20-11:00 Orienting With Motor 0.67 6609 2 23:05-23:40 Orienting With Motor 0.58 6970 2
11:00-12:05 Rotating With Motor 1.08 6656 2 23:40-24:00 Rotating With Motor 0.33 6985 2
12:05-13:30 Orienting With Motor 1.42 6676 2 0.00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 4.42 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.900 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.33 MOTOR HRS: 19.67 WOB SLIDING (HI): 16000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 12000 Ibf
CIRC: 0.92 ROTARY DRILL: 0.00 OTHER: 4.33 RPM (ROTARY): 70 rpm DRAG UP: 144000 Ibf
MOTOR HRS: 19.67 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 144000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 19.6666666IIRESTRS TO DATE:99.666666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA

IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

PUMP PARAMETERS - -- --
PRESSURE ON BTM: 2264 PRESSURE OFF BTM:1962 TOTAL FLOW RATE: 553.02 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 UNER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -- -- ---- -
MUD TYPE: Water VISC: 40 sec/qt WTR LOSS: 8 cc/30min PV: 13 cP YP: 23 Ib/100 fl2 pH: 9
DENSITY: 10.2 lb/gal GEL 0/10: 9.00 lb/100 fF SAND: 0.9 SOLIDS: 10 OIL: 3 TEMP: 95 °F

LIQUIDBASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - -
DrillFI 6292-6985 RIG HADA BLACKOUT @330 AM Had 3.16 Hrs of NPT due to Top Drive @2400 Night DSM told Night DD to let well build to 2.5
Degrees Lead DD and Night DD discussed loss of vertical section on production hole.
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V Daily Activity Report Drilling Services
v4.2.3981Weatherfod°

Day 8 - 2012/03/13
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 6292.0 ft PROGRESS: 693.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 6985.0 ft AVG. ROP.: 37.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIIWIE DAfLY ACTIVITY HRS DPTH BHA
00:00-01 05 Rotating With Motor 1.08 6346 2 13:30-14:20 Rotating With Motor 0.83 6717 2
01:05-01:15 Circ &Accumulate Surveys 0.17 6346 2 14:20-15:10 Work on Top Drive 0.83 6717 2
01:15-03:25 Rotating With Motor 2.17 6445 2 15:10-15:20 Cire &Accumulate Surveys 0.17 6717 2
03:25-03:50 Rig Repair- RIG BLACKEDOUT 0.42 6445 2 15:20-15:45 Rotating With Motor 0 42 6748 2
03:50-04:30 Rotating With Mot 7 0 2 -1 0 Orie ngiMotor 677 2
04:30-04:40 Circ &Accumulate Surveys 0.17 6470 2 17:30-20:00 Rotating With Motor 2.50 6841 2
04:40-07:15 Rotating With Motor 2.58 6594 2 20:00-20:10 Circ &Accumulate Surveys 0.17 6841 2
07:15-08:00 Rig Service 0.75 6594 2 20:10-22:50 Rotating With Motor 2.67 6964 2
08:00-10:20 Work on Top Drive 2.33 6594 2 22:50-23:05 Cire &Accumulate Surveys 0.25 6964 2
10:20-11:00 Orienting With Motor 0.67 6609 2 23:05-23:40 Orienting With Motor 0.58 6970 2
11:00-12:05 Rotating With Motor 1.08 6656 2 23:40-24:00 Rotating With Motor 0.33 6985 2
12:05-13:30 Orienting With Motor 1.42 6676 2 0.00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 4.42 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.900 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.33 MOTOR HRS: 19.67 WOB SLIDING (HI): 16000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 12000 Ibf
CIRC: 0.92 ROTARY DRILL: 0.00 OTHER: 4.33 RPM (ROTARY): 70 rpm DRAG UP: 144000 Ibf
MOTOR HRS: 19.67 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 144000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 19.6666666IIRESTRS TO DATE:99.666666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA

IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

PUMP PARAMETERS - -- --
PRESSURE ON BTM: 2264 PRESSURE OFF BTM:1962 TOTAL FLOW RATE: 553.02 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 UNER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -- -- ---- -
MUD TYPE: Water VISC: 40 sec/qt WTR LOSS: 8 cc/30min PV: 13 cP YP: 23 Ib/100 fl2 pH: 9
DENSITY: 10.2 lb/gal GEL 0/10: 9.00 lb/100 fF SAND: 0.9 SOLIDS: 10 OIL: 3 TEMP: 95 °F

LIQUIDBASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - -
DrillFI 6292-6985 RIG HADA BLACKOUT @330 AM Had 3.16 Hrs of NPT due to Top Drive @2400 Night DSM told Night DD to let well build to 2.5
Degrees Lead DD and Night DD discussed loss of vertical section on production hole.
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V Daily Activity Report Drilling Services
v4.2.3981Weatherfod°

Day 8 - 2012/03/13
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 6292.0 ft PROGRESS: 693.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 6985.0 ft AVG. ROP.: 37.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIIWIE DAfLY ACTIVITY HRS DPTH BHA
00:00-01 05 Rotating With Motor 1.08 6346 2 13:30-14:20 Rotating With Motor 0.83 6717 2
01:05-01:15 Circ &Accumulate Surveys 0.17 6346 2 14:20-15:10 Work on Top Drive 0.83 6717 2
01:15-03:25 Rotating With Motor 2.17 6445 2 15:10-15:20 Cire &Accumulate Surveys 0.17 6717 2
03:25-03:50 Rig Repair- RIG BLACKEDOUT 0.42 6445 2 15:20-15:45 Rotating With Motor 0 42 6748 2
03:50-04:30 Rotating With Mot 7 0 2 -1 0 Orie ngiMotor 677 2
04:30-04:40 Circ &Accumulate Surveys 0.17 6470 2 17:30-20:00 Rotating With Motor 2.50 6841 2
04:40-07:15 Rotating With Motor 2.58 6594 2 20:00-20:10 Circ &Accumulate Surveys 0.17 6841 2
07:15-08:00 Rig Service 0.75 6594 2 20:10-22:50 Rotating With Motor 2.67 6964 2
08:00-10:20 Work on Top Drive 2.33 6594 2 22:50-23:05 Cire &Accumulate Surveys 0.25 6964 2
10:20-11:00 Orienting With Motor 0.67 6609 2 23:05-23:40 Orienting With Motor 0.58 6970 2
11:00-12:05 Rotating With Motor 1.08 6656 2 23:40-24:00 Rotating With Motor 0.33 6985 2
12:05-13:30 Orienting With Motor 1.42 6676 2 0.00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 4.42 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.900 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.33 MOTOR HRS: 19.67 WOB SLIDING (HI): 16000 Ibf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 12000 Ibf
CIRC: 0.92 ROTARY DRILL: 0.00 OTHER: 4.33 RPM (ROTARY): 70 rpm DRAG UP: 144000 Ibf
MOTOR HRS: 19.67 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 144000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 19.6666666IIRESTRS TO DATE:99.666666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA

IADC BIT GRADE:7 / 7 / BT / A / X I I / CT / TD

PUMP PARAMETERS - -- --
PRESSURE ON BTM: 2264 PRESSURE OFF BTM:1962 TOTAL FLOW RATE: 553.02 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 UNER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -- -- ---- -
MUD TYPE: Water VISC: 40 sec/qt WTR LOSS: 8 cc/30min PV: 13 cP YP: 23 Ib/100 fl2 pH: 9
DENSITY: 10.2 lb/gal GEL 0/10: 9.00 lb/100 fF SAND: 0.9 SOLIDS: 10 OIL: 3 TEMP: 95 °F

LIQUIDBASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - -
DrillFI 6292-6985 RIG HADA BLACKOUT @330 AM Had 3.16 Hrs of NPT due to Top Drive @2400 Night DSM told Night DD to let well build to 2.5
Degrees Lead DD and Night DD discussed loss of vertical section on production hole.
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 9 - 2012/03/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 fl START DEPTH: 6985.0 ft PROGRESS: 950.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 7935.0 ft AVG. ROP.: 45.1 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (AII units are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:50 Rotating With Motor 2.83 7087 2 14:15-16:15 Rotating With Motor 2.00 i 7647 2
02:50-03:30 Circ & Accumulate Surveys 0.67 7087 2 16:15-17:15 Orienting With Motor 1.00 7667 2
03:30-05:15 Rotating With Motor 1.75 7213 2 17:15-17:30 Rotating With Motor 0.25 7687 2
05:15-05:25 Circ &Accumulate Surveys 0.17 7213 2 17:30-18:30 Rig Repair - SCR DOWN 1.00 7687 2
05:25-08:00 Rotating With Motor 2.58 7337 2 18:30-18:5 Rotating With Motor 0.4 R10
08:00-08:15 Circ & Accumulate Surveys 0.25 7337 2 18:55-19:0 Circ &Accumulate Surveys 0.17 7710 2
08:15-10:30 Rotating With Motor 2.25 7461 2 19:05-21:0 Rotating With Motor 2.00 7833 2
10:30-10:45 Cire & Accumulate Surveys 0.25 7461 2 21:05-21:15 Circ & Accumulate Surveys 0 17 7833 2

°¾¾":=WithuattorSieys 8 - O ean ng thhMMo 3 7

TIME SUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 21.08 ORIENTING HRS: 2.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.967 ft-Ib STRING WEIGHT 153000 lbs
TIME DRILL: 0.00 ROTATINGHRS: 18.75 MOTOR HRS: 23.00 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 8000 Ibf WOB ROTATE (LO): 8000 Ibf
CIRC: 1.92 ROTARY DRILL: 0.00 OTHER: 1.00 RPM (ROTARY): 85 rpm DRAG UP: 153000 Ibf
MOTOR HRS: 23.00 DRILL HRS: 21.08 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 153000 Ibf

BHA I MOTOR I BIT INFORMATION: -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 23 MTR HRS TO DATE:122.66666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:7/7/BT/AIXII/CT/TD

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2690 PRESSURE OFF BTM:2323 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - --
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.8 cc/30min PV: 19 cP YP: 17 Ib/100 ft2 pH: 10
DENSITY: 10.5 lb/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.5 SOLIDS: 10 OIL: 0 TEMP: 123 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - -
DrillF/6985-7935 RIG BLACKED OUT THREW OUT THE DAY

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 9 - 2012/03/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 fl START DEPTH: 6985.0 ft PROGRESS: 950.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 7935.0 ft AVG. ROP.: 45.1 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (AII units are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:50 Rotating With Motor 2.83 7087 2 14:15-16:15 Rotating With Motor 2.00 i 7647 2
02:50-03:30 Circ & Accumulate Surveys 0.67 7087 2 16:15-17:15 Orienting With Motor 1.00 7667 2
03:30-05:15 Rotating With Motor 1.75 7213 2 17:15-17:30 Rotating With Motor 0.25 7687 2
05:15-05:25 Circ &Accumulate Surveys 0.17 7213 2 17:30-18:30 Rig Repair - SCR DOWN 1.00 7687 2
05:25-08:00 Rotating With Motor 2.58 7337 2 18:30-18:5 Rotating With Motor 0.4 R10
08:00-08:15 Circ & Accumulate Surveys 0.25 7337 2 18:55-19:0 Circ &Accumulate Surveys 0.17 7710 2
08:15-10:30 Rotating With Motor 2.25 7461 2 19:05-21:0 Rotating With Motor 2.00 7833 2
10:30-10:45 Cire & Accumulate Surveys 0.25 7461 2 21:05-21:15 Circ & Accumulate Surveys 0 17 7833 2
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TIME SUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 21.08 ORIENTING HRS: 2.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.967 ft-Ib STRING WEIGHT 153000 lbs
TIME DRILL: 0.00 ROTATINGHRS: 18.75 MOTOR HRS: 23.00 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 8000 Ibf WOB ROTATE (LO): 8000 Ibf
CIRC: 1.92 ROTARY DRILL: 0.00 OTHER: 1.00 RPM (ROTARY): 85 rpm DRAG UP: 153000 Ibf
MOTOR HRS: 23.00 DRILL HRS: 21.08 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 153000 Ibf

BHA I MOTOR I BIT INFORMATION: -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 23 MTR HRS TO DATE:122.66666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:7/7/BT/AIXII/CT/TD

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2690 PRESSURE OFF BTM:2323 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - --
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.8 cc/30min PV: 19 cP YP: 17 Ib/100 ft2 pH: 10
DENSITY: 10.5 lb/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.5 SOLIDS: 10 OIL: 0 TEMP: 123 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - -
DrillF/6985-7935 RIG BLACKED OUT THREW OUT THE DAY
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 9 - 2012/03/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 fl START DEPTH: 6985.0 ft PROGRESS: 950.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 7935.0 ft AVG. ROP.: 45.1 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (AII units are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:50 Rotating With Motor 2.83 7087 2 14:15-16:15 Rotating With Motor 2.00 i 7647 2
02:50-03:30 Circ & Accumulate Surveys 0.67 7087 2 16:15-17:15 Orienting With Motor 1.00 7667 2
03:30-05:15 Rotating With Motor 1.75 7213 2 17:15-17:30 Rotating With Motor 0.25 7687 2
05:15-05:25 Circ &Accumulate Surveys 0.17 7213 2 17:30-18:30 Rig Repair - SCR DOWN 1.00 7687 2
05:25-08:00 Rotating With Motor 2.58 7337 2 18:30-18:5 Rotating With Motor 0.4 R10
08:00-08:15 Circ & Accumulate Surveys 0.25 7337 2 18:55-19:0 Circ &Accumulate Surveys 0.17 7710 2
08:15-10:30 Rotating With Motor 2.25 7461 2 19:05-21:0 Rotating With Motor 2.00 7833 2
10:30-10:45 Cire & Accumulate Surveys 0.25 7461 2 21:05-21:15 Circ & Accumulate Surveys 0 17 7833 2
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TIME SUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 21.08 ORIENTING HRS: 2.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.967 ft-Ib STRING WEIGHT 153000 lbs
TIME DRILL: 0.00 ROTATINGHRS: 18.75 MOTOR HRS: 23.00 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 8000 Ibf WOB ROTATE (LO): 8000 Ibf
CIRC: 1.92 ROTARY DRILL: 0.00 OTHER: 1.00 RPM (ROTARY): 85 rpm DRAG UP: 153000 Ibf
MOTOR HRS: 23.00 DRILL HRS: 21.08 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 153000 Ibf

BHA I MOTOR I BIT INFORMATION: -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 23 MTR HRS TO DATE:122.66666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:7/7/BT/AIXII/CT/TD

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2690 PRESSURE OFF BTM:2323 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - --
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.8 cc/30min PV: 19 cP YP: 17 Ib/100 ft2 pH: 10
DENSITY: 10.5 lb/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.5 SOLIDS: 10 OIL: 0 TEMP: 123 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - -
DrillF/6985-7935 RIG BLACKED OUT THREW OUT THE DAY

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 9 - 2012/03/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 fl START DEPTH: 6985.0 ft PROGRESS: 950.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 7935.0 ft AVG. ROP.: 45.1 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Operating (AII units are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:50 Rotating With Motor 2.83 7087 2 14:15-16:15 Rotating With Motor 2.00 i 7647 2
02:50-03:30 Circ & Accumulate Surveys 0.67 7087 2 16:15-17:15 Orienting With Motor 1.00 7667 2
03:30-05:15 Rotating With Motor 1.75 7213 2 17:15-17:30 Rotating With Motor 0.25 7687 2
05:15-05:25 Circ &Accumulate Surveys 0.17 7213 2 17:30-18:30 Rig Repair - SCR DOWN 1.00 7687 2
05:25-08:00 Rotating With Motor 2.58 7337 2 18:30-18:5 Rotating With Motor 0.4 R10
08:00-08:15 Circ & Accumulate Surveys 0.25 7337 2 18:55-19:0 Circ &Accumulate Surveys 0.17 7710 2
08:15-10:30 Rotating With Motor 2.25 7461 2 19:05-21:0 Rotating With Motor 2.00 7833 2
10:30-10:45 Cire & Accumulate Surveys 0.25 7461 2 21:05-21:15 Circ & Accumulate Surveys 0 17 7833 2

°¾¾":=WithuattorSieys 8 - O ean ng thhMMo 3 7

TIME SUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 21.08 ORIENTING HRS: 2.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.967 ft-Ib STRING WEIGHT 153000 lbs
TIME DRILL: 0.00 ROTATINGHRS: 18.75 MOTOR HRS: 23.00 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 16000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 8000 Ibf WOB ROTATE (LO): 8000 Ibf
CIRC: 1.92 ROTARY DRILL: 0.00 OTHER: 1.00 RPM (ROTARY): 85 rpm DRAG UP: 153000 Ibf
MOTOR HRS: 23.00 DRILL HRS: 21.08 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 153000 Ibf

BHA I MOTOR I BIT INFORMATION: -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 23 MTR HRS TO DATE:122.66666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2TFA
IADCBITGRADE:7/7/BT/AIXII/CT/TD

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2690 PRESSURE OFF BTM:2323 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - --
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.8 cc/30min PV: 19 cP YP: 17 Ib/100 ft2 pH: 10
DENSITY: 10.5 lb/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.5 SOLIDS: 10 OIL: 0 TEMP: 123 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - -
DrillF/6985-7935 RIG BLACKED OUT THREW OUT THE DAY

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3981

Day 10 - 2012/03/15
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 7935.0 ft PROGRESS: 792.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 48.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00:25 Rotating With Motor 0 42 7958 2 10:45-11:30 Orienting With Motor 0.75 8352 2 i

00:25-00:40 Circ &Accumulate Surveys 0 25 7958 2 11:30-13:15 Rotating With Motor 1.75 8456 2
00:40-03:05 Rotating With Motor 2 42 8083 2 13:15-13:25 Circ &Accumulate Surveys 0.17 8456 2
03:05-03:15 Circ &Accumulate Surveys 0.17 8083 2 13:25-14:30 Orienting With Motor 1.08 8476 2

5 3 ng W Motor 2 3 E8 2 14:30-16:45 Rotating With Motor 2.25 8580 2
05:35-05:45 Circ &Accumulate Surveys 0.17 8208 2 16:45-17:00 Circ &Accumulate Surveys 0.25 8580 2
05:45-08:15 Rotating With Motor 2.50 8332 2 17:00-19:45 Rotating With Motor - TD For 7" 2.75 8727 2
08:15-09:15 Circulate/Accumulate Surveys 1.00 8332 2 19:45-20:00 Circ &Accumulate Surveys 0.25 8727 2
09:15-10:30 Other - See Comments - XO Rot.Hd.Rubber 1.25 8332 2 20:00-24:00 Circ & Condition Mud 4.00 8727 2
10:30-10:45 Circ & Accumulate Surveys 0.25 8332 2 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.25 ORIENTING HRS: 1.83 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.943 ft-Ib STRING WEIGHT 174000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.42 MOTOR HRS: 21.75 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 20000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 15000 Ibf
CIRC: 5.50 ROTARY DRILL: 0.00 OTHER: 2.25 RPM (ROTARY): 65 rpm DRAG UP: 174000 lbf
MOTOR HRS: 21.75 DRILLHRS: 16.25 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 174000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 21.75 MTR HRS TO DATE:144.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:7/7/BT/AIX/l/CT/TD

PUMP PARAMETERS -
PRESSURE ON BTM: 2505 PRESSURE OFF BTM:2245 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - - -
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.6 cc/30min PV: 20 cP YP: 16 Ib/100 fF pH: 10
DENSITY: 10.3 Ib/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 11 OIL: 2 TEMP: 120 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: - -- - --
DRILL F/7935-8727 rig blacked out threwout the day,circulate

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981

Day 10 - 2012/03/15

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 7935.0 ft PROGRESS: 792.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 48.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00:25 Rotating With Motor 0 42 7958 2 10:45-11:30 Orienting With Motor 0.75 8352 2 i

00:25-00:40 Circ &Accumulate Surveys 0 25 7958 2 11:30-13:15 Rotating With Motor 1.75 8456 2
00:40-03:05 Rotating With Motor 2 42 8083 2 13:15-13:25 Circ &Accumulate Surveys 0.17 8456 2
03:05-03:15 Circ &Accumulate Surveys 0.17 8083 2 13:25-14:30 Orienting With Motor 1.08 8476 2

5 3 ng W Motor 2 3 E8 2 14:30-16:45 Rotating With Motor 2.25 8580 2
05:35-05:45 Circ &Accumulate Surveys 0.17 8208 2 16:45-17:00 Circ &Accumulate Surveys 0.25 8580 2
05:45-08:15 Rotating With Motor 2.50 8332 2 17:00-19:45 Rotating With Motor - TD For 7" 2.75 8727 2
08:15-09:15 Circulate/Accumulate Surveys 1.00 8332 2 19:45-20:00 Circ &Accumulate Surveys 0.25 8727 2
09:15-10:30 Other - See Comments - XO Rot.Hd.Rubber 1.25 8332 2 20:00-24:00 Circ & Condition Mud 4.00 8727 2
10:30-10:45 Circ & Accumulate Surveys 0.25 8332 2 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.25 ORIENTING HRS: 1.83 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.943 ft-Ib STRING WEIGHT 174000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.42 MOTOR HRS: 21.75 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 20000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 15000 Ibf
CIRC: 5.50 ROTARY DRILL: 0.00 OTHER: 2.25 RPM (ROTARY): 65 rpm DRAG UP: 174000 lbf
MOTOR HRS: 21.75 DRILLHRS: 16.25 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 174000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 21.75 MTR HRS TO DATE:144.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:7/7/BT/AIX/l/CT/TD

PUMP PARAMETERS -
PRESSURE ON BTM: 2505 PRESSURE OFF BTM:2245 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - - -
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.6 cc/30min PV: 20 cP YP: 16 Ib/100 fF pH: 10
DENSITY: 10.3 Ib/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 11 OIL: 2 TEMP: 120 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: - -- - --
DRILL F/7935-8727 rig blacked out threwout the day,circulate

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981

Day 10 - 2012/03/15

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 7935.0 ft PROGRESS: 792.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 48.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00:25 Rotating With Motor 0 42 7958 2 10:45-11:30 Orienting With Motor 0.75 8352 2 i

00:25-00:40 Circ &Accumulate Surveys 0 25 7958 2 11:30-13:15 Rotating With Motor 1.75 8456 2
00:40-03:05 Rotating With Motor 2 42 8083 2 13:15-13:25 Circ &Accumulate Surveys 0.17 8456 2
03:05-03:15 Circ &Accumulate Surveys 0.17 8083 2 13:25-14:30 Orienting With Motor 1.08 8476 2

5 3 ng W Motor 2 3 E8 2 14:30-16:45 Rotating With Motor 2.25 8580 2
05:35-05:45 Circ &Accumulate Surveys 0.17 8208 2 16:45-17:00 Circ &Accumulate Surveys 0.25 8580 2
05:45-08:15 Rotating With Motor 2.50 8332 2 17:00-19:45 Rotating With Motor - TD For 7" 2.75 8727 2
08:15-09:15 Circulate/Accumulate Surveys 1.00 8332 2 19:45-20:00 Circ &Accumulate Surveys 0.25 8727 2
09:15-10:30 Other - See Comments - XO Rot.Hd.Rubber 1.25 8332 2 20:00-24:00 Circ & Condition Mud 4.00 8727 2
10:30-10:45 Circ & Accumulate Surveys 0.25 8332 2 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.25 ORIENTING HRS: 1.83 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.943 ft-Ib STRING WEIGHT 174000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.42 MOTOR HRS: 21.75 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 20000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 15000 Ibf
CIRC: 5.50 ROTARY DRILL: 0.00 OTHER: 2.25 RPM (ROTARY): 65 rpm DRAG UP: 174000 lbf
MOTOR HRS: 21.75 DRILLHRS: 16.25 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 174000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 21.75 MTR HRS TO DATE:144.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:7/7/BT/AIX/l/CT/TD

PUMP PARAMETERS -
PRESSURE ON BTM: 2505 PRESSURE OFF BTM:2245 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - - -
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.6 cc/30min PV: 20 cP YP: 16 Ib/100 fF pH: 10
DENSITY: 10.3 Ib/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 11 OIL: 2 TEMP: 120 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: - -- - --
DRILL F/7935-8727 rig blacked out threwout the day,circulate

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981

Day 10 - 2012/03/15

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 7935.0 ft PROGRESS: 792.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 48.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00:25 Rotating With Motor 0 42 7958 2 10:45-11:30 Orienting With Motor 0.75 8352 2 i

00:25-00:40 Circ &Accumulate Surveys 0 25 7958 2 11:30-13:15 Rotating With Motor 1.75 8456 2
00:40-03:05 Rotating With Motor 2 42 8083 2 13:15-13:25 Circ &Accumulate Surveys 0.17 8456 2
03:05-03:15 Circ &Accumulate Surveys 0.17 8083 2 13:25-14:30 Orienting With Motor 1.08 8476 2

5 3 ng W Motor 2 3 E8 2 14:30-16:45 Rotating With Motor 2.25 8580 2
05:35-05:45 Circ &Accumulate Surveys 0.17 8208 2 16:45-17:00 Circ &Accumulate Surveys 0.25 8580 2
05:45-08:15 Rotating With Motor 2.50 8332 2 17:00-19:45 Rotating With Motor - TD For 7" 2.75 8727 2
08:15-09:15 Circulate/Accumulate Surveys 1.00 8332 2 19:45-20:00 Circ &Accumulate Surveys 0.25 8727 2
09:15-10:30 Other - See Comments - XO Rot.Hd.Rubber 1.25 8332 2 20:00-24:00 Circ & Condition Mud 4.00 8727 2
10:30-10:45 Circ & Accumulate Surveys 0.25 8332 2 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.25 ORIENTING HRS: 1.83 ROTARY DRILL: 0.00 ROTARY TORQUE: 6.943 ft-Ib STRING WEIGHT 174000 lbs
TIME DRILL: 0.00 ROTATING HRS: 14.42 MOTOR HRS: 21.75 WOB SLIDING (HI): 15000 Ibf WOB ROTATE (HI): 20000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 15000 Ibf
CIRC: 5.50 ROTARY DRILL: 0.00 OTHER: 2.25 RPM (ROTARY): 65 rpm DRAG UP: 174000 lbf
MOTOR HRS: 21.75 DRILLHRS: 16.25 TOTAL HRS: 24.00 RPM (MOTOR): 145 rpm DRAG DN: 174000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 21.75 MTR HRS TO DATE:144.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
IADCBITGRADE:7/7/BT/AIX/l/CT/TD

PUMP PARAMETERS -
PRESSURE ON BTM: 2505 PRESSURE OFF BTM:2245 TOTAL FLOW RATE: 553.02 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 82.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - - - -
MUD TYPE: Water VISC: 42 sec/qt WTR LOSS: 4.6 cc/30min PV: 20 cP YP: 16 Ib/100 fF pH: 10
DENSITY: 10.3 Ib/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 11 OIL: 2 TEMP: 120 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: - -- - --
DRILL F/7935-8727 rig blacked out threwout the day,circulate

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report oriliinaservices
v4.2.3981Weatherford°

Day 11 - 2012/03/16
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PŸIIBHA
00:00-14:00 Circ & Condition Mud 14.00 8727 2 14:00-24:00 Wiper Trip 10.00 8727 2

TIME SUMMARY (hps): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 171000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 14.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 10.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 14.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 10 rpm DRAG UP: 0 Ibf
MOTOR HRS: 14.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 134 rpm DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1,5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 14 MTR HRS TO DATE:158.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, nla: 0 in2 TFA
lADCBITGRADE:7/7/BTIAIXII/CT/TD

- PUMP PARAMETERS --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:2132 TOTAL FLOW RATE: 472.09 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 6 cc/30min PV: 14 cP YP: 20 lb/100 112 pH: 9
DENSITY: 11.1 Ib/gal GEL 0/10: 9.00 lbl100 ft2 SAND: 0.9 SOLIDS: 12 OIL: 0 TEMP: 121 °F
LIQUIDBASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
HAVE TRIED TO POOH TWICE WELL HAS FLOWED ON BOTH TRIES WEIGHINGUP MUDSYSTEM 11.3+

CUSTOMER SIGNATURE:

Printed 2012/08/28 05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report oriliinaservices
v4.2.3981Weatherford°

Day 11 - 2012/03/16

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PŸIIBHA
00:00-14:00 Circ & Condition Mud 14.00 8727 2 14:00-24:00 Wiper Trip 10.00 8727 2

TIME SUMMARY (hps): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 171000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 14.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 10.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 14.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 10 rpm DRAG UP: 0 Ibf
MOTOR HRS: 14.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 134 rpm DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1,5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 14 MTR HRS TO DATE:158.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, nla: 0 in2 TFA
lADCBITGRADE:7/7/BTIAIXII/CT/TD

- PUMP PARAMETERS --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:2132 TOTAL FLOW RATE: 472.09 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 6 cc/30min PV: 14 cP YP: 20 lb/100 112 pH: 9
DENSITY: 11.1 Ib/gal GEL 0/10: 9.00 lbl100 ft2 SAND: 0.9 SOLIDS: 12 OIL: 0 TEMP: 121 °F
LIQUIDBASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
HAVE TRIED TO POOH TWICE WELL HAS FLOWED ON BOTH TRIES WEIGHINGUP MUDSYSTEM 11.3+

CUSTOMER SIGNATURE:
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v4.2.3981Weatherford°

Day 11 - 2012/03/16

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PŸIIBHA
00:00-14:00 Circ & Condition Mud 14.00 8727 2 14:00-24:00 Wiper Trip 10.00 8727 2

TIME SUMMARY (hps): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 171000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 14.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 10.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 14.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 10 rpm DRAG UP: 0 Ibf
MOTOR HRS: 14.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 134 rpm DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1,5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 14 MTR HRS TO DATE:158.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, nla: 0 in2 TFA
lADCBITGRADE:7/7/BTIAIXII/CT/TD

- PUMP PARAMETERS --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:2132 TOTAL FLOW RATE: 472.09 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 6 cc/30min PV: 14 cP YP: 20 lb/100 112 pH: 9
DENSITY: 11.1 Ib/gal GEL 0/10: 9.00 lbl100 ft2 SAND: 0.9 SOLIDS: 12 OIL: 0 TEMP: 121 °F
LIQUIDBASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
HAVE TRIED TO POOH TWICE WELL HAS FLOWED ON BOTH TRIES WEIGHINGUP MUDSYSTEM 11.3+

CUSTOMER SIGNATURE:

Printed 2012/08/28 05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report oriliinaservices
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Day 11 - 2012/03/16

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PŸIIBHA
00:00-14:00 Circ & Condition Mud 14.00 8727 2 14:00-24:00 Wiper Trip 10.00 8727 2

TIME SUMMARY (hps): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 171000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 14.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 10.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 14.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 10 rpm DRAG UP: 0 Ibf
MOTOR HRS: 14.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 134 rpm DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1,5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 14 MTR HRS TO DATE:158.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, nla: 0 in2 TFA
lADCBITGRADE:7/7/BTIAIXII/CT/TD

- PUMP PARAMETERS --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:2132 TOTAL FLOW RATE: 472.09 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 70.00 LINER: 6.00 in STROKE VOL.: 3.4944 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 6 cc/30min PV: 14 cP YP: 20 lb/100 112 pH: 9
DENSITY: 11.1 Ib/gal GEL 0/10: 9.00 lbl100 ft2 SAND: 0.9 SOLIDS: 12 OIL: 0 TEMP: 121 °F
LIQUIDBASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
HAVE TRIED TO POOH TWICE WELL HAS FLOWED ON BOTH TRIES WEIGHINGUP MUDSYSTEM 11.3+

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 12 - 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-04:00 Circ & Condition Mud 4.00 8727 2 15:00-21:00 Lay Down DrillPipe 6.00 8727 2
04:00-12:00 Lay Down DrillPipe 8.00 8727 2 21:00-22:30 Lay Down DrillCollars 1.50 8727 2
12:00-15:00 Circ & Condition Mud 3.00 8727 2 22:30-24:00 Lay Down Directional Tools 1.50 8727 2

TIMESUMMARY (h »): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 7.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 15.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 7.00 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 7.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:
BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 7 MTR HRS TO DATE:165.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE:7 /7 / BT / A IX / I / CT ITD

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: O cP YP: O lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:
circulate @tripout laying down

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 12 - 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-04:00 Circ & Condition Mud 4.00 8727 2 15:00-21:00 Lay Down DrillPipe 6.00 8727 2
04:00-12:00 Lay Down DrillPipe 8.00 8727 2 21:00-22:30 Lay Down DrillCollars 1.50 8727 2
12:00-15:00 Circ & Condition Mud 3.00 8727 2 22:30-24:00 Lay Down Directional Tools 1.50 8727 2

TIMESUMMARY (h »): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 7.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 15.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 7.00 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 7.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 7 MTR HRS TO DATE:165.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE:7 /7 / BT / A IX / I / CT ITD

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: O cP YP: O lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

circulate @tripout laying down

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 12 - 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-04:00 Circ & Condition Mud 4.00 8727 2 15:00-21:00 Lay Down DrillPipe 6.00 8727 2
04:00-12:00 Lay Down DrillPipe 8.00 8727 2 21:00-22:30 Lay Down DrillCollars 1.50 8727 2
12:00-15:00 Circ & Condition Mud 3.00 8727 2 22:30-24:00 Lay Down Directional Tools 1.50 8727 2

TIMESUMMARY (h »): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 7.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 15.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 7.00 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 7.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 7 MTR HRS TO DATE:165.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE:7 /7 / BT / A IX / I / CT ITD

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: O cP YP: O lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

circulate @tripout laying down

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 12 - 2012/03/17
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-04:00 Circ & Condition Mud 4.00 8727 2 15:00-21:00 Lay Down DrillPipe 6.00 8727 2
04:00-12:00 Lay Down DrillPipe 8.00 8727 2 21:00-22:30 Lay Down DrillCollars 1.50 8727 2
12:00-15:00 Circ & Condition Mud 3.00 8727 2 22:30-24:00 Lay Down Directional Tools 1.50 8727 2

TIMESUMMARY (h »): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 7.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 15.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 7.00 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 7.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 2 HOLE SIZE: 8.75 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:675-3590 MODEL: LOBE CFG.:7/8
SETTING: 1.5 ° KICKPAD:No SIZE: 6 3/4" (171mm) MTR HRS THIS DAY: 7 MTR HRS TO DATE:165.41666666661
MANFCT: Smith BIT TYPE:PDC Bit TYPE: mdsi616 NOZZLES:nla, n/a, n/a, n/a: 0 in2 TFA
lADC BIT GRADE:7 /7 / BT / A IX / I / CT ITD

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: O cP YP: O lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

circulate @tripout laying down

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 13 - 2012/03/18
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Standby (Allunits are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-24:00 Wait On OÑers 24 8727 n 00

TIME SUMMARY (h 5): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA / MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: O SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 13 - 2012/03/18
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Standby (Allunits are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-24:00 Wait On OÑers 24 8727 n 00

TIME SUMMARY (h 5): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA / MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: O SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 13 - 2012/03/18
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Standby (Allunits are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-24:00 Wait On OÑers 24 8727 n 00

TIME SUMMARY (h 5): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA / MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: O SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 13 - 2012/03/18
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: Standby (Allunits are imperial)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BHÀ
00:00-24:00 Wait On OÑers 24 8727 n 00

TIME SUMMARY (h 5): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA / MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: O SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 14 - 2012/03/19
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial.)
TIME DAILY ACTIVITY HRS DPTH B ME DAILYACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA / MOTOR I BIT INFORMATION: --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 14 - 2012/03/19
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial.)
TIME DAILY ACTIVITY HRS DPTH B ME DAILYACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA / MOTOR I BIT INFORMATION: --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 14 - 2012/03/19
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial.)
TIME DAILY ACTIVITY HRS DPTH B ME DAILYACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA / MOTOR I BIT INFORMATION: --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 14 - 2012/03/19
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial.)
TIME DAILY ACTIVITY HRS DPTH B ME DAILYACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA / MOTOR I BIT INFORMATION: --
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: Occ/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 15 - 2012/03/20
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are irnperial)

ME DAILY ACTIVITY P BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orde 24.00 8727 n/a 0.00

TIME SUMMARY(h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): O Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA MOTOR I BIT FORMATION
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS --
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 fF pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 15 - 2012/03/20
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are irnperial)

ME DAILY ACTIVITY P BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orde 24.00 8727 n/a 0.00

TIME SUMMARY(h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): O Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA MOTOR I BIT FORMATION

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS --
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 fF pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 15 - 2012/03/20
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are irnperial)

ME DAILY ACTIVITY P BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orde 24.00 8727 n/a 0.00

TIME SUMMARY(h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): O Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA MOTOR I BIT FORMATION

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS --
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 fF pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 15 - 2012/03/20
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are irnperial)

ME DAILY ACTIVITY P BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orde 24.00 8727 n/a 0.00

TIME SUMMARY(h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): O Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 lbf

BHA MOTOR I BIT FORMATION

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS --
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 fF pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2 3981

Weatherford Day 16 - 2012/03/21
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24 00 Wait On Orders 24.00 8727 n MO

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2 3981

Weatherford Day 16 - 2012/03/21
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24 00 Wait On Orders 24.00 8727 n MO

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2 3981

Weatherford Day 16 - 2012/03/21
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24 00 Wait On Orders 24.00 8727 n MO

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2 3981

Weatherford Day 16 - 2012/03/21
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24 00 Wait On Orders 24.00 8727 n MO

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 17 - 2012/03/22
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS· 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AII units are imperial.)

IME DAILYACTIVITY HRS DPTH BHA TIMEÏ DAIL.Y ACTIVITY HRS DPTH H
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 17 - 2012/03/22
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS· 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AII units are imperial.)

IME DAILYACTIVITY HRS DPTH BHA TIMEÏ DAIL.Y ACTIVITY HRS DPTH H
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 17 - 2012/03/22
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS· 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AII units are imperial.)

IME DAILYACTIVITY HRS DPTH BHA TIMEÏ DAIL.Y ACTIVITY HRS DPTH H
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 17 - 2012/03/22
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS· 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (AII units are imperial.)

IME DAILYACTIVITY HRS DPTH BHA TIMEÏ DAIL.Y ACTIVITY HRS DPTH H
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUIDBASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report orillingservices
v4 2.3981Weatherford°

Day 18 - 2012/03/23
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial)

E DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n a 0.00

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIMEDRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0 00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report orillingservices
v4 2.3981Weatherford°

Day 18 - 2012/03/23
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial)

E DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n a 0.00

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIMEDRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0 00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report orillingservices
v4 2.3981Weatherford°

Day 18 - 2012/03/23
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial)

E DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n a 0.00

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIMEDRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0 00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report orillingservices
v4 2.3981Weatherford°

Day 18 - 2012/03/23
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (All units are imperial)

E DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
00:00-24:00 Wait On Orders 24.00 8727 n a 0.00

TIME SUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIMEDRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0 00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 19 - 2012/03/24
FILE #: 4025673 WELL NAME: McKenna M7-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (Allunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 112 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:
wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 19 - 2012/03/24
FILE #: 4025673 WELL NAME: McKenna M7-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (Allunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 112 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 19 - 2012/03/24
FILE #: 4025673 WELL NAME: McKenna M7-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (Allunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 112 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 19 - 2012/03/24
FILE #: 4025673 WELL NAME: McKenna M7-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Standby (Allunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-24:00 Wait On Orders 24.00 8727 n/a 0.00

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 24.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: ---
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: O PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 112 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

wait on orders

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 20 - 2012/03/25
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-15:30 Wait On Orders 15.50 8727 n/a 17:30-20:00 Pick Up HW DrillPipe 2.50 8727 3
15:30-17:30 PU Directional Tools 2.00 8 3 20:00-24:00 RIH 00 8727 3

TIMESUMMARY (hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 4.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 20.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: --- - --
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: O MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2 TFA
IADCBITGRADE:1/3/BTIGIX/l/NO/BHA

- PUMP PARAMETERS - - ---
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -- -
MUD TYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 66 cc/30min PV: 11 cP YP: 23 Ib/100 fF pH: 8.5
DENSITY: 11.3 Ib/gal GEL 0/10: 23.00 lb/100 ft2 SAND: 0.1 SOLIDS: 13 OIL: 0 TEMP: 78 °F
LIQUIDBASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

Wait on Orders / PU Tools RIH

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 20 - 2012/03/25
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-15:30 Wait On Orders 15.50 8727 n/a 17:30-20:00 Pick Up HW DrillPipe 2.50 8727 3
15:30-17:30 PU Directional Tools 2.00 8 3 20:00-24:00 RIH 00 8727 3

TIMESUMMARY (hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 4.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 20.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: --- - --
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: O MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2 TFA
IADCBITGRADE:1/3/BTIGIX/l/NO/BHA

- PUMP PARAMETERS - - ---
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -- -
MUD TYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 66 cc/30min PV: 11 cP YP: 23 Ib/100 fF pH: 8.5
DENSITY: 11.3 Ib/gal GEL 0/10: 23.00 lb/100 ft2 SAND: 0.1 SOLIDS: 13 OIL: 0 TEMP: 78 °F

LIQUIDBASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

Wait on Orders / PU Tools RIH

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 20 - 2012/03/25
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-15:30 Wait On Orders 15.50 8727 n/a 17:30-20:00 Pick Up HW DrillPipe 2.50 8727 3
15:30-17:30 PU Directional Tools 2.00 8 3 20:00-24:00 RIH 00 8727 3

TIMESUMMARY (hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 4.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 20.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: --- - --
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: O MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2 TFA
IADCBITGRADE:1/3/BTIGIX/l/NO/BHA

- PUMP PARAMETERS - - ---
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -- -
MUD TYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 66 cc/30min PV: 11 cP YP: 23 Ib/100 fF pH: 8.5
DENSITY: 11.3 Ib/gal GEL 0/10: 23.00 lb/100 ft2 SAND: 0.1 SOLIDS: 13 OIL: 0 TEMP: 78 °F

LIQUIDBASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

Wait on Orders / PU Tools RIH

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 20 - 2012/03/25
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 8727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-15:30 Wait On Orders 15.50 8727 n/a 17:30-20:00 Pick Up HW DrillPipe 2.50 8727 3
15:30-17:30 PU Directional Tools 2.00 8 3 20:00-24:00 RIH 00 8727 3

TIMESUMMARY (hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATINGHRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 4.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 20.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: --- - --
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: O MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2 TFA
IADCBITGRADE:1/3/BTIGIX/l/NO/BHA

- PUMP PARAMETERS - - ---
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -- -
MUD TYPE: GelGypsum VISC: 40 sec/qt WTR LOSS: 66 cc/30min PV: 11 cP YP: 23 Ib/100 fF pH: 8.5
DENSITY: 11.3 Ib/gal GEL 0/10: 23.00 lb/100 ft2 SAND: 0.1 SOLIDS: 13 OIL: 0 TEMP: 78 °F

LIQUIDBASE: Water LIQUID RATE: O gallmin GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

Wait on Orders / PU Tools RIH

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v42.3981Weatherford°

Day 21 - 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 317.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9044.0 ft AVG. ROP.: 40.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)
TIME DAILY ACTIVITY HR BHA TIME DAILY ACTIVITY HRS liPTH BHA
00:00-01:00 RIH 1.00 8727 3 10:30-12:00 Rotating With Motor 1.50 8959 3
01:00-01:45 Circ Bottoms Up 0 75 8727 3 12:00-12:15 Circ &Accumulate Surveys 0.25 8959 3
01:45-04:15 DrillOut Flt, Shoe &Cmnt 2 5 8737 3 12:15-14:10 Rotating With Motor- KOP 1.92 9044 3
04:15-05:45 Pressure Test - FIT TEST 1.50 8737 3 14:10-14:20 Circ &Accumulate Surveys 0.17 9044 3
05:45-09:00 Rotating With Motor 3.26 8832 3 14:20-15:15 Circ & Condition Hole 0.92 9044 3
09:00-09:15 Cire & Accumulate Surveys 0.26 8832 3 15:15-20:45 POOH To Change BHA - To P/U Curve Ass 5.50 9044 3
09:15-10:20 Rotating With Motor 1.08 8895 3 20:45-24:00 Handle Directional Tools 3.25 9044 4
10:20-10:30 Circ &Accumulate Surveys 0 17 8895 3 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 7.75|ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.398 ft-Ib STRING WEIGHT 135000 Ibs
TIME DRILL: 0.00 ROTATING HRS: 7.75 MOTOR HRS: 12.75 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 10000 Ibf
MOTOR REAM: 0.00 TRIP: 6.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 5000 Ibf
CIRC: 5.00 ROTARY DRILL: 0.00 OTHER: 4.75 RPM (ROTARY): 40 rpm DRAG UP: 135000 Ibf
MOTOR HRS: 12.75 DRILL HRS: 7.75 TOTAL HRS: 24.00 RPM (MOTOR): 117 rpm DRAG DN: 135000 lbf

- BHA I MOTOR I BIT INFORMATION: -- --- ---
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:12.75 MTR HRS TO DATE:12.75
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2TFA
IADC BIT GRADE: 1 / 3 / BT / G / X / I / NO / BHA

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE:1 / 1 / NO / A / X / \ / NO I PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2737 PRESSURE OFF BTM:2573 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 38 sec/qt WTR LOSS: 16.2 cc/30min PV: 12 cP YP: 14 lb/100 ft2 pH: 10.4
DENSITY: 12.1 Ib/gal GEL 0/10: 10.00 lb/100 ft2 SAND: 0.1 SOLIDS: 15 OIL: 0 TEMP: 95 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: ---- --- - - ---
TRIP IN ,DRILLCEMENT & FLT EQUIPMENT,FITTEST. DRILLF/8727-90.44 POOH PU CURVE MOTOR AND BIT

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v42.3981Weatherford°

Day 21 - 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 317.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9044.0 ft AVG. ROP.: 40.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HR BHA TIME DAILY ACTIVITY HRS liPTH BHA
00:00-01:00 RIH 1.00 8727 3 10:30-12:00 Rotating With Motor 1.50 8959 3
01:00-01:45 Circ Bottoms Up 0 75 8727 3 12:00-12:15 Circ &Accumulate Surveys 0.25 8959 3
01:45-04:15 DrillOut Flt, Shoe &Cmnt 2 5 8737 3 12:15-14:10 Rotating With Motor- KOP 1.92 9044 3
04:15-05:45 Pressure Test - FIT TEST 1.50 8737 3 14:10-14:20 Circ &Accumulate Surveys 0.17 9044 3
05:45-09:00 Rotating With Motor 3.26 8832 3 14:20-15:15 Circ & Condition Hole 0.92 9044 3
09:00-09:15 Cire & Accumulate Surveys 0.26 8832 3 15:15-20:45 POOH To Change BHA - To P/U Curve Ass 5.50 9044 3
09:15-10:20 Rotating With Motor 1.08 8895 3 20:45-24:00 Handle Directional Tools 3.25 9044 4
10:20-10:30 Circ &Accumulate Surveys 0 17 8895 3 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 7.75|ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.398 ft-Ib STRING WEIGHT 135000 Ibs
TIME DRILL: 0.00 ROTATING HRS: 7.75 MOTOR HRS: 12.75 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 10000 Ibf
MOTOR REAM: 0.00 TRIP: 6.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 5000 Ibf
CIRC: 5.00 ROTARY DRILL: 0.00 OTHER: 4.75 RPM (ROTARY): 40 rpm DRAG UP: 135000 Ibf
MOTOR HRS: 12.75 DRILL HRS: 7.75 TOTAL HRS: 24.00 RPM (MOTOR): 117 rpm DRAG DN: 135000 lbf

- BHA I MOTOR I BIT INFORMATION: -- --- ---
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:12.75 MTR HRS TO DATE:12.75
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2TFA
IADC BIT GRADE: 1 / 3 / BT / G / X / I / NO / BHA

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE:1 / 1 / NO / A / X / \ / NO I PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2737 PRESSURE OFF BTM:2573 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 38 sec/qt WTR LOSS: 16.2 cc/30min PV: 12 cP YP: 14 lb/100 ft2 pH: 10.4
DENSITY: 12.1 Ib/gal GEL 0/10: 10.00 lb/100 ft2 SAND: 0.1 SOLIDS: 15 OIL: 0 TEMP: 95 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: ---- --- - - ---
TRIP IN ,DRILLCEMENT & FLT EQUIPMENT,FITTEST. DRILLF/8727-90.44 POOH PU CURVE MOTOR AND BIT

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v42.3981Weatherford°

Day 21 - 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 317.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9044.0 ft AVG. ROP.: 40.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HR BHA TIME DAILY ACTIVITY HRS liPTH BHA
00:00-01:00 RIH 1.00 8727 3 10:30-12:00 Rotating With Motor 1.50 8959 3
01:00-01:45 Circ Bottoms Up 0 75 8727 3 12:00-12:15 Circ &Accumulate Surveys 0.25 8959 3
01:45-04:15 DrillOut Flt, Shoe &Cmnt 2 5 8737 3 12:15-14:10 Rotating With Motor- KOP 1.92 9044 3
04:15-05:45 Pressure Test - FIT TEST 1.50 8737 3 14:10-14:20 Circ &Accumulate Surveys 0.17 9044 3
05:45-09:00 Rotating With Motor 3.26 8832 3 14:20-15:15 Circ & Condition Hole 0.92 9044 3
09:00-09:15 Cire & Accumulate Surveys 0.26 8832 3 15:15-20:45 POOH To Change BHA - To P/U Curve Ass 5.50 9044 3
09:15-10:20 Rotating With Motor 1.08 8895 3 20:45-24:00 Handle Directional Tools 3.25 9044 4
10:20-10:30 Circ &Accumulate Surveys 0 17 8895 3 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 7.75|ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.398 ft-Ib STRING WEIGHT 135000 Ibs
TIME DRILL: 0.00 ROTATING HRS: 7.75 MOTOR HRS: 12.75 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 10000 Ibf
MOTOR REAM: 0.00 TRIP: 6.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 5000 Ibf
CIRC: 5.00 ROTARY DRILL: 0.00 OTHER: 4.75 RPM (ROTARY): 40 rpm DRAG UP: 135000 Ibf
MOTOR HRS: 12.75 DRILL HRS: 7.75 TOTAL HRS: 24.00 RPM (MOTOR): 117 rpm DRAG DN: 135000 lbf

- BHA I MOTOR I BIT INFORMATION: -- --- ---
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:12.75 MTR HRS TO DATE:12.75
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2TFA
IADC BIT GRADE: 1 / 3 / BT / G / X / I / NO / BHA

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE:1 / 1 / NO / A / X / \ / NO I PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2737 PRESSURE OFF BTM:2573 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 38 sec/qt WTR LOSS: 16.2 cc/30min PV: 12 cP YP: 14 lb/100 ft2 pH: 10.4
DENSITY: 12.1 Ib/gal GEL 0/10: 10.00 lb/100 ft2 SAND: 0.1 SOLIDS: 15 OIL: 0 TEMP: 95 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: ---- --- - - ---
TRIP IN ,DRILLCEMENT & FLT EQUIPMENT,FITTEST. DRILLF/8727-90.44 POOH PU CURVE MOTOR AND BIT

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v42.3981Weatherford°

Day 21 - 2012/03/26
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 8727.0 ft PROGRESS: 317.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9044.0 ft AVG. ROP.: 40.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HR BHA TIME DAILY ACTIVITY HRS liPTH BHA
00:00-01:00 RIH 1.00 8727 3 10:30-12:00 Rotating With Motor 1.50 8959 3
01:00-01:45 Circ Bottoms Up 0 75 8727 3 12:00-12:15 Circ &Accumulate Surveys 0.25 8959 3
01:45-04:15 DrillOut Flt, Shoe &Cmnt 2 5 8737 3 12:15-14:10 Rotating With Motor- KOP 1.92 9044 3
04:15-05:45 Pressure Test - FIT TEST 1.50 8737 3 14:10-14:20 Circ &Accumulate Surveys 0.17 9044 3
05:45-09:00 Rotating With Motor 3.26 8832 3 14:20-15:15 Circ & Condition Hole 0.92 9044 3
09:00-09:15 Cire & Accumulate Surveys 0.26 8832 3 15:15-20:45 POOH To Change BHA - To P/U Curve Ass 5.50 9044 3
09:15-10:20 Rotating With Motor 1.08 8895 3 20:45-24:00 Handle Directional Tools 3.25 9044 4
10:20-10:30 Circ &Accumulate Surveys 0 17 8895 3 0.00

TIMESUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 7.75|ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.398 ft-Ib STRING WEIGHT 135000 Ibs
TIME DRILL: 0.00 ROTATING HRS: 7.75 MOTOR HRS: 12.75 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 10000 Ibf
MOTOR REAM: 0.00 TRIP: 6.50 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 5000 Ibf
CIRC: 5.00 ROTARY DRILL: 0.00 OTHER: 4.75 RPM (ROTARY): 40 rpm DRAG UP: 135000 Ibf
MOTOR HRS: 12.75 DRILL HRS: 7.75 TOTAL HRS: 24.00 RPM (MOTOR): 117 rpm DRAG DN: 135000 lbf

- BHA I MOTOR I BIT INFORMATION: -- --- ---
BHA: 3 HOLE SIZE: 6.125 in SECTION TYPE: Hold SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 1.83 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:12.75 MTR HRS TO DATE:12.75
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX55 NOZZLES:0.746 in2TFA
IADC BIT GRADE: 1 / 3 / BT / G / X / I / NO / BHA

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE:1 / 1 / NO / A / X / \ / NO I PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2737 PRESSURE OFF BTM:2573 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUDTYPE: GelGypsum VISC: 38 sec/qt WTR LOSS: 16.2 cc/30min PV: 12 cP YP: 14 lb/100 ft2 pH: 10.4
DENSITY: 12.1 Ib/gal GEL 0/10: 10.00 lb/100 ft2 SAND: 0.1 SOLIDS: 15 OIL: 0 TEMP: 95 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS: ---- --- - - ---
TRIP IN ,DRILLCEMENT & FLT EQUIPMENT,FITTEST. DRILLF/8727-90.44 POOH PU CURVE MOTOR AND BIT

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 22 - 2012/03/27
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9044.0 ft PROGRESS: 59.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9103.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial.)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH HA
00:00-00:30 Handle Directional Tools 0.50 9044 4 09:45-18:05 Orienting With Motor 8.33 9093 4
00:30-05:30 RIH 5.00 9044 4 18:05-18:15 Circ &Accumulate Surveys 0.17 9093 4
05:30-06:30 Circ Bottoms Up 1.00 9044 4 18:15-19:30 Orienting With Motor 1.25 9103 4
06:30-09:35 Orienting With Motor 3.08 9062 4 19:30-21:00 Circ & Condition Mud 1.50 9103 4
09:35-09:45 Circ & Accumulate Surveys 0.17 9062 4 21:00-24:00 Change BitAnd Motor 3.00 9103 4

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 12.67 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 0 ft-lb STRING WEIGHT 142000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 15.50 WOB SLIDING (HI): 23000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 5.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): 20 rpm DRAG UP: 142000 Ibf
MOTOR HRS: 15.50 DRILL HRS: 12.67 TOTAL HRS: 24.00 RPM (MOTOR): 132.6 rpm DRAG DN: 142000 lbf

- BHA I MOTOR I BIT INFORMATION: - --- --- --
BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:15 5 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2TFA

IADC BIT GRADE:1 / 1 / NO / A /X I I / NO / PR

- PUMP PARAMETERS --

PRESSURE ON BTM: 1909 PRESSURE OFF BTM:1553 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUDTYPE: VISC: 38 sec/qt WTR LOSS: 23 cc/30min PV: 12 cP YP: 18 Ib/100 fF pH: 9.8
DENSITY: 12.1 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.1 SOLIDS: 22 OIL: 0 TEMP: 87 °F

LIOUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS: -
RIH DRILL Fl9044-9103 HAND DRILLINGMOST OF THE DAY PASON DOWN@ 14:00 BACK UP AT 18:00 POOH TO CHANG BIT AND MOTOR

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 22 - 2012/03/27
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9044.0 ft PROGRESS: 59.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9103.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial.)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH HA
00:00-00:30 Handle Directional Tools 0.50 9044 4 09:45-18:05 Orienting With Motor 8.33 9093 4
00:30-05:30 RIH 5.00 9044 4 18:05-18:15 Circ &Accumulate Surveys 0.17 9093 4
05:30-06:30 Circ Bottoms Up 1.00 9044 4 18:15-19:30 Orienting With Motor 1.25 9103 4
06:30-09:35 Orienting With Motor 3.08 9062 4 19:30-21:00 Circ & Condition Mud 1.50 9103 4
09:35-09:45 Circ & Accumulate Surveys 0.17 9062 4 21:00-24:00 Change BitAnd Motor 3.00 9103 4

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 12.67 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 0 ft-lb STRING WEIGHT 142000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 15.50 WOB SLIDING (HI): 23000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 5.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): 20 rpm DRAG UP: 142000 Ibf
MOTOR HRS: 15.50 DRILL HRS: 12.67 TOTAL HRS: 24.00 RPM (MOTOR): 132.6 rpm DRAG DN: 142000 lbf

- BHA I MOTOR I BIT INFORMATION: - --- --- --
BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:15 5 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2TFA

IADC BIT GRADE:1 / 1 / NO / A /X I I / NO / PR

- PUMP PARAMETERS --

PRESSURE ON BTM: 1909 PRESSURE OFF BTM:1553 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUDTYPE: VISC: 38 sec/qt WTR LOSS: 23 cc/30min PV: 12 cP YP: 18 Ib/100 fF pH: 9.8
DENSITY: 12.1 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.1 SOLIDS: 22 OIL: 0 TEMP: 87 °F

LIOUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS: -
RIH DRILL Fl9044-9103 HAND DRILLINGMOST OF THE DAY PASON DOWN@ 14:00 BACK UP AT 18:00 POOH TO CHANG BIT AND MOTOR

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 22 - 2012/03/27
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9044.0 ft PROGRESS: 59.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9103.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial.)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH HA
00:00-00:30 Handle Directional Tools 0.50 9044 4 09:45-18:05 Orienting With Motor 8.33 9093 4
00:30-05:30 RIH 5.00 9044 4 18:05-18:15 Circ &Accumulate Surveys 0.17 9093 4
05:30-06:30 Circ Bottoms Up 1.00 9044 4 18:15-19:30 Orienting With Motor 1.25 9103 4
06:30-09:35 Orienting With Motor 3.08 9062 4 19:30-21:00 Circ & Condition Mud 1.50 9103 4
09:35-09:45 Circ & Accumulate Surveys 0.17 9062 4 21:00-24:00 Change BitAnd Motor 3.00 9103 4

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 12.67 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 0 ft-lb STRING WEIGHT 142000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 15.50 WOB SLIDING (HI): 23000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 5.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): 20 rpm DRAG UP: 142000 Ibf
MOTOR HRS: 15.50 DRILL HRS: 12.67 TOTAL HRS: 24.00 RPM (MOTOR): 132.6 rpm DRAG DN: 142000 lbf

- BHA I MOTOR I BIT INFORMATION: - --- --- --
BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:15 5 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2TFA

IADC BIT GRADE:1 / 1 / NO / A /X I I / NO / PR

- PUMP PARAMETERS --

PRESSURE ON BTM: 1909 PRESSURE OFF BTM:1553 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUDTYPE: VISC: 38 sec/qt WTR LOSS: 23 cc/30min PV: 12 cP YP: 18 Ib/100 fF pH: 9.8
DENSITY: 12.1 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.1 SOLIDS: 22 OIL: 0 TEMP: 87 °F

LIOUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS: -
RIH DRILL Fl9044-9103 HAND DRILLINGMOST OF THE DAY PASON DOWN@ 14:00 BACK UP AT 18:00 POOH TO CHANG BIT AND MOTOR

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 22 - 2012/03/27
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9044.0 ft PROGRESS: 59.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9103.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial.)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH HA
00:00-00:30 Handle Directional Tools 0.50 9044 4 09:45-18:05 Orienting With Motor 8.33 9093 4
00:30-05:30 RIH 5.00 9044 4 18:05-18:15 Circ &Accumulate Surveys 0.17 9093 4
05:30-06:30 Circ Bottoms Up 1.00 9044 4 18:15-19:30 Orienting With Motor 1.25 9103 4
06:30-09:35 Orienting With Motor 3.08 9062 4 19:30-21:00 Circ & Condition Mud 1.50 9103 4
09:35-09:45 Circ & Accumulate Surveys 0.17 9062 4 21:00-24:00 Change BitAnd Motor 3.00 9103 4

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 12.67 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 0 ft-lb STRING WEIGHT 142000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 15.50 WOB SLIDING (HI): 23000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 5.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.83 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): 20 rpm DRAG UP: 142000 Ibf
MOTOR HRS: 15.50 DRILL HRS: 12.67 TOTAL HRS: 24.00 RPM (MOTOR): 132.6 rpm DRAG DN: 142000 lbf

- BHA I MOTOR I BIT INFORMATION: - --- --- --
BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:15 5 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2TFA

IADC BIT GRADE:1 / 1 / NO / A /X I I / NO / PR

- PUMP PARAMETERS --

PRESSURE ON BTM: 1909 PRESSURE OFF BTM:1553 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUDTYPE: VISC: 38 sec/qt WTR LOSS: 23 cc/30min PV: 12 cP YP: 18 Ib/100 fF pH: 9.8
DENSITY: 12.1 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.1 SOLIDS: 22 OIL: 0 TEMP: 87 °F

LIOUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS: -
RIH DRILL Fl9044-9103 HAND DRILLINGMOST OF THE DAY PASON DOWN@ 14:00 BACK UP AT 18:00 POOH TO CHANG BIT AND MOTOR

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3981

1 g¶|@¶ Day 23 - 2012/03/28
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9103.0 ft PROGRESS: 76.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9179.0 ft AVG. ROP.: 7.1 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are imperial)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-03:00 POOH For Bit 3.00 9103 4 15:15-15 51 Circ & Accumulate Surveys 0.60 9125 5
03:00-05:30 Change BitAnd Motor 2.50 9103 4 15:51-20:20 Motor Drill To KOP 4.48 9156 5
05:30-11:30 RlH 6.00 9103 5 20:20-20:35 Circ &Accumulate Surveys 0.25 9156 5
11:30-12:30 Rig Service 1.00 9103 5 20:35-24:00 Orienting With Motor 3.42 9179 S
12:30-15:15 Orienting With Motor 2.75 9125 5 0.00

TIME SUMMARY (h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 10.65 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 11.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 9.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.85 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): DRAG UP: 150000 Ibf
MOTOR HRS: 11.50 DRILL HRS: 10.65 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION: - - - - ---

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 0 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A /X I I / NO / PR

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 11.5 MTR HRS TO DATE:24.25
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 2 / BT / M/ E / I / ER / PR

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2350 PRESSURE OFF BTM:2100 TOTAL FLOW RATE: 266.35 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 112.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - -- -- -- ---- - --
MUD TYPE: Gelchem VISC: 39 sec/qt WTR LOSS: 20 cc/30min PV: 14 cP YP: 20 lb/100 fP pH: 9
DENSITY: 12.3 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 81 °F

LlQUID BASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: - -----
POOH FOR BIT & MOTORXO Bit and motor set mtr to 2.12 setting RIH DRILLF/9103-9179

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

1 g¶|@¶ Day 23 - 2012/03/28
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9103.0 ft PROGRESS: 76.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9179.0 ft AVG. ROP.: 7.1 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are imperial)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-03:00 POOH For Bit 3.00 9103 4 15:15-15 51 Circ & Accumulate Surveys 0.60 9125 5
03:00-05:30 Change BitAnd Motor 2.50 9103 4 15:51-20:20 Motor Drill To KOP 4.48 9156 5
05:30-11:30 RlH 6.00 9103 5 20:20-20:35 Circ &Accumulate Surveys 0.25 9156 5
11:30-12:30 Rig Service 1.00 9103 5 20:35-24:00 Orienting With Motor 3.42 9179 S
12:30-15:15 Orienting With Motor 2.75 9125 5 0.00

TIME SUMMARY (h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 10.65 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 11.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 9.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.85 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): DRAG UP: 150000 Ibf
MOTOR HRS: 11.50 DRILL HRS: 10.65 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION: - - - - ---

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 0 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A /X I I / NO / PR

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 11.5 MTR HRS TO DATE:24.25
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 2 / BT / M/ E / I / ER / PR

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2350 PRESSURE OFF BTM:2100 TOTAL FLOW RATE: 266.35 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 112.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - -- -- -- ---- - --
MUD TYPE: Gelchem VISC: 39 sec/qt WTR LOSS: 20 cc/30min PV: 14 cP YP: 20 lb/100 fP pH: 9
DENSITY: 12.3 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 81 °F

LlQUID BASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: - -----
POOH FOR BIT & MOTORXO Bit and motor set mtr to 2.12 setting RIH DRILLF/9103-9179

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

1 g¶|@¶ Day 23 - 2012/03/28
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9103.0 ft PROGRESS: 76.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9179.0 ft AVG. ROP.: 7.1 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are imperial)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-03:00 POOH For Bit 3.00 9103 4 15:15-15 51 Circ & Accumulate Surveys 0.60 9125 5
03:00-05:30 Change BitAnd Motor 2.50 9103 4 15:51-20:20 Motor Drill To KOP 4.48 9156 5
05:30-11:30 RlH 6.00 9103 5 20:20-20:35 Circ &Accumulate Surveys 0.25 9156 5
11:30-12:30 Rig Service 1.00 9103 5 20:35-24:00 Orienting With Motor 3.42 9179 S
12:30-15:15 Orienting With Motor 2.75 9125 5 0.00

TIME SUMMARY (h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 10.65 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 11.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 9.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.85 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): DRAG UP: 150000 Ibf
MOTOR HRS: 11.50 DRILL HRS: 10.65 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION: - - - - ---

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 0 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A /X I I / NO / PR

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 11.5 MTR HRS TO DATE:24.25
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 2 / BT / M/ E / I / ER / PR

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2350 PRESSURE OFF BTM:2100 TOTAL FLOW RATE: 266.35 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 112.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - -- -- -- ---- - --
MUD TYPE: Gelchem VISC: 39 sec/qt WTR LOSS: 20 cc/30min PV: 14 cP YP: 20 lb/100 fP pH: 9
DENSITY: 12.3 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 81 °F

LlQUID BASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: - -----
POOH FOR BIT & MOTORXO Bit and motor set mtr to 2.12 setting RIH DRILLF/9103-9179

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

1 g¶|@¶ Day 23 - 2012/03/28
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9103.0 ft PROGRESS: 76.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9179.0 ft AVG. ROP.: 7.1 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are imperial)
TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-03:00 POOH For Bit 3.00 9103 4 15:15-15 51 Circ & Accumulate Surveys 0.60 9125 5
03:00-05:30 Change BitAnd Motor 2.50 9103 4 15:51-20:20 Motor Drill To KOP 4.48 9156 5
05:30-11:30 RlH 6.00 9103 5 20:20-20:35 Circ &Accumulate Surveys 0.25 9156 5
11:30-12:30 Rig Service 1.00 9103 5 20:35-24:00 Orienting With Motor 3.42 9179 S
12:30-15:15 Orienting With Motor 2.75 9125 5 0.00

TIME SUMMARY (h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 10.65 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 11.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 9.00 WOB SLIDING (LO): 10000 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.85 ROTARY DRILL: 0.00 OTHER: 3.50 RPM (ROTARY): DRAG UP: 150000 Ibf
MOTOR HRS: 11.50 DRILL HRS: 10.65 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION: - - - - ---

BHA: 4 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41079 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 0 MTR HRS TO DATE:15.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FXD54 NOZZLES:0.739 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A /X I I / NO / PR

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 11.5 MTR HRS TO DATE:24.25
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 2 / BT / M/ E / I / ER / PR

- PUMP PARAMETERS - --
PRESSURE ON BTM: 2350 PRESSURE OFF BTM:2100 TOTAL FLOW RATE: 266.35 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 112.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - -- -- -- ---- - --
MUD TYPE: Gelchem VISC: 39 sec/qt WTR LOSS: 20 cc/30min PV: 14 cP YP: 20 lb/100 fP pH: 9
DENSITY: 12.3 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 81 °F

LlQUID BASE: Water LIQUIDRATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: - -----
POOH FOR BIT & MOTORXO Bit and motor set mtr to 2.12 setting RIH DRILLF/9103-9179

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily ActivityReport Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 24 - 2012/03/29
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9179.0 ft PROGRESS: 103.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9282.0 ft AVG. ROP.: 5.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:30 Orienting With Motor 2.50 9187 5 10:45-13:15 Rotating With Motor 2.50 9251 5
02:30-02:45 Circ &Accumulate Surveys 0.25 9187 5 13:15-16:20 Orienting With Motor 3.08 9251 5
02:45-06:50 Orienting With Motor 4.08 9212 5 16:20-18:50 Rotating With Motor 2.50 9282 5
06:50-07:55 Rotating With Motor 1.08 9219 5 18:50-23:20 Work On MWD 4.50 9282 5
07:55-08:15 Circ &Accumulate Surveys 0 2 2 20 0 rc ulate urveys 0.17 9282 5
08:15-10:45 Orienting With Motor 2 50 9234 5 23:30-24:00 Orienting With Motor 0.50 9282 5

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.577 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 6.08 MOTOR HRS: 19.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.75 ROTARY DRILL: 0.00 OTHER: 4.50 RPM (ROTARY): 35 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 19.50 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 lbf

BHA I MOTOR / BIT INFORMATION: -

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:19.5 MTR HRS TO DATE:43.75
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2TFA
IADC BIT GRADE:1 / 2 / BT / M / E / I / ER / PR

- PUMP PARAMETERS - -
PRESSURE ON BTM: 2650 PRESSURE OFF BTM:2450 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 8 cc/30min PV: 21 cP YP: 19 Ib/100 ft2 pH: 10
DENSITY: 12.5 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 16 OIL: 0 TEMP: 112 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS:
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & huston had decided to do a down hole rolltest and toolstarted
to work tookto good surveys & it was decided by the mwd department & new field to drill ahead Drill F/9179-9285 had isues with mwd
at survey point

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 24 - 2012/03/29
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9179.0 ft PROGRESS: 103.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9282.0 ft AVG. ROP.: 5.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:30 Orienting With Motor 2.50 9187 5 10:45-13:15 Rotating With Motor 2.50 9251 5
02:30-02:45 Circ &Accumulate Surveys 0.25 9187 5 13:15-16:20 Orienting With Motor 3.08 9251 5
02:45-06:50 Orienting With Motor 4.08 9212 5 16:20-18:50 Rotating With Motor 2.50 9282 5
06:50-07:55 Rotating With Motor 1.08 9219 5 18:50-23:20 Work On MWD 4.50 9282 5
07:55-08:15 Circ &Accumulate Surveys 0 2 2 20 0 rc ulate urveys 0.17 9282 5
08:15-10:45 Orienting With Motor 2 50 9234 5 23:30-24:00 Orienting With Motor 0.50 9282 5

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.577 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 6.08 MOTOR HRS: 19.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.75 ROTARY DRILL: 0.00 OTHER: 4.50 RPM (ROTARY): 35 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 19.50 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 lbf

BHA I MOTOR / BIT INFORMATION: -

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:19.5 MTR HRS TO DATE:43.75
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2TFA
IADC BIT GRADE:1 / 2 / BT / M / E / I / ER / PR

- PUMP PARAMETERS - -
PRESSURE ON BTM: 2650 PRESSURE OFF BTM:2450 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 8 cc/30min PV: 21 cP YP: 19 Ib/100 ft2 pH: 10
DENSITY: 12.5 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 16 OIL: 0 TEMP: 112 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS:
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & huston had decided to do a down hole rolltest and toolstarted
to work tookto good surveys & it was decided by the mwd department & new field to drill ahead Drill F/9179-9285 had isues with mwd
at survey point

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 24 - 2012/03/29
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9179.0 ft PROGRESS: 103.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9282.0 ft AVG. ROP.: 5.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:30 Orienting With Motor 2.50 9187 5 10:45-13:15 Rotating With Motor 2.50 9251 5
02:30-02:45 Circ &Accumulate Surveys 0.25 9187 5 13:15-16:20 Orienting With Motor 3.08 9251 5
02:45-06:50 Orienting With Motor 4.08 9212 5 16:20-18:50 Rotating With Motor 2.50 9282 5
06:50-07:55 Rotating With Motor 1.08 9219 5 18:50-23:20 Work On MWD 4.50 9282 5
07:55-08:15 Circ &Accumulate Surveys 0 2 2 20 0 rc ulate urveys 0.17 9282 5
08:15-10:45 Orienting With Motor 2 50 9234 5 23:30-24:00 Orienting With Motor 0.50 9282 5

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.577 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 6.08 MOTOR HRS: 19.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.75 ROTARY DRILL: 0.00 OTHER: 4.50 RPM (ROTARY): 35 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 19.50 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 lbf

BHA I MOTOR / BIT INFORMATION: -

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:19.5 MTR HRS TO DATE:43.75
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2TFA
IADC BIT GRADE:1 / 2 / BT / M / E / I / ER / PR

- PUMP PARAMETERS - -
PRESSURE ON BTM: 2650 PRESSURE OFF BTM:2450 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 8 cc/30min PV: 21 cP YP: 19 Ib/100 ft2 pH: 10
DENSITY: 12.5 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 16 OIL: 0 TEMP: 112 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS:
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & huston had decided to do a down hole rolltest and toolstarted
to work tookto good surveys & it was decided by the mwd department & new field to drill ahead Drill F/9179-9285 had isues with mwd
at survey point

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 24 - 2012/03/29
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9179.0 ft PROGRESS: 103.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9282.0 ft AVG. ROP.: 5.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:30 Orienting With Motor 2.50 9187 5 10:45-13:15 Rotating With Motor 2.50 9251 5
02:30-02:45 Circ &Accumulate Surveys 0.25 9187 5 13:15-16:20 Orienting With Motor 3.08 9251 5
02:45-06:50 Orienting With Motor 4.08 9212 5 16:20-18:50 Rotating With Motor 2.50 9282 5
06:50-07:55 Rotating With Motor 1.08 9219 5 18:50-23:20 Work On MWD 4.50 9282 5
07:55-08:15 Circ &Accumulate Surveys 0 2 2 20 0 rc ulate urveys 0.17 9282 5
08:15-10:45 Orienting With Motor 2 50 9234 5 23:30-24:00 Orienting With Motor 0.50 9282 5

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 18.75 ORIENTING HRS: 12.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.577 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 6.08 MOTOR HRS: 19.50 WOB SLIDING (HI): 36000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.75 ROTARY DRILL: 0.00 OTHER: 4.50 RPM (ROTARY): 35 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 19.50 DRILLHRS: 18.75 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 lbf

BHA I MOTOR / BIT INFORMATION: -

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:19.5 MTR HRS TO DATE:43.75
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2TFA
IADC BIT GRADE:1 / 2 / BT / M / E / I / ER / PR

- PUMP PARAMETERS - -
PRESSURE ON BTM: 2650 PRESSURE OFF BTM:2450 TOTAL FLOW RATE: 273.48 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.:100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 8 cc/30min PV: 21 cP YP: 19 Ib/100 ft2 pH: 10
DENSITY: 12.5 lb/gal GEL 0/10: 14.00 lb/100 ft2 SAND: 0.25 SOLIDS: 16 OIL: 0 TEMP: 112 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

-- COMMENTS:
3-29-12 @9221' survey point we had 6 bad surveys mwd working with coordinator & huston had decided to do a down hole rolltest and toolstarted
to work tookto good surveys & it was decided by the mwd department & new field to drill ahead Drill F/9179-9285 had isues with mwd
at survey point

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 25 - 2012/03/30
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9282.0 ft PROGRESS: 42.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9324.0 ft AVG. ROP.: 5.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are irnperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-04:20. Orienting With Motor 4.33 9307 5 09:15-15:15 POOH For Bit 6.00 9324 5
04:20-05:15 Rotating With Motor 0.92 9314 5 15:15-18:15 Work On MWD 3.00 9324 5
05:15-05:30 Circ &Accumulate Surveys 0.25 9314 5 18:15-23:15 RlH

, 5.00 9324 6
05:30-08:20 Orienting With Motor 2.83 9324 5 23:15-24:00 Slip And Cut 0.75 9324 6
08:20-09:15 Circ & Condition Hole 0.92 9324 5 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 8.08 ORIENTING HRS: 7.17 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.470 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.92 MOTOR HRS: 9.25 WOB SLIDING (HI): 35000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 11.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.17 ROTARY DRILL: 0.00 OTHER: 3.75 RPM (ROTARY): 30 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 9.25 DRILL HRS: 8.08 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 138000 Ibf

- BHA I MOTOR I BIT INFORMATION: --

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:9.25 MTR HRS TO DATE:53
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADCBITGRADE:1/2/BT/MIE/IlER/PR

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:53
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADCBITGRADE:1/1/NO/AIXIIINO/PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2891 PRESSURE OFF BTM:2721 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 ft2 pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 ft2 SAND: 0.25 SOLIDS: 18 OIL: O TEMP: 108 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:
------

DRILL F/9285-9324 POOH CHANG OUT BIT AND BATTERYRIH

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 25 - 2012/03/30
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9282.0 ft PROGRESS: 42.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9324.0 ft AVG. ROP.: 5.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are irnperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-04:20. Orienting With Motor 4.33 9307 5 09:15-15:15 POOH For Bit 6.00 9324 5
04:20-05:15 Rotating With Motor 0.92 9314 5 15:15-18:15 Work On MWD 3.00 9324 5
05:15-05:30 Circ &Accumulate Surveys 0.25 9314 5 18:15-23:15 RlH

, 5.00 9324 6
05:30-08:20 Orienting With Motor 2.83 9324 5 23:15-24:00 Slip And Cut 0.75 9324 6
08:20-09:15 Circ & Condition Hole 0.92 9324 5 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 8.08 ORIENTING HRS: 7.17 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.470 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.92 MOTOR HRS: 9.25 WOB SLIDING (HI): 35000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 11.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.17 ROTARY DRILL: 0.00 OTHER: 3.75 RPM (ROTARY): 30 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 9.25 DRILL HRS: 8.08 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 138000 Ibf

- BHA I MOTOR I BIT INFORMATION: --

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:9.25 MTR HRS TO DATE:53
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADCBITGRADE:1/2/BT/MIE/IlER/PR

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:53
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADCBITGRADE:1/1/NO/AIXIIINO/PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2891 PRESSURE OFF BTM:2721 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 ft2 pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 ft2 SAND: 0.25 SOLIDS: 18 OIL: O TEMP: 108 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:
------

DRILL F/9285-9324 POOH CHANG OUT BIT AND BATTERYRIH

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 25 - 2012/03/30
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9282.0 ft PROGRESS: 42.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9324.0 ft AVG. ROP.: 5.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are irnperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-04:20. Orienting With Motor 4.33 9307 5 09:15-15:15 POOH For Bit 6.00 9324 5
04:20-05:15 Rotating With Motor 0.92 9314 5 15:15-18:15 Work On MWD 3.00 9324 5
05:15-05:30 Circ &Accumulate Surveys 0.25 9314 5 18:15-23:15 RlH

, 5.00 9324 6
05:30-08:20 Orienting With Motor 2.83 9324 5 23:15-24:00 Slip And Cut 0.75 9324 6
08:20-09:15 Circ & Condition Hole 0.92 9324 5 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 8.08 ORIENTING HRS: 7.17 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.470 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.92 MOTOR HRS: 9.25 WOB SLIDING (HI): 35000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 11.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.17 ROTARY DRILL: 0.00 OTHER: 3.75 RPM (ROTARY): 30 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 9.25 DRILL HRS: 8.08 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 138000 Ibf

- BHA I MOTOR I BIT INFORMATION: --

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:9.25 MTR HRS TO DATE:53
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADCBITGRADE:1/2/BT/MIE/IlER/PR

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:53
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADCBITGRADE:1/1/NO/AIXIIINO/PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2891 PRESSURE OFF BTM:2721 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 ft2 pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 ft2 SAND: 0.25 SOLIDS: 18 OIL: O TEMP: 108 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:
------

DRILL F/9285-9324 POOH CHANG OUT BIT AND BATTERYRIH

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4 2.3981Weatherford°

Day 25 - 2012/03/30
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9282.0 ft PROGRESS: 42.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9324.0 ft AVG. ROP.: 5.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (Allunits are irnperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-04:20. Orienting With Motor 4.33 9307 5 09:15-15:15 POOH For Bit 6.00 9324 5
04:20-05:15 Rotating With Motor 0.92 9314 5 15:15-18:15 Work On MWD 3.00 9324 5
05:15-05:30 Circ &Accumulate Surveys 0.25 9314 5 18:15-23:15 RlH

, 5.00 9324 6
05:30-08:20 Orienting With Motor 2.83 9324 5 23:15-24:00 Slip And Cut 0.75 9324 6
08:20-09:15 Circ & Condition Hole 0.92 9324 5 0.00

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 8.08 ORIENTING HRS: 7.17 ROTARY DRILL: 0.00 ROTARY TORQUE: 2.470 ft-Ib STRING WEIGHT 141000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.92 MOTOR HRS: 9.25 WOB SLIDING (HI): 35000 Ibf WOB ROTATE (HI): 25000 Ibf
MOTOR REAM: 0.00 TRIP: 11.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 10000 Ibf
CIRC: 1.17 ROTARY DRILL: 0.00 OTHER: 3.75 RPM (ROTARY): 30 rpm DRAG UP: 145000 Ibf
MOTOR HRS: 9.25 DRILL HRS: 8.08 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 138000 Ibf

- BHA I MOTOR I BIT INFORMATION: --

BHA: 5 HOLE SIZE: 6.125 in SECTION TYPE: Build SURVEY TYPE: Positive Pulse MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:9.25 MTR HRS TO DATE:53
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADCBITGRADE:1/2/BT/MIE/IlER/PR

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:53
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADCBITGRADE:1/1/NO/AIXIIINO/PR

PUMP PARAMETERS --
PRESSURE ON BTM: 2891 PRESSURE OFF BTM:2721 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD --
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 ft2 pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 ft2 SAND: 0.25 SOLIDS: 18 OIL: O TEMP: 108 °F
LIQUIDBASE: Water LIQUIDRATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS:
------

DRILL F/9285-9324 POOH CHANG OUT BIT AND BATTERYRIH

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 26 - 2012/03/31
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9324.0 ft PROGRESS: 97.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9421.0 ft AVG. ROP.: 5.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial)

TIME [DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BH
00:00-02:00 Slip And Cut 2.00 9324 6 12:25-13:15 Rotating With Motor 0.83 9377 6 i
02:00-02:30 RIH 0.50 9324 6 13:15-13:30 Circ &Accumulate Surveys 0.25 9377 8
02:30-03:00 POOH - See Comments - POOH I OR PIPE 0.50 9324 6 13:30-14:00 Rig Service 0.50 9377 6
03:00-03:30 RIH 0.50 9324 6 14:00-16:00 Orienting With Motor 2.00 9384 6
03:30-04:30 Circ Bottoms Up 1 00 9324 6 16:00-16:30 Rotating With Motor 0.50 9389 8
04:30-05:4 Work on Pumps 1.17 9324 6 16:30-17:15 Circ & Condition Hole 0.75 9389 6
05:40-06:1 Rotating With Motor 0.58 9326 6 17:15-19:45 Orienting With Motor 2.50 9400 6
06:15-08:30 Orienting With Motor 2.25 9335 6 19:45-20:15 Rotating With Motor 0.50 9409 6
08:30-09:25 Rotating With Motor 0 92 À45 6 15- 0 3 rc &Accumulate Suroys 0 25 9 0 6
09:25-09:35 Circ & Accumulate Surveys 17 9345 6 20:30-24:00 Orienting With Motor 3.50 9421 6
09:35-12:25 Orienting With Motor 2.83 9365 6 0

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.42 ORIENTING HRS: 13.08 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 143000 lbs
TIME DRILL: 0.00 ROTATING HRS: 3.33 MOTOR HRS: 18.83 WOB SLIDING (HI): 45000 Ibf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 1.50 WOB SLIDING (LO): 8000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 2.42 ROTARY DRILL: 0.00 OTHER: 3.67 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 18.83 DRILLHRS: 16.42 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:18.8333333IIBI"B31RSTO DATE:71.83333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 2850 PRESSURE OFF BTM:2706 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 fF pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 fF SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 105 °F

LIQUIDBASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:
RlH Drlg Fl9324 - 9421 Experiencing problems getting wt. transferto bit.

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4 05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 26 - 2012/03/31
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9324.0 ft PROGRESS: 97.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9421.0 ft AVG. ROP.: 5.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial)

TIME [DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BH
00:00-02:00 Slip And Cut 2.00 9324 6 12:25-13:15 Rotating With Motor 0.83 9377 6 i
02:00-02:30 RIH 0.50 9324 6 13:15-13:30 Circ &Accumulate Surveys 0.25 9377 8
02:30-03:00 POOH - See Comments - POOH I OR PIPE 0.50 9324 6 13:30-14:00 Rig Service 0.50 9377 6
03:00-03:30 RIH 0.50 9324 6 14:00-16:00 Orienting With Motor 2.00 9384 6
03:30-04:30 Circ Bottoms Up 1 00 9324 6 16:00-16:30 Rotating With Motor 0.50 9389 8
04:30-05:4 Work on Pumps 1.17 9324 6 16:30-17:15 Circ & Condition Hole 0.75 9389 6
05:40-06:1 Rotating With Motor 0.58 9326 6 17:15-19:45 Orienting With Motor 2.50 9400 6
06:15-08:30 Orienting With Motor 2.25 9335 6 19:45-20:15 Rotating With Motor 0.50 9409 6
08:30-09:25 Rotating With Motor 0 92 À45 6 15- 0 3 rc &Accumulate Suroys 0 25 9 0 6
09:25-09:35 Circ & Accumulate Surveys 17 9345 6 20:30-24:00 Orienting With Motor 3.50 9421 6
09:35-12:25 Orienting With Motor 2.83 9365 6 0

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.42 ORIENTING HRS: 13.08 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 143000 lbs
TIME DRILL: 0.00 ROTATING HRS: 3.33 MOTOR HRS: 18.83 WOB SLIDING (HI): 45000 Ibf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 1.50 WOB SLIDING (LO): 8000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 2.42 ROTARY DRILL: 0.00 OTHER: 3.67 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 18.83 DRILLHRS: 16.42 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:18.8333333IIBI"B31RSTO DATE:71.83333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 2850 PRESSURE OFF BTM:2706 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 fF pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 fF SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 105 °F

LIQUIDBASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

RlH Drlg Fl9324 - 9421 Experiencing problems getting wt. transferto bit.

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4 05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 26 - 2012/03/31
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9324.0 ft PROGRESS: 97.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9421.0 ft AVG. ROP.: 5.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial)

TIME [DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BH
00:00-02:00 Slip And Cut 2.00 9324 6 12:25-13:15 Rotating With Motor 0.83 9377 6 i
02:00-02:30 RIH 0.50 9324 6 13:15-13:30 Circ &Accumulate Surveys 0.25 9377 8
02:30-03:00 POOH - See Comments - POOH I OR PIPE 0.50 9324 6 13:30-14:00 Rig Service 0.50 9377 6
03:00-03:30 RIH 0.50 9324 6 14:00-16:00 Orienting With Motor 2.00 9384 6
03:30-04:30 Circ Bottoms Up 1 00 9324 6 16:00-16:30 Rotating With Motor 0.50 9389 8
04:30-05:4 Work on Pumps 1.17 9324 6 16:30-17:15 Circ & Condition Hole 0.75 9389 6
05:40-06:1 Rotating With Motor 0.58 9326 6 17:15-19:45 Orienting With Motor 2.50 9400 6
06:15-08:30 Orienting With Motor 2.25 9335 6 19:45-20:15 Rotating With Motor 0.50 9409 6
08:30-09:25 Rotating With Motor 0 92 À45 6 15- 0 3 rc &Accumulate Suroys 0 25 9 0 6
09:25-09:35 Circ & Accumulate Surveys 17 9345 6 20:30-24:00 Orienting With Motor 3.50 9421 6
09:35-12:25 Orienting With Motor 2.83 9365 6 0

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.42 ORIENTING HRS: 13.08 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 143000 lbs
TIME DRILL: 0.00 ROTATING HRS: 3.33 MOTOR HRS: 18.83 WOB SLIDING (HI): 45000 Ibf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 1.50 WOB SLIDING (LO): 8000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 2.42 ROTARY DRILL: 0.00 OTHER: 3.67 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 18.83 DRILLHRS: 16.42 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:18.8333333IIBI"B31RSTO DATE:71.83333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 2850 PRESSURE OFF BTM:2706 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 fF pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 fF SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 105 °F

LIQUIDBASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

RlH Drlg Fl9324 - 9421 Experiencing problems getting wt. transferto bit.

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4 05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 26 - 2012/03/31
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9324.0 ft PROGRESS: 97.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9421.0 ft AVG. ROP.: 5.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (All units are imperial)

TIME [DAILYACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BH
00:00-02:00 Slip And Cut 2.00 9324 6 12:25-13:15 Rotating With Motor 0.83 9377 6 i
02:00-02:30 RIH 0.50 9324 6 13:15-13:30 Circ &Accumulate Surveys 0.25 9377 8
02:30-03:00 POOH - See Comments - POOH I OR PIPE 0.50 9324 6 13:30-14:00 Rig Service 0.50 9377 6
03:00-03:30 RIH 0.50 9324 6 14:00-16:00 Orienting With Motor 2.00 9384 6
03:30-04:30 Circ Bottoms Up 1 00 9324 6 16:00-16:30 Rotating With Motor 0.50 9389 8
04:30-05:4 Work on Pumps 1.17 9324 6 16:30-17:15 Circ & Condition Hole 0.75 9389 6
05:40-06:1 Rotating With Motor 0.58 9326 6 17:15-19:45 Orienting With Motor 2.50 9400 6
06:15-08:30 Orienting With Motor 2.25 9335 6 19:45-20:15 Rotating With Motor 0.50 9409 6
08:30-09:25 Rotating With Motor 0 92 À45 6 15- 0 3 rc &Accumulate Suroys 0 25 9 0 6
09:25-09:35 Circ & Accumulate Surveys 17 9345 6 20:30-24:00 Orienting With Motor 3.50 9421 6
09:35-12:25 Orienting With Motor 2.83 9365 6 0

TIME SUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.42 ORIENTING HRS: 13.08 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 143000 lbs
TIME DRILL: 0.00 ROTATING HRS: 3.33 MOTOR HRS: 18.83 WOB SLIDING (HI): 45000 Ibf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 1.50 WOB SLIDING (LO): 8000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 2.42 ROTARY DRILL: 0.00 OTHER: 3.67 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 18.83 DRILLHRS: 16.42 TOTAL HRS: 24.00 RPM (MOTOR): 91.5 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:18.8333333IIBI"B31RSTO DATE:71.83333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 2850 PRESSURE OFF BTM:2706 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD
MUD TYPE: GelGypsum VISC: 42 sec/qt WTR LOSS: 7.2 cc/30min PV: 23 cP YP: 16 Ib/100 fF pH: 11.5
DENSITY: 12.5 lb/gal GEL 0/10: 12.50 lb/100 fF SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 105 °F

LIQUIDBASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS:

RlH Drlg Fl9324 - 9421 Experiencing problems getting wt. transferto bit.

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4 05:43 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981

Weatherford Day 27 - 2012/04/01
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9421.0 ft PROGRESS: 34.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9455.0 ft AVG. ROP.: 3.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH1BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-04 35 Orienting With Motor 4.58 9434 6 08:50-10:20 Circulating - See Comments - PUMP SWEEP 1.50 9448 6
04:35-05:00 Rotating With Motor 0.42 9440 6 10:20-12:00 Orienting With Motor 1.67 9455 6
05:00-05:45 Circ &Accumulate Surveys 0.75 9440 6 12:00-17:45 Circ & Condition Mud - WT Up to 13.7 5.75 9455 6
05:45-08:50 Orienting With Motor 3.08 9448 6 17:45-24:00 POOH To Change BHA 6.25 9455 6

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 9.75 ORIENTING HRS: 9.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.42 MOTOR HRS: 17.75 WOB SLIDING (HI): 24000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 6.25 WOB SLIDING (LO): 12000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 8.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 17.75 DRILLHRS: 9.75 TOTAL HRS: 24.00| RPM (MOTOR): 91.50 rpm DRAG DN: 135000 Ibf

I

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:17.75 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 3032 PRESSURE OFF BTM:2690 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 50 sec/qt WTR LOSS: 4.6 cc/30min PV: 34 cP YP: 23 Ib/100 ft2 pH: 11
DENSITY: 12.7 lb/gal GEL 0/10: 16.00 lb/100 ft2 SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 106 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
DRILL F/9421 -9455 POOH TO CHANG MOTOR

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981

Weatherford Day 27 - 2012/04/01
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9421.0 ft PROGRESS: 34.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9455.0 ft AVG. ROP.: 3.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH1BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-04 35 Orienting With Motor 4.58 9434 6 08:50-10:20 Circulating - See Comments - PUMP SWEEP 1.50 9448 6
04:35-05:00 Rotating With Motor 0.42 9440 6 10:20-12:00 Orienting With Motor 1.67 9455 6
05:00-05:45 Circ &Accumulate Surveys 0.75 9440 6 12:00-17:45 Circ & Condition Mud - WT Up to 13.7 5.75 9455 6
05:45-08:50 Orienting With Motor 3.08 9448 6 17:45-24:00 POOH To Change BHA 6.25 9455 6

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 9.75 ORIENTING HRS: 9.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.42 MOTOR HRS: 17.75 WOB SLIDING (HI): 24000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 6.25 WOB SLIDING (LO): 12000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 8.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 17.75 DRILLHRS: 9.75 TOTAL HRS: 24.00| RPM (MOTOR): 91.50 rpm DRAG DN: 135000 Ibf

I

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:17.75 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 3032 PRESSURE OFF BTM:2690 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 50 sec/qt WTR LOSS: 4.6 cc/30min PV: 34 cP YP: 23 Ib/100 ft2 pH: 11
DENSITY: 12.7 lb/gal GEL 0/10: 16.00 lb/100 ft2 SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 106 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DRILL F/9421 -9455 POOH TO CHANG MOTOR

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981

Weatherford Day 27 - 2012/04/01
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9421.0 ft PROGRESS: 34.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9455.0 ft AVG. ROP.: 3.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH1BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-04 35 Orienting With Motor 4.58 9434 6 08:50-10:20 Circulating - See Comments - PUMP SWEEP 1.50 9448 6
04:35-05:00 Rotating With Motor 0.42 9440 6 10:20-12:00 Orienting With Motor 1.67 9455 6
05:00-05:45 Circ &Accumulate Surveys 0.75 9440 6 12:00-17:45 Circ & Condition Mud - WT Up to 13.7 5.75 9455 6
05:45-08:50 Orienting With Motor 3.08 9448 6 17:45-24:00 POOH To Change BHA 6.25 9455 6

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 9.75 ORIENTING HRS: 9.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.42 MOTOR HRS: 17.75 WOB SLIDING (HI): 24000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 6.25 WOB SLIDING (LO): 12000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 8.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 17.75 DRILLHRS: 9.75 TOTAL HRS: 24.00| RPM (MOTOR): 91.50 rpm DRAG DN: 135000 Ibf

I

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:17.75 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 3032 PRESSURE OFF BTM:2690 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 50 sec/qt WTR LOSS: 4.6 cc/30min PV: 34 cP YP: 23 Ib/100 ft2 pH: 11
DENSITY: 12.7 lb/gal GEL 0/10: 16.00 lb/100 ft2 SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 106 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DRILL F/9421 -9455 POOH TO CHANG MOTOR

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981

Weatherford Day 27 - 2012/04/01
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9421.0 ft PROGRESS: 34.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9455.0 ft AVG. ROP.: 3.5 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial.)

TIME DAILY ACTIVITY HRS DPTH1BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-04 35 Orienting With Motor 4.58 9434 6 08:50-10:20 Circulating - See Comments - PUMP SWEEP 1.50 9448 6
04:35-05:00 Rotating With Motor 0.42 9440 6 10:20-12:00 Orienting With Motor 1.67 9455 6
05:00-05:45 Circ &Accumulate Surveys 0.75 9440 6 12:00-17:45 Circ & Condition Mud - WT Up to 13.7 5.75 9455 6
05:45-08:50 Orienting With Motor 3.08 9448 6 17:45-24:00 POOH To Change BHA 6.25 9455 6

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 9.75 ORIENTING HRS: 9.33 ROTARY DRILL: 0.00 ROTARY TORQUE: 5500 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.42 MOTOR HRS: 17.75 WOB SLIDING (HI): 24000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 6.25 WOB SLIDING (LO): 12000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 8.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 17.75 DRILLHRS: 9.75 TOTAL HRS: 24.00| RPM (MOTOR): 91.50 rpm DRAG DN: 135000 Ibf

I

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.:Weatherford STABILIZER:No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:17.75 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A / X / I / NO / PR

PUMP PARAMETERS -
PRESSURE ON BTM: 3032 PRESSURE OFF BTM:2690 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 50 sec/qt WTR LOSS: 4.6 cc/30min PV: 34 cP YP: 23 Ib/100 ft2 pH: 11
DENSITY: 12.7 lb/gal GEL 0/10: 16.00 lb/100 ft2 SAND: 0.1 SOLIDS: 18 OIL: 0 TEMP: 106 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DRILL F/9421 -9455 POOH TO CHANG MOTOR

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 28 - 2012/04/02
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9455.0 ft PROGRESS: 20.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9475.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:30 POOH For Motor 2 50 9455 6 13:00-19:30 RIH 6.50 9455 7
02:30-04:00 Change Motor 1 50 9455 6 19:30-23:00 Orienting With Motor 3.50 9471 7
04:00-06:00 Work on Top Drive 2 00 9455 7 23:00-23:15 Cire & Accumulate Surveys 0.25 9471 7
06:00-09:30 RIH 3 50 9455 7 23:15-24:00 Orienting With Motor 0.75 9475 7
09:30-13:00 Work on Top Drive 15 9455 0 0

TIMESUMMARY (h m): DRILLING PARAMETERS:
MOTOR DRILL: 4.25 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: 3.283 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 4.50 WOB SLIDING (HI): 25000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 12.50 WOB SLIDING (LO): 18000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.25 ROTARY DRILL: 0.00 OTHER: 7.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 4.50 DRILLHRS: 4.25 TOTAL HRS: 24.00 RPM (MOTOR): 128 rpm DRAG DN: 135000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A IX / I / NO / PR

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#: 162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY: 4.5 MTR HRS TO DATE:4.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
lADC BIT GRADE: 1 / 1 / ER / A / X / I / ER / BHA

PUMP PARAMETERS

PRESSURE ON BTM: 3150 PRESSURE OFF BTM:3100 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 55 sec/qt WTR LOSS: 2.8 cc/30min PV: 38 cP YP: 26 Ib/100 fP pH: 10.5
DENSITY: 13.2 Ib/gal GEL 0/10: 15.00 lbl100 ft2 SAND: 0.25 SOLIDS: 21 OIL: 0 TEMP: 113 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
POOH /CHANGE MOTOR RIH W BHA #7 TlH Drlg F/9455-9475

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - DailyActivity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 28 - 2012/04/02
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9455.0 ft PROGRESS: 20.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9475.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:30 POOH For Motor 2 50 9455 6 13:00-19:30 RIH 6.50 9455 7
02:30-04:00 Change Motor 1 50 9455 6 19:30-23:00 Orienting With Motor 3.50 9471 7
04:00-06:00 Work on Top Drive 2 00 9455 7 23:00-23:15 Cire & Accumulate Surveys 0.25 9471 7
06:00-09:30 RIH 3 50 9455 7 23:15-24:00 Orienting With Motor 0.75 9475 7
09:30-13:00 Work on Top Drive 15 9455 0 0

TIMESUMMARY (h m): DRILLING PARAMETERS:
MOTOR DRILL: 4.25 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: 3.283 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 4.50 WOB SLIDING (HI): 25000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 12.50 WOB SLIDING (LO): 18000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.25 ROTARY DRILL: 0.00 OTHER: 7.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 4.50 DRILLHRS: 4.25 TOTAL HRS: 24.00 RPM (MOTOR): 128 rpm DRAG DN: 135000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A IX / I / NO / PR

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#: 162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY: 4.5 MTR HRS TO DATE:4.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
lADC BIT GRADE: 1 / 1 / ER / A / X / I / ER / BHA

PUMP PARAMETERS

PRESSURE ON BTM: 3150 PRESSURE OFF BTM:3100 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 55 sec/qt WTR LOSS: 2.8 cc/30min PV: 38 cP YP: 26 Ib/100 fP pH: 10.5
DENSITY: 13.2 Ib/gal GEL 0/10: 15.00 lbl100 ft2 SAND: 0.25 SOLIDS: 21 OIL: 0 TEMP: 113 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

POOH /CHANGE MOTOR RIH W BHA #7 TlH Drlg F/9455-9475

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 28 - 2012/04/02
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9455.0 ft PROGRESS: 20.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9475.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:30 POOH For Motor 2 50 9455 6 13:00-19:30 RIH 6.50 9455 7
02:30-04:00 Change Motor 1 50 9455 6 19:30-23:00 Orienting With Motor 3.50 9471 7
04:00-06:00 Work on Top Drive 2 00 9455 7 23:00-23:15 Cire & Accumulate Surveys 0.25 9471 7
06:00-09:30 RIH 3 50 9455 7 23:15-24:00 Orienting With Motor 0.75 9475 7
09:30-13:00 Work on Top Drive 15 9455 0 0

TIMESUMMARY (h m): DRILLING PARAMETERS:
MOTOR DRILL: 4.25 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: 3.283 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 4.50 WOB SLIDING (HI): 25000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 12.50 WOB SLIDING (LO): 18000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.25 ROTARY DRILL: 0.00 OTHER: 7.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 4.50 DRILLHRS: 4.25 TOTAL HRS: 24.00 RPM (MOTOR): 128 rpm DRAG DN: 135000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A IX / I / NO / PR

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#: 162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY: 4.5 MTR HRS TO DATE:4.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
lADC BIT GRADE: 1 / 1 / ER / A / X / I / ER / BHA

PUMP PARAMETERS

PRESSURE ON BTM: 3150 PRESSURE OFF BTM:3100 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 55 sec/qt WTR LOSS: 2.8 cc/30min PV: 38 cP YP: 26 Ib/100 fP pH: 10.5
DENSITY: 13.2 Ib/gal GEL 0/10: 15.00 lbl100 ft2 SAND: 0.25 SOLIDS: 21 OIL: 0 TEMP: 113 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

POOH /CHANGE MOTOR RIH W BHA #7 TlH Drlg F/9455-9475

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - DailyActivity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 28 - 2012/04/02
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWDSupervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9455.0 ft PROGRESS: 20.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9475.0 ft AVG. ROP.: 4.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:30 POOH For Motor 2 50 9455 6 13:00-19:30 RIH 6.50 9455 7
02:30-04:00 Change Motor 1 50 9455 6 19:30-23:00 Orienting With Motor 3.50 9471 7
04:00-06:00 Work on Top Drive 2 00 9455 7 23:00-23:15 Cire & Accumulate Surveys 0.25 9471 7
06:00-09:30 RIH 3 50 9455 7 23:15-24:00 Orienting With Motor 0.75 9475 7
09:30-13:00 Work on Top Drive 15 9455 0 0

TIMESUMMARY (h m): DRILLING PARAMETERS:
MOTOR DRILL: 4.25 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: 3.283 ft-Ib STRING WEIGHT 144000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 4.50 WOB SLIDING (HI): 25000 lbf WOB ROTATE (HI): 15000 Ibf
MOTOR REAM: 0.00 TRIP: 12.50 WOB SLIDING (LO): 18000 lbf WOB ROTATE (LO): 10000 Ibf
CIRC: 0.25 ROTARY DRILL: 0.00 OTHER: 7.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 lbf
MOTOR HRS: 4.50 DRILLHRS: 4.25 TOTAL HRS: 24.00 RPM (MOTOR): 128 rpm DRAG DN: 135000 lbf

BHA I MOTOR I BIT INFORMATION:

BHA: 6 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Electromagnetic MWD
MANFCT.: Weatherford STABILIZER: No SERIAL#:475-41084 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:89.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.531 in2 TFA
IADC BIT GRADE: 1 / 1 / NO / A IX / I / NO / PR

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#: 162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY: 4.5 MTR HRS TO DATE:4.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
lADC BIT GRADE: 1 / 1 / ER / A / X / I / ER / BHA

PUMP PARAMETERS

PRESSURE ON BTM: 3150 PRESSURE OFF BTM:3100 TOTAL FLOW RATE: 273.48 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 115.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 55 sec/qt WTR LOSS: 2.8 cc/30min PV: 38 cP YP: 26 Ib/100 fP pH: 10.5
DENSITY: 13.2 Ib/gal GEL 0/10: 15.00 lbl100 ft2 SAND: 0.25 SOLIDS: 21 OIL: 0 TEMP: 113 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

POOH /CHANGE MOTOR RIH W BHA #7 TlH Drlg F/9455-9475

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - DailyActivity Report Page



V Daily Activity Report orillinsservices
v4.2.3981

Weatherford Day 29 - 2012/04/03
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9475.0 ft PROGRESS: 54.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 3.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-06:30 Orienting With Motor 6.50 9493 7 06:45-15:00 Orienting With Motor 8.25 9529 7
06:30-06:45 Circ & Accumulate Surveys 0.25 9493 7 15:00-24:00 Circ &Condition Hole 9.00 9529 7

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 14.75 ORIENTING HRS: 14.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.283 ft-Ib STRING WEIGHT 138000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 24.00 WOB SLIDING (HI): 22000 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 9.25 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 Ibf
MOTOR HRS: 24.00 DRILL HRS: 14 75 OTAL HRS: 2 00 RPM (MOTOR): 114.3 rpm DRAG DN: 117000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5.0 MTR HRS THIS DAY:24 MTR HRS TO DATE:28.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
IADCBITGRADE:1/1/ER/AIXII/ERIBHA

PUMP PARAMETERS -
PRESSURE ON BTM: 3150 PRESSURE OFF BTM:2950 TOTAL FLOW RATE: 249.70 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 105.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4.2 cc/30min PV: 33 cP YP: 23 lbl100 ft2 pH: 9.5
DENSITY: 13.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 26 OIL: 0 TEMP: 171 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

Drlg Fl9475-9525 CONDITIONMUD FOR TRIP

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report orillinsservices
v4.2.3981

Weatherford Day 29 - 2012/04/03
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9475.0 ft PROGRESS: 54.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 3.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-06:30 Orienting With Motor 6.50 9493 7 06:45-15:00 Orienting With Motor 8.25 9529 7
06:30-06:45 Circ & Accumulate Surveys 0.25 9493 7 15:00-24:00 Circ &Condition Hole 9.00 9529 7

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 14.75 ORIENTING HRS: 14.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.283 ft-Ib STRING WEIGHT 138000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 24.00 WOB SLIDING (HI): 22000 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 9.25 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 Ibf
MOTOR HRS: 24.00 DRILL HRS: 14 75 OTAL HRS: 2 00 RPM (MOTOR): 114.3 rpm DRAG DN: 117000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5.0 MTR HRS THIS DAY:24 MTR HRS TO DATE:28.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
IADCBITGRADE:1/1/ER/AIXII/ERIBHA

PUMP PARAMETERS -
PRESSURE ON BTM: 3150 PRESSURE OFF BTM:2950 TOTAL FLOW RATE: 249.70 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 105.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4.2 cc/30min PV: 33 cP YP: 23 lbl100 ft2 pH: 9.5
DENSITY: 13.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 26 OIL: 0 TEMP: 171 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

Drlg Fl9475-9525 CONDITIONMUD FOR TRIP

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report orillinsservices
v4.2.3981

Weatherford Day 29 - 2012/04/03
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9475.0 ft PROGRESS: 54.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 3.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-06:30 Orienting With Motor 6.50 9493 7 06:45-15:00 Orienting With Motor 8.25 9529 7
06:30-06:45 Circ & Accumulate Surveys 0.25 9493 7 15:00-24:00 Circ &Condition Hole 9.00 9529 7

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 14.75 ORIENTING HRS: 14.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.283 ft-Ib STRING WEIGHT 138000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 24.00 WOB SLIDING (HI): 22000 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 9.25 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 Ibf
MOTOR HRS: 24.00 DRILL HRS: 14 75 OTAL HRS: 2 00 RPM (MOTOR): 114.3 rpm DRAG DN: 117000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5.0 MTR HRS THIS DAY:24 MTR HRS TO DATE:28.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
IADCBITGRADE:1/1/ER/AIXII/ERIBHA

PUMP PARAMETERS -
PRESSURE ON BTM: 3150 PRESSURE OFF BTM:2950 TOTAL FLOW RATE: 249.70 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 105.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4.2 cc/30min PV: 33 cP YP: 23 lbl100 ft2 pH: 9.5
DENSITY: 13.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 26 OIL: 0 TEMP: 171 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

Drlg Fl9475-9525 CONDITIONMUD FOR TRIP

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report orillinsservices
v4.2.3981

Weatherford Day 29 - 2012/04/03
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9475.0 ft PROGRESS: 54.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 3.7 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH
00:00-06:30 Orienting With Motor 6.50 9493 7 06:45-15:00 Orienting With Motor 8.25 9529 7
06:30-06:45 Circ & Accumulate Surveys 0.25 9493 7 15:00-24:00 Circ &Condition Hole 9.00 9529 7

TIMESUMMARY(h ): DRILLINGPARAMETERS:
MOTOR DRILL: 14.75 ORIENTING HRS: 14.75 ROTARY DRILL: 0.00 ROTARY TORQUE: 3.283 ft-Ib STRING WEIGHT 138000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 24.00 WOB SLIDING (HI): 22000 lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 9.25 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): 30 rpm DRAG UP: 165000 Ibf
MOTOR HRS: 24.00 DRILL HRS: 14 75 OTAL HRS: 2 00 RPM (MOTOR): 114.3 rpm DRAG DN: 117000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5.0 MTR HRS THIS DAY:24 MTR HRS TO DATE:28.5
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
IADCBITGRADE:1/1/ER/AIXII/ERIBHA

PUMP PARAMETERS -
PRESSURE ON BTM: 3150 PRESSURE OFF BTM:2950 TOTAL FLOW RATE: 249.70 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 105.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4.2 cc/30min PV: 33 cP YP: 23 lbl100 ft2 pH: 9.5
DENSITY: 13.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 26 OIL: 0 TEMP: 171 °F
LIQUID BASE: Water LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

Drlg Fl9475-9525 CONDITIONMUD FOR TRIP

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:43 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 30 - 2012/04/04
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH HA TIME DAILY ACTIVITY HRS DPTH BH
00:00-00:20 Circ & Condition Mud 0.33 9529 7 12:45-17:00 POOH For Bit 4.25 9529 7
00:20-04:00 POOH For Bit 3.67 9529 7 17:00-20:00 Other - See Comments - FLOW CHECK 3.00 9529 7
04:00-07:00 Circ & Condition Mud 3.00 9529 7 20:00-21:00 RlH 1.00 9529 7
07:00-08:00 RIH 1.00 9529 7 21:00-24:00 Circ & Condition Mud 3.00 9529 7
08:00-12:45 Circ & Condition Mud 4.75 9529 7 0.00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 11.08 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 9.92 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 11.08 ROTARY DRILL: 0.00 OTHER: 3.00 RPM (ROTARY): 30 rpm DRAG UP: 155000 lbf
MOTOR HRS: 11.08 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 135000 lbf

- BHA I MOTOR I BIT INFORMATION:
BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:162 MODEL:5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY: 11.0833333MBB31RS TO DATE:39.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
lADCBITGRADE:1/1/ER/AIXII/ERIBHA

- PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:1382 TOTAL FLOW RATE: 142.69 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 60.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: GelGypsum VISC: 57 sec/qt WTR LOSS: 5.2 cc/30min PV: 32 cP YP: 22 lb/100 fF pH: 9.5
DENSITY: 12.7 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.1 SOLIDS: 22 OIL: 8 TEMP: 74 °F

LIQUIDBASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: - --
TOOH AND TlH 20 STANDS TWO TIME WELL FLOWING CIRCULATE AND CONDITION MUD

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
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Day 30 - 2012/04/04
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial.)

TIME DAILY ACTIVITY HRS DPTH HA TIME DAILY ACTIVITY HRS DPTH BH
00:00-00:20 Circ & Condition Mud 0.33 9529 7 12:45-17:00 POOH For Bit 4.25 9529 7
00:20-04:00 POOH For Bit 3.67 9529 7 17:00-20:00 Other - See Comments - FLOW CHECK 3.00 9529 7
04:00-07:00 Circ & Condition Mud 3.00 9529 7 20:00-21:00 RlH 1.00 9529 7
07:00-08:00 RIH 1.00 9529 7 21:00-24:00 Circ & Condition Mud 3.00 9529 7
08:00-12:45 Circ & Condition Mud 4.75 9529 7 0.00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 11.08 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 9.92 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 lbf
CIRC: 11.08 ROTARY DRILL: 0.00 OTHER: 3.00 RPM (ROTARY): 30 rpm DRAG UP: 155000 lbf
MOTOR HRS: 11.08 DRILLHRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): DRAG DN: 135000 lbf

- BHA I MOTOR I BIT INFORMATION:
BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:162 MODEL:5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY: 11.0833333MBB31RS TO DATE:39.58333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
lADCBITGRADE:1/1/ER/AIXII/ERIBHA

- PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:1382 TOTAL FLOW RATE: 142.69 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 60.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
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Daily Activity Report Drilling Services
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Weatheitog Day 31 - 2012/04/05
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 0.0 filhr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00:30 Circ & Condition Mud 0.50 9529 7 04:30-05:15 Other - See Comments - Flow Check O 75 9529 7
00:30-03:20 POOH For Bit 2.83 9529 7 05:15-13:00 POOH For Bit 7.75 9529 7
03:20-04:15 Other - See Comments - FLOW CHECK 0.92 9529 7 13:00-15:30 Change Bit And Motor 2.50 9529 7
04:15-04:30 POOH For Bit 0.25 9529 7 15:30-00:00 RIH -15.50 9529 8

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.50 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: -4.67 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.50 ROTARY DRILL: 0.00 OTHER: 4.17 RPM (ROTARY): DRAG UP: 155000 Ibf
MOTOR HRS: 0.50 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 135000 Ibf

- BHA / MOTOR I BIT INFORMATION: ---- ----- --
BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY:0.5 MTR HRS TO DATE:40 08333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
IADCBITGRADE:1/1/ER/AIX/l/ERIBHA

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 0 MTR HRS TO DATE:0
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 1 / ER / A / E / I / ER / DSF

PUMP PARAMETERS - - -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:1382 TOTAL FLOW RATE: 142.69 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 60.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - ---
MUD TYPE: GelGypsum VISC: 48 sec/qt WTR LOSS: 4.6 cc/30min PV: 17 cP YP: 21 Ib/100 fF pH: 9.9
DENSITY: 13.4 Ib/gal GEL 0/10: 11.00 lb/100 fF SAND: 0.1 SOLIDS: 21 OIL: 5 TEMP: 170 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: -- --- ---
POOH TO CHANGE BHA CHANGE OUT MTR. DIAL NEW MTR UP TO 2.12 MOVE HVYWT. TO TOP OF TOOL AFTER DD ADVISED NOT TO.TIH

CUSTOMER SIGNATURE:
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RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9529.0 ft AVG. ROP.: 0.0 filhr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-00:30 Circ & Condition Mud 0.50 9529 7 04:30-05:15 Other - See Comments - Flow Check O 75 9529 7
00:30-03:20 POOH For Bit 2.83 9529 7 05:15-13:00 POOH For Bit 7.75 9529 7
03:20-04:15 Other - See Comments - FLOW CHECK 0.92 9529 7 13:00-15:30 Change Bit And Motor 2.50 9529 7
04:15-04:30 POOH For Bit 0.25 9529 7 15:30-00:00 RIH -15.50 9529 8

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.50 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: -4.67 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.50 ROTARY DRILL: 0.00 OTHER: 4.17 RPM (ROTARY): DRAG UP: 155000 Ibf
MOTOR HRS: 0.50 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 135000 Ibf

- BHA / MOTOR I BIT INFORMATION: ---- ----- --
BHA: 7 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:162 MODEL: 5.0 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5.0 MTR HRS THIS DAY:0.5 MTR HRS TO DATE:40 08333333333
MANFCT: Security BIT TYPE:PDC Bit TYPE: FX 64D NOZZLES:0.64 in2 TFA
IADCBITGRADE:1/1/ER/AIX/l/ERIBHA

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 0 MTR HRS TO DATE:0
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 1 / ER / A / E / I / ER / DSF

PUMP PARAMETERS - - -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:1382 TOTAL FLOW RATE: 142.69 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 60.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - ---
MUD TYPE: GelGypsum VISC: 48 sec/qt WTR LOSS: 4.6 cc/30min PV: 17 cP YP: 21 Ib/100 fF pH: 9.9
DENSITY: 13.4 Ib/gal GEL 0/10: 11.00 lb/100 fF SAND: 0.1 SOLIDS: 21 OIL: 5 TEMP: 170 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: -- --- ---
POOH TO CHANGE BHA CHANGE OUT MTR. DIAL NEW MTR UP TO 2.12 MOVE HVYWT. TO TOP OF TOOL AFTER DD ADVISED NOT TO.TIH

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981

Weatherford Day 32 - 2012/04/06
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 58.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9587.0 ft AVG. ROP.: 3.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DFTH BHA TlIVIE DAILY ACTIVITY HRS DPTH BH
00:00-01:00 RIH 1 00 9529 8 14 00-14:15 Circ & Accumulate Surveys 0 25 9560 8
01:00-04:00 Circ & Condition Hole 3 00 9529 8 14 15-23:00 Orienting With Motor 8 75 9587 8
04:00-13:30 Orienting With Motor 9 50 9560 8 23 00-24:00 Other - See Comments - Troubleshoot Pason 1 00 9587 8

|13:30-14 00 Rig Service 0 50 9560 8 0 00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.25 ORIENTING HRS: 18.25 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 21.50 WOB SLIDING (HI): 28500 lbf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 1.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 15000 Ibf
CIRC: 3.25 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): 30 rpm DRAG UP: 155000 Ibf
MOTOR HRS: 21.50 DRILLHRS: 18.25 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 21.5 MTR HRS TO DATE:21.5
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
lADC BIT GRADE:1 / 1 / ER / A / E / I / ER / DSF

- PUMP PARAMETERS

PRESSURE ON BTM: 2874 PRESSURE OFF BTM:2807 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUDRECORD -
MUD TYPE: GelGypsum VISC: 48 sec/qt WTR LOSS: 4.6 cc/30min PV: 17 cP YP: 21 Ib/100 fF pH: 9.9
DENSITY: 13.4 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.1 SOLIDS: 21 OIL: 5 TEMP: 104 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
TIH CIRCULATE DRILL F/9529-9587

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981

Weatherford Day 32 - 2012/04/06
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 58.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9587.0 ft AVG. ROP.: 3.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DFTH BHA TlIVIE DAILY ACTIVITY HRS DPTH BH
00:00-01:00 RIH 1 00 9529 8 14 00-14:15 Circ & Accumulate Surveys 0 25 9560 8
01:00-04:00 Circ & Condition Hole 3 00 9529 8 14 15-23:00 Orienting With Motor 8 75 9587 8
04:00-13:30 Orienting With Motor 9 50 9560 8 23 00-24:00 Other - See Comments - Troubleshoot Pason 1 00 9587 8

|13:30-14 00 Rig Service 0 50 9560 8 0 00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.25 ORIENTING HRS: 18.25 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 21.50 WOB SLIDING (HI): 28500 lbf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 1.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 15000 Ibf
CIRC: 3.25 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): 30 rpm DRAG UP: 155000 Ibf
MOTOR HRS: 21.50 DRILLHRS: 18.25 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 21.5 MTR HRS TO DATE:21.5
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
lADC BIT GRADE:1 / 1 / ER / A / E / I / ER / DSF

- PUMP PARAMETERS

PRESSURE ON BTM: 2874 PRESSURE OFF BTM:2807 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUDRECORD -
MUD TYPE: GelGypsum VISC: 48 sec/qt WTR LOSS: 4.6 cc/30min PV: 17 cP YP: 21 Ib/100 fF pH: 9.9
DENSITY: 13.4 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.1 SOLIDS: 21 OIL: 5 TEMP: 104 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
TIH CIRCULATE DRILL F/9529-9587

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981

Weatherford Day 32 - 2012/04/06
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 58.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9587.0 ft AVG. ROP.: 3.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DFTH BHA TlIVIE DAILY ACTIVITY HRS DPTH BH
00:00-01:00 RIH 1 00 9529 8 14 00-14:15 Circ & Accumulate Surveys 0 25 9560 8
01:00-04:00 Circ & Condition Hole 3 00 9529 8 14 15-23:00 Orienting With Motor 8 75 9587 8
04:00-13:30 Orienting With Motor 9 50 9560 8 23 00-24:00 Other - See Comments - Troubleshoot Pason 1 00 9587 8

|13:30-14 00 Rig Service 0 50 9560 8 0 00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.25 ORIENTING HRS: 18.25 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 21.50 WOB SLIDING (HI): 28500 lbf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 1.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 15000 Ibf
CIRC: 3.25 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): 30 rpm DRAG UP: 155000 Ibf
MOTOR HRS: 21.50 DRILLHRS: 18.25 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 21.5 MTR HRS TO DATE:21.5
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
lADC BIT GRADE:1 / 1 / ER / A / E / I / ER / DSF

- PUMP PARAMETERS

PRESSURE ON BTM: 2874 PRESSURE OFF BTM:2807 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUDRECORD -
MUD TYPE: GelGypsum VISC: 48 sec/qt WTR LOSS: 4.6 cc/30min PV: 17 cP YP: 21 Ib/100 fF pH: 9.9
DENSITY: 13.4 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.1 SOLIDS: 21 OIL: 5 TEMP: 104 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
TIH CIRCULATE DRILL F/9529-9587

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4 2.3981

Weatherford Day 32 - 2012/04/06
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9529.0 ft PROGRESS: 58.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9587.0 ft AVG. ROP.: 3.2 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILY ACTIVITY HRS DFTH BHA TlIVIE DAILY ACTIVITY HRS DPTH BH
00:00-01:00 RIH 1 00 9529 8 14 00-14:15 Circ & Accumulate Surveys 0 25 9560 8
01:00-04:00 Circ & Condition Hole 3 00 9529 8 14 15-23:00 Orienting With Motor 8 75 9587 8
04:00-13:30 Orienting With Motor 9 50 9560 8 23 00-24:00 Other - See Comments - Troubleshoot Pason 1 00 9587 8

|13:30-14 00 Rig Service 0 50 9560 8 0 00

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 18.25 ORIENTING HRS: 18.25 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 145000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 21.50 WOB SLIDING (HI): 28500 lbf WOB ROTATE (HI): 22000 Ibf
MOTOR REAM: 0.00 TRIP: 1.00 WOB SLIDING (LO): 10000 lbf WOB ROTATE (LO): 15000 Ibf
CIRC: 3.25 ROTARY DRILL: 0.00 OTHER: 1.50 RPM (ROTARY): 30 rpm DRAG UP: 155000 Ibf
MOTOR HRS: 21.50 DRILLHRS: 18.25 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 135000 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 21.5 MTR HRS TO DATE:21.5
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
lADC BIT GRADE:1 / 1 / ER / A / E / I / ER / DSF

- PUMP PARAMETERS

PRESSURE ON BTM: 2874 PRESSURE OFF BTM:2807 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4267 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUDRECORD -
MUD TYPE: GelGypsum VISC: 48 sec/qt WTR LOSS: 4.6 cc/30min PV: 17 cP YP: 21 Ib/100 fF pH: 9.9
DENSITY: 13.4 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.1 SOLIDS: 21 OIL: 5 TEMP: 104 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: -
TIH CIRCULATE DRILL F/9529-9587

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 33 - 2012/04/07
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9587.0 ft PROGRESS: 79.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9666.0 ft AVG. ROP.: 3.8 filhr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00 00 0 30 Other See Cornments - Troubleshoo Pason 0 50 9687 8 12:00-18 15 Orienting With Motor 6 25 9644 8
00:30-01:15 Orienting With Motor 0 75 9692 8 18:15-19:10 Rotating With Motor 0 92 9665 8
01:15-01:30 Circ & Accumulate Surveys 0 25 9592 8 19:10-19:30 Circ &Accumulate Surveys 0 33 9665 8
01 0 08 0 Orienting With Motor 7 9615 8 19:30-21:50 Orienting With Motor 2 33 9661 8
08:40-09:20 Rig Repair 0 67 9615 8 21:50-22:10 Back Reaming - Ream transition 0 33 9661 8
09:20-10:30 Orienting With Motor 1 17 9620 8 22:10-23:05 Orienting With Motor 0 92 9665 i 8
10:30 0:45 Orienting With Motor 0 5 9620 8 23 05 45 Circulating - See Cornrnents - Pump beads wor 0 7 9665

r cc u a e urveys

1 % 8 23:45-24:00 Orienting With Motor 0 9666 8

TIME SUMMARY (h s): DRILLING PARAMETERS:
MOTOR DRILL: 21.00 ORIENTING HRS: 19.08 ROTARY DRILL: 0.00 i ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.92 MOTOR HRS: 22.83 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 24000 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 1.83 ROTARY DRILL: 0.00 OTHER: 1.17 RPM (ROTARY): 30 rpm DRAG UP: 158000 Ibf
MOTOR HRS: 22.83 DRILL HRS: 21.00 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 138000 Ibf

BHA I MOTOR I BIT INFORMATION:
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.8333333IMER31RS TO DATE:44.33333333333
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 1 / ER / A / E / \ / ER / DSF

PUMP PARAMETERS

PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3375 TOTAL FLOW RATE: 237.81 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fP pH: 12
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 176 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
DRILL Fl9587-9666

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981

Weatherford°
Day 33 - 2012/04/07

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9587.0 ft PROGRESS: 79.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9666.0 ft AVG. ROP.: 3.8 filhr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00 00 0 30 Other See Cornments - Troubleshoo Pason 0 50 9687 8 12:00-18 15 Orienting With Motor 6 25 9644 8
00:30-01:15 Orienting With Motor 0 75 9692 8 18:15-19:10 Rotating With Motor 0 92 9665 8
01:15-01:30 Circ & Accumulate Surveys 0 25 9592 8 19:10-19:30 Circ &Accumulate Surveys 0 33 9665 8
01 0 08 0 Orienting With Motor 7 9615 8 19:30-21:50 Orienting With Motor 2 33 9661 8
08:40-09:20 Rig Repair 0 67 9615 8 21:50-22:10 Back Reaming - Ream transition 0 33 9661 8
09:20-10:30 Orienting With Motor 1 17 9620 8 22:10-23:05 Orienting With Motor 0 92 9665 i 8
10:30 0:45 Orienting With Motor 0 5 9620 8 23 05 45 Circulating - See Cornrnents - Pump beads wor 0 7 9665

r cc u a e urveys

1 % 8 23:45-24:00 Orienting With Motor 0 9666 8

TIME SUMMARY (h s): DRILLING PARAMETERS:
MOTOR DRILL: 21.00 ORIENTING HRS: 19.08 ROTARY DRILL: 0.00 i ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.92 MOTOR HRS: 22.83 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 24000 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 1.83 ROTARY DRILL: 0.00 OTHER: 1.17 RPM (ROTARY): 30 rpm DRAG UP: 158000 Ibf
MOTOR HRS: 22.83 DRILL HRS: 21.00 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 138000 Ibf

BHA I MOTOR I BIT INFORMATION:
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.8333333IMER31RS TO DATE:44.33333333333
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 1 / ER / A / E / \ / ER / DSF

PUMP PARAMETERS

PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3375 TOTAL FLOW RATE: 237.81 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fP pH: 12
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 176 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DRILL Fl9587-9666

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981

Weatherford°
Day 33 - 2012/04/07

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9587.0 ft PROGRESS: 79.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9666.0 ft AVG. ROP.: 3.8 filhr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00 00 0 30 Other See Cornments - Troubleshoo Pason 0 50 9687 8 12:00-18 15 Orienting With Motor 6 25 9644 8
00:30-01:15 Orienting With Motor 0 75 9692 8 18:15-19:10 Rotating With Motor 0 92 9665 8
01:15-01:30 Circ & Accumulate Surveys 0 25 9592 8 19:10-19:30 Circ &Accumulate Surveys 0 33 9665 8
01 0 08 0 Orienting With Motor 7 9615 8 19:30-21:50 Orienting With Motor 2 33 9661 8
08:40-09:20 Rig Repair 0 67 9615 8 21:50-22:10 Back Reaming - Ream transition 0 33 9661 8
09:20-10:30 Orienting With Motor 1 17 9620 8 22:10-23:05 Orienting With Motor 0 92 9665 i 8
10:30 0:45 Orienting With Motor 0 5 9620 8 23 05 45 Circulating - See Cornrnents - Pump beads wor 0 7 9665

r cc u a e urveys

1 % 8 23:45-24:00 Orienting With Motor 0 9666 8

TIME SUMMARY (h s): DRILLING PARAMETERS:
MOTOR DRILL: 21.00 ORIENTING HRS: 19.08 ROTARY DRILL: 0.00 i ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.92 MOTOR HRS: 22.83 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 24000 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 1.83 ROTARY DRILL: 0.00 OTHER: 1.17 RPM (ROTARY): 30 rpm DRAG UP: 158000 Ibf
MOTOR HRS: 22.83 DRILL HRS: 21.00 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 138000 Ibf

BHA I MOTOR I BIT INFORMATION:
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.8333333IMER31RS TO DATE:44.33333333333
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 1 / ER / A / E / \ / ER / DSF

PUMP PARAMETERS

PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3375 TOTAL FLOW RATE: 237.81 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fP pH: 12
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 176 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DRILL Fl9587-9666

CUSTOMER SIGNATURE:
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Weatherford°
Day 33 - 2012/04/07

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9587.0 ft PROGRESS: 79.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9666.0 ft AVG. ROP.: 3.8 filhr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (All units are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00 00 0 30 Other See Cornments - Troubleshoo Pason 0 50 9687 8 12:00-18 15 Orienting With Motor 6 25 9644 8
00:30-01:15 Orienting With Motor 0 75 9692 8 18:15-19:10 Rotating With Motor 0 92 9665 8
01:15-01:30 Circ & Accumulate Surveys 0 25 9592 8 19:10-19:30 Circ &Accumulate Surveys 0 33 9665 8
01 0 08 0 Orienting With Motor 7 9615 8 19:30-21:50 Orienting With Motor 2 33 9661 8
08:40-09:20 Rig Repair 0 67 9615 8 21:50-22:10 Back Reaming - Ream transition 0 33 9661 8
09:20-10:30 Orienting With Motor 1 17 9620 8 22:10-23:05 Orienting With Motor 0 92 9665 i 8
10:30 0:45 Orienting With Motor 0 5 9620 8 23 05 45 Circulating - See Cornrnents - Pump beads wor 0 7 9665

r cc u a e urveys

1 % 8 23:45-24:00 Orienting With Motor 0 9666 8

TIME SUMMARY (h s): DRILLING PARAMETERS:
MOTOR DRILL: 21.00 ORIENTING HRS: 19.08 ROTARY DRILL: 0.00 i ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.92 MOTOR HRS: 22.83 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 24000 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 1.83 ROTARY DRILL: 0.00 OTHER: 1.17 RPM (ROTARY): 30 rpm DRAG UP: 158000 Ibf
MOTOR HRS: 22.83 DRILL HRS: 21.00 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 138000 Ibf

BHA I MOTOR I BIT INFORMATION:
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.8333333IMER31RS TO DATE:44.33333333333
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE:1 / 1 / ER / A / E / \ / ER / DSF

PUMP PARAMETERS

PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3375 TOTAL FLOW RATE: 237.81 gallmin
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fP pH: 12
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 ft2 SAND: 0.25 SOLIDS: 22 OIL: 0 TEMP: 176 °F

LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

DRILL Fl9587-9666

CUSTOMER SIGNATURE:
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Day 34 - 2012/04/08

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9666.0 ft PROGRESS: 48.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 2.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-08:10 Orienting With Motor 8.17 9687 8 10:00-17:30 Orienting With Motor 7 50 9714 8
08:10-08:25 Circ &Accumulate Surveys 0.25 9685 8 17:30-17:45 Cire &Accumulate Surveys 0 25 9714 8
08:25-08:50 Rig Service 0.42 9685 8 17:45-18:40 Other - See Comments - TROUBLE SHOOT PSI 0 92 9714 8
08:50-10:00 Rotating With Motor 1.17 9696 8 18:40-24:00 Circ &Condition Mud - WT Up 5 33 9714 8

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.83 ORIENTING HRS: 15.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.17 MOTOR HRS: 22.67 WOB SLIDING (HI): 32000 Ibf WOB ROTATE (HI): 30000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 5.83 ROTARY DRILL: 0.00 OTHER: 1.33 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 22.67 DRILL HRS: 16.83 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 132000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -- --- - -- ---

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/82.4 LOBECFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.6666666ME@STRS TO DATE:67
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

- PUMP PARAMETERS -- --
PRESSURE ON BTM: 3475 PRESSURE OFF BTM:3400 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -- - --
MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fl2 pH: 10
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 fF SAND: 0.25 SOLIDS: 22 OIL: 1 TEMP: 177 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: - - -- --
--

DRILL F/9666-9715 Expirenced pressure loss while on bottom 500PSI when picking up off bottom recovered pressure loss continued with increase of
loss to 800 PSI desicion was made to POOH for hole in pipe flowwas observed so wt. up mud system for trip.

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page
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i erford°
Day 34 - 2012/04/08

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9666.0 ft PROGRESS: 48.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 2.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-08:10 Orienting With Motor 8.17 9687 8 10:00-17:30 Orienting With Motor 7 50 9714 8
08:10-08:25 Circ &Accumulate Surveys 0.25 9685 8 17:30-17:45 Cire &Accumulate Surveys 0 25 9714 8
08:25-08:50 Rig Service 0.42 9685 8 17:45-18:40 Other - See Comments - TROUBLE SHOOT PSI 0 92 9714 8
08:50-10:00 Rotating With Motor 1.17 9696 8 18:40-24:00 Circ &Condition Mud - WT Up 5 33 9714 8

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.83 ORIENTING HRS: 15.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.17 MOTOR HRS: 22.67 WOB SLIDING (HI): 32000 Ibf WOB ROTATE (HI): 30000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 5.83 ROTARY DRILL: 0.00 OTHER: 1.33 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 22.67 DRILL HRS: 16.83 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 132000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -- --- - -- ---

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/82.4 LOBECFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.6666666ME@STRS TO DATE:67
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

- PUMP PARAMETERS -- --
PRESSURE ON BTM: 3475 PRESSURE OFF BTM:3400 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -- - --
MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fl2 pH: 10
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 fF SAND: 0.25 SOLIDS: 22 OIL: 1 TEMP: 177 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: - - -- --
--

DRILL F/9666-9715 Expirenced pressure loss while on bottom 500PSI when picking up off bottom recovered pressure loss continued with increase of
loss to 800 PSI desicion was made to POOH for hole in pipe flowwas observed so wt. up mud system for trip.
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Daily Activity Report Drilling Services
v4.2.3981

i erford°
Day 34 - 2012/04/08

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9666.0 ft PROGRESS: 48.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 2.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-08:10 Orienting With Motor 8.17 9687 8 10:00-17:30 Orienting With Motor 7 50 9714 8
08:10-08:25 Circ &Accumulate Surveys 0.25 9685 8 17:30-17:45 Cire &Accumulate Surveys 0 25 9714 8
08:25-08:50 Rig Service 0.42 9685 8 17:45-18:40 Other - See Comments - TROUBLE SHOOT PSI 0 92 9714 8
08:50-10:00 Rotating With Motor 1.17 9696 8 18:40-24:00 Circ &Condition Mud - WT Up 5 33 9714 8

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.83 ORIENTING HRS: 15.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.17 MOTOR HRS: 22.67 WOB SLIDING (HI): 32000 Ibf WOB ROTATE (HI): 30000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 5.83 ROTARY DRILL: 0.00 OTHER: 1.33 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 22.67 DRILL HRS: 16.83 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 132000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -- --- - -- ---

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/82.4 LOBECFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.6666666ME@STRS TO DATE:67
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

- PUMP PARAMETERS -- --
PRESSURE ON BTM: 3475 PRESSURE OFF BTM:3400 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -- - --
MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fl2 pH: 10
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 fF SAND: 0.25 SOLIDS: 22 OIL: 1 TEMP: 177 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: - - -- --
--

DRILL F/9666-9715 Expirenced pressure loss while on bottom 500PSI when picking up off bottom recovered pressure loss continued with increase of
loss to 800 PSI desicion was made to POOH for hole in pipe flowwas observed so wt. up mud system for trip.
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Day 34 - 2012/04/08

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
Other: Adam Giese
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9666.0 ft PROGRESS: 48.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 2.9 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: Operating (AII units are imperial)

TIME DAILYACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-08:10 Orienting With Motor 8.17 9687 8 10:00-17:30 Orienting With Motor 7 50 9714 8
08:10-08:25 Circ &Accumulate Surveys 0.25 9685 8 17:30-17:45 Cire &Accumulate Surveys 0 25 9714 8
08:25-08:50 Rig Service 0.42 9685 8 17:45-18:40 Other - See Comments - TROUBLE SHOOT PSI 0 92 9714 8
08:50-10:00 Rotating With Motor 1.17 9696 8 18:40-24:00 Circ &Condition Mud - WT Up 5 33 9714 8

TIMESUMMARY (h s): DRILLINGPARAMETERS:
MOTOR DRILL: 16.83 ORIENTING HRS: 15.67 ROTARY DRILL: 0.00 ROTARY TORQUE: 3000 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 1.17 MOTOR HRS: 22.67 WOB SLIDING (HI): 32000 Ibf WOB ROTATE (HI): 30000 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 20000 Ibf WOB ROTATE (LO): 15000 lbf
CIRC: 5.83 ROTARY DRILL: 0.00 OTHER: 1.33 RPM (ROTARY): 30 rpm DRAG UP: 160000 Ibf
MOTOR HRS: 22.67 DRILL HRS: 16.83 TOTAL HRS: 24.00 RPM (MOTOR): 57 rpm DRAG DN: 132000 Ibf

- BHA I MOTOR I BIT INFORMATION: - -- --- - -- ---

BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.:Hunting STABILIZER:No SERIAL#:050 MODEL:7/82.4 LOBECFG.:7/8
SETTING: 2.12 ° KlCKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 22.6666666ME@STRS TO DATE:67
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

- PUMP PARAMETERS -- --
PRESSURE ON BTM: 3475 PRESSURE OFF BTM:3400 TOTAL FLOW RATE: 237.81 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.4266 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -- - --
MUD TYPE: GelGypsum VISC: 45 sec/qt WTR LOSS: 3.5 cc/30min PV: 24 cP YP: 20 lb/100 fl2 pH: 10
DENSITY: 14 Ib/gal GEL 0/10: 11.00 lb/100 fF SAND: 0.25 SOLIDS: 22 OIL: 1 TEMP: 177 °F

LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

- COMMENTS: - - -- --
--

DRILL F/9666-9715 Expirenced pressure loss while on bottom 500PSI when picking up off bottom recovered pressure loss continued with increase of
loss to 800 PSI desicion was made to POOH for hole in pipe flowwas observed so wt. up mud system for trip.

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

i erford°
Day 35 - 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (Allunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:00 Cire & Condition Mud 2.00 9714 8 12:15-15:00 Change Bit And Motor 2.75 9714 8
02:00-12:15 POOH To Check For Wash 10.25 9714 8 15:00-24:00 RIH 9.00 9714 9

TIME SUMMARY(h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 2.00 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 19.25 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.00 ROTARY DRILL: 0.00 OTHER: 2.75 RPM (ROTARY): DRAG UP: 178000 lbf
MOTOR HRS: 2.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 62 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION: - - - - - -
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 2 MTR HRS TO DATE:69
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS ---- -- -- - -
PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3300 TOTAL FLOW RATE: 245.32 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - - -
MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4 cc/30min PV: 28 cP YP: 20 Ib/100 ft2 pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 23 OIL: 0.75 TEMP: 177 °F
LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: --- -- --- -
Circ. And Condition mud raise mud wt. POOH for possible hole in pipe.

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

i erford°
Day 35 - 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (Allunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:00 Cire & Condition Mud 2.00 9714 8 12:15-15:00 Change Bit And Motor 2.75 9714 8
02:00-12:15 POOH To Check For Wash 10.25 9714 8 15:00-24:00 RIH 9.00 9714 9

TIME SUMMARY(h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 2.00 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 19.25 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.00 ROTARY DRILL: 0.00 OTHER: 2.75 RPM (ROTARY): DRAG UP: 178000 lbf
MOTOR HRS: 2.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 62 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION: - - - - - -
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 2 MTR HRS TO DATE:69
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS ---- -- -- - -
PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3300 TOTAL FLOW RATE: 245.32 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - - -
MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4 cc/30min PV: 28 cP YP: 20 Ib/100 ft2 pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 23 OIL: 0.75 TEMP: 177 °F
LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: --- -- --- -
Circ. And Condition mud raise mud wt. POOH for possible hole in pipe.

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

i erford°
Day 35 - 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (Allunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:00 Cire & Condition Mud 2.00 9714 8 12:15-15:00 Change Bit And Motor 2.75 9714 8
02:00-12:15 POOH To Check For Wash 10.25 9714 8 15:00-24:00 RIH 9.00 9714 9

TIME SUMMARY(h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 2.00 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 19.25 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.00 ROTARY DRILL: 0.00 OTHER: 2.75 RPM (ROTARY): DRAG UP: 178000 lbf
MOTOR HRS: 2.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 62 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION: - - - - - -
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 2 MTR HRS TO DATE:69
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS ---- -- -- - -
PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3300 TOTAL FLOW RATE: 245.32 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - - -
MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4 cc/30min PV: 28 cP YP: 20 Ib/100 ft2 pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 23 OIL: 0.75 TEMP: 177 °F
LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: --- -- --- -
Circ. And Condition mud raise mud wt. POOH for possible hole in pipe.

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3981

i erford°
Day 35 - 2012/04/09

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELDI LOCATION: / Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWDTrainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9714.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: Operating (Allunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILYACTIVITY HRS DPTH BHA
00:00-02:00 Cire & Condition Mud 2.00 9714 8 12:15-15:00 Change Bit And Motor 2.75 9714 8
02:00-12:15 POOH To Check For Wash 10.25 9714 8 15:00-24:00 RIH 9.00 9714 9

TIME SUMMARY(h 3): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARYTORQUE: STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 2.00 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 19.25 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 2.00 ROTARY DRILL: 0.00 OTHER: 2.75 RPM (ROTARY): DRAG UP: 178000 lbf
MOTOR HRS: 2.00 DRILL HRS: 0.00 TOTAL HRS: 24.00 RPM (MOTOR): 62 rpm DRAG DN: 135000 Ibf

- BHA I MOTOR I BIT INFORMATION: - - - - - -
BHA: 8 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:050 MODEL:7/8 2.4 LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 5" (127mm) MTR HRS THIS DAY: 2 MTR HRS TO DATE:69
MANFCT: Smith BIT TYPE:Tri-Cone Bit TYPE: XR20T NOZZLES:0.588 in2 TFA
IADC BIT GRADE: 1 / 1 / ER / A / E I I / ER / DSF

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY:0 MTR HRS TO DATE:0
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS ---- -- -- - -
PRESSURE ON BTM: 3450 PRESSURE OFF BTM:3300 TOTAL FLOW RATE: 245.32 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 100.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.:95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD - - -
MUD TYPE: Gelchem VISC: 46 sec/qt WTR LOSS: 4 cc/30min PV: 28 cP YP: 20 Ib/100 ft2 pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 12.00 lb/100 ft2 SAND: 0.25 SOLIDS: 23 OIL: 0.75 TEMP: 177 °F
LIQUID BASE:Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: Ocu ft/min

COMMENTS: --- -- --- -
Circ. And Condition mud raise mud wt. POOH for possible hole in pipe.

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 36 - 2012/04/10
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy ServicesJOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWDRIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 13.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 4.0 ft/hr PREVIOUS COST: USD$0.00
TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:00 RIH 2.00 9714 9 03:10-04:20 Orienting With Motor 1.17 9724 9
02:00-02:40 Orienting With Motor 0 67 9716 9 04:20-04:55 Work Tight Hole 0.58 9724 9
02:40-03:00 Rotating With Motor 0 9 9 04:55-06:00 Orienting With Motor 1.08 9727 9
03:00-03:10 Circ &Accumulate Surveys 0.17 9719 9 0.00

TIME SUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 3.25 ORIENTING HRS: 2.92 ROTARY DRILL: 0.00 ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbsTIME DRILL: 0.00 ROTATING HRS: 0.33 MOTOR HRS: 3.42 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 21000 lbfMOTOR REAM: 0.00 TRIP: 2.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 15000 IbfCIRC: 0.17 ROTARY DRILL: 0.00 OTHER: 0.58 RPM (ROTARY): 30 rpm DRAG UP: 178000 lbf
MOTOR HRS: 3.42 DRILL HRS 3.25 TOTAL HRS 6.00 RPM (MOTOR): 71 rpm DRAG DN: 138000 lbf

- BHA I MOTOR I BIT INFORMATION:

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 3.41666666MIISSTRS TO DATE:3.4166666666661
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS

PRESSURE ON BTM: 3525 PRESSURE OFF BTM:3435 TOTAL FLOW RATE: 233.06 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 95.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: Gelchem VISC: 50 sec/qt WTR LOSS: 4.5 cc/30min PV: 39 cP YP: 19 Ib/100 fF pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 14.00 lb/100 fF SAND: 0.25 SOLIDS: 23 OIL: 0.25 TEMP: 177 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
TIH DRLG F/9719-

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 36 - 2012/04/10
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 13.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 4.0 ft/hr PREVIOUS COST: USD$0.00
TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:00 RIH 2.00 9714 9 03:10-04:20 Orienting With Motor 1.17 9724 9
02:00-02:40 Orienting With Motor 0 67 9716 9 04:20-04:55 Work Tight Hole 0.58 9724 9
02:40-03:00 Rotating With Motor 0 9 9 04:55-06:00 Orienting With Motor 1.08 9727 9
03:00-03:10 Circ &Accumulate Surveys 0.17 9719 9 0.00

TIME SUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 3.25 ORIENTING HRS: 2.92 ROTARY DRILL: 0.00 ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.33 MOTOR HRS: 3.42 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 21000 lbf
MOTOR REAM: 0.00 TRIP: 2.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 15000 IbfCIRC: 0.17 ROTARY DRILL: 0.00 OTHER: 0.58 RPM (ROTARY): 30 rpm DRAG UP: 178000 lbf
MOTOR HRS: 3.42 DRILL HRS 3.25 TOTAL HRS 6.00 RPM (MOTOR): 71 rpm DRAG DN: 138000 lbf

- BHA I MOTOR I BIT INFORMATION:

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 3.41666666MIISSTRS TO DATE:3.4166666666661
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS

PRESSURE ON BTM: 3525 PRESSURE OFF BTM:3435 TOTAL FLOW RATE: 233.06 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 95.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: Gelchem VISC: 50 sec/qt WTR LOSS: 4.5 cc/30min PV: 39 cP YP: 19 Ib/100 fF pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 14.00 lb/100 fF SAND: 0.25 SOLIDS: 23 OIL: 0.25 TEMP: 177 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
TIH DRLG F/9719-

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 36 - 2012/04/10
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 13.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 4.0 ft/hr PREVIOUS COST: USD$0.00
TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:00 RIH 2.00 9714 9 03:10-04:20 Orienting With Motor 1.17 9724 9
02:00-02:40 Orienting With Motor 0 67 9716 9 04:20-04:55 Work Tight Hole 0.58 9724 9
02:40-03:00 Rotating With Motor 0 9 9 04:55-06:00 Orienting With Motor 1.08 9727 9
03:00-03:10 Circ &Accumulate Surveys 0.17 9719 9 0.00

TIME SUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 3.25 ORIENTING HRS: 2.92 ROTARY DRILL: 0.00 ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.33 MOTOR HRS: 3.42 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 21000 lbf
MOTOR REAM: 0.00 TRIP: 2.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 15000 IbfCIRC: 0.17 ROTARY DRILL: 0.00 OTHER: 0.58 RPM (ROTARY): 30 rpm DRAG UP: 178000 lbf
MOTOR HRS: 3.42 DRILL HRS 3.25 TOTAL HRS 6.00 RPM (MOTOR): 71 rpm DRAG DN: 138000 lbf

- BHA I MOTOR I BIT INFORMATION:

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 3.41666666MIISSTRS TO DATE:3.4166666666661
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS

PRESSURE ON BTM: 3525 PRESSURE OFF BTM:3435 TOTAL FLOW RATE: 233.06 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 95.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: Gelchem VISC: 50 sec/qt WTR LOSS: 4.5 cc/30min PV: 39 cP YP: 19 Ib/100 fF pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 14.00 lb/100 fF SAND: 0.25 SOLIDS: 23 OIL: 0.25 TEMP: 177 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
TIH DRLG F/9719-

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report ge

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 36 - 2012/04/10
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: I Ut / USA

DIR Supervisor: Brian Outlaw, Casey James
MWD Supervisor: Clint Greene
MWD Trainee: Chad Lowrey

GROUND ELEV: 5404.6 ft START DEPTH: 9714.0 ft PROGRESS: 13.0 ft DAILYCOST: USD$0.00KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 4.0 ft/hr PREVIOUS COST: USD$0.00
TOTAL COST: USD$0.00WORK STATUS: Operating (AIIunits are imperial)

TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BHA
00:00-02:00 RIH 2.00 9714 9 03:10-04:20 Orienting With Motor 1.17 9724 9
02:00-02:40 Orienting With Motor 0 67 9716 9 04:20-04:55 Work Tight Hole 0.58 9724 9
02:40-03:00 Rotating With Motor 0 9 9 04:55-06:00 Orienting With Motor 1.08 9727 9
03:00-03:10 Circ &Accumulate Surveys 0.17 9719 9 0.00

TIME SUMMARY (h ): DRILLINGPARAMETERS:
MOTOR DRILL: 3.25 ORIENTING HRS: 2.92 ROTARY DRILL: 0.00 ROTARY TORQUE: 3500 ft-Ib STRING WEIGHT 148000 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.33 MOTOR HRS: 3.42 WOB SLIDING (HI): 28000 Ibf WOB ROTATE (HI): 21000 lbf
MOTOR REAM: 0.00 TRIP: 2.00 WOB SLIDING (LO): 15000 Ibf WOB ROTATE (LO): 15000 IbfCIRC: 0.17 ROTARY DRILL: 0.00 OTHER: 0.58 RPM (ROTARY): 30 rpm DRAG UP: 178000 lbf
MOTOR HRS: 3.42 DRILL HRS 3.25 TOTAL HRS 6.00 RPM (MOTOR): 71 rpm DRAG DN: 138000 lbf

- BHA I MOTOR I BIT INFORMATION:

BHA: 9 HOLE SIZE: 6.125 in SECTION TYPE: Curve SURVEY TYPE: Positive Pulse MWD
MANFCT.: Hunting STABILIZER: No SERIAL#:067 MODEL: LOBE CFG.:7/8
SETTING: 2.12 ° KICKPAD:No SIZE: 4 3/4" (121mm) MTR HRS THIS DAY: 3.41666666MIISSTRS TO DATE:3.4166666666661
MANFCT: Hughes BIT TYPE:Tri-Cone Bit TYPE: STX1 NOZZLES:0.589 in2 TFA
IADCBITGRADE:?/?/?/?/?/?/?/?

PUMP PARAMETERS

PRESSURE ON BTM: 3525 PRESSURE OFF BTM:3435 TOTAL FLOW RATE: 233.06 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 95.00 LINER: 5.00 in STROKE VOL.: 2.5033 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD

MUD TYPE: Gelchem VISC: 50 sec/qt WTR LOSS: 4.5 cc/30min PV: 39 cP YP: 19 Ib/100 fF pH: 10
DENSITY: 14.5 lb/gal GEL 0/10: 14.00 lb/100 fF SAND: 0.25 SOLIDS: 23 OIL: 0.25 TEMP: 177 °F
LIQUID BASE: Water LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:
TIH DRLG F/9719-

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report ge



Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 37 - 2012/04/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/11 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AII units are imperial.)
TOTAL COST: USD$0.00

E DAILY ACTIVITY HRS DPTH BHÀTIME DAILYÄCTIVITY HRS DPTH BH
0.00 0.0

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 lbf

- BHA I MOTOR I BIT INFORMATION:
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 37 - 2012/04/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/11 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AII units are imperial.)
TOTAL COST: USD$0.00

E DAILY ACTIVITY HRS DPTH BHÀTIME DAILYÄCTIVITY HRS DPTH BH
0.00 0.0

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 lbf

- BHA I MOTOR I BIT INFORMATION:
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 37 - 2012/04/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/11 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AII units are imperial.)
TOTAL COST: USD$0.00

E DAILY ACTIVITY HRS DPTH BHÀTIME DAILYÄCTIVITY HRS DPTH BH
0.00 0.0

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 lbf

- BHA I MOTOR I BIT INFORMATION:
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 37 - 2012/04/11
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/11 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AII units are imperial.)
TOTAL COST: USD$0.00

E DAILY ACTIVITY HRS DPTH BHÀTIME DAILYÄCTIVITY HRS DPTH BH
0.00 0.0

TIMESUMMARY(h s): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 lbf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 lbf

- BHA I MOTOR I BIT INFORMATION:
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

- PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 38 - 2012/04/12
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/12 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH

0.00 0.00
TIMESUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION: -- - - ---- -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS ---- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -

- ----
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: O Ib/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: -- -- --

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 38 - 2012/04/12
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/12 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH

0.00 0.00
TIMESUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION: -- - - ---- -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS ---- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -

- ----
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: O Ib/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: -- -- --

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 38 - 2012/04/12
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/12 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH

0.00 0.00
TIMESUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION: -- - - ---- -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS ---- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -

- ----
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: O Ib/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: -- -- --

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 38 - 2012/04/12
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/12 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILYCOST: USD$0.00
KB ELEV: 5422.6 fl END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (AIIunits are imperial)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS DPTH BH

0.00 0.00
TIMESUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION: -- - - ---- -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS ---- --
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD - -

- ----
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: O Ib/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LIQUID RATE: 0 gallmin GAS TYPE: GAS RATE: 0 cu ft/min

- COMMENTS: -- -- --

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page



Daily Activity Report Drilling Services
v4.2.3961

a erford°
Day 39 - 2012/04/13

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/13 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AIIunits are imperial.)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
0.00 MO

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: -- - - -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS - - -- -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - - - -- - -

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3961

a erford°
Day 39 - 2012/04/13

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/13 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AIIunits are imperial.)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
0.00 MO

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: -- - - -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS - - -- -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - - - -- - -

CUSTOMER SIGNATURE:
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Daily Activity Report Drilling Services
v4.2.3961

a erford°
Day 39 - 2012/04/13

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/13 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AIIunits are imperial.)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
0.00 MO

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: -- - - -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS - - -- -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - - - -- - -

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

Daily Activity Report Drilling Services
v4.2.3961

a erford°
Day 39 - 2012/04/13

FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/13 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

WORK STATUS: (AIIunits are imperial.)
TOTAL COST: USD$0.00

TIME DAILY ACTIVITY HRS DPTH BH TIME DAILY ACTIVITY HRS DPTH BH
0.00 MO

TIMESUMMARY (h m): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTINGHRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O Ibf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 Ibf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILLHRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

- BHA I MOTOR I BIT INFORMATION: -- - - -
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

- PUMP PARAMETERS - - -- -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
- MUD RECORD -
MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: 0 cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS: - - - - -- - -

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2 3981Weatherford°

Day 40 - 2012/04/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/14 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (Allunits are imperial.)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PTH BH

o.oo o oo
TIME SUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA MOTOR I BIT INŒORMATION
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUDTYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lbl100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LlQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2 3981Weatherford°

Day 40 - 2012/04/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/14 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (Allunits are imperial.)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PTH BH

o.oo o oo
TIME SUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA MOTOR I BIT INŒORMATION
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUDTYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lbl100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LlQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2 3981Weatherford°

Day 40 - 2012/04/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/14 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (Allunits are imperial.)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PTH BH

o.oo o oo
TIME SUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA MOTOR I BIT INŒORMATION
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUDTYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lbl100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LlQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

CUSTOMER SIGNATURE:
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V Daily Activity Report Drilling Services
v4.2 3981Weatherford°

Day 40 - 2012/04/14
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/14 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$0.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00WORK STATUS: (Allunits are imperial.)
TIME DAILY ACTIVITY HRS DPTH BHA TIME DAILY ACTIVITY HRS PTH BH

o.oo o oo
TIME SUMMARY(h s): DRILLINGPARAMETERS:

MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): O lbf WOB ROTATE (HI): 0 Ibf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 Ibf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA MOTOR I BIT INŒORMATION
BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KICKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
IADC BIT GRADE:

PUMP PARAMETERS

PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gallmin
PUMP 1: TYPE: F-1000 EFF.: 98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUDTYPE: VISC: 0 sec/qt WTR LOSS: 0 cc/30min PV: OcP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lbl100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F

LIQUID BASE: LlQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

- COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page



V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 41 - 2012/04/15
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/15 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$O.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: (All units are irnperial.)

TÌME DAILY ACTIVffY RS DP FH BH TIME DAIL.Y ACTIVITY HRS DPTH BHÀ

TIME SUMMARY(hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 41 - 2012/04/15
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/15 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$O.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: (All units are irnperial.)

TÌME DAILY ACTIVffY RS DP FH BH TIME DAIL.Y ACTIVITY HRS DPTH BHÀ

TIME SUMMARY(hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 41 - 2012/04/15
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/15 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$O.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: (All units are irnperial.)

TÌME DAILY ACTIVffY RS DP FH BH TIME DAIL.Y ACTIVITY HRS DPTH BHÀ

TIME SUMMARY(hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page

V Daily Activity Report Drilling Services
v4.2.3981Weatherford°

Day 41 - 2012/04/15
FILE #: 4025673 WELL NAME: McKenna 1-17-3-3WH SERVICE CO.: Precision Energy Services
JOB TYPE: Horizontal COMPANY: New Field SURVEY TYPE: Positive Pulse MWD
RIG & NO: Pioneer 62 SURFACE LOCATION: Duchesne FIELD I LOCATION: / Ut / USA

2012/04/15 No personnel have been recorded for this date.

GROUND ELEV: 5404.6 ft START DEPTH: 9727.0 ft PROGRESS: 0.0 ft DAILY COST: USD$O.00
KB ELEV: 5422.6 ft END DEPTH: 9727.0 ft AVG. ROP.: 0.0 ft/hr PREVIOUS COST: USD$0.00

TOTAL COST: USD$0.00
WORK STATUS: (All units are irnperial.)

TÌME DAILY ACTIVffY RS DP FH BH TIME DAIL.Y ACTIVITY HRS DPTH BHÀ

TIME SUMMARY(hy): DRILLINGPARAMETERS:
MOTOR DRILL: 0.00 ORIENTING HRS: 0.00 ROTARY DRILL: 0.00 ROTARY TORQUE: STRING WEIGHT 0 lbs
TIME DRILL: 0.00 ROTATING HRS: 0.00 MOTOR HRS: 0.00 WOB SLIDING (HI): 0 lbf WOB ROTATE (HI): 0 lbf
MOTOR REAM: 0.00 TRIP: 0.00 WOB SLIDING (LO): 0 lbf WOB ROTATE (LO): 0 lbf
CIRC: 0.00 ROTARY DRILL: 0.00 OTHER: 0.00 RPM (ROTARY): DRAG UP: 0 Ibf
MOTOR HRS: 0.00 DRILL HRS: 0.00 TOTAL HRS: 0.00 RPM (MOTOR): DRAG DN: 0 Ibf

BHA I MOTOR I BIT INFORMATION:

BHA: HOLE SIZE: SECTION TYPE: SURVEY TYPE:
MANFCT.: STABILIZER: SERIAL#: MODEL: LOBE CFG.:
SETTING: KlCKPAD: SIZE: MTR HRS THIS DAY: MTR HRS TO DATE:
MANFCT: BIT TYPE: TYPE: NOZZLES:
lADC BIT GRADE:

PUMP PARAMETERS -
PRESSURE ON BTM: 0 PRESSURE OFF BTM:0 TOTAL FLOW RATE: 0.00 gal/min
PUMP 1: TYPE: F-1000 EFF.:98.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 2: TYPE: F-1000 EFF.: 95.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk
PUMP 3: TYPE: EFF.: 100.0% SPM: 0.00 LINER: 0.00 in STROKE VOL.: 0.0000 gallstk

MUD RECORD

MUD TYPE: VISC: 0 sec/qt WTR LOSS: O cc/30min PV: O cP YP: 0 lb/100 ft2 pH: 0
DENSITY: 0 lb/gal GEL 0/10: 0.00 lb/100 ft2 SAND: 0 SOLIDS: 0 OIL: 0 TEMP: 0 °F
LIQUID BASE: LIQUID RATE: 0 gal/min GAS TYPE: GAS RATE: O cu ft/min

COMMENTS:

CUSTOMER SIGNATURE:

Printed: 2012/08/28 4:05:44 PM File #4025673-20120306 - Daily Activity Report Page
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Weatherford
DIRECTIONALSERVICES

Drilling Systems & MWD Personnel

Matthew Heaton Area Manager Office (307) 268-7926
Cell (307) 259-8744

Troy Bettcher/JR Boyles Directional Drilling Coordinator Office (307) 268-7900
Supervise Directional Drillers and daily rig operations.

Tyler Cluff/Lee Harnes MWD Coordinator Office (307) 267-7900
Supervise MWD Personnel and daily rig operations.

Linda Smith Account Manager Office (720) 946-2566

Tammy Daugherty Senior Admin Office (307) 268-7922
Customer billing/invoicing_Casper, Wy

Tracy Williams Well Planning Office (720) 946-2581
Cell (307) 259-4301

Responsible for well preplanning and provide technical support during job. EOW report

Marion Morales R&M Shop Services Office (307) 268-7918

Responsible for monitoring downhole tool performance and evaluating field incidents.

Copyright2004 WeatherfordInternational, Inc. All Rights
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Responsible for well preplanning and provide technical support during job. EOW report

Marion Morales R&M Shop Services Office (307) 268-7918
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Responsible for monitoring downhole tool performance and evaluating field incidents.
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WELL FIELD STRUCTURE

Magnetic Parameters

Model: Dip:

Mag Dec:

Date:

FS:

Surface Location

Lat:

Lon:

Northing:

Easting:

Grid Conv:

Scale Fact:

Miscellaneous

Slot:

Plan:

TVD Ref:

Srvy Date:

Newfield Exploration CO.

MCKENNA 1-17-3-3WH Duchesne County, UT Section 17-3S-3W 

BGGM 2011 65.872°

11.346°

April 13, 2012

52209.2nT

NAD83 Utah State Plane, Central Zone, US Feet

N   40 13 43.030

W 110 14 22.900

7254479.88 ftUS

1992288.34 ftUS

0.80732476°

0.99992237

MCKENNA 1-17-3-3WH

 MWD 0' to 12400' 

KB(5422.6ft above MSL)

April 13, 2012
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MCKENNA 1-17-3-3WH PBHL/TD
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Newfield Exploration CO. f ff

WEU

MCKENNA 1-17-3-3WH FlELD

Duchesne County, UT
STRUCTURE

Section 17-3S-3W

Magnetic Parameters SurfaceLacation NAD83Utah State Plane, Central Zone US Feet Miscellaneous
Model BGGM2011 Op 65.872 Ebte April13,2012 Lat N 401343.030 Northing 7254479.88ftUS GndCanv 0.80732476 Slot MCKENNA1-17-13WH TVDRef KB(5422.6ftaboveMSL)

Mag Dec 11.346 FS 52209.2nT Lan W 110 14 22.900 Easting 1992288.34 ftUS Scale Fact 0.99992237 Plan MWD0 to 12400 Srvy Date April13, 2012
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MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive Survey Report
(Def Survey)

Survey Date:

Comments
MD
(ft)

Incl
(°)

Azim True
(°)

TVD
(ft)

VSEC
(ft)

NS
(ft)

EW
(ft)

Closure
(ft)

Closure 
Azimuth

(°)

DLS
(°/100ft)

TF
(°)

Survey Tool

Last Weatherford 
MWD Survey

9881.00 83.49 178.82 9619.17 642.72 -642.96 -48.54 644.79 184.32 9.97 14.18L SLB_MWD-STD

First SLB MWD 
Survey

9944.00 89.00 177.43 9623.29 705.53 -705.77 -46.48 707.30 183.77 9.02 34.2R SLB_MWD-STD

10019.00 91.34 179.02 9623.07 780.50 -780.72 -44.16 781.97 183.24 3.77 18.33R SLB_MWD-STD
10082.00 93.51 179.74 9620.41 843.44 -843.66 -43.48 844.78 182.95 3.63 5.51R SLB_MWD-STD
10145.00 94.44 179.83 9616.04 906.28 -906.51 -43.24 907.54 182.73 1.48 56.2R SLB_MWD-STD

10209.00 94.78 180.34 9610.90 970.07 -970.30 -43.34 971.27 182.56 0.96 97.82L SLB_MWD-STD
10273.00 94.71 179.83 9605.60 1033.85 -1034.08 -43.43 1034.99 182.41 0.80 131L SLB_MWD-STD
10336.00 94.58 179.68 9600.50 1096.65 -1096.87 -43.16 1097.72 182.25 0.31 132.18L SLB_MWD-STD
10399.00 93.82 178.84 9595.89 1159.47 -1159.70 -42.35 1160.47 182.09 1.80 30.9L SLB_MWD-STD
10463.00 94.02 178.72 9591.51 1223.32 -1223.53 -40.99 1224.22 181.92 0.36 73.5R SLB_MWD-STD

10526.00 94.30 179.67 9586.94 1286.15 -1286.36 -40.11 1286.99 181.79 1.57 159.95L SLB_MWD-STD
10588.00 93.89 179.52 9582.51 1347.99 -1348.20 -39.67 1348.78 181.69 0.70 62.46L SLB_MWD-STD
10651.00 94.02 179.27 9578.17 1410.84 -1411.05 -39.01 1411.59 181.58 0.45 152.15R SLB_MWD-STD
10716.00 93.68 179.45 9573.80 1475.69 -1475.90 -38.28 1476.39 181.49 0.59 90L SLB_MWD-STD
10779.00 93.68 178.98 9569.76 1538.56 -1538.76 -37.42 1539.21 181.39 0.74 104.47L SLB_MWD-STD

10841.00 93.44 178.05 9565.91 1600.42 -1600.62 -35.82 1601.02 181.28 1.55 141.67R SLB_MWD-STD
10905.00 93.20 178.24 9562.20 1664.29 -1664.48 -33.75 1664.82 181.16 0.48 69.97L SLB_MWD-STD
10969.00 93.44 177.58 9558.50 1728.15 -1728.33 -31.42 1728.61 181.04 1.10 82.55L SLB_MWD-STD
11031.00 93.57 176.58 9554.71 1789.97 -1790.13 -28.27 1790.35 180.90 1.62 101.55L SLB_MWD-STD

First DMAG Survey 11095.00 93.23 174.92 9550.91 1853.70 -1853.84 -23.53 1853.99 180.73 2.64 44.95R SLB_MWD+DMAG

11159.00 93.44 175.13 9547.19 1917.38 -1917.49 -17.99 1917.57 180.54 0.46 77.86R SLB_MWD+DMAG
11222.00 93.78 176.72 9543.22 1980.11 -1980.20 -13.53 1980.25 180.39 2.58 107.24R SLB_MWD+DMAG
11285.00 93.37 178.04 9539.29 2042.94 -2043.01 -10.65 2043.04 180.30 2.19 119.49R SLB_MWD+DMAG
11348.00 91.92 180.60 9536.38 2105.86 -2105.94 -9.91 2105.96 180.27 4.67 109.44R SLB_MWD+DMAG
11411.00 91.68 181.28 9534.41 2168.82 -2168.90 -10.94 2168.92 180.29 1.14 62.43L SLB_MWD+DMAG

11475.00 91.92 180.82 9532.39 2232.77 -2232.85 -12.11 2232.89 180.31 0.81 113.03L SLB_MWD+DMAG
11538.00 91.75 180.42 9530.38 2295.73 -2295.82 -12.79 2295.85 180.32 0.69 77.36R SLB_MWD+DMAG
11601.00 92.07 181.85 9528.28 2358.67 -2358.77 -14.04 2358.81 180.34 2.32 70.88R SLB_MWD+DMAG
11665.00 92.34 182.63 9525.82 2422.56 -2422.67 -16.54 2422.73 180.39 1.29 83.65R SLB_MWD+DMAG
11728.00 92.37 182.90 9523.23 2485.42 -2485.54 -19.58 2485.62 180.45 0.43 139.56L SLB_MWD+DMAG

11791.00 91.76 182.38 9520.96 2548.29 -2548.44 -22.48 2548.54 180.51 1.27 99.02L SLB_MWD+DMAG
11855.00 91.55 181.06 9519.11 2612.23 -2612.38 -24.40 2612.49 180.54 2.09 80.59L SLB_MWD+DMAG
11918.00 91.76 179.79 9517.29 2675.20 -2675.35 -24.86 2675.47 180.53 2.04 41.97R SLB_MWD+DMAG
11982.00 91.96 179.97 9515.21 2739.16 -2739.32 -24.73 2739.43 180.52 0.42 61.68R SLB_MWD+DMAG
12046.00 92.03 180.10 9512.98 2803.12 -2803.28 -24.77 2803.39 180.51 0.23 133.97L SLB_MWD+DMAG

12110.00 91.76 179.82 9510.87 2867.09 -2867.24 -24.72 2867.35 180.49 0.61 75.96L SLB_MWD+DMAG
12173.00 91.79 179.70 9508.92 2930.06 -2930.21 -24.46 2930.31 180.48 0.20 155.38L SLB_MWD+DMAG
12236.00 91.07 179.37 9507.34 2993.04 -2993.19 -23.95 2993.28 180.46 1.26 115.51R SLB_MWD+DMAG
12298.00 90.86 179.81 9506.30 3055.03 -3055.18 -23.50 3055.27 180.44 0.79 158.46R SLB_MWD+DMAG

Last SLB MWD 
survey

12329.00 90.48 179.96 9505.94 3086.02 -3086.18 -23.44 3086.27 180.44 1.32 HS SLB_MWD+DMAG

Projection to bit 12400.00 90.48 179.96 9505.34 3157.02 -3157.17 -23.39 3157.26 180.42 0.00 SLB_BLIND+TREND

MD From 
 (ft)

MD To 
 (ft)

EOU Freq 
 (ft)

0.000 18.000 1/18.000

18.000 1061.000 1/98.425

1061.000 1061.000 Act Stns

1061.000 11031.000 1/9970.000

11031.000 12329.000 1/1298.000

12329.000 12400.000 1/71.000 SLB_BLIND+TREND Original Hole / MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

SLB_MWD-STD Original Hole / MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

SLB_MWD+DMAG Original Hole / MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

SLB_BLIND+TREND Original Hole / MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

SLB_BLIND+TREND Original Hole / MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

Description Survey Tool Type Borehole / Survey

SLB_BLIND+TREND-Depth Only Original Hole / MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95.000% Confidence 2.7955 sigma
Survey Program:

5422.600 ft above MSLTVD Reference Elevation:
Seabed / Ground Elevation: 5404.600 ft above MSL

Field:

Report Date:

UT, Duchesne County (NAD 83 CZ US Feet) Newfield Exploration - 2012

Client: Newfield Exploration CO.
May 10, 2012 - 11:11 AM Minimum Curvature / Lubinski

179.718 ° (True North)

0.000 ft, 0.000 ft

KB

Survey / DLS Computation:

TVD Reference Datum:

Vertical Section Azimuth:

Vertical Section Origin:

Survey Name:
UWI / API#:

Original Hole

Structure / Slot:

Well:
Borehole:

MCKENNA 1-17-3-3WH

Newfield Exploration Co. 17-3S-3W  (MCKENNA 1-17-3-3WH) - Pioneer 
62 / MCKENNA 1-17-3-3WH

MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive

Location Grid N/E Y/X:

NAD83 Utah State Plane, Central Zone, US Feet
157.011 ° / 3182.940 ft / 5.809 / 0.331 Declination Date:

Coordinate Reference System:

Grid Scale Factor:

11.346 °
52209.152 nT

April 13, 2012

Total Field Strength:
65.872 °

Magnetic Declination:

Tort / AHD / DDI / ERD Ratio:

CRS Grid Convergence Angle:
Total Corr Mag North->True 
North:

April 13, 2012

Location Lat / Long:

0.80732476 °

Magnetic Dip Angle:

Magnetic Declination Model:

N 7254479.880 ftUS, E 1992288.343 ftUS

Local Coord Referenced To:

BGGM 2011
North Reference:

0.99992237

True North
Grid Convergence Used:

N  40° 13' 43.03000", W 110° 14' 22.90000"

11.346 °

Well Head

0.000 °

Drilling Office 2.5.1100.0  ...MCKENNA 1-17-3-3WH\Original Hole\MCKENNA 1-17-3-3WH MWD 0' to 12400' Definitive 2012-05-10 11:14  Page 1 of 1

NEWFIELD PATHF-DERE- MCKENNA 1-17-3-3WH MWD O' to 12400' Definitive Survey Report
(Def Survey)

Report Date: May 10 2012 -11 11 AM Surveyl DLS Computation: MinimumCurvature / Lubinski
Client: Newneld Exploraton CO Vertical Section Azimuth: 179 718 (True North)

Field: UT Duchesne County (NAD 83 CZ US Feet) Newneld Exploraton -2012 Vertical Section Origin: 0 000 ft 0 000 ft

Structure I Slot: N2e KEENpa1b-1n7C3317H-3S-3W(MCKENNA1-17-3-3WH) -Pioneer WD Reference Datum: KB

Well: MCKENNA1-17-3-3WH WD Reference Elevation: 5422 600 ft above MSL
Borehole: OriginalHole Seabed I Ground Elevation: 5404 600 ft above MSL
UWIIAPI#: Magnetic Declination: 11 346 °

Survey Name: MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve Total Field Strength: 52209 152 nT
Survey Date: April13 2012 Magnetic Dip Angle: 65 872 °

Tort/AHDIDDIIERDRatio: 157011 /3182940ft/5809/0331 DeclinationDate: April13 2012
Coordinate Reference System: NAD83 Utah State Plane Central Zone US Feet Magnetic Declination Model: BGGM2011
LocationLat/Long: N 40 13'4303000' W110 14'2290000' NorthReference: TrueNorth
Location Grid NIE YlX: N 7254479 880 ftUS E 1992288 343 flUS Grid Convergence Used: 0 000 °

CRS Grid Convergence Angle: 0 80732476 Totalhcorr Mag North->True
11 346 °

Grid Scale Factor: 0 99992237 Local Coord Referenced To: Well Head

Comments NinD Incl Azim True WnD VSEC NS EW Clos AC (910DO Survey Tool

L tDWSeatherford 9881 00 83 49 178 82 9619 17 642 72 -642 96 -48 54 644 79 184 32 9 97 14 18L SLB MWD-STD

First SLB MWD 9944 00 89 00 177 43 9623 29 705 53 -705 77 -46 48 707 30 183 77 9 02 34 2R SLB MWD-STD

10019 00 91 34 179 02 9623 07 780 50 -780 72 -44 16 781 97 183 24 3 77 18 33R SLB MWD-STD
10082 00 93 51 179 74 9620 41 843 44 -843 66 -43 48 844 78 182 95 3 63 5 51R SLB MWD-STD
10145 00 94 44 179 83 9616 04 906 28 -906 51 -43 24 907 54 182 73 1 48 56 2R SLB MWD-STD

10209 00 94 78 180 34 9610 90 970 07 -970 30 -43 34 971 27 182 56 0 96 97 82L SLB MWD-STD
10273 00 94 71 179 83 9605 60 1033 85 -1034 08 -43 43 1034 99 182 41 0 80 131L SLB MWD-STD
10336 00 94 58 179 68 9600 50 1096 65 -1096 87 -43 16 1097 72 182 25 0 31 132 18L SLB MWD-STD
10399 00 93 82 178 84 9595 89 1159 47 -1159 70 -42 35 1160 47 182 09 1 80 30 9L SLB MWD-STD
1046300 9402 17872 959151 122332 -122353 -4099 122422 18192 036 735R SLB MWD-STD

10526 00 94 30 179 67 9586 94 1286 15 -1286 36 -40 11 1286 99 181 79 1 57 159 95L SLB MWD-STD
10588 00 93 89 179 52 9582 51 1347 99 -1348 20 -39 67 1348 78 181 69 0 70 62 46L SLB MWD-STD
10651 00 94 02 179 27 9578 17 1410 84 -1411 05 -3901 1411 59 181 58 0 45 152 15R SLB MWD-STD
10716 00 93 68 179 45 9573 80 1475 69 -1475 90 -38 28 1476 39 181 49 0 59 90L SLB MWD-STD
10779 00 93 68 178 98 9569 76 1538 56 -1538 76 -37 42 1539 21 181 39 0 74 104 47L SLB MWD-STD

10841 00 9344 178 05 9565 91 1600 42 -1600 62 -35 82 1601 02 181 28 1 55 141 67R SLB MWD-STD
10905 00 93 20 178 24 9562 20 1664 29 -1664 48 -33 75 1664 82 181 16 0 48 69 97L SLB MWD-STD
10969 00 93 44 177 58 9558 50 1728 15 -1728 33 -31 42 1728 61 181 04 1 10 82 55L SLB MWD-STD
11031 00 9357 176 58 9554 71 1789 97 -1790 13 -28 27 1790 35 180 90 1 62 101 55L SLB MWD-STD

First DMAGSurvey 11095 00 93 23 174 92 9550 91 1853 70 -1853 84 -23 53 1853 99 180 73 2 64 44 95R SLB MWD+DMAG

11159 00 93 44 175 13 9547 19 1917 38 -1917 49 -17 99 1917 57 180 54 0 46 77 86R SLB MWD+DMAG
11222 00 93 78 176 72 9543 22 1980 11 -1980 20 -13 53 1980 25 180 39 2 58 107 24R SLB MWD+DMAG
11285 00 93 37 178 04 9539 29 2042 94 -2043 01 -10 65 2043 04 180 30 2 19 119 49R SLB MWD+DMAG
11348 00 91 92 180 60 9536 38 2105 86 -2105 94 -9 91 2105 96 180 27 4 67 109 44R SLB MWD+DMAG
11411 00 91 68 181 28 9534 41 2168 82 -2168 90 -10 94 2168 92 180 29 1 14 62 43L SLB MWD+DMAG

11475 00 91 92 180 82 9532 39 2232 77 -2232 85 -12 11 2232 89 180 31 0 81 113 03L SLB MWD+DMAG
11538 00 91 75 180 42 9530 38 2295 73 -2295 82 -12 79 2295 85 180 32 0 69 77 36R SLB MWD+DMAG
11601 00 9207 181 85 9528 28 2358 67 -2358 77 -14 04 2358 81 180 34 2 32 70 88R SLB MWD+DMAG
11665 00 92 34 182 63 9525 82 2422 56 -2422 67 -16 54 2422 73 180 39 1 29 83 65R SLB MWD+DMAG
11728 00 92 37 182 90 9523 23 2485 42 -2485 54 -19 58 2485 62 180 45 0 43 139 56L SLB MWD+DMAG

11791 00 91 76 182 38 9520 96 2548 29 -2548 44 -22 48 2548 54 180 51 1 27 99 02L SLB MWD+DMAG
11855 00 91 55 181 06 9519 11 2612 23 -2612 38 -24 40 2612 49 180 54 2 09 80 59L SLB MWD+DMAG
11918 00 91 76 179 79 9517 29 2675 20 -2675 35 -24 86 2675 47 180 53 2 04 41 97R SLB MWD+DMAG
11982 00 91 96 179 97 9515 21 2739 16 -2739 32 -24 73 2739 43 180 52 0 42 61 68R SLB MWD+DMAG
1204600 9203 18010 951298 280312 -280328 -2477 280339 18051 023 13397L SLB MWD+DMAG

12110 00 91 76 179 82 9510 87 2867 09 -2867 24 -24 72 2867 35 180 49 0 61 75 96L SLB MWD+DMAG
12173 00 91 79 179 70 9508 92 2930 06 -2930 21 -24 46 2930 31 180 48 0 20 155 38L SLB MWD+DMAG
12236 00 91 07 179 37 9507 34 2993 04 -2993 19 -23 95 2993 28 180 46 1 26 115 51R SLB MWD+DMAG
12298 00 90 86 179 81 9506 30 3055 03 -3055 18 -23 50 3055 27 180 44 0 79 158 46R SLB MWD+DMAG

Last SLB MWD 12329 00 90 48 179 96 9505 94 3086 02 -3086 18 -23 44 3086 27 180 44 1 32 HS SLB MWD+DMAG
survey

Projecton to bit 12400 00 90 48 179 96 9505 34 3157 02 -3157 17 -23 39 3157 26 180 42 0 00 SLB BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95 000% Confidence 2 7955 sigma
Survey Program:

Description MDFr MDTo EOU F Survey Tool Type Borehole/Survey

0 000 18 000 1/18 000 SLB_BLIND+TREND-DepthOnly Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

18 000 1061 000 1/98 425 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 1061 000 Act Stns SLB_BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 11031 000 1/9970 000 SLB_MWD-STD OriginalHole / MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve

11031 000 12329 000 1/1298 000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitive

12329 000 12400 000 1/71 000 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve
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NEWFIELD PATHF-DERE- MCKENNA 1-17-3-3WH MWD O' to 12400' Definitive Survey Report
(Def Survey)

Report Date: May 10 2012 -11 11 AM Surveyl DLS Computation: MinimumCurvature / Lubinski
Client: Newneld Exploraton CO Vertical Section Azimuth: 179 718 (True North)

Field: UT Duchesne County (NAD 83 CZ US Feet) Newneld Exploraton -2012 Vertical Section Origin: 0 000 ft 0 000 ft

Structure I Slot: N2e KEENpa1b-1n7C3317H-3S-3W(MCKENNA1-17-3-3WH) -Pioneer WD Reference Datum: KB

Well: MCKENNA1-17-3-3WH WD Reference Elevation: 5422 600 ft above MSL
Borehole: OriginalHole Seabed I Ground Elevation: 5404 600 ft above MSL
UWIIAPI#: Magnetic Declination: 11 346 °

Survey Name: MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve Total Field Strength: 52209 152 nT
Survey Date: April13 2012 Magnetic Dip Angle: 65 872 °

Tort/AHDIDDIIERDRatio: 157011 /3182940ft/5809/0331 DeclinationDate: April13 2012
Coordinate Reference System: NAD83 Utah State Plane Central Zone US Feet Magnetic Declination Model: BGGM2011
LocationLat/Long: N 40 13'4303000' W110 14'2290000' NorthReference: TrueNorth
Location Grid NIE YlX: N 7254479 880 ftUS E 1992288 343 flUS Grid Convergence Used: 0 000 °

CRS Grid Convergence Angle: 0 80732476 Totalhcorr Mag North->True
11 346 °

Grid Scale Factor: 0 99992237 Local Coord Referenced To: Well Head

Comments NinD Incl Azim True WnD VSEC NS EW Clos AC (910DO Survey Tool

L tDWSeatherford 9881 00 83 49 178 82 9619 17 642 72 -642 96 -48 54 644 79 184 32 9 97 14 18L SLB MWD-STD

First SLB MWD 9944 00 89 00 177 43 9623 29 705 53 -705 77 -46 48 707 30 183 77 9 02 34 2R SLB MWD-STD

10019 00 91 34 179 02 9623 07 780 50 -780 72 -44 16 781 97 183 24 3 77 18 33R SLB MWD-STD
10082 00 93 51 179 74 9620 41 843 44 -843 66 -43 48 844 78 182 95 3 63 5 51R SLB MWD-STD
10145 00 94 44 179 83 9616 04 906 28 -906 51 -43 24 907 54 182 73 1 48 56 2R SLB MWD-STD

10209 00 94 78 180 34 9610 90 970 07 -970 30 -43 34 971 27 182 56 0 96 97 82L SLB MWD-STD
10273 00 94 71 179 83 9605 60 1033 85 -1034 08 -43 43 1034 99 182 41 0 80 131L SLB MWD-STD
10336 00 94 58 179 68 9600 50 1096 65 -1096 87 -43 16 1097 72 182 25 0 31 132 18L SLB MWD-STD
10399 00 93 82 178 84 9595 89 1159 47 -1159 70 -42 35 1160 47 182 09 1 80 30 9L SLB MWD-STD
1046300 9402 17872 959151 122332 -122353 -4099 122422 18192 036 735R SLB MWD-STD

10526 00 94 30 179 67 9586 94 1286 15 -1286 36 -40 11 1286 99 181 79 1 57 159 95L SLB MWD-STD
10588 00 93 89 179 52 9582 51 1347 99 -1348 20 -39 67 1348 78 181 69 0 70 62 46L SLB MWD-STD
10651 00 94 02 179 27 9578 17 1410 84 -1411 05 -3901 1411 59 181 58 0 45 152 15R SLB MWD-STD
10716 00 93 68 179 45 9573 80 1475 69 -1475 90 -38 28 1476 39 181 49 0 59 90L SLB MWD-STD
10779 00 93 68 178 98 9569 76 1538 56 -1538 76 -37 42 1539 21 181 39 0 74 104 47L SLB MWD-STD

10841 00 9344 178 05 9565 91 1600 42 -1600 62 -35 82 1601 02 181 28 1 55 141 67R SLB MWD-STD
10905 00 93 20 178 24 9562 20 1664 29 -1664 48 -33 75 1664 82 181 16 0 48 69 97L SLB MWD-STD
10969 00 93 44 177 58 9558 50 1728 15 -1728 33 -31 42 1728 61 181 04 1 10 82 55L SLB MWD-STD
11031 00 9357 176 58 9554 71 1789 97 -1790 13 -28 27 1790 35 180 90 1 62 101 55L SLB MWD-STD

First DMAGSurvey 11095 00 93 23 174 92 9550 91 1853 70 -1853 84 -23 53 1853 99 180 73 2 64 44 95R SLB MWD+DMAG

11159 00 93 44 175 13 9547 19 1917 38 -1917 49 -17 99 1917 57 180 54 0 46 77 86R SLB MWD+DMAG
11222 00 93 78 176 72 9543 22 1980 11 -1980 20 -13 53 1980 25 180 39 2 58 107 24R SLB MWD+DMAG
11285 00 93 37 178 04 9539 29 2042 94 -2043 01 -10 65 2043 04 180 30 2 19 119 49R SLB MWD+DMAG
11348 00 91 92 180 60 9536 38 2105 86 -2105 94 -9 91 2105 96 180 27 4 67 109 44R SLB MWD+DMAG
11411 00 91 68 181 28 9534 41 2168 82 -2168 90 -10 94 2168 92 180 29 1 14 62 43L SLB MWD+DMAG

11475 00 91 92 180 82 9532 39 2232 77 -2232 85 -12 11 2232 89 180 31 0 81 113 03L SLB MWD+DMAG
11538 00 91 75 180 42 9530 38 2295 73 -2295 82 -12 79 2295 85 180 32 0 69 77 36R SLB MWD+DMAG
11601 00 9207 181 85 9528 28 2358 67 -2358 77 -14 04 2358 81 180 34 2 32 70 88R SLB MWD+DMAG
11665 00 92 34 182 63 9525 82 2422 56 -2422 67 -16 54 2422 73 180 39 1 29 83 65R SLB MWD+DMAG
11728 00 92 37 182 90 9523 23 2485 42 -2485 54 -19 58 2485 62 180 45 0 43 139 56L SLB MWD+DMAG

11791 00 91 76 182 38 9520 96 2548 29 -2548 44 -22 48 2548 54 180 51 1 27 99 02L SLB MWD+DMAG
11855 00 91 55 181 06 9519 11 2612 23 -2612 38 -24 40 2612 49 180 54 2 09 80 59L SLB MWD+DMAG
11918 00 91 76 179 79 9517 29 2675 20 -2675 35 -24 86 2675 47 180 53 2 04 41 97R SLB MWD+DMAG
11982 00 91 96 179 97 9515 21 2739 16 -2739 32 -24 73 2739 43 180 52 0 42 61 68R SLB MWD+DMAG
1204600 9203 18010 951298 280312 -280328 -2477 280339 18051 023 13397L SLB MWD+DMAG

12110 00 91 76 179 82 9510 87 2867 09 -2867 24 -24 72 2867 35 180 49 0 61 75 96L SLB MWD+DMAG
12173 00 91 79 179 70 9508 92 2930 06 -2930 21 -24 46 2930 31 180 48 0 20 155 38L SLB MWD+DMAG
12236 00 91 07 179 37 9507 34 2993 04 -2993 19 -23 95 2993 28 180 46 1 26 115 51R SLB MWD+DMAG
12298 00 90 86 179 81 9506 30 3055 03 -3055 18 -23 50 3055 27 180 44 0 79 158 46R SLB MWD+DMAG

Last SLB MWD 12329 00 90 48 179 96 9505 94 3086 02 -3086 18 -23 44 3086 27 180 44 1 32 HS SLB MWD+DMAG
survey

Projecton to bit 12400 00 90 48 179 96 9505 34 3157 02 -3157 17 -23 39 3157 26 180 42 0 00 SLB BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95 000% Confidence 2 7955 sigma
Survey Program:

Description MDFr MDTo EOU F Survey Tool Type Borehole/Survey

0 000 18 000 1/18 000 SLB_BLIND+TREND-DepthOnly Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

18 000 1061 000 1/98 425 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 1061 000 Act Stns SLB_BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 11031 000 1/9970 000 SLB_MWD-STD OriginalHole / MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve

11031 000 12329 000 1/1298 000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitive

12329 000 12400 000 1/71 000 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve
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NEWFIELD PATHF-DERE- MCKENNA 1-17-3-3WH MWD O' to 12400' Definitive Survey Report
(Def Survey)

Report Date: May 10 2012 -11 11 AM Surveyl DLS Computation: MinimumCurvature / Lubinski
Client: Newneld Exploraton CO Vertical Section Azimuth: 179 718 (True North)

Field: UT Duchesne County (NAD 83 CZ US Feet) Newneld Exploraton -2012 Vertical Section Origin: 0 000 ft 0 000 ft

Structure I Slot: N2e KEENpa1b-1n7C3317H-3S-3W(MCKENNA1-17-3-3WH) -Pioneer WD Reference Datum: KB

Well: MCKENNA1-17-3-3WH WD Reference Elevation: 5422 600 ft above MSL
Borehole: OriginalHole Seabed I Ground Elevation: 5404 600 ft above MSL
UWIIAPI#: Magnetic Declination: 11 346 °

Survey Name: MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve Total Field Strength: 52209 152 nT
Survey Date: April13 2012 Magnetic Dip Angle: 65 872 °

Tort/AHDIDDIIERDRatio: 157011 /3182940ft/5809/0331 DeclinationDate: April13 2012
Coordinate Reference System: NAD83 Utah State Plane Central Zone US Feet Magnetic Declination Model: BGGM2011
LocationLat/Long: N 40 13'4303000' W110 14'2290000' NorthReference: TrueNorth
Location Grid NIE YlX: N 7254479 880 ftUS E 1992288 343 flUS Grid Convergence Used: 0 000 °

CRS Grid Convergence Angle: 0 80732476 Totalhcorr Mag North->True
11 346 °

Grid Scale Factor: 0 99992237 Local Coord Referenced To: Well Head

Comments NinD Incl Azim True WnD VSEC NS EW Clos AC (910DO Survey Tool

L tDWSeatherford 9881 00 83 49 178 82 9619 17 642 72 -642 96 -48 54 644 79 184 32 9 97 14 18L SLB MWD-STD

First SLB MWD 9944 00 89 00 177 43 9623 29 705 53 -705 77 -46 48 707 30 183 77 9 02 34 2R SLB MWD-STD

10019 00 91 34 179 02 9623 07 780 50 -780 72 -44 16 781 97 183 24 3 77 18 33R SLB MWD-STD
10082 00 93 51 179 74 9620 41 843 44 -843 66 -43 48 844 78 182 95 3 63 5 51R SLB MWD-STD
10145 00 94 44 179 83 9616 04 906 28 -906 51 -43 24 907 54 182 73 1 48 56 2R SLB MWD-STD

10209 00 94 78 180 34 9610 90 970 07 -970 30 -43 34 971 27 182 56 0 96 97 82L SLB MWD-STD
10273 00 94 71 179 83 9605 60 1033 85 -1034 08 -43 43 1034 99 182 41 0 80 131L SLB MWD-STD
10336 00 94 58 179 68 9600 50 1096 65 -1096 87 -43 16 1097 72 182 25 0 31 132 18L SLB MWD-STD
10399 00 93 82 178 84 9595 89 1159 47 -1159 70 -42 35 1160 47 182 09 1 80 30 9L SLB MWD-STD
1046300 9402 17872 959151 122332 -122353 -4099 122422 18192 036 735R SLB MWD-STD

10526 00 94 30 179 67 9586 94 1286 15 -1286 36 -40 11 1286 99 181 79 1 57 159 95L SLB MWD-STD
10588 00 93 89 179 52 9582 51 1347 99 -1348 20 -39 67 1348 78 181 69 0 70 62 46L SLB MWD-STD
10651 00 94 02 179 27 9578 17 1410 84 -1411 05 -3901 1411 59 181 58 0 45 152 15R SLB MWD-STD
10716 00 93 68 179 45 9573 80 1475 69 -1475 90 -38 28 1476 39 181 49 0 59 90L SLB MWD-STD
10779 00 93 68 178 98 9569 76 1538 56 -1538 76 -37 42 1539 21 181 39 0 74 104 47L SLB MWD-STD

10841 00 9344 178 05 9565 91 1600 42 -1600 62 -35 82 1601 02 181 28 1 55 141 67R SLB MWD-STD
10905 00 93 20 178 24 9562 20 1664 29 -1664 48 -33 75 1664 82 181 16 0 48 69 97L SLB MWD-STD
10969 00 93 44 177 58 9558 50 1728 15 -1728 33 -31 42 1728 61 181 04 1 10 82 55L SLB MWD-STD
11031 00 9357 176 58 9554 71 1789 97 -1790 13 -28 27 1790 35 180 90 1 62 101 55L SLB MWD-STD

First DMAGSurvey 11095 00 93 23 174 92 9550 91 1853 70 -1853 84 -23 53 1853 99 180 73 2 64 44 95R SLB MWD+DMAG

11159 00 93 44 175 13 9547 19 1917 38 -1917 49 -17 99 1917 57 180 54 0 46 77 86R SLB MWD+DMAG
11222 00 93 78 176 72 9543 22 1980 11 -1980 20 -13 53 1980 25 180 39 2 58 107 24R SLB MWD+DMAG
11285 00 93 37 178 04 9539 29 2042 94 -2043 01 -10 65 2043 04 180 30 2 19 119 49R SLB MWD+DMAG
11348 00 91 92 180 60 9536 38 2105 86 -2105 94 -9 91 2105 96 180 27 4 67 109 44R SLB MWD+DMAG
11411 00 91 68 181 28 9534 41 2168 82 -2168 90 -10 94 2168 92 180 29 1 14 62 43L SLB MWD+DMAG

11475 00 91 92 180 82 9532 39 2232 77 -2232 85 -12 11 2232 89 180 31 0 81 113 03L SLB MWD+DMAG
11538 00 91 75 180 42 9530 38 2295 73 -2295 82 -12 79 2295 85 180 32 0 69 77 36R SLB MWD+DMAG
11601 00 9207 181 85 9528 28 2358 67 -2358 77 -14 04 2358 81 180 34 2 32 70 88R SLB MWD+DMAG
11665 00 92 34 182 63 9525 82 2422 56 -2422 67 -16 54 2422 73 180 39 1 29 83 65R SLB MWD+DMAG
11728 00 92 37 182 90 9523 23 2485 42 -2485 54 -19 58 2485 62 180 45 0 43 139 56L SLB MWD+DMAG

11791 00 91 76 182 38 9520 96 2548 29 -2548 44 -22 48 2548 54 180 51 1 27 99 02L SLB MWD+DMAG
11855 00 91 55 181 06 9519 11 2612 23 -2612 38 -24 40 2612 49 180 54 2 09 80 59L SLB MWD+DMAG
11918 00 91 76 179 79 9517 29 2675 20 -2675 35 -24 86 2675 47 180 53 2 04 41 97R SLB MWD+DMAG
11982 00 91 96 179 97 9515 21 2739 16 -2739 32 -24 73 2739 43 180 52 0 42 61 68R SLB MWD+DMAG
1204600 9203 18010 951298 280312 -280328 -2477 280339 18051 023 13397L SLB MWD+DMAG

12110 00 91 76 179 82 9510 87 2867 09 -2867 24 -24 72 2867 35 180 49 0 61 75 96L SLB MWD+DMAG
12173 00 91 79 179 70 9508 92 2930 06 -2930 21 -24 46 2930 31 180 48 0 20 155 38L SLB MWD+DMAG
12236 00 91 07 179 37 9507 34 2993 04 -2993 19 -23 95 2993 28 180 46 1 26 115 51R SLB MWD+DMAG
12298 00 90 86 179 81 9506 30 3055 03 -3055 18 -23 50 3055 27 180 44 0 79 158 46R SLB MWD+DMAG

Last SLB MWD 12329 00 90 48 179 96 9505 94 3086 02 -3086 18 -23 44 3086 27 180 44 1 32 HS SLB MWD+DMAG
survey

Projecton to bit 12400 00 90 48 179 96 9505 34 3157 02 -3157 17 -23 39 3157 26 180 42 0 00 SLB BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95 000% Confidence 2 7955 sigma
Survey Program:

Description MDFr MDTo EOU F Survey Tool Type Borehole/Survey

0 000 18 000 1/18 000 SLB_BLIND+TREND-DepthOnly Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

18 000 1061 000 1/98 425 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 1061 000 Act Stns SLB_BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 11031 000 1/9970 000 SLB_MWD-STD OriginalHole / MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve

11031 000 12329 000 1/1298 000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitive

12329 000 12400 000 1/71 000 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

DrillingOffice 2 5 1100 0 MCKENNA 1-17-3-3WH\Original Hole\MCKENNA 1-17-3-3WH MWD O'to 12400' Definitive 2012-05-10 11 14 Page 1 of

NEWFIELD PATHF-DERE- MCKENNA 1-17-3-3WH MWD O' to 12400' Definitive Survey Report
(Def Survey)

Report Date: May 10 2012 -11 11 AM Surveyl DLS Computation: MinimumCurvature / Lubinski
Client: Newneld Exploraton CO Vertical Section Azimuth: 179 718 (True North)

Field: UT Duchesne County (NAD 83 CZ US Feet) Newneld Exploraton -2012 Vertical Section Origin: 0 000 ft 0 000 ft

Structure I Slot: N2e KEENpa1b-1n7C3317H-3S-3W(MCKENNA1-17-3-3WH) -Pioneer WD Reference Datum: KB

Well: MCKENNA1-17-3-3WH WD Reference Elevation: 5422 600 ft above MSL
Borehole: OriginalHole Seabed I Ground Elevation: 5404 600 ft above MSL
UWIIAPI#: Magnetic Declination: 11 346 °

Survey Name: MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve Total Field Strength: 52209 152 nT
Survey Date: April13 2012 Magnetic Dip Angle: 65 872 °

Tort/AHDIDDIIERDRatio: 157011 /3182940ft/5809/0331 DeclinationDate: April13 2012
Coordinate Reference System: NAD83 Utah State Plane Central Zone US Feet Magnetic Declination Model: BGGM2011
LocationLat/Long: N 40 13'4303000' W110 14'2290000' NorthReference: TrueNorth
Location Grid NIE YlX: N 7254479 880 ftUS E 1992288 343 flUS Grid Convergence Used: 0 000 °

CRS Grid Convergence Angle: 0 80732476 Totalhcorr Mag North->True
11 346 °

Grid Scale Factor: 0 99992237 Local Coord Referenced To: Well Head

Comments NinD Incl Azim True WnD VSEC NS EW Clos AC (910DO Survey Tool

L tDWSeatherford 9881 00 83 49 178 82 9619 17 642 72 -642 96 -48 54 644 79 184 32 9 97 14 18L SLB MWD-STD

First SLB MWD 9944 00 89 00 177 43 9623 29 705 53 -705 77 -46 48 707 30 183 77 9 02 34 2R SLB MWD-STD

10019 00 91 34 179 02 9623 07 780 50 -780 72 -44 16 781 97 183 24 3 77 18 33R SLB MWD-STD
10082 00 93 51 179 74 9620 41 843 44 -843 66 -43 48 844 78 182 95 3 63 5 51R SLB MWD-STD
10145 00 94 44 179 83 9616 04 906 28 -906 51 -43 24 907 54 182 73 1 48 56 2R SLB MWD-STD

10209 00 94 78 180 34 9610 90 970 07 -970 30 -43 34 971 27 182 56 0 96 97 82L SLB MWD-STD
10273 00 94 71 179 83 9605 60 1033 85 -1034 08 -43 43 1034 99 182 41 0 80 131L SLB MWD-STD
10336 00 94 58 179 68 9600 50 1096 65 -1096 87 -43 16 1097 72 182 25 0 31 132 18L SLB MWD-STD
10399 00 93 82 178 84 9595 89 1159 47 -1159 70 -42 35 1160 47 182 09 1 80 30 9L SLB MWD-STD
1046300 9402 17872 959151 122332 -122353 -4099 122422 18192 036 735R SLB MWD-STD

10526 00 94 30 179 67 9586 94 1286 15 -1286 36 -40 11 1286 99 181 79 1 57 159 95L SLB MWD-STD
10588 00 93 89 179 52 9582 51 1347 99 -1348 20 -39 67 1348 78 181 69 0 70 62 46L SLB MWD-STD
10651 00 94 02 179 27 9578 17 1410 84 -1411 05 -3901 1411 59 181 58 0 45 152 15R SLB MWD-STD
10716 00 93 68 179 45 9573 80 1475 69 -1475 90 -38 28 1476 39 181 49 0 59 90L SLB MWD-STD
10779 00 93 68 178 98 9569 76 1538 56 -1538 76 -37 42 1539 21 181 39 0 74 104 47L SLB MWD-STD

10841 00 9344 178 05 9565 91 1600 42 -1600 62 -35 82 1601 02 181 28 1 55 141 67R SLB MWD-STD
10905 00 93 20 178 24 9562 20 1664 29 -1664 48 -33 75 1664 82 181 16 0 48 69 97L SLB MWD-STD
10969 00 93 44 177 58 9558 50 1728 15 -1728 33 -31 42 1728 61 181 04 1 10 82 55L SLB MWD-STD
11031 00 9357 176 58 9554 71 1789 97 -1790 13 -28 27 1790 35 180 90 1 62 101 55L SLB MWD-STD

First DMAGSurvey 11095 00 93 23 174 92 9550 91 1853 70 -1853 84 -23 53 1853 99 180 73 2 64 44 95R SLB MWD+DMAG

11159 00 93 44 175 13 9547 19 1917 38 -1917 49 -17 99 1917 57 180 54 0 46 77 86R SLB MWD+DMAG
11222 00 93 78 176 72 9543 22 1980 11 -1980 20 -13 53 1980 25 180 39 2 58 107 24R SLB MWD+DMAG
11285 00 93 37 178 04 9539 29 2042 94 -2043 01 -10 65 2043 04 180 30 2 19 119 49R SLB MWD+DMAG
11348 00 91 92 180 60 9536 38 2105 86 -2105 94 -9 91 2105 96 180 27 4 67 109 44R SLB MWD+DMAG
11411 00 91 68 181 28 9534 41 2168 82 -2168 90 -10 94 2168 92 180 29 1 14 62 43L SLB MWD+DMAG

11475 00 91 92 180 82 9532 39 2232 77 -2232 85 -12 11 2232 89 180 31 0 81 113 03L SLB MWD+DMAG
11538 00 91 75 180 42 9530 38 2295 73 -2295 82 -12 79 2295 85 180 32 0 69 77 36R SLB MWD+DMAG
11601 00 9207 181 85 9528 28 2358 67 -2358 77 -14 04 2358 81 180 34 2 32 70 88R SLB MWD+DMAG
11665 00 92 34 182 63 9525 82 2422 56 -2422 67 -16 54 2422 73 180 39 1 29 83 65R SLB MWD+DMAG
11728 00 92 37 182 90 9523 23 2485 42 -2485 54 -19 58 2485 62 180 45 0 43 139 56L SLB MWD+DMAG

11791 00 91 76 182 38 9520 96 2548 29 -2548 44 -22 48 2548 54 180 51 1 27 99 02L SLB MWD+DMAG
11855 00 91 55 181 06 9519 11 2612 23 -2612 38 -24 40 2612 49 180 54 2 09 80 59L SLB MWD+DMAG
11918 00 91 76 179 79 9517 29 2675 20 -2675 35 -24 86 2675 47 180 53 2 04 41 97R SLB MWD+DMAG
11982 00 91 96 179 97 9515 21 2739 16 -2739 32 -24 73 2739 43 180 52 0 42 61 68R SLB MWD+DMAG
1204600 9203 18010 951298 280312 -280328 -2477 280339 18051 023 13397L SLB MWD+DMAG

12110 00 91 76 179 82 9510 87 2867 09 -2867 24 -24 72 2867 35 180 49 0 61 75 96L SLB MWD+DMAG
12173 00 91 79 179 70 9508 92 2930 06 -2930 21 -24 46 2930 31 180 48 0 20 155 38L SLB MWD+DMAG
12236 00 91 07 179 37 9507 34 2993 04 -2993 19 -23 95 2993 28 180 46 1 26 115 51R SLB MWD+DMAG
12298 00 90 86 179 81 9506 30 3055 03 -3055 18 -23 50 3055 27 180 44 0 79 158 46R SLB MWD+DMAG

Last SLB MWD 12329 00 90 48 179 96 9505 94 3086 02 -3086 18 -23 44 3086 27 180 44 1 32 HS SLB MWD+DMAG
survey

Projecton to bit 12400 00 90 48 179 96 9505 34 3157 02 -3157 17 -23 39 3157 26 180 42 0 00 SLB BLIND+TREND

Survey Type: Def Survey

Survey Error Model: ISCWSA Rev 0 *** 3-D 95 000% Confidence 2 7955 sigma
Survey Program:

Description MDFr MDTo EOU F Survey Tool Type Borehole/Survey

0 000 18 000 1/18 000 SLB_BLIND+TREND-DepthOnly Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

18 000 1061 000 1/98 425 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 1061 000 Act Stns SLB_BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

1061 000 11031 000 1/9970 000 SLB_MWD-STD OriginalHole / MCKENNA1-17-3-3WH MWDO'to 12400' Dennitve

11031 000 12329 000 1/1298 000 SLB_MWD+DMAG OriginalHole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitive

12329 000 12400 000 1/71 000 SLB BLIND+TREND Onginal Hole / MCKENNA1-17-3-3WH MWD O'to 12400' Dennitve

DrillingOffice 2 5 1100 0 MCKENNA 1-17-3-3WH\Original Hole\MCKENNA 1-17-3-3WH MWD O'to 12400' Definitive 2012-05-10 11 14 Page 1 of



RECEIVED: Jan. 22, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MCKENNA 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 NORTH MYTON BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

2 /10 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Form 7

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 As per our conversation with Dustin Doucet, attached find the form 7
for the above mentioned well.

NAME (PLEASE PRINT) PHONE NUMBER 
 Heather Calder 435 646-4936

TITLE
 Production Technician

SIGNATURE
 N/A

DATE
 1 /22 /2016

January 22, 2016

Sundry Number: 69320 API Well Number: 43013511220000Sundry Number: 69320 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext NORTH MYTON BENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Form7

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

As per our conversation with Dustin Doucet, attached find the form 7
.

Accepted by the
for the above mentioned well. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 22, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Heather Calder 435 646-4936 Production Technician

SIGNATURE DATE
N/A 1/22/2016

RECEIVED: Jan. 22,

Sundry Number: 69320 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext NORTH MYTON BENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Form7

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

As per our conversation with Dustin Doucet, attached find the form 7
.

Accepted by the
for the above mentioned well. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 22, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Heather Calder 435 646-4936 Production Technician

SIGNATURE DATE
N/A 1/22/2016

RECEIVED: Jan. 22,

Sundry Number: 69320 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext NORTH MYTON BENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Form7

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

As per our conversation with Dustin Doucet, attached find the form 7
.

Accepted by the
for the above mentioned well. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 22, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Heather Calder 435 646-4936 Production Technician

SIGNATURE DATE
N/A 1/22/2016

RECEIVED: Jan. 22,



RECEIVED: Jan. 22, 2016

Sundry Number: 69320 API Well Number: 43013511220000Sundry Number: 69320 API Well Number: 43013511220000

STATE OF UTAH FORM 7
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

Well name and number: McKenna 1-17-3-3WH

API number: 4301351122

Well Location: QQ SWSE Section 12 Township 3S Range 4w County Duchesne

Well operator: Newfield Production Company

Address: Route #3 Box 3630

city Myton state Ut zip 84052 Phone: (435) 646-3721

Drillingcontractor: Leon Ross Drilling

Address: 3000 West 1250 South

city Roosevelt state UT z¡p 84066 Phone: (435) 722-4469

Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

300 7 Fresh

. . See Completion Repor '> 3Formation tops. .

(Top to Bottom)
4 S 6

Ifan analysis has been made of the water encountered, please attach a copy of the report to thisform.

I hereby certify that this report is true and complete to the best of my knowledge.

NAME(PLEASE PRINT) Heather Calder
TITLE Regulatory Associate

SIGNATURE DATE 1/22/2016

Sundry Number: 69320 API Well Number: 43013511220000

STATE OF UTAH FORM 7
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

Well name and number: McKenna 1-17-3-3WH

API number: 4301351122

Well Location: QQ SWSE Section 12 Township 3S Range 4w County Duchesne

Well operator: Newfield Production Company

Address: Route #3 Box 3630

city Myton state Ut zip 84052 Phone: (435) 646-3721

Drillingcontractor: Leon Ross Drilling

Address: 3000 West 1250 South

city Roosevelt state UT z¡p 84066 Phone: (435) 722-4469

Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

300 7 Fresh

. . See Completion Repor '> 3Formation tops. .

(Top to Bottom)
4 S 6

Ifan analysis has been made of the water encountered, please attach a copy of the report to thisform.

I hereby certify that this report is true and complete to the best of my knowledge.

NAME(PLEASE PRINT) Heather Calder
TITLE Regulatory Associate

SIGNATURE DATE 1/22/2016

Sundry Number: 69320 API Well Number: 43013511220000

STATE OF UTAH FORM 7
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

Well name and number: McKenna 1-17-3-3WH

API number: 4301351122

Well Location: QQ SWSE Section 12 Township 3S Range 4w County Duchesne

Well operator: Newfield Production Company

Address: Route #3 Box 3630

city Myton state Ut zip 84052 Phone: (435) 646-3721

Drillingcontractor: Leon Ross Drilling

Address: 3000 West 1250 South

city Roosevelt state UT z¡p 84066 Phone: (435) 722-4469

Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

300 7 Fresh

. . See Completion Repor '> 3Formation tops. .

(Top to Bottom)
4 S 6

Ifan analysis has been made of the water encountered, please attach a copy of the report to thisform.

I hereby certify that this report is true and complete to the best of my knowledge.

NAME(PLEASE PRINT) Heather Calder
TITLE Regulatory Associate

SIGNATURE DATE 1/22/2016



RECEIVED: Sep. 06, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MCKENNA 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 NORTH MYTON BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /6 /2016

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Well Clean Out

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield will be doing a wellbore cleanout on this well. The wellbore is
currently completely plugged off in the curve. We are hoping that the
wellbore cleanout will increase hydrocarbon production and bring the

well back up to economic production volumes.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 9 /6 /2016

September 08, 2016

Sundry Number: 74248 API Well Number: 43013511220000Sundry Number: 74248 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext NORTH MYTON BENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/6/2016
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Well Clean Out

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield will be doing a wellbore cleanout on this well. The wellbore is Approved by the
currently completely plugged off in the curve. We are hoping that the LSeþtmlinhdoda,f2016
wellbore cleanout will increase hydrocarbon production and bring the oil, Gas and Mining

well back up to economic production volumes. Date:

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 9/6/2016

RECEIVED: Sep. 06,

Sundry Number: 74248 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext NORTH MYTON BENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/6/2016
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Well Clean Out

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield will be doing a wellbore cleanout on this well. The wellbore is Approved by the
currently completely plugged off in the curve. We are hoping that the LSeþtmlinhdoda,f2016
wellbore cleanout will increase hydrocarbon production and bring the oil, Gas and Mining

well back up to economic production volumes. Date:

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 9/6/2016

RECEIVED: Sep. 06,



RECEIVED: Sep. 29, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 Patented 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MCKENNA 1-17-3-3WH 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 NORTH MYTON BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0173 FNL 0658 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /21 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Well Clean Out

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The well clean out was completed on the above mentioned well on
09/21/2016. See attached summary rig report.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 9 /29 /2016

October 04, 2016

Sundry Number: 74811 API Well Number: 43013511220000Sundry Number: 74811 API Well Number: 43013511220000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING Patented

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MCKENNA 1-17-3-3WH

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013511220000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext NORTH MYTON BENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0173 FNL 0658 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 17 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/21/2016
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Well Clean Out

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The well clean out was completed on the above mentioned well on Accepted by the
09/21/2016. See attached summary rig report. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 04, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 9/29/2016

RECEIVED: Sep. 29,
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Well Name:   McKenna 1-17-3-3WH

Report Printed:   9/29/2016www.newfield.com

Daily Operations
Report Start Date
9/13/2016

Report End Date
9/13/2016

24hr Activity Summary
MIRUSU. RU Hot Oiler. Pump 55 bbls down tbg. RU BOP's. Test BOP's. Release pkr..

Start Time
06:00

End Time
08:30

Comment
RDMOSU. Travel from Patterson 4-9-3-3.

Start Time
08:30

End Time
12:00

Comment
Instal Rig Assist and hold class on how to use it.

Start Time
12:00

End Time
14:00

Comment
MIRUSU. RU hot oiler and open well. 250 psi on csg. RU Hot Oiler to tbg. 5/8 BPM @ 1500 psi. Pump 55 bbls  
while getting BOP ready.

Start Time
14:00

End Time
16:00

Comment
Blow well down. RD Wellhead. Instal TWCV. RU 10k to 5k spool, 5k Scheafers BOP's w/ Blind rams and 2-7/8"  
pipe rams, 5K single pipes w/ 2-3/8" rams, Washington head.

Start Time
16:00

End Time
17:30

Comment
RU B&C Quick test. Test BOP's to 275 low for 5 min. 5K high for 10 min. RD tester. Remove TWCV.

Start Time
17:30

End Time
19:30

Comment
Release AS1. TOOH w/ 2 jts tbg. SIFN. Travel to shop.

Report Start Date
9/14/2016

Report End Date
9/14/2016

24hr Activity Summary
Hot oil well. TOOH w/ tbg and pkr.  LD 2-7/8" ultra flush tbg. TIH w/ work string.

Start Time
06:00

End Time
07:00

Comment
Travel to location. Start equipment. Held safety meeting. Hot oiler pumped 60 bbls down tbg @ 350 psi.

Start Time
07:00

End Time
10:00

Comment
Open well w/ tbg on vacuum. TOOH w/ hanger, 257 jts 2 7/8" 8EUE tbg.

Start Time
10:00

End Time
11:00

Comment
RU pipe wrangler & pipe racks.

Start Time
11:00

End Time
13:00

Comment
TOOH w/ 2 7/8" 8EUE X/O to 2 7/8" Ulta Flush jt. LD 45 jts Ultra Flush jt tbg w/ change over subs and wedding  
band. LD PKR. Looks good except to and btm rubbers are ruffed up.

Start Time
13:00

End Time
15:00

Comment
Unload and tally 85 jts 2-3/8" L-80 tbg on racks. RU 3 3/4" OFM roller bearing bit w/ Bit sub. TIH w/ 1 jt 2 3/8" tbg,  
RN Nipple, 75 jts 2-3/8" L-80 tbg for work string. Leave 9 jts on rack.

Start Time
15:00

End Time
16:30

Comment
RIH w/  2 7/8" X/O sub, 1 jt L-80 2 7/8" tbg 2-7/8" R Nipple, TIH w/ 185 jts out of derrick (70 jts out) EOT @ 8405'.  

Start Time
16:30

End Time
19:00

Comment
RU pump lines. SIFN. TIH w/ tbg in AM and tag fill. LD tbg on racks. Crew travel to home

Report Start Date
9/15/2016

Report End Date
9/15/2016

24hr Activity Summary
TIH w/ tbg. RU swivel. C/O shale. TOOH to Liner Top.

Start Time
07:00

End Time
08:00

Comment
Travel to location. Start equipment. Held safety meeting.

Start Time
08:00

End Time
09:00

Comment
Open well w/ 100 psi on tbg. TIH w/ tbg. Tag fill @ 9770'. LD 28 jts tbg on rack. EOT @ 9437'.

Start Time
09:00

End Time
10:00

Comment
RU swivel Weatherford XK-90.

Start Time
10:00

End Time
18:00

Comment
C/O well. Got to 9770' and bit plugged off. TOOH w/ 5 std  and was able to free bit. TIH w/ tbg and continue C/O.  
Getting 1/2" sized shale w/ good returns. Full returns @ 3.5 bpm, rotating 100 RPM. Keep 1000 to 1300# torque  
on swivel. 17 jts on rack. C/O to 10,115'. Ciculate 180 bbls.

Start Time
18:00

End Time
19:00

Comment
LD 4 jts. TOOH w/ 25 stds w/ 17 jts on rack. No wtr loss today. SIFN.

Start Time
19:00

End Time
20:00

Comment
Crew travel

Job Category Job Start Date Job End Date

Sundry Number: 74811 API Well Number: 43013511220000Sundry Number: 74811 API Well Number: 43013511220000

NEWFIELD
Summary Rig Activity

Well Name: McKenna 1-17-3-3WH

Job Category Job Start Date Job End Date

Daily Operations
Report Start Date Report End Date 24hr Activity Summary
9/13/2016 9/13/2016 MIRUSU. RU Hot Oiler. Pump 55 bbls down tbg. RU BOP's. Test BOP's. Release pkr..
Start Time End Time Comment
06:00 08:30 RDMOSU. Travel from Patterson 4-9-3-3.
Start Time End Time Comment
08:30 12:00 Instal Rig Assist and hold class on how to use it.
Start Time End Time Comment
12:00 14:00 MIRUSU. RU hot oiler and open well. 250 psi on csg. RU Hot Oiler to tbg. 5/8 BPM @ 1500 psi. Pump 55 bbls

while getting BOP ready.
Start Time End Time Comment
14:00 16:00 Blow well down. RD Wellhead. Instal TWCV. RU 10k to 5k spool, 5k Scheafers BOP's w/ Blind rams and 2-7/8"

pipe rams, 5K single pipes w/ 2-3/8" rams, Washington head.
Start Time End Time Comment
16:00 17:30 RU B&C Quick test. Test BOP's to 275 low for 5 min. 5K high for 10 min. RD tester. Remove TWCV.
Start Time End Time Comment
17:30 19:30 Release AS1. TOOH w/ 2 jts tbg. SIFN. Travel to shop.
Report Start Date Report End Date 24hr Activity Summary
9/14/2016 9/14/2016 Hot oil well. TOOH w/ tbg and pkr. LD 2-7/8" ultra flush tbg. TlH w/ work string.
Start Time End Time Comment
06:00 07:00 Travel to location. Start equipment. Held safety meeting. Hot oiler pumped 60 bbls down tbg @350 psi.
Start Time End Time Comment
07:00 10:00 Open well w/ tbg on vacuum. TOOH w/ hanger, 257 jts 2 7/8" 8EUE tbg.
Start Time End Time Comment
10:00 11:00 RU pipe wrangler & pipe racks.
Start Time End Time Comment
11:00 13:00 TOOH w/ 2 7/8" 8EUE X/O to 2 7/8" Ulta Flush jt. LD 45 jts Ultra Flush jt tbg w/ change over subs and wedding

band. LD PKR. Looks good except to and btm rubbers are ruffed up.
Start Time End Time Comment
13:00 15:00 Unload and tally 85 jts 2-3/8" L-80 tbg on racks. RU 3 3/4" OFM roller bearing bit w/ Bit sub. TlH w/ 1 jt 2 3/8" tbg,

RN Nipple, 75 jts 2-3/8" L-80 tbg for work string. Leave 9 jts on rack.
Start Time End Time Comment
15:00 16:30 RIH w/ 2 7/8" X/O sub, 1 jt L-80 2 7/8" tbg 2-7/8" R Nipple, TlH w/ 185 jts out of derrick (70 jts out) EOT @8405'.
Start Time End Time Comment
16:30 19:00 RU pump lines. SIFN. TlH w/ tbg in AM and tag fill. LD tbg on racks. Crew travel to home
Report Start Date Report End Date 24hr Activity Summary
9/15/2016 9/15/2016 TlH w/ tbg. RU swivel. C/O shale. TOOH to Liner Top.
Start Time End Time Comment
07:00 08:00 Travel to location. Start equipment. Held safety meeting.
Start Time End Time Comment
08:00 09:00 Open well w/ 100 psi on tbg. TlH w/ tbg. Tag fill @9770'. LD 28 jts tbg on rack. EOT @9437'.
Start Time End Time Comment
09:00 10:00 RU swivel Weatherford XK-90.
Start Time End Time Comment
10:00 18:00 C/O well. Got to 9770' and bit plugged off. TOOH w/ 5 std and was able to free bit. TlH w/ tbg and continue C/O.

Getting 1/2" sized shale w/ good returns. Full returns @3.5 bpm, rotating 100 RPM. Keep 1000 to 1300# torque
on swivel. 17 jts on rack. C/O to 10,115'. Ciculate 180 bbls.

Start Time End Time Comment
18:00 19:00 LD 4 jts. TOOH w/ 25 stds w/ 17 jts on rack. No wtr loss today. SIFN.
Start Time End Time Comment
19:00 20:00 Crew travel

www.newfield.com Page 1/3 Report Printed:



RECEIVED: Sep. 29, 2016

Summary Rig Activity
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Well Name:   McKenna 1-17-3-3WH

Report Printed:   9/29/2016www.newfield.com

Daily Operations
Report Start Date
9/16/2016

Report End Date
9/16/2016

24hr Activity Summary
TIH w/ tbg. RU swivel. C/O well to 10,630'. TOOH w/ tbg to leave over weekend above Liner top.

Start Time
06:00

End Time
07:00

Comment
Travel to location. Start equipment. Held safety meeting.

Start Time
07:00

End Time
08:00

Comment
Open well w/ 200 psi on tbg, 600 on casing. Circulate 30 bbls down casing (well standing full). TIH w/ 25 stds.  
Tag fill @ 10,115' (no new fill). RU swivel.

Start Time
08:00

End Time
16:00

Comment
Well has more gas today. Circulating 110% returns @ 500 psi @ 3.5 BPM, 100 RPM on swivel. Making hole W/  
1000 to 1300# torque. 10,300' well shows more oil and gas (115% returns) 3.5 bbls in 4 bpm out. C/O 1/2" shale.  
76- 2 3/8" jts and 257 jts 2 7/8" tbg? in hole 10,650', 50,000 #'s string wieght. PU wieght is 56K. Tag to where it  
was taking torque and not making progress.

Start Time
16:00

End Time
17:00

Comment
Circulate 153 bbls @ 4 bpm. Returns are clean. RD swivel.

Start Time
17:00

End Time
20:00

Comment
LD 1 jt 2-7/8" tbg. TOOH w/ 34 std to derrick. EOT @ 8437'. ON racks is 1 jt 2 7/8" 8EUE, 9 jts 2-3/8" L-80, 45- jts  
Ultra Flush 2-7/8". SIFN. Gained 50 bbls today (3 bbls of oil). Monday well RIH and tag fill.

Report Start Date
9/19/2016

Report End Date
9/19/2016

24hr Activity Summary
TIH w/ tbg to tag.  Tagged @ 10650'.  No new fill.  TOOH w/ tbg.  LD bit 7 bit sub.  MU & TIH w/ 4 1/2" CIBP.  Set plug @ 10600'.  TOOH w/ 100 jts tbg.  SWIFN.

Start Time
06:00

End Time
06:30

Comment
Crew travel ro location.

Start Time
06:30

End Time
07:00

Comment
Pre-job safety meeting & JSA discussion.

Start Time
07:00

End Time
08:00

Comment
Open well.  TBG 600 psi.  CSG 250 psi.  Bleed off well.

Start Time
08:00

End Time
09:00

Comment
TIH w/ 69 jts tbg to tag @ 10,650'.  No new fill.

Start Time
09:00

End Time
12:00

Comment
  TOOH w/ 256 jts 2 7/8" tbg, X-nipple, 1 jt, 2 7/8" x 2 3/8" x-over, 75 jts 2 3/8" tbg, xn-nipple, 1 jt, bit sub & 3 3/4"  
bit.  LD bit & bit sub.

Start Time
12:00

End Time
16:30

Comment
  MU 4 1/2" CIBP & hydraulic setting tool.  TIH w/ tbg to 10,600'.  RU rig pump.  Drop setting tool shifting ball.   
Pump ball to seat w/ 24 bbls wtr.  Pressure up on setting tool to 3000 psi.  See plug release from setting tool  
when pump pressure returne dto 400 psi circulating pressure & well returned to full circulation.  Set down on plug  
w/ 10K string wt.

Start Time
16:30

End Time
18:15

Comment
TOOh w/ 100 jts 2 7/8" 6.5# L-80 tbg.

Start Time
18:15

End Time
19:00

Comment
SWIFN & clean up equipment.

Start Time
19:00

End Time
19:30

Comment
Crew travel from location.

Report Start Date
9/20/2016

Report End Date
9/20/2016

24hr Activity Summary
Continue TOOH w/ tbg.  LD CIBP setting tool.  MU 4 1/2" AS-1X pkr.  TIH drifting tbg.  Get in hole w/ 195 jts L-80 tbg above UltraFlush.  Could not get past 1575' w/ drift.  TOOH  
w/ 50 jts tbg.  Find jt #114 to have gotten crimped by tongs on TIH.  Drift remaining tbg left in hole.  POOH w/ drift.  SWIFN.  

Start Time
06:00

End Time
06:30

Comment
Crew travel to location.

Start Time
06:30

End Time
07:00

Comment
Pre-job safety meeting & JSA discussion.

Start Time
07:00

End Time
09:00

Comment
Open well.  TBG 600 psi.  CSG 400 psi.  Well flowing oil, gas, & wtr.  Circulate out gas & oil w/ 240 bbls wtr.

Sundry Number: 74811 API Well Number: 43013511220000Sundry Number: 74811 API Well Number: 43013511220000

NEWFIELD
Summary Rig Activity

Well Name: McKenna 1-17-3-3WH

Daily Operations
Report Start Date Report End Date 24hr Activity Summary
9/16/2016 9/16/2016 TlH w/ tbg. RU swivel. C/O well to 10,630'. TOOH w/ tbg to leave over weekend above Liner top.
Start Time End Time Comment
06:00 07:00 Travel to location. Start equipment. Held safety meeting.
Start Time End Time Comment
07:00 08:00 Open well w/ 200 psi on tbg, 600 on casing. Circulate 30 bbls down casing (well standing full). TlH w/ 25 stds.

Tag fill @ 10,115' (no new fill). RU swivel.
Start Time End Time Comment
08:00 16:00 Well has more gas today. Circulating 110% returns @500 psi @3.5 BPM, 100 RPM on swivel. Making hole W/

1000 to 1300# torque. 10,300' well shows more oil and gas (115% returns) 3.5 bbls in 4 bpm out. C/O 1/2" shale.
76- 2 3/8" jts and 257 jts 2 7/8" tbg? in hole 10,650', 50,000 #'s string wieght. PU wieght is 56K. Tag to where it
was taking torque and not making progress.

Start Time End Time Comment
16:00 17:00 Circulate 153 bbls @4 bpm. Returns are clean. RD swivel.
Start Time End Time Comment
17:00 20:00 LD 1 jt 2-7/8" tbg. TOOH w/ 34 std to derrick. EOT @8437'. ON racks is 1 jt 2 7/8" 8EUE, 9 jts 2-3/8" L-80, 45- jts

Ultra Flush 2-7/8". SIFN. Gained 50 bbls today (3 bbls of oil). Monday well RIH and tag fill.
Report Start Date Report End Date 24hr Activity Summary
9/19/2016 9/19/2016 TlH w/ tbg to tag. Tagged @ 10650'. No new fill. TOOH w/ tbg. LD bit 7 bit sub. MU & TlH w/ 4 1/2" CIBP. Set plug @ 10600'. TOOH w/ 100 jts tbg. SWIFN.
Start Time End Time Comment
06:00 06:30 Crew travel ro location.
Start Time End Time Comment
06:30 07:00 Pre-job safety meeting & JSA discussion.
Start Time End Time Comment
07:00 08:00 Open well. TBG 600 psi. CSG 250 psi. Bleed off well.
Start Time End Time Comment
08:00 09:00 TlH w/ 69 jts tbg to tag @ 10,650'. No new fill.
Start Time End Time Comment
09:00 12:00 TOOH w/256 jts 2 7/8" tbg, X-nipple, 1 jt, 2 7/8" x 2 3/8" x-over, 75 jts 2 3/8" tbg, xn-nipple, 1 jt, bit sub & 3 3/4"

bit. LD bit & bit sub.
Start Time End Time Comment
12:00 16:30 MU 4 1/2" CIBP & hydraulic setting tool. TlH w/ tbg to 10,600'. RU rig pump. Drop setting tool shifting ball.

Pump ball to seat w/ 24 bbls wtr. Pressure up on setting tool to 3000 psi. See plug release from setting tool
when pump pressure returne dto 400 psi circulating pressure & well returned to full circulation. Set down on plug
w/ 10K string wt.

Start Time End Time Comment
16:30 18:15 TOOh w/ 100 jts 2 7/8" 6.5# L-80 tbg.
Start Time End Time Comment
18:15 19:00 SWIFN & clean up equipment.
Start Time End Time Comment
19:00 19:30 Crew travel from location.
Report Start Date Report End Date 24hr Activity Summary
9/20/2016 9/20/2016 Continue TOOH w/ tbg. LD CIBP setting tool. MU 4 1/2" AS-1X pkr. TlH drifting tbg. Get in hole w/ 195 jts L-80 tbg above UltraFlush. Could not get past 1575' w/ drift. TOOH

w/ 50 jts tbg. Find jt #114 to have gotten crimped by tongs on TlH. Drift remaining tbg left in hole. POOH w/ drift. SWIFN.
Start Time End Time Comment
06:00 06:30 Crew travel to location.
Start Time End Time Comment
06:30 07:00 Pre-job safety meeting & JSA discussion.
Start Time End Time Comment
07:00 09:00 Open well. TBG 600 psi. CSG 400 psi. Well flowing oil, gas, & wtr. Circulate out gas & oil w/ 240 bbls wtr.
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Well Name:   McKenna 1-17-3-3WH

Report Printed:   9/29/2016www.newfield.com

Start Time
09:00

End Time
12:00

Comment
  Continue TOOH w/ 156 jts 2 7/8" 6.5# L-80 tbg, X-nipple, & 2 7/8" x 2 3/8" X-over.  LD 75 jts 2 3/8" 4.7# L-80  
tbg, XN-nipple, 1 jt, & hydraulic CIBP setting tool.

Start Time
12:00

End Time
15:30

Comment
  MU production BHA @ follows.  2 3/8" mule shoed collar, 2 3/8" x 2' pup jt jt, Stack'd Oil Tools 4 1/2" AS-1X pkr,  
on/off tool, Jet Lift pump cavity, & 2 3/8" x 2 7/8" UF X-over.  TIH picking up 45 jts 2 7/8" UltraFlush tbg & 2 7/8"  
UF x 2 7/8" EUE X-over.  Continue TIH w/ 195 jts 2 7/8" 6.5# EUE tbg.

Start Time
15:30

End Time
17:00

Comment
  RU sandline & 2 7/8" tbg drift.  RIH w/ drift on sandline.  Could not get past 1575'.  Attempt to work drift past w/  
out success.

Start Time
17:00

End Time
18:00

Comment
TOOH w/ 50 jts tbg.  Find jt #114 to have been crimped by tbg tongs on TIH.  LD to be replaced.

Start Time
18:00

End Time
19:00

Comment
RIH w/ tbg drift to 6030'.  POOH w/ drift.  SWIFN

Start Time
19:00

End Time
19:30

Comment
Crew travel from location.

Report Start Date
9/21/2016

Report End Date
9/21/2016

24hr Activity Summary
Continue TIH drifting tbg.  Get in hole w/ tbg.  Set  pkr.  Drop SV & pressure test pkr.  RD work floor.  ND & remove BOP.  Install & NU well head.  RDMOWOR C&J #1473.  
FINAL REPORT!

Start Time
06:00

End Time
06:30

Comment
Crew travel to location.

Start Time
06:30

End Time
07:00

Comment
Pre-job safety meeting & JSA discussion.

Start Time
07:00

End Time
08:00

Comment
Open well.  TBG 400 psi.  CSG 0 psi.  Pump 40 bbls down tbg to kill.

Start Time
08:00

End Time
10:00

Comment
Continue TIH w/ remaining 114 jts 2 7/8" 6.5# L-80 tbg.

Start Time
10:00

End Time
11:00

Comment
RIH w/ tbg drift on sand line to 3800'. POOH w/ sand line.  RD sand line equipment.

Start Time
11:00

End Time
14:00

Comment
  Set PKR @ 9961.66' (CE).  EOT @ 9667.75'.  MU tbg hanger.  Land tbg w/ 15K compression.   Pump cavity @  
9652.02'.   TBG standing full.  Drop Jet Pump SV.  Pump standing valve to seat w/ 35 bbls.  Attempt to pressure  
test pkr.  Pressure up on tbg to 1500 psi.  Find tbg hanger to be leaking by.  Unlatch from pkr @ on/off tool.   
Inspect tbg hanger.  Could see no reason to not seal.  Latch back onto pkr.  Retighten landing pins.  Pressure test  
to 2000 psi.  Good test..  Bleed off & RD hot oiler.

Start Time
14:00

End Time
15:30

Comment
RD work floor.  ND & remove well head.  Install & NU well head.  Plumb prodution flow line.

Start Time
15:30

End Time
16:30

Comment
RDMOWOR C&J #1473.

Start Time
16:30

End Time
17:00

Comment
Road rig to the 13-10-3-3WH for Jet Lift pump change.

Start Time
17:00

End Time
17:30

Comment
Spot rig & prep to RU in the AM.

Start Time
17:30

End Time
18:00

Comment
Crew travel from location.

Sundry Number: 74811 API Well Number: 43013511220000Sundry Number: 74811 API Well Number: 43013511220000

NEWFIELD
Summary Rig Activity

Well Name: McKenna 1-17-3-3WH

Start Time End Time Comment
09:00 12:00 Continue TOOH w/ 156 jts 2 7/8" 6.5# L-80 tbg, X-nipple, & 2 7/8" x 2 3/8" X-over. LD 75 jts 2 3/8" 4.7# L-80

tbg, XN-nipple, 1 jt, & hydraulic CIBP setting tool.
Start Time End Time Comment
12:00 15:30 MU production BHA @follows. 2 3/8" mule shoed collar, 2 3/8" x 2' pup jt jt, Stack'd Oil Tools 4 1/2" AS-1X pkr,

on/off tool, Jet Lift pump cavity, & 2 3/8" x 2 7/8" UF X-over. TlH picking up 45 jts 2 7/8" UltraFlush tbg & 2 7/8"
UF x 2 7/8" EUE X-over. Continue TlH w/ 195 jts 2 7/8" 6.5# EUE tbg.

Start Time End Time Comment
15:30 17:00 RU sandline & 2 7/8" tbg drift. RIH w/ drift on sandline. Could not get past 1575'. Attempt to work drift past w/

out success.
Start Time End Time Comment
17:00 18:00 TOOH w/ 50 jts tbg. Find jt #114 to have been crimped by tbg tongs on TlH. LD to be replaced.
Start Time End Time Comment
18:00 19:00 RIH w/ tbg drift to 6030'. POOH w/ drift. SWIFN
Start Time End Time Comment
19:00 19:30 Crew travel from location.
Report Start Date Report End Date 24hr Activity Summary
9/21/2016 9/21/2016 Continue TlH drifting tbg. Get in hole w/ tbg. Set pkr. Drop SV & pressure test pkr. RD work floor. ND & remove BOP. Install & NU well head. RDMOWOR C&J #1473.

FINAL REPO RT!
Start Time End Time Comment
06:00 06:30 Crew travel to location.
Start Time End Time Comment
06:30 07:00 Pre-job safety meeting & JSA discussion.
Start Time End Time Comment
07:00 08:00 Open well. TBG 400 psi. CSG 0 psi. Pump 40 bbls down tbg to kill.
Start Time End Time Comment
08:00 10:00 Continue TlH w/ remaining 114 jts 2 7/8" 6.5# L-80 tbg.
Start Time End Time Comment
10:00 11:00 RIH w/ tbg drift on sand line to 3800'. POOH w/ sand line. RD sand line equipment.
Start Time End Time Comment
11:00 14:00 Set PKR @9961.66' (CE). EOT @9667.75'. MU tbg hanger. Land tbg w/ 15K compression. Pump cavity @

9652.02'. TBG standing full. Drop Jet Pump SV. Pump standing valve to seat w/ 35 bbls. Attempt to pressure
test pkr. Pressure up on tbg to 1500 psi. Find tbg hanger to be leaking by. Unlatch from pkr @on/off tool.
Inspect tbg hanger. Could see no reason to not seal. Latch back onto pkr. Retighten landing pins. Pressure test
to 2000 psi. Good test.. Bleed off & RD hot oiler.

Start Time End Time Comment
14:00 15:30 RD work floor. ND & remove well head. Install & NU well head. Plumb prodution flow line.
Start Time End Time Comment
15:30 16:30 RDMOWOR C&J #1473.
Start Time End Time Comment
16:30 17:00 Road rig to the 13-10-3-3WH for Jet Lift pump change.
Start Time End Time Comment
17:00 17:30 Spot rig & prep to RU in the AM.
Start Time End Time Comment
17:30 18:00 Crew travel from location.
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