APl VW&l | Nunber:

43013517440000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
LC FEE 11-22D-56

2. TYPE OF WORK
DRILL NEW WELL (1)

REENTER PEAWELL )

o]
DEEPEN WELL|, |}

— :

3. FIELD OR WILDCAT
LAKE CANYON

4. TYPE OF WELL
Oil Well

Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME

6. NAME OF OPERATOR

BERRY PETROLEUM COMPANY

7. OPERATOR PHONE
303 999-4044

8. ADDRESS OF OPERATOR

4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066

9. OPERATOR E-MAIL
kao@bry.com

10. MINERAL LEASE NUMBER

11. MINERAL OWNERSHIP

12. SURFACE OWNERSHIP

(FEDERAL, INDIAN, OR STATEF)EE FEDERAL| J INDIAN[ ) STATE[ I FEE(W) FEDERALL J  INDIAN( ) STATE[ ) FEE()
13. NAME OF SURFACE OWNER (if box 12 = 'fee") 14. SURFACE OWNER PHONE (if box 12 = 'fee’)
Art Taylor 435-738-5640

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee’)

P O Box 123, Duchesne, UT 84021

16. SURFACE OWNER E-MAIL (if box 12 = 'fee")

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN")

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YESI::I (Submit Commingling Application) NOI::I

—

19. SLANT

VERTICAL[_| DIRECTIONAL (W) HORIZONTAL{

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN
LOCATION AT SURFACE 512 FSL 864 FWL SWsw 22 508 6.0 W u
Top of Uppermost Producing Zone 1185 FSL 1480 FWL SESW 22 5.0S 6.0 W U
At Total Depth 1528 FSL 1774 FWL NESW 22 508 6.0 W U

21. COUNTY
DUCHESNE

22. DISTANCE TO NEAREST LEASE LINE (Feet)
512

23. NUMBER OF ACRES IN DRILLING UNIT
640

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)
20

26. PROPOSED DEPTH

MD: 6243

TVD: 6006

27. ELEVATION - GROUND LEVEL

28. BOND NUMBER

29. SOURCE OF DRILLING WATER/

WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6611 RLB0005651 43-12400
Hole, Casing, and Cement Information
String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight
SURF 12.25 8.625 0 - 1000 24.0 J-55 ST&C 9.5 Class G 640 1.15 15.8
PROD 7.875 5.5 0 -6243 15.5 J-55 LT&C 9.5 Type V 180 3.82 11.0
Class G 325 1.7 13.1
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED)

TOPOGRAPHICAL MAP

NAME Kathy K. Fieldsted

TITLE Sr. Regulatory & Permitting Tech.

PHONE 435 722-1325

SIGNATURE

DATE 10/03/2012

EMAIL kkf@bry.com

API NUMBER ASSIGNED
43013517440000

APPROVAL

Permit Manager

RECEI VED: Decenber

12, 2012
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BERRY PETROLEUM COMPANY
LCFEE 11-22D-56
SW ¥ SW ¥4, 512’ FSL 864’ FWL, Sec. 22, T5S, R6W, U.S.B.& M.
BHL: NE % SW %, 1528’ FSL, 1774’ FWL
Duchesne County, Utah

ONSHORE ORDER NO. 1

DRILLING PROGRAM

AB Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

FORMATION DRILE DEPTH * DRILL DEPTH¥* Measured
@ SHL (TVD) @ BHL (TVD) Depth
Uinta Fm Surface Surface
Green River 349° 389 349
Green River Upper Marker 892* 926° 894’
Mahogany 1,468 I,511° 1,505°
Tar3 2,481° 2,527 2,609
*Douglas Creck 3,241° 3,286° 3,438
Black Shale 3,872 3,916 4,125°
*Castle Peak 4,159° 4,200 4,433’
*Liteland Butte 4,533 4,576 4319
*Wasatch 4,754 4,806’ 5,043’
CR-6 (base U Wasatch) 5,954 6,006° 6,243’
™D 5,954 6,006’ 6,243’
Base of Moderate Saline
Water 5173 5,055°
~ *PROSPECTIVE PAY

Berry is locating the well at the proposed surface location and directionally drilling
to the proposed bottom hole location. By drilling directionally, Berry Petroleum
Company will improve field development efficiency by potentiafly combining
multiple surface hole locations together. This will significantly reduce total surface
disturbance plus combine the use of access roads and existing pipelines.
Furthermore, Berry hereby certifies that it is the sole working interest owner with
460 feet of the entire directional well bore and the remainder of the Ute Tribal
section,
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Berry Petroleum Company Drilling Program
LCFEE 11-22D-56 Duchesne County, UT

C Pressure Control Equipment : (Schematic Attached)

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc. A 3M system will be
utilized. The attached diagram depicts the use of an annular in conjunction with double rams.
However, an annular, double rams or both may be used depending on the drilling rig contracted.

Chart recorders will be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a representative upon request.

Mud volumes will be monitored visually.
Upper and Lower Kelly cocks will be utilized.
A gas buster will be utilized, if necessary.

Denth Intervals BOP Equipment
0 —1000° No Pressure Control
1000° — 62437 11” 3000# Ram Type BOP

11” 3000# Annular BOP

D,E Proposed Casing and Cementing Program

Purpose Depth  Hole Size Casing Size Type  Connection Weight
Surface 1000° 12257 8.625” J-55  ST&C 244
Production 6243 7.875" 5.50” J-55  LT&C 15.5#
Surface | Type & Amount

0’ — 10007 Approximately 640 SX Premium Plus (Class G) +

additives or a similar slurry with a minimum weight
of 15.8 #/gal and approximate yield of 1.15 cuft/sx,
minimum 24 hr compressive strength = 500 psi
(Cement will be circulated to surface and topped off,

if necessary.)
Production Type & Amount
0 - 35000 Lead: +/- 180 SX Premium Type V + additives or

similar slurry with a minimum weight of 11.0 #/gal
and approximate yield of 3.82 cufl/sx

3500° — 6243’ Tail: +/- 325 SX Premium Lite Tail +
additives or similar slurry with a minimum weight of
13.1 #/gal and approximate yield of 1.70cufi/sk.

For production casing, actual cement volumes will be determined from the caliper log plus a minimum
of 15% excess,
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Berry Petroleurmn Company Drilling Program
LC FEE 11-22D-56 Duchesne County, UT

F  Drilling Fluids Program

Interval Weight Viscosity Fluid Loss Remarks
0’—1000° 84-95 27 NC DAP Mud
1000°-6243> 84-9.5 27 NC DAP Water

G Evaluation Program

Logging Program: HRI-GR-SP with SDL-DSN-PE: surface casing to TD.
Preseryve samples from all show intervals.

Sampling: 10° dry cut samples: Douglas Creek to TD. Preserve samples
From all show intervals.

Surveys: As deemed necessary

Mud Logger: As deemed necessary

Drill Stem Tests: As deemed necessary

Cores: As deemed necessary

H Anticipated Abnormal Pressures or Temperatures
No abnormal temperatures or pressures or other hazards are anticipated.
Shallow gas and/or water flows are possible below surface casing.
Maximum anticipated boftom hole pressure equals approximately 2967 psi* and maxinmum anticipated
surface pressure equals approximately 1646%*psi (bottom hole pressure minus the pressure of a

partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A — (0.22xTD)

I Anticipated Starting Dates and Notification of Operations

Drilling Activity:
Anticipated Commencement Date: Upon approval of the APD,
Drilling Days: Approximately 10 days.

Completion Days: Approximately 7 days.
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SCHEMATIC DIAGRAM OF 3,000 PSI BOP STACK
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Nunber :

Vel |

API

T5S, R6W, U.S.B.&M.

Set

BERRY PETROLEUM COMPANY

Stone

@ SEIVI4IW — 257770 (Meas.)
Set

SBIOB27'W — MmMm 25" (Meos.) @

Set Stone
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0 LC FEE 11-22D~56
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A
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i
Top \\ ™ ﬁ W A Set
of Hole | & i 12"

Morked

NOI03'09™W — 5286.00" (Meas.)

Bross Cap

| 4 .m.mn.uwmw
e SBYCO24"W ~ 2644.71 (Meas.)

@ = SECTION CORNERS LOCATED

BASIS OF ELEV: Elevations are base on an

N.G.S. OPUS Correction. LOCATION:
LAT. 39°58'55.06" LONG. 110°22°05.00"
(Tristate Aluminum Cap) Elev. 7307.99°

Stone Av

58979°31"W — 2644.90° (Meas.)

WELL LOCATION, LC FEE 11-22D-56,
LOCATED AS SHOWN IN THE SW 1/4 SW
1/4 OF SECTION 22, TSS, R6W,

U.S.B.&M. DUCHESNE COUNTY, UTAH.

1000’
500’
1000°

B AR

SCALE

NOTES:

1. Well focfages are measured at right
angles to the Section Lines.

2. Beagrings are based on Global
FPositioning Satelfite observations.

N

PREPARED FROM FIELDH
MADE BY ME OR cz-.u..

REG
REGRTRAY ..z
STA N

NAD BS (SURFACE LOCATION)

LATITUDE =

40'01°34.47"

LONGITUDE = 110°33'05.54"

?o Smuﬁw
{110.5523%9

NAD 27 (SURFACE LOCATION)

LATTUDE =

40°01°'34.61"

LONGITUDE = 110°33'065.08"

?o omwmmmW
{110.551689

TRI STATE LAND mqwﬁm.ﬁ.% nw CONSULTING
180 NORTH VERNAL AVE. — VERNAL, UTAH 84078
(435) 781—2501

NAD B3 {BOTTOM HOLE LOCATION)

LATITUDE ==

LONGITUDE =

40°01'44.52"

110732'56.84"

(40.029033)
{110.545121}

LATITUDE =

40'01'44.66”

LONGITUDE = 110°32'64.28"

NAD 27 (BOTTOM HOLE LOCATION}

{40.029073)
{110.548411)

DATE SURVEYED: .
08~01=-12 SURVEYED BY: M.C.
DATE DRAWN:

DBR—08—12 DRAWN BY: L.C.S.
REVISED: SCALE: 1" — 1000
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LC FEE 11-22D-56 (Proposed Well)
LC TRIBAL 12-22D-56 (Existing Well)
“JTAYLOR FEE 13-22 56 (E)ustmg Well)

Legend

o 1 Mile Radius

@ Proposed Location

| Exhibit "B" Map |

DNR Well Status
Approved Pemd
Epudded Dring
Lozeton Abendared
New Locaton

L Drfing O

B Frocucing Gas Wet
Q  Procucing G1 vt
© returzarFo

_ﬁ'&wm Gas Vel
—Orsrut-n vistar i

‘D/Te-'.;ars'ua:am;uej
’/\n‘ﬁt-}lﬂg@i! Vel

p}" Witer njscton Wil

THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, ING. - TRI-STATE DOES NOT WARRANTY PROPERTY

PARCEL DATA OR ANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES
AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

P: (435) 781-2501
F: (435) 781-2518

/, Trl State

Land Surveying, Inc.
s 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

BERRY PETROLEUM COMPANY

LC FEE 11-22D-56 (Proposed Well)
LC TRIBAL 12-22D-56 (Existing Well)
TAYLOR FEE 13-22-56 (Existing Well)
SEC. 22, T5S, R6W, U.S.B.&M. Duchesne County, UT.

JAS.

08-10-2012

TOPOGRAPHIC MAP
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Archer

Berry Petroleum Company

Duchesne Co., UT (UT27C)
Sec.22-T5S-R6W
LC FEE 11-22D-56

Wellbore #1

Plan: Design #2

Standard Survey Report

17 September, 2012

RECE| VED: Oct ober 03, 2012
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Vel |

7440000

Number: 430135

Project: Duchesne Co., UT (UT27C)

Site: Sec.22-T5S-R6W

Well: LC FEE 11-22D-56
Wellbore: Wellbore #1
Design: Design #2

Latitude: 40°1' 34.615 N

Longitude: 110°33' 6.080 W
Ground Level: 6611.00
WELL @ 6630.00usft (Original Well Elev)

Archer

PROJECT DETAILS: Duchesne Co., UT (UT27C)

REFERENCE INFORMATION

Geodetic System:
Datum:

Ellipsoid:

Zone:

US State Plane 1927 (Exact
NAD 1927 (NADCON CONUS)
Clarke 1866

Utah Central 4302

Co-ordinate (N/E) Reference: Well LC FEE 11-22D-56, True North
Vertical (TVD) Reference: WELL @ 6630.00usft (Original Well Elev)
Section (VS) Reference: Slot - (0.00N, 0.00E)
Measured Depth Reference: WELL @ 6630.00usft (Original Well Elev)
Calculation Method: Minimum Curvature

0 System Datum: Mean Sea Level
1 I
: WELL DETAILS: LC FEE 11-22D-56
91 Ground Level: 6611.00
400 ~ IR ———SSS +N/-S +E-W Northing Easting Latittude Longitude Slot
] [Green River 858" Csg| 0.00 0.00 618026.112 2265556.391 40°1'34.615N 110°33' 6.080 W
: J & T T
] T~ WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LAT/LONG)
Start Build 3.00
800 Name TVD +N/-S  +E/-W Northing Easting Latitude Longitude Shape
T e e e s e N I LC FEE 11-22D-56 PBHL 6006.00 1016.64 917.92 619052.430 2266463.482 40°1'44.663N 110°32'54.280 W  Circle (Radius: 100.00)
\ — ]
1
— \
N\
1 200 N N\ Start 2778.26 hold at 1375.13 MD) SECTION DETAILS
—{ [Green River Fouch Mkr | \ B MD Inc Azi TVD +N/-S +E-W Dleg TFace VSect  Annotation
- 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4 [ 650.00 0.00 0.00 650.00 0.00 0.00 0.00 0.00 0.00 Start Build 3.00
HIN | | 137513 21.75 42.08 1357.84 100.95 91.15 3.00 42.08 136.01 Start 2778.26 hold at 1375.13 MD
| , 4153.40 21.75 42.08 3938.24 865.21 781.20 0.00 0.00 1165.70 Start Drop -2.00
1600—i ] 5241.10 0.00 0.00 5000.00 1016.64 917.92 2.00 180.00 1369.72 Start 1006.00 hold at 5241.10 MD
— 6247.10 0.00 0.00 6006.00 1016.64 917.92 0.00 0.00 1369.72 TD at 6247.10
2000 ] FORMATION TOP DETAILS
N / ~ TVDPath MDPath Formation
1 349.00 349.00 Green River
- 892.59 893.24 Green River Fouch Mkr
_ 1474.92 1501.20 Mahogany
2400 1] 2503.48 2608.62 Tgr3
N 3275.14 3439.46 Douglas Creek
T~ T ] 3915.83 4129.27 Upr Black Shale
-1 R R \ 4206.66 4437.25 Castle Peak
i f,ﬂ 4583.75 482337  Uteland Butte
] 4805.65 5046.60 Wasatch
= 2800 ;’Jl‘ 6005.90 6247.00 CR-6
c
g s
1Z) \
S / ‘ %, Tm Azimuths to True North
< ] y, Magnetic North: 11.35
53200 —F—1— 7%
g = — I\ NN / 2, & Magnetic Field|
- i ] Strength: 52060.9snT
3 ] Dip Angle: 65.65
= g g Date: 09/05/2012,
g - oy Model: IGRF2010
8 3600 ]
— 1 NESW 1/4 1/4
= [ 1] I [ \ e ]
4 1 PBHL LC FEE 11-22D-56/Design #2
It N\l | | 1 1016.64' N, 917.92' E ‘ @m‘w
4000 [Upr Black Shale | _ -\ [ 1200—1— 1528' FSL & 1774' FWL 1 =
[Stertbrop 200] B SEC.22-T5S-R6W
e S S S S S SRS x ] 100" Target Radius
: T - (ool ot
900— =
4400 ] NWSW 1/4 1/4 \/
41 . ] £
T~ I\ ] £ 1 e \ [ seswiene ]
1 | a ] [start 1006.00 hold at 5241.10 MD)|
Tt 1 8 600
4800—~] — == 8 i
7| [Wasateh] z —
] z ]
] = <
P s ]
7 -7 = 300
5200 — =z ]
. = <
Start 1006.00 hold at 5241.10 MD]| 5 -
- o
-] n ] =~ -
] N [Start 2778.26 hold at 1375.13 MD)
0 T T
5600 ] e
] Start Build 3.00
x| -300 SHL
6000 — » ———— - 512' FSL & 864' FWL
- A7 S ] SEC.22-T5S-R6W
~ N
] T N . ! !
E [roat a7 [Lc FEE 11-22-56 PBHL | L L L I Y IO O B
6400 1 -300 0 300 600 900 1200 1500
i West(-)/East(+) (600 usft/in)
T T 11 T 11 T 11 T 11 T 11 T 11
-400 0 400 800 1200 1600 2000

Vertical Section at 42.08° (800 usft/in)

Plan: Design #2 (LC FEE 11-22D-56/Wellbore #1)

Created By: Dusty Moyer Date: 10:46, September 17 2012
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Archer
Survey Report

2]

T

Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC FEE 11-22D-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6630.00usft (Original Well Elev)
Site: Sec.22-T5S-R6W MD Reference: WELL @ 6630.00usft (Original Well Elev)
Well: LC FEE 11-22D-56 North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Design #2 Database: EDMDBBW
Project Duchesne Co., UT (UT27C)
Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302
Site Sec.22-T5S-R6W
Site Position: Northing: 619,689.922ysft  Latitude: 40° 1'50.850 N
From: Lat/Long Easting: 2,267,536.354 usft  Longitude: 110° 32' 40.400 W
Position Uncertainty: 0.00 usft Slot Radius: 13-3/16" Grid Convergence: 0.61°
Well LC FEE 11-22D-56
Well Position +N/-S 0.00 usft Northing: 618,026.112 usft Latitude: 40° 1'34.615N
+E/-W 0.00 usft Easting: 2,265,556.391 usft Longitude: 110° 33'6.080 W
Position Uncertainty 0.00 usft Wellhead Elevation: usft Ground Level: 6,611.00 usft
Wellbore Wellbore #1
Magnetics Model Name Sample Date Declination Dip Angle Field Strength
) ©) (nT)
IGRF2010 09/05/12 11.35 65.65 52,061
Design Design #2
Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction
(usft) (usft) (usft) °)
0.00 0.00 0.00 42.08
Survey Tool Program Date 09/17/12
From To
(usft) (usft) Survey (Wellbore) Tool Name Description
0.00 6,247.10 Design #2 (Wellbore #1) MWD MWD - Standard
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) ©) ©) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
Green River
349.00 0.00 0.00 349.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00
500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
8 5/8" Csg.
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
Start Build 3.00
650.00 0.00 0.00 650.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 1.50 42.08 699.99 0.49 0.44 0.65 3.00 3.00 0.00
09/17/12 10:45:02AM Page 2 COMPASS 5000.1 Build 56

RECE| VED: Oct ober 03, 2012
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Survey Report W
c e Mixe
Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC FEE 11-22D-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6630.00usft (Original Well Elev)
Site: Sec.22-T5S-R6W MD Reference: WELL @ 6630.00usft (Original Well Elev)
Well: LC FEE 11-22D-56 North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Design #2 Database: EDMDBBW
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) ©) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
800.00 4.50 42.08 799.85 4.37 3.95 5.89 3.00 3.00 0.00
Green River Fouch Mkr
893.24 7.30 42.08 892.59 11.48 10.37 15.47 3.00 3.00 0.00
900.00 7.50 42.08 899.29 12.13 10.95 16.34 3.00 3.00 0.00
1,000.00 10.50 42.08 998.04 23.74 21.43 31.98 3.00 3.00 0.00
1,100.00 13.50 42.08 1,095.85 39.17 35.36 52.77 3.00 3.00 0.00
1,200.00 16.50 42.08 1,192.43 58.37 52.71 78.65 3.00 3.00 0.00
1,300.00 19.50 42.08 1,287.52 81.31 73.41 109.55 3.00 3.00 0.00
Start 2778.26 hold at 1375.13 MD
1,375.13 21.75 42.08 1,357.84 100.95 91.15 136.01 3.00 3.00 0.00
1,400.00 21.75 42.08 1,380.93 107.79 97.33 145.23 0.00 0.00 0.00
1,500.00 21.75 42.08 1,473.81 135.30 122.16 182.29 0.00 0.00 0.00
Mahogany
1,501.20 21.75 42.08 1,474.92 135.63 122.46 182.74 0.00 0.00 0.00
1,600.00 21.75 42.08 1,566.69 162.81 147.00 219.35 0.00 0.00 0.00
1,700.00 21.75 42.08 1,659.57 190.32 171.84 256.42 0.00 0.00 0.00
1,800.00 21.75 42.08 1,752.45 217.83 196.67 293.48 0.00 0.00 0.00
1,900.00 21.75 42.08 1,845.32 245.34 221.51 330.54 0.00 0.00 0.00
2,000.00 21.75 42.08 1,938.20 272.84 246.35 367.60 0.00 0.00 0.00
2,100.00 21.75 42.08 2,031.08 300.35 271.19 404.67 0.00 0.00 0.00
2,200.00 21.75 42.08 2,123.96 327.86 296.02 441.73 0.00 0.00 0.00
2,300.00 21.75 42.08 2,216.84 355.37 320.86 478.79 0.00 0.00 0.00
2,400.00 21.75 42.08 2,309.72 382.88 345.70 515.85 0.00 0.00 0.00
2,500.00 21.75 42.08 2,402.59 410.39 370.54 552.91 0.00 0.00 0.00
2,600.00 21.75 42.08 2,495.47 437.90 395.37 589.98 0.00 0.00 0.00
Tgr3
2,608.62 21.75 42.08 2,503.48 440.27 397.51 593.17 0.00 0.00 0.00
2,700.00 21.75 42.08 2,588.35 465.40 420.21 627.04 0.00 0.00 0.00
2,800.00 21.75 42.08 2,681.23 492.91 445.05 664.10 0.00 0.00 0.00
2,900.00 21.75 42.08 2,774.11 520.42 469.89 701.16 0.00 0.00 0.00
3,000.00 21.75 42.08 2,866.99 547.93 494.72 738.23 0.00 0.00 0.00
3,100.00 21.75 42.08 2,959.86 575.44 519.56 775.29 0.00 0.00 0.00
3,200.00 21.75 42.08 3,052.74 602.95 544.40 812.35 0.00 0.00 0.00
3,300.00 21.75 42.08 3,145.62 630.46 569.24 849.41 0.00 0.00 0.00
3,400.00 21.75 42.08 3,238.50 657.96 594.07 886.48 0.00 0.00 0.00
Douglas Creek
3,439.46 21.75 42.08 3,275.14 668.82 603.87 901.10 0.00 0.00 0.00
3,500.00 21.75 42.08 3,331.38 685.47 618.91 923.54 0.00 0.00 0.00
3,600.00 21.75 42.08 3,424.26 712.98 643.75 960.60 0.00 0.00 0.00
3,700.00 21.75 42.08 3,517.13 740.49 668.58 997.66 0.00 0.00 0.00
3,800.00 21.75 42.08 3,610.01 768.00 693.42 1,034.72 0.00 0.00 0.00
3,900.00 21.75 42.08 3,702.89 795.51 718.26 1,071.79 0.00 0.00 0.00
4,000.00 21.75 42.08 3,795.77 823.02 743.10 1,108.85 0.00 0.00 0.00
4,100.00 21.75 42.08 3,888.65 850.52 767.93 1,145.91 0.00 0.00 0.00
Upr Black Shale
4,129.27 21.75 42.08 3,915.83 858.58 775.20 1,156.76 0.00 0.00 0.00
Start Drop -2.00
4,153.40 21.75 42.08 3,938.24 865.21 781.20 1,165.70 0.00 0.00 0.00
4,200.00 20.82 42.08 3,981.66 877.77 792.53 1,182.62 2.00 -2.00 0.00
4,300.00 18.82 42.08 4,075.73 902.94 815.26 1,216.53 2.00 -2.00 0.00
4,400.00 16.82 42.08 4,170.93 925.65 835.77 1,247.13 2.00 -2.00 0.00
Castle Peak
4,437.25 16.08 42.08 4,206.66 933.48 842.84 1,257.68 2.00 -2.00 0.00
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A Archer &
I | Survey Report B
rc er Mif&
Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC FEE 11-22D-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6630.00usft (Original Well Elev)
Site: Sec.22-T5S-R6W MD Reference: WELL @ 6630.00usft (Original Well Elev)
Well: LC FEE 11-22D-56 North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Design #2 Database: EDMDBBW
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) ®) ©) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
4,500.00 14.82 42.08 4,267.14 945.89 854.04 1,274.40 2.00 -2.00 0.00
4,600.00 12.82 42.08 4,364.24 963.62 870.05 1,298.29 2.00 -2.00 0.00
4,700.00 10.82 42.08 4,462.11 978.83 883.78 1,318.77 2.00 -2.00 0.00
4,800.00 8.82 42.08 4,560.64 991.49 895.21 1,335.83 2.00 -2.00 0.00
Uteland Butte
4,823.37 8.35 42.08 4,583.75 994.08 897.55 1,339.32 2.00 -2.00 0.00
4,900.00 6.82 42.08 4,659.70 1,001.59 904.33 1,349.44 2.00 -2.00 0.00
5,000.00 4.82 42.08 4,759.18 1,009.12 911.13 1,359.58 2.00 -2.00 0.00
Wasatch
5,046.60 3.89 42.08 4,805.65 1,011.74 913.50 1,363.12 2.00 -2.00 0.00
5,100.00 2.82 42.08 4,858.96 1,014.06 915.59 1,366.25 2.00 -2.00 0.00
5,200.00 0.82 42.08 4,958.90 1,016.42 917.72 1,369.43 2.00 -2.00 0.00
Start 1006.00 hold at 5241.10 MD
5,241.10 0.00 0.00 5,000.00 1,016.64 917.92 1,369.72 2.00 -2.00 0.00
5,300.00 0.00 0.00 5,058.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
5,400.00 0.00 0.00 5,158.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
5,500.00 0.00 0.00 5,258.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
5,600.00 0.00 0.00 5,358.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
5,700.00 0.00 0.00 5,458.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
5,800.00 0.00 0.00 5,558.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
5,900.00 0.00 0.00 5,658.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
6,000.00 0.00 0.00 5,758.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
6,100.00 0.00 0.00 5,858.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
6,200.00 0.00 0.00 5,958.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
CR-6
6,247.00 0.00 0.00 6,005.90 1,016.64 917.92 1,369.72 0.00 0.00 0.00
TD at 6247.10
6,247.10 0.00 0.00 6,006.00 1,016.64 917.92 1,369.72 0.00 0.00 0.00
Design Targets
Target Name
- hit/miss target Dip Angle  Dip Dir. TVD +N/-S +E/-W Northing Easting
7LD ©) € — L) i) i) — Latitude Longitude
LC FEE 11-22D-56 PBH 0.00 0.00 6,006.00 1,016.64 917.92 619,052.430  2,266,463.482 40° 1'44.663 N 110° 32' 54.280 W
- plan hits target center
- Circle (radius 100.00)
Casing Points
Measured Vertical Casing Hole
Depth Depth Diameter Diameter
(usft) (usft) Name () (*)
600.00 600.00 8 5/8" Csg. 8-5/8 1
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Archer

Archer

Survey Report

T

Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC FEE 11-22D-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6630.00usft (Original Well Elev)
Site: Sec.22-T5S-R6W MD Reference: WELL @ 6630.00usft (Original Well Elev)
Well: LC FEE 11-22D-56 North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Design #2 Database: EDMDBBW
Formations
Measured Vertical Dip
Depth Depth Dip Direction
(usft) (usft) Name Lithology (°) )
349.00 349.00 Green River 217 42.08
893.24 892.00 Green River Fouch Mkr 217 42.08
1,501.20 1,468.00 Mahogany 217 42.08
2,608.62 2,481.00 Tgr3 2.17 42.08
3,439.46 3,241.00 Douglas Creek 217 42.08
4,129.27 3,872.00 Upr Black Shale 217 42.08
4,437.25 4,159.00 Castle Peak 217 42.08
4,823.37 4,533.00 Uteland Butte 2.17 42.08
5,046.60 4,754.00 Wasatch 2.17 42.08
6,247.00 5,954.00 CR-6 2.17 42.08
Plan Annotations
Measured Vertical Local Coordinates
Depth Depth +N/-S +E/-W
(usft) (usft) (usft) (usft) Comment
650.00 650.00 0.00 0.00 Start Build 3.00
1,375.13 1,357.84 100.95 91.15 Start 2778.26 hold at 1375.13 MD
4,153.40 3,938.24 865.21 781.20 Start Drop -2.00
5,241.10 5,000.00 1,016.64 917.92 Start 1006.00 hold at 5241.10 MD
6,247.10 6,006.00 1,016.64 917.92 TD at 6247.10
Checked By: Approved By: Date:

09/17/12 10:45:02AM
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AFFIDAVIT OF SURFACE DAMAGE AGREEMENT

Jeff Crozier, the Affiant herein, is a Field Landman for Berry Petroleum
Company, a Delaware corporation, with an office located at 4000 S 4028 W, Rt 2 Box
7735, Roosevelt, Utah 84066, being of lawful age and duly sworn upon his oath and
being duly authorized to make this affidavit on behalf of said corporation hereby deposes
and states to the best of his knowledge as follows:

That Berry Petroleum Company has a Surface Damage Agreement signed by the
current surface owner covering the following described property, hereinafter referred to
as the Land:

TOWNSHIP 5 SOUTH, RANGE 6 WEST, USB&M
Section 22 SW Y4 SW ¥

Affiant further states said Surface Damage Agreement GRANTS, SELLS, and
CONVEYS unto Berry Petroleum Company an easement for ingress and egress to, along
with a right to use, that portion of the herein described property as may be necessary to
construct, use, and maintain a well site or well sites (including location of additional
wells on each well site in the case of directional or horizontal drilling) for the drilling,
completion and operation of an oil and gas well or wells (including but not limited to
pumping facilities and tank batteries) over, under and through the herein described Land.

Affiant further states said Surface Damage Agreement GRANTS, SELLS, and
CONVEYS unto Berry Petroleum Company the right to construct, entrench, maintain,
operate, replace, remove, protect, or abandon a pipeline or pipelines for water or gas with
appurtenances thereto, including, but not limited to, valves, metering equipment, and
cathodic equipment; to constiuct, maintain, relocate, or abandon a road (said well sites,
pipelines, appurtenance, valves, metering equipment, cathodic equipment and road being
sometimes collectively call the “facilities™) over, under, and through the herein described
Land.

Executed and effective as of this 2nd day of October 2012.

Berry Petroleum Company

V7

s
Figld Landman
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BERRY PETROLEUM COMPANY
LCFEE 11-22D-56
SW Vi SW 14, 512’ FSL 864° FWL, Sec. 22, T5S, R6W, U.S.B.& M.
BHL: NE ¥ SW 14, 1528 FSL, 1774’ FWL
Duchesne County, Utah

ONSHORE ORDER NO. 1

MULTI POINT SURFACE USE & QPERATIONS PLAN

A Existing Roads
To reach the Berry Petroleum Company well, LC Fee 11-22D-36, in Section 22-T58-R6W:

Start in Duchesne, Utah, go southwest out of Duchesne on US Highway 191 (Indian Canyon) for
approximately 13.0 miles, turn east onto the existing access road for the 13-22-56 location from
which the 11-22D-56 will be drilled.

Berry Petroleum Company will improve or maintain existing roads in a condition the same or
better than before operations began. Best Management Practices will be considered when
improving or maintaining existing roads. In general this weuld involve the need for some surface
material or fill to prevent or repair holes in the road due to heavy truck traffic during the drilling
and completion operations. If repairs are made the operator will secure the appropriate material
from private sources.

B New or Reconstructed Access Roads

See Topographic Map “A & B” for the location of the existing access road there will be no new
disturbance for this well.

C Location of Existing Wells
See Topographic Map “D” for the location of existing wells within a 1mile radius.

D Location of Tank Batteries, Production Facilities and Production Gathering and Service
Lines

A containment dike will be constructed completely around those production facilities which
contain fluids (i.e., production tanks, produced water tanks). This dike will be constructed of
compacted subsoil, be impervious, hold 100% of the capacity of the largest tank. The site specific
APD will address additional capacity if such is needed due to environmental concerns. The use of
topsoil for the construction of dikes will not be allowed. 1fa Spill Prevention, Control, and
Countermeasure (SPCC) Plan is required by the Environmental Protection Agency, the
containment dike may be expanded with the Authorized Agency Officer’s approval to meet SPCC
requirements.

The proposed pipeline will tie in at an existing pipeline. Map “C” illustrating the route is attached.

All site security guidelines identified in Federal regulation 43 CFR 3126.7, will be adhered to. All
off-lease storage, off-lease measurement, or commingling on-lease or off-lease production wilt
have prior written approval form the Authorized Agency Officer.

Gas meter runs will be focated approximately 100 feet from the wellhead. Where necessary, the
gas line will be anchored down from the wellhead to the meter.
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Berry Petroleum Company Multi Point Surface Use & Operations Plan
LC FEE 11-22D-56 Duchesne County, UT
E Location and Type of Water Supply

Water for the driliing and completion will be pumped or trucked from one of the following Berry
source wells:
o  Water Permit # 43-12400, Sec. 23, T58, R5W
Water Permit # 43-12400, Sec. 24, T58, RSW
Water Permit # 43-1628, Sec. 12, T5S, R6W (Douglas E. & Yordis Nielsen )
Duchesne City Culinary Water Dock located in Sec. 1, T48, R5W
East Duchesne Water, Arcadia Feedlot, Sec. 28, T3S, R3W
Petroglyph Operating Company 08-04 Waterplant, Sec. 8, T58, R3W,

F Source of Construction Materials

All construction materials for this location site and access road shall be borrow material
accumulated during construction of the location site and access road.

Additional gravel or pit lining material will be obtained from a private source.
The use of materials under Authorized Agency jurisdiction will conform to 43 CFR 3610.2-3.
G Methods of Handling Waste Materials
Drill fluids will be contained in a closed loop systein. Cuttings will be contained on site and buried
in a pit or used on location or access roads whichever is deemed appropriate by the authorized

agency.

After first production, produced wastewater will be trucked to one of the following approved waste
water disposal sites, unless used in the operations of the field:

. R.N. Industries, Inc. Sec. 4, T2S, R2W, Bluebell

. MC & MC Disposal Sec. 12, T6S, R19E, Vernal

. LaPoint Recycle & Storage Sec. 12, T5S, RI9E, LaPoint
. Water Disposal Inc. Sec. 32, T18, R1W, Roosevelt

Should operations of the field be prohibited by the Authorized Officer, the wastewater shall be
confined to the approved pit or storage tank for a period not to exceed 90 days. The use of such pit
is hereby approved as part of this Application for Permit to Drill.

Production fluids will be contained in leak-proof tanks. All production fluids will be disposed of
at approved disposal sites. Produced water, oil, and other byproducts will not be applied to roads
or well pads for control of dust or weeds. The indiscriminate dumping of produced fluids on
roads, well sites, or other areas will not be allowed.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical portable toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. Trash will not be burned on location.

All debris and other waste materials not contained in the trash cage will be cleaned up and
removed from the location promptly after removal of the completion rig (weather permitting).
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Berry Petroleum Company Muli Point Surface Use & Operations Plan
LC FEE 11-22D-56 Duchesne County, UT

Any open pits will be fenced during the operations. The fencing will be maintained with best
efforts until such time as the pits are backfilled,

No chemicals subject to reporting under SARA Title 111 (hazardous materials) in an amount equal
to or greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completing of wells. Furthermore, extremely
hazardous substances, as defined in 40 CFR 355, in threshold planning quantities, will not be used,
produced, stored, transported, or disposed of in association with the drilling, testing, or completing
of wells within these areas.

H Ancillary Facilities

There are no ancillary facilities planned for at this time and none are foreseen in the future.

I Well site Layout

The attached Location Layout diagram describes drill pad cross-sections, cuts and fills, and
locations of the mud tanks, reserve pit, pipe racks, trailer parking, spoil dirt stockpile(s) and
surface material stockpile(s)

J Plans for Restoration of the Surface

Interim
The dirt contractor will be provided with approved copies of the Surface Use Plan prior to
construction activities.

Upon well completion, within a reasonable time, the location and surrounding area will be cleared
of all unused tubing, materials, trash, and debris not required for production.

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to their
original condition. Where applicable, these conditions may include the re-establishment of
irrigation systems, the re-establishment of appropriate soil conditions, and the re-establishment of
vegetation as specified.

All disturbed areas will be re-contoured to the approximate natural contours.

Any drainage rerouted during the construction activities shall be restored to its original line of flow
ot as near as possible.

Final

Prior to the construction of the location, the top 12 inches of soil material (if present) will be
stripped and stockpiled. Placement of the topsoil is noted on the location plat attached. Topsoil
shall be stockpiled separately from subsoil materials. Topsoil salvaged from the reserve pit shall
be stockpiled separately near the reserve pit.

When restoration activities have been completed, the location site and new access road cuts and
shoutders shall be reseeded. Prior to reseeding, all disturbed areas, including the old access road
will be scarified and left with a rough surface.

The Authorized Agency Officer shall be contacted for the required seed mixture. Seed will be
broadeast and the amount of seed mixture per acre will be doubled. The seeded area will then be
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Berry Petroleuin Company Multi Point Surface Use & Operations Plan
LC FEE 11-22D-36 Duchesne County, UT

“walked” with a dozer to assure coverage of the seeds. The seed mixture will reflect the
recommendation from the Archeology study done,

At final abandonment, all casing shall be cut off at the base of the cellar or 3 feet below final
restored ground level, whichever is deeper, and cap the casing with a metal plate a minimum of
0.25 inches thick. The cap will be welded in place and the well location and identity will be
permanently inscribed on the cap. The cap also will be constructed with a weep hole.

K Well Surface & Access Ownership:
Art Taylor Trent Potter
P O Box 123 P O Box 444
Duchesne, UT 84021 Duchesne, UT 84021
L Other information

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws, regulations, Onshore Qil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees. The operator is fully responsible for the actions
of his subcontractors. A copy of these conditions will be firnished to the field representative to
ensure compliance.

Berry will control noxious weeds along access road use authorizations, pipeline route
authorizations, well sites or other applicable facilities. A list of noxious weeds may be obtained
from the Authorized Agency or the appropriate County Extension Office,

Drilling rigs and/or equipment used during drilling operations on this location will not be stacked
or stored on administered lands after the conclusion of drilling operations or at any other time
without authorization by the Authorized Agency Officer. If authorization is obtained, such storage
is only a temporary measure.

Travel is restricted to approved routes only.

A class I archaeological survey will be conducted on all lands, unless landowner waives rights
for archaeological survey. All personnel will refrain from collecting artifacts and from disturbing
any significant cultural resources in the area. The operator is responsible for informing all persons
in the area who are associated with this project that they may be subject to prosecution for
knowingly disturbing historic or archaeological sites or for collecting artifacts, All vehicular
traffic, personnel moveiment, construction, and restoration activities shall be confined to the areas
exarnined, as referenced in the archaeological report, and to the existing roadways and/or evaluated
access routes. If historic or archaeological materials are uncovered during construction, Berry
Petroleum Company is to immediately stop work that might further disturb such materials and
contact the Authorized Agency Officer,
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Berry Petroleum Company Muiti Point Surface Use & Operations Plan
I.C FEE 11-22D-56 Duchesne County, UT

Within five working days, the Authorized Agency Officer will inform the operator as to:

s Whether the materials appear eligible for the National Historic Register of Historic
Places;

* The mitigation measures Berry will likely have to undertake before the site can be used
(assuming in-situ preservation is not necessary); and a time frame for the Authorized
Officer to complete an expedited review under 36 CFR 800.11 to confirm, through the
State Historic Preservation Officer, that the findings of the Authorized Officer are correct
and that the mitigation measures are appropriate.

If Berry wishes, at any time, to relocate activities to avoid the expense of mitigation and/or the
delays associated with this process, the Authorized Agency Officer and/or the surface owner will
assume responsibility for whatever recordation and stabilization of the exposed materials may be
required, Otherwise the operator will be responsible for mitigation costs. The Authorized Agency
Officer and/or the surface owner will provide technical and procedural guidelines for the conduct
of mitigation. Upon verification from the Authorized Agency Officer that required mitigation has
been completed, Berry will then be allowed to resume construction.

All Surface Use Conditions of Approval associated with the Landowner Surface Use Agreement
and Envirommental Analysis Mitigation Stipulations will be adhered to.

All well site locations will have appropriate signs indicating the name of the operator, the lease
serial number, the well name and number, the survey description of the weli (footages or the
quarter/quarter section, the section, township, and range).
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AFFIDAVIT OF NOTICE

I, Kathy Fieldsted, the affiant herein, being of lawful age and duly sworn upon his oath deposes
and states to the best of my knowledge as follows:

Kathy Fieldsted is a Sr. Regulatory & Permitting Tech for Berry Petroleum Company, a Delaware
Corporation, with headquarters located at 1999 Broadway, Suite 3700, Denver, Colorado 80202, and is
duly authorized to make this affidavit on behalf of said corporation. This Affidavit is made in accordance
with Utah’s Qil, Gas and Mining regulation R649-3-22.

Berry Petroleum Company has submitted notices to commingie production from the Wasatch
and Green River formations in the following wells:

LC Fee 11-22D-56

Berry Petroleum Company is the owner of contiguous oil and gas leases or drilling units or has
the right to the minerals overlying the pool for the aforementioned wells. Notice of intent to commingle
production is hereby waived,

This instrument is executed this 26" day of September, 2012.

Berry Petroleum Company

Ll Fuliti
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' Wellof Interest
Berry Ute Tribal Leases

Berry Fee Leases

- Berry Fee Leases

Drilfing Units to Commingle

Berry Petroleum Company

Commingling Plat

Well LC FEE 11-22D-56

FEET

Septemnber 18, 2012

PETRA 8182012 €17 22 AM
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Berry Petroleum Company

Brundage Canyon Field

4000 South 4028 West
Route 2 Box 7735
Roosevelt, UT 84066

Ph. (435) 722-1325 .
Fax: (435} 722-1321
www.bry.com

October 2, 2012

State of Utah

Division of Oil, Gas and Mining
P.O. Box 145801

Salt Lake City, UT 84115-5801

RE: Directional Drilling R649-3-11
LC Fee 11-22D-56 512’ FSL 864’ FWL (SWSW — surface)
1528’ FSL 1774’ FWL (NESW — bottomhole)

Section 22, T5S-R6W
Duchesne County, Utah

Pursuant to the filing of Berry Petroleum’s Application for Permit to Drill regarding the
above referenced well, we are hereby submiiting this letter in accordance with Oil & Gas
Conservation Rule R649-3-11 pertaining to the Exception to Location and Siting of
Wells.

o The LC Fee 11-22D-56 well is to be located within the Lake Canyon Field Area.

o Berry is locating the well at the surface location and directionally drilling from
this location to minimize surface disturbance and Berry will be able to utzhze the
existing road and pipelines in the area.

o Furthermore, Berry hereby certifies that it is the sole working interest owner with
460 feet of the entire directional well bore and the remainder of the section.

Therefore, based on the above stated information Berry Peholeum Company requests the
permit be granted pursuant to R649-3-11.

Respectfully Submitted,

T

Kathy K. Fieldsted
Sr. Regulatory & Permitting Technician

Corporate Headguarters - 1999 Broadway Suite 3700 * Denver, CO 80202 « (303} 825-3344
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Berry Petroleum Company

Brundage Canyon Field

4000 South 4028 West
© Route 2 Box 7735
Roosevelt, UT 84066

Ph. (435) 722-1325
_ _ Fax: (435) 722-1321
October 2, 2012 _ y _ '{ mgw.bry.com

State'of Utah

Division of Qil, Gas and Mining
1594 West North Temple, Suite 1210
Salt Lake City, UT 84115-5801 '

Re:  0Qil and Gas Conservation General Rules
R649-3-3 Exception to Location and Siting of Wells
L.C Fee 11-22D-56 '

Berry Petroleum Company is proposing to drilt a development well in the Lake Canyon
Field, Duchesne County, Utah. The well is located on fee lands in the SW/4 of Section
22 in Township 5 South — Range 6 West.

As shown on the attached staking plat, the LC Fee 11-22D-56 well is a directional well in
which the producing section falls outside of the allowed standard well spacing (R649-3-
2). Berry is requesting an exception to the spacing requirement per regulation R649-3-3
since Berry was unable to locate the proposed well within the allowed spacing “window”
due to topographic constraints, To maintain orderly 40 acre spacing and efficient well
drainage the well had to be drilled as a directional well from the surface hole location in
the SWSW of Section 22. The rather long reach required of the well forced the objective
section to be placed outside of the spacing “window”. Berry is the only operator within
the 460’ radius in Section 22.

Berry is requesting the approval of this excepted location as proposed. 1f additional
information is required, please contact me at 435-722-1325.

=

Kathy K. Fieldsted
Sr. Regulatory & Permitting Technician

Corporate Headquarters - 1999 Broadway Suite 3700 * Denver, CO 80202 » {303} 825-3344
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SELF-CERTIFICATION STATEMENT

The following self -certification statement is provided per federal requirements dated May 7, 2007.
Please be advised that Berry Petroleim Company is considered to be the operator of the following well.

LCFEE 11-22D-56

SW 4 SW 14, 512" FSL 864’ FWL, Sec. 22, T58, R6W, U.S.B.& M.
BHL: NE ¥ SW %, 1528° FSL, 1774’ FWL

Lease: FEE

Duchesne, County, Utah

Berry Petroleum Company is responsible under the terms of the lease for the operations conducted upon the
lease lands.

Operator’s Representative and Certification

A) Representative

NAME: Kathy K. Fieldsted

ADDRESS: Berry Petroleum Company
4000 South 4028 West
Route 2, Box 7735

Roosevelt, Utah 84066

PHONE: 435-722-1325

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable Iaws, regulations and onshore oil and gas orders. Berry Petroleum Company is
fully responsible for the actions of its subcontractors. A copy of these conditions will be furnished
to the field representative to ensure compliance.

The drilling permit will be valid for a period of two years from the date of approval. After permit
termination, a new application will be filed for approval for any future operations.

B) Certification:

I hereby cerlify that I, or persons under my direct supervision, have inspected the proposed drill
site and access route; that 1 am familiar with the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge and belief, true and correct; and that
the work associated with the operations proposed herein will be performed by Berry Petroleum
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of 18 U.8.C.
1001 for the filing of a false statement.

Celehe 5 H0IF- \ZJ@ /. @Ték}é(,>

DATE Kathy K. Fieldsted
Sr. Regtilatory & Permitting Tech
Berry Petroleum Company
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BERRY PETROLEUM COMPANY
WELL PAD INTERFERFENCE PLAT
LC FEE 11-22D-56 (Propased Well)
IC TRIBAL 12—22D-56 (Existing Well)
TAYLOR FEE 13—-22-56 (Exzisting Well) /
Pad Location: SWSW Section 71, T5S, R6W, US.B.&M. 0»33/
o
TOP HOLE FOOTAGES \ 0y ';\P)

1122056 (PROPOSED)
512° FSL & 864" FML

BOTTOM HOLE FOOTAGES

11-220-56 (PROPOSED)
1528° FSL & 1774° FWL

Existing N
Fence
Existing
Ve Anchor
// (T}
/ P
\Edge_of
Existing Pad Pump N
o
13-22-56 (EXISTING)
Pump
Jack
Controf
Systern
Existing (O
Fanks o
O 4 RELATIVE COORDINATES
From top hole to bottom hole
WELL NORTH EAST
11—-22D-56 1,027 qog’
LATITUDE & LONGITUDE
Surface position of Wells (NAD 27)
WELL LATITUDE LONGITUDE
11--22D-56 40,026282° 110.551689° !
Ex.12—-220-56 40.0262417 110.551737"
g—mé Ex13-22-56 | 40.026181° 110.551733"
earings ore bosed
on GPS Observotions.
SURVEYED BY: M.C. DATE SURVEYED:  08—01-12 f?"i State (4.35) 7812501
DRAWN BY: ...C.S. DATE DRAWN: 08--08-12 La’rn’d Sufrveyfl’ng’ Inc
: SCALE: 1" = 50 REVISED: 18G NORTH VERNAL AVE.  VERNAL, UTAH 84078
o T s




APl Wl | Nunber: 43013517440000

LOCATION LAYOUT
LC FEE 11—22D-566 (Proposed Well)
LC TRIBAL 12-22D-56 (Existing Well) 'é
TAYLOR FEE 18-22-56 (Existing Well) ;\
Pad Location: SWSW Section 11, T68S, R6W, US. B &M 3%

/

BERRY PETROLEUM COMPANY \\\

Existing
Access L
STA. 2+80 Existing
- - Anchor
Al - (Tp.)
2 v
STA._2+50
Existing
Fence -~
STA. 2400 0 60 11-220-55 (pROFOSED} 101’
WELL HEAD:

® 12-220-56 (EXSTING)

EXISTING GRADED i

GROUND = 66171 _@ 13-22-56 (EXISTING)
Pump| ||7%
Jack Pump
Jack

»
o
Edge of -~ - Control
Existing Pad | 1 L3P System
§ Existing
/ ] Berm

|
2 | Existing ()
S | Tanks
STA. 0+40 28 ()
= X
R O OO
STA. 0400
- T \ m
9
\ 8%
P
[ Y
SURVEYED 8Y: M.C. DATE SURVEYED: 08-01-12 TT'L State [435) 781-2501
E DRAWN BY: L.C.S. DATE DRAWN: 08—08-12 Land Surveying, Inc.
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Nunber :

43013517440000

Pad Location: SWSW Section 117,

CROSS SECTIONS
LC FEE 11-22D-56 (Proposed Well)
LC TRIBAL 12—-22D-566 (Existing Well)
TAYLOR FEE 18—-22-56 (Existing Well)

78S, R6W, US.B.&M.

R —
S == EIIIE =T
" Al
1” = 50° STA. 2+80
o
(o]
. TS
d E e
1 = 50’ STA. 2+50
EXISTING PROPOSED
- GRADE WELL HEAD
2]
. A
- RSl =]=]]=
17 = 50 STA. 2+00
Rl —— T T —
" e
- Ik —FETET‘_
" = 50 STA. 0+40
SURVEYED 8Y: M.C. DATE SURVEYED: 0B-01-12 T‘T"L Staote (435} 781-2301
| DRAWN BY: LCs. DATE_DRAWN: 08-08-12 i Land Surveying, Inc.
LSCALE: i REVISED: 180 NORTH VERNAL AVE. VERNAL, UTAH B4078 i
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BERRY PETROLEUM COMPANY

TYPICAL RIG LAYOUT

IC FEE 11-22D-56 (Proposed Well)
LC TRIBAL 12—-22D-56 (Existing Well)
TAYLOR FEE 13—-22-56 (Exzisting Well)
| Pad Location: SWSW Section 11, T5S, REW, U.S.B.&M.

%%\

STORAGE
TANK

O

YELLOW

y . TLO
Gstrg s
' Existing
l BOILER I [ Anchor
3 1 [ | T ()
g g [PUMP % E\
[y} frel et
2 [PUMP o
B — 2
i ) = = sUB %
Existing g AE: z
Fence e Tl o« o
= 3 - ;
g & 60’ g ¢ 11-220-58 (PROPGSED) 101
diNREIRNEE

12220586 {DESTING)
PIPE_RACKS
13-22-56 (EXISTING)
Pump
Jock
PIFE_RACKS
s
-~
Edge of - -
rmo o

Existing Pad

Existing
Berm

b

&
<
[ =]

?’ x.".i;tfhg ()
anks
0

QOO
--

Existing
FPipeline

o i — s — — — —

oY
el

5587
FuIis!

Operator to Determine Actual
Location of Equipment and Facllities
to be removed for Drilling.

SURVEYED BY: M.C, DATE SURVEYED: 08--01-12
DRAWN BY: L.C.S. DATE DRAWN: 08-08~12
ISCALE: 1" = 50" |REVISED:

Land Surveying,

/—\'_7'*7»?; State
Yy

(435} 781-2501
Inc.

180 NORTH VERNAL AVL. VERNAL, UTAH 84078
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Legend

US Highway

Major Road
Minor Road
O—=0 Existing Road

!, / El'ri State

P: (435) 781-2501
F: (435) 781-2518

Land Surveying, Inc.
=== 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

DRAWN BY: JAS.

08-10-2012

1:100,000!

Access Road Map |~
g i

73 / 7 j
/ ! \s
. i = J/
(N /
NS (

TES

[

2B/ 15/ Gl
f’ ( -'/,-4‘ fFat

: ."/"I’i 3 ‘ .// ¢ 4” ... / :
s FOLWAES g - &b L/ 4 ¥
'l LC FEE 11-22D-56 (Proposed Well) |
~'JLC TRIBAL 12-22D-56 (Existing Well) |
' | TAYLOR FEE 13-22-56 (Existing Well)

> ==
FPLEA s LiPer 1t 7 AT :
ri 7;[ [0 1 oacs N

BERRY PETROLEUM COMPANY
LC FEE 11-22D-56 (Proposed Well)
LC TRIBAL 12-22D-56 (Existing Well)
TAYLOR FEE 13-22-56 (Existing Well)
SEC. 22, T6S, R6W, U.S.B.&M. Duchesne County, UT,

TOPOGRAPHIC MAP
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Access Road Map

(&)

UTETRIBAL
LANDS .

TAYLOR
ARTHUR L

LC FEE 11-22D-56 (Proposed Well) | | *'

LC TRIBAL 12-22D-56 (Existing Well) | | ! 'w | (

TAYLOR FEE 13-22-56 (E)ustmg Well) 13
'{ \

72T I//J Ji

oSy e
g I

s -._

5 fhii= l,\;\' i'fﬁ ,(\ 7
Legend ‘ g i
US Highway : i ey 7 5 .;’-
Major Road UTII-EA 'I;‘REI,ZAL /
Minor Road - Lo s
O—0 Existing Road

XA hi. /il . 7 : | i
THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, INC. - TRI—STATE DOES NOT WARRANTY FROPERTY

PARCEL DATA OR ANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES
AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

P: (435) 781-2501 N BERRY PETROLEUM COMPANY
/ & F: (435) 781-2518 LC FEE 11-22D-56 (Proposed Well)
Tri State LC TRIBAL 12-22D-56 (Existing Well)
Land Surveying, Inc. TAYLOR FEE 13-22-56 (Existing Well)
A\ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078 SEC. 22, T5S, R6W, U.S.B.&M. Duchesne County, UT.

llorAWN BY: JAS.

08-10-2012 TOPODGRAPHIC MAP
1" =2.000"

SHEET
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| Proposed Pipeline Map | .- .
N S e‘_‘\ o~ ez 5 .
145 )
TAYLOR ;
ARTHURL l
; LN
2N \
| ‘ \ :l\\
Existing S NN P
“ '.f. \ 3 "ii/f ‘?-,’f 7
e d e il | L
lg AL
Wi ~ i “)' 7 '!’! 4 l'.-‘ ¢ "I,'li :

/ BN L)

LC FEE 11-22D-56 (Proposed Well) | /| /' '/

LC TRIBAL 12-22D-56 (Existing Well) | | i
TAYLOR FEE 13-22-56 (Existing Well)] | ([ [

' VN /] f' |z Lh

/ i / 7\
F{i77/ Wik
X \‘i/ ‘ \ f
\ i/ / \ 1 }i |
\ Lo 2 I :
‘\J e 1‘\ il (
i/ i 5
) st Wi A
Legend ) AR
‘ A W )
US Highway g | D gt
o A1 /
Major Road : 7\ /
Minor Road N | Loy
O-=—=0 Existing Road 4 { J
J;

T 2 N A A N Fiil =SSN L ! . L | .
THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, INC. - TRI-STATE DOES NOT WARRANTY PROPERTY
PARCEL DATA OR ANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES
AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

/\ P (435) 761-2501 N BERRY PETROLEUM COMPANY
i F=i{i0) 183,218 L.C FEE 11-22D-56 (Proposed Well)
/ Tri State LC TRIBAL 12-22D-56 (Existing Well)
/ Land Surveying, Inc. TAYLOR FEE 13-22-56 (Existing Well)
/ <\ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078 ‘ SEC. 22, T5S, R6W, U.S.B.&M. Duchesne County, UT.
DRAWN BY: J.AS.
08-10-2012 TOPOGRAPHIC MAP
1"=2000"
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Location
Photos

Center Stake
Looking Southerly

Date l_’hoiogmﬁhgd!] 08/01/2012

|
!
[ GUEIER LT M. Clements

Access
Looking Easterly

| Date Photographed: | [TXIZIYE)
LT [ m. Clements

Tri State

P: (435) 781-2501

BERRY PETROLEUM COMPANY

F: (435) 781-2518

Land Surveying, Inc.
£\ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

LC FEE 11-22D-56 (Proposed Well)
LC TRIBAL 12-22D-56 (Existing Well)
TAYLOR FEE 13-22-56 (Existing Well)
SEC. 22, T5S, R6W, U.S.B.&M. Duchesne County, UT.

DRAWN BY: J.A.S.| REVISED:

DATE: 08-10-2012

COLOR PHOTOGRAPHS
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LC TRIBAL 14%6

4301350834

C TRIBAL 5-15D-56
01351562

LC TRIBAL 14-14D-56

-15D-56 4301350776
4
17 16 15 @(C TRIBAL 15-15D-56
1351030
LC FEE 16-16D-56
L TRIBAL 154 INDIAN CANYON FIELD
4301334282 LC TRIBAL 4-22D-56
Shess ECTFRIBAL [C TRIBAL 5-23D-56
EUEEE 430135062 4301350625
LC FEE
430135 LC FEE 1-22D-56 LE TRIBA)
WILCO 4301350718 48013510
»
& LAKE CANYON FIELD
LC TRIBAL 7 22D-56 LC TRIBAL 9-22D-56
4301351 4301351309
20 21 LC JRIBAL 16-21D-56
1351407 LC TRIBAL 15-22D-56
C TRIBAL 8-21D-56 4301350606
LC TRIBAL 10-21-56 01351392 LC TRIBAL 6-22D-56
4301350999 301350260
LC TRIBAL 12-21D-56 LC TRIBAL 14-21D-56
4301351383 4301351384 LC FEE 13-23-56
LC TRIBAL 12-22D-56 EE 11-22D-56 4301351706
4301350780
AYLOR FEE 13-22-56
4301333121
LC TRIBAL4-27D-5 HE-TFRIBAL6-27D-56
4301350262 4301350868
LC TRIAL 15-20D-56
4301351443
C TRIBAL 1-29-56
4301351442

LC TRIBAL 9-20D-56 LC FEE 8-28D-56 56
4301351513 4301350867 o8
LC TRIBAL 1-28D-56 ’;'6-62'28 p-56
4301350865
0]
27 26
LC TRIBAL 15-27-56 LC Tribal 11-27D-56
4301351649 4301351650 LC TRIBAL 9-26D-56
4301351381
LC TRIBAL 15-26-56
4301350871
LC TRIBAL 1-34D-56
4301351660
32 LC TRIBAL 3-33.86 33 34 35
4301351711

APl Number: 4301351744

Well Name: LC FEE 11-22D-56
Township T05.0S Range R06.0W Section 22
Meridian: UBM
Operator: BERRY PETROLEUM COMPANY

Map Prepared:
Map Produced by Diana Mason

Wells Query
STATUS Status

[ Jacme @ #60-Aprovea permit
[ Jeocwomony ©

[ Aochsstorace 5w Gas jcton

7 Jweerorn
65 -Gas Storage

Units

DRL - Spuded (Driling Commenced)

[ ] we seconpary
LOC - New Location
rion
— 4. OPS - Operaiion Suspended
PP GAS
O PA- Plugged Abandoned
[ e ocomenmt
2
L4 PGW- Producing Gas Well
eeon i o
= POW - Producing Oil Well
SECONDARY
- oW Shutin Gas wel
7 | verumaren
SOW - Shutin Ol Well
Fields
STATUS & A - Temp. Abandoned
= unknown O W Testwel
] ABANDONED o WOW - Water Disposal
AcTivE 5 WW - Wate njcton Well
CcoMBINED
: ©  wusw - Water Supply Well
..} INACTIVE
STORAGE (®  Bottom Hole Location - OilGasDb.

TERMINATED

BOX ELDER
R
SUMM\T

S w

Location Map

TOOELE

i

MILLARD

WAYNE

1,800 900 [ 1,800 Feet
[ =

1:17,106

RECE| VED: Cct ober

10, 2012



APl Vel | Nunber: 43013517440000
BOPE REVIEW BERRY PETROLEUM COMPANY LC FEE 11-22D-56 43013517440000
Well Name | BERRY PETROLEUM COMPANY LC FEE 11-22D-56 4301351740000 |
String | sure | || proo 1|l 1|l |
Casing Size(") |8.625 | ||5.500 N 1|l |
Setting Depth (TVD) |993 | Ieooe | I | I |
Previous Shoe Setting Depth (TVD) |° | |998 | I | I |
Max Mud Weight (ppg) |9.5 | Ig's | I | I |
BOPE Proposed (psi) |° | |3000 | I | I |
Casing Internal Yield (psi) |2950 | |4s10 | I | I |
Operators Max Anticipated Pressure (psi) |2ge7 | |9A5 | I | I |

Calculations SURF String 8.625"
Max BHP (psi) .052* Setting Depth* MW=[[,o5

BOPE Adequate For Drilling And Setting Casing at Depth?
MASP (Gas) (psi) Max BHP-(0.12* Setting Depth)= |373 | INO | | |
MASP (Gas/Mud) (psi) Max BHP-(0.22* Setting Depth)= |273 | INO | |0K |
*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe|Max BHP-.22* (Setting Depth - Previous Shoe Depth)= [273 || [no || |
Required Casing/BOPE Test Pressure= 998 psi
*Max Pressure Allowed @ Previous Casing Shoe= [0—| psi * Assumes 1psi/ft frac gradient

Calculations PROD String 5.500/"

Max BHP (psi)

.052* Setting Depth* MW= |2967 |

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi)

Max BHP-(0.12* Setting Depth)= |224e | IYEs

MASP (Gas/Mud) (psi)

Max BHP-(0.22* Setting Depth)= 1646 | ves

||OK

*Can Full Expected Pressure Be Held At Previous Shoe?

||OK

Pressure At Previous Shoel Max BHP-.22* (Setting Depth - Previous Shoe Depth)= |1865 | INO

Required Casing/BOPE Test Pressure=

|3000 | psi

*Max Pressure Allowed @ Previous Casing Shoe=

psi

* Assumes 1psi/ft frac gradient

Calculations

String

Max BHP (psi)

998
.052* Setting Depth* MW= | |

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi)

Max BHP-(0.12* Setting Depth)= | | INO

MASP (Gas/Mud) (psi)

Max BHP-(0.22* Setting Depth)= I | INO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe|Max BHP-.22* (Setting Depth - Previous Shoe Depth)= | | INO

Required Casing/BOPE Test Pressure=

psi

*Max Pressure Allowed @ Previous Casing Shoe=

* Assumes 1psi/ft frac gradient

Calculations

String

Max BHP (psi)

[
[—l psi
I

.052* Setting Depth* MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi)

Max BHP-(0.12* Setting Depth)= I | INO

MASP (Gas/Mud) (psi)

Max BHP-(0.22* Setting Depth)= | | INO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoel Max BHP-.22* (Setting Depth - Previous Shoe Depth)= I | INO

Required Casing/BOPE Test Pressure=

psi

*Max Pressure Allowed @ Previous Casing Shoe=

I
l—l psi

* Assumes 1psi/ft frac gradient

RECEI VED: Decenber

10, 2012
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43013517440000 LC Fee 11-22D-56

Casing Schematic

LS50
Ko¥
8-5/8"
MW 9.5
Frac 19.3

/6‘;[:'9 ends

°

may melimation 22

et bo Verdicad S2dd’
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Surface
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Well name: 43013517440000 LC Fee 11-22D-56

Operator: BERRY PETROLEUM COMPANY

String type:  Surface Project ID:
43-013-51744

Location: DUCHESNE COUNTY

Design parameters:

Collapse
Mud weight: 9.500 ppg
Design is based on evacuated pipe.

Burst
Max anticipated surface
pressure: 878 psi
Internal gradient: 0.120 psi/ft
Calculated BHP 998 psi
No backup mud specified.
Run Segment Nominal
Seq Length Size Weight
(ft) (in) (Ibs/ft)
1 1000 8.625 24 .00
Run Collapse Collapse Collapse
Seq Load Strength Design
(psi) (psi) Factor
1 493 1327 2.694
Prepared Helen Sadik-Macdonald
by: Div of Oil,Gas & Mining
Remarks:

Minimum design factors:
Collapse:

Design factor 1.125
Burst:

Design factor 1.00

8 Round STC: 1.80 (J)
8 Round LTC: 1.70 (J)
Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.

Neutral point: 856 ft
End True Vert
Grade Finish Depth
(ft)
J-55 ST&C 998
Burst Burst Burst
Load Strength Design
(psi) (psi) Factor
998 2950 2.96

Phone: 801 5638-56357
FAX: 801-359-3940

Environment:
H2S considered?
Surface temperature:

Bottom hole temperature:

Temperature gradient:
Minimum section length:

Cement top:

Completion type is subs

No

74 °F

88 °F
1.40 °F/100ft
100 ft

Surface

Directional well information:

Kick-off point
Departure at shoe:
Maximum dogleg:
Inclination at shoe:
Re subsequent strings:
Next setting depth:
Next mud weight:
Next setting BHP:
Fracture mud wt:
Fracture depth:
Injection pressure:

Measured Drift
Depth Diameter
(ft) (in)
1000 7.972
Tension Tension
Load Strength
(kips) (kips)
24 244

650 ft

32 ft
3 °/1100ft

105 °

6,002 ft
9.500 ppg
2,962 psi
19.250 ppg

998 ft
998 psi

Est.
Cost

(%)
5148

Tension
Design
Factor

10.19J

Date: December 4,2012
Salt Lake City, Utah

Collapse is based on a vertical depth of 998 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design will be that of the purchaser.
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Well name: 43013517440000 LC Fee 11-22D-56

Operator: BERRY PETROLEUM COMPANY

String type:  Production Project ID:
43-013-51744

Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:

Collapse Collapse: H2S considered? No
Mud weight: 9.500 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 158 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft
Burst:
Design factor 1.00 Cement top: 1,465 ft

Burst

Max anticipated surface
pressure: 1,643 psi Completion type is subs
Internal gradient: 0.220 psil/ft Tension: Directional Info - Build & Drop
Calculated BHP 2,964 psi 8 Round STC: 1.80 (J) Kick-off point 650 ft
8 Round LTC: 1.80 (J) Departure at shoe: 1370 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 3 °/100ft
Premium: 1.50 (J) Inclination at shoe: 0°
Body yield: 1.60 (B)
Tension is based on air weight.
Neutral point: 5,384 ft
Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost
(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)

1 6247 5.5 15.50 J-55 LT&C 6006 6247 4.825 22058
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load  Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor

1 2964 4040 1.363 2964 4810 1.62 93.1 217 2334

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: November 23,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 6006 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by muitiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design will be that of the purchaser.



APl Vel | Nunber: 43013517440000

ON-SITE PREDRILL EVALUATION

Utah Division of Oil, Gas and Mining

Operator BERRY PETROLEUM COMPANY
Well Name LC FEE 11-22D-56
APl Number 43013517440000 APD No 6946 Field/Unit LAKE CANYON
Location: 1/4,1/4 SWSW  Sec 22 Tw 5.0S Rng 6.0W 512 FSL 864 FWL
GPSCoord (UTM) 538194 4430766 Surface Owner Art Taylor

Participants

Onsite visit no done, spoke to Art Taylor on the telephone on October 25, 2012, existing pad.

Regional/L ocal Setting & Topography

The LC FEE 11-22D-56 is the third well on an existing pad on which the operator does not plan
any new disturbance. Those previous wells are the LC Tribal 12-22D-56 well is a directional
well to be drilled from the existing pad off the original 13-22-56 oil well. This pad is located in
northeastern Utah, approximately 13.0 miles southwest of Duchesne along US Highway 191,
and immediately east of that highway along the canyon bottom.

Surface Use Plan

Current Surface Use
Existing Well Pad

New Road

Miles Well Pad Src Const Material Surface Formation

Width Length UNTA

Ancillary Facilities N
Existing well pad with two producing oil wells

Waste Management Plan Adequate?

Environmental Parameters

Affected Floodplains and/or Wetlands
Flora/ Fauna

Soil Type and Characteristics

Erosion Issues

Sedimentation | ssues

Site Stability |ssues

Drainage Diverson Required?

Berm Required?

Erosion Sedimentation Control Required?

RECE| VED: Decenmber 12, 2012



APl Wl | Nunber: 43013517440000

Paleo Survey Run? Paleo Potental Observed? Cultural Survey Run? Cultural
Resour ces?

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet)

Distance to Surface Water (feet)

Dist. Nearest Municipal Well (ft)

Distance to Other Wells (feet)

Native Soil Type
Fluid Type
Drill Cuttings
Annual Precipitation (inches)
Affected Populations
Presence Nearby Utility Conduits
Final Score Sensitivity Level

Characteristics / Requirements

Closed loop mud system, drill cuttings shall be stored dry without mud in a bermed area
or the burn pit and mixed to meet DOGM standards upon reclamation.

Closed Loop Mud Required?Y Liner Required? Liner Thickness Pit Underlayment
Required?

Other Observations / Comments

Art Taylor was contacted to attend presites on four new wells that are on existing well pads,
his comments were that he has a landowner agreement and Berry has worked well with him so
he didn't need to go out on any new wells that are on existing pads......

Dennis Ingram 10/29/2012
Evaluator Date/ Time

RECE| VED: Decenmber 12, 2012



APl Wl | Nunber: 43013517440000

Application for Permit to Drill
Statement of Basis
Utah Division of Oil, Gas and Mining

APD No APl WellNo Status Well Type Surf Owner CBM

6946 43013517440000 LOCKED ow P No
Operator BERRY PETROLEUM COMPANY Surface Owner-APD Art Taylor

Well Name LC FEE 11-22D-56 Unit

Field LAKE CANYON Type of Work DRILL

L ocation SWSW 22 5S 6W U 512FSL 864 FWL GPS Coord

(UTM) 538194E 4430766N

Geologic Statement of Basis
Berry proposes to set 700’ of surface casing at this location. The base of the moderately
saline water is estimated to be at 2,500 feet in this area. This location lies on the Uinta
Formation and is located on alluvial valley fill material. The Uinta Formation is not expected
to produce prolific aquifers. Water may be found in alluvium deposited in valley floors. A
search of Division of Water Rights records indicates 3 water wells within a 10,000 foot
radius of the proposed location. The wells are all located over 1 mile from the proposed
location. The wells are listed as producing from depths of 400, 100 and 80 feet and
probably produce from a combination of Uinta Formation and deep valley fill material.
Listed uses are irrigation , stock watering and domestic use. Production casing cement
should be brought up above the base of the moderately saline ground water in order to
isolate it from fresher waters uphole.

Brad Hill 11/15/2012
APD Evaluator Date/ Time

Surface Statement of Basis

Art Taylor was contacted by telephone on October 25, 2012 to attend presites on four new
wells that are on existing well pads. His comments were that he has a landowner agreement
and Berry has been great to work with, so he didn't need to go out on any new wells that
are on existing pads......

The proposed LC Tribal 11-22D-56 well is a directional well to be drilled from the existing
pad of the 13-22-56 oil well. No changes in the size of the pad are planned. Functioning of
the existing pad appears to be adequate. The well will be drilled using a closed loop mud
circulating system. Cuttings will remain on location and partially used to reinforce berms
around facilities. No problems are expected with drilling and operating the proposed well
at this location.

Mr. Arthur Taylor of Duchesne, Utah owns the surface. A surface use agreement has been
executed with him. Mr. Taylor requested that when the wells are no longer in use that the
location not be re-contoured but left flat.

Dennis Ingram 10/29/2012
Onsite Evaluator Date/ Time

Conditions of Approval / Application for Permit to Drill
Category Condition

RECE| VED: Decenmber 12, 2012



APl Wl | Nunber: 43013517440000

Pits A closed loop mud circulation system is required for this location.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface All fluids remain in steel tanks, dry cutting to be3 mixed and reclaimed in burn pit or with berms

and soils on location

RECE| VED: Decenmber 12, 2012



APl Wl | Nunber: 43013517440000

WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED:

10/3/2012

API NO. ASSIGNED:

43013517440000

WELL NAME: LC FEE 11-22D-56
OPERATOR: BERRY PETROLEUM COMPANY (N2480) PHONE NUMBER: 435 722-1325
CONTACT: Kathy K. Fieldsted
PROPOSED LOCATION: SWSW 22 050S 060W Permit Tech Review:
SURFACE: 0512 FSL 0864 FWL Engineering Review:
BOTTOM: 1528 FSL 1774 FWL Geology Review:
COUNTY: DUCHESNE
LATITUDE: 40.02624 LONGITUDE: -110.55239
UTM SURF EASTINGS: 538194.00 NORTHINGS: 4430766.00
FIELD NAME: LAKE CANYON
LEASE TYPE: 4 - Fee
LEASE NUMBER: FEE PROPOSED PRODUCING FORMATION(S): WASATCH

SURFACE OWNER: 4 - Fee COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
PLAT | | rRe49-2-3.

Bond: STATE - RLB0005651 Unit:

[] Potash

|| oil shale 190-5

| | R649-3-2. General

R649-3-3. Exception
Drilling Unit

Board Cause No: R649-3-11

|| oil shale 190-3

| | oil shale 190-13

Water Permit: 43-12400
[] RDCC Review: Effective Date:
Fee Surface Agreement Siting:

Intent to Commingle

Commingling Approved

R649-3-11. Directional Drill

Comments: Presite Completed

Stipulations: 1 - Exception Location - dmason

3 - Commingling - ddoucet

5 - Statement of Basis - bhill

12 - Cement Volume (3) - hmacdonald
15 - Directional - dmason

23 - Spacing - dmason

25 - Surface Casing - hmacdonald

RECE| VED: Decenmber 12, 2012



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAFL R. STYLER
Executive Director

cases
GARY R. HERBERT

Gonernor Division of Oil, Gas and Mining
GREGORY 8. BELL JOHN R. BAZA
Fietdenant Governer Livision Director
Permit To Drill

kkkkkkkkkkkkkkkkkk

Well Name: LC FEE 11-22D-56
APl Well Number: 43013517440000
L ease Number: FEE
Surface Owner: FEE (PRIVATE)
Approval Date: 12/12/2012

| ssued to:
BERRY PETROLEUM COMPANY, 4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT
84066

Authority:

Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of R649-3-11. The expected producing formation or pool is
the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

Exception L ocation:
Appropriate information has been submitted to DOGM and administrative approval
of the requested exception location is hereby granted.

Commingle:

Administrative approval for commingling the production from the Wasatch
formation and the Green River formation in this well is hereby granted.
Appropriate information has been submitted to DOGM in accordance with
R649-3-22. No written objections from owners were received by DOGM.

General:

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division
within 30 days following completion of the well.



This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil, Gas and
Mining (the “Board”). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Cement volume for the 5 1/2" production string shall be determined from actual
hole diameter in order to place cement from the pipe setting depth back to surface
as indicated in the submitted drilling plan.

Surface casing shall be cemented to the surface.

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and
mining before performing any of the following actions during the drilling of this
well:

* Any changes to the approved drilling plan - contact Dustin Doucet

* Significant plug back of the well - contact Dustin Doucet

* Plug and abandonment of the well - contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
* Within 24 hours following the spudding of the well - contact Carol Daniels
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website
at http://oilgas.ogm.utah.gov
* 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
* 24 hours prior to cementing or testing casing - contact Dan Jarvis
* Within 24 hours of making any emergency changes to the approved drilling
program
- contact Dustin Doucet
* 24 hours prior to commencing operations to plug and abandon the well -
contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone
numbers (please leave a voicemail message if the person is not available to take the
call):
* Carol Daniels 801-538-5284 - office
e Dustin Doucet 801-538-5281 - office
801-733-0983 - after office hours



e Dan Jarvis 801-538-5338 - office
801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

* Entity Action Form (Form 6) - due within 5 days of spudding the well

* Monthly Status Report (Form 9) - due by 5th day of the following calendar
month

* Requests to Change Plans (Form 9) - due prior to implementation

* Written Notice of Emergency Changes (Form 9) - due within 5 days

* Notice of Operations Suspension or Resumption (Form 9) - due prior to
implementation

* Report of Water Encountered (Form 7) - due within 30 days after completion

* Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas



Sundry Nunber: 43529 APl Well Nunber: 43013517440000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING FEE '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LC FEE 11-22D-56
2. NAME OF OPERATOR: 9. API NUMBER:
BERRY PETROLEUM COMPANY 43013517440000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066 303 999-4044 Ext | LAKE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0512 FSL 0864 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSW Section: 22 Township: 05.0S Range: 06.0W Meridian: U UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION v’ OTHER OTHER: IConfidentiaI Well

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Berry Petroleum requests to change the status of the LC FEE 11-22D-56 Accepted by the
to a CONFIDENTIAL WELL. Utah Division of
Qil, Gas and Mining
FOR RECORD ONLY
October 21, 2013

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Krista Mecham 435 722-1325 Regulatory Permitting Tech
SIGNATURE DATE

N/A 10/8/2013

RECEI VED: Cct. 08, 2013




Sundry Nunber: 45913 APl Well Nunber: 43013517440000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING FEE '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LC FEE 11-22D-56
2. NAME OF OPERATOR: 9. API NUMBER:
BERRY PETROLEUM COMPANY 43013517440000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066 303 999-4044 Ext | LAKE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0512 FSL 0864 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSW Section: 22 Township: 05.0S Range: 06.0W Meridian: U UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION / APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION D OTHER OTHER: I I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Berry Petroleum here by requests a 1 (one) year extension of the State Approved by the

APD for the above listed well. Utah Division of
0il, Gas and Mining

Date: December 17, 2013

By: \Q‘-\—V

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Krista Mecham 435 722-1325 Regulatory Permitting Tech
SIGNATURE DATE

N/A 12/13/2013

RECEI VED: Dec. 13, 2013




Sundry Nunber: 45913 APl Well Nunber: 43013517440000

UTAH
DNR The Utah Division of Qil, Gas, and Mining
“< - State of Utah

- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OIL, GAS B MINING

Request for Permit Extension Validation Well Number 43013517440000

API: 43013517440000
Well Name: LC FEE 11-22D-56
Location: 0512 FSL 0864 FWL QTR SWSW SEC 22 TWNP 050S RNG 060W MER U
Company Permit Issued to: BERRY PETROLEUM COMPANY
Date Original Permit Issued: 12/12/2012
The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.
*If located on private land, has the ownership changed, if so, has the surface agreement been updated? [:ZI
Yes [® No

e Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? [_J Yes (@ No

e Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? [ _J Yes (B No

e Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? [_! Yes (@' No

* Has the approved source of water for drilling changed? { ) Yes (® No

e Have there been any physical changes to the surface location or access route which will require a change in

plans from what was discussed at the onsite evaluation? [ J Yes (B No
* Is bonding still in place, which covers this proposed well? [® Yes [ No
Signature: Krista Mecham Date: 12/13/2013

Title: Regulatory Permitting Tech Representing: BERRY PETROLEUM COMPANY

RECEI VED: Dec. 13, 2013



Sundry Nunber: 51334 APl Well Nunber: 43013517440000

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING FEE '
Do not use this form for proposals to drill new wells, significantly deepen existing wells below 7 UNIT or CA AGREEMENT NAME-
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | ** or :
FOR PERMIT TO DRILL form for such proposals.
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LC TAYLOR FEE 14-22D-56
2. NAME OF OPERATOR: 9. API NUMBER:
BERRY PETROLEUM COMPANY, LLC 43013517440000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066 303 999-4044 Ext | LAKE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0502 FSL 0876 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSW Section: 22 Township: 05.0S Range: 06.0W Meridian: U UTAH
11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
l:‘ ACIDIZE l:‘ ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
U
SUIZ)BaS!eE?)lfJ\EA’I\‘()TrE%’::)OrnR;etiOn: l:‘ DEEPEN l:‘ FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON |:| PLUG BACK
o SPUD REPORT [ propucTion START OR RESUME L recLamaTiON OF WELL SITE (] RecoMPLETE DIFFERENT FORMATION
Date of Spud:
5/1 9/2 0 1 4 l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE |:| WATER DISPOSAL
U
DR'LLINGRZEE?TDL[E l:‘ WATER SHUTOFF l:‘ SI TA STATUS EXTENSION |:| APD EXTENSION
D WILDCAT WELL DETERMINATION D OTHER OTHER:I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The LC Taylor Fee 14-22D-56 was spud on May 19, 2014 at 11:00 am. Accepted by the

90' of 14" conductor was set. Utah Division of
Qil, Gas and Mining

FOR-RESCQRP ONLY

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Krista Wilson 435 722-1325 Regulatory Permitting Tech
SIGNATURE DATE

N/A 5/20/2014

RECEI VED: May. 20, 2014




Sundry Nunber: 51600 API Well Nunber: 43013517440000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

FORM 9

DIVISION OF OIL, GAS, AND MINING FEE

5.LEASE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LC TAYLOR FEE 14-22D-56
2. NAME OF OPERATOR: 9. API NUMBER:
BERRY PETROLEUM COMPANY, LLC 43013517440000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066 303 999-4044 Ext | LAKE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0502 FSL 0876 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSW Section: 22 Township: 05.0S Range: 06.0W Meridian: U UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: ¥ CHANGE TO PREVIOUS PLANS ] chance Tusine O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION D OTHER OTHER: I I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On May 29, 2014 Helen Sadik-MacDonald gave Berry Peterolum Approved by the
Company, LLC verbal approval to change the surface casing depth of Utah Division of
the LC Taylor Fee 14-22D-56 to 650'. Cement will be adjusted 0"jlf5nae985"d2'611'21'"9

accordingly. No other changes will take place. Date:

By: (\;\b‘/\ ‘L DM‘A??('

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Krista Wilson 435 722-1325 Regulatory Permitting Tech
SIGNATURE DATE

N/A 5/29/2014

RECEI VED: May. 29, 2014



CONFIDENTIAL

May 29, 2014 4% I3 51744

State of Utah OG&M
Carol Daniels
Salt Lake City, Utah

Re: Run surface casing & cement notice.

Linn Energy
RT 2 Box 7735
3846 S Hwy 40
Roosevelt, Utah
(435) 722-1325

Run surface casing to begin at approx. 9:00 pm on Thursday May 29, 2014

Cement Will begin at approx. 12:30 AM on Friday May 30, 2014

State Tribal 14-22D-56
502 FSL, 876 FWL SW/SW

Section 22 TSS R6W

Lease # Fee
API# 43013517440000

If you have any questions or need more information, please call me at
970-373-1484

Sincerely

Randy Hackford
Linn Energy
Drilling supervisor

Thank You



CONFIDENTIAL

Linn Energy
RT 2 Box 7735

m 3846 S Hwy 40
. Roosevelt, Utah

(435) 722-1325

6/ 2/ 2014

State of Utah OG&M
Carol Daniels
Salt Lake City, Utah

Re: Run Production casing & cement notice.

Run Production casing to begin at approx. 9:00 am on Tuesday 6/3/2014
Cement Will begin at approx. 4:0 PM on Tuesday 6/3/2014

Stare-Tribat 1422056 4C T#YL ot FEE 14 33D —s¢,
502 FSL, 876 FWL SW/SW

Section 22 T5S R6W

Lease # Fee
API# 43013517440000

If you have any questions or need more information, please call me at
970-373-1484

Sincerely

Randy Hackford
Linn Energy
Drilling supervisor

Thank You



Sundry Nunber: 52285 API Well Nunber: 43013517440000

FORM 9

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING FEE '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LC TAYLOR FEE 14-22D-56
2. NAME OF OPERATOR: 9. API NUMBER:
BERRY PETROLEUM COMPANY, LLC 43013517440000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066 303 999-4044 Ext | LAKE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0502 FSL 0876 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSW Section: 22 Township: 05.0S Range: 06.0W Meridian: U UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: ¥ CHANGE TO PREVIOUS PLANS ] chance Tusine O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION D OTHER OTHER: I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached summary and procedure to change Approved by the
the frac procure as a result of encourtering water flow on the Utah Division of
LC Taylor Fee 14-22D-56. Hil, Hasane Moy
Date:

By: Q?ﬂg%aiiljﬁjf

Please Review Attached Conditions of Approval

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Krista Wilson 435 722-1325 Regulatory Permitting Tech
SIGNATURE DATE

N/A 6/18/2014

RECEI VED: Jun. 18, 2014




Sundry Nunber: 52285 API Well Nunber: 43013517440000

UTAH

DNR

.-A*....f

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

OIL, GAS & MINING

Sundry Conditions of Approval Well Number 43013517440000

Prior to attempting bullhead, an acceptable rate and pressure must be established so the casing

shoe won't break down and indications are that cement will isolate the zones below the shoe. If

there does not appear to be a good chance for success, the bullhead should not be done. Consult
with DOGM prior to pumping cement.

RECEI VED: Jun. 19, 2014



Sundry Nunber :

52285 API

Vel |

Nunber :

43013517440000

LINN Casing, Liner and Cement report
Energy.
Well Name: LC TAYLOR FEE 14-22D-56 /10 ‘F[aw Production
APIUWI Field Name County [E—— State/Prov Section | Township Range Survey Block
43013517440000 Lake Canyon Duchesne Utah EX 13-22-56
Ground Elevation (ft) KB-Ground Distance (ft) | Initial Sputd Date Rig Release Daie TD Date Latitude (") Longitude (%} Operated?
6,611.00 14.00 5/28/2014 6/4/2014 6/2/2014 40° 1'34.52" N 110° 33'5.94"W| Yes
Directional - Original Hole, 6/17/2014 3:13:11 PM Wellbore
MD Wellbore Name Profile Type Kick Off Depth (itKB) Vertical Section Direction (%)
(s g . Original Hole Directional 104.00
ertical schematic (actual)
Section Des Size (in) Act Top (fiKB} Act Btm (ftKB)
Surface 12 1/4 14.0 6,178.0
B Wellhead
Type
Des Make Model SN WP Top (psi)
Last Mud Check
. JLAURIEA I UAMIUAJ AL [ R 08 12 3 A0 TR 10 4 Deplh Dens Gel (10s) | Gel (10m) YP OR
; 3 b '1“,;‘,_’1‘%;;’; gy He20N0:S Dale Type (fKB) (bfaal) | Vis (siah | oostoom) | oo | Pv OR oP)| abw1oome)
5/28/2014 |Fresh water DAP 0.0 8.60 32 0.667 3.000
Gasing Hanger: 14.4-19.4; 5.00; 5/29/2014 |Fresh waterDAP 702.0 8.80 48 0.833 18.000
51/2;4.892;3-3 5/30/2014 |Water/ DAP 8.85 47 0.733 13.000
Casing Joints; 14.0-104.0; 5/31/2014 |Water DAP T4450]  9.00 53| 0867 74.000
o ORA0:14: 1R T15: 11 6/172014  |Fresh water DAP | 4,544.0|  9.80 40 0727 71.000
6/2/2014 Fresh water DAP 5,991.0 10.10 45 0.870 21.000
Syl iy et o 6/3/2014 |Dap/LSND (Dap | 61.787.| 10.25 47[ 16.000| 20.000
1.3 PPG) 0
w7 Casing
| Float Collar; 641.8-643.3; 1.50; 8 Casing Description Run Date Sat Depth (HKB) Wellbore
5/8; 8.097; 2-3 Production 6/3/2014 18:30 6,148.0| Original Hole
Casing Joints; 643.3-683.5; ;Bntrallzers Scratchers
40.16; B 5/8; 8.097; 2-4
a4 Jis Item Des OD (in} ID (in) Wt (Ibift) Grade Len (ft) Top (ftKB) Btm (f{KB)
g[‘g?;%g‘ffiz‘f? 5-685.0; 1.50; 8 0| Casing Joints 51/2| 4.892 17.00 |N-80 0.00 -5.7 -5.7
aso B 7 [tanding Jt. 51/2| 4.892| 17.00|N-80 20.00 5.7 14.3
1 |Casing Hanger 51/2| 4.892 17.00 [N-80 5.00 14.3 19.3
a0 81 |Casing Joints 51/2| 4.892 17.00 [N-80 3,500.76 19.3 3,520.1
w0 1 |Marker Joint 51/2| 4.892 17.00 |N-80 8.85 3,520.1 3,529.0
63 |Casing Joints 5172 4.892 17.00 |[N-80 2,571.68 3,529.0 6,100.6
101y Casing Joints; 19 3-3,520.1;
30016, 5112, 4,892: 34 1|Float Collar 51/2| 4.892| 17.00[N-80 150| 6,100.6| 6,102.1
25850 1|Casing Joints 51/2] 4.892 17.00 |[N-80 44.36 6,102.1 6,146.5
1 |Float Shoe 51/2| 4.892 17.00 | N-80 1.50 6,146.5 6,148.0
= Cement: Production Casing Cement
Cementing 