
Bill Barrett Corporation

November 19, 2004

RECEIVED

Ms. Diana Whitney
State of Utah DNOFOILGAS&gDivision of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill - Bill Barrett Corporation
Cedar Camp #1-6-16-23, Lot 1, NENE, 647' FNL, 465' FEL
Section 6, Tl6S-R23E, S.L.B.&M., Grand County, Utah
Cedar Camp #1-1-16-22, Lot 1, NENE, 550' FNL, 750' FEL
Section 1, Tl6S-R22E, S.L.B.&M., Grand County, Utah

Dear Ms. Whitney:

Bill Barrett Corporation (BBC) respectfully submits an original and two copies of each of
the Applications forPermit to Drill (APDs) for the above referenced wells.

BBC requests CONFIDENTIAL treatment of all information contained in and pertaining
to this application. Thank you in advance for your timely consideration of this
application. Please feel free to contact me at 303-312-8168 if you have any questions or
need additional information.

Sincerely,

ng
Permit Analyst

Enclosures

1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100

F
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0 STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING AMENDEDREPORT O
ÛÛ$ (highlight changes)

5. MINERALLEASE NO: 6. SURFACE:

APPLICATION FOR PERMIT TO DRILL ML-46113 State

1A. TYPE OF WORK: DRILL REENTER DEEPEN
7. IF INDIAN,ALLOTTEEOR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE
8. UNITor CA AGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:

BILL BARRETT CORPORATION Cedar Camp 1-6-16-23

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT:

1099 18th St, Suite 230(c;Tv Denver STATE CO z, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATIOANC;FWELL(F T47

NL,465' FEL UR/ RN $ o 2 ~7 7 N
AN

6ECTION TOWNSH P REANGE,

AT PROPOSED PRODUCING ZONE; Saffle

14. DISTANCE IN MILESANDDIRECTION FROM NEAREST TOWN OR POST OFFICE; 12. COUNTY: 13 STATE:

Approximately 80 miles south of Roosevelt Grand
UTAH

15, DISTANCETONEAREST PROPERTY OR LEASELINE (FEET) 16. NUMBEROF ACRES IN LEASE: 17. N JMBER OF ACRES ASSIGNEDTO THIS WELL:

647' 2512.17 640

18. DISTANCE TONEAREST WELL (DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

N/A 11,000 LPM 4138148

21. ELEVATIONS(SHOWWHETHER DF, RT, GR. ETC.): 22. APPROXIMATE DATEWORK WILLSTART: 23. ESTIMATED DURATION:

7636' 3/1/2005 70 days

24. PROPOSED CASING AND CEMENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, ANDWEIGHT PER FOOT SETTINGDEPTH CEMENT TYPE. QUANTITY,YlELD, AND SLURRY WEIGHT

12 1/4" 9 5/8" J or K 55 36# 300 Premium Plus Type III 150 sx 1.42 ft3/sk 14.5 ppg

8 3/4" 7" N-80 23# 5,350 Tuned Light Blend G 450 sx 2,54 ft3/sk 10.0 ppg

6 1/4" 4 1/2" HCP-110 11.6# 11,000 HLC gg JS65x 2.54 ft3/sk 12.5 ppg

RECOVED
25. ATTACHMENTS

VERIFY ELFOLLOWINGARERAEPTACHDEDINLIACCO ASNUCEWITHTHREEUNTAHOIL AND GAS CONSER ATIOCNGMENLERM.DRLLL

PLAN

UNOFOIL,GAS&y¡¡ggy

EVIDENCEOF DIVISIONOF WATER RIGHTSAPPROVAL FOR USE OF WATER FORM 5. IF OPERATOR IS PERSON OR COMPANY OTHERTHANTHE LEASE OWNER

NAME(PLEASE PRINT) Tracey Fallang TITLE Permit Analyst

SIGNATURE ,
DATE 11/19/2004

API NUMBERASStGNED: APPROVAL:

(11/2001) (See Instructions on Reverse
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1099 18th St, Suite 230(c;Tv Denver STATE CO z, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATIOANC;FWELL(F T47

NL,465' FEL UR/ RN $ o 2 ~7 7 N
AN

6ECTION TOWNSH P REANGE,

AT PROPOSED PRODUCING ZONE; Saffle

14. DISTANCE IN MILESANDDIRECTION FROM NEAREST TOWN OR POST OFFICE; 12. COUNTY: 13 STATE:

Approximately 80 miles south of Roosevelt Grand
UTAH

15, DISTANCETONEAREST PROPERTY OR LEASELINE (FEET) 16. NUMBEROF ACRES IN LEASE: 17. N JMBER OF ACRES ASSIGNEDTO THIS WELL:

647' 2512.17 640

18. DISTANCE TONEAREST WELL (DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

N/A 11,000 LPM 4138148

21. ELEVATIONS(SHOWWHETHER DF, RT, GR. ETC.): 22. APPROXIMATE DATEWORK WILLSTART: 23. ESTIMATED DURATION:

7636' 3/1/2005 70 days

24. PROPOSED CASING AND CEMENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, ANDWEIGHT PER FOOT SETTINGDEPTH CEMENT TYPE. QUANTITY,YlELD, AND SLURRY WEIGHT

12 1/4" 9 5/8" J or K 55 36# 300 Premium Plus Type III 150 sx 1.42 ft3/sk 14.5 ppg

8 3/4" 7" N-80 23# 5,350 Tuned Light Blend G 450 sx 2,54 ft3/sk 10.0 ppg

6 1/4" 4 1/2" HCP-110 11.6# 11,000 HLC gg JS65x 2.54 ft3/sk 12.5 ppg

RECOVED
25. ATTACHMENTS

VERIFY ELFOLLOWINGARERAEPTACHDEDINLIACCO ASNUCEWITHTHREEUNTAHOIL AND GAS CONSER ATIOCNGMENLERM.DRLLL

PLAN

UNOFOIL,GAS&y¡¡ggy

EVIDENCEOF DIVISIONOF WATER RIGHTSAPPROVAL FOR USE OF WATER FORM 5. IF OPERATOR IS PERSON OR COMPANY OTHERTHANTHE LEASE OWNER

NAME(PLEASE PRINT) Tracey Fallang TITLE Permit Analyst

SIGNATURE ,
DATE 11/19/2004

API NUMBERASStGNED: APPROVAL:

(11/2001) (See Instructions on Reverse



Tí6 S, R23E, S. L.B. &M.
, BILL BARRETT CORPORATION
'i ' Well location, CEDAR CAMP #1-6-16-23, located

2 5. ci) Ti5 i/2S sesys rs w - 2641.95' (Meas.) rr..*) os shown in the NE 1/4 NE 1/4 of Section 6,T16S, R23E, S.L.B.&M. Grond County, Utah.tw a.., e T16S = a.. emt.V ta¢, Fene, as' MM, E-W N

LOT 3 LOT 2 LOT 1 à BASIS OF ELEVATIONLOT 4 Çgggg Çþgg 'f-6-fg-2) 465' in SPDT ELEVATIONLOCATEDAT THE SE CORNER OF SECTION 30,e ' T15S, R22E, S.L.B.&M. TAKEN FROM THE CEDAR CAMP CANYON,Sev. Ungraded Ground = 7636
QUADRANGLE,UTAH, 7.5 MINUTEQUAD. (TOPOGRAPHIC MAP)PUBUSHED BY THE UNITEDSTA1ES DEPARTMENTOF THEINTERIOR,GEOLOGICALSURVEY.SAID ELEVATION1S MARKED ASBEING 7454 FEET.

LOT 5

o

1922 & ms C*
N

o oo o o
LOT6

o O

SCALE

CER LAN
THIS IS TO CERTIFYTHAT 1M WAS FROMRELO NOTES OF ACTUAL MYSUPUNSION AND THAT • $ TO ER R LOT 7 BESTOF MY KNOWLEDGE

NB9°55 E - 508100' (G.L.O.) * '

UnrfAH ENGDIEERING & IaAND SURVEYDIGBASIS OF BEARINGS
86 SOUTH 200 FAST - VßRNAI. UTAH 84078BASISOF BEARINGSIS A G.P.S. OBSERVATION:

(435) 789-1017(AUTONOMOUSNAD 83)LEGEND
$CALE DATE SURVENED DATE DRAWN:LATITUDE= 39°27'01.24" (39.450344) 1" = 1000' 11-5-04 11-8-04= 90 SYMBOL LONGITUDE= 109°24'53.73" (109.414925) PARTY REFERENCES(AUTONOMOUSNAD27) B.B. T.H. K.G- G.L.O. PLAT

= PROPOSED WELLHEAD
I.ATITUDE= 39'27'01.35" (39.450375) WEATHER RLEA = SECTION CORNERS LOCATED. LONGITUDE= 109'24'51.29" (109.414247) COOL BILL BARRETT
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9 9

DRILLING PLAN

BILL BARRETT CORPORATION
Cedar Camp #1-6-16-23

Surface Location: NENE, 647' FNL & 465' FEL, Section 6, Tl6S-R23E, S.L.B.&M.
Grand County, Utah

1-3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and

Gas and Other Minerals

I Famation Butth
Castlegate 4950'

. Mancos 5205'
I Dakota Silt 8615'
I
\ Dakota 8690'

Cedar Mountain 8785'
Morrison 8880'
Entrada 9465'
Navajo 9675'
Wingate 9905'
Chinle 10,225'
TD 11,000'

PROSPECTIVE PAY
The Wingate formation is the primary objective for oil/gas. Dakota, Morrison,
Entrada, and Navajo formations are secondary objectives for oil/gas.

4. Casing Program (Exhibit A attached)

SETTING DEPTH Casing Casing Casing
gize (FRO_lvf). Sze M Grade Thread Condition i

12 ¼" surface 300' 9 5/8" 36# J or K 55 ST&C New '

8 ¾" surface 5,350' 7" 23# N-80 LT&C New

6 ¼" surface 11,000' 4 ½" 11.6# HCP-110 LT&C New

5. Cementing Program (Exhibit B attached)

9 5/8" Surface Casing Approximately 150 sx Premium Plus Type III cement with
additives mixed at 14.5 ppg (yield = 1.42 ft'/sx) circulated

to surface with 100%
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Bill Barrett Corporatíon
Drilling Program
Cedar Camp #1-6-16-23
Grand County, Utah

7" Intermediate Casing Approximately450 sx Tuned Light Blend G cement with
additives mixed at 10.0 ppg (yield = 2.54 ft'/sx). Actual
cement volumes will be based on the open-hole caliper logs
+ 10% excess.

4 ½" Production Casing Approximately 360 sx Halliburton Light Premium cement

with additives mixed at 12.5 ppg (yield = 2.54 ft'/sx).
Actual cement volumes will be based on the open-hole
caliper logs + 10% excess. Top of cement to be determined

, by log and sample evaluation; estimated TOC 5150'.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 300' 4.0 - 8.5 -- Air/Freshwater

300' - 5,350' 4.0 - 8.8 38 -46 12 cc or less Air/CRYSTAL-DRIL/DAP/HC2

5,350' - 11,000' 4.0 - 8.8 38 -46 12 cc or less Air/CRYSTAL-DRIL/DAP/HC2

Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain

"kicks" will be available at wellsite.

7. BOP and Pressure Containment Data (Exhibit C attached)

Depth Intervals BOP Equipment

0 - 300' No pressurecontrol required
300 - 5350' 11", 5000# Ram Type BOP

11", 5000# Annular BOP
5,350' - TD 11", 5,000# Ram Type BOP

11", 5,000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @5,000 psi;
- Ancillary equipment and choke manifold rated at 5,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The State of Utah Division of Oil, Gas and Mining will be notified 24 hours in advance of all

BOP pressuretests.

8. Auxiliary equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling

b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use

d) Mud monitoring will be visually
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Bill Barrett Corporation
Drilling Program
Cedar Camp #1-6-16-23
Grand County, Utah

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;

Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER (all TD to surface).

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 5034 psi* and maximum
anticipated surface pressure equals approximately 2614 psi** (bottom hole pressure minus the

pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Spud: Approximately March 1, 2005
Duration: 35 days drilling time

35 days completion time
12. Water Source

At this time BBC has not determined a water supply source but will submit evidence of such via

sundry prior to beginning drilling operations.

13. Archaeology (Exhibit D attached)

A cultural resource inventory was conducted by Montgomery Archaeological Consultants (MOAC

Report No. 04-301). Cultural clearance was recommended for the well site and access
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O
Well name: Cedar Camp General
operator: Bill Barrett
String type: Surface

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Conapse Collapse: H2S considered? NoMud weight: 8.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 64 °F
Design is based on evacuated pipe. Temperature gradient: 1,40 °F/100ft

Minimumsection length: 300 ft

Design factor 1.00 Cement top: Surface

Ma× anticipated surface
pressure: 98 psi

Internal gradient: 0.22 psilft
Calculated BHP . 164 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1,80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 5,300 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the

O
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Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the

O
Well name: Cedar Camp General
operator: Bill Barrett
String type: Surface

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Conapse Collapse: H2S considered? NoMud weight: 8.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 64 °F
Design is based on evacuated pipe. Temperature gradient: 1,40 °F/100ft

Minimumsection length: 300 ft

Design factor 1.00 Cement top: Surface

Ma× anticipated surface
pressure: 98 psi

Internal gradient: 0.22 psilft
Calculated BHP . 164 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1,80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 5,300 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the

O
Well name: Cedar Camp General
operator: Bill Barrett
String type: Surface

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Conapse Collapse: H2S considered? NoMud weight: 8.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 64 °F
Design is based on evacuated pipe. Temperature gradient: 1,40 °F/100ft

Minimumsection length: 300 ft

Design factor 1.00 Cement top: Surface

Ma× anticipated surface
pressure: 98 psi

Internal gradient: 0.22 psilft
Calculated BHP . 164 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1,80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 5,300 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the

O
Well name: Cedar Camp General
operator: Bill Barrett
String type: Surface

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Conapse Collapse: H2S considered? NoMud weight: 8.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 64 °F
Design is based on evacuated pipe. Temperature gradient: 1,40 °F/100ft

Minimumsection length: 300 ft

Design factor 1.00 Cement top: Surface

Ma× anticipated surface
pressure: 98 psi

Internal gradient: 0.22 psilft
Calculated BHP . 164 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1,80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 5,300 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the

O
Well name: Cedar Camp General
operator: Bill Barrett
String type: Surface

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Conapse Collapse: H2S considered? NoMud weight: 8.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 64 °F
Design is based on evacuated pipe. Temperature gradient: 1,40 °F/100ft

Minimumsection length: 300 ft

Design factor 1.00 Cement top: Surface

Ma× anticipated surface
pressure: 98 psi

Internal gradient: 0.22 psilft
Calculated BHP . 164 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1,80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 5,300 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the

O
Well name: Cedar Camp General
operator: Bill Barrett
String type: Surface

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Conapse Collapse: H2S considered? NoMud weight: 8.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 64 °F
Design is based on evacuated pipe. Temperature gradient: 1,40 °F/100ft

Minimumsection length: 300 ft

Design factor 1.00 Cement top: Surface

Ma× anticipated surface
pressure: 98 psi

Internal gradient: 0.22 psilft
Calculated BHP . 164 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1,80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 5,300 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 262 ft Next setting BHP: 2,616 psi

Fracture mud wt: 10,540 ppg
Fracture depth: 300 ft
Injection pressure 164 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 21.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 132 2020 15.249 164 3520 21,43 9 394 41.73 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 9,2004
by: Bill Barrett Corp FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 300 ft, a mud weight of 8.5 ppg The casing is conaldered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.

Engineering respons/b///ty for use of thisdes/gn will be thatof the



0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the

0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the

0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the

0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the

0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the

0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the

0 0
weliname: Cedar Camp General
operator: Bill Barrett
stringtype: Intermediate

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 9,50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 135 °F

Design is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 300 ft

BILrst
Design factor 1.00 Cement top: Surface

Burst
nticipated surface

pressure: 2,158 psi
internal gradient: 0,22 psi/ft
Calculated BHP 3,335 psi Tension: Non-directional string,

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 11,000 ft
Tension is based on buoyed weight. Next mud weight: 12.000 ppg
Neutral point: 4,586 ft Next setting BHP: 6,857 psi

Fracture mud wt: 12.000 ppg
Fracture depth: ,

5,350 ft
Injection pressure 3,335 psi

Run Segment Nominal End True Vert Measured Drift Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 5350 7 23.00 N-80 LT&C 5350 5350 6.25 247.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 2640 3830 1.451 3335 6340 1.90 105 442 4,19 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: November 12,2004

by: BillBarrett Corp FAX:(303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vehical depth of 5350 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Enginsedng responsibilltyfor use of thisdesign will be thatof the



O O
Weliname; Cedar Camp General
Operator: Bill Barrett
String type: Production

Location: 16S 22 & 23E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
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Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity
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Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips} Factor
1 6857 8650 1.261 6857 10690 1.56 105 279 2.66 J
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HALLIBURTON

.lob Recommendation 9-5/8" Surface Casing

Fluid Instructions
Fluid 1: Water Spacer
Water Spacer w/ Gel Fluid Density: 8.40 lbm/gal

Fluid Volume: 20 bbl

Fluid 2: Primary Cement
Premium Plus - Type III Fluid Weight 14.50 lbm/gal

94 Ibm/sk Premium Plus - Type III (Cement-api) Slurry Yield: 1.42 ft'/sk
3 % Salt (Accelerator) Total Mixing Fluid: 6.93 Gallsk
0.2 % Versaset (Thixotropic Additive) Top of Fluid: 0 ft

Calculated Fill: 300 ft
Volume: 36.59 bbl

Calculated Sacks: 145 sks
Proposed Sacks: 150 sks

Fluid 3: Water Spacer
Displacement Fluid Density: 8.40 lbm/gal

Fluid Volume: 20
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HALLIBURT

Job Recommendation7" intermediate Casing - 10 ppg Tuned Light
Cement

Fluid Instructions
Fluid 1: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbl

Fluid 2: Reactive Spacer
SUPER FLUSH 100 Fluid Density: 11.70 lbm/gal

Fluid Volume: 20 bbl

Fluid 3: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbl

Fluid 4: Primary Cement
Tuned Light Blend G Fluid Weight 10 lbm/gal

0.3 % CFR-3 (Dispersant) Slurry Yield: 2.54 ft'/sk
0.3 % Halad(R)-344 (Low Fluid Loss Control) Total Mixing Fluid: 10.58 Gal/sk
0.3 % «Versaset (Thixotropic Additive) Top of Fluid: 0 ft
0.3 % D-AIR 3000 (Defoamer) Calculated Fill: 5350 ft
0.3 % HR-5 (Retarder) Volume: 199.96 bbl

Calculated Sacks: 442 sks
Proposed Sacks: .450 sks

Fluid 5: Water Spacer
Displacement Fluid Density: 8.40 lbm/gal

Fluid Volume: 209
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HALLIBURTON

Job Recommendation 4-1/2" Production Casing - 12.5 ppg HLC

Fluid Instructions
Fluid 1: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbl

Fluid 2: Reactive Spacer
SUPER FLUSH 100 Fluid Density: 11.70 lbm/gal

Fluid Volume: 20 bbl

Fluid 3: Water Spacer
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0.4 % HR-12 (Retarder) Calculated Fill: 5850 ft
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Proposed Sacks: 360 sks

Fluid 5: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 170
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3. PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch

Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).

6. Kill line (2-inch minimum).
7. Two (2) chokes with one (1) remotely controlled from the rig floor.

8. Two (2) kill line valves, and a check valve (2-inch minimum).

9. Upper and lower kelly cock valves with handles available.

10. Safety valve(s) & subs to fit all drill string connections in use.

11. Inside BOP or float sub available.
12. Pressure gauge on choke manifold.

13. Fill-up line above the uppermost preventer.

B. Pressure Rating: 5,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated

working pressure for a period of ten (10) minutes or until provisions of the test are

met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;

2. Whenever any seal subject to test pressure is broken;

3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure

tested to the approved working pressure of the BOP stack (if isolated from the

surface casing by a test plug) or to 70% of the internal yieldstrength of the surface

casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the

test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initiallyinstalled;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than

once each day. All BOP drills and tests will be recorded in the IADC driller's

log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted

with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled

choke line valve (if so equipped), close all rams plus the annular preventer, and

retain a minimum of 200 psi above precharge on the closing manifold .without the

use of closing unit pumps. The fluid reservoir capacity will be double the usable

fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent

power sources and will maintain a charge equal to the manufacturer's

specifications.

The accumulator precharge pressure test will be conducted prior to connecting the

closing unit to the BOP stack and at least once every six (6) months thereafter.

The accumulator pressure will be corrected if the measured precharge pressure is

found to be above or below the maximum or minimum limits specified in the

Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be

installed on all systems of 2M or greater. A valve will be installed in the closing

line as close as possible to the annular preventer to act as a locking device. This

valve will be maintained in the open position and will be closed only when the

power source for the accumulator is
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fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent

power sources and will maintain a charge equal to the manufacturer's
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls

for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of

opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Informatíon:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2 The choke manifold and BOP extension

rods with hand wheels will be located outside the rig sub-structure. The hydraulic
BOP closing unit will be located at least twenty-five (25) feet from the well head
but readily accessible to the driller. Exact locations and configurations of the
hydraulic BOP closing unit will depend upon the particular rig contracted to drill
this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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INTRODUCTION

A cultural resource inventory was conducted by Montgomery Archaeological

Consultants (MOAC)for twoproposed well pads at Bill Barrett Corporation Cedar Camp

Program in Uintah County, Utah (Figure 1). These well locations are designated #1-1-16-

22 and #1-6-16-23. The survey was implemented at the request of Mr. Duane Zavadil, Bill

Barrett Corporation, Denver, CO. The legal description is Township 16 South, Range 22

East, Section 1; and Township 16 South, Range 23 East, Section 6.

A 10-acre block oriented around a center stake at each location was inventoried

by walking parallel transectsspaced no morethan15 meters apart. In addition,twoaccess

corridors were inventoried to a width of 100 ft (30 m). This resulted in a totalof 24 acres

inventoried, ofwhich23 acres occurs on State Institutional Trust Land Administered land

(SITLA), and one acre of which occurs on private land.

No new or previously recorded archaeological sites or isolated archaeological

artifacts were encountered during the inventory. Based on the findings, a determination

of "no historic properties affected"is recommended for theproject pursuant to Section 106,

CFR 800.

The objectiveof the inventory was to locate, document, and evaluate any cultural

resources withinthe project area in order to comply with Section 106 of 36 CFR 800, the
National Historic Preservation Act of 1966 (as amended). Also, the inventories were
implemented toattain compliancewitha number offederal and state mandates, including

the National Environmental and Policy Act of 1969, the Archaeological and Historic

Conservation Act of 1972, the Archaeological Resources Protection Act of 1979, the

American Indian Religious Freedom Act of 1978, and the Utah State Antiquities Act of1973

(amended 1990).

The fieldwork was performed from November 5-7, 2004 by Doug Drake and Eli

Jones, under the auspices of U.S.D.I. (FLPMA) Permít No. 04-UT-60122, State of Utah

Antiquities Permit (Survey) No. U-04-MQ-1368s,pissued to MOAC, Moab, Utah.

A filesearch for previous culturalresource inventories and archaeological sites was

performed by Marty Thomas of SHPO on May 24, 2004 at the Utah State Division of

History, Salt Lake City. This consultation indicated that several archaeological projects

have been completed in the area.

The Bureau of Land Management recordedarchaeologicalsites in the area in 1967

and 1976. Reports were not found, but site forms were filed for sites 42Un482 (Civish

1967) and 42Un444 (Fike 1976),

ln 1979, the Division of Conservation Archaeology surveyed a gas pipeline in

northwestern Colorado and east-central Utah and documented two sites: 5GF465 and

42Gr876 (Powers and Haecker 1979). In 1980, Western Cultural Resource Management,
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Inc. surveyed pipeline right-of-ways in the Main Canyon district and found 11 new cultural

sites:42Un899 through42Un909 (Hibbetsand Wharton 1980). The report is missingfrom

the SHPO files, and no information is available pertaining to these sites.

In 1981, Powers Elevation surveyed theBeartooth Federal #31-10 welllocation, but

found no cultural resources (Frampton and Tate 1981). That same year, Nickens and

Associates surveyed numerous well locations, again finding no culturalresources (Nickens

1981a, 1981b, 1981c). Also that year, Gordon & Kranzush inventoried a well location for

Coseka Resources and documentated threeprehistoric lithicscatters (42Un989, 42Un990,

and 42Un991) (Knox and Kranzush 1981). Archeological-Environmental Research

Corporation (AERC) that same year evaluated proposed well locations in the Bottom
Canyon-Winter Ridge area, but found no culturalresources (Hauck 1981).

Grand River Consultants surveyed a pipeline in Whetrock Canyon in 1982 and

documented site 42Un1241 (Babcock 1982). Metcalf-ZierArchaeologists, Inc. inventoried

twodrillholes in 1983 and found no culturalresources (Hummer-Peebles and Zier 1983).

They returned to the area in 1984 to inventory 39 drill locations, again finding no cultural

resources (Metcalf 1984). Also in 1984, Grand River Institute inventoried twowell locations

and found no culturalresources (Conner and Wheeler 1984).

In 1984, Utah Divisionof State History conducted surveys of the Salley's Hollowin

the LaSal Mountains and at Willow Flats in the Bookcliffs, finding one prehistoric lithic

scatter (42Gr1923) at the Salley's Hollow locality (Lindsay 1984). Two years later, the

Division returned to the area to survey the WillowFlats Timber Sale No. 2 locality, finding

no culturalresources (Lindsay 1986).

During theyears 1989 to 1991, AERC investigated the Seep Ridge-Bookcliffs-Red

Wash-Hay Canyon-WhetrockCanyon-Interstate 70 Exit 220 Alternate Highway Routes

(Hauck 1992). The culturalresource investigation relocated 34 previously recorded sites

(42Gr331, 42Gr580, 42Gr850, 42Gr851, 42Gr935, 42Gr990, 42Gr991, 42Gr1033,

42Gr1598, 42Gr1681, 42Gr1729-1731, 42Gr1957, 42Gr1958, 42Gr2283, 42Un336/465,

42Un337, 42Un338, 42Un901, 42Un902, 42Un906-908, 42Un1075, 42Un1076, 42Un1077,

42Un1108, 42Un1109, 42Un1110, 42Un1164, 42Un1207, and 42Un1241) and documented

43 new sites (42Gr2293-2305, 42Gr2308, 42Gr2423-2429,42Un1777-1786, 42Un1788-

1794, and 42Un1885-1889). Site types include rock art panels, campsites, rock shelter

occupations, Iithicscatters, and combinationrock art-rock art shelter sites.

Metcalf Archaeological Consultants (MAC)inventoried proposed pipeline routes in

1994, but found no cultural resources (Metcalf and Pool 1994). SITLA personnel

inventoried the Cedar Camp Timber Sale in 1996, finding no cultural resources (Springer

and Wintch 1996). LaPlata Archaeological Consultants surveyed the Celsius Energy

pipeline in 1998, finding no culturalresources (Fuller 1998).

In2002, NorthPlatte Archaeological Services (NPAS) inventoried theWestern Geco

Horse Point 3D Seismic Grid and relocated three previously recorded rock art sites

(42Gr580, 42Gr2423, and 42Gr1241) and documented one new prehistoric/protohistoric
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rock art site (42Gr3145) (Frizell et al. 2002). That same year, SITLApersonnel surveyed

the Meadow Creek Timber Sale, finding no cultural resources (Shaver and Wintch 2002).

In2003, MACinventoried theCarbon Energy WolfPoint Compressor Station, finding

no cultural resources (Metcalf and Scott 2003). That same year, MAC inventoried the

proposed Winter Ridge pipeline, and relocated site 42Gr2425 and documented site

42Un3235 (Lee and O'Brien 2003). Also in 2003, NPAS surveyed theTrace Energy Moon

Bend 3-D Seismic Grid,Phase I (Frizellet al. 2003a). During the inventory, twoprehistoric

sites (42Gr3319 and 42Gr3321), one historic site (42Gr3320) and one multi-component

historic ranch/prehistoric petroglyph panel (42Gr3318/42Un3242) were documented.

Within the same month, NPAS inventoried Phase 2 of the Trace Energy Moon Bend 3D

Seismic Grid, finding one previouslyrecorded site (42Gr3217) and documenting seven new

sites (42Gr3322, 42Gr3323,42Gr3324, 42Gr3325, 42Gr3326, 42Gr3327, and 42Un3243)

(Frizell et al. 2003b).

PROJECT AREA

The project is situated on Cedar Camp ridge, near Fence Canyon and Meadow

Creek in Grand County, Utah. Proposed well location #1-6-16-23 is located in NE/NE of

Township 16 South, Range 23 East, Section 6; and it has an approximately 800 ft long

access corridor. Proposed well location #1-1-16-22 is located in the NE/NE of Township

16 South, Range 22 East, Section 1; and it has an approximately 1000 ft long access

corridor.

The project area lies within the Bookcliffs-Roan Plateau physiographic unit,

characterized by a system of linear cliffs (Stokes 1986:231). Geology of the area is

comprised of Tertiary age deposits (65 to 2 millionyears ago), including the Flagstaff and

Green River Formations. The Flagstaff Formation represents deposits from Lake Flagstaff,

that disappeared during the middle Eocene. The Green River Formation consists of

claystone, sandstone, and carbonate beds deposited during deep water tomarginalalluvial

conditions, and is known for its oil shale content (Stokes 1986). Elevation ranges from

7200 to 7600 feet a.s.l.

Vegetation communities include Desert Shrub and Low Sagebrush along with a

Pinyon/Juniper Woodland. Modern disturbances to the landscape include oil/gas

development, roads and livestock grazing.
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SURVEY METHODOLOGY

An intensive pedestrian survey was completed for thisproject which is considered
100% coverage. The survey was performed by Doug Drake (Project Archaeologist) and
Eli Jones. At the proposed well locations, a 10 acre square was oriented on the well pad
center stake. The interior of the well location was examined for cultural resources by the
archaeologist walking parallel transects spaced 20 m apart. In addition, two access
corridors were inventoried to a width of 100 ft (30 m). Ground visibilitywas considered
good. In all, 24 acres were inventoried, of which 23 acres occurs on State Institutional

Trust Land Administered land (S1TLA),and one acre of whichoccurs on private land.

RESULTS AND RECOMMENDATIONS

The inventory of BillBarrett Corporation's two proposed well locations #1-1-16-22

and #1-6-16-23 resulted in no cultural materials. On the basis of this finding, a
determination of"no historic properties affected"is recommended for the project pursuant

to Section 106, CFR 800.
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NOTE:

ITopsoil should not be SM. 0+00Stripped Below Finished
Grade on Substructure Area• * NO?E

F/LL QUAN7/TY INCLUDES
APPROXIMATEYARDAGES 5% FOR COMPAC710N

CUT EXCESS MATERIAL - 2,840 Cu. Yds.

(6") Topsoil Stripping - 1,670 Cu. Yds. TCPsoil & Pit Backfill = 2,840 Cu. Yds,
(1/2 Pit Vol.)

Rernaining Location = 10,760 Cu. Yds.
EXCESSUNBALANCE = 0 Cu.Yds.

TOTALCUT = 12, 430 CU.YDS. (After Rehabilitation)

FlLL = 9, 590 CU.YDS· UINTAH ENGINEERING & LAND SURVEYING
Bd So. 200 Æbst * Versmi. Wah 84078 * (436)
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WORKSHEET

003 XýPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/23/2004 API NO. ASSIGNED: 43-019-31416

WELL NAME: CEDAR CAMP 1-6-16-23

OPERATOR: BILL BARRETT CORP ( N2165 )

CONTACT: TRACEY FALLANG PHONE NUMBER: 303-312-8168

PROPOSED LOCATION:

NENE 06 160s 230E INSPECT LOCATN BY: / /

SURFACE: 0647 FNL 0465 FEL Tech Review Initials Date
BOTTOM: 0647 FNL 0465 FEL

GRAND Engineering

UNDESIGNATED ( 2 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML-46113

SURFACE OWNER: 3 - State
LATITUDE: 39.45028

PROPOSED FORMATION: WINGT

COALBED METHANE WELL? NO LONGITUDE: -109.4142

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] Ind[] Sta[] Fee[]
Unit

(No .

Potash (Y/N) / R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception

No.
Drilling Unit

RDCC Review (Y/N)
(Date: ) Board Cause No:

Eff Date:
Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: 2.,6 V9

STIPULATIONS: qq \
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O O
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: Bill Barrett Corporation
WELL NAME & NUMBER: Cedar Camp 1-6-16-23
API NUMBER: 43-019-31416
LOCATION: 1/4 1/4 NE/NE See: 6 TWP: 16 S RNG: 23 E 647 FNL 465 FEL

Geologv/Ground Water:

Bill Barrett Corp. proposes to set 300' of surface casing at this location. The base of the moderately saline
water is at approximately 3,600 feet in this area. This location lies on the Green River Formation. The
proposed location is in a recharge area for the aquifers of the upper Green River formation and fresh water can
be expected to be found in the upper Green River. A search of Division of Water Rights records indicates 1
water well and 5 surface filings within a 10,000 foot radius of the center of Section 16. The listed water well is
less than ¼ mile from the proposed well. The water well application indicates that the well is 100-550' deep. It
is recommended that at least 750' of surface casing be set due to the close proximity to springs, deep canyons
and the existing water well.

Reviewer: Brad Hill Date: 12-08-2004
Surface:

The Roosevelt Field Office did a presite investigation of the surface area to take input and address issues
regarding the drilling of this well. Ed Bonner with SITLA and Floyd Bartlett with UDWR were both invited to
participate in onsite meeting on December 2, 2004. Notification was given to those parties by email, fax and
telephone. Floyd Bartlett could not attend but did provide a seed mixture for reclamation and comments by fax
regarding these wells for the Division of Wildlife Resources. The UDWR didn't want to impose any drilling
restrictions on this area but did request that Barrett not drill during the months of May and June because of sage
grouse potential; furthermore, Bartlett explained this area is critical high use calving and fawning for elk and
mule deer. This well does appear staked as a legal location and fall within the window of tolerance on spacing
regulations. Location corner number #8 was shown on cut and fill sheet to need rounding because of an existing
shallow drainage. The field visit shows Barrett needs to round that corner according to the staking and plat to
stay out of the that drainage. A synthetic liner and pad should be utilized in the reserve pit because of
underlying shale and fractured rock; plus the region has a limited supply of water. The operator should
construct diversions or berms along the western portion of location or adjacent lands to catch any spills that
might go north into nearby drainages.

Reviewer: Dennis L. Ingram Date: December 8, 2004

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve
pit.
2. The operator shall construct diversions or berms along the western portion of location or adjacent lands to
catch any spills that might go north into nearby
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9 6
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: Bill Barrett Corporation
WELL NAME & NUMBER: Cedar Camp 1-6-16-23
API NUMBER: 43-019-31416
LOCATION: 1/4,1/4 NE/NE Sec:_6__TWP: 16 S RNG: 23 E 647 FNL 465 FEL

Geology/Ground Water:

Bill Barrett Corp. proposes to set 500' of surface casing at this location. The base of the moderately saline
water is at approximately 3,600 feet in this area. This location lies on the Green River Formation. The
proposed location is in a recharge area for the aquifers of the upper Green River formation and fresh water can
be expected to be found in the upper Green River. A search of Division of Water Rights records indicates 1
water well and 5 surface filings within a 10,000 foot radius of the center of Section 16. The listed water well is
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O
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: Bill Barrett Corporation
WELL NAME & NUMBER: Cedar Camp #1-6-16-23
API NUMBER: 43-019-31416

LEASE: ML-46113 FIELD/UNIT: Undesignated
LOCATION: 1/4,1/4 NE NE Sec:_6_ TWP: 16S RNG: 23E 647 FNL 465 FEL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920F ANOTHER WELL.
GPS COORD (UTM): X =0636446 E; Y =4367745 N SURFACE OWNER: SITLA

PARTICIPANTS
Dennis L. Ingram(DOGM) Fred Goodrich (Bill Barrett Corp) Doug Weaver

(Mike Brady Construction)

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed approximately 55 miles +/- miles south of Ouray down Seep
Ridge Road then 8.9 +/- miles west along the Book Cliffs Divide road to
Winter Ridge, then north 2.4 miles +/- miles to location. This well
stakes up near the head of Fence Canyon and has fingers of that drainage
on both sides (east and west). The Meadow Creek Drainage and spring is
located .5 miles southwest of location and runs for miles into Willow
Creek. There is an old air strip 1.0 miles southeast of location and
across the Fence Canyon Drainage. Other landmarks in this local are the
old Three Pines found 2.5 miles south of location and Ha Can on thatY Y
provides access to Interstate 70.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife, grazing, recreational and hunting.

PROPOSED SURFACE DISTURBANCE: Proposed 0.2 +/- miles upgrade on
existing road and 750 feet of new access road, plus location measuring
350'x 162' and additional land use for temporary reserve pit and soil
stockpile storage outside of the described area.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: None Shown

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Pipeline proposed along
west and north side of access road to Winter Ridge and tied into
existing pipeline. All production equipment shall remain on location
within the boundaries of permitted location.

SOURCE OF CONSTRUCTION MATERIAL: Native cut and fill or borrowed.

ANCILLARY FACILITIES: None Requested, however, a man camp will be
required to drill said well and should remain on location surface or be
otherwise requested if on SITLA ground.

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OR CONCERNS?
(EXPLAIN): NATURALISTS OR WILDLIFE MANAGERS MIGHT RAVE CONCERNS

OVER LAND USUSAGE IF PROJECT IS SUCCESSFUL AND
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WASTE MANAGEMENT PLAN:

Submitted to the Division with Application to Drill

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: No

FLORA/FAURA: Mostly Pinion Juniper habitat with a portion of the surface
in open sagebrush; Concerns on sage grouse if drilled in late spring and
summer, and/or calving grounds for mule deer and elk, wildlife in area
considered very diverse.

SOIL TYPE AND CKARACTERISTICS: six to eight inches of snow cover,
probably reddish/brown fine grained sandy loam with some clays present

SURFACE FORMATION & CHARACTERISTICS: Green River underlying shale and
sandstone

EROSIGN/SEDIMENTATION/STABILITY: minor erosion, some sedimentation, no
stability problems anticipate.

PALEONTOLOGICAL POTENTIAL: None observed during onsite

RESERVE PIT

CHARACTERISTICS: Proposed on east side of location in cut and downwind
of prevailing winds, measuring 80'x 120'x 10' deep.

LINER REQUIREMENTS (Site Ranking Form attached): 25 points

SURFACE RESTORATION/RECLAMATION PLAN

According to SITLA stipulations or recontour, reshape and reseeded with
seed mixture provided by Vernal UDWR Office.

SURFACE AGREEMENT: Yes

CULTURAL RESOURCES/ARCHAEOLOGY: Operator was told during onsite an arch
survey is required on state lands and copies of that report need forwarded to
DOGM and SITLA.

OTHER OBSERVATIONS/COMMENTS

Old wooden corral on south side of existing two-track road where new
access road turns off north, existing drainage to north across open
meadow at location corner #8, the bulk of surface disturbance is in old
growth P/J habitat with large species of both, 100 % snow cover during
onsite
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Evaluation Ranking Criteria and Ranking s -e

For Reserve and Onsite Pit Liner Requirements

site-specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or rechar e area 20 0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 O

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<SOO 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
Hi h ermeabilit 20 209 P Y

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 25 (Level I Sensitivity)

Sensitivitv Level I = 20 or more. total containment is required. consider criteria for excluding pit use.
Sensitivity Izvel11- 15-19; lining is discretionary.
Sensitivity I.evel III = below 15; no specific lining is
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Sensitivity Izvel11- 15-19; lining is discretionary.
Sensitivity I.evel III = below 15; no specific lining is
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 1 of 4

State Online ŠrvlÄs Agency Ust Business. ah. ov Search Utah.gov

WRPLAT Program Output Listing

Version: 2004.11.16.00 Rundate: 12/09/2004 08:51 AM

Radius search of 10000 feet from a point S647 W465 from the NW corner, section 06, Township 16S, Range 23E, SL b&m
Criteria:wrtypes=W,C,E podtypes=S,U,Sp status=U,A,P usetypes=all
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 3 of 4

Water Rights

WR Diversion Well Status Priority Uses CFS ACFT Owner NameNumber Type/Location Log
49-1223 Surface A 19820927 S 0.015 0.000 BURT DELAMBERT

S550 E2290 W4 06 16S BOX 60723E SL
BURT AND CHRISTINE49-2190 Underground U 20041202 O 0.000 20.000 DELAMBERT

S1050 E3150 NW 06 P. O. BOX 60716S 23E SL
VERNAL DISTRICT USA BUREAU49-379 Surface A 19801205 OS 0.015 0.000 OF LAND MANAGEMENT

N500 W1400 E4 34 170 SOUTH 500 EAST15S22E SL
VERNAL DISTRICT USA BUREAU49-380 Surface P 19801205 OS 0.015 0.000 OF LAND MANAGEMENT

S1000 E10 N4 34 15S 170 SOUTH 500 EAST22E SL
USA BUREAU OF LAND49-515 Surface P 1861 OS 0.015 0.000 MANAGEMENT

N300 E500 W4 35 15S 2370 SOUTH 2300 WEST22E SL
USA BUREAU OF LAND49-516 Surface P 1861 OS 0.015 0.000 MANAGEMENT

S200 W1000 N4 35 2370 SOUTH 2300 WEST15S 22E SL
USA BUREAU OF LAND49-517 Surface P 1861 OS 0.000 1.000 MANAGEMENT

N1200 E400 S4 33 15S 2370 SOUTH 2300 WEST22E SL
49-976 Surface A 19811007 S 0.015 0.000 BURT DELAMBERT
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N2100 E2250 SW 06 BOX 60716S 23E SL
t Surface U 20040607 O 0.015 8.400 BURT & CHRISTINE DELAMBERT

S550 E2290 W4 06 16S BOX 60723E SL

Natural Resources IContact | Disclaimer | Privacy Policy | Accessibility Policy
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From: Ed Bonner
To: Whitney, Diana
Date: 12/30/2004 8:44:43 AM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

BillBarrett Corporation
Peters Point State 6-2D-13-16
Cedar Camp 1-1-16-22
Cedar Camp 1-6-16-23

If you have any questions regarding thismatter please give me a call.

CC: Garrison, LaVonne; Hill,Brad; Hunt,
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STATEOF UTAH CONFIDENTIAL Fone e
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS ANDMINING 5. LEASEDESIGNATIONANDSERMLNUMBER

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS e vos orracawwm

rin r.c .W fria fr.=PUN propohal6 tó @ill new .Wills, signshrendy ¢µpgri nasbng walla bene currert bellerr hela depth, reantar pli.49cinwalir.. of fr>
drM heti20Wlai laistalà. Use APPUÇATION FOR PERMIT TO DRitt fortri for auch proixelia.

1 TrP CF WELL 6. WELLRAMEwn! NUMBEROILWELL GAS WELL OTHER Cedar Camp #1-6-16-23

BILL BARRETT CORPORATION Pending
1 ADDRESSOF OPERATOR:

, PHONENUMBER; 10.. FIELDANDPOOL, OR WILDCA.T.

1099 18TH St Ste230 Denver , CO , .80202 (303) 312-8168 Cedar CamplWingate
4 l.OCATION OF WEL

FØœAGESAT DUMACE Lot 1, 647 FNL,465' FEL coustv Carbon

OTR'OTR. SECT1CN TOWNSHIP.RANGE,MER1Dart NENE 6 16S 23E stor
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA
TYPEOF SUBMISSION TYPE OF ACTION

MO DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTERT

isamu 16 9414800) C FRACTURETREAT SIDETRACKTO REPAR WELL

ApprownMa data work di st- O -o see O NEWCONSTRUCTION TEMPORARILY ABANDON

1/25/2005 ermuse to rneviave - O o-oa c- os,ss assa,«

TW PLUGAND ABANDON VEMT OR FLARE

O SUBGEQUIENT REPORT CHANOSWELLNAME PLUGBACK OISPOW
(Sutirnit OriginalFormOnly)

Doe of work emnpleren.

O co-- oovenmeo-nous O RECLAMATIONOFWELLSITE

O co-> weu we O RECOMPLETE- DIFFERENT FORPMTION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Cleerly show all pertinent details including dates. depths, volutnes, etc.

BBCWOULD LIKE TO SUBMIT THE REVISEDCASING,CEMËNTINGAND MUD PROGRAM AS NOTEDBELOW.
DISCUSSIONS REGARDINGTHESE PROPOSED CHANGESHAVEOCCURREDWITHCLINTDWORKSHAK.
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DRILLING PLAN

BILL BARRETT CORPORATION
Cedar Camp #1-6-16-23

SurfaceLocation: NENE, 64T FNL & 465' FEL, Section 6, Tl6S-R23E, S.L.B.&M.
GrandCounty, Utah

l-3. Estimated Tous of Geological Markers and Formations Exnected to Contain Water.Oil and
Gas.andOther Minerais

Formation Depth
Castlegate 4950'
Mancos 5205'
DakotaSilt 8615'
Dakota 8690'
Cedar Mountain 8785'
Morrison 8880'
Entrada 9465'
Navalo 9675'
Wingate 9905'
Chinie 10,225'
TD I I,000'

PROSPECTIVE PAY
The Wingate formationis the primaryobjective for oil/gas. Dakota,Morrison,
Entrada,andNavajo formations are secondaryobjectives for oil/gas.

4. Casips Pretram mvhibitA attached)

gpjg SETTING DEPTH Casing Qgggg Casing
Em Œûl Eize Relaht Gmit IILrsad Landitina
12¼" surface 1,100' 9 5/8" 36# J or K 55 , ST&C New
7 7/8" surthee 11,000' S ½" 17# HCP-Il0 LT&C New

5. (Exhibit B attached)

9 5/8" SurihceCasing Approximately 500 sx Premium Plus Type III cement with
additivesmixedat 14.5 ppg (yield - 1 42 ft'Isk) circulated
to surfacewith 100%
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Cementina Promram(cont.)

5 ½" Production Casing Leadwith approximately 770 sx HaHiburtonLight Premium
cementwithadditivesmixedat 12.5 ppg (yield - 2.54
fŸlsx) and tail with approximately 50/50 Po2 Premium
cementwith additivesmixed at 13.5 ppg (yield = 1.47
IŸ/sx). Actualcementvolumes will be based on the open-
hole caliper logs + 10% excen Top of cement to be
determined by log and sampleevaluation; estimated TOC
1,000

6. Mud Program

Interval Wehrht Viscosity Fluid Loss Remarks
(API filtrate)

0 -60' 4.0 -- 8.4 28 - Air/Freshwater
60'- 1,100' 8.4 -9.0 28 - 34 - Freshwater spudmud
1,100' - 11,000' 8.8 - 9.2 38 - 48 15 cc or less DAP Polymer Mud
Note: Sufficientmudmaterialsto maintain mudproperties, contml lost circulationand to contain
"kicks"will be available at wellsite. If deviationproblemsand increasedtorqueand drag occur, may
add #2 diesel oil with BNVIRO-TORQ/ EZ-GLIDEfor reduction und increasedROP.

7. EDF_angitessure Contaisolent Data (Exhibit C attached)

EliRilllatSKIBIE GREGHIBIBat
0 - 1,100' No pressurecontrolrequired
1,100- TD 11",5000#Ram Type BOP

I 1", 5000# Annular BOP
- DriHingspool to accommodatechoke and kill lines;
- AnciRaryand choke manifoldto be rated @5,000psi;
• Ancillaryequipment and chokemanifoldratedat 5,000#, All BOP and BOPE tests will be in

accordance with the requirementsof onshore QrderNo. 2;
- TheStateof Utah Divisionof Oil, Gas and Mining will be notified24 hours in advance of all

BOP gressuretests.

8. AuxiHaryequipment

a) Upperkellycock; lowerKellycock willbe installedwhiledrilling
b) Inside BOP or stab-in valve (availableon rig floor)
c) Safetyvalve(s)and subs to fit all stringconnectionsin use
d) Mud monitoringwill be visually observed
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9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.

Page

O O
BillBarrettCorporation
Drilling Program(rev 1/19/05)
CedatCamp#1-6-16-23
Grand County,Utah

9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.

Page

O O
BillBarrettCorporation
Drilling Program(rev 1/19/05)
CedatCamp#1-6-16-23
Grand County,Utah

9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.

Page

O O
BillBarrettCorporation
Drilling Program(rev 1/19/05)
CedatCamp#1-6-16-23
Grand County,Utah

9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.

Page

O O
BillBarrettCorporation
Drilling Program(rev 1/19/05)
CedatCamp#1-6-16-23
Grand County,Utah

9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.

Page

O O
BillBarrettCorporation
Drilling Program(rev 1/19/05)
CedatCamp#1-6-16-23
Grand County,Utah

9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.

Page

O O
BillBarrettCorporation
Drilling Program(rev 1/19/05)
CedatCamp#1-6-16-23
Grand County,Utah

9. Totina. Lagaina and Core Programs

Cores None anticipated;
Testing None anticipated;drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surince casing to TD. Preservesamples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Loging DIL-GR-SP,FDC-CNL-GR-CALIPER(all TD to surface).

10. Antielaated Abnortnal Pressures or Temneratures

No abnormalpressuresor temperaturesor otherhazardsare anticipated.

Maximum anticipated bottom hole pressureequals approximately 5262 psi* and maximum
anticipated surface pressure equals approximately 2842psi** (bottomhole pressure minus the
pressureof a partiany evacuated hole calculated at 0.22 psilfoot).

*MaxMud Wt x 0.052 x TD - A (bottomhole pressure)
**Maximantsurfacepressure= A - (0.22x TD)

ll. Driinng Schedula

Spud: ApproximatelyJanuary 25, 2005
Duration: 35 daysdrilling time

35 days completion time
12. Water source

At this timeBBC has not determineda water supplysource but will submit evidence of such via
sundryprior to beginningdrillingoperations.

13. Archaeoloav (Exhibit D attached)

A culturalresource inventorywas conducted byMontgomeryArchaeological Consultants(MOAC
Report No. 04-301). Cultural clearance was recommended for the well site and access road.
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was name Codar Camp General
ower SIN Barreg
stringwe Surface

1.ocation: 10S22&73E

Design parainstam: Minimutn degian factoft: Envkonenent:
Caitause Colianse: H28 considered? No
Mudweigte 8.50 ppg Design incier 1 125 Surface temperature: 60 00 *F

Bonomnoletemperature 76 *F
Design is based an evacuated pipe. Temperature gradient 1.40 "F/100ft

Mînimumsection lengtti 300 ft

Sumt
Designfactor 1.00 Coment top Surface

Humt
Max anticipatedaurismo

pressure: 444 poi
internal gradient 0.22 peifft
Calculaind BHP 600 psi Tension: Nandirectional string,

a RoundSTC; 1 80 (J)
8 RoundLTC: 1.80 (4)

No backup mudspeciOed. Suttrata: 180 (J)
Premium: 1 so (J)
Bodyviekt: 1 80 (B) Re subsequent strings:

Next sellingdepth: 11,000 ft
Terisionis based on buoyedweight. Nextmudweight: 12.000 ppg
Nooiraipoint: 962 ft NextsettingBHP; 6,857 poi

Efecturemudat 12.000 ppg
Fracture depik 1,100 it
snionsonpressure sesnos

A Begment Nominal End Tme Vert Measured Drth laternet
Ge4 Length Slas Wolght Grade Finish Depth Depth Obameter Capacky

(R) (in) (ibutig (R) (R) (in) (if)
i 1100 9 625 36 00 J-55 ST&C 1100 1100 8.796 78 3
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Seq Load Simagik Design Load Simnith Dietgn Load Strength Design

(pel) (ps4 Factor (pag (pe4 Pactor (Kips) (Mtps) Factor
1 406 2020 4.160 596 3520 5.13 35 394 1135 J

PropelegDeininicSpencer Phone: (303) 3124143 Oste: Janusy 17 2005
by M Barett Corporaßen FAX:(303)312-8195 Denver.Colatado

Remets.
Calapse a immed ena WWituddepthof 1400H, a mud weigts of 8,5 ppg The casing is zonalderedto be evacuated int collapen purposes
comepseairengihis ammeenem Westonic Dmdap & Mender rramihedof bianist ennection ior lession.

Burst stronglhis AUÊ Milpd $$fAE $00
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wonnuns: Codar Carnp General
operator Bill Barrett
Stnno type: Production

Location: 108 22 4 W

Design parameters: Minimum design factors. Environment:
Collanee Collanse: H28 oorisidered? No
Mud weight 12.00 ppg Designfactor 1125 Surface temperatum: 60 00 Y

Bottom hele temperature 214 Y
Design is based on ova¢Maled pipe Temperature gradient 1.40 *‡/10011

Minimumsectionlength; 1.500 ft

Rumu
Designfector 100 Coment iop: 1.000 ft

Eumt
Max anticipa10d surface

pressure: 4,437 pad
irriemal grad-t 0,22 peWR
CalculatedBMP 6.857 poi Innainn: Non-diraonenalsuing.

8 Round STC: 1.80 (J)
8 Round LTC: 080 (J)

No backupmudspeClied Buttmas: 1.80 (J)
Premium 1.80 (J)
Bodyyield; too (B)

Tensionîs based on buoyed weight
Neutralpoint 8,908 ft

Run Segment Nominal End Yme Von Meggured Drift inismal
Saq Longib Site Weight Grade Finish Depth Depth Diameter Capacity

(it) (in} (lbed@ (ft) (ft) (in) (fP}
1 11000 5.5 17.00 BCP-110 LTac 11000 11000 4.767 379.1

Run Cadapse Collapse cosepse Burst Burat Burst Tension Tension Tension
Seq Lead Strength Design Load Strength Design Load Strength Design

(pol) (pst) Factor (pel) (pst) Factor (Kips) (Kips) Factor
i 6857 8580 1.251 6857 10840 155 153 446 2.91 J

Papared DominioSpencer Phone: (303)312-8143 Dale Jarruary 17,2006
by: 8111Banett Corporation FAX:(303)312-8195 Denver,Colorado

Remarks.
Collapm is based una vanic-I dp¡Mhof 11000 R, a mal weightof 12 ppg The easing a considered 10 00 ovacuatedfor onlispee purpoons
Collapse skongth is beesd on OmWestcou. Dunlap&Kemier mestodofblaxial correcilanturtension.

Bursi strenges is not adjusind for tension,

EngheedagtapponsibWly10P utt ofWs desigra mWbe that of the
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Minimumsectionlength; 1.500 ft

Rumu
Designfector 100 Coment iop: 1.000 ft

Eumt
Max anticipa10d surface

pressure: 4,437 pad
irriemal grad-t 0,22 peWR
CalculatedBMP 6.857 poi Innainn: Non-diraonenalsuing.

8 Round STC: 1.80 (J)
8 Round LTC: 080 (J)

No backupmudspeClied Buttmas: 1.80 (J)
Premium 1.80 (J)
Bodyyield; too (B)

Tensionîs based on buoyed weight
Neutralpoint 8,908 ft

Run Segment Nominal End Yme Von Meggured Drift inismal
Saq Longib Site Weight Grade Finish Depth Depth Diameter Capacity

(it) (in} (lbed@ (ft) (ft) (in) (fP}
1 11000 5.5 17.00 BCP-110 LTac 11000 11000 4.767 379.1

Run Cadapse Collapse cosepse Burst Burat Burst Tension Tension Tension
Seq Lead Strength Design Load Strength Design Load Strength Design

(pol) (pst) Factor (pel) (pst) Factor (Kips) (Kips) Factor
i 6857 8580 1.251 6857 10840 155 153 446 2.91 J

Papared DominioSpencer Phone: (303)312-8143 Dale Jarruary 17,2006
by: 8111Banett Corporation FAX:(303)312-8195 Denver,Colorado

Remarks.
Collapm is based una vanic-I dp¡Mhof 11000 R, a mal weightof 12 ppg The easing a considered 10 00 ovacuatedfor onlispee purpoons
Collapse skongth is beesd on OmWestcou. Dunlap&Kemier mestodofblaxial correcilanturtension.

Bursi strenges is not adjusind for tension,

EngheedagtapponsibWly10P utt ofWs desigra mWbe that of the
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HALLIBURTON

Job Recommendation 9-5/8" Surface Casing

I Ì\\id InstrllcliORS
Fluid 1: Water Spacer
Water Spacer w/ Gel Fluid Density: 8.40 lbm/gal

Fluid Volume; 20 bb]

Fluid 2: Primary Cement
Premium Plus - Type Ill Fluid Weight 14.50 lbm/gal

94 Ibm/sk Premium Plus - Type III (Cement-api) Slurry Yield: L42 ft'/sk
3 % Salt (Accelerator) Total Mixing Fluid: 6.93 Gal/sk
0.2 % Versaset (Thixotropic Additive) Top of Fluid: 0 ft

Calculated Fill: I 100 ft
Volume: 125.81 bbl

Calculated Sacks: 498.50 sks
Proposed Sacks: 500 sks

Fluid 3: Water Spacer
Displacement Fluid Density: 8.40 lbm/gal

Fluid Volume: 81.90 bbi

Job Procedure 9-5/8" Surface Casing

Detailed Pumping Schedule
Fluid # F1 WaidÑatue Surface Estimated Döwnhole

Tge Density Avg Rate Volurne
Ibnügal .hbVmin

i Spacer Water Spacerw/ Gel 8.4 4.0 20 bbi
2 Cement SurfaceCement 14.5 4.0 500 sks

Spacer Displacement 8,4 4.0 81.90
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MAA.LJOURTON

Job Recommenda#on5-1/2" Production Casing - 12 ppg Tuned Light
Cement w/13.5 ppg Teil

Fluid Instructions
Fluid 1: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbl

Fluid 2: Reactive Spacer
SUPER FLUSH 100 Pluid Density: 1L70 lbm/gal

Fluid Volume: 20 bbl

Fluid 3: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbi

Fluid 4: Primary Cement
Halliburton Light Premium Fluid Weight 12.50 lbm/gal

20% SSA-1 (Additive Material) Slurry Yield: 2.54 ft'/sk
18% SilicaliteCompacted (Light WeightAdditive)Total Mixing Fluid: 13.56 Gal/sk
0.5% Halad(R)444 (LowËluidLoss Control) Top of Fluid: 1000 ft
0.4% HR-12(Retarder) Calculated Fill: 8000 ft

Volume: 346.08 bbl
Calculated Sacks: 765.91 sks

Proposed Sacks: 770 sks

Fluid 5: Tail Cement
50/50 Por Premium Fluid Weight 13.50 lbm/gal

5 lbm/sk Silicalite Compacted (Additive Material) Slurry Yield: 1.47 fŸ/sk
0.2 % CFR-3 (Dispersant) Total Mixing Fluid: 6 98 Gallsk
0.3 % Halad(R)-344 (Low Fluid Loss Control) Top of Fluid: 9000 ft
0.3 % Super CBL (Expander) Calculated Fill: 2000 ft
0.2% HR-5 (Retarder) Volume: 87.33 bol
0.25 lbm/sk Flocele(Lost Circulation Additive) Calculated Sacks: 334.24 sks

Proposed Sacks: 340 sks

Fluid 6: Water Spacer
Displacement Fluid Density: 8,40 lbm/gal

Fluid Volume: 254.79
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Well name: 12-04 Bill Barrett Cedar Camp 1-6-16-23
Operator: Bill Barrett Corp
String type: Surface Project ID:

43-019-31416
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered7 No

Mud weight: 8.800 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 80 °F

Temperature gradient: 1.40 °F/100ft

Minimum section length: 185 ft
Burst:
Design factor 1.00 Cement top: Surface

Burst
x anticipated surface
pressure: 343 psi

Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 834 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Nextsetting depth: 11,000 ft
Tension is based on air weight. Next mud weight: 9.200 ppg
Neutral point: 957 ft Next setting BHP: 5,257 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,100 ft
Injection pressure 1,100 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 1100 9.625 36.00 J-55 ST&C 1100 1100 8.796 78.3
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Well name: 12-04 Bill Barrett Cedar Camp 1-6-16-23
Operator: Bill Barrett Corp
String type: Production Project ID:

43-019-31416
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.200 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 219 °F

Temperature gradient: 1.40 °F/100ft

Minimum section length: 368 ft
Burst:

n factor 1.00 Cement top: 2,303 ft
Burst

x anticipated surface
pressure: 3,937 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 5,257 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 9,465 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 11000 5.5 17.00 HCP-110 LT&C 11000 11000 4.767 379.1

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (KIps) Factor
1 5257 8580 1.632 5257 10640 2.02 187 445 2.38 J

Prepared ClintonDworshak Date: January 20,2005
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Collapse is based on a vertical depth of 11000 ft, a mud weightof 9.2 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibIllty for use of this design wíllbe that of the
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Collapse is based on a vertical depth of 11000 ft, a mud weightof 9.2 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibIllty for use of this design wíllbe that of the
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State Utah January 24, 2005

Department of
Natural Resources

MICHAEL R. STYLER Bill Barrett CorporationExecutive Director
1099 18th St., Suite 2300

Division of Denver, CO 80202
Oil, Gas & Mining

MARY ANN WRIGHT
Acting Division Director Re: Cedar Camp 1-6-16-23 Well,647' FNL, 465' FEL, NE NE, Sec. 6,

T. 16 South, R. 23 East, GrandCounty, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31416.

rely,

J hn R. Baza
Associate Director

pab
Enclosures

cc: Grand County Assessor
SITLA

/
1594 West North Temple, Suite 1210,PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801)538-5340 •facsimile (801)359-3940•TTY (801)538-7458• www.ogm utah gav Where ideas
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O O
Operator: Bill Barrett Corporation
Well Name & Number Cedar Camp 1-6-16-23
API Number: 43-019-31416
Lease: ML-46113

Location: NE NE Sec._6_ T. 16 South R. 23 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy
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6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion ofits
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the
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CONFl0ENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: BILL BARRETT CORPORATION

Well Name: CEDAR CAMP 1-6-16-23

Api No: 43-019-31416 Lease Type: STATE

Section 06 Township 16S Range 23E County GRAND

Drilling Contractor PETE MARTIN RIG # BUCKET

SPUDDED:
Date 02/04/05

Time 2:00 PM

How DRY

Drilling will commence:

Reported by JACK FINLEY
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STATE OF UTAH FORM6

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: BillBarrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

cip Denver

state CO zip 80202 Phone Number: (303) 312-8168

Well 1

API Number Well Name QQ See Twp Rng County

4301931416 Cedar Camp #1-6-16-23 NENE 1 16S 23E Grand

Action Code Current Entity New Entity Spud Da-o Entity Assignment

Number Number Effective Date

2/4/2005 gh /05
Comments: CONFilENTIAL
wellA2PI

Number Welt Name QQ Sec Twp Rng County

Aútlon Code Current Entity New Entity Spud Date En ity Assignment

Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

AntionCode Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

Comments:

ACTION CODES: 40FO/L
A - Establish new entityfor new well (single wellonly) Tracey Fallang , GAS&

B - Add new well to existing entity(groupor unitwell) Name Please Print)

C - Re-assign well from one existingentity to another existing entity

D - Re-assign well fromone existingentityto a new entity sig ure

E - Other (Explain in 'comments' section) Permit Analy L2/8/2005

Title Date
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O O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GASAND MINING 0. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPEOFWELL 8.\NELLNAMEandNUMBER:
OILWELL GAS WELL OTHER Cedar Camp #1-6-16-23

2. NAMEOFOPERATOR: CONF\lENllAL 9. API NUMBER:

BILLBARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230 Denver CO zy 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: garbon

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

n GHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Dupilcate) ALTER CASING FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANs OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

CONVERT WELL TYPE RECOMPLETE DII"FERENT FORMATION Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYDRILLINGACTIVITYREPORT FROM 02/09/05-02/21/05.

RECEIVED
FEB2 4 2005

DIV.0F0lL,GAS&MINING

NAME (PLEEASEPRI ATLEE /2r1 0Analyst

(This space for State use only)

(6/2000) (See instructions on Reverse
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drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPEOFWELL 8.\NELLNAMEandNUMBER:
OILWELL GAS WELL OTHER Cedar Camp #1-6-16-23

2. NAMEOFOPERATOR: CONF\lENllAL 9. API NUMBER:

BILLBARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230 Denver CO zy 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: garbon

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

n GHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Dupilcate) ALTER CASING FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANs OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

CONVERT WELL TYPE RECOMPLETE DII"FERENT FORMATION Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYDRILLINGACTIVITYREPORT FROM 02/09/05-02/21/05.

RECEIVED
FEB2 4 2005

DIV.0F0lL,GAS&MINING

NAME (PLEEASEPRI ATLEE /2r1 0Analyst

(This space for State use only)

(6/2000) (See instructions on Reverse
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^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/21/2005

Surface Location : NENE-6-16S-23E 30th PM Area : Cedar Camp Report #: 13

Spud Date : 2/15/2005 Days From Spud : 6 Depth At 06:00 : 7247

Morning Operations: Survey Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1111 days without a LTA.
Safety meetings held on-falldevices.

10:00:00 AM Trip in

11:00:00 AM Wash and ream 6180'-6259' Hauled 400 bbis H20 to location. Total 12860 bbis

3:00:00 PM Drill6259'-6526'

3:30:00 PM Rig service
7:30:00 PM DrilI6526'-6778"

8:00:00 PM Install rotataing head.

6:00:00 AM Drill6778'-7246'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operatíons Date : 2/20/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 12

Spud Date : 2/15/2005 Days From Spud : 5 Depth At 06:00 : 6259

Morning Operations: Trip for bit Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1110 days without a LTA.
Time To Description Safety meetings held on-weather

1:00:00 PM Drill5176'-5710'

1:30:00 PM Rig service Hauled 240 bbis H20 to location. Total 12360 bb1s

6:00:00 PM Drill5710'-6059'

7:00:00 PM Survey @5976 2 deg.

1:00:00 AM DrilI6059'-6259'

6:00:00 AM Pump slug,drop survey and tripfor bit.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/19/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 11

Spud Date : 2/15/2005 Days From Spud : 4 Depth At 06:00 : 5146

Morning Operations : Survey Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1109 days withouta LTA.
Time To Description Safety meetings held on-connections.

9:00:00 AM DrilI3170'-3420

12:00:00 PM Survey Hauled 720 bbis H20 to location. Total 12120 bbis

3:30:00 PM Drill3420'-3735'

4:00:00 PM Rig service and BOP drill

8:30:00 PM Drill3735'-4328'

9:00:00 PM Survey
5:00:00 AM Drill4328'-5146'

6:00:00 AM Survey

February 21,2005 03;10 PM
Report By
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^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/21/2005

Surface Location : NENE-6-16S-23E 30th PM Area : Cedar Camp Report #: 13

Spud Date : 2/15/2005 Days From Spud : 6 Depth At 06:00 : 7247

Morning Operations: Survey Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1111 days without a LTA.
Safety meetings held on-falldevices.

10:00:00 AM Trip in

11:00:00 AM Wash and ream 6180'-6259' Hauled 400 bbis H20 to location. Total 12860 bbis

3:00:00 PM Drill6259'-6526'

3:30:00 PM Rig service
7:30:00 PM DrilI6526'-6778"

8:00:00 PM Install rotataing head.

6:00:00 AM Drill6778'-7246'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operatíons Date : 2/20/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 12

Spud Date : 2/15/2005 Days From Spud : 5 Depth At 06:00 : 6259

Morning Operations: Trip for bit Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1110 days without a LTA.
Time To Description Safety meetings held on-weather

1:00:00 PM Drill5176'-5710'

1:30:00 PM Rig service Hauled 240 bbis H20 to location. Total 12360 bb1s

6:00:00 PM Drill5710'-6059'

7:00:00 PM Survey @5976 2 deg.

1:00:00 AM DrilI6059'-6259'

6:00:00 AM Pump slug,drop survey and tripfor bit.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/19/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 11

Spud Date : 2/15/2005 Days From Spud : 4 Depth At 06:00 : 5146

Morning Operations : Survey Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1109 days withouta LTA.
Time To Description Safety meetings held on-connections.

9:00:00 AM DrilI3170'-3420

12:00:00 PM Survey Hauled 720 bbis H20 to location. Total 12120 bbis

3:30:00 PM Drill3420'-3735'

4:00:00 PM Rig service and BOP drill

8:30:00 PM Drill3735'-4328'

9:00:00 PM Survey
5:00:00 AM Drill4328'-5146'

6:00:00 AM Survey

February 21,2005 03;10 PM
Report By

w

^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/21/2005

Surface Location : NENE-6-16S-23E 30th PM Area : Cedar Camp Report #: 13

Spud Date : 2/15/2005 Days From Spud : 6 Depth At 06:00 : 7247

Morning Operations: Survey Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1111 days without a LTA.
Safety meetings held on-falldevices.

10:00:00 AM Trip in

11:00:00 AM Wash and ream 6180'-6259' Hauled 400 bbis H20 to location. Total 12860 bbis

3:00:00 PM Drill6259'-6526'

3:30:00 PM Rig service
7:30:00 PM DrilI6526'-6778"

8:00:00 PM Install rotataing head.

6:00:00 AM Drill6778'-7246'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operatíons Date : 2/20/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 12

Spud Date : 2/15/2005 Days From Spud : 5 Depth At 06:00 : 6259

Morning Operations: Trip for bit Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1110 days without a LTA.
Time To Description Safety meetings held on-weather

1:00:00 PM Drill5176'-5710'

1:30:00 PM Rig service Hauled 240 bbis H20 to location. Total 12360 bb1s

6:00:00 PM Drill5710'-6059'

7:00:00 PM Survey @5976 2 deg.

1:00:00 AM DrilI6059'-6259'

6:00:00 AM Pump slug,drop survey and tripfor bit.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/19/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 11

Spud Date : 2/15/2005 Days From Spud : 4 Depth At 06:00 : 5146

Morning Operations : Survey Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1109 days withouta LTA.
Time To Description Safety meetings held on-connections.

9:00:00 AM DrilI3170'-3420

12:00:00 PM Survey Hauled 720 bbis H20 to location. Total 12120 bbis

3:30:00 PM Drill3420'-3735'

4:00:00 PM Rig service and BOP drill

8:30:00 PM Drill3735'-4328'

9:00:00 PM Survey
5:00:00 AM Drill4328'-5146'

6:00:00 AM Survey

February 21,2005 03;10 PM
Report By

w

^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation
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^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation
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^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation
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^ CONFllENTlAL
REGULATORY DRILLINGSUMMARY BINBarrett Corporation
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REGULATORY DRILLINGSUMMARY BRIBarrettOorpordon

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/15/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 7

Spud Date : 2/15/ 005 Days From Spud : 0 Depth At06:00 : 570

Morning Operations: DRILLING12.25 HOLE Estimated Total Depth : 11000

Remarks :

DAYSSINCE LAST LTA=1105
Time To Description SAFETY MEETING= PICKING UP COLLARS

11:00:00 PM rig up,strap bha,plu mud mtrbit DAILYMTR HRS=5.5

12:01:00 AM REPAIR STAND PIPE GASKET
TOTAL MTR HRS=5.5 (8032)
RIG UP TILL 2300 HR

4:00:00 AM DRLG 12.25 HOLE CHECKING PUMPS,FOUND BAD STAND PIPE

.
GASKET,FIX ITANDPRIME PUMPS

4:30:00 AM SURVEY @305'=1/2 SURFACE T.D. TO BE 1138'

6:00:00 AM DRLG F/ 305 TO 570'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/14/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 6

Spud Date : 2/15/2005 Days From Spud : 0 Depth At 06:00 : 0

MorningOperations: RIGUP Estimated Total Depth : 11000

Remarks :

DAYS SINCE LASTLTA=1104
Time To Description SAFETY MEETING=STEAM LINES

6:00:00 AM RIG UP DERRICKIN AIR AT 13;30 HR
STILL DOING RIG UP THIS AM
SHOULD BREAK TOUR THISMORNING
SPUD LATE THIS DAY UNLESS UNFORSEEN
CIRCUMSTANCES
CONTACTED CAROL DANIELS (UTAHOIL &GAS)
FOR 24 HR SPUD NOTICE(LEFT MESSAGE)
CONTACTED BART KETTLE (UTAH OIL &GAS)
FOR 24 HR SPUD NOTICE
DAILYWATER =800 BBLS
TO RIG TANKS & BOILER

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/13/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report#: 5

Spud Date : 2/15/2005 Days FromSpud : 0 DepthAt 06:00 : 0

Morning Operations: RIGGINGUP Estimated Total Depth : 11000

Remarks :

DAYS SINCE LAST LTA-1103
Time To Description SAFETY MEETING=CONÍlNUED BAFETY

6:00:00 AM RIGUP AWARENESS
LAST OF TRUCKS FINALLYLEFT,W/ PIPE AND
FORKLIFT LEFT TO HAUL F/OTHER LOCATION
STUBBS &STUBBS ROAD GRADER ROLLED OFF
HAY CANYONTODAY WORKINGFOR UNION #7
MIKEBRADYSHAND CAMEHERE FOR
ASSISTANCE,CONTACTED BRET STUBBS,HE
CALLED FILIFE FLIGHT ,GROUNDED DUETo FOG
JOE WEAVERDROVE HIM TO 1-70TO MEET
AMBULANCE(CONDITION NOT KNOWN),,,APPEARED
DAZED &SORE WlBRUISEDRIBSAND STIFF
NECK..COULDHAVE BEEN MORE
SERIOUS EASILY..

RIG UP GOING SLOW DUE TO WEATHER &
LOGISTICS,,BUT PUSHER SAYSWILL BREAK TOUR
MONDAY MORNING!!!!!

February 21, 2005 03:10 PM
Repoit By

REGULATORY DRILLINGSUMMARY BRIBarrettOorpordon
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CONFIDENTIAL
REGULATORY DRILLINGSUMMARY BiBBarrett Corporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/12/2005

Surface Location : NENE-6-16S-23E 30th PM Area : Cedar Camp Report #: 4

Spud Date : 2/15/2005 Days From Spud : 0 Depth At06:00 : 0

Morning Operations : RIG UP Estimated Total Depth : 11000

Remarks :

DAYS SINCE LAST LTA=1102
Time To Description SAFETY MEETING=6 ' TIE OFF

6:00:00 AM RIG UP, 2 TRUCKSLEFT ON LOCATION LASTNIGHT

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/11/2005

Surface Location: NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 3

Spud Date : 2/15/2005 Days From Spud : 0 Depth At06:00 : 0

MorningOperations: RIGUP Estimated Total Depth : 11000

Remarks :

Time To Descríption

6:00:00 AM RIGUP

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/10/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 2

Spud Date : 2/15/2005 Days From Spud : 0 Depth At 06:00 : 0

MorningOperations : Rig up Estimated Total Depth : 11000

Remarks :

Patterson # 136 1100 days WO LTA. Safety meeting held
Time To Description on rigging up.

6:00:00 AM Rig up. Sub set and all majorcomponents on location.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/9/2005

Surface Location : NENE-6-16S-23E 30th PM Area : Cedar Camp Report #: 1

Spud Date ; 2/15/2005 Days From Spud : 0 Depth At 06:00 : 0

Morning Operations: Move and rigup Estimated Total Depth : 11000

Remarks :

Time To Description

Enter thedescription here

February 21 2005 03:11 PM

Report By
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STATE OF UTAH

FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MI $. LEASEDESIGNATlQNANDSERIALNUMBER'

ÛÛ$ ML46113

SUNDRY NOTICES AND REPORT WÈË 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:

Do not use tNs form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells,or to

drillhotirontal laterals. Use APPLICATION FORPERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
8. WELL NAMEand NUMBER:

OILWELL GAS WELL OTHER Cedar Camp #1-6-16-23

2. NAMEOF OPERATOR:
9. API NUMBER:

BILL BARRETT CORPORATION 4301931416

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL,OR WILOCAT:

1099 18TH St. Ste230CorryDenver a CO ,,,80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATION OF WELL

FOOTAGESAT SURFACE: Lot 1, 647' FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE,MERIDIAN: NENE 6 16S 23E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATERSHUT-OFF

Date of work completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOFWELL SITE OTHER: Weekiv Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repods

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearlyshow all pertinent details including dates, depths, volumes, etc.

WEEKLYDRILLINGACTIVITYREPORT FROM02/22/05-02/28/05.

NAME(PULEEASEPRI y Fa ng Pe2r8 OAnalyst

(This space for State use only)
ElVED

WAR03 2005

(5/2000)
(See Instructions on Reverse Side)
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REGULATORYDRILLING SUMMARY BIIIBarrett Corporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/28/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 20

Spud Date : 2/15/2005 Days From Spud : 13 Depth At 06:00 : 10305

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1118 days without a LTA.
Time To Description Safety meetings held on-rig inspections and repair.
10:00:00 AM Trip out,change bit and tripto shoe.
11:30:00 AM Cut drilling line and rig service. Hauled ... bbis H20 to location. Total 14760 bbis

3:00:00 PM Trip in

3:30:00 PM Wash and ream 70 ft to bttm.
Lost approx 250 bbis while drilling. Tried to shake out some
LCM, as it started cleaning up hole started to loose circ.

6:00:00 AM Drill10099'-10305' again,bypassed shaker and now carryinga trace of LCMin
system.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/27/2005

Surface Location : NENE -168-23 E 30th PM Area : Cedar Camp Report #: 19

Spud Date : 2/15/2005 Days From Spud : 12 Depth At 06:00 : 10099

Morning Operations : Trip for bit Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1117 days withouta LTA.
Time To Description Safety meetings held on-M.S.D.S.

1:30:00 AM Drill9708'-10088'

2:00:00 AM Rig service Hauled ... bbls H20 to location. Total 14760 bbis

3:30:00 AM Drill10088'-10099'
Lost approx 300 bbls whiledrilling,

4:30:00 AM Cire bttms uP 2%LCM in system

6:00:00 AM Pump slug,drop survey and tripout.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/26/2005
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Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54

REGULATORYDRILLINGSUMMARY silizarrettcorporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54

REGULATORYDRILLINGSUMMARY silizarrettcorporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54

REGULATORYDRILLINGSUMMARY silizarrettcorporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54

REGULATORYDRILLINGSUMMARY silizarrettcorporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54

REGULATORYDRILLINGSUMMARY silizarrettcorporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54

REGULATORYDRILLINGSUMMARY silizarrettcorporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/24/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 16

Spud Date : 2/15/2005 Days From Spud : 9 Depth At 06:00 : 9150

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1114 days withouta LTA.
Safety meetings held on-connections

7:00:00 AM Trip in.

7:30:00 AM Wash and ream 60' to bttm. Hauled ... bbls H20 to location. Total 13560 bbls
12:00:00 PM Drill8948'-8992'

12:30:00 PM Rig service

6:00:00 AM Drill8992'-9150'

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/23/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 15

Spud Date : 2/15/2005 Days From Spud : 8 Depth At 06:00 : 8948

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1113 days without a LTA.
Time To Description Safety meetings held on-forkliftsafety
8:00:00 AM Drill8565'-8656'

8:30:00 AM Rig service Hauled 700 bbis H20 to location. Total 13560 bbis
5:30:00 PM Drill8656'-8948'

6:30:00 PM Circ. bttms up

1:30:00 AM Pump slug,drop survey,tripout,change mud mtr.,make up bit #4 and
trip in.

4:30:00 AM Kelly up and attempt to break circ. @5290'couldnt circ.,pulledto
3780',kelly up,built 300 bbis volume and mixed 3 LCM sweeps broke
circ. Lost approx 320 bbis.

6:00:00 AM Trip in broke circ every 15 stds.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 2/22/2005

Surface Location : NENE.6-16S-23 E 30th PM Area : Cedar Camp Report #: 14

Spud Date : 2/15/2005 Days From Spud : 7 Depth At 06:00 : 8565

Morning Operations : Drill Estimated Total Depth : 11000

Remarks :

Time To Description
Patterson #136 operated 1112 days without a LTA.
Safety meetings held on-slickworking areas.

9:00:00 AM Drill7240'-7401'

9:30:00 AM Rig service Hauled ... bbis H20 to location. Total 12860 bb\s

6:00:00 AM Drill7401'-8565'

Report By Welicore
March 01, 2005 02:54



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals, Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPEOFVVELL 6. VVELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23

2.NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Cerry Denver sy,,, CO ,,,80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 647' FNL, 465' FEL COUNTY; Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAlR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BBC IS SUBMITTINGTHIS SUNDRY NOTICEAS A FOLLOW UP TO THE VERBALAPPROVAL GIVEN BY CLINT
DWORKSHAKTO BBC'SDOMINICSPENCER ON 2/28/05 TO REVISE THE CEMENTING PROGRAM ORIGINALLY
SUBMITTED FOR THE CEDAR CAMP #1-6 WELL.

BBC REVISED THE PROPOSED PRODUCTION CEMENT SLURRIES TO ACCOUNT FOR THE LOST CIRCULATION
ENCOUNTERED BEGINNINGAT A DEPTH OF APPROX 9650'. INADDITION,BBC LIFTED THE 11.0 PPG LEADCEMENT
TO 3500' INORDER TO ISOLATETHE MODERATELYSALINEWATER BASE. THE TAILCEMENT USED WAS A 13.5
PPG 50/50 POZ CEMENT THAT BBC HAS PREVIOUSLY UTILlZEDIN OUR HILLCREEK FIELDTHROUGH THE SAME
GEOLOGIC SECTION.

THE REVISED CEMENTING PROPOSAL ANDTHE LABREPORT FOR THE TAILSLURRY IS ATTACHEDFOR

REFERENCE. THE LABREPORT INDICATESA 2,082 PSI COMPRESSIVE STRENGTH IN 48 HOURS.

NAME (PL6ASE PRINT) Tracey Fallang TITLE Permit Analyst

SIGNATURE $, DATE
3/11/2005

(This space for Stato use only) MAR15 2005
DIV.0FOIL,GAS&MINING

(5/2000) (See Instructions on Reverse
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7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals, Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPEOFVVELL 6. VVELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23

2.NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Cerry Denver sy,,, CO ,,,80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 647' FNL, 465' FEL COUNTY; Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAlR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BBC IS SUBMITTINGTHIS SUNDRY NOTICEAS A FOLLOW UP TO THE VERBALAPPROVAL GIVEN BY CLINT
DWORKSHAKTO BBC'SDOMINICSPENCER ON 2/28/05 TO REVISE THE CEMENTING PROGRAM ORIGINALLY
SUBMITTED FOR THE CEDAR CAMP #1-6 WELL.

BBC REVISED THE PROPOSED PRODUCTION CEMENT SLURRIES TO ACCOUNT FOR THE LOST CIRCULATION
ENCOUNTERED BEGINNINGAT A DEPTH OF APPROX 9650'. INADDITION,BBC LIFTED THE 11.0 PPG LEADCEMENT
TO 3500' INORDER TO ISOLATETHE MODERATELYSALINEWATER BASE. THE TAILCEMENT USED WAS A 13.5
PPG 50/50 POZ CEMENT THAT BBC HAS PREVIOUSLY UTILlZEDIN OUR HILLCREEK FIELDTHROUGH THE SAME
GEOLOGIC SECTION.

THE REVISED CEMENTING PROPOSAL ANDTHE LABREPORT FOR THE TAILSLURRY IS ATTACHEDFOR

REFERENCE. THE LABREPORT INDICATESA 2,082 PSI COMPRESSIVE STRENGTH IN 48 HOURS.

NAME (PL6ASE PRINT) Tracey Fallang TITLE Permit Analyst

SIGNATURE $, DATE
3/11/2005

(This space for Stato use only) MAR15 2005
DIV.0FOIL,GAS&MINING

(5/2000) (See Instructions on Reverse
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Job Information5-1/2" Production Casing - 11 ppg Halliburton Hi-Fill
Cement w/ 13.5 ppg Tail

Cedar Camp 1-6-16-23

9-5/8" Surface Casing 0 - I 100 ft (MD)
Outer Diameter 9.625 in
Inner Diameter 8.921 in
Linear Weight 36 lbm/ft
Casing Grade J-55

7-7/8" Open Hole 1100 - 10500 ft (MD)
Inner Diameter 7.875 in
Job Excess 40 %

5-1/2" Production Casing 0 - 10500 ft (MD)
Outer Diameter 5.500 in
Inner Diameter 4.892 in
Linear Weight 17 lbm/ft
Casing Grade HCPl10

Mud Type Water Based Mud
Mud Weight 12 lbm/gal
BHST 214 degF

2
BILL BARRETT CORPORATION Cedar Camp
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Calculations 5-1/2" Production Cas¡ng - 11 ppg Halliburton Hi-Fi/I
Cement w/13.5 ppg Tail

Spacer:
231.00 ft * 0.1733 ft'/ft * 40 % = 56.03 ft'
Total Spacer = 56.15 ft'

= 10.00 bbl

Spacer:
694.00 ft * 0.1733 ft'/ft * 40 % = 168.33 ft'
Total Spacer = 168.44 ft"

= 30.00 bbl

Spacer:
231.00 ft * 0.1733 ft'/ft * 40 % = 56.03 ft3

Total Spacer = 56.15 ft'
= 10.00 bbl

Cement : (4800.00 ft fill)
4800.00 ft * 0.1733 ft3/ft * 40 % = 1164.27 ft3

Total Primary Cement = 1164.27 ft3
= 207.36 bbl

Sacks of Cement = 303 sks

Cement : (2200.00 ft fill)
2200.00 ft * 0.1733 ft'/ft * 40 % = 533.62 ft'
Tail Cement = 533.62 ft'

= 95.04 bbl

Shoe Joint Volume: (40.00 ft fill)
40.00 ft * 0.1305 ft3/ft = 5.22 ft"

= 0.93 bbl
Tail plus shoe joint = 538.85 ft'

= 95.97 bbl
Total Tail = 368 sks

Total Pipe Capacity:
10500.00 ft * 0.1305 ft'/ft = 1370.53 ft3

= 244.10 bbl

Displacement Volume to Shoe Joint:
Capacity of Pipe - Shoe Joint = 244.10 bbl - 0.93 bbl

= 243.17 bbl

3
BILL BARRETT CORPORATION Cedar Camp
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HALLIBURT

Job Recommendation5-1/2" Production Casing - 11 ppg Halliburton
Hi-Fill Cement w/ 13.5 ppg Tail

Fluid Instructions
Fluid 1: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbl

Fluid 2: Reactive Spacer
SUPER FLUSH 100 Fluid Density: 10.50 lbm/gal

Fluid Volume: 30 bbl

Fluid 3: Water Spacer
Fresh Water Fluid Density: 8.40 lbm/gal

Fluid Volume: 10 bbl

Fluid 4: Primary Cement
Halliburton Hi-Fill Fluid Weight 11 lbm/gal

Slurry Yield: 3.84 ft'/sk
Total Mixing Fluid: 23.15 Gal/sk

Top of Fluid: 3500 ft
Calculated Fill: 4800 ft

Volume: 207.36 bbl
Calculated Sacks: 302.88 sks

Proposed Sacks: 310 sks

Fluid 5: Tail Cement
50/50 Poz Premium Fluid Weight 13.50 lbm/gal

5 lbm/sk Silicalite Compacted (Additive Material) Slurry Yield: 1.47 ft'/sk
0.2 % CFR-3 (Dispersant) Total Mixing Fluid: 6.97 Gallsk

0.3 % Halad(R)-344 (Low Fluid Loss Control) Top of Fluid: 8300 ft

0.2 % Super CBL (Expander) Calculated Fill: 2200 ft
0.3 % HR-5 (Retarder) Volume: 95.97 bbl
0.25 lbm/sk Flocele (Lost Circulation Additive) Calculated Sacks: 367.56 sks

Proposed Sacks: 370 sks

Fluid 6: Water Spacer
Displacement Fluid Density: 8.40 Ibm/gal

Fluid Volume: 243.17 bbl
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HALLIBURT

Job Procedure5-1/2" Production Casing - 11 ppg Halliburton Hi-Fi/I
Cement w/ 13.5 ppg Tail

Detailed Pumping Schedule
Fluid a Fluid Fluid Name Surface Estimated Downhole

Type Density Avg Rate Volume
Ibm/gal bbl/min

1 Spacer Fresh Water 8.4 4.0 10 bbl

2 Spacer SUPER FLUSH 100 10.5 4.0 30 bbl

3 Spacer Fresh Water 8.4 4.0 10 bbl

4 Cement 11 ppg Halliburton Hi-Fill 11.0 4.0 310 sks
Cement

5 Cement 50/50 Poz - Tail Cement 13.5 4.0 370 sks

6 Spacer Displacement 8.4 4.0 243.17 bbl
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CEMENT TEST REPORT
HALLIBURTON ENERGY SERVICES

VERNAL, UT

Date Tested: Jan. 27, 2005 Project # VO5-C011 A

Date Received: Jan. 18, 2005

To: Wendell Salas
- Halliburton Energy Services
- Vernal, UT

PURPOSE
The purpose of this project was to determine the following characteristics of the

given slurry under the given conditions.

Pump Time X
Compressive Strength X
Rheology X
Fluid Loss X
Free Water X

SCOPE AND PROCEDURE

All tests were performed according to modified API RP 10B

Re: Worksheets 436, 437

WELL INFORMATION AND TESTING CONDITIONS

Company Bill Barrett Corp.
Well Name Cedar Camp

Job Type Casing
Depth Ft 11000
BHST °F 214
BHCT °F 185
Beginning Pressure psi 675
End Pressure psi 7000
Time to Temp. min. 54
Type of Test Pilot

Respectfully submitted,

Lori Vian
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O O
SLURRY COMPOSTION #1

Type G Cement #|sk 61.1
Pozmix A #|sk 24.675
Halliburton Gel %bwoc 6.0
SSA-1 %bwoc 20.0
Silicalite %bwoc 18.0
Halad-344 %bwoc 0.5
HR-12 %bwoc 0.5

City Water gal/sk 13.62
Mix Water Temp °F 60
Density #|gal 12.5
Yield ft3/sk 2.55

THICKENING TIME TEST

Initial bc 16

30 bc 3:05
50 bc 3:25
70 bc | 4:00

UCA COMPRESSIVE STRENGTH TEST

Pressure: 3000 psi
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FLUID LOSS TEST

155 cc 30 min 185 °F

FREE WATER TEST

0 % 0 ° 80 °F

0 % 0 ° 185 °F

RHEOLOGY TEST

Spring Type F1

RPM 80°F 185°F

3 7 2
6 9 3

100 18 11
200 31 19
300 46 26
600 82 48

Comments: I used a 4 hr. thickening time with an extrapolation of when it first started thickening up.

Because the cement was solid when I took it out at 5:45.

This report is based on sound engineering practices, but because of variable well

conditions and other information which must be relied upon, Halliburton makes no warranty,

express or implied, as to the accuracy of the data or of any calculations or opinions

expressed herein. You agree that Halliburton shall not be liable for any loss or damage

whether due to negligence or otherwise arising out of or in connection with such data,
calculation or opinions
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iPRO UCA Test Report
Report Subtitle

Date 6. Time: 1/28/2005 12:20:26 AM Strength: 50 psi Occurred At: 08:44

Channel No.: 2 Strength: 500 psi Occurred At: 10:45

Test Name: UITH 0.5 HR-12 At time: 12:00 Strength Was: 668 psi

Base Cement Type: HLC PO2 At time: 24:00 Strength Was: 1070 psi

Cement Height: 1.0V DENSITY At time: 48:00 Strength ¥as: 1208 psi
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HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81
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175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30

HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81

200- -72

175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30

HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81

200- -72

175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30

HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81

200- -72

175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30

HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81

200- -72

175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30

HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81

200- -72

175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30

HALLIBURTON ENERGY SERVICES
ROCK SPRINGS LABORATORY
Test Name: Bill Barrett CD11 A Consistency 50 Bc Occurred At: 2:07

Test Type: Casing Consistency 50 Bc Occurred At: 4:45

Apparatus: HPHT #1 Consistency 70 Bc Occurred At: 5:05

Comment : HLE 20%SSA-1, 18%Silicalite, .5%Hal-344, .5%HR-12, 12.5Dens., 2.55Yd.

-- Aux.Temp. ------- Setpoirt SlurryTemp. Slurry Temp. --- Consistency

250- -- 40

225- -81

200- -72

175- -63

100- -36

75- -27

50- -18

25- 49

00
00:30 01:00 01 30 02:00 02:30 03:00 03:30 04:00 04:30 05:00 05:30



00mm RECEIVED
STATE OF UTAH

FORM 9

DEPARTMENTOF NATURALRESOURCES .

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

MŒGIL, GAS&MINING

SUNDRY NOTICES AND REPORTS ON WELLS
; 6. IF INDIAN,ALLOTTEEOR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

Do not use thisform for proposals to drill new wells,significantly deepen existing wella below current bottom-hole depth, reenterplugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1.TYPEOFWELL
8.WELLNAMEandNUMBER:

OILWELL GASWELL O OTHER Cedar Camp #1-6-16-23

2.NAMEOFOPERATOR:
9.APlNUMBER:

BILLBARRETT CORPORATION 4301931416

3. ADDRESS OF OPERATOR:
PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste2300, Denver smie CO 7,,80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 647' FNL, 465' FEL COUNTY: Carbon

QTR/QTR,SECTION, TOWNSH1P, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O AC1DIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CAS1NGREPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Onginal Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repods

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

WEEKLYDRILLINGACTIVITYREPORTFROM 03/01/05-03/04/05. WAITINGON COMPLETION.

NAME(PLEASE PRINT) Tracey Fallang TITLE Permit Analyst

SIGNATIIRF
DATE

3/14/2005

(This space for State use only)

RECEIVED
(5/2000)

(See Instructions on Reverse Side) MAR16 2005
DIVOFOfL,GAS
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REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 3/4/2005

Surface Location : NENE-6-16S-23E 30th PM Area : Cedar Camp Repod #: 24

Spud Date : 2/15/2005 Days From Spud : 17 Depth At 06:00 : 10445

Morning Operations : Rig down Rig Released @ 18:00 hrs. 3/3/2005 Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1121 days without a LTA.
Time To Description Safety meetings held on- running csg.
8:00:00 AM Run csg. 236 jts,P110,LT&C,20#,5.5 esg landed at 10440'

9:00:00 AM Circ and conditionhole. Hauled .. 400 bble H20 to location. Total 17880 bbis

12:00:00 PM Cmt 5.5 csg.Cmt/w 295sk HI FILL,3.84 yield @11|bs/gal. Tail 500
sks 50-50 poz,1.47 yield @13.5 lbs gal.lost returns @135 bbis into Rig Released @ 1800 hrs 3/03/2005

displacement,Displaced with 234 bbis bumped plug float held.

6:00:00 PM Nipple down and clean mud tanks.....RIG RELEASED @ 1800 hrs
3/3/05

6:00:00 AM RigDown

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 3/3/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 23

Spud Date : 2/15/2005 Days From Spud : 16 Depth At 06:00 : 10445

Morning Operations : Run 5.5 csg Estimated Total Depth : 11000

Remarks :

.

Patterson #136 operated 1120 days without a LTA,
Time To Descnption Safety meetings held on-LDDP and running csg.

7:00:00 AM Trip in

10:30:00 AM Ciro,pumped with good returns 4200 stks and lost returns,mixed 3 Hauled .. bbis H20 to location. Total 17480 bbis
LCM sweeps and got full returns. Lost approx 325 bbis.

7:00:00 PM LDDP,break kelly and LD DC's

6:00:00 AM Rig up and run csg. Broke circ @1000', 3000' 6000', 8000'.

Well : Cedar Camp #1-6-16-23 API #: 43-019-31416 Operations Date : 3/2/2005

Surface Location : NENE-6-16S-23 E 30th PM Area : Cedar Camp Report #: 22

Spud Date : 2/15/2005 Days From Spud : 15 Depth At 06:00 : 10445

Morning Operations : Trip in Estimated Total Depth : 11000

Remarks :

Patterson #136 operated 1119 days without a LTA.
Time To Description

.
Safety meetings held on-wireline and fall protection.

2:00:00 AM Open hole logs.

6:00:00 AM Trip in, breaking circ @1100',5000',8000' and TD. Hauled .. bbls H20 to location. Total 17480 bble

HaliiburtonsNeutron log failed on first run,releasable rope
socket failed and had to rehead. These problems caused
the logs to take three runs instead of two. 5 Hours were
subtracted from ticket @ 1416 per hour for a total of
-7080.00. This was all the operator could discount in the
field but approx. 8 hours were lost due to logging problems
and it will have to be corrected in Denver.

A message was left for Carol Danials withthe state of Utah
on spud of the Cedar Camp 1-6-16-22. Pete Martin
spudded the conductor @ 1400 hours 3/1/05.

March14, 2005 04:13 PM
Report By
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BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

Û$ Í ML46113

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME.

7. UNITof CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposa a

1. TYPE OF WELL
8. WELL NAMEand NUMBER:

OILWELL GAS WELL OTHER Cedar Camp #1-6-16-23

2 NAMEOF OPERATOR:
9. APl NUMBER:

BILL BARRETTCORPORATION L 4301931416

3. ADDRESS OF OPERATOA: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230 Denver sy,,, CO ,80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATIONOF WELL

FOOTAGESATSURFACE: bot 1, 647 FNL, 465' FEL COUNTY: Carbom

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

19 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDI2E DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date workwill start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT ORFLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL

(Submit Onginal Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCINGFORMATioNS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATioN RepOfÍS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS, Clearlyshow all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/16/05-03/20/05.

RECEIVED
MAR2 3 2005

DIVOFOIL,GAS&MINING

NAMF (PI FASF PRfNT) Tracey Fallang TITLE Permit Analyst

AIGNATifRF f,/ DATE 3/21/2005

space for State use only)

(5/2000)
(See instructions on Reverse
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O ACIDI2E DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SlDETRACK TO REPAIR WELL

Approximate date workwill start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT ORFLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL

(Submit Onginal Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCINGFORMATioNS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATioN RepOfÍS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS, Clearlyshow all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/16/05-03/20/05.

RECEIVED
MAR2 3 2005

DIVOFOIL,GAS&MINING

NAMF (PI FASF PRfNT) Tracey Fallang TITLE Permit Analyst

AIGNATifRF f,/ DATE 3/21/2005

space for State use only)

(5/2000)
(See instructions on Reverse
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/16/2005 Report #: 1 End Time Description

Summary : 7:30:00 AM WELL OPERATIONS SD, WlO COMPLETION, SAFETY MTG

10:00:00 AM WELLHEAD INC ON LOC, NIPPLE UP TUBING HEAD, FRAC
HEAD, DELIVER ANDSET ON LOC PROD TREE AND TUBING
HANGER

. 12:00:00 PM BLACKWARRIOR WIL ON LOC, RU, TlH WITH 4,653 GUAGE
RINGlJUNK BASKET CCL TO PBTD OF 10278', POOH, HAD

DOUEW VERY LITTLE MUD/CEMENT IN BASKET, REST CLEAN WATER
1200 TO 1600 HRS- LD TOOLS, PU BOND LOGTOOLSW/
CCL/GR, TIH TO COORELATED DEPTHOF 10278', CEMENT TOP
OF 7200', LOG TO 7000', POOH, BONDOKAY OVER ZONE OF
INTEREST
1600 TO 1630- RD BWWL, SECURE WELL, SDFN,TANKS FULL
OF 2% KCLWATER, TO BE HEATED TO RUN IN COIL TUBING
ON 16TH

6:00:00 AM SDFN

Report by Welicore
March 21, 2005 10 57
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/18/2005 Report #: 3 . End Time Description

Summary : Perforate 6:30:00 AM WELL COMPLETION OPERATIONS SDFN

8:00:00 AM BLACKWARRIOR ON LOC,RIG UP TO PERFORATE

9:45:00 AM TIH W/ 10 FT OF 3 3/8" EXPENDABLE GUNS LOADED3 SPF AT
120 DEGREEPHASING, .42 EXIT HOLE, COORELATETO OPEN
HOLE LOGS, PERFORATE AT 10132' TO 10142', NO PRESSURE
INCREASE OR VACUMM, POOH.
TlH WI 10 FT OF 3 3/8" EXPENDABLE GUNS LOADED3 SPF AT
120 DEGREE PHASING,.42 EXIT HOLE, COORELATETO OPEN
HOLE LOGS, PERFORATEAT 10132' TO 10142', NO PRESSURE
INCREASE OR VACUMM, POOH.

10:30:00 AM RDMO BWWC, ALL SHOTS FIRED OKAY, WELLBUILT UP TO
VERY SLIGHT BLOW, NO RECORDABLE PRESSURE

1:30:00 PM MONITER WELL TO DETERMINE IF PRESSURE GRADIENT
WOULD BE PRODUCTIVE, NO CHANGEIN WELL, SLIGHT
BLOW, NO RECORDABLE PRESSURE, RELEASE DESCO
NOTHWEST SLICK LINE

7:00:00 PM MONITER WELL, NO CHANGEIN PRESSURE, BLOW IS
DEFINITLYGAS, BUT NO PRESSURE

MONITER WELL, NO CHANGEIN PRESSURE, BLOWIS
DEFINITLYGAS, BUT NO PRESSURE

6:00:00 AM SDFN

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/17/2005 Report#: 2 End Time Description

Summary : RU 8:00:00 AM WELL OPERATIONS SDFN

11:00:00 AM HALLIBURTONCOIL ON LOC, RU, ORDER OUTPACKER FOR
PUMP IN TEST, ORDER OUT CAMPTRAILER

4:00:00 PM TIH W/ COILED TUBING, PUMP 1/4 BPM, WASH APPROX 100 FT
TO ESTIMATED DEPTH OF 10358' KB (NOT LOG DEPTH
CORRECTED), PUMP SWEEP, PULL TO 9000 FT, JET HOLE OUT
WITH 151,000 SCF OF NITROGEN,POOH, NOTICED TEST PORT
FOR WELLHEAD INCFRAC TOOL LEAKING, CALLED OUT
SERVICEMAN,OUT OF HOLE

6:15:00 PM RDCOIL, WAIT ON WELLHEAD INC SERVICEMAN, ON LOC AT
1815 HRS

7:00:00 PM PULL FRAC HEAD, REPLACESEALS, RE-INSTALL AND TEST,
RELEASE HALLIBURTON, SECURE WELL

6:00:00 AM SDFN

March 21, 2005 10:57 AM
Report by
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1:30:00 PM MONITER WELL TO DETERMINE IF PRESSURE GRADIENT
WOULD BE PRODUCTIVE, NO CHANGEIN WELL, SLIGHT
BLOW, NO RECORDABLE PRESSURE, RELEASE DESCO
NOTHWEST SLICK LINE

7:00:00 PM MONITER WELL, NO CHANGEIN PRESSURE, BLOW IS
DEFINITLYGAS, BUT NO PRESSURE

MONITER WELL, NO CHANGEIN PRESSURE, BLOWIS
DEFINITLYGAS, BUT NO PRESSURE

6:00:00 AM SDFN
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CORRECTED), PUMP SWEEP, PULL TO 9000 FT, JET HOLE OUT
WITH 151,000 SCF OF NITROGEN,POOH, NOTICED TEST PORT
FOR WELLHEAD INCFRAC TOOL LEAKING, CALLED OUT
SERVICEMAN,OUT OF HOLE

6:15:00 PM RDCOIL, WAIT ON WELLHEAD INC SERVICEMAN, ON LOC AT
1815 HRS

7:00:00 PM PULL FRAC HEAD, REPLACESEALS, RE-INSTALL AND TEST,
RELEASE HALLIBURTON, SECURE WELL

6:00:00 AM SDFN
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation
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REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/19/2005 Report#: 4 End Time Description
Summary : 7:00:00 AM WELL OPERATIONS SDFN

10:15:00 AM HALLIBURTONAND WEATHERFORD ON LOC, SAFETY
MEETING, RU AND CALIPER TOOLS, INSTALL TOOLS, NATIONS
ROUSTABOUT AND WELDED ON LOCATION TO RU
FLOWBACK, RAIN FOR RENT DELIVERED FB TANK
HALLIBURTONAND WEATHERFORD ON LOC, SAFETY
MEETING, RU AND CALIPER TOOLS, INSTALL TOOLS, NATIONS
ROUSTABOUT AND WELDED ON LOCATION TO RU
FLOWBACK, RAIN FOR RENT DELIVERED FB TANK

12:00:00 PM TIH W/ WEATHERFORD TENSION PACKER, SET AND RELEASE
PACKER OKAY, MOVE TO 10000 FT, LOAD TUBING, SET
PACKER FOR PUMP TEST

3:00:00 PM FINISH FILLINGTUBING, PUMP 30 BBLS AT 1350 PSI AT .6 BPM,
SD, MONITER, ISIP WAS 500 PSI, 5MIN 285 PSI, 30 MINWAS
STABLE AT INDICATED 45 PSI (SUSPECT GUAGE NOT
ZEROED, PRESSURE WAS ZERO),TEST COMPLETE

8:30:00 PM ATTEMPT TO RELEASE PACKER, PUMPED, PULLED, BLEED
BACK WITH NO SUCESS, DROPPED BALLTO OPEN
EQUALIZING PORTS, OPENED, LETWELL EQUALIZE, PACKER
RELEASED BUT ONLY CAN BE MOVED DOWN, BLEW COIL DRY
WITH N2, SDFN, BOTTOM OF STRING AT 10105', LET WELL
EQUALIZE OVERNIGHT, CASING OPEN THRUADJUSTABLE
CHOKE TO PIT WITH SLGHT BLOW, NO RECORDABLE
PRESSURE

6:00:00 AM SDFN

Report by Welicore
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REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/20/2005 Report #: 5 End Time Description

Summary : WORK TO GET PACKER LOOSE OR 7:00:00 AM WELL OPERATIONS SDFN, HALLIBUTON STAYEDON LOC

SHEARED OFF, JET WELL DRY
POOH, PREP TO FRAC

' 10:00:00 AM ALL CREW ON LOC, SAFETY MEETING,WELL DEAD ON
CASINGSIDE, 1400 PSI OF NITROGENPRESS ON COIL SIDE,
WORKED DOWN FROM 10108' TO 10125', BLEED OFF TUBING,
WORKED, PACKER STUCK, FILLED COIL WITH 2% KCL WATER,
PUMPED 36 BBLS,2 BPM AT 4700 PSI, TUBING WENT TO ZERO
PRESS ON SHUTDOWN, WORKED PIPE TO 60000 LBS UP, 9000

LBS DOWN,STRING WEIGHT WAS 26000 LBS, FINALLY
RELEASED, PUSHED PACKER TO 10308 FT COIL DEPTH,
TRIED TO WORK UP, STUCKAGAIN,NO UP OR DOWN

11:00:00 AM

MOV E8

SHEAR BALLTO HYDRALIC DISCONNECT FROM
PACKER, SHEARED OFF, FISH ON BOTTOM IS 5 1/2"
WEATHERFORD TENSION PACKER,XO OVER, COLLAR, CIRC
SUB, 1/2 OF DISCONNECT, 6.78 FT LONG, COST OF $7400

4:00:00 PM PULL TO 10200', PUMP NITROGENTO JET HOLE, POOH, RD
COIL UNIT, STANDING BY ON LOC, CREW RELEASED, PUMPED

36 BBLS LOAD, TOTAL LOAD TO ROCOVER IS 159 BBLS,
MEASURED RECOVERY DURING JETTING OPERATIONS WAS
144 BBLS RECOVERED, PUMPED 170000 SCF OF NITROGEN

5:30:00 PM RU DELSCO SLICKLINE, TAG FLUID LEVEL AT 8750', TAGFISH

AT 10365', NOTE, \NITIALFLUID JETTED OUT WAS SLIGHTLY
MUD COLORED AND HAD A STRONG AMONIA SMELL,
CLEARED UP BEFORE UNCONTAMINATED SAMPLECAUGHT.

8:00:00 PM WELL SHUT IN, MONITER FOR PRESSURE, HADBLOWAT 2000

HRS BUT NO RECORDABLE PRESSURE

6:00:00 AM SDFN, AT 0600 20TH, STILL NO PRESS ON GUAGE

March 21, 2005 10:57 AM
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STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES *

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN.ALLOTTEGORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells, significantly deepen existing wells below currentbottom.hole depth, reenter plugged wells,or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposais.

1 TYPE 01: WELL
8. WELL NAMEand NUMBER;

OlL WELL GAS WELL Cedar Camp #1-6-16-23

2. NAME OF OPERATOR:
9. AP1NUMBER:

BILL BARRETT CORPORATION 4301931416

3. ADDRESS OF OPERATOR:
PHONE NUMBER: 10, FIELD AND POOL, OR W .CEtVED

1099 18TH St Ste230Cogy Denver CO 80202 (303) 312-8168 Cedar Camp/Win

4. LOCATIONOF WELL APR04 2005
FOOTAGES AT SURFACE: Lot1, 646ÊNL 6 Et COUNTY: Garbo

QTR/QTR. SECTION, TOWNSHIP. RANGE, MERIDIAN:
STATE: VOFOIL,GAS&MINING

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPA1R NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repods

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETlONACTIVITYREPORT FROM 03/21/05-03/26/05.

sNAGMNE(PI..REEASEPRINT
TTE Per Analyst

(This space for State use only)

(5/2000)
(See Instructions on Reverse
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6. IFINDIAN.ALLOTTEGORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells, significantly deepen existing wells below currentbottom.hole depth, reenter plugged wells,or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposais.

1 TYPE 01: WELL
8. WELL NAMEand NUMBER;

OlL WELL GAS WELL Cedar Camp #1-6-16-23

2. NAME OF OPERATOR:
9. AP1NUMBER:

BILL BARRETT CORPORATION 4301931416

3. ADDRESS OF OPERATOR:
PHONE NUMBER: 10, FIELD AND POOL, OR W .CEtVED

1099 18TH St Ste230Cogy Denver CO 80202 (303) 312-8168 Cedar Camp/Win

4. LOCATIONOF WELL APR04 2005
FOOTAGES AT SURFACE: Lot1, 646ÊNL 6 Et COUNTY: Garbo

QTR/QTR. SECTION, TOWNSHIP. RANGE, MERIDIAN:
STATE: VOFOIL,GAS&MINING

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPA1R NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repods

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETlONACTIVITYREPORT FROM 03/21/05-03/26/05.

sNAGMNE(PI..REEASEPRINT
TTE Per Analyst

(This space for State use only)

(5/2000)
(See Instructions on Reverse



REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11

REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11

REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11

REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11

REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11

REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11

REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/26/2005 Report #: 11 End Time

Summary : WAIT ON ROADTO OPEN TO GET
CREWS IN, ROADS DRIFTEDOVER,
PU PACKER ON COIL, TlH, PUMP
DEFIT TEST, TlH BELOWPERFS, JET
WELL DRY, POOH,RD COIL TUBING

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/25/2005 Report #: 10 End Time

Summary : FLOW WELL, TIH W/ COILED TUBING,
JET WELL CLEAN, FLOW ,

SI TO GET
GAS FOR TEST

Report by Wellcore
March 28, 2005 08 11



REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11

REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11

REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11

REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11

REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11

REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11

REGULATORY COMPLETION SUMMARY BillBarrettCorporation

Well Name : Cedar Camp #1.6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/24/2005 Report #: 9 End Time

Summary : MOVE UP TO NEXT ZONE ( ENTRADA)

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/23/2005 Report#: 8 End Time

Summary:

Report by Welicore
March 28, 2005 08 11



O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11

O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11

O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11

O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11

O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11

O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11

O
REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/22/2005 Report #: 7 End Time

Summary : Frac Stage #1

Report by Welicore
March 26, 2005 08 11



REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11

REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11

REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11

REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11

REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11

REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11

REGULATORY COMPLETIONSUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/21/2005 Report #: 6 End Time

Summary : REFILLFRACTANK,HEATWATER
FOR FRAC,SPOT SANDAND FILL FOR
FRAC

Report by Welicore
March28 2005 08 11



BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
A go DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:
V I O ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL Q GAS WELL OTHER C, Cedar Camp #1-6-16-23
2. NAMEOF OPERATOR: 9. API NUMBER:
BILLBARRETTCORPORATION · "

-'- I IOL 4301931416
3, ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18TH St. Ste230 y Denver CO zi, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCA TION OF WELL

FOOTAGESATSURFACE: Lot 1, 647' ENL, 466' FEL COUNTY: Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completlon:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON Rel">orts

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pedinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/27/05-04/03/05.

(This space for State use only)

APRO/ 2005

(5/2000) (See Instructions on Reverse Side)
DIVOFOlt,GAS&

BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
A go DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:
V I O ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL Q GAS WELL OTHER C, Cedar Camp #1-6-16-23
2. NAMEOF OPERATOR: 9. API NUMBER:
BILLBARRETTCORPORATION · "

-'- I IOL 4301931416
3, ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18TH St. Ste230 y Denver CO zi, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCA TION OF WELL

FOOTAGESATSURFACE: Lot 1, 647' ENL, 466' FEL COUNTY: Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completlon:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON Rel">orts

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pedinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/27/05-04/03/05.

(This space for State use only)

APRO/ 2005

(5/2000) (See Instructions on Reverse Side)
DIVOFOlt,GAS&

BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
A go DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:
V I O ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL Q GAS WELL OTHER C, Cedar Camp #1-6-16-23
2. NAMEOF OPERATOR: 9. API NUMBER:
BILLBARRETTCORPORATION · "

-'- I IOL 4301931416
3, ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18TH St. Ste230 y Denver CO zi, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCA TION OF WELL

FOOTAGESATSURFACE: Lot 1, 647' ENL, 466' FEL COUNTY: Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completlon:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON Rel">orts

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pedinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/27/05-04/03/05.

(This space for State use only)

APRO/ 2005

(5/2000) (See Instructions on Reverse Side)
DIVOFOlt,GAS&

BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
A go DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:
V I O ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL Q GAS WELL OTHER C, Cedar Camp #1-6-16-23
2. NAMEOF OPERATOR: 9. API NUMBER:
BILLBARRETTCORPORATION · "

-'- I IOL 4301931416
3, ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18TH St. Ste230 y Denver CO zi, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCA TION OF WELL

FOOTAGESATSURFACE: Lot 1, 647' ENL, 466' FEL COUNTY: Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completlon:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON Rel">orts

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pedinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/27/05-04/03/05.

(This space for State use only)

APRO/ 2005

(5/2000) (See Instructions on Reverse Side)
DIVOFOlt,GAS&

BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
A go DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:
V I O ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMlT TO DRILLform for such proposals.
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2. NAMEOF OPERATOR: 9. API NUMBER:
BILLBARRETTCORPORATION · "

-'- I IOL 4301931416
3, ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18TH St. Ste230 y Denver CO zi, 80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCA TION OF WELL

FOOTAGESATSURFACE: Lot 1, 647' ENL, 466' FEL COUNTY: Carbon

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT S1DETRACKTO REPAIR WELL
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O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
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CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON Rel">orts

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pedinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 03/27/05-04/03/05.

(This space for State use only)
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(5/2000) (See Instructions on Reverse Side)
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REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/3/2005 Report #: 19 End Time Description

Summary : RIG DOWNAND RELEASE COIL UNIT, 6:00:00 AM FLOWTEST WELL, STARTED THE DAY ON 36/64 CHOKE AT

FLOWBACK ENTRADA, TEST GAS 240 PSI AND 11 B/H WATER RECOVERY, THE LAST 14 HRS
THE PRESS HAS HELD STEADY AT 300 PSI ON 28/64,
AVERAGING9 B/H WATER RECOVERY, WE RECOVERED 228
BBLS OF WATER IN LAST 24 HRS, SAMPLESOF WATER WERE
SENT IN TO HALLIBURTONLAB FOR ANALYSIS. A GAS

A I I B i ANALYSIS WAS PERFORMED BY QUESTAR PIPELINEREP,
MAINRESULTS ARE N2 AT 4.15%, CO2 AT 7.12%, BTU AT 940.9,
GRAV AT 0.6672, METHANE AT 85%.

Report by Welicore
April 05 2005 10 11
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REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/2/2005 Report #: 18 End Time Description

Summary : FLOWTEST WELL, CUT OFF BADCOIL 6:00:00 PM FLOW TEST ENRADA PERFS, FLOWINGTO TANKON 36/64

TUBING, TlH, JET WELL DOWN, CHOKE, PRESSURE FARLY STEADYAT 280 TO 260 PSI, AND

POOH, RELEASECOIL WATER RATE OF 11 B/H, COIL CREW ON LOCAT 0800 HRS,

CUT OFF TUBING, REHEAD,RU ON WELL, REC 140 BBLS
TODAY SO FAR

10:20:00 PM TEST TUBING, OPEN WELL, TlH PUMPING400 SCF/MIN, TAG

' t (3 FLUIDAT 8900 FT, SAME AS 24 HRS AGO, JET BELOWPERFS

AT750 SCF/MIN FOR 90 MIN, THRU 36/64 CH, CAUGHTWATER
SAMPLEAFTER BOTTOMSUP, SLOW PUMP RATE TO 500
SCF/MIN,POOH, SHUT OFF N2 AT 2220 HRS, TOTAL N2
PUMPED FOR DAY WAS 150000 SCF OF NITROGEN,REC 53
BBLSTHIS 4 HRS, 193 BBLS TODAY

12:00:00 AM FINISH POOH FROM7000 FT, NOT PUMPING NITROGEN,
FLOWING TO TANK

8:00:00 AM TO FB TANK, PRESSURE STABLE AT 240 PSI ON 36/64, FLUID

RATE WAS 15 TO 8 TO 11 B/H,RECOVERED 276 BBLS IN 23

HRS (TIME CHANGE DAY)

Report by Welicore
April 05, 2005 10:11
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REGULATORY COMPLETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 4/1/2005 Report#: 17 End Time Description

Summary : FLOWTEST,JET ON ENTRADA ZONE, 4:00:00 PM FLOW TEST ENTRADA ON 36/64 CHOKE TO FLOWBACKTANK,

FLOWBACK AT 0600 HRS THRU 1200 HRS, PRESS WAS 180 PSI FCP, GAS

TEST FOR CO2 AT 0600 SHOWED 6% ,
WELL SLUGGING

HEAVY MIST OF WATERRECOVERED 140 BBLS OF WATER
THIS REPORT, REPLACEDWASHEDOUT CHOKE,
HALLIBURTONCOIL CREW ON LOC,RU

7:30:00 PM TlH WI COIL PUMPING 380 TO 500 SCF/MINN2, JET WELL
FROM BELOW PERFS AT 750 SCF/MIN FOR 65 MIN,WELL
DRYING UP, SAMPLE CAUGHT AFTER BOTTOMSUP WAS
MURKY, SOME MUD CONTAMINATION, POOH PUMPING500
SCF/MIN TO 5000 FT, SD N2, CONTINUE POOH, PUMPED
TOTAL OF 135000 SCF OF NITROGEN, REC 45 BBLS THIS TIME
FRAME, TOTAL FOR REPORT DAY AT 185 BBLS SO FAR,USED

36 TO 44/64 CHOKES WHEN JETTING, ESTIMATEFLUIDLEVEL

WAS AT 8900 FT, REC APPROX AS MUCH FLUID IN 3 HRS AS
WE ARE FLOWING BACK WlO COIL

11:00:00 PM CONTINUE POOH W/ COIL, CHANGE BACK TO 36/64 CH AT
2030 HRS, AT 2045 HRS FOUND CRACK IN TUBING AT 3500 FT
FROMSURFACE, CHECK VALVES HOLDING OKAY, POOH,
WELL FLOWINGTO TANKON 36/64, PRESS DROPPED
ENOUGH TO GO TO 36/64 AT 2030 HRS, OUT OF HOLEAT 2200

HRS, RD, COIL CREW RELEASED AT 2300 HRS

6:00:00 AM FLOW TO TANK ON 36/64 CHOKE, PRESSURE STABLE AT 280
PSI, WATER RATE WAS 11 B/H TO 15 B/H, AT 0600 HRS, ON
36/64 CH,280 PSI, 11 B/H, DRY GAS AND SLUGS OF HEAVY
MISTS,AT START OF DAY, RECOVERY WAS 32 BBLS OVER
FRACLOAD, RECOVERED305 BBLS LAST 24 HRS, TOTAL
BBLS OVER LOAD AFTERFRAC IS 337 BBLS

Report by Wellcore
April 05, 2005 10:10
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/31/2005 Report #: 16 End Time Description
Summary : FLOW TEST TIL 1415 HRS, TIH W/ 2:15:00 PM FLOWINGTO PIT ON 44/64 CH, AT 560 PSI AT 0600 DOWN TO

COIL TUBING TO CBP, PUMP SWEEP, 420 PSI AT 1200 HRS, SWITCH TO FB TANK ON 36/64 CH,
JET FROM BELOW PERFS, POOH, PRESSURE BUILT FROM 420 TO 520 PSI FROM 1200 TO 1415
CONTINUE TO FLOWBACK FRAC HRS, STARTING BLWTR IS 332 BBLS FROM FRAC, COIL CREW
STAGE #2 ON LOC AT 0945, RIGGING UP TO CLEAN OUT TO TD

7:00;00 PM PRESSURE TEST SEALS TO 700 PSI W/ NITROGEN, OPEN
WELL, TIH W/ COIL, START N2 AT 500 SCF/MIN,, AT 7400 FT,
BRING ON 2% KCL AT 1/4 BPM, N2 AT 500 SCF/MIN, TAG FLUID
AT ESTIMATED 8500 FT DEPTH, AT 9500 FT, INC FLUID TO 1/2

C D \ BPM,N2 TO 750 SCF, TAG AND WASH FILL AT 9700 FT, SHORT
BRIDGE, TIH CIRCUlATING TO 9962 FT, COIL DEPTH, TAG
COMPOSITE PLUG, PU, CIRC SWEEP, PULL TO 9800 FT, JET
WELL FOR 30 MIN AT 1000 SCF/MIN, POOH PUMPING N2 AT
750 TO 500 SCF/MIN, SD N2 AT 6500 FT, VERY GOOD
FLOWBACK, POOH, PUMPED 31 BBLS 2% KCL WATER AND
240000 SCF N2, RECOVERED 75 BBLS OF LOAD, PUMPED 31
BBLSDURING WASH

6:00:00 AM RD HALLIBURTON, KEEP FLOWINGTO TANK ON 36/64 CH,
PRESS STARTED AT 400 PSI, 430 PSI AT 2000 HRS, SLOWLY
DECLINED TO 200 PSI AT 0200 HRS, HELD STEADY AT 200 PSI
LAST 5 HRS ON 36/64, FLUID MEASURE AT 0200 ACTUAL, EST
REST OF REPORT AS TANK HAD TO BE DRAINED, FIRSTHR
0600 TO 0700 WILL BE MEASURED, AND WATER AND GAS
SAMPLE WILL BE TAKEN. AT START OF DAY, 332 BLWTR,WE
PUMPED 31 B, TBLTR WAS 363 BBLS, REC 395 BBLS, OR 32
BBLS OVER LOAD
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COMPOSITE PLUG, PU, CIRC SWEEP, PULL TO 9800 FT, JET
WELL FOR 30 MIN AT 1000 SCF/MIN, POOH PUMPING N2 AT
750 TO 500 SCF/MIN, SD N2 AT 6500 FT, VERY GOOD
FLOWBACK, POOH, PUMPED 31 BBLS 2% KCL WATER AND
240000 SCF N2, RECOVERED 75 BBLS OF LOAD, PUMPED 31
BBLSDURING WASH

6:00:00 AM RD HALLIBURTON, KEEP FLOWINGTO TANK ON 36/64 CH,
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DECLINED TO 200 PSI AT 0200 HRS, HELD STEADY AT 200 PSI
LAST 5 HRS ON 36/64, FLUID MEASURE AT 0200 ACTUAL, EST
REST OF REPORT AS TANK HAD TO BE DRAINED, FIRSTHR
0600 TO 0700 WILL BE MEASURED, AND WATER AND GAS
SAMPLE WILL BE TAKEN. AT START OF DAY, 332 BLWTR,WE
PUMPED 31 B, TBLTR WAS 363 BBLS, REC 395 BBLS, OR 32
BBLS OVER LOAD
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation
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REGULATORY COMPLETION SUMMARY silisarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/30/2005 Report #: 15 End Time Description

Summary : RU HALLIBURTON FRACCREW, FRAC 8:00:00 AM WELL SHUT IN, AT 0600 HRS, SICP WAS 250 PSI, 0700 HRS
ENTRADA, FLOW BACK FRAC WAS 260 PSI, CO2 ON LOC

11;15:00 AM FRAC CREW ON LOC, RU TO FRAC STAGE #2, SAFETY
MEETING, PRIME AND TEST LINES TO 9000 PSI

12:00:00 PM FRAC STAGE #2, INITIALPRESS ON WELL WAS 270 PSI, FILL
HOLE WITH 7300 GAL 70 QUAL FOAM, BD AT 1750 PSI AT 17.2

A.
BPM, SLIGHT BREAK BACKAS WE WERE PICKING UP RATE,
PUMPED 472 BBLS 2% KCL WATER AND139 TONS OF CO2,
AVG CO2 QUALITY WAS 68%, PUMPED 93100 LBS OF 20-40
TLC PROPPANT, AVG PRESS WAS 2780 PSI, MAXPRESS WAS
2970 PSI, AVG FOAM RATE WAS 41.6 BPM, MAX RATE WAS
44.6 BPM, PUMPED 1483 FOAM BBLS, DISPLACED W/ 212 BBLS
OF 50 QUALITYFOAMlWATER CAP, ISIPWAS 1000 PSI, FRAC
GRAD CALC WAS .54 PSI/FT, 1 MIN SICP WAS 1000 PSI, 4 MIN
SICP WAS 900 PSI, OPENED WELL AT 5 MIN SI AND 850 PSI ON
18/64 CHOKE

1:45:00 PM OPEN WELL ON 18/64, , TO 22/64 AT 1220, CH FREEZING, TO
24/64 AT 1250 HRS, FREEZING CH, TO 30/64 AT 1300 HRS,
WELL PRESSURE FALLING, RECOVERED 15 BBLS, WELL DEAD
AT 1345 HRS, SUSPECT BRIDGED OFF ON FLOWBACK

5:10:00 PM SHUT IN WELL, BUILT TO 350 PSI IN 75 MIN, BLED TO ZERO IN
ONE MIN ON 36/64 CH, SI, SURGED AND WELL BROKE A NEAR
SURFACE PLUG LOOSE, WELL KICKED OFF AGAIN

8:30:00 PM FLOWTESTING, FLOW ON 36/64 TO PIT,ATTEMPT TO GO TO
TANK RESULTED IN ICE AGAIN, PRESS WENT FROM 450 TO
600 PSI FCP ON 36/64, WATER EST AT 10 B/H, AT 2040 HRS,
MANIFOLD PLUGGED UP WITH ICE ANDVISCOUS
SUBSTANCE, WHICH IN TURN PLUGGED FLOWLINE FROM
WELL TO FB MANIFOLD, NOTE HAVE A SAMPLE OF PLUGGING
SUBSTANCE, DID NOT CHANGE AFTER ICE MELTED, STILL
THICK PLUG-LIKE MATERIAL

9:30:00 PM BREAK OUT LINES AND CLEAN OUT, RE-HOOK UP AND OPEN
WELL, PRESS BUILT FROM 600 TO 650 PSI IN 5 MINAND
STAYED THERE

6:00:00 AM PUT WELL ON 44/64 CHOKE, OPEN TO PIT, PRESS STARTED
AT340 PSI, CLIMBED TO 640 PSI, BACK TO 600 PSI ON 44/64
CH, EST WATER RATE AT 10 B/H, ATTEMPT TO GO TO TANK
AT4 AM RESULTED IN QUICKLY PLUGGING A 36/64 CH AND
ICE IN TANK, RETURNED TO PIT FOR FB, AT 0600 HRS, REC
140 OF 274 BBLS OF LOAD, WELL SLUGGING FLUID AND
MAKINGHEAVY MIST W/ CO2, FCP OF 560 PSI AT 0600 HRS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/29/2005 Report #: 14 End Time Description

Summary : WELL SHUTIN, MONITERING 6:00:00 AM WELL SHUT IN, PREP TO FRAC STAGE #2, WATERHEATED,
PRESSURE, HAUL PROPPANT FOR PROP DELIVERED, FLOWTESTORS BACK ON LOCATION, AT
FRAC, HEAT FRACWATER 0700 HRS, SICP WAS 150 PSI, AT 1300 HRS, SICP WAS 180 PSI,

AT 1800 HRS, SICP WAS 200 PSI, AT 0600 HRS, 30TH MAR,
SICP WAS 250 PSI
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AT 1800 HRS, SICP WAS 200 PSI, AT 0600 HRS, 30TH MAR,
SICP WAS 250 PSI

Report by Welicore April 05, 2005 10:10
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 3/28/2005 Report #: 13 End Time Description

Summary : WELL SHUT IN FOR BUILD UP AND 6:00:00 AM WELL SHUT IN, SENT GAS SAMPLE TO TOWNFOR ANALYSIS,
GAS SAMPLING, FILL FRACTANKS, FINISHED HAULINGFRAC WATERAND KCL, SICP AT 0600 WAS
WlO FRAC 60 PSI, AT 1300 HRS WAS 80 PSI,

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 3/27/2005 Report#: 12 End Time Description

Summary : FINISH RIG DOWN COIL, MO TO SIDE 8:00:00 AM RD COIL TUBING, INSTALL NIGHT CAP, WELLOPEN TO FB

OF LOC, FLOW WELL TO 1300 HRS, TANK, SLIGHT BLOW
SLIGHT BLOW TO DEAD, SI WELL, 60
PSI AT 0600 HRS 1:00:00 PM FLOW WELL TO TANK, RECOVERY LISTED ABOVEWAS

BETWEEN 6 AMAND 7 AM, WELL ALMOST DEAD AT 1300 HRS

6:00:00 AM SI WELL, WILL TRY AND GET A GOOD GAS SAMPLE IN AM,
CONTINUE TO LINE UP TO FRAC ON 30TH, ROADS ARE NOT
GOOD FOR MOVING PRODUCT BUT WE STILL ON SCHEDULE.

A e i ~ ~ r - SICP AT 0600 WAS 60 PSI

Report by Welicore
April 05, 2005 10 10
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BBC
STATEOF UTAH CONFIDENTIAL FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME

7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells, signiticantly deepen existingwells below current bottom.hole depth, reenter plugged wells, or to
dnil horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL
8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23

2.NAMEOFOPERATOR:
9.APINUMBER:

BILLBARRETT CORPORATION 4301931416

3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St, Ste230C Denver CO ,80202 (303) 312-8168 Cedar Camp/Wingate

i LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 647' FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUDING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT ORFLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Re|3orts

12 DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearlyshowall pertinent details including dates, depths, volumes, etc.

WEEKLY COMPLETIONACTIVITYREPORT FROM 04/04/05-04/10/05.

NAME (PLEASE PRINT)
TITLE Permit Analyst

SIGNATURE
DATE 4/11/2005

(This space for State use only) RECEIVED
APR13 2005

5/2000)
(See instructions on Reverse Side) 06 DIL,GAS&
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REGULATORYCOMPLETION SUMMARY sillsarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/10/2005 Report #: 26 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SHUT DOWN, EXPECT RIG ON LOC EARLY

WlO COMPLETION RIG TUES AM

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/9/2005 Report #: 25 End Time Description

Summary : WELL OPERATIONSSD, WlO 6:00:00 AM WELLOPERATIONS SD, WlO COMPLETlON RIG

COMPLETION RIG

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/8/2005 Report #: 24 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SHUT DOWN, WAIT ON RIGTO RUN IN

WAIT ON RIG PRODUCTION TUBlNG

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 4/7/2005 Report#: 23 End Time Description

Summary : FLOW WELL, KEEPS LOADING UP, 1:00:00 PM OPEN FB MAINIFOLDTO UNLOAD WELL, OPEN TO PIT ON

SURGE OFF HEAD, TRY SEPARATOR 36/64, TO FB TANK ON 44/64, AND TO TEST VESSEL ON 32/64,

TEST, WELL LOADEDUP, SI, WAIT ON PRESSURES VARIED FROM160 PSI TO ZERO, FLUID RATES

RIG WERE 56 BBLS 6 TO 7AM,8 BBLS FROM7 TO 8 AM, 27 BBLS
FROM 8 TO 9 AM, NO FLUID FROM 9 TO 10 AM, 10 BBLS FROM

10 TO 11 AM, NO FLUID FROM 11 TO 12 AM, 20 BBLS FROM 12
AM TO 1 PM, DROPPED SOAP STICKS TWICE WHEN WELL
WAS DEAD, SAMPLEDWATER FOR ANALYSIS AT 1245 HRS

1:00:00 PM TURN WELL THRUTEST SEPARATOR AT 1300 HRS, 150 PSI,

MADE 6,75 BBLS IN 1 HR ON 32/64 CHOKE, PRESSURE FELL

TO 50 PSI AS WELL WAS LOADINGUP

6:00:00 AM SHUT INWELL, DRAIN VESSEL AND TANK, SECURE WELL, SD

DAILYOPERATIONS TO WAIT ON COMPLETION RIG TO RUN

TUBING, RECOVERED 128 BBLS OF WATER IN 8 HRS OF
FLOWBACK

Roport by Welicore
April 11, 2005 02:49
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REGULATORY COMPLETION SUMMARY silisarrettcorporation

We : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/6/2005 Report #: 22 End Time Description

Summary : WELL DEAD, GOT SOME WATER 10:30:00 AM WELL OPEN WI SLIGHT BLOW, NO PRESSURE, NO FLOW

FLOW, DROP SOAP STICKS, BLOW
OFF WATER CAP, TEST THRU 12:00:00 PM WELL STARTED KICKING OUT WATER, REC 8 BBLS BEFORE

SEPARATOR, BACK TO FLOWING WELL DEAD

HEAD OFF, WELL LOADING UP 3:45:00 PM DROP 2 SOAP STICKS,LET WELL SET, DROP 2 MORESTICKS,
AT 1420 WELL KICKEDOFF, OPEN TO PIT,TANK AND
SEPARATOR, WELL DIED AT 1545HRS, EST 25 BBLS
RECOVERY, DROP 2 MORE SOAP STICKS

6:00:00 AM WELL KlCKED AGAIN AT 1630 HRS, OPEN THRU THREE LINES
TO BLOW OFF WATER, PRESSURES 100 TO 150 PSI,
ESTIMATE RECOVERY OF 50 BBLS/HR FOR 1 1/2 HRS, THEN
GOT TO SLUGS AND HEAVY MISTING,ATTEMPTED TO RUN
THRU SEPARATOR ON 32/64, WELL TRIEDTO DIE, OPENTO
44/64 ON FB TANK AND 32/ 64 IN SEPARATOR, FLOWED MOST
OF NIGHT ON 32 TO SEPARATORAND44 IN FB TANK TO
MEASURE WATER, AT 0415 OPENED TO PITWITH ADDITIONAL
36 CHOKE LINE TO BLOW OFF HEAD OF WATER FOR 2 MIN, AT
0600 HRS, OPEN TO TANK W/ 44, VESSELW/ 32, AND PIT Wl36,
PRESSURE LOW AND MAKING GOODWATER SLUGS,
RECOVERED 215 BBLS FOR REPORT PERIOD, WITH FIRST
FLOW AT 1420 HRS, PRESSURE AT 6 AMWAS 40 PSI,
PRESSURE HAS VARIED FROM 0 TO 200 PSI ALL E

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/5/2005 Report #: 21 End Time Description

Summary : FLOW TEST WELL,HOOKUP TEST 3:30:00 PM FLOW TEST WELL TO FB TANK, WAIT ON AND HOOK UP TEST

UNIT, GO THRU UNIT W/ BOTH SETS PRODUCTIONUNIT, BLACKWARRIOR WIRELINE TRUCK ON

PERF OPEN, SET COMPOSITE PLUG LOC TO SET COMPOSITEBRIDGE PLUG, FLOWING WELL ON

OVERLOWER PERFS, TEST WELL 28/64 CHOKE,PRESSURE FROM 240 TO 220 PSI WITH

UPPER ENTRADA PERFS RECOVERY OF 81 BBLS OF WATER IN 9.5 HRS

6:00:00 PM FLOW TEST THRUSEPARATOR UNIT WITH BOTH SETS OF
ENTRADA PERFS OPEN, GET GAS SAMPLE AND CHART
STABLE GAS RATE OF .512 TO .584

MMCF AT ATMOSPHERIC
DISCHARGE PRESSURE

7:30:00 PM TlH WI BWWL, CORRELATE, FOUND FLUID LEVEL AT 6700 FT,
SET COMPOSITEBRIDGE PLUG AT 9755 FT, RETAGPLUG
POOH, SICP BUILT FROM220 TO 500 PSI IN90 MIN

10:00:00 PM OPENWELL TO TANK ON 44/64, WHEN PRESSURE AT 250 PSI,
SWITCH TO TEST SEPARATOR AND ATTEMPT TEST,
PRESSURE STILL FALLING, OPEN TO TANK ON 36/64

12:00:00 AM WELL OPEN TO TANKON 36/64, NO FLOW, BLED TO ZERO

4:00:00 AM WELLSHUT IN, SICP AT 0100 CHRS WAS 110 PSI, SICP AT

0200 WAS 180 PSI, SICP AT 0300 WAS 250 PSI, SICP AT 0400

WAS 315 PSI, OPEN WELL TO TANKAT 0400 HRS

6:00:00 AM WELLOPEN TO TANK, ATTEMPT TO GET TO FLOW,WELL
BLEEDING DOWN, NO FLOW,YET, SLIGHT BLOW

Report by Welicore
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REGULATORY COMPLETION SUMMARY silisarrettcorporation
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6:00:00 AM WELL KlCKED AGAIN AT 1630 HRS, OPEN THRU THREE LINES
TO BLOW OFF WATER, PRESSURES 100 TO 150 PSI,
ESTIMATE RECOVERY OF 50 BBLS/HR FOR 1 1/2 HRS, THEN
GOT TO SLUGS AND HEAVY MISTING,ATTEMPTED TO RUN
THRU SEPARATOR ON 32/64, WELL TRIEDTO DIE, OPENTO
44/64 ON FB TANK AND 32/ 64 IN SEPARATOR, FLOWED MOST
OF NIGHT ON 32 TO SEPARATORAND44 IN FB TANK TO
MEASURE WATER, AT 0415 OPENED TO PITWITH ADDITIONAL
36 CHOKE LINE TO BLOW OFF HEAD OF WATER FOR 2 MIN, AT
0600 HRS, OPEN TO TANK W/ 44, VESSELW/ 32, AND PIT Wl36,
PRESSURE LOW AND MAKING GOODWATER SLUGS,
RECOVERED 215 BBLS FOR REPORT PERIOD, WITH FIRST
FLOW AT 1420 HRS, PRESSURE AT 6 AMWAS 40 PSI,
PRESSURE HAS VARIED FROM 0 TO 200 PSI ALL E

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/5/2005 Report #: 21 End Time Description

Summary : FLOW TEST WELL,HOOKUP TEST 3:30:00 PM FLOW TEST WELL TO FB TANK, WAIT ON AND HOOK UP TEST

UNIT, GO THRU UNIT W/ BOTH SETS PRODUCTIONUNIT, BLACKWARRIOR WIRELINE TRUCK ON

PERF OPEN, SET COMPOSITE PLUG LOC TO SET COMPOSITEBRIDGE PLUG, FLOWING WELL ON

OVERLOWER PERFS, TEST WELL 28/64 CHOKE,PRESSURE FROM 240 TO 220 PSI WITH

UPPER ENTRADA PERFS RECOVERY OF 81 BBLS OF WATER IN 9.5 HRS

6:00:00 PM FLOW TEST THRUSEPARATOR UNIT WITH BOTH SETS OF
ENTRADA PERFS OPEN, GET GAS SAMPLE AND CHART
STABLE GAS RATE OF .512 TO .584

MMCF AT ATMOSPHERIC
DISCHARGE PRESSURE

7:30:00 PM TlH WI BWWL, CORRELATE, FOUND FLUID LEVEL AT 6700 FT,
SET COMPOSITEBRIDGE PLUG AT 9755 FT, RETAGPLUG
POOH, SICP BUILT FROM220 TO 500 PSI IN90 MIN

10:00:00 PM OPENWELL TO TANK ON 44/64, WHEN PRESSURE AT 250 PSI,
SWITCH TO TEST SEPARATOR AND ATTEMPT TEST,
PRESSURE STILL FALLING, OPEN TO TANK ON 36/64

12:00:00 AM WELL OPEN TO TANKON 36/64, NO FLOW, BLED TO ZERO

4:00:00 AM WELLSHUT IN, SICP AT 0100 CHRS WAS 110 PSI, SICP AT

0200 WAS 180 PSI, SICP AT 0300 WAS 250 PSI, SICP AT 0400

WAS 315 PSI, OPEN WELL TO TANKAT 0400 HRS

6:00:00 AM WELLOPEN TO TANK, ATTEMPT TO GET TO FLOW,WELL
BLEEDING DOWN, NO FLOW,YET, SLIGHT BLOW
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REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/4/2005 Report #: 20 End Time Description

Summary : FLOWTEST, HOPE TO INSTALL TEST 6:00:00 AM FLOWTEST, TEST SEPARATOR UNIT COMING OUTSTUCK IN

SEPARATOR BUT UNIT STUCK IN MUD, TORE UP TRAILER, W/O RIG UP TRUCK TO MOVE UNIT

MUD TO LOCATION, WELL FLOWING ON 28/64 CHOKE, PRESSURE
AT 270 TO 250 PSI, REC 225 BBLS OR ANAVERAGE RATE OF
9.4 B/H, WE HAVERECOVERED 1166 BBLS OVER LOAD SINCE
LAST FRAC. AS OF REPORT TIME, THE TEST SEPARATOR
HAS NOT MADE IT TO LOCATION

Report by Wellcore
April 11, 2005 02:49
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DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIAL NUMBER.

1 ML46113

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME

7. UNITor CA AGREEMENT NAME

Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells,or to

drill honzontal laterals Use APPL1CATIONFOR PERMIT TO DRILLform for such proposèls.

1 TYPE OF WELL
OIL WELL GAS WELL OTHER

CeEd

C p
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2 NAMEOFOPERATOR 9 APINUMBER

BILL BARRETT CORPORATION 4301931416
3 ADDRESS OF OPERATOR PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18TH St. Ste230 Denver arAir CO ,,,80202 (303) 312-8168 Cedar Camp/Wingate

4 lOCATIONOFWELL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

OTRIOTR ScCTION, TOWNSHIP. RANGE, MER1D1AN:NENE 6 16S 23E STATE:
UTAH

n CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Dupitcate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON
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O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion
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O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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.
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(5/2000) (See instructions on Reverse
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REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43.019-31416 Area : Cedar Camp

Ops Date : 4/17/2005 Report #: 33 End Time Description

Summary : FLOWBACK UPPER ENTRADA PERFS 10:30:00 AM FLOWBACK ON 44/64 TP VESSEL AND FB TANK, AND 18/64 TO
PIT, FTP OF 10 TO 15 PSI, SICP OF 710 PSI, PRODUCED 10 B/H

3:00:00 PM OPEN TUBING TO PIT ON 2" LINE, FTP 10 TO 20 PSI, SICP 710
PSI, AVG WATER PRODUCTION WAS 9 B/H

6:00:00 AM TO PRODUCTION VESSEL ON 2" LINE, GAVE GOOD FLUID
MEASUREMENT OF WATER RECOVERY, AVG 9 B/H WATER
PRODUCTION, FTP OF 30 TO 35 PSI, SICP WAS 720 PSI,
WATER PRODUCTION LAST 24 HRS WAS 193 BBLS OF
RECOVERY

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/16/2005 Report #: 32 End Time Description

Summary : FLOWTEST/FLOWBACK UPPER 10:00:00 PM FLOWBACK WELL ON 44/64 TO PRODUCTION TEST VESSEL
ENTRADA PERFS AND 44/64 TO FB TANK, ATTEMPTED TO OPEN ANOTHER

CHOKE ON A 18/64, PRESS FELL FROM 40 PSI FTP TO 15 PSI
FTP, SNUT IN 18/64, ATTEMPTED TO CLOSE ADJUSTABLE
CHOKETO TANK SOME, WELL TRYING TO LOAD UP MORE,
LEFT ON 2-44/64 CHOKES TO GET AS MUCH WATER AS
POSSIBLE OUT, 146 BBLS RECOVERED THIS REPORT PERIOD

6:00:00 AM AT 2200 HRS, OPEN TO PIT ON 18/64 CHOKE AS WELL AS
44/64 INPROD VESSEL, AND 44/64 IN FLOWBACK TANK,
PRESSURES RUN 25 PSI TO 15 PSI, WATER RATES AVG 10
B/H, 81 BBLS REC THIS PERIOD, TOTAL RECOVERY LAST 24
HRS WAS 227 BBLS OR 9.5 B/H

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/15/2005 Report #: 31 End Time Description

Summary : MONITER WELL, SWAB IN WELL, FB 10:00:00 AM WATCHWELL, FTP OF ZERO PSI, SICP OF 1100 PSI, RIG
TO VESSEL, FB TANK AND SOME TO CREW ON LOC AT 0945 TO SWAB
PIT 11:00:00 AM MAKE 3 SWAB RUNS TO KlCK OFF WELL, 1 ST RUN,FL OF

7100', PULL FROM 8500 FT, 3 BBLS, 2 ND RUN, FL 6700', PULL
FROM 8500', 6 BBLS,3RD RUN, FL 4200', PULL FROM 5500', 5
BBLS, CAUGHT SAMPLES, SUSPECT A SLUG OF DRILLING
MUD CAME IN, A SAMPLE WENT TO HALLIBURTON FOR
ANALYSIS, WELL STARTED FLOWING AT 1100 HRS, 3 RUNS,
RECOVERED 14 BBLS

6:00:00 AM FLOWING WELL, OPEN TO FB TANK ON 44/64, AND TO
PRODUCTION TEST VESSEL ON 44/64, AT TIMES OPEN LINE
TO PIT ON 36/64 OR 18/64 CHOKE TO ELIMINATEWELL
LOADING UP AND KILLINGITSELF, SEEMS TO BE AT A FINE
BALANCED POINT, ONCE WELL STARTED FLOWING, THE SICP
SLOWLY DECREASED FROM 1140 PSI TO 770 PSI, FTP
PRESSURES VARIEDFROM 60 PSI TO 15 PSI WITHA FAIRLY
STEADY FTP OF 30 PSI, SICP OF 770 PSI, AND WATER
PRODUCTION OF 10 B/HAT 0600 HR REPORT, RECOVERED
OR SWABBED 258 BBLSIN 19 HRS OR THIS REPORT PERIOD

Report by Wellcore April18, 2005 12:55
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CHOKETO TANK SOME, WELL TRYING TO LOAD UP MORE,
LEFT ON 2-44/64 CHOKES TO GET AS MUCH WATER AS
POSSIBLE OUT, 146 BBLS RECOVERED THIS REPORT PERIOD

6:00:00 AM AT 2200 HRS, OPEN TO PIT ON 18/64 CHOKE AS WELL AS
44/64 INPROD VESSEL, AND 44/64 IN FLOWBACK TANK,
PRESSURES RUN 25 PSI TO 15 PSI, WATER RATES AVG 10
B/H, 81 BBLS REC THIS PERIOD, TOTAL RECOVERY LAST 24
HRS WAS 227 BBLS OR 9.5 B/H

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/15/2005 Report #: 31 End Time Description

Summary : MONITER WELL, SWAB IN WELL, FB 10:00:00 AM WATCHWELL, FTP OF ZERO PSI, SICP OF 1100 PSI, RIG
TO VESSEL, FB TANK AND SOME TO CREW ON LOC AT 0945 TO SWAB
PIT

11:00:00 AM MAKE 3 SWAB RUNS TO KlCK OFF WELL, 1 ST RUN,FL OF
7100', PULL FROM 8500 FT, 3 BBLS, 2 ND RUN, FL 6700', PULL
FROM 8500', 6 BBLS,3RD RUN, FL 4200', PULL FROM 5500', 5
BBLS, CAUGHT SAMPLES, SUSPECT A SLUG OF DRILLING
MUD CAME IN, A SAMPLE WENT TO HALLIBURTON FOR
ANALYSIS, WELL STARTED FLOWING AT 1100 HRS, 3 RUNS,
RECOVERED 14 BBLS

6:00:00 AM FLOWING WELL, OPEN TO FB TANK ON 44/64, AND TO
PRODUCTION TEST VESSEL ON 44/64, AT TIMES OPEN LINE
TO PIT ON 36/64 OR 18/64 CHOKE TO ELIMINATEWELL
LOADING UP AND KILLINGITSELF, SEEMS TO BE AT A FINE
BALANCED POINT, ONCE WELL STARTED FLOWING, THE SICP
SLOWLY DECREASED FROM 1140 PSI TO 770 PSI, FTP
PRESSURES VARIEDFROM 60 PSI TO 15 PSI WITHA FAIRLY
STEADY FTP OF 30 PSI, SICP OF 770 PSI, AND WATER
PRODUCTION OF 10 B/HAT 0600 HR REPORT, RECOVERED
OR SWABBED 258 BBLSIN 19 HRS OR THIS REPORT PERIOD
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REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43.019-31416 Area : Cedar Camp

Ops Date : 4/17/2005 Report #: 33 End Time Description

Summary : FLOWBACK UPPER ENTRADA PERFS 10:30:00 AM FLOWBACK ON 44/64 TP VESSEL AND FB TANK, AND 18/64 TO
PIT, FTP OF 10 TO 15 PSI, SICP OF 710 PSI, PRODUCED 10 B/H

3:00:00 PM OPEN TUBING TO PIT ON 2" LINE, FTP 10 TO 20 PSI, SICP 710
PSI, AVG WATER PRODUCTION WAS 9 B/H

6:00:00 AM TO PRODUCTION VESSEL ON 2" LINE, GAVE GOOD FLUID
MEASUREMENT OF WATER RECOVERY, AVG 9 B/H WATER
PRODUCTION, FTP OF 30 TO 35 PSI, SICP WAS 720 PSI,
WATER PRODUCTION LAST 24 HRS WAS 193 BBLS OF
RECOVERY

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/16/2005 Report #: 32 End Time Description

Summary : FLOWTEST/FLOWBACK UPPER 10:00:00 PM FLOWBACK WELL ON 44/64 TO PRODUCTION TEST VESSEL
ENTRADA PERFS AND 44/64 TO FB TANK, ATTEMPTED TO OPEN ANOTHER

CHOKE ON A 18/64, PRESS FELL FROM 40 PSI FTP TO 15 PSI
FTP, SNUT IN 18/64, ATTEMPTED TO CLOSE ADJUSTABLE
CHOKETO TANK SOME, WELL TRYING TO LOAD UP MORE,
LEFT ON 2-44/64 CHOKES TO GET AS MUCH WATER AS
POSSIBLE OUT, 146 BBLS RECOVERED THIS REPORT PERIOD

6:00:00 AM AT 2200 HRS, OPEN TO PIT ON 18/64 CHOKE AS WELL AS
44/64 INPROD VESSEL, AND 44/64 IN FLOWBACK TANK,
PRESSURES RUN 25 PSI TO 15 PSI, WATER RATES AVG 10
B/H, 81 BBLS REC THIS PERIOD, TOTAL RECOVERY LAST 24
HRS WAS 227 BBLS OR 9.5 B/H

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/15/2005 Report #: 31 End Time Description

Summary : MONITER WELL, SWAB IN WELL, FB 10:00:00 AM WATCHWELL, FTP OF ZERO PSI, SICP OF 1100 PSI, RIG
TO VESSEL, FB TANK AND SOME TO CREW ON LOC AT 0945 TO SWAB
PIT

11:00:00 AM MAKE 3 SWAB RUNS TO KlCK OFF WELL, 1 ST RUN,FL OF
7100', PULL FROM 8500 FT, 3 BBLS, 2 ND RUN, FL 6700', PULL
FROM 8500', 6 BBLS,3RD RUN, FL 4200', PULL FROM 5500', 5
BBLS, CAUGHT SAMPLES, SUSPECT A SLUG OF DRILLING
MUD CAME IN, A SAMPLE WENT TO HALLIBURTON FOR
ANALYSIS, WELL STARTED FLOWING AT 1100 HRS, 3 RUNS,
RECOVERED 14 BBLS

6:00:00 AM FLOWING WELL, OPEN TO FB TANK ON 44/64, AND TO
PRODUCTION TEST VESSEL ON 44/64, AT TIMES OPEN LINE
TO PIT ON 36/64 OR 18/64 CHOKE TO ELIMINATEWELL
LOADING UP AND KILLINGITSELF, SEEMS TO BE AT A FINE
BALANCED POINT, ONCE WELL STARTED FLOWING, THE SICP
SLOWLY DECREASED FROM 1140 PSI TO 770 PSI, FTP
PRESSURES VARIEDFROM 60 PSI TO 15 PSI WITHA FAIRLY
STEADY FTP OF 30 PSI, SICP OF 770 PSI, AND WATER
PRODUCTION OF 10 B/HAT 0600 HR REPORT, RECOVERED
OR SWABBED 258 BBLSIN 19 HRS OR THIS REPORT PERIOD
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REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 4/14/2005 Report#: 30 End Time Description

Summary : SWAB WELL IN, FLOWBACK, 11:00:00 AM SWABBING, MADE 11 RUNS, RECOVERED 21 BBLS, FLUID

FLOWTEST THRU SEPARATOR, WELL CAME UP NICELY ANDWEWLL KlCKED OFF, FIRST SWAB RUN

DIED, MONITER WAS TO 8450 PSI, FL 7200', 2ND RUNTO 7100', FL OF 5100',
FLUID LEVEL AT 2300 TO 2500 FT UNTIL LAST 3 RUNS

1:00:00 PM FLOWBACK TO TANK ON 44/64, INITIALPRESSURE WAS 110
FTP, 220 PSI SICP, WATER RATE WAS 19 B/H, AT 1300 HRS
WAS 150 PSI FTP, 365 PSI SICP, SWITCH TO PRODUCTION
TEST VESSEL ON 44/64, PROD 38 BBLS, RECOVERED 59 BBLS
THIS REPORT

12:00:00 AM FLOW TEST THRU PRODUCTIONUNIT ON44/64 CHOKE,
STARTED AT 150 PSI FTP, 400 PSI SICP, AND 19 B/HWATER
RECOVERY RATE, RELEASED RIG CREW FOR WEEK END AT
1400 HRS, WELL FLOWED TIL 2200 HRS FAIR, STARTED
LOADING UP, ZERO FLOW AT MIDNIGHT, OPEN TO PIT,
MONITER

6:00:00 AM WELL OPEN TO PIT, FTP IS ZERO PSI, SICP BlULT TO 1090 PSI,
SI AT 0600 HRS, THENOPENED WELL AND DROPPED IN SOAP
STICK

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/13/2005 Report #: 29 End Time Description

Summary : ND FRAC TREE, NU BOP, TlH W/ 7:00:00 AM WELL FLOWING TO FB TANK, FCP WAS 125 PSI, 44/64, MADE
TUBING, HANG OFF AT 9701' KB, RD 12 BBLS
BOP, NU PROD TREE, RETRIEVE
TUBING PLUG, SDFN 11:00:00 AM SAFETY MEETING, RD WELLHEAD INC FRAC FRAC TREE, SET

BACK PRESSURE VALVE, INSTALL BOP, REMOVE VALVE,
PRESSURE BUILT FROM 90 PSI TO 400 PSI IN 1 HR SI WHILE
CHANGING VALVE, OPEN TO TANK, AND TO PIT ON 2" LINE TO
FLOW PRESSURE DOWN, RECOVERED 62 THIS TIME PERIOD,
74 BBLS TODAY TOTAL

5:00:00 PM TIH W/ TUBING, KILLEDWELL W/ 17 BBLS, RAN 10 JTS, WELL
KICKED,PUMPED 10 BBLS,CONTINUE TlH, WELL KlCKED
AGAIN AT 53 JTS IN ,

INSTALL STRIPPING HEAD, OPEN WELL
TO TANK, CONTINUE TIH, FLOWING WELL, RECOVERED 8
BBLS, WELL MOSTLY DEAD WITH SLIGHT BLOW

6:00:00 PM INSTALLTUBINGANCHOR,ND BOP, INSTALL PRODUCTION
TREE

8:00:00 PM LOAD TUBING W/ 9 BBLS TO EQUALIZE TUBING, RETREIVE
PUMP THRU TUBING PLUG, RDMO DELSCO SLICKLINE

8:30:00 PM INSTALLGUAGE ON TUBING, SHUT IN WELL, BOTH CASING
AND TUBING WERE DEAD, SDFN

6:00:00 AM WELL SHUT IN TO BUILD PRESS, OPERATIONSSDFN, AT 0600
HRS, SICP WAS 100 PSI, SITP WAS 200 PSI, W/O CREW TO
CHANGE FLOW LINE TO TUBING TO FLOW AND SWAB WELL
IN
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CHANGE FLOW LINE TO TUBING TO FLOW AND SWAB WELL
IN
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REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 4/14/2005 Report#: 30 End Time Description

Summary : SWAB WELL IN, FLOWBACK, 11:00:00 AM SWABBING, MADE 11 RUNS, RECOVERED 21 BBLS, FLUID

FLOWTEST THRU SEPARATOR, WELL CAME UP NICELY ANDWEWLL KlCKED OFF, FIRST SWAB RUN

DIED, MONITER WAS TO 8450 PSI, FL 7200', 2ND RUNTO 7100', FL OF 5100',
FLUID LEVEL AT 2300 TO 2500 FT UNTIL LAST 3 RUNS

1:00:00 PM FLOWBACK TO TANK ON 44/64, INITIALPRESSURE WAS 110
FTP, 220 PSI SICP, WATER RATE WAS 19 B/H, AT 1300 HRS
WAS 150 PSI FTP, 365 PSI SICP, SWITCH TO PRODUCTION
TEST VESSEL ON 44/64, PROD 38 BBLS, RECOVERED 59 BBLS
THIS REPORT

12:00:00 AM FLOW TEST THRU PRODUCTIONUNIT ON44/64 CHOKE,
STARTED AT 150 PSI FTP, 400 PSI SICP, AND 19 B/HWATER
RECOVERY RATE, RELEASED RIG CREW FOR WEEK END AT
1400 HRS, WELL FLOWED TIL 2200 HRS FAIR, STARTED
LOADING UP, ZERO FLOW AT MIDNIGHT, OPEN TO PIT,
MONITER

6:00:00 AM WELL OPEN TO PIT, FTP IS ZERO PSI, SICP BlULT TO 1090 PSI,
SI AT 0600 HRS, THENOPENED WELL AND DROPPED IN SOAP
STICK

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/13/2005 Report #: 29 End Time Description

Summary : ND FRAC TREE, NU BOP, TlH W/ 7:00:00 AM WELL FLOWING TO FB TANK, FCP WAS 125 PSI, 44/64, MADE
TUBING, HANG OFF AT 9701' KB, RD 12 BBLS
BOP, NU PROD TREE, RETRIEVE
TUBING PLUG, SDFN 11:00:00 AM SAFETY MEETING, RD WELLHEAD INC FRAC FRAC TREE, SET

BACK PRESSURE VALVE, INSTALL BOP, REMOVE VALVE,
PRESSURE BUILT FROM 90 PSI TO 400 PSI IN 1 HR SI WHILE
CHANGING VALVE, OPEN TO TANK, AND TO PIT ON 2" LINE TO
FLOW PRESSURE DOWN, RECOVERED 62 THIS TIME PERIOD,
74 BBLS TODAY TOTAL

5:00:00 PM TIH W/ TUBING, KILLEDWELL W/ 17 BBLS, RAN 10 JTS, WELL
KICKED,PUMPED 10 BBLS,CONTINUE TlH, WELL KlCKED
AGAIN AT 53 JTS IN ,

INSTALL STRIPPING HEAD, OPEN WELL
TO TANK, CONTINUE TIH, FLOWING WELL, RECOVERED 8
BBLS, WELL MOSTLY DEAD WITH SLIGHT BLOW

6:00:00 PM INSTALLTUBINGANCHOR,ND BOP, INSTALL PRODUCTION
TREE

8:00:00 PM LOAD TUBING W/ 9 BBLS TO EQUALIZE TUBING, RETREIVE
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80
TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55

REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80

TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55

REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80

TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55

REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80

TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55

REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80

TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55

REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80

TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55

REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/12/2005 Report #: 28 End Time Description

Summary : FLOW WELL, MOVE IN RIG W/ CAT 7:00:00 AM Enter thI ON CASINGWELL SHUT IN, 760 PSU descriptionhere
HELP, RU, UNLOAD PIPE AND RACK
SDFN, FLOWING WELL

' 3:30:00 PM OPENWELL TO FB TANK, WlO ON RIGAND TUBING, ROADS
VERY MUDDY,CATS WERE USED ON TUBINGAND RIG, FROM
0730 TO 1530 HRS, WELL FLOWED BACK 150 BBLS IN 8 HRS,
PRESS AT 250 PSI AT 1530

7:30:00 PM RIG AND EQUIP ON LOC,UNLOAD 338 JTS OF NEW 2 3/8" N-80

TUBING, RU RIG, TOO LATE TO NIPPLE BOP, WELL FLOWING
100 TO 200 PSI, MADE 15.25 B/H FROM1530 TO 1730 HRS,
NEXT 2 HRS WAS 13 B/H, PUMPED OFF TANK,RELEASE RIG
CREWFOR DAY, CONTINUE TO FLOW WELL

6:00:00 AM FLOWING CASING PRESSURE VARIEDFROM 50 TO 140 PSI,
MADE 140 BBLS LAST10.5 HRS, AVG 12.4 B/H DURINGNIGHT,
TOTAL FLUID RECOVERED LAST 24 HRS WAS 355 BBLS
MEASURED, FCP AT 0600 HRS WAS 75 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/11/2005 Report #: 27 End Time Description

Summary : WELL OPERATIONS SHUT DOWN, 6:00:00 AM WELL OPERATIONS SD, RIG ON MOVE TOWARD LOCATION,
MOVING RIG TOWARD LOCATION TUBINGLOADED ANDWILL BE ON LOC 12TH, LOADED OUT

BOP'S, PREP TO MOVE ON TO RUN TUBING

Report by Welicore
April 18, 2005 12:55



e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&

e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&

e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&

e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&

e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&

e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&

e BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '

1 g DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSËRIALNUMBER:

ML46113
6 IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7 UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
diill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

L TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER "A T! O, Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: O 1 LA L i i 9. API NUMBER:

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Copy Denver CO 80202 (303) 312-8168 Cedar Camp/Wingate
4. LOCATION OF WËLL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E srATE:
UTAH

e CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WËLL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT43FF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekiv Activitv
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION €pOMS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths.volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 04/18/05-04/24/05.

SNAME(PLEASE PRINT) TDI /2r5 OA0n5alyst

(ThisspaceforStateuseonly) RECEIVED

APR2 / 2005

(5/2000) (See instructions on Reverse Side) DN.OFOlt,GAS8&



O O
REGULATORY COMPLETION SUMMARY sillsarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/24/2005 Report #: 40 End Time Description
Summary: WELL SHUT IN, SITP 35 PSI IN 24 HRS 6:00:00 AM WELL SHUT IN, SITP AT 0600 WAS 30 PS1, SITP AT 1300 HRS

AFTERSWABBING WELL DOWN TO (24 HR SI TIME ) WAS 35 PSI, SITP AT 2000 HRS WAS 35 PSI,
9500' SITP WAS 35 PSI AT 0600 HRS, BLED TO ZERO IN 2 MIN

Well Name : Cedar Camp #141-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/23/2005 Report #: 39 End Time Description
Summary : WELL SI, DID NOT BUILD UP ANY 6:30:00 AM WELL SI, NO PRESSURE OVERNIGHT, NOT EVEN A BLOW

PRESSURE OVERNIGHT, BRAKDOWN
W/ 2% KCL WATER. SWAB BACK 7:30:00 AM CREW ON LOC, SAFETY MEETING, RU TO BREAKDOWN, TEST
WELL SWABBED DOWN W/ NO GAS LINES TO 3000 PSI, FILL HOLE WITH 20 BBLS, BREAKDOWN AT
SHOW, RELEASE CREW, SECURE 1900 PSI AND 4 BPM, PRESSURE BROKE BACK TO 1700 PSI,
WELL FOR MONITERING, SDFN PUMP 29 MORE BBLS AT 4 BPM, PRESSURE INCREASED TO

1900 PSI AND LEVELED OUT, SD, ISIP WAS 1000 PSI, 1 MIN
SITP WAS 650 PSI, 5 MIN SITP WAS 300 PSI, RU TO SWAB,
WELL PRESSURE BLED OFF RAPIDLY, LOAD TO RECOVER IS
49 BLS

1:00:00 PM SWAB ON WELL, MADE 11 RUNS, RECOVERED 42 BBLS,
SWABBED TO SEAT NIPPLE AND FROM SEAT NIPPLE WITH
LITTLE RECOVERY AND NO GAS SHOW, SAMPLES SHOWED
MUD CONTAMINATION, COULD NOT RECOVER ENOUGH FLUID
TO CLEAN UP WELL, SD SWABBING, SECURE WELL, AND
SDFD

6:00:00 AM SI WELL, MONITER PRESSURE, 1500 HRS, WELL STILL DEAD,
AT 2000 HRS, SLIGHT BLOW ON TUBING, AT 0600 HRS, 30 PSI
ONTUBING, CAUGHT GAS SAMPLE FOR ANALYSIS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/22/2005 Report #: 38 End Time Description
Summary : FLOW, RELEASE PACKER, KILLWELL, 7:00:00 AM FLOW WELL TO FB TANK, FTP WAS 105 PSI ON 44/64, WATER

POOH, SET CBP, PERF NEW ZONE AT REC WAS 16 BBLS IN 1 HR
9211-9216', TlH, SET PACKER AT
9196', SDFN 10:45:00 AM SAFETY MEETING, RELEASE PACKER, KILLWELL Wl 15 BBLS,

POOH

12:00:00 PM WAIT ON WIRELINE

3:30:00 PM BLACK WARRIOR ON LOC, RU, TlH, SET COMPOSITE BRIDGE
AT 9247', POOH, LD TOOLS, PU PERF GUNS, TIH, FLUID LEVEL
AT 6100 FT, COORELATE, PERF AT 9211-9216' W/ 3 3/8"
EXPENDABLE GUNS, .42 EH, 25 GM, 3 SPF, 120 DEG PHASED,
SOME BLOW AFTER SHOOTING, POOH, ALL SHOTS FIRED,
RDMO BWWL

6:30:00 PM TRIP IN HOLE W/ RETRIEVABLE PACKER, TAG PLUG OKAY,
SET PACKER AT 9196', SECURE WELL, SDFN

6:00:00 AM SDFN

Report by Wellcore April 25, 2005 03:31
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WELL FOR MONITERING, SDFN PUMP 29 MORE BBLS AT 4 BPM, PRESSURE INCREASED TO

1900 PSI AND LEVELED OUT, SD, ISIP WAS 1000 PSI, 1 MIN
SITP WAS 650 PSI, 5 MIN SITP WAS 300 PSI, RU TO SWAB,
WELL PRESSURE BLED OFF RAPIDLY, LOAD TO RECOVER IS
49 BLS

1:00:00 PM SWAB ON WELL, MADE 11 RUNS, RECOVERED 42 BBLS,
SWABBED TO SEAT NIPPLE AND FROM SEAT NIPPLE WITH
LITTLE RECOVERY AND NO GAS SHOW, SAMPLES SHOWED
MUD CONTAMINATION, COULD NOT RECOVER ENOUGH FLUID
TO CLEAN UP WELL, SD SWABBING, SECURE WELL, AND
SDFD

6:00:00 AM SI WELL, MONITER PRESSURE, 1500 HRS, WELL STILL DEAD,
AT 2000 HRS, SLIGHT BLOW ON TUBING, AT 0600 HRS, 30 PSI
ONTUBING, CAUGHT GAS SAMPLE FOR ANALYSIS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/22/2005 Report #: 38 End Time Description
Summary : FLOW, RELEASE PACKER, KILLWELL, 7:00:00 AM FLOW WELL TO FB TANK, FTP WAS 105 PSI ON 44/64, WATER

POOH, SET CBP, PERF NEW ZONE AT REC WAS 16 BBLS IN 1 HR
9211-9216', TlH, SET PACKER AT
9196', SDFN 10:45:00 AM SAFETY MEETING, RELEASE PACKER, KILLWELL Wl 15 BBLS,

POOH

12:00:00 PM WAIT ON WIRELINE

3:30:00 PM BLACK WARRIOR ON LOC, RU, TlH, SET COMPOSITE BRIDGE
AT 9247', POOH, LD TOOLS, PU PERF GUNS, TIH, FLUID LEVEL
AT 6100 FT, COORELATE, PERF AT 9211-9216' W/ 3 3/8"
EXPENDABLE GUNS, .42 EH, 25 GM, 3 SPF, 120 DEG PHASED,
SOME BLOW AFTER SHOOTING, POOH, ALL SHOTS FIRED,
RDMO BWWL

6:30:00 PM TRIP IN HOLE W/ RETRIEVABLE PACKER, TAG PLUG OKAY,
SET PACKER AT 9196', SECURE WELL, SDFN

6:00:00 AM SDFN
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/24/2005 Report #: 40 End Time Description
Summary: WELL SHUT IN, SITP 35 PSI IN 24 HRS 6:00:00 AM WELL SHUT IN, SITP AT 0600 WAS 30 PS1, SITP AT 1300 HRS

AFTERSWABBING WELL DOWN TO (24 HR SI TIME ) WAS 35 PSI, SITP AT 2000 HRS WAS 35 PSI,
9500' SITP WAS 35 PSI AT 0600 HRS, BLED TO ZERO IN 2 MIN

Well Name : Cedar Camp #141-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/23/2005 Report #: 39 End Time Description
Summary : WELL SI, DID NOT BUILD UP ANY 6:30:00 AM WELL SI, NO PRESSURE OVERNIGHT, NOT EVEN A BLOW

PRESSURE OVERNIGHT, BRAKDOWN
W/ 2% KCL WATER. SWAB BACK 7:30:00 AM CREW ON LOC, SAFETY MEETING, RU TO BREAKDOWN, TEST
WELL SWABBED DOWN W/ NO GAS LINES TO 3000 PSI, FILL HOLE WITH 20 BBLS, BREAKDOWN AT
SHOW, RELEASE CREW, SECURE 1900 PSI AND 4 BPM, PRESSURE BROKE BACK TO 1700 PSI,
WELL FOR MONITERING, SDFN PUMP 29 MORE BBLS AT 4 BPM, PRESSURE INCREASED TO

1900 PSI AND LEVELED OUT, SD, ISIP WAS 1000 PSI, 1 MIN
SITP WAS 650 PSI, 5 MIN SITP WAS 300 PSI, RU TO SWAB,
WELL PRESSURE BLED OFF RAPIDLY, LOAD TO RECOVER IS
49 BLS

1:00:00 PM SWAB ON WELL, MADE 11 RUNS, RECOVERED 42 BBLS,
SWABBED TO SEAT NIPPLE AND FROM SEAT NIPPLE WITH
LITTLE RECOVERY AND NO GAS SHOW, SAMPLES SHOWED
MUD CONTAMINATION, COULD NOT RECOVER ENOUGH FLUID
TO CLEAN UP WELL, SD SWABBING, SECURE WELL, AND
SDFD

6:00:00 AM SI WELL, MONITER PRESSURE, 1500 HRS, WELL STILL DEAD,
AT 2000 HRS, SLIGHT BLOW ON TUBING, AT 0600 HRS, 30 PSI
ONTUBING, CAUGHT GAS SAMPLE FOR ANALYSIS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/22/2005 Report #: 38 End Time Description
Summary : FLOW, RELEASE PACKER, KILLWELL, 7:00:00 AM FLOW WELL TO FB TANK, FTP WAS 105 PSI ON 44/64, WATER

POOH, SET CBP, PERF NEW ZONE AT REC WAS 16 BBLS IN 1 HR
9211-9216', TlH, SET PACKER AT
9196', SDFN 10:45:00 AM SAFETY MEETING, RELEASE PACKER, KILLWELL Wl 15 BBLS,

POOH

12:00:00 PM WAIT ON WIRELINE

3:30:00 PM BLACK WARRIOR ON LOC, RU, TlH, SET COMPOSITE BRIDGE
AT 9247', POOH, LD TOOLS, PU PERF GUNS, TIH, FLUID LEVEL
AT 6100 FT, COORELATE, PERF AT 9211-9216' W/ 3 3/8"
EXPENDABLE GUNS, .42 EH, 25 GM, 3 SPF, 120 DEG PHASED,
SOME BLOW AFTER SHOOTING, POOH, ALL SHOTS FIRED,
RDMO BWWL

6:30:00 PM TRIP IN HOLE W/ RETRIEVABLE PACKER, TAG PLUG OKAY,
SET PACKER AT 9196', SECURE WELL, SDFN

6:00:00 AM SDFN
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/24/2005 Report #: 40 End Time Description
Summary: WELL SHUT IN, SITP 35 PSI IN 24 HRS 6:00:00 AM WELL SHUT IN, SITP AT 0600 WAS 30 PS1, SITP AT 1300 HRS

AFTERSWABBING WELL DOWN TO (24 HR SI TIME ) WAS 35 PSI, SITP AT 2000 HRS WAS 35 PSI,
9500' SITP WAS 35 PSI AT 0600 HRS, BLED TO ZERO IN 2 MIN

Well Name : Cedar Camp #141-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/23/2005 Report #: 39 End Time Description
Summary : WELL SI, DID NOT BUILD UP ANY 6:30:00 AM WELL SI, NO PRESSURE OVERNIGHT, NOT EVEN A BLOW

PRESSURE OVERNIGHT, BRAKDOWN
W/ 2% KCL WATER. SWAB BACK 7:30:00 AM CREW ON LOC, SAFETY MEETING, RU TO BREAKDOWN, TEST
WELL SWABBED DOWN W/ NO GAS LINES TO 3000 PSI, FILL HOLE WITH 20 BBLS, BREAKDOWN AT
SHOW, RELEASE CREW, SECURE 1900 PSI AND 4 BPM, PRESSURE BROKE BACK TO 1700 PSI,
WELL FOR MONITERING, SDFN PUMP 29 MORE BBLS AT 4 BPM, PRESSURE INCREASED TO

1900 PSI AND LEVELED OUT, SD, ISIP WAS 1000 PSI, 1 MIN
SITP WAS 650 PSI, 5 MIN SITP WAS 300 PSI, RU TO SWAB,
WELL PRESSURE BLED OFF RAPIDLY, LOAD TO RECOVER IS
49 BLS

1:00:00 PM SWAB ON WELL, MADE 11 RUNS, RECOVERED 42 BBLS,
SWABBED TO SEAT NIPPLE AND FROM SEAT NIPPLE WITH
LITTLE RECOVERY AND NO GAS SHOW, SAMPLES SHOWED
MUD CONTAMINATION, COULD NOT RECOVER ENOUGH FLUID
TO CLEAN UP WELL, SD SWABBING, SECURE WELL, AND
SDFD

6:00:00 AM SI WELL, MONITER PRESSURE, 1500 HRS, WELL STILL DEAD,
AT 2000 HRS, SLIGHT BLOW ON TUBING, AT 0600 HRS, 30 PSI
ONTUBING, CAUGHT GAS SAMPLE FOR ANALYSIS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/22/2005 Report #: 38 End Time Description
Summary : FLOW, RELEASE PACKER, KILLWELL, 7:00:00 AM FLOW WELL TO FB TANK, FTP WAS 105 PSI ON 44/64, WATER

POOH, SET CBP, PERF NEW ZONE AT REC WAS 16 BBLS IN 1 HR
9211-9216', TlH, SET PACKER AT
9196', SDFN 10:45:00 AM SAFETY MEETING, RELEASE PACKER, KILLWELL Wl 15 BBLS,

POOH

12:00:00 PM WAIT ON WIRELINE

3:30:00 PM BLACK WARRIOR ON LOC, RU, TlH, SET COMPOSITE BRIDGE
AT 9247', POOH, LD TOOLS, PU PERF GUNS, TIH, FLUID LEVEL
AT 6100 FT, COORELATE, PERF AT 9211-9216' W/ 3 3/8"
EXPENDABLE GUNS, .42 EH, 25 GM, 3 SPF, 120 DEG PHASED,
SOME BLOW AFTER SHOOTING, POOH, ALL SHOTS FIRED,
RDMO BWWL

6:30:00 PM TRIP IN HOLE W/ RETRIEVABLE PACKER, TAG PLUG OKAY,
SET PACKER AT 9196', SECURE WELL, SDFN

6:00:00 AM SDFN
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/24/2005 Report #: 40 End Time Description
Summary: WELL SHUT IN, SITP 35 PSI IN 24 HRS 6:00:00 AM WELL SHUT IN, SITP AT 0600 WAS 30 PS1, SITP AT 1300 HRS

AFTERSWABBING WELL DOWN TO (24 HR SI TIME ) WAS 35 PSI, SITP AT 2000 HRS WAS 35 PSI,
9500' SITP WAS 35 PSI AT 0600 HRS, BLED TO ZERO IN 2 MIN

Well Name : Cedar Camp #141-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/23/2005 Report #: 39 End Time Description
Summary : WELL SI, DID NOT BUILD UP ANY 6:30:00 AM WELL SI, NO PRESSURE OVERNIGHT, NOT EVEN A BLOW

PRESSURE OVERNIGHT, BRAKDOWN
W/ 2% KCL WATER. SWAB BACK 7:30:00 AM CREW ON LOC, SAFETY MEETING, RU TO BREAKDOWN, TEST
WELL SWABBED DOWN W/ NO GAS LINES TO 3000 PSI, FILL HOLE WITH 20 BBLS, BREAKDOWN AT
SHOW, RELEASE CREW, SECURE 1900 PSI AND 4 BPM, PRESSURE BROKE BACK TO 1700 PSI,
WELL FOR MONITERING, SDFN PUMP 29 MORE BBLS AT 4 BPM, PRESSURE INCREASED TO

1900 PSI AND LEVELED OUT, SD, ISIP WAS 1000 PSI, 1 MIN
SITP WAS 650 PSI, 5 MIN SITP WAS 300 PSI, RU TO SWAB,
WELL PRESSURE BLED OFF RAPIDLY, LOAD TO RECOVER IS
49 BLS

1:00:00 PM SWAB ON WELL, MADE 11 RUNS, RECOVERED 42 BBLS,
SWABBED TO SEAT NIPPLE AND FROM SEAT NIPPLE WITH
LITTLE RECOVERY AND NO GAS SHOW, SAMPLES SHOWED
MUD CONTAMINATION, COULD NOT RECOVER ENOUGH FLUID
TO CLEAN UP WELL, SD SWABBING, SECURE WELL, AND
SDFD

6:00:00 AM SI WELL, MONITER PRESSURE, 1500 HRS, WELL STILL DEAD,
AT 2000 HRS, SLIGHT BLOW ON TUBING, AT 0600 HRS, 30 PSI
ONTUBING, CAUGHT GAS SAMPLE FOR ANALYSIS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/22/2005 Report #: 38 End Time Description
Summary : FLOW, RELEASE PACKER, KILLWELL, 7:00:00 AM FLOW WELL TO FB TANK, FTP WAS 105 PSI ON 44/64, WATER

POOH, SET CBP, PERF NEW ZONE AT REC WAS 16 BBLS IN 1 HR
9211-9216', TlH, SET PACKER AT
9196', SDFN 10:45:00 AM SAFETY MEETING, RELEASE PACKER, KILLWELL Wl 15 BBLS,

POOH

12:00:00 PM WAIT ON WIRELINE

3:30:00 PM BLACK WARRIOR ON LOC, RU, TlH, SET COMPOSITE BRIDGE
AT 9247', POOH, LD TOOLS, PU PERF GUNS, TIH, FLUID LEVEL
AT 6100 FT, COORELATE, PERF AT 9211-9216' W/ 3 3/8"
EXPENDABLE GUNS, .42 EH, 25 GM, 3 SPF, 120 DEG PHASED,
SOME BLOW AFTER SHOOTING, POOH, ALL SHOTS FIRED,
RDMO BWWL

6:30:00 PM TRIP IN HOLE W/ RETRIEVABLE PACKER, TAG PLUG OKAY,
SET PACKER AT 9196', SECURE WELL, SDFN

6:00:00 AM SDFN
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/24/2005 Report #: 40 End Time Description
Summary: WELL SHUT IN, SITP 35 PSI IN 24 HRS 6:00:00 AM WELL SHUT IN, SITP AT 0600 WAS 30 PS1, SITP AT 1300 HRS

AFTERSWABBING WELL DOWN TO (24 HR SI TIME ) WAS 35 PSI, SITP AT 2000 HRS WAS 35 PSI,
9500' SITP WAS 35 PSI AT 0600 HRS, BLED TO ZERO IN 2 MIN

Well Name : Cedar Camp #141-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/23/2005 Report #: 39 End Time Description
Summary : WELL SI, DID NOT BUILD UP ANY 6:30:00 AM WELL SI, NO PRESSURE OVERNIGHT, NOT EVEN A BLOW

PRESSURE OVERNIGHT, BRAKDOWN
W/ 2% KCL WATER. SWAB BACK 7:30:00 AM CREW ON LOC, SAFETY MEETING, RU TO BREAKDOWN, TEST
WELL SWABBED DOWN W/ NO GAS LINES TO 3000 PSI, FILL HOLE WITH 20 BBLS, BREAKDOWN AT
SHOW, RELEASE CREW, SECURE 1900 PSI AND 4 BPM, PRESSURE BROKE BACK TO 1700 PSI,
WELL FOR MONITERING, SDFN PUMP 29 MORE BBLS AT 4 BPM, PRESSURE INCREASED TO

1900 PSI AND LEVELED OUT, SD, ISIP WAS 1000 PSI, 1 MIN
SITP WAS 650 PSI, 5 MIN SITP WAS 300 PSI, RU TO SWAB,
WELL PRESSURE BLED OFF RAPIDLY, LOAD TO RECOVER IS
49 BLS

1:00:00 PM SWAB ON WELL, MADE 11 RUNS, RECOVERED 42 BBLS,
SWABBED TO SEAT NIPPLE AND FROM SEAT NIPPLE WITH
LITTLE RECOVERY AND NO GAS SHOW, SAMPLES SHOWED
MUD CONTAMINATION, COULD NOT RECOVER ENOUGH FLUID
TO CLEAN UP WELL, SD SWABBING, SECURE WELL, AND
SDFD

6:00:00 AM SI WELL, MONITER PRESSURE, 1500 HRS, WELL STILL DEAD,
AT 2000 HRS, SLIGHT BLOW ON TUBING, AT 0600 HRS, 30 PSI
ONTUBING, CAUGHT GAS SAMPLE FOR ANALYSIS

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/22/2005 Report #: 38 End Time Description
Summary : FLOW, RELEASE PACKER, KILLWELL, 7:00:00 AM FLOW WELL TO FB TANK, FTP WAS 105 PSI ON 44/64, WATER

POOH, SET CBP, PERF NEW ZONE AT REC WAS 16 BBLS IN 1 HR
9211-9216', TlH, SET PACKER AT
9196', SDFN 10:45:00 AM SAFETY MEETING, RELEASE PACKER, KILLWELL Wl 15 BBLS,

POOH

12:00:00 PM WAIT ON WIRELINE

3:30:00 PM BLACK WARRIOR ON LOC, RU, TlH, SET COMPOSITE BRIDGE
AT 9247', POOH, LD TOOLS, PU PERF GUNS, TIH, FLUID LEVEL
AT 6100 FT, COORELATE, PERF AT 9211-9216' W/ 3 3/8"
EXPENDABLE GUNS, .42 EH, 25 GM, 3 SPF, 120 DEG PHASED,
SOME BLOW AFTER SHOOTING, POOH, ALL SHOTS FIRED,
RDMO BWWL

6:30:00 PM TRIP IN HOLE W/ RETRIEVABLE PACKER, TAG PLUG OKAY,
SET PACKER AT 9196', SECURE WELL, SDFN

6:00:00 AM SDFN
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/21/2005 Report #: 37 End Time Description
Summary: TlH W/ RTTS, TAG PLUG, SET 7:00:00 AM BLOW WELL DOWN TO TRIP IN TUBING, 150 PSI ON CASING,

PACKER AT 9605', BREAKDOWN W/ 57 TO FB TANK ON 44/64, DEAD IN 30 MIN
BBLS 2% KCL WATER, PUMP IN AT 4.5
BPM, PRESSURE GRAD INC FROM 10:00:00 AM TlH W/ RETRIEVABLE PACKER, TAD COMPOSITE BRIDGE
1250 TO 1350 PSI, ISIP WAS ZERO, PLUG OKAY, SET PACKER AT 9605'
SWAB IN AND FLOWBACK 11:00:00 AM BREAKDOWN WITH 57 BBLS OF 2% KCL, FILLTUBING AND

BRAKDOWN WITH 29 BBLS, PRESS JUST CAME UP TO 1250
PSI, NO NOTICEABLE BREAK, PUMP 28 BBLS AT 4.5 BPM,
PRESSURE INCREASED GRADUALLY FROM1250 TO 1350 PSI,
ISIP WAS ZERO, PREP TO SWAB

5:00:00 PM SWAB ON WELL, FIRST RECOVERY WAS VERY MUD
CONTAINATED, RECOVERY FLUID CLEARED UP ALOT BY TIME
WELL STARTED FLOWING BUT WAS STILLMUD CUT, MADE 17
SWAB RUNS, RECOVERED 58 1/2 BBLS TO PIT, PUT WELL TO
FLOWBACK TANK AT 1700 HRS. FIRST RUN FL WAS 6100',
PULLED FROM 7600', GAS CUT FLUID STARTED AFTER 35
BBLS OF RECOVERY

6:00:00 AM FLOWBACK TO TANK FOR MEASUREMENT, 1ST 3 HRS,
FLOWED 36 BBLS ON 44/64, PRESS INC FROM 30 PSI TO 70
PSI FTP, FROM 2000 HRS TO 0400 HRS. PRODUCED 111 BBLS,
OR 13.8 B/H, FTP AT 0400 WAS 90 PSI ON 44/64 CHOKE, 0400
TO 0500 HRS, 90 TO 100 PSI ON 44/64, 20 BBLS LAST HR, REC
183 BBLS FLOWING IN 13 HRS, OR 14 B/H

Well Name : Cedar Camp #1,6-16.23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/20/2005 Report #: 36 End Time Description
Summary : FLOW WELL, KILL,POOH, TlH W/ CBP, 11:00:00 AM FLOW WELL TO FB TANK ON 44/64, RECOVERED 52 BBLS IN 5

SET AT 9690. PERF 9626-9629, HRS, PRESSURE WAS FROM 80 TO 95 PSI FTP
SECURES WELL SDFN

2:45:00 PM KILLWELL W/ 13 BBLS, POOH, WELL KICKED AT 75 STDS OUT,
PUMP 11 BBLS, FINISH POOH

6:00:00 PM RU BWWL, SET COMPOSITE BRIDGE PLUGAT 9690', POOH,
TIH WI 3' 3 3/8" PERF GUNS LOADED 3 SPF, 120 DEG PHASED,
25 GM, .42 EH GUNS, FLUID LEVEL WAS 6700 FT,
COORELATE, PERF AT 9626-9629 FT, POOH, ZERO PRESSURE
ON WELL WHEN PERFORATING, 20 PSI ON WELL AT 1800
HRS, SECURE WELL, SDFN

6:00:00 AM SDFN, SICP WAS 40 PSI AT 1900 HR, SICP AT 2000 HRS WAS
60 PSI, SICP AT 0500 HRS WAS 150 PSI, WILL CATCH GAS
SAMPLE BEFORE BLOWING DOWN TO TIH W/ TUBING, 200
BBLS OF 2% KCL WATER ON LOC
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/21/2005 Report #: 37 End Time Description
Summary: TlH W/ RTTS, TAG PLUG, SET 7:00:00 AM BLOW WELL DOWN TO TRIP IN TUBING, 150 PSI ON CASING,

PACKER AT 9605', BREAKDOWN W/ 57 TO FB TANK ON 44/64, DEAD IN 30 MIN
BBLS 2% KCL WATER, PUMP IN AT 4.5
BPM, PRESSURE GRAD INC FROM 10:00:00 AM TlH W/ RETRIEVABLE PACKER, TAD COMPOSITE BRIDGE
1250 TO 1350 PSI, ISIP WAS ZERO, PLUG OKAY, SET PACKER AT 9605'
SWAB IN AND FLOWBACK 11:00:00 AM BREAKDOWN WITH 57 BBLS OF 2% KCL, FILLTUBING AND

BRAKDOWN WITH 29 BBLS, PRESS JUST CAME UP TO 1250
PSI, NO NOTICEABLE BREAK, PUMP 28 BBLS AT 4.5 BPM,
PRESSURE INCREASED GRADUALLY FROM1250 TO 1350 PSI,
ISIP WAS ZERO, PREP TO SWAB

5:00:00 PM SWAB ON WELL, FIRST RECOVERY WAS VERY MUD
CONTAINATED, RECOVERY FLUID CLEARED UP ALOT BY TIME
WELL STARTED FLOWING BUT WAS STILLMUD CUT, MADE 17
SWAB RUNS, RECOVERED 58 1/2 BBLS TO PIT, PUT WELL TO
FLOWBACK TANK AT 1700 HRS. FIRST RUN FL WAS 6100',
PULLED FROM 7600', GAS CUT FLUID STARTED AFTER 35
BBLS OF RECOVERY

6:00:00 AM FLOWBACK TO TANK FOR MEASUREMENT, 1ST 3 HRS,
FLOWED 36 BBLS ON 44/64, PRESS INC FROM 30 PSI TO 70
PSI FTP, FROM 2000 HRS TO 0400 HRS. PRODUCED 111 BBLS,
OR 13.8 B/H, FTP AT 0400 WAS 90 PSI ON 44/64 CHOKE, 0400
TO 0500 HRS, 90 TO 100 PSI ON 44/64, 20 BBLS LAST HR, REC
183 BBLS FLOWING IN 13 HRS, OR 14 B/H

Well Name : Cedar Camp #1,6-16.23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/20/2005 Report #: 36 End Time Description
Summary : FLOW WELL, KILL,POOH, TlH W/ CBP, 11:00:00 AM FLOW WELL TO FB TANK ON 44/64, RECOVERED 52 BBLS IN 5

SET AT 9690. PERF 9626-9629, HRS, PRESSURE WAS FROM 80 TO 95 PSI FTP
SECURES WELL SDFN

2:45:00 PM KILLWELL W/ 13 BBLS, POOH, WELL KICKED AT 75 STDS OUT,
PUMP 11 BBLS, FINISH POOH

6:00:00 PM RU BWWL, SET COMPOSITE BRIDGE PLUGAT 9690', POOH,
TIH WI 3' 3 3/8" PERF GUNS LOADED 3 SPF, 120 DEG PHASED,
25 GM, .42 EH GUNS, FLUID LEVEL WAS 6700 FT,
COORELATE, PERF AT 9626-9629 FT, POOH, ZERO PRESSURE
ON WELL WHEN PERFORATING, 20 PSI ON WELL AT 1800
HRS, SECURE WELL, SDFN

6:00:00 AM SDFN, SICP WAS 40 PSI AT 1900 HR, SICP AT 2000 HRS WAS
60 PSI, SICP AT 0500 HRS WAS 150 PSI, WILL CATCH GAS
SAMPLE BEFORE BLOWING DOWN TO TIH W/ TUBING, 200
BBLS OF 2% KCL WATER ON LOC
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/21/2005 Report #: 37 End Time Description
Summary: TlH W/ RTTS, TAG PLUG, SET 7:00:00 AM BLOW WELL DOWN TO TRIP IN TUBING, 150 PSI ON CASING,

PACKER AT 9605', BREAKDOWN W/ 57 TO FB TANK ON 44/64, DEAD IN 30 MIN
BBLS 2% KCL WATER, PUMP IN AT 4.5
BPM, PRESSURE GRAD INC FROM 10:00:00 AM TlH W/ RETRIEVABLE PACKER, TAD COMPOSITE BRIDGE
1250 TO 1350 PSI, ISIP WAS ZERO, PLUG OKAY, SET PACKER AT 9605'
SWAB IN AND FLOWBACK 11:00:00 AM BREAKDOWN WITH 57 BBLS OF 2% KCL, FILLTUBING AND

BRAKDOWN WITH 29 BBLS, PRESS JUST CAME UP TO 1250
PSI, NO NOTICEABLE BREAK, PUMP 28 BBLS AT 4.5 BPM,
PRESSURE INCREASED GRADUALLY FROM1250 TO 1350 PSI,
ISIP WAS ZERO, PREP TO SWAB

5:00:00 PM SWAB ON WELL, FIRST RECOVERY WAS VERY MUD
CONTAINATED, RECOVERY FLUID CLEARED UP ALOT BY TIME
WELL STARTED FLOWING BUT WAS STILLMUD CUT, MADE 17
SWAB RUNS, RECOVERED 58 1/2 BBLS TO PIT, PUT WELL TO
FLOWBACK TANK AT 1700 HRS. FIRST RUN FL WAS 6100',
PULLED FROM 7600', GAS CUT FLUID STARTED AFTER 35
BBLS OF RECOVERY

6:00:00 AM FLOWBACK TO TANK FOR MEASUREMENT, 1ST 3 HRS,
FLOWED 36 BBLS ON 44/64, PRESS INC FROM 30 PSI TO 70
PSI FTP, FROM 2000 HRS TO 0400 HRS. PRODUCED 111 BBLS,
OR 13.8 B/H, FTP AT 0400 WAS 90 PSI ON 44/64 CHOKE, 0400
TO 0500 HRS, 90 TO 100 PSI ON 44/64, 20 BBLS LAST HR, REC
183 BBLS FLOWING IN 13 HRS, OR 14 B/H

Well Name : Cedar Camp #1,6-16.23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/20/2005 Report #: 36 End Time Description
Summary : FLOW WELL, KILL,POOH, TlH W/ CBP, 11:00:00 AM FLOW WELL TO FB TANK ON 44/64, RECOVERED 52 BBLS IN 5

SET AT 9690. PERF 9626-9629, HRS, PRESSURE WAS FROM 80 TO 95 PSI FTP
SECURES WELL SDFN

2:45:00 PM KILLWELL W/ 13 BBLS, POOH, WELL KICKED AT 75 STDS OUT,
PUMP 11 BBLS, FINISH POOH

6:00:00 PM RU BWWL, SET COMPOSITE BRIDGE PLUGAT 9690', POOH,
TIH WI 3' 3 3/8" PERF GUNS LOADED 3 SPF, 120 DEG PHASED,
25 GM, .42 EH GUNS, FLUID LEVEL WAS 6700 FT,
COORELATE, PERF AT 9626-9629 FT, POOH, ZERO PRESSURE
ON WELL WHEN PERFORATING, 20 PSI ON WELL AT 1800
HRS, SECURE WELL, SDFN

6:00:00 AM SDFN, SICP WAS 40 PSI AT 1900 HR, SICP AT 2000 HRS WAS
60 PSI, SICP AT 0500 HRS WAS 150 PSI, WILL CATCH GAS
SAMPLE BEFORE BLOWING DOWN TO TIH W/ TUBING, 200
BBLS OF 2% KCL WATER ON LOC
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Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/21/2005 Report #: 37 End Time Description
Summary: TlH W/ RTTS, TAG PLUG, SET 7:00:00 AM BLOW WELL DOWN TO TRIP IN TUBING, 150 PSI ON CASING,

PACKER AT 9605', BREAKDOWN W/ 57 TO FB TANK ON 44/64, DEAD IN 30 MIN
BBLS 2% KCL WATER, PUMP IN AT 4.5
BPM, PRESSURE GRAD INC FROM 10:00:00 AM TlH W/ RETRIEVABLE PACKER, TAD COMPOSITE BRIDGE
1250 TO 1350 PSI, ISIP WAS ZERO, PLUG OKAY, SET PACKER AT 9605'
SWAB IN AND FLOWBACK 11:00:00 AM BREAKDOWN WITH 57 BBLS OF 2% KCL, FILLTUBING AND

BRAKDOWN WITH 29 BBLS, PRESS JUST CAME UP TO 1250
PSI, NO NOTICEABLE BREAK, PUMP 28 BBLS AT 4.5 BPM,
PRESSURE INCREASED GRADUALLY FROM1250 TO 1350 PSI,
ISIP WAS ZERO, PREP TO SWAB

5:00:00 PM SWAB ON WELL, FIRST RECOVERY WAS VERY MUD
CONTAINATED, RECOVERY FLUID CLEARED UP ALOT BY TIME
WELL STARTED FLOWING BUT WAS STILLMUD CUT, MADE 17
SWAB RUNS, RECOVERED 58 1/2 BBLS TO PIT, PUT WELL TO
FLOWBACK TANK AT 1700 HRS. FIRST RUN FL WAS 6100',
PULLED FROM 7600', GAS CUT FLUID STARTED AFTER 35
BBLS OF RECOVERY

6:00:00 AM FLOWBACK TO TANK FOR MEASUREMENT, 1ST 3 HRS,
FLOWED 36 BBLS ON 44/64, PRESS INC FROM 30 PSI TO 70
PSI FTP, FROM 2000 HRS TO 0400 HRS. PRODUCED 111 BBLS,
OR 13.8 B/H, FTP AT 0400 WAS 90 PSI ON 44/64 CHOKE, 0400
TO 0500 HRS, 90 TO 100 PSI ON 44/64, 20 BBLS LAST HR, REC
183 BBLS FLOWING IN 13 HRS, OR 14 B/H

Well Name : Cedar Camp #1,6-16.23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/20/2005 Report #: 36 End Time Description
Summary : FLOW WELL, KILL,POOH, TlH W/ CBP, 11:00:00 AM FLOW WELL TO FB TANK ON 44/64, RECOVERED 52 BBLS IN 5

SET AT 9690. PERF 9626-9629, HRS, PRESSURE WAS FROM 80 TO 95 PSI FTP
SECURES WELL SDFN

2:45:00 PM KILLWELL W/ 13 BBLS, POOH, WELL KICKED AT 75 STDS OUT,
PUMP 11 BBLS, FINISH POOH

6:00:00 PM RU BWWL, SET COMPOSITE BRIDGE PLUGAT 9690', POOH,
TIH WI 3' 3 3/8" PERF GUNS LOADED 3 SPF, 120 DEG PHASED,
25 GM, .42 EH GUNS, FLUID LEVEL WAS 6700 FT,
COORELATE, PERF AT 9626-9629 FT, POOH, ZERO PRESSURE
ON WELL WHEN PERFORATING, 20 PSI ON WELL AT 1800
HRS, SECURE WELL, SDFN

6:00:00 AM SDFN, SICP WAS 40 PSI AT 1900 HR, SICP AT 2000 HRS WAS
60 PSI, SICP AT 0500 HRS WAS 150 PSI, WILL CATCH GAS
SAMPLE BEFORE BLOWING DOWN TO TIH W/ TUBING, 200
BBLS OF 2% KCL WATER ON LOC
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REGULATORY COMPLETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/19/2005 Report #: 35 End Time Description
Summary : FINISH TlH, SET PACKER AT 9688', DO 7:00:00 AM WELL OPEATIONS SDFN, SITP WAS 190 PSI, SICP WAS 160

PUMP IN BREAKDOWN, FILL HOLE W/ PSI AT 0630 AM
40 BLS, PUMP AT 5 BPM AT 1000 PSI,
ISIP WAS ZERO IN 5 SEC, WELL ON 9:00:00 AM FINISH TlH, TAG PLUG, LD 1 JTS, SET PACKER AT 9688', RIG
VACUMM, SWAB ON WELL, FLOW UP TO PUMP
WELL 10:00:00 AM TEST LINES TO 3500 PSI, FILL TUBING W/ 40 BBLS AT 3.5 TO 4

BPM, CAUGHT PRESS 3 BBLS OVER CAPACITY, PICK UP RATE
TO 5 BPM, INITIALPRESS 900 PSI, AFTER 29 BBLS PRESS
WAS 1050 PSI, SD, PRESSURE WENT TO ZERO IN 5 SEC, RU
TO SWAB, PUMPED 69 BBLS LOAD OF CLAY-FlX WATER

3:15:00 PM SWAB ON WELL, FIRST RUN WAS 10 BBLS OF RECOVERY,
MOSTLY MUD CUT WATER AND MUD, AFTER THAT RECOVERY
WENT FROM MUDDY TO MUD CUT. TO CLOUDY, WELL
STARTED FLOWING AFTER 17 SWAB RUNS AND RECOVERING
63 BBLS

6:00:00 AM FLOW TO PIT, AT 1600 HRS GO TO FB TANK FOR FLUID
MEASUREMENTON 44/64, 1ST HR, FTP WAS 60 PSI, REC 15
BBLS, FROM 1700 TO 1900 HRS, FTP WAS 80 PSI, REC 13 B/H,
AT 2000 HRS, FTP WAS 90 PSI ON 44/64, REC 15 B/H WATER,
OVERNIGHT WELL FLOWED TO TANK ON 44/64, AT 0500 HRS,
FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN
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BPM, CAUGHT PRESS 3 BBLS OVER CAPACITY, PICK UP RATE
TO 5 BPM, INITIALPRESS 900 PSI, AFTER 29 BBLS PRESS
WAS 1050 PSI, SD, PRESSURE WENT TO ZERO IN 5 SEC, RU
TO SWAB, PUMPED 69 BBLS LOAD OF CLAY-FlX WATER

3:15:00 PM SWAB ON WELL, FIRST RUN WAS 10 BBLS OF RECOVERY,
MOSTLY MUD CUT WATER AND MUD, AFTER THAT RECOVERY
WENT FROM MUDDY TO MUD CUT. TO CLOUDY, WELL
STARTED FLOWING AFTER 17 SWAB RUNS AND RECOVERING
63 BBLS

6:00:00 AM FLOW TO PIT, AT 1600 HRS GO TO FB TANK FOR FLUID
MEASUREMENTON 44/64, 1ST HR, FTP WAS 60 PSI, REC 15
BBLS, FROM 1700 TO 1900 HRS, FTP WAS 80 PSI, REC 13 B/H,
AT 2000 HRS, FTP WAS 90 PSI ON 44/64, REC 15 B/H WATER,
OVERNIGHT WELL FLOWED TO TANK ON 44/64, AT 0500 HRS,
FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN

Report by Welicore April 25, 2005 03:31

REGULATORY COMPLETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/19/2005 Report #: 35 End Time Description
Summary : FINISH TlH, SET PACKER AT 9688', DO 7:00:00 AM WELL OPEATIONS SDFN, SITP WAS 190 PSI, SICP WAS 160

PUMP IN BREAKDOWN, FILL HOLE W/ PSI AT 0630 AM
40 BLS, PUMP AT 5 BPM AT 1000 PSI,
ISIP WAS ZERO IN 5 SEC, WELL ON 9:00:00 AM FINISH TlH, TAG PLUG, LD 1 JTS, SET PACKER AT 9688', RIG
VACUMM, SWAB ON WELL, FLOW UP TO PUMP
WELL 10:00:00 AM TEST LINES TO 3500 PSI, FILL TUBING W/ 40 BBLS AT 3.5 TO 4

BPM, CAUGHT PRESS 3 BBLS OVER CAPACITY, PICK UP RATE
TO 5 BPM, INITIALPRESS 900 PSI, AFTER 29 BBLS PRESS
WAS 1050 PSI, SD, PRESSURE WENT TO ZERO IN 5 SEC, RU
TO SWAB, PUMPED 69 BBLS LOAD OF CLAY-FlX WATER

3:15:00 PM SWAB ON WELL, FIRST RUN WAS 10 BBLS OF RECOVERY,
MOSTLY MUD CUT WATER AND MUD, AFTER THAT RECOVERY
WENT FROM MUDDY TO MUD CUT. TO CLOUDY, WELL
STARTED FLOWING AFTER 17 SWAB RUNS AND RECOVERING
63 BBLS

6:00:00 AM FLOW TO PIT, AT 1600 HRS GO TO FB TANK FOR FLUID
MEASUREMENTON 44/64, 1ST HR, FTP WAS 60 PSI, REC 15
BBLS, FROM 1700 TO 1900 HRS, FTP WAS 80 PSI, REC 13 B/H,
AT 2000 HRS, FTP WAS 90 PSI ON 44/64, REC 15 B/H WATER,
OVERNIGHT WELL FLOWED TO TANK ON 44/64, AT 0500 HRS,
FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN

Report by Welicore April 25, 2005 03:31

REGULATORY COMPLETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/19/2005 Report #: 35 End Time Description
Summary : FINISH TlH, SET PACKER AT 9688', DO 7:00:00 AM WELL OPEATIONS SDFN, SITP WAS 190 PSI, SICP WAS 160

PUMP IN BREAKDOWN, FILL HOLE W/ PSI AT 0630 AM
40 BLS, PUMP AT 5 BPM AT 1000 PSI,
ISIP WAS ZERO IN 5 SEC, WELL ON 9:00:00 AM FINISH TlH, TAG PLUG, LD 1 JTS, SET PACKER AT 9688', RIG
VACUMM, SWAB ON WELL, FLOW UP TO PUMP
WELL 10:00:00 AM TEST LINES TO 3500 PSI, FILL TUBING W/ 40 BBLS AT 3.5 TO 4

BPM, CAUGHT PRESS 3 BBLS OVER CAPACITY, PICK UP RATE
TO 5 BPM, INITIALPRESS 900 PSI, AFTER 29 BBLS PRESS
WAS 1050 PSI, SD, PRESSURE WENT TO ZERO IN 5 SEC, RU
TO SWAB, PUMPED 69 BBLS LOAD OF CLAY-FlX WATER

3:15:00 PM SWAB ON WELL, FIRST RUN WAS 10 BBLS OF RECOVERY,
MOSTLY MUD CUT WATER AND MUD, AFTER THAT RECOVERY
WENT FROM MUDDY TO MUD CUT. TO CLOUDY, WELL
STARTED FLOWING AFTER 17 SWAB RUNS AND RECOVERING
63 BBLS

6:00:00 AM FLOW TO PIT, AT 1600 HRS GO TO FB TANK FOR FLUID
MEASUREMENTON 44/64, 1ST HR, FTP WAS 60 PSI, REC 15
BBLS, FROM 1700 TO 1900 HRS, FTP WAS 80 PSI, REC 13 B/H,
AT 2000 HRS, FTP WAS 90 PSI ON 44/64, REC 15 B/H WATER,
OVERNIGHT WELL FLOWED TO TANK ON 44/64, AT 0500 HRS,
FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN
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REGULATORY COMPLETION SUMMARY silizarrettcorporation
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FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN

Report by Welicore April 25, 2005 03:31

REGULATORY COMPLETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/19/2005 Report #: 35 End Time Description
Summary : FINISH TlH, SET PACKER AT 9688', DO 7:00:00 AM WELL OPEATIONS SDFN, SITP WAS 190 PSI, SICP WAS 160

PUMP IN BREAKDOWN, FILL HOLE W/ PSI AT 0630 AM
40 BLS, PUMP AT 5 BPM AT 1000 PSI,
ISIP WAS ZERO IN 5 SEC, WELL ON 9:00:00 AM FINISH TlH, TAG PLUG, LD 1 JTS, SET PACKER AT 9688', RIG
VACUMM, SWAB ON WELL, FLOW UP TO PUMP
WELL 10:00:00 AM TEST LINES TO 3500 PSI, FILL TUBING W/ 40 BBLS AT 3.5 TO 4

BPM, CAUGHT PRESS 3 BBLS OVER CAPACITY, PICK UP RATE
TO 5 BPM, INITIALPRESS 900 PSI, AFTER 29 BBLS PRESS
WAS 1050 PSI, SD, PRESSURE WENT TO ZERO IN 5 SEC, RU
TO SWAB, PUMPED 69 BBLS LOAD OF CLAY-FlX WATER

3:15:00 PM SWAB ON WELL, FIRST RUN WAS 10 BBLS OF RECOVERY,
MOSTLY MUD CUT WATER AND MUD, AFTER THAT RECOVERY
WENT FROM MUDDY TO MUD CUT. TO CLOUDY, WELL
STARTED FLOWING AFTER 17 SWAB RUNS AND RECOVERING
63 BBLS

6:00:00 AM FLOW TO PIT, AT 1600 HRS GO TO FB TANK FOR FLUID
MEASUREMENTON 44/64, 1ST HR, FTP WAS 60 PSI, REC 15
BBLS, FROM 1700 TO 1900 HRS, FTP WAS 80 PSI, REC 13 B/H,
AT 2000 HRS, FTP WAS 90 PSI ON 44/64, REC 15 B/H WATER,
OVERNIGHT WELL FLOWED TO TANK ON 44/64, AT 0500 HRS,
FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN

Report by Welicore April 25, 2005 03:31

REGULATORY COMPLETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/19/2005 Report #: 35 End Time Description
Summary : FINISH TlH, SET PACKER AT 9688', DO 7:00:00 AM WELL OPEATIONS SDFN, SITP WAS 190 PSI, SICP WAS 160

PUMP IN BREAKDOWN, FILL HOLE W/ PSI AT 0630 AM
40 BLS, PUMP AT 5 BPM AT 1000 PSI,
ISIP WAS ZERO IN 5 SEC, WELL ON 9:00:00 AM FINISH TlH, TAG PLUG, LD 1 JTS, SET PACKER AT 9688', RIG
VACUMM, SWAB ON WELL, FLOW UP TO PUMP
WELL 10:00:00 AM TEST LINES TO 3500 PSI, FILL TUBING W/ 40 BBLS AT 3.5 TO 4

BPM, CAUGHT PRESS 3 BBLS OVER CAPACITY, PICK UP RATE
TO 5 BPM, INITIALPRESS 900 PSI, AFTER 29 BBLS PRESS
WAS 1050 PSI, SD, PRESSURE WENT TO ZERO IN 5 SEC, RU
TO SWAB, PUMPED 69 BBLS LOAD OF CLAY-FlX WATER

3:15:00 PM SWAB ON WELL, FIRST RUN WAS 10 BBLS OF RECOVERY,
MOSTLY MUD CUT WATER AND MUD, AFTER THAT RECOVERY
WENT FROM MUDDY TO MUD CUT. TO CLOUDY, WELL
STARTED FLOWING AFTER 17 SWAB RUNS AND RECOVERING
63 BBLS

6:00:00 AM FLOW TO PIT, AT 1600 HRS GO TO FB TANK FOR FLUID
MEASUREMENTON 44/64, 1ST HR, FTP WAS 60 PSI, REC 15
BBLS, FROM 1700 TO 1900 HRS, FTP WAS 80 PSI, REC 13 B/H,
AT 2000 HRS, FTP WAS 90 PSI ON 44/64, REC 15 B/H WATER,
OVERNIGHT WELL FLOWED TO TANK ON 44/64, AT 0500 HRS,
FTP WAS 100 PSI, RECOVERD 121 BBLS IN 10 HRS, AVG 12.1
B/H OVERNIGHT, LAST 34 HRS, RECOVERED A TOTAL OF 255
BBLS, PUMPED 69 BBLS, RECOVERED 186 BBLS OVER LOAD

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/18/2005 Report #: 34 End Time Description

Summary : FLOW, POOH W/ TUBING, SET 7:00:00 AM FLOW TO TEST VESSEL, 30 PSI FTP, 720 PSI SICP, 8 B/H
COMPOSITE BRIDGE PLUG AT 9714', WATER. ON 2" LINE
PERF AT 9701-9704', TIH W/ PACKER
AND TUBING FOR BREAKDOWN IN AM 12:45:00 PM POOH WITH TUBING, KILLWITH 10 BBLS, BLOW DOWN

CASING, AFTER 80 STDS OUT, PUMP 10 MORE BBLS TO KILL
BLOW ON WELL

3:00:00 PM RIG DOWN STRIPPING HEAD, RU BLACK WARRIOR WIRELINE,
TlHW/ HALLIBURTON COMPOSITE BRIDGE PLUG,
CORRELATE, SET AT 9714', POOH

4:15:00 PM LD PLUG TOOLS, PU 3' PERF GUN 3 3/8", EXPENDABLE, .42 EH,
TIH, COORELATE, TAG PLUG, SHOOT AT 9701 TO 9704', RETAG
PLUG, STILL OKAY, POOH, RD BWWC, NO PRESSURE ON
WELL PRIOR TO PERF, OR AFTER SHOOTING,ALL SHOTS
FIRED

6:00:00 PM RE-INSTALL STRIPPING HEAD, WELL STILL DEAD, PU
RETRIEVABLE PACKER, TlH W/73 STDS TO 4575 FT, SDFN,
SECURE WELLHEAD, WELL DEAD ON TUBING AND CASING

6:00:00 AM SDFN

Report by Welicore April 25, 2005 03:31



STATE OF UTAH CONFIDENTIAL FORM 9
DEPARTMENT OF NATURALRESOURCES '

ÛÍ DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSER1ALNUMBER:

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below curTent bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL

OIL WELL GAS WELL OTHER Ced Cnp
#M1

6 16-23
2. NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230CorrvDenver CO ,,80202 (303) 312-8168 Cedar Carnp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 647' FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE. MERIDIAN: NENE 6 16S 23E STATE:
UTAH

19 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion;

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Weekly Activity
O CONVERT WELLTYPE RECOMPLETE -DIFFERENT FORMATION Repoits

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly showall pertinent details including dates, depths. volumes, etc.

WEEKLYCOMPLETION ACTIVITYREPORT FROM 04/25/05-05/01/05.

NAME (PL.EASEPRINT) Tracey Fallang TITLE Permit Analyst

SIGNATURE DATE 5/2/2005

(This BPace for State use only)

RECEIVED
MAYO4 2005

oss on sevese s* Div.0F0ll.,GAS&MINING
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REGULATORY CO PLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-01 31416 Area : Cedar Camp

Ops Date : 4/26/2005 Report #: 42 End Time Description

Summary : TIH WITH RETRIEVABLE PACKER, 7:00:00 AM OPEN CASING TO PIT, SLIGHT BLOW WITH NO FLOW AFTER
TAG PLUG, SET PACKER AT 8977', 10 HRS Si
BREAKDOWN W/ 48 BBLS 2% KCL
WATER, SWAB BACK WELL, SI AFTER 10:00:00 AM SAFETY MEETING, PU RETRIEVABLE PACKER, TlH, TAG
4 RUNS FROM SEAT NIPPLE AND COMPOSITE PLUG,SET PACKER AT 897T, PREP TO
LITTLE ENTRY, NO GAS SHOWS BREAKDOWN

11:00:00 AM RU PUMP, FILL TUBING WITH 24 BBLS, BD PRESSURE WAS
2600 PSI, BROKE BACK TO 2300 PSI, INCREASED RATE,
STARTED AT 2700 PSI AT 3 BPM, PUMPED 24 MORE BBLS,
FINISHED AT 3100 PSI AND 2.5 BPM, ISIP WAS 2400 PSI, 1 MIN
WAS 1900 PSI, 5 MIN WAS 1200 PSI, BLED 2 BBLS BACK AND
TUBING WAS AT ZERO, PREP TO SWAB

3:00:00 PM SWABBING, MADE 12 RUNS, RECOVERED29.5 BBLS, WELL ON
VACUMM AFTER EACH RUN, STARTING FLUID LEVEL WAS
SURFACE, LAST 4 RUNS WERE FROM SEATING NIPPLE, WITH
LAST 2 RUNS WAITING 30 MINAND1 HR, AND 1/4 BBL OR
LESS RECOVERY, ALL FLUID RECOVERED AFTER FIRST 20
BBLS WAS MUD CUT OR MUD CONTAMINATED, NO SIGN OF
GAS YET

6:00:00 AM SI WELL AT 1500 HRS, AT 2000 HRS, SITP WAS A SLIGHT
BLOW, AT 0600 HRS, HAD 25 PSI SITP AFTER 16 HR SI TIME

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/25/2005 Report #: 41 End Time Description
Summary : BLOW WELL DOWN, 35 PSI TO ZERO 7:15:00 AM WELL OPEN, NO FLOW, NO BLOW

IN 2 MIN ON 44/64, SWAB WELL
DOWN FROM 5100 TO 9500, 8:30:00 AM SAFETY MEETING, SWAB WELL DOWN IN 3 RUNS, FL WAS
RELEASE PACKER, POOH, W/O 5100 FT, SWABBED TO 9500', RECOVERED 9 1/2 BBLS EST,
WIRELINE TRUCK, SET CBP AT 902T, PREP TO TRIP
PERF AT 8989-8994', SDFN 11:45:00 AM RELEASE PACKER, POOH, ND STRIPPING HEAD

5:00:00 PM OUT OF HOLE, WAIT ON WIRELINE TRUCK BEING PULLED BY
BLADE AND STUCK, WAIT ON CAT TO GET ALL UNSTUCK AND
ON LOCATION

8:00:00 PM MESA WIRELINE ON LOCATION, RU, TlH, CORRELATE, SET
COMPOSITE BRIDGE PLUG AT 9027', PERF AT 8989 TO 8994'
WI 3 1/8" GUNS LOADED 3 SPF, 120 DEG PHASED, 22.7 GM, .43

EH, 37 IN PENETRATION ON TEST, FLUID LEVEL ON TRIP IN W/
PLUG WAS 6170', NO PRESSURE NOTED AFTER SHOOTING,
POOH, WELL STILL DEAD, RD WIRELINE, SECURE WELL,
RELEASE CREWS FOR DAY

6:00:00 AM SDFN, SICP WAS A SLIGHT BLOW AT 0600 HRS, 10 HRS OF SI
TIME

Report by Welicore May 02, 2005 11:40
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REGULATORY CO PLETION SUMMARY BillBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/28/2005 Report #: 44 End Time Description
Summary : SET COMPOSITE BP AT 8960', PERF 7:00:00 AM OPEN WELL TO PIT WITH 20 PSI ON CASING, BLED OFF

DAKOTA AT 8923-28', TlH WITH IMMEDIATELY,AT 0630 WIRELINE CREW ON LOC RU
TUBING, TAG PLUG, SET PACKER AT
887T, BREAKDOWN W/ 48 BBLS OF 8:45:00 AM RU MESA WIRELINE, TIH W/ COMPOSITE BP AND PERF GUNS,
2% KCL, WAB BACK 32,5 BBLS IN 12 CORRELATE, SET CBP AT 8960', PERF AT 8923-28' WITH 5 FT
RUNS, SDFN OF 3 1/8" GUNS LOADED 3 SPF, 22.7GM, 120 DEG PHASED,

POOH, ALL SHOTS FIRED

9:15:00 AM RD WIRELINE, NU STRIPPER HEAD, PREP TO TlH WITH
TUBING

1:00:00 PM TIH WITH TUBING, TAG PLUG, SET PACKER AT 8877', RU TO
BREAKDOWN PERFS

1:30:00 PM FILLTUBING W/ 24 BBLS, PRESSURE WENT TO 900 PSI,
PICKED UP RATE TO 3 BPM AT 2200 PSI, NO APPARENT
BREAK SEEN, PUMPED 24 MORE BBLS AND PRESSURE
GRADUALLY INCREASED TO 2600 PSI AT 2.5 BPM, ISIP WAS
1500 PSI, 1 MIN WAS 1100 PSI, 5 MIN SI WAS 400 PSI, RU TO
SWAB

5:00:00 PM SWAB ON WELL, MADE 12 RUNS, RECOVERED 32.5 BBLS, GOT
GAS CUT FLUID AT ON TTH RUN FROM 8400 FT, MADE 5 MORE
RUNS FROM SEAT NIPPLE AT 8800 FT, ALL FLUID RECOVERED
FROM HERE WAS GAS CUT, LAST 3 RUNS NETTED 1 BBL WITH
LAST RUN DRY, NOTHINGRECOVERED, ALTHOUGH GAS CUT
FLUID RECOVERED NO BLOW AFTER SWAB WAS SEEN, ALL
FLUID RECOVERED AFTER 20 BBLSWAS MUD
CONTAMINATED OR MUD CUT, SOME CONDENSATE ON TOP
OF SAMPLE, SDFN

6:00:00 AM SDFN, SI TUBING, MONITER PRESSURE, 1800 HRS, NO SITP,
2000 HRS, 50 PSI SITP, SITP AT 0600 HRS WAS 200 PSI. BLOW
DOWN TO FLAT TANK ON 44/64 CH, ALL GAS, NO FLUID REC

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/27/2005 Report #: 43 End Time Description
Summary: WAIT ON RIGCREW DUE TO ROAD 12:00:00 PM OPEN WELL AFTER SAMPLING CEDAR MTN FORMATION, SITP

CLOSED, POOH, RU MESA WIRELINE. WAS 25 PSI, BLED DOWN IN 2 MIN, LEAVE WELL OPEN WHILE
HAD MISRUN, SDFN WAITING ON RIG CREW, RIG CREW HELD UP DUE TO CAT

AND OTHER TRUCKS STUCK AND BLOCKING ROAD,
REROUTED CREW

1:00:00 PM CREW ON LOC, SAFETY MEETING, SWAB WELL DOWN, FLUID
LEVEL WAS 7300', MADE 3 SWAB RUNS FROM SEAT NIPPLES
AT 8900 FT, LAST 2 RUNS WAS LITTLE RECOVERY, TOTAL
RECOVERY 4 BBLS

4:15:00 PM RELEASE PACKER, POOH TO DO WIRELINE WORK
7:00:00 PM RU MESA WIRELINE, TlH, CORRELATE, PLUG FAILED TO

SHOOT, POOH, RD, SDFN

6:00:00 AM SDFN, SICP AT 0600 HRS WAS 20 PSI AFTER 11 HRS SI TIME
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REGULATORY CO PLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/1/2005 Report #: 47 End Time Description
Summary : WELL OPERATIONS SDF WEEK END 6:00:00 AM WELL OPERATIONS SD FOR WEEK END, SITP AT 1900 HRS

WAS 975 PSI, AT 0600 HRS, SITP WAS 1050 PSI, PREP TO
SAMPLE AND BLOW DOWN FOR TRIP OUT

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/30/2005 Report #: 46 End Time Description
Summary : WELL OPERATIONS SDF WEEK END 6:00:00 AM WELL OPERATIONS SD FOR WEEK END

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 4/29/2005 Report #: 45 End Time Description
Summary : 7:00:00 AM AT 0600 HRS, 200 PSI SITP, OPEN TO FB TANK ON 44/64, BLOW

DOWN WITH NO FLUID RECOVERY, LEAVE OPEN IN
PREPARATION OF SWABBING ON WELL

1:00:00 PM SWAB ON WELL, #1 RUN, TAG FLUID LEVEL AT 7300 FT, PULL
FROM SEAT NIPPLE AT 8800 FT, REC 2 BBLS GAS CUT FLUID,
MADE 7 MORE RUNS, RECOVERED 3/4 TOTAL FROM THIS
WITH NO RECOVERY FROM LAST 4 RUNS, WAITED 1 HR
BETWEEN LAST 3 RUNS

2:00:00 PM SHUT IN WELL FOR WEEKEND, SECURE WELL, WORK ON
GETTING A FRAC DATE, CO2, AND PLAN TO MOVE TO 1-1
WELL

6:00:00 AM SDF WEEK END, SPOTTED ONE MORE FRAC TANK FOR FRAC
JOB, LINED UP SERVICES AND TUBING FOR 1-1 AND 1-6
CEDAR CAMP WELLS
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STATE OF UTAH CONFIDENTIAL FORM 9
DEPARTMENT OF NATURALRESOURCES '

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER,

1 ML46113
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drillnew wells. significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPEOF WELL
OIL WELL GAS WELL OTHER Ced Ca p

#MB-E6
16-23

2. NAMEOF OPERATOR: 9. API NUMBER;

BILLBARRETT CORPORATION 4301931416
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste2300 Denver STATE CO ,,80202 (303) 312-8168 Cedar Camp/Wingate
4 LOCATIONOF WELL

FOOTAGESAT SURFACE: Lot 1, 647' FNL, 465' FEL coUNTY: Caddrk

QTR/QTR, SECTION, TOWNSHIP, RANGE. MERIDIAN: NENE 6 6S 23E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start. CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc

WEEKLY COMPLETION ACTIVITYREPORT FROM 05/02/05 - 05/08/05.

NAME (PLEASE PRINT) Tracey Fallang TITLE Permit Analyst

SIGNATURE . DATE 5/9/2005

(This space for State use only)

MAY1 I 2005
DIVOFOIL,GAS&MINING

(5/2000) (See Instructions on Reverse
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REGULATORY COM LETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/8/2005 Report #: 54 End Time Description

Summary : WELL SHUT IN, AT 0600 HRS, SICP 6:00:00 AM WELL SHUT IN, SICP AT 0600 HRS WAS 625 PSI, SICP AT 1600
WAS 625 PSI, AT 1500 HRS, STCP HRS WAS 650 PSI, HEAT FRAC FLUID, PREP TO FRAC IN AM,
WAS 650 PSI GET FLOWBACK CREW SET UP, SICP AT 0600 HRS WAS 675

PSI, HALIBURTION STARTING TO GET TO LOCATION, EXPECT
A 0900 PUMP TIME

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/7/2005 Report #: 53 End Time Description

Summary : WELL SI, WION FRAC DATE OF 9TH 6:00:00 AM WELL SHUT IN, 0600 HRS, SICP WAS 550 PSI, 1300 HRS, SICP
MAY WAS 575 PSI, AT 1800 HRS, SICP WAS 600 PSI, AT 0600 HRS,

SICP WAS 625 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/6/2005 Report #: 52 End Time Description
Summary : FINISHED BRING IN CO2 FOR FRAC, 6:00:00 AM WELL SHUT IN, BROUGHT IN LAST THREE LOADS OF CO2 FOR

WELL SI FRAC, SICP AT0600 HRS WAS 450 PSI, SICP AT 1600 HRS WAS
500 PSI, AT 0600 HRS, 550 PSI SICP

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/5/2005 Report #: 51 End Time Description

Summary : WELL SHUT IN, WAIT ON FRAC DATE, 6:00:00 AM WELL SHUT IN, AT 0600 HRS, SICP WAS 325 PSI, AT 1200 HRS,
SPOT CO2 VESSELS AND HAUL 3 SICP WAS 350 PSI, AT 1900 HRS, 400 PSI SICP, SPOTTED CO2
LOADS OF CO2 VESSELS, BROUGHT IN 3 OF 6 LOADS OF CO2

Well Name : Cedar Camp #1416-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/4/2005 Report #: 50 End Time Description
Summary : WELL SHUT IN, W/O FRAC DATE 6:00:00 AM WELL SI, AT 0600 HRS, SICP WAS 175 PSI, AT 1200 HRS, SICP

WAS 200 PSI, AT 1700 HRS, SICP WAS 250 PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/3/2005 Report #: 49 End Time Description
Summary : ND BOP, NU FRAC TREE, RDMO 7:00:00 AM WELL OPEN TO FLOW, SLIGHT BLOW

DUCO COMPLETIONRIG TO 1-1
CEDAR CAMP, FILL FRAC TANK FOR 11:00:00 AM SAFETY MEETING, WlO FRAC TREE, RD BOP, NU FRAC TREE,

FRAC RD DUCO, MOVE CAT WALK, FRAC TANK, MUD TANK, MUD
PUMP, RIG TO 1-1 CEDAR CAMP

1:00:00 PM MOVE OUT, SECURE WELL, SI WELL, INSTALL GUAGE TO
MONITER PRESSURE

6:00:00 AM WELL SI, W/O FRAC ON 9TH

Report by Wellcore May 09, 2005 11:19
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REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-646-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/2/2005 Report #: 48 End Time Description

Summary : BLOW WELL DOWN, 1050 PSI SITP 7:00:00 AM OPEN WELL TO TANK, BLOW DOWN, NO FLUID RECOVERED
AFTER 66HRS SI TIME, SWAB, FL AT
6600 FT, SWABBED TO SEAT NIPPLE 8:30:00 AM SAFETY MEETING, 3 SWAB RUNS, FLUID LEVEL AT 6600', 1ST

REC 2 BBLS, NO ENTRY, RELEASE
' RUN

,
FL AT 6600 TO 8100', REC 1 BBL, 2ND RUN, 8200 TO

PACKER, POOH LAYING DOWN SEAT NIPPLE AT 8800', REC 1 BBL, 3RD RUN, 8600 TO 8800',

TUBING, SDFN NO RECOVERY, PREP TO TRIP

3:00:00 PM PREP TO LAYDOWN TUBlNG, RELEASE PACKER, POOH
LAYING DOWN, INSTALL PROTECTORS

4:00:00 PM PU, PREP TO ND BOP, PREP TO MOVE COMPLETION RIG

6:00:00 AM SDFN

Report by Welicore May 09, 2005 11:19
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BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113

SUNDRY NOTICESAND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals 10 drill new wells, Significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF wELL

OIL WELL GAS WELL 2 OTHER
8 WeEd

C p #1-6 16-23
2. NAMEOF OPERATOR: 9 API NUMBER

BILL BARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230C Denver gygg CO 80202 (303) 312-8512 Cedar Camp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE: Lot 1, 647 FNL, 465' FEL cousiv: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 . 16S 23E STATE:
UTAH

u CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME} WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS O RECLAMATIONOF WELL SITE OTHER Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS.Clearlyshowallpertinent details including dates, depths, volumes, etc

WEEKLYCOMPLETION ACTIVITYREPORT FROM 05/09/05 - 05/15/05.

NAME(PLEASE PRINT) Matt Barber Contract Permit Analyst for the BillBarrett Corp.

SIGNATURE DATE 5/17/2005

(This space for Stato use only)

RECEfVED
MAY2O2005

(5/2000) (See Instructions on Reverse Side) DIVOrof
. GAS&
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REGULATORY CO LETION SUMMARY silisarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/15/2005 Report #: 61 End Time Description
Summary : SDFWE, FLOWBACK CREW KEPT 6:00:00 AM WELL OPERATIONS SDFWE, HAULED OUT 130 BBLS 2% KCL,

PRESSURE BLED OFF DELIVERED AND SET WEATHERFORD FOAMER, KEPT WELL
BLED OFF TO FACILITATE CLEANOUT WORK IN AM

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/14/2005 Report #: 60 End Time Description
Summary : WELL SI, PRESS AT 0600 HRS WAS 6:00:00 AM WELL SHUT IN, BLLED OFF TO KEEP PRESSURE LOW FOR

320 PSI, WILL BLEED OF TO MAKE TRIPPING IN ON MONDAY, PRESSURE AT 0600 HRS WAS 320
CLEANOUTFASTER PSI

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/13/2005 Report #: 59 End Time Description
Summary : STRAP PIPE, KILLWELL W/ 40 BBLS, 7:00:00 AM TEST WELL AT 5 PSI ON PROD VESSEL

PU TUBING TAG SAND BRIDGE AT
8272', SDF WEEKEND 9:30:00 AM HOOKUP, FUNC TEST BOP, TALLY PIPE, KILLWELL W/ 40

BBLS 2% KCL WATER, ND FRAC TREE, NU BOP, PREP TO TRIP
IN TUBING

4:00:00 PM PU TUBING, NOTCHED COLLAR, 1 JT TUBING, XN NIPPLE, 1 JT
TUBING, X NIPPLE, 262 JTS TUBING, TAG BRIDGE AT 8272', LD
TO 8148', SECURE WELL, SDF WEEKEND, WILL FLOW TEST IF
PRESURE ALLOW

6:00:00 AM SDFN

Well Name : Cedar Camp #1-4-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/12/2005 Report #: 58 End Time Description
Summary : FLOWBACK, REMOVE FRAC WYE, FB 12:00:00 PM FLOW TEST ON 1.5" LINE TO FB TANK, PRESSURE 5 TO 10 PSI,

TANK, SI FOR RIG UP TO PROD TEST REC 1 BBL, RD FB TANK, BLOWING TO PIT, CO2 TEST WAS
VESSEL, BLOW DOWN TO PIT, FLOW 10% DRAYGER TUBE
THRU VESSEL FOR NIGHT

3:30:00 PM MOVE IN RIG, REMOVE FRAC WYE, SI TO MOVE IN RIG TANK
AND RE-RIG FLOW IRON, SI FROM 1300 TO 1530 HRS,
PRESSURE BUILT FROM 5 PSI TO 230 PSI, OPEN TO PIT AND
BLOW OFF HEAD AND 9 BBLS WATER, RIG TO PROD TEST
UNIT AT 400 MCF AT 30 PSI

4:30:00 PM RU COMPLETION RIG AND RIG PUMP, PREP TO KILLAND ND
FRAC TREE AND NU BOP IN AM, SD RIG CREW AR 1630 HRS

6:00:00 AM FLOW TEST THRU UNIT, PUT ON AT 20 PSI, ENDED UP AT A
STEADY 5 PSI, NO MORE WATER RECOVERED, RECOVERY
FOR DAYWAS 19 BBLS, TEST AT 0600 13 MAY 05 FOR CO2
WAS 6%

Report by WeNeore May 18, 2005 09:32
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PU TUBING TAG SAND BRIDGE AT
8272', SDF WEEKEND 9:30:00 AM HOOKUP, FUNC TEST BOP, TALLY PIPE, KILLWELL W/ 40

BBLS 2% KCL WATER, ND FRAC TREE, NU BOP, PREP TO TRIP
IN TUBING

4:00:00 PM PU TUBING, NOTCHED COLLAR, 1 JT TUBING, XN NIPPLE, 1 JT
TUBING, X NIPPLE, 262 JTS TUBING, TAG BRIDGE AT 8272', LD
TO 8148', SECURE WELL, SDF WEEKEND, WILL FLOW TEST IF
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3:30:00 PM MOVE IN RIG, REMOVE FRAC WYE, SI TO MOVE IN RIG TANK
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UNIT AT 400 MCF AT 30 PSI
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REGULATORY CO LETION SUMMARY BIIIBarrett Corporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/11/2005 Report #: 57 End Time Description
Summary : FLOWBACK WELL FOR 24 HRS 6:00:00 AM FLOWBACK FRAC ON DAKOTA ZONE, OPENED TO FULL ( 1.5")

OPEN LINE, TO GET ALL CO2 POSSIBLE OUT AND PLAN TO
MOVE ON TO CLEAN OUT SAND, CO2 TEST AT 0600 ON 11TH
WAS 20%+ CO2, TEST AT 0600 12TH WAS 10% CO2,
RECOVERED 20 BBLS LAST 24 HRS, PRESSURE STAYED
EXCEEDINGLY LOW, WITH A HIGH OF 20 PSI, A LOW OF 5 PSI,
OR SLIGHT BLOW

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/10/2005 Report #: 56 End Time Description
Summary : FLOWBACK FRAC ON DAKOTA, NO 6:00:00 AM FLOW BACK WELL, AT 0615 HRS, WENT TO 24/64 CHOKE,

FLUID RECOVERED, JUST CO2 CHECKED GAS, WAS OVER 10% CO2, WELL STABLIZED AT 60
SATURATED AS PSI ON 24/64, AT 1600 HRS, OPEN TO 44/64 CHOKE TO FB

TANK, STILL NO FLUID RECOVERED THIS REPORT,
PRESSURE ON 44/64 WAS 50 TO 10 PSI, SEEMS TO BE SLIGHT
SLUGS OF GAS TO GET PRESSURES TO 50 PSI, MOSTLY
STAYED AT 10 PSI, NO FLUID PAST 24 HRS, TEST FOR CO2 AT
0530 HRS, 20% PLUS CO2 CONTENT STILL, PLAN TO OPEN TO
PITON 2" LINE AT 0600 HRS

Well Name : Cedar Camp #1-4-16-23 API ; 43-019-31416 Area : Cedar Camp

Ops Date : 5/9/2005 Report #: 55 End Time Description
Summary : FRAC AND FLOWBACK DAKOTA AT 7:00:00 AM WELL SHUT IN, W/O FRAC, SICP WAS 675 PSI

8923-8928'
9:00:00 AM HALLIBURTON ON LOC, RU TO FRAC DAKOTA ZONE, SAFETY

MEETING, TEST LINES TO 9000 PSI

10:00:00 AM FRAC PERFS AT 8923-28', INITIALPRESSURE ON WELL WAS
675 PSI, FRAC FLUID WAS 70 QUALITY CO2 FOAM/2% KCL
GELLED WATER, FILL CASING WITH 4450 GAL 70 QUAL FOAM
AT 15 BPM, CAUGHT PRESSURE, BROUGHT RATE TO 20 TO 21
BPM, PRESSURE AT 4000 PSI BEFORE STARTINGSAND,
PRESSURE WENT TO 3600 PSI ON 4 PPG SAND, SCREENED
OUT WITH 1900 GAL TO GO ON COMPLETING DISPLACEMENT,
MAXPRESSURE WAS 7600 PSI ON SCREEN OUT, AVERAGE
PRESSURE WAS 3900 PSI, MAX RATE WAS 22 BPM, AVG RATE
WAS 20.9 BPM, PUMPED 31000 LBS OF 20-40 PR-6000
PROPPANT OF WHICH 7600 LBS WAS LEFT IN PIPE, PUMPED
71 TONS OF CO2, 67 IN WELL, 4 TON FOR PRIME UP AND
TESTING, LOAD WATER PORTION OF THE FRAC WAS 227
BWTR, TOTAL LOAD TO REC THIS ZONE AT 23

FLOWBACK FRAC MOSTLY TO PIT DUE TO SAND RCOVERY,
OPEN AT 0945 HRS AT 6730 PSI, TO 1100 PSI IN 15 MIN, REC 31
BBL 1ST HR, 39 BBLS 2ND HR, 19 BBLS 3RD HR, OPEN HARD
1500 TO 1600 HRS IN ATTEMPT TO GET SAND OUT, JUST LOST
PRESSURE, GOT 14 BBLS THAT HR, TO 18/64 TO TANK AT 1600
HRS, PRESSURE COMING UP, FROM LESS THAN 100 PSI TO
180 PSIPSI AT 1700 HRS, NO FUID, PRESSURE OVERNIGHT
WAS 120 TO 140 PSI, 18/64, NO FLUID REC, REC 115 OF 238
BBLS OR 48% OF LOAD, 123 BLWTR
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Ops Date : 5/10/2005 Report #: 56 End Time Description
Summary : FLOWBACK FRAC ON DAKOTA, NO 6:00:00 AM FLOW BACK WELL, AT 0615 HRS, WENT TO 24/64 CHOKE,

FLUID RECOVERED, JUST CO2 CHECKED GAS, WAS OVER 10% CO2, WELL STABLIZED AT 60
SATURATED AS PSI ON 24/64, AT 1600 HRS, OPEN TO 44/64 CHOKE TO FB

TANK, STILL NO FLUID RECOVERED THIS REPORT,
PRESSURE ON 44/64 WAS 50 TO 10 PSI, SEEMS TO BE SLIGHT
SLUGS OF GAS TO GET PRESSURES TO 50 PSI, MOSTLY
STAYED AT 10 PSI, NO FLUID PAST 24 HRS, TEST FOR CO2 AT
0530 HRS, 20% PLUS CO2 CONTENT STILL, PLAN TO OPEN TO
PITON 2" LINE AT 0600 HRS

Well Name : Cedar Camp #1-4-16-23 API ; 43-019-31416 Area : Cedar Camp

Ops Date : 5/9/2005 Report #: 55 End Time Description
Summary : FRAC AND FLOWBACK DAKOTA AT 7:00:00 AM WELL SHUT IN, W/O FRAC, SICP WAS 675 PSI

8923-8928'
9:00:00 AM HALLIBURTON ON LOC, RU TO FRAC DAKOTA ZONE, SAFETY

MEETING, TEST LINES TO 9000 PSI

10:00:00 AM FRAC PERFS AT 8923-28', INITIALPRESSURE ON WELL WAS
675 PSI, FRAC FLUID WAS 70 QUALITY CO2 FOAM/2% KCL
GELLED WATER, FILL CASING WITH 4450 GAL 70 QUAL FOAM
AT 15 BPM, CAUGHT PRESSURE, BROUGHT RATE TO 20 TO 21
BPM, PRESSURE AT 4000 PSI BEFORE STARTINGSAND,
PRESSURE WENT TO 3600 PSI ON 4 PPG SAND, SCREENED
OUT WITH 1900 GAL TO GO ON COMPLETING DISPLACEMENT,
MAXPRESSURE WAS 7600 PSI ON SCREEN OUT, AVERAGE
PRESSURE WAS 3900 PSI, MAX RATE WAS 22 BPM, AVG RATE
WAS 20.9 BPM, PUMPED 31000 LBS OF 20-40 PR-6000
PROPPANT OF WHICH 7600 LBS WAS LEFT IN PIPE, PUMPED
71 TONS OF CO2, 67 IN WELL, 4 TON FOR PRIME UP AND
TESTING, LOAD WATER PORTION OF THE FRAC WAS 227
BWTR, TOTAL LOAD TO REC THIS ZONE AT 23

FLOWBACK FRAC MOSTLY TO PIT DUE TO SAND RCOVERY,
OPEN AT 0945 HRS AT 6730 PSI, TO 1100 PSI IN 15 MIN, REC 31
BBL 1ST HR, 39 BBLS 2ND HR, 19 BBLS 3RD HR, OPEN HARD
1500 TO 1600 HRS IN ATTEMPT TO GET SAND OUT, JUST LOST
PRESSURE, GOT 14 BBLS THAT HR, TO 18/64 TO TANK AT 1600
HRS, PRESSURE COMING UP, FROM LESS THAN 100 PSI TO
180 PSIPSI AT 1700 HRS, NO FUID, PRESSURE OVERNIGHT
WAS 120 TO 140 PSI, 18/64, NO FLUID REC, REC 115 OF 238
BBLS OR 48% OF LOAD, 123 BLWTR
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BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES '
DIVISIONOF OIL, GAS AND MINING 8. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1.TYPEOFWELL 8.\¾ELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23
2. NAMEOF OPERATOR: 9. API NUMBER;

BILL BARRETT CORPORATION 4301931416
3. ADDRESSOF OPERATOR: PHONE NUMBER; 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230CorryDenver SiATE CO ,80202 (303) 312-8512 Cedar Camp/Wingate
4. LOCATION OF WELL

FOOTAGESATSURFACE: Lot 1, 64T FNL, 465' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E STATE:
UTAH

n CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Fomi Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Rei)orts

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths. volumes, etc.

WEEKLY COMPLETION ACTIVITYREPORT FROM 05/16/05 -05/22/05.

NAME(PLEASE PRINT) Matt Barber TITLE Contract Permit Analyst for the BillBarrett Corp.

SIGNATURE DATE 5/23/2005

(This space for State use only) RECEIVED
MAY2 5 2005

(5/2000) (See instructions on Reverse
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IiEGULATORY CO LETION SUMMARY silizarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/22/2005 Report #: 65 End Time Description

Summary : WELL SHUT IN, COST UPDATE Enter the description here

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date: 5/18/2005 Report #: 64 End Time Description

Summary : MONITER PRESSURE, FLOW TO PIT 9:00:00 AM WELL SHUT IN , SICP AT 0600 HRS WAS 1250 PSI, SITP AT
0600 HRS WAS 1300 PSI

6:00:00 PM FLOW WELL TO PIT ON 12/64 TO REDUCE CO2 LEVEL FROM
4%

6:00:00 AM SHUT IN WELL

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/17/2005 Report #: 63 End Time Description

Summary: KILLWELL, CHECK FOR FILL, NONE, 7:30:00 AM FLOW WELL DOWN THRU TEST UNIT
ND BOP, NUPRODUCTION TREE
BLOW KILLFLUID TO PIT, RDMO TO 12:00:00 PM SAFETY MEETING, TAG CBP AT 8960', NO FILL, HANG OFF

1-1 CEDAR CAMP, MOVE IPS TEST TUBING AT 8911', ND BOP, NU PRODUCTION TREE, PREP FOR

UNIT, RIG PUMP AND TANK, EXTRA RIGMOVE TO 1-1 CEDAR CAMP, RELEASE, MOVE OUT

TUBING, KCL WATER FOAMER UNIT,
6:00:00 PM RD DUCO,MOVE RIG PUMP, FRAC FLUID ANDFRAC TANK TO

1-1, CLEAN LOCATION, STORE EXCESS TUBING, 53 JTS GOOD,
AND 1 JT BAD, ON 1-1 CEDAR CAMP, MOVE OUT PRODUCTION
TEST UNIT TO 1-1, EMPTY RIG TANK IN PIT AND MOVE TO
VERNAL

6:00:00 AM WELL SHUT IN, SICP AND TUBINGPRESS WAS BOTH 950 PSI
AT 1730 HRS, TUBING LANDED AT 8911 KB, X NIPPLE AT 8846',
XN NIPPLE AT 8878', 284 JTS IN HOLE, PRESSURES AT 0600
HRS WAS SITP AT 1300 PSI, SICP WAS 1250 PSI

Repoit by Welicore May 23, 2005 11:58
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REGULATORY CO LETION SUMMARY silisarrettcorporation

Well Name : Cedar Camp #1-6-16-23 API : 43-019-31416 Area : Cedar Camp

Ops Date : 5/16/2005 Report #: 62 End Time Description

Summary: CLEANOUT SAND WITH FOAM UNIT, 7:30:00 AM WELL OPEN ON CASING, SAFETY MEETING AT 0700 HRS,
JET ON WELL FROM BELOW PERFS, OPEN TUBING W/ 900 PSI ON, BLEED OFF TO PIT,
FROM JUST ABOVE PERFS, PUT ON RECOVERED SLIGHT AMOUNTOF FLUID, WEATHERFORD ON
PRODUCTION TEST AT 1700 HRS LOC

10:30:00 AM RU WEATHERFORD FOAM UNIT, TlH TO BRIDGE AT 8256,
SLIGHTLY HIGHER THAN 8272' ON FRIDAY, BREAK
CIRCULATION, WASH TO 8307', KILLWITH 12 BBLS, TlH TO
8916' KB, INSTALL STRING FLOAT, WASH TO BRIDGEPLUG AT
8960' KB

3:30:00 PM CIRC WELL FROM BELOW PERFS AND ABOVE PERFS,
WASHED OUT LOTS OF SAND TO PIT, RECOVERED FRAC
WATER, PUMP SWEEP TO GET OUT SAND, AFTER WATER
AND SAND SLUGS QUIT, MEASURE WATER IN VERSES OUT,
NO LOSS, SLIGHT GAIN, 1 B/H, CIRC AFTER WASHING AT 6 TO
8 GAL/MINAND 1300 SCF/M,HOLE VERY CLEAN, PULL TO
STRING FLOAT

5:00:00 PM KILLWELL W/ 6 BBLS, REMOVE STRING FLOAT, HOOKUP TO
REVERSE OUT KILLTO PIT, REVERSE OUT, HOOKUPTO
PRODUCTION TEST VESSEL, PUT WELL ON 18/64 CHOKE AT
250 PSI AND TEST WELL, RELEASE CREW AND FOAMER UNIT
FOR NIGHT

6:00:00 AM WELL ON TEST ON 18/64 TO 2200 HRS, PRESS FROM 250 PSI
TO 420 PSI ON 18/64, LOW WATER PRODUCTION AFTER SLUG
AT 2100 HRS, AT 2200 HRS TO 24/64 CHOKE, FLOWING
PRESSURE FROM 310 TO 140 PSI, STABILIZED AT 140 PSI ON
24/64 AT 1 B/H WATER RECOVERY, PROD THRU TEST VESSEL
AT 410 MCF AT REPORT TIME

Report by Welicore May 23, 2005 11:58
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AT 410 MCF AT REPORT TIME
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sac RECElVED
STATE OF UTAH CONFIDENTIA e

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER

ML46113 gy OpQ gg r)

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIAN,ALLOTTEEORTRIBENAME

7 UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

EdL Caar
p

#MB-E6
16-23

2. NAMEOF OPERATOR 9 API NUMBER:

BILLBARRETT CORPORATION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230Coin Denver STATE CO ,,,80202 (303) 312-8512 Cedar Camp/Wingate
4. LOCATIONOF WELL

FOOTAGESATSURFACE Lot 1, 647 FNL, 465' FEL COUNTY; Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN NENE 6 16S 23E STATE;
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE . OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION OpO S

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, etc

WEEKLYCOMPLETION ACTIVITYREPORT 05/2405.

NAME (PLEASE PRINT) Matt Barber TITLE Contract Permit Analyst for the BillBarrett Corp.

SIGNATURE DATE 5/31/2005

(This space for State use only)

(5/2000) (See instructions on Reveme
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Report by Wellcore May 31, 2005 07:57
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" ST OF UTAH AMENDED REPORT FORM8
DEPARTMENTOF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113
6. 1FINDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETIONOR RECOMPLETION REPORT AND LOG nia
la. TYPE OF WELL: ¡ELLL WAESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

b.NTYPE O WORK:IORIZ.
DEEP- RE' DIFF. 00NFIDENTlAL "'

NAME and NUMBER:

WELL LATS. EN ENTRY RESVR. OTHER Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:

BILL BARRETT CORPORTION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1099 18th St Ste 2300 cirv Denver STATE CO zie 80202 (303) 312-8120 Cedar CamplWingate
4. LATCATIOFNAOFWELLFOOT6

FNL x 465' FEL RECEIVED E
RS ION T6SWNSHI3P,RANGSE,

AT TOP PRODUCINGINTERVAL REPORTED BELOW: Same JUL2 6 2005
12. COUNTY 13. STATE

AT TOTAL DEPTH: SOFRG GRAND UTAH
DIV.OFOIL,GMSMINING

14. DATESPUDDED: 15. DATET.D.REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB. RT, GL):

2/15/2005 2/28/2005 5/18/2005 ABANDONED READY TOPRODUCE 2 7636' GL
18. TOTAL DEPTH: MD 10 445 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD' PLUG SET:

TVD TVD TVD

22, TYPE ELECTRICAND OTHER MECHANICAL LOGS RUN (Submitcopyof each) 23.

. WAS WELL CORED7 NO YES (Submit analysis)
Special Densit N ron; High Resolution Induction;

. WAS DST RUNT NO YES (Submit report)
<ghole Compensated Soni BL

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINERRECORD (Report all strings set in well)

HOLE SizE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGEDCEMENTER CNEMENF
S

CKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNT PULLED

12-1/4" 9-5/8 J55 36# 0 1,128 500 sx surface 0
Type I I I Frem.

7-7/8" 5-1/2 P110 20# 0 10,441 795 sx 7200 0
500 sx 50/50 Poz)

'295ex Hi Fill)

25. TUBINGRECORD

SIZE DEPTHSET (MD) PACKER SET (MD) SIZE DEPTH SET(MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-3/8" 8,912
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO.HOLES PERFORATION STATUS

(A) Wingate 10,132 10,142 10.132 10.142 0.42 30 op•n2] Squeezed

(B) Entrada 9.626 9,769 9,766 9,769 0.42 9 OP•n 2] Squeezed

(c) Morrison 9,211 9,216 9,721 9.728 0.42 21 op•n 2] Squed

(D) Cedar Mountain 8,989 8,994 9,701 9,704 0.42 9 open 2] Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

10132 - 10142 70Q CO2 foam frac: 110 tons CO2, 71,220# 20/40 proppant, 434 bbis fluid
9721 - 9769 70Q CO2 foam frac: 145 tons CO2, 94,000# 20/40 proppant, 456 bbis fluid
9701 - 9704 70Q CO2 foam frac: 139 tons CO2, 93,100# 20/40 proppant, 472 bbis fluid

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON
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DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML46113
6. 1FINDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETIONOR RECOMPLETION REPORT AND LOG nia
la. TYPE OF WELL: ¡ELLL WAESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

b.NTYPE O WORK:IORIZ.
DEEP- RE' DIFF. 00NFIDENTlAL "'

NAME and NUMBER:

WELL LATS. EN ENTRY RESVR. OTHER Cedar Camp #1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:

BILL BARRETT CORPORTION 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1099 18th St Ste 2300 cirv Denver STATE CO zie 80202 (303) 312-8120 Cedar CamplWingate
4. LATCATIOFNAOFWELLFOOT6

FNL x 465' FEL RECEIVED E
RS ION T6SWNSHI3P,RANGSE,

AT TOP PRODUCINGINTERVAL REPORTED BELOW: Same JUL2 6 2005
12. COUNTY 13. STATE

AT TOTAL DEPTH: SOFRG GRAND UTAH
DIV.OFOIL,GMSMINING

14. DATESPUDDED: 15. DATET.D.REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB. RT, GL):

2/15/2005 2/28/2005 5/18/2005 ABANDONED READY TOPRODUCE 2 7636' GL
18. TOTAL DEPTH: MD 10 445 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD' PLUG SET:

TVD TVD TVD

22, TYPE ELECTRICAND OTHER MECHANICAL LOGS RUN (Submitcopyof each) 23.

. WAS WELL CORED7 NO YES (Submit analysis)
Special Densit N ron; High Resolution Induction;

. WAS DST RUNT NO YES (Submit report)
<ghole Compensated Soni BL

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINERRECORD (Report all strings set in well)

HOLE SizE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGEDCEMENTER CNEMENF
S

CKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNT PULLED

12-1/4" 9-5/8 J55 36# 0 1,128 500 sx surface 0
Type I I I Frem.

7-7/8" 5-1/2 P110 20# 0 10,441 795 sx 7200 0
500 sx 50/50 Poz)

'295ex Hi Fill)

25. TUBINGRECORD

SIZE DEPTHSET (MD) PACKER SET (MD) SIZE DEPTH SET(MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-3/8" 8,912
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO.HOLES PERFORATION STATUS

(A) Wingate 10,132 10,142 10.132 10.142 0.42 30 op•n2] Squeezed

(B) Entrada 9.626 9,769 9,766 9,769 0.42 9 OP•n 2] Squeezed

(c) Morrison 9,211 9,216 9,721 9.728 0.42 21 op•n 2] Squed

(D) Cedar Mountain 8,989 8,994 9,701 9,704 0.42 9 open 2] Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

10132 - 10142 70Q CO2 foam frac: 110 tons CO2, 71,220# 20/40 proppant, 434 bbis fluid
9721 - 9769 70Q CO2 foam frac: 145 tons CO2, 94,000# 20/40 proppant, 456 bbis fluid
9701 - 9704 70Q CO2 foam frac: 139 tons CO2, 93,100# 20/40 proppant, 472 bbis fluid
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(c) Morrison 9,211 9,216 9,721 9.728 0.42 21 op•n 2] Squed
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DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

10132 - 10142 70Q CO2 foam frac: 110 tons CO2, 71,220# 20/40 proppant, 434 bbis fluid
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O ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON



31. INITIÂE PRO UCTION INTERVAL A (As shown in item #26)

DÂTE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -*

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG.PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVAL C (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -Þ

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -*

INTERVAL D (As shown in item #20)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -•

CHOKE SIZE: G. PRESS. CSG. PRESS. APi GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PROOUCTION 011..- BBL: GAS w. MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

32. DISPOSITlON OF GAS (Sold, Used for Fuel, Vented, Etc.)

WELL IS SHUT IN PENDING CONNECTIONTO PIPELINE
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored Intervals and all drill-stem tests,including depth Interval
tested,cushion used, timetoolopen, flowing and shut-inpressures and recoveries.

Formation Descriptions. Contents, etc, Name (Measu
edpDepth)

Castlegate 5,070
Mancos 5,257
Dakota Silt 8,773
Dakota 8,854
Cedar Mountain 8,983
Morrison 8,994
Entrada 9,608
Navajo 9,814
Wingate 10,054
Chinle 10,345

36. ADDITIONAL REMARKS (include plugging procedure)

Logs previouslysubmitted by Halliburton under separate cover. Completion report continued on attached page.

36 hereby certify that the fo ched nrormation is complete ami correct as determined from all available records

SIGNATURE r RAlg 7/21/2005

This report must be submitted within30 days of
• completingor plugging a new well • reen ringa previouslyplugged and abandoned well
• drilling horizontal laterals from an existingwellbore • significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completionsIfproduction is measured separatelyfrom two or more formations.

** ITEM24:Cement Top --Show how reported top(s)ofcementwere determined (circulated(CIR), calculated(CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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• drilling horizontal laterals from an existingwellbore • significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completionsIfproduction is measured separatelyfrom two or more formations.

** ITEM24:Cement Top --Show how reported top(s)ofcementwere determined (circulated(CIR), calculated(CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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RATES: -Þ

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
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INTERVAL D (As shown in item #20)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
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32. DISPOSITlON OF GAS (Sold, Used for Fuel, Vented, Etc.)

WELL IS SHUT IN PENDING CONNECTIONTO PIPELINE
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored Intervals and all drill-stem tests,including depth Interval
tested,cushion used, timetoolopen, flowing and shut-inpressures and recoveries.

Formation Descriptions. Contents, etc, Name (Measu
edpDepth)

Castlegate 5,070
Mancos 5,257
Dakota Silt 8,773
Dakota 8,854
Cedar Mountain 8,983
Morrison 8,994
Entrada 9,608
Navajo 9,814
Wingate 10,054
Chinle 10,345

36. ADDITIONAL REMARKS (include plugging procedure)

Logs previouslysubmitted by Halliburton under separate cover. Completion report continued on attached page.

36 hereby certify that the fo ched nrormation is complete ami correct as determined from all available records

SIGNATURE r RAlg 7/21/2005

This report must be submitted within30 days of
• completingor plugging a new well • reen ringa previouslyplugged and abandoned well
• drilling horizontal laterals from an existingwellbore • significantlydeepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratoryholes, such as core samples and stratigraphictests

* ITEM 20: Show the number of completionsIfproduction is measured separatelyfrom two or more formations.

** ITEM24:Cement Top --Show how reported top(s)ofcementwere determined (circulated(CIR), calculated(CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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CEDARCAMP#1-6-16-23 00NFllENTIAL
43-019-31416

26. Producing Forrnations
Fonotion Name Top (MD) Bottom (MD)

(E) Dakota 8923 8928

27. Perforation Record
Perforated Inteval Size No. of Holes PerE Status

9,626 -9,§29' 0.42 9 OPEN

9,211 -9,216° 0.42 15 OPEN
8,989-8,994' 0.42 15 OPEN

8,923 - 8,928' 0.42 15 OPEN

28 Acid,Fracture Treatment, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material

8,923' -
8,928• 700 CO2 FOAMFRAC: 71 tons CO2; 31,000#20/40 proppant; 238 bbis
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BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER

ML46113

SUNDRY NOTICES AND REPORTSON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do notuse this form for proposals to drllinewwells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL -
8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23

2.NAMEOFOPERATOR:
9.APJNUMBER

BILL BARRETT CORPORATION 4301931416

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230CoiTy Denver sy,,, CO z,,80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATIONOF WELL

FOOTAGESATSURFACE: not1 64T FNL,465' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE MERIDIAN NENE 6 16S 23E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillsta t CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: PlT CLOSURE

6/12/2006 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

THIS SUNDRY IS BEING SUBMITTEDAS NOTIFICATIONTHATTHE PIT, LOCATEDAT THE CEDAR CAMP #1-6-16-23,

WAS CLEANED UP AND CLOSED DURING JUNE 9, 2006 - JUNE 12, 2006.

NAME(PLEASEPRINT) Matt Barber T]TLE Permit Analyst

SIGNATURE
DATE 7/7/2006

(This space for State use only) RECEIVED
JUL12 2006

(5/2000)
(See Instructions on Reverse Side)

DN.0FO\L,GAS
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12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

THIS SUNDRY IS BEING SUBMITTEDAS NOTIFICATIONTHATTHE PIT, LOCATEDAT THE CEDAR CAMP #1-6-16-23,

WAS CLEANED UP AND CLOSED DURING JUNE 9, 2006 - JUNE 12, 2006.

NAME(PLEASEPRINT) Matt Barber T]TLE Permit Analyst

SIGNATURE
DATE 7/7/2006

(This space for State use only) RECEIVED
JUL12 2006

(5/2000)
(See Instructions on Reverse Side)

DN.0FO\L,GAS

BBC
STATE OF UTAH CONFIDENTIAL FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER

ML46113

SUNDRY NOTICES AND REPORTSON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do notuse this form for proposals to drllinewwells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL -
8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23

2.NAMEOFOPERATOR:
9.APJNUMBER

BILL BARRETT CORPORATION 4301931416

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18TH St. Ste230CoiTy Denver sy,,, CO z,,80202 (303) 312-8168 Cedar Camp/Wingate

4. LOCATIONOF WELL

FOOTAGESATSURFACE: not1 64T FNL,465' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE MERIDIAN NENE 6 16S 23E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillsta t CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: PlT CLOSURE

6/12/2006 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

THIS SUNDRY IS BEING SUBMITTEDAS NOTIFICATIONTHATTHE PIT, LOCATEDAT THE CEDAR CAMP #1-6-16-23,

WAS CLEANED UP AND CLOSED DURING JUNE 9, 2006 - JUNE 12, 2006.

NAME(PLEASEPRINT) Matt Barber T]TLE Permit Analyst

SIGNATURE
DATE 7/7/2006

(This space for State use only) RECEIVED
JUL12 2006

(5/2000)
(See Instructions on Reverse Side)

DN.0FO\L,GAS



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on:
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on:
9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/20/2006

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N3145-Stewart Petroleum Corporation

1099 18th St, Suite 2300 475 17th St, Suite 1250
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 312-8121 Phone: 1 (303) 799-1922

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CEDAR CAMP 1-1-16-22 01 160S 220E 4301931415 14560 State GW P
CEDAR CAMP 1-6-16-23 06 160S 230E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/10/2007

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/1/2007

3. The new company was checked on the Department of Commerce, Division of Corporations Database on:

4a. Is the new operator registered in the State of Utah: Business Number: pending

4b. If NO, the operator was contacted contacted on: 12/27/2006

5a. (R649-9-2)Waste Management Plan has been received on: requested

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/11/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/11/2007
3. Bond information entered in RBDMS on: 1/11/2007
4. Fee/State wells attached to bond in RBDMS on: 1/11/2007
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number S312139

3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/16/2007
COMMENTS:

Stewart FORM A.xls



Jan 10 2007 3:OOPM STEWART PETROLEUM CORPORA 303-799-1924 p.2

STATEOF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GASAND MINING 5. EEASEDESIGNATIONANDSERIALNUMIIER:

ML46111

SUNDRY NOTlCES AND REPORTS ON WELLS
6 IFBIDIAN,ALLOTTEEORTRISENAME:

7. UNITar CA AGREEMENTNAME
Donot use thisform for poposals todrli new weis, sigtificantlydeepen existig wallsbelow currentboltum-holedeput reenterpidwelI4 orto

dril horizonisi taloraît,UseAPPLICAT10N FOR PERMIT TODRILLformflirauchpropoeds.

1. TYPE OF WELL & WELLNAMEand NUMBElt
OILWELL GAS WELL OTMER Cedar Camp #1-1-16-22

2. NAMEOF OPERATOR 9, API NUMBElt

Stewart Petroleum Corporation 4301931415
3 ADDRESS OF OPERATOlt PHONE NUMBEit 10. FIELDANDPOOL, OR WILOCAT

475 17th Street, #1250 crrv Denver STATE CO 80202 (303) 799-1922 Cedar CamplWingate
4 LOCATIONOFWELL

FOOTAGESATSURFACE 10DÌ Ñii COUNTY

OTIMOTR,SECTION, TOWNSHIP, RANGE. MEROIAN: STATE
UTAN

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHERDATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICEOF INTENT
ACM DEEPEN REPERFORATE CURRENT FORMAT10N

(8 mitin Dupiimle) O ALTERCAGING O FRACTURETREAT SIDETRACK10REPAIRWELL

App¾mata data work wilM CMmm NEW CONSTRUCTioN TEMPOltARILYABANDON

O CHANGETO PREVIOUSPLANS O OPERATOR CHANGE TUBINGREPAIR

O CMNGETUIMNG O PLUGANDABANDON O VEMTORFLARE

O SUBSEQUENT REPO CHANGEWELLNAME O PLUG BACK MR DISPOSA
(SubmitOriginalForm Ortly)

O CHANGE WELL STATUS PRODUCnON (STARTRESUME) WHER SHUTW
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLBITE OTHER: Change of Operator

O COfWERT WELL TYPE RECOMPLETE - DIFFERENT FORMAllON

12. DESCRIGE PROPOSED OR COMPLETED OPERATIONS.Cleadyshowall pedineridetails including detes, depths,volumes, eh

STEWART PETROLEUMCORPORATION (SPC) IS SUBMITTINGTHIS SUNDRYAS NOTIFICATIONTHATTHE
ABOVE-MENTIONEDWELL HAS BEEN SOLD TO STEWART PETROLEUM CORPORATION (BOND # S312139) BY BILL
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
. . --' ExecutiveDirector

JON M. HUNTSMAN, JR.
Division of Oil, Gas and Mining

Governor JOHN R. BAZA
Division DirectorGARY R. HERBERT

Lieutenant Governor

September 2, 2008

CERTIFIED MAIL NO.: 7004 2510 0004 1824 6145

Mr. Daryl Stewart
Stewart Petroleum Corporation
475 17 Street, Suite #790
Denver, CO 80202-4017

Il;S 23E la
Re: Cedar Camp 1-1-16-22 API 43-019-31415, Cedar Camp 1-6-16-23 API 43-019-31416 &

Tumbleweed 14-16-15-21 API 43-047-34014
Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Stewart:

As of July 2008, Stewart Petroleum Corporation has three (3) State Mineral Lease Wells
(see attachment A) currently in non-compliance with the requirements for extended shut-in ortemporarily abandoned (SI/TA) status (see attachment A). Wells SI/TA beyond twelve (12)
consecutive months requires filing a Sundry Notice (R649-3-36-1). Wells with five (5) years
non-activity or non-productivity shall be plugged, unless the Division of Oil, Gas & Mining
("Division") grants approval for extended shut-in time upon a showing of good cause by the
operator (649-3-36-1.3.3).

The Tumbleweed well was granted extension through August 1, 2006 to the previous
operator. New information and a request were required at that time for further SI/TA. To date,
no requests have been submitted for this well or any of the listed wells. Please submit your plans
to produce or plug these wells immediately.

For extended SI/TA consideration the operator shall provide the Division with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).

2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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Governor JOHN R. BAZA
Division DirectorGARY R. HERBERT

Lieutenant Governor

September 2, 2008

CERTIFIED MAIL NO.: 7004 2510 0004 1824 6145

Mr. Daryl Stewart
Stewart Petroleum Corporation
475 17 Street, Suite #790
Denver, CO 80202-4017

Il;S 23E la
Re: Cedar Camp 1-1-16-22 API 43-019-31415, Cedar Camp 1-6-16-23 API 43-019-31416 &

Tumbleweed 14-16-15-21 API 43-047-34014
Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Stewart:

As of July 2008, Stewart Petroleum Corporation has three (3) State Mineral Lease Wells
(see attachment A) currently in non-compliance with the requirements for extended shut-in or
temporarily abandoned (SI/TA) status (see attachment A). Wells SI/TA beyond twelve (12)
consecutive months requires filing a Sundry Notice (R649-3-36-1). Wells with five (5) years
non-activity or non-productivity shall be plugged, unless the Division of Oil, Gas & Mining
("Division") grants approval for extended shut-in time upon a showing of good cause by the
operator (649-3-36-1.3.3).

The Tumbleweed well was granted extension through August 1, 2006 to the previous
operator. New information and a request were required at that time for further SI/TA. To date,
no requests have been submitted for this well or any of the listed wells. Please submit your plans
to produce or plug these wells immediately.

For extended SI/TA consideration the operator shall provide the Division with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).

2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
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Page 2
September 2, 2008
Mr. Stewart

3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and

2. Copy of recent casing pressure test, and

3. Current pressures on the wellbore (tubing pressure, casing pressure, and
casing/casing annuli pressure) showing wellbore has integrity, and

4. Fluid level in the wellbore, and

5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

cerely,

Dustin K. Doucet
Petroleum Engineer

JP/js

cc: Jim Davis, SITLA
Compliance File
Wells
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ATTACHMENT A
Well Name API Lease Type Years inactive

1 CEDAR CAMP 1-1-16-22 43-019-31415 ML-46111 1 Year 11 Months
2 CEDAR CAMP 1-6-16-23 43-019-31416 ML-46113 2 Years
3 TUMBLEWEED 14-16-15-21 43-047-34014 ML-46733 5
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICIIAEL R. STYLER

JON M.IIUNTSMAN, JR. Executive Director

covernor Division of Oil, Gas and Mining
GARY R. HERBERT JOIIN R. BAZA

Lieutenant Governor Division Director

March 24, 2009

CHRTlFlED MAIL NO.: 7004 1160 0003 0190 2693

Mr. Daryl Stewart
Sten art Petroleuin Corporation
475 17 Street, Suite #790
Denver, CO 80202-4017

tes 23e~ tw
Subject: SECOND NOTICE: Extended Shut-in and Temporarily Abandoned Requirements _for

Wells on Fee or State Leases
Cedar Camp 1-1-16-22 (API43-019-31415), Cedar Camp 1-6-16-23 (API43-019-31416)

Dear Mr. Stewart:

Stewart Petroleum Corporation ("Stewart") has two (2) State Mineral Lease Wells (see
attachment A) currently in non-compliance for extended shut-in and temporarily abandoned
(SI/TA) status. Wells SI/TA beyond twelve (12) consecutive rnonths require the filing of a
Sundry Notice in accordance with R649-3-36-1 for Utah Division of Oil, Gas & Mining
("Division") approval. Wells with five (5) years non-activity or non-productivity shall be
plugged, unless the Division grants approval for extended shut-in time upon a showing of good
cause by the operator (R649-3-36-1.3.3).

This is the second notice of non-compliance that Stewart has received for the above
listed wells. On September 2, 2008 via certified mail the first notice was sent requesting required
information to bring the wells into compliance. A sundry was received on October 2, 2008
requesting extension for the Cedar Camp 1-1-16-22 well, Request was denied by the Division
due to insufficient information provided by Stewart as required by R649-3-36. No information
was received concerning Cedar Camp 1-6-16-23 wells status. To date the Division has not seen
any correspondence from Stewart addressing necessary information concerning these wells
SI/TA non-compliance issues,

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt I.ake City, UT 84114-5801
telephone(801) 538-5340 . facsimile (801) 359-3940• TTY (801) 538-7458 • www.ogm.utah.gov on, mas a
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March 24, 2009

CHRTlFlED MAIL NO.: 7004 1160 0003 0190 2693

Mr. Daryl Stewart
Sten art Petroleuin Corporation
475 17 Street, Suite #790
Denver, CO 80202-4017

tes 23e~ tw
Subject: SECOND NOTICE: Extended Shut-in and Temporarily Abandoned Requirements _for

Wells on Fee or State Leases
Cedar Camp 1-1-16-22 (API43-019-31415), Cedar Camp 1-6-16-23 (API43-019-31416)

Dear Mr. Stewart:

Stewart Petroleum Corporation ("Stewart") has two (2) State Mineral Lease Wells (see
attachment A) currently in non-compliance for extended shut-in and temporarily abandoned
(SI/TA) status. Wells SI/TA beyond twelve (12) consecutive rnonths require the filing of a
Sundry Notice in accordance with R649-3-36-1 for Utah Division of Oil, Gas & Mining
("Division") approval. Wells with five (5) years non-activity or non-productivity shall be
plugged, unless the Division grants approval for extended shut-in time upon a showing of good
cause by the operator (R649-3-36-1.3.3).

This is the second notice of non-compliance that Stewart has received for the above
listed wells. On September 2, 2008 via certified mail the first notice was sent requesting required
information to bring the wells into compliance. A sundry was received on October 2, 2008
requesting extension for the Cedar Camp 1-1-16-22 well, Request was denied by the Division
due to insufficient information provided by Stewart as required by R649-3-36. No information
was received concerning Cedar Camp 1-6-16-23 wells status. To date the Division has not seen
any correspondence from Stewart addressing necessary information concerning these wells
SI/TA non-compliance issues,

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt I.ake City, UT 84114-5801
telephone(801) 538-5340 . facsimile (801) 359-3940• TTY (801) 538-7458 • www.ogm.utah.gov on, mas a
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Page 2
Stewart Petroleum Corporation
March 24, 2009

For extended SI/TA consideration the operator shall provide the Division with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).
2. The length of time the well is expected to be SI/TA (R649-3-36-l.2), and
3. An exphmution and supporting data if necessary, for showing the well has

integrity, meaning that the casing, cement, equipment condition, static fluid
level, pressure, existence or absence of Underground Sources of Drinking
Water and other factors do not make the well a risk to public health and safety
or the environment (R649-3-36-1.3)

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost honding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and

2. Copy of recent casing pressure test, and

3. Current pressures on the wellbore (tubing pressure, casing pressure, and
casing/casing annuli pressure) showing wellbore has integrity, and

4. Fluid level in the wellbore, and

5. An explanation of how the submitted information proves intekrity.

If the required information is not received within 30 days of the date of this notice, a
notice of violation will be issued. If you have any questions concerning this matter, please
contact Joshua Payne at (801) 538-5314 or me at (801) 538-5281.

Dustin K. Doucet
Petroleum Engineer

DKD/JP/js
Enclosure
ce: Jim Davis, SITLA

Compliance File
Wells File

N:\O&G Reviewed
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Attachment A

Lease
Well Name API Type Years Inactive

1 Cedar Camp 1-1-16-22 43-019-31415 ML-46111 2 Years 5 Months
2 Cedar Camp 1-6-16-23 43-019-31416 ML-46113 2 Years 6
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESlGNATIONANDSERIALNUMBER:

ML 46111
6. IF 1NDIAN,ALLOTTEEOR TR1BENAME

7. UNITor CA AGREEMENT NAME:

Do notuse thisform for proposals to drillnewwells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICAT1ONFOR PERMlT TO DRILLform forsuch proposals.

1. TYPE OF WELL
OILWELL GAS WELL OTHER d a p

#MB-E6
16-23

2.NAMEOFOPERATOR: 9.APINUMBER:

Stewart Petroleum Corporation 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

475 17th St., Ste. 790 Denver CO 80126 (303) 799-1922 Cedar Camp
4. LOCAT10N OF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHlP, RANGE, MERIDIAN: STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

11/18/2009 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUB1NG PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DlŠPOSAL
V (Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DlFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Place well back on production 11/17/2009.

NAME(PLEASE PRINT) Daryl R. Stewart TITLE President

SIGNATURE DATE

(This space for State use only) RECEIVED
NOV2 3 2009

(5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&
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May 08 2009 10:13AM STEWART PETROLEUM CORPORA 303-799-1924 p.2

Mas 07 08 04:27p Terry J. Cox 505 345 1673 p.4

STATE OF UTAN FORM S
DEPARTMENTOF WATURALRESOURCES

DMSION OF OIL, GAS AND MINING , ose om:NAnoNau senmusum w
ML46111

SUNDRY NOTICESAND REPORTSON WELLS 4 lAINOMN.N.!ÓTWORTAIGFWMF

I UNil orUA AGNtt:ItabWi NAMI-
D6 act usethe lunetfor pmpon-Is todrŒ aspevolk, signifr.e¢tly deepen esi-ing selb tleinemmist bellowþpin espig timrer pinggestiwalks,orir;

MingnggalpliilOf IG. USGA N't.IÛAT10M ÔÑPËRMiffDÛRILifDA%!*FGligh@fQpoggia

1. TYPCOPME1L fi WFit SAM(anghmNBVM
OIL WELL GAS WELL OTHER Cedar Camp #1-6-16-23

2 NAkit ar OPCRATOR. U API NUMl§bit:

Stewart Petroleum Corporation 4301931416
ADONESSOFØPCRATOL PHONENUMUt M: 1# Ht:LUANUFOOI.,CH WILOÇAlt

475 175: sweetsureTo Denver
. CO 80202 (303) 799•1922 Cedar Camp

4. LOC'ATIONOPYt(LL

rocraccaxreunrecc. Lot 1, 64T FNL,465' FEL e w: Grand

orregra, scenON.TOWNSHIP.RMGÊ,WICRIOfAN: NENE 6 16S 23E srATc.
UTAN

n CHECKAPPROPRIATE BOXESTO INDICATENATUREOF NOTICE, REPORT. OR OTHER DATA
TYPE OF SUBMISSION YYPEOF ACTION

O NÔ¾CC ÔF OR ntPERTŒ¾T E CUmm -TM

m' O -4- O --se- O --e «
App...i..•l•dmeno sielt: O CAs-- 0 -co-- 0 -

O e-ro=•=- O e-ouc- O
O e-•er- OR »ANDADM

SunSEduENT REPOW Q CHANCEMMC ACE CR OUR(stamisoriginesFoun o.sy)
O CHANGCWCM--- O MMONMT RTEDewata compfate

O co-n•~•••«e--- O RECLAMATIONOFWELLSITE Mg¢c RggÔg
O conv-wsu-TV e O ascoimeerg.nigma mwnes Extension

u OSSCRIDE PROPOSED ORCOMPLETED OPERATIONS, Cimig show all portinent detalis including daisa, dep1hs.votumet ete

1. The subjectwollis perforated in ibe Wingate, Entrada. Morrison, Cedar Mtn and the Dakota. There are bridge plu06
isolating all zones except the Dakota,
2. Surface casing is set at 1,128', beloW SII fftSA Water strata, and is cemented to the surfaCO,
3. The production casing is set from a TD of 10,441' to the surface.
4. The production casing is cemented to 7.200'from the surface per a cement bond log.
S. Production tubingis landed at 8.912' with no pacicer isolatin0 the tubingand casing.
6. Surfacepressures recordedon September 26, 2008 were1510 psi SITP and 1985 psi SICP.
7. There is no pressure on theannutus between the production casing and the surface casing.
6. Since all freshwater tones are isolated by cement behind the surface casing and since thereis no pressure on the surface
casing and productioncasing annulus to indicate any communication between the production casing and the annulus, an
evidence Indicates that the întegrity of thewellbore is sufficientto maintain isolation between any hydrocarbons and fresh
water zones and thereis no riskof contamination.
9. It is requestedthatan extensionbe granted to allowStewart Petroleum timeto further evaluate the potentialof the wellfor
any further remedialor re<:ompletionattempts.
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evidence Indicates that the întegrity of thewellbore is sufficientto maintain isolation between any hydrocarbons and fresh
water zones and thereis no riskof contamination.
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Stewart Petroleum Corporation
475 17th Street, Suite 790

Denver, Colorado 80202-4017

Operator: STEWART PETROLEUM CORPORATION
Prospect:
Well Name: CEDAR CAMP #1-6-16-23
Location: NE NE Sec. 6, T16S, R23E
County: Grand County
State: Utah

GL: 7636'
RF:
KB:

Spudded: 2/15/2005
Completed: 5/18/2005

Casing
ID FT Cement

9 SIS" 36# J-SS 1,428 Surface 500 sx Type III Premium
5 1/2"20# P-1‡ 10,441 7,200' 795 sx (500 ex 50/50 por + 295

sx Hi-Fill) 9 5/8" 36# J-55 @1,128' Cmt wl

500 sx Type III Prem. To surface

DV Tool

TUBING ASSEMBLY

2 3/8" 8,912'

Cement Top @7,200'

COMPLETION
Fm Perfs No. Holes Size

Wingate 10,132-10,142 30 0.42
Entrada 9,626-9,9769 27 0.42
Morrison 9,211-9216 21 0.42
Cedar Mtn. 8,989-8,994 9 0.42
Dakota 8,923'-8,928' 15

2 3/8"284 jts 4.7# Srd EUE N-80
set @8,912' KB

Dakota Perfs
Completions 8,923 e.928

Composite BP @8,960'

Cedar Mtn. Perfs
8 980 8 004

Composite BP @9,02T
I.P.: Morrison Peris

Gas: 9.211 e 21e
011: Composite BP @9,24T

Entrada Perfs
Water: 9.626 9 629

Composite BP @9,690'
9,701 9,704

Composite BP @9,714'
9,766 9,769

Composite BP @9,755'

Wingate Perfs
Il 1013210,142

Prepared TJC 5/7/2009 51/2" tension pkr @10,308'
/A a 1/2" 20# P-110 @10,441°

Cmt. w/ 500 sx 50/50 poz + 295 sx Hi
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

September 19, 2011

CERTIFIED MAIL NO.: 7011 0110 0001 3568 1410

Stewart Petroleum Corporation
475 17* Street STE 790 S 23e
Denver, CO 80202

Subject: SECOND NOTICE: Extended Shut-in and Temporarily Abandoned Well Requirements
for Wells on Fee or State Leases

Dear Mr. Cox:

As of January 2011, Stewart Petroleum Corporation (Stewart) has three (3) State Lease
Wells (see Attachment A) that are in non-compliance with the requirements for extended shut-in
or temporarily abandoned (SI/TA) status. Wells SI/TA beyond twelve (12) consecutive months
requires the filing of a Sundry Notice in accordance with R649-3-36-1 for Utah Division of Oil,
Gas & Mining (Division) approval. Wells with five (5) years non-activity or non-productivity
shall be plugged, unless the Division grants approval for extended shut-in time upon a showing
of good cause by the operator (R649-3-36-1.3.3).

This is the re-issuance of a SECOND NOTICE of non-compliance that Stewart has
received for wells listed as such on Attachment A. On September 2, 2008, via certified mail,
first notices were sent requesting required information to bring wells into compliance. Stewart
responded with a sundry requesting SI/TA extension. The Division denied the sundry due to
insufficient information. After substantial time passed, second notices were sent via certified
mail on March 24, 2009. On May 7, 2009, Stewart responded by submitting another sundry
requesting SI/TA extension. The Division again denied this request on July 7, 2010, based on the
amount of time that had passed since request was made with no evidence of work being done on
these wells to bring them into compliance.

The other well listed on Attachment A previously had a First Notice sent certified mail on
September 2, 2008. Stewart submitted a sundry addressing the SI/TA status adequately and
provided integrity information. The Division approved SI/TA extension request on this well valid
through October 1, 2009, which has expired.

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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Stewart Petroleum Corporation
September 19, 2011

To date the Division has not received additional information nor seen any progress being
made to move these wells out of non-compliance status.

For extended SI/TA consideration the operator shall provide the Utah Division of Oil,
Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).
2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
3. An explanation and supporting data if necessary, for showing the well has

integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).

Please note that the Divisions preferred method for showing well integrity is by MIT

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SIITA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

incere

. Doucet
Petroleum Engineer

DKD/JP/js
Enclosure
ec: Compliance File

Well File
LaVonne Garrison, SITLA

N:\O&G Reviewed
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ATTACHMENT A

Well Name API LEASE tive SIITA Extension Expird
RE-ISSUED 2ND NOTICE

1 EDARCAMP 1-1-16-22 43-019-31415 ML-46111 4 Years 5 Months
2 EDARCAMP 1-6-16-23 43-019-31416 ML-46113 4 Years 6 Months

2ND NOTICE
3 TUMBLEWEED14-16-15-21 43-047-34014 ML-46733 7 Years 6 Months
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UTAH DEPARTMENT OF NATURAL RESOURCES
Division of Oil, Gas & Mining

Oil and Gas Program

1594 West North Temple, Suite 1210, Box 145801

Salt Lake City,Utah 84114-5801

(801) 538-5340 Phone

(801) 359-3940 Fax

NOTICE OF VIOLATION
STATE OF UTAH

OIL AND GAS CONSERVATION ACT
***************************************kkk***

To the following operator:
Name: STEWART PETROLEUM CORPORTAION
Well(s) or Site(s): 1.) CEDAR CAMP 1-1-16-22 API #: 43-019-31415

2.) CEDAR CAMP 1-6-16-23 43-019-31416

3.) TUMBLEWEED 14-16-15-21 43-047-34014

Date and Time of Inspection/Violation: September 21, 2012
MailingAddress: Attn: Terry Cox

475 17th Street STE 790

Denver, CO 80202

Under the authority of the Utah Oil and Gas Conservation Act, Section 40-6 et. Seq., Utah Code Annotated,
1953, as amended, the undersigned authorized representative of the Division of Oil,Gas and Mining
(Division) has conducted an inspection of the above described site and/or records on the above date and
has found alleged violation(s) of the act, rules or permit conditions as described below.

Description of Violation(s):

Rule R649-3-36, Shut-in and Temporarily Abandoned Wells - According to Rule R649-3-36, the operator is
required to supply the Division with reasons for extended SI/TA, the length of time for extended SITTAand
proof of well bore integrity for every well SI/TA over 12 consecutive months. After 5 years of continued
SI/TA, the wells are to be pluqqed unless good cause is supplied to the Division for extended SIITA in
addition to the required information ¡ust mentioned.

The Division has initiated several contacts with Stewart Petroleum Corporation (Stewar0 requesting
required documents and action per R649-3-36.

First notices of non-compliance were sent out via certified mail on September 2, 2008, to Stewart
concerning the above listed wells. Stewart responded with a request for extended shut in status for wells 1
and 2 above. The Division denied the request due to insufficient information provided by Stewart. After
ample timehad passed, a second notice of non-compliance was sent to Stewart via certifiedmailon March
24, 2009. On May 7, 2009 Stewart responded with another sundry requesting SIITA extension. The Division
again denied the request on July 7, 2010, due to the amount of time that had passed since the request was
made with no showinq of work beinq made on wells 1 and 2 above. A second noticed was re-issued on
September 19, 2011, with no further response from Stewart. Well 3 had a response by Stewart on October
1, 2008, requestinq extended SI/TA. The Division approved the request on November 4, 2008, which
expired on October 1, 2009. A second notice was issued by the Division on September 19, 2011, as no work
had been accomplished on this well. No response was received from Stewart.

To date our records indicate that no further work has been accomplished or required
documentation submitted by Stewart to move these wells into compliance.
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1594 West North Temple, Suite 1210, Box 145801

Salt Lake City,Utah 84114-5801

(801) 538-5340 Phone

(801) 359-3940 Fax

NOTICE OF VIOLATION
STATE OF UTAH

OIL AND GAS CONSERVATION ACT
***************************************kkk***

To the following operator:
Name: STEWART PETROLEUM CORPORTAION
Well(s) or Site(s): 1.) CEDAR CAMP 1-1-16-22 API #: 43-019-31415

2.) CEDAR CAMP 1-6-16-23 43-019-31416

3.) TUMBLEWEED 14-16-15-21 43-047-34014

Date and Time of Inspection/Violation: September 21, 2012
MailingAddress: Attn: Terry Cox

475 17th Street STE 790

Denver, CO 80202

Under the authority of the Utah Oil and Gas Conservation Act, Section 40-6 et. Seq., Utah Code Annotated,
1953, as amended, the undersigned authorized representative of the Division of Oil,Gas and Mining
(Division) has conducted an inspection of the above described site and/or records on the above date and
has found alleged violation(s) of the act, rules or permit conditions as described below.

Description of Violation(s):

Rule R649-3-36, Shut-in and Temporarily Abandoned Wells - According to Rule R649-3-36, the operator is
required to supply the Division with reasons for extended SI/TA, the length of time for extended SITTAand
proof of well bore integrity for every well SI/TA over 12 consecutive months. After 5 years of continued
SI/TA, the wells are to be pluqqed unless good cause is supplied to the Division for extended SIITA in
addition to the required information ¡ust mentioned.

The Division has initiated several contacts with Stewart Petroleum Corporation (Stewar0 requesting
required documents and action per R649-3-36.

First notices of non-compliance were sent out via certified mail on September 2, 2008, to Stewart
concerning the above listed wells. Stewart responded with a request for extended shut in status for wells 1
and 2 above. The Division denied the request due to insufficient information provided by Stewart. After
ample timehad passed, a second notice of non-compliance was sent to Stewart via certifiedmailon March
24, 2009. On May 7, 2009 Stewart responded with another sundry requesting SIITA extension. The Division
again denied the request on July 7, 2010, due to the amount of time that had passed since the request was
made with no showinq of work beinq made on wells 1 and 2 above. A second noticed was re-issued on
September 19, 2011, with no further response from Stewart. Well 3 had a response by Stewart on October
1, 2008, requestinq extended SI/TA. The Division approved the request on November 4, 2008, which
expired on October 1, 2009. A second notice was issued by the Division on September 19, 2011, as no work
had been accomplished on this well. No response was received from Stewart.

To date our records indicate that no further work has been accomplished or required
documentation submitted by Stewart to move these wells into compliance.
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UTAH DEPARTMENT OF NATURAL RESOURCES

Division of Oil, Gas & Mining

Oil and Gas Program

1594 West North Temple, Suite 1210, Box 145801

Salt Lake City,Utah 84114-5801

(801) 538-5340 Phone

(801) 359-3940 Fax

Action: For the wells subject to this notice, Stewart Petroleum Corporation shall either submit the
information required by R649-3-36, plug and abandon or place the wells on production.

This notice shall remain in effect until it is modified, terminated,or vacated by a written notice of an
authorized representative of the director of the Division of Oil, Gas and Mining. Failure to comply with this
notice will result in the Division pursuing further actions against said operator. Further actions may include
initiation of agency actions to order full cost bonding and plugging and abandonment of wells and requests
for bond forfeiture and civilpenalties.

Compliance Deadline: November 5, 2012

Date of Service Mailing: October 10, 2012
CE 110 0001 3568 2417

Division's Representative Operator or Representative
(If presented in person)

cc: Compliance File

Well Files

6/2005
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RECEIVED: Oct. 31, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 STEWART PETROLEUM CORP 

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

11 /5 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 SPC will pull tubing and place a CIBP below the Dakota perforations at
8,950’ KB. SPC will place the Dakota on production and monitor rate to

see if economic.

NAME (PLEASE PRINT) PHONE NUMBER 
 Don Hamilton 435 719-2018

TITLE
 Agent

SIGNATURE
 N/A

DATE
 10/31/2012

November 05, 2012

Sundry Number: 31413 API Well Number: 43019314160000Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,

Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,

Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,

Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,

Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,

Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,

Sundry Number: 31413 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Dakota Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

SPC will pull tubing and place a CIBP below the Dakota perforations at Approved by the
8,950' KB. SPC will place the Dakota on production and monitor rate to utah Division of

see if economic. oil, Gas anci Mining

Date: November 05, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 10/31/2012

RECEIVED: Oct. 31,



RECEIVED: Jan. 21, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 STEWART PETROLEUM CORP 

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /3 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Testing

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Stewart Petroleum Corporation installed a CIBP below the Cedar
Mountain formation (9005’) and attempted to produce the Cedar

Mountain and Dakota formations by swabbing and pressure testing the
well. The well is currently shut-in for pressure build-up and better

weather conditions.

NAME (PLEASE PRINT) PHONE NUMBER 
 Don Hamilton 435 719-2018

TITLE
 Agent

SIGNATURE
 N/A

DATE
 1 /21 /2013

February 08, 2013

Sundry Number: 33998 API Well Number: 43019314160000Sundry Number: 33998 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/3/20 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Testing

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Stewart Petroleum Corporation installed a CIBP below the Cedar Accepted by the
Mountain formation (9005') and attempted to produce the Cedar Utah Division of

Mountain and Dakota formations by swabbing and pressure testing the Oil, Gas and Mining

well. The well is currently shut-in for pressure build-up and better FOR RECORD ONLY
weather conditions. February 08, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Agent

SIGNATURE DATE
N/A 1/21/2013

RECEIVED: Jan. 21,

Sundry Number: 33998 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/3/20 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Testing

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Stewart Petroleum Corporation installed a CIBP below the Cedar Accepted by the
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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 475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922  Ext 

9. FIELD and POOL or WILDCAT:
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  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
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before opening the well were: SITP 920/ SICP 1720.
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
STEWART PETROLEUMCORP 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
475 17th Street Ste 790 , Denver , CO, 80202 303 799-1922 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 10 /2 0 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Stewart Petroleum Corporation placed the Cedar Camp 1-6-16-23 back Accepted by the
on production today at a rate of 150 mcfgpd. The shut-in pressureS Utah Division of

before opening the well were: SITP 920/ SICP 1720. Oil, Gas and Mining

FOR RECORD ONLY
January 15, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent (Star Point Enterprises, Inc.)
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N/A 1/9/2014
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 12/1/2013

FROM: (oldOperator): TO: ( New Operator):
N3145-Stewart Petroleum Corporation N3940-Anadarko E&P Onshore, LLC
475 17th Street 1099 18th Street, Suite 1800
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303)799-1922 Phone: 1 (720) 929-6100

CA No. Unit: N/A
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

I
NO TYPE STATUS

Cedar Camp 1-1-16-22 1 16S 22E 4301931415 14560 State GW S
Cedar Camp 1-6-16-23 6 16S 23E 4301931416 14561 State GW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/28/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/28/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/25/2014
4a. Is the new operator registered in the State of Utah: Business Number: 593715-0161
5a. (R649-9-2)Waste Management Plan has been received on: Yes
5b. Inspections of LA PA state/fee well sites complete on: N/A
5c. Reports current for Production/Disposition & Sundries on: 2/25/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM N/A BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: N/A
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: N/A
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/25/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/25/2014
3. Bond information entered in RBDMS on: 2/25/2014
4. Fee/State wells attached to bond in RBDMS on: 2/25/2014
5. Injection Projects to new operator in RBDMS on: N/A
6. Receipt of Acceptance of Drilling Procedures for APD/New on: N/A
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: N/A
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: N/A
2. Indian well(s) covered by Bond Number: N/A
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 22013542

3b. The FORMER operator has requested a release of liability from their bond on: 1/28/2014

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

Anadarko E&P Onshore, LLC.xis

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW
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FROM: (oldOperator): TO: ( New Operator):
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Denver, CO 80202 Denver, CO 80202
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WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

I
NO TYPE STATUS

Cedar Camp 1-1-16-22 1 16S 22E 4301931415 14560 State GW S
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: STEWART
:::' 3::' PETROLEUM

::::p CORPORATION

475 Se nteenth Street • Suite 790 • Denver, CO 80202

January 27, 2014
DIV,OFOIL,GAS&MINING

VIA FEDEX
Rachel Medina
Utah DOGM
1594 West North Temple
Salt Lake City, UT 84116

Re: Utah DOGM
Bond Release Request
RLB0010223

Dear Rachel,

Per your email of today to Don Hamilton I am herewith requesting a release of Stewart
Petroleum corporationoperator's bond number RLBOO10223. This is due to Stewart's
divestiture to Anadarko of the Cedar Camp #1-1-16-22 and Cedar Camp #1-6-16-23 effective
12/1/2013. I have attached the sundries, and designation of operator for each well to this
letter.

Thank you Rachel and please let either Don or myself know if there is anything more you need
from us.

Sincere ,

Daryl R. Stewart
President
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ANADARKo E&P ONSHORE LLC 1099 18'" STREET, SUITE 1800 • DENVER, CO 80202

P.O. Box 173779 • DENVER, CO 80202-3779

E&P Onshore LLC

February 20, 2014

State of Utah
Division of Oil, Gas and Mining
1594 West North Temple
Ste. 1210
Salt Lake City, UT 84116

ATTENTION: Dustin Doucet

RE: Wellbore Plans/Timeline
Cedar Camp 1-1-16-22
Section 1, Township 16 South, Range 22 East
Cedar Camp 1-6-16-23
Section 6, Township 16 South, Range 23 East
Grand County, UT

Dear Mr. Doucet,

Anadarko E&P Onshore LLCrespectfully requests that the Change of Operator from Stewart Petroleum
Corporation to Anadarko E&POnshore, LLCbe recognized and the associated bonding be established for the
Cedar Camp 1-1-16-22 and Cedar Camp 1-6-16-23 based on the following:

• By March 10, 2014 (weather permitting), Anadarko will conduct an MIT and CBLon both subject
wellbores.

• Depending on the results of the MIT and CBL,Anadarko will either file plans to recomplete the
wellbores to attempt to establish production in economic quantities, or will file plans to Plug and
Abandon.

• Sundry notices for the above mentioned operations will be submitted to UDOGM within 4-6 weeks
after the MIT and CBLwork has been completed.

Should you have any additional questions or concerns, please don't hesitate to contact me direct at (720) 929-

6100 or via email at andy.lytle@anadarko.com.

Sincerely,

RECEIVED
Andy Lytle FEB24 2014
Regulatory Supervisor

Div.ofOil,Gas&Mining

A SUBSIDIARY OF ANADARKo PETROLEUM
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STATE OF UTAH \| FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING \0 5 LEASEDESIGNATIONANDSERIALNUMBER:
ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS.O AS
glAN, ALLOTTEE OR TRIBE NAME:

7 UNIT or CA AGREEMENT NAME
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8 WELL NAME and NUMBER
OIL WELL GAS WELL OTHER CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9 API NUMBER

STEWART PETROLEUM CORPORATION y 94 5 4301931416
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

475 17TH ST DENVER STATE CO zi,80202 (303) 799-1922 UNDESIGNATED
4 LOCATION OF WELL

FOOTAGESATSURFACE: 647 FNL 465 FEL COUNTY GRAND

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E S STATE
UTAH

m CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SlTE OTHER:

CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

EFFECTIVE 12/1/2013 ANDADARKO PETROLEUM CORPORATON HAS REPLACED STEWART PETROLEUM
CORPORATION AS OPERATOR OF THE WELL LISTED ABOVE AND IS RESPONSIBLE UNDER THE TERMS AND
CONDITIONS OF THE LEASE AND THE OPERATIONS UPON THE LEASED LANDS. ANADARKO'S BOND NUMBER IS
22013542. PLEASE RELEASE STEWART'S BOND NUMBER RLBOO10223.

DARYL R STEWART PRESIDENTNAME (PLEASE PRINT) TITLE

SIGNATURE DATE 1/23/2014

(This space for State use only / S M APPROVED
N' NO FEB25 2ON

(5/2000) (SeeInstructionsonReverseSide)
V OlL GAS &
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475 17TH ST DENVER STATE CO zi,80202 (303) 799-1922 UNDESIGNATED
4 LOCATION OF WELL

FOOTAGESATSURFACE: 647 FNL 465 FEL COUNTY GRAND

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENE 6 16S 23E S STATE
UTAH

m CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SlTE OTHER:

CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

EFFECTIVE 12/1/2013 ANDADARKO PETROLEUM CORPORATON HAS REPLACED STEWART PETROLEUM
CORPORATION AS OPERATOR OF THE WELL LISTED ABOVE AND IS RESPONSIBLE UNDER THE TERMS AND
CONDITIONS OF THE LEASE AND THE OPERATIONS UPON THE LEASED LANDS. ANADARKO'S BOND NUMBER IS
22013542. PLEASE RELEASE STEWART'S BOND NUMBER RLBOO10223.

DARYL R STEWART PRESIDENTNAME (PLEASE PRINT) TITLE

SIGNATURE DATE 1/23/2014

(This space for State use only / S M APPROVED
N' NO FEB25 2ON

(5/2000) (SeeInstructionsonReverseSide)
V OlL GAS &
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Effective December 1, 2013, Anadarko E&POnshore LLCassumed operations of the followingwells:

• Cedar Camp #1-1-16-22 (4301931415)
• Cedar Camp #1-6-16-23 (4301931416)

The previous owner/operator was:

Stewart Petroleum Corporation (N3145)
475 17th Street, Suite 790
Denver, Colorado 80202

The new owner/operator is:

Anadarko E&POnshore LLC(3940)
1099 18* Street, Suite 1800
Denver, CO 80202

Effective December 1, 2013, Anadarko E&POnshore LLCis responsible under the terms and conditions
of the leases and permits for operations conducted on the leased lands or a portion thereof under State
of Utah Bond 22013542.

STEWARTPETROLEUM ATION

Date:
Dar . Stewar sident

ANA &PO LLC

Date:
Enrique Nel n, Agent and Attorney in
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STATE OF UTAH FORM 5
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

DESIGNATION OF AGENT OR OPERATOR

The undersigned is, on record, the holder of oil and gas lease

RECEIVED
LEASE NAME:

'JAN2 8 2014
LEASE NUMBER: SEE ACREAGE BOX BELOV

DIV.0F0lL,GAS&MINING
and hereby designates

NAME: ANADARKO PETROLEUM CORPORATION

ADDRESS: .

1099 18TH STREET, SUITE 1800

city DENVER state CO zip 80202

as his (check one) agent O I operator 2, with full authority to act in his behalf in complying with the terms of the lease and
regulations applicable thereto and on whom the Division Director or Authorized Agent may serve written or oral instructions in
securing compliance with the Oil and Gas Conservation General Rules and Procedural Rules of the Board of Oil, Gas and Mining
of the State of Utah with respect to:

(Describe acreage towhich this designation is applicable. Identify each oil and gas well by API number and name. Attach additional pages as
needed.)

UT ML46113 WELL NAME: CEDAR CAMP 1-6-16-23 API 4301931416
UT ML 46111 WELL NAME: CEDAR CAMP 1-1-16-23 API 4301931415
UT ML46112
UT ML21913

It is understood that thisdesignation of agent/operator does not relieve the lessee of responsibility for compliance with the terms
of the lease and the Oil and Gas Conservation General Rules and Procedural Rules of the Board of Oil, Gas and Mining of the
State of Utah. It is also understood that thisdesignation of agent or operator does not constitute an assignment of any interest in
the lease.

In case of default on the part of the designated agentloperator, the lessee willmake full and prompt compliance with all rules, lease
terms or orders of the Board of Oil, Gas and Mining of the State of Utah or its authorized representative.

The lessee agrees to promptly notifythe Division Director or Authorized Agent of any change in this designation.

Effective Date of Designation: 12/01/2013

BY: (Name) DARYL R STEWART OF: (company)STEWART PETROLEUM CORP

(Signature) (Address) 475 17TH STREET

(Title) Pl SIDENT city DENVER

(Phone) (303) 799-1922
state CO zip 80202
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In case of default on the part of the designated agentloperator, the lessee willmake full and prompt compliance with all rules, lease
terms or orders of the Board of Oil, Gas and Mining of the State of Utah or its authorized representative.
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ANADARKo E&P ONSHORE LLC 1099 18'" STREET, SUITE 1800 • DENVER, CO 80202

P.O. Box 173779 • DENVER, CO 80202-3779

E&P Onshore LLC

February 20, 2014

State of Utah
Division of Oil, Gas and Mining
1594 West North Temple
Ste. 1210
Salt Lake City, UT 84116

ATTENTION: Dustin Doucet

RE: Wellbore Plans/Timeline
Cedar Camp1-1-16-22 O ()\C(· gg (
Section 1, Township 16 South, Range 22 East
Cedar Camp 1-6-16-23 MS -() · 39\
Section 6, Township 16 South, Range 23 East
Grand County, UT

Dear Mr. Doucet,

Anadarko E&P Onshore LLCrespectfully requests that the Change of Operator from Stewart Petroleum
Corporation to Anadarko E&P Onshore, LLCbe recognized and the associated bonding be established for the
Cedar Camp 1-1-16-22 and Cedar Camp 1-6-16-23 based on the following:

• By March 10, 2014 (weather permitting), Anadarko will conduct an MIT and CBLon both subject
wellbores.

• Depending on the results of the MIT and CBL,Anadarko will either file plans to recomplete the
wellbores to attempt to establish production in economic quantities, or will file plans to Plug and
Abandon.

• Sundry notices for the above mentioned operations will be submitted to UDOGM within 4-6 weeks
after the MIT and CBLwork has been completed.

Should you have any additional questions or concerns, please don't hesitate to contact me direct at (720) 929-
6100 or via email at andy.lytle@anadarko.com.

Sincerely,

RECEIVED

FEB2 0 2OW
Andy Lytle
Regulatory Supervisor Div.ofOil,Gas &Mining

A SUBSIDIARY OF ANADARKo PETROLEUM
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RECEIVED: Apr. 04, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 ANADARKO E&P ONSHORE, LLC

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 , Denver, CO, 80217 720 929-6100  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /4 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  MIT Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please be advised that the above captioned well passed a Mechanical
Integrity Test on the above captioned well on March 5, 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Laura Abrams 720 929-6356

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 4 /4 /2014

April 23, 2014

Sundry Number: 49738 API Well Number: 43019314160000Sundry Number: 49738 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/4/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MITTest

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please be advised that the above captioned well passed a Mechanical Accepted by the
Integrity Test on the above captioned well on March 5, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/4/2014

RECEIVED: Apr. 04,

Sundry Number: 49738 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/4/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MITTest

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please be advised that the above captioned well passed a Mechanical Accepted by the
Integrity Test on the above captioned well on March 5, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/4/2014

RECEIVED: Apr. 04,

Sundry Number: 49738 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/4/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MITTest

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please be advised that the above captioned well passed a Mechanical Accepted by the
Integrity Test on the above captioned well on March 5, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/4/2014

RECEIVED: Apr. 04,

Sundry Number: 49738 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/4/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MITTest

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please be advised that the above captioned well passed a Mechanical Accepted by the
Integrity Test on the above captioned well on March 5, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/4/2014

RECEIVED: Apr. 04,

Sundry Number: 49738 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/4/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MITTest

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please be advised that the above captioned well passed a Mechanical Accepted by the
Integrity Test on the above captioned well on March 5, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/4/2014

RECEIVED: Apr. 04,

Sundry Number: 49738 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/4/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MITTest

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please be advised that the above captioned well passed a Mechanical Accepted by the
Integrity Test on the above captioned well on March 5, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/4/2014

RECEIVED: Apr. 04,



RECEIVED: Apr. 04, 2014

Sundry Number: 49738 API Well Number: 43019314160000Sundry Number: 49738 API Well Number: 43019314160000

9 L

Sundry Number: 49738 API Well Number: 43019314160000

9 L

Sundry Number: 49738 API Well Number: 43019314160000

9 L

Sundry Number: 49738 API Well Number: 43019314160000

9 L

Sundry Number: 49738 API Well Number: 43019314160000

9 L

Sundry Number: 49738 API Well Number: 43019314160000

9 L

Sundry Number: 49738 API Well Number: 43019314160000

9 L



RECEIVED: Apr. 17, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 ANADARKO E&P ONSHORE, LLC

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 , Denver, CO, 80217 720 929-6100  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /17 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Anadarko E&P Onshore, LLC requests authorization for continued
shut-in status on the above captioned well for six (6) months. Pursuant
to Subsequent Report submitted on 4/4/2014, the well passed an MIT

on 3/5/2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Laura Abrams 720 929-6356

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 4 /17 /2014

April 23, 2014

Sundry Number: 50225 API Well Number: 43019314160000Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,

Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,

Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,

Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,

Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,

Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,

Sundry Number: 50225 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC requests authorization for continued Approved by the
shut-in status on the above captioned well for six (6) months. Pursuant utah Division of
to Subsequent Report submitted on 4/4/2014, the well passed an MIT Oil, Gas and Mining

on 3/5/2014. Date: April 23, 2014

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Laura Abrams 720 929-6356 Regulatory Analyst Il

SIGNATURE DATE
N/A 4/17/2014

RECEIVED: Apr. 17,



RECEIVED: Sep. 25, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 ANADARKO E&P ONSHORE, LLC

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 , Denver, CO, 80217 720 929-6100  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

10 /4 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until
12/31/2014. We are currently recompleting the Cedar Camp

1-1-16-22 and would like to see the results of the recomplete for
further decsions on how to proceed with this well. MIT was performed

on 03/05/2014. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Doreen Green 435 781-9758

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 9 /25 /2014

October 06, 2014

Sundry Number: 56002 API Well Number: 43019314160000Sundry Number: 56002 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until Approved by the
12/31/2014. We are currently recompleting the Cedar Camp Ubatobandl6p2014

1-1-16-22 and would like to see the results of the recomplete for oil, Gas and Mining

further decsions on how to proceed with this well. MIT was performed Date:
on 03/05/2014.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 9/25/2014

RECEIVED: Sep. 25,

Sundry Number: 56002 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until Approved by the
12/31/2014. We are currently recompleting the Cedar Camp Ubatobandl6p2014

1-1-16-22 and would like to see the results of the recomplete for oil, Gas and Mining

further decsions on how to proceed with this well. MIT was performed Date:
on 03/05/2014.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 9/25/2014

RECEIVED: Sep. 25,

Sundry Number: 56002 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until Approved by the
12/31/2014. We are currently recompleting the Cedar Camp Ubatobandl6p2014

1-1-16-22 and would like to see the results of the recomplete for oil, Gas and Mining

further decsions on how to proceed with this well. MIT was performed Date:
on 03/05/2014.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 9/25/2014

RECEIVED: Sep. 25,

Sundry Number: 56002 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until Approved by the
12/31/2014. We are currently recompleting the Cedar Camp Ubatobandl6p2014

1-1-16-22 and would like to see the results of the recomplete for oil, Gas and Mining

further decsions on how to proceed with this well. MIT was performed Date:
on 03/05/2014.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 9/25/2014

RECEIVED: Sep. 25,

Sundry Number: 56002 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until Approved by the
12/31/2014. We are currently recompleting the Cedar Camp Ubatobandl6p2014

1-1-16-22 and would like to see the results of the recomplete for oil, Gas and Mining

further decsions on how to proceed with this well. MIT was performed Date:
on 03/05/2014.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 9/25/2014

RECEIVED: Sep. 25,

Sundry Number: 56002 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC is requesting a shut in extension until Approved by the
12/31/2014. We are currently recompleting the Cedar Camp Ubatobandl6p2014

1-1-16-22 and would like to see the results of the recomplete for oil, Gas and Mining

further decsions on how to proceed with this well. MIT was performed Date:
on 03/05/2014.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 9/25/2014

RECEIVED: Sep. 25,



RECEIVED: Dec. 31, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 ANADARKO E&P ONSHORE, LLC

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 , Denver, CO, 80217 720 929-6100  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

12/31 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 ANADARKO E&P ONSHORE, LLC, is requesting a one year shut-in
extension to 12/31/2015 for the CEDAR CAMP 1-6-16-23. We would
like to evaluate the potential of performing a similiar recomplete to the
Cedar Camp 1-1-16-22 and allow for milder weather conditions in later

spring. A MIT was last performed on 03/05/2014. This well will be
monitored on a quarterly basis. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Doreen Green 435 781-9758

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 12/31/2014

January 29, 2015

Sundry Number: 59338 API Well Number: 43019314160000Sundry Number: 59338 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/31/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC, is requesting a one year shut-in Approved by the
extension to 12/31/2015 for the CEDAR CAMP 1-6-16-23. We would UJIarkantyiflih,n2Orl5

like to evaluate the potential of performing a similiar recomplete to the oil, Gas and Mining

Cedar Camp 1-1-16-22 and allow for milder weather conditions in later Date:
spring. A MIT was last performed on 03/05/2014. This well will be

monitored on a quarterly basis. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 12/31/2014

RECEIVED: Dec. 31,

Sundry Number: 59338 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/31/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC, is requesting a one year shut-in Approved by the
extension to 12/31/2015 for the CEDAR CAMP 1-6-16-23. We would UJIarkantyiflih,n2Orl5

like to evaluate the potential of performing a similiar recomplete to the oil, Gas and Mining

Cedar Camp 1-1-16-22 and allow for milder weather conditions in later Date:
spring. A MIT was last performed on 03/05/2014. This well will be

monitored on a quarterly basis. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 12/31/2014

RECEIVED: Dec. 31,

Sundry Number: 59338 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/31/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC, is requesting a one year shut-in Approved by the
extension to 12/31/2015 for the CEDAR CAMP 1-6-16-23. We would UJIarkantyiflih,n2Orl5

like to evaluate the potential of performing a similiar recomplete to the oil, Gas and Mining

Cedar Camp 1-1-16-22 and allow for milder weather conditions in later Date:
spring. A MIT was last performed on 03/05/2014. This well will be

monitored on a quarterly basis. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 12/31/2014

RECEIVED: Dec. 31,

Sundry Number: 59338 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/31/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC, is requesting a one year shut-in Approved by the
extension to 12/31/2015 for the CEDAR CAMP 1-6-16-23. We would UJIarkantyiflih,n2Orl5

like to evaluate the potential of performing a similiar recomplete to the oil, Gas and Mining

Cedar Camp 1-1-16-22 and allow for milder weather conditions in later Date:
spring. A MIT was last performed on 03/05/2014. This well will be

monitored on a quarterly basis. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 12/31/2014

RECEIVED: Dec. 31,

Sundry Number: 59338 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6100 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/31/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ANADARKO E&P ONSHORE, LLC, is requesting a one year shut-in Approved by the
extension to 12/31/2015 for the CEDAR CAMP 1-6-16-23. We would UJIarkantyiflih,n2Orl5

like to evaluate the potential of performing a similiar recomplete to the oil, Gas and Mining

Cedar Camp 1-1-16-22 and allow for milder weather conditions in later Date:
spring. A MIT was last performed on 03/05/2014. This well will be

monitored on a quarterly basis. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Doreen Green 435 781-9758 Regulatory Analyst Il

SIGNATURE DATE
N/A 12/31/2014

RECEIVED: Dec. 31,



State of Utah 
DEPARTMENT OF NATURAL RESOURCES 

MICHAEL R. STYLER 
Executive Director 

SPENCER J. COX 
Lieutenant Governor 

Division of Oil, Gas and Mining 
JOHNR.BAZA 

Mr. Joel Malefyt 
Anadarko E&P 
PO Box 173779 
Denver, CO 80217 

Division Director 

April 21, 2016 

CERTIFIED MAIL NO.: 70150640000352759888 

43 
~.iZJ;:1Y 

10 

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases 

Dear Mr. Malefyt: 

As of January 2016, Anadarko E&P has four (4) State Lease Wells (see attachment A) 
that are currently in non-compliance with the requirements for extended shut-in or temporarily 
abandoned (SIlT A) status. These wells have been previously noticed and have SIlT A extensions 
that have expired. 

Wells SIITA beyond twelve (12) consecutive months requires filing a Sundry Notice 
(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be plugged, 
unless the Division grants approval for extended shut-in time upon a showing of good cause by 
the operator (649-3-36-1.3.3). For extended SIITA consideration the operator shall provide the 
Utah Division of Oil, Gas & Mining with the following: 

1. Reasons for SI/TA of the well (R649-3-36-1.1). 

2. The length of time the well is expected to be SIITA (R649-3-36-1.2), and 

3. An explanation and supporting data if necessary, for showing the well has 
integrity, meaning that the casing, cement, equipment condition, static fluid level, 
pressure, existence or absence of Underground Sources of Drinking Water and 
other factors do not make the well a risk to public health and safety or the 
environment (R649-3-36-1.3). 

Please note that the Divisions preferred method for showing well integrity is by MIT. 

1594 West North Temple, Suite 1210, Salt Lake City, UT 84116 
PO Box 145801, Salt Lake City, UT 84114-5801 
telephone (801) 538-5340. facsimile (801) 359-3940. TTY (801) 538-7458. www.ogm.utah.gov 
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abandoned (SI/TA) status. These wells have been previously noticed and have SI/TA extensions
that have expired.

Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be plugged,
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3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).
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Page 2 
Anadarko E&P 
April 21, 2016 

Submitting the information suggested below may help show well integrity and may help 
qualify your well for extended SIlT A. Note: As of July 1, 2003, wells in violation of the SIlT A 
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3). 

1. Wellbore diagram, and 
2. Copy of recent casing pressure test, and 
3. Current pressures on the wellbore (tubing pressure, casing pressure, and 

casing/casing annuli pressure) showing wellbore has integrity, and 
4. Fluid level in the wellbore, and 
5. An explanation of how the submitted information proves integrity. 

All Submittals should be sent via ePermit 

If the required information is not received within 30 days of the date of this notice, 
further actions may be initiated. If you have any questions concerning this matter, please contact 
me at (801) 538-5281. 

DKDIDD/js 

cc: Compliance File 
Well File 
LaVonne Garrison, SITLA 

Dustin K. Doucet 
Petroleum Engineer 

N :\O&G Reviewed Docs\ChronFile\PetroleumEngineer\SIT A 
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ATTACHMENT A 

Well Name API LEASE Years Inactive 

1 Cedar Camp 1-1-16-22 43-019-31415 ML-46111 9 year(s) 8 month(s) 

2 Cedar Camp 1-6-16-23 43-019-31416 ML-46113 9 year(s) 7 month(s) 

3 Three Pines 14-17-16-23 43-019-31457 ML 47572 10 year(s) 1 month(s) 

4 Kelly Cyn 10-8-16-22 43-019-31458 ML 47564 2 year(s) 4 monthls) 
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RECEIVED: May. 19, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6456  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

5 /19 /2016

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore, LP respectfully requests to
plug and abandon the CEDAR CAMP 1-6-16-23 well. Please

see the attached procedure for details. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jennifer Thomas 720 929-6808

TITLE
 Regulatory Specialist

SIGNATURE
 N/A

DATE
 5 /19 /2016

June 23, 2016

Sundry Number: 71910 API Well Number: 43019314160000Sundry Number: 71910 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL& GAS ONSHORE, L.P. 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-64tSBDEStGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/19/2016
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore, LP respectfully requests to Approved by the

plug and abandon the CEDAR CAMP 1-6-16-23 well. Please utah Division of
see the attached procedure for details. Thank you. Oil, Gas and Mining

June 23, 2016

PleaseReviewAtladiedCuditiusofAppron\
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL& GAS ONSHORE, L.P. 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-64tSBDEStGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/19/2016
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore, LP respectfully requests to Approved by the

plug and abandon the CEDAR CAMP 1-6-16-23 well. Please utah Division of
see the attached procedure for details. Thank you. Oil, Gas and Mining

June 23, 2016

PleaseReviewAtladiedCuditiusofAppron\

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jennifer Thomas 720 929-6808 Regulatory Specialist

SIGNATURE DATE
N/A 5/19/2016

RECEIVED: May. 19,



RECEIVED: Jun. 23, 2016

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43019314160000

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call
Dan Jarvis at 801-538-5338. 

2. NOTE Plugs 2 thru 5: TOC for tail cement as shown on CBL is 7200’. It is unclear from the CBL
the TOC for the light lead cement. It is estimated from volume calculations and a 10% washout
of the hole to be approximately 2500’. Cement is possibly behind pipe for these plugs. Injection

into perfs for these plugs should be established prior to setting the CICR. If injection is not
established a 150’ (17 sx) plug should be set 50’ below the perf to 100’ above the perf. 

3. All balanced plugs shall be tagged to ensure they are at the depths specified in the procedure. 

4. All annuli shall be cemented from a minimum depth of 100’ to the surface. 

5. Surface reclamation shall be done in accordance with R649-3-34 – Well Site Restoration. 

6. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply. 

7. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure. 

8. All other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply. 

Sundry Number: 71910 API Well Number: 43019314160000Sundry Number: 71910 API Well Number: 43019314160000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr NINTfdG

Sundry Conditions of Approval Well Number 43019314160000

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call
Dan Jarvis at 801-538-5338.

2. NOTE Plugs 2 thru 5: TOC for tail cement as shown on CBL is 7200'. It is unclear from the CBL
the TOC for the light lead cement. It is estimated from volume calculations and a 10% washout

of the hole to be approximately 2500'. Cement is possibly behind pipe for these plugs. Injection
into perfs for these plugs should be established prior to setting the CICR. If injection is not

established a 150' (17 sx) plug should be set 50' below the perf to 100' above the perf.

3. AII balanced plugs shall be tagged to ensure they are at the depths specified in the procedure.

4. AII annuli shall be cemented from a minimum depth of 100' to the surface.

5. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

6. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

7. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.

8. AII other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply.

RECEIVED: Jun. 23,

Sundry Number: 71910 API Well Number: 43019314160000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr NINTfdG

Sundry Conditions of Approval Well Number 43019314160000

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call
Dan Jarvis at 801-538-5338.

2. NOTE Plugs 2 thru 5: TOC for tail cement as shown on CBL is 7200'. It is unclear from the CBL
the TOC for the light lead cement. It is estimated from volume calculations and a 10% washout

of the hole to be approximately 2500'. Cement is possibly behind pipe for these plugs. Injection
into perfs for these plugs should be established prior to setting the CICR. If injection is not

established a 150' (17 sx) plug should be set 50' below the perf to 100' above the perf.

3. AII balanced plugs shall be tagged to ensure they are at the depths specified in the procedure.

4. AII annuli shall be cemented from a minimum depth of 100' to the surface.

5. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

6. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

7. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.

8. AII other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply.
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Sundry Number: 71910 API Well Number: 43019314160000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr NINTfdG

Sundry Conditions of Approval Well Number 43019314160000

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call
Dan Jarvis at 801-538-5338.

2. NOTE Plugs 2 thru 5: TOC for tail cement as shown on CBL is 7200'. It is unclear from the CBL
the TOC for the light lead cement. It is estimated from volume calculations and a 10% washout

of the hole to be approximately 2500'. Cement is possibly behind pipe for these plugs. Injection
into perfs for these plugs should be established prior to setting the CICR. If injection is not

established a 150' (17 sx) plug should be set 50' below the perf to 100' above the perf.

3. AII balanced plugs shall be tagged to ensure they are at the depths specified in the procedure.

4. AII annuli shall be cemented from a minimum depth of 100' to the surface.

5. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

6. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

7. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.

8. AII other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply.

RECEIVED: Jun. 23,



RECEIVED: Jun. 23, 2016

Sundry Number: 71910 API Well Number: 43019314160000Sundry Number: 71910 API Well Number: 43019314160000

6/23/2016 WellboreDiagram r263

API Well No: 43-019-31416-00-00 Permit No: Well Name/No: CEDAR CAMP 1-6-16-23

Company Name: ANADARKO E&P ONSHORE, LLC

Location: Sec: 6 T: 16S R: 23E Spot: NENE String Information
Coordinates: X: 636384 Y: 4367941 Bottom Diameter Weight Length P •
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Sundry Number: 71910 API Well Number: 43019314160000
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RECEIVED: May. 19, 2016

CEDAR CAMP 1-6-16-23 
674’ FNL & 465’ FEL 
NENE Section 6, T16S, R23E  
Grand County, UT 
 
KBE:  7660’    API NUMBER:  4301931416 
GLE:  7636’    LEASE NUMBER:  ML-46113 
TD:  10445’  
PBTD:  8835’ (3/4/2015; CIBP set @ 8900 capped w/ 8 sxs cmt; TOC @ 8865’) 
PBTD:  10396’ (FC in 5 ½” csg) 
      
SURFACE CASING: 9 5/8”, 36# J-55 ST&C @ 1,128’. Cemented with 500 sxs Type 

III cement (TOC @ surface) 
PRODUCTION CASING: 5 1/2”, 20#, P-110 LT&C @ 10,441’.  Cemented w/ 295 sxs 

HiFill (11 ppg) and 500 sxs 50/50 POZ (13.5 ppg).  Lost returns 
@ 135 bbls into displacement.  TOC @ 7200’ per log 
3/15/2005 Ran another log 3/4/2014 with 1000 psi with 
Casedhole Solutions RCBL and did not see a TOC (no 
cement).   

          
TUBING:   There is no tubing in the well 
    

Tubular/Borehole Drift 
inches 

Collapse 
psi 

Burst 
psi 

Capacities 
Gal./ft. Cuft/ft. Bbl./ft. 

2 3/8” 4.7# N-80 tbg 1.995 11,780 11,200 0.1624 0.0217 0.0039 
5.5” 20# P-110 4.778 11,100 12 ,640 0.9764 0.1305 0.0232 
9.625” 36# J-55 8.921 2020 3520 3.247 0.4340 0.0773 
Annular Capacities               
2.375” tbg. X 5 ½” 17# csg 0.7463 0.0998 0.0178 
5.5” csg X 9 5/8” 36# csg 2.0128 0.2691 0.0479 
5.5” csg X 7.875 borehole 1.2960 0.1733 0.0309 
9 5/8” csg X 12 1/4” borehole 2.3428 0.3132 0.0558 

 
 
GEOLOGIC INFORMATION: 
 

   
Fm Name MD  
Top Wasatch 1993 

Top Mesaverde 3139 

Top Castlegate 5071 

Top Mancos  5231 
 
 
BMSW Elevation   ~3750’ 

 
 
 
 
 
 

Sundry Number: 71910 API Well Number: 43019314160000Sundry Number: 71910 API Well Number: 43019314160000

CEDAR CAMP 1-6-16-23
674' FNL & 465' FEL
NENE Section 6, T16S, R23E
Grand County, UT

KBE: 7660' API NUMBER: 4301931416
GLE: 7636' LEASE NUMBER: ML-46113
TD: 10445'
PBTD: 8835' (3/4/2015; CIBP set @8900 capped w/ 8 sxs cmt; TOC @8865')
PBTD: 10396' (FC in 5 ½" csg)

SURFACE CASING: 9 5/8", 36# J-55 ST&C @1,128'. Cemented with 500 sxs Type
III cement (TOC @surface)

PRODUCTION CASING: 5 1/2", 20#, P-110 LT&C @ 10,441'. Cemented w/ 295 sxs
HiFill (11 ppg) and 500 sxs 50/50 POZ (13.5 ppg). Lost returns

@ 135 bbls into displacement. TOC @ 7200' per log
3/15/2005 Ran another log 3/4/2014 with 1000 psi with
Casedhole Solutions RCBL and did not see a TOC (no
cement).

TUBING: There is no tubing in the well

Tubular/Borehole Drift Collapse Burst Capacities
inches psi psi Gal.Ift. Cuft/ft. Bbl.Ift.

2 3/8" 4.7# N-80 tbg 1.995 11,780 11,200 0.1624 0.0217 0.0039
5.5" 20# P-110 4.778 11,100 12 ,640 0.9764 0.1305 0.0232
9.625" 36# J-55 8.921 2020 3520 3.247 0.4340 0.0773
Annular Capacities

2.375" tbg. X 5 ½" 17# csg 0.7463 0.0998 0.0178
5.5" csg X 9 5/8" 36# csg 2.0128 0.2691 0.0479
5.5" csg X 7.875 borehole 1.2960 0.1733 0.0309
9 5/8" csg X 12 1/4" borehole 2.3428 0.3132 0.0558

GEOLOGICINFORMATION:

Fm Name MD

Top Wasatch 1993

Top Mesaverde 3139

Top Castlegate 5071

Top Mancos 5231

BMSW Elevation ~3750'

RECEIVED: May. 19,

Sundry Number: 71910 API Well Number: 43019314160000

CEDAR CAMP 1-6-16-23
674' FNL & 465' FEL
NENE Section 6, T16S, R23E
Grand County, UT

KBE: 7660' API NUMBER: 4301931416
GLE: 7636' LEASE NUMBER: ML-46113
TD: 10445'
PBTD: 8835' (3/4/2015; CIBP set @8900 capped w/ 8 sxs cmt; TOC @8865')
PBTD: 10396' (FC in 5 ½" csg)

SURFACE CASING: 9 5/8", 36# J-55 ST&C @1,128'. Cemented with 500 sxs Type
III cement (TOC @surface)

PRODUCTION CASING: 5 1/2", 20#, P-110 LT&C @ 10,441'. Cemented w/ 295 sxs
HiFill (11 ppg) and 500 sxs 50/50 POZ (13.5 ppg). Lost returns

@ 135 bbls into displacement. TOC @ 7200' per log
3/15/2005 Ran another log 3/4/2014 with 1000 psi with
Casedhole Solutions RCBL and did not see a TOC (no
cement).

TUBING: There is no tubing in the well

Tubular/Borehole Drift Collapse Burst Capacities
inches psi psi Gal.Ift. Cuft/ft. Bbl.Ift.

2 3/8" 4.7# N-80 tbg 1.995 11,780 11,200 0.1624 0.0217 0.0039
5.5" 20# P-110 4.778 11,100 12 ,640 0.9764 0.1305 0.0232
9.625" 36# J-55 8.921 2020 3520 3.247 0.4340 0.0773
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2.375" tbg. X 5 ½" 17# csg 0.7463 0.0998 0.0178
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5.5" csg X 7.875 borehole 1.2960 0.1733 0.0309
9 5/8" csg X 12 1/4" borehole 2.3428 0.3132 0.0558

GEOLOGICINFORMATION:
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Top Castlegate 5071

Top Mancos 5231

BMSW Elevation ~3750'

RECEIVED: May. 19,

Sundry Number: 71910 API Well Number: 43019314160000

CEDAR CAMP 1-6-16-23
674' FNL & 465' FEL
NENE Section 6, T16S, R23E
Grand County, UT

KBE: 7660' API NUMBER: 4301931416
GLE: 7636' LEASE NUMBER: ML-46113
TD: 10445'
PBTD: 8835' (3/4/2015; CIBP set @8900 capped w/ 8 sxs cmt; TOC @8865')
PBTD: 10396' (FC in 5 ½" csg)

SURFACE CASING: 9 5/8", 36# J-55 ST&C @1,128'. Cemented with 500 sxs Type
III cement (TOC @surface)

PRODUCTION CASING: 5 1/2", 20#, P-110 LT&C @ 10,441'. Cemented w/ 295 sxs
HiFill (11 ppg) and 500 sxs 50/50 POZ (13.5 ppg). Lost returns

@ 135 bbls into displacement. TOC @ 7200' per log
3/15/2005 Ran another log 3/4/2014 with 1000 psi with
Casedhole Solutions RCBL and did not see a TOC (no
cement).

TUBING: There is no tubing in the well

Tubular/Borehole Drift Collapse Burst Capacities
inches psi psi Gal.Ift. Cuft/ft. Bbl.Ift.

2 3/8" 4.7# N-80 tbg 1.995 11,780 11,200 0.1624 0.0217 0.0039
5.5" 20# P-110 4.778 11,100 12 ,640 0.9764 0.1305 0.0232
9.625" 36# J-55 8.921 2020 3520 3.247 0.4340 0.0773
Annular Capacities

2.375" tbg. X 5 ½" 17# csg 0.7463 0.0998 0.0178
5.5" csg X 9 5/8" 36# csg 2.0128 0.2691 0.0479
5.5" csg X 7.875 borehole 1.2960 0.1733 0.0309
9 5/8" csg X 12 1/4" borehole 2.3428 0.3132 0.0558

GEOLOGICINFORMATION:

Fm Name MD

Top Wasatch 1993

Top Mesaverde 3139

Top Castlegate 5071

Top Mancos 5231

BMSW Elevation ~3750'

RECEIVED: May. 19,



RECEIVED: May. 19, 2016

PERFORATIONS: 
 

Zone Name Date MD Top (ft) MD Base (ft) Shot Density 
(SPF) 

     
 3/4/14 CIBP @ 8900’ capped with cmt @ 8865’ 

 
Dakota 4/28/05 8923 8928 3 
  CBP @ 8960  
Cedar Mountain 4/25/05 8989 8994 3 
  CIBP @ 9005 (1/3/13) 

CBP @ 9027 
 

Morrison 4/22/05 9211 9216 3 
  CBP @ 9247  
Entrada 4/20/05 9626 9629 3 
  CBP @ 9690  
Entrada 4/18/05 9701 9704 3 
  CBP @ 9714  
Entrada 3/30/05 9766 9769 3 
  CBP @ 9755  
Wingate 3/15/05 10132 10142 6 
  5 ½” tension pkr (fish) @ 10,308  
     
     
    
     

 
 
 
Relevant History: 

• 2/28/05: Drlg TD well 
• 3/18/05: Perforate 10132’-10142’, no recordable gas or pressure (rolled hole several times w/ N2) 
• 3/22/05: Frac stage 1 perfs 
• 3/24/05: Move up to next zone, Entrada 
• 3/30/05: Frac stage 2 w/ 472 2% KCl, 139 tons CO2, 93,000# 20/40 TLC,  
• 3/31/05: cleaned out w/ N2 
• 4/1/05: Test w/ draeger tube, CO2= 6%.  Cleanout again with N2  
• 4/2/05: clean out again w/ N2 
• 4/5/05: Set CBP @ 9755’; Test whatever interval is already above 9755’ 
• 4/18/05: Set CBP @ 9714’.  Perforate 9701-9704,  
• 4/19/05.  TIH and set packer @ 9688’.  Pump 70 bbl DFIT down tbg.  Flowback well overnight 
• 4/20/05: set CBP @ 9690’.  Perforate 9626’ – 9629’, notes about taking gas sample that night 
• 4/21/05: TIH and set packer @ 9605’.  Breakdown perfs, ISIP = 0.  Swab well over night. 
• 4/22/05: Set CBP @ 9247’, perf 9211’-9216’.  TIH and set packer @ 9196’. 
• 4/23/05: Breakdown perfs & pump 29 bbls DFIT.  Swab well over night.  Caught gas sample for 

analysis 
• 4/25/05: POOH w/ pkr.  Set CBP @ 9027’, perf 8989-8994’ 
• 4/26/05: TIH and set pkr @ 8977’.  Broke down perfs.  Swab well over night 
• 4/27/05: take cedar mountain gas sample.  POOH w/ pkr.   
• 4/28/05: set CBP @ 8960’.  Perforate 8923-8928.  TIH set pkr @ 8877’, breakdown perfs.  Swab 

well.  Trace of condensate.   
• 5/9/05:  Frac perfs 8923’-8928’ w/ 67 tons CO2, 31,000# 20/40 (screenout); flowback overnight to pit 
• 5/16-24/05: RIH w/ tbg and cleanout well to right above CBP @ 8960’ with foam unit.  Landed tbg @ 

8911’. 

Sundry Number: 71910 API Well Number: 43019314160000Sundry Number: 71910 API Well Number: 43019314160000

PERFORATIONS:

Zone Name Date MD Top (ft) MD Base (ft) Shot Density
(SPF)

3/4/14 CIBP @8900' capped with cmt @8865'

Dakota 4/28/05 8923 8928 3
CBP @8960

Cedar Mountain 4/25/05 8989 8994 3
CIBP @9005 (1/3/13)

CBP @9027
Morrison 4/22/05 9211 9216 3

CBP @9247
Entrada 4/20/05 9626 9629 3

CBP @9690
Entrada 4/18/05 9701 9704 3

CBP @9714
Entrada 3/30/05 9766 9769 3

CBP @9755
Wingate 3/15/05 10132 10142 6

5 ½" tension pkr (fish) @ 10,308

Relevant History:
• 2/28/05: Drlg TD well
• 3/18/05: Perforate 10132'-10142', no recordable gas or pressure (rolled hole several times w/ N2)
• 3/22/05: Frac stage 1 perfs
• 3/24/05: Move up to next zone, Entrada
• 3/30/05: Frac stage 2 w/ 472 2% KCl, 139 tons CO2, 93,000# 20/40 TLC,
• 3/31/05: cleaned out w/ N2
• 4/1/05: Test w/ draeger tube, CO2= 6%. Cleanout again with N2
• 4/2/05: clean out again w/ N2
• 4/5/05: Set CBP @9755'; Test whatever interval is already above 9755'
• 4/18/05: Set CBP @9714'. Perforate 9701-9704,
• 4/19/05. TIH and set packer @9688'. Pump 70 bbl DFIT down tbg. Flowback well overnight
• 4/20/05: set CBP @9690'. Perforate 9626' - 9629', notes about taking gas sample that night
• 4/21/05: TIH and set packer @9605'. Breakdown perfs, ISIP = 0. Swab well over night.
• 4/22/05: Set CBP @9247', perf 9211'-9216'. TIH and set packer @9196'.
• 4/23/05: Breakdown perfs & pump 29 bbls DFIT. Swab well over night. Caught gas sample for

analysis
• 4/25/05: POOH w/ pkr. Set CBP @9027', perf 8989-8994'
• 4/26/05: TIH and set pkr @8977'. Broke down perfs. Swab well over night
• 4/27/05: take cedar mountain gas sample. POOH w/ pkr.
• 4/28/05: set CBP @8960'. Perforate 8923-8928. TIH set pkr @8877', breakdown perfs. Swab

well. Trace of condensate.
• 5/9/05: Frac perfs 8923'-8928' w/ 67 tons CO2, 31,000# 20/40 (screenout); flowback overnight to pit
• 5/16-24/05: RIH w/ tbg and cleanout well to right above CBP @8960' with foam unit. Landed tbg @

8911'.
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Sundry Number: 71910 API Well Number: 43019314160000
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• 12/20/06: Stewart Petroleum acquired well from Bill Barrett 
• 11/17/09: Put well back on production 
• 1/3/13: Installed a CIBP @ 9005’. 
• 12/1/13: Anadarko takes over ownership of well. 
• 3/4/14: R/U Casedhole WL and ran a gauge ring to 8915’.  RIH and set a CIBP @ 8900’.  Dump 

bailed 8 sxs cmt on top (TOC @ 8865’).  Ran a temp survey from 8835’ to surface.  Ran a RCBL w/ 
1000 psi on well.  L/D tbg. 

• 3/5/14:  RU stinger and psi test csg to 8800 psi for 30 min, no leaks.  UDOGM Rep Dave Hackford 
witnessed test. 

 
 
GENERAL 

• H2S MAY BE PRESENT.  CHECK FOR H2S AND TAKE APPROPRIATE PRECAUTIONS. 
• CEMENT QUANTITIES BELOW ASSUME NEAT CLASS G, YIELD 1.145 CUFT./SX.  IF A DIFFERENT 

PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR CORRECTING QUANTITIES TO 
YIELD THE STATED SLURRY VOLUME.  WHEN SQUEEZING, INCLUDE 10% EXCESS PER 1000’ OF 
DEPTH. 

• TREATED FRESH WATER WILL BE PLACED BETWEEN ALL PLUGS INSTEAD OF BRINE. 
• ALL DISPLACEMENT FLUID SHALL CONTAIN CORROSION INHIBITOR AND BIOCIDE.  PREMIX 5 

GALLONS PER 100 BBLS FLUID. 
• NOTIFY APPROPRIATE AGENCY 48 HOURS BEFORE MOVING ON LOCATION. 

 
 
PROCEDURE 
Note: Approx. 160 sxs Class “G” cement needed for procedure & (4) 5 1/2” 20# CICR  
Note: A Gyro has not been run on this well as far as I can tell. 
Note:  There is a CIBP 8900’ (capped w/ 8 sxs of cmt, 10/24/2014; TOC @ 8865’)   
 

1. No Gyro has been run on the well, but I don’t think one is needed. 
 
2. MIRU.  KILL WELL AS NEEDED.  ND WH, NU AND TEST BOPE. 
 
3. PRESSURE TEST CASING.  RIH WITH WIRELINE AND PERFORATE CASING FOR FOLLOWING SQUEEZE 

WORK @ 5331’, 3850’, 2093’, 1178’, & 100’ (THE TOC IN THE 5 ½” IS @ 7200’). 
 

4. P/U WORK STRING AND RIH AND VERIFY TOC @ ±8865’ FROM 3/4/2014’. 
 

5. PLUG #1, ISOLATE PERFORATIONS (8923’-10,142’):  THERE IS AN EXISTING CIBP @ 8900’ ONLY 
CAPPED WITH ±35’ OF CMT.  PUH 10’, BRK CIRC W/ TREATED FRESH WATER AND CIRCULATE 
ENTIRE HOLE.  SET A ±74’ CEMENT BALANCED PLUG (8 SXS, 9.16 CUFT, 1.63 BBLS) ON TOP OF 
CMT AND CIBP.  TOC @ ±8791’).  POOH.  PU A CICR AND RIH. 
 

6. PLUG #2, PROTECT TOP OF MANCOS (5231’) & CASTLEGATE (5071’):  TIH TO 5281 AND SET CICR 
(THERE IS A PERF @ 5331’).  BASED ON A 8” OPENHOLE, FROM CALIPER LOG, AND A 40% CMT 
EXCESS TO GET CMT ABOVE 4971 IN BOTH THE ANNULUS AND INSIDE THE 5 ½”, PUMP (107 SXS 
/ 122.5 CUFT / 21.8 BBL) BELOW THE CICR; UNSTING AND PUMP A (34 SXS / 38.9 CUFT / 6.9 
BBL) BALANCED CEMENT PLUG ABOVE THE CICR FROM 5281-4968’ (313’ COVERAGE). POOH.  PU 
A CICR AND RIH. 
 

7. PLUG #3, PROTECT TOP OF BMSW (3750’) & MV (3139’):  TIH TO 3800’ AND SET CICR (THERE IS A 
PERF @ 3850’).  BASED ON A 9” OPENHOLE, FROM CALIPER LOG, AND A 40% CMT EXCESS TO GET 
CMT ABOVE 3039 IN BOTH THE ANNULUS AND INSIDE THE 5 ½”, PUMP (284 SXS / 325.2 CUFT / 
57.9 BBL) BELOW THE CICR; UNSTING AND PUMP A (17 SXS / 19.5 CUFT / 3.479 BBL) BALANCED 
CEMENT PLUG ABOVE THE CICR FROM 3800-3644’ (156’ COVERAGE).  PUH TO 3239 AND PUMP A 
(22 SXS / 25.2 CUFT / 4.49 BBL) BALANCED CEMENT PLUG FROM 3239-3037’ (202’ COVERAGE).  
POOH.  PU A CICR AND RIH. 
 

8. PLUG #4, PROTECT TOP OF WASATCH (1993’):  TIH TO 2043 AND SET CICR (THERE IS A PERF @ 
2093’).  BASED ON A 8 1/2” OPENHOLE, FROM CALIPER LOG, AND A 40% CMT EXCESS TO GET 
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CMT ABOVE 1893 IN BOTH THE ANNULUS AND INSIDE THE 5 ½”, PUMP (62 SXS / 71.0 CUFT / 
12.6 BBL) BELOW THE CICR; UNSTING AND PUMP A (17 SXS / 19.5 CUFT / 3.47 BBL) BALANCED 
CEMENT PLUG ABOVE THE CICR FROM 2043-1887’ (156’ COVERAGE). POOH.  PU A CICR AND RIH. 

 
9. PLUG #5, CEMENT SURFACE CASING SHOE (1128’):  TIH TO 1128 AND SET CICR (THERE IS A PERF 

@ 1178’).  BASED ON A 9” OPENHOLE, FROM CALIPER LOG, AND A 40% CMT EXCESS (JUST IN 
OPEN HOLE PART) TO GET CMT ABOVE 1078 IN BOTH THE ANNULUS AND INSIDE THE 5 ½”, PUMP 
(35 SXS / 40.1 CUFT / 7.1 BBL) BELOW THE CICR; UNSTING AND PUMP A (6 SXS / 6.9 CUFT / 1.22 
BBL) BALANCED CEMENT PLUG ABOVE THE CICR FROM 1128-1073’ (55’ COVERAGE). POOH.  
 

10. PLUG #6, FILL SURFACE HOLE & ANNULUS: WITH PERF HOLE @ 100’, PUMP A MIN OF (35 SXS / 
40.1 CUFT / 7.1 BBLS) OR SUFFICIENT VOLUME TO FILL 5 ½” CASING AND 5.5” X 9.625” ANNULUS 
F/ 100’ TO SURFACE. 
 

11. CUT OFF WELLHEAD AND INSTALL MARKER PER REGULATIONS. 
 

12. RDMO. TURN OVER TO OPERATIONS FOR SURFACE REHAB.  SURFACE RECLAMATION TO BE 
PERFORMED IN ACCORDANCE TO REGULATIONS. 
 

 
RBM 5/17/16 

Sundry Number: 71910 API Well Number: 43019314160000Sundry Number: 71910 API Well Number: 43019314160000

CMT ABOVE1893 IN BOTHTHE ANNULUSAND INSIDE THE 5 ½", PUMP (62 SXS/ 71.0 CUFT/
12.6 BBL) BELOWTHE CICR; UNSTINGAND PUMP A (17 SXS/ 19.5 CUFT/3.47 BBL) BALANCED
CEMENT PLUG ABOVETHE CICR FROM 2043-188T (156' COVERAGE).POOH. PU A CICR AND RIH.

9. PLUG #5, CEMENT SURFACE CASINGSHOE (1128'): TlH TO 1128 AND SET CICR (THERE IS A PERF
@ 1178'). BASED ON A9" OPENHOLE, FROM CALIPER LOG,AND A40% CMT EXCESS (JUST IN
OPEN HOLE PART)TO GET CMT ABOVE1078 IN BOTHTHE ANNULUSAND INSIDE THE 5 ½", PUMP
(35 SXS / 40.1 CUFT/ 7.1 BBL) BELOWTHE CICR; UNSTING AND PUMP A (6 SXS / 6.9 CUFT/ 1.22
BBL) BALANCEDCEMENT PLUG ABOVETHE CICR FROM 1128-1073' (55' COVERAGE).POOH.

10. PLUG #6, FILL SURFACE HOLE & ANNULUS: WITH PERF HOLE @ 100', PUMP A MIN OF (35 SXS /
40.1 CUFT/ 7.1 BBLS) OR SUFFICIENTVOLUMETO FILL5 ½" CASINGAND 5.5" X 9.625" ANNULUS
F/ 100' TO SURFACE.

11. CUTOFF WELLHEADAND INSTALLMARKERPER REGULATIONS.

12. RDMO. TURN OVER TO OPERATIONS FOR SURFACE REHAB. SURFACE RECLAMATIONTO BE
PERFORMED INACCORDANCETO REGULATIONS.

RBM 5/17/16

RECEIVED: May. 19,

Sundry Number: 71910 API Well Number: 43019314160000

CMT ABOVE1893 IN BOTHTHE ANNULUSAND INSIDE THE 5 ½", PUMP (62 SXS/ 71.0 CUFT/
12.6 BBL) BELOWTHE CICR; UNSTINGAND PUMP A (17 SXS/ 19.5 CUFT/3.47 BBL) BALANCED
CEMENT PLUG ABOVETHE CICR FROM 2043-188T (156' COVERAGE).POOH. PU A CICR AND RIH.

9. PLUG #5, CEMENT SURFACE CASINGSHOE (1128'): TlH TO 1128 AND SET CICR (THERE IS A PERF
@ 1178'). BASED ON A9" OPENHOLE, FROM CALIPER LOG,AND A40% CMT EXCESS (JUST IN
OPEN HOLE PART)TO GET CMT ABOVE1078 IN BOTHTHE ANNULUSAND INSIDE THE 5 ½", PUMP
(35 SXS / 40.1 CUFT/ 7.1 BBL) BELOWTHE CICR; UNSTING AND PUMP A (6 SXS / 6.9 CUFT/ 1.22
BBL) BALANCEDCEMENT PLUG ABOVETHE CICR FROM 1128-1073' (55' COVERAGE).POOH.

10. PLUG #6, FILL SURFACE HOLE & ANNULUS: WITH PERF HOLE @ 100', PUMP A MIN OF (35 SXS /
40.1 CUFT/ 7.1 BBLS) OR SUFFICIENTVOLUMETO FILL5 ½" CASINGAND 5.5" X 9.625" ANNULUS
F/ 100' TO SURFACE.

11. CUTOFF WELLHEADAND INSTALLMARKERPER REGULATIONS.

12. RDMO. TURN OVER TO OPERATIONS FOR SURFACE REHAB. SURFACE RECLAMATIONTO BE
PERFORMED INACCORDANCETO REGULATIONS.

RBM 5/17/16

RECEIVED: May. 19,

Sundry Number: 71910 API Well Number: 43019314160000

CMT ABOVE1893 IN BOTHTHE ANNULUSAND INSIDE THE 5 ½", PUMP (62 SXS/ 71.0 CUFT/
12.6 BBL) BELOWTHE CICR; UNSTINGAND PUMP A (17 SXS/ 19.5 CUFT/3.47 BBL) BALANCED
CEMENT PLUG ABOVETHE CICR FROM 2043-188T (156' COVERAGE).POOH. PU A CICR AND RIH.

9. PLUG #5, CEMENT SURFACE CASINGSHOE (1128'): TlH TO 1128 AND SET CICR (THERE IS A PERF
@ 1178'). BASED ON A9" OPENHOLE, FROM CALIPER LOG,AND A40% CMT EXCESS (JUST IN
OPEN HOLE PART)TO GET CMT ABOVE1078 IN BOTHTHE ANNULUSAND INSIDE THE 5 ½", PUMP
(35 SXS / 40.1 CUFT/ 7.1 BBL) BELOWTHE CICR; UNSTING AND PUMP A (6 SXS / 6.9 CUFT/ 1.22
BBL) BALANCEDCEMENT PLUG ABOVETHE CICR FROM 1128-1073' (55' COVERAGE).POOH.

10. PLUG #6, FILL SURFACE HOLE & ANNULUS: WITH PERF HOLE @ 100', PUMP A MIN OF (35 SXS /
40.1 CUFT/ 7.1 BBLS) OR SUFFICIENTVOLUMETO FILL5 ½" CASINGAND 5.5" X 9.625" ANNULUS
F/ 100' TO SURFACE.

11. CUTOFF WELLHEADAND INSTALLMARKERPER REGULATIONS.

12. RDMO. TURN OVER TO OPERATIONS FOR SURFACE REHAB. SURFACE RECLAMATIONTO BE
PERFORMED INACCORDANCETO REGULATIONS.

RBM 5/17/16

RECEIVED: May. 19,



ANi\llM,,\O E&P ONSHORE LLC 

May 20,2016 

State of Utah 
Division of Oil, Gas and Mining 
1594 West North Temple 
Ste.1210 
Salt Lake City, UT 84116 

ATTENTION: Dustin Doucet 
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RE: Extended Shut-in and Temporarily Abandoned Well Requirements for Fee or State Leases- UDOGM 

letter dated April 21. 2016 

Dear Mr. Doucet, 

We are in receipt of your letter dated April 21, 2016 regarding the four State Lease wells that are in non­
compliance with R649-3-36-1. The four State Lease wells were identified in the letter as the Cedar Camp 1-1-
16-22,"~edar Camp 1-6-~ Three Pines 14-17-16-23 and Kelly Canyon 10-8-16-22. Sundry notices have been 
filed requesting UDOGM's approval to plug and abandon for all four wells. The Kelly Canyon 10-8-16-22 and 
Three Pines 14-17-16-23 previously received UDOGM approval for P&A operations while the two Cedar Camp 
wells currently have P&A notice of intent sundry notices pending UDOGM approval. Kerr-McGee intends to plug 
all four wells starting in August of 2016 and plan to finish by November 2016. If plans and/or timelines change 
UDOGM will be notified immediately. 

Should you have any additional questions or concerns, please don't hesitate to contact me at (435) 781-9749 
or via email atcandice.barber@anadarko.com. 

Sincerely, 

Candice Barber 
Anadarko-Regulatory Affairs 

A SUBSiDIARY OF ANAO .. ~RK() PETROLEUM CORPORATION 

ANADMXo E&P ONSHORE LLO tr> rs E 1800 - DENva O 0202

7/030 E&P Onshore LLC

May 20, 2016

State of Utah
Division of Oil, Gas and Mining
1594 West North Temple
Ste. 1210
Salt Lake City, UT84116

ATTENTION: Dustin Doucet 23 E
RE: Extended Shut-in and Temporarily Abandoned Well Requirements for Fee or State Leases- UDOGM

letter dated April 21, 2016

Dear Mr. Doucet,

We are in receipt of your letter dated April 21, 2016 regarding the four State Lease wells that are in non-
compliance with R649-3-36-1. The four State Lease wells were identified in the letter as the Cedar Camp 1-1-
16-22, gedarCamp 1-6-16¶ Three Pines 14-17-16-23 and KellyCanyon 10-8-16-22. Sundry notices have been
filed requesting UDOGM's approval to plug and abandon for all four wells. The Kelly Canyon 10-8-16-22 and
Three Pines 14-17-16-23 previously received UDOGM approval for P&A operations while the two Cedar Camp
wells currently have P&Anotice of intent sundry notices pending UDOGM approval. Kerr-McGee intends to plug
all four wells starting in August of 2016 and plan to finish by November 2016. If plans and/or timelines change
UDOGM will be notified immediately.

Should you have any additional questions or concerns, please don't hesitate to contact me at (435) 781-9749
or via email at candice.barber@anadarko.com.

Sincerely,

Candice Barber
Anadarko-Regulatory Affairs

A SuesiolARY OF ANADARKo PETROLEUM

ANADMXo E&P ONSHORE LLO tr> rs E 1800 - DENva O 0202

7/030 E&P Onshore LLC

May 20, 2016

State of Utah
Division of Oil, Gas and Mining
1594 West North Temple
Ste. 1210
Salt Lake City, UT84116

ATTENTION: Dustin Doucet 23 E
RE: Extended Shut-in and Temporarily Abandoned Well Requirements for Fee or State Leases- UDOGM

letter dated April 21, 2016

Dear Mr. Doucet,

We are in receipt of your letter dated April 21, 2016 regarding the four State Lease wells that are in non-
compliance with R649-3-36-1. The four State Lease wells were identified in the letter as the Cedar Camp 1-1-
16-22, gedarCamp 1-6-16¶ Three Pines 14-17-16-23 and KellyCanyon 10-8-16-22. Sundry notices have been
filed requesting UDOGM's approval to plug and abandon for all four wells. The Kelly Canyon 10-8-16-22 and
Three Pines 14-17-16-23 previously received UDOGM approval for P&A operations while the two Cedar Camp
wells currently have P&Anotice of intent sundry notices pending UDOGM approval. Kerr-McGee intends to plug
all four wells starting in August of 2016 and plan to finish by November 2016. If plans and/or timelines change
UDOGM will be notified immediately.

Should you have any additional questions or concerns, please don't hesitate to contact me at (435) 781-9749
or via email at candice.barber@anadarko.com.

Sincerely,

Candice Barber
Anadarko-Regulatory Affairs

A SuesiolARY OF ANADARKo PETROLEUM



RECEIVED: Sep. 14, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46113 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CEDAR CAMP 1-6-16-23 

2. NAME OF OPERATOR:
 ANADARKO E&P ONSHORE, LLC

9. API NUMBER:
 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 , Denver, CO, 80217 720 929-6456  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0647 FNL 0465 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /7 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Anadarko E&P Onshore, LLC has plugged and abandoned the Cedar
Camp 1-6-16-23 well on 09/07/2016. Please see the attached

operations summary report for details. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Kristina Geno 720 929-6824

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 9 /14 /2016

September 16, 2016

Sundry Number: 74415 API Well Number: 43019314160000Sundry Number: 74415 API Well Number: 43019314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46113

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CEDAR CAMP 1-6-16-23

2. NAME OF OPERATOR: 9. API NUMBER:
ANADARKOE&P ONSHORE, LLC 43019314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 , Denver, CO, 80217 720 929-6456 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0647 FNL 0465 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 06 Township: 16.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/7/20 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Anadarko E&P Onshore, LLC has plugged and abandoned the Cedar Accepted by the
Camp 1-6-16-23 well on 09/07/2016. Please see the attached Utah Division of

operations summary report for details. Thank you. Oil, Gas and Mining

FOR RECORD ONLY
September 16, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristina Geno 720 929-6824 Regulatory Analyst

SIGNATURE DATE
N/A 9/14/2016

RECEIVED: Sep. 14,



RECEIVED: Sep. 14, 2016

US ROCKIES REGION

Operation Summary Report

Well: CEDAR CAMP 1-6-16-23 Spud date: 2/15/2005

Project: UTAH-GRAND Site: CEDAR CAMP 1-6-16-23 Rig name no.: MILES 4/4

Event: ABANDONMENT End date: 9/7/2016Start date: 9/1/2016

Active datum: RKB @7,660.00usft (above Mean Sea 

Level)

UWI: CEDAR CAMP 1-6-16-23

     Time     

Start-End

MD from

(usft)

Code Sub 

Code

P/U OperationPhaseDuration

(hr)

Date

9/1/2016 ABANDP 30 A P MIRU SICP 0, ND WH NU BOPS RU FLOOR.4.5014:3010:00 -

ABANDP 31 I P TALLY & PU N/C & 100 JTS 23/8 EOT @ 3172' SWI 

SDFWE.

2.5017:0014:30 -

9/5/2016 ABANDP 48 P HSM PICKING UP TBG OFF FLOAT.0.50 8:00 7:30 -

ABANDP 31 I P SICP 0, PU REM 180 JTS TBG TAG CMT @ 8919 ', 

L/D 1 JT EOT @ 8913',RU DISPL WTR F/ WELL W/ 

182 BBLS TREATED T-MAC.TEST CSG TO 500 PSI 

OK.

4.0012:00 8:00 -

ABANDP 51 D P PUMPED 4.3 BBLS T-MAC, 3.1 BBLS 15 SKS G CMT, 

1 BBL FRESH, DISPL W/ 32.9 BBLS T-MAC.

0.5012:3012:00 -

ABANDP 31 I P L/D 110 JTS TBG, POOH W/ 169 JTS3.0015:3012:30 -

ABANDP 37 B P RU RIH PERF CSG @ 5331' POOH FILL HOLE W/ 23 

BBLS PRESSURED UP TO 500 NO INJECTION.

0.5016:0015:30 -

ABANDP 31 I P RIH W/ N/C &  JTS SWI SDFN.1.0017:0016:00 -

-

9/6/2016 -

ABANDP 48 P HSM, TRIPPING TBG F/ DERICK.0.50 8:00 7:30 -

ABANDP 31 I P RIH W/ REM TBG TO EOT @ 5381' RU PUMPED 4.3 

BBLS FRESH, 9.1 BBLS 45 SKS 15.8# 1.15 YEILD 

CMT, 1 BBL FRESH, DISPL W/ 18.1 BBLS T-MAC. L/D 

50 JTS POOH 119 JTS RU WL,RIH PERF CSG @ 

3850'.POOH TRY TO INJECT PRESSURED TO 500, 

RIH W/ N/C & 122 JTS EOT @ 3890'.PUMPED 4.3 

BBLS FRESH, 18.8 BBLS 92 SKS 15.8# 1.15 YEILD 

G CMT, 1 BBL FRESH, DISPL W/ 10.5 BBLS T-MAC, 

L/D 58 JTS, POOH 64 JTS RIH PERF CSG @ 2093', 

GOT INJ RATE OF 1.9 BPM @ 650 PSI, PU RIH W/ 

51/2 RET & 64 JTS SET RET @ 2050' GOT INJ RATE, 

PUMPED 3 FRESH, 16.2 BBLS 79 SKS 15.8# 1.15 

YEILD G CMT, 1 FRESH, 3.4 BBLS T-MAC, STING 

OUT OF RET, 62 SKS UNDER, DISPL W/ 2.8 BBLS 

T-MAC, LEFT 17 SKS ON TOP. L/D 29 JTS POOH W/ 

35 JTS. RU RIH PERF CSG @ 1176'. GOT INJ 2.2 BPM 

@ 10 PSI. SWI SDFN.

9.5017:30 8:00 -

9/7/2016 ABANDP 48 P HSM, WORKING W/ CMT CREW & RUNNING CICR.0.50 8:00 7:30 -

ABANDP 31 I P WELL ON VAC, RIH W/ 51/2 CICR & 35 JTS TBG SET 

RET @ 1131', PUMPED 3 BBLS FRESH, 8.4 BBLS 41 

SKS 15.8# 1.15 YEILD G CMT W/ CACL, DISP W/ 2.2 

BBL;S T-MAC UNSTING F/ RET 35 SKS BELOW 6 

SKS ON TOP OF RET, L/D 35 JTS, RIH PERF CSG @ 

100' ATTEMPT TO CIRC DWN 51/2 & UP 95/8,23 

BBLS GOOD CIRC, ND BOPS INSTALLED TBG 

HANGER, RIGGED DWN RIG, FILL 51/2 & UP 95/8 W/ 

70 SKS CMT DIG & CUT OFF WELL HEAD. TOP UP 

51/2 & 95/8 W/ 2 BUCKETS FULL. WELD ON PLATE 

P&A COMPLETE.

4.0012:00 8:00 -

9/14/2016  3:04:13PM 1

Sundry Number: 74415 API Well Number: 43019314160000Sundry Number: 74415 API Well Number: 43019314160000

US ROCKIES REGION

Operation Summary Report

Well: CEDAR CAMP 1-6-16-23 Spud date: 2/15/2005

Project: UTAH-GRAND Site: CEDAR CAMP 1-6-16-23 Rig name no.: MILES 4/4

Event: ABANDONMENT Start date: 9/1/2016 End date: 9/7/2016

Active datum: RKB @7,660.OOusft (above Mean Sea UWl: CEDAR CAMP 1-6-16-23

Level)

Date Time Duration Phase Code Sub P/U MD from Operation
Start-End (hr) Code (usft)

9/1/2016 10:00 - 14:30 4.50 ABANDP 30 A P MIRU SICP0, ND WH NU BOPS RU FLOOR.
14:30 - 17:00 2.50 ABANDP 31 I P TALLY& PU N/C & 100 JTS 23/8 EOT @ 3172' SWI

SDFWE.
9/5/2016 7:30 - 8:00 0.50 ABANDP 48 P HSM PICKING UP TBG OFF FLOAT.

8:00 - 12:00 4.00 ABANDP 31 I P SICP 0, PU REM 180 JTS TBG TAG CMT @8919 ',
L/D 1 JT EOT @8913',RU DISPL WTR Fl WELL W/
182 BBLS TREATED T-MAC.TEST CSG TO 500 PSI
OK.

12:00 - 12:30 0.50 ABANDP 51 D P PUMPED 4.3 BBLS T-MAC, 3.1 BBLS 15 SKS G CMT,
1 BBL FRESH, DISPL W/ 32.9 BBLS T-MAC.

12:30 - 15:30 3.00 ABANDP 31 I P L/D 110 JTS TBG, POOH W/ 169 JTS
15:30 - 16:00 0.50 ABANDP 37 B P RU RIH PERF CSG @5331' POOH FILL HOLE Wl23

BBLS PRESSURED UP TO 500 NO INJECTION.
16:00 - 17:00 1.00 ABANDP 31 I P RIH W/ N/C & JTS SWI SDFN.

9/6/2016
7:30 - 8:00 0.50 ABANDP 48 P HSM, TRIPPING TBG F/ DERICK.
8:00 - 17:30 9.50 ABANDP 31 I P RIH W/ REM TBG TO EOT @ 5381' RU PUMPED 4.3

BBLS FRESH, 9.1 BBLS 45 SKS 15.8#1.15 YEILD
CMT, 1 BBL FRESH, DISPL W/ 18.1 BBLS T-MAC. L/D
50 JTS POOH 119 JTS RU WL,RIH PERF CSG @
3850'.POOH TRY TO INJECT PRESSURED TO 500,
RIH W/ N/C & 122 JTS EOT @3890'.PUMPED 4.3
BBLSFRESH,18.8BBLS92SKS15.8#1.15YEILD
G CMT, 1 BBL FRESH, DISPL W/ 10.5 BBLS T-MAC,
L/D 58 JTS, POOH 64 JTS RIH PERF CSG @2093',
GOT INJ RATE OF 1.9 BPM @650 PSI, PU RIH W/
51/2 RET & 64 JTS SET RET @2050' GOT INJ RATE,
PUMPED 3 FRESH, 16.2 BBLS 79 SKS 15.8#1.15
YEILD G CMT, 1 FRESH, 3.4 BBLST-MAC, STING
OUT OF RET, 62 SKS UNDER, DISPL W/ 2.8 BBLS
T-MAC, LEFT 17 SKS ON TOP. L/D 29 JTS POOH W/
35 JTS. RU RIH PERF CSG @ 1176'. GOT INJ 2.2 BPM

@ 10 PSI. SWI SDFN.
9/7/2016 7:30 - 8:00 0.50 ABANDP 48 P HSM, WORKING W/ CMT CREW& RUNNING CICR.

8:00 - 12:00 4.00 ABANDP 31 I P WELL ON VAC, RIH W/ 51/2 CICR & 35 JTS TBG SET
RET @ 1131', PUMPED 3 BBLS FRESH, 8.4 BBLS 41
SKS 15.8#1.15 YEILD G CMT W/ CACL, DISP W/ 2.2
BBL;S T-MAC UNSTING Fl RET 35 SKS BELOW6
SKS ON TOP OF RET, L/D 35 JTS, RIH PERF CSG @
100' ATTEMPT TO CIRC DWN 51/2 & UP95/8,23
BBLS GOOD CIRC, ND BOPS INSTALLED TBG
HANGER, RIGGED DWN RIG, FILL51/2 & UP95/8 W/
70 SKS CMT DIG & CUT OFF WELL HEAD. TOP UP
51/2 & 95/8 Wl2 BUCKETS FULL. WELD ON PLATE
P&A COMPLETE.

9/14/2016 3:04:13PM 1

RECEIVED: Sep. 14,
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