
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Cane Creek Unit# 26-2 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-53624 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2615 FSL   2101 FWL NESW 26 25.0 S 19.0 E S 

Top of Uppermost Producing Zone 2615 FSL   2101 FWL NESW 26 25.0 S 19.0 E S 

At Total Depth 2615 FSL   2101 FWL NESW 26 25.0 S 19.0 E S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
783 

23. NUMBER OF ACRES IN DRILLING UNIT
1560 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

0 

26. PROPOSED DEPTH
MD: 7650     TVD: 7650 

27. ELEVATION - GROUND LEVEL

5653 

28. BOND NUMBER

CO-1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Cond  26  20  0 - 60  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 Surf  17.5  13.375  0 - 1500  54.5   J-55 ST&C  13.5  Type II  200  3.48  11.0

        Type II  193  1.8  13.5

 I1  12.25  9.625  0 - 4299  40.0   HCN-80 LT&C  15.8  Halliburton Light , Type Unknown  290  2.16  12.5

        Halliburton Premium , Type Unknown  255  1.23  15.8

 Prod  8.75  7  0 - 7650  29.0   HCN-80 LT&C  16.5  Halliburton Premium , Type Unknown  388  1.3  16.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924 

SIGNATURE DATE 05/02/2011 EMAIL Stephanie.Masters@fidelityepco.com 

API NUMBER ASSIGNED

    43019500110000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43019500110000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit#
26-2

2. TYPE OF WORK

DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I
3. FIELD OR WILDCAT

BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORA53E624 FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 7650 TVD: 7650
0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4299 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 290 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7650 29.0 HCN-80 LT&C 16.5 Halliburton Premium , Type Unknown 388 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP

DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/02/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL

43019500110000 I

Permit

API Well Number: 43019500110000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit#
26-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E624

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4299 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 290 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7650 29.0 HCN-80 LT&C 16.5 Halliburton Premium , Type Unknown 388 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/02/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500110000 I

Permit

API Well Number: 43019500110000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit#
26-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E624

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2101 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4299 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 290 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7650 29.0 HCN-80 LT&C 16.5 Halliburton Premium , Type Unknown 388 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/02/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500110000 I

Permit



API Well Number: 43019500110000

ONSHOREORDERNO.i FIDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#26-2 LeaseNo.UTU-53624
2615'FSLand2101' FWL
NESWSection26, T25S- R19E DRILLINGPROGRAM
GrandCounty,\Jtah Page1

ONSHOREDIL&GASORDERNO.1
ApprovalofOperationsonOnshore

Federaland IndianOliandGas Leases

Allleasearidlorunitoperationswillbeconductedinsuchamannerthatfullcornplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbefurnished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFALLGEOLOGICGROUPS,FORMATIONS,MEMBERS,ORZONES

Theestimatedtopsofimpoitantgeologicmarkersareas follows:

Formation MeasuredDepth Subsea

WingateSand Surface ---

Chinie 560' +5,119'

Moenkopí 1,004 +4,675'

Cutler . 1,412' +4,267'

HonakerTrail 2,766' +2,913'

Paradox 4,100' +1,579'

CaneCreekShale 7,439' -1,760'

T.D. 7,650' -1,971'

2. ESTIMATEDDEPTHANDTHICKNESSOFOIL,GAS,WATER&OTHERMINERALZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobeencounteredareas follows:

Substance Forma#on Depth Thicknees

Brine 1*Salt 4,304' 60'

Oil CaneCreek 7,439' . 60'

PER iTC0
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API Well Number: 43019500110000

ONSHOREORDERNO.1 FIDENTIAL,TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#26-2 Lease No.UTU-53624
2615' FSLand2101'FWL
NESWSection26,T25S- RiBE : DRILUNGPROGRAM
GrandCounty,Utah Page2

AIIfreshwater and prospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depthand willbe cased and cemented. Whenpossible,water flowrates willbe measuredand
sampleswillbetakenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgas shows
willbe testedtodeterminecommercialpotential.

3. SPEClFICATIONSFORBLOWOUTPREVENTIONEQUIPMENTANDDIVERTERSYSTEMS

FidelityExploration&ProductionCompany'sminimumspecificationsforpressurecontrolequipment
are as follows:

RamType: 10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2. Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conducted before
drillingthesurfacecasingshoe. Blowoutpreventercontrolswillbeinstalledpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned,Rampreventerswillbe
inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill
be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.Theseinspectionsshall
be recordedinthedrillinglogand inthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbetestedtoapprovedstackworkingpressure
if isolatedby test plugor to70 percentof intemalyieldpressureof casing, Pressure shallbe
maintainedforat least10minutesoruntilrequirementsoftestare met,whicheveris longer.Ifa test
plugisutilized,nobleed-offpressureisacceptable.Fora testnotutilizinga testplug,ifa declinein
pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohavefailed.
Valveoncasingheadbelowtestplugshallbe openduringtestofBOPstack.

Annulartypepreventers(ifused)shallbe testedto50percentofratedworkingpressure. Pressure
shallbe maintainedat least 10 minutesor untilprovisionsoftestare met,whicheveris longer.

Valvesshallbe testedfromworkingpressuresideduringBOPEtestswithalldownstreamvalves
open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

ABOPEpitleveldrillshallbeconductedweeklyforeachdrilling
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Valvesshallbe testedfromworkingpressuresideduringBOPEtestswithalldownstreamvalves
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TheBOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2 forequipmentandtestingrequirements,procedures,etc.,andindividualcomponentsshallbe
operableas designed.Chartrecordersshallbe usedforallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog. Test charts,with
individualtest resultsidentified,shallbe maintainedon locationwhiledrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. ThesizeandratingoftheBOPstackisshownontheattacheddiagram.Althougha righas
notbeenchosentodrillthiswell,mostoftheequipmentforthisdepthofholeinthearea use
a 13g10,000 psiworkingpressureblowoutpreventor.

b. Achokelineanda killlineare tobe properlyinstalled.Thekilllineis nottobe used as a
fill-upline,

c. The accumulatorsystemshallhave a pressurecapacitytoprovidefor repeatedoperationof
hydraulicpreventers,

d. Drillstringsafetyvalve(s),tofita_i_Itoolsinthedrillstring,are tobe maintainedontherigfloor
whiledrillingoperationsare inprogress.

4. PROPOSEDCASINGPROGRAM

a. Theproposedcasingand cementingprogramshallbe conductedas approvedto protect
and/orisolateallusablewaterzones,potentiallyproductivezones, lostcirculationzones,
abnormallypressuredzones,andanyprospectivelyvaluabledepositsof minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpdortouse. Thecasingsetting
depth shallbe calculatedtopositionthecasingseat oppositea competentformationwhich
willcontainthe maximumpressureto whichit willbe exposed duringnormaldrilling
operations.Determinationofcasingsettingdepthshallbe based on allrelevantfactors,
including;presencelabsenceof hydrocarbons;fracturegradients;usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsofusable watershallbe reported.
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b. Casingcollarsshallhavea minimumclearanceof0.422inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescanbe grantedforjustifiedexceptions.

c. Allwaitingoncementtimesshallbeadequatetoachievea minimumof500psicompressive
strengthat thecasingshoepriortodrillingout.

d. Allcasingexcepttheconductorcasing,shallbeneworreconditionedandtestedusedcasing
thatmeetsorexceedsAPIstandardsfornewcasing.

e. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimanycementjob
or byremedialcementing.

f. Allindicationsofusablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersarerequested,whicheveroccursfirst.

g. . Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
onecentralizerperjointstartingwiththeshoejoint.

h. Topplugtshallbe usedtoreducecontaminationofcementbydisplacementfluid.Abottom
plugor other acceptabletechnique,such as a suitable preflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecement fromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

i. Allcasingstringsbelowtheconductorshallbe pressuretestedto0.22 psiperfootofcasing
stringlengthor1500psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
intemalyield.Ifpressuredeclinesmorethan10percentin30 minutes,correctiveactionshall
be taken.

J. Onallexploratorywe!\s,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeachcasing shoe shallbe performed.Formationat the
shoeshallbe testedtoa minimumofthemudweightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthorat totaldepthofthewell.Thistestshallbe
performedbeforedrillingmorethan20 feetofnew
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k. Theproposedcasingprogramwillbe asfollows:

Purpose Depth HoleSize 0,D. Weight Grade Type New/Used

Conductor O'-60' 26" 20" --- --- --- New

Surface 0'-1,500' 17-1/2" 13-3/8" 54.5#. J-55 ST&C New

Intermediate O'- 4,299' 12-1/4" 9-5/8" 40# HCL-80 LT&C New

Production O'-7,650' 8-3/4" 7" 29# HCL-80 LT&C New

Purpose Collapse Burst Tensile

Surface 1130 2730 514

Intermediate 4230 5750 837

Production 8530 . 11220 797

* Casingdesignsubjecttochange,pendingmaterialavailabilityand cost. Ifmudweight
exceeds9.5 ppgon surfaceor intermediatetiole,or 18.0ppgat TD,casingdesignmaybe
altered.Tackweldfloatshoetosurfacecasing. Strapweldfirstcasingjointandthebottom
ofthecollarofthesecondjointonsurfaceand intermediatestringsofcasing. Cleananddrift
allstringsofcasing priorto running.Removeallthreadsealant(Kindex)priorto running.
Unloadallcasingand tubingstringswitha forklift.

PEIL
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5. PROPOSEDCEMENTINGPROGRAM

a. Thecementprogramwillbe as follows:

Surface TypeandAmount

TOC@Surface Lead:200sxSanJuan PRBll,3.48ft3/sk,11ppg.
Tail:193 sx SanJuan PRBll,1.80ft3/sk,13.5 ppg.

Intermediate Typeand Amount

TOC@Surface Lead: 290 sx HalliburtonLightPremium,0.8% HaladR-322(LowFluidLoss
Control),0.2%WG-17(AdditiveMaterial),0.125lbm/skPoly-E-Flake(Lost
CirculationAdditive),0.2% HR-5(Retarder),15%Salt,2.16ft3/sk,12,5ppg.
Tail:255sxPremiumCement,94lbm/skPremiumCement,0.6%HaladR-413
(LowFluidLossControl),0.3%SuperCBL(GasMigrationControl),0.45%HR-
5 (Retarder),418%Salt,0.3%D-AIR3000(Defoamer),0.3%Versaset
(ThixotropicAdditive),1.23ft3/sk,15,8(bm/gal.

Production TypeandAmount

TOC@4,099' 388 sx PremiumCement,94 Ibm/skPremiumCement,15%Salt,0.6%
HaladR-413(LowFluidLossControl),0.2%HaladR-344(LowFluidLoss
Control),0.2%SuperCBL(Expander),0.4% D-AIR3000 (Defoamer),6%
WellLife665 (AdditiveMaterial),0.4%HR-5(Retarder),0.3% CFR-3
(Dispersant),15%Hi-Dense#4 (HeavyWeightAdditive),1.30ft3/sk,16.5 ppg.

* Surfacecementcalculatedwith100%excess.
Intermediatecementcalculatedwith25%excess.
Productioncementcalculatedwith25% excess.

b. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least500psiattheshoe.WOCtime
shallbe recordedin thedriller'slog.

c. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30daysaftertheworkis
completed.

1. Progressreports,Form3160-5(formerly9-331)"StíndryNoticesandReports on
Wells",mustincludecompleteinformationconceming:

PERilITC0
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a. Settingofeachstringofcasing,showingthesize,grade,weightof casing
set, holesize,settingdepth,amountsand typeofcementused, whether
cementcirculatedor thetopof thecementbehindthe casing,depthof
cementingtoolsused,casingtestmethodandresults,and thedate work
wasdone. Showthespuddateon thefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.

d. Auxiliaryequipmenttobe used isas follows:

1. Kellycock
2. Nobitfloatis deemed necessary.
3. Asubwitha fullopeningvalve.

6. PROPOSEDCIRCULATINGMEDIUMORMEDIUMS

a. Theproposedcirculatingmediumstobe employedindrillingare as follows:

Interval NIudType MudWt. Visc. F/L

O'- 1,500' AirMist - - - - - - - - -

1,500' - 4,299' AirMist/AeratedWater - - - - - - - - -

4,299'- 7,650' OilBasedMud 15.5-16.5ppg 50-55 5.0

Sufficientmudmaterialswillbe storedon locationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

b. Due topotentialforcontaminationofusablequalitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswaste ordemonstrating
a characteristicofa hazardouswaste willnot be used in drilling,testingor completion
operations.

PElWITC0
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cementingtoolsused,casingtestmethodandresults,and thedate work
wasdone. Showthespuddateon thefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.

d. Auxiliaryequipmenttobe used isas follows:

1. Kellycock
2. Nobitfloatis deemed necessary.
3. Asubwitha fullopeningvalve.

6. PROPOSEDCIRCULATINGMEDIUMORMEDIUMS

a. Theproposedcirculatingmediumstobe employedindrillingare as follows:

Interval NIudType MudWt. Visc. F/L

O'- 1,500' AirMist - - - - - - - - -

1,500' - 4,299' AirMist/AeratedWater - - - - - - - - -

4,299'- 7,650' OilBasedMud 15.5-16.5ppg 50-55 5.0

Sufficientmudmaterialswillbe storedon locationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

b. Due topotentialforcontaminationofusablequalitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswaste ordemonstrating
a characteristicofa hazardouswaste willnot be used in drilling,testingor completion
operations.
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7. PROPOSEDTESTING,LOGGING.ANDCORING

Theanticipatedtypeandamountoftesting,loggingandcoringare as follows:

a. Nodrillstemtestsare anticipated.However,if DST'sare run,the.followingrequirements
willbe adhered to:

Initialopeningof drillstem testtoolsshallbe restrictedto daylighthoursunlessspecific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybeallowedtocontinueatnightífthetestwasinitiatedduringdaylighthoursandtherate
offlowis stabilizedand ifadequatelightingis available.(i.e.lightingwhichisadequatefor
visibilityandvapor-proofforsafeoperations).Packetscanbereleased,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalisobtainedfromtheauthorizedofficer.Closed
chamber DSTsrnaybe accomplisheddayornight

ADSTthatflowstothesurface withevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrollèdsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore
a teststarts.

Allengineswithin100feetofthewellborethatare requiredto"rurfduringthetestshall have
sparkarrestersor watercooled exhausts,

b. Theloggingprogramwillconsistofthefollowing:AGR-SP-DIL-SFL-ML,GR-CALl-FDC/CNL,
Sonic(BHC)andMudLogtobe runfromSurfaceCasingto4,299' anda GR-SP-DIL-SFL-
ML,GR-CALl-FDC/CNL,Sonic(Dipole),BoreholeImager(CBIL),andMudLogtoberunfrom
4,299' toTD.

c. Nocoresareanticipated.

d. Whetherthewellis completedas a dryhole or as a producer,"WellCompletionand
RecompletionReponandLog"(Form3160-4)willbe submittednotlaterthan30 daysafter
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR3164. Two copiesof all logs, core descriptions,core analyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
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duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO).

e. Theanticipatedcompletionprogramisas follows:

Perforatezones of interestandplaceonproduction.

8. EXPECTEDBOTTOMHOLEPRESSURE

a. Theexpectedmaximumbottomholepressureis +/-7000 psi.

b. Nohydrogensulfidegasisanticipated.

c. As per OnshoreOrderNo.6, Ill,A,2.b.,if hydrogensulfideis presentthe"operatorshall
initiallytesttheH2Sconcentrationofthegas streamforeach wellor productionfacility,.."
Submitthe resultsof this.testwithin30 days offilingForm3160-4, 'WellCompletionor
RecompletionReportandLog".

9. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus. Suchnotificationwillbesentbytelegramorotherwritten
communications,not laterthan5 days followingthedate onwhichthewellis placedon
production.

b. Productiondata shall be reportedtotheMMSpursuantto 30 CFR216.5 using form
MMS/3160.

c. Thedate onwhichproductioniscommencedorresumedwillbeconstruedforoilwellsasthe
dateonwhichliquidhydrocarbonsarefirstsoldorshipped.froma temporarystoragefacility,
suchas a testtank,andforwhicha runticketis requiredtobe generatedor, thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,forgaswellsas thedateonwhichassociatedliquidhydrocarbonsare firstsold
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orshippedfroma temporarystoragefacility,suchas a testtank,andforwhicha runticket
is requiredtobe generatedor thedate onwhichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.

d. PursuanttoNTL-4A,lesseesoroperatorsareauthorizedtovent/flaregas duringinitialwell
evaluationtests,not exceedinga periodof30 daysor theproductionof50 MMCFofgas,
whicheveroccursfirst.Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgas beyondtheinitial30dayorauthorizedtestperiod.

e. Gasproducedfromthiswellmaynotbe ventedorflaredbeyondan initialauthorizedtest
periodof30 daysor50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
priorwrittenapprovalof theAuthorizedOfficer.Shouldgas be vented or flared without
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegas can becaptured orthe operatorshallbe requiredtocompensatethelessorfor
thatportionofthe gas ventedorflaredwithoutapprovalwhichisdeterminedtohavebeen
avoidablylost,

f. Aschematicfacilitiesdiagramas requiredby43CFR3162.7-2,3162.7-3and3162.7-4shall
besubmittedtotheappropriateDistrict0fficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsite securityregùlationsas specifiedin43 CFR3162.7and
OnshoreOrderNo.3shall beadheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealed in accordancewith43 CFR3162.7-4.

g. Section 102(b)(3)of the FederalOil and Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43CFR3162.4-
1(c),requiresthat"notlaterthanthe5th businessdayafteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease site or allocatedtoa lease site, or resumes
productioninthecase ofa wellwhichhas beenoffproductionformorethan90 days,the
operatorshallnotifytheauthorizedofficerbyletteror sundrynotice,Form3160-5,ororally
tobe followedbya letterorsundrynotice,ofthedateonwhichsuchproductionhas begun
orresumed."

Ifyoufailtocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)oftheFederalOilandGasRoyalty
ManagementActof1982andtheimplementingregulationsatTitle43CFR3162.4-1(b)(5)(ii).
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h. Drillingoperationsare plannedtocommenceuponapprovalofthisapplication,

i. Itisanticipatedthatthedrillingofthiswellwilltakeapproximately25 days.

j, Nolocationwillbeconstructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma welltobe placedina suspendedstatuswithoutprior
approvaloftheAO. Ifoperationsare tobe suspended,priorapprovaloftheAOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyother unusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsofNTL-3Aor its revision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwillbe filed,forpriorapprovalof theAO,andallconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedof intounlinedpitsfora periodof upto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwateranalysisandotherinformation,mustbe submittedtotheDistrict
Engineer.

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,and inemergencysituations,oralapproval
willbeobtainedfromtheSO. A"SubsequentReportofAbandonment"Forn13160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisrepoil
willindicatewhereplugswereplacedandthecurrent status ofsurfacerestoration.Final
abandonmentwillnot be approveduntilthe surface reclamationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhis representative.or theappropriateSurfaceManagingAgency.
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willindicatewhereplugswereplacedandthecurrent status ofsurfacerestoration.Final
abandonmentwillnot be approveduntilthe surface reclamationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhis representative.or theappropriateSurfaceManagingAgency.
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ONŠHOREORDERNO.1 FlDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#26-2 Lease No.UTU-53624
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ONSHOREOIL&GASORDERNO.1
Thirteen PointSurfaceUsePlan

An onsiteinspectionofthesubjectwellwasconductedon Monday,November19,2007 at approximately
9:30 a.m. Weathercondítionswereclear,coolandbreezy. Inattendanceat theonsiteinspectionwere
thefollowingindividuals:

JeffBrown PET/NRS BLM- Monticello
BonnieCarson EnvironmentalEngineer SmilingLakeConsulting
ScottCarson Geologist SmilingLakeConsulting
CharlieHarrison DirtContractor HarrisonOilfieldServices
Joe Icenogle DirectorofEnv.Affairs FidelityE&P
MikeKeller EnvironmentalEngineer FidelityE&P
RandySmith FieldAssistant PermitcoInc.

1. EXISTINGROADS

a. - Theproposedwellsiteis locatedapproximately23.4mileswestofMoab,UT.

b. DirectionstothelocationfromMoab,Utahare as follows:

ProceednorthwestonHighway163for11.2miles. TurnleftontoHighway313 and
proceedsouthwest10.6 miles.Tumleftandproceedsoutheast0.6 miles.Continue
southeastontoan existing2-trackroadfor1 mile.Turnleftontotheproposedaccess and
proceedwestthennorth0.1 milesuntilreachingtheproposedlocation.

c. Forlocationofaccessroads,seeMapsA&B.

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsare maintained
bytheGrandCountyBoadDepartmentorUtahStateHighwayDepartment,

e Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththis
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f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. NEWORRECONSTRUCTEDACCESSROADS

a. Therewillbe 1 mileofexisting2-trackroadtobe upgradedand0.1milesofnewaccessto
be constructed.Theroadwillbe constructedinaccordancewithGoldBookstandards.

b. Theroadwillbe flat-bladed(minimaldisturbance)witha runningsurfaceof14feet,

c. Themaximumgradeofthenewaccesswillbe approximately2%.

d. Nineintervisibletumoutswillbe constructedalongtheaccess road. Turnoutswillbe
constructed10'wideby200' long(SeeMapB).

e. Noculvertsorlowwatercrossingswillbe installed.

f. Theproposedaccess roadwascenterlineflaggedat thetimeofstaking.

g. Surfacingofthepadandnewaccessmaybe necessary,dependingon theweather
conditionsatthetimeofdrilling.

h. Nogatesorcattleguardswillbe necessary.

i. Surfacedisturbanceandvehiculartravelwillbe limitedtotheapprovedlocationand
approvedaccess route.Anyadditionalarea neededwillbe approvedbytheField
Managerinadvance.

j. Ifat anytimethefacilitieslocatedon publiclandsauthorizedbythetermsofthelease are
nolongerincludedinthelease(duetoa contractionintheunitorotherlease orunit
boundarychange)theBLMwillprocessa changeinauthorizationtotheappropriate
statute. Theauthorizationwillbesubjecttoappropriaterental,orotherfinancial
obligationsdeterminedbytheauthorizedofficer.

k. Noroadrightofwaywillbe necessary.

PEIL
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3. LOCATIONOFEX1STINGWELLSWITHINA1-MILERADIUSOFTHEPROPOSEDLOCATION

a. Waterwells- none

b. Injectionwells- none

c. Producingwells- two

d. Drillingwells- none

e. Shutinwells- none

f. Abandonedwells - four

g. DryHoles- none

4. LOCATlONOFEXISTINGANDIORPROPOSEDPRODUCTIONFACILITIES

a. Productionfacilitieswillbe locatedon thewellpad. Allareas notneededforproduction
andwork-overoperationswillbe reclaimed.lfproductionis established,a production
facilitieslayoutwillbe submittedviasund notice.

b. Ifa pumpingunitis installed,itwillbe equippedwitha noisereducingmuffler(similartoa
DP-60).

c. Allpermanentstructures{onsiteforsixmonthsorlonger)constructedorinstalled
(includingoilwellpumpjacks)willbe painteda flat,nonreflectivecolortomatchthe
standard environmentalcolors,as determinedbytheRockyMountainFive-State
InteragencyCommittee.Allfacilitieswillbe paintedwithinsixmonthsof installation.
FacilitiesrequiredtocomplywiththeOccupationalSafetyandHealthAct(OSHA)maybe
excluded.Colorswillmatchtheadjacentvegetation.Theactualcolorwillbe specifiedby
theBureauofLandManagement.

d. Allsitesecurityguidelinesidentifiedin43 CFR3162.7-5andOnshoreOilandGasOrder
No.3 shallbe
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e. Ifa gas meterrunisconstructed,itwillbe locatedwithin500 feetofthewellhead.The
gasflowlinewillbe buriedfromthewellheadtothemeterandwillbe burieddownstreamof
themeteruntilit leaves thepad. Meterrunswillbe housed and/orfenced. Thegas meter
shallbe calibratedpriortofirstsalesandshallbe calibratedquarterlythereafter.AIIgas
productionandmeasurementshallcomplywiththeprovisionof43 CFR3162.7-3,
OnshoreOrderNo.5 andAmericanGasAssociation(AGA)ReportNo.3.

f. Thetankbatterywillbe surroundedbya bermof sufficientcapacitytocontain1-1/2times
thestoragecapacityofthelargesttank.AIIloadinglinesandvalveswillbe placedinside
thebermsurroundingthetankbattery.Alloilproductionandmeasurementshallconform
totheprovisionsof43CFR3162.7-3andOnshoreOliandGasOrderNo.4.

g. Productionfacilitieson locationmayincludea linedor unlinedproducedwaterpitas
specifiedinOnshoreOrderNo.7. ifwateris producedfromthewell,an OnshoreOrder
No.7 applicationmustbe submitted.

h. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentry.

i. Alloff-leasestorage,off-leasemeasurement,orcomminglingon-leaseoroff-leasewill
havepriorwrittenapprovalfromtheAuthorizedOfficer.

j. Allaccessroadswillbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic,

k. Theroadwillbe maintainedin a safe useablecondition.

5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwatersupplyin
Moab,Utah.

b. Waterwillbe hauledtolocationovertheroadsmarkedon MapsAand8.

c. Nowaterwellistobe drilledonthislease,

d. Thewaterhaulerwillnotifytheappropriateauthoritiespriortoutilizingthemunicipalwater
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6. CONSTRUCTIONMATERIALS

a, Padconstructionmaterialwillbe native(thatfoundinthewellpad).

b. Nativematerialfoundinthepadmayalsobe usedforroadupgrading.

c. Theuse ofmaterialsunderBLMjurisdictionwillconformwith43CFR3610.2-3.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. METHODSOF HANDLINGWASTE

a. Allfluidscontainedwithinthereservepitwillbe allowedtoevaporateand thepitwillbe
backfilled.Thereservepitwillbe linedwitha feltlinerundera 24 milplasticliner.

b. Bumingwillnotbe allowed.Alltrashwillbecontainedina trashcageand itscontents
removedat.theendofdrillingoperationsandhauledtoanapproveddisposalsight Trash
willbe hauledas necessary,butnotlaterthanat thecompletionofdrillingoperations.

c. Anysaltsand/orchemicalswhichare an integralpartofthedrillingsystemwillbe
disposedofinthesamemanneras thedrillingfluid.

d. Sewagewillbe placedina portablechemicaltoiletor holdingtankanddisposedof in
accordancewithstate andcountyregulations.

e. Theproducedfluids(otherthanwater)willbe producedintoa testtankuntilsuchtimeas
constructionofproductionfacilitiesis completed.Anyspillsofoil,gas saltwaterorother
producedfluidswillbe cleanedupand removed.

8 ANCILLARYFACILITIES

Thereare noairstrips,camps,orotherfacilitiesplannedduringthedrillingoftheproposedwell.
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9. WELLSITELAYOUT

a. See LocationLayoutandTypicalCrossSectionsfororientationofrig,crosssectionofdrill
padandcutsandfills.

b. Sixinchesoftopsoll(orthemaximumavailable)willbe salvagedduringconstructionand
reservedforuse inreclamation.

c. Anybrushltreeswillbe stockpiledseparatelyfromthetopsoil.

d. Thelocationofmudtanks;reservepit,trashcage;piperacks;livingfacilitiesandsoil
stockpilesis shownontheTypicalRigLayout.

e. Theflarepitwillbe locateda minimumof30 feetfromtheedgeofthereservepitanda
minimumof 100 feetfromthewellhead.

f. The reservepitwillbe fencedonthreesideswith3strands ofbarbed wireduringdrilling.
The fourthsidewillbe fenceduponrigrelease.

g. Anypitscontainingfluidwillbefencedtopreventwildlifèentry.

h. Anyburiedpipelineswillbe seededwiththesameseedmixturetobe specifiedbythe
BLM.

i. Allwells,whetherdrilling,producing,suspended,orabandoned,willbe identifiedin
accordancewith43CFR3162.6

10. PLANSFORSURFACERECLAMATION

a. Immediatelyuponcompletionofdrilling,allequipmentthatisnotnecessaryforproduction
shallbe removed.

b. Thereservepitwillbe allowedtodryandwillthenbe backfilled.

c. Immediatelyuponwellcompletion,thelocationandsurroundingarea willbe clearedofall
unused tubing,equipment,debris,materials,trashandjunknotrequiredforproduction,

d. Seedingwillbe doneinthefallas requiredbytheBLM. ye
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e. Theabandonmentmarkerwillbe at leastfourfeetabovegroundlevelandwillbe inscribed
withthe following:operatorname,leasenumber,wellnameand surveyeddescription
(township,range,sectionandeitherquarter-quarterorfootages).

f. Atsuchtimeas thewellispluggedandabandoned,theoperatorshallsubmita
subsequentreportofabandonment.

11. SURFACEOWNERSHIP

Access Roads - Allaccess roadsare maintainedbytheBLMortheCountyRoad
Department

Wellpad - The wellpadis locatedon BureauofLandManagement.

12. OTHERINFORMATION

a. AClassIllarcheologicalhas beenconductedbySWCA.Acopyofthisreporthas been
submittedtotheBLMdirectlybySWCA.

b. Theoperatoris responsibleforinforniingallpersonsintheareas whoare associatedwith
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites,orforcollectingartifacts,Ifhistoricorarchaeologicalmaterialsare
uncoveredduringconstruction,theoperatoris to immediatelystopworkthatmightfurther
disturbsuchmaterials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappeareligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasurestheoperatorwilllikelyhave toundertakebeforethesitecan be
used (assuminginsitupreservationisnotnecessary);and

-a timeframefortheAOtocompleteandexpeditedreviewunder36CFR800.11to
confirm,throughtheStateHistoricPreservationOfficer,thatthefindingsoftheAOare
correctandthatmitigationis
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Iftheoperatorwishes,at anytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociated withthisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposedmaterialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicalandproceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas beencornpleted,theoperatorwillthenbe allowedto
resumeconstruction.

c. Allleaseand/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOiland GasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecompliance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safedrillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.
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API Well Number: 43019500110000

FIDELITY
Exploration&ProductionCompany

5/2/2011

Division of Oil, Gas &.Mining
1594 W. N. Temple STE 1210
Salt Lake City, UT 84114-5801

RE: Cane Creek Unit # 26-2
Lease UTU-53624
2615' FSL2101' FWL
NESW Sec 26, T255, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production Company is the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you have any questions please contact Stephanie Masters 307-675-4924.

Thank you,

Ste anie Masters
Operations Technician Ill
Fidelity Exploration and Production company
5heridan, Wyorning 82801
307-675-4924

2585 HeartlandDrive i
Sheridan,WY82801 i

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       May 5, 2011 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2011 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following well is planned for calendar year 2011 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
 
API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-50011 Cane Creek Unit 26-2 Sec 26 T25S R19E 2615 FSL 2101 FWL 
 
This well is currently pending approval by the BLM.  The well is 
currently being permitted under API number 43-019-31584(please 
refer to the 2008 Plan of Development for more details).  
 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
 
 
       
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:5-5-11  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2011.05.05 10:11:19 -06'00'

API Well Number: 43019500110000
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within the Cane Creek Unit, Grand and San Juan Counties, Utah.

API# WELLNAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50011 Cane Creek Unit 26-2 Sec 26 T25S R19E 2615 FSL 2101 FWL

This well is currently pending approval by the BLM. The well is
currently being permitted under API number 43-019-31584(please
refer to the 2008 Plan of Development for more details).

This office has no objection to permitting the well at this time.

Digitally signed by Michael L.Coulthard

MichaelL . Coulth ard ::::::::= = =:::==:::Ls
Date:20ll.05.0510:11:19-06'00'

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 5/2/2011 API NO. ASSIGNED: 43019500110000

WELL NAME: Cane Creek Unit# 26-2   

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 307 675-4924

CONTACT: Stephanie Masters   

PROPOSED LOCATION: NESW 26 250S 190E Permit Tech Review:

SURFACE: 2615 FSL 2101 FWL Engineering Review:

BOTTOM: 2615 FSL 2101 FWL Geology Review:

COUNTY: GRAND 

LATITUDE: 38.60095 LONGITUDE: -109.79323

UTM SURF EASTINGS: 605085.00 NORTHINGS: 4272979.00

FIELD NAME: BIG FLAT   

LEASE TYPE: 1 - Federal   

LEASE NUMBER: UTU-53624             PROPOSED PRODUCING FORMATION(S): CANE CREEK 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO-1395      Unit:  CANE CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Municipal           Board Cause No:  R649-3-3

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         1 - Exception Location - bhill
                             4 - Federal Approval - dmason
                             23 - Spacing - dmason
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Permit To Drill

******************
Well Name:  Cane Creek Unit# 26-2

API Well Number:  43019500110000

Lease Number:  UTU-53624

Surface Owner:   FEDERAL 

Approval Date:  5/5/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted. 

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling. 

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board. 

API Well No: 43019500110000API Well No: 43019500110000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR . H BE RT
Exoutim Drotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: Cane Creek Unit# 26-2
API Well Number: 43019500110000

Lease Number: UTU-53624
Surface Owner: FEDERAL
Approval Date: 5/5/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the

API Well No: 43019500110000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
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Lieuterant Gowrær Busion Director

Permit To Drill
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Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels at 801-538-5284
     (please leave a voicemail message if not available)
     OR
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

API Well No: 43019500110000API Well No: 43019500110000

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well- contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

9/6/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Cuttings pit

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'X60'X10' deep cuttings pit during drilling of the

Cane Creek Unit 26-2. The cuttings pit will be used for oil based cuttings. The
pit will be lined with a 24 mil liner & felt. Attached please find an updated

drawing showing the location of the cuttings pit. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 9/1/2011

09/07/2011

Sep. 01, 2011

Sundry Number: 18081 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/6/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: CUttingS pit

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'X60'X10' deep cuttings pit during drilling of the

Cane Creek Unit 26-2. The cuttings pit will be used for oil based cuttings. TIAccepted by the
pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of

drawing showing the location of the cuttings pit. Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/6/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: CUttingS pit

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'X60'X10' deep cuttings pit during drilling of the

Cane Creek Unit 26-2. The cuttings pit will be used for oil based cuttings. TIAccepted by the
pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of

drawing showing the location of the cuttings pit. Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/6/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: CUttingS pit

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'X60'X10' deep cuttings pit during drilling of the

Cane Creek Unit 26-2. The cuttings pit will be used for oil based cuttings. TIAccepted by the
pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of

drawing showing the location of the cuttings pit. Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/5/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request permission to drill the Cane Creek horizontally as
per the attached drilling program. It is anticipated that an 8-1/2” pilot hole

will be drilled through the Cane Creek Shale. The well will then be logged and
sidewall cores cut. After evaluation, the well will be plugged back to

approximately 6500’ and drilled directionally from a kick-off point of 6635’ to
7575’ MD. There, the 7” casing will be set at 7575’ MD (7207’ TVD) and

cemented. The well will then be drilled out with a 6” bit to a TD of 9126.5’
(7236.4’ TVD) The actual directional program may be altered as dictated by
hole conditions, log evaluation, or core analysis. Surface location Section 26

T25S-R19E, 2615’ FSL, and 2101’ FWL. Projected Bottom hole location –Sec 26, T25S, R19E, 2001 ‘FNL, 46’
FWL Please refer to the attached directional program for details. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 9/20/2011

10/13/2011

Sep. 20, 2011

Sundry Number: 18665 API Well Number: 43019500110000Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek horizontally as
per the attached drilling program. It is anticipated that an 8-1/2" pilot hole

will be drilled through the Cane Creek Shale. The well will then be logged and Approved by the
sidewall cores cut. After evaluation, the well will be plugged back to Utah Division of

approximately 6500' and drilled directionally from a kick-off point of 6635' to Oil, Gas and Mining
7575' MD. There, the 7" casing will be set at 7575' MD (7207' TVD) and 10/13/2011cemented. The well will then be drilled out with a 6" bit to a TD of 9126.5Date:

(7236.4' TVD) The actual directional program may be altered as dictated by
hole conditions, log evaluation, or core analysis. Surface location Section 2By: L

T25S-R19E, 2615' FSL, and 2101' FWL. Projected Bottom hole location -Sec 26, T25S,¾, 2001 'FNL, 46'
FWL Please refer to the attached directional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek horizontally as
per the attached drilling program. It is anticipated that an 8-1/2" pilot hole

will be drilled through the Cane Creek Shale. The well will then be logged and Approved by the
sidewall cores cut. After evaluation, the well will be plugged back to Utah Division of

approximately 6500' and drilled directionally from a kick-off point of 6635' to Oil, Gas and Mining
7575' MD. There, the 7" casing will be set at 7575' MD (7207' TVD) and 10/13/2011cemented. The well will then be drilled out with a 6" bit to a TD of 9126.5Date:

(7236.4' TVD) The actual directional program may be altered as dictated by
hole conditions, log evaluation, or core analysis. Surface location Section 2By: L

T25S-R19E, 2615' FSL, and 2101' FWL. Projected Bottom hole location -Sec 26, T25S,¾, 2001 'FNL, 46'
FWL Please refer to the attached directional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/5/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek horizontally as
per the attached drilling program. It is anticipated that an 8-1/2" pilot hole

will be drilled through the Cane Creek Shale. The well will then be logged and Approved by the
sidewall cores cut. After evaluation, the well will be plugged back to Utah Division of

approximately 6500' and drilled directionally from a kick-off point of 6635' to Oil, Gas and Mining
7575' MD. There, the 7" casing will be set at 7575' MD (7207' TVD) and 10/13/2011cemented. The well will then be drilled out with a 6" bit to a TD of 9126.5Date:

(7236.4' TVD) The actual directional program may be altered as dictated by
hole conditions, log evaluation, or core analysis. Surface location Section 2By: L

T25S-R19E, 2615' FSL, and 2101' FWL. Projected Bottom hole location -Sec 26, T25S,¾, 2001 'FNL, 46'
FWL Please refer to the attached directional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A
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CANE CREEK UNIT# 26-2               
4301950011

KANE SPRINGS FED 25-19-34-1         
4301931334

KANE SPRINGS FED 27-1               
4301931310

FED BARTLETT FLAT 10-27             
4301930379

BIG ROCK FED 1                      
4301930050

BIG FLAT UNIT 5                     
4301911333
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Map Produced by Diana Mason
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Sep. 20, 2011

Sundry Number: 18665 API Well Number: 43019500110000

Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM 2003.16 Single User Db Local Co-ordinate Reference: Well CCU #27-2
Company: Fidelity Exploration and Production TVD Reference: WELL @5676.0ft (Frontier #7)
Project: Grand County, UT MD Reference: WELL @5676.0ft (Frontier #7)
Site: Secllon 26-T25S-R19E North Reference: True
Well: CCU #27-2 Suntey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Preliminary Plan 09-16-11

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Section 26-T25S-R19E

Site Position: Northing: -626,471.77 ft Latitude: 36° 36' 3.679 N
From: Lat/Long Easting: 2,501,733.9011 Longitude: 109° 47 35.689 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.09 °

Well CCU #27-2

Well Position +NI-S 0.0 ft Northing: -626,471.77 ft Latitude: 36° 36' 3.679 N
+El-W 0.0 ft Easting: 2,501,733.90 ft Longitude: 109° 47' 35.689 W

Position Uncertainty 0.0 ft Wellhead Elevation: 5,673.0ft Ground Level: 5,653.011

Wellbore Wellbore#1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)
IGRF2010 09/16/11 10.66 62.94 50,346

Design Preliminary Plan 09-16-11

Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 287.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) ('I100ft) (°I100ft) (*) Target

O.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
6,635.0 0.00 0.00 8,635.0 0.0 0.0 0.00 0.00 0.00 0.00
7,575.0 94.00 287.91 7,206.6 188.5 -583.2 10.00 10.00 0.00 287.91
8,013.5 94.00 287.91 7,176.0 323.0 -999.5 0.00 0.00 0.00 0.00
8,380.2 83.00 287.91 7,185,6 435.6 -1,347.7 3.00 -3.00 0.00 180.00
8,680.2 83.00 287.91 7,222.1 527.1 -1,631.0 0.00 0.00 0.00 0.00
8,913.5 90.00 287.91 7,236.4 598.7 -1,852,5 3.00 3.00 0.00 0.00
9,126.6 90.00 287.91 7,236.4 664.2 -2,055.3 0.00 0.00 0.00 0.00

09/16/11 10 34:45AM Page 2 COMPASS 2003 16 Build

Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM 2003.16 Single User Db Local Co-ordinate Reference: Well CCU #27-2
Company: Fidelity Exploration and Production TVD Reference: WELL @5676.0ft (Frontier #7)
Project: Grand County, UT MD Reference: WELL @5676.0ft (Frontier #7)
Site: Secllon 26-T25S-R19E North Reference: True
Well: CCU #27-2 Suntey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Preliminary Plan 09-16-11

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Section 26-T25S-R19E

Site Position: Northing: -626,471.77 ft Latitude: 36° 36' 3.679 N
From: Lat/Long Easting: 2,501,733.9011 Longitude: 109° 47 35.689 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.09 °

Well CCU #27-2

Well Position +NI-S 0.0 ft Northing: -626,471.77 ft Latitude: 36° 36' 3.679 N
+El-W 0.0 ft Easting: 2,501,733.90 ft Longitude: 109° 47' 35.689 W

Position Uncertainty 0.0 ft Wellhead Elevation: 5,673.0ft Ground Level: 5,653.011

Wellbore Wellbore#1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)
IGRF2010 09/16/11 10.66 62.94 50,346

Design Preliminary Plan 09-16-11

Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 287.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) ('I100ft) (°I100ft) (*) Target

O.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
6,635.0 0.00 0.00 8,635.0 0.0 0.0 0.00 0.00 0.00 0.00
7,575.0 94.00 287.91 7,206.6 188.5 -583.2 10.00 10.00 0.00 287.91
8,013.5 94.00 287.91 7,176.0 323.0 -999.5 0.00 0.00 0.00 0.00
8,380.2 83.00 287.91 7,185,6 435.6 -1,347.7 3.00 -3.00 0.00 180.00
8,680.2 83.00 287.91 7,222.1 527.1 -1,631.0 0.00 0.00 0.00 0.00
8,913.5 90.00 287.91 7,236.4 598.7 -1,852,5 3.00 3.00 0.00 0.00
9,126.6 90.00 287.91 7,236.4 664.2 -2,055.3 0.00 0.00 0.00 0.00

09/16/11 10 34:45AM Page 2 COMPASS 2003 16 Build

Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM 2003.16 Single User Db Local Co-ordinate Reference: Well CCU #27-2
Company: Fidelity Exploration and Production TVD Reference: WELL @5676.0ft (Frontier #7)
Project: Grand County, UT MD Reference: WELL @5676.0ft (Frontier #7)
Site: Secllon 26-T25S-R19E North Reference: True
Well: CCU #27-2 Suntey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Preliminary Plan 09-16-11

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Centra14302

Site Section 26-T25S-R19E

Site Position: Northing: -626,471.77 ft Latitude: 36° 36' 3.679 N
From: Lat/Long Easting: 2,501,733.9011 Longitude: 109° 47 35.689 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.09 °

Well CCU #27-2

Well Position +NI-S 0.0 ft Northing: -626,471.77 ft Latitude: 36° 36' 3.679 N
+El-W 0.0 ft Easting: 2,501,733.90 ft Longitude: 109° 47' 35.689 W

Position Uncertainty 0.0 ft Wellhead Elevation: 5,673.0ft Ground Level: 5,653.011

Wellbore Wellbore#1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)
IGRF2010 09/16/11 10.66 62.94 50,346

Design Preliminary Plan 09-16-11

Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 287.91

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) ('I100ft) (°I100ft) (*) Target

O.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
6,635.0 0.00 0.00 8,635.0 0.0 0.0 0.00 0.00 0.00 0.00
7,575.0 94.00 287.91 7,206.6 188.5 -583.2 10.00 10.00 0.00 287.91
8,013.5 94.00 287.91 7,176.0 323.0 -999.5 0.00 0.00 0.00 0.00
8,380.2 83.00 287.91 7,185,6 435.6 -1,347.7 3.00 -3.00 0.00 180.00
8,680.2 83.00 287.91 7,222.1 527.1 -1,631.0 0.00 0.00 0.00 0.00
8,913.5 90.00 287.91 7,236.4 598.7 -1,852,5 3.00 3.00 0.00 0.00
9,126.6 90.00 287.91 7,236.4 664.2 -2,055.3 0.00 0.00 0.00 0.00

09/16/11 10 34:45AM Page 2 COMPASS 2003 16 Build



Sep. 20, 2011

Sundry Number: 18665 API Well Number: 43019500110000

Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM2003.16 Single User Db Local Co-ordinate Reference: Well CCU #27-2
Company: Fidelity Exploration and Production TVD Reference: WELL@5676.0ft (Frontier #7)
Project: Grand County, UT MD Reference: WELL @5676.011(Frontier #7)
Site: Section 26-T25S-R19E Noith Reference: True
Well: CCU #27-2 Survey Calculation Method: MinimumCurvature
Wellbore: Wellbore#1
Des1gn: Preliminary Plan 09-16-11

Planned Sunrey

Measured Vertical Map Map
Depth Inclination Azimuth Depth +NI-S +El-W Noithing Easting

(ft) (*) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

6.600.0 0.00 0.00 6,600.0 0.0 0.0 -626,471.77 2,501,733.90 36° 36' 3.679 N 109° 47' 35.689 W
6,635.0 0.00 0.00 6,635.0 0.0 0.0 -626,471.77 2,501,733.90 36° 36' 3.679 N 109° 47' 35.689
KOP 10/100'
6,700.0 6.50 287.91 6,699.9 1.1 -3.5

-626,470.71 2,501,730.38 36° 36' 3.690 N 109° 47' 35.732
6,800.0 16.50 287.91 6,797.7 7.3 -22.5

-626,464.95 2,501,711.32 36° 36' 3.751 N 109° 47' 35.964
6,900.0 26.50 287.91 6,890.7 18.5 -57.3

-626,454.36 2.501,676.28 36 36' 3.862 N 109° 47' 36.391
7,000.0 36.50 287.91 6,975.8 34.6 -106.9 -626,439.26 2,501,626.33 36 36' 4.020 N 109° 4T 36.999
7,100.0 46.50 287.91 7,050.6 54.9 -169.9

-626,420.11 2,501,562.98 36 36' 4.221 N 109° 4T 37.770
7,200.0 56.50 287.91 7,112.8 78.9 -244.3

-626,397.50 2,501,488.16 36 36' 4.459 N 109° 4T 38.681
7,300.0 66.50 287.91 7,160.4 105.9 -327.8

-626,372.11 2,501,404.15 36 36' 4.725 N 109° 4T 39.703
7,400.0 76.50 287.91 7,192.1 135.1 -417.9 -626,344.71 2,501,313.48 36 36' 5.013 N 109° 4T 40.807
7,500.0 86.50 287.91 7,206.9 165.4 -511.9

-626,316.13 2,501,218.93 36° 36' 5.313 N 109° 47 41,958
7,575.0 94.00 287.91 7,206.6 188.5 -583.2

-626,294.45 2,501,147.19 36°36' 5.540 N 109° 47 42.831

Land at 94 Deg -7" Csg - T'
7,600.0 94.00 287.91 7,204.8 196.2 -607.0

-626,287.23 2,501,123.32 36° 36' 5.616 N 109 47 43.122 W
7,700.0 94.00 287.91 7,197.8 226.8 -701.9

-626,258.37 2,501,027.83 36° 36' 5.919 N 109 4T 44.284 W
i 7,800.0 94.00 287.91 7,190.9 257.5 -796.8

-626,229.51 2,500,932.34 36° 36' 6.222 N 109 47 45.446 W
7,900.0 94.00 287.91 7,183.9 288.2 -891.7

-626,200.65 2,500,836.85 36° 36' 6.525 N 109 47 46.609 W
8.000.0 94.00 287.91 7,176.9 318.9 -986.6

-626,171.79 2,500,741.36 36° 36' 6.827 N 109 47' 47.771 W
8,013.5 94.00 287.91 7,176.0 323.0 -999.5

-626,167.89 2,500,728.47 36° 36' 6.868 N 109° 47 47.928 W
Start Drop to 84 Dag 31100'
8,100.0 91,40 287.91 7,171.9 349.6 -1,081.7 -626,142,90 2,500,645.76 36° 36' 7.131 N 109° 47' 48.935 W
8,200.0 88.40 287.91 7,172.1 380.3 -1,176.8 -626,113.97 2,500,550.05 36° 36' 7.434 N 109° 47' 50.100 W
8,300.0 85.40 287.91 7,177.5 411.0 -1,271.8 -626,085.09 2,500,454.48 36° 36' 7.737 N 109° 47' 51.263 W
8,380.2 83.00 287.91 7,185.6 435.6 -1,347.7

-626,062,01 2,500,378.14 36° 36'7.979 N 109° 47' 52.193 W
8,400.0 83.00 287.91 7,188.0 441.6 -1,366.4 -626,056.32 2,500,359.29 36° 36' 8.039 N 109° 47' 52.422 W
8,500.0 83.00 287.91 7,200.2 472.1 -1,460.9 -626,027.60 2,500,264.28 36° 36' 8.341 N 109° 47' 53.579 W
8,600.0 83.00 287.91 7,212.3 502.7 -1,555.3 -625,998.89 2,500,169.27 36° 36" 8.642 N 109° 4T 54.735 W
8,680.2 83.00 287.91 7,222.1 527.1 -1,631.1 -625,975.86 2,500,093.08 36° 36' 8.884 N 109° 47' 55.663 W

Start Build to 90 Deg 3/100'
8,700.0 83.60 287.91 7,224.4 533.2 -1,649.8 -625,970.17 2,500.074.25 36° 36' 8.943 N 109° 4T 55.892 W|
8,800.0 86.60 287.91 7,233.0 563.8 -1,744.6

-625,941.35 2,499,978.89 36° 36' 9.246 N 109° 47 57.053 Wi
8,900.0 89.60 287,91 7,236.3 594.5 -1,839.7 -625,912.43 2,499,883.23 36° 36' 9.549 N 109° 4T 58.217 W.
8,913.5 90.00 287.91 7,236.4 598.7 -1,852.5 -625,908.53 2,499,870.31 36° 36' 9.590 N 109° 47' 58.374 W
9,000.0 90.00 287.91 7,236.4 625.3 -1,934.8 -625,883.50 2,499,787.51 36° 36' 9.853 N 109 47' 59.382 W
9,100.0 90.00 287.91 7,236,4 656.1 -2.030.0 -625,854.57 2,499,691.78 36° 36' 10.156 N 109° 48' 0.548 W
9,126.5 90.00 287.91 7,236.4 664.2 -2,055.2 -625,846.91 2,499,666.42 36° 36' 10.237 N 109° 48' 0.856 W
TD = 9,12T MD
9,126.6 90.00 287.91 7,236.4 664.2 -2,055.3

-625,846.88 2,499,666.32 36°36'10.237N 109°48'0.858W

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
7,575.0 7,206.6 7" 7 8-3/4
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8,680.2 83.00 287.91 7,222.1 527.1 -1,631.1 -625,975.86 2,500,093.08 36° 36' 8.884 N 109° 47' 55.663 W

Start Build to 90 Deg 3/100'
8,700.0 83.60 287.91 7,224.4 533.2 -1,649.8 -625,970.17 2,500.074.25 36° 36' 8.943 N 109° 4T 55.892 W|
8,800.0 86.60 287.91 7,233.0 563.8 -1,744.6

-625,941.35 2,499,978.89 36° 36' 9.246 N 109° 47 57.053 Wi
8,900.0 89.60 287,91 7,236.3 594.5 -1,839.7 -625,912.43 2,499,883.23 36° 36' 9.549 N 109° 4T 58.217 W.
8,913.5 90.00 287.91 7,236.4 598.7 -1,852.5 -625,908.53 2,499,870.31 36° 36' 9.590 N 109° 47' 58.374 W
9,000.0 90.00 287.91 7,236.4 625.3 -1,934.8 -625,883.50 2,499,787.51 36° 36' 9.853 N 109 47' 59.382 W
9,100.0 90.00 287.91 7,236,4 656.1 -2.030.0 -625,854.57 2,499,691.78 36° 36' 10.156 N 109° 48' 0.548 W
9,126.5 90.00 287.91 7,236.4 664.2 -2,055.2 -625,846.91 2,499,666.42 36° 36' 10.237 N 109° 48' 0.856 W
TD = 9,12T MD
9,126.6 90.00 287.91 7,236.4 664.2 -2,055.3

-625,846.88 2,499,666.32 36°36'10.237N 109°48'0.858W

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
7,575.0 7,206.6 7" 7 8-3/4
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Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM2003.16 Single User Db Local Co-ordinate Reference: Well CCU #27-2

Company: Fidelity Exploration and Production TVD Reference: WELL@5676.0ft (Frontier #7)
Project: Grand County, UT MD Reference: WELL @5676.011(Frontier #7)
Site: Section 26-T25S-R19E Noith Reference: True
Well: CCU #27-2 Survey Calculation Method: MinimumCurvature
Wellbore: Wellbore#1
Des1gn: Preliminary Plan 09-16-11

Planned Sunrey

Measured Vertical Map Map
Depth Inclination Azimuth Depth +NI-S +El-W Noithing Easting

(ft) (*) (°) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

6.600.0 0.00 0.00 6,600.0 0.0 0.0 -626,471.77 2,501,733.90 36° 36' 3.679 N 109° 47' 35.689 W
6,635.0 0.00 0.00 6,635.0 0.0 0.0 -626,471.77 2,501,733.90 36° 36' 3.679 N 109° 47' 35.689
KOP 10/100'
6,700.0 6.50 287.91 6,699.9 1.1 -3.5

-626,470.71 2,501,730.38 36° 36' 3.690 N 109° 47' 35.732
6,800.0 16.50 287.91 6,797.7 7.3 -22.5

-626,464.95 2,501,711.32 36° 36' 3.751 N 109° 47' 35.964
6,900.0 26.50 287.91 6,890.7 18.5 -57.3

-626,454.36 2.501,676.28 36 36' 3.862 N 109° 47' 36.391
7,000.0 36.50 287.91 6,975.8 34.6 -106.9 -626,439.26 2,501,626.33 36 36' 4.020 N 109° 4T 36.999
7,100.0 46.50 287.91 7,050.6 54.9 -169.9

-626,420.11 2,501,562.98 36 36' 4.221 N 109° 4T 37.770
7,200.0 56.50 287.91 7,112.8 78.9 -244.3

-626,397.50 2,501,488.16 36 36' 4.459 N 109° 4T 38.681
7,300.0 66.50 287.91 7,160.4 105.9 -327.8

-626,372.11 2,501,404.15 36 36' 4.725 N 109° 4T 39.703
7,400.0 76.50 287.91 7,192.1 135.1 -417.9 -626,344.71 2,501,313.48 36 36' 5.013 N 109° 4T 40.807
7,500.0 86.50 287.91 7,206.9 165.4 -511.9

-626,316.13 2,501,218.93 36° 36' 5.313 N 109° 47 41,958
7,575.0 94.00 287.91 7,206.6 188.5 -583.2

-626,294.45 2,501,147.19 36°36' 5.540 N 109° 47 42.831

Land at 94 Deg -7" Csg - T'
7,600.0 94.00 287.91 7,204.8 196.2 -607.0

-626,287.23 2,501,123.32 36° 36' 5.616 N 109 47 43.122 W
7,700.0 94.00 287.91 7,197.8 226.8 -701.9

-626,258.37 2,501,027.83 36° 36' 5.919 N 109 4T 44.284 W
i 7,800.0 94.00 287.91 7,190.9 257.5 -796.8

-626,229.51 2,500,932.34 36° 36' 6.222 N 109 47 45.446 W
7,900.0 94.00 287.91 7,183.9 288.2 -891.7

-626,200.65 2,500,836.85 36° 36' 6.525 N 109 47 46.609 W
8.000.0 94.00 287.91 7,176.9 318.9 -986.6

-626,171.79 2,500,741.36 36° 36' 6.827 N 109 47' 47.771 W
8,013.5 94.00 287.91 7,176.0 323.0 -999.5

-626,167.89 2,500,728.47 36° 36' 6.868 N 109° 47 47.928 W
Start Drop to 84 Dag 31100'
8,100.0 91,40 287.91 7,171.9 349.6 -1,081.7 -626,142,90 2,500,645.76 36° 36' 7.131 N 109° 47' 48.935 W
8,200.0 88.40 287.91 7,172.1 380.3 -1,176.8 -626,113.97 2,500,550.05 36° 36' 7.434 N 109° 47' 50.100 W
8,300.0 85.40 287.91 7,177.5 411.0 -1,271.8 -626,085.09 2,500,454.48 36° 36' 7.737 N 109° 47' 51.263 W
8,380.2 83.00 287.91 7,185.6 435.6 -1,347.7

-626,062,01 2,500,378.14 36° 36'7.979 N 109° 47' 52.193 W
8,400.0 83.00 287.91 7,188.0 441.6 -1,366.4 -626,056.32 2,500,359.29 36° 36' 8.039 N 109° 47' 52.422 W
8,500.0 83.00 287.91 7,200.2 472.1 -1,460.9 -626,027.60 2,500,264.28 36° 36' 8.341 N 109° 47' 53.579 W
8,600.0 83.00 287.91 7,212.3 502.7 -1,555.3 -625,998.89 2,500,169.27 36° 36" 8.642 N 109° 4T 54.735 W
8,680.2 83.00 287.91 7,222.1 527.1 -1,631.1 -625,975.86 2,500,093.08 36° 36' 8.884 N 109° 47' 55.663 W

Start Build to 90 Deg 3/100'
8,700.0 83.60 287.91 7,224.4 533.2 -1,649.8 -625,970.17 2,500.074.25 36° 36' 8.943 N 109° 4T 55.892 W|
8,800.0 86.60 287.91 7,233.0 563.8 -1,744.6

-625,941.35 2,499,978.89 36° 36' 9.246 N 109° 47 57.053 Wi
8,900.0 89.60 287,91 7,236.3 594.5 -1,839.7 -625,912.43 2,499,883.23 36° 36' 9.549 N 109° 4T 58.217 W.
8,913.5 90.00 287.91 7,236.4 598.7 -1,852.5 -625,908.53 2,499,870.31 36° 36' 9.590 N 109° 47' 58.374 W
9,000.0 90.00 287.91 7,236.4 625.3 -1,934.8 -625,883.50 2,499,787.51 36° 36' 9.853 N 109 47' 59.382 W
9,100.0 90.00 287.91 7,236,4 656.1 -2.030.0 -625,854.57 2,499,691.78 36° 36' 10.156 N 109° 48' 0.548 W
9,126.5 90.00 287.91 7,236.4 664.2 -2,055.2 -625,846.91 2,499,666.42 36° 36' 10.237 N 109° 48' 0.856 W
TD = 9,12T MD
9,126.6 90.00 287.91 7,236.4 664.2 -2,055.3

-625,846.88 2,499,666.32 36°36'10.237N 109°48'0.858W

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter

(ft) (ft) Name (") (")
7,575.0 7,206.6 7" 7 8-3/4
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Sep. 20, 2011

Sundry Number: 18665 API Well Number: 43019500110000

Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM2003.16 Single User Ob Local Co-ordinate Reference: Well CCU #27-2

Company: Fidelity Exploration and Production TVD Reference: WELL@5676.0ft (Frontler #7)
Project: Grand County, UT MD Reference: WELL@5676,0ft (Frontier #7)
Site: Section 26-T25S-R19E North Reference: True
Well: CCU #27-2 Survey Calculation Method: MinimumCurvature
Wellbore: We11bore#1
Design: Preliminary Plan 09-1Œ11

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(ft) (ft) (ft) (ft) Comment
6,635.0 6,635.0 0.0 0.0 KOP 10/100'
7,575.0 7,206.6 188.5 -583.2 Land al 94 Deg - 7" Csg
8,013.5 7,176.0 323.0 -999.5 Start Drop to 84 Deg 3/100'
8,680.2 7,222.1 527.1 -1,631.1 Start Buildto 90 Deg 3/100'
9,126.5 7,236.4 664.2 -2,055.2 TD = 9,127 MD
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Planning Report - Geographic
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Company: Fidelity Exploration and Production TVD Reference: WELL@5676.0ft (Frontler #7)
Project: Grand County, UT MD Reference: WELL@5676,0ft (Frontier #7)
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9,126.5 7,236.4 664.2 -2,055.2 TD = 9,127 MD
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Crescent Directional Drilling, LP
Planning Report - Geographic

Database: EDM2003.16 Single User Ob Local Co-ordinate Reference: Well CCU #27-2

Company: Fidelity Exploration and Production TVD Reference: WELL@5676.0ft (Frontler #7)
Project: Grand County, UT MD Reference: WELL@5676,0ft (Frontier #7)
Site: Section 26-T25S-R19E North Reference: True
Well: CCU #27-2 Survey Calculation Method: MinimumCurvature
Wellbore: We11bore#1
Design: Preliminary Plan 09-1Œ11
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8,680.2 7,222.1 527.1 -1,631.1 Start Buildto 90 Deg 3/100'
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Sep. 20, 2011

Sundry Number: 18665 API Well Number: 43019500110000

T25S,
R

i9E,
S.L.B

.&
M

.
FID

ELITY
EX

PLR
.

&
PR

O
D

.
C

O
.

W
ell

location,
C

A
N

E
C

R
EEK

U
N

IT
#26-2,

5272.08'
(G

.L.O
.)

located
as

show
n

in
the

N
E

1/4
SW

1/4
of

Section
26,

T255,
R

19E,
S.L.B

.&
M

.
90·04.

G
rond

C
ounty,

U
tah,

(G
.L.O

.)
B

A
SIS

O
F

B
EA

R
IN

G
S

B
A

SIS
O

F
B

EA
R

IN
G

SIS
A

G
.P.S

O
B

SER
V

A
TIO

N
.

B
A

SIS
O

F
ELEV

A
TlO

N
PLA

TEA
U

A
ZIM

U
TH

TR
IA

N
G

U
LA

TIO
N

STA
TIO

N
LO

C
A

TED
IN

TH
E

SW
1/4

SE
1/4

O
F

SEC
TIO

N
17,

T26S,
R

20E,
S.L.B

.&
M

.
TA

K
EN

FR
O

M
TH

E
G

O
LD

B
A

R
C

A
N

Y
O

N
Q

U
A

D
R

A
N

G
LE,UTA

H
,

G
R

A
N

D
C

O
U

N
TY

7.5
M

1N
U

TE
Q

U
A

D
. (TO

PO
G

R
A

PH
ICM

A
P)

PU
B

LLSH
EDB

Y
TH

E
-

-
U

N
ITED

STA
TES

D
EPA

R
TM

EN
T

O
F

TH
E

IN
TER

lO
R

,
G

EO
LO

G
1C

A
L

SU
R

V
EY

.
SA

ID
ELEV

A
TIO

N
15

M
A

R
K

ED
See

D
etail

"A
"

/
B

ottom
,.,,

A
S

B
EIN

G
6114

FEET.
©

R
igh

t
i

,
46

O
-

J'
s

(C
om

p.)
D

etail
"A

'
rest

A
tum

.
co2.

"
\

N
o

Scale
0.J'

H
igh,

Pile
o

isooo
orstones

|
s,

--

co
N

(G
.L.O

.
C

A
N

E
C

R
EEK

U
N

/T /26-2
E/ev.

U
ngraded

G
round

=
5653'

o
o

-
o

SC
A

LEC
ER

TIFIC
A

TE
Illif

TH
IS

IS
TO

C
ER

TIFY
TH

A
T

TH
E

A
B

O
V

EP
PR

LE

FIELD
N

O
TES

O
F

A
C

TU
A

L
SU

R
V

EY
SM

A
SU

PER
V

ISIO
N

A
N

D
TH

A
T

TH
E

SA
M

E
A

1
U

A
N

D
C

O
R

R
EC

T
B

EST
O

F
M

Y
I<N

O
W

LED
G

EAN
D

B
ELIE

'
N

o.
161319

1981
B

rass
C

O
P,

1961
A

lum
.

C
ap,

y
y

0.4
H

igh,
Pile

0.J'
H

igh,
File

R
EG

I$
D

L
5

O
R

of
Stones

of
Stones

R
EG

ISTR
d

i
STA

TE
O

77
N

B
9°58'29"E

-

2636.51'
(M

eas.)
N

S9°56'E
-

2636.70'
(G

.L.O
.)

R
EV

ISED
: 09-26-11

U
IN

TA
H

SG
IN

EER
IN

G
&

c
IA

N
D

SU
R

V
EY

IN
G

85
SO

U
TH

200
EA

ST
-

V
ER

N
A

L.
U

TA
H

84078
(435)

789-1017
LEG

EN
D

:
SC

A
LE

D
A

TE
SU

R
V

EY
ED

:
D

A
TE

D
R

A
W

N
:

=
90'

SY
M

SO
L

1"
=

1000"
10-25-07

11-06-07
A

Ç
TÇ

N
Q

M
Q

Q
g

N
A

D
g)

(TA
A

Ç
(T

SQ
TTÇ

M
H

O
()

A
Q

TÇ
N

Ç
M

Q
Ç

¶
N

A
Qg)

(¶Q
R

Ÿ
A

Ç
(I QÇ

A
TIQ

N
)

FA
G

ÏY
R

EŸ
ER

EN
C

ES
LA

TlTU
D

E
-

38·3610.14"
(38.602817)

LA
TITU

D
E -

3836'03.61"
(38.601003)

=
PR

O
PO

SED
W

ELL
H

EA
D

.
.48°04.00"

(109.801111)
t,0N

G
lTU

D
E

=
109"47'38.12"

(109.793922)
L.K

.
A

.W
.

S.L.
G

,L.O
. PLA

T

A
-

SEC
TIO

N
C

O
R

N
ER

S
A

U
TO

N
O

M
O

U
SNA

D
27

(TA
R

G
ET

B
O

TTO
M

H
O

LE) A
U

TO
N

O
M

O
U

SNA
D

27
(SU

R
FA

C
E

LO
C

A
TIO

N
)

W
FA

TH
ER

FILE
LA

T1TU
D

E =
38

36'10.21"
(38.602836)

1.A
TITU

D
E =

38
36'03,68"

(38.601022)
LO

C
A

TED
.

LO
N

G
FTU

D
E .

109-48'O
L57"

(109.8004363
LO

N
G

ITU
D

E
=

109'47'35.69"
(109.7932473

W
A

R
M

FID
ELITY

EX
PLR

.
&

PR
O

D
.

T25S,
R

i9E,
S.L.B

.&
M

.
FID

ELITY
EX

PLR
.

&
PR

O
D

.
C

O
.

W
ell

location,
C

A
N

E
C

R
EEK

U
N

IT
#26-2,

5272.08'
(G

.L.O
.)

located
as

show
n

in
the

N
E

1/4
SW

1/4
of

Section
26,

T255,
R

19E,
S.L.B

.&
M

.
90·04.

G
rond

C
ounty,

U
tah,

(G
.L.O

.)
B

A
SIS

O
F

B
EA

R
IN

G
S

B
A

SIS
O

F
B

EA
R

IN
G

SIS
A

G
.P.S

O
B

SER
V

A
TIO

N
.

B
A

SIS
O

F
ELEV

A
TlO

N
PLA

TEA
U

A
ZIM

U
TH

TR
IA

N
G

U
LA

TIO
N

STA
TIO

N
LO

C
A

TED
IN

TH
E

SW
1/4

SE
1/4

O
F

SEC
TIO

N
17,

T26S,
R

20E,
S.L.B

.&
M

.
TA

K
EN

FR
O

M
TH

E
G

O
LD

B
A

R
C

A
N

Y
O

N
Q

U
A

D
R

A
N

G
LE,UTA

H
,

G
R

A
N

D
C

O
U

N
TY

7.5
M

1N
U

TE
Q

U
A

D
. (TO

PO
G

R
A

PH
IC

M
A

P)
PU

B
LLSH

EDB
Y

TH
E

-
-

U
N

ITED
STA

TES
D

EPA
R

TM
EN

T
O

F
TH

E
IN

TER
lO

R
,

G
EO

LO
G

1C
A

L
SU

R
V

EY
.

SA
ID

ELEV
A

TIO
N

15
M

A
R

K
ED

See
D

etail
"A

"
/

B
ottom

,.,,
A

S
B

EIN
G

6114
FEET.

©
R

igh
t

i
,

46
O

-
J'

s
(C

om
p.)

D
etail

"A
'

rest
A

tum
.

co2.
"

\
N

o
Scale

0.J'
H

igh,
Pile

o
isooo

orstones
|

s,
--

co
N

(G
.L.O

.
C

A
N

E
C

R
EEK

U
N

/T /26-2
E/ev.

U
ngraded

G
round

=
5653'

o
o

-
o

SC
A

LEC
ER

TIFIC
A

TE
Illif

TH
IS

IS
TO

C
ER

TIFY
TH

A
T

TH
E

A
B

O
V

EP
PR

LE

FIELD
N

O
TES

O
F

A
C

TU
A

L
SU

R
V

EY
SM

A
SU

PER
V

ISIO
N

A
N

D
TH

A
T

TH
E

SA
M

E
A

1
U

A
N

D
C

O
R

R
EC

T
B

EST
O

F
M

Y
I<N

O
W

LED
G

EAN
D

B
ELIE

'
N

o.
161319

1981
B

rass
C

O
P,

1961
A

lum
.

C
ap,

y
y

0.4
H

igh,
Pile

0.J'
H

igh,
File

R
EG

I$
D

L
5

O
R

of
Stones

of
Stones

R
EG

ISTR
d

i
STA

TE
O

77
N

B
9°58'29"E

-

2636.51'
(M

eas.)
N

S9°56'E
-

2636.70'
(G

.L.O
.)

R
EV

ISED
: 09-26-11

U
IN

TA
H

SG
IN

EER
IN

G
&

c
IA

N
D

SU
R

V
EY

IN
G

85
SO

U
TH

200
EA

ST
-

V
ER

N
A

L.
U

TA
H

84078
(435)

789-1017
LEG

EN
D

:
SC

A
LE

D
A

TE
SU

R
V

EY
ED

:
D

A
TE

D
R

A
W

N
:

=
90'

SY
M

SO
L

1"
=

1000"
10-25-07

11-06-07
A

Ç
TÇ

N
Q

M
Q

Q
g

N
A

D
g)

(TA
A

Ç
(T

SQ
TTÇ

M
H

O
()

A
Q

TÇ
N

Ç
M

Q
Ç

¶
N

A
Qg)

(¶Q
R

Ÿ
A

Ç
(I QÇ

A
TIQ

N
)

FA
G

ÏY
R

EŸ
ER

EN
C

ES
LA

TlTU
D

E
-

38·3610.14"
(38.602817)

LA
TITU

D
E -

3836'03.61"
(38.601003)

=
PR

O
PO

SED
W

ELL
H

EA
D

.
.48°04.00"

(109.801111)
t,0N

G
lTU

D
E

=
109"47'38.12"

(109.793922)
L.K

.
A

.W
.

S.L.
G

,L.O
. PLA

T

A
-

SEC
TIO

N
C

O
R

N
ER

S
A

U
TO

N
O

M
O

U
SNA

D
27

(TA
R

G
ET

B
O

TTO
M

H
O

LE) A
U

TO
N

O
M

O
U

SNA
D

27
(SU

R
FA

C
E

LO
C

A
TIO

N
)

W
FA

TH
ER

FILE
LA

T1TU
D

E =
38

36'10.21"
(38.602836)

1.A
TITU

D
E =

38
36'03,68"

(38.601022)
LO

C
A

TED
.

LO
N

G
FTU

D
E .

109-48'O
L57"

(109.8004363
LO

N
G

ITU
D

E
=

109'47'35.69"
(109.7932473

W
A

R
M

FID
ELITY

EX
PLR

.
&

PR
O

D
.

T25S,
R

i9E,
S.L.B

.&
M

.
FID

ELITY
EX

PLR
.

&
PR

O
D

.
C

O
.

W
ell

location,
C

A
N

E
C

R
EEK

U
N

IT
#26-2,

5272.08'
(G

.L.O
.)

located
as

show
n

in
the

N
E

1/4
SW

1/4
of

Section
26,

T255,
R

19E,
S.L.B

.&
M

.
90·04.

G
rond

C
ounty,

U
tah,

(G
.L.O

.)
B

A
SIS

O
F

B
EA

R
IN

G
S

B
A

SIS
O

F
B

EA
R

IN
G

SIS
A

G
.P.S

O
B

SER
V

A
TIO

N
.

B
A

SIS
O

F
ELEV

A
TlO

N
PLA

TEA
U

A
ZIM

U
TH

TR
IA

N
G

U
LA

TIO
N

STA
TIO

N
LO

C
A

TED
IN

TH
E

SW
1/4

SE
1/4

O
F

SEC
TIO

N
17,

T26S,
R

20E,
S.L.B

.&
M

.
TA

K
EN

FR
O

M
TH

E
G

O
LD

B
A

R
C

A
N

Y
O

N
Q

U
A

D
R

A
N

G
LE,UTA

H
,

G
R

A
N

D
C

O
U

N
TY

7.5
M

1N
U

TE
Q

U
A

D
. (TO

PO
G

R
A

PH
IC

M
A

P)
PU

B
LLSH

EDB
Y

TH
E

-
-

U
N

ITED
STA

TES
D

EPA
R

TM
EN

T
O

F
TH

E
IN

TER
lO

R
,

G
EO

LO
G

1C
A

L
SU

R
V

EY
.

SA
ID

ELEV
A

TIO
N

15
M

A
R

K
ED

See
D

etail
"A

"
/

B
ottom

,.,,
A

S
B

EIN
G

6114
FEET.

©
R

igh
t

i
,

46
O

-
J'

s
(C

om
p.)

D
etail

"A
'

rest
A

tum
.

co2.
"

\
N

o
Scale

0.J'
H

igh,
Pile

o
isooo

orstones
|

s,
--

co
N

(G
.L.O

.
C

A
N

E
C

R
EEK

U
N

/T /26-2
E/ev.

U
ngraded

G
round

=
5653'

o
o

-
o

SC
A

LEC
ER

TIFIC
A

TE
Illif

TH
IS

IS
TO

C
ER

TIFY
TH

A
T

TH
E

A
B

O
V

EP
PR

LE

FIELD
N

O
TES

O
F

A
C

TU
A

L
SU

R
V

EY
SM

A
SU

PER
V

ISIO
N

A
N

D
TH

A
T

TH
E

SA
M

E
A

1
U

A
N

D
C

O
R

R
EC

T
B

EST
O

F
M

Y
I<N

O
W

LED
G

EAN
D

B
ELIE

'
N

o.
161319

1981
B

rass
C

O
P,

1961
A

lum
.

C
ap,

y
y

0.4
H

igh,
Pile

0.J'
H

igh,
File

R
EG

I$
D

L
5

O
R

of
Stones

of
Stones

R
EG

ISTR
d

i
STA

TE
O

77
N

B
9°58'29"E

-

2636.51'
(M

eas.)
N

S9°56'E
-

2636.70'
(G

.L.O
.)

R
EV

ISED
: 09-26-11

U
IN

TA
H

SG
IN

EER
IN

G
&

c
IA

N
D

SU
R

V
EY

IN
G

85
SO

U
TH

200
EA

ST
-

V
ER

N
A

L.
U

TA
H

84078
(435)

789-1017
LEG

EN
D

:
SC

A
LE

D
A

TE
SU

R
V

EY
ED

:
D

A
TE

D
R

A
W

N
:

=
90'

SY
M

SO
L

1"
=

1000"
10-25-07

11-06-07
A

Ç
TÇ

N
Q

M
Q

Q
g

N
A

D
g)

(TA
A

Ç
(T

SQ
TTÇ

M
H

O
()

A
Q

TÇ
N

Ç
M

Q
Ç

¶
N

A
Qg)

(¶Q
R

Ÿ
A

Ç
(I QÇ

A
TIQ

N
)

FA
G

ÏY
R

EŸ
ER

EN
C

ES
LA

TlTU
D

E
-

38·3610.14"
(38.602817)

LA
TITU

D
E -

3836'03.61"
(38.601003)

=
PR

O
PO

SED
W

ELL
H

EA
D

.
.48°04.00"

(109.801111)
t,0N

G
lTU

D
E

=
109"47'38.12"

(109.793922)
L.K

.
A

.W
.

S.L.
G

,L.O
. PLA

T

A
-

SEC
TIO

N
C

O
R

N
ER

S
A

U
TO

N
O

M
O

U
SNA

D
27

(TA
R

G
ET

B
O

TTO
M

H
O

LE) A
U

TO
N

O
M

O
U

SNA
D

27
(SU

R
FA

C
E

LO
C

A
TIO

N
)

W
FA

TH
ER

FILE
LA

T1TU
D

E =
38

36'10.21"
(38.602836)

1.A
TITU

D
E =

38
36'03,68"

(38.601022)
LO

C
A

TED
.

LO
N

G
FTU

D
E .

109-48'O
L57"

(109.8004363
LO

N
G

ITU
D

E
=

109'47'35.69"
(109.7932473

W
A

R
M

FID
ELITY

EX
PLR

.
&

PR
O

D
.



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

12/14/2011

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company spud this referenced well on
12/14/2011. Set 80'of 20" (52.78# .25 thick) Conductor pipe and cemented

to surface w/ 10.5 yards Redimix cement 12/18/2011

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/19/2011

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING TEAs5E36D2E4sIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNITor CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDatSEo WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

12/14/2011 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud this referenced well on
12/14/2011. Set 80'of 20" (52.78# .25 thick) Conductor pipe and cemented

to surface w/ 10.5 yards Redimix cement 12/18/2011

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING TEAs5E36D2E4sIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNITor CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDatSEo WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

12/14/2011 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud this referenced well on
12/14/2011. Set 80'of 20" (52.78# .25 thick) Conductor pipe and cemented

to surface w/ 10.5 yards Redimix cement 12/18/2011

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING TEAs5E36D2E4sIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNITor CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT# 26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 26 Township: 25.05 Range: 19.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDatSEo WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

12/14/2011 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud this referenced well on
12/14/2011. Set 80'of 20" (52.78# .25 thick) Conductor pipe and cemented

to surface w/ 10.5 yards Redimix cement 12/18/2011

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A



STATE OF UTAH FORM6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: FidelityExploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland Drive

city Sheridan

state zip 82801 Phone Number: (307) 675-4924

Welf i
ÃPI ÑÙÑIN e!I Ñam ("ti Sc i YÌ ÑËÔ County

4301950011 Cane Creek Unit26-2 NESW 26 25S 19E Grand

Action Code Current Entity New Entity Spud Date EntityAssignment
Number Number Effective Date

12/14/2011

Comments: ÁM fl

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3
ÅPI Ñ MbeN WeÏlÑAÑle CtQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number ,

Effective Date

Comments:

ACTIONCODES:
A - Estabilsh new entity for new well (single wellonly) Stephanle Masters

B - Add new well to existing entity (groupor unitwell) me Pleas nt)

C - Re-assign well from one existing entity to another existing entity N
D - Re-assign well from one existing entity to a new entity 8

E - Other (Explain in 'comments' section) Op lons Technician III 12/14/2011RECENED y,,,,

po"' DEC1 5 2011
DIV.0F01L,GAS&

STATE OF UTAH FORM6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: FidelityExploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland Drive

city Sheridan

state zip 82801 Phone Number: (307) 675-4924

Welf i

ÃPI ÑÙÑIN e!I Ñam ("ti Sc i YÌ ÑËÔ County

4301950011 Cane Creek Unit26-2 NESW 26 25S 19E Grand

Action Code Current Entity New Entity Spud Date EntityAssignment
Number Number Effective Date

12/14/2011

Comments: ÁM fl

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3
ÅPI Ñ MbeN WeÏlÑAÑle CtQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number ,

Effective Date

Comments:

ACTIONCODES:
A - Estabilsh new entity for new well (single wellonly) Stephanle Masters

B - Add new well to existing entity (groupor unitwell) me Pleas nt)

C - Re-assign well from one existing entity to another existing entity N
D - Re-assign well from one existing entity to a new entity 8

E - Other (Explain in 'comments' section) Op lons Technician III 12/14/2011RECENED y,,,,

po"' DEC1 5 2011
DIV.0F01L,GAS&

STATE OF UTAH FORM6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: FidelityExploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland Drive

city Sheridan

state zip 82801 Phone Number: (307) 675-4924

Welf i

ÃPI ÑÙÑIN e!I Ñam ("ti Sc i YÌ ÑËÔ County

4301950011 Cane Creek Unit26-2 NESW 26 25S 19E Grand

Action Code Current Entity New Entity Spud Date EntityAssignment
Number Number Effective Date

12/14/2011

Comments: ÁM fl

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3
ÅPI Ñ MbeN WeÏlÑAÑle CtQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number ,

Effective Date

Comments:

ACTIONCODES:
A - Estabilsh new entity for new well (single wellonly) Stephanle Masters

B - Add new well to existing entity (groupor unitwell) me Pleas nt)

C - Re-assign well from one existing entity to another existing entity N
D - Re-assign well from one existing entity to a new entity 8

E - Other (Explain in 'comments' section) Op lons Technician III 12/14/2011RECENED y,,,,

po"' DEC1 5 2011
DIV.0F01L,GAS&



RECEIVED: Dec. 29, 2011

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

12/29 /2011

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity request to change the previous planed bop as there is not
enough substructure height to handle a 13-5/8" x 10000 psi WP stack.

As a result Fidelity would like to use an 11" x 10000 psi WP for the
8-1/2" and 6" hole size segments and a 13-5/8" x 5000 psi WP for the

12-1/4" segment. Please see attached diagrams. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/29/2011
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Sundry Number: 21578 API Well Number: 43019500110000Sundry Number: 21578 API Well Number: 43019500110000
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

1/1/2012

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity hereby requests permission to change the surface casing setting depth
to 1055' (50' into the Moenkopi) and cement to surface. Fidelity feels that this
will enhance the probability of obtaining a better cement job, yet still allowing

isolation of the Shinarump Formation. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/30/2011

01/05/2012

Dec. 30, 2011

Sundry Number: 21617 API Well Number: 43019500110000Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE45IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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00NFilENTRL*

Carol Daniels - Fwd: Chronological drilling report Cane Creek 26-2

From: Dustin Doucet
To: Daniels, Carol
Date: 1/9/2012 1:59 PM
Subject: Fwd: Chronological drillingreport Cane Creek 26-2

Attachments: 20120109090603680.pdf

Carol are you getting these?

>>> "Masters, Stephanie" <stephanie.masters@fidelityepco.com> 1/9/2012 9:25 AM >>>

Attached is the chronological drill report on the Cane Creek 26-2 api # 4301950011.

Stephanie Masters
Operations Technician III
Fidelity Exploration & Production Co.
2585 Heartland Drive
Sheridan Wy 82801
(307)-675-4924

RECEIVED
JANO9 2012

IN OFOLGASAMME

file://C:\Users\CAROLDANIEL S\AppData\Local\Temp\XPgrpwise\4F0AF2D8NRDOM... 1/10/20
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CONFllENTIAL
FEPCo

1700 Lincoln Street Suite 2800
Denver, CO80203 Drillinq Chronological
(720) 931-9631 Re qulatory

Well Name:Cane Creek Unit 26-2
Field Name: Big Flat SITlR 26/25S/19E County,State: GRAND, UT

Operator: Fidellty E&P Location Desc: District: 01PARA

Project AFE: 110276 AFEs Associated: / / /

Daily Summary
ActivityDate : 12/29/2011 Days From Spud : -10 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.0 01 Stand-by waitingon rig move trucks (RW Jones Trucking) 0 0 NIH

Total: 11.00

ActivityDate : 12/30/2011 Days From Spud ; -9 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:0 11.00 01 Start of the Rig Move. Loaded out 121oads and received10 loads. 0 0 NIH

Total: 11.00

Daily Summary

ActivityDate : 12/31/2011 Days From Spud : -8 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Narne:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 01 Held PJSM, Loaded out 13 foads and received on the CCU 26-2 location 9 loads. No incidents. 0 0 NIH

Total: 11.00

Daily Summary

ActivityDate : 1/1/2012 Days From Spud : -7 Current Depth ; OFt 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Ðepth Run

18:00 0.00 0 0 NIH

7:00 11.00 01 Held PJSM, Loaded out 12 loads and received on the CCU 26-2 location 12 loads. No O 0 NIH
Incidents.

Total: 11.00

Daily Summary

ActivityDate : - 1/2/2012 Days From Spud : -6 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 01 eld PJSM, Loaded out 13 loads and received on the CCU 26-2 location 13 loads. Set the O O NIH
ud tanks and the substructuremats. No 1ncidents.(20 % rigged up)

Total: 11.00 RECENED
Page 1 of 4 Powered by Produodon Access 1/9/2012

L OFOL GM &

CONFllENTIAL
FEPCo

1700 Lincoln Street Suite 2800
Denver, CO80203 Drillinq Chronological
(720) 931-9631 Re qulatory

Well Name:Cane Creek Unit 26-2
Field Name: Big Flat SITlR 26/25S/19E County,State: GRAND, UT

Operator: Fidellty E&P Location Desc: District: 01PARA

Project AFE: 110276 AFEs Associated: / / /

Daily Summary
ActivityDate : 12/29/2011 Days From Spud : -10 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.0 01 Stand-by waitingon rig move trucks (RW Jones Trucking) 0 0 NIH

Total: 11.00

ActivityDate : 12/30/2011 Days From Spud ; -9 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:0 11.00 01 Start of the Rig Move. Loaded out 121oads and received10 loads. 0 0 NIH

Total: 11.00

Daily Summary

ActivityDate : 12/31/2011 Days From Spud : -8 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Narne:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 01 Held PJSM, Loaded out 13 foads and received on the CCU 26-2 location 9 loads. No incidents. 0 0 NIH

Total: 11.00

Daily Summary

ActivityDate : 1/1/2012 Days From Spud : -7 Current Depth ; OFt 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Ðepth Run

18:00 0.00 0 0 NIH

7:00 11.00 01 Held PJSM, Loaded out 12 loads and received on the CCU 26-2 location 12 loads. No O 0 NIH
Incidents.

Total: 11.00

Daily Summary

ActivityDate : - 1/2/2012 Days From Spud : -6 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 01 eld PJSM, Loaded out 13 loads and received on the CCU 26-2 location 13 loads. Set the O O NIH
ud tanks and the substructuremats. No 1ncidents.(20 % rigged up)

Total: 11.00 RECENED
Page 1 of 4 Powered by Produodon Access 1/9/2012

L OFOL GM &

CONFllENTIAL
FEPCo
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CONFllENTlä
Well NanîeiCane Creek!Unit 2622

Field Name: Big Flat S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/3/2012 Days From Spud : -5 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company: Rig Name:
Formation : Weather:

Operations
Start Hrs Code Rernarks Start Depth End Depth Run

7:00 11.00 01 Held PJSM, Set Gen. sets, set mudpump (FB 1600), Crane arrived,HeldPJSM with all 0 0 NIH

personnel on crane safety. No incidents.(40 % riggedup)
Total: 11.00

Daily Summary

ActivityDate : 1/4/2012 Days From Spud ; -4 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company: Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 Held PJSM, Set substructure, rig floor, draw works, a-legsand thecrown section. Second 0 0 NIH

crane a«ived, . No incidents. (60 % rigged up)
7:00 11.00 01 0 0 NIH

Total: 22.00

ActivityDate : 1/512012 Days From Spud : -3 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

RIg Company : Rig Name:
Formation : Weather:

Operations
Start His Code Remarks startDepth End Depth Run

7:00 11.00 01 Held PJSM. Helda JSA on raisingthe derrick. Set in and raised all derrick sections, String up 0 0 NIH

the drillline. Connect all electrical IInes, No incidents. (80 % riggedup)

Total: 11.00

Daily Summary

Activity Date : 1/6/2012 Days From Spud : -2 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation: Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

7:00 23.00 01 Held PJSM. Held JSA on PIU and RIU the CanRig Top Drive, skid rig toP/U the top drive, R/U 0 0 NIH

stand pipe, hook up thekelly hose, tongs, pipe spinners, boller/heaters, balls, elevators.
Welders workingon shaker slides and Air drillingreturn line (10"). No Incidents. (90 % rigged

Total:23.00

Page 2 of 4 Powered by Production Access
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CONFllENTlä
Well NanîeiCane Creek!Unit 2622
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CONFIDERL
Well NánéibanetNek Unitì6

Field Name: Big Flat S/T/R 28/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/7/2012 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Starl Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 Held PJSM,Finish R/U, Construct and MlU the9 5/8" blooieretum lineto the reserve pit,Set 0 0 NIH
catwalk and P\pipe racks, putdrillingassembly on the piperacks, Measure/OD/ID same,

18:00 4.00 21 Co.man &Toolpusher dida walk aroun tig inspection. PIU focation, Prep tospud. 0 0 NIH

22:00 4,00 21 MlUand stand back in thederrick 5 stds of 4 1/2" dp and 7 stds of 4 1/2" hwdp. 0 0 NIH

2:00 4.00 21 M/Udd1]assy. 17 1/2" hammer bit, Hammer (N125), bit sub, 2 - 8" dc's, 2 - 4 1/2 hwdp. 0 0 NIH
installed the 20" rotate head.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

0 0.00 0.00 0 0 0 0/0/0 ) 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

. 0.0 |0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drillingwith Alr/Mist.

Daily Summary

ActivityDate : 1/8/2012 Days From Spud : 1 Current Depth : 353 Ft 24 Hr. Footage Made : 353 Ft

RigCompany : Rig Name: Frontler 10
Formation : Weather:

Operations
start Mrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Installed the20" rotate head rubber element. 0 0 1

7:00 1.00 21 Work on the20" lubricator oilersystem. 0 0 NIH

8:00 1.00 21 Test Air system to 1,200 psi, had one leak fixleak and retested to1,200 psi (Good test). 0 0 1

9:00 1.00 21 Circulated with air before drilling,discovered a leak at 10" flange on the bloole line, weld 0 0 NIH
flange.

10:00 7.00 02 Alr/MistDrillf/104' to319' (20" X5/8" conductorset @82' + 22' RKB to GL = 104') 104 290 1

17:00 1.00 21 Trouble shoot pressure increase. Problem seems tobe thekelly valve. Valve shutting while 0 0 1
drilling.

18:00 3.50 06 Pull totate head rubber element. POOH. 0 0 1

21:30 2.50 21 Checked hammer and changed out the lower kelly valve. Tested valveto 1,500 psi. O O 1

0:00 3.00 06 RIHand installed the rotate rubber element. 0 0 1

3:00 0.50 10 Circulated clean hole, survey @290' - 0.15 degree O O 1

3:30 2.50 02 Air/MistDrillfl313' to353' 0 0 1

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water OII Sand

0 | 0.00 0.00 0 0 0 0/0/0 | 0.0 | 0.0 | 0 0.00 | 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

0.0 0.00 0.00 | 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drilling with Air/Mist.

Page 3 of4 Powered by Production Access

CONFIDERL
Well NánéibanetNek Unitì6

Field Name: Big Flat S/T/R 28/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/7/2012 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Starl Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 Held PJSM,Finish R/U, Construct and MlU the9 5/8" blooieretum lineto the reserve pit,Set 0 0 NIH
catwalk and P\pipe racks, putdrillingassembly on the piperacks, Measure/OD/ID same,

18:00 4.00 21 Co.man &Toolpusher dida walk aroun tig inspection. PIU focation, Prep tospud. 0 0 NIH

22:00 4,00 21 MlUand stand back in thederrick 5 stds of 4 1/2" dp and 7 stds of 4 1/2" hwdp. 0 0 NIH

2:00 4.00 21 M/Udd1]assy. 17 1/2" hammer bit, Hammer (N125), bit sub, 2 - 8" dc's, 2 - 4 1/2 hwdp. 0 0 NIH
installed the 20" rotate head.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

0 0.00 0.00 0 0 0 0/0/0 ) 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

. 0.0 |0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drillingwith Alr/Mist.

Daily Summary

ActivityDate : 1/8/2012 Days From Spud : 1 Current Depth : 353 Ft 24 Hr. Footage Made : 353 Ft

RigCompany : Rig Name: Frontler 10

Formation : Weather:
Operations

start Mrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Installed the20" rotate head rubber element. 0 0 1

7:00 1.00 21 Work on the20" lubricator oilersystem. 0 0 NIH

8:00 1.00 21 Test Air system to 1,200 psi, had one leak fixleak and retested to1,200 psi (Good test). 0 0 1

9:00 1.00 21 Circulated with air before drilling,discovered a leak at 10" flange on the bloole line, weld 0 0 NIH
flange.

10:00 7.00 02 Alr/MistDrillf/104' to319' (20" X5/8" conductorset @82' + 22' RKB to GL = 104') 104 290 1

17:00 1.00 21 Trouble shoot pressure increase. Problem seems tobe thekelly valve. Valve shutting while 0 0 1
drilling.

18:00 3.50 06 Pull totate head rubber element. POOH. 0 0 1

21:30 2.50 21 Checked hammer and changed out the lower kelly valve. Tested valveto 1,500 psi. O O 1

0:00 3.00 06 RIHand installed the rotate rubber element. 0 0 1

3:00 0.50 10 Circulated clean hole, survey @290' - 0.15 degree O O 1

3:30 2.50 02 Air/MistDrillfl313' to353' 0 0 1

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water OII Sand

0 | 0.00 0.00 0 0 0 0/0/0 | 0.0 | 0.0 | 0 0.00 | 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

0.0 0.00 0.00 | 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drilling with Air/Mist.
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CONFIDERL
Well NánéibanetNek Unitì6

Field Name: Big Flat S/T/R 28/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/7/2012 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Starl Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 Held PJSM,Finish R/U, Construct and MlU the9 5/8" blooieretum lineto the reserve pit,Set 0 0 NIH
catwalk and P\pipe racks, putdrillingassembly on the piperacks, Measure/OD/ID same,

18:00 4.00 21 Co.man &Toolpusher dida walk aroun tig inspection. PIU focation, Prep tospud. 0 0 NIH

22:00 4,00 21 MlUand stand back in thederrick 5 stds of 4 1/2" dp and 7 stds of 4 1/2" hwdp. 0 0 NIH

2:00 4.00 21 M/Udd1]assy. 17 1/2" hammer bit, Hammer (N125), bit sub, 2 - 8" dc's, 2 - 4 1/2 hwdp. 0 0 NIH
installed the 20" rotate head.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

0 0.00 0.00 0 0 0 0/0/0 ) 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

. 0.0 |0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drillingwith Alr/Mist.

Daily Summary

ActivityDate : 1/8/2012 Days From Spud : 1 Current Depth : 353 Ft 24 Hr. Footage Made : 353 Ft

RigCompany : Rig Name: Frontler 10

Formation : Weather:
Operations

start Mrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Installed the20" rotate head rubber element. 0 0 1

7:00 1.00 21 Work on the20" lubricator oilersystem. 0 0 NIH

8:00 1.00 21 Test Air system to 1,200 psi, had one leak fixleak and retested to1,200 psi (Good test). 0 0 1

9:00 1.00 21 Circulated with air before drilling,discovered a leak at 10" flange on the bloole line, weld 0 0 NIH
flange.

10:00 7.00 02 Alr/MistDrillf/104' to319' (20" X5/8" conductorset @82' + 22' RKB to GL = 104') 104 290 1

17:00 1.00 21 Trouble shoot pressure increase. Problem seems tobe thekelly valve. Valve shutting while 0 0 1
drilling.

18:00 3.50 06 Pull totate head rubber element. POOH. 0 0 1

21:30 2.50 21 Checked hammer and changed out the lower kelly valve. Tested valveto 1,500 psi. O O 1

0:00 3.00 06 RIHand installed the rotate rubber element. 0 0 1

3:00 0.50 10 Circulated clean hole, survey @290' - 0.15 degree O O 1

3:30 2.50 02 Air/MistDrillfl313' to353' 0 0 1

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water OII Sand

0 | 0.00 0.00 0 0 0 0/0/0 | 0.0 | 0.0 | 0 0.00 | 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

0.0 0.00 0.00 | 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drilling with Air/Mist.
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00NFilENTAL
Will Noinii0à Öf6 k Unit 26-2

Fleid Name: Big Flat Sil?R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/9/2012 Days From Spud : 2 Current Depth : 1087 Ft 24 Hr. Footage Made : 734 Ft

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 02 Air/MlstDrillf/353' to 629' 353 629 1

10:30 0.50 10 Circulate the hole clean, WL survey @590'-0.38 degree. 629 629 1

11:00 2.00 02 Alr/MistDrillf/629' to 750' 629 750 i

13;00 0.50 05 Service Rig 750 750 1

13:30 4.50 02 Air/MistDrillf/750' to 1,08T 750 1087 1

18:00 1.50 05 Pump twosweeps toclean the hole. 1087 1087 1

19:30 0.50 10 WL survey@ 1,053' - 0.62 degrees. 0 1

20:00 0.50 05 Pump a sweep to clean the hole. O D i

20:30 2.50 06 POOH, Removed the 20" rotatehead, UD the drillinghammer, bit sub and the 17 1/2" O O 1
hammer bit.

23:00 3.50 06 M/Ubit sub and 17 1/2" RR bit,RIHto 1,025' 0 0 2

2:30 1.00 05 Wash down f/1,025' to 1,087, pump bl-vis/LCMsweep, Pumped twohole volumes.No O O 2
retums. Pump rate 12bbis/min w/580psl.Spotted 100 bbis of hi-vis/LCMpíllon btm.

3:30 2.00 06 POOH to run the 13 3/8" csg. 0 0 2

5:30 0.50 12 Held PJSMw/JSA. RIU csg equipment13 3/8" O 0 2

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

353 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

0.0 0.00 0.00 | 0.00 0.00 0 0 | 0 0.00 0.00 ( 0 0 0.00 j 0 -

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.

Formation Name Current Well Top Subsea Datum Ref
WellForn at enc

Top Comments
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00NFilENTAL
Will Noinii0à Öf6 k Unit 26-2

Fleid Name: Big Flat Sil?R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/9/2012 Days From Spud : 2 Current Depth : 1087 Ft 24 Hr. Footage Made : 734 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 02 Air/MlstDrillf/353' to 629' 353 629 1

10:30 0.50 10 Circulate the hole clean, WL survey @590'-0.38 degree. 629 629 1

11:00 2.00 02 Alr/MistDrillf/629' to 750' 629 750 i

13;00 0.50 05 Service Rig 750 750 1

13:30 4.50 02 Air/MistDrillf/750' to 1,08T 750 1087 1

18:00 1.50 05 Pump twosweeps toclean the hole. 1087 1087 1

19:30 0.50 10 WL survey@ 1,053' - 0.62 degrees. 0 1

20:00 0.50 05 Pump a sweep to clean the hole. O D i

20:30 2.50 06 POOH, Removed the 20" rotatehead, UD the drillinghammer, bit sub and the 17 1/2" O O 1
hammer bit.

23:00 3.50 06 M/Ubit sub and 17 1/2" RR bit,RIHto 1,025' 0 0 2

2:30 1.00 05 Wash down f/1,025' to 1,087, pump bl-vis/LCMsweep, Pumped twohole volumes.No O O 2
retums. Pump rate 12bbis/min w/580psl.Spotted 100 bbis of hi-vis/LCMpíllon btm.

3:30 2.00 06 POOH to run the 13 3/8" csg. 0 0 2

5:30 0.50 12 Held PJSMw/JSA. RIU csg equipment13 3/8" O 0 2

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

353 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

0.0 0.00 0.00 | 0.00 0.00 0 0 | 0 0.00 0.00 ( 0 0 0.00 j 0 -

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.

Formation Name Current Well Top Subsea Datum Ref
WellForn at enc

Top Comments

Page 4 of 4 Powered by Production Access

00NFilENTAL
Will Noinii0à Öf6 k Unit 26-2

Fleid Name: Big Flat Sil?R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/9/2012 Days From Spud : 2 Current Depth : 1087 Ft 24 Hr. Footage Made : 734 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 02 Air/MlstDrillf/353' to 629' 353 629 1

10:30 0.50 10 Circulate the hole clean, WL survey @590'-0.38 degree. 629 629 1

11:00 2.00 02 Alr/MistDrillf/629' to 750' 629 750 i

13;00 0.50 05 Service Rig 750 750 1

13:30 4.50 02 Air/MistDrillf/750' to 1,08T 750 1087 1

18:00 1.50 05 Pump twosweeps toclean the hole. 1087 1087 1

19:30 0.50 10 WL survey@ 1,053' - 0.62 degrees. 0 1

20:00 0.50 05 Pump a sweep to clean the hole. O D i

20:30 2.50 06 POOH, Removed the 20" rotatehead, UD the drillinghammer, bit sub and the 17 1/2" O O 1
hammer bit.

23:00 3.50 06 M/Ubit sub and 17 1/2" RR bit,RIHto 1,025' 0 0 2

2:30 1.00 05 Wash down f/1,025' to 1,087, pump bl-vis/LCMsweep, Pumped twohole volumes.No O O 2
retums. Pump rate 12bbis/min w/580psl.Spotted 100 bbis of hi-vis/LCMpíllon btm.

3:30 2.00 06 POOH to run the 13 3/8" csg. 0 0 2

5:30 0.50 12 Held PJSMw/JSA. RIU csg equipment13 3/8" O 0 2

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

353 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

0.0 0.00 0.00 | 0.00 0.00 0 0 | 0 0.00 0.00 ( 0 0 0.00 j 0 -

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.

Formation Name Current Well Top Subsea Datum Ref
WellForn at enc

Top Comments
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Page 1 of 1

Carol Daniels - Fwd: Chronological drill report Cane Creek Unit 26-2 well 1/15 &
1/16

From: Dustin Doucet
To: Daniels, Carol
Date: 1/17/2012 10:56 AM
Subject: Fwd: Chronological drill report Cane Creek Unit 26-2 well 1/15 & 1/16

Attachments: 26-2 chro 115 &16.pdf

FYI

>>> "Masters, Stephanie" <stephanie.masters@fidelityepco.com> 1/16/2012 9:29 AM >>>

Stephanie Masters
Operations Technician III
Fidelity Exploration & Production Co.
2585 Heartland Drive
Sheridan Wy 82801
(307)-675-4924

RECEIVED
JAN17 2012

OtV.OFOILGAS&MINING

file://C:\Users\CAROLDANIELS\AppData\Local\Temp\XPgrpwise\4Fl553E2NRDOMA...
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CONFllENllAL
Well NimöÈCanna ok 6 2

Field Name: Big Flat Sif/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/15/2012 Days From Spud : 8 Current Depth : 3682 Ft 24 Hr. Footage Made : 334 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations .

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH-ream 150' tobtm 3348 3348 6

8:00 1.50 02 Afr/MistDrillf/3,348'to 3,381' 3348 3381 6

9:30 1.50 21 Hammer/bitnot workingproperly. Attempt to get the hammer towork property. 3381 3381 6

11:00 2.50 06 POOH, removedthe Air Hammer/bit 3381 3361 6

13:30 0.50 21 Serviced therig. 3381 3381 6

14:00 1,50 .21 M/UAir Hammer/bit and function tesL (Good) 3381 3381 7

15:30 2.00 06 RIHw/newAirHammer and bit f/surface to 3,290' neCElVFA 336' 336' '
17:30 0.50 03 Washed and reamed f/3,290' to 3,381' 3381 3381 7

18:00 0.50 02 Alr/MistDrillf/3,381' to3,42T 3381 3427 7

18:30 0.50 21 Workon a air booster 3427 3427 7

19:00 1.00 02 Air/MistDrillf/3,427' to 3,474' 3427 3474 7

20:00 1.00 10 POOH w/2stds, RIHwith same, Survey @3,438' - 1.30 deg.s0F UtL,GAS MtullG 2474 24,4 y

21:00 4.00 02 Air/MistDrillf/3,474 to 3,682'- waterand high torque.POOHto P/UDrillingMotor. 3474 3682 7

1;00 1.00 05 Pumped to soap sweeps to clean the hole before POOH. 3682 3682 7

2:00 4.00 06 POOH, L/D the hammer and the percussion bit 3682 3682 7

Total: 24,00
Mud Properties

Depth Tíme Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

3348 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/Mistdrilling

ActivityDate : 1/16/2012 Days From Spud : 9 Current Deptli : 4094 Ft 24 Hr. Footage Made : 412 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00| 4.00 06 P/U 8" mir (0.16revs/gal), shock sub and 12 1/4 bit, P/U 2 ea. 8" do's, M/Uand RIHwith the 3682 3682 7
bHA.

10:00 0.50 07 Service the rig. 3682 3682 7

10:30 1.00 06 RIH to 3,564', M/Uthe topdrive. 3682 3682 7

11:30 1.00 05 Load thehole withaerated fluid ' 3682 3682 7

12:30 10.50 02 Motor/Aerate Drillf/3,682'to 3,938' erate drilling - 1,800 ofm,380 gmp, soap 5 gals/hr, 3682 3938 7
defoamer 8 gals/hr,corrision inhibitor i gal/hr.

23:00 1.00 10 Suntey @3,907 - 1.54 degrees 3938 3938 7

0:00 6.00 02 Motor/Aerate Drillf/3,938' to4,094' erate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr, 3938 4094 7
defoamer 8 pals/hr,corrision inhibitor i gallhr.

Total: 24,00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand

4094 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

0.0 0.00 0.00 0.00 0.00| 0 0 j 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling - 1,800 cfm, 380 gpm ofwater, soap 5 gals/hr, defoamer

8 gals/hr, corrision Inhibitor 1 gallhr.
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CONFllENllAL
Well NimöÈCanna ok 6 2

Field Name: Big Flat Sif/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/15/2012 Days From Spud : 8 Current Depth : 3682 Ft 24 Hr. Footage Made : 334 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations .

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH-ream 150' tobtm 3348 3348 6

8:00 1.50 02 Afr/MistDrillf/3,348'to 3,381' 3348 3381 6

9:30 1.50 21 Hammer/bitnot workingproperly. Attempt to get the hammer towork property. 3381 3381 6

11:00 2.50 06 POOH, removedthe Air Hammer/bit 3381 3361 6

13:30 0.50 21 Serviced therig. 3381 3381 6

14:00 1,50 .21 M/UAir Hammer/bit and function tesL (Good) 3381 3381 7

15:30 2.00 06 RIHw/newAirHammer and bit f/surface to 3,290' neCElVFA 336' 336' '
17:30 0.50 03 Washed and reamed f/3,290' to 3,381' 3381 3381 7

18:00 0.50 02 Alr/MistDrillf/3,381' to3,42T 3381 3427 7

18:30 0.50 21 Workon a air booster 3427 3427 7

19:00 1.00 02 Air/MistDrillf/3,427' to 3,474' 3427 3474 7

20:00 1.00 10 POOH w/2stds, RIHwith same, Survey @3,438' - 1.30 deg.s0F UtL,GAS MtullG 2474 24,4 y

21:00 4.00 02 Air/MistDrillf/3,474 to 3,682'- waterand high torque.POOHto P/UDrillingMotor. 3474 3682 7

1;00 1.00 05 Pumped to soap sweeps to clean the hole before POOH. 3682 3682 7

2:00 4.00 06 POOH, L/D the hammer and the percussion bit 3682 3682 7

Total: 24,00
Mud Properties

Depth Tíme Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

3348 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/Mistdrilling

ActivityDate : 1/16/2012 Days From Spud : 9 Current Deptli : 4094 Ft 24 Hr. Footage Made : 412 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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defoamer 8 pals/hr,corrision inhibitor i gallhr.

Total: 24,00
Mud Properties
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8 gals/hr, corrision Inhibitor 1 gallhr.
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Well NimöÈCanna ok 6 2

Field Name: Big Flat Sif/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary

ActivityDate : 1/15/2012 Days From Spud : 8 Current Depth : 3682 Ft 24 Hr. Footage Made : 334 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations .

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH-ream 150' tobtm 3348 3348 6

8:00 1.50 02 Afr/MistDrillf/3,348'to 3,381' 3348 3381 6

9:30 1.50 21 Hammer/bitnot workingproperly. Attempt to get the hammer towork property. 3381 3381 6

11:00 2.50 06 POOH, removedthe Air Hammer/bit 3381 3361 6

13:30 0.50 21 Serviced therig. 3381 3381 6

14:00 1,50 .21 M/UAir Hammer/bit and function tesL (Good) 3381 3381 7

15:30 2.00 06 RIHw/newAirHammer and bit f/surface to 3,290' neCElVFA 336' 336' '
17:30 0.50 03 Washed and reamed f/3,290' to 3,381' 3381 3381 7

18:00 0.50 02 Alr/MistDrillf/3,381' to3,42T 3381 3427 7

18:30 0.50 21 Workon a air booster 3427 3427 7

19:00 1.00 02 Air/MistDrillf/3,427' to 3,474' 3427 3474 7

20:00 1.00 10 POOH w/2stds, RIHwith same, Survey @3,438' - 1.30 deg.s0F UtL,GAS MtullG 2474 24,4 y

21:00 4.00 02 Air/MistDrillf/3,474 to 3,682'- waterand high torque.POOHto P/UDrillingMotor. 3474 3682 7

1;00 1.00 05 Pumped to soap sweeps to clean the hole before POOH. 3682 3682 7

2:00 4.00 06 POOH, L/D the hammer and the percussion bit 3682 3682 7

Total: 24,00
Mud Properties

Depth Tíme Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

3348 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/Mistdrilling

ActivityDate : 1/16/2012 Days From Spud : 9 Current Deptli : 4094 Ft 24 Hr. Footage Made : 412 Ft

Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00| 4.00 06 P/U 8" mir (0.16revs/gal), shock sub and 12 1/4 bit, P/U 2 ea. 8" do's, M/Uand RIHwith the 3682 3682 7
bHA.

10:00 0.50 07 Service the rig. 3682 3682 7

10:30 1.00 06 RIH to 3,564', M/Uthe topdrive. 3682 3682 7

11:30 1.00 05 Load thehole withaerated fluid ' 3682 3682 7

12:30 10.50 02 Motor/Aerate Drillf/3,682'to 3,938' erate drilling - 1,800 ofm,380 gmp, soap 5 gals/hr, 3682 3938 7
defoamer 8 gals/hr,corrision inhibitor i gal/hr.

23:00 1.00 10 Suntey @3,907 - 1.54 degrees 3938 3938 7

0:00 6.00 02 Motor/Aerate Drillf/3,938' to4,094' erate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr, 3938 4094 7
defoamer 8 pals/hr,corrision inhibitor i gallhr.

Total: 24,00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand

4094 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

0.0 0.00 0.00 0.00 0.00| 0 0 j 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling - 1,800 cfm, 380 gpm ofwater, soap 5 gals/hr, defoamer

8 gals/hr, corrision Inhibitor 1 gallhr.

Page 9 of 10 Powered by Production Access



RECEIVED: Feb. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

2 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please find attached the chronological drilling report for 1/1/2012 to
2/1 /2012.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 2 /1 /2012

February 01, 2012

Sundry Number: 22642 API Well Number: 43019500110000Sundry Number: 22642 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/1/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please find attached the chronological drilling report for 1/1/2012 to Accepted by the
2/1/20 12. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 01, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/1/2012

RECEIVED: Feb. 01,

Sundry Number: 22642 API Well Number: 43019500110000
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FEPCo a
1700 Lincoln Street Suite 2800
Denver, CO80203 Drilling Chronological "

(720) 931-9631 Requiatorl( z

Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek SIT/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Project AFE: 110276 AFEs Associated: / / / m

Däilý Suminary
Activity Date : 12/29/2011 Days From Spud ; -10 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Rernarks Start Depth End Depth Run H

7:00 11.00 01 Stand-by waiting on rigmove trucks (RW Jones Trucking) 0 0 NIH 2
Total: 11.00

Daily Summary o
Activity Date : 12/30/2011 Days From Spud : -9 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft ··

Rig Company : Rig Name:
Formation : Weather: o

Operations
Start Hrs Code Remarks Start Depth End Depth Run 0,

o
7:00 11.00 01 Start of the Rig Move. Loaded out 12 loads and received 10 loads, O 0 NIH o

Total: 11.00
o

Dailý Summary . .. . . . .: o

I o
Activity Date : 12/31Ï2011 Days From Spud ; -8 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft o
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 01 Held PJSM, Loaded out 13 loads and received on the CCtJ 26-2 location 9 loads. No Incidents. 0 0 NIH
Total: 11.00

Daily Summary
Activity Date : 1/1/2012 Days From Spud ; -7 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

18:00 0.00 0 0 N1H
7:00 11.00 01 Held PJSM, Loaded out 12 loads and received on the CCU 26-2 location 12 loads. No O 0 NlH

Incidents.
Total: 11.00

Daily Sùmniary
Activity Date : 1/2/2012 Days From Spud : -6 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
7:00 11.00 01 Held PJSM. Loaded out 13 loads and received on the CCU 26-2 location 13 loads. Set the 0 0 NIH

mud tanks and the substructure mats. No incidents. (20 % rigged up)
Total: 11.00
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Well Nam :Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/3/2012 Days From Spud : -5 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
7:00 11.00 01 Held PJSM, Set Gen. sets, set mud pump (FB 1600), Crane arrived, Held PJSM with all 0 0 N1H a

personnel on crane safety. No Incidents. (40 % rigged up)
Total: 11.00

Dáily Sùrnináry
Activity Date : 1/4/2012 Days From Spud : -4 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations 2

Start Hrs .Code Remarks Start Depth End Depth Run y
7:00 11.00 Held PJSM, Set substructure, rig floor, draw works, a-legs and the crown section. Second 0 0 N1H

crane arrived, . No Incidents. (60 % rigged up)
7:00 11.00 01 0 0 N1H

Total: 22.00

Daily Summary
Activity Date : 1/5/2012 Days From Spud : -3 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 11.00 01 eld PJSM. Held a JSA on raising the derrick. Set in and raised all derrick sections, String up 0 0 NiH

Total: 11.00
he drill line. Connect all electrical lines, No incidents. (80 % rigged up)

Daily Summary
Activity Date : 1/6/2012 Days From Spud : -2 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : . Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

7:00 23.00 01 Held PJSM. Held JSA on P/U and R/Uthe CanRig Top Drive, skid rigto P/U the top drive, R/U 0 0 N1H
stand pipe, hook up the kelly hose, tongs, pipe spinners, boileriheaters, bails, elevators.
Welders working on shaker slides and Air drilling return line (10"). No Incidents. (90 % rigged
up)

Total: 23.00
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stand pipe, hook up the kelly hose, tongs, pipe spinners, boileriheaters, bails, elevators.
Welders working on shaker slides and Air drilling return line (10"). No Incidents. (90 % rigged
up)
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/7/2012 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 12.00 01 Held,PJSM. Finish R/U, Construct and M/U the 9 5/8" blooie retum line to the reserve pit, Set 0 0 N1H a
catwalk and P\pipe racks, put drilling assembly on the pipe racks, Messure/OD/lD same. M

18:00 4.00 21 Co.man &Toolpusher did a walk aroun rig inspection. P/U location, Prep to spud. 0 0 N1H y
22:00 4.00 21 M/U and stand back in the derrick 5 stds of 4 1/2" dp and 7 stds of 4 1/2" hwdp, O 0 N1H T

H
2:00 4.00 21 M/U drill assy. 17 1/2" hammer bit, Hammer (N125), bit sub, 2 - 8" dc's, 2 - 4 1/2 hwdp. 0 0 N1H

Installed the 20" rotate head.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 2

0 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% y
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 m

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drillingwith Air/Mist.

Daily Summary
Activity Date : 1/8/2012 Days From Spud : 1 Current Depth : 353 Ft 24 Hr. Footage Made : 353 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations o

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Installed the 20" rotate head rubber element. O 0 1
7:00 1.00 21 Work on the 20" lubricator oilersystem. 0 0 NIH
8:00 1.00 21 Test Air system to 1,200 psi, had one leak fixleak and retested to 1,200 psi (Good test). O 0 1

9:00 1,00 21 Circulatedwith air before drilling, discovered a leak at 10" flange on the blooie line, weld 0 0 NIH
flange.

10:00 7.00 02 Air/Mist Drillf/104' to 319' (20"X 5/8" conductor set @82' + 22' RKB to GL = 104') 104 290 1
17:00 1.00 21 Trouble shoot pressure increase. Problem seems to be the kelly valve. Valve shutting while 0 0 1

drilling.
18:00 3.50 06 Pull rotate head rubber element. POOH. 0 0 1
21:30 2.50 21 Checked hammer and changed out the lower kelly valve. Tested valve to 1,500 psi. 0 0 1

0:00 3.00 06 RlH and installed the rotate rubber element. 0 0 1

3:00 0.50 10 Circulated clean hole, survey @290' - 0.15 degree 0 0 1
3:30 2.50 02 Air/Mist Drillf/313' to 353" O O 1

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
0 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%
MBT pH Pm Pf Mf - CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/7/2012 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 12.00 01 Held,PJSM. Finish R/U, Construct and M/U the 9 5/8" blooie retum line to the reserve pit, Set 0 0 N1H a
catwalk and P\pipe racks, put drilling assembly on the pipe racks, Messure/OD/lD same. M

18:00 4.00 21 Co.man &Toolpusher did a walk aroun rig inspection. P/U location, Prep to spud. 0 0 N1H y
22:00 4.00 21 M/U and stand back in the derrick 5 stds of 4 1/2" dp and 7 stds of 4 1/2" hwdp, O 0 N1H T

H
2:00 4.00 21 M/U drill assy. 17 1/2" hammer bit, Hammer (N125), bit sub, 2 - 8" dc's, 2 - 4 1/2 hwdp. 0 0 N1H

Installed the 20" rotate head.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 2

0 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% y
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 m

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drillingwith Air/Mist.

Daily Summary
Activity Date : 1/8/2012 Days From Spud : 1 Current Depth : 353 Ft 24 Hr. Footage Made : 353 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations o

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Installed the 20" rotate head rubber element. O 0 1
7:00 1.00 21 Work on the 20" lubricator oilersystem. 0 0 NIH
8:00 1.00 21 Test Air system to 1,200 psi, had one leak fixleak and retested to 1,200 psi (Good test). O 0 1

9:00 1,00 21 Circulatedwith air before drilling, discovered a leak at 10" flange on the blooie line, weld 0 0 NIH
flange.

10:00 7.00 02 Air/Mist Drillf/104' to 319' (20"X 5/8" conductor set @82' + 22' RKB to GL = 104') 104 290 1
17:00 1.00 21 Trouble shoot pressure increase. Problem seems to be the kelly valve. Valve shutting while 0 0 1

drilling.
18:00 3.50 06 Pull rotate head rubber element. POOH. 0 0 1
21:30 2.50 21 Checked hammer and changed out the lower kelly valve. Tested valve to 1,500 psi. 0 0 1

0:00 3.00 06 RlH and installed the rotate rubber element. 0 0 1

3:00 0.50 10 Circulated clean hole, survey @290' - 0.15 degree 0 0 1
3:30 2.50 02 Air/Mist Drillf/313' to 353" O O 1

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
0 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%
MBT pH Pm Pf Mf - CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/7/2012 Days From Spud : -1 Current Depth : 0 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 12.00 01 Held,PJSM. Finish R/U, Construct and M/U the 9 5/8" blooie retum line to the reserve pit, Set 0 0 N1H a
catwalk and P\pipe racks, put drilling assembly on the pipe racks, Messure/OD/lD same. M

18:00 4.00 21 Co.man &Toolpusher did a walk aroun rig inspection. P/U location, Prep to spud. 0 0 N1H y
22:00 4.00 21 M/U and stand back in the derrick 5 stds of 4 1/2" dp and 7 stds of 4 1/2" hwdp, O 0 N1H T

H
2:00 4.00 21 M/U drill assy. 17 1/2" hammer bit, Hammer (N125), bit sub, 2 - 8" dc's, 2 - 4 1/2 hwdp. 0 0 N1H

Installed the 20" rotate head.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 2

0 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% y
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 m

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 No mud check. Drillingwith Air/Mist.

Daily Summary
Activity Date : 1/8/2012 Days From Spud : 1 Current Depth : 353 Ft 24 Hr. Footage Made : 353 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations o

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Installed the 20" rotate head rubber element. O 0 1
7:00 1.00 21 Work on the 20" lubricator oilersystem. 0 0 NIH
8:00 1.00 21 Test Air system to 1,200 psi, had one leak fixleak and retested to 1,200 psi (Good test). O 0 1

9:00 1,00 21 Circulatedwith air before drilling, discovered a leak at 10" flange on the blooie line, weld 0 0 NIH
flange.

10:00 7.00 02 Air/Mist Drillf/104' to 319' (20"X 5/8" conductor set @82' + 22' RKB to GL = 104') 104 290 1
17:00 1.00 21 Trouble shoot pressure increase. Problem seems to be the kelly valve. Valve shutting while 0 0 1

drilling.
18:00 3.50 06 Pull rotate head rubber element. POOH. 0 0 1
21:30 2.50 21 Checked hammer and changed out the lower kelly valve. Tested valve to 1,500 psi. 0 0 1

0:00 3.00 06 RlH and installed the rotate rubber element. 0 0 1

3:00 0.50 10 Circulated clean hole, survey @290' - 0.15 degree 0 0 1
3:30 2.50 02 Air/Mist Drillf/313' to 353" O O 1

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
0 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%
MBT pH Pm Pf Mf - CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date : 1/9/2012 Days From Spud : 2 Current Depth : 1087 Ft 24 Hr. Footage Made : 734 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks . Start Depth End Depth Run o

6:00 4.50 02 Air/Mist Drillf/353' to 629' 353 629 1 a
10:30 0.50 10 Circulatethe hole clean, WL survey @590'-0.38 degree. 629 629 1
11:00 2.00 02 Air/Mist Drillf/629' to 750' 629 750 1
13:00 0.50 05 Service Rig 750 750 1
13:30 4.50 02 Alr/Mist Drillf/750' to 1,087' 750 1087 1

18:00 1.50 05 Pump twosweeps to clean the hole. 1087 1087 1
19:30 0.50 10 WL survey @1,053'-0.62 degrees. 0 1
20:00 0.50 05 Pump a sweep to clean the hole. 0 0 1

20:30 2.50 06 POOH, Removed the 20" rotate head, L/D the dri]Iinghammer, bit sub and the 17 1/2" 0 0 1 C
hammer bit.

23:00 3.50 06 M/U bit sub and 17 1/2" RR bit, RIH to 1,025' O O 2 o
2:30 1.00 05 Wash down f/1,025' to 1,087', pump hi-vis/LCM sweep, Pumped two hole volumes. No O 0 2 .

returns. Pump rate 12bbis/min w/SSO psi. Spotted 100 bbls of hi-vis/LCM pillon btm,
3:30 2.00 06 POOH to run the 13 3/8" csg. 0 0 2
5:30 0.50 12 Held PJSM w/JSA. R/U esg equipment 13 3/8" O 0 2 o

Total: 24.00
Mud Properties o

Depth Time Wt 1n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o

1087 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% "

MST pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °
o

0,0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 o
Water Loss LCM ECD FL Temp > Remarks

O 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date : 1/9/2012 Days From Spud : 2 Current Depth : 1087 Ft 24 Hr. Footage Made : 734 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks . Start Depth End Depth Run o

6:00 4.50 02 Air/Mist Drillf/353' to 629' 353 629 1 a
10:30 0.50 10 Circulatethe hole clean, WL survey @590'-0.38 degree. 629 629 1
11:00 2.00 02 Air/Mist Drillf/629' to 750' 629 750 1

13:00 0.50 05 Service Rig 750 750 1
13:30 4.50 02 Alr/Mist Drillf/750' to 1,087' 750 1087 1

18:00 1.50 05 Pump twosweeps to clean the hole. 1087 1087 1

19:30 0.50 10 WL survey @1,053'-0.62 degrees. 0 1

20:00 0.50 05 Pump a sweep to clean the hole. 0 0 1

20:30 2.50 06 POOH, Removed the 20" rotate head, L/D the dri]Iinghammer, bit sub and the 17 1/2" 0 0 1 C
hammer bit.

23:00 3.50 06 M/U bit sub and 17 1/2" RR bit, RIH to 1,025' O O 2 o
2:30 1.00 05 Wash down f/1,025' to 1,087', pump hi-vis/LCM sweep, Pumped two hole volumes. No O 0 2 .

returns. Pump rate 12bbis/min w/SSO psi. Spotted 100 bbls of hi-vis/LCM pillon btm,
3:30 2.00 06 POOH to run the 13 3/8" csg. 0 0 2

5:30 0.50 12 Held PJSM w/JSA. R/U esg equipment 13 3/8" O 0 2 o

Total: 24.00
Mud Properties o

Depth Time Wt 1n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o

1087 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% "

MST pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °
o

0,0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 o

Water Loss LCM ECD FL Temp > Remarks
O 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date : 1/9/2012 Days From Spud : 2 Current Depth : 1087 Ft 24 Hr. Footage Made : 734 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks . Start Depth End Depth Run o

6:00 4.50 02 Air/Mist Drillf/353' to 629' 353 629 1 a
10:30 0.50 10 Circulatethe hole clean, WL survey @590'-0.38 degree. 629 629 1
11:00 2.00 02 Air/Mist Drillf/629' to 750' 629 750 1

13:00 0.50 05 Service Rig 750 750 1
13:30 4.50 02 Alr/Mist Drillf/750' to 1,087' 750 1087 1

18:00 1.50 05 Pump twosweeps to clean the hole. 1087 1087 1

19:30 0.50 10 WL survey @1,053'-0.62 degrees. 0 1

20:00 0.50 05 Pump a sweep to clean the hole. 0 0 1

20:30 2.50 06 POOH, Removed the 20" rotate head, L/D the dri]Iinghammer, bit sub and the 17 1/2" 0 0 1 C
hammer bit.

23:00 3.50 06 M/U bit sub and 17 1/2" RR bit, RIH to 1,025' O O 2 o
2:30 1.00 05 Wash down f/1,025' to 1,087', pump hi-vis/LCM sweep, Pumped two hole volumes. No O 0 2 .

returns. Pump rate 12bbis/min w/SSO psi. Spotted 100 bbls of hi-vis/LCM pillon btm,
3:30 2.00 06 POOH to run the 13 3/8" csg. 0 0 2

5:30 0.50 12 Held PJSM w/JSA. R/U esg equipment 13 3/8" O 0 2 o

Total: 24.00
Mud Properties o

Depth Time Wt 1n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o

1087 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% "

MST pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °
o

0,0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 o

Water Loss LCM ECD FL Temp > Remarks
O 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/10/2012 Days From Spud :. 3 Current Depth : 1087 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Mrs Code . Remarks .- Start Depth End Depth Run M

6:00 3.00 09 R/Uthe 13 3/8" csg equipment. 0 0 NIH a
9:00 3.00 12 Held PJSM, P/U and RIH with the 13 3/8" esg. Tagged @1,085' (2'fill) 0 0 NIH

12:00 1.00 01 M/U the cement head and cement line. 0 0 NIH
13:00 1.50 05 Pumped hi-vis sweep and circulated on csg volume. Recriprocated csg while circulating. O O NIH H

14:30 1.83 12 Held PJSM, tested cement line to 2,500 psi, Mixed and pumped Lead, 576 sx of 12.3 ppg, O 0 NIH
yield 2.07, water gps 11.36, bbis of slurry 212, bbLsof mixwater 155.778. Tail -200 sx @14.2
ppg, yield 1A6, water 7.32, bbis of slurry 52, bbls of mixwater 35. Could not reciprocate the
csg, could P/U but would not slack off.Csg @1,07T. Retumed 132 bbis of cement (Full
retums). Bumped plug @3bbl/minw/380 psi, pressured up to 1,000 psi. Bled back pressure
and checked the floats (floats held).

16:30 0.50 21 Tested the 13 3/8" csg to 1,500 psi 0 0 N1H
17:00 4.00 13 WOC - while waiting on the cement. Disconnected the bloole line, removed the turnbuckles, O O NlH

cut the 20" conductor, centered the 13 3/8" with the rotary.
21:00 3.00| 21 Slacked off 13 3/8" csg, Drain and rough cut same, L/D the 13 3/8" of cut csg and the 20" O 0 N1H

conductor, make final cut on the 13 3/8"
0:00 2.00 21 Weld on the 13 3/8" SOW X 13 5/8" SM wellhead. Tested to 50% (Good). 0 0 N1H
2:00 1.50 21 L/D csg slips and bowl, changed out the csg balls, prep to N/U. 0 0 N1H
3:30 2.50 14 N/U the 13 3/8" SM BOPE. 0 0 N1H 0,

Total: 23.83
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
1087 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBI pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss O

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0
Water Loss LCM ECD FL Temp - Remarks

0 0.0 0.0 0 No mud check. Drillingwith Air/Mist.
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District; 01PARA y

Daily Summary 2

Illl C
Activity Date : 1/11/2012 Days From Spud : 4 Current Depth : 1087 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to

6:00 9.50 14 NIU the 13 5/8" 5M BOPE. 0 0 NIH a
15:30 1.00 21 Function test the Koomey and BOP's O 0 NIH

16:30 5.50 15 Held PJSM, M/U the test assembly, tested the BOPE per BLM (BLMJeff Brown witness bop 0 0 NIH
test), tested bope 250 psi low - 5,000 psi high. Annular tested 250 psi low - 2,500 psihigh.

22:00 1.00 15 Performed a BLMAccumulator Function test (Witnessed by BLM representative Jeff Brown). 0 0 NIH
{passed the function test)

23:00 0.50 21 Pulled the test plug and set the wear bushing. 0 0 NIH

23:30 2.00 14 Hook up the blooie line to the 13 5/8" 5M rotating head. 0 0 NIH
1:30 2.00 06 M/U 12 1/4", RLHto 1,015' 0 0 3 2
3:30 0.50 21 Installed the rotate head rubber element. 0 0 3

4:00 0.50 21 M/U the TD, break circ., tagged cement @1,026', tagged float collar@1,031' 0 0 3
4:30 1.50 21 Drillfloat equipment - float collar@1,031' 0 0 3

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o

1087 8.40 8.40 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 o

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Drillingfloat equipment with reserve pit water.

o
o
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District; 01PARA y

Daily Summary 2

Illl C
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Operations
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

II . C
Activity Date : 1/12/2012 Days From Spud : 5 Current Depth : 1207 Ft 24 Hr. Footage Made : | 120 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 1.00 21 Drillfloat equipment and shoe track f/1,031' to 1,07T. Washed from rathole f/1,07T to 1,08T 1087 1087 3 a
7:00 0.50 05 Circulatedbtm's up to clean the hole. 1087 1087 3
7:30 1.00 05 Unioaded the water from the hole with Air. 1087 1087 3
8:30 2.00 02 POOH, removed the 12 1/4" bit. 1087 1087 3

10:30 1.50 01 Held PJSM, R/U L/Dmachine and Strap 135 jts of 4 1/2" dp. 1087 1087 3
12:00 4.00 06 P/U 135 jts (45 stds), rack back in the derrick. 1087 1087 3
16:00 1.50 21 Load another 75 jts on pipe racks and strap same. 1087 1087 3
17:30 0.50 06 P/U another 75 Jtsof 4 1/2" dp {25 stds). Total of 70 stds picked up. 1087 1087 3
18:00 1.50 06 Crew change, Held PJSM with L/D machine crew, finish P/U the 4 1/2" dp 1087 1087 4 C
19:30 0.50 21 R/D L/Dmachine. 1087 1087 3 ty
20:00 3.00 06 M/U N125 Hammer and 12 1/4" percussion bit, RlH 1087 1087 4
23:00 1.00 21 Attempt to drill with the N125 hammer, hammer will not fire. 1087 1087 4 ••

0:00 1.50 06 POOH 1087 1087 4 a
1:30 1.50 21 Re-tested hammer on surface (Will not fire), (Hammer feed tube plugged off), removed 1087 1087 4

hammer, M/U new hammer.
3:00 1.50 06 RIH 1087 1087 4
4:30 1.50 02 Air/Mist drill f/1,087' to 1,20T 1087 1207 4 o

Total: 24.00
Mud Properties

| | |||||| o
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
1207 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf C1 Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/Mist dri][ing
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II . C
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Mud Properties

| | |||||| o
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
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0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/Mist dri][ing
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

II . C
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Well Namè:Cane Greek Unit 26-2
Field Name: Cane Creek S/T/R. 26/255/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/13/2012 Days From Spud : 6 Current Depth : 2529 Ft 24 Hr. Footage Made : 1322 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M
o6:00 5.00 02 Air/Mist Drillf/1,20T to 1,586' 1207 1586 4

11:00 0.50 10 Survey @1,520' - 0.95 degree 1586 1586 4
11:30 5.00 02 Air/Mist Drillf/1,586' to 2,058' 1586 2058 4
16:30 1.00 10 Survey @2,025'- 0.75 degree (POOH 5 stds, L/Dstring 2058 2058 4
17:30 0.50 07 Service the rig 2058 2058 4
18:00 2.00 02 Air/Mist Drillf/2,058' to 2,309' 2058 2309 4 (D

20:00 1.00 21 Air Compressor down, repair same 2309 2309 4
21:00 4.00 02 Air/Mist Drillf/2,309' to 2,529' 2309 2529 4 2

1:00 0.50 06 POOH 5 stds, removed the string float, RIH with the 5 stds. 2529 2529 4 C
1:30 1.00 10 Survey @2,497 - 1.05 degrees 2529 2529 4 y
2:30 3.50 06 Pressured up to 2,000 psi, checked surface and string float. Blockage down hole, not on 2529 2529 4

surface. POOH. ..

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1207 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% ©

\ | o,
MBT pH Pm Pf Mf Cl Ca - ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
o

O 0.0 0.0 0 Air/Mist drilling o
o

Daily Summary
Activity Date : 1/14/2012 Days From Spud : 7 Current Depth : 3348 Ft 24 Hr. Footage Made : 819 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 21 Work on the air hammer, change out air hammer. Function test the air hammer. 2529 2529 5
8:00 2.50 06 RIH w/bha 2529 2529 5

10:30 0,50 07 Service the Rig. 2529 2529 5
11:00 1.00 02 RIH, wash last 60' to btm. 2529 2529 5
12:00 6.00 02 Air/Mist Drillf/2,529' to 3,003' 2529 3003 5
18:00 1.00 10 Sweep hole, POOH 5 stds, removed string float, RlH S stds, run WL survey @2,968'-1.59 3003 3003 5

degrees
19:00 6.00 02 Air/Mist Drillf/3,003' to 3,348' 3003 3348 5

1:00 3.00 06 POOH, a booster down w/two air compressors, need the air compressors to drill ahead, 3348 3348 5
POOH to check the bit while waiting for the mechanic to get here from Grand Junction, CO.

4:00 1.00 21 Check to hammer and change out the hammer bit. 3348 3348 6
5:00 1.00 06 RIH 3348 3348 6

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2529 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/Mist drilling
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Well Namè:Cane Greek Unit 26-2
Field Name: Cane Creek S/T/R. 26/255/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/13/2012 Days From Spud : 6 Current Depth : 2529 Ft 24 Hr. Footage Made : 1322 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M
o

6:00 5.00 02 Air/Mist Drillf/1,20T to 1,586' 1207 1586 4
11:00 0.50 10 Survey @1,520' - 0.95 degree 1586 1586 4
11:30 5.00 02 Air/Mist Drillf/1,586' to 2,058' 1586 2058 4
16:30 1.00 10 Survey @2,025'- 0.75 degree (POOH 5 stds, L/Dstring 2058 2058 4
17:30 0.50 07 Service the rig 2058 2058 4
18:00 2.00 02 Air/Mist Drillf/2,058' to 2,309' 2058 2309 4 (D

20:00 1.00 21 Air Compressor down, repair same 2309 2309 4
21:00 4.00 02 Air/Mist Drillf/2,309' to 2,529' 2309 2529 4 2

1:00 0.50 06 POOH 5 stds, removed the string float, RIH with the 5 stds. 2529 2529 4 C
1:30 1.00 10 Survey @2,497 - 1.05 degrees 2529 2529 4 y
2:30 3.50 06 Pressured up to 2,000 psi, checked surface and string float. Blockage down hole, not on 2529 2529 4

surface. POOH. ..

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1207 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% ©

\ | o,
MBT pH Pm Pf Mf Cl Ca - ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
o

O 0.0 0.0 0 Air/Mist drilling o
o

Daily Summary
Activity Date : 1/14/2012 Days From Spud : 7 Current Depth : 3348 Ft 24 Hr. Footage Made : 819 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 21 Work on the air hammer, change out air hammer. Function test the air hammer. 2529 2529 5
8:00 2.50 06 RIH w/bha 2529 2529 5

10:30 0,50 07 Service the Rig. 2529 2529 5
11:00 1.00 02 RIH, wash last 60' to btm. 2529 2529 5
12:00 6.00 02 Air/Mist Drillf/2,529' to 3,003' 2529 3003 5
18:00 1.00 10 Sweep hole, POOH 5 stds, removed string float, RlH S stds, run WL survey @2,968'-1.59 3003 3003 5

degrees
19:00 6.00 02 Air/Mist Drillf/3,003' to 3,348' 3003 3348 5

1:00 3.00 06 POOH, a booster down w/two air compressors, need the air compressors to drill ahead, 3348 3348 5
POOH to check the bit while waiting for the mechanic to get here from Grand Junction, CO.

4:00 1.00 21 Check to hammer and change out the hammer bit. 3348 3348 6
5:00 1.00 06 RIH 3348 3348 6

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2529 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/Mist drilling
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Well Namè:Cane Greek Unit 26-2
Field Name: Cane Creek S/T/R. 26/255/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/13/2012 Days From Spud : 6 Current Depth : 2529 Ft 24 Hr. Footage Made : 1322 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M
o

6:00 5.00 02 Air/Mist Drillf/1,20T to 1,586' 1207 1586 4
11:00 0.50 10 Survey @1,520' - 0.95 degree 1586 1586 4
11:30 5.00 02 Air/Mist Drillf/1,586' to 2,058' 1586 2058 4
16:30 1.00 10 Survey @2,025'- 0.75 degree (POOH 5 stds, L/Dstring 2058 2058 4
17:30 0.50 07 Service the rig 2058 2058 4
18:00 2.00 02 Air/Mist Drillf/2,058' to 2,309' 2058 2309 4 (D

20:00 1.00 21 Air Compressor down, repair same 2309 2309 4
21:00 4.00 02 Air/Mist Drillf/2,309' to 2,529' 2309 2529 4 2

1:00 0.50 06 POOH 5 stds, removed the string float, RIH with the 5 stds. 2529 2529 4 C
1:30 1.00 10 Survey @2,497 - 1.05 degrees 2529 2529 4 y
2:30 3.50 06 Pressured up to 2,000 psi, checked surface and string float. Blockage down hole, not on 2529 2529 4

surface. POOH. ..

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
1207 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% ©

\ | o,
MBT pH Pm Pf Mf Cl Ca - ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
o

O 0.0 0.0 0 Air/Mist drilling o
o

Daily Summary
Activity Date : 1/14/2012 Days From Spud : 7 Current Depth : 3348 Ft 24 Hr. Footage Made : 819 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 21 Work on the air hammer, change out air hammer. Function test the air hammer. 2529 2529 5
8:00 2.50 06 RIH w/bha 2529 2529 5

10:30 0,50 07 Service the Rig. 2529 2529 5
11:00 1.00 02 RIH, wash last 60' to btm. 2529 2529 5
12:00 6.00 02 Air/Mist Drillf/2,529' to 3,003' 2529 3003 5
18:00 1.00 10 Sweep hole, POOH 5 stds, removed string float, RlH S stds, run WL survey @2,968'-1.59 3003 3003 5

degrees
19:00 6.00 02 Air/Mist Drillf/3,003' to 3,348' 3003 3348 5

1:00 3.00 06 POOH, a booster down w/two air compressors, need the air compressors to drill ahead, 3348 3348 5
POOH to check the bit while waiting for the mechanic to get here from Grand Junction, CO.

4:00 1.00 21 Check to hammer and change out the hammer bit. 3348 3348 6
5:00 1.00 06 RIH 3348 3348 6

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
2529 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/Mist drilling
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Well Name:Cane Creek Unif26 2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date: 1/15/2012 Days From Spud : 8 Current Depth : 3682 Ft 24 Hr. Footage Made : 334 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code . Remarks Start Depth End Depth Run t
o

6:00 2.00 06 RIH - ream 150' to btm 3348 3348 6 a
8:00 1.50 02 Air/Mist Drillf/3,348' to 3,381' 3348 3381 6
9:30 1.50 21 Hammer/bit notworking properly. Attempt to get the hammer to work properly. 3381 3381 6

11:00 2.50 06 POOH, removed the Air Hammer/bit 3381 3381 6 H

13:30 0.50 21 Serviced the rig. 3381 3381 6
14:00 1.50 21 M/UAir Hammer/bit and function test. (Good) 3381 3381 7
15:30 2.00 06 RIH wlnew Air Hammer and bit f/surface to 3,290' 3381 3381 7
17:30 0.50 03 Washed and reamed f/3,290' to 3,381' 3381 3381 7
18:00 0.50 02 Air/Mist Drillfl3,381' to 3,42T 3381 3427 7
18:30 0.50 21 Work on a air booster 3427 3427 7
19:00 1.00 02 Air/Mist Drillfl3,427' to 3,474' 3427 3474 7
20:00 1.00 10 POOH w/2 stds, RIH with same, Survey @3,438'- 1.30 degrees 3474 3474 7
21:00 4.00 02 Air/Mist Drill1/3,474 to 3,682' - water and high torque. POOH to P/U Drilling Motor. 3474 3682 7

1:00 1.00 05 Pumped to soap sweeps to clean the hole before POOH. 3682 3682 7
2:00 4.00 06 POOH, L/D the hammer and the percussion bit. 3682 3682 7

Total: 24.00 o,
oMud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3348 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 ir/Mist drilling

Daily Summary
Activity Date: 1/16/2012 Days From Spud : 9 Current Depth : 4094 Ft 24 Hr. Footage Made : 412 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 P/U 8" mtr (0.16revs/gal), shock sub and 12 1/4 bit, P/U 2 ea. 8" dc's, M/U and RIH with the 3682 3682 7
BHA.

10:00 0.50 07 Service the rig. 3682 3682 7
10:30 1.00 06 RIH to 3,564', M/Uthe top drive. 3682 3682 7
11:30 1.00 05 Load the hole with aerated fluid 3682 3682 7
12:30 10.50 02 Motor/Aerate Drillf/3,682' to 3,938'- Aerate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr, 3682 3938 7

defoamer 8 país/hr,corrisioninhibitor 1 gallhr.
23:00 1.00 10 Survey @3,90T - 1.54 degrees 3938 3938 7

0:00 6.00 02 Motor/Aerate Drillf/3,938' to 4,094' - Aerate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr. 3938 4094 7

Total: 24.00
defoamer 8 gals/hr,conision inhibitor 1 gal/hr.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand .
4094 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss .LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling -1,800 cfm, 380 gpm of water, soap 5 gals/hr, defoamer

8 pals/hr, corrision inhibitor 1 qal/hr.
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Well Name:Cane Creek Unif26 2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date: 1/15/2012 Days From Spud : 8 Current Depth : 3682 Ft 24 Hr. Footage Made : 334 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code . Remarks Start Depth End Depth Run t
o

6:00 2.00 06 RIH - ream 150' to btm 3348 3348 6 a
8:00 1.50 02 Air/Mist Drillf/3,348' to 3,381' 3348 3381 6
9:30 1.50 21 Hammer/bit notworking properly. Attempt to get the hammer to work properly. 3381 3381 6

11:00 2.50 06 POOH, removed the Air Hammer/bit 3381 3381 6 H

13:30 0.50 21 Serviced the rig. 3381 3381 6
14:00 1.50 21 M/UAir Hammer/bit and function test. (Good) 3381 3381 7
15:30 2.00 06 RIH wlnew Air Hammer and bit f/surface to 3,290' 3381 3381 7
17:30 0.50 03 Washed and reamed f/3,290' to 3,381' 3381 3381 7
18:00 0.50 02 Air/Mist Drillfl3,381' to 3,42T 3381 3427 7
18:30 0.50 21 Work on a air booster 3427 3427 7
19:00 1.00 02 Air/Mist Drillfl3,427' to 3,474' 3427 3474 7
20:00 1.00 10 POOH w/2 stds, RIH with same, Survey @3,438'- 1.30 degrees 3474 3474 7
21:00 4.00 02 Air/Mist Drill1/3,474 to 3,682' - water and high torque. POOH to P/U Drilling Motor. 3474 3682 7

1:00 1.00 05 Pumped to soap sweeps to clean the hole before POOH. 3682 3682 7
2:00 4.00 06 POOH, L/D the hammer and the percussion bit. 3682 3682 7

Total: 24.00 o,
o

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3348 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 ir/Mist drilling

Daily Summary
Activity Date: 1/16/2012 Days From Spud : 9 Current Depth : 4094 Ft 24 Hr. Footage Made : 412 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 P/U 8" mtr (0.16revs/gal), shock sub and 12 1/4 bit, P/U 2 ea. 8" dc's, M/U and RIH with the 3682 3682 7
BHA.

10:00 0.50 07 Service the rig. 3682 3682 7
10:30 1.00 06 RIH to 3,564', M/Uthe top drive. 3682 3682 7
11:30 1.00 05 Load the hole with aerated fluid 3682 3682 7
12:30 10.50 02 Motor/Aerate Drillf/3,682' to 3,938'- Aerate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr, 3682 3938 7

defoamer 8 país/hr,corrisioninhibitor 1 gallhr.
23:00 1.00 10 Survey @3,90T - 1.54 degrees 3938 3938 7

0:00 6.00 02 Motor/Aerate Drillf/3,938' to 4,094' - Aerate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr. 3938 4094 7

Total: 24.00
defoamer 8 gals/hr,conision inhibitor 1 gal/hr.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand .
4094 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss .LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling -1,800 cfm, 380 gpm of water, soap 5 gals/hr, defoamer

8 pals/hr, corrision inhibitor 1 qal/hr.
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Well Name:Cane Creek Unif26 2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date: 1/15/2012 Days From Spud : 8 Current Depth : 3682 Ft 24 Hr. Footage Made : 334 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code . Remarks Start Depth End Depth Run t
o

6:00 2.00 06 RIH - ream 150' to btm 3348 3348 6 a
8:00 1.50 02 Air/Mist Drillf/3,348' to 3,381' 3348 3381 6
9:30 1.50 21 Hammer/bit notworking properly. Attempt to get the hammer to work properly. 3381 3381 6

11:00 2.50 06 POOH, removed the Air Hammer/bit 3381 3381 6 H

13:30 0.50 21 Serviced the rig. 3381 3381 6
14:00 1.50 21 M/UAir Hammer/bit and function test. (Good) 3381 3381 7
15:30 2.00 06 RIH wlnew Air Hammer and bit f/surface to 3,290' 3381 3381 7
17:30 0.50 03 Washed and reamed f/3,290' to 3,381' 3381 3381 7
18:00 0.50 02 Air/Mist Drillfl3,381' to 3,42T 3381 3427 7
18:30 0.50 21 Work on a air booster 3427 3427 7
19:00 1.00 02 Air/Mist Drillfl3,427' to 3,474' 3427 3474 7
20:00 1.00 10 POOH w/2 stds, RIH with same, Survey @3,438'- 1.30 degrees 3474 3474 7
21:00 4.00 02 Air/Mist Drill1/3,474 to 3,682' - water and high torque. POOH to P/U Drilling Motor. 3474 3682 7

1:00 1.00 05 Pumped to soap sweeps to clean the hole before POOH. 3682 3682 7
2:00 4.00 06 POOH, L/D the hammer and the percussion bit. 3682 3682 7

Total: 24.00 o,
o

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
3348 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 ir/Mist drilling

Daily Summary
Activity Date: 1/16/2012 Days From Spud : 9 Current Depth : 4094 Ft 24 Hr. Footage Made : 412 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 P/U 8" mtr (0.16revs/gal), shock sub and 12 1/4 bit, P/U 2 ea. 8" dc's, M/U and RIH with the 3682 3682 7
BHA.

10:00 0.50 07 Service the rig. 3682 3682 7
10:30 1.00 06 RIH to 3,564', M/Uthe top drive. 3682 3682 7
11:30 1.00 05 Load the hole with aerated fluid 3682 3682 7
12:30 10.50 02 Motor/Aerate Drillf/3,682' to 3,938'- Aerate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr, 3682 3938 7

defoamer 8 país/hr,corrisioninhibitor 1 gallhr.
23:00 1.00 10 Survey @3,90T - 1.54 degrees 3938 3938 7

0:00 6.00 02 Motor/Aerate Drillf/3,938' to 4,094' - Aerate drilling - 1,800 cfm, 380 gmp, soap 5 gals/hr. 3938 4094 7

Total: 24.00
defoamer 8 gals/hr,conision inhibitor 1 gal/hr.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand .
4094 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss .LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling -1,800 cfm, 380 gpm of water, soap 5 gals/hr, defoamer

8 pals/hr, corrision inhibitor 1 qal/hr.
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek : S/T/R 26/258/19E County,State: GRAND, UT a

Operator: Fidelity E&P Location Desc; District: 01PARA

Daily Summary
Activity Date : 1/17/2012 Days From Spud : | 10 Current Depth : 4591 Ft 24 Hr. Footage Made : 497 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to

6:0 8.50 02 Motor/Aerate Drillf/4,094' to 4,293'- Aerate drilling - 1,800 ofm,380 gmp, soap 5 gals/hr, 4094 4293 7 a
defoamer 8 gals/hr, corrision inhibitor 1 gal/hr. to

14:30 1.00 05 Circulate the hole clean. 4293 4293 7

15:30 1.00 10 Survey @4,250' - 1.15 degrees 4293 4293 7 11

16:30 2.00 05 Pump 50 bbls hi-vis/LCM sweep and attempt to load the hole with water. No success (No 4293 4293 7
returns, Pumped 2 times hole volume).

18:30 2.00 21 Unload the hole of water so we can drill ahead with aerate drilling. 4293 4293 7

20:30 8.00 02 Motor/Aerate Drillf/4,293' to 4,591' 4293 4591 7

4:30 1.50 05 Circulatethe hole clean. 4591 4591 7
Total: 24.00

Mud Properties

|IlI | | o
Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand M

4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 o

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerate drilling- 1,700 cfm, 315 gpm of water, soap 5 gals/hr, defoamer 0,

e gals/hr, corrision inhibitor 1 gallhr.

Daily Summary
o

Activity Date : 1/18/2012 Days From Spud : 11 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 06 POOH, L/D 6 - 6 1/4" dc's, 2 - 8" dc's, shock sub, mud motor and 12 1/4" bit. 4591 4591 7
10:30 0.50 07 Service the rig. 4591 4591 8
11:00 2.00 09 Slip and cut 97 of drill line. 4591 4591 8
13:00 8.00 21 Wait on the Logging truck and crew. While waiting working on the 11" 10M BOP. 4591 4591 8
21:00 2.50 01 Held PSJM on rigging up logging equipment. R/U to log. M/U the logging tool (Platform 4591 4591 8

t-xpress. Quad Combo).
23:30 2.50 11 RIH and log the 12 1/4" open hole.f/1,07T to 4,591' (Tagged 4,599 WLM) Top of water @ 4591 4591 8

1,160'. After evaluatingthe logs the mud loggers determined the tops of the Salt #1 @4,348',
Clastic #1 @4,56T, Salt #2 @4,586'

2:00 1.00 01 L/D the PlatformE×press and R/D 4591 4591 8
3:00 2.50 06 RIH f/surface to 4,310'. 4591 4591 8
5:30 0.50 05 Unload the hole of water to circulateto btm with serated water (Foam) to clean the hole with 4591 4591 8

returns.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling - 1,700 cfm, 315 gpm of water, soap 5 gals/hr, defoamer

9 gals/hr, corrision inhibitor 1 gallhr. Spot hi-vis salt concentrated mud
on btm to cover the salt zone.
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek : S/T/R 26/258/19E County,State: GRAND, UT a

Operator: Fidelity E&P Location Desc; District: 01PARA

Daily Summary
Activity Date : 1/17/2012 Days From Spud : | 10 Current Depth : 4591 Ft 24 Hr. Footage Made : 497 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to

6:0 8.50 02 Motor/Aerate Drillf/4,094' to 4,293'- Aerate drilling - 1,800 ofm,380 gmp, soap 5 gals/hr, 4094 4293 7 a
defoamer 8 gals/hr, corrision inhibitor 1 gal/hr. to

14:30 1.00 05 Circulate the hole clean. 4293 4293 7
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16:30 2.00 05 Pump 50 bbls hi-vis/LCM sweep and attempt to load the hole with water. No success (No 4293 4293 7
returns, Pumped 2 times hole volume).
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20:30 8.00 02 Motor/Aerate Drillf/4,293' to 4,591' 4293 4591 7

4:30 1.50 05 Circulatethe hole clean. 4591 4591 7

Total: 24.00
Mud Properties

|IlI | | o
Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand M
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
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Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerate drilling- 1,700 cfm, 315 gpm of water, soap 5 gals/hr, defoamer 0,

e gals/hr, corrision inhibitor 1 gallhr.

Daily Summary
o

Activity Date : 1/18/2012 Days From Spud : 11 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run
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10:30 0.50 07 Service the rig. 4591 4591 8

11:00 2.00 09 Slip and cut 97 of drill line. 4591 4591 8
13:00 8.00 21 Wait on the Logging truck and crew. While waiting working on the 11" 10M BOP. 4591 4591 8
21:00 2.50 01 Held PSJM on rigging up logging equipment. R/U to log. M/U the logging tool (Platform 4591 4591 8

t-xpress. Quad Combo).
23:30 2.50 11 RIH and log the 12 1/4" open hole.f/1,07T to 4,591' (Tagged 4,599 WLM) Top of water @ 4591 4591 8

1,160'. After evaluatingthe logs the mud loggers determined the tops of the Salt #1 @4,348',
Clastic #1 @4,56T, Salt #2 @4,586'

2:00 1.00 01 L/D the PlatformE×press and R/D 4591 4591 8
3:00 2.50 06 RIH f/surface to 4,310'. 4591 4591 8
5:30 0.50 05 Unload the hole of water to circulateto btm with serated water (Foam) to clean the hole with 4591 4591 8

returns.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drilling - 1,700 cfm, 315 gpm of water, soap 5 gals/hr, defoamer

9 gals/hr, corrision inhibitor 1 gallhr. Spot hi-vis salt concentrated mud
on btm to cover the salt zone.
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Rig Company : Rig Name: Frontier 10
Formation : Weather:
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10:30 0.50 07 Service the rig. 4591 4591 8

11:00 2.00 09 Slip and cut 97 of drill line. 4591 4591 8
13:00 8.00 21 Wait on the Logging truck and crew. While waiting working on the 11" 10M BOP. 4591 4591 8
21:00 2.50 01 Held PSJM on rigging up logging equipment. R/U to log. M/U the logging tool (Platform 4591 4591 8

t-xpress. Quad Combo).
23:30 2.50 11 RIH and log the 12 1/4" open hole.f/1,07T to 4,591' (Tagged 4,599 WLM) Top of water @ 4591 4591 8

1,160'. After evaluatingthe logs the mud loggers determined the tops of the Salt #1 @4,348',
Clastic #1 @4,56T, Salt #2 @4,586'

2:00 1.00 01 L/D the PlatformE×press and R/D 4591 4591 8
3:00 2.50 06 RIH f/surface to 4,310'. 4591 4591 8
5:30 0.50 05 Unload the hole of water to circulateto btm with serated water (Foam) to clean the hole with 4591 4591 8
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O 0.0 0.0 0 Aerate drilling - 1,700 cfm, 315 gpm of water, soap 5 gals/hr, defoamer

9 gals/hr, corrision inhibitor 1 gallhr. Spot hi-vis salt concentrated mud
on btm to cover the salt zone.
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Well Name:Cane Creek Uniß26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/19/2012 Days From Spud : 12 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M
o

6:00 1.00 05 Unload the hole of water @4,310' 4591 4591 8
7:00 1.00 03 Washed from 4,310' to 4,591' (No fillon btm) 4591 4591 8
8:00 1.00 05 Circulatedbtm's up, circulate the hole clean. Spot 70bbls of hi-vis seawater/LCM pill on btm. 4591 4591 8
9:00 2.00 06 POOH fl4,591' to BHA. 4591 4591 8

11:00 1.50 06 Held PJSM, R/U the L/D machine, L/D 3 - 6 1/4" de's, 3 - 8" dc's, bit sub and bit, 4591 4591 8
12:30 0.50 21 Pull wear bushing 4591 4591 8
13:00 2.00 01 Held PJSM, R/U csg equipment. 4591 4591 9
15:00 7.50 12 P/U and RIH with 9 5/8" esg - 47]b/ft, HCP110, LTC.F/surface to 4,586' 4591 4591 9

22:30 1.50 01 RID esg equipment, R/U the cement head, cement line, circulatingline. 4591 4591 9
0:00 1.50 05 Baker mixed and pumped 20 bbls of Sealbond Plus, pumped around with the rig pump. 4591 4591 9 ty

Chased the Sealbond Plus (LCM)with 700 bbls (50% openhole excess). Foam returns only,
no fluid. Held PJSM on the cement opertation.

1:30 3.00| 12 Mixed and pumped 20 bb1s of Sealbond Plus in front of the cement. Mixed and Pumped the 4591 4591 9
Lead cement -399 sks (Poz: Type lll), Slurry 230 bbls, 9.5 ppg density, 3.74 yield, 11.50
mixing water: gallsk, Tail - 300 sks (Poz: Type Ill), Slurry76 bbls, 13.5 ppg density, 1.43 yield,
6.97 mixing water: gallsk. Good foam retums occasionally, no fluid retums.

4:30 . 1.50 13 W.O.C. 4591 | 4591 | 9I I o,
Total: 24.00 o

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand *

o
4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0
Water Loss LCM ECD FL Temp Remarks

O 0.0 0.0 0 Displaced the cement with water.

Activity Date : 1/20/2012 Days From Spud : 13 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 13 W.O.C. - while waiting prepared bop for lift. 4591 4591 9
8:30 2.50 21 Liftthe BOP and set the csg slips, set csg slips @280K, cut csg, lower bop back on the 4591 4591 9

wellhead, R/D bop lift.
11:00 3.00 21 N/D down the 13 5/8" 5M bop, set out same. 4591 4591 9
14:00 3.00 14 Make final cut on the 9 5/8" esg, Installed and NIU the 13 5/8" 5M X 11" 10M wellhead, test 4591 4591 9

same to 5M.
17:00 12.00 14 N/U the 11" 10M bop 4591 4591 9
5:00 1.00 21 Function test the bop and accumulator per BLM. 4591 4591 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4591 0 0 0 - 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Displaced the cement with water.
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Well Name:Cane Creek Uniß26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/19/2012 Days From Spud : 12 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M
o
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12:30 0.50 21 Pull wear bushing 4591 4591 8
13:00 2.00 01 Held PJSM, R/U csg equipment. 4591 4591 9
15:00 7.50 12 P/U and RIH with 9 5/8" esg - 47]b/ft, HCP110, LTC.F/surface to 4,586' 4591 4591 9

22:30 1.50 01 RID esg equipment, R/U the cement head, cement line, circulatingline. 4591 4591 9
0:00 1.50 05 Baker mixed and pumped 20 bbls of Sealbond Plus, pumped around with the rig pump. 4591 4591 9 ty

Chased the Sealbond Plus (LCM)with 700 bbls (50% openhole excess). Foam returns only,
no fluid. Held PJSM on the cement opertation.

1:30 3.00| 12 Mixed and pumped 20 bb1s of Sealbond Plus in front of the cement. Mixed and Pumped the 4591 4591 9
Lead cement -399 sks (Poz: Type lll), Slurry 230 bbls, 9.5 ppg density, 3.74 yield, 11.50
mixing water: gallsk, Tail - 300 sks (Poz: Type Ill), Slurry76 bbls, 13.5 ppg density, 1.43 yield,
6.97 mixing water: gallsk. Good foam retums occasionally, no fluid retums.

4:30 . 1.50 13 W.O.C. 4591 | 4591 | 9I I o,
Total: 24.00 o

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand *

o
4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0
Water Loss LCM ECD FL Temp Remarks

O 0.0 0.0 0 Displaced the cement with water.

Activity Date : 1/20/2012 Days From Spud : 13 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 13 W.O.C. - while waiting prepared bop for lift. 4591 4591 9
8:30 2.50 21 Liftthe BOP and set the csg slips, set csg slips @280K, cut csg, lower bop back on the 4591 4591 9

wellhead, R/D bop lift.
11:00 3.00 21 N/D down the 13 5/8" 5M bop, set out same. 4591 4591 9
14:00 3.00 14 Make final cut on the 9 5/8" esg, Installed and NIU the 13 5/8" 5M X 11" 10M wellhead, test 4591 4591 9

same to 5M.
17:00 12.00 14 N/U the 11" 10M bop 4591 4591 9
5:00 1.00 21 Function test the bop and accumulator per BLM. 4591 4591 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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Water Loss LCM ECD FL Temp Remarks
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Well Name:Cane Creek Uniß26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
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o
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6:00 2.50 13 W.O.C. - while waiting prepared bop for lift. 4591 4591 9
8:30 2.50 21 Liftthe BOP and set the csg slips, set csg slips @280K, cut csg, lower bop back on the 4591 4591 9

wellhead, R/D bop lift.
11:00 3.00 21 N/D down the 13 5/8" 5M bop, set out same. 4591 4591 9
14:00 3.00 14 Make final cut on the 9 5/8" esg, Installed and NIU the 13 5/8" 5M X 11" 10M wellhead, test 4591 4591 9

same to 5M.
17:00 12.00 14 N/U the 11" 10M bop 4591 4591 9
5:00 1.00 21 Function test the bop and accumulator per BLM. 4591 4591 9
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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O 0.0 0.0 0 Displaced the cement with water.

Page 11 of 18 Powered by Production Access



R
E
C
E
I
V
E
D
:
 
F
e
b
.
 
0
1
,
 
2
0
1
2

S
u
n
d
r
y
 
N
u
m
b
e
r
:
 
2
2
6
4
2
 
A
P
I
 
W
e
l
l
 
N
u
m
b
e
r
:
 
4
3
0
1
9
5
0
0
1
1
0
0
0
0

Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA y

Daily Summary 2

Il C
Activity Date : 1/21/2012 Days From Spud : 14 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run e
o

6:00 1.00 21 Set the test plug and MlUthe test assembly. 4591 4591 9
7:00 8.00 15 Held a PJSM. Test Per BLMLow test 250 psi, High test 10,000 psi, Annular tested to low 250 4591 4591 9

psi - high test 5,000 psi. 2 1/16" 10M check valve would not test All other equipment tested
good. Jeff Brown with BLMwitnessed all tests. 11

15:00 1.00 21 Tested the csg to 4,600 psi, held on chart for 30 mins. (Good test). 4591 4591 9 *

16:00 5.00 14 Fabricated flow line to hook up to the rotate head flange, hook up same, removed the 2 1/16" 4591 4591 9 2
check valve,

21:00 3.00 06 Move 15 joints of hwdp to the pipe racks, measure, P/U and rack back in the derrick. 4591 4591 9
0:00 1.50 14 [nstalleda new 2 1/16" 10M check valve while waiting on Schlumberger. 4591 4591 9

1:30 4,50 11 Held a PJSM. R/U Schlumberger and RIH with IBC logging tool. 4591 4591 9 C

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ··

4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 e

Water Loss LCM ECD FL Temp Remarks o
O 0.0 0.0 0 water in the mud tanks. o

Daily Summary

I I o
Activity Date : 1/22/2012 Days From Spud : 15 Current Depth : 4601 Ft 24 Hr. Footage Made : 10 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 11 Log with Isolatioin Scanner (IBC)log, POOH, R/D. 4591 4591 9
10:00 4.00 21 R/U Katch Kan's polluition controlsystem. 4591 4591 9

14:00 1.00 15 Test the 2 1/16" 10M ckeck valve on the kill line. 4591 4591 9

15:00 1.00 21 Installed the wear bushing 4591 4591 9
16:00 3.00 06 P/U and M/U the drilling motor, MWD/GammaRay, shallowtested same. 4591 4591 9
19:00 2.50 06 RIH to 4,400', installed rotate head rubber element. 4591 4591 9

21:30 0.50 03 Washed down f/4,400' to 4,497' - Tagged wiper plug/float collar @4,49T 4591 4591 9

22:00 3.00 21 Drilled float collar/wiper plug, œment in shoe track, shoe, washed washed rathole f/4,586' to 4591 4591 9
4,591'.

1:00 0.50 02 Drilled 8 1/2" hole f/4,591' to 4,601' 4591 4601 9
1:30 1.50 05 Circulate,pump a 15bbl HI-V1Ssweep & circulate hole clean for FIT 4601 4601 9

3:00 1.00 21 Performed FIT, 2,300 psi X 19.23 /4,586' = 9.6 ppg, Present fluid wt. 8.4 ppg + 9.6 ppg = 18.0 4601 4601 9
ppgEMW

4:00 2.00 21 Prepare mud tanks for the OBM. 4601 4601 9
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4591 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 water in the mud tanks.
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA y

Daily Summary 2

Il C
Activity Date : 1/21/2012 Days From Spud : 14 Current Depth : 4591 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run e
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/23/2012 Days From Spud : 16 Current Depth : 5236 Ft 24 Hr. Footage Made : 635 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:0 2.50 21 Prepare suction tank to take on the 13.5 ppg OBM, Blow down the choke and BOP, Take on 4601 4601 9 a
tne 13.5 ppgin the suction tank.

8:30 1.00 05 Pumped 30 bbls of diesel spacer, Displaced the water with 13.5 ppg OBM. 4601 4601 9
9:30 2.00 21 Clean the sand trap mud tank and take on the 13.5 ppg OBM. 4601 4601 9

11:30 0.50 05 Circulate and conditionthe mud, check system tomake sure everything is running correctly. 4601 4601 9
12:00 3.50 02 Drill8 1/2" hole f/4,601' to 4,680' 4601 4680 9
15:30 0.50 07 Service the rig. 4680 4680 9
16:00 14.00 02 Drill8 1/2" hole f/4,680' to 5,236' 4680 5236 9
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
4754 13.50 13.50 43 30 5 5/11/0 0.0 5.0 0 2.00 0.2% 0.2% 0.6% 0.0% .

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.4 0 water in the mud tanks. I

Daily Summary

II I I

Activity Date : 1/24/2012 Days From Spud : 17 Current Depth : 6240 Ft 24 Hr. Footage Made : 1004 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 02 Drilled 8 1/2" hole f/5,236' to 5,609' 5236 5609 9
14:30 0.50 07 Service the rig. 5609 5609 9
15:00 3.50 02 Drilled 8 1/2" hole f/S,609" to 5,797' 5609 5797 9
18:30 1.50 08 Repair suction valves on mud pump header 5797 5797 9
20:00 10.00 02 Drilling 8 1/2 hole f/5,797' to 6,240' 5797 6240 9

0.00 Top Cement Job on 13 3/8"X 9 5/8" annulas, STAGE #1 Pump 5 bbl H20 spaær,10 bbl 6240 6240 9
40%cacl water+108 lbs/bbl cacl+100%freshwater @9.9ppg,spacer, 5bbl H20 spacer, 10 bbl
Flow Guard D +81.4 lbs/bbi sodium metasilicate + 100%H20 @8.34 ppg.spacer, Mix & pump
180 sks (35:65 (Fly Ash): Type Ill Cement+.0411b/sxStatic Free +

.5|bs/sx Cello Flake + 5
lbs/sx Kol-seal + 5%bwoc A-10+5% bwoc sodium metasilicate + 3|bs/sx Pheno Seal + .5

gal/100sx FP-13L + 10lbs/sx CSE-2 + 153.7% fresh water = 514 cu/ft,91 bbls, 2.86 yield @
11.6ppg. Displace w/ 5 bbl H20,WOC F/ 2 hrs., STAGE#2 Pump 10 bbl 20% cacl water +

108 lbs/bb] CACL +100% H20 @9.9 ppg spacer, 5 bbl H20,spacer, 10 bbl Flow guard D + 81
lbs/bbl sodium metasilicate + 100% H20 @8.34 ppg spacer, 5 bbl H20 spacer, Mix & pump
58 sx (35:65 Poz ( Fly Ash): type Ill cement+

.04|bs/sx Static Free +
.5 lbs/sx Cello Flake + 5

lbs/sx Kol-sea1+ 5% bwoc A-10 + 5% bwoc Sodium metasilicate + 3 lbs/sx Pheno seal +
.5

gal/100 sx FP-13L + 10Lbs/sx CSE-2 + 153.7% H20 = 165 cu/ft, 29,4 bbl, 2.86 yield, @11.6

Total: 24.00
ppg,Locked up and Holding 500 psi.

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6154 3:00 13.60 13.60 45 22 11 8/9/0 0.0 5.0 0 2.00 0.2% 1.4% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 0 water in the mud tanks.
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Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT
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Daily Summary

II I I
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6154 3:00 13.60 13.60 45 22 11 8/9/0 0.0 5.0 0 2.00 0.2% 1.4% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 0 water in the mud tanks.
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT ci

Operator: FidelityE&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 1/25/2012 | Days From Spud : 18 Current Depth : 7401 Ft 24 Hr. Footage Made : 7401 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 22.00 02 Drilled 8 1/2" hole f/6,240' to 7,401' ( Had 8 bbl pit gain ) 7401 9
4:00 2.00 21 Plu and space out toolJt In BOP'S, Stop pump, Well flowing, att.To close Annular at. the 7401 7401 9

remote station,on rig floor, close annular at the koomey unit Shuting in well, total pit gain 40
bbls, drill pipe 74 psi, casing 1450 psi, Bringmud wt up to 14.0 ppg &circulate on choke to kill
well..

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand H

7401 2:30 13.60 13.60 43 19 8 8/9/0 0.0 5.0 0 2.00 0.2% 1.4% 0.6% 0.0% 2
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 83/17 0 ti

I DI oWater Loss LCM ECD FL Tem Remarks
O 0.0 13.7 0 Circulate out kick.

Daily Summary
Activity Date : 1/26/2012 Days From Spud : 19 Current Depth : 7401 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 21 Well shut-in, ciruculatinghold back pressure to stop the influx of oiland gas. Weigthting up to 7401 7401 9

14.0 ppg. Mixinga lot of barite due to the influx of oil. Pumping 30 stks/min with holding drill o
pipe pressure @900 to 1,100 psi, max csg pressure 2,400 psi.

18:00 6.00 21 Circulated on choke building mud weight to 14.5 ppg. Stopped the influx of oil and gas. No 7401 7401 9
tlare.

0:00 3.50 21 Circulatedon choke building mud to 15.0 ppg (in and out). 7401 7401 9
3:30 1.00 21 Shut-in well to get readings. SIDP - 397 psi, SICP - 502. 7401 7401 9
4:30 1.50 21 Circulated on choke building mud to 15.5 ppg. 7401 7401 9

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7401 4:00 15.00 15.00 45 | 23 11 10/12/0 0.0 3.0 0 1.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 90 Circulateout kick,
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT ci

Operator: FidelityE&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 1/25/2012 | Days From Spud : 18 Current Depth : 7401 Ft 24 Hr. Footage Made : 7401 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 22.00 02 Drilled 8 1/2" hole f/6,240' to 7,401' ( Had 8 bbl pit gain ) 7401 9
4:00 2.00 21 Plu and space out toolJt In BOP'S, Stop pump, Well flowing, att.To close Annular at. the 7401 7401 9

remote station,on rig floor, close annular at the koomey unit Shuting in well, total pit gain 40
bbls, drill pipe 74 psi, casing 1450 psi, Bringmud wt up to 14.0 ppg &circulate on choke to kill
well..

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand H

7401 2:30 13.60 13.60 43 19 8 8/9/0 0.0 5.0 0 2.00 0.2% 1.4% 0.6% 0.0% 2
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 83/17 0 ti

I DI oWater Loss LCM ECD FL Tem Remarks
O 0.0 13.7 0 Circulate out kick.

Daily Summary
Activity Date : 1/26/2012 Days From Spud : 19 Current Depth : 7401 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 21 Well shut-in, ciruculatinghold back pressure to stop the influx of oiland gas. Weigthting up to 7401 7401 9

14.0 ppg. Mixinga lot of barite due to the influx of oil. Pumping 30 stks/min with holding drill o
pipe pressure @900 to 1,100 psi, max csg pressure 2,400 psi.

18:00 6.00 21 Circulated on choke building mud weight to 14.5 ppg. Stopped the influx of oil and gas. No 7401 7401 9
tlare.

0:00 3.50 21 Circulatedon choke building mud to 15.0 ppg (in and out). 7401 7401 9
3:30 1.00 21 Shut-in well to get readings. SIDP - 397 psi, SICP - 502. 7401 7401 9
4:30 1.50 21 Circulated on choke building mud to 15.5 ppg. 7401 7401 9

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7401 4:00 15.00 15.00 45 | 23 11 10/12/0 0.0 3.0 0 1.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 90 Circulateout kick,
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT ci

Operator: FidelityE&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 1/25/2012 | Days From Spud : 18 Current Depth : 7401 Ft 24 Hr. Footage Made : 7401 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 22.00 02 Drilled 8 1/2" hole f/6,240' to 7,401' ( Had 8 bbl pit gain ) 7401 9
4:00 2.00 21 Plu and space out toolJt In BOP'S, Stop pump, Well flowing, att.To close Annular at. the 7401 7401 9

remote station,on rig floor, close annular at the koomey unit Shuting in well, total pit gain 40
bbls, drill pipe 74 psi, casing 1450 psi, Bringmud wt up to 14.0 ppg &circulate on choke to kill
well..

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand H

7401 2:30 13.60 13.60 43 19 8 8/9/0 0.0 5.0 0 2.00 0.2% 1.4% 0.6% 0.0% 2
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 83/17 0 ti

I DI oWater Loss LCM ECD FL Tem Remarks
O 0.0 13.7 0 Circulate out kick.

Daily Summary
Activity Date : 1/26/2012 Days From Spud : 19 Current Depth : 7401 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 21 Well shut-in, ciruculatinghold back pressure to stop the influx of oiland gas. Weigthting up to 7401 7401 9

14.0 ppg. Mixinga lot of barite due to the influx of oil. Pumping 30 stks/min with holding drill o
pipe pressure @900 to 1,100 psi, max csg pressure 2,400 psi.

18:00 6.00 21 Circulated on choke building mud weight to 14.5 ppg. Stopped the influx of oil and gas. No 7401 7401 9
tlare.

0:00 3.50 21 Circulatedon choke building mud to 15.0 ppg (in and out). 7401 7401 9
3:30 1.00 21 Shut-in well to get readings. SIDP - 397 psi, SICP - 502. 7401 7401 9
4:30 1.50 21 Circulated on choke building mud to 15.5 ppg. 7401 7401 9

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7401 4:00 15.00 15.00 45 | 23 11 10/12/0 0.0 3.0 0 1.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 90 Circulateout kick,
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/27/2012 Days From Spud : 20 Current Depth : 7536 Ft 24 Hr. Footage Made : | 135 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run t
o

6:00 1.00 21 Well Control - Finished circulatingthe 15.5 ppg around 7401 7401 9 a
7:00 1.50 21 Shut-in the well - Monitor pressures, SIDP->oot, SICP -xxxx, weight up the mud pits to 16.0 7401 7401 9

8:30 3.00 21 Well Control - Circulatedthe 16.0 ppg around, 7401 7401 9

11:30 1.50 05 Circulatedthrough the choke with 60 stks/min (6 bbis/min) for one btms' up. 7401 7401 9
13:00 1.50 05 Open the annular, circulated with 8 bbls/min @2,800 psi, monitoredthe PVT (No gain). 7401 7401 9

Washed to btm from 7,37T to 7,401' (No fill). Circulated and Conditionedthe mud.
14:30 1.50 22 Check for flow, Worked on the mud pumps, Well started flowing, Flowed back 4 bbis, Shut in 7401 7401 9

the well,S1CP - 127 psi. Weight up to 16.6 ppg
16:00 1.50 05 Circulated the 16.6 ppg OBM through the choke holding 200 psi on the annulas. 7401 7401 9 C
17:30 1.50 05 Circulated to conditionthe mud and to circulate the gas out. 7401 7401 9
19:00 1.00 05 monitored the well on trip tank. 7401 7401 9
20:00 2.00 05 Citculated btms up through the gas buster, circulated the well over the shakers. No flow. 7401 7401 9
22:00 5.50 02 Drilled 8 1/2" hole f/7,401' to 7,536' TD. (79' rat hole for the logging tools). 7401 7536 9

3:30 1.50 05 Pumped 30 bbl sweep &Circulatedthe well clean. 7536 7536 9 o
5:00 1.00 06 Checked for flow, Pumped slug & POOH for wiper trip. 7536 7536 9 e

Total: 24.00
Mud Properties

I o
Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand e
7536 3:30 16.90 16.90 68 33 21 14/15/0 0.0 2.0 0 3.00 0.3% 0.1% 0.6% 0.0% e

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss O
o

0.0 0.00 0.00 0.00 0.0 0 0 0 0.00 0.00 0 0 0.00 92/8 0 o
Water Loss LCM ECD FL Temp Remarks

O 0.0 13.7 83

Daily Summary
Activity Date : 1/28/2012 Days From Spud : 21 Current Depth : 7536 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 06 POOH, 20 stds short trip1/7,536' to 5,702', RIH to 7,474' 7536 7536 9
8:30 0.50 03 Wash and Ream f/7,474' to 7,536'. (No fill) 7536 7536 9
9:00 2.00 05 Circulatedand condition the mud, max gas btm's up 1,822 units.

.
7536 7536 9

11:00 2.00 06 Check for flow (No flow), slug the pipe, POOH f/7,536' to 4,306'. Hole taking proper fill, 7536 7536 9
13:00 1.00 21 Monitor the well (No flow}. 7536 7536 9
14:00 4.50 06 POOH f/4,306'to surface, L/D the directional assembly. 7536 7536 9
18:30 5.00 11 Rig up schlumberger logging unit, safety meeting, test lubricator to 200 psi. 7536 7536 9
23:30 6.50 11 Make up & Run QUAD COMSO Log, Tag btm @7,544' WLM 7536 7536 9
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 16.90 86 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 73
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/27/2012 Days From Spud : 20 Current Depth : 7536 Ft 24 Hr. Footage Made : | 135 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run t
o

6:00 1.00 21 Well Control - Finished circulatingthe 15.5 ppg around 7401 7401 9 a
7:00 1.50 21 Shut-in the well - Monitor pressures, SIDP->oot, SICP -xxxx, weight up the mud pits to 16.0 7401 7401 9

8:30 3.00 21 Well Control - Circulatedthe 16.0 ppg around, 7401 7401 9

11:30 1.50 05 Circulatedthrough the choke with 60 stks/min (6 bbis/min) for one btms' up. 7401 7401 9
13:00 1.50 05 Open the annular, circulated with 8 bbls/min @2,800 psi, monitoredthe PVT (No gain). 7401 7401 9

Washed to btm from 7,37T to 7,401' (No fill). Circulated and Conditionedthe mud.
14:30 1.50 22 Check for flow, Worked on the mud pumps, Well started flowing, Flowed back 4 bbis, Shut in 7401 7401 9

the well,S1CP - 127 psi. Weight up to 16.6 ppg
16:00 1.50 05 Circulated the 16.6 ppg OBM through the choke holding 200 psi on the annulas. 7401 7401 9 C
17:30 1.50 05 Circulated to conditionthe mud and to circulate the gas out. 7401 7401 9
19:00 1.00 05 monitored the well on trip tank. 7401 7401 9
20:00 2.00 05 Citculated btms up through the gas buster, circulated the well over the shakers. No flow. 7401 7401 9
22:00 5.50 02 Drilled 8 1/2" hole f/7,401' to 7,536' TD. (79' rat hole for the logging tools). 7401 7536 9

3:30 1.50 05 Pumped 30 bbl sweep &Circulatedthe well clean. 7536 7536 9
o

5:00 1.00 06 Checked for flow, Pumped slug & POOH for wiper trip. 7536 7536 9 e
Total: 24.00

Mud Properties

I
o

Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand e
7536 3:30 16.90 16.90 68 33 21 14/15/0 0.0 2.0 0 3.00 0.3% 0.1% 0.6% 0.0% e

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss O
o

0.0 0.00 0.00 0.00 0.0 0 0 0 0.00 0.00 0 0 0.00 92/8 0 o

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 83

Daily Summary
Activity Date : 1/28/2012 Days From Spud : 21 Current Depth : 7536 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 POOH, 20 stds short trip1/7,536' to 5,702', RIH to 7,474' 7536 7536 9

8:30 0.50 03 Wash and Ream f/7,474' to 7,536'. (No fill) 7536 7536 9

9:00 2.00 05 Circulatedand condition the mud, max gas btm's up 1,822 units.
.

7536 7536 9
11:00 2.00 06 Check for flow (No flow), slug the pipe, POOH f/7,536' to 4,306'. Hole taking proper fill, 7536 7536 9
13:00 1.00 21 Monitor the well (No flow}. 7536 7536 9
14:00 4.50 06 POOH f/4,306'to surface, L/D the directional assembly. 7536 7536 9
18:30 5.00 11 Rig up schlumberger logging unit, safety meeting, test lubricator to 200 psi. 7536 7536 9
23:30 6.50 11 Make up & Run QUAD COMSO Log, Tag btm @7,544' WLM 7536 7536 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 16.90 86 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 73

Page 15 of 18 Powered by Production Access

Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 1/27/2012 Days From Spud : 20 Current Depth : 7536 Ft 24 Hr. Footage Made : | 135 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run t
o

6:00 1.00 21 Well Control - Finished circulatingthe 15.5 ppg around 7401 7401 9 a
7:00 1.50 21 Shut-in the well - Monitor pressures, SIDP->oot, SICP -xxxx, weight up the mud pits to 16.0 7401 7401 9

8:30 3.00 21 Well Control - Circulatedthe 16.0 ppg around, 7401 7401 9

11:30 1.50 05 Circulatedthrough the choke with 60 stks/min (6 bbis/min) for one btms' up. 7401 7401 9
13:00 1.50 05 Open the annular, circulated with 8 bbls/min @2,800 psi, monitoredthe PVT (No gain). 7401 7401 9

Washed to btm from 7,37T to 7,401' (No fill). Circulated and Conditionedthe mud.
14:30 1.50 22 Check for flow, Worked on the mud pumps, Well started flowing, Flowed back 4 bbis, Shut in 7401 7401 9

the well,S1CP - 127 psi. Weight up to 16.6 ppg
16:00 1.50 05 Circulated the 16.6 ppg OBM through the choke holding 200 psi on the annulas. 7401 7401 9 C
17:30 1.50 05 Circulated to conditionthe mud and to circulate the gas out. 7401 7401 9
19:00 1.00 05 monitored the well on trip tank. 7401 7401 9
20:00 2.00 05 Citculated btms up through the gas buster, circulated the well over the shakers. No flow. 7401 7401 9
22:00 5.50 02 Drilled 8 1/2" hole f/7,401' to 7,536' TD. (79' rat hole for the logging tools). 7401 7536 9

3:30 1.50 05 Pumped 30 bbl sweep &Circulatedthe well clean. 7536 7536 9
o

5:00 1.00 06 Checked for flow, Pumped slug & POOH for wiper trip. 7536 7536 9 e
Total: 24.00

Mud Properties

I
o

Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand e
7536 3:30 16.90 16.90 68 33 21 14/15/0 0.0 2.0 0 3.00 0.3% 0.1% 0.6% 0.0% e

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss O
o

0.0 0.00 0.00 0.00 0.0 0 0 0 0.00 0.00 0 0 0.00 92/8 0 o

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 83

Daily Summary
Activity Date : 1/28/2012 Days From Spud : 21 Current Depth : 7536 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 POOH, 20 stds short trip1/7,536' to 5,702', RIH to 7,474' 7536 7536 9

8:30 0.50 03 Wash and Ream f/7,474' to 7,536'. (No fill) 7536 7536 9

9:00 2.00 05 Circulatedand condition the mud, max gas btm's up 1,822 units.
.

7536 7536 9
11:00 2.00 06 Check for flow (No flow), slug the pipe, POOH f/7,536' to 4,306'. Hole taking proper fill, 7536 7536 9
13:00 1.00 21 Monitor the well (No flow}. 7536 7536 9
14:00 4.50 06 POOH f/4,306'to surface, L/D the directional assembly. 7536 7536 9
18:30 5.00 11 Rig up schlumberger logging unit, safety meeting, test lubricator to 200 psi. 7536 7536 9
23:30 6.50 11 Make up & Run QUAD COMSO Log, Tag btm @7,544' WLM 7536 7536 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 16.90 86 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 73
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek STT/R: 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date : 1/29/2012 Days From Spud : 22 Current Depth : 7536 Ft 24 Hr..Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to

6:00 1.00 11 Run #1 Quad Combo Log. 7536 7536 9 a
7:00 2.00 11 L/D Quad Combo &, M/U Core log. 7536 7536 9
9:00 8.00 11 RUN #2 Core Log Taking 75 Cores 7536 7536 9

17:00 2.50 11 L/D Core Log,&M/U MSIP-OBM1 tools. 7536 7536 9
19:30 7.50 11 Run #3 MSIP - OBMI log. 7536 7536 9
3:00 1.50 11 R/D Schlumberger logging unit. 7536 7536 10 (D

4:30 1.50 06 R/U &TlH - P/U 27/8" cement stinger 7536 7536 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 98 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Tota1Sal. CaCl2 EDTA O/W Ratio Mud Loss ••

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0 a
Water Loss LCM ECD FL Temp Remarks

0 0.0 13.7 66

o

o
o
o
o
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek STT/R: 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date : 1/29/2012 Days From Spud : 22 Current Depth : 7536 Ft 24 Hr..Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to

6:00 1.00 11 Run #1 Quad Combo Log. 7536 7536 9 a
7:00 2.00 11 L/D Quad Combo &, M/U Core log. 7536 7536 9
9:00 8.00 11 RUN #2 Core Log Taking 75 Cores 7536 7536 9

17:00 2.50 11 L/D Core Log,&M/U MSIP-OBM1 tools. 7536 7536 9

19:30 7.50 11 Run #3 MSIP - OBMI log. 7536 7536 9

3:00 1.50 11 R/D Schlumberger logging unit. 7536 7536 10 (D

4:30 1.50 06 R/U &TlH - P/U 27/8" cement stinger 7536 7536 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 98 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Tota1Sal. CaCl2 EDTA O/W Ratio Mud Loss ••

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0 a
Water Loss LCM ECD FL Temp Remarks

0 0.0 13.7 66

o

o
o
o
o
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek STT/R: 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Activity Date : 1/29/2012 Days From Spud : 22 Current Depth : 7536 Ft 24 Hr..Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to

6:00 1.00 11 Run #1 Quad Combo Log. 7536 7536 9 a
7:00 2.00 11 L/D Quad Combo &, M/U Core log. 7536 7536 9
9:00 8.00 11 RUN #2 Core Log Taking 75 Cores 7536 7536 9

17:00 2.50 11 L/D Core Log,&M/U MSIP-OBM1 tools. 7536 7536 9

19:30 7.50 11 Run #3 MSIP - OBMI log. 7536 7536 9

3:00 1.50 11 R/D Schlumberger logging unit. 7536 7536 10 (D

4:30 1.50 06 R/U &TlH - P/U 27/8" cement stinger 7536 7536 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 98 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Tota1Sal. CaCl2 EDTA O/W Ratio Mud Loss ••

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0 a
Water Loss LCM ECD FL Temp Remarks

0 0.0 13.7 66

o

o
o
o
o
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek SIT/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

II . O
Activity Date : 1/30/2012 Days From Spud : 23 Current Depth : 7536 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 3.00 06 P/U, RIH with 2 7/8" cement stinger 7536 7536 10 a
9:00 3.00 06 RIH to 4,526' (9 5/8" esg shoe @4,586') 7536 7536 10

12:00 1.50 05 Circulatedand conditionedthe mud, Max gas on btm's up 4,400 units. 7536 7536 10
13:30 1.00 06 RIH fl4,526' to 6,573'. 7536 7536 10

14:30 1.50 05 Circulatedand conditionedthe mud. Ma×gas on btm's up 7,662 units, mud cutf/16.9 ppg to 7536 7536 10
15.5 ppg.

16:00 0.50 06 RlH f/6,573' to 7,505' 7536 7536 10
16:30 1.50 05 Circulated and conditionedthe mud. Max gas on btm's up 3250 units, mud cut f/16.9 ppg to 7536 7536 10

16.1 ppg..
18:00 0.50 21 R/U Cement lines,Safety meeting & test lines to 4,544 psi.. 7536 7536 10

18:30 2.50 17 Mixed &pumped 22 bbis Ultra Flush ll spacer @17.2 ppg, 10 H20 spacer, mixed &pumped 7536 7536 10
421 sxs. Class G Cmt, +0.04 lbs/sx Static Free + 0.2% bwoc R-3 + 0.8% bwoc CD-32 + 0.5
gal/100 sx FP-13\ + 29.5% Fresh Water Mix@17.5 ppg, 0.94 yield. 395 culft (70 bbls), ..

Displaced with 8 bbls Ultra Flush Il spacer & 79 bbls OBM.
21:00 1.50 13 POOH F/ 7,520' to 6,481' 7536 7536 10

22:30 0.50 13 Circulated,well packed off after pumping 900 stks (90 bbls). 7536 7536 10

23:00 1.00 13 POOH F/ 6,481' to 5,548' Att to circulate, Pump 240 pump stks (24 bbls), well packed off. 7536 7536 10

0:00 1.00 13 POOH F/ 5,548' to 4,512' 7536 7536 10

1:00 2.00 13 Stage up mud pump to 80 stks (8 bbls/min), Circulated well clean. 7536 7536 10

3:00 3.00 13 W.O.C. At casing shoe. Preform rig Maintance. 7536 7536 10

Total: 24.00 o
Mud Propedies

IIIl I
o

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 98 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MST pH Pm Pf . Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 66

Daily Summary
Activity Date : 1/31/2012 Days From Spud : 24 Current Depth : 7536 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 13 W.O.C. - while waiting rig crews are doing rig maintance. 7536 7536 10

12:30 8.00 13 POOH w/4 1/2" dp, L/D 32 Jtsof 2 7/8" tbg. 7536 7536 10

20:30 4,50 06 M/U bit sub & 8 1/2 bit &TlH to 4,591' 7536 7536 10

1:00 1.50 08 install kelly hose and tested to 3,500 psi. 7536 7536 10

2:30 1.00 06 TLHfrom 4,591, to 5,42T, tagged cement @5,430' 7536 7536 10

3:30 2.50 21 Break circulation,drilled cement f/5,430' to 5,520' 7536 7536 10

Total: 24.00
Mud Propedies

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 2:30 17.00 95 40 30 15/16/0 0.0 4.0 0 | 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/12 0

Water Loss LCM ECD FL Temp emarks
O 0.0 17.7 76
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek SIT/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

II . O
Activity Date : 1/30/2012 Days From Spud : 23 Current Depth : 7536 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 3.00 06 P/U, RIH with 2 7/8" cement stinger 7536 7536 10 a
9:00 3.00 06 RIH to 4,526' (9 5/8" esg shoe @4,586') 7536 7536 10

12:00 1.50 05 Circulatedand conditionedthe mud, Max gas on btm's up 4,400 units. 7536 7536 10
13:30 1.00 06 RIH fl4,526' to 6,573'. 7536 7536 10

14:30 1.50 05 Circulatedand conditionedthe mud. Ma×gas on btm's up 7,662 units, mud cutf/16.9 ppg to 7536 7536 10
15.5 ppg.

16:00 0.50 06 RlH f/6,573' to 7,505' 7536 7536 10
16:30 1.50 05 Circulated and conditionedthe mud. Max gas on btm's up 3250 units, mud cut f/16.9 ppg to 7536 7536 10

16.1 ppg..
18:00 0.50 21 R/U Cement lines,Safety meeting & test lines to 4,544 psi.. 7536 7536 10

18:30 2.50 17 Mixed &pumped 22 bbis Ultra Flush ll spacer @17.2 ppg, 10 H20 spacer, mixed &pumped 7536 7536 10
421 sxs. Class G Cmt, +0.04 lbs/sx Static Free + 0.2% bwoc R-3 + 0.8% bwoc CD-32 + 0.5
gal/100 sx FP-13\ + 29.5% Fresh Water Mix@17.5 ppg, 0.94 yield. 395 culft (70 bbls), ..

Displaced with 8 bbls Ultra Flush Il spacer & 79 bbls OBM.
21:00 1.50 13 POOH F/ 7,520' to 6,481' 7536 7536 10

22:30 0.50 13 Circulated,well packed off after pumping 900 stks (90 bbls). 7536 7536 10

23:00 1.00 13 POOH F/ 6,481' to 5,548' Att to circulate, Pump 240 pump stks (24 bbls), well packed off. 7536 7536 10

0:00 1.00 13 POOH F/ 5,548' to 4,512' 7536 7536 10

1:00 2.00 13 Stage up mud pump to 80 stks (8 bbls/min), Circulated well clean. 7536 7536 10

3:00 3.00 13 W.O.C. At casing shoe. Preform rig Maintance. 7536 7536 10

Total: 24.00 o
Mud Propedies

IIIl I
o

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 98 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MST pH Pm Pf . Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 66

Daily Summary
Activity Date : 1/31/2012 Days From Spud : 24 Current Depth : 7536 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 13 W.O.C. - while waiting rig crews are doing rig maintance. 7536 7536 10

12:30 8.00 13 POOH w/4 1/2" dp, L/D 32 Jtsof 2 7/8" tbg. 7536 7536 10

20:30 4,50 06 M/U bit sub & 8 1/2 bit &TlH to 4,591' 7536 7536 10

1:00 1.50 08 install kelly hose and tested to 3,500 psi. 7536 7536 10

2:30 1.00 06 TLHfrom 4,591, to 5,42T, tagged cement @5,430' 7536 7536 10

3:30 2.50 21 Break circulation,drilled cement f/5,430' to 5,520' 7536 7536 10

Total: 24.00
Mud Propedies

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 2:30 17.00 95 40 30 15/16/0 0.0 4.0 0 | 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/12 0

Water Loss LCM ECD FL Temp emarks
O 0.0 17.7 76
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek SIT/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

II . O
Activity Date : 1/30/2012 Days From Spud : 23 Current Depth : 7536 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 3.00 06 P/U, RIH with 2 7/8" cement stinger 7536 7536 10 a
9:00 3.00 06 RIH to 4,526' (9 5/8" esg shoe @4,586') 7536 7536 10

12:00 1.50 05 Circulatedand conditionedthe mud, Max gas on btm's up 4,400 units. 7536 7536 10
13:30 1.00 06 RIH fl4,526' to 6,573'. 7536 7536 10

14:30 1.50 05 Circulatedand conditionedthe mud. Ma×gas on btm's up 7,662 units, mud cutf/16.9 ppg to 7536 7536 10
15.5 ppg.

16:00 0.50 06 RlH f/6,573' to 7,505' 7536 7536 10
16:30 1.50 05 Circulated and conditionedthe mud. Max gas on btm's up 3250 units, mud cut f/16.9 ppg to 7536 7536 10

16.1 ppg..
18:00 0.50 21 R/U Cement lines,Safety meeting & test lines to 4,544 psi.. 7536 7536 10

18:30 2.50 17 Mixed &pumped 22 bbis Ultra Flush ll spacer @17.2 ppg, 10 H20 spacer, mixed &pumped 7536 7536 10
421 sxs. Class G Cmt, +0.04 lbs/sx Static Free + 0.2% bwoc R-3 + 0.8% bwoc CD-32 + 0.5
gal/100 sx FP-13\ + 29.5% Fresh Water Mix@17.5 ppg, 0.94 yield. 395 culft (70 bbls), ..

Displaced with 8 bbls Ultra Flush Il spacer & 79 bbls OBM.
21:00 1.50 13 POOH F/ 7,520' to 6,481' 7536 7536 10

22:30 0.50 13 Circulated,well packed off after pumping 900 stks (90 bbls). 7536 7536 10

23:00 1.00 13 POOH F/ 6,481' to 5,548' Att to circulate, Pump 240 pump stks (24 bbls), well packed off. 7536 7536 10

0:00 1.00 13 POOH F/ 5,548' to 4,512' 7536 7536 10

1:00 2.00 13 Stage up mud pump to 80 stks (8 bbls/min), Circulated well clean. 7536 7536 10

3:00 3.00 13 W.O.C. At casing shoe. Preform rig Maintance. 7536 7536 10

Total: 24.00 o
Mud Propedies

IIIl I
o

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7536 2:30 16.90 98 45 22 17/18/0 0.0 4.0 0 3.00 0.4% 0.1% 0.6% 0.0%

MST pH Pm Pf . Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 0 0 0 0.00 0.00 0 0 0.00 92/8 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 13.7 66

Daily Summary
Activity Date : 1/31/2012 Days From Spud : 24 Current Depth : 7536 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 13 W.O.C. - while waiting rig crews are doing rig maintance. 7536 7536 10

12:30 8.00 13 POOH w/4 1/2" dp, L/D 32 Jtsof 2 7/8" tbg. 7536 7536 10

20:30 4,50 06 M/U bit sub & 8 1/2 bit &TlH to 4,591' 7536 7536 10

1:00 1.50 08 install kelly hose and tested to 3,500 psi. 7536 7536 10

2:30 1.00 06 TLHfrom 4,591, to 5,42T, tagged cement @5,430' 7536 7536 10

3:30 2.50 21 Break circulation,drilled cement f/5,430' to 5,520' 7536 7536 10

Total: 24.00
Mud Propedies

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 2:30 17.00 95 40 30 15/16/0 0.0 4.0 0 | 3.00 0.4% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/12 0

Water Loss LCM ECD FL Temp emarks
O 0.0 17.7 76
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 2/1/2012 Days From Spud : 25 Current Depth : 6709 Ft 24 Hr. Footage Made : -827 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 0.50 21 Drilled cement to 5,519', washed and reamed fl5,519' to 5,612' 7536 7536 10 a

6:30 0.50 06 RIH1/5,612'to6,300' 7536 7536 10
7:00 2.00 03 Washed & reamed f/6,300' to 6,481' 7536 7536 10
9:00 3.50 21 Drilled cement1/6,481' to 6,702' 7536 6702 10 H

12:30 1.50 05 Circulatedand conditionedthe mud, Circulated the hole clean of cement. 6702 6702 10
14:00 4.50 06 Check for flow, pumped the slug, POOH fl6,702' to the 6 1/4" dc's, L/D the 3 - 6 1/4" dc's, bit 6702 6702 10

sub and removed the 8 1/2" PDC bit.
18:30 1.00 21 Held PJSM, P/U and M/U the KO directional assembly, surface tested same. 6702 6702 11
19:30 5.00 06 TlH with Directional BHA to 6,702' 6702 6702 11
0:30 5.50 02 Time drill @5" per/hr to start Sidetrack Curve. 6702 6709 11

Total: 24.00 o
NIud Properties ..

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 3:30 16.00 15.90 78 34 20 22/26/0 0.0 4.0 0 3.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
o

O 0.0 16.6 85
o
o

Formation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 2/1/2012 Days From Spud : 25 Current Depth : 6709 Ft 24 Hr. Footage Made : -827 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 0.50 21 Drilled cement to 5,519', washed and reamed fl5,519' to 5,612' 7536 7536 10 a

6:30 0.50 06 RIH1/5,612'to6,300' 7536 7536 10
7:00 2.00 03 Washed & reamed f/6,300' to 6,481' 7536 7536 10
9:00 3.50 21 Drilled cement1/6,481' to 6,702' 7536 6702 10 H

12:30 1.50 05 Circulatedand conditionedthe mud, Circulated the hole clean of cement. 6702 6702 10
14:00 4.50 06 Check for flow, pumped the slug, POOH fl6,702' to the 6 1/4" dc's, L/D the 3 - 6 1/4" dc's, bit 6702 6702 10

sub and removed the 8 1/2" PDC bit.
18:30 1.00 21 Held PJSM, P/U and M/U the KO directional assembly, surface tested same. 6702 6702 11
19:30 5.00 06 TlH with Directional BHA to 6,702' 6702 6702 11
0:30 5.50 02 Time drill @5" per/hr to start Sidetrack Curve. 6702 6709 11

Total: 24.00 o
NIud Properties ..

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 3:30 16.00 15.90 78 34 20 22/26/0 0.0 4.0 0 3.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
o

O 0.0 16.6 85

o
o

Formation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 2/1/2012 Days From Spud : 25 Current Depth : 6709 Ft 24 Hr. Footage Made : -827 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run M

6:00 0.50 21 Drilled cement to 5,519', washed and reamed fl5,519' to 5,612' 7536 7536 10 a

6:30 0.50 06 RIH1/5,612'to6,300' 7536 7536 10
7:00 2.00 03 Washed & reamed f/6,300' to 6,481' 7536 7536 10
9:00 3.50 21 Drilled cement1/6,481' to 6,702' 7536 6702 10 H

12:30 1.50 05 Circulatedand conditionedthe mud, Circulated the hole clean of cement. 6702 6702 10
14:00 4.50 06 Check for flow, pumped the slug, POOH fl6,702' to the 6 1/4" dc's, L/D the 3 - 6 1/4" dc's, bit 6702 6702 10

sub and removed the 8 1/2" PDC bit.
18:30 1.00 21 Held PJSM, P/U and M/U the KO directional assembly, surface tested same. 6702 6702 11
19:30 5.00 06 TlH with Directional BHA to 6,702' 6702 6702 11
0:30 5.50 02 Time drill @5" per/hr to start Sidetrack Curve. 6702 6709 11

Total: 24.00 o
NIud Properties ..

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 3:30 16.00 15.90 78 34 20 22/26/0 0.0 4.0 0 3.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
o

O 0.0 16.6 85

o
o

Formation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments
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RECEIVED: Mar. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please find attached a complete chronological drilling report for this
well covering 2/1/2012 thru 3/1/2012. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3 /1 /2012

March 06, 2012

Sundry Number: 23469 API Well Number: 43019500110000Sundry Number: 23469 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please find attached a complete chronological drilling report for this Accepted by the
well covering 2/1/2012 thru 3/1/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 06, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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SIGNATURE DATE
N/A 3/1/2012

RECEIVED: Mar. 01,
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FOR RECORD ONLY
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W&IlNanibiCane Wâëk Unit 2622 |
Field Name: Cane Creek S/T/R. 26/25S/19E County,State: GRAND, IJT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily!Summa

Activity Date : 2/1/2012 Days From Spud : | 25 Current Depth : 6709 Ft 24 Hr. Footage Made : -827 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 21 Drilled cement to 5,519', washed and reamed f/5,519'to 5,612' 7536 7536 10 m
6:30 0.50 06 RIH fl5,612' to 6,300' 7536 7536 10
7:00 2.00 03 Washed & reamed f/6,300' to 6,481' 7536 7536 10
9:00 3.50 21 Drilled cement fl6,481' to 6,702' 7536 6702 10

12:30 1.50 05 Circulatedand conditioned the mud, Circulatedthe hole clean of cement. 6702 6702 10
14:00 4.50 06 Check for flow, pumped the slug, POOH f/6,702° to the 6 1/4" dc's, L/D the 3 - 6 1/4" de's, bit 6702 6702 10

sub and removed the 8 1/2" PDC bit.
18:30 1.00 21 Held PJSM, P/U and M/U the KOdirectional assembly, surface tested same. 6702 6702 11
19:30 5.00 06 TlH with Directional BHA to 6,702' 6702 6702 11

0:30 5.50 02 Time drill @5" per/hr to start Sidetrack Curve. 6702 6709 11 9
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 3:30 16.00 15,90 78 34 20 22/26/0 0.0 4.0 0 3.00 0.4% 0.1% 0,5% 0.0% w

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 86/14 0 o
R o,Water Loss LCM ECD FL Temp emarks o

O 0.0 16.6 85

Daily Sumrnärý o

I . oActivity Date : 2/2/2012 Days From Spud : 26 Current Depth : 6738 Ft| 24 Hr. Footage Made : 29 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remârks Start Depth End Depth Run
6:00 20.00 02 Time Drilled @1'Iper hour f/6,709' to 6,730' 6709 6730 11
2:00 3.00 02 Time Drilled @2' per hour F/ 6,730' to 6735' 6730 6735 11
5:00 1.00 02 Time Drilled @3' per hour F/ 6,735' to 6,738' 6735 6738 11

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6709 4:00 16.30 16.30 66 32 30 25/29/0 0.0 10.0 0 3.00 0.3% 0.1% 0.6% | 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.6 103
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0:30 5.50 02 Time drill @5" per/hr to start Sidetrack Curve. 6702 6709 11 9
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6702 3:30 16.00 15,90 78 34 20 22/26/0 0.0 4.0 0 3.00 0.4% 0.1% 0,5% 0.0% w

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 86/14 0 o
R o,Water Loss LCM ECD FL Temp emarks o

O 0.0 16.6 85

Daily Sumrnärý o

I . oActivity Date : 2/2/2012 Days From Spud : 26 Current Depth : 6738 Ft| 24 Hr. Footage Made : 29 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remârks Start Depth End Depth Run
6:00 20.00 02 Time Drilled @1'Iper hour f/6,709' to 6,730' 6709 6730 11
2:00 3.00 02 Time Drilled @2' per hour F/ 6,730' to 6735' 6730 6735 11
5:00 1.00 02 Time Drilled @3' per hour F/ 6,735' to 6,738' 6735 6738 11

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6709 4:00 16.30 16.30 66 32 30 25/29/0 0.0 10.0 0 3.00 0.3% 0.1% 0.6% | 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.6 103

Page 18 of 32 Powered by Production Access

W&IlNanibiCane Wâëk Unit 2622 |
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WelkNaméiCane Creëk Unit 26-2
Field Name: Cane Creek S/T/R. 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailÿ§ummarj
Activity Date : 2/3/2012 | Days From Spud : 27 Current Depth : 6794 Ft| 24 Hr. Footage Made : 56 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 1.00 02 Time Drilling @2'.3' per hour FI 6,738' to 6,743" 6738 6743 11 m
7:00 1.00 02 Attempted to time drill @3'/hr, Not kicked off, drilled soft cement to firmer cement to 6,768' 6743 6768 11
8:00 15.50 02 Time Drilling @1, per hour F/ 6,768, to 6782' Sample @6780'50/50 salt/cmt. 6768 6782 11
0:00 6.00 02 Time Drilling@2' per hour FI 6,782' to 6,794' @6791' Salt/70% Cmt 30% 6782 6794 11

Total: 23.50
Mud Properties (D

IW I | HDepth Time Wt In t Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand e
6785 1:30 16.50 16.50 74 34 35 26/29/0 0.0 7.0 0 3.00 0.3% 0.1% 0.6% 0.0% 2MST pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss C

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 88/12 0 ty
Water Loss LCM ECD FL Temp Remarks (DN

O 0.0 16.6 105 ••

ailyi&lmmary
Activity Date : 2/4/2012 Days From Spud : 28 Current Depth : 6985 Ft 24 Hr. Footage Made : 191 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
oOperations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Timed drilled (2' to 3'/hr) f/6,794' to 6,802' 6794 6802 11
9:00 5.00 02 Slide, Drilledf/6,802' to 6,802' to 6,830' 6802 6830 11 o

14:00 0.50 07 Service the rig 6830 6830 11
14:30 15.50 02 Slide & Drill F/ 6,830' to 6,985' 6830 6985 11
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6978 3:30 16.60 16.60 78 39 25 24/27/0 0.0 7.0 0 4.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.6 107
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Activity Date : 2/3/2012 | Days From Spud : 27 Current Depth : 6794 Ft| 24 Hr. Footage Made : 56 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 1.00 02 Time Drilling @2'.3' per hour FI 6,738' to 6,743" 6738 6743 11 m
7:00 1.00 02 Attempted to time drill @3'/hr, Not kicked off, drilled soft cement to firmer cement to 6,768' 6743 6768 11
8:00 15.50 02 Time Drilling @1, per hour F/ 6,768, to 6782' Sample @6780'50/50 salt/cmt. 6768 6782 11
0:00 6.00 02 Time Drilling@2' per hour FI 6,782' to 6,794' @6791' Salt/70% Cmt 30% 6782 6794 11

Total: 23.50
Mud Properties (D

IW I | HDepth Time Wt In t Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand e
6785 1:30 16.50 16.50 74 34 35 26/29/0 0.0 7.0 0 3.00 0.3% 0.1% 0.6% 0.0% 2MST pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss C

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 88/12 0 ty
Water Loss LCM ECD FL Temp Remarks (DN

O 0.0 16.6 105 ••

ailyi&lmmary
Activity Date : 2/4/2012 Days From Spud : 28 Current Depth : 6985 Ft 24 Hr. Footage Made : 191 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
oOperations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Timed drilled (2' to 3'/hr) f/6,794' to 6,802' 6794 6802 11
9:00 5.00 02 Slide, Drilledf/6,802' to 6,802' to 6,830' 6802 6830 11 o

14:00 0.50 07 Service the rig 6830 6830 11
14:30 15.50 02 Slide & Drill F/ 6,830' to 6,985' 6830 6985 11
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6978 3:30 16.60 16.60 78 39 25 24/27/0 0.0 7.0 0 4.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.6 107

Page 19 of 32 Powered by Production Access
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Well NameíCanë CibeWUnit 2642
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT D-

Operator: Fidelity E&P Location Desc: District: 01PARA y
Dájlygurrimar

Activity Date : 2/5/2012 Days From Spud : 29 Current Depth : 7171 Ft 24 Hr. Footage Made : 186 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 9.00 02 Slide & DrillFI 6,985' to 7,049 6985 7049 11 m15:00 1.00 21 Trouble shoot MWD 7049 7049 11

16:00 11.00 02 Slide & Drill F/7,049' to 7,171, 7049 7171 11
3:00 1.00 05 Circulate&Condition mud, Check for flow, Pump Slug. 7171 7171 11
4:00 2.00 06 POOH To P/U another monel Flex Joint. 7171 7171 11

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 27171 2:45 16.60 16.60 80 40 38 27/30/0 0.0 6.0 0 4.00 0.4% 0.1% 0.6% 0.0% C

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss ty0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/13 0
Water Loss LCM ECD FL Temp Remarks

0 0.0 16.6 106

Daily Summary
Activity Date : 2/6/2012 Days From Spud : 30 Current Depth : 7193 Ft 24 Hr. Footage Made : 22 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run
o6:00 1.50 06 POOH to the shoe @4,586' 7171 7171 11 O

7:30 3.00 09 Slip and cut 302' of drill line, Change dies in the lower mud saver valve clamp. Tighten same 7171 7171 11to specs.
10:30 4.50 06 POOH to surface. 7171 7171 11
15:00 4.00 21 Change out the drilling motor and bit, P/U and M/U below the UBHO sub a flex pony collar, 7171 7171 12scribe motor to the MWD, surface test same.
19:00 1,50 06 RJH f/surface to 2,269' 7171 7171 12
20:30 0.50 21 install rotating head packing element. 7171 7171 12
21:00 1.50 06 RIHFI2,269'to4,681' 7171 7171 12
22:30 0.50 05 Circulatebtm's up at the shoe. 7171 7171 12
23:00 2.00 06 TlH F/ 4,681, to 7,171' 7171 7171 12

1:00 1.50 05 Circulatebtm up & take slow pump rates. Maximum gas on btm's up -2,829 unit (Mud loggers 7171 7171 12gas sensor). Flare at the flere box.
2:30 3.50 02 Slide &Rotate F/7,171' to 7,193' 7171 7193 12

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7173 3:30 16.60 16.60 112 50 44 28/33/0 0.0 6.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 85
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Well NameíCanë CibeWUnit 2642
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT D-

Operator: Fidelity E&P Location Desc: District: 01PARA y
Dájlygurrimar

Activity Date : 2/5/2012 Days From Spud : 29 Current Depth : 7171 Ft 24 Hr. Footage Made : 186 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 9.00 02 Slide & DrillFI 6,985' to 7,049 6985 7049 11 m15:00 1.00 21 Trouble shoot MWD 7049 7049 11

16:00 11.00 02 Slide & Drill F/7,049' to 7,171, 7049 7171 11
3:00 1.00 05 Circulate&Condition mud, Check for flow, Pump Slug. 7171 7171 11
4:00 2.00 06 POOH To P/U another monel Flex Joint. 7171 7171 11

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 27171 2:45 16.60 16.60 80 40 38 27/30/0 0.0 6.0 0 4.00 0.4% 0.1% 0.6% 0.0% C

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss ty0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/13 0
Water Loss LCM ECD FL Temp Remarks

0 0.0 16.6 106

Daily Summary
Activity Date : 2/6/2012 Days From Spud : 30 Current Depth : 7193 Ft 24 Hr. Footage Made : 22 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run
o6:00 1.50 06 POOH to the shoe @4,586' 7171 7171 11 O

7:30 3.00 09 Slip and cut 302' of drill line, Change dies in the lower mud saver valve clamp. Tighten same 7171 7171 11to specs.
10:30 4.50 06 POOH to surface. 7171 7171 11
15:00 4.00 21 Change out the drilling motor and bit, P/U and M/U below the UBHO sub a flex pony collar, 7171 7171 12scribe motor to the MWD, surface test same.
19:00 1,50 06 RJH f/surface to 2,269' 7171 7171 12
20:30 0.50 21 install rotating head packing element. 7171 7171 12
21:00 1.50 06 RIHFI2,269'to4,681' 7171 7171 12
22:30 0.50 05 Circulatebtm's up at the shoe. 7171 7171 12
23:00 2.00 06 TlH F/ 4,681, to 7,171' 7171 7171 12

1:00 1.50 05 Circulatebtm up & take slow pump rates. Maximum gas on btm's up -2,829 unit (Mud loggers 7171 7171 12gas sensor). Flare at the flere box.
2:30 3.50 02 Slide &Rotate F/7,171' to 7,193' 7171 7193 12

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7173 3:30 16.60 16.60 112 50 44 28/33/0 0.0 6.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 85
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Well NameíCanë CibeWUnit 2642
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND,UT D-

Operator: Fidelity E&P Location Desc: District: 01PARA y
Dájlygurrimar

Activity Date : 2/5/2012 Days From Spud : 29 Current Depth : 7171 Ft 24 Hr. Footage Made : 186 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 9.00 02 Slide & DrillFI 6,985' to 7,049 6985 7049 11 m15:00 1.00 21 Trouble shoot MWD 7049 7049 11

16:00 11.00 02 Slide & Drill F/7,049' to 7,171, 7049 7171 11
3:00 1.00 05 Circulate&Condition mud, Check for flow, Pump Slug. 7171 7171 11
4:00 2.00 06 POOH To P/U another monel Flex Joint. 7171 7171 11

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 27171 2:45 16.60 16.60 80 40 38 27/30/0 0.0 6.0 0 4.00 0.4% 0.1% 0.6% 0.0% C

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss ty0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/13 0
Water Loss LCM ECD FL Temp Remarks

0 0.0 16.6 106

Daily Summary
Activity Date : 2/6/2012 Days From Spud : 30 Current Depth : 7193 Ft 24 Hr. Footage Made : 22 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run
o6:00 1.50 06 POOH to the shoe @4,586' 7171 7171 11 O

7:30 3.00 09 Slip and cut 302' of drill line, Change dies in the lower mud saver valve clamp. Tighten same 7171 7171 11to specs.
10:30 4.50 06 POOH to surface. 7171 7171 11
15:00 4.00 21 Change out the drilling motor and bit, P/U and M/U below the UBHO sub a flex pony collar, 7171 7171 12scribe motor to the MWD, surface test same.
19:00 1,50 06 RJH f/surface to 2,269' 7171 7171 12
20:30 0.50 21 install rotating head packing element. 7171 7171 12
21:00 1.50 06 RIHFI2,269'to4,681' 7171 7171 12
22:30 0.50 05 Circulatebtm's up at the shoe. 7171 7171 12
23:00 2.00 06 TlH F/ 4,681, to 7,171' 7171 7171 12

1:00 1.50 05 Circulatebtm up & take slow pump rates. Maximum gas on btm's up -2,829 unit (Mud loggers 7171 7171 12gas sensor). Flare at the flere box.
2:30 3.50 02 Slide &Rotate F/7,171' to 7,193' 7171 7193 12

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7173 3:30 16.60 16.60 112 50 44 28/33/0 0.0 6.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 85

Page 20 of 32 Powered by Produedon Access
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Well Namé:Cane Coëëk Uniti26-2 c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND,UT ci

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary

I I C
Activity Date : 2/7/2012 Days From Spud : 31 Current Depth : 7519 Ft 24 Hr. Footage Made : 326 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run o

6:00 2.00 02 Drill - Slide & Rotate f/7,193' to 7,219' 7193 7219 12
8:00 0.50 07 Service the rig. 7219 7219 12

8:30 21.50 02 Drill - Slide & Rotate f/7,219' to 7,519'- Performed a BOP drill. 7219 7519 12

6:00 0.00 Note: Top of cane creek @7,516' MD, 7,323.16' TVD. 7519 7519 12
Total: 24.00

Mud Properties (D

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand y

7496 3:00 16,60 16.60 78 29 45 26/30/0 0.0 6.0 0 4.00 0.3% 0.1% 0.6% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss C
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 89/11 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 101 ••

Daily Summary
Activity Date : 2/8/2012 Days From Spud : 32 Current Depth : 7610 Ft 24 Hr. Footage Made : 91 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
. oOperations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 24.00 02 Drill - Slide & Rotate f/7,519' to 7,610'- 7519 7610 12

o
Total: 24.00 o

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
7596 3:30 16.80 16.80 72 48 38 24/29/0 0.0 6.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD LTem Remarks
O 0.0 16.6 131
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Well Namé:Cane Coëëk Uniti26-2 c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND,UT ci

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary

I I C
Activity Date : 2/7/2012 Days From Spud : 31 Current Depth : 7519 Ft 24 Hr. Footage Made : 326 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run o

6:00 2.00 02 Drill - Slide & Rotate f/7,193' to 7,219' 7193 7219 12

8:00 0.50 07 Service the rig. 7219 7219 12

8:30 21.50 02 Drill - Slide & Rotate f/7,219' to 7,519'- Performed a BOP drill. 7219 7519 12

6:00 0.00 Note: Top of cane creek @7,516' MD, 7,323.16' TVD. 7519 7519 12
Total: 24.00

Mud Properties (D

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand y

7496 3:00 16,60 16.60 78 29 45 26/30/0 0.0 6.0 0 4.00 0.3% 0.1% 0.6% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss C
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 89/11 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 101 ••

Daily Summary
Activity Date : 2/8/2012 Days From Spud : 32 Current Depth : 7610 Ft 24 Hr. Footage Made : 91 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
. oOperations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 24.00 02 Drill - Slide & Rotate f/7,519' to 7,610'- 7519 7610 12

o
Total: 24.00 o

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
7596 3:30 16.80 16.80 72 48 38 24/29/0 0.0 6.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD LTem Remarks
O 0.0 16.6 131
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Well Namé:Cane Coëëk Uniti26-2 c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND,UT ci

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary

I I C
Activity Date : 2/7/2012 Days From Spud : 31 Current Depth : 7519 Ft 24 Hr. Footage Made : 326 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run o

6:00 2.00 02 Drill - Slide & Rotate f/7,193' to 7,219' 7193 7219 12

8:00 0.50 07 Service the rig. 7219 7219 12

8:30 21.50 02 Drill - Slide & Rotate f/7,219' to 7,519'- Performed a BOP drill. 7219 7519 12

6:00 0.00 Note: Top of cane creek @7,516' MD, 7,323.16' TVD. 7519 7519 12
Total: 24.00

Mud Properties (D

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand y

7496 3:00 16,60 16.60 78 29 45 26/30/0 0.0 6.0 0 4.00 0.3% 0.1% 0.6% 0.0%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss C
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 89/11 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 101 ••

Daily Summary
Activity Date : 2/8/2012 Days From Spud : 32 Current Depth : 7610 Ft 24 Hr. Footage Made : 91 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
. oOperations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 24.00 02 Drill - Slide & Rotate f/7,519' to 7,610'- 7519 7610 12

o
Total: 24.00 o

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
7596 3:30 16.80 16.80 72 48 38 24/29/0 0.0 6.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 88/12 0

Water Loss LCM ECD LTem Remarks
O 0.0 16.6 131
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek SIT/R 26/258/19E County,State: GRAND, UT 1

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/9/2012 Days From Spud : 33 Current Depth : 7708 Ft 24 Hr. Footage Made : 98 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 7.50 02 Drill - Slide &Rotate f/7,610' to 7,654' 7610 7654 12 m

13:30 0.50 07 Service the rig. 7654 7654 12
14:00 1.50 08 Work on mud pump #1 and #2. (swab and pop-off valve) 7654 7654 12
15:30 7.50 02 Drill - Slide & Rotate f/7,654' to 7,685'. Max gas 6,400 units. Mud cut f/16.9 ppg to 15.1 ppg. 7654 7654 12
23:00 0.50 07 Service the rig 7654 7654 12
23:30 6.50 02 Drill . Slide & Rotate f/7,685' to 7,708'. 7654 7654 12 (D
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand C
7655 15:00 17.00 17.00 72 48 38 24/29/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 0 0.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 150

o
Daily Summary w

I . o,Activity Date : 2/10/2012 Days From Spud : 34 Current Depth : 7710 Ft 24 Hr. Footage Made : 2 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
oStart Hrs Code Remarks Start Depth End Depth Run o

6:00 1.00 02 Drill - Slide f/7,708' to 7,710' 7708 7710 12
7:00 1.50 05 Circulated and conditionedthe hole, Circulatedbtm's up. 7710 7710 12
8:30 0.50 21 Checked for flow (no flow), pumped a slug. 7710 7710 12
9:00 4.50 06 POOH, f/7,710' to directional bha, Hole took proper fill ups. 7710 7710 12

13:30 1.50 06 L/D the Directional bha and removed the bit. 7710 7710 12
15:00 0.50 07 Serviced the rig. 7710 7710 12
15:30 3.00 06 M/U bit (rr), bit sub, one std of 4 1/2" hwdp, RIH, fillpipe every 20 stds. RlH to 5,335' 7710 7710 13
18:30 1.00 05 Circulated btm's up, Circulatedand conditionedthe mud. Stage in the hole. Max, gas 137 7710 7710 13

units.
19:30 1.00 06 RlH f/5.335' to 7,572' 7710 7710 13
20:30 0.50 05 Staged pumps up from 6 bpm to 8 bpm. Washed to btm f/7,572' to 7,710" 7710 7710 13
21:00 4.00 05 Circulated and conditionedthe mud. Max gas on btm's up 2,300 units, R/U the L/D machine 7710 7710 13

while circulating.
1:00 0.50 08 Worked on the mud pumps suction line. 7710 7710 13
1:30 4.00 05 Circulatedand conditionedthe mud. Max gas on btm's up 3,456 units. 7710 7710 13
5:30 0.50 06 Checked for flow (no flow),pumped slug, Pooh L/D 4 1/2 drill pipe 7710 7710 13

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:30 17.20 17.20 90 50 27 17/28/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 591139 25 0 0.00 0.00 0 42 23.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 150
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek SIT/R 26/258/19E County,State: GRAND, UT 1

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/9/2012 Days From Spud : 33 Current Depth : 7708 Ft 24 Hr. Footage Made : 98 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 7.50 02 Drill - Slide &Rotate f/7,610' to 7,654' 7610 7654 12 m

13:30 0.50 07 Service the rig. 7654 7654 12
14:00 1.50 08 Work on mud pump #1 and #2. (swab and pop-off valve) 7654 7654 12
15:30 7.50 02 Drill - Slide & Rotate f/7,654' to 7,685'. Max gas 6,400 units. Mud cut f/16.9 ppg to 15.1 ppg. 7654 7654 12
23:00 0.50 07 Service the rig 7654 7654 12
23:30 6.50 02 Drill . Slide & Rotate f/7,685' to 7,708'. 7654 7654 12 (D
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand C
7655 15:00 17.00 17.00 72 48 38 24/29/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 0 0.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 150

o
Daily Summary w

I . o,Activity Date : 2/10/2012 Days From Spud : 34 Current Depth : 7710 Ft 24 Hr. Footage Made : 2 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
oStart Hrs Code Remarks Start Depth End Depth Run o

6:00 1.00 02 Drill - Slide f/7,708' to 7,710' 7708 7710 12
7:00 1.50 05 Circulated and conditionedthe hole, Circulatedbtm's up. 7710 7710 12
8:30 0.50 21 Checked for flow (no flow), pumped a slug. 7710 7710 12
9:00 4.50 06 POOH, f/7,710' to directional bha, Hole took proper fill ups. 7710 7710 12

13:30 1.50 06 L/D the Directional bha and removed the bit. 7710 7710 12
15:00 0.50 07 Serviced the rig. 7710 7710 12
15:30 3.00 06 M/U bit (rr), bit sub, one std of 4 1/2" hwdp, RIH, fillpipe every 20 stds. RlH to 5,335' 7710 7710 13
18:30 1.00 05 Circulated btm's up, Circulatedand conditionedthe mud. Stage in the hole. Max, gas 137 7710 7710 13

units.
19:30 1.00 06 RlH f/5.335' to 7,572' 7710 7710 13
20:30 0.50 05 Staged pumps up from 6 bpm to 8 bpm. Washed to btm f/7,572' to 7,710" 7710 7710 13
21:00 4.00 05 Circulated and conditionedthe mud. Max gas on btm's up 2,300 units, R/U the L/D machine 7710 7710 13

while circulating.
1:00 0.50 08 Worked on the mud pumps suction line. 7710 7710 13
1:30 4.00 05 Circulatedand conditionedthe mud. Max gas on btm's up 3,456 units. 7710 7710 13
5:30 0.50 06 Checked for flow (no flow),pumped slug, Pooh L/D 4 1/2 drill pipe 7710 7710 13

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:30 17.20 17.20 90 50 27 17/28/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 591139 25 0 0.00 0.00 0 42 23.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 150
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek SIT/R 26/258/19E County,State: GRAND, UT 1

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/9/2012 Days From Spud : 33 Current Depth : 7708 Ft 24 Hr. Footage Made : 98 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 7.50 02 Drill - Slide &Rotate f/7,610' to 7,654' 7610 7654 12 m

13:30 0.50 07 Service the rig. 7654 7654 12
14:00 1.50 08 Work on mud pump #1 and #2. (swab and pop-off valve) 7654 7654 12
15:30 7.50 02 Drill - Slide & Rotate f/7,654' to 7,685'. Max gas 6,400 units. Mud cut f/16.9 ppg to 15.1 ppg. 7654 7654 12
23:00 0.50 07 Service the rig 7654 7654 12
23:30 6.50 02 Drill . Slide & Rotate f/7,685' to 7,708'. 7654 7654 12 (D
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand C
7655 15:00 17.00 17.00 72 48 38 24/29/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 0 0.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 150

o
Daily Summary w

I . o,Activity Date : 2/10/2012 Days From Spud : 34 Current Depth : 7710 Ft 24 Hr. Footage Made : 2 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
oStart Hrs Code Remarks Start Depth End Depth Run o

6:00 1.00 02 Drill - Slide f/7,708' to 7,710' 7708 7710 12
7:00 1.50 05 Circulated and conditionedthe hole, Circulatedbtm's up. 7710 7710 12
8:30 0.50 21 Checked for flow (no flow), pumped a slug. 7710 7710 12
9:00 4.50 06 POOH, f/7,710' to directional bha, Hole took proper fill ups. 7710 7710 12

13:30 1.50 06 L/D the Directional bha and removed the bit. 7710 7710 12
15:00 0.50 07 Serviced the rig. 7710 7710 12
15:30 3.00 06 M/U bit (rr), bit sub, one std of 4 1/2" hwdp, RIH, fillpipe every 20 stds. RlH to 5,335' 7710 7710 13
18:30 1.00 05 Circulated btm's up, Circulatedand conditionedthe mud. Stage in the hole. Max, gas 137 7710 7710 13

units.
19:30 1.00 06 RlH f/5.335' to 7,572' 7710 7710 13
20:30 0.50 05 Staged pumps up from 6 bpm to 8 bpm. Washed to btm f/7,572' to 7,710" 7710 7710 13
21:00 4.00 05 Circulated and conditionedthe mud. Max gas on btm's up 2,300 units, R/U the L/D machine 7710 7710 13

while circulating.
1:00 0.50 08 Worked on the mud pumps suction line. 7710 7710 13
1:30 4.00 05 Circulatedand conditionedthe mud. Max gas on btm's up 3,456 units. 7710 7710 13
5:30 0.50 06 Checked for flow (no flow),pumped slug, Pooh L/D 4 1/2 drill pipe 7710 7710 13

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:30 17.20 17.20 90 50 27 17/28/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 591139 25 0 0.00 0.00 0 42 23.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 150
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WãH NanigfCän Cre EUnif26 2 c
Field Name: Cane Creek S/T/R 26/255/19E County,State: GRAND, UT

Operator: FidelityE&P Location Desc: District: 01PARA

Activity Date : 2/11/2012 Days From Spud : 35 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 9.00 06 L/D all the 4 1/2" dp and hwdp. Hole took proper fill ups. 7710 7710 13

15:00 0.50 21 Pulled the wear bushing. 7710 7710 NIH
15:30 5.00 01 Held PJSM on rigging up the csg runningequipment R/U csg equipment. 7710 7710 NIH
20:30 7,00 12 P/U, M/U the float equipment, checked floats (OK), P/U and RIH with the 7" csg - 32#, HCP- 7710 7710 13

110, BTC f/surface to 3181'
3:30 0.50| 05 Circulated btms up at 3,181, Circulationrate 4 bpm w/762 psi. Note: Lost 30 bbls mud while 7710 7710 13

circulating.
4:00 2.00 12 P/U and R)H slow to minimizemud loss with the 7" csg, RIH f/3,181' to 4,550' 7710 7710 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ti
7710 3:00 17.10 17.20 103 50 30 19/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 40 23.00 88/12 7

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

II i oActivity Date : 2/12/2012 Days From Spud : 36 Current Depth : 7710 Ft 24 Hr. Footage Made : | 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 12 RIH the 7" csg slowto minimizelosses. f/4,550' to 7,704' 7710 7710 13
10:30 1.00 05 Removed the fill up tool and installed the cement head and circulatingline. 7710 7710 13
11:30 1.50 01 Circulatedand conditionedthe mud. Pumped 4 bbls/min with 1050 psi. Losing mud to the 7710 7710 13

tormation.At the start of circulationthe lost rate was 30% and the end of circulationlost rate
was 5%. Lost a total of 70 bb1s. Max gas 4,111 units, mud cut f/17.2 ppg to 16,0 ppa.

13:00 1.00 13 Held PJSM, tested the cement line to 4,000 psi, Pumped 30 bbls of 17.5 ppg spacer (Ultra 7710 7710 13
Mush II).

14:00 2.00 12 Mixed and Pumped 394 sks Class G cement, slurry 98 bbis, density 18.0 ppg, yield 1.40 7710 7710 13
cf/sack, mixed fluid 5.37 gps. Bumped the top wiper plug while pumping 2 bbls/min. with 1600
psi. Pressure up to 2,500 psi, held pressure 5 mins (no pressure loss), bled back two bbis,
floats holding. During the cement operation the retums were 90 to 95 percent. After the
cement exited the shoe we only lost 5 bbls from time the cement exit the shoe until the wiper
plug was bumped. Note lost a total of 40 bbis of mud during the cement operation.

16:00 6.00 13 W.O.C.- closed annular on the csg due to formation ballooning back mud lost.bled to 0 psi @ 7710 7710 13
ROU hrs

22:00 0.50 14 Held safety meeting R/U BOP winch and N/D and lift 80P's set casg slips wl200K 7710 7710 13
22:30 3.00 14 Held safety meeting R/U and Cut casing w/ Cameron & remove cut joint. 7710 7710 13

1:30 2.00 14 N/D BOP's and removed the 11" 10M drilling spool. 7710 7710 13
3:30 2.50 14 The esg cut was not done correctly.Recut 7" casg to install C Section Head 7710 7710 13

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:00 16.90 0.00 102 44 27 21/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 40 17.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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WãH NanigfCän Cre EUnif26 2 c
Field Name: Cane Creek S/T/R 26/255/19E County,State: GRAND, UT

Operator: FidelityE&P Location Desc: District: 01PARA

Activity Date : 2/11/2012 Days From Spud : 35 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 9.00 06 L/D all the 4 1/2" dp and hwdp. Hole took proper fill ups. 7710 7710 13

15:00 0.50 21 Pulled the wear bushing. 7710 7710 NIH
15:30 5.00 01 Held PJSM on rigging up the csg runningequipment R/U csg equipment. 7710 7710 NIH
20:30 7,00 12 P/U, M/U the float equipment, checked floats (OK), P/U and RIH with the 7" csg - 32#, HCP- 7710 7710 13

110, BTC f/surface to 3181'
3:30 0.50| 05 Circulated btms up at 3,181, Circulationrate 4 bpm w/762 psi. Note: Lost 30 bbls mud while 7710 7710 13

circulating.
4:00 2.00 12 P/U and R)H slow to minimizemud loss with the 7" csg, RIH f/3,181' to 4,550' 7710 7710 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ti
7710 3:00 17.10 17.20 103 50 30 19/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 40 23.00 88/12 7

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

II i oActivity Date : 2/12/2012 Days From Spud : 36 Current Depth : 7710 Ft 24 Hr. Footage Made : | 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 12 RIH the 7" csg slowto minimizelosses. f/4,550' to 7,704' 7710 7710 13
10:30 1.00 05 Removed the fill up tool and installed the cement head and circulatingline. 7710 7710 13
11:30 1.50 01 Circulatedand conditionedthe mud. Pumped 4 bbls/min with 1050 psi. Losing mud to the 7710 7710 13

tormation.At the start of circulationthe lost rate was 30% and the end of circulationlost rate
was 5%. Lost a total of 70 bb1s. Max gas 4,111 units, mud cut f/17.2 ppg to 16,0 ppa.

13:00 1.00 13 Held PJSM, tested the cement line to 4,000 psi, Pumped 30 bbls of 17.5 ppg spacer (Ultra 7710 7710 13
Mush II).

14:00 2.00 12 Mixed and Pumped 394 sks Class G cement, slurry 98 bbis, density 18.0 ppg, yield 1.40 7710 7710 13
cf/sack, mixed fluid 5.37 gps. Bumped the top wiper plug while pumping 2 bbls/min. with 1600
psi. Pressure up to 2,500 psi, held pressure 5 mins (no pressure loss), bled back two bbis,
floats holding. During the cement operation the retums were 90 to 95 percent. After the
cement exited the shoe we only lost 5 bbls from time the cement exit the shoe until the wiper
plug was bumped. Note lost a total of 40 bbis of mud during the cement operation.

16:00 6.00 13 W.O.C.- closed annular on the csg due to formation ballooning back mud lost.bled to 0 psi @ 7710 7710 13
ROU hrs

22:00 0.50 14 Held safety meeting R/U BOP winch and N/D and lift 80P's set casg slips wl200K 7710 7710 13
22:30 3.00 14 Held safety meeting R/U and Cut casing w/ Cameron & remove cut joint. 7710 7710 13

1:30 2.00 14 N/D BOP's and removed the 11" 10M drilling spool. 7710 7710 13
3:30 2.50 14 The esg cut was not done correctly.Recut 7" casg to install C Section Head 7710 7710 13

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:00 16.90 0.00 102 44 27 21/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 40 17.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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WãH NanigfCän Cre EUnif26 2 c
Field Name: Cane Creek S/T/R 26/255/19E County,State: GRAND, UT

Operator: FidelityE&P Location Desc: District: 01PARA

Activity Date : 2/11/2012 Days From Spud : 35 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 9.00 06 L/D all the 4 1/2" dp and hwdp. Hole took proper fill ups. 7710 7710 13

15:00 0.50 21 Pulled the wear bushing. 7710 7710 NIH
15:30 5.00 01 Held PJSM on rigging up the csg runningequipment R/U csg equipment. 7710 7710 NIH
20:30 7,00 12 P/U, M/U the float equipment, checked floats (OK), P/U and RIH with the 7" csg - 32#, HCP- 7710 7710 13

110, BTC f/surface to 3181'
3:30 0.50| 05 Circulated btms up at 3,181, Circulationrate 4 bpm w/762 psi. Note: Lost 30 bbls mud while 7710 7710 13

circulating.
4:00 2.00 12 P/U and R)H slow to minimizemud loss with the 7" csg, RIH f/3,181' to 4,550' 7710 7710 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ti
7710 3:00 17.10 17.20 103 50 30 19/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 40 23.00 88/12 7

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

II i oActivity Date : 2/12/2012 Days From Spud : 36 Current Depth : 7710 Ft 24 Hr. Footage Made : | 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 12 RIH the 7" csg slowto minimizelosses. f/4,550' to 7,704' 7710 7710 13
10:30 1.00 05 Removed the fill up tool and installed the cement head and circulatingline. 7710 7710 13
11:30 1.50 01 Circulatedand conditionedthe mud. Pumped 4 bbls/min with 1050 psi. Losing mud to the 7710 7710 13

tormation.At the start of circulationthe lost rate was 30% and the end of circulationlost rate
was 5%. Lost a total of 70 bb1s. Max gas 4,111 units, mud cut f/17.2 ppg to 16,0 ppa.

13:00 1.00 13 Held PJSM, tested the cement line to 4,000 psi, Pumped 30 bbls of 17.5 ppg spacer (Ultra 7710 7710 13
Mush II).

14:00 2.00 12 Mixed and Pumped 394 sks Class G cement, slurry 98 bbis, density 18.0 ppg, yield 1.40 7710 7710 13
cf/sack, mixed fluid 5.37 gps. Bumped the top wiper plug while pumping 2 bbls/min. with 1600
psi. Pressure up to 2,500 psi, held pressure 5 mins (no pressure loss), bled back two bbis,
floats holding. During the cement operation the retums were 90 to 95 percent. After the
cement exited the shoe we only lost 5 bbls from time the cement exit the shoe until the wiper
plug was bumped. Note lost a total of 40 bbis of mud during the cement operation.

16:00 6.00 13 W.O.C.- closed annular on the csg due to formation ballooning back mud lost.bled to 0 psi @ 7710 7710 13
ROU hrs

22:00 0.50 14 Held safety meeting R/U BOP winch and N/D and lift 80P's set casg slips wl200K 7710 7710 13
22:30 3.00 14 Held safety meeting R/U and Cut casing w/ Cameron & remove cut joint. 7710 7710 13

1:30 2.00 14 N/D BOP's and removed the 11" 10M drilling spool. 7710 7710 13
3:30 2.50 14 The esg cut was not done correctly.Recut 7" casg to install C Section Head 7710 7710 13

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:00 16.90 0.00 102 44 27 21/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 25 0 0.00 0.00 0 40 17.00 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Wäll NarŸiiiCane Ciedk Unit26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailÿ Súmrnprÿ

\ | | cActivityDate : 2/13/2012 Days From Spud : 37 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to
6:00 2.50 21 Cut the 7" csg to fit the 11" 10M X 7 1/16" 10M tbg hanger. 7710 7710 13 m
8:30 1.50 14 N/U the 11" 10M X 7 1/16" tbg hanger. Packed offto 10,000 psi. tested to 80% of collapse. 7710 7710 13

10:00 15.00 14 N/U the 11" 10M BOP - DSA (7 1/16" 10M X 11" 10M), Mud cross, replaced a 2 1/16" 10M kill 7710 7710 13 >
line vavle, replaced a 2 1/16" 10M check valve, installed a 3M orbitvalve, connected the 4
1/16" 10M choke line. Pulled the 4 1/2° rams and installed 4" rams. R/D the BOP lift
equipment and backload same.

1:00 0.50 15 Heldsafety meeting R/UJPS BOP testers and install test plug 7710 7710 13
1:30 0.50 15 Pedormed Accumulator function test, OK 7710 7710 13 H
2:00 4.00 15 Tested Top &Bottom Pipe rams, Slind rams, loside & outside KillValves, inside & Outside 7710 7710 13 yHCR choke valves & Choke manifold to 250 low (5 min) 10,000 high (10 min) Hydril 250 low (5 C

min) 5,000 high (10 min)TlW's & inside gray 250 low (5 min) 10,000 high (10 min), Tested the
top drives lower and upper valves 250 psi low (5 mins) &10,000 psi high (10 mins).

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:00 16.50 0.00 113 46 29 22/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0% o

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 23 0 0.00 0.00 0 40 17.00 88/12 0 oWater Loss LCM ECD FL Temp Remarks o

O 0.0 0.0 0
o

Daily Sþmmary
Activity Date : 2/14/2012 Days From Spud : 38 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 S.00 15 Tested the blindrams 250 psi low (5 mins), 10,000 psi high (10 mins). Tested the csg to 2,000 7710 7710 13

psi (Held on chart for 30 mins.), redo the accumalator function test, The check valve was
installed backwards. N/D the 2 1/16" 10M check valve and installed correctly,Retested the
check valve and the 2" 1502 line at the end of substructure - 250 psi low (5 mins), 10,000 psi
high (10 mins).

11:00 5.00 11 Held PJSM, R/U wireline equipment, R1Hand log with a CBL. (Cement Bond Log). R/D 7710 7710 13
wirellne equipment.

16:00 4.00 09 Secured the block/top drive and change out the drill line with new drill line. 7710 7710 13
20:00 1.00 01 Held PJSM - R/U the P/U - L/D machine. 7710 7710 14
21:00 3.00 06 Held PJSM - P/U, M/U the 6" lateral section directional tools (BHA).Surface test same. 7710 7710 14

0:00 5.00 06 P/U and RIH w/90 jts dp (push pipe), 45 joints of hwdp, 70 Jtsof 4" XT39 dp. Filling pipe every 7710 7710 14
ou its (20 stds)

5:00 0.50 21 Changed out M/U tongs. 7710 7710 14
5:30 0.50 06 P/U and RIH w/4" XT39 dp. 7710 7710 14

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 2:00 16.50 0.00 125 34 22 11/18/0 0.0 8.0 0 8.00 0.4% 0.1% 0.5% 0.0%

MST pH Pm Pf Mf Cl Ca ES Pom Lime Tota1Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 566520 24 0 0.00 0.00 0 40 22.80 90/10 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Wäll NarŸiiiCane Ciedk Unit26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailÿ Súmrnprÿ

\ | | cActivityDate : 2/13/2012 Days From Spud : 37 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to
6:00 2.50 21 Cut the 7" csg to fit the 11" 10M X 7 1/16" 10M tbg hanger. 7710 7710 13 m
8:30 1.50 14 N/U the 11" 10M X 7 1/16" tbg hanger. Packed offto 10,000 psi. tested to 80% of collapse. 7710 7710 13

10:00 15.00 14 N/U the 11" 10M BOP - DSA (7 1/16" 10M X 11" 10M), Mud cross, replaced a 2 1/16" 10M kill 7710 7710 13 >
line vavle, replaced a 2 1/16" 10M check valve, installed a 3M orbitvalve, connected the 4
1/16" 10M choke line. Pulled the 4 1/2° rams and installed 4" rams. R/D the BOP lift
equipment and backload same.

1:00 0.50 15 Heldsafety meeting R/UJPS BOP testers and install test plug 7710 7710 13
1:30 0.50 15 Pedormed Accumulator function test, OK 7710 7710 13 H
2:00 4.00 15 Tested Top &Bottom Pipe rams, Slind rams, loside & outside KillValves, inside & Outside 7710 7710 13 yHCR choke valves & Choke manifold to 250 low (5 min) 10,000 high (10 min) Hydril 250 low (5 C

min) 5,000 high (10 min)TlW's & inside gray 250 low (5 min) 10,000 high (10 min), Tested the
top drives lower and upper valves 250 psi low (5 mins) &10,000 psi high (10 mins).

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:00 16.50 0.00 113 46 29 22/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0% o

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 23 0 0.00 0.00 0 40 17.00 88/12 0 oWater Loss LCM ECD FL Temp Remarks o

O 0.0 0.0 0
o

Daily Sþmmary
Activity Date : 2/14/2012 Days From Spud : 38 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 S.00 15 Tested the blindrams 250 psi low (5 mins), 10,000 psi high (10 mins). Tested the csg to 2,000 7710 7710 13

psi (Held on chart for 30 mins.), redo the accumalator function test, The check valve was
installed backwards. N/D the 2 1/16" 10M check valve and installed correctly,Retested the
check valve and the 2" 1502 line at the end of substructure - 250 psi low (5 mins), 10,000 psi
high (10 mins).

11:00 5.00 11 Held PJSM, R/U wireline equipment, R1Hand log with a CBL. (Cement Bond Log). R/D 7710 7710 13
wirellne equipment.

16:00 4.00 09 Secured the block/top drive and change out the drill line with new drill line. 7710 7710 13
20:00 1.00 01 Held PJSM - R/U the P/U - L/D machine. 7710 7710 14
21:00 3.00 06 Held PJSM - P/U, M/U the 6" lateral section directional tools (BHA).Surface test same. 7710 7710 14

0:00 5.00 06 P/U and RIH w/90 jts dp (push pipe), 45 joints of hwdp, 70 Jtsof 4" XT39 dp. Filling pipe every 7710 7710 14
ou its (20 stds)

5:00 0.50 21 Changed out M/U tongs. 7710 7710 14
5:30 0.50 06 P/U and RIH w/4" XT39 dp. 7710 7710 14

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 2:00 16.50 0.00 125 34 22 11/18/0 0.0 8.0 0 8.00 0.4% 0.1% 0.5% 0.0%

MST pH Pm Pf Mf Cl Ca ES Pom Lime Tota1Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 566520 24 0 0.00 0.00 0 40 22.80 90/10 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Wäll NarŸiiiCane Ciedk Unit26-2
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailÿ Súmrnprÿ

\ | | cActivityDate : 2/13/2012 Days From Spud : 37 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run to
6:00 2.50 21 Cut the 7" csg to fit the 11" 10M X 7 1/16" 10M tbg hanger. 7710 7710 13 m
8:30 1.50 14 N/U the 11" 10M X 7 1/16" tbg hanger. Packed offto 10,000 psi. tested to 80% of collapse. 7710 7710 13

10:00 15.00 14 N/U the 11" 10M BOP - DSA (7 1/16" 10M X 11" 10M), Mud cross, replaced a 2 1/16" 10M kill 7710 7710 13 >
line vavle, replaced a 2 1/16" 10M check valve, installed a 3M orbitvalve, connected the 4
1/16" 10M choke line. Pulled the 4 1/2° rams and installed 4" rams. R/D the BOP lift
equipment and backload same.

1:00 0.50 15 Heldsafety meeting R/UJPS BOP testers and install test plug 7710 7710 13
1:30 0.50 15 Pedormed Accumulator function test, OK 7710 7710 13 H
2:00 4.00 15 Tested Top &Bottom Pipe rams, Slind rams, loside & outside KillValves, inside & Outside 7710 7710 13 yHCR choke valves & Choke manifold to 250 low (5 min) 10,000 high (10 min) Hydril 250 low (5 C

min) 5,000 high (10 min)TlW's & inside gray 250 low (5 min) 10,000 high (10 min), Tested the
top drives lower and upper valves 250 psi low (5 mins) &10,000 psi high (10 mins).

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 3:00 16.50 0.00 113 46 29 22/31/0 0.0 8.0 0 4.00 0.4% 0.1% 0.5% 0.0% o

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 561523 23 0 0.00 0.00 0 40 17.00 88/12 0 oWater Loss LCM ECD FL Temp Remarks o

O 0.0 0.0 0
o

Daily Sþmmary
Activity Date : 2/14/2012 Days From Spud : 38 Current Depth : 7710 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 S.00 15 Tested the blindrams 250 psi low (5 mins), 10,000 psi high (10 mins). Tested the csg to 2,000 7710 7710 13

psi (Held on chart for 30 mins.), redo the accumalator function test, The check valve was
installed backwards. N/D the 2 1/16" 10M check valve and installed correctly,Retested the
check valve and the 2" 1502 line at the end of substructure - 250 psi low (5 mins), 10,000 psi
high (10 mins).

11:00 5.00 11 Held PJSM, R/U wireline equipment, R1Hand log with a CBL. (Cement Bond Log). R/D 7710 7710 13
wirellne equipment.

16:00 4.00 09 Secured the block/top drive and change out the drill line with new drill line. 7710 7710 13
20:00 1.00 01 Held PJSM - R/U the P/U - L/D machine. 7710 7710 14
21:00 3.00 06 Held PJSM - P/U, M/U the 6" lateral section directional tools (BHA).Surface test same. 7710 7710 14

0:00 5.00 06 P/U and RIH w/90 jts dp (push pipe), 45 joints of hwdp, 70 Jtsof 4" XT39 dp. Filling pipe every 7710 7710 14
ou its (20 stds)

5:00 0.50 21 Changed out M/U tongs. 7710 7710 14
5:30 0.50 06 P/U and RIH w/4" XT39 dp. 7710 7710 14

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7710 2:00 16.50 0.00 125 34 22 11/18/0 0.0 8.0 0 8.00 0.4% 0.1% 0.5% 0.0%

MST pH Pm Pf Mf Cl Ca ES Pom Lime Tota1Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 566520 24 0 0.00 0.00 0 40 22.80 90/10 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek STT/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Dailý Summary

I I CActivity Date : 2/15/2012 Days From Spud : 39 Current Depth : 7838 Ft 24 Hr. Footage Made : 128 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 POOH with 21 stds 4" dp, rack in the derrick. 7710 7710 14 m
7:30 4.00 06 P/U and RIH w/117 Jtsof 4" drill pipe. RIH to 7,510' 7710 7710 14

11:30 0.50 21 Installed the rotate head rubber element. 7710 7710 14 |
12:00 0.50 03 Fill pipe, washed down 1/7,510' to 7,620' Tagged float collar@7,620' 7710 7710 14
12:30 2.00 21 Drilled the wiper plugs (Btm & top), float collar, cement in the shoe track and the shoe f/7,620' 7710 7710 14

to 7,710'
14:30 9.00 02 Drilled 6" hole (lateral section) - slide & rotate f/7,710' to 7,793'. Max. gas 90 units. 7710 7793 14
23:30 1.50 21 Unableto removed screen from pipe. Swap out joint 7793 7793 14

1:00 5.00 02 Drilled6" hole (lateral section) - slide & rotate f/7,793' to 7,838'. Max. gas 15 units. Drilled into 7793 7838 14
salt @7,781' MD -7,359' TVD.

Total: 24.00 I
I o

Mud Properties M
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand °°

7807 2:00 16.50 16.50 99 39 26 17/21/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0% ©

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 531009 21 0 0.00 0.00 0 39 21.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
oO 0.0 17.9 88 o

Daily Summary
Activity Date : 2/16/2012 Days From Spud : 40 Current Depth : 8424 Ft 24 Hr. Footage Made : 586 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 02 Drilled 6" hole (lateral section) - slide & rotate f/7,838' to 7,978'. Max. gas 16 units. Drilling salt 7838 7978 14

t//,781' to 7,978'
14:00 0.50 07 Service the rig. 7978 7978 14
14:30 15.50 02 Drilled 6" hole (lateral section) - slide & rotate f/7,978' to 8,424'. Max. gas 11 units. Drilling salt 7978 8424 14

tit.781' to 8,406'. Drilled into the Cane Creek @8,406' MD -7,280' TVD.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8330 2:00 16.50 16.50 80 37 26 17/23/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294234 2 0 0.00 0.00 0 24 2.40 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.0 103
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek STT/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Dailý Summary

I I CActivity Date : 2/15/2012 Days From Spud : 39 Current Depth : 7838 Ft 24 Hr. Footage Made : 128 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 POOH with 21 stds 4" dp, rack in the derrick. 7710 7710 14 m
7:30 4.00 06 P/U and RIH w/117 Jtsof 4" drill pipe. RIH to 7,510' 7710 7710 14

11:30 0.50 21 Installed the rotate head rubber element. 7710 7710 14 |
12:00 0.50 03 Fill pipe, washed down 1/7,510' to 7,620' Tagged float collar@7,620' 7710 7710 14
12:30 2.00 21 Drilled the wiper plugs (Btm & top), float collar, cement in the shoe track and the shoe f/7,620' 7710 7710 14

to 7,710'
14:30 9.00 02 Drilled 6" hole (lateral section) - slide & rotate f/7,710' to 7,793'. Max. gas 90 units. 7710 7793 14
23:30 1.50 21 Unableto removed screen from pipe. Swap out joint 7793 7793 14

1:00 5.00 02 Drilled6" hole (lateral section) - slide & rotate f/7,793' to 7,838'. Max. gas 15 units. Drilled into 7793 7838 14
salt @7,781' MD -7,359' TVD.

Total: 24.00 I
I o

Mud Properties M
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand °°

7807 2:00 16.50 16.50 99 39 26 17/21/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0% ©

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 531009 21 0 0.00 0.00 0 39 21.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
oO 0.0 17.9 88 o

Daily Summary
Activity Date : 2/16/2012 Days From Spud : 40 Current Depth : 8424 Ft 24 Hr. Footage Made : 586 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 02 Drilled 6" hole (lateral section) - slide & rotate f/7,838' to 7,978'. Max. gas 16 units. Drilling salt 7838 7978 14

t//,781' to 7,978'
14:00 0.50 07 Service the rig. 7978 7978 14
14:30 15.50 02 Drilled 6" hole (lateral section) - slide & rotate f/7,978' to 8,424'. Max. gas 11 units. Drilling salt 7978 8424 14

tit.781' to 8,406'. Drilled into the Cane Creek @8,406' MD -7,280' TVD.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8330 2:00 16.50 16.50 80 37 26 17/23/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294234 2 0 0.00 0.00 0 24 2.40 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.0 103
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek STT/R 26/25S/19E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Dailý Summary

I I CActivity Date : 2/15/2012 Days From Spud : 39 Current Depth : 7838 Ft 24 Hr. Footage Made : 128 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 POOH with 21 stds 4" dp, rack in the derrick. 7710 7710 14 m
7:30 4.00 06 P/U and RIH w/117 Jtsof 4" drill pipe. RIH to 7,510' 7710 7710 14

11:30 0.50 21 Installed the rotate head rubber element. 7710 7710 14 |
12:00 0.50 03 Fill pipe, washed down 1/7,510' to 7,620' Tagged float collar@7,620' 7710 7710 14
12:30 2.00 21 Drilled the wiper plugs (Btm & top), float collar, cement in the shoe track and the shoe f/7,620' 7710 7710 14

to 7,710'
14:30 9.00 02 Drilled 6" hole (lateral section) - slide & rotate f/7,710' to 7,793'. Max. gas 90 units. 7710 7793 14
23:30 1.50 21 Unableto removed screen from pipe. Swap out joint 7793 7793 14

1:00 5.00 02 Drilled6" hole (lateral section) - slide & rotate f/7,793' to 7,838'. Max. gas 15 units. Drilled into 7793 7838 14
salt @7,781' MD -7,359' TVD.

Total: 24.00 I
I o

Mud Properties M
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand °°

7807 2:00 16.50 16.50 99 39 26 17/21/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0% ©

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 531009 21 0 0.00 0.00 0 39 21.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
oO 0.0 17.9 88 o

Daily Summary
Activity Date : 2/16/2012 Days From Spud : 40 Current Depth : 8424 Ft 24 Hr. Footage Made : 586 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 02 Drilled 6" hole (lateral section) - slide & rotate f/7,838' to 7,978'. Max. gas 16 units. Drilling salt 7838 7978 14

t//,781' to 7,978'
14:00 0.50 07 Service the rig. 7978 7978 14
14:30 15.50 02 Drilled 6" hole (lateral section) - slide & rotate f/7,978' to 8,424'. Max. gas 11 units. Drilling salt 7978 8424 14

tit.781' to 8,406'. Drilled into the Cane Creek @8,406' MD -7,280' TVD.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8330 2:00 16.50 16.50 80 37 26 17/23/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294234 2 0 0.00 0.00 0 24 2.40 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 18.0 103
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Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 2/17/2012 Days From Spud : 41 Current Depth : 8634 Ft 24 Hr. Footage Made : 210 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

I
ENJStart Hrs Code Remarks Start Depth End Depth Run ú

6:00 14.50 02 Drilled 6" hole (lateral section) Drlg and Slidingf/8,424' to 8,445'. Max. gas 5,791 8424 8445 14 m
units.Pumping LCM sweeps to controlmud losses (130 bbis lost) UD

20:30 0.50 07 Service the rig. 8445 8445 14 y21:00 9.00 02 Drilled 6" hole (lateral section) Drig and Slidingf/8,445' to 8,634'. Max. gas 2208 8445 8634 14 13
units.Pumping LCM sweeps f/8,465' MD to 7272' TVD to controlmud loss.1/21:00 to 06:00
lost 15 bbls of mud. (Total 145 bbls lost)

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 28707 2:00 16.30 16.30 80 34 23 16/24/0 0.0 5.0 0 4.00 0.3% 0.1% 0.6% 0.0% c
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 208529 1 0 0.00 0.00 0 17 1.90 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.8 106

Daily Summary
Activity Date : 2/18/2012 Days From Spud : 42 Current Depth : 8685 Ft 24 Hr. Footage Made : 51 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
o

6:00 3.50 02 Drilled 6" hole (lateral section) Drlg and Sliding f/8,634' to 8,685'. Max. gas 6,105 8634 8685 14 o
units.Pumping LCM sweeps to minimize fluid loss.

9:30 2.00 05 Circulated and conditionedthe mud. 8685 8685 14
11:30 0.50 21 Simulated Connectiorl 1/2 hOUr - flowed back 7 bbis in 16 minutes. Circulated todetermine 8685 8685 14

the gain is Oll/Gas or balloning lost fluid back.
12:00 1.00 05 Circulatedbtm's up, Ma× gas 9,000 units (before lining up on the gas buster). mud cut f/16.3 8685 8685 14

ppg to 15.4 ppg.
13:00 3.00 05 Circulatedand raised the mud weight f/16.3 ppg to 16.5 ppg. 8685 8685 14
16:00 0.50 21 Simulated Connection, 1/2 hour - flowed back 7 bbls in 30 minutes. Max gas on btm's up xxxx 8685 8685 14

units. Mud cut f/16.5 ppg to 1x.x ppg.
16:30 1.00| 05 Circulated btm's up, Max gas on btm's up 3,200 units (after the gas buster). Mud cut f/16.5 8685 8685 14

ppg to 16.2 ppg.
17:30 3.50 05 Circulatedand raised the mud weightf/16.5 ppg to 16.7 ppg. 8685 8685 14
21:00 4.00 06 Spot 41 bb1s LCM pill f/ 8685' to7,605', POOH, Strip out of the hole with the rotating head 8685 8685 14

leaving the LCM pillin plaœ.
1:00 1.50 05 Circulate bttms up at 7,605' wl 16.7 ppg mud monitoringfor losses, (No losses at this time). 8685 8685 14
2:30 3.50 05 Circulatedand raised the mud weight f/16.7 ppg to 16.8 ppg. raisingmud wt to 16.9 ppg. 8685 8685 14

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7510 2:00 16.70 16.70 85 37 29 18/25/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 359032 3 0 0.00 0.00 0 30 2,60 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.8 98
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Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 2/17/2012 Days From Spud : 41 Current Depth : 8634 Ft 24 Hr. Footage Made : 210 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

I
ENJStart Hrs Code Remarks Start Depth End Depth Run ú

6:00 14.50 02 Drilled 6" hole (lateral section) Drlg and Slidingf/8,424' to 8,445'. Max. gas 5,791 8424 8445 14 m
units.Pumping LCM sweeps to controlmud losses (130 bbis lost) UD

20:30 0.50 07 Service the rig. 8445 8445 14 y21:00 9.00 02 Drilled 6" hole (lateral section) Drig and Slidingf/8,445' to 8,634'. Max. gas 2208 8445 8634 14 13
units.Pumping LCM sweeps f/8,465' MD to 7272' TVD to controlmud loss.1/21:00 to 06:00
lost 15 bbls of mud. (Total 145 bbls lost)

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 28707 2:00 16.30 16.30 80 34 23 16/24/0 0.0 5.0 0 4.00 0.3% 0.1% 0.6% 0.0% c
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 208529 1 0 0.00 0.00 0 17 1.90 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.8 106

Daily Summary
Activity Date : 2/18/2012 Days From Spud : 42 Current Depth : 8685 Ft 24 Hr. Footage Made : 51 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
o

6:00 3.50 02 Drilled 6" hole (lateral section) Drlg and Sliding f/8,634' to 8,685'. Max. gas 6,105 8634 8685 14 o
units.Pumping LCM sweeps to minimize fluid loss.

9:30 2.00 05 Circulated and conditionedthe mud. 8685 8685 14
11:30 0.50 21 Simulated Connectiorl 1/2 hOUr - flowed back 7 bbis in 16 minutes. Circulated todetermine 8685 8685 14

the gain is Oll/Gas or balloning lost fluid back.
12:00 1.00 05 Circulatedbtm's up, Ma× gas 9,000 units (before lining up on the gas buster). mud cut f/16.3 8685 8685 14

ppg to 15.4 ppg.
13:00 3.00 05 Circulatedand raised the mud weight f/16.3 ppg to 16.5 ppg. 8685 8685 14
16:00 0.50 21 Simulated Connection, 1/2 hour - flowed back 7 bbls in 30 minutes. Max gas on btm's up xxxx 8685 8685 14

units. Mud cut f/16.5 ppg to 1x.x ppg.
16:30 1.00| 05 Circulated btm's up, Max gas on btm's up 3,200 units (after the gas buster). Mud cut f/16.5 8685 8685 14

ppg to 16.2 ppg.
17:30 3.50 05 Circulatedand raised the mud weightf/16.5 ppg to 16.7 ppg. 8685 8685 14
21:00 4.00 06 Spot 41 bb1s LCM pill f/ 8685' to7,605', POOH, Strip out of the hole with the rotating head 8685 8685 14

leaving the LCM pillin plaœ.
1:00 1.50 05 Circulate bttms up at 7,605' wl 16.7 ppg mud monitoringfor losses, (No losses at this time). 8685 8685 14
2:30 3.50 05 Circulatedand raised the mud weight f/16.7 ppg to 16.8 ppg. raisingmud wt to 16.9 ppg. 8685 8685 14

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7510 2:00 16.70 16.70 85 37 29 18/25/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 359032 3 0 0.00 0.00 0 30 2,60 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.8 98
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Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 2/17/2012 Days From Spud : 41 Current Depth : 8634 Ft 24 Hr. Footage Made : 210 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

I
ENJStart Hrs Code Remarks Start Depth End Depth Run ú

6:00 14.50 02 Drilled 6" hole (lateral section) Drlg and Slidingf/8,424' to 8,445'. Max. gas 5,791 8424 8445 14 m
units.Pumping LCM sweeps to controlmud losses (130 bbis lost) UD

20:30 0.50 07 Service the rig. 8445 8445 14 y21:00 9.00 02 Drilled 6" hole (lateral section) Drig and Slidingf/8,445' to 8,634'. Max. gas 2208 8445 8634 14 13
units.Pumping LCM sweeps f/8,465' MD to 7272' TVD to controlmud loss.1/21:00 to 06:00
lost 15 bbls of mud. (Total 145 bbls lost)

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 28707 2:00 16.30 16.30 80 34 23 16/24/0 0.0 5.0 0 4.00 0.3% 0.1% 0.6% 0.0% c
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 208529 1 0 0.00 0.00 0 17 1.90 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.8 106

Daily Summary
Activity Date : 2/18/2012 Days From Spud : 42 Current Depth : 8685 Ft 24 Hr. Footage Made : 51 Ft
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
o

6:00 3.50 02 Drilled 6" hole (lateral section) Drlg and Sliding f/8,634' to 8,685'. Max. gas 6,105 8634 8685 14 o
units.Pumping LCM sweeps to minimize fluid loss.

9:30 2.00 05 Circulated and conditionedthe mud. 8685 8685 14
11:30 0.50 21 Simulated Connectiorl 1/2 hOUr - flowed back 7 bbis in 16 minutes. Circulated todetermine 8685 8685 14

the gain is Oll/Gas or balloning lost fluid back.
12:00 1.00 05 Circulatedbtm's up, Ma× gas 9,000 units (before lining up on the gas buster). mud cut f/16.3 8685 8685 14

ppg to 15.4 ppg.
13:00 3.00 05 Circulatedand raised the mud weight f/16.3 ppg to 16.5 ppg. 8685 8685 14
16:00 0.50 21 Simulated Connection, 1/2 hour - flowed back 7 bbls in 30 minutes. Max gas on btm's up xxxx 8685 8685 14

units. Mud cut f/16.5 ppg to 1x.x ppg.
16:30 1.00| 05 Circulated btm's up, Max gas on btm's up 3,200 units (after the gas buster). Mud cut f/16.5 8685 8685 14

ppg to 16.2 ppg.
17:30 3.50 05 Circulatedand raised the mud weightf/16.5 ppg to 16.7 ppg. 8685 8685 14
21:00 4.00 06 Spot 41 bb1s LCM pill f/ 8685' to7,605', POOH, Strip out of the hole with the rotating head 8685 8685 14

leaving the LCM pillin plaœ.
1:00 1.50 05 Circulate bttms up at 7,605' wl 16.7 ppg mud monitoringfor losses, (No losses at this time). 8685 8685 14
2:30 3.50 05 Circulatedand raised the mud weight f/16.7 ppg to 16.8 ppg. raisingmud wt to 16.9 ppg. 8685 8685 14

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7510 2:00 16.70 16.70 85 37 29 18/25/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 359032 3 0 0.00 0.00 0 30 2,60 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 17.8 98
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Well NidéiCane Créék Unit 2622 |
Field Name: Cane Creek .S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 2/19/2012 Days From Spud : 43 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 1.50 05 Circulated& raised the mud weight f/16.8 ppg to 16.9 ppg. 8685 8685 14 m
7:30 1.00 21 Checked for flow, flowed back 2.4 bbls in 1 hour. 8685 8685 14
8:30 2.00 05 Circulated& raised the rnud weightf/16.9 ppg to 17.1 ppg. Lost7.0 bbls while circulatingthe 8685 8685 14 >tast 2 hrs.

H10:30 2.00 21 Checked for flow, flowed back 1.80 bbis in 2 hrs. 8685 8685 14
12:30 2.00 05 Circulated& raised the mud weight f/17.1 ppg to 17.2 ppg. Lost 22 bbls while circulating the 8685 8685 14

last 2 hrs.
14:30 2.00 21 Checked for flow, well not flowing when started out of the hole. 8685 8685 14
16:30 2.00 06 Pump slug, POOH to 5,817'. 8685 8685 14
18:30 2.00 06 POOH f/5,817' to 4,316'. Strip out of hole w/ rotatinghead w/200 psi back pressure. Held 8685 8685 14

back pressure due to the mud not falling down the annulas.
20:30 0.50 21 Check flow ( no flow ) 8685 8685 14
21:00 5.50 06 POOH f/4,316' to 2,000' Strip out of hole wl rotating head w/ 200 psi back pressure. Held back 8685 8685 14

pressure due to the mud not falling down the annulas.
2:30 1.50 06 POOH f/2,000' to surface. L/D Directional assembly.Used the trip tank hole took proper fill 8685 8685 14

ups.
4:00 0.50 21 Clean rig floor. 8685 8685 14
4:30 1.50 06 M/U 6" bit, bit sub,x-o.floatsub T1Hwl BHA 8685 8685 15 0,

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
8685 2:00 17.10 17.10 85 37 29 18/25/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0% 2

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 359032 3 0 0.00 0.00 0 30 2.60 88/12 0
Water Loss LCM ECD FL Temp Remarks

0 0.0 17.8 98
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Well NidéiCane Créék Unit 2622 |
Field Name: Cane Creek .S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/19/2012 Days From Spud : 43 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 1.50 05 Circulated& raised the mud weight f/16.8 ppg to 16.9 ppg. 8685 8685 14 m
7:30 1.00 21 Checked for flow, flowed back 2.4 bbls in 1 hour. 8685 8685 14
8:30 2.00 05 Circulated& raised the rnud weightf/16.9 ppg to 17.1 ppg. Lost7.0 bbls while circulatingthe 8685 8685 14 >

tast 2 hrs.
H10:30 2.00 21 Checked for flow, flowed back 1.80 bbis in 2 hrs. 8685 8685 14

12:30 2.00 05 Circulated& raised the mud weight f/17.1 ppg to 17.2 ppg. Lost 22 bbls while circulating the 8685 8685 14
last 2 hrs.

14:30 2.00 21 Checked for flow, well not flowing when started out of the hole. 8685 8685 14
16:30 2.00 06 Pump slug, POOH to 5,817'. 8685 8685 14
18:30 2.00 06 POOH f/5,817' to 4,316'. Strip out of hole w/ rotatinghead w/200 psi back pressure. Held 8685 8685 14

back pressure due to the mud not falling down the annulas.
20:30 0.50 21 Check flow ( no flow ) 8685 8685 14
21:00 5.50 06 POOH f/4,316' to 2,000' Strip out of hole wl rotating head w/ 200 psi back pressure. Held back 8685 8685 14

pressure due to the mud not falling down the annulas.
2:30 1.50 06 POOH f/2,000' to surface. L/D Directional assembly.Used the trip tank hole took proper fill 8685 8685 14

ups.
4:00 0.50 21 Clean rig floor. 8685 8685 14
4:30 1.50 06 M/U 6" bit, bit sub,x-o.floatsub T1Hwl BHA 8685 8685 15 0,

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
8685 2:00 17.10 17.10 85 37 29 18/25/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0% 2

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 359032 3 0 0.00 0.00 0 30 2.60 88/12 0
Water Loss LCM ECD FL Temp Remarks

0 0.0 17.8 98
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Well NidéiCane Créék Unit 2622 |
Field Name: Cane Creek .S/T/R 26/258/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/19/2012 Days From Spud : 43 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 1.50 05 Circulated& raised the mud weight f/16.8 ppg to 16.9 ppg. 8685 8685 14 m
7:30 1.00 21 Checked for flow, flowed back 2.4 bbls in 1 hour. 8685 8685 14
8:30 2.00 05 Circulated& raised the rnud weightf/16.9 ppg to 17.1 ppg. Lost7.0 bbls while circulatingthe 8685 8685 14 >

tast 2 hrs.
H10:30 2.00 21 Checked for flow, flowed back 1.80 bbis in 2 hrs. 8685 8685 14

12:30 2.00 05 Circulated& raised the mud weight f/17.1 ppg to 17.2 ppg. Lost 22 bbls while circulating the 8685 8685 14
last 2 hrs.

14:30 2.00 21 Checked for flow, well not flowing when started out of the hole. 8685 8685 14
16:30 2.00 06 Pump slug, POOH to 5,817'. 8685 8685 14
18:30 2.00 06 POOH f/5,817' to 4,316'. Strip out of hole w/ rotatinghead w/200 psi back pressure. Held 8685 8685 14

back pressure due to the mud not falling down the annulas.
20:30 0.50 21 Check flow ( no flow ) 8685 8685 14
21:00 5.50 06 POOH f/4,316' to 2,000' Strip out of hole wl rotating head w/ 200 psi back pressure. Held back 8685 8685 14

pressure due to the mud not falling down the annulas.
2:30 1.50 06 POOH f/2,000' to surface. L/D Directional assembly.Used the trip tank hole took proper fill 8685 8685 14

ups.
4:00 0.50 21 Clean rig floor. 8685 8685 14
4:30 1.50 06 M/U 6" bit, bit sub,x-o.floatsub T1Hwl BHA 8685 8685 15 0,

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
8685 2:00 17.10 17.10 85 37 29 18/25/0 0.0 5.0 0 4.00 0.4% 0.1% 0.5% 0.0% 2

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss °

0.0 0.00 0.00 0.00 0.00 359032 3 0 0.00 0.00 0 30 2.60 88/12 0
Water Loss LCM ECD FL Temp Remarks

0 0.0 17.8 98
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

I I i C
Activity Date : 2/20/2012 Days From Spud : 44 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH, to 2,918' (RIH slow) 8685 8685 15 m
8:00 1.50 05 Circulated and conditioned the mud, Circulateduntil the mud weight is 17.1 ppg In &Out. 8685 8685 15

Pump rate 3 bbis/min w/650 psi.
I 9:30 2.00 06 RlH f/2,918' to 5,605', (RlH slow) 8685 8685 15 m

H
11:30 2.00 05 Circulated and conditionedthe mud, Circulated untilthe mud weight is 17.1 ppg In & Out. 8685 8685 15

Pump rate 3 bbis/min w/1,272 psi.
13:30 2.00 06 RlH f/5,605' to 7,672' (Shoe @7,710') 8685 8685 15
15:30 4.00 05 Circulated and conditionedthe mud, Circulated until the mud weight is 16.9 ppg In & Out. 8685 8685 15

Pump rate 3 bbis/min w/1,454 psi.
19:30 1.00 21 Changed out the rotate head rubber sealing element. 8685 8685 15 C
20:30 1.00 06 RIH fl7,672' to 8,331' 8685 8685 15
21:30 1.50 05 Circulatedand conditionedthe mud, Circulated until the mud weight is 16.9 ppg In &Out. 8685 8685 15

Pump rate 3 bbis/min w/1,420 psi. Max gas 2257 units Max mud cut to 15.3 ppg
23:00 5.50 03 Wash f/ 8,331' to 8,685'. Circulateduntil the mud weight is 16.9 ppg In &Out. Pump rate 3 8685 8685 15

bbls/min w/1,454 psi Max gas 4.881 units Max mud cut to 15.3 ppg.
4:30 1.50 05 Pump and spot 41 bbls LCM pill displace wl 32 bbis 16.9 ppg mud. Mixand pump 25 bbi slug 8685 8685 15

Total: 24.00
Mud Properties 0,

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 2
8685 2:30 16.90 16.80 94 33 15 9/14/0 0.0 5.0 0 5.00 0.4% 0.1% 0.5% 0.0% "

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 156507 2 0 0.00 0.00 0 14 2.10 81/19 12

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 85
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

I I i C
Activity Date : 2/20/2012 Days From Spud : 44 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH, to 2,918' (RIH slow) 8685 8685 15 m
8:00 1.50 05 Circulated and conditioned the mud, Circulateduntil the mud weight is 17.1 ppg In &Out. 8685 8685 15

Pump rate 3 bbis/min w/650 psi.
I 9:30 2.00 06 RlH f/2,918' to 5,605', (RlH slow) 8685 8685 15 m

H
11:30 2.00 05 Circulated and conditionedthe mud, Circulated untilthe mud weight is 17.1 ppg In & Out. 8685 8685 15

Pump rate 3 bbis/min w/1,272 psi.
13:30 2.00 06 RlH f/5,605' to 7,672' (Shoe @7,710') 8685 8685 15
15:30 4.00 05 Circulated and conditionedthe mud, Circulated until the mud weight is 16.9 ppg In & Out. 8685 8685 15

Pump rate 3 bbis/min w/1,454 psi.
19:30 1.00 21 Changed out the rotate head rubber sealing element. 8685 8685 15 C
20:30 1.00 06 RIH fl7,672' to 8,331' 8685 8685 15
21:30 1.50 05 Circulatedand conditionedthe mud, Circulated until the mud weight is 16.9 ppg In &Out. 8685 8685 15

Pump rate 3 bbis/min w/1,420 psi. Max gas 2257 units Max mud cut to 15.3 ppg
23:00 5.50 03 Wash f/ 8,331' to 8,685'. Circulateduntil the mud weight is 16.9 ppg In &Out. Pump rate 3 8685 8685 15

bbls/min w/1,454 psi Max gas 4.881 units Max mud cut to 15.3 ppg.
4:30 1.50 05 Pump and spot 41 bbls LCM pill displace wl 32 bbis 16.9 ppg mud. Mixand pump 25 bbi slug 8685 8685 15

Total: 24.00
Mud Properties 0,

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 2
8685 2:30 16.90 16.80 94 33 15 9/14/0 0.0 5.0 0 5.00 0.4% 0.1% 0.5% 0.0% "

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 156507 2 0 0.00 0.00 0 14 2.10 81/19 12

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 85
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Well Name:Cane Creek Unit 26-2 |
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

I I i C
Activity Date : 2/20/2012 Days From Spud : 44 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 RIH, to 2,918' (RIH slow) 8685 8685 15 m
8:00 1.50 05 Circulated and conditioned the mud, Circulateduntil the mud weight is 17.1 ppg In &Out. 8685 8685 15

Pump rate 3 bbis/min w/650 psi.
I 9:30 2.00 06 RlH f/2,918' to 5,605', (RlH slow) 8685 8685 15 m

H
11:30 2.00 05 Circulated and conditionedthe mud, Circulated untilthe mud weight is 17.1 ppg In & Out. 8685 8685 15

Pump rate 3 bbis/min w/1,272 psi.
13:30 2.00 06 RlH f/5,605' to 7,672' (Shoe @7,710') 8685 8685 15
15:30 4.00 05 Circulated and conditionedthe mud, Circulated until the mud weight is 16.9 ppg In & Out. 8685 8685 15

Pump rate 3 bbis/min w/1,454 psi.
19:30 1.00 21 Changed out the rotate head rubber sealing element. 8685 8685 15 C
20:30 1.00 06 RIH fl7,672' to 8,331' 8685 8685 15
21:30 1.50 05 Circulatedand conditionedthe mud, Circulated until the mud weight is 16.9 ppg In &Out. 8685 8685 15

Pump rate 3 bbis/min w/1,420 psi. Max gas 2257 units Max mud cut to 15.3 ppg
23:00 5.50 03 Wash f/ 8,331' to 8,685'. Circulateduntil the mud weight is 16.9 ppg In &Out. Pump rate 3 8685 8685 15

bbls/min w/1,454 psi Max gas 4.881 units Max mud cut to 15.3 ppg.
4:30 1.50 05 Pump and spot 41 bbls LCM pill displace wl 32 bbis 16.9 ppg mud. Mixand pump 25 bbi slug 8685 8685 15

Total: 24.00
Mud Properties 0,

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand 2
8685 2:30 16.90 16.80 94 33 15 9/14/0 0.0 5.0 0 5.00 0.4% 0.1% 0.5% 0.0% "

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 156507 2 0 0.00 0.00 0 14 2.10 81/19 12

Water Loss LCM ECD FL Temp Remarks
0 0.0 17.7 85
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT c

Operator: Fidelity E&P Location Desc: District: OiPARA

Daily Summary 2
Activity Date : 2/21/2012 Days From Spud : 45 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Stait Depth End Depth Run o

6:00 1,50 06 Pump slug, POOH f/8,685 to 7,485' 8685 8685 15 m
7:30 3.50 05 Circulatedand conditioned the mud, Weight up f/17.0 ppg to 17.1 ppg, Max gas on btms up 8685 8685 15

0,300 units, Mud cutf/16.9 ppg to 16.0 ppg.
11:00 2.50 21 Check for flow. Well balloned back 4.5 bbls then stopped giving mud back. Well not flowing at 8685 8685 15

the time we slugged the pipe. Slugged the pipe.
13:30 7.50 06 POOH f/7,485' to surface. "Slow" Stripping out of hole through rotating head holding 200 psi 8685 8685 15

back pressure due to mud not falling in annulas
21:00 1.00 21 Clean rig floor 8685 8685 15
22:00 2.00 21 R/U casing crew and L/D machine 8685 8685 15

0:00 3.50 12 M/U 4 !/2 casg shoe track &check float equip. (ok)TlH P/U 4 1/2" casg & liner hanger 8685 8685 15
3:30 1.00 21 R/D L/D machine and casg crew 8685 8685 15
4:30 1.50 08 TlH wl liner "slow"due to potential mud loss 8685 8685 15

Total: 24.00 ..

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8685 2:00 17.10 104 33 16 9/14/0 0.0 5.0 0 5.00 0.4% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 188611 2 0 0.00 0.00 0 16 2.10 83/17

I I o
Water Loss LCM ECD FL Temp Remarks

0 0.0
o
o
o
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/258/19E County,State: GRAND, UT c

Operator: Fidelity E&P Location Desc: District: OiPARA

Daily Summary 2
Activity Date : 2/21/2012 Days From Spud : 45 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Stait Depth End Depth Run o

6:00 1,50 06 Pump slug, POOH f/8,685 to 7,485' 8685 8685 15 m
7:30 3.50 05 Circulatedand conditioned the mud, Weight up f/17.0 ppg to 17.1 ppg, Max gas on btms up 8685 8685 15

0,300 units, Mud cutf/16.9 ppg to 16.0 ppg.
11:00 2.50 21 Check for flow. Well balloned back 4.5 bbls then stopped giving mud back. Well not flowing at 8685 8685 15

the time we slugged the pipe. Slugged the pipe.
13:30 7.50 06 POOH f/7,485' to surface. "Slow" Stripping out of hole through rotating head holding 200 psi 8685 8685 15

back pressure due to mud not falling in annulas
21:00 1.00 21 Clean rig floor 8685 8685 15
22:00 2.00 21 R/U casing crew and L/D machine 8685 8685 15

0:00 3.50 12 M/U 4 !/2 casg shoe track &check float equip. (ok)TlH P/U 4 1/2" casg & liner hanger 8685 8685 15
3:30 1.00 21 R/D L/D machine and casg crew 8685 8685 15
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0.0 0.00 0.00 0.00 0.00 188611 2 0 0.00 0.00 0 16 2.10 83/17

I I o
Water Loss LCM ECD FL Temp Remarks

0 0.0
o
o
o
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Operator: Fidelity E&P Location Desc: District: OiPARA
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o
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 2/22/2012 Days From Spud : 46 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 oFormation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TlH w/ 4 1/2" liner "Slow "due to potential mud loss to 4,000' 8685 8685 15 cm
7:00 1.50 05 Circulate bottoms up @4,000' 8685 8685 15
8:30 6.50 06 TlH w/4 1/2" liner "Slow "due to potential mud loss to 8,685' 8685 8685 15

15:00 3.00 05 Circulateand Condition mud @8,685' at 2 bpm 1260 psi Max gas 3,919 units 8685 8685 15 H
18:00 1.50 12 Held safety meeting RIUBaker cement unit and lines & test lines 4500 psi ok, drop ball & 8685 8685 15 ypump ball down w/ 75 bbls and set hanger w/ 3300 psi o19:30 2.00 12 Mix and Pump 30 bbis Ultraflush spacer 2+2 gallbbl us40+ 504.4 lbs/bbl barite + 2 lbs/bbi SS- 8685 8685 152, Cement slurry 161 sxs Class G + 0.04 lbs/bbl Static free +

.5% BWOCR-3 + 3% BWOW
Potassium Chloride +.4% BWOC FL-63 +

.2% BWOC CD-32+ 50% BWOC Barite +
.3%

BWOCBA-59 +
.5 gal/100 sxs FP-13L + 47.7% H20, Drop Dart ,Displace w/ 97 bbis & bump

plug W/ 600 psi over circ pressure
21:30 0.50 12 Pressure up backside to test liner Pkr to 1500 psi 10 mins OK R/D Baker, release from liner 8685 8685 15 onangerinto circulate position
22:00 1.00 05 Circulatebottoms up retumed 30 bbls spacer and 8 bbis Cmt. 8685 8685 15
23:00 5.50 05 Circulate & condition mud cuttingmud wt. to 15.0 ppg. Pump slug 8685 8685 15

4:30 0.50 06 Work string to 250K to free runningtoo]and free same 8685 8685 15 o
5:00 1.00 08 Unable to back out Cement head due to Top Drivecommunicationswire pulled out of junction 8685 8685 15oox repairing same o,I Total: 24.00

oMud Properties H
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand a6673 3:00 14.95 15.00 66 25 12 7/13/0 0.0 6.0 0 0.3% 0.1% 0.5% 0.0% °

oMBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 132782 2 0 0.00 0.00 0 12 1.80 80/20

Water Loss LCM ECD FL Temp Remarks
O 0.0

Daily Summary
Activity Date : 2/23/2012 Days From Spud : 47 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.00 Note: LINER TOP @6673' 8685 8685 15
6:00 1.00 12 Back out and L/Dcement head 8685 8685 15
7:00 1.50 05 Circulatewhile mi×inga slug, R/U L/Dtruck,and pump slug. 8685 8685 15
8:30 16.00 06 POOH L/D 4" drillpipe, Hole tight F/ 6550' to 6300' & L/Ddrill pipe from derrick 8685 8685 15
0:30 1.00 21 Clear rig floor & R/D L/Dmachine 8685 8685 15
1:30 4.50 21 Cleaning mud tanks, flushing through lines and Choke Manifold and Gas Buster, Stand Pipe 8685 8685 15

Manifold and Top drive.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8687 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MBT pH Prn Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.)Liner top @ 6673'
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 2/22/2012 Days From Spud : 46 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 oFormation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TlH w/ 4 1/2" liner "Slow "due to potential mud loss to 4,000' 8685 8685 15 cm
7:00 1.50 05 Circulate bottoms up @4,000' 8685 8685 15
8:30 6.50 06 TlH w/4 1/2" liner "Slow "due to potential mud loss to 8,685' 8685 8685 15

15:00 3.00 05 Circulateand Condition mud @8,685' at 2 bpm 1260 psi Max gas 3,919 units 8685 8685 15 H
18:00 1.50 12 Held safety meeting RIUBaker cement unit and lines & test lines 4500 psi ok, drop ball & 8685 8685 15 ypump ball down w/ 75 bbls and set hanger w/ 3300 psi o19:30 2.00 12 Mix and Pump 30 bbis Ultraflush spacer 2+2 gallbbl us40+ 504.4 lbs/bbl barite + 2 lbs/bbi SS- 8685 8685 152, Cement slurry 161 sxs Class G + 0.04 lbs/bbl Static free +

.5% BWOCR-3 + 3% BWOW
Potassium Chloride +.4% BWOC FL-63 +

.2% BWOC CD-32+ 50% BWOC Barite +
.3%

BWOCBA-59 +
.5 gal/100 sxs FP-13L + 47.7% H20, Drop Dart ,Displace w/ 97 bbis & bump

plug W/ 600 psi over circ pressure
21:30 0.50 12 Pressure up backside to test liner Pkr to 1500 psi 10 mins OK R/D Baker, release from liner 8685 8685 15 onangerinto circulate position
22:00 1.00 05 Circulatebottoms up retumed 30 bbls spacer and 8 bbis Cmt. 8685 8685 15
23:00 5.50 05 Circulate & condition mud cuttingmud wt. to 15.0 ppg. Pump slug 8685 8685 15

4:30 0.50 06 Work string to 250K to free runningtoo]and free same 8685 8685 15 o
5:00 1.00 08 Unable to back out Cement head due to Top Drivecommunicationswire pulled out of junction 8685 8685 15oox repairing same o,I Total: 24.00

oMud Properties H
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand a6673 3:00 14.95 15.00 66 25 12 7/13/0 0.0 6.0 0 0.3% 0.1% 0.5% 0.0% °

oMBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 132782 2 0 0.00 0.00 0 12 1.80 80/20

Water Loss LCM ECD FL Temp Remarks
O 0.0

Daily Summary
Activity Date : 2/23/2012 Days From Spud : 47 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.00 Note: LINER TOP @6673' 8685 8685 15
6:00 1.00 12 Back out and L/Dcement head 8685 8685 15
7:00 1.50 05 Circulatewhile mi×inga slug, R/U L/Dtruck,and pump slug. 8685 8685 15
8:30 16.00 06 POOH L/D 4" drillpipe, Hole tight F/ 6550' to 6300' & L/Ddrill pipe from derrick 8685 8685 15
0:30 1.00 21 Clear rig floor & R/D L/Dmachine 8685 8685 15
1:30 4.50 21 Cleaning mud tanks, flushing through lines and Choke Manifold and Gas Buster, Stand Pipe 8685 8685 15

Manifold and Top drive.
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8687 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MBT pH Prn Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.)Liner top @ 6673'

Page 30 of 32 Powered by Production Access

Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 2/22/2012 Days From Spud : 46 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 oFormation : Weather:
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Start Hrs Code Remarks Start Depth End Depth Run
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15:00 3.00 05 Circulateand Condition mud @8,685' at 2 bpm 1260 psi Max gas 3,919 units 8685 8685 15 H
18:00 1.50 12 Held safety meeting RIUBaker cement unit and lines & test lines 4500 psi ok, drop ball & 8685 8685 15 ypump ball down w/ 75 bbls and set hanger w/ 3300 psi o19:30 2.00 12 Mix and Pump 30 bbis Ultraflush spacer 2+2 gallbbl us40+ 504.4 lbs/bbl barite + 2 lbs/bbi SS- 8685 8685 152, Cement slurry 161 sxs Class G + 0.04 lbs/bbl Static free +
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BWOCBA-59 +
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6:00 0.00 Note: LINER TOP @6673' 8685 8685 15
6:00 1.00 12 Back out and L/Dcement head 8685 8685 15
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8:30 16.00 06 POOH L/D 4" drillpipe, Hole tight F/ 6550' to 6300' & L/Ddrill pipe from derrick 8685 8685 15
0:30 1.00 21 Clear rig floor & R/D L/Dmachine 8685 8685 15
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Manifold and Top drive.
Total: 24.00
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT (1

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/24/2012 Days From Spud : 48 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft y
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Nipple Down BOP'S & cleaning mud pits 8685 8685 15 o
12:00 1.00 14 Nipple up production tree & cleaning mud pits 8685 8685 15
13:00 17.00 01 Rig Down top drive, rigging down the back yard rig floor,& cleaning mud pits. 8685 8685 15 >
Total: 24.00

Mud Properties
Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand (D

8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss 2

80/20 C
Water Loss LCM ECD FL Temp Remarks

Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.) Liner top @ 6673' ..

Daily Summary
Activity Date : 2/25/2012 Days From Spud : 49 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run e
o

6:00 24.00 01 Unspool Drillline, Rig down derrick, & rig floor, cleaning mud pits, start movingequipment to 8685 8685 15 o
new location ( cane creek 18-1 )

Total: 24.00
NIud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand |
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.)Liner top @ 6673'

Daily Summary
Activity Date : 2/26/2012 Days From Spud : 50 Current Depth : 8685 Ft 24 Hr. Footage Made : 8685 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: Moving the rig camps today 0 0 NIH
6:00 24.00 01 Rigging Down & movingrigequipment to Cane Creek 18-1. NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.) Liner top @ 6673'
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Well Name:Cane Creek Unit 26-2 | c
Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT (1

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/24/2012 Days From Spud : 48 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft y
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Nipple Down BOP'S & cleaning mud pits 8685 8685 15 o
12:00 1.00 14 Nipple up production tree & cleaning mud pits 8685 8685 15
13:00 17.00 01 Rig Down top drive, rigging down the back yard rig floor,& cleaning mud pits. 8685 8685 15 >
Total: 24.00

Mud Properties
Depth Time Wt ln Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand (D

8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss 2

80/20 C
Water Loss LCM ECD FL Temp Remarks

Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.) Liner top @ 6673' ..

Daily Summary
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Rig Company : Rig Name: Frontier 10
Formation : Weather:
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.)Liner top @ 6673'
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Field Name: Cane Creek S/T/R 26/25S/19E County,State: GRAND, UT (1

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
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Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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Water Loss LCM ECD FL Temp Remarks

Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.) Liner top @ 6673' ..
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Rig Company : Rig Name: Frontier 10
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new location ( cane creek 18-1 )
Total: 24.00

NIud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand |
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.)Liner top @ 6673'

Daily Summary
Activity Date : 2/26/2012 Days From Spud : 50 Current Depth : 8685 Ft 24 Hr. Footage Made : 8685 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 NOTE: Moving the rig camps today 0 0 NIH
6:00 24.00 01 Rigging Down & movingrigequipment to Cane Creek 18-1. NIH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15
ppg.) Liner top @ 6673'
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek STF/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/27/2012 Days From Spud : 51 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:0 24.00 01 Moving rig from Cane Creek 26-2 to Cane Creek 18-1, Move &set up rig Camp, Set back 0 0 NlH m

yard, set sub. &derrick a-legs.
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15 9
ppg.) Liner top @ 6673'

Formation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments o

o

o
o
o
o
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek STF/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/27/2012 Days From Spud : 51 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:0 24.00 01 Moving rig from Cane Creek 26-2 to Cane Creek 18-1, Move &set up rig Camp, Set back 0 0 NlH m

yard, set sub. &derrick a-legs.
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15 9
ppg.) Liner top @ 6673'

Formation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments o

o

o
o
o
o
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Well Name:Cane Creek Unit 26-2
Field Name: Cane Creek STF/R 26/25S/19E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 2/27/2012 Days From Spud : 51 Current Depth : 8685 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:0 24.00 01 Moving rig from Cane Creek 26-2 to Cane Creek 18-1, Move &set up rig Camp, Set back 0 0 NlH m

yard, set sub. &derrick a-legs.
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8685 15.00 15.00 66 25 12 7/13/ 6.0 0.3% 0.1% 0.5%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
80/20

Water Loss LCM ECD FL Temp Remarks
Mud left in well, ( in liner 17.0 ppg, ) ( above liner top in 7" casing 15 9
ppg.) Liner top @ 6673'

Formation
Formation Name Current Well Top Subsea Datum Ref Well Top Elec Top Comments o

o

o
o
o
o
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FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(720) 931-9631

Well Name: Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison o

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/28/2012 Activity: COMPLETlONS Rig Name: Days :1
Daily Report Summary :

Daily Report Detail: Set Anchors; Cleaned off the pad; Pulled liner and pulled netting down. Started to cover cuttings pit to 2
prepare for tankbattery. Pit was not used during drilling. 9

Date : 2/29/2012 Activity: Complete Well Rig Name: Days :2
Daily Report Summary :

Daily Report Detail: Move in rig hold JSA,Spot rig pump, Tank and bop pipe rack; Put tubing on rack 12:00 pm; np down
tree, np up bop;Test bop ;Shut down; np down bop; np tree up; rig down 6:00 pm

o

o
o
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FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(720) 931-9631

Well Name: Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
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Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/28/2012 Activity: COMPLETlONS Rig Name: Days :1
Daily Report Summary :

Daily Report Detail: Set Anchors; Cleaned off the pad; Pulled liner and pulled netting down. Started to cover cuttings pit to 2
prepare for tankbattery. Pit was not used during drilling. 9

Date : 2/29/2012 Activity: Complete Well Rig Name: Days :2
Daily Report Summary :

Daily Report Detail: Move in rig hold JSA,Spot rig pump, Tank and bop pipe rack; Put tubing on rack 12:00 pm; np down
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o

o
o

Page 1 of 2 . Powered by Production Access 3/1/2012 11:22

FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(720) 931-9631

Well Name: Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison o

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/28/2012 Activity: COMPLETlONS Rig Name: Days :1
Daily Report Summary :

Daily Report Detail: Set Anchors; Cleaned off the pad; Pulled liner and pulled netting down. Started to cover cuttings pit to 2
prepare for tankbattery. Pit was not used during drilling. 9

Date : 2/29/2012 Activity: Complete Well Rig Name: Days :2
Daily Report Summary :

Daily Report Detail: Move in rig hold JSA,Spot rig pump, Tank and bop pipe rack; Put tubing on rack 12:00 pm; np down
tree, np up bop;Test bop ;Shut down; np down bop; np tree up; rig down 6:00 pm

o

o
o
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RECEIVED: Apr. 02, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /1 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company is reporting date of first
production 4/1/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 4 /2 /2012

April 04, 2012

Sundry Number: 24331 API Well Number: 43019500110000Sundry Number: 24331 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company is reporting date of first Accepted by the
production 4/1/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/2/2012

RECEIVED: Apr. 02,

Sundry Number: 24331 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company is reporting date of first Accepted by the
production 4/1/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/2/2012

RECEIVED: Apr. 02,

Sundry Number: 24331 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4 / 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company is reporting date of first Accepted by the
production 4/1/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/2/2012

RECEIVED: Apr. 02,



RECEIVED: Apr. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Date of first production 4/1/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 4 /4 /2012

April 13, 2012

Sundry Number: 24462 API Well Number: 43019500110000Sundry Number: 24462 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
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FOR RECORD ONLY
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FEPCo
1700 L¡ncoln Street Suite 2800 WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison o

Work Type: Completion County, St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/28/2012 Activity: COMPLET10NS Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Set Anchors; Cleaned off the pad; Pulled liner and pulled netting down. Started to cover cuttings pit to
prepare for tank battery. Pit was not used during drilling.

Date : 2/29/2012 Activity: |Complete Well Rig Name: Days :2

Daily Report Summary :

Daily Report Detail: Move in rig hold JSA,Spot rig pump, Tank and bop pipe rack; Put tubing on rack 12:00 pm; np down
tree, np up bop;Test bop ;Shut down; np down bop; np tree up; rig down 6 00 pm

Date : 3/1/2012 Activity: Build Tank Battery Rig Name: Days :3 o
Daily Report Summary :

Daily Report Detail: Moved 2 tanks and T pac from the Cisco yard to location.
Date : 3/2/2012 Activity: Build Tank Battery g Name: Days :4

Daily Report Summary :

Daily Report Detail: Move 3 tanks from 8-1 to 26-2 and getting ready for tank farm.
Date : 3/3/2012 Activity: Build Tank Battery Rig Name: Days :5

DailyReport Summary :

Daily Report Detail: Haul gravel to pad for tank set up.
Date : 3/4/2012 Activity: Build Tank Battery Rig Name: Days :6

Daily Report Summary :

Daily Report Detail: Haul gravel for tank set up.
Date : 3/5/2012 | Activity: Build Tank Battery Rig Name: Days :7

Daily Report Summary :

Daily Report Detail: Haul gravel for tank set up.
Date : 3/6/2012 Activity: Build Tank Battery Rig Name: Days :8

DailyReport Summary :

Daily Report Detail: HOLD JSA dig holes to cone bottom tanks unhook tee pack at 1-1 to move to 26-2

Date : 3/7/2012 Activity: Build Tank Battery Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: HOLDJSA set 5 tanks; one tee pack start on walkway.

Date: | 3/8/2012 Activity: Build Tank Battery Rig Name: Days:10
Daily Report Summary :

Daily Report Detail: HOLDJAS finish setting walkway, get teepack at 1-1 set up start pluming hot oiltruck heat and clean
in side teepack 7 pm.

Date : 3/9/2012 Activity: Build Tank Battery Rig Name: Days :|11

Daily Report Summary :

Daily Report Detail: HOLDJAS 7AM start welding piping , plum on tanks and tr 6:30 pm
Date : 3/10/2012 Activity: Build Tank Battery Rig Name: Days :|12

Daily Report Summary :

Daily Report Detail: Hold JAS 7 am Plum on treater and tanks and weld more piping.

Page 1 of 11 Powered by Production Access 4/4/2012 04:34

FEPCo
1700 L¡ncoln Street Suite 2800 WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison o

Work Type: Completion County, St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/28/2012 Activity: COMPLET10NS Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Set Anchors; Cleaned off the pad; Pulled liner and pulled netting down. Started to cover cuttings pit to
prepare for tank battery. Pit was not used during drilling.

Date : 2/29/2012 Activity: |Complete Well Rig Name: Days :2

Daily Report Summary :

Daily Report Detail: Move in rig hold JSA,Spot rig pump, Tank and bop pipe rack; Put tubing on rack 12:00 pm; np down
tree, np up bop;Test bop ;Shut down; np down bop; np tree up; rig down 6 00 pm

Date : 3/1/2012 Activity: Build Tank Battery Rig Name: Days :3 o
Daily Report Summary :

Daily Report Detail: Moved 2 tanks and T pac from the Cisco yard to location.
Date : 3/2/2012 Activity: Build Tank Battery g Name: Days :4

Daily Report Summary :

Daily Report Detail: Move 3 tanks from 8-1 to 26-2 and getting ready for tank farm.
Date : 3/3/2012 Activity: Build Tank Battery Rig Name: Days :5

DailyReport Summary :

Daily Report Detail: Haul gravel to pad for tank set up.
Date : 3/4/2012 Activity: Build Tank Battery Rig Name: Days :6

Daily Report Summary :

Daily Report Detail: Haul gravel for tank set up.
Date : 3/5/2012 | Activity: Build Tank Battery Rig Name: Days :7

Daily Report Summary :

Daily Report Detail: Haul gravel for tank set up.
Date : 3/6/2012 Activity: Build Tank Battery Rig Name: Days :8

DailyReport Summary :

Daily Report Detail: HOLD JSA dig holes to cone bottom tanks unhook tee pack at 1-1 to move to 26-2

Date : 3/7/2012 Activity: Build Tank Battery Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: HOLDJSA set 5 tanks; one tee pack start on walkway.

Date: | 3/8/2012 Activity: Build Tank Battery Rig Name: Days:10
Daily Report Summary :

Daily Report Detail: HOLDJAS finish setting walkway, get teepack at 1-1 set up start pluming hot oiltruck heat and clean
in side teepack 7 pm.

Date : 3/9/2012 Activity: Build Tank Battery Rig Name: Days :|11

Daily Report Summary :

Daily Report Detail: HOLDJAS 7AM start welding piping , plum on tanks and tr 6:30 pm
Date : 3/10/2012 Activity: Build Tank Battery Rig Name: Days :|12

Daily Report Summary :

Daily Report Detail: Hold JAS 7 am Plum on treater and tanks and weld more piping.

Page 1 of 11 Powered by Production Access 4/4/2012 04:34

FEPCo
1700 L¡ncoln Street Suite 2800 WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison o

Work Type: Completion County, St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/28/2012 Activity: COMPLET10NS Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Set Anchors; Cleaned off the pad; Pulled liner and pulled netting down. Started to cover cuttings pit to
prepare for tank battery. Pit was not used during drilling.

Date : 2/29/2012 Activity: |Complete Well Rig Name: Days :2

Daily Report Summary :

Daily Report Detail: Move in rig hold JSA,Spot rig pump, Tank and bop pipe rack; Put tubing on rack 12:00 pm; np down
tree, np up bop;Test bop ;Shut down; np down bop; np tree up; rig down 6 00 pm

Date : 3/1/2012 Activity: Build Tank Battery Rig Name: Days :3 o
Daily Report Summary :

Daily Report Detail: Moved 2 tanks and T pac from the Cisco yard to location.
Date : 3/2/2012 Activity: Build Tank Battery g Name: Days :4

Daily Report Summary :

Daily Report Detail: Move 3 tanks from 8-1 to 26-2 and getting ready for tank farm.
Date : 3/3/2012 Activity: Build Tank Battery Rig Name: Days :5

DailyReport Summary :

Daily Report Detail: Haul gravel to pad for tank set up.
Date : 3/4/2012 Activity: Build Tank Battery Rig Name: Days :6

Daily Report Summary :

Daily Report Detail: Haul gravel for tank set up.
Date : 3/5/2012 | Activity: Build Tank Battery Rig Name: Days :7

Daily Report Summary :

Daily Report Detail: Haul gravel for tank set up.
Date : 3/6/2012 Activity: Build Tank Battery Rig Name: Days :8

DailyReport Summary :

Daily Report Detail: HOLD JSA dig holes to cone bottom tanks unhook tee pack at 1-1 to move to 26-2

Date : 3/7/2012 Activity: Build Tank Battery Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: HOLDJSA set 5 tanks; one tee pack start on walkway.

Date: | 3/8/2012 Activity: Build Tank Battery Rig Name: Days:10
Daily Report Summary :

Daily Report Detail: HOLDJAS finish setting walkway, get teepack at 1-1 set up start pluming hot oiltruck heat and clean
in side teepack 7 pm.

Date : 3/9/2012 Activity: Build Tank Battery Rig Name: Days :|11

Daily Report Summary :

Daily Report Detail: HOLDJAS 7AM start welding piping , plum on tanks and tr 6:30 pm
Date : 3/10/2012 Activity: Build Tank Battery Rig Name: Days :|12

Daily Report Summary :

Daily Report Detail: Hold JAS 7 am Plum on treater and tanks and weld more piping.

Page 1 of 11 Powered by Production Access 4/4/2012 04:34



R
E
C
E
I
V
E
D
:
 
A
p
r
.
 
0
4
,
 
2
0
1
2

S
u
n
d
r
y
 
N
u
m
b
e
r
:
 
2
4
4
6
2
 
A
P
I
 
W
e
l
l
 
N
u
m
b
e
r
:
 
4
3
0
1
9
5
0
0
1
1
0
0
0
0

Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276 a

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2

Work Type: Cornpletion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water. 0 / 0 ti

Date : 3/11/2012 Activity: BuildŸankBattery Rig Name: Days :|13

Daily Report Summary :

Daily Report Detail: HOLD JAS 7 AM, plumb on tanks, treater and teepack, weld lines dig more ditches.
Date : 3/12/2012 Activity: BuildTank Battery Rig Name: Days :|14

Daily Report Summary :

Daily Report Detail: HOLDJSA, WELD ON LINES,put lines in ditches, more pluming, Cameron work on tee pack.
Date: 3/13/2012 Activity BujldTank Battery Rig Name: Days:15
Daily Report Summary :

Daily Repod Detail: HOLD JSA 7 AM, dig flare lines, more welding, plumbing, tankhook ups, shade some pipe.
Date : 3/14/2012 Activity: Build Tank Battery Rig Name: Days :16 2
Daily Report Summary

Daily Report Detail: HOLD JSA 7 AM plum flare lines, plumb tanks and weld flow lines and workon tee pack hook up. ty
Date : 3/15/2012 Activity: JBuild Tank Battery Rig Name: Days :17

Daily Report Summary
Daily Report Detail: HOLD JAS 7 am weld lines work on tanks, tee pack, and treator.

Date : 3/16/2012 Activity: BuildTank Battery Rig Name: Days :18 o
Daily Report Summary :

Daily Report Detail: HOLDJSA 7 AM add one more welder on 3 welders now, plumb t-pak, treator, tanks, and flow lines
flow lines, stop 6:30 pm

Date : 3/17/2012 Activity: BuildTank Battery Rig Name: Days :19

Daily Report Summary: o
o

Daily Report Detail: HOLD JAS 7 AM, plumb tank vent line and oil fill line, weld on flowline , WEATHER BAD WIND UP TO o
35 MPH DUST SLOW DAYWORKING,

Date : | 3/18/2012 Activity: ]Build Tank Battery Rig Name: Days :Z0
Daily Report Summary :

Daily Repod Detail: HOLD JAS 7 AM, WEATHER STILL WINDY rain, wind 23 mph. snow 11:00 am to 2:00 pm cold and
windy; Got a little bit done on flow line; Shut down 4 pm snowing

Date: 3/19/2012 Activity: Build Tank Battery Rig Ikarne __ _ Days:21
Daily Report Summary :

Daily Report Detail: HOLD JSA 7 AM , finish flowline 1:30,start test at 2:30 psi test to 5000 for 45 min test ok, shade line
cover up call work over rig, 5:30 pm

Date : 3/20/2012 Activity: BuildTank Battery Rig Name: Days :22

Daily Report Summary :

Daily Report Detail: CrewTravel
MIRU Monument Rig #21.
ND wellhead, NU BOPs. Lay out hard lines.
MIRUWestern Slope Testers
Begin testing. The hanger would not test. Call out Cameron wellhead hand to redress the hanger.
Wellhead hand on location, redress the tbg hanger.
Begin testing. The hanger tested, Cont to test the BOP section.
Good test on the BOP, rams, blinds, High & low.
Mi extra 400 bb1s flowback tank. Spot 2 tanks in place.
Drain lines. ND tester. SI well.
Secure Well / SDFN / Travel
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #'. 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/21/2012 Activity: BuildTank Sattery Rig Name: Days :23
Daily Report Summary :

Daily Report Detail: Crew Travel
Safety meeting. Prep to TlH
TlH Piceance 7" csg scraper w/ used 6" tri cone rock bit, TlH as follows: 6" bit, Bit Sub, 7" scraper, Xover
to 2 7/8" tbg,
207]nts of 2 7/8" 6.5# N-80 EUE Brd tbg. NU rig pump on the csg to keep the oil mud displacement H
contained and pumped into rig tank.
Tally & rabbit tbg during TlH. M1152 bbis of 11.6# Ca CL2 water. Having to MOthe water, NOV said they (Dbrought the wrong wt. water.
Tagged omt stringers w/ jnt #192 @6384'. Work the scraper through the stringers. Cont to TlH. Tag solid
with jnt #201 @6444'.
PU power swive1. Swivel2 7/8" jnts in to the hanger top @6673'.Hard drilling @6384' w/ jnt # 199. Callto
confirm liner top depth.
Drilling@30 rpm on the swivel. Pump @2 bpm @700#, circ conventional.
WOB @2000#. Drilled 10' on joint# 199. Drilling like it's cement.
Prep to std back the swivel.Tbg began flowing, surface press 650#, Csg-0#, While circ conventional, the
heavier mud was pumped
up the csg on the back side. The tbg is under balanced, blow off the tbg before TOOH for a blade bit. O
The bit & scraper are at the surface. Inspection of the bit & the scraper indicate that they were in cement.
SI the well. The 3 bladed drag bit will be picked up this evening and ready to be run in the morning. o,
Secure Well / SDFN / Travel

o
HOLD JAS 7 AM, build stands for piping, work on vent line getting ready to build dikes, start total flow
system today 6 pm

Date : 3/22/2012 Activity: Complete Well Rig Name: Days :24
Daily Report Summary :

Daily Report Detail: CrewTravel
Safety meeting. Prep to TIH
TlH Piceance T' csg scraper w/ (New ) Type- 3- WINGCC DRAG BIT, TlH as follows: 6" bit, Bit Sub, 7"
scraper, Xover to 2 7/8" tbg,
199 jnts of 2 7/8" 6.5# N-80 EUEBrd tbg.
Tag up @6384'. PU power swivel,circ hole in reverse.
Begin drilling on omt @6384'. Pump: 1000# @2bpm, Swivel: 60 rpms, WOB @1000#. The bit would
stall with 2000#on the bit.
The cmt is drilling out with good returns. The cmt is of med hard consistency.
PU joint #201, bit depth @6427'. Drillingslow, Pump: 900# @2 bpm, Swivel:60 rpms, WOB @1000#.
The wait between connections is long because of the different weights of drillingmud in the hole. At times
we have to wait 40 mins for the tbg to stop flowing. Cont to drill on cmt to 6673'.
Drillingcmt w/ jnt #204. The last 20' ofJnt#204, falling through without any resistance. Circhole 30 min.
PU jnt #205 TlH with out pumping or rotating. The Jntfloated on down the hole with no resistance. Cont to
SIH the 2 7/8" tbg,
Tag cmt w/ 10' of Jnt#206, drilling on omt @6593'. Pump: 2 bpm @800#, Swivel60 rpms, WOB: 1000#.
Good returns.
Bit @6602'. Circ hole clean in reverse for 30 min @3 bpm. Std back the swivel. TOOH 5 Jnts.
Secure Well / SDFN / Travel

Page 3 of 11 Powered by Production Access 4/4/2012 04:34

Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #'. 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0
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heavier mud was pumped
up the csg on the back side. The tbg is under balanced, blow off the tbg before TOOH for a blade bit. O
The bit & scraper are at the surface. Inspection of the bit & the scraper indicate that they were in cement.
SI the well. The 3 bladed drag bit will be picked up this evening and ready to be run in the morning. o,
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scraper, Xover to 2 7/8" tbg,
199 jnts of 2 7/8" 6.5# N-80 EUEBrd tbg.
Tag up @6384'. PU power swivel,circ hole in reverse.
Begin drilling on omt @6384'. Pump: 1000# @2bpm, Swivel: 60 rpms, WOB @1000#. The bit would
stall with 2000#on the bit.
The cmt is drilling out with good returns. The cmt is of med hard consistency.
PU joint #201, bit depth @6427'. Drillingslow, Pump: 900# @2 bpm, Swivel:60 rpms, WOB @1000#.
The wait between connections is long because of the different weights of drillingmud in the hole. At times
we have to wait 40 mins for the tbg to stop flowing. Cont to drill on cmt to 6673'.
Drillingcmt w/ jnt #204. The last 20' ofJnt#204, falling through without any resistance. Circhole 30 min.
PU jnt #205 TlH with out pumping or rotating. The Jntfloated on down the hole with no resistance. Cont to
SIH the 2 7/8" tbg,
Tag cmt w/ 10' of Jnt#206, drilling on omt @6593'. Pump: 2 bpm @800#, Swivel60 rpms, WOB: 1000#.
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE#: 110276 D-

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P <
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / O Water:| 0 / 0

Date : 3/23/2012 Activity: Complete Well Rig Name Days :25
Daily Report Summary :

Daily Report Detail: Crew TravelO
Safety meeting. Prep to T1H. SITP- 0# SICP- O#O
TIH 6 jnts of 2 7/8" tbg, PU swiveL Begin drilling @6602'. Pump 800# @2 bpm, Swivel- 60 rpms, WOB-
1000#.0
Good returns. All ofthe solids recovered to this point has been cmt. Broke through the cmt, TIH to 6673'. O H
Light tag on the liner top @6673', tbg tallytag @6674'. LD 6 jnts of 2 7/8" tbg, leave 202 jnts to std back. I
Move 66 jnts of 2 3/8" tbg to the rig racks. 2 3/8" 4.7# N-80 EUE 8rd (31 new jnts ) & ( 35 used Jnts)O CD
TOOH &SB 202 Jntsof 2 7/8" tbg. LD 7" scraper &6" blade bit. Tally 2 3/8" tbg.O
PU Scraper &bit for 4 1/2" liner. TlH as follows: Bit ( 3 7/8" tri cone rock (,4 1/2" csg scraper, bit sub to 2
3/8" tbg, 64]ntsO
of 2 3/8" 4.7# N-80 EUE Brd tbg, Xover ( 2 3/8"X 2 7/8"), 2 7/8" 6.5# N-80 EUESrd tbg.O
T1H4 1/2" bit&scraper assembly.O ty
Tag up w/220 jnts @6998'. PU power swivel. Prep to drill out to 8636'.0
Drilling, Pump: 850# @2bpm, Swivel: 60 rpms, WOB 2000#to 3000#. Returns: mud &cmt. Drilling on ..

med hard cmt.O
Bit @7160'. Reverse circ hole clean for 30 min. LD 4 jnts 2 7/8" tbg, TOOH 9 stds to get in the T' csg.
Bit @5974', SI well.O o
Secure Well / SDFN / Travel

Date : 3/24/2012 | Activity: Complete Well | Rig Name: Days :|26
Daily Report Summary : o

Daily Report Detail: Crew Travel
Safety meeting. Prep to TlH. SlTP- 0# S1CP- 0# o
TlH to 7160', tag up. Work the bit &scraper to 7269'. The string is fallingwith 6000# on it, pushing mud & °

cmt. o
Circthe hole in reverse @7269'. It took 1600#on the pump to start circ. Pump: 900# @2.5 bpm. Good
circ.
Returns: cmt & mud. MI hotoiler. Rolland mix the corrosion inhibitor & clay fix in the 11.6#lgals CaCL
water. 355 bbls on loc.
Single in, circ each single down. The string takes weight each Jnt.It takes 10,000# to move the string into
the hole.
Circ @900# @2 bpm. Work the string to 8636' PBTD. PU 3 extra jnts to tag.
Tag up @8639' (Tbg Tally ). LD top jnt. Prep to circ the hole clean
Reverse circ the hole clean. Pump: 1500# @2.5 bpm. Circfor 45 min.
LD 2 extra Jnts.TOOH 32 stds. Leave bit in the vertical @6488'. SI well.
Prep to roll & displace the mud in the w/ 11.6# CaCL water w/ inhibitors. -

Trucks are lined up to do this in the morning. They will move the displaced mud to the drilling rig.
Secure Well / SDFN / Travel
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE#: 110276 D-

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P <
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / O Water:| 0 / 0
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Daily Report Summary :
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1000#.0
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Move 66 jnts of 2 3/8" tbg to the rig racks. 2 3/8" 4.7# N-80 EUE 8rd (31 new jnts ) & ( 35 used Jnts)O CD
TOOH &SB 202 Jntsof 2 7/8" tbg. LD 7" scraper &6" blade bit. Tally 2 3/8" tbg.O
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3/8" tbg, 64]ntsO
of 2 3/8" 4.7# N-80 EUE Brd tbg, Xover ( 2 3/8"X 2 7/8"), 2 7/8" 6.5# N-80 EUESrd tbg.O
T1H4 1/2" bit&scraper assembly.O ty
Tag up w/220 jnts @6998'. PU power swivel. Prep to drill out to 8636'.0
Drilling, Pump: 850# @2bpm, Swivel: 60 rpms, WOB 2000#to 3000#. Returns: mud &cmt. Drilling on ..

med hard cmt.O
Bit @7160'. Reverse circ hole clean for 30 min. LD 4 jnts 2 7/8" tbg, TOOH 9 stds to get in the T' csg.
Bit @5974', SI well.O o
Secure Well / SDFN / Travel
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TlH to 7160', tag up. Work the bit &scraper to 7269'. The string is fallingwith 6000# on it, pushing mud & °
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Reverse circ the hole clean. Pump: 1500# @2.5 bpm. Circfor 45 min.
LD 2 extra Jnts.TOOH 32 stds. Leave bit in the vertical @6488'. SI well.
Prep to roll & displace the mud in the w/ 11.6# CaCL water w/ inhibitors. -

Trucks are lined up to do this in the morning. They will move the displaced mud to the drilling rig.
Secure Well / SDFN / Travel

Page 4 of 11 Powered by Production Access 4/4/2012 04:34

Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE#: 110276 D-

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P <
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TlH to 7160', tag up. Work the bit &scraper to 7269'. The string is fallingwith 6000# on it, pushing mud & °

cmt. o
Circthe hole in reverse @7269'. It took 1600#on the pump to start circ. Pump: 900# @2.5 bpm. Good
circ.
Returns: cmt & mud. MI hotoiler. Rolland mix the corrosion inhibitor & clay fix in the 11.6#lgals CaCL
water. 355 bbls on loc.
Single in, circ each single down. The string takes weight each Jnt.It takes 10,000# to move the string into
the hole.
Circ @900# @2 bpm. Work the string to 8636' PBTD. PU 3 extra jnts to tag.
Tag up @8639' (Tbg Tally ). LD top jnt. Prep to circ the hole clean
Reverse circ the hole clean. Pump: 1500# @2.5 bpm. Circfor 45 min.
LD 2 extra Jnts.TOOH 32 stds. Leave bit in the vertical @6488'. SI well.
Prep to roll & displace the mud in the w/ 11.6# CaCL water w/ inhibitors. -

Trucks are lined up to do this in the morning. They will move the displaced mud to the drilling rig.
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276 a

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P "

API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2
Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/25/2012 Activity: Complete Well Rig Name: | | Days :127

Daily Report Summary :

Daily Report Detail: Crew Travel
Safety meeting. Prep to TlH. SITP- 0# S1CP- 0#
TIH to 8635', Wipe the hole with the bit & scraperfrom 6488'to 8636'for the 3rd time. Hole clean. No I
excessive
drag on the string whlie TlH.
Diesel on location, 20 bbls. Clean up BOPs, wellhead &rig floor with diesel. Prep to displace the inverted
mud.
Pump 20 bbis of red diesel followedby 11.6# CaCL2 water w/ Clayfix& corrosion inhibitor.
Chems; ( NOV ) JET HIB 5434 ( corrosion ) & product239, UN3082 ( Clay Inhibitor )
11.6#water pumped: 268 bb1s Inverted Hauled: 325 bbls
Prep to TOOH. Haul offall inverted mud, clean out cellar.
TOOH w/ 4 1/2" scraper & bit. LD 2 jnts of 2 7/8" tbg & (2) 2 7/8" pups, Std back 2 7/8" tbg, LD 10 jnts of
2 3/8"
Std the rest of the 2 3/8" tbg in the derrick.
LD 4 1/2" scraper & 3 7/8" cone bit. LD power swiveL Prep to test the T' csg. Fill 7" csg w/ 18 bbls of
11.6# CaCL2.
NU Western Slope Testers.
Begin 7" csg test to 6800#, Pump up 7" csg to 6800#. Hold press for 15 min, Lost 1% @58# in 15 min
(GoodTest)
ND testers. Ready to log in the morning. SI well.
Secure Well / SDFN / Travel

Date : 3/26/2012 Activity: |Complete Well | Rig Name: Days :28

Daily Report Summary : o

Daily Report Detail: Crew Travel
Safety meeting. Prep to T1H. SITP- 0# SlCP- 0#
TIH to 8635', Wipe the hole with the bit &scraperfrom 6488'to 8636'for the 3rd time. Hole clean. No
excessive
drag on the string while T]H.
Diesel on location, 20 bbls. Clean up BOPs, wellhead &rig floor with diesel. Prep to displace the inverted
mud.
Pump 20 bbis of red diesel followed by 11.6# CaCL2 water w/ Clayfix & corrosion inhibitor.
Chems: ( NOV ) JET HIB 5434 ( corrosion ) &product 239, UN3082 ( Clay lnhibitor)
11.6#water pumped:268 bbis lnverted Hauled: 325 bbis
Prep to TOOH. Haul offall inverted mud, clean out cellar.
TOOH w/ 4 1/2" scraper & bit. LD 2 Jntsof 2 7/8" tbg & (2) 2 7/8" pups, Std back 2 7/8" tbg, LD 10 jnts of
2 3/8",
Std the rest of the 2 3/8" tbg in the derrick.
LD4 1/2" scraper &3 7/8" cone bit. LD power swivel. Prep to test the 7" csg. Fill 7" csg w/ 18 bbis of
11.6# CaCL2.
NU Western Slope Testers.
Begin 7" csg test to 6800#. Pump up 7" csg to 6800#. Hold press for 15 min. Lost 1% @58# in 15 min
(GoodTest )
NDtesters. Ready to log in the moming. SI well.
Secure Well / SDFN / Travel
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276 a

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P "

API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2
Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/25/2012 Activity: Complete Well Rig Name: | | Days :127

Daily Report Summary :

Daily Report Detail: Crew Travel
Safety meeting. Prep to TlH. SITP- 0# S1CP- 0#
TIH to 8635', Wipe the hole with the bit & scraperfrom 6488'to 8636'for the 3rd time. Hole clean. No I
excessive
drag on the string whlie TlH.
Diesel on location, 20 bbls. Clean up BOPs, wellhead &rig floor with diesel. Prep to displace the inverted
mud.
Pump 20 bbis of red diesel followedby 11.6# CaCL2 water w/ Clayfix& corrosion inhibitor.
Chems; ( NOV ) JET HIB 5434 ( corrosion ) & product239, UN3082 ( Clay Inhibitor )
11.6#water pumped: 268 bb1s Inverted Hauled: 325 bbls
Prep to TOOH. Haul offall inverted mud, clean out cellar.
TOOH w/ 4 1/2" scraper & bit. LD 2 jnts of 2 7/8" tbg & (2) 2 7/8" pups, Std back 2 7/8" tbg, LD 10 jnts of
2 3/8"
Std the rest of the 2 3/8" tbg in the derrick.
LD 4 1/2" scraper & 3 7/8" cone bit. LD power swiveL Prep to test the T' csg. Fill 7" csg w/ 18 bbls of
11.6# CaCL2.
NU Western Slope Testers.
Begin 7" csg test to 6800#, Pump up 7" csg to 6800#. Hold press for 15 min, Lost 1% @58# in 15 min
(GoodTest)
ND testers. Ready to log in the morning. SI well.
Secure Well / SDFN / Travel

Date : 3/26/2012 Activity: |Complete Well | Rig Name: Days :28

Daily Report Summary : o

Daily Report Detail: Crew Travel
Safety meeting. Prep to T1H. SITP- 0# SlCP- 0#
TIH to 8635', Wipe the hole with the bit &scraperfrom 6488'to 8636'for the 3rd time. Hole clean. No
excessive
drag on the string while T]H.
Diesel on location, 20 bbls. Clean up BOPs, wellhead &rig floor with diesel. Prep to displace the inverted
mud.
Pump 20 bbis of red diesel followed by 11.6# CaCL2 water w/ Clayfix & corrosion inhibitor.
Chems: ( NOV ) JET HIB 5434 ( corrosion ) &product 239, UN3082 ( Clay lnhibitor)
11.6#water pumped:268 bbis lnverted Hauled: 325 bbis
Prep to TOOH. Haul offall inverted mud, clean out cellar.
TOOH w/ 4 1/2" scraper & bit. LD 2 Jntsof 2 7/8" tbg & (2) 2 7/8" pups, Std back 2 7/8" tbg, LD 10 jnts of
2 3/8",
Std the rest of the 2 3/8" tbg in the derrick.
LD4 1/2" scraper &3 7/8" cone bit. LD power swivel. Prep to test the 7" csg. Fill 7" csg w/ 18 bbis of
11.6# CaCL2.
NU Western Slope Testers.
Begin 7" csg test to 6800#. Pump up 7" csg to 6800#. Hold press for 15 min. Lost 1% @58# in 15 min
(GoodTest )
NDtesters. Ready to log in the moming. SI well.
Secure Well / SDFN / Travel
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276 a

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P "

API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2
Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/E×pected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/25/2012 Activity: Complete Well Rig Name: | | Days :127

Daily Report Summary :
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Pump 20 bbis of red diesel followed by 11.6# CaCL2 water w/ Clayfix & corrosion inhibitor.
Chems: ( NOV ) JET HIB 5434 ( corrosion ) &product 239, UN3082 ( Clay lnhibitor)
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276 a

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P "

API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2
Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0 ti

Date : 3/27/2012 Activity: Complete Weg Rig Name: Days :\29
Daily Report Summary :

Daily Report Detail: CrewTravel
Safety meeting. Prep to TlH. SITP-0# SICP- 0#
MIRU Schlumberger ( E&P ) & ( Welltech). PU logging tools & Welltech tractor.
RIH w/ logging assembly as follows: Centralizer, GR, Cent, CBL ( Mapping Tool ), Cent, CCL, Tractor,
Cable Head
Corr to gamma ray. Log lateral. Tools @6400'. The logging truck1ost all of their computers and the truck
is down.
The logging truck is down at this time. Tool depth is 6300'. Trying to repair the equip.
Ordered out more computers from Grand Junction to replace the damage computers on the truck.
Moving the tools up &down the hole while waiting on the replacement computers.
Computers on location. Fire up the replacement computers. With the new computers in place the gamma
ray will not tT
record. Try to repair the soft where. Hooked up 4 computers, none of the computers will link up
to the truck. The truck must be the problem. ROOH with tools. LD all tools. Spool up the truck and ..

release. E&P is lining up a Schlumberger multi line truck for in the morning. Welltech needs a special
adaptor for the cable head of the Schlumberger line. They over nighting the adaptor so we will have it
tomorrowmorning. o
SI well
Secure Well / SDFN / Travel

Date : 3/28/2012 Activity: Complete Well Rig Name: Days :30
Daily Report Summary :

Daily Report Detail: WO Schlumberger, Truck travel. o
MIRU Schlumberger Multiline truck & ( Welltech). Schlumberger brought the wrong companion f1ange for °

the BOP connection. o
Sch]umberger brought a 4 1/16"X 5000# flange, they were told to bring a 7 1/16" X 5000#flange.
Ordered out the right flange
from Grand Junction Co.. WO on flange.
Flange on location. NU flange, PU &test the tools. RIH with tools as follows: HV, Centralizer, CBL3 ( map

centralizer, CCL, Temp Manometer, GR, telstatis ( CTEM ),Xover, Tractor, Cable Head ( Total Length
49.1' )
Correlate to BW CBL, Corr to depth, ease through the liner top. Begin running tractor at around 7400'.
R1Hto PBTD @8636'
Logging: 1st pass ( 200' Repeat Pass ), return to 8636', run Main Pass from 8836' to 6572', return to
8636'.
Repair some line problems on the truck.
Press up the csg to 3000#, hold press during the last pass. Log last pass from 8636' w/ 3000# of press on
the csg.
Cont logging last pass under press.

Date : 3/29/2012 Activity: Complete Well Rig Name: !Days :31
DailyReport Summary :

Daily Report Detail: Cont logging last pass under press.
ROOH w/ logging tools &tractor. LDtools&tractor. RD logger & release.
Prep guns in SWs shop with new pert schedule.
Prep packer for gun run in Baker's shop.
Move all equip to Moab. Prep to run guns &packer in the morning.
MI& set up the flowback equip for the well test,
ISecure Well / SDFN / Travel
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276 C

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P "

API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2
Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0 ti

Date : 3/30/2012 : Activity: Complete Well | Rig Name: Days :32
Daily Report Summary :

Daily Report Detail: Travel
Hold safety meeting. Discuss job.
Make up the guns for the hole. Run guns in hole as follows: Bull plug, 3.125" firing head & ported sub ( 8 -

3/4" holes ),3.125" time delay,
6'X 3,125" gun (4 spf 1200 phasing, 23 gram ), 14' blank, 6'X 3.125" gun (4 spf, 1200 phasing, 23 gram
),8' blank, 74' X 3.125" gun
(4spf, 1200 phasing, 23 gram ), 16' blank, 24'X 3.125" gun (4spf, 120o phasing, 23 gram ),22' blank, 6'
X 3.125" gun (4spf, 1200 phasing, 23 gram ),
3.125" time delay, 3.125" firing head &ported sub w/ 8 - 3/4" holes, 2 3/8" ported sub w/ 4 - 1" holes, 4' X
2 3/8" pup, 55 jnts 2 3/8" tbg, Xover, 7" PKR, ONIOfftool-
RIH w/ wireline as follows, GR, CCL ( 1 11/16" tools ).Tie into the new Schlumberger log sent over on
3/30/2012. Move packer in place. ty
Set the Baker 7" Hornet packer @ 6628' to 6637' ( Elements @6631'). This makes our top shot @ ©

8422', bottom @8602' OA. ..

Make a final pass with wireline and check packer depth, packer in place @6628' to 6637'.
ROOH w/wireline. RD wireline & release. Test the backside of the packer to 1000#for 15 min, good test. Q
Sting off of the packer. TOOH w/ on/off tool & 2 7/8" tbg. o
OOH w/ 2 7/8" string. SI well.
Secure Well / SDFN / Travel o,

Date : 3/31/2012 Activity: Complete Well | Rig Name: Days :|33
Daily Report Summary :

Daily Report Detail: Travel o
Hold safety meeting. Discuss job.
ND single off of the top of the BOPs, NU 7 1/16" X 5000# Annularfor well control to run the cap string. o
MlRU Baker to run the cap string on the 2 7/8" tbg, MIRU Western Slope to hydro-test the 2 7/8" tbg
during the T1H.
PU the on/off tool for the Baker packer &sub for the cap string. TIH as follows:Baker on/off tool, 2 7/8"X
6' pup, 2 7/8" X 3' Petrolite sub,
2 7/8" X 6' N-80 pup, BX nipple (2,313" ID profile ),206 Jntsof 2 7/8" 6.5# N-80 EUE Brd tbg ( used ),2
7/8"X 2' N-80 pup, 2 7/8" Cameron tapped tbg hanger.
The hydro-tester broke down. RD Hydro tester & release. There are only4 jnts in the at this time.
Cont to TlH wl 2 7/8" tbg & Cap string. Band the cap string as required to the 2 7/8" tbg.
TlH to the packer. Latch onto packer, tie cap string into hanger, set 12,000#on packer,
NU to the esg, fillthe csg full of 11.6# water. Press test to 3500#, bleed off press. SI well. RD rig floor,
prep to pull BOPs in the morning.
Secure Well / SDFN / Travel
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2Work Type: Completion County , St.: GRAND, UT Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0 ti

Date : 4/1/2012 Activity: )Perforate Rig Name: Days :|34
Daily Report Summary :

Daily Report Detail: Travel
Hold safety meeting. Discuss job.
NDPeceance 10,000# BOPs. Prep well. NU Cameron 10,000#tree, NU flow manifold onto the tree, tie in
the flowline.
Cameron on location to NUhead. Cameron test the shell to 10,000# ( good test ).
Tested the flowline manifold, flowline & lines to the test separator. Test to 3500# ( Good test).
Press up the csg to 650#, hold thispress & monitor.
Pressure up the tbg to 3000# to activate the, bleed back to 500# & SL Wait for the gun delay to fire the
guns, the delay
activated the guns in 5 min &45 sec. Good fire. Initial response from the well was: Tbg gained press. 2
From 500#to 2150#,
an increase of 1650#at the surface. Prep to flow test the well. tySlTP-2150# SICP- 650# Open the well to testers on a 8/64" choke, try to flow the well @1 bpm or less
to start with.

..

Cont to flowtest well.
FTP- 2730# SICP- 850# Choke- 8/64" Total Fluids: Oil- 0 bbis Water- 5.1 bbls The water recorded is
the actual water that was o
measured through the flow meter. There has been 11.6#water flowedsense the well was opened up but "
it was needed to fillthe o,
test equip. Cont to flowtest the well.
FTP- 3900# SlCP- 1400# Choke- 10/64 Hrs- 8.75 Total Fluids- Oil- 0 bbls Water- 137 bbis Gas- N/A
Turn well through the separator. Adjust the separator &equip for the flow. Making repairs to the equip to
keep flow through
the unit. Started to pass through the treater at 030 hrs. Increase the choke to a 10/64". Cont to flowtest o
the well
Had to replace the big Joeregulator on the separator, bypass sep during this time. Reduce the choke to a
6/64"while repairing
the unit. Started to pass through the treater at 030 hrs. Increase the choke to a 10/64". Cont to flowtest
the well.
FTP- 3950# SICP- 1600# Flowline Press- 400# Choke- 10/64" Daily Hrs- 16.25 Daily Fluid Rec-
Water- 200 bbis Oil-175 bbis
Gas- N/A The gas is prevalent but the total flow is down and there will be no measurement tillthe equip is
repaired.
Oilwas recorded & measurable @0100hrs. Cont to flowtest the we]I.

FLOWTEST REPORT: Day- 1 Daily Hrs- 16.25 Chokes- 6/64", 8/64", 10/64", 12/64", 14/64" Daily
Fluids: Oil- 175 bb1s Water-200 bb1s Gas- N/A
Totals: Days- i Hrs- 16.25 Oil-175 bbis Water- 200 bbis Gas- N/A
BWTR-99 bbls BWR-200 bbis BWLTR-0 bbis BWOL- 101 bbis
On Location:
MWS,Baker Petrolite, BW, Harrisons, Cameron, MVC1,EOC
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Well Name : Cane Creek Unit 26-2 1 c
Prospect: Cane Creek AFE #: 110276 Q

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2

Work Type: Cornpletion County , St : GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0 ti

Date : 4/2/2012 Activity: Complete Well Rig Name: Days :35
Daily Report Summary :

Daily Report Detail: FTP- 3950# SICP- 1600# Flowline Press- 400# Choke- 10/64" Daily Hrs- 16.25 Daily Fluid Rec-
Water- 200 bbls Oil- 175 bbls
Gas- N/A The gas is prevalent but the total flow is down and there will be no measurement tillthe equip is
repaired.
FTP- 4000# SICP- 1680# Flowlinw Press- 210# Choke- 10/64" Daily Hrs- 4 hrs Daily Fluids Rec-
Water- 0 bbis Oil-156 bbls
Gas-448 mcfld The techs are on location to repair the Totalflow. People are on location to repair the
flowtest's Barton meter.
Change the Choke @930 hrs to a 7/64", this is to reduce the flow to 10 bbls or 12 bbis per/hr. The
Fidelity Exploration Dept.
wants to keep the flow at around 250 bb1s to 300 bbls a day. Cont to flowtest the well. BP has their pump
chemicals dialed in for this production. tyFTP- 4050# SICP- 1550# Flowline Press- 400# Choke- 8/64" Daily Hrs- 6.5 hrs Daily Fluids Rec-
Water- 0 bb1s Oil- 177 bb1s ..

Gas- 109 mcf/d The techs are on location to repair the Totalflow and adding the electronics to the valve
at the wellhead.
MO BOPs & other rig equip. Cont to flow the well. o
FTP - 4050# S1CP- 1550# Flowline Press- 400# Choke- 8/64" Daily Hrs- 12 hrs Daily Fluids Rec-
Water- 0 bb1s Oil- 218 bbis o,Gas- 118 mcfld The techs are on location are finishing up. Cont to flowback well.
FTP- 4000# SICP- 1300# Flowline Press- 410# Choke- 8/64" Daily Hrs- 18.5 hrs Daily Fluids Rec-
Water- 0 bbls Oil- 301 bbls
Gas- 104 mcíld Cont to flowtest the well.
Flowtest the well. o
FTP- 4000# SICP- 1300# Flowline Press- 413# Choke- 8/64 Hrs- 24 Daily Fluids- Water- 0 bbis Oil- °

358 Daily Gas- 290 mcfld
Cont to flowtest well. See flowtest report.

FLOWTEST REPORT: Day- 2 Daily Hrs- 24 Chokes- 7/64, 8/64", 10/64' Daily Fluids: Oil-358 bbls
Water- 0 bbis Gas- 290 mcfld
Totals: Days- 2 Hrs- 40.25 Oil-533 bbis Water- 200 bbls Gas- 290 mcf/d measured
BWTR- 99 bbls SWR- 200 bbls BWLTR- 0 bbis BWOL- 101 bbls
On Location:
Baker Petrolite, Harrisons, MVCI, EOC
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Well Name : Cane Creek Unit 26-2 c
Prospect: Cane Creek AFE #: 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supervisor: Charlie Harrison 2

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0 ti

Date : 4/3/2012 | Activity: Complete Well Rig Name: Days :36

Daily Report Summary :

Daily Report Detail: FTP-4000# SICP- 1300# Flowline Press-413# Choke- 8/64" Daily Hrs-24 Daily Fluid Rec-
Water- 0 bbls Oil-358 bbls
Gas- 290 mcf/d Cont to flowtest the well.
FTP- 4020# SICP- 1250# Flowline Press- 4090# Choke- 8/64" Daily Hrs- 2 hrs Daily Fluids Rec-
Water- 0 bbls Oil-16.64 bbis
Gas- 144 mcf/d Rig crew on location to RD. Hold safety meeting, discuss the day.
RD Monument rig #21, MOrig to another Fidelity well. MO catwalk & racks, MO rig equip.
Remove the fluids from the rig tank,Mi a hotoiler, clean out the rig tank.
FTP- 4100# S1CP- 1110# Flowline Press- 399# Choke- 8/64" Daily Hrs- 7 hrs Daily Fluids Rec-
Water- 0 bbls Oil- 57.2 bbls
Gas- 132 mcfld Cleaning on the rig tank, clean up around the wellhead with the hotoil truck &vac truck,
pull fluids from the cellar. ty
Change the flowtest report to a report sent to Charlie form a person in the office.This report is hard send
back and forth do to it's size. ..

FTP - 4100# SICP- 1110# Flowline Press- 419# Choke- 8/64" Daily Hrs- 12 hrs Daily Fluids Rec-
Water- 0 bbls Oil-89.4 bbis
Gas- 132 mcfld Finishing up cleaning the rig tank, clean up around the wellhead with the hotoil truck & o
vac truck, pull fluids from the cellar.
FTP-4050# SlCP- 1100# Flowline Press-409# Choke- 8/64" Daily Hrs- 19 hrs Daily Fluids Rec- o,
iWater- 0 bbls Oil-148.12 bbis
Gas- 129 mcf/d Cont to flowtest the well.
Flowtest the well.
FTP- 3993# SICP- 1140# Flowline Press- 400# Choke- 8/64 Hrs- 24 Daily Fluids- Water- 0 bbis Oil-
195 Daily Gas- 127 mcfld o
Cont to flowtest well. See flowtest report.
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Well Name : Cane Creek Unit 26-2
Prospect: Cane Creek AFE #: 110276

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50011 Field: Cane Creek Supentisor: Charlie Harrison 2

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

o
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RECEIVED: May. 03, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

5 /3 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request a 30 day extension to continue to flare
this well while we prepare to get on the June docket. There are no
pipelines or other alternatives at this time and Fidelity feels that

shutting in could damage the reservoir.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /3 /2012

May 24, 2012

Sundry Number: 25440 API Well Number: 43019500110000Sundry Number: 25440 API Well Number: 43019500110000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/3/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request a 30 day extension to continue to flare Accepted by the
this well while we prepare to get on the June docket. There are no utah Division of

pipelines or other alternatives at this time and Fidelity feels that oil, Gas and Mining

shutting in could damage the reservoir. Date: May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/3/2012

RECEIVED: May. 03,

Sundry Number: 25440 API Well Number: 43019500110000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
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this well while we prepare to get on the June docket. There are no utah Division of
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N/A 5/3/2012
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Sundry Number: 25440 API Well Number: 43019500110000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
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FIDELITYE&P COMPANY 43019500110000
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FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/3/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request a 30 day extension to continue to flare Accepted by the
this well while we prepare to get on the June docket. There are no utah Division of

pipelines or other alternatives at this time and Fidelity feels that oil, Gas and Mining

shutting in could damage the reservoir. Date: May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/3/2012

RECEIVED: May. 03,



RECEIVED: May. 24, 2012

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43019500110000

See Board emergency temporary order under Cause 196-42 signed on May 17, 2012 allowing
flaring until the July 25, 2012 Board Hearing up to 650 Mcf/day. 

Sundry Number: 25440 API Well Number: 43019500110000Sundry Number: 25440 API Well Number: 43019500110000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43019500110000

See Board emergency temporary order under Cause 196-42 signed on May 17, 2012 allowing
flaring until the July 25, 2012 Board Hearing up to 650 Mcflday.

RECEIVED: May. 24,

Sundry Number: 25440 API Well Number: 43019500110000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43019500110000

See Board emergency temporary order under Cause 196-42 signed on May 17, 2012 allowing
flaring until the July 25, 2012 Board Hearing up to 650 Mcflday.

RECEIVED: May. 24,

Sundry Number: 25440 API Well Number: 43019500110000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43019500110000

See Board emergency temporary order under Cause 196-42 signed on May 17, 2012 allowing
flaring until the July 25, 2012 Board Hearing up to 650 Mcflday.

RECEIVED: May. 24,



00NFIDEN11AL
STATE OF UTAH AMENDED REPORT FORM 8

DEPARTMENT OF NATURAL RESOURCES (highlight changes)
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU53624
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL: OW

LL
ESLL DRY OTHER

7. UNITor CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK 8. WELL NAMEand NUMBE

,EE
L

HORZ. EP- E EFSŸR.
OTHER Cane Creek Unit 26-2

2. NAMEOF OPERATOR: 9. API NUMBER

Fidelity Exploration and Production Company 4301950011
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

2585 Heartland drive crrv Sheridan STATE WY ZIP 82801 (307) 675-4924 Cane Creek
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

ATSURFACE: 2615' FSL & ' FWL
MERIDIAN:

NESW 26 25S 19E
AT TOP PRODUCING INTERVALREPORTED BELOW:

12. COUNTY 13. STATE
AT TOTAL DEPTH: 2169' FNL & 570' FWL Grand UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

12/14/2011 2/17/2012 4/1/2012 ABANDONED READYTOPRODUCE 5653' GL
18. TOTAL DEPTH: MD 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPLUHGSREIDGE MD

TVD 7.261 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyof each) 23.

WAS WELL CORED7 NO YES (Submit analysis)
See attached list

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY7 NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNTPULLED

26 20 52.78 0 80 Redi 11

17.5 13.3B J55 54.5 0 1,085 Poz ll! 776 212 0
12.25 9.625 HClb 47 0 4,586 Poz III 699 306 0
8.5 7 HClà 32 0 7,704 G 394 98 4450
6 4.5 P116 13.5 6,673 8,685 G 161 40 6673

25. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,422 8,428 7,275 7,274 8,422 8,428 .4 24 open Squeezed

(B) Cane Creek 8,450 8,474 7,271 7,269 8,450 8,474 .4 96 open Squeezed

(c) Cane Creek 8,490 8,564 7,267 7,269 8,490 8,564 .4 296 open Squeezed

(D) Cane Creek 8,576 8,582 7,262 7,262 8,576 8,582 .4 24 open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RECEIVED
DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

AYO1201?

29. ENCLOSED ATTACHMENTS: DIV Ôl- UIL, UAb, & MINING 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY ProducingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON

00NFIDEN11AL
STATE OF UTAH AMENDED REPORT FORM 8

DEPARTMENT OF NATURAL RESOURCES (highlight changes)
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00NFIDEN11AL
STATE OF UTAH AMENDED REPORT FORM 8
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12.25 9.625 HClb 47 0 4,586 Poz III 699 306 0
8.5 7 HClà 32 0 7,704 G 394 98 4450
6 4.5 P116 13.5 6,673 8,685 G 161 40 6673

25. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,422 8,428 7,275 7,274 8,422 8,428 .4 24 open Squeezed

(B) Cane Creek 8,450 8,474 7,271 7,269 8,450 8,474 .4 96 open Squeezed

(c) Cane Creek 8,490 8,564 7,267 7,269 8,490 8,564 .4 296 open Squeezed

(D) Cane Creek 8,576 8,582 7,262 7,262 8,576 8,582 .4 24 open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RECEIVED
DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

AYO1201?

29. ENCLOSED ATTACHMENTS: DIV Ôl- UIL, UAb, & MINING 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY ProducingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: -> 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 531 RATES: ->

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: -> 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 | 44.00 531 RATES: -*

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: ¯' 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 531 RATES: -Þ

INTERVALD (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 | 531 RATES: -*

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, timetoolopen, flowing and shut-inpressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (MeasuredpDepth)

Cane Creek Shall 7,541 7,780 Organic black shale & Dolomite
Cane Creek Shall 8,408 8,640 Organic black shale & Dolomite

35. ADDITIONALREMARKS (Include plugging procedure)

Additional perfs are: Cane Creek 8596 to 8602 for a total of 24 open perfs with a TVD 7261'-7261'

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE P Šie hanie þ)IKster TITLE Operations Technician Ill

SIGNA OREm DATE 4/26/2012

This report must be sub ed within 30 days of
• completing or pl ging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated(CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: -> 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 531 RATES: ->

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: -> 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 | 44.00 531 RATES: -*

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: ¯' 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 531 RATES: -Þ

INTERVALD (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 | 531 RATES: -*

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, timetoolopen, flowing and shut-inpressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (MeasuredpDepth)

Cane Creek Shall 7,541 7,780 Organic black shale & Dolomite
Cane Creek Shall 8,408 8,640 Organic black shale & Dolomite

35. ADDITIONALREMARKS (Include plugging procedure)

Additional perfs are: Cane Creek 8596 to 8602 for a total of 24 open perfs with a TVD 7261'-7261'

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE P Šie hanie þ)IKster TITLE Operations Technician Ill

SIGNA OREm DATE 4/26/2012

This report must be sub ed within 30 days of
• completing or pl ging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated(CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: -> 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 531 RATES: ->

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: -> 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 | 44.00 531 RATES: -*

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: ¯' 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 531 RATES: -Þ

INTERVALD (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: PROD. METHOD:

4/1/2012 4/4/2012 24 RATES: 239 127 0 flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

8/64 3,993 1,140 44.00 | 531 RATES: -*

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, timetoolopen, flowing and shut-inpressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (MeasuredpDepth)

Cane Creek Shall 7,541 7,780 Organic black shale & Dolomite
Cane Creek Shall 8,408 8,640 Organic black shale & Dolomite

35. ADDITIONALREMARKS (Include plugging procedure)

Additional perfs are: Cane Creek 8596 to 8602 for a total of 24 open perfs with a TVD 7261'-7261'

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE P Šie hanie þ)IKster TITLE Operations Technician Ill

SIGNA OREm DATE 4/26/2012

This report must be sub ed within 30 days of
• completing or pl ging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated(CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Cane Creek Unit 26-2 well logs 4/3/2012

/Mechanical sidewall /coringtool / Gamrna Ray
Drilling Engineer's quick look
Platform Express/ Triple detector density/ Compensated neutron log
Platform Express/ Array Induction Tool

y Borehole Compensated sonic
¿.... Sonic scanner P &S/ Gamma Pray

"Platform Express/ Quad Combo
> Plattform Express/ Quad Combo/ Gamma Ray-SP
yPlattform Express/ Quad combo/Gamma Ray-SP
¿.---Isolation scanner Cement Evaluation IBC

p/'Slime Cement Mapping Tool /CBL-VDLGamma RaY RECElVED
Pason Mud log Horizontal Lateral

Pason Mud log Ñ¾ gg gg
Platform express cement Volume Gamma Ray-SP

Slim cement mapping bond pressure Pass Gamma Ray DIV Ot/~$lim cement mapping bond Garnma Ray
F OIL,GAS, &
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CCU26-2 Projected Borehole Path (Upper Selsmic Leg: Model A)
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Fidelity Exploration and Production
CCU #26-2

Grand County, UT
T

Geodetic System: US State Plane 1927 (Exact solution) gm
Zone: Utah Central 4302

WELL@5676.0usit (Frontier #7)
Ground Level: 5653.0 an...m:ssaa4...v

Dip Angle: 64.63*

Latitude: 38° 36' 3.680 N Dale: 211W2012
Model: IGRF2010Longitude: 109° 47 35.690 W

Magnetic North is 10.90° East of True North (Magnetic Declination)

SECTION DETAILS

MD Inc Azi TVD +NI-S +El-W Dieg TFace VSect Target
6740.0 1.11 280.34 6739.7 11.9 -24.7 0.00 0.00 27 1
6794.3 2 17 287 70 6794.0 12.3 -26 2 2 00 14 86 28 7
7731.3 94 00 287.70 7355 1 202.3 -621 6 9 80 0 00 653 7
8170 7 94 00 287 70 7324.4 335.6 -1039 2 0.00 0 00 1092 0
8537 4 83 00 287 70 7334 0 446 8 -1387 8 3 00 -180 00 1458 0
8837 4 83 00 287 70 7370.6 537 4 -1671.5 0 00 0 00 1755.8
9070 7 90 00 287.70 7384.8 608 2 -1893 3 3.00 0.00 1988.5
9283 9 90 00 287.70 7384.8 673 0 -2096.3 0.00 0.00 2201 7

West(-)/East(+) (650 usft/in)
-2275 -1950 -1625 -1300 -975 -850 -325 0

-1300

-975

Projected Survey to 8685 MD

O

o 7000 ¯0

0
7 Projected Survey to 8685' MD

Start Sidatrack

sco: ''''I''''I''''I''''I''''I''' I I III1''''I''''I'''ll'
-5 10 -250 0 250 500 750 1000 1250 1500 1750 2000 2250

Vertical Section at 287.80 (500 usftlin) Plan: Plan #1 (CCU #26-2iFrontler #10)

Created By: Mike Kirby Date: 9:13, February 18 2012
Checked: Date:

Reviewed: Date:
Approved: James Benson
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Project: Grand County, UT TVD Reference: WELL @5676.0usft (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Wellbore: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302

Site Section 26-T25S-R19E

Site Position: Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
From: Lat/Long Easting: 2,487,828.51 usft Longitude: 109° 4T 35.690 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.09 °

Well CCU #26-2

Well Position +NI-S 0.0 usft Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
+El-W 0.0 usft Easting: 2,487,828.51 usft Longitude: 109°4T 35.690 W

Position Uncertainty 0.0 usft Wellhead Elevation: 5,673.0 usft Ground Level: 5,653.0 usft

Weilbore Frontier #10

Magnetics Model Name Sample Date Decilnation Dip Angle Fleid Strength
(*) (*) (nT)

IGRF2010 2/15/2012 10.90 64.63 51,444

Design Frontier #10

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (*)

0.0 0.0 0.0 287.10

Survey Program Date 2/18/2012

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

4,623.0 6,672.0 Pilot Hole Surveys (Frontier #10) MWD
6,716.0 8,685.0 Final Survey Report (Frontier #10) MWD

Survey

Measumd Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (•) (*) (usft) (usft) (ustt) (usit) (°ii00usit) (*tt00usft) (°Ii00usft)

4,586.0 0.00 0.00 4,586.0 0.0 0.0 0.0 0.00 0.00 0.00
4,623.0 2.70 243.20 4,623.0 -0.4 -0.8 0.6 7.30 7.30 0.00
4,716.0 0.80 277.60 4,715.9 -1.3 -3.4 2.8 2.25 -2.04 36.99
4,809.0 0.80 279.20 4,808.9 -1.1 -4.7 4.1 0.02 0.00 1.72
4,899.0 0.80 312.10 4,898.9 -0.6 -5.7 5.3 0.50 0.00 36.56

4,993.0 0.70 323.60 4,992.9 0.3 -6.6 6.4 0.19 -0.11 12.23
5,087.0 0.50 335.60 5,086.9 1.1 -7.1 7.1 0.25 -0.21 12.77
5,179.0 0.60 330.90 5,178.9 1.9 -7.5 7.7 0.12 0.11 -5.11

5,273.0 0.60 346.80 5,272.9 2.8 -7.8 8.3 0.18 0.00 16.91
5,366.0 0.50 336.00 5,365.9 3.7 -8.1 8.8 0.15 -0.11 -11.61

2/18/2012 9:09:24AM Page 2 COMPASS 5000.1 Build

Crescent Directional Drilling
Survey Report
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Well: CCU #26-2 North Reference: True
Wellbore: Frontier #10 Survey Calculation Method: Minimum Curvature
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Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
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Survey Program Date 2/18/2012

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

4,623.0 6,672.0 Pilot Hole Surveys (Frontier #10) MWD
6,716.0 8,685.0 Final Survey Report (Frontier #10) MWD

Survey

Measumd Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (•) (*) (usft) (usft) (ustt) (usit) (°ii00usit) (*tt00usft) (°Ii00usft)

4,586.0 0.00 0.00 4,586.0 0.0 0.0 0.0 0.00 0.00 0.00
4,623.0 2.70 243.20 4,623.0 -0.4 -0.8 0.6 7.30 7.30 0.00
4,716.0 0.80 277.60 4,715.9 -1.3 -3.4 2.8 2.25 -2.04 36.99
4,809.0 0.80 279.20 4,808.9 -1.1 -4.7 4.1 0.02 0.00 1.72
4,899.0 0.80 312.10 4,898.9 -0.6 -5.7 5.3 0.50 0.00 36.56
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5,087.0 0.50 335.60 5,086.9 1.1 -7.1 7.1 0.25 -0.21 12.77
5,179.0 0.60 330.90 5,178.9 1.9 -7.5 7.7 0.12 0.11 -5.11

5,273.0 0.60 346.80 5,272.9 2.8 -7.8 8.3 0.18 0.00 16.91
5,366.0 0.50 336.00 5,365.9 3.7 -8.1 8.8 0.15 -0.11 -11.61
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Project: Grand County, UT TVD Reference: WELL @5676.0usft (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Wellbore: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302
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Site Position: Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
From: Lat/Long Easting: 2,487,828.51 usft Longitude: 109° 4T 35.690 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.09 °
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(usit) (•) (*) (usft) (usft) (ustt) (usit) (°ii00usit) (*tt00usft) (°Ii00usft)

4,586.0 0.00 0.00 4,586.0 0.0 0.0 0.0 0.00 0.00 0.00
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4,716.0 0.80 277.60 4,715.9 -1.3 -3.4 2.8 2.25 -2.04 36.99
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Project: Grand County, UT TVD Reference: WELL @5676.0usft (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Weilbore: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI·S +EI•W Section Rate Rate Rate
(usft) (*) (•) (usft) (usft) (usft) (usft) (°Ii00usft) (*Ii00usft) (°I100usit)

5,459.0 0.70 330.20 5,458.9 4.6 -8.6 9.5 0.22 0.22 -6.24

5,552.0 0.70 347.20 5,551.9 5.6 -9.0 10.2 0.22 0.00 18.28
5,645.0 0.60 318.30 5,644.9 6.5 -9.4 10.9 0.36 -0.11 -31.08

5,738.0 0.50 319.90 5,737.9 7.2 -10.0 11.7 0.11 -0.11 1.72
5,831.0 0.40 317.70 5,830.9 7.7 -10.5 12.3 0.11 -0.11 -2.37

5,925.0 0.70 321.40 5,924.9 8.4 -11.1 13.1 0.32 0.32 3.94
6,018.0 0.70 289.40 6,017.9 9.1 -12.0 14.1 0.41 0.00 -34.41

6,111.0 0.90 296.50 6,110.9 9.6 -13.1 15.4 0.24 0.22 7.63
6,205.0 0.90 288.40 6,204.8 10.1 -14.5 16.8 0.14 0.00 -8.62

6,298.0 0.90 283.60 6,297.8 10.5 -15.9 18.3 0.08 0.00 -5.16

6,391.0 1.30 283.40 6,390.8 11.0 -17.6 20.1 0.43 0.43 -0.22

6,485.0 1.30 280.10 6,484.8 11.4 -19.7 22.2 0.08 0.00 -3.51

6,578.0 1.10 272.00 6,577.8 11.6 -21.7 24.1 0.28 -0.22 -8.71

6,672.0 1.10 271.50 6,671.7 11.7 -23.5 25.9 0.01 0.00 -0.53

6,716.0 1.00 285.90 6,715.7 11.8 -24.3 26.7 0.64 -0.23 32.73

6,780.0 1.30 273.20 6,779.7 12.0 -25.5 27.9 0.61 0.47 -19.84

6,811.0 3.30 281.10 6,810.7 12.2 -26.7 29.1 6.52 6.45 25.48
6,842.0 6.90 286.50 6,841.6 12.9 -29.4 31.9 11.70 11.61 17.42
6,873.0 11.30 291.60 6,872.2 14.5 -34.0 36.8 14.42 14.19 16.45
6,904.0 14.90 294.30 6,902.4 17.3 -40.5 43.8 11.78 11.61 8.71

6,935.0 17.70 293.10 6,932.1 20.8 -48.4 52.4 9.10 9.03 -3.87

6,966.0 21.10 290.70 6,961.4 24.6 -58.0 62.7 11.26 10.97 -7.74

6,997.0 22.50 289.10 6,990.1 28.5 -68.8 74.2 4.91 4.52 -5.16

7,028.0 25.00 286.20 7,018.5 32.3 -80.7 86.6 8.90 8.06 -9.35

7,060.0 28.30 285.20 7,047.1 36.1 -94.5 101.0 10.41 10.31 -3.13

7,088.0 32.30 284.10 7,071.3 39.7 -108.2 115.1 14.42 14.29 -3.93

7,119.0 35.80 283.60 7,097.0 43.9 -125.1 132.4 11.33 11.29 -1.61

7,153.0 39.10 284.20 7,123.9 48.8 -145.1 153.1 9.76 9.71 1.76
7,184.0 42.40 285.60 7,147.4 54.0 -164.7 173.3 11.05 10.65 4.52
7,215.0 45.50 286.40 7,169.7 60.0 -185.4 194.8 10.16 10.00 2.58

7,247.0 48.60 288.20 7,191.5 66.9 -207.7 218.2 10.53 9.69 5.63
7,278.0 52.00 287.30 7,211.3 74.2 -230.4 242.1 11.19 10.97 -2.90

7,309.0 54.90 287.70 7,229.8 81.7 -254.2 267.0 9.41 9.35 1.29
7,341.0 57.60 287.80 7,247.6 89.8 -279.5 293.6 8.44 8.44 0.31
7,372.0 60.00 288.10 7,263.6 98.0 -304.7 320.1 7.79 7.74 0.97

7,403.0 62.40 287.90 7,278.6 106.4 -330.6 347.2 7.76 7.74 -0.65

7,434.0 64.50 287.80 7,292.4 114.9 -357.0 375.0 6.78 6.77 -0.32

7,465.0 67.70 286.60 7,305.0 123.3 -384.0 403.3 10.91 10.32 -3.87

7,497.0 69.80 286.60 7,316.6 131.8 -412.6 433.1 6.56 6.56 0.00
7,527.0 73.10 286.40 7,326.1 139.9 -439.9 461.6 11.02 11.00 -0.67

7,558.0 75.50 287.30 7,334.5 148.5 -468.4 491.4 8.23 7.74 2.90
7,589.0 78.30 288.00 7,341.5 157.7 -497.2 521.6 9.30 9.03 2.26
7,620.0 80.80 288.50 7,347.2 167.2 -526.2 552.1 8.22 8.06 1.61
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Crescent Directional Drilling
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Pro|ect: Grand County, UT TVD Reference: WELL @5676.0usit (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Weilbore: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI•S +El-W Section Rate Rate Rate
(usû) (•) (•) (usft) (usft) (usû) (usft) (*Ii00usft) (°Ii00usR) (*Ii00usft)

7,642.0 81.20 288.40 7,350.6 174.1 -546.8 573.8 1.87 1.82 -0.45

7,722.0 87.50 288.00 7,358.5 198.9 -622.4 653.3 7.89 7.88 -0.50

7,753.0 89.60 288.00 7,359.3 208.5 -651.8 684.3 6.77 6.77 0.00
7,785.0 92.60 288.40 7,358.6 218.5 -682.2 716.3 9.46 9.38 1.25
7,816.0 93.20 288.10 7,357.1 228.2 -711.6 747.3 2.16 1.94 -0.97

7,847.0 95.50 288.10 7,354.7 237.8 -741.0 778.2 7.42 7.42 0.00
7,878.0 95.90 288.40 7,351.6 247.5 -770.3 809.0 1.61 1.29 0.97

7,909.0 96.00 288.50 7,348.4 257.2 -799.5 839.8 0.45 0.32 0.32
7,941.0 96.30 288.90 7,345.0 267.4 -829.7 871.6 1.56 0.94 1.25
7,972.0 96.30 288.70 7,341.6 277.3 -858.8 902.4 0.64 0.00 -0.65

8,003.0 96.60 288.70 7,338.1 287.2 -888.0 933.2 0.97 0.97 0.00
8,034.0 98.40 288.40 7,334.1 297.0 -917.2 964.0 5.89 5.81 -0.97

8,066.0 98.50 288.20 7,329.4 306.9 -947.2 995.6 0.69 0.31 -0.63

8,097.0 98.80 288.20 7,324.7 316.5 -976.3 1,026.2 0.97 0.97 0.00
8,128.0 98.80 288.40 7,320.0 326.1 -1,005.4 1,056.9 0.64 0.00 0.65
8,160.0 98.80 288.00 7,315.1 336.0 -1,035.5 1,088.5 1.24 0.00 -1.25

8,191.0 98.80 287.80 7,310.3 345.4 -1,064.6 1,119.1 0.64 0.00 -0.65

8,223.0 98.90 287.70 7,305.4 355.1 -1,094.7 1,150.7 0.44 0.31 -0.31

8,254.0 98.80 287.70 7,300.6 364.4 -1,123.9 1,181.4 0.32 -0.32 0.00
8,286.0 98.90 287.30 7,295.7 373.9 -1,154.1 1,213.0 1.27 0.31 -1.25

8,317.0 98.90 287.30 7,290.9 383.0 -1,183.3 1,243.6 0.00 0.00 0.00
8,348.0 99.00 287.10 7,286.1 392.0 -1,212.6 1,274.2 0.71 0.32 -0.65

8,380.0 98.80 286.90 7,281.1 401.3 -1,242.8 1,305.8 0.88 -0.63 -0.63

8,411.0 98.50 286.90 7,276.5 410.2 -1,272.1 1,336.5 0.97 -0.97 0.00
8,443.0 97.40 287.30 7,272.1 419.5 -1,302.4 1,368.2 3.65 -3.44 1.25
8,474.0 95.60 288.00 7,268.5 428.9 -1,331.8 1,399.0 6.22 -5.81 2.26
8,506.0 94.10 288.70 7,265.8 438.9 -1,362.0 1,430.9 5.17 -4.69 2.19

8,536.0 93.20 288.80 7,263.9 448.5 -1,390.4 1,460.8 3.02 -3.00 0.33
8,569.0 93.10 288.60 7,262.1 459.1 -1,421.6 1,493.7 0.68 -0.30 -0.61

8,615.0 91.20 288.70 7,260.4 473.8 -1,465.1 1,539.7 4.14 -4.13 0.22
8,685.0 91.20 288.70 7,258.9 496.2 -1,531.4 1,609.6 0.00 0.00 0.00

Design Targets

Target Name
- hitimiss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
-Shape (') (*) (usit) (usit) (usft) (usit) (usit) Latitude Longitude

CCU 26-2 PBHL 0.00 0.00 7,376.0 660.8 -2,054.8 102,781.23 2,485,761.46 38° 36' 10.210 N 109° 48' 1.570 W
- survey misses target center by 561.0usft at 8685.0usft MD (7258.9 TVD, 496.2 N, -1531.4 E)
- Point
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Pro|ect: Grand County, UT TVD Reference: WELL @5676.0usit (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Weilbore: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB
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7,753.0 89.60 288.00 7,359.3 208.5 -651.8 684.3 6.77 6.77 0.00
7,785.0 92.60 288.40 7,358.6 218.5 -682.2 716.3 9.46 9.38 1.25
7,816.0 93.20 288.10 7,357.1 228.2 -711.6 747.3 2.16 1.94 -0.97

7,847.0 95.50 288.10 7,354.7 237.8 -741.0 778.2 7.42 7.42 0.00
7,878.0 95.90 288.40 7,351.6 247.5 -770.3 809.0 1.61 1.29 0.97
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Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
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8,317.0 98.90 287.30 7,290.9 383.0 -1,183.3 1,243.6 0.00 0.00 0.00
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8,411.0 98.50 286.90 7,276.5 410.2 -1,272.1 1,336.5 0.97 -0.97 0.00
8,443.0 97.40 287.30 7,272.1 419.5 -1,302.4 1,368.2 3.65 -3.44 1.25
8,474.0 95.60 288.00 7,268.5 428.9 -1,331.8 1,399.0 6.22 -5.81 2.26
8,506.0 94.10 288.70 7,265.8 438.9 -1,362.0 1,430.9 5.17 -4.69 2.19
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- hitimiss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
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CCU 26-2 PBHL 0.00 0.00 7,376.0 660.8 -2,054.8 102,781.23 2,485,761.46 38° 36' 10.210 N 109° 48' 1.570 W
- survey misses target center by 561.0usft at 8685.0usft MD (7258.9 TVD, 496.2 N, -1531.4 E)
- Point
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Project: Grand County, UT TVD Reference: WELL @5676.0usft (Frontier #7)
Site: Section 26-T25S-R19E MD Reference: WELL @5676.0usft (Frontier #7)
Weli: CCU #26-2 North Reference: True
Welibere: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB

Survey Annotations

Measured Vertical Local Coordinates
Depth Depth +N/-S +El-W
(usit) (usft) (usft) (usft) Comment

8,685.0 7,258.9 496.2 -1,531.4 Projected Survey to TD

Checked By: Approved By: Date:
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E
Project: Grand County, UT TVD Reference: WELL @5676.0usft (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Weilbore: Frontier #10 Survey Calculation Method: Minimum Curvature
Design: Frontier #10 Database: R5000 Rocky Mountains DB

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302

Site Section 26-T25S-Rí9E

Site Position: Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
From: Lat/Long Easting: 2,487,828.51 usft Longitude: 109° 47' 35.690 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.09 °

Well CCU #26-2

Well Position +NI-S 0.0 usit Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
+El-W 0.0 usft Easting: 2,487,828.51 usft Longitude: 109°4T 35.690 W

Position Uncertainty 0.0 usft Wellhead Elevation: 5,673.0 usft Ground Level: 5,653.0 usft

Wellbore Frontier #10

Magnetics Model Name Sample Date Decilnation DipAngle Field Strength
(*) (*) (nT)

IGRF2010 2/15/2012 10.90 64.63 51,444

Design Frontier #10

Audit Notes:
Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (*)

0.0 0.0 0.0 287.10

Survey Program Date 2/18/2012

From To
(usft) (usft) Survey (Weilbore) Tool Name Description

4,623.0 6,672.0 Final Pilot Hole Surveys (Frontier #10) MWD
6,716.0 8,685.0 Final Survey Report (Frontier #10) MWD

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth incitnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (•) (usft) (usft) (usit) (usft) (°Ii00usit) (°Ii00usit) (°Ii00usit)

4,586.0 0.00 0.00 4,586.0 0.0 0.0 0.0 0.00 0.00 0.00
4,623.0 2.70 243.20 4,623.0 -0.4 -0.8 0.6 7.30 7.30 0.00
4,716.0 0.80 277.60 4,715.9 -1.3 -3.4 2.8 2.25 -2.04 36.99
4,809.0 0.80 279.20 4,808.9 -1.1 -4.7 4.1 0.02 0.00 1.72
4,899.0 0.80 312.10 4,898.9 -0.6 -5.7 5.3 0.50 0.00 36.56

4,993.0 0.70 323.60 4,992.9 0.3 -6.6 6.4 0.19 -0.11 12.23
5,087.0 0.50 335.60 5,086.9 1.1 -7.1 7.1 0.25 -0.21 12.77
5,179.0 0.60 330.90 5,178.9 1.9 -7.5 7.7 0.12 0.11 -5.11

5,273.0 0.60 346.80 5,272.9 2.8 -7.8 8.3 0.18 0.00 16.91
5,366.0 0.50 336.00 5,365.9 3.7 -8.1 8.8 0.15 -0.11 -11.61
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Crescent Directional Drilling
Survey Report

Company: Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Project: Grand County, UT TVD Reference: WELL @5676.0usft (Frontier #7)
Site: Section 26-T25S-R19E MDReference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Weilbore: Frontier #10 Survey Calculation Method: Minimum Curvature
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Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302
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Site Position: Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
From: Lat/Long Easting: 2,487,828.51 usft Longitude: 109° 47' 35.690 W
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Well CCU #26-2

Well Position +NI-S 0.0 usit Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
+El-W 0.0 usft Easting: 2,487,828.51 usft Longitude: 109°4T 35.690 W
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(*) (*) (nT)
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Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (*)
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Survey Program Date 2/18/2012

From To
(usft) (usft) Survey (Weilbore) Tool Name Description

4,623.0 6,672.0 Final Pilot Hole Surveys (Frontier #10) MWD
6,716.0 8,685.0 Final Survey Report (Frontier #10) MWD

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth incitnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (•) (usft) (usft) (usit) (usft) (°Ii00usit) (°Ii00usit) (°Ii00usit)

4,586.0 0.00 0.00 4,586.0 0.0 0.0 0.0 0.00 0.00 0.00
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4,809.0 0.80 279.20 4,808.9 -1.1 -4.7 4.1 0.02 0.00 1.72
4,899.0 0.80 312.10 4,898.9 -0.6 -5.7 5.3 0.50 0.00 36.56

4,993.0 0.70 323.60 4,992.9 0.3 -6.6 6.4 0.19 -0.11 12.23
5,087.0 0.50 335.60 5,086.9 1.1 -7.1 7.1 0.25 -0.21 12.77
5,179.0 0.60 330.90 5,178.9 1.9 -7.5 7.7 0.12 0.11 -5.11

5,273.0 0.60 346.80 5,272.9 2.8 -7.8 8.3 0.18 0.00 16.91
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IGRF2010 2/15/2012 10.90 64.63 51,444

Design Frontier #10

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (*)

0.0 0.0 0.0 287.10

Survey Program Date 2/18/2012

From To
(usft) (usft) Survey (Weilbore) Tool Name Description

4,623.0 6,672.0 Final Pilot Hole Surveys (Frontier #10) MWD
6,716.0 8,685.0 Final Survey Report (Frontier #10) MWD

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth incitnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (•) (usft) (usft) (usit) (usft) (°Ii00usit) (°Ii00usit) (°Ii00usit)

4,586.0 0.00 0.00 4,586.0 0.0 0.0 0.0 0.00 0.00 0.00
4,623.0 2.70 243.20 4,623.0 -0.4 -0.8 0.6 7.30 7.30 0.00
4,716.0 0.80 277.60 4,715.9 -1.3 -3.4 2.8 2.25 -2.04 36.99
4,809.0 0.80 279.20 4,808.9 -1.1 -4.7 4.1 0.02 0.00 1.72
4,899.0 0.80 312.10 4,898.9 -0.6 -5.7 5.3 0.50 0.00 36.56

4,993.0 0.70 323.60 4,992.9 0.3 -6.6 6.4 0.19 -0.11 12.23
5,087.0 0.50 335.60 5,086.9 1.1 -7.1 7.1 0.25 -0.21 12.77
5,179.0 0.60 330.90 5,178.9 1.9 -7.5 7.7 0.12 0.11 -5.11

5,273.0 0.60 346.80 5,272.9 2.8 -7.8 8.3 0.18 0.00 16.91
5,366.0 0.50 336.00 5,365.9 3.7 -8.1 8.8 0.15 -0.11 -11.61
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Crescent Directional Drilling
Survey Report

Company· Fidelity Exploration and Production Local Co-ordinate Reference: Site Section 26-T25S-R19E

Project: Grand County, UT TVD Reference: WELL @5676.0usit (Frontier #7)
Site: Section 26-T25S-R19E MD Reference: WELL @5676.0usft (Frontier #7)
Well: CCU #26-2 North Reference: True
Wellbore: Frontier #10 Survey Calculation Method: Minimum Curvature

Design: Frontier #10 Database: R5000 Rocky Mountains DB

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Incilnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (•) (•) (usft) (usft) (usft) (usft) (*Ii00usft) (*l100usn) (*Ii00usft)

5,459.0 0.70 330.20 5,458.9 4.6 -8.6 9.5 0.22 0.22 -6.24

5,552.0 0.70 347.20 5,551.9 5.6 -9.0 10.2 0.22 0.00 18.28
5,645.0 0.60 318.30 5,644.9 6.5 -9.4 10.9 0.36 -0.11 -31.08

5,738.0 0.50 319.90 5,737.9 7.2 -10.0 11.7 0.11 -0.11 1.72
5,831.0 0.40 317.70 5,830.9 7.7 -10.5 12.3 0.11 -0.11 -2.37

5,925.0 0.70 321.40 5,924.9 8.4 -11.1 13.1 0.32 0.32 3.94
6,018.0 0.70 289.40 6,017.9 9.1 -12.0 14.1 0.41 0.00 -34.41

6,111.0 0.90 296.50 6,110.9 9.6 -13.1 15.4 0.24 0.22 7.63
6,205.0 0.90 288.40 6,204.8 10.1 -14.5 16.8 0.14 0.00 -8.62

6,298.0 0.90 283.60 6,297.8 10.5 -15.9 18.3 0.08 0.00 -5.16

6,391.0 1.30 283.40 6,390.8 11.0 -17.6 20.1 0.43 0.43 -0.22

6,485.0 1.30 280.10 6,484.8 11.4 -19.7 22.2 0.08 0.00 -3.51

6,578.0 1.10 272.00 6,577.8 11.6 -21.7 24.1 0.28 -0.22 -8.71

6,672.0 1.10 271.50 6,671.7 11.7 -23.5 25.9 0.01 0.00 -0.53

6,764.0 1.10 269.80 6,763.7 11.7 -25.2 27.6 0.04 0.00 -1.85

6,857.0 1.10 260.40 6,856.7 11.5 -27.0 29.2 0.19 0.00 -10.11

6,950.0 1.50 253.90 6,949.7 11.0 -29.1 31.0 0.46 0.43 -6.99

7,043.0 1.40 239.40 7,042.7 10.1 -31.2 32.8 0.41 -0.11 -15.59

7,136.0 1.70 245.80 7,135.6 9.0 -33.4 34.6 0.37 0.32 6.88
7,229.0 1.70 239.20 7,228.6 7.7 -35.9 36.6 0.21 0.00 -7.10

7,322.0 1.80 230.50 7,321.5 6.1 -38.2 38.3 0.30 0.11 -9.35

7,416.0 2.30 234.40 7,415.5 4.0 -40.9 40.2 0.55 0.53 4.15
7,479.0 2.10 228.50 7,478.4 2.5 -42.8 41.6 0.48 -0.32 -9.37

Design Targets

Target Name
- hit/miss target DIp Angle Dip Dir. TVD +NI-S +El-W Northing Easting
-Shape (*) (*) (usit) (usft) (usft) (usft) (usft) Latitude Longitude

CCU 26-2 PBHL 0.00 0.00 7,376.0 660.8 -2,054.8 102,781.23 2,485,761.46 38° 36' 10.210 N 109° 48' 1.570 W
- survey misses target center by 2118.7usft at 7416.0usft MD (7415.5 TVD, 4.0 N, -40.9 E)
- Point

Survey Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (ustt) Comment

4,586.0 4,586.0 0.0 0.0 Assumed Vertical to 4586

Checked By: Approved By: Date:
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CONFllENTIAL
JOB NO.: CA-12014 Report Time: 2400 31 of 32

Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRËCTIONALDRU STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Friday, February 17, 2012 at 0000 to Friday, February 17, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 8594.00 Rotary Hours 2.67 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8685.00 Circulating Hours 12.42 RAB 124 SPP 3720 FlowRate 206-205 58
Total Drilled: 91.00 Avg. Total ROP: 11.87 Mud Data
Total Rotary Drilled: 67.00 Avg. Rotary ROP: 25.13 Type oilBase PV 37 SOLID 36
Total Drilled Sliding: 24.00 Avg. Slide ROP: 4.80 Weight 16.4 GAS 120 YP 28 BHT° 138.2
Slide Hours: 5.00 Percent Rotary: 73.63 Viscosity 84 SAND 0 PH 0 Flow T° 105
Below Rotary Hrs. 24.00 Percent Slide: 26.37 Chlorides 317309 WL 19 Oil % 56

ERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.

1 ' f""1 P* [3, FI--t \" NM FI
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts.4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $11,125.00
Incl. In: 94.1 Azm. In: 288.7 Incl. Out: 91.2 Azm. Out: 288.7 Cummulative Cost: $336,187.50

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENT
Time Time Depth Depth Code

17-Feb-12 00:00 00:15 0.25 8594 8596 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
17-Feb-12 00:15 Og25 2.17 8596 8ð08 Sliding Sliding-(WOB:18;GPM:205;TFO:160)
17-Feb-12 02:25 02:35 0.17 8608 8608 MWD Survey MWD Survey
17-Feb-12 02:35 03:35 1.00 8608 8ð26 Drilling Drilling - (WOB:8;GPM :205jRPM:40)
17-Feb-12 03:35 04:15 0.67 8626 8628 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
17-Feb-12 04:15 04:25 0.17 8628 $ð28 Other Change Pump
17-Feb-12 04:25 04:45 0.33 8628 8629 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
17-Feb-12 04:45 04:55 0.17 8629 8629 Other Stalled Witr/Recyclefor Ï/F
17-Feb-12 04:55 06:45 1.83 8629 8638 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
17-Feb-12 06:45 07:10 0.42 8638 $ð38 Rig Service-Inhole

SPruirP Inhnle
17-Feb-12 07:10 07:25 0.25 8638 8638 survey& Conn. Survey & Conn.
17-Feb-12 07:25 08:50 1.42 8638 8ða5 Orilling Drilling- (WOB;8;GPM:205;RPM:40)
17-Feb-12 08:50 09:05 0.25 8685 8685 Survey & Conn. Survey
17-Feb-12 09:05 09:15 0.17 8ð85 8685 circulating Orientf/ Slide
17-Feb-12 09:15 09:30 0.25 8685 8685 Rig repair Work on Pump
17-Feb-12 09:3û 16:45 .25 8685 8685 Circulating Circulating/Wait on Orders/Circulate
17-Feb-12 15:45 16:30 0.75 8685 8685 other Flow Check
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17-Feb-12 04:55 06:45 1.83 8629 8638 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
17-Feb-12 06:45 07:10 0.42 8638 $ð38 Rig Service-Inhole

SPruirP Inhnle
17-Feb-12 07:10 07:25 0.25 8638 8638 survey& Conn. Survey & Conn.
17-Feb-12 07:25 08:50 1.42 8638 8ða5 Orilling Drilling- (WOB;8;GPM:205;RPM:40)
17-Feb-12 08:50 09:05 0.25 8685 8685 Survey & Conn. Survey
17-Feb-12 09:05 09:15 0.17 8ð85 8685 circulating Orientf/ Slide
17-Feb-12 09:15 09:30 0.25 8685 8685 Rig repair Work on Pump
17-Feb-12 09:3û 16:45 .25 8685 8685 Circulating Circulating/Wait on Orders/Circulate
17-Feb-12 15:45 16:30 0.75 8685 8685 other Flow Check
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Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
17-Fel>12 16:30 22:20 5.83 8685 8685 circulating Circulating&Cond Hole ForWiper Trip
17-Feb-12 22:20 24:00 1.67 8685 8685 shortTrip Short Trip
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Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
17-Fel>12 16:30 22:20 5.83 8685 8685 circulating Circulating&Cond Hole ForWiper Trip
17-Feb-12 22:20 24:00 1.67 8685 8685 shortTrip Short Trip
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Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
17-Fel>12 16:30 22:20 5.83 8685 8685 circulating Circulating&Cond Hole ForWiper Trip
17-Feb-12 22:20 24:00 1.67 8685 8685 shortTrip Short Trip
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JOB NO.: CA-12014 Report Time: 2400 30 of 31
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
D :ECTIONALDRik STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Thursday, February 16, 2012 at 0000 to Thursday, February 16, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 8265.00 Rotary Hours 9.50 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8594.00 Circulating Hours 1.17 RAB 124 SPP 3720 FlowRate 2os-2os 58
Total Drilled: 329.00 Avg. Total ROP: 17.95 Mud Data
Total Rotary Drilled: 286.00 Avg. Rotary ROP: 30.11 Type Oil Base PV 37 SOLID 36
Total Drilled Sliding: 43.00 Avg. Slide ROP: 4.87 Weight 16.4 GAS 120 YP 28 BHT° 138.2
Slide Hours: 8.83 Percent Rotary: 86.93 Viscosity 84 SAND 0 PH 0 Flow T° 105
Below Rotary Hrs. 24.08 Percent Slide: 13.07 Chlorides 317309 WL 19 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.

1 * f"' 1 P*T3, FI-t †, NUIFI: '
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 98.8 Azm. In: 287.8 Incl. Out: 94.1 Azm. Out: 288.7 Cummulative Cost: $325,062.50

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
16-Feb-12 00:00 00:40 0.67 8265 8293 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 00:40 00:55 0.25 8293 8293 Survey Survey
16-Feb-12 00:50 01:35 0.75 8293 8324 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 Ot35 01:55 0.33 8324 8324 Survey Survey
16-Feb-12 01:55 02:30 0.58 8324 8356 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 02:30 02:45 0.25 8356 8356 survey&conn. Survey &Conn.
16-Feb-12 02:45 03:25 0.67 8356 8387 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 03:25 03:35 0.17 8387 8387 Survey Survey
16-Feb-12 03:35 04:50 1.25 8387 8418 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 04:50 05:00 0.17 8418 8418 Survey Survey
16-Feb-12 05:00 06:30 1.50 8418 8428 Sliding Sliding - (WOB:9;GPM :205;TFO:360)
16-Feb-12 06:30 07:00 0.50 8428 8428 Other Pump Issues / XO Pumps
16-Feb-12 07:00 07:30 0.50 8428 8430 Sliding Sliding - (WOB:16;GPM :205;TFO:180)
16-Feb-12 07:30 09:10 1.67 8430 8430 Rig repair Blew Pop OffIX/O Pumps
16-Feb-12 09:10 10:05 0.92 8430 8450 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-rebd2 10:05 10:25 0.33 8450 8450 surveya conn. Survey &Conn.
16-Feb-12 10:25 12:30 2.08 8450 8459 Sliding Sliding - (WOB:16;GPM :205;TFO:180)
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JOB NO.: CA-12014 Report Time: 2400 30 of 31
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
D :ECTIONALDRik STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Thursday, February 16, 2012 at 0000 to Thursday, February 16, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 8265.00 Rotary Hours 9.50 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8594.00 Circulating Hours 1.17 RAB 124 SPP 3720 FlowRate 2os-2os 58
Total Drilled: 329.00 Avg. Total ROP: 17.95 Mud Data
Total Rotary Drilled: 286.00 Avg. Rotary ROP: 30.11 Type Oil Base PV 37 SOLID 36
Total Drilled Sliding: 43.00 Avg. Slide ROP: 4.87 Weight 16.4 GAS 120 YP 28 BHT° 138.2
Slide Hours: 8.83 Percent Rotary: 86.93 Viscosity 84 SAND 0 PH 0 Flow T° 105
Below Rotary Hrs. 24.08 Percent Slide: 13.07 Chlorides 317309 WL 19 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.

1 * f"' 1 P*T3, FI-t †, NUIFI: '
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 98.8 Azm. In: 287.8 Incl. Out: 94.1 Azm. Out: 288.7 Cummulative Cost: $325,062.50

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
16-Feb-12 00:00 00:40 0.67 8265 8293 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 00:40 00:55 0.25 8293 8293 Survey Survey
16-Feb-12 00:50 01:35 0.75 8293 8324 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 Ot35 01:55 0.33 8324 8324 Survey Survey
16-Feb-12 01:55 02:30 0.58 8324 8356 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 02:30 02:45 0.25 8356 8356 survey&conn. Survey &Conn.
16-Feb-12 02:45 03:25 0.67 8356 8387 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 03:25 03:35 0.17 8387 8387 Survey Survey
16-Feb-12 03:35 04:50 1.25 8387 8418 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 04:50 05:00 0.17 8418 8418 Survey Survey
16-Feb-12 05:00 06:30 1.50 8418 8428 Sliding Sliding - (WOB:9;GPM :205;TFO:360)
16-Feb-12 06:30 07:00 0.50 8428 8428 Other Pump Issues / XO Pumps
16-Feb-12 07:00 07:30 0.50 8428 8430 Sliding Sliding - (WOB:16;GPM :205;TFO:180)
16-Feb-12 07:30 09:10 1.67 8430 8430 Rig repair Blew Pop OffIX/O Pumps
16-Feb-12 09:10 10:05 0.92 8430 8450 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-rebd2 10:05 10:25 0.33 8450 8450 surveya conn. Survey &Conn.
16-Feb-12 10:25 12:30 2.08 8450 8459 Sliding Sliding - (WOB:16;GPM :205;TFO:180)
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JOB NO.: CA-12014 Report Time: 2400 30 of 31
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
D :ECTIONALDRik STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Thursday, February 16, 2012 at 0000 to Thursday, February 16, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 8265.00 Rotary Hours 9.50 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8594.00 Circulating Hours 1.17 RAB 124 SPP 3720 FlowRate 2os-2os 58
Total Drilled: 329.00 Avg. Total ROP: 17.95 Mud Data
Total Rotary Drilled: 286.00 Avg. Rotary ROP: 30.11 Type Oil Base PV 37 SOLID 36
Total Drilled Sliding: 43.00 Avg. Slide ROP: 4.87 Weight 16.4 GAS 120 YP 28 BHT° 138.2
Slide Hours: 8.83 Percent Rotary: 86.93 Viscosity 84 SAND 0 PH 0 Flow T° 105
Below Rotary Hrs. 24.08 Percent Slide: 13.07 Chlorides 317309 WL 19 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.

1 * f"' 1 P*T3, FI-t †, NUIFI: '
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 98.8 Azm. In: 287.8 Incl. Out: 94.1 Azm. Out: 288.7 Cummulative Cost: $325,062.50

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
16-Feb-12 00:00 00:40 0.67 8265 8293 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 00:40 00:55 0.25 8293 8293 Survey Survey
16-Feb-12 00:50 01:35 0.75 8293 8324 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 Ot35 01:55 0.33 8324 8324 Survey Survey
16-Feb-12 01:55 02:30 0.58 8324 8356 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 02:30 02:45 0.25 8356 8356 survey&conn. Survey &Conn.
16-Feb-12 02:45 03:25 0.67 8356 8387 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 03:25 03:35 0.17 8387 8387 Survey Survey
16-Feb-12 03:35 04:50 1.25 8387 8418 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 04:50 05:00 0.17 8418 8418 Survey Survey
16-Feb-12 05:00 06:30 1.50 8418 8428 Sliding Sliding - (WOB:9;GPM :205;TFO:360)
16-Feb-12 06:30 07:00 0.50 8428 8428 Other Pump Issues / XO Pumps
16-Feb-12 07:00 07:30 0.50 8428 8430 Sliding Sliding - (WOB:16;GPM :205;TFO:180)
16-Feb-12 07:30 09:10 1.67 8430 8430 Rig repair Blew Pop OffIX/O Pumps
16-Feb-12 09:10 10:05 0.92 8430 8450 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-rebd2 10:05 10:25 0.33 8450 8450 surveya conn. Survey &Conn.
16-Feb-12 10:25 12:30 2.08 8450 8459 Sliding Sliding - (WOB:16;GPM :205;TFO:180)
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Start End Start End Activity COMMENTDate
Time Time Hours

Depth Depth Code
16-Feb-12 12:30 13:10 0.67 8459 8481 Drilling Drilling- (WOB:10;GPM:205;RPM:40)
16-Feb-12 13:10 13:20 0.17 8481 8481 Survey &Conn. Survey
16-Feb-12 13:20 15:35 2.25 8481 8491 Sliding Sliding - (WOB:10;GPM:205;TFO:160)
16-Feb-12 15:35 16:10 0.58 8491 8513 Drilling Drilling - (WOB:10;GPM :205;RPM:40)
16-Feb-12 16:10 16:25 0.25 8513 8513 Survey &Conn. Survey
16-Feb-12 16:25 17:15 0.83 8513 8517 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 17:15 17:35 0.33 8517 8517 other Change Pumps
16-Feb-12 17:35 18:10 0.58 8517 8521 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 18:10 18:25 0.25 8521 8521 Other Change Pumps
16-Feb-12 18:25 19:30 1.08 8521 8525 sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 19:30 20:25 0.92 8525 8544 Drilling Drilling - (WOB:8;GPM205;RPM:40)
16-Feb-12 20:25 21:00 0.58 8544 8544 Rig

. Rig Service-InholeSenare-Inhnle
16-Feb-12 21:00 21:15 0.25 8544 8544 Survey &Conn. Survey &Conn.
16-Feb-12 21:15 22:35 1.33 8544 8576 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 22:35 22:50 0.25 8576 8576 Survey Survey
16-Feb-12 22:50 24:00 1.17 8576 8594 Drilling Drilling - (WOB:8;GPM :205;RPM:40)

WinSERVE II Daily Report License: NP3209 Daily Report for JOB#: CA-12014 - Page 2 of

Start End Start End Activity COMMENTDate
Time Time Hours

Depth Depth Code
16-Feb-12 12:30 13:10 0.67 8459 8481 Drilling Drilling- (WOB:10;GPM:205;RPM:40)
16-Feb-12 13:10 13:20 0.17 8481 8481 Survey &Conn. Survey
16-Feb-12 13:20 15:35 2.25 8481 8491 Sliding Sliding - (WOB:10;GPM:205;TFO:160)
16-Feb-12 15:35 16:10 0.58 8491 8513 Drilling Drilling - (WOB:10;GPM :205;RPM:40)
16-Feb-12 16:10 16:25 0.25 8513 8513 Survey &Conn. Survey
16-Feb-12 16:25 17:15 0.83 8513 8517 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 17:15 17:35 0.33 8517 8517 other Change Pumps
16-Feb-12 17:35 18:10 0.58 8517 8521 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 18:10 18:25 0.25 8521 8521 Other Change Pumps
16-Feb-12 18:25 19:30 1.08 8521 8525 sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 19:30 20:25 0.92 8525 8544 Drilling Drilling - (WOB:8;GPM205;RPM:40)
16-Feb-12 20:25 21:00 0.58 8544 8544 Rig

. Rig Service-InholeSenare-Inhnle
16-Feb-12 21:00 21:15 0.25 8544 8544 Survey &Conn. Survey &Conn.
16-Feb-12 21:15 22:35 1.33 8544 8576 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 22:35 22:50 0.25 8576 8576 Survey Survey
16-Feb-12 22:50 24:00 1.17 8576 8594 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
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Start End Start End Activity COMMENTDate
Time Time Hours

Depth Depth Code
16-Feb-12 12:30 13:10 0.67 8459 8481 Drilling Drilling- (WOB:10;GPM:205;RPM:40)
16-Feb-12 13:10 13:20 0.17 8481 8481 Survey &Conn. Survey
16-Feb-12 13:20 15:35 2.25 8481 8491 Sliding Sliding - (WOB:10;GPM:205;TFO:160)
16-Feb-12 15:35 16:10 0.58 8491 8513 Drilling Drilling - (WOB:10;GPM :205;RPM:40)
16-Feb-12 16:10 16:25 0.25 8513 8513 Survey &Conn. Survey
16-Feb-12 16:25 17:15 0.83 8513 8517 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 17:15 17:35 0.33 8517 8517 other Change Pumps
16-Feb-12 17:35 18:10 0.58 8517 8521 Sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 18:10 18:25 0.25 8521 8521 Other Change Pumps
16-Feb-12 18:25 19:30 1.08 8521 8525 sliding Sliding - (WOB:16;GPM :205;TFO:160)
16-Feb-12 19:30 20:25 0.92 8525 8544 Drilling Drilling - (WOB:8;GPM205;RPM:40)
16-Feb-12 20:25 21:00 0.58 8544 8544 Rig

. Rig Service-InholeSenare-Inhnle
16-Feb-12 21:00 21:15 0.25 8544 8544 Survey &Conn. Survey &Conn.
16-Feb-12 21:15 22:35 1.33 8544 8576 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
16-Feb-12 22:35 22:50 0.25 8576 8576 Survey Survey
16-Feb-12 22:50 24:00 1.17 8576 8594 Drilling Drilling - (WOB:8;GPM :205;RPM:40)
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JOB NO.: CA-12014 Report Time: 2400 29 of 30
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276C ENr RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
lAECTIONALDRILLES STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCu #26-2

From Wednesday, February 15, 2012 at 0000 to Wednesday, February 15, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7791.00 Rotary Hours 9.33 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8265.00 Circulating Hours 1.08 RAB 124 SPP 3720 FlowRate 205-37e 58
Total Drilled: 474.00 Avg. Total ROP: 25.17 Mud Data
Total Rotary Drilled: 386.00 Avg. Rotary ROP: 41.36 Type oliBase PV 36 SOLID 36.81
Total Drilled Sliding: 88.00 Avg. Slide ROP: 9.26 Weight 16.5 GAS 120 YP 29 BHT° 138.2
Slide Hours: 9.50 Percent Rotary: 81.43 Viscosity 70 SAND 0 PH 0 Flow T* 105
Below Rotary Hrs. 24.00 Percent Slide: 18.57 Chlorides 317774 WL 18 Oil % 54

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA#4:Sec. FX64 (6x18 jts.), 7/8 5 Stg.

1 5 fiveri OrPO FImt lib NM Flev
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 87.5 Azm. In: 287.8 Incl. Out: 98.8 Azrn. Out: 287.8

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Feb-12 00:00 01:10 1.17 7791 7791 other L/D 1 Joint DP w/Screen
15-Feb-12 01:10 01:20 0.17 7791 7791 Survey Survey
15-Feb-12 01:20 01:35 0.25 7791 7799 Drilling Drilling - (WOB:8;GPM :376;RPM:40)
15-Feb-12 01:35 03:$$ 2.33 7799 7819 Sliding Sliding - (WOB:18;GPM:205;TFO:360)
15-Feb-12 03:55 04:10 0.25 7819 7819 other Change Pumps
15-Feb-12 04:10 04:20 0.17 7819 7823 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 04:20 04:30 0.17 7823 7823 Survey Survey
15-Feb-12 04:30 07:30 3.00 7823 7855 sliding Sliding - (WOB:18;GPM :205;TFO:360)
15-Feb-12 07:30 07:40 0.17 7855 7855 survey& Conn. Survey
15-Feb-12 07:40 08:25 0.75 7855 7886 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 08:25 08:40 0.25 7886 7886 Survey a conn. Survey &Conn.
15-Feb-12 08:40 09:35 0.92 7886 7917 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 09:35 09:45 0.17 7917 7917 Survey & Conn. Survey
15-Feb-12 09:45 11:50 2.08 7917 7930 Sliding Sliding - (WOB:9;GPM:205;TFO:360)
15-Feb-12 11:50 12:00 0.17 7930 7935 Drilling Drilling - (WOB:8;GPM :376;RPM:40)
15-Feb-12 12:00 13:00 1.00 7936 7943 sliding Sliding - (WOB:9;GPM :205;TFO:0)
15-Feb-12 13:00 13:20 0.33 7943 7943 Survey & Conn. Survey
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JOB NO.: CA-12014 Report Time: 2400 29 of 30
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276C ENr RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
lAECTIONALDRILLES STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCu #26-2

From Wednesday, February 15, 2012 at 0000 to Wednesday, February 15, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7791.00 Rotary Hours 9.33 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8265.00 Circulating Hours 1.08 RAB 124 SPP 3720 FlowRate 205-37e 58
Total Drilled: 474.00 Avg. Total ROP: 25.17 Mud Data
Total Rotary Drilled: 386.00 Avg. Rotary ROP: 41.36 Type oliBase PV 36 SOLID 36.81
Total Drilled Sliding: 88.00 Avg. Slide ROP: 9.26 Weight 16.5 GAS 120 YP 29 BHT° 138.2
Slide Hours: 9.50 Percent Rotary: 81.43 Viscosity 70 SAND 0 PH 0 Flow T* 105
Below Rotary Hrs. 24.00 Percent Slide: 18.57 Chlorides 317774 WL 18 Oil % 54

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA#4:Sec. FX64 (6x18 jts.), 7/8 5 Stg.

1 5 fiveri OrPO FImt lib NM Flev
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 87.5 Azm. In: 287.8 Incl. Out: 98.8 Azrn. Out: 287.8

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Feb-12 00:00 01:10 1.17 7791 7791 other L/D 1 Joint DP w/Screen
15-Feb-12 01:10 01:20 0.17 7791 7791 Survey Survey
15-Feb-12 01:20 01:35 0.25 7791 7799 Drilling Drilling - (WOB:8;GPM :376;RPM:40)
15-Feb-12 01:35 03:$$ 2.33 7799 7819 Sliding Sliding - (WOB:18;GPM:205;TFO:360)
15-Feb-12 03:55 04:10 0.25 7819 7819 other Change Pumps
15-Feb-12 04:10 04:20 0.17 7819 7823 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 04:20 04:30 0.17 7823 7823 Survey Survey
15-Feb-12 04:30 07:30 3.00 7823 7855 sliding Sliding - (WOB:18;GPM :205;TFO:360)
15-Feb-12 07:30 07:40 0.17 7855 7855 survey& Conn. Survey
15-Feb-12 07:40 08:25 0.75 7855 7886 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 08:25 08:40 0.25 7886 7886 Survey a conn. Survey &Conn.
15-Feb-12 08:40 09:35 0.92 7886 7917 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 09:35 09:45 0.17 7917 7917 Survey & Conn. Survey
15-Feb-12 09:45 11:50 2.08 7917 7930 Sliding Sliding - (WOB:9;GPM:205;TFO:360)
15-Feb-12 11:50 12:00 0.17 7930 7935 Drilling Drilling - (WOB:8;GPM :376;RPM:40)
15-Feb-12 12:00 13:00 1.00 7936 7943 sliding Sliding - (WOB:9;GPM :205;TFO:0)
15-Feb-12 13:00 13:20 0.33 7943 7943 Survey & Conn. Survey
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JOB NO.: CA-12014 Report Time: 2400 29 of 30
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276C ENr RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
lAECTIONALDRILLES STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCu #26-2

From Wednesday, February 15, 2012 at 0000 to Wednesday, February 15, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7791.00 Rotary Hours 9.33 WOB 8 Pick UP 128 Slack Off 120 SPM
End Depth 8265.00 Circulating Hours 1.08 RAB 124 SPP 3720 FlowRate 205-37e 58
Total Drilled: 474.00 Avg. Total ROP: 25.17 Mud Data
Total Rotary Drilled: 386.00 Avg. Rotary ROP: 41.36 Type oliBase PV 36 SOLID 36.81
Total Drilled Sliding: 88.00 Avg. Slide ROP: 9.26 Weight 16.5 GAS 120 YP 29 BHT° 138.2
Slide Hours: 9.50 Percent Rotary: 81.43 Viscosity 70 SAND 0 PH 0 Flow T* 105
Below Rotary Hrs. 24.00 Percent Slide: 18.57 Chlorides 317774 WL 18 Oil % 54

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA#4:Sec. FX64 (6x18 jts.), 7/8 5 Stg.

1 5 fiveri OrPO FImt lib NM Flev
Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 87.5 Azm. In: 287.8 Incl. Out: 98.8 Azrn. Out: 287.8

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Feb-12 00:00 01:10 1.17 7791 7791 other L/D 1 Joint DP w/Screen
15-Feb-12 01:10 01:20 0.17 7791 7791 Survey Survey
15-Feb-12 01:20 01:35 0.25 7791 7799 Drilling Drilling - (WOB:8;GPM :376;RPM:40)
15-Feb-12 01:35 03:$$ 2.33 7799 7819 Sliding Sliding - (WOB:18;GPM:205;TFO:360)
15-Feb-12 03:55 04:10 0.25 7819 7819 other Change Pumps
15-Feb-12 04:10 04:20 0.17 7819 7823 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 04:20 04:30 0.17 7823 7823 Survey Survey
15-Feb-12 04:30 07:30 3.00 7823 7855 sliding Sliding - (WOB:18;GPM :205;TFO:360)
15-Feb-12 07:30 07:40 0.17 7855 7855 survey& Conn. Survey
15-Feb-12 07:40 08:25 0.75 7855 7886 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 08:25 08:40 0.25 7886 7886 Survey a conn. Survey &Conn.
15-Feb-12 08:40 09:35 0.92 7886 7917 Drilling Drilling- (WOB:8;GPM:376;RPM:40)
15-Feb-12 09:35 09:45 0.17 7917 7917 Survey & Conn. Survey
15-Feb-12 09:45 11:50 2.08 7917 7930 Sliding Sliding - (WOB:9;GPM:205;TFO:360)
15-Feb-12 11:50 12:00 0.17 7930 7935 Drilling Drilling - (WOB:8;GPM :376;RPM:40)
15-Feb-12 12:00 13:00 1.00 7936 7943 sliding Sliding - (WOB:9;GPM :205;TFO:0)
15-Feb-12 13:00 13:20 0.33 7943 7943 Survey & Conn. Survey
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Feb-12 13:20 14:00 0.67 7943 7979 Drining Drilling- (WOB'8;GPM:205;RPM:40)
15-Feb-12 14:00 14:30 0.50 7979 7979 rvire.Inhnle Rig Service-Inhole
15-Feb-12 14:30 14:45 0.25 7979 7979 Survey &Conn. Survey &Conn.
15-Feb-12 14:45 15:30 0.75 7979 8011 Drilling Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 15:30 15:40 0.17 8011 8011 survey&Conn. Survey
15-Feb-12 15:40 16:45 1.08 8011 8026 sliding Sliding - (WOB:9;GPM:205;TFO:360)
15-Feb-12 16:45 17:16 0.50 8026 8042 Drilung Driding- (WOB:8;GPM:205;RPM:40)
15-Feb-12 17:15 17:20 0.08 8042 8042 Survey &Conn. Survey
15-Feb-12 17:20 18:05 0,75 8042 8073 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 18:05 18:20 0.25 8073 8073 Survey &Conn. Survey & Conn.
15-Feb-12 18:20 19:10 0.83 8073 8104 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 19:10 19:20 0.17 8104 8104 Survey Survey
15-Feb-12 19:20 20:00 0.87 8104 8136 Drining DriHing- (WOB:8;GPM:205;RPM:40)
15-Feb-12 20:00 20:10 0.17 8136 8136 Survey Survey
15-Feb-12 20:10 20:58 0.75 8136 8187 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 20:55 21:10 0.25 8167 8167 Survey &Conn. Survey &Conn.
15-Feb-12 21:10 21:50 0.67 8167 8198 DrlHing Driling - (WOB:8;GPM:205;RPM:40)
15-Feb-12 21:50 22:05 0.25 8198 8198 Survey Survey
15-Feb-12 22:05 22:46 0.67 8198 8230 Driuing Drilling - (WOB:8;GPM205;RPM:40)
15-Feb-12 22:45 22:55 0.17 8230 8230 Survey Survey
15-Feb-12 22:55 23:35 0.67 8230 8261 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 23:35 23:50 0.25 8261 8261 Survey &conn. Survey &Conn.
15-Feb-12 23:50 24:00 0.17 8281 8265 Drining Drilling- (WOB:8;GPM:205;RPM:40)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Feb-12 13:20 14:00 0.67 7943 7979 Drining Drilling- (WOB'8;GPM:205;RPM:40)
15-Feb-12 14:00 14:30 0.50 7979 7979 rvire.Inhnle Rig Service-Inhole
15-Feb-12 14:30 14:45 0.25 7979 7979 Survey &Conn. Survey &Conn.
15-Feb-12 14:45 15:30 0.75 7979 8011 Drilling Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 15:30 15:40 0.17 8011 8011 survey&Conn. Survey
15-Feb-12 15:40 16:45 1.08 8011 8026 sliding Sliding - (WOB:9;GPM:205;TFO:360)
15-Feb-12 16:45 17:16 0.50 8026 8042 Drilung Driding- (WOB:8;GPM:205;RPM:40)
15-Feb-12 17:15 17:20 0.08 8042 8042 Survey &Conn. Survey
15-Feb-12 17:20 18:05 0,75 8042 8073 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 18:05 18:20 0.25 8073 8073 Survey &Conn. Survey & Conn.
15-Feb-12 18:20 19:10 0.83 8073 8104 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 19:10 19:20 0.17 8104 8104 Survey Survey
15-Feb-12 19:20 20:00 0.87 8104 8136 Drining DriHing- (WOB:8;GPM:205;RPM:40)
15-Feb-12 20:00 20:10 0.17 8136 8136 Survey Survey
15-Feb-12 20:10 20:58 0.75 8136 8187 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 20:55 21:10 0.25 8167 8167 Survey &Conn. Survey &Conn.
15-Feb-12 21:10 21:50 0.67 8167 8198 DrlHing Driling - (WOB:8;GPM:205;RPM:40)
15-Feb-12 21:50 22:05 0.25 8198 8198 Survey Survey
15-Feb-12 22:05 22:46 0.67 8198 8230 Driuing Drilling - (WOB:8;GPM205;RPM:40)
15-Feb-12 22:45 22:55 0.17 8230 8230 Survey Survey
15-Feb-12 22:55 23:35 0.67 8230 8261 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 23:35 23:50 0.25 8261 8261 Survey &conn. Survey &Conn.
15-Feb-12 23:50 24:00 0.17 8281 8265 Drining Drilling- (WOB:8;GPM:205;RPM:40)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Feb-12 13:20 14:00 0.67 7943 7979 Drining Drilling- (WOB'8;GPM:205;RPM:40)
15-Feb-12 14:00 14:30 0.50 7979 7979 rvire.Inhnle Rig Service-Inhole
15-Feb-12 14:30 14:45 0.25 7979 7979 Survey &Conn. Survey &Conn.
15-Feb-12 14:45 15:30 0.75 7979 8011 Drilling Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 15:30 15:40 0.17 8011 8011 survey&Conn. Survey
15-Feb-12 15:40 16:45 1.08 8011 8026 sliding Sliding - (WOB:9;GPM:205;TFO:360)
15-Feb-12 16:45 17:16 0.50 8026 8042 Drilung Driding- (WOB:8;GPM:205;RPM:40)
15-Feb-12 17:15 17:20 0.08 8042 8042 Survey &Conn. Survey
15-Feb-12 17:20 18:05 0,75 8042 8073 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 18:05 18:20 0.25 8073 8073 Survey &Conn. Survey & Conn.
15-Feb-12 18:20 19:10 0.83 8073 8104 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 19:10 19:20 0.17 8104 8104 Survey Survey
15-Feb-12 19:20 20:00 0.87 8104 8136 Drining DriHing- (WOB:8;GPM:205;RPM:40)
15-Feb-12 20:00 20:10 0.17 8136 8136 Survey Survey
15-Feb-12 20:10 20:58 0.75 8136 8187 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 20:55 21:10 0.25 8167 8167 Survey &Conn. Survey &Conn.
15-Feb-12 21:10 21:50 0.67 8167 8198 DrlHing Driling - (WOB:8;GPM:205;RPM:40)
15-Feb-12 21:50 22:05 0.25 8198 8198 Survey Survey
15-Feb-12 22:05 22:46 0.67 8198 8230 Driuing Drilling - (WOB:8;GPM205;RPM:40)
15-Feb-12 22:45 22:55 0.17 8230 8230 Survey Survey
15-Feb-12 22:55 23:35 0.67 8230 8261 Drining Drilling- (WOB:8;GPM:205;RPM:40)
15-Feb-12 23:35 23:50 0.25 8261 8261 Survey &conn. Survey &Conn.
15-Feb-12 23:50 24:00 0.17 8281 8265 Drining Drilling- (WOB:8;GPM:205;RPM:40)
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JOB NO.: CA-12014 Report Time: 2400 28 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE # 110276EN RIGNAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECT LDRILLWS STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Tuesday, February 14, 2012 at 0000 to Tuesday, February 14, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7698.00 Rotary Hours 3.33 WOB 8 Pick UP 140 Slack Off 130 SPM
End Depth 7791.00 Circulating Hours 0.17 RAB 135 SPP 3300 FlowRate 168-376 42
Total Drilled: 102.00 Avg. Total ROP: 10.03 Mud Data
Total Rotary Drilled: 34.00 Avg. Rotary ROP: 10.20 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 68.00 Avg. Slide ROP: 9.95 Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 6.83 Percent Rotary: 33.33 Viscosity 72 SAND 0 PH 0 Flow T* 110
Below Rotary Hrs. 24.00 Percent Slide: 66.67 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.), 7/8 5 Stg.

1 6 fiveri Prpg FImt lih NIWIFlev
Second Directional : BillyBayed Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts.4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

Inci. In: 81.2 Azm. In: 288.4 Incl. Out: 87.5 Azm. Out: 287.8

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
14-Feb-12 00:00 01:40 1.67 7707 7707 TiH TIH
14-Feb-12 01:40 01:45 0.08 7707 7707 circulating FillPipe
14-Feb-12 01:45 03:35 1.83 7707 7707 TiH TIH
14-Feb-12 03:35 03:40 0.08 7707 7707 circulating Fill Pipe
14-Feb-12 03:40 11:40 8.00 7707 7707 TlH P/U 4" DP
14-Feb-12 11:40 12:15 0.58 7707 7707 Other Rig DownL/DTruck / FillPipe
14-Feb-12 12:15 12:30 0.25 7707 7707 Survey & Conn. Conn.
14-Feb-12 12:30 14:30 2.00 7698 7707 Drillingcement Drilling- (WOB:40;GPM:376;RPM:32)
14-Feb-12 14:30 14:40 0.17 7698 7698 survey& Conn. Conn.
14-Feb-12 14:40 14:55 0.25 7698 7707 Drilling cement Drilling - (WOB:40;GPM:376;RPM:32)
14-Feb-12 14:55 15:05 0.17 7707 7712 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
14-Feb-12 15:05 15:15 0.17 7712 7712 Other Adjust SPM Rate
14-Feb-12 15:15 16:35 1.33 7712 7724 sliding Sliding - (WOB:62;GPM :376;TFO:0)
14-Feb-12 16:35 16:50 0.25 7724 7724 other Change Pumps
14-Feb-12 16:50 19:55 3.08 7724 7755 sliding Sliding - (WOB:18;GPM :376;TFO:360)
14-Feb-12 19:55 20:30 0.58 7755 7761 Drilling Drilling- (WOB:40;GPM :376;RPM:32)
14-Feb-12 20:30 20:45 0.25 7761 7761 Survey & Conn. Survey &Conn.
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JOB NO.: CA-12014 Report Time: 2400 28 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE # 110276EN RIGNAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECT LDRILLWS STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Tuesday, February 14, 2012 at 0000 to Tuesday, February 14, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7698.00 Rotary Hours 3.33 WOB 8 Pick UP 140 Slack Off 130 SPM
End Depth 7791.00 Circulating Hours 0.17 RAB 135 SPP 3300 FlowRate 168-376 42
Total Drilled: 102.00 Avg. Total ROP: 10.03 Mud Data
Total Rotary Drilled: 34.00 Avg. Rotary ROP: 10.20 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 68.00 Avg. Slide ROP: 9.95 Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 6.83 Percent Rotary: 33.33 Viscosity 72 SAND 0 PH 0 Flow T*

110
Below Rotary Hrs. 24.00 Percent Slide: 66.67 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.), 7/8 5 Stg.

1 6 fiveri Prpg FImt lih NIWIFlev
Second Directional : BillyBayed Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts.4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

Inci. In: 81.2 Azm. In: 288.4 Incl. Out: 87.5 Azm. Out: 287.8

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
14-Feb-12 00:00 01:40 1.67 7707 7707 TiH TIH
14-Feb-12 01:40 01:45 0.08 7707 7707 circulating FillPipe
14-Feb-12 01:45 03:35 1.83 7707 7707 TiH TIH
14-Feb-12 03:35 03:40 0.08 7707 7707 circulating Fill Pipe
14-Feb-12 03:40 11:40 8.00 7707 7707 TlH P/U 4" DP
14-Feb-12 11:40 12:15 0.58 7707 7707 Other Rig DownL/DTruck / FillPipe
14-Feb-12 12:15 12:30 0.25 7707 7707 Survey & Conn. Conn.
14-Feb-12 12:30 14:30 2.00 7698 7707 Drillingcement Drilling- (WOB:40;GPM:376;RPM:32)
14-Feb-12 14:30 14:40 0.17 7698 7698 survey& Conn. Conn.
14-Feb-12 14:40 14:55 0.25 7698 7707 Drilling cement Drilling - (WOB:40;GPM:376;RPM:32)
14-Feb-12 14:55 15:05 0.17 7707 7712 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
14-Feb-12 15:05 15:15 0.17 7712 7712 Other Adjust SPM Rate
14-Feb-12 15:15 16:35 1.33 7712 7724 sliding Sliding - (WOB:62;GPM :376;TFO:0)
14-Feb-12 16:35 16:50 0.25 7724 7724 other Change Pumps
14-Feb-12 16:50 19:55 3.08 7724 7755 sliding Sliding - (WOB:18;GPM :376;TFO:360)
14-Feb-12 19:55 20:30 0.58 7755 7761 Drilling Drilling- (WOB:40;GPM :376;RPM:32)
14-Feb-12 20:30 20:45 0.25 7761 7761 Survey & Conn. Survey &Conn.
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JOB NO.: CA-12014 Report Time: 2400 28 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE # 110276EN RIGNAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECT LDRILLWS STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Tuesday, February 14, 2012 at 0000 to Tuesday, February 14, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7698.00 Rotary Hours 3.33 WOB 8 Pick UP 140 Slack Off 130 SPM
End Depth 7791.00 Circulating Hours 0.17 RAB 135 SPP 3300 FlowRate 168-376 42
Total Drilled: 102.00 Avg. Total ROP: 10.03 Mud Data
Total Rotary Drilled: 34.00 Avg. Rotary ROP: 10.20 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 68.00 Avg. Slide ROP: 9.95 Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 6.83 Percent Rotary: 33.33 Viscosity 72 SAND 0 PH 0 Flow T*

110
Below Rotary Hrs. 24.00 Percent Slide: 66.67 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#4:Sec. FX64 (6x18 jts.), 7/8 5 Stg.

1 6 fiveri Prpg FImt lih NIWIFlev
Second Directional : BillyBayed Pony, UBHO, NM Flex, NM Flex, NM Flex

Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39
MWD Operatori Ryan Mahoney DP, 45 Jts.4"HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

Inci. In: 81.2 Azm. In: 288.4 Incl. Out: 87.5 Azm. Out: 287.8

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
14-Feb-12 00:00 01:40 1.67 7707 7707 TiH TIH
14-Feb-12 01:40 01:45 0.08 7707 7707 circulating FillPipe
14-Feb-12 01:45 03:35 1.83 7707 7707 TiH TIH
14-Feb-12 03:35 03:40 0.08 7707 7707 circulating Fill Pipe
14-Feb-12 03:40 11:40 8.00 7707 7707 TlH P/U 4" DP
14-Feb-12 11:40 12:15 0.58 7707 7707 Other Rig DownL/DTruck / FillPipe
14-Feb-12 12:15 12:30 0.25 7707 7707 Survey & Conn. Conn.
14-Feb-12 12:30 14:30 2.00 7698 7707 Drillingcement Drilling- (WOB:40;GPM:376;RPM:32)
14-Feb-12 14:30 14:40 0.17 7698 7698 survey& Conn. Conn.
14-Feb-12 14:40 14:55 0.25 7698 7707 Drilling cement Drilling - (WOB:40;GPM:376;RPM:32)
14-Feb-12 14:55 15:05 0.17 7707 7712 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
14-Feb-12 15:05 15:15 0.17 7712 7712 Other Adjust SPM Rate
14-Feb-12 15:15 16:35 1.33 7712 7724 sliding Sliding - (WOB:62;GPM :376;TFO:0)
14-Feb-12 16:35 16:50 0.25 7724 7724 other Change Pumps
14-Feb-12 16:50 19:55 3.08 7724 7755 sliding Sliding - (WOB:18;GPM :376;TFO:360)
14-Feb-12 19:55 20:30 0.58 7755 7761 Drilling Drilling- (WOB:40;GPM :376;RPM:32)
14-Feb-12 20:30 20:45 0.25 7761 7761 Survey & Conn. Survey &Conn.
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth . Code
14-Feb-12 20:45 23:10 2.42 7761 7786 sliding Sliding - (WOB:18;GPM:376;TFO:360)
14-Feb-12 23:10 23:30 0.33 7786 7791 Drilling Drilling - (WOB:8;GPM:376;RPM:40)
14-Feb42 23:30 24:00 0.50 7791 7791 Survey &Conn. Survey &Conn.(DrillierforgotScreen)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth . Code
14-Feb-12 20:45 23:10 2.42 7761 7786 sliding Sliding - (WOB:18;GPM:376;TFO:360)
14-Feb-12 23:10 23:30 0.33 7786 7791 Drilling Drilling - (WOB:8;GPM:376;RPM:40)
14-Feb42 23:30 24:00 0.50 7791 7791 Survey &Conn. Survey &Conn.(DrillierforgotScreen)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth . Code
14-Feb-12 20:45 23:10 2.42 7761 7786 sliding Sliding - (WOB:18;GPM:376;TFO:360)
14-Feb-12 23:10 23:30 0.33 7786 7791 Drilling Drilling - (WOB:8;GPM:376;RPM:40)
14-Feb42 23:30 24:00 0.50 7791 7791 Survey &Conn. Survey &Conn.(DrillierforgotScreen)
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JOB NO.: CA-12014 Report Time: 2400 27 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE #110276EN RIGNAME: Fontier Rig 10 FIELD: Cain Creek Unit
O!RECTNALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: cou #2e-2

From Monday, February 13, 2012 at 0000 to Monday, February 13, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type olisase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110

Below Rotary Hrs. 4.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52
PERSONNEL CASING BHA

Lead Directional : Russ Young Size Lblft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.
1 5 fiveri Orpg Fin9t uh, NM Flev

Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex
Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39

MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 81.2 Azm. In: 288.4 incl. Out: 81.2 Azm. Out: 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
13-Feb-12 00:00 10:30 10.50 7707 7707 Standby Test BOP
13-Feb-12 10:30 16:16 5.75 7707 7707 Standby Standby/ Logging
13-Feb-12 16:15 20:00 3.75 7707 7707 standby Standby/ Resting Drlg Line
13-Feb-12 20:00 21:00 1.00 7707 7707 other P/U Lateral BHA#4 &R/U Laydown Machine
13-Feb-12 21:00 22:30 1.50 7707 7707 Change BHA M/U Directional Tools &Orient MWD.
13-Feb-12 22:30 23:00 0.50 7707 7707 MWD Test MWD.(Good)
13-Feb-12 23:00 24:00 1.00 7707 7707 TiH M/U Bit &TIH
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JOB NO.: CA-12014 Report Time: 2400 27 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE #110276EN RIGNAME: Fontier Rig 10 FIELD: Cain Creek Unit
O!RECTNALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: cou #2e-2

From Monday, February 13, 2012 at 0000 to Monday, February 13, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type olisase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T°

110

Below Rotary Hrs. 4.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52
PERSONNEL CASING BHA

Lead Directional : Russ Young Size Lblft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.
1 5 fiveri Orpg Fin9t uh, NM Flev

Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex
Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39

MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 81.2 Azm. In: 288.4 incl. Out: 81.2 Azm. Out: 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
13-Feb-12 00:00 10:30 10.50 7707 7707 Standby Test BOP
13-Feb-12 10:30 16:16 5.75 7707 7707 Standby Standby/ Logging
13-Feb-12 16:15 20:00 3.75 7707 7707 standby Standby/ Resting Drlg Line
13-Feb-12 20:00 21:00 1.00 7707 7707 other P/U Lateral BHA#4 &R/U Laydown Machine
13-Feb-12 21:00 22:30 1.50 7707 7707 Change BHA M/U Directional Tools &Orient MWD.
13-Feb-12 22:30 23:00 0.50 7707 7707 MWD Test MWD.(Good)
13-Feb-12 23:00 24:00 1.00 7707 7707 TiH M/U Bit &TIH

WinSERVE il Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of

JOB NO.: CA-12014 Report Time: 2400 27 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE #110276EN RIGNAME: Fontier Rig 10 FIELD: Cain Creek Unit
O!RECTNALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: cou #2e-2

From Monday, February 13, 2012 at 0000 to Monday, February 13, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type olisase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T°

110

Below Rotary Hrs. 4.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52
PERSONNEL CASING BHA

Lead Directional : Russ Young Size Lblft Set Depth BHA#4:Sec. FX64 (6x18 jts.),7/8 5 Stg.
1 5 fiveri Orpg Fin9t uh, NM Flev

Second Directional : BillyBayert Pony, UBHO, NM Flex, NM Flex, NM Flex
Pony, 3 1/2 IFxXT39XO, 90 Jts. XT39

MWD Operatori Ryan Mahoney DP, 45 Jts. 4"HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 81.2 Azm. In: 288.4 incl. Out: 81.2 Azm. Out: 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
13-Feb-12 00:00 10:30 10.50 7707 7707 Standby Test BOP
13-Feb-12 10:30 16:16 5.75 7707 7707 Standby Standby/ Logging
13-Feb-12 16:15 20:00 3.75 7707 7707 standby Standby/ Resting Drlg Line
13-Feb-12 20:00 21:00 1.00 7707 7707 other P/U Lateral BHA#4 &R/U Laydown Machine
13-Feb-12 21:00 22:30 1.50 7707 7707 Change BHA M/U Directional Tools &Orient MWD.
13-Feb-12 22:30 23:00 0.50 7707 7707 MWD Test MWD.(Good)
13-Feb-12 23:00 24:00 1.00 7707 7707 TiH M/U Bit &TIH

WinSERVE il Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of



JOB NO.: CA-12014 Report Time: 2400 26 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIGNAME: Frontier Rig 1o FIELD: Cain Creek Unit
DIRECTI LDRILUNG STATE: Utah Township: T258

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #26-2

From Sunday, February 12, 2012 at 0000 to Sunday, February 12, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

5 etO wij 9R PPf4. NM Pony Flev A 1/9'
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 81.2 Arm. In: 288.4 incL Out' 81.2 Azin. Òut: 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
12-Feb-12 00:00 14:00 14.00 7707 7707 Standby Nipple up / Test BOP
12-Fet>-12 14:00 24:00 10.00 7707 7707 Standby Standby

WinSERVE Il Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of

JOB NO.: CA-12014 Report Time: 2400 26 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIGNAME: Frontier Rig 1o FIELD: Cain Creek Unit
DIRECTI LDRILUNG STATE: Utah Township: T258

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #26-2

From Sunday, February 12, 2012 at 0000 to Sunday, February 12, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

5 etO wij 9R PPf4. NM Pony Flev A 1/9'
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 81.2 Arm. In: 288.4 incL Out' 81.2 Azin. Òut: 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
12-Feb-12 00:00 14:00 14.00 7707 7707 Standby Nipple up / Test BOP
12-Fet>-12 14:00 24:00 10.00 7707 7707 Standby Standby
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JOB NO.: CA-12014 Report Time: 2400 26 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIGNAME: Frontier Rig 1o FIELD: Cain Creek Unit
DIRECTI LDRILUNG STATE: Utah Township: T258

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #26-2

From Sunday, February 12, 2012 at 0000 to Sunday, February 12, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

5 etO wij 9R PPf4. NM Pony Flev A 1/9'
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 81.2 Arm. In: 288.4 incL Out' 81.2 Azin. Òut: 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
12-Feb-12 00:00 14:00 14.00 7707 7707 Standby Nipple up / Test BOP
12-Fet>-12 14:00 24:00 10.00 7707 7707 Standby Standby
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JOB NO.: CA-12014 RepOrt Time: 2400 25 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIG NAME: Frontier Rig 1o FIELD: Cain Creek Unit
DRECT NALDRILLWS STATE: Utah Township: T25s

COUNTY: Grand SECTiRANGE: 26 19E

WELL NAME: ccu #2e-2

From Saturday, February 11, 2012 at 0000 to Saturday, February 11, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

metg arij 98 PPf4. NM Pnny Flev A 1/9'
Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0
GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
11-Feb-12 00:00 10:30 10.50 7707 7707 Standby P/U Casing
11-Feb-12 10:30 24:00 13.50 7707 7707 Standby Cement / NippleU/D
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JOB NO.: CA-12014 RepOrt Time: 2400 25 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIG NAME: Frontier Rig 1o FIELD: Cain Creek Unit
DRECT NALDRILLWS STATE: Utah Township: T25s

COUNTY: Grand SECTiRANGE: 26 19E

WELL NAME: ccu #2e-2

From Saturday, February 11, 2012 at 0000 to Saturday, February 11, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T°

110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

metg arij 98 PPf4. NM Pnny Flev A 1/9'
Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0
GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
11-Feb-12 00:00 10:30 10.50 7707 7707 Standby P/U Casing
11-Feb-12 10:30 24:00 13.50 7707 7707 Standby Cement / NippleU/D
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JOB NO.: CA-12014 RepOrt Time: 2400 25 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIG NAME: Frontier Rig 1o FIELD: Cain Creek Unit
DRECT NALDRILLWS STATE: Utah Township: T25s

COUNTY: Grand SECTiRANGE: 26 19E

WELL NAME: ccu #2e-2

From Saturday, February 11, 2012 at 0000 to Saturday, February 11, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T°

110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

metg arij 98 PPf4. NM Pnny Flev A 1/9'
Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0
GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
11-Feb-12 00:00 10:30 10.50 7707 7707 Standby P/U Casing
11-Feb-12 10:30 24:00 13.50 7707 7707 Standby Cement / NippleU/D
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JOB NO.: CA-12014 RepOrt Time: 2400 24 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE#110276ENT RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DiPECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 1eE

WELL NAME: CCU#26-2

From Friday, February 10, 2012 at 0000 to Friday, February 10, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NAType oilBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lbift Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

5•tc wij 98 PPf4 NM Pnny Floy A it?"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

IncL In: 81.2 Azm. In: 288.4 incL Out: 0 Azm. Out 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
10-Feb-12 00:00 24:00 24.00 7707 7707 Standby L/D DP & P/U Casing
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JOB NO.: CA-12014 RepOrt Time: 2400 24 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE#110276ENT RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DiPECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 1eE

WELL NAME: CCU#26-2

From Friday, February 10, 2012 at 0000 to Friday, February 10, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NAType oilBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lbift Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

5•tc wij 98 PPf4 NM Pnny Floy A it?"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

IncL In: 81.2 Azm. In: 288.4 incL Out: 0 Azm. Out 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
10-Feb-12 00:00 24:00 24.00 7707 7707 Standby L/D DP & P/U Casing
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JOB NO.: CA-12014 RepOrt Time: 2400 24 of 29
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE#110276ENT RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DiPECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 1eE

WELL NAME: CCU#26-2

From Friday, February 10, 2012 at 0000 to Friday, February 10, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7707.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NAType oilBase PV 40 SOLID 35
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lbift Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

5•tc wij 98 PPf4 NM Pnny Floy A it?"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

IncL In: 81.2 Azm. In: 288.4 incL Out: 0 Azm. Out 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
10-Feb-12 00:00 24:00 24.00 7707 7707 Standby L/D DP & P/U Casing
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JOB NO.: CA-12014 ROpOrt Time: 2400 23 of 24
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276C ENT RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECTIONALDRILLING STATE: utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Thursday, February 09, 2012 at 0000 to Thursday, February 09, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7682.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 1.08 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 25.00 Avg. Total ROP: 3.61 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 25.00 Avg. Slide ROP: 3.61 Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 6.92 Percent Rotary: .00 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 14.67 Percent Slide: 100.00 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

5•tc wij 99 PPA NM Pony Flev A 1/9"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:
Company Man: Mark Lewis

incl. In: 78.3 Azm. In: 288 incl. Out 81.2 Azm. Out 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
9-Feb-12 00:00 00:50 0.83 7682 7685 Sliding Sliding - (WOB:56;GPM :376;TFO:1r)
9-Feb-12 00:60 01:10 0.33 7685 7685 surveya conn. Survey &Conn.
9-Feb-12 01:10 07:15 6.08 7685 7707 Sliding Sliding - (WOB:56;GPM :376;TFO:1r)
9-Feb-12 07:15 07:55 0.67 7707 7707 Circulating Circulating/ Wait on Orders
9-Feb-12 07:55 08:00 0.08 7707 7707 Survey & Conn. Checkshot
9-Feb-12 08:00 08:25 0.42 7707 7707 Circulating Circulating/ Wait on Orders
9-Feb-12 08:25 08:40 0.25 7707 7707 other Flow Check
9-Feb-12 08:40 13:30 4.83 7707 7707 PooH POOH
9-Feb-12 13:30 14:40 1.17 7707 7707 other L/D Tools
9-Feb-12 14:40 24:00 9.33 7707 7707 Standby StandbyCsg Point
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JOB NO.: CA-12014 ROpOrt Time: 2400 23 of 24
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276C ENT RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECTIONALDRILLING STATE: utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Thursday, February 09, 2012 at 0000 to Thursday, February 09, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7682.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 1.08 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 25.00 Avg. Total ROP: 3.61 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 25.00 Avg. Slide ROP: 3.61 Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 6.92 Percent Rotary: .00 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 14.67 Percent Slide: 100.00 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

5•tc wij 99 PPA NM Pony Flev A 1/9"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 78.3 Azm. In: 288 incl. Out 81.2 Azm. Out 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
9-Feb-12 00:00 00:50 0.83 7682 7685 Sliding Sliding - (WOB:56;GPM :376;TFO:1r)
9-Feb-12 00:60 01:10 0.33 7685 7685 surveya conn. Survey &Conn.
9-Feb-12 01:10 07:15 6.08 7685 7707 Sliding Sliding - (WOB:56;GPM :376;TFO:1r)
9-Feb-12 07:15 07:55 0.67 7707 7707 Circulating Circulating/ Wait on Orders
9-Feb-12 07:55 08:00 0.08 7707 7707 Survey & Conn. Checkshot
9-Feb-12 08:00 08:25 0.42 7707 7707 Circulating Circulating/ Wait on Orders
9-Feb-12 08:25 08:40 0.25 7707 7707 other Flow Check
9-Feb-12 08:40 13:30 4.83 7707 7707 PooH POOH
9-Feb-12 13:30 14:40 1.17 7707 7707 other L/D Tools
9-Feb-12 14:40 24:00 9.33 7707 7707 Standby StandbyCsg Point

WinSERVE Il Daily Report License: NP3136 ÛBily RepOff for AOS#: ÛA-1ŽÛ14- Page 1 Of

JOB NO.: CA-12014 ROpOrt Time: 2400 23 of 24
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276C ENT RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECTIONALDRILLING STATE: utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Thursday, February 09, 2012 at 0000 to Thursday, February 09, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7682.00 Rotary Hours 0.00 WOB 62 Pick UP 180 Slack Off 171 SPM
End Depth 7707.00 Circulating Hours 1.08 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 25.00 Avg. Total ROP: 3.61 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 35
Total Drilled Sliding: 25.00 Avg. Slide ROP: 3.61 Weight 16.6 GAS 996 YP 45 BHT* 138.2
Slide Hours: 6.92 Percent Rotary: .00 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 14.67 Percent Slide: 100.00 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

5•tc wij 99 PPA NM Pony Flev A 1/9"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 78.3 Azm. In: 288 incl. Out 81.2 Azm. Out 288.4

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
9-Feb-12 00:00 00:50 0.83 7682 7685 Sliding Sliding - (WOB:56;GPM :376;TFO:1r)
9-Feb-12 00:60 01:10 0.33 7685 7685 surveya conn. Survey &Conn.
9-Feb-12 01:10 07:15 6.08 7685 7707 Sliding Sliding - (WOB:56;GPM :376;TFO:1r)
9-Feb-12 07:15 07:55 0.67 7707 7707 Circulating Circulating/ Wait on Orders
9-Feb-12 07:55 08:00 0.08 7707 7707 Survey & Conn. Checkshot
9-Feb-12 08:00 08:25 0.42 7707 7707 Circulating Circulating/ Wait on Orders
9-Feb-12 08:25 08:40 0.25 7707 7707 other Flow Check
9-Feb-12 08:40 13:30 4.83 7707 7707 PooH POOH
9-Feb-12 13:30 14:40 1.17 7707 7707 other L/D Tools
9-Feb-12 14:40 24:00 9.33 7707 7707 Standby StandbyCsg Point
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JOB NO.: CA-12014 Report Time: 2400 22 of 22
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE #110276ONES RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
DiBECTIONALDRILL STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Wednesday, February 08, 2012 at 0000 to Wednesday, February 08, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7583.00 Rotary Hours 12.50 WOB 56 Pick UP 180 Slack Off 171 SPM
End Depth 7682.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 99.00 Avg. Total ROP: 4.66 Mud Data
Total Rotary Drilled: 62.00 Avg. Rotary ROP: 4.96 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 37.00 Avg. Slide ROP: 4.23 Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 8.75 Percent Rotary: 62.63 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 24.00 Percent Slide: 37.37 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM
Flex Pony, 45 jts. 4 1/2" DP, 27 Jts.MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $11,125.00
Incl. In: 69.8 Azm. In: 286.6 Incl. Out: 78.3 Azm. Out: 288 Cummulative Cost: $245,300.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
8-Feb-12 00:00 03:00 3.00 7583 7592 Sliding Sliding - (WOB:39;GPM :376;TFO:6L)
8-Febd2 03:00 03:15 0.25 7592 7592 Survey &Conn. Survey & Conn.
8-Feb-12 03:15 04:30 1.25 7592 7600 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 04:30 08:10 3.67 7600 7621 Sliding Sliding - (WOB:48;GPM:376;TFØ:6L)
8-Feb-12 08:10 08:25 0.25 7621 7623 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 0ð:25 08:36 0.17 7623 7623 Survey & Conn. Survey
8-Feb-12 08:35 10:45 2.17 7623 7640 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 10:45 10:55 0 17 7640 7640 Survey& Conn. Checkshot
8-Feb-12 10:55 13:15 2.33 7640 7654 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 13:15 13:25 0.17 7654 7ðS4 survey&Conn Survey
8-Feb-12 13:25 13:50 0.42 7654 7654 Ni9 Rig Service-InholeSerrire-Inhnle
8-Feb-12 13:50 15:25 1.58 7654 7654 Rig repair Work on Putnp
8-Feb-12 15:25 16:15 0.83 7654 7660 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 16:15 17:50 1.58 7660 7665 sliding Sliding - (WÓB:48;GPM:376;TFÖ:0)
8-Feb-12 17:50 23:30 5.67 7665 7680 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 23:30 24:00 0.50 7680 7682 Sliding Sliding - (WOB:56;GPM:376;TFO:15R)
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JOB NO.: CA-12014 Report Time: 2400 22 of 22
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE #110276ONES RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
DiBECTIONALDRILL STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Wednesday, February 08, 2012 at 0000 to Wednesday, February 08, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7583.00 Rotary Hours 12.50 WOB 56 Pick UP 180 Slack Off 171 SPM
End Depth 7682.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 99.00 Avg. Total ROP: 4.66 Mud Data
Total Rotary Drilled: 62.00 Avg. Rotary ROP: 4.96 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 37.00 Avg. Slide ROP: 4.23 Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 8.75 Percent Rotary: 62.63 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 24.00 Percent Slide: 37.37 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM
Flex Pony, 45 jts. 4 1/2" DP, 27 Jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $11,125.00
Incl. In: 69.8 Azm. In: 286.6 Incl. Out: 78.3 Azm. Out: 288 Cummulative Cost: $245,300.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
8-Feb-12 00:00 03:00 3.00 7583 7592 Sliding Sliding - (WOB:39;GPM :376;TFO:6L)
8-Febd2 03:00 03:15 0.25 7592 7592 Survey &Conn. Survey & Conn.
8-Feb-12 03:15 04:30 1.25 7592 7600 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 04:30 08:10 3.67 7600 7621 Sliding Sliding - (WOB:48;GPM:376;TFØ:6L)
8-Feb-12 08:10 08:25 0.25 7621 7623 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 0ð:25 08:36 0.17 7623 7623 Survey & Conn. Survey
8-Feb-12 08:35 10:45 2.17 7623 7640 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 10:45 10:55 0 17 7640 7640 Survey& Conn. Checkshot
8-Feb-12 10:55 13:15 2.33 7640 7654 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 13:15 13:25 0.17 7654 7ðS4 survey&Conn Survey
8-Feb-12 13:25 13:50 0.42 7654 7654 Ni9 Rig Service-InholeSerrire-Inhnle
8-Feb-12 13:50 15:25 1.58 7654 7654 Rig repair Work on Putnp
8-Feb-12 15:25 16:15 0.83 7654 7660 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 16:15 17:50 1.58 7660 7665 sliding Sliding - (WÓB:48;GPM:376;TFÖ:0)
8-Feb-12 17:50 23:30 5.67 7665 7680 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 23:30 24:00 0.50 7680 7682 Sliding Sliding - (WOB:56;GPM:376;TFO:15R)
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JOB NO.: CA-12014 Report Time: 2400 22 of 22
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE #110276ONES RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
DiBECTIONALDRILL STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Wednesday, February 08, 2012 at 0000 to Wednesday, February 08, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7583.00 Rotary Hours 12.50 WOB 56 Pick UP 180 Slack Off 171 SPM
End Depth 7682.00 Circulating Hours 0.00 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 99.00 Avg. Total ROP: 4.66 Mud Data
Total Rotary Drilled: 62.00 Avg. Rotary ROP: 4.96 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 37.00 Avg. Slide ROP: 4.23 Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 8.75 Percent Rotary: 62.63 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 24.00 Percent Slide: 37.37 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM
Flex Pony, 45 jts. 4 1/2" DP, 27 Jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $11,125.00
Incl. In: 69.8 Azm. In: 286.6 Incl. Out: 78.3 Azm. Out: 288 Cummulative Cost: $245,300.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
8-Feb-12 00:00 03:00 3.00 7583 7592 Sliding Sliding - (WOB:39;GPM :376;TFO:6L)
8-Febd2 03:00 03:15 0.25 7592 7592 Survey &Conn. Survey & Conn.
8-Feb-12 03:15 04:30 1.25 7592 7600 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 04:30 08:10 3.67 7600 7621 Sliding Sliding - (WOB:48;GPM:376;TFØ:6L)
8-Feb-12 08:10 08:25 0.25 7621 7623 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 0ð:25 08:36 0.17 7623 7623 Survey & Conn. Survey
8-Feb-12 08:35 10:45 2.17 7623 7640 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
8-Feb-12 10:45 10:55 0 17 7640 7640 Survey& Conn. Checkshot
8-Feb-12 10:55 13:15 2.33 7640 7654 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 13:15 13:25 0.17 7654 7ðS4 survey&Conn Survey
8-Feb-12 13:25 13:50 0.42 7654 7654 Ni9 Rig Service-InholeSerrire-Inhnle
8-Feb-12 13:50 15:25 1.58 7654 7654 Rig repair Work on Putnp
8-Feb-12 15:25 16:15 0.83 7654 7660 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 16:15 17:50 1.58 7660 7665 sliding Sliding - (WÓB:48;GPM:376;TFÖ:0)
8-Feb-12 17:50 23:30 5.67 7665 7680 Drilling Drilling - (WOB:40;GPM :376;RPM:32)
8-Feb-12 23:30 24:00 0.50 7680 7682 Sliding Sliding - (WOB:56;GPM:376;TFO:15R)
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JOB NO.: CA-12014 Report Time: 2400 21 of 21
Company: Fidelity E & P API JOB # 43-0195-0011

LRGCANMNE an

ler Rig 10

WORK ORFDER# AFEnC110276

O ECTIONALDRIL MG STATE: Utah Township: T25S

COUNTY:Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Tuesday, February 07, 2012 at 0000 to Tuesday, February 07, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7443.00 Rotary Hours 7.33 WOB 39 Pick UP 180 Slack Off 171 SPM
End Depth 7583.00 Circulating Hours 0.50 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 140.00 Avg. Total ROP: 6.25 Mud Data
Total Rotary Drilled: 61.00 Avg. Rotary ROP: 8.32 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 79.00 Avg. Slide ROP: 5.24 Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 15.08 Percent Rotary: 43.57 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 24.00 Percent Slide: 56.43 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

ut0 Tij PPri NFSPony Flav, R it?
Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operator1 Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: MarkLewis Daj|y COSt $11,126.ÛÛ
Incl. In: 60 Azm. In: 288.1 Incl. Out: 69.8 Azm. Out: 286.6 Cummulative Cost: $234,175.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENT
Time Time Depth Depth Code

7-Feb-12 00:00 00:55 0.92 7443 7457 Sliding Sliding - (WOB:39;GPM :376;TFO:20L)
7-Feb-12 00:55 01:25 0.50 7457 7468 Drilling Drilling - (WOB:35;GPM:376;RPM:32)
7-Feb-12 01:25 01:35 0.17 7468 7468 Survey Survey
7-Feb-12 Ot35 02:35 1.00 7468 7481 Sliding Sliding - (WOB:39;GPM376;TFO:17L)
7-Feb-12 02:35 03:15 0.67 7481 7499 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 03:15 03:35 0 33 7499 7499 Survey & Conri. Survey &Conn.
7-Feb-12 03:35 05:00 1.42 7499 7516 Sliding Sliding - (WOB:39;GPM :376;TFO:1R)
7-Feb-12 05:00 05:05 0.08 7516 7516 Survey Survey Check Shot
7-Feb-12 05:05 11:00 5.92 7516 7530 SiiÃng Sliding - (WOB:39;GPM :376;TFO:1R)
7-Feb-12 11:00 11:15 0.25 7530 7530 surveya conn Survey
7-Feb-12 11:15 12:10 0.92 7530 7534 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 12;10 12:30 0.33 7534 7534 XO Pumps
7-Feb-12 12:30 15:45 3.25 7534 7547 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 15:45 15:55 0.17 1547 7547 Survey & Conn. Ckeck Shot
7-Feb-12 15:55 20:20 4.42 7547 7562 Sliding Sliding - (WOB:39;GPM :376;TFO:1)
7-Feb-12 20:20 20:35 0.25 7562 7562 Survey Survey
7-Feb-12 20:35 22:35 2.00 7562 7577 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
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JOB NO.: CA-12014 Report Time: 2400 21 of 21
Company: Fidelity E & P API JOB # 43-0195-0011

LRGCANMNE an

ler Rig 10

WORK ORFDER# AFEnC110276

O ECTIONALDRIL MG STATE: Utah Township: T25S

COUNTY:Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Tuesday, February 07, 2012 at 0000 to Tuesday, February 07, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7443.00 Rotary Hours 7.33 WOB 39 Pick UP 180 Slack Off 171 SPM
End Depth 7583.00 Circulating Hours 0.50 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 140.00 Avg. Total ROP: 6.25 Mud Data
Total Rotary Drilled: 61.00 Avg. Rotary ROP: 8.32 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 79.00 Avg. Slide ROP: 5.24 Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 15.08 Percent Rotary: 43.57 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 24.00 Percent Slide: 56.43 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

ut0 Tij PPri NFSPony Flav, R it?
Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operator1 Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: MarkLewis Daj|y COSt $11,126.ÛÛ
Incl. In: 60 Azm. In: 288.1 Incl. Out: 69.8 Azm. Out: 286.6 Cummulative Cost: $234,175.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENT
Time Time Depth Depth Code

7-Feb-12 00:00 00:55 0.92 7443 7457 Sliding Sliding - (WOB:39;GPM :376;TFO:20L)
7-Feb-12 00:55 01:25 0.50 7457 7468 Drilling Drilling - (WOB:35;GPM:376;RPM:32)
7-Feb-12 01:25 01:35 0.17 7468 7468 Survey Survey
7-Feb-12 Ot35 02:35 1.00 7468 7481 Sliding Sliding - (WOB:39;GPM376;TFO:17L)
7-Feb-12 02:35 03:15 0.67 7481 7499 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 03:15 03:35 0 33 7499 7499 Survey & Conri. Survey &Conn.
7-Feb-12 03:35 05:00 1.42 7499 7516 Sliding Sliding - (WOB:39;GPM :376;TFO:1R)
7-Feb-12 05:00 05:05 0.08 7516 7516 Survey Survey Check Shot
7-Feb-12 05:05 11:00 5.92 7516 7530 SiiÃng Sliding - (WOB:39;GPM :376;TFO:1R)
7-Feb-12 11:00 11:15 0.25 7530 7530 surveya conn Survey
7-Feb-12 11:15 12:10 0.92 7530 7534 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 12;10 12:30 0.33 7534 7534 XO Pumps
7-Feb-12 12:30 15:45 3.25 7534 7547 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 15:45 15:55 0.17 1547 7547 Survey & Conn. Ckeck Shot
7-Feb-12 15:55 20:20 4.42 7547 7562 Sliding Sliding - (WOB:39;GPM :376;TFO:1)
7-Feb-12 20:20 20:35 0.25 7562 7562 Survey Survey
7-Feb-12 20:35 22:35 2.00 7562 7577 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
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JOB NO.: CA-12014 Report Time: 2400 21 of 21
Company: Fidelity E & P API JOB # 43-0195-0011

LRGCANMNE an

ler Rig 10

WORK ORFDER# AFEnC110276

O ECTIONALDRIL MG STATE: Utah Township: T25S

COUNTY:Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Tuesday, February 07, 2012 at 0000 to Tuesday, February 07, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7443.00 Rotary Hours 7.33 WOB 39 Pick UP 180 Slack Off 171 SPM
End Depth 7583.00 Circulating Hours 0.50 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 140.00 Avg. Total ROP: 6.25 Mud Data
Total Rotary Drilled: 61.00 Avg. Rotary ROP: 8.32 Type oilBase PV 40 SOLID 35
Total Drilled Sliding: 79.00 Avg. Slide ROP: 5.24 Weight 16.6 GAS 996 YP 45 BHT° 138.2
Slide Hours: 15.08 Percent Rotary: 43.57 Viscosity 72 SAND 0 PH 0 Flow T° 110
Below Rotary Hrs. 24.00 Percent Slide: 56.43 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#3:Hughes GX28DXO (3x22jts), 7/8

ut0 Tij PPri NFSPony Flav, R it?
Second Directional : BillyBayert UBHO Sub, NM Flex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operator1 Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: MarkLewis Daj|y COSt $11,126.ÛÛ
Incl. In: 60 Azm. In: 288.1 Incl. Out: 69.8 Azm. Out: 286.6 Cummulative Cost: $234,175.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENT
Time Time Depth Depth Code

7-Feb-12 00:00 00:55 0.92 7443 7457 Sliding Sliding - (WOB:39;GPM :376;TFO:20L)
7-Feb-12 00:55 01:25 0.50 7457 7468 Drilling Drilling - (WOB:35;GPM:376;RPM:32)
7-Feb-12 01:25 01:35 0.17 7468 7468 Survey Survey
7-Feb-12 Ot35 02:35 1.00 7468 7481 Sliding Sliding - (WOB:39;GPM376;TFO:17L)
7-Feb-12 02:35 03:15 0.67 7481 7499 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 03:15 03:35 0 33 7499 7499 Survey & Conri. Survey &Conn.
7-Feb-12 03:35 05:00 1.42 7499 7516 Sliding Sliding - (WOB:39;GPM :376;TFO:1R)
7-Feb-12 05:00 05:05 0.08 7516 7516 Survey Survey Check Shot
7-Feb-12 05:05 11:00 5.92 7516 7530 SiiÃng Sliding - (WOB:39;GPM :376;TFO:1R)
7-Feb-12 11:00 11:15 0.25 7530 7530 surveya conn Survey
7-Feb-12 11:15 12:10 0.92 7530 7534 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 12;10 12:30 0.33 7534 7534 XO Pumps
7-Feb-12 12:30 15:45 3.25 7534 7547 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
7-Feb-12 15:45 15:55 0.17 1547 7547 Survey & Conn. Ckeck Shot
7-Feb-12 15:55 20:20 4.42 7547 7562 Sliding Sliding - (WOB:39;GPM :376;TFO:1)
7-Feb-12 20:20 20:35 0.25 7562 7562 Survey Survey
7-Feb-12 20:35 22:35 2.00 7562 7577 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
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Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
7-Feb-12 22:35 24:00 1.42 7577 7583 Sliding Sliding - (WOB:39;GPM:376;TFO;6L)
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Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
7-Feb-12 22:35 24:00 1.42 7577 7583 Sliding Sliding - (WOB:39;GPM:376;TFO;6L)
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Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
7-Feb-12 22:35 24:00 1.42 7577 7583 Sliding Sliding - (WOB:39;GPM:376;TFO;6L)

WinSERVE II Daily Report License: NP3209 Daily Report for JOB#: CA-12014 - Page 2 of



JOB NO.: CA-12014 Report Time: 2400 20 of 21
Company: Fidelity E & P API JOB # 43-0195-0011

LRGAN MNE: rœn

ier Rig 10

WORK ORFDER# r #C110276

RECTIONALDRIL STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, February 06, 2012 at 0000 to Monday, February 06, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7171.00 Rotary Hours 7.50 WOB 39 Pick UP 180 Slack Off 171 SPM
End Depth 7443.00 Circulating Hours 2.17 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 272.00 Avg. Total ROP: 14.25 Mud Data
Total Rotary Drilled: 104.00 Avg. Rotary ROP: 13.87 Type oilBase PV 28 SOLID 38.37
Total Drilled Sliding: 168.00 Avg. Slide ROP: 14.50 Weight 16.5 GAS 996 YP 45 BHT* 138.2
Slide Hours: 11.58 Percent Rotary: 38.24 Viscosity 80 SAND 0 PH 0 Flow T° 100
Below Rotary Hrs. 24.00 Percent Slide: 61.76 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

ut3 1rij 9* PPO, NFI P-ny Flav, R 1'?'
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 61/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 32.3 Azm. In: 284.1 Incl. Out: 60 Azm. Out: 288.1 Cummulative Cost: $223,050.00

GENERAL COMMENT
Motor #:CD65067
RPG=0.28

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
6-Feb-12 00:00 00:55 0.92 7171 7171 TIH TIH
6-Feb-12 00:55 02:20 1.42 7171 7171 Circulating Circulate Bottoms Up &Cond Mud
6-Feb-12 02:20 02:30 0.17 7171 7171 circulating Slow Pmp Rate
6-Feb-12 02:30 02:40 0.17 7171 7171 MVVDSurvey Recycle Pmps For Gamma &T/F
6-Feb-12 02:40 04:30 1.83 7171 7181 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
6-Feb-12 04:30 07:15 2.75 7181 7208 Sliding Sliding- (WOB:37;GPM:376;TFO:20R)
6-Feb-12 07:15 08:15 1.00 7208 7218 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
6-Feb-12 08:15 08:25 0.17 7218 7218 kie

. Rig Service-Inhole
RenorminhnlP

6-Feb-12 08:25 08:45 0.33 7218 7218 Survey & Conn. Survey & Conn.
6-Feb-12 08 45 10:20 f.58 7218 7240 sliding Sliding - (WOB:39;GPM :376;TFO:10R)
6-Feb-12 10:20 11:00 0.67 7240 7249 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 11;00 11:10 0.17 7249 7249 survey&Conn. Survey
6-Feb-12 11:10 12:25 1.25 7249 7268 Sliding Sliding - (WOB:39;GPM :376;TFO:20R)
6-Feb-12 12:25 13:05 0.67 7268 72ð0 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 13:05 13:15 0.17 7280 7280 Survey & Conn. Survey
6-Feb-12 13:15 14:40 1.42 7280 7303 Sliding $liding- (WOB:39;GPM:376;TFO:20L)
6-Feb-12 14:40 15:10 0.50 7303 7312 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
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JOB NO.: CA-12014 Report Time: 2400 20 of 21
Company: Fidelity E & P API JOB # 43-0195-0011

LRGAN MNE: rœn

ier Rig 10

WORK ORFDER# r #C110276

RECTIONALDRIL STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, February 06, 2012 at 0000 to Monday, February 06, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7171.00 Rotary Hours 7.50 WOB 39 Pick UP 180 Slack Off 171 SPM
End Depth 7443.00 Circulating Hours 2.17 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 272.00 Avg. Total ROP: 14.25 Mud Data
Total Rotary Drilled: 104.00 Avg. Rotary ROP: 13.87 Type oilBase PV 28 SOLID 38.37
Total Drilled Sliding: 168.00 Avg. Slide ROP: 14.50 Weight 16.5 GAS 996 YP 45 BHT* 138.2
Slide Hours: 11.58 Percent Rotary: 38.24 Viscosity 80 SAND 0 PH 0 Flow T° 100
Below Rotary Hrs. 24.00 Percent Slide: 61.76 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

ut3 1rij 9* PPO, NFI P-ny Flav, R 1'?'
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 61/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 32.3 Azm. In: 284.1 Incl. Out: 60 Azm. Out: 288.1 Cummulative Cost: $223,050.00

GENERAL COMMENT
Motor #:CD65067
RPG=0.28

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
6-Feb-12 00:00 00:55 0.92 7171 7171 TIH TIH
6-Feb-12 00:55 02:20 1.42 7171 7171 Circulating Circulate Bottoms Up &Cond Mud
6-Feb-12 02:20 02:30 0.17 7171 7171 circulating Slow Pmp Rate
6-Feb-12 02:30 02:40 0.17 7171 7171 MVVDSurvey Recycle Pmps For Gamma &T/F
6-Feb-12 02:40 04:30 1.83 7171 7181 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
6-Feb-12 04:30 07:15 2.75 7181 7208 Sliding Sliding- (WOB:37;GPM:376;TFO:20R)
6-Feb-12 07:15 08:15 1.00 7208 7218 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
6-Feb-12 08:15 08:25 0.17 7218 7218 kie

. Rig Service-Inhole
RenorminhnlP

6-Feb-12 08:25 08:45 0.33 7218 7218 Survey & Conn. Survey & Conn.
6-Feb-12 08 45 10:20 f.58 7218 7240 sliding Sliding - (WOB:39;GPM :376;TFO:10R)
6-Feb-12 10:20 11:00 0.67 7240 7249 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 11;00 11:10 0.17 7249 7249 survey&Conn. Survey
6-Feb-12 11:10 12:25 1.25 7249 7268 Sliding Sliding - (WOB:39;GPM :376;TFO:20R)
6-Feb-12 12:25 13:05 0.67 7268 72ð0 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 13:05 13:15 0.17 7280 7280 Survey & Conn. Survey
6-Feb-12 13:15 14:40 1.42 7280 7303 Sliding $liding- (WOB:39;GPM:376;TFO:20L)
6-Feb-12 14:40 15:10 0.50 7303 7312 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
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JOB NO.: CA-12014 Report Time: 2400 20 of 21
Company: Fidelity E & P API JOB # 43-0195-0011

LRGAN MNE: rœn

ier Rig 10

WORK ORFDER# r #C110276

RECTIONALDRIL STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, February 06, 2012 at 0000 to Monday, February 06, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7171.00 Rotary Hours 7.50 WOB 39 Pick UP 180 Slack Off 171 SPM
End Depth 7443.00 Circulating Hours 2.17 RAB 175 SPP 3250 FlowRate 376-376 88
Total Drilled: 272.00 Avg. Total ROP: 14.25 Mud Data
Total Rotary Drilled: 104.00 Avg. Rotary ROP: 13.87 Type oilBase PV 28 SOLID 38.37
Total Drilled Sliding: 168.00 Avg. Slide ROP: 14.50 Weight 16.5 GAS 996 YP 45 BHT* 138.2
Slide Hours: 11.58 Percent Rotary: 38.24 Viscosity 80 SAND 0 PH 0 Flow T° 100
Below Rotary Hrs. 24.00 Percent Slide: 61.76 Chlorides 570873 WL 27 Oil % 52

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

ut3 1rij 9* PPO, NFI P-ny Flav, R 1'?'
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 61/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 32.3 Azm. In: 284.1 Incl. Out: 60 Azm. Out: 288.1 Cummulative Cost: $223,050.00

GENERAL COMMENT
Motor #:CD65067
RPG=0.28

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
6-Feb-12 00:00 00:55 0.92 7171 7171 TIH TIH
6-Feb-12 00:55 02:20 1.42 7171 7171 Circulating Circulate Bottoms Up &Cond Mud
6-Feb-12 02:20 02:30 0.17 7171 7171 circulating Slow Pmp Rate
6-Feb-12 02:30 02:40 0.17 7171 7171 MVVDSurvey Recycle Pmps For Gamma &T/F
6-Feb-12 02:40 04:30 1.83 7171 7181 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
6-Feb-12 04:30 07:15 2.75 7181 7208 Sliding Sliding- (WOB:37;GPM:376;TFO:20R)
6-Feb-12 07:15 08:15 1.00 7208 7218 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
6-Feb-12 08:15 08:25 0.17 7218 7218 kie

. Rig Service-Inhole
RenorminhnlP

6-Feb-12 08:25 08:45 0.33 7218 7218 Survey & Conn. Survey & Conn.
6-Feb-12 08 45 10:20 f.58 7218 7240 sliding Sliding - (WOB:39;GPM :376;TFO:10R)
6-Feb-12 10:20 11:00 0.67 7240 7249 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 11;00 11:10 0.17 7249 7249 survey&Conn. Survey
6-Feb-12 11:10 12:25 1.25 7249 7268 Sliding Sliding - (WOB:39;GPM :376;TFO:20R)
6-Feb-12 12:25 13:05 0.67 7268 72ð0 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 13:05 13:15 0.17 7280 7280 Survey & Conn. Survey
6-Feb-12 13:15 14:40 1.42 7280 7303 Sliding $liding- (WOB:39;GPM:376;TFO:20L)
6-Feb-12 14:40 15:10 0.50 7303 7312 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
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Start End Start End Activity COMMENTDate
Time Time Hours

Depth Depth Code
6-Feb-12 15:10 15:30 0.33 7312 7312 surveya conn. Survey &Conn.
6-Feb-12 15:30 16:35 1.08 7312 7330 Sliding Sliding - (WOB:39;GPM :376;TFO:10L)
6-Feb-12 16:35 17:15 0.67 7330 7343 Drilling Drilling - (WOB:35;GPM:376;RPM:32)
6-Feb-12 17:15 17:30 0.25 7343 7343 Survey & Conn. Survey &Conn.
6-Feb-12 17:30 18:20 0.83 7343 7361 Sliding Sliding - (WOB:39;GPM :376;TFO:10L)
6-Feb-12 18:20 19:15 0.92 7361 7374 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 19:15 19:30 0.25 7374 7374 MWDSurvey Survey
6-Feb-12 19:30 20:15 0.75 7374 7385 sliding Sliding - (WOB:39;GPM :376;TFO:15L)
6-Feb-12 20:15 20:50 0.58 7385 7400 Drilling Drilling- (WOB:35;GPM :376;RPM:32)
6-Feb-12 20:50 21:20 0.50 7400 7406 Sliding Sliding - (WOB:39;GPM :376;TFO:20L)
6-Feb-12 21:20 21:45 0.42 7406 7406 Survey & Conn. Survey &Conn.
6-Feb-12 21:45 22:45 1.00 7406 7424 sliding Sliding - (WOB:39;GPM :376;TFO:360)
6-Feb-12 22:45 23:25 0.67 7424 7437 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 23:25 23:35 0.17 7437 7437 Survey Survey
6-Feb-12 23:35 24:00 0.42 7437 7443 sliding Sliding - (WOB:39;GPM :376;TFO:20L)
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Start End Start End Activity COMMENTDate
Time Time Hours

Depth Depth Code
6-Feb-12 15:10 15:30 0.33 7312 7312 surveya conn. Survey &Conn.
6-Feb-12 15:30 16:35 1.08 7312 7330 Sliding Sliding - (WOB:39;GPM :376;TFO:10L)
6-Feb-12 16:35 17:15 0.67 7330 7343 Drilling Drilling - (WOB:35;GPM:376;RPM:32)
6-Feb-12 17:15 17:30 0.25 7343 7343 Survey & Conn. Survey &Conn.
6-Feb-12 17:30 18:20 0.83 7343 7361 Sliding Sliding - (WOB:39;GPM :376;TFO:10L)
6-Feb-12 18:20 19:15 0.92 7361 7374 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 19:15 19:30 0.25 7374 7374 MWDSurvey Survey
6-Feb-12 19:30 20:15 0.75 7374 7385 sliding Sliding - (WOB:39;GPM :376;TFO:15L)
6-Feb-12 20:15 20:50 0.58 7385 7400 Drilling Drilling- (WOB:35;GPM :376;RPM:32)
6-Feb-12 20:50 21:20 0.50 7400 7406 Sliding Sliding - (WOB:39;GPM :376;TFO:20L)
6-Feb-12 21:20 21:45 0.42 7406 7406 Survey & Conn. Survey &Conn.
6-Feb-12 21:45 22:45 1.00 7406 7424 sliding Sliding - (WOB:39;GPM :376;TFO:360)
6-Feb-12 22:45 23:25 0.67 7424 7437 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 23:25 23:35 0.17 7437 7437 Survey Survey
6-Feb-12 23:35 24:00 0.42 7437 7443 sliding Sliding - (WOB:39;GPM :376;TFO:20L)
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Start End Start End Activity COMMENTDate
Time Time Hours

Depth Depth Code
6-Feb-12 15:10 15:30 0.33 7312 7312 surveya conn. Survey &Conn.
6-Feb-12 15:30 16:35 1.08 7312 7330 Sliding Sliding - (WOB:39;GPM :376;TFO:10L)
6-Feb-12 16:35 17:15 0.67 7330 7343 Drilling Drilling - (WOB:35;GPM:376;RPM:32)
6-Feb-12 17:15 17:30 0.25 7343 7343 Survey & Conn. Survey &Conn.
6-Feb-12 17:30 18:20 0.83 7343 7361 Sliding Sliding - (WOB:39;GPM :376;TFO:10L)
6-Feb-12 18:20 19:15 0.92 7361 7374 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 19:15 19:30 0.25 7374 7374 MWDSurvey Survey
6-Feb-12 19:30 20:15 0.75 7374 7385 sliding Sliding - (WOB:39;GPM :376;TFO:15L)
6-Feb-12 20:15 20:50 0.58 7385 7400 Drilling Drilling- (WOB:35;GPM :376;RPM:32)
6-Feb-12 20:50 21:20 0.50 7400 7406 Sliding Sliding - (WOB:39;GPM :376;TFO:20L)
6-Feb-12 21:20 21:45 0.42 7406 7406 Survey & Conn. Survey &Conn.
6-Feb-12 21:45 22:45 1.00 7406 7424 sliding Sliding - (WOB:39;GPM :376;TFO:360)
6-Feb-12 22:45 23:25 0.67 7424 7437 Drilling Drilling - (WOB:35;GPM :376;RPM:32)
6-Feb-12 23:25 23:35 0.17 7437 7437 Survey Survey
6-Feb-12 23:35 24:00 0.42 7437 7443 sliding Sliding - (WOB:39;GPM :376;TFO:20L)
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JOB NO.: CA-12014 RepOrt Time: 2400 19 of 29
Company: Fidelity E &P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
D'AECT10ALDRILi..liG STATE: Utah Township: T25S

COUNTY: Grand SECTiRANGE: 26 19E

WELL NAME: CCU #2e-2

From Sunday, February 05, 2012 at 0000 to Sunday, February 05, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7141.00 Rotary Hours 0.75 WOB 37 Pick UP 180 Slack Off 171 SPM
End Depth 7171.00 Circulating Hours 2.42 RAB 175 SPP 3150 FlowRate 376-376 88
Total Drilled: 30.00 Avg. Total ROP: 10.91 Mud Data
Total Rotary Drilled: 12.00 Avg. Rotary ROP: 16.00 Type oilBase PV 45 SOLID 39
Total Drilled Sliding: 18.00 Avg. Slide ROP: 9.00 Weight 16.6 GAS 724 YP 25 BHT* 138.2
Slide Hours: 2.00 Percent Rotary: 40.00 Viscosity 79 SAND 0 PH 0 Flow T* 150
Below Rotary Hrs. 24.00 Percent Slide: 60.00 Chlorides 591139 WL 23 Oil% 54

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

5•tc Arij 98 PPA, NM Pnny Flev, A it?"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 32.3 Azm. In: 284.1 Incl. Out: 32.3 Azm. Out: 284.1

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
5-Feb-12 00:00 00:45 0.75 7141 7153 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
5-Feb-12 00:45 02:45 2.00 7153 7171 sliding Sliding - (WOB:37;GPM:376;TFO:20R)
5-Feb-12 02:45 02:55 0.17 7171 7171 Survey Survey
5-Feb-12 02:55 04:00 1.08 7171 7171 Circulating Circulate Bottoms Up &Pump Pill
5-Feb-12 04:00 07:15 3.25 7171 7171 POOH POOH
5-Feb-12 07:15 10:45 3.50 7171 7171 other CDL
5-Feb-12 10:45 16:00 5.25 7171 7171 POOH POOH
5-Feb-12 16:00 16:50 0.83 7171 7171 Change BHA Change Out Motor
5-Feb-12 16:50 17:30 0.67 7171 7171 Other Change Out & Fix Dog Collar Clamp
5-Feb-12 17:30 18:20 0.83 7171 7171 TIH Install&Scribe In MWD
5-Feb-12 18:20 18:30 0.17 7171 7171 MWD Survey Test MWD - (Good)
5-Feb-12 18:30 20:40 2.17 7171 7171 TIH TlH
5-Feb-12 20:40 21:00 0.33 7171 7171 other Install Rot Hed
5-Feb-12 21:00 22:20 1.33 7171 7171 TIH TlH
5-Feb-12 22:20 23:20 1.00 7171 7171 Cin:ulating Circulate Bottoms Up
5-Feb-12 23:20 24:00 0.67 7171 7171 TIH TIH
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JOB NO.: CA-12014 RepOrt Time: 2400 19 of 29
Company: Fidelity E &P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
D'AECT10ALDRILi..liG STATE: Utah Township: T25S

COUNTY: Grand SECTiRANGE: 26 19E

WELL NAME: CCU #2e-2

From Sunday, February 05, 2012 at 0000 to Sunday, February 05, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7141.00 Rotary Hours 0.75 WOB 37 Pick UP 180 Slack Off 171 SPM
End Depth 7171.00 Circulating Hours 2.42 RAB 175 SPP 3150 FlowRate 376-376 88
Total Drilled: 30.00 Avg. Total ROP: 10.91 Mud Data
Total Rotary Drilled: 12.00 Avg. Rotary ROP: 16.00 Type oilBase PV 45 SOLID 39
Total Drilled Sliding: 18.00 Avg. Slide ROP: 9.00 Weight 16.6 GAS 724 YP 25 BHT* 138.2
Slide Hours: 2.00 Percent Rotary: 40.00 Viscosity 79 SAND 0 PH 0 Flow T* 150
Below Rotary Hrs. 24.00 Percent Slide: 60.00 Chlorides 591139 WL 23 Oil% 54

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

5•tc Arij 98 PPA, NM Pnny Flev, A it?"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 32.3 Azm. In: 284.1 Incl. Out: 32.3 Azm. Out: 284.1

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
5-Feb-12 00:00 00:45 0.75 7141 7153 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
5-Feb-12 00:45 02:45 2.00 7153 7171 sliding Sliding - (WOB:37;GPM:376;TFO:20R)
5-Feb-12 02:45 02:55 0.17 7171 7171 Survey Survey
5-Feb-12 02:55 04:00 1.08 7171 7171 Circulating Circulate Bottoms Up &Pump Pill
5-Feb-12 04:00 07:15 3.25 7171 7171 POOH POOH
5-Feb-12 07:15 10:45 3.50 7171 7171 other CDL
5-Feb-12 10:45 16:00 5.25 7171 7171 POOH POOH
5-Feb-12 16:00 16:50 0.83 7171 7171 Change BHA Change Out Motor
5-Feb-12 16:50 17:30 0.67 7171 7171 Other Change Out & Fix Dog Collar Clamp
5-Feb-12 17:30 18:20 0.83 7171 7171 TIH Install&Scribe In MWD
5-Feb-12 18:20 18:30 0.17 7171 7171 MWD Survey Test MWD - (Good)
5-Feb-12 18:30 20:40 2.17 7171 7171 TIH TlH
5-Feb-12 20:40 21:00 0.33 7171 7171 other Install Rot Hed
5-Feb-12 21:00 22:20 1.33 7171 7171 TIH TlH
5-Feb-12 22:20 23:20 1.00 7171 7171 Cin:ulating Circulate Bottoms Up
5-Feb-12 23:20 24:00 0.67 7171 7171 TIH TIH
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JOB NO.: CA-12014 RepOrt Time: 2400 19 of 29
Company: Fidelity E &P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
D'AECT10ALDRILi..liG STATE: Utah Township: T25S

COUNTY: Grand SECTiRANGE: 26 19E

WELL NAME: CCU #2e-2

From Sunday, February 05, 2012 at 0000 to Sunday, February 05, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7141.00 Rotary Hours 0.75 WOB 37 Pick UP 180 Slack Off 171 SPM
End Depth 7171.00 Circulating Hours 2.42 RAB 175 SPP 3150 FlowRate 376-376 88
Total Drilled: 30.00 Avg. Total ROP: 10.91 Mud Data
Total Rotary Drilled: 12.00 Avg. Rotary ROP: 16.00 Type oilBase PV 45 SOLID 39
Total Drilled Sliding: 18.00 Avg. Slide ROP: 9.00 Weight 16.6 GAS 724 YP 25 BHT* 138.2
Slide Hours: 2.00 Percent Rotary: 40.00 Viscosity 79 SAND 0 PH 0 Flow T* 150
Below Rotary Hrs. 24.00 Percent Slide: 60.00 Chlorides 591139 WL 23 Oil% 54

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA# 3:Hughes GX28DXO (3x22jts), 7/8

5•tc Arij 98 PPA, NM Pnny Flev, A it?"
Second Directional : BillyBayert UBHO Sub, NMFlex, NM Flex, 6 1/2' NM

Flex Pony, 45 jts. 4 1/2" DP, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 32.3 Azm. In: 284.1 Incl. Out: 32.3 Azm. Out: 284.1

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
5-Feb-12 00:00 00:45 0.75 7141 7153 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
5-Feb-12 00:45 02:45 2.00 7153 7171 sliding Sliding - (WOB:37;GPM:376;TFO:20R)
5-Feb-12 02:45 02:55 0.17 7171 7171 Survey Survey
5-Feb-12 02:55 04:00 1.08 7171 7171 Circulating Circulate Bottoms Up &Pump Pill
5-Feb-12 04:00 07:15 3.25 7171 7171 POOH POOH
5-Feb-12 07:15 10:45 3.50 7171 7171 other CDL
5-Feb-12 10:45 16:00 5.25 7171 7171 POOH POOH
5-Feb-12 16:00 16:50 0.83 7171 7171 Change BHA Change Out Motor
5-Feb-12 16:50 17:30 0.67 7171 7171 Other Change Out & Fix Dog Collar Clamp
5-Feb-12 17:30 18:20 0.83 7171 7171 TIH Install&Scribe In MWD
5-Feb-12 18:20 18:30 0.17 7171 7171 MWD Survey Test MWD - (Good)
5-Feb-12 18:30 20:40 2.17 7171 7171 TIH TlH
5-Feb-12 20:40 21:00 0.33 7171 7171 other Install Rot Hed
5-Feb-12 21:00 22:20 1.33 7171 7171 TIH TlH
5-Feb-12 22:20 23:20 1.00 7171 7171 Cin:ulating Circulate Bottoms Up
5-Feb-12 23:20 24:00 0.67 7171 7171 TIH TIH
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JOB NO.: CA-12014 Report Time: 2400 18 of 18
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EbCEN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
CTIONALDRILLl STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCu #26-2

From Saturday, February 04, 2012 at 0000 to Saturday, February 04, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6957.00 Rotary Hours 6.67 WOB 37 Pick UP 180 Slack Off 171 SPM
End Depth 7141.00 Circulating Hours 2.42 RAB 175 SPP 3150 FlowRate 376-376 88
Total Drilled: 184.00 Avg. Total ROP: 9.24 Mud Data
Total Rotary Drilled: 57.00 Avg. Rotary ROP: 8.55 Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 127.00 Avg. Slide ROP: 9.58 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 13.25 Percent Rotary: 30.98 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 69.02 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

"-t; """F":1°1'2"IlEH"St flM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts. 4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: MarkLewis Daily Cost $11,125.00
Incl. In: 14.9 Azm. In: 294.3 Incl. Out: 32.3 Azm. Out: 284.1 Cummulative Cost: $197,950.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
4-Feb-12 00:00 00:20 0.33 6957 6962 Drilling Drilling - (WOB:18;GPM :376;RPM:32)
4-Feb-12 00:20 00:25 0.08 6962 69ð2 Circulating Recycle Pumps
4-Feb-12 00:25 02:10 1.75 6962 6972 Sliding Sliding - (WOB:35;GPM :357;TFO:11L)
4-Feb-12 02:10 02:20 0.17 6972 6972 other Pmp #2Blew Gasket, Chng Pmps
4-Feb-12 02:20 07:00 4.67 6972 6987 Sliding Sliding - (WOB:35;GPM :376;TFO:6L) Anhydrite-Slow

Dily
4-Feb-12 07:00 07:10 0.17 6987 987 Survey & Conn. Survey &Conn.
4-Feb-12 07:10 07:15 0.08 6987 6987 Rig repair Work on Pump
4-Feb-12 07:15 08:30 1.25 6987 7001 Drilling Drilling - (WOB:18;GPM :376;RPM:32)
4-Feb-12 08:30 09:10 0.67 7001 7001 circulating Work on Brakes
4-i¯eb-12 09:10 12:40 3.50 7001 7018 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 12:40 13:10 0.50 7018 7018 Rig Rig Service-Inhole

Servire Inhnle
4-Feb-12 13:10 13:15 0.08 7018 7018 Survey &Conn. Survey &Conn.
4-Feb-12 13:15 14:50 1.58 7018 7043 Sliding Sliding - (WOB:40;GPM :376;TFO:6L)
4-Feb-12 14:50 15:10 0.33 7043 7049 Drilling Drilling - (WOB:30;GPM:376;RPM:32)
4-Feb-12 15:10 16:05 0.92 7049 7049 MWD Survey Survey
4-Feb-12 16:05 16:50 0.75 7049 70ð3 sliding Sliding - (WOB:37;GPM:376;TFO:15L)
4-Feb-12 16:50 17:10 0.33 7063 7063 other Change Pumps
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JOB NO.: CA-12014 Report Time: 2400 18 of 18
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EbCEN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
CTIONALDRILLl STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCu #26-2

From Saturday, February 04, 2012 at 0000 to Saturday, February 04, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6957.00 Rotary Hours 6.67 WOB 37 Pick UP 180 Slack Off 171 SPM
End Depth 7141.00 Circulating Hours 2.42 RAB 175 SPP 3150 FlowRate 376-376 88
Total Drilled: 184.00 Avg. Total ROP: 9.24 Mud Data
Total Rotary Drilled: 57.00 Avg. Rotary ROP: 8.55 Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 127.00 Avg. Slide ROP: 9.58 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 13.25 Percent Rotary: 30.98 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 69.02 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

"-t; """F":1°1'2"IlEH"St flM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts. 4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: MarkLewis Daily Cost $11,125.00
Incl. In: 14.9 Azm. In: 294.3 Incl. Out: 32.3 Azm. Out: 284.1 Cummulative Cost: $197,950.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
4-Feb-12 00:00 00:20 0.33 6957 6962 Drilling Drilling - (WOB:18;GPM :376;RPM:32)
4-Feb-12 00:20 00:25 0.08 6962 69ð2 Circulating Recycle Pumps
4-Feb-12 00:25 02:10 1.75 6962 6972 Sliding Sliding - (WOB:35;GPM :357;TFO:11L)
4-Feb-12 02:10 02:20 0.17 6972 6972 other Pmp #2Blew Gasket, Chng Pmps
4-Feb-12 02:20 07:00 4.67 6972 6987 Sliding Sliding - (WOB:35;GPM :376;TFO:6L) Anhydrite-Slow

Dily
4-Feb-12 07:00 07:10 0.17 6987 987 Survey & Conn. Survey &Conn.
4-Feb-12 07:10 07:15 0.08 6987 6987 Rig repair Work on Pump
4-Feb-12 07:15 08:30 1.25 6987 7001 Drilling Drilling - (WOB:18;GPM :376;RPM:32)
4-Feb-12 08:30 09:10 0.67 7001 7001 circulating Work on Brakes
4-i¯eb-12 09:10 12:40 3.50 7001 7018 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 12:40 13:10 0.50 7018 7018 Rig Rig Service-Inhole

Servire Inhnle
4-Feb-12 13:10 13:15 0.08 7018 7018 Survey &Conn. Survey &Conn.
4-Feb-12 13:15 14:50 1.58 7018 7043 Sliding Sliding - (WOB:40;GPM :376;TFO:6L)
4-Feb-12 14:50 15:10 0.33 7043 7049 Drilling Drilling - (WOB:30;GPM:376;RPM:32)
4-Feb-12 15:10 16:05 0.92 7049 7049 MWD Survey Survey
4-Feb-12 16:05 16:50 0.75 7049 70ð3 sliding Sliding - (WOB:37;GPM:376;TFO:15L)
4-Feb-12 16:50 17:10 0.33 7063 7063 other Change Pumps
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JOB NO.: CA-12014 Report Time: 2400 18 of 18
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276EbCEN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
CTIONALDRILLl STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCu #26-2

From Saturday, February 04, 2012 at 0000 to Saturday, February 04, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6957.00 Rotary Hours 6.67 WOB 37 Pick UP 180 Slack Off 171 SPM
End Depth 7141.00 Circulating Hours 2.42 RAB 175 SPP 3150 FlowRate 376-376 88
Total Drilled: 184.00 Avg. Total ROP: 9.24 Mud Data
Total Rotary Drilled: 57.00 Avg. Rotary ROP: 8.55 Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 127.00 Avg. Slide ROP: 9.58 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 13.25 Percent Rotary: 30.98 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 69.02 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

"-t; """F":1°1'2"IlEH"St flM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts. 4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: MarkLewis Daily Cost $11,125.00
Incl. In: 14.9 Azm. In: 294.3 Incl. Out: 32.3 Azm. Out: 284.1 Cummulative Cost: $197,950.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
4-Feb-12 00:00 00:20 0.33 6957 6962 Drilling Drilling - (WOB:18;GPM :376;RPM:32)
4-Feb-12 00:20 00:25 0.08 6962 69ð2 Circulating Recycle Pumps
4-Feb-12 00:25 02:10 1.75 6962 6972 Sliding Sliding - (WOB:35;GPM :357;TFO:11L)
4-Feb-12 02:10 02:20 0.17 6972 6972 other Pmp #2Blew Gasket, Chng Pmps
4-Feb-12 02:20 07:00 4.67 6972 6987 Sliding Sliding - (WOB:35;GPM :376;TFO:6L) Anhydrite-Slow

Dily
4-Feb-12 07:00 07:10 0.17 6987 987 Survey & Conn. Survey &Conn.
4-Feb-12 07:10 07:15 0.08 6987 6987 Rig repair Work on Pump
4-Feb-12 07:15 08:30 1.25 6987 7001 Drilling Drilling - (WOB:18;GPM :376;RPM:32)
4-Feb-12 08:30 09:10 0.67 7001 7001 circulating Work on Brakes
4-i¯eb-12 09:10 12:40 3.50 7001 7018 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 12:40 13:10 0.50 7018 7018 Rig Rig Service-Inhole

Servire Inhnle
4-Feb-12 13:10 13:15 0.08 7018 7018 Survey &Conn. Survey &Conn.
4-Feb-12 13:15 14:50 1.58 7018 7043 Sliding Sliding - (WOB:40;GPM :376;TFO:6L)
4-Feb-12 14:50 15:10 0.33 7043 7049 Drilling Drilling - (WOB:30;GPM:376;RPM:32)
4-Feb-12 15:10 16:05 0.92 7049 7049 MWD Survey Survey
4-Feb-12 16:05 16:50 0.75 7049 70ð3 sliding Sliding - (WOB:37;GPM:376;TFO:15L)
4-Feb-12 16:50 17:10 0.33 7063 7063 other Change Pumps
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Start End Start End Activity COMMENTDate
Time Time

Hours
Depth Depth Code

4-Feb-12 17:10 18:10 1.00 7063 7081 Sliding Sliding - (WOB:37;GPM:376;TFO:360)
4-Feb-12 18:10 18:25 0.25 7081 7081 Survey Survey
4-Feb-12 18:25 19:00 0.58 7081 7088 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 19:00 19:30 0.50 7088 7095 Sliding Sliding - (WOB:37;GPM :376;TFO:HS)
4-Feb-12 19:30 19:45 0.25 7095 7095 Survey Survey Check Shot
4-Feb-12 19:45 20:50 1.08 7095 7112 Sliding Sliding - (WOB:37;GPM :376;TFO:360)
4-Feb-12 20:50 21:10 0.33 7112 7112 Survey & Conn. Survey &Conn.
4-Feb-12 21:10 21:50 0.67 7112 7120 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 21:50 23:45 1.92 7120 7141 Sliding Sliding - (WOB:37;GPM :376;TFO:6R)
4-Feb-12 23:45 24:00 0.25 7141 7141 Survey Survey
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Start End Start End Activity COMMENTDate
Time Time

Hours
Depth Depth Code

4-Feb-12 17:10 18:10 1.00 7063 7081 Sliding Sliding - (WOB:37;GPM:376;TFO:360)
4-Feb-12 18:10 18:25 0.25 7081 7081 Survey Survey
4-Feb-12 18:25 19:00 0.58 7081 7088 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 19:00 19:30 0.50 7088 7095 Sliding Sliding - (WOB:37;GPM :376;TFO:HS)
4-Feb-12 19:30 19:45 0.25 7095 7095 Survey Survey Check Shot
4-Feb-12 19:45 20:50 1.08 7095 7112 Sliding Sliding - (WOB:37;GPM :376;TFO:360)
4-Feb-12 20:50 21:10 0.33 7112 7112 Survey & Conn. Survey &Conn.
4-Feb-12 21:10 21:50 0.67 7112 7120 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 21:50 23:45 1.92 7120 7141 Sliding Sliding - (WOB:37;GPM :376;TFO:6R)
4-Feb-12 23:45 24:00 0.25 7141 7141 Survey Survey
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Start End Start End Activity COMMENTDate
Time Time

Hours
Depth Depth Code

4-Feb-12 17:10 18:10 1.00 7063 7081 Sliding Sliding - (WOB:37;GPM:376;TFO:360)
4-Feb-12 18:10 18:25 0.25 7081 7081 Survey Survey
4-Feb-12 18:25 19:00 0.58 7081 7088 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 19:00 19:30 0.50 7088 7095 Sliding Sliding - (WOB:37;GPM :376;TFO:HS)
4-Feb-12 19:30 19:45 0.25 7095 7095 Survey Survey Check Shot
4-Feb-12 19:45 20:50 1.08 7095 7112 Sliding Sliding - (WOB:37;GPM :376;TFO:360)
4-Feb-12 20:50 21:10 0.33 7112 7112 Survey & Conn. Survey &Conn.
4-Feb-12 21:10 21:50 0.67 7112 7120 Drilling Drilling - (WOB:30;GPM :376;RPM:32)
4-Feb-12 21:50 23:45 1.92 7120 7141 Sliding Sliding - (WOB:37;GPM :376;TFO:6R)
4-Feb-12 23:45 24:00 0.25 7141 7141 Survey Survey
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JOB NO.: CA-12014 Report Time: 2400 17 of 18
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276CEN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
T10NALDR STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Friday, February 03, 2012 at 0000 to Friday, February 03, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6782.00 Rotary Hours 1.00 WOB 18 Pick UP 180 Slack Off 171 SPM
End Depth 6957.00 Circulating Hours 0.42 RAB 175 SPP 3000 FlowRate 357-376 85
Total Drilled: 175.00 Avg. Total ROP: 7.89 Mud Data
Total Rotary Drilled: 16.00 Avg. Rotary ROP: 16.00 Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 159.00 Avg. Slide ROP: 7.51 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 21.17 Percent Rotary: 9.14 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 90.86 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

""t3 ?? FN1 F10"1|BHoî t, MI1
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 1 Azm. In: 285.9 Incl. Out: 14.9 Azm. Out: 294.3 Cummulative Cost: $185,775.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
3-Feb-12 00:00 06:40 6.67 6782 6795 sliding Time Drlg @2ft per hr - (WOB:2;GPM :350;TFO:286M)
3-Feb-12 0ð:40 09:00 2.33 ði95 6802 Sliding Time Drlg.@ 3' hr - (WOB:1;GPM 357;TFO:286M)
3-Feb-12 09:00 11:20 2.33 6802 6812 Sliding Sliding - (WOB:1;GPM :357;TFO:286M)
3-Feb-12 11:20 14:10 2.83 6812 6832 Sliding Sliding - (WOB:6;GPM:357;TFO:286M)
3-Feb-12 14:10 14:25 0.25 6832 6832 Rig Rig Service-InholeService-Inhnle
3-Feb-12 14:25 14:40 0.25 6832 6832 Survey &Conn. Survey &Conn.
3-Feb-12 14:40 16:10 1.50 6832 6853 sliding Sliding - (WOB:29;GPM :357;TFO:286M)
3-Feb-12 16:10 16:25 0.25 6853 6853 Rig repair Rig repairl Blown Popoff
3-Feb-12 16:25 17:10 0.75 6853 6863 sliding Sliding - (WOB:33;GPM :357;TFO:300)
3-Feb-12 1Î:10 17:20 0.17 6863 863 Survey &Conn. Survey & Conn.
3-Feb-12 17:20 19:15 1.92 6863 6894 Sliding Sliding - (WOB:34;GPM :357;TFO:298m)
3-Feb-12 19:15 19:25 0.17 6894 6894 MWD Survey Survey
3-Feb-12 19:25 20:20 0.92 6894 6908 sliding Sliding - (WOB:35;GPM :357;TFO:6R)
3-Feb-12 20:20 20:30 0.17 908 6908 Rig repair IRigrepair - Adj. Brakes
3-Feb-12 20:30 21:00 0.50 6908 6919 Sliding Sliding - (WOB:35;GPM :357;TFO:359L)
3-Feb-12 21:00 21:20 0.33 6919 6925 Drilling Drilling - (WOi3:1ð;GPM :376;RPM:70)
3-Feb-12 21:20 21:40 0.33 6925 6925 Survey & Conn. Survey &Conn.
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JOB NO.: CA-12014 Report Time: 2400 17 of 18
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276CEN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
T10NALDR STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Friday, February 03, 2012 at 0000 to Friday, February 03, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6782.00 Rotary Hours 1.00 WOB 18 Pick UP 180 Slack Off 171 SPM
End Depth 6957.00 Circulating Hours 0.42 RAB 175 SPP 3000 FlowRate 357-376 85
Total Drilled: 175.00 Avg. Total ROP: 7.89 Mud Data
Total Rotary Drilled: 16.00 Avg. Rotary ROP: 16.00 Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 159.00 Avg. Slide ROP: 7.51 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 21.17 Percent Rotary: 9.14 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 90.86 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

""t3 ?? FN1 F10"1|BHoî t, MI1
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 1 Azm. In: 285.9 Incl. Out: 14.9 Azm. Out: 294.3 Cummulative Cost: $185,775.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
3-Feb-12 00:00 06:40 6.67 6782 6795 sliding Time Drlg @2ft per hr - (WOB:2;GPM :350;TFO:286M)
3-Feb-12 0ð:40 09:00 2.33 ði95 6802 Sliding Time Drlg.@ 3' hr - (WOB:1;GPM 357;TFO:286M)
3-Feb-12 09:00 11:20 2.33 6802 6812 Sliding Sliding - (WOB:1;GPM :357;TFO:286M)
3-Feb-12 11:20 14:10 2.83 6812 6832 Sliding Sliding - (WOB:6;GPM:357;TFO:286M)
3-Feb-12 14:10 14:25 0.25 6832 6832 Rig Rig Service-InholeService-Inhnle
3-Feb-12 14:25 14:40 0.25 6832 6832 Survey &Conn. Survey &Conn.
3-Feb-12 14:40 16:10 1.50 6832 6853 sliding Sliding - (WOB:29;GPM :357;TFO:286M)
3-Feb-12 16:10 16:25 0.25 6853 6853 Rig repair Rig repairl Blown Popoff
3-Feb-12 16:25 17:10 0.75 6853 6863 sliding Sliding - (WOB:33;GPM :357;TFO:300)
3-Feb-12 1Î:10 17:20 0.17 6863 863 Survey &Conn. Survey & Conn.
3-Feb-12 17:20 19:15 1.92 6863 6894 Sliding Sliding - (WOB:34;GPM :357;TFO:298m)
3-Feb-12 19:15 19:25 0.17 6894 6894 MWD Survey Survey
3-Feb-12 19:25 20:20 0.92 6894 6908 sliding Sliding - (WOB:35;GPM :357;TFO:6R)
3-Feb-12 20:20 20:30 0.17 908 6908 Rig repair IRigrepair - Adj. Brakes
3-Feb-12 20:30 21:00 0.50 6908 6919 Sliding Sliding - (WOB:35;GPM :357;TFO:359L)
3-Feb-12 21:00 21:20 0.33 6919 6925 Drilling Drilling - (WOi3:1ð;GPM :376;RPM:70)
3-Feb-12 21:20 21:40 0.33 6925 6925 Survey & Conn. Survey &Conn.
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JOB NO.: CA-12014 Report Time: 2400 17 of 18
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276CEN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
T10NALDR STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Friday, February 03, 2012 at 0000 to Friday, February 03, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6782.00 Rotary Hours 1.00 WOB 18 Pick UP 180 Slack Off 171 SPM
End Depth 6957.00 Circulating Hours 0.42 RAB 175 SPP 3000 FlowRate 357-376 85
Total Drilled: 175.00 Avg. Total ROP: 7.89 Mud Data
Total Rotary Drilled: 16.00 Avg. Rotary ROP: 16.00 Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 159.00 Avg. Slide ROP: 7.51 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 21.17 Percent Rotary: 9.14 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 90.86 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

""t3 ?? FN1 F10"1|BHoî t, MI1
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 1 Azm. In: 285.9 Incl. Out: 14.9 Azm. Out: 294.3 Cummulative Cost: $185,775.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
3-Feb-12 00:00 06:40 6.67 6782 6795 sliding Time Drlg @2ft per hr - (WOB:2;GPM :350;TFO:286M)
3-Feb-12 0ð:40 09:00 2.33 ði95 6802 Sliding Time Drlg.@ 3' hr - (WOB:1;GPM 357;TFO:286M)
3-Feb-12 09:00 11:20 2.33 6802 6812 Sliding Sliding - (WOB:1;GPM :357;TFO:286M)
3-Feb-12 11:20 14:10 2.83 6812 6832 Sliding Sliding - (WOB:6;GPM:357;TFO:286M)
3-Feb-12 14:10 14:25 0.25 6832 6832 Rig Rig Service-InholeService-Inhnle
3-Feb-12 14:25 14:40 0.25 6832 6832 Survey &Conn. Survey &Conn.
3-Feb-12 14:40 16:10 1.50 6832 6853 sliding Sliding - (WOB:29;GPM :357;TFO:286M)
3-Feb-12 16:10 16:25 0.25 6853 6853 Rig repair Rig repairl Blown Popoff
3-Feb-12 16:25 17:10 0.75 6853 6863 sliding Sliding - (WOB:33;GPM :357;TFO:300)
3-Feb-12 1Î:10 17:20 0.17 6863 863 Survey &Conn. Survey & Conn.
3-Feb-12 17:20 19:15 1.92 6863 6894 Sliding Sliding - (WOB:34;GPM :357;TFO:298m)
3-Feb-12 19:15 19:25 0.17 6894 6894 MWD Survey Survey
3-Feb-12 19:25 20:20 0.92 6894 6908 sliding Sliding - (WOB:35;GPM :357;TFO:6R)
3-Feb-12 20:20 20:30 0.17 908 6908 Rig repair IRigrepair - Adj. Brakes
3-Feb-12 20:30 21:00 0.50 6908 6919 Sliding Sliding - (WOB:35;GPM :357;TFO:359L)
3-Feb-12 21:00 21:20 0.33 6919 6925 Drilling Drilling - (WOi3:1ð;GPM :376;RPM:70)
3-Feb-12 21:20 21:40 0.33 6925 6925 Survey & Conn. Survey &Conn.
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JOB NO.: CA-12014 Report Time: 2400 16 of 16
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
O RECTIONALDRil. STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Thursday, February 02, 2012 at 0000 to Thursday, February 02, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6724.00 Rotary Hours 0.00 WOB 1 Pick UP 180 Slack Off 171 SPM
End Depth 6782.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 357-357 85
Total Drilled: 58.00 Avg. Total ROP: 2.55 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 58.00 Avg. Slide ROP: 2.55 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 22.75 Percent Rotary: .00 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 100.00 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

"t "?«F 1 1'?"IIPHDS Y NM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:
Company Man: Mark Lewis Daily Cost $11,125.00

Incl. In: 0 Azm. In: 0 Incl. Out: 1 Azm. Out: 285.9 Cummulative Cost: $174,650.00
GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
2-Feb-12 00:00 02:00 2.00 6724 6729 Sliding Time Drlg @5 Min.Per Inch - (WOB:2;GPM

.350,TFO.iõ6M)
2-Feb-12 02:00 05:00 3.00 6729 6735 Sliding Time Drlg @2ft per hr - (WOB:2;GPM :350:TFO:286M)
2-Feb-12 05:00 06:50 1.83 6735 6740 Sliding Time Drlg.@.3' hr. - (WOB:2;GPM :357;TFO:286M)
2-Feb-12 0ð:50 08:05 1.25 6740 6768 Sliding Sliding - (WOB:2;GPM:357;TFO:286M)
2-Feb-12 08:05 08:40 0.58 6768 6768 Survey a conn. Survey & Conn. L/D 1 jt.
2-Feb-12 08:40 09:20 0.ð7 7ð8 6768 Other Work on Shakers / Motors
2-Feb-12 09:20 24:00 14.67 6768 6782 Sliding Time Drlg. @5minlin - (WOB:5;GPM :357;TFO:286M)
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JOB NO.: CA-12014 Report Time: 2400 16 of 16
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
O RECTIONALDRil. STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Thursday, February 02, 2012 at 0000 to Thursday, February 02, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6724.00 Rotary Hours 0.00 WOB 1 Pick UP 180 Slack Off 171 SPM
End Depth 6782.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 357-357 85
Total Drilled: 58.00 Avg. Total ROP: 2.55 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 58.00 Avg. Slide ROP: 2.55 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 22.75 Percent Rotary: .00 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 100.00 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

"t "?«F 1 1'?"IIPHDS Y NM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 0 Azm. In: 0 Incl. Out: 1 Azm. Out: 285.9 Cummulative Cost: $174,650.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
2-Feb-12 00:00 02:00 2.00 6724 6729 Sliding Time Drlg @5 Min.Per Inch - (WOB:2;GPM

.350,TFO.iõ6M)
2-Feb-12 02:00 05:00 3.00 6729 6735 Sliding Time Drlg @2ft per hr - (WOB:2;GPM :350:TFO:286M)
2-Feb-12 05:00 06:50 1.83 6735 6740 Sliding Time Drlg.@.3' hr. - (WOB:2;GPM :357;TFO:286M)
2-Feb-12 0ð:50 08:05 1.25 6740 6768 Sliding Sliding - (WOB:2;GPM:357;TFO:286M)
2-Feb-12 08:05 08:40 0.58 6768 6768 Survey a conn. Survey & Conn. L/D 1 jt.
2-Feb-12 08:40 09:20 0.ð7 7ð8 6768 Other Work on Shakers / Motors
2-Feb-12 09:20 24:00 14.67 6768 6782 Sliding Time Drlg. @5minlin - (WOB:5;GPM :357;TFO:286M)
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JOB NO.: CA-12014 Report Time: 2400 16 of 16
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
O RECTIONALDRil. STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Thursday, February 02, 2012 at 0000 to Thursday, February 02, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6724.00 Rotary Hours 0.00 WOB 1 Pick UP 180 Slack Off 171 SPM
End Depth 6782.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 357-357 85
Total Drilled: 58.00 Avg. Total ROP: 2.55 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oilBase PV 40 SOLID 35.61
Total Drilled Sliding: 58.00 Avg. Slide ROP: 2.55 Weight 16.5 GAS 724 YP 37 BHT° 138.2
Slide Hours: 22.75 Percent Rotary: .00 Viscosity 70 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 100.00 Chlorides 561523 WL 23 Oil % 56

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

"t "?«F 1 1'?"IIPHDS Y NM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $11,125.00
Incl. In: 0 Azm. In: 0 Incl. Out: 1 Azm. Out: 285.9 Cummulative Cost: $174,650.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
2-Feb-12 00:00 02:00 2.00 6724 6729 Sliding Time Drlg @5 Min.Per Inch - (WOB:2;GPM

.350,TFO.iõ6M)
2-Feb-12 02:00 05:00 3.00 6729 6735 Sliding Time Drlg @2ft per hr - (WOB:2;GPM :350:TFO:286M)
2-Feb-12 05:00 06:50 1.83 6735 6740 Sliding Time Drlg.@.3' hr. - (WOB:2;GPM :357;TFO:286M)
2-Feb-12 0ð:50 08:05 1.25 6740 6768 Sliding Sliding - (WOB:2;GPM:357;TFO:286M)
2-Feb-12 08:05 08:40 0.58 6768 6768 Survey a conn. Survey & Conn. L/D 1 jt.
2-Feb-12 08:40 09:20 0.ð7 7ð8 6768 Other Work on Shakers / Motors
2-Feb-12 09:20 24:00 14.67 6768 6782 Sliding Time Drlg. @5minlin - (WOB:5;GPM :357;TFO:286M)
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JOB NO.: CA-12014 Report Time: 2400 15 of 15
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276E CEN RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
ECTIONALDRIL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Wednesday, February 01, 2012 at 0000 to Wednesday, February 01, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6708.00 Rotary Hours 0 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 6712.00 Circulating Hours 1.50 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 4.00 Avg. Total ROP: .18 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 33.9
Total Drilled Sliding: 4.00 Avg. Slide ROP: Weight 16.1 GAS 1085 YP 29 BHT° 138.2
Slide Hours: 22.00 Percent Rotary: .00 Viscosity 73 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 100.00 Chlorides 431709 WL 21 Oil % 57

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

""t ??"F 1/1""IIPHfl? Y,NM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $12,425.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $163,525.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
1-Feb-12 00:00 00:30 0.50 6708 6708 TIH TIH
1-Peb-12 00:30 01500 0.50 6708 8708 circulating FillPipeand orient for Side Track
1-Feb-12 01:00 02:00 1.00 6708 6708 Circulating Trough for Sidetrack @286-M
T-Feb-12 02:00 24:00 22.00 6708 6712 sliding Time Drtg QS Min.Per inch - (WOB:2,GPM

.ä 0,TFO.ló6M)
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JOB NO.: CA-12014 Report Time: 2400 15 of 15
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276E CEN RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
ECTIONALDRIL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Wednesday, February 01, 2012 at 0000 to Wednesday, February 01, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6708.00 Rotary Hours 0 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 6712.00 Circulating Hours 1.50 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 4.00 Avg. Total ROP: .18 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 33.9
Total Drilled Sliding: 4.00 Avg. Slide ROP: Weight 16.1 GAS 1085 YP 29 BHT° 138.2
Slide Hours: 22.00 Percent Rotary: .00 Viscosity 73 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 100.00 Chlorides 431709 WL 21 Oil % 57

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

""t ??"F 1/1""IIPHfl? Y,NM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $12,425.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $163,525.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
1-Feb-12 00:00 00:30 0.50 6708 6708 TIH TIH
1-Peb-12 00:30 01500 0.50 6708 8708 circulating FillPipeand orient for Side Track
1-Feb-12 01:00 02:00 1.00 6708 6708 Circulating Trough for Sidetrack @286-M
T-Feb-12 02:00 24:00 22.00 6708 6712 sliding Time Drtg QS Min.Per inch - (WOB:2,GPM

.ä 0,TFO.ló6M)
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JOB NO.: CA-12014 Report Time: 2400 15 of 15
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276E CEN RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
ECTIONALDRIL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Wednesday, February 01, 2012 at 0000 to Wednesday, February 01, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 6708.00 Rotary Hours 0 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 6712.00 Circulating Hours 1.50 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 4.00 Avg. Total ROP: .18 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 40 SOLID 33.9
Total Drilled Sliding: 4.00 Avg. Slide ROP: Weight 16.1 GAS 1085 YP 29 BHT° 138.2
Slide Hours: 22.00 Percent Rotary: .00 Viscosity 73 SAND 0 PH 0 Flow T° 150
Below Rotary Hrs. 24.00 Percent Slide: 100.00 Chlorides 431709 WL 21 Oil % 57

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

""t ??"F 1/1""IIPHfl? Y,NM
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts.4

1/2" DP, 27 jts. HWDP, 4 1/2" Drilling
MWD Operator1 Ryan Mahoney Jars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $12,425.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $163,525.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
1-Feb-12 00:00 00:30 0.50 6708 6708 TIH TIH
1-Peb-12 00:30 01500 0.50 6708 8708 circulating FillPipeand orient for Side Track
1-Feb-12 01:00 02:00 1.00 6708 6708 Circulating Trough for Sidetrack @286-M
T-Feb-12 02:00 24:00 22.00 6708 6712 sliding Time Drtg QS Min.Per inch - (WOB:2,GPM

.ä 0,TFO.ló6M)
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JOB NO.: CA-12014 Report Time: 2400 14 of 15
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276

RIGNAME: Frontier Rig 10 FIELD: Cain creekUnit
DRECTIONALDRILL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Tuesday, January 31, 2012 at 0000 to Tuesday, January 31, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5430.00 Rotary Hours 6.50 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 6702.00 Circulating Hours 1.42 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 312.00 Avg. Total ROP: 48.00 Mud Data
Total Rotary Drilled: 312.00 Avg. Rotary ROP: 48.00 Type oilBase PV 29 SOLID 40.9
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 643 YP 29 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 99 SAND 0 PH 0 Flow T° 75
Below Rotary Hrs. 23.67 Percent Slide: .00 Chlorides 431709 WL 20 Oil % 50

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

met; ?? F"1P1'?"IlfH"it,tll"I
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts. 4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jats, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $12,925.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $151,100.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
31-Jan-12 00:00 01:40 1.67 7536 7536 TIH TIH t/4591'
31-Jan-12 01:40 02:00 0.33 7536 7536 Standby Install KellyHose &Test to 3500 psi
31-Jan-12 02:00 03:00 1.00 5430 5430 TIH TlH t/5430'Tag Cement
31-Jan-12 03:00 06:00 3.00 5430 5517 Drillingcement DrillingCement - (WOB:12;GPM :376;RPM:75)
31-Jan-12 06:00 09:05 3.08 5517 6477 TIH TlH
31-Jan42 09:05 12:35 3.50 6477 670Ž Drilling cement Drilling - (WOB:16;GPM:376;RPM:70)
31-Jan-12 12:35 13:45 1.17 6702 6702 Circulating Circulating
31-Jan-12 13:45 18:00 4.25 6702 6702 POOH POOH / L/D DC's
31-Jan-12 18:00 19:30 1.50 6702 6702 changeBHA M/U & Orient BHA #2
31-Jan-12 19:30 19:45 0.25 6702 6702 IviWDSurvey Test MWD
31-Jan-12 19:45 24:00 4.25 6708 6708 TIH TIH
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JOB NO.: CA-12014 Report Time: 2400 14 of 15
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276

RIGNAME: Frontier Rig 10 FIELD: Cain creekUnit
DRECTIONALDRILL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Tuesday, January 31, 2012 at 0000 to Tuesday, January 31, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5430.00 Rotary Hours 6.50 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 6702.00 Circulating Hours 1.42 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 312.00 Avg. Total ROP: 48.00 Mud Data
Total Rotary Drilled: 312.00 Avg. Rotary ROP: 48.00 Type oilBase PV 29 SOLID 40.9
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 643 YP 29 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 99 SAND 0 PH 0 Flow T° 75
Below Rotary Hrs. 23.67 Percent Slide: .00 Chlorides 431709 WL 20 Oil % 50

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

met; ?? F"1P1'?"IlfH"it,tll"I
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts. 4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jats, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $12,925.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $151,100.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
31-Jan-12 00:00 01:40 1.67 7536 7536 TIH TIH t/4591'
31-Jan-12 01:40 02:00 0.33 7536 7536 Standby Install KellyHose &Test to 3500 psi
31-Jan-12 02:00 03:00 1.00 5430 5430 TIH TlH t/5430'Tag Cement
31-Jan-12 03:00 06:00 3.00 5430 5517 Drillingcement DrillingCement - (WOB:12;GPM :376;RPM:75)
31-Jan-12 06:00 09:05 3.08 5517 6477 TIH TlH
31-Jan42 09:05 12:35 3.50 6477 670Ž Drilling cement Drilling - (WOB:16;GPM:376;RPM:70)
31-Jan-12 12:35 13:45 1.17 6702 6702 Circulating Circulating
31-Jan-12 13:45 18:00 4.25 6702 6702 POOH POOH / L/D DC's
31-Jan-12 18:00 19:30 1.50 6702 6702 changeBHA M/U & Orient BHA #2
31-Jan-12 19:30 19:45 0.25 6702 6702 IviWDSurvey Test MWD
31-Jan-12 19:45 24:00 4.25 6708 6708 TIH TIH
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JOB NO.: CA-12014 Report Time: 2400 14 of 15
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE # 110276

RIGNAME: Frontier Rig 10 FIELD: Cain creekUnit
DRECTIONALDRILL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Tuesday, January 31, 2012 at 0000 to Tuesday, January 31, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5430.00 Rotary Hours 6.50 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 6702.00 Circulating Hours 1.42 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 312.00 Avg. Total ROP: 48.00 Mud Data
Total Rotary Drilled: 312.00 Avg. Rotary ROP: 48.00 Type oilBase PV 29 SOLID 40.9
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.6 GAS 643 YP 29 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 99 SAND 0 PH 0 Flow T° 75
Below Rotary Hrs. 23.67 Percent Slide: .00 Chlorides 431709 WL 20 Oil % 50

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#2:Hughes GX28DXO (3x22jts), 7/8

met; ?? F"1P1'?"IlfH"it,tll"I
Second Directional : BillyBayert Flex, NM Flex, NM Pony Flex, 45 jts. 4

1/2" DP, 27 jts. HWDP, 4 1/2" DrillingMWD Operator1 Ryan Mahoney Jats, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily cost $12,925.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $151,100.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
31-Jan-12 00:00 01:40 1.67 7536 7536 TIH TIH t/4591'
31-Jan-12 01:40 02:00 0.33 7536 7536 Standby Install KellyHose &Test to 3500 psi
31-Jan-12 02:00 03:00 1.00 5430 5430 TIH TlH t/5430'Tag Cement
31-Jan-12 03:00 06:00 3.00 5430 5517 Drillingcement DrillingCement - (WOB:12;GPM :376;RPM:75)
31-Jan-12 06:00 09:05 3.08 5517 6477 TIH TlH
31-Jan42 09:05 12:35 3.50 6477 670Ž Drilling cement Drilling - (WOB:16;GPM:376;RPM:70)
31-Jan-12 12:35 13:45 1.17 6702 6702 Circulating Circulating
31-Jan-12 13:45 18:00 4.25 6702 6702 POOH POOH / L/D DC's
31-Jan-12 18:00 19:30 1.50 6702 6702 changeBHA M/U & Orient BHA #2
31-Jan-12 19:30 19:45 0.25 6702 6702 IviWDSurvey Test MWD
31-Jan-12 19:45 24:00 4.25 6708 6708 TIH TIH
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JOB NO.: CA-12014 Report Time: 2400 13 of 13
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 RECTIONALDRILUNG STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, January 30, 2012 at 0000 to Monday, January 30, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oilBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional : BillyBayert

MWD Operator1 Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $6,555.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $138,175.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
30-Jan-12 00:00 13:00 13.00 7536 7536 cement Wait On Cement
30-Jan-12 13:00 20:30 7.50 7536 7536 PooH POOH L/OAll 2 7/8"Tbg
30-Jan-12 20:30 24:00 3.50 7536 7536 TIH TIH With Bit &Collars to polish offCement
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JOB NO.: CA-12014 Report Time: 2400 13 of 13
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 RECTIONALDRILUNG STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, January 30, 2012 at 0000 to Monday, January 30, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oilBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional : BillyBayert

MWD Operator1 Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $6,555.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $138,175.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
30-Jan-12 00:00 13:00 13.00 7536 7536 cement Wait On Cement
30-Jan-12 13:00 20:30 7.50 7536 7536 PooH POOH L/OAll 2 7/8"Tbg
30-Jan-12 20:30 24:00 3.50 7536 7536 TIH TIH With Bit &Collars to polish offCement
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JOB NO.: CA-12014 Report Time: 2400 13 of 13
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 RECTIONALDRILUNG STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, January 30, 2012 at 0000 to Monday, January 30, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oilBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional : BillyBayert

MWD Operator1 Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $6,555.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $138,175.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
30-Jan-12 00:00 13:00 13.00 7536 7536 cement Wait On Cement
30-Jan-12 13:00 20:30 7.50 7536 7536 PooH POOH L/OAll 2 7/8"Tbg
30-Jan-12 20:30 24:00 3.50 7536 7536 TIH TIH With Bit &Collars to polish offCement
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JOB NO.: CA-12014 Report Time: 2400 12 of 13
Company: Fidelity E & P API JOB # 43-0195-0011

LROG
N
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F n ier Rig 10
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n

C110276

0 PECTIONALDRILLMi STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Sunday, January 29, 2012 at 0000 to Sunday, January 29, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 6.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type olisase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil% 61

ERSONNEL ÃSING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional : BillyBayert

MWD Operator1 Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $17,990.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $131,620.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
29-Jan-12 00:00 05:00 5.00 7536 7536 Logging Logging
29-Jan-12 05:00 12:00 7.00 7536 7536 other P/U &TIHWICementAssy
29-Jan-12 12:00 18:00 6.00 7536 7536 Circulating Circulate JSA-RO-49
29-Jan-12 48:00 18:30 0.50 7536 7536 Other RIU Cementers
29-Jan-12 18:30 21:00 2.50 7536 7536 cement Cement
29-Jan-12 21:00 24:00 3.00 7538 7530 POOH PÖOH t/4512
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JOB NO.: CA-12014 Report Time: 2400 12 of 13
Company: Fidelity E & P API JOB # 43-0195-0011

LROG
N

OMNE
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C110276

0 PECTIONALDRILLMi STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Sunday, January 29, 2012 at 0000 to Sunday, January 29, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 6.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type olisase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil% 61

ERSONNEL ÃSING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional : BillyBayert

MWD Operator1 Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $17,990.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $131,620.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
29-Jan-12 00:00 05:00 5.00 7536 7536 Logging Logging
29-Jan-12 05:00 12:00 7.00 7536 7536 other P/U &TIHWICementAssy
29-Jan-12 12:00 18:00 6.00 7536 7536 Circulating Circulate JSA-RO-49
29-Jan-12 48:00 18:30 0.50 7536 7536 Other RIU Cementers
29-Jan-12 18:30 21:00 2.50 7536 7536 cement Cement
29-Jan-12 21:00 24:00 3.00 7538 7530 POOH PÖOH t/4512
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JOB NO.: CA-12014 Report Time: 2400 12 of 13
Company: Fidelity E & P API JOB # 43-0195-0011

LROG
N

OMNE
F n ier Rig 10

WORKORFDE
n

C110276

0 PECTIONALDRILLMi STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Sunday, January 29, 2012 at 0000 to Sunday, January 29, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 6.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type olisase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT* 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil% 61

ERSONNEL ÃSING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional : BillyBayert

MWD Operator1 Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis Daily Cost $17,990.00
Incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0 Cummulative Cost: $131,620.00

GENERAL COMMENT

Date Start End Hours Start End Activity COMMENTTime Time Depth Depth Code
29-Jan-12 00:00 05:00 5.00 7536 7536 Logging Logging
29-Jan-12 05:00 12:00 7.00 7536 7536 other P/U &TIHWICementAssy
29-Jan-12 12:00 18:00 6.00 7536 7536 Circulating Circulate JSA-RO-49
29-Jan-12 48:00 18:30 0.50 7536 7536 Other RIU Cementers
29-Jan-12 18:30 21:00 2.50 7536 7536 cement Cement
29-Jan-12 21:00 24:00 3.00 7538 7530 POOH PÖOH t/4512
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JOB NO.: CA-12014 RepOrt Time: 2400 11 of 12
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE # 110276Os EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DRECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Saturday, January 28, 2012 at 0000 to Saturday, January 28, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#1:FMH3645ZZ 8 1/2" 6 bid. (6x16

jte) 7/8 5 St0 9A PPf3 A 119" Y 8 3/8"

Second Directional : BillyBayert Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0
GENERAL COMMENT

Date Start End Hours Start End Activig COMMENTTime Time Depth Depth Code
28-Jan-12 00:00 24:00 24.00 7536 7536 Logging Logging
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JOB NO.: CA-12014 RepOrt Time: 2400 11 of 12
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE # 110276Os EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DRECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Saturday, January 28, 2012 at 0000 to Saturday, January 28, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#1:FMH3645ZZ 8 1/2" 6 bid. (6x16

jte) 7/8 5 St0 9A PPf3 A 119" Y 8 3/8"

Second Directional : BillyBayert Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0
GENERAL COMMENT

Date Start End Hours Start End Activig COMMENTTime Time Depth Depth Code
28-Jan-12 00:00 24:00 24.00 7536 7536 Logging Logging
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JOB NO.: CA-12014 RepOrt Time: 2400 11 of 12
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE # 110276Os EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DRECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Saturday, January 28, 2012 at 0000 to Saturday, January 28, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7536.00 Rotary Hours 0.00 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 0.00 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type oliBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: NA Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA#1:FMH3645ZZ 8 1/2" 6 bid. (6x16

jte) 7/8 5 St0 9A PPf3 A 119" Y 8 3/8"

Second Directional : BillyBayert Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driliing

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0
GENERAL COMMENT

Date Start End Hours Start End Activig COMMENTTime Time Depth Depth Code
28-Jan-12 00:00 24:00 24.00 7536 7536 Logging Logging
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JOB NO.: CA-12014 Report Time: 2400 10 of 12
Company: Fidelity E & P API JOB # 43-0195-0011

EN LOCATION:Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRECTIOLDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 1eE

WELL NAME: CCU#26-2

From Friday, January 27, 2012 at 0000 to Friday, January 27, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7437.00 Rotary Hours 3.33 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 3.83 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 99.00 Avg. Total ROP: 29.70 Mud Data
Total Rotary Drilled: 99.00 Avg. Rotary ROP: 29.70 Type oilBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BH # 1 FMH364AS 8 1/2" 6 bld 6tl6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
27-Jan-12 00:00 02:10 2.17 7437 7473 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
27-Jan-12 02:10 02:20 0.17 7473 7473 Survey & Conn. Survey &Conn.
27-Jan-12 02:20 03:30 1.17 7473 7536 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
27-Jan-12 03:30 03:35 0.08 7536 7536 Survey & Conn. Survey
27-Jan-12 03:35 05:00 1.42 7536 7536 circulating Circulating
27-Jan-12 05:00 08:30 3.50 7536 7536 shortTrip Short Trip
27-Jan-12 08:30 10:55 2.42 7536 7536 circulating Circulating
27-Jan-12 10:56 13:00 2.08 7536 7536 POOH POOH
27-Jan-12 13:00 14:35 1.58 7536 7536 other Check Flow
27-Jan-12 14:35 17:25 2.83 7536 7536 POOH POOH
27-Jan-12 17:25 18:30 1.08 7536 7536 other L/D BHA
27-Jan-12 18:30 24:00 5.50 7536 7536 Logging Logging
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JOB NO.: CA-12014 Report Time: 2400 10 of 12
Company: Fidelity E & P API JOB # 43-0195-0011

EN LOCATION:Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRECTIOLDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 1eE

WELL NAME: CCU#26-2

From Friday, January 27, 2012 at 0000 to Friday, January 27, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7437.00 Rotary Hours 3.33 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 3.83 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 99.00 Avg. Total ROP: 29.70 Mud Data
Total Rotary Drilled: 99.00 Avg. Rotary ROP: 29.70 Type oilBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BH # 1 FMH364AS 8 1/2" 6 bld 6tl6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
27-Jan-12 00:00 02:10 2.17 7437 7473 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
27-Jan-12 02:10 02:20 0.17 7473 7473 Survey & Conn. Survey &Conn.
27-Jan-12 02:20 03:30 1.17 7473 7536 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
27-Jan-12 03:30 03:35 0.08 7536 7536 Survey & Conn. Survey
27-Jan-12 03:35 05:00 1.42 7536 7536 circulating Circulating
27-Jan-12 05:00 08:30 3.50 7536 7536 shortTrip Short Trip
27-Jan-12 08:30 10:55 2.42 7536 7536 circulating Circulating
27-Jan-12 10:56 13:00 2.08 7536 7536 POOH POOH
27-Jan-12 13:00 14:35 1.58 7536 7536 other Check Flow
27-Jan-12 14:35 17:25 2.83 7536 7536 POOH POOH
27-Jan-12 17:25 18:30 1.08 7536 7536 other L/D BHA
27-Jan-12 18:30 24:00 5.50 7536 7536 Logging Logging
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JOB NO.: CA-12014 Report Time: 2400 10 of 12
Company: Fidelity E & P API JOB # 43-0195-0011

EN LOCATION:Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRECTIOLDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 1eE

WELL NAME: CCU#26-2

From Friday, January 27, 2012 at 0000 to Friday, January 27, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7437.00 Rotary Hours 3.33 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7536.00 Circulating Hours 3.83 RAB 175 SPP 2900 FlowRate 376-376 75
Total Drilled: 99.00 Avg. Total ROP: 29.70 Mud Data
Total Rotary Drilled: 99.00 Avg. Rotary ROP: 29.70 Type oilBase PV 33 SOLID 34
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 16.9 GAS 643 YP 21 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 68 SAND 0 PH 0 Flow T° 83
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 319778 WL 14 Oil % 61

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BH # 1 FMH364AS 8 1/2" 6 bld 6tl6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
27-Jan-12 00:00 02:10 2.17 7437 7473 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
27-Jan-12 02:10 02:20 0.17 7473 7473 Survey & Conn. Survey &Conn.
27-Jan-12 02:20 03:30 1.17 7473 7536 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
27-Jan-12 03:30 03:35 0.08 7536 7536 Survey & Conn. Survey
27-Jan-12 03:35 05:00 1.42 7536 7536 circulating Circulating
27-Jan-12 05:00 08:30 3.50 7536 7536 shortTrip Short Trip
27-Jan-12 08:30 10:55 2.42 7536 7536 circulating Circulating
27-Jan-12 10:56 13:00 2.08 7536 7536 POOH POOH
27-Jan-12 13:00 14:35 1.58 7536 7536 other Check Flow
27-Jan-12 14:35 17:25 2.83 7536 7536 POOH POOH
27-Jan-12 17:25 18:30 1.08 7536 7536 other L/D BHA
27-Jan-12 18:30 24:00 5.50 7536 7536 Logging Logging
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JOB NO.: CA-12014 ROPOrt Time: 2400 9 of 10
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE#110276C EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 RECTIONALDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #26-2

From Thursday, January 26, 2012 at 0000 to Thursday, January 26, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7401.00 Rotary Hours 2.08 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7437.00 Circulating Hours 15.75 RAB 175 SPP 2900 FlowRate 125-376 75
Total Drilled: 36.00 Avg. Total ROP: 17.28 Mud Data
Total Rotary Drilled: 36.00 Avg. Rotary ROP: 17.28 Type oliBase PV 23 SOLID 28.2
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 15 GAS 2500 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 319902 WL 10 Oil% 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA# 1:FMH3645ZZ 8 1/2" 6 bid. (6x16

Jte) 7/8 5 9t0 99 PPA A 119"Y A 3/8'
Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,

6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driiiing

Geologist: ,
Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
26-Jan-12 00:00 03:30 3.50 7401 7401 circulating ConditionMud
26-Jan42 03:30 04:46 f.25 7401 7401 Other Monîtor Shut in Well
26-Jan-12 04:45 07:05 2.33 7401 7401 Circulating Circulating / Condition Mud
26-Jan-12 07:05 08:$0 1.75 7401 7401 Other ConditioningMud
26-Jan-12 08:50 12:55 4.08 7401 7401 circulating Circulating / ConditionMud
26-Jan-12 12:55 13:05 0.17 7401 7401 Other Check Flow
26-Jan-12 13:05 14:20 1.25 7401 7401 circulating Circulating / Condition Mud
26-Jand2 14:20 16:05 1.75 1401 7401 Other Check Flow
26-Jan-12 16:05 18:50 2.75 7401 7401 circulating Circulating / ConditionMud
26-Jan-12 18:50 19:60 1.00 740† 7401 Other CheckFlow
26-Jan-12 19:50 21:40 1.83 7401 7401 Circulating Circulating / Condition Mud
264are12 21:40 21:55 0.25 7401 7407 Drilling Drilling (WOB:16;GPM:376;RPM:70)
26-Jan-12 21:55 22:10 0.25 7407 7407 Rig repair Rig repair / Pop Off
26-Jan-12 22:10 24:00 1.83 7407 7437 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
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JOB NO.: CA-12014 ROPOrt Time: 2400 9 of 10
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE#110276C EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 RECTIONALDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #26-2

From Thursday, January 26, 2012 at 0000 to Thursday, January 26, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7401.00 Rotary Hours 2.08 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7437.00 Circulating Hours 15.75 RAB 175 SPP 2900 FlowRate 125-376 75
Total Drilled: 36.00 Avg. Total ROP: 17.28 Mud Data
Total Rotary Drilled: 36.00 Avg. Rotary ROP: 17.28 Type oliBase PV 23 SOLID 28.2
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 15 GAS 2500 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 319902 WL 10 Oil% 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA# 1:FMH3645ZZ 8 1/2" 6 bid. (6x16

Jte) 7/8 5 9t0 99 PPA A 119"Y A 3/8'
Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,

6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driiiing

Geologist: ,
Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
26-Jan-12 00:00 03:30 3.50 7401 7401 circulating ConditionMud
26-Jan42 03:30 04:46 f.25 7401 7401 Other Monîtor Shut in Well
26-Jan-12 04:45 07:05 2.33 7401 7401 Circulating Circulating / Condition Mud
26-Jan-12 07:05 08:$0 1.75 7401 7401 Other ConditioningMud
26-Jan-12 08:50 12:55 4.08 7401 7401 circulating Circulating / ConditionMud
26-Jan-12 12:55 13:05 0.17 7401 7401 Other Check Flow
26-Jan-12 13:05 14:20 1.25 7401 7401 circulating Circulating / Condition Mud
26-Jand2 14:20 16:05 1.75 1401 7401 Other Check Flow
26-Jan-12 16:05 18:50 2.75 7401 7401 circulating Circulating / ConditionMud
26-Jan-12 18:50 19:60 1.00 740† 7401 Other CheckFlow
26-Jan-12 19:50 21:40 1.83 7401 7401 Circulating Circulating / Condition Mud
264are12 21:40 21:55 0.25 7401 7407 Drilling Drilling (WOB:16;GPM:376;RPM:70)
26-Jan-12 21:55 22:10 0.25 7407 7407 Rig repair Rig repair / Pop Off
26-Jan-12 22:10 24:00 1.83 7407 7437 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
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JOB NO.: CA-12014 ROPOrt Time: 2400 9 of 10
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE#110276C EN RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 RECTIONALDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #26-2

From Thursday, January 26, 2012 at 0000 to Thursday, January 26, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7401.00 Rotary Hours 2.08 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7437.00 Circulating Hours 15.75 RAB 175 SPP 2900 FlowRate 125-376 75
Total Drilled: 36.00 Avg. Total ROP: 17.28 Mud Data
Total Rotary Drilled: 36.00 Avg. Rotary ROP: 17.28 Type oliBase PV 23 SOLID 28.2
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 15 GAS 2500 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 319902 WL 10 Oil% 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA# 1:FMH3645ZZ 8 1/2" 6 bid. (6x16

Jte) 7/8 5 9t0 99 PPA A 119"Y A 3/8'
Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,

6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.
MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,
MWD Operator2 James Cheesman

Directional Company: crescentDirectional Driiiing

Geologist: ,
Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
26-Jan-12 00:00 03:30 3.50 7401 7401 circulating ConditionMud
26-Jan42 03:30 04:46 f.25 7401 7401 Other Monîtor Shut in Well
26-Jan-12 04:45 07:05 2.33 7401 7401 Circulating Circulating / Condition Mud
26-Jan-12 07:05 08:$0 1.75 7401 7401 Other ConditioningMud
26-Jan-12 08:50 12:55 4.08 7401 7401 circulating Circulating / ConditionMud
26-Jan-12 12:55 13:05 0.17 7401 7401 Other Check Flow
26-Jan-12 13:05 14:20 1.25 7401 7401 circulating Circulating / Condition Mud
26-Jand2 14:20 16:05 1.75 1401 7401 Other Check Flow
26-Jan-12 16:05 18:50 2.75 7401 7401 circulating Circulating / ConditionMud
26-Jan-12 18:50 19:60 1.00 740† 7401 Other CheckFlow
26-Jan-12 19:50 21:40 1.83 7401 7401 Circulating Circulating / Condition Mud
264are12 21:40 21:55 0.25 7401 7407 Drilling Drilling (WOB:16;GPM:376;RPM:70)
26-Jan-12 21:55 22:10 0.25 7407 7407 Rig repair Rig repair / Pop Off
26-Jan-12 22:10 24:00 1.83 7407 7437 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
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JOB NO.: CA-12014 ROPOrt Time: 2400 8 of 9
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE #110276C ENs RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
D!RECTIONALDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Wednesday, January 25, 2012 at 0000 to Wednesday, January 25, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7247.00 Rotary Hours 2.92 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7401.00 Circulating Hours 14.00 RAB 175 SPP 2360 FlowRate 125-376 30
Total Drilled: 154.00 Avg. Total ROP: 52.80 Mud Data
Total Rotary Drilled: 154.00 Avg. Rotary ROP: 52.80 Type oliBase PV 22 SOLID 19.11
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.6 GAS 147 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 320311 WL 8 Oil % 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lbift Set Depth BHA# 1:FMH3645ZZ 8 1/2" 6 bid. (6x16

jt•) 7/A 5 Stg 98 PPA A 1/9" vn SIR"

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl Out: 0 Azrn. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
25-Jan-12 00:00 00:30 0.50 7247 7286 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 00:30 00:48 0.25 728& 7288 survey&conn.Sunrey &Conn.
25-Jan-12 00:45 02:25 1.67 7286 7379 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 02:25 02:45 0.33 7379 7379 Survey a conn. Survey&Conn.
25-Jan-12 02:45 03:10 0.42 7379 7391 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 03:10 03:40 0.50 7391 7391 neire.Inhnin Ng Service-Inhole
25-Jan-12 03:40 04:00 0.33 7391 7401 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 04:00 04:58 0.92 7401 7401 Other $hut in i MonitorWell
25-Jan-12 04:55 07:55 3.00 7401 7401 circulating CirculatingGas Out / Weight up Mud
25-Jan-12 07:55 11:20 3.42 7401 7401 other Weight up Mud System w/ WellShut in
25-Jan-12 11:20 13:10 1.83 7401 7401 circulating Circulating
25-Jan-12 13:10 14:50 1.67 7401 7401 Other Weight up MudSystem w/ WellShut in
25-Jan-12 14:50 24:00 9.17 7401 7401 cin:ulating Circulating/ Wieght up Mud
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JOB NO.: CA-12014 ROPOrt Time: 2400 8 of 9
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE #110276C ENs RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
D!RECTIONALDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Wednesday, January 25, 2012 at 0000 to Wednesday, January 25, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7247.00 Rotary Hours 2.92 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7401.00 Circulating Hours 14.00 RAB 175 SPP 2360 FlowRate 125-376 30
Total Drilled: 154.00 Avg. Total ROP: 52.80 Mud Data
Total Rotary Drilled: 154.00 Avg. Rotary ROP: 52.80 Type oliBase PV 22 SOLID 19.11
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.6 GAS 147 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 320311 WL 8 Oil % 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lbift Set Depth BHA# 1:FMH3645ZZ 8 1/2" 6 bid. (6x16

jt•) 7/A 5 Stg 98 PPA A 1/9" vn SIR"

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl Out: 0 Azrn. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
25-Jan-12 00:00 00:30 0.50 7247 7286 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 00:30 00:48 0.25 728& 7288 survey&conn.Sunrey &Conn.
25-Jan-12 00:45 02:25 1.67 7286 7379 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 02:25 02:45 0.33 7379 7379 Survey a conn. Survey&Conn.
25-Jan-12 02:45 03:10 0.42 7379 7391 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 03:10 03:40 0.50 7391 7391 neire.Inhnin Ng Service-Inhole
25-Jan-12 03:40 04:00 0.33 7391 7401 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 04:00 04:58 0.92 7401 7401 Other $hut in i MonitorWell
25-Jan-12 04:55 07:55 3.00 7401 7401 circulating CirculatingGas Out / Weight up Mud
25-Jan-12 07:55 11:20 3.42 7401 7401 other Weight up Mud System w/ WellShut in
25-Jan-12 11:20 13:10 1.83 7401 7401 circulating Circulating
25-Jan-12 13:10 14:50 1.67 7401 7401 Other Weight up MudSystem w/ WellShut in
25-Jan-12 14:50 24:00 9.17 7401 7401 cin:ulating Circulating/ Wieght up Mud
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JOB NO.: CA-12014 ROPOrt Time: 2400 8 of 9
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORKORDER# AFE #110276C ENs RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
D!RECTIONALDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Wednesday, January 25, 2012 at 0000 to Wednesday, January 25, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 7247.00 Rotary Hours 2.92 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7401.00 Circulating Hours 14.00 RAB 175 SPP 2360 FlowRate 125-376 30
Total Drilled: 154.00 Avg. Total ROP: 52.80 Mud Data
Total Rotary Drilled: 154.00 Avg. Rotary ROP: 52.80 Type oliBase PV 22 SOLID 19.11
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.6 GAS 147 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 320311 WL 8 Oil % 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lbift Set Depth BHA# 1:FMH3645ZZ 8 1/2" 6 bid. (6x16

jt•) 7/A 5 Stg 98 PPA A 1/9" vn SIR"

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl Out: 0 Azrn. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
25-Jan-12 00:00 00:30 0.50 7247 7286 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 00:30 00:48 0.25 728& 7288 survey&conn.Sunrey &Conn.
25-Jan-12 00:45 02:25 1.67 7286 7379 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 02:25 02:45 0.33 7379 7379 Survey a conn. Survey&Conn.
25-Jan-12 02:45 03:10 0.42 7379 7391 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 03:10 03:40 0.50 7391 7391 neire.Inhnin Ng Service-Inhole
25-Jan-12 03:40 04:00 0.33 7391 7401 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
25-Jan-12 04:00 04:58 0.92 7401 7401 Other $hut in i MonitorWell
25-Jan-12 04:55 07:55 3.00 7401 7401 circulating CirculatingGas Out / Weight up Mud
25-Jan-12 07:55 11:20 3.42 7401 7401 other Weight up Mud System w/ WellShut in
25-Jan-12 11:20 13:10 1.83 7401 7401 circulating Circulating
25-Jan-12 13:10 14:50 1.67 7401 7401 Other Weight up MudSystem w/ WellShut in
25-Jan-12 14:50 24:00 9.17 7401 7401 cin:ulating Circulating/ Wieght up Mud

WinSERVE Il Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of



JOB NO.: CA-12014 ROPOrt Time: 2400 7 of 8
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRECTIONALDRILL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Tuesday, January 24, 2012 at 0000 to Tuesday, January 24, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5982.00 Rotary Hours 20.50 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7247.00 Circulating Hours 0.00 RAB 175 SPP 2360 FlowRate 376-376 95
Total Drilled: 1265.00 Avg. Total ROP: 61.71 Mud Data
Total Rotary Drilled: 1265.00 Avg. Rotary ROP: 61.71 Type oilBase PV 22 SOLID 19.11
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.6 GAS 147 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 320311 WL 8 Oil % 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth EHA# 1 MH3645 8 1A/21"6 bid 16

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts 6 1/4" DC's, 27 Jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectionai Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azin. In: 0 Incl. Out: 0 Azin. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
24-Jan-12 00:00 02:05 2.08 5982 6075 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 02:05 02:20 0 25 6075 0076 Survey a conn. Survey &Conn.
24-Jan-12 02:20 04:10 1.83 6075 6168 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 04:10 04:28 0.25 6168 0168 surveya conn. Survey &Conn.
24-Jan-12 04:25 06:35 2.17 6168 6262 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 06:38 06:50 0.25 0262 6262 Surveya conn. Survey &Conn.
24-Jan-12 06:50 08:15 1.42 6262 6355 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 08:16 08:30 0.25 6358 8385 Survey &Conn. Survey &Conn.
24-Jan-12 08:30 10:00 1.50 6355 6448 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 10:00 10:10 0.17 6448 6448 Survey &Conn. Survey &Conn.
24-Jan-12 10:10 11:30 1.33 6448 6542 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 11:30 11:50 0.33 6542 6642 surveya conn. Survey & Conn.
24-Jan-12 11:50 13:00 1.17 6542 6635 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 13:00 13:20 0.33 6635 6636 surveya conn. Survey &Conn.
24-Jan-12 13:20 14:30 1.17 6635 6729 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 14:30 14:40 0.17 6729 8729 surveya conn. Survey &Conn.
24-Jan-12 14:40 15:40 1.00 6729 6821 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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JOB NO.: CA-12014 ROPOrt Time: 2400 7 of 8
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRECTIONALDRILL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Tuesday, January 24, 2012 at 0000 to Tuesday, January 24, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5982.00 Rotary Hours 20.50 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7247.00 Circulating Hours 0.00 RAB 175 SPP 2360 FlowRate 376-376 95
Total Drilled: 1265.00 Avg. Total ROP: 61.71 Mud Data
Total Rotary Drilled: 1265.00 Avg. Rotary ROP: 61.71 Type oilBase PV 22 SOLID 19.11
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.6 GAS 147 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 320311 WL 8 Oil % 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth EHA# 1 MH3645 8 1A/21"6 bid 16

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts 6 1/4" DC's, 27 Jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectionai Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azin. In: 0 Incl. Out: 0 Azin. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
24-Jan-12 00:00 02:05 2.08 5982 6075 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 02:05 02:20 0 25 6075 0076 Survey a conn. Survey &Conn.
24-Jan-12 02:20 04:10 1.83 6075 6168 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 04:10 04:28 0.25 6168 0168 surveya conn. Survey &Conn.
24-Jan-12 04:25 06:35 2.17 6168 6262 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 06:38 06:50 0.25 0262 6262 Surveya conn. Survey &Conn.
24-Jan-12 06:50 08:15 1.42 6262 6355 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 08:16 08:30 0.25 6358 8385 Survey &Conn. Survey &Conn.
24-Jan-12 08:30 10:00 1.50 6355 6448 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 10:00 10:10 0.17 6448 6448 Survey &Conn. Survey &Conn.
24-Jan-12 10:10 11:30 1.33 6448 6542 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 11:30 11:50 0.33 6542 6642 surveya conn. Survey & Conn.
24-Jan-12 11:50 13:00 1.17 6542 6635 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 13:00 13:20 0.33 6635 6636 surveya conn. Survey &Conn.
24-Jan-12 13:20 14:30 1.17 6635 6729 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 14:30 14:40 0.17 6729 8729 surveya conn. Survey &Conn.
24-Jan-12 14:40 15:40 1.00 6729 6821 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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JOB NO.: CA-12014 ROPOrt Time: 2400 7 of 8
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE#110276

RIG NAME: Frontier Rig 10 FIELD: Cain Creek Unit
DIRECTIONALDRILL STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Tuesday, January 24, 2012 at 0000 to Tuesday, January 24, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5982.00 Rotary Hours 20.50 WOB 16 Pick UP 180 Slack Off 171 SPM
End Depth 7247.00 Circulating Hours 0.00 RAB 175 SPP 2360 FlowRate 376-376 95
Total Drilled: 1265.00 Avg. Total ROP: 61.71 Mud Data
Total Rotary Drilled: 1265.00 Avg. Rotary ROP: 61.71 Type oilBase PV 22 SOLID 19.11
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.6 GAS 147 YP 11 BHT° 138.2
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 45 SAND 0 PH 0 Flow T° 90
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 320311 WL 8 Oil % 65

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth EHA# 1 MH3645 8 1A/21"6 bid 16

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts 6 1/4" DC's, 27 Jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: crescentDirectionai Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azin. In: 0 Incl. Out: 0 Azin. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
24-Jan-12 00:00 02:05 2.08 5982 6075 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 02:05 02:20 0 25 6075 0076 Survey a conn. Survey &Conn.
24-Jan-12 02:20 04:10 1.83 6075 6168 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 04:10 04:28 0.25 6168 0168 surveya conn. Survey &Conn.
24-Jan-12 04:25 06:35 2.17 6168 6262 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 06:38 06:50 0.25 0262 6262 Surveya conn. Survey &Conn.
24-Jan-12 06:50 08:15 1.42 6262 6355 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 08:16 08:30 0.25 6358 8385 Survey &Conn. Survey &Conn.
24-Jan-12 08:30 10:00 1.50 6355 6448 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 10:00 10:10 0.17 6448 6448 Survey &Conn. Survey &Conn.
24-Jan-12 10:10 11:30 1.33 6448 6542 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 11:30 11:50 0.33 6542 6642 surveya conn. Survey & Conn.
24-Jan-12 11:50 13:00 1.17 6542 6635 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 13:00 13:20 0.33 6635 6636 surveya conn. Survey &Conn.
24-Jan-12 13:20 14:30 1.17 6635 6729 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 14:30 14:40 0.17 6729 8729 surveya conn. Survey &Conn.
24-Jan-12 14:40 15:40 1.00 6729 6821 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
24-Jan-12 15:40 16:50 0.17 6821 6821 Survey &Conn. Survey &Conn.
24-Jan-12 15:50 16:55 1.08 6821 6914 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
24-Jan-12 16:55 17:15 0.33 6914 6914 rvire Inhnie
24-Jan-12 17:15 17:25 0.17 6914 6914 survey& Conn. Survey &Conn.
24-Jan-12 17:25 19:35 2.17 6914 7007 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
24-Jan-12 19:35 19:55 0.33 7007 7007 survey& Conn. Survey &Conn.
24-Jan-12 19:55 21:20 1.42 7007 7100 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 21:20 21:35 0.25 7100 7100 survey& Conn. Survey &Conn.
24-Jan-12 21:35 23:05 1.50 7100 7193 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
24-Jan-12 23:05 23:20 0.25 7193 7193 Survey a conn. Survey &Conn.
24-Jan-12 23:20 24:00 0.67 7193 7247 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
24-Jan-12 15:40 16:50 0.17 6821 6821 Survey &Conn. Survey &Conn.
24-Jan-12 15:50 16:55 1.08 6821 6914 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
24-Jan-12 16:55 17:15 0.33 6914 6914 rvire Inhnie
24-Jan-12 17:15 17:25 0.17 6914 6914 survey& Conn. Survey &Conn.
24-Jan-12 17:25 19:35 2.17 6914 7007 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
24-Jan-12 19:35 19:55 0.33 7007 7007 survey& Conn. Survey &Conn.
24-Jan-12 19:55 21:20 1.42 7007 7100 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 21:20 21:35 0.25 7100 7100 survey& Conn. Survey &Conn.
24-Jan-12 21:35 23:05 1.50 7100 7193 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
24-Jan-12 23:05 23:20 0.25 7193 7193 Survey a conn. Survey &Conn.
24-Jan-12 23:20 24:00 0.67 7193 7247 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
24-Jan-12 15:40 16:50 0.17 6821 6821 Survey &Conn. Survey &Conn.
24-Jan-12 15:50 16:55 1.08 6821 6914 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
24-Jan-12 16:55 17:15 0.33 6914 6914 rvire Inhnie
24-Jan-12 17:15 17:25 0.17 6914 6914 survey& Conn. Survey &Conn.
24-Jan-12 17:25 19:35 2.17 6914 7007 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
24-Jan-12 19:35 19:55 0.33 7007 7007 survey& Conn. Survey &Conn.
24-Jan-12 19:55 21:20 1.42 7007 7100 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
24-Jan-12 21:20 21:35 0.25 7100 7100 survey& Conn. Survey &Conn.
24-Jan-12 21:35 23:05 1.50 7100 7193 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
24-Jan-12 23:05 23:20 0.25 7193 7193 Survey a conn. Survey &Conn.
24-Jan-12 23:20 24:00 0.67 7193 7247 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
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JOB NO.: CA-12014 RepOrt Time: 2400 6 of 7
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECTIONALDRILUSû STATE: Utah Township: T258

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, January 23, 2012 at 0000 to Monday, January 23, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5013.00 Rotary Hours 19.00 WOB 16 Pick UP 145 Slack Off 145 SPM
End Depth 5982.00 Circulating Hours 0.00 RAB 145 SPP 2360 FlowRate 378-376 95
Total Drilled: 969.00 Avg. Total ROP: 51.00 Mud Data
Total Rotary Drilled: 969.00 Avg. Rotary ROP: 51.00 Type Oil Base PV 30 SOLID 21.44
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.1 GAS 122 YP 5 BHT* 123.8
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 43 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 157374 WL 6 Oil % 62

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA# 1:FMH364SZZ 8 1/2" 6 bid. (6x16

jte) 7/A 5 Stc 98 PPT, A 1/9" Y A 3/8'

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWDOperator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Jan-12 00:00 00:40 0.67 5013 5050 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan-12 00:40 01:00 0.33 5050 5050

nrire.inhn!P
23-Jan-12 01:00 01:10 0.17 5050 5050 surveya conn. Survey & Conn.
23-Jan-12 01:10 03:40 2.50 SOSO 5144 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan-12 03:40 03:55 0.25 5144 5144 survey& Conn. Survey & Conn.
23-Jan-12 03:55 06:05 2.17 5144 6236 Drilling Driiting - (WOB:16;GPM:376;RPM:70)
23-Jan-12 06:05 06:25 0.33 5236 5236 Survey &conn. Survey & Conn.
23-Jan-12 06:25 08:05 1.67 5236 5330 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
23-Jan-12 08:05 08:20 0.25 5330 5330 survey& Conn. Survey &Conn.
23-Jan-12 08:20 10:10 1.83 5330 5423 Drilling Drilling- (WOB:16;GPM :376;RPM:70)
23-Jan-12 10:10 10:25 0.25 5423 5423 survey&conn. Survey & Conn.
23-Jan-12 10:25 12:25 2.00 5423 5516 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
23-Jan-12 12:25 12:50 0.42 5516 5516 survey& conn. Survey &Conn.
23-Jan-12 12:50 14:20 1.50 5516 5609 Drilling Drilling-(WOB:16;GPM:376;RPM:70)
23-Jan-12 14:20 14:45 0.42 5609 5609 AIS Rig Service-Inhole

Sentire.Inhnie
23-Jan-12 14:45 14:50 0.08 5609 5609 Survey a conn. Survey &Conn.
23-Jan-12 14:50 16:40 1.83 5609 5702 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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JOB NO.: CA-12014 RepOrt Time: 2400 6 of 7
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECTIONALDRILUSû STATE: Utah Township: T258

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, January 23, 2012 at 0000 to Monday, January 23, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5013.00 Rotary Hours 19.00 WOB 16 Pick UP 145 Slack Off 145 SPM
End Depth 5982.00 Circulating Hours 0.00 RAB 145 SPP 2360 FlowRate 378-376 95
Total Drilled: 969.00 Avg. Total ROP: 51.00 Mud Data
Total Rotary Drilled: 969.00 Avg. Rotary ROP: 51.00 Type Oil Base PV 30 SOLID 21.44
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.1 GAS 122 YP 5 BHT* 123.8
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 43 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 157374 WL 6 Oil % 62

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA# 1:FMH364SZZ 8 1/2" 6 bid. (6x16

jte) 7/A 5 Stc 98 PPT, A 1/9" Y A 3/8'

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWDOperator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Jan-12 00:00 00:40 0.67 5013 5050 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan-12 00:40 01:00 0.33 5050 5050

nrire.inhn!P
23-Jan-12 01:00 01:10 0.17 5050 5050 surveya conn. Survey & Conn.
23-Jan-12 01:10 03:40 2.50 SOSO 5144 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan-12 03:40 03:55 0.25 5144 5144 survey& Conn. Survey & Conn.
23-Jan-12 03:55 06:05 2.17 5144 6236 Drilling Driiting - (WOB:16;GPM:376;RPM:70)
23-Jan-12 06:05 06:25 0.33 5236 5236 Survey &conn. Survey & Conn.
23-Jan-12 06:25 08:05 1.67 5236 5330 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
23-Jan-12 08:05 08:20 0.25 5330 5330 survey& Conn. Survey &Conn.
23-Jan-12 08:20 10:10 1.83 5330 5423 Drilling Drilling- (WOB:16;GPM :376;RPM:70)
23-Jan-12 10:10 10:25 0.25 5423 5423 survey&conn. Survey & Conn.
23-Jan-12 10:25 12:25 2.00 5423 5516 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
23-Jan-12 12:25 12:50 0.42 5516 5516 survey& conn. Survey &Conn.
23-Jan-12 12:50 14:20 1.50 5516 5609 Drilling Drilling-(WOB:16;GPM:376;RPM:70)
23-Jan-12 14:20 14:45 0.42 5609 5609 AIS Rig Service-Inhole

Sentire.Inhnie
23-Jan-12 14:45 14:50 0.08 5609 5609 Survey a conn. Survey &Conn.
23-Jan-12 14:50 16:40 1.83 5609 5702 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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JOB NO.: CA-12014 RepOrt Time: 2400 6 of 7
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: Cain creekUnit
DIRECTIONALDRILUSû STATE: Utah Township: T258

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Monday, January 23, 2012 at 0000 to Monday, January 23, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 5013.00 Rotary Hours 19.00 WOB 16 Pick UP 145 Slack Off 145 SPM
End Depth 5982.00 Circulating Hours 0.00 RAB 145 SPP 2360 FlowRate 378-376 95
Total Drilled: 969.00 Avg. Total ROP: 51.00 Mud Data
Total Rotary Drilled: 969.00 Avg. Rotary ROP: 51.00 Type Oil Base PV 30 SOLID 21.44
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 13.1 GAS 122 YP 5 BHT* 123.8
Slide Hours: 0.00 Percent Rotary: 100.00 Viscosity 43 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: .00 Chlorides 157374 WL 6 Oil % 62

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth BHA# 1:FMH364SZZ 8 1/2" 6 bid. (6x16

jte) 7/A 5 Stc 98 PPT, A 1/9" Y A 3/8'

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWDOperator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Jan-12 00:00 00:40 0.67 5013 5050 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan-12 00:40 01:00 0.33 5050 5050

nrire.inhn!P
23-Jan-12 01:00 01:10 0.17 5050 5050 surveya conn. Survey & Conn.
23-Jan-12 01:10 03:40 2.50 SOSO 5144 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan-12 03:40 03:55 0.25 5144 5144 survey& Conn. Survey & Conn.
23-Jan-12 03:55 06:05 2.17 5144 6236 Drilling Driiting - (WOB:16;GPM:376;RPM:70)
23-Jan-12 06:05 06:25 0.33 5236 5236 Survey &conn. Survey & Conn.
23-Jan-12 06:25 08:05 1.67 5236 5330 Drilling Drilling - (WOB:16;GPM:376;RPM:70)
23-Jan-12 08:05 08:20 0.25 5330 5330 survey& Conn. Survey &Conn.
23-Jan-12 08:20 10:10 1.83 5330 5423 Drilling Drilling- (WOB:16;GPM :376;RPM:70)
23-Jan-12 10:10 10:25 0.25 5423 5423 survey&conn. Survey & Conn.
23-Jan-12 10:25 12:25 2.00 5423 5516 Drilling Drilling- (WOB:16;GPM:376;RPM:70)
23-Jan-12 12:25 12:50 0.42 5516 5516 survey& conn. Survey &Conn.
23-Jan-12 12:50 14:20 1.50 5516 5609 Drilling Drilling-(WOB:16;GPM:376;RPM:70)
23-Jan-12 14:20 14:45 0.42 5609 5609 AIS Rig Service-Inhole

Sentire.Inhnie
23-Jan-12 14:45 14:50 0.08 5609 5609 Survey a conn. Survey &Conn.
23-Jan-12 14:50 16:40 1.83 5609 5702 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Jand2 48:40 10:$5 0.25 $702 8702 Survey &Conn. Survey &Conn
23-Jan-12 16:55 18:35 1.67 5702 6795 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan42 18:38 20:08 1.50 5795 $796 Rig mpai Workon Pumps
23-Jan-12 20:05 20:20 0.25 5795 5795 survey&conn. Survey &Conn.
23-Jand2 20:20 22:00 1,67 5798 5088 Drilling Drilling-(WOla:16;GPM:376|RPM:70)
23-Jan-12 22:00 22:15 0.25 5888 5888 Survey &Conn. Survey &Conn.
23-Jan 2 22:15 23:45 1.50 8888 6982 Drining Driking- (WOB:16;GPM:376;RPM:70)
23-Jan-12 23:45 24:00 0.25 5982 5982 survey& Conn. Survey &Conn.
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Jand2 48:40 10:$5 0.25 $702 8702 Survey &Conn. Survey &Conn
23-Jan-12 16:55 18:35 1.67 5702 6795 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan42 18:38 20:08 1.50 5795 $796 Rig mpai Workon Pumps
23-Jan-12 20:05 20:20 0.25 5795 5795 survey&conn. Survey &Conn.
23-Jand2 20:20 22:00 1,67 5798 5088 Drilling Drilling-(WOla:16;GPM:376|RPM:70)
23-Jan-12 22:00 22:15 0.25 5888 5888 Survey &Conn. Survey &Conn.
23-Jan 2 22:15 23:45 1.50 8888 6982 Drining Driking- (WOB:16;GPM:376;RPM:70)
23-Jan-12 23:45 24:00 0.25 5982 5982 survey& Conn. Survey &Conn.
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Jand2 48:40 10:$5 0.25 $702 8702 Survey &Conn. Survey &Conn
23-Jan-12 16:55 18:35 1.67 5702 6795 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
23-Jan42 18:38 20:08 1.50 5795 $796 Rig mpai Workon Pumps
23-Jan-12 20:05 20:20 0.25 5795 5795 survey&conn. Survey &Conn.
23-Jand2 20:20 22:00 1,67 5798 5088 Drilling Drilling-(WOla:16;GPM:376|RPM:70)
23-Jan-12 22:00 22:15 0.25 5888 5888 Survey &Conn. Survey &Conn.
23-Jan 2 22:15 23:45 1.50 8888 6982 Drining Driking- (WOB:16;GPM:376;RPM:70)
23-Jan-12 23:45 24:00 0.25 5982 5982 survey& Conn. Survey &Conn.
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JOB NO.: CA-12014 Report Time: 2400 5 of 6
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE # 110276EN RIG NAME: Frontier Rig 1o FIELD: Cain Creek Unit
DíRECTIOLDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #2e-2

From Sunday, January 22, 2012 at 0000 to Sunday, January 22, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4594.00 Rotary Hours 8.83 WOB 16 Pick UP 145 Slack Off 145 SPM
End Depth 5013.00 Circulating Hours 3.33 RAB 145 SPP 2360 FlowRate 330-397 95
Total Drilled: 419.00 Avg. Total ROP: 43.72 niudData
Total Rotary DrillecÌ: 399.00 Avg. Rotary ROP: 45.17 Type PV 0 SOLID 0
Total Drilled Sliding: 20.00 Avg. Slide ROP: 26.67 Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.75 Percent Rotary: 95.23 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 4.77 Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth HA 1 FMH3645 8 1Al21"6 bid 6 6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operator1 Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Jan-12 00:00 00:15 0.25 4594 4594 Drilling cement Drlg. Cmt.
22-Jan-12 00:15 00:25 0.17 4594 4804 Drilling Drilling
22-Jan-12 00:25 02:15 1.83 4604 4604 circulating Circulating
22-Jan-12 02:15 04:00 1.75 4004 4604 other FIT Test
22-Jan-12 04:00 08:45 4.75 4604 4604 other Clean Mud Tanks / x-o tl Invert
22-Jan-12 08:45 09:30 0.75 4604 4604 circulating Circulating
22-Jan-12 09:30 11:55 2.42 4604 4604 other Swithchingto Invert
22-Jan-12 11:55 12:40 0.75 4604 4604 circulating Circulating
22-Jan-12 12:40 14:55 2.25 4604 4680 Drilling Drilling - (WOB:5;GPM :397;RPM:30)
22-Jan-12 14:55 15:30 0.58 4680 4680 nrire,inhnie Rig Service-Inhole
22-Jan-12 15:30 15:40 0.17 4680 4680 Survey & conn. Survey & Conn.
22-Jan-12 15:40 16:25 0.75 4680 4700 Sliding Survey &Conn.
22-Jan-12 16:25 18:00 1.58 4700 4757 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 18:00 18:40 0.67 4757 4757 Other X-OPumps
22-Jan-12 18:40 19:05 0.42 4757 4775 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 19:05 19:20 0.25 4776 4776 surveya conn. Survey & Conn.
22-Jan-12 19:20 20:50 1.50 4775 4866 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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JOB NO.: CA-12014 Report Time: 2400 5 of 6
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE # 110276EN RIG NAME: Frontier Rig 1o FIELD: Cain Creek Unit
DíRECTIOLDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #2e-2

From Sunday, January 22, 2012 at 0000 to Sunday, January 22, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4594.00 Rotary Hours 8.83 WOB 16 Pick UP 145 Slack Off 145 SPM
End Depth 5013.00 Circulating Hours 3.33 RAB 145 SPP 2360 FlowRate 330-397 95
Total Drilled: 419.00 Avg. Total ROP: 43.72 niudData
Total Rotary DrillecÌ: 399.00 Avg. Rotary ROP: 45.17 Type PV 0 SOLID 0
Total Drilled Sliding: 20.00 Avg. Slide ROP: 26.67 Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.75 Percent Rotary: 95.23 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 4.77 Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth HA 1 FMH3645 8 1Al21"6 bid 6 6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operator1 Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Jan-12 00:00 00:15 0.25 4594 4594 Drilling cement Drlg. Cmt.
22-Jan-12 00:15 00:25 0.17 4594 4804 Drilling Drilling
22-Jan-12 00:25 02:15 1.83 4604 4604 circulating Circulating
22-Jan-12 02:15 04:00 1.75 4004 4604 other FIT Test
22-Jan-12 04:00 08:45 4.75 4604 4604 other Clean Mud Tanks / x-o tl Invert
22-Jan-12 08:45 09:30 0.75 4604 4604 circulating Circulating
22-Jan-12 09:30 11:55 2.42 4604 4604 other Swithchingto Invert
22-Jan-12 11:55 12:40 0.75 4604 4604 circulating Circulating
22-Jan-12 12:40 14:55 2.25 4604 4680 Drilling Drilling - (WOB:5;GPM :397;RPM:30)
22-Jan-12 14:55 15:30 0.58 4680 4680 nrire,inhnie Rig Service-Inhole
22-Jan-12 15:30 15:40 0.17 4680 4680 Survey & conn. Survey & Conn.
22-Jan-12 15:40 16:25 0.75 4680 4700 Sliding Survey &Conn.
22-Jan-12 16:25 18:00 1.58 4700 4757 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 18:00 18:40 0.67 4757 4757 Other X-OPumps
22-Jan-12 18:40 19:05 0.42 4757 4775 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 19:05 19:20 0.25 4776 4776 surveya conn. Survey & Conn.
22-Jan-12 19:20 20:50 1.50 4775 4866 Drilling Drilling - (WOB:16;GPM :376;RPM:70)

WinSERVE Il Daily Report License: NP3136 Daily RepOft TOr JOB#: CA-1ŽÛ14 - Page 1 Of

JOB NO.: CA-12014 Report Time: 2400 5 of 6
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION:Moab WORK ORDER# AFE # 110276EN RIG NAME: Frontier Rig 1o FIELD: Cain Creek Unit
DíRECTIOLDRILLWG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: ccu #2e-2

From Sunday, January 22, 2012 at 0000 to Sunday, January 22, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4594.00 Rotary Hours 8.83 WOB 16 Pick UP 145 Slack Off 145 SPM
End Depth 5013.00 Circulating Hours 3.33 RAB 145 SPP 2360 FlowRate 330-397 95
Total Drilled: 419.00 Avg. Total ROP: 43.72 niudData
Total Rotary DrillecÌ: 399.00 Avg. Rotary ROP: 45.17 Type PV 0 SOLID 0
Total Drilled Sliding: 20.00 Avg. Slide ROP: 26.67 Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.75 Percent Rotary: 95.23 Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 24.00 Percent Slide: 4.77 Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth HA 1 FMH3645 8 1Al21"6 bid 6 6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts. 6 1/4" DC's, 27 jts.

MWD Operator1 Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Jan-12 00:00 00:15 0.25 4594 4594 Drilling cement Drlg. Cmt.
22-Jan-12 00:15 00:25 0.17 4594 4804 Drilling Drilling
22-Jan-12 00:25 02:15 1.83 4604 4604 circulating Circulating
22-Jan-12 02:15 04:00 1.75 4004 4604 other FIT Test
22-Jan-12 04:00 08:45 4.75 4604 4604 other Clean Mud Tanks / x-o tl Invert
22-Jan-12 08:45 09:30 0.75 4604 4604 circulating Circulating
22-Jan-12 09:30 11:55 2.42 4604 4604 other Swithchingto Invert
22-Jan-12 11:55 12:40 0.75 4604 4604 circulating Circulating
22-Jan-12 12:40 14:55 2.25 4604 4680 Drilling Drilling - (WOB:5;GPM :397;RPM:30)
22-Jan-12 14:55 15:30 0.58 4680 4680 nrire,inhnie Rig Service-Inhole
22-Jan-12 15:30 15:40 0.17 4680 4680 Survey & conn. Survey & Conn.
22-Jan-12 15:40 16:25 0.75 4680 4700 Sliding Survey &Conn.
22-Jan-12 16:25 18:00 1.58 4700 4757 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 18:00 18:40 0.67 4757 4757 Other X-OPumps
22-Jan-12 18:40 19:05 0.42 4757 4775 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 19:05 19:20 0.25 4776 4776 surveya conn. Survey & Conn.
22-Jan-12 19:20 20:50 1.50 4775 4866 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Jan-12 20:50 21 06 0.25 4866 4868 Survey &Corn Survey &Conn.
22-Jan-12 21:05 22:35 1.50 4866 4956 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 22:38 22:80 0.25 4958 4956 surveya conn. Survey &Conn.
22-Jan-12 22:50 24:00 1.17 4956 5013 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Jan-12 20:50 21 06 0.25 4866 4868 Survey &Corn Survey &Conn.
22-Jan-12 21:05 22:35 1.50 4866 4956 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 22:38 22:80 0.25 4958 4956 surveya conn. Survey &Conn.
22-Jan-12 22:50 24:00 1.17 4956 5013 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Jan-12 20:50 21 06 0.25 4866 4868 Survey &Corn Survey &Conn.
22-Jan-12 21:05 22:35 1.50 4866 4956 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
22-Jan-12 22:38 22:80 0.25 4958 4956 surveya conn. Survey &Conn.
22-Jan-12 22:50 24:00 1.17 4956 5013 Drilling Drilling - (WOB:16;GPM :376;RPM:70)
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JOB NO.: CA-12014 Report Time: 2400 4 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE #110276C EN- RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
DBECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Saturday, January 21, 2012 at 0000 to Saturday, January 21, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4594.00 Rotary Hours 1.50 WOB 5 Pick UP 145 Slack Off 145 SPM
End Depth 4594.00 Circulating Hours 0.33 RAB 145 SPP 700 FlowRate o-330 60
Total Drilled: 0.00 Avg. Total ROP: .00 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: .00 Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 7.75 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA 1 FMH3645 8 16/2"6 bld 6)cl6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 A2m.Out: 0
GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
21-Jan-12 00:00 16:15 16.25 4594 4594 standby Standby
21-Jan-12 16:15 17:26 1.17 4594 4594 Change BHA Change BHA
21-Jan-12 17:25 17:45 0.33 4594 4594 circulating Test MWD
21-Jan-12 17:45 18:05 0.33 4594 4594 Other M/UBit
21-Jan-12 18:05 21:20 3.25 4594 4594 TIH TIH
21-Jan-12 21:20 21:45 0.42 4594 4594 Other Install Rot Head
21-Jan-12 21:45 22:20 0.58 4594 4594 other Fill Pipe
21-Jan-12 22:20 22:30 0.17 4594 4694 TIH TIH / Tag Float
21-Jan-12 22:30 24:00 1.50 4594 4594 Drilling Cement Drlg. Cmt / Float Equip.4497-4594
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JOB NO.: CA-12014 Report Time: 2400 4 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE #110276C EN- RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
DBECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Saturday, January 21, 2012 at 0000 to Saturday, January 21, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4594.00 Rotary Hours 1.50 WOB 5 Pick UP 145 Slack Off 145 SPM
End Depth 4594.00 Circulating Hours 0.33 RAB 145 SPP 700 FlowRate o-330 60
Total Drilled: 0.00 Avg. Total ROP: .00 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: .00 Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 7.75 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA 1 FMH3645 8 16/2"6 bld 6)cl6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 A2m.Out: 0
GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
21-Jan-12 00:00 16:15 16.25 4594 4594 standby Standby
21-Jan-12 16:15 17:26 1.17 4594 4594 Change BHA Change BHA
21-Jan-12 17:25 17:45 0.33 4594 4594 circulating Test MWD
21-Jan-12 17:45 18:05 0.33 4594 4594 Other M/UBit
21-Jan-12 18:05 21:20 3.25 4594 4594 TIH TIH
21-Jan-12 21:20 21:45 0.42 4594 4594 Other Install Rot Head
21-Jan-12 21:45 22:20 0.58 4594 4594 other Fill Pipe
21-Jan-12 22:20 22:30 0.17 4594 4694 TIH TIH / Tag Float
21-Jan-12 22:30 24:00 1.50 4594 4594 Drilling Cement Drlg. Cmt / Float Equip.4497-4594
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JOB NO.: CA-12014 Report Time: 2400 4 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE #110276C EN- RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
DBECTIONALDRILUNG STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU #26-2

From Saturday, January 21, 2012 at 0000 to Saturday, January 21, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 4594.00 Rotary Hours 1.50 WOB 5 Pick UP 145 Slack Off 145 SPM
End Depth 4594.00 Circulating Hours 0.33 RAB 145 SPP 700 FlowRate o-330 60
Total Drilled: 0.00 Avg. Total ROP: .00 Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: .00 Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 7.75 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth BHA 1 FMH3645 8 16/2"6 bld 6)cl6

Second Directional : Nortrak, 6 1/2" UBHO Sub, 6 1/2" NMDC,
6 1/2" NMDC, 3 jts 6 1/4" DC's, 27 jts.

MWD Operatori Ryan Mahoney HWDP, 4 1/2" DrillingJars, 8 jts. HWDP,

MWD Operator2 James Cheesman

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 A2m.Out: 0
GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
21-Jan-12 00:00 16:15 16.25 4594 4594 standby Standby
21-Jan-12 16:15 17:26 1.17 4594 4594 Change BHA Change BHA
21-Jan-12 17:25 17:45 0.33 4594 4594 circulating Test MWD
21-Jan-12 17:45 18:05 0.33 4594 4594 Other M/UBit
21-Jan-12 18:05 21:20 3.25 4594 4594 TIH TIH
21-Jan-12 21:20 21:45 0.42 4594 4594 Other Install Rot Head
21-Jan-12 21:45 22:20 0.58 4594 4594 other Fill Pipe
21-Jan-12 22:20 22:30 0.17 4594 4694 TIH TIH / Tag Float
21-Jan-12 22:30 24:00 1.50 4594 4594 Drilling Cement Drlg. Cmt / Float Equip.4497-4594
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JOB NO.: CA-12014 ROpOrt Time: 2400 3 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE#110276EN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 ECT NALDRILLUS STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Friday, January 20, 2012 at 0000 to Friday, January 20, 2042 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional :

MWDOperatori Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:
Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 IncL Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
20-Jan-12 00:00 24:00 24.00 0 0 standby Standby

WinSERVE Il Daily Report License: NP3136 Daily RepOft fOT JOB#: ÛA-1ŽÛ14- Page 1 Of

JOB NO.: CA-12014 ROpOrt Time: 2400 3 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE#110276EN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 ECT NALDRILLUS STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Friday, January 20, 2012 at 0000 to Friday, January 20, 2042 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional :

MWDOperatori Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 IncL Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
20-Jan-12 00:00 24:00 24.00 0 0 standby Standby

WinSERVE Il Daily Report License: NP3136 Daily RepOft fOT JOB#: ÛA-1ŽÛ14- Page 1 Of

JOB NO.: CA-12014 ROpOrt Time: 2400 3 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORKORDER# AFE#110276EN RIGNAME: Frontier Rig 10 FIELD: Cain Creek Unit
0 ECT NALDRILLUS STATE: Utah Township: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Friday, January 20, 2012 at 0000 to Friday, January 20, 2042 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional :

MWDOperatori Ryan Mahoney

MWD Operator2 James Cheesman

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 IncL Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
20-Jan-12 00:00 24:00 24.00 0 0 standby Standby

WinSERVE Il Daily Report License: NP3136 Daily RepOft fOT JOB#: ÛA-1ŽÛ14- Page 1 Of



JOB NO.: CA-12014 ROPOrt Time: 2400 2 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276C ENT RIG NAME: Frontier Rig 1o FIELD: caincreekunit
D ECTIONALDRILLING STATE: Utah TOwnship: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Thursday, January 19, 2012 at 0000 to Thursday, January 19, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP O Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional :

MWD Operatori Ryan Mahoney

MWD Operator2

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azin. Out: 0

GENERAL COMMENT

Date Start End Houm Start End Activity COMMENTTime Time Depth Depth Code
19-Jan-12 00:00 24:00 24.00 0 0 Standby Standby

WinSERVE II Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of

JOB NO.: CA-12014 ROPOrt Time: 2400 2 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276C ENT RIG NAME: Frontier Rig 1o FIELD: caincreekunit
D ECTIONALDRILLING STATE: Utah TOwnship: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Thursday, January 19, 2012 at 0000 to Thursday, January 19, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP O Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional :

MWD Operatori Ryan Mahoney

MWD Operator2

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azin. Out: 0

GENERAL COMMENT

Date Start End Houm Start End Activity COMMENTTime Time Depth Depth Code
19-Jan-12 00:00 24:00 24.00 0 0 Standby Standby

WinSERVE II Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of

JOB NO.: CA-12014 ROPOrt Time: 2400 2 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

LOCATION: Moab WORK ORDER# AFE #110276C ENT RIG NAME: Frontier Rig 1o FIELD: caincreekunit
D ECTIONALDRILLING STATE: Utah TOwnship: T25s

COUNTY: Grand SECT\RANGE: 26 19E

WELLNAME: CCU#26-2

From Thursday, January 19, 2012 at 0000 to Thursday, January 19, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP O Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lb/ft Set Depth N/A
Second Directional :

MWD Operatori Ryan Mahoney

MWD Operator2

Directional Company: Crescent Directional Drilling

Geologist: Signature:

Company Man: Mark Lewis

incl. In: 0 Azm. In: 0 Incl. Out: 0 Azin. Out: 0

GENERAL COMMENT

Date Start End Houm Start End Activity COMMENTTime Time Depth Depth Code
19-Jan-12 00:00 24:00 24.00 0 0 Standby Standby

WinSERVE II Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of



JOB NO.: CA-12014 Report Time: 2400 1 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

EN LOCATION:Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: caincreekUnit
DIRECT NALDRILLING STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Wednesday, January 18, 2012 at 0000 to Wednesday, January 18, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate o-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT* O
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides O WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth N/A
Second Directional :

MWD Operatori Ryan Mahoney

MWD Operator2

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

IncL In: 0 Azm. In: 0 Incl. Out: 0 A2m. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
18-Jan-12 00:00 24:00 24.00 0 0 Standby Travel to Rig

WinSERVE II Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of

JOB NO.: CA-12014 Report Time: 2400 1 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

EN LOCATION:Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: caincreekUnit
DIRECT NALDRILLING STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Wednesday, January 18, 2012 at 0000 to Wednesday, January 18, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate o-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT* O
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides O WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth N/A
Second Directional :

MWD Operatori Ryan Mahoney

MWD Operator2

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

IncL In: 0 Azm. In: 0 Incl. Out: 0 A2m. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
18-Jan-12 00:00 24:00 24.00 0 0 Standby Travel to Rig

WinSERVE II Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of

JOB NO.: CA-12014 Report Time: 2400 1 of 5
Company: Fidelity E & P API JOB # 43-0195-0011

EN LOCATION:Moab WORK ORDER# AFE #110276

RIG NAME: Frontier Rig 10 FIELD: caincreekUnit
DIRECT NALDRILLING STATE: Utah Township: T25S

COUNTY: Grand SECT\RANGE: 26 19E

WELL NAME: CCU#26-2

From Wednesday, January 18, 2012 at 0000 to Wednesday, January 18, 2012 at 2400
DRILLINGSUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM
End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate o-0 0
Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS O YP 0 BHT* O
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow T° 0
Below Rotary Hrs. 0.00 Percent Slide: NA Chlorides O WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Russ Young Size Lblft Set Depth N/A
Second Directional :

MWD Operatori Ryan Mahoney

MWD Operator2

Directional Company: crescentDirectional Drilling

Geologist: Signature:

Company Man: Mark Lewis

IncL In: 0 Azm. In: 0 Incl. Out: 0 A2m. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
18-Jan-12 00:00 24:00 24.00 0 0 Standby Travel to Rig

WinSERVE II Daily Report License: NP3136 Daily Report for JOB#: CA-12014 - Page 1 of



Well Information BHA # 1
JOB NO.: CA-12014 FIELD: Cain creekUnit

Company: Fidelity E & P Township: T25S

EN LOCATION: Moab SECT. RANGE: 26 19E

O EÛÎlÛNALÛ¾LL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #28-2

BHA Summary Information
TIMEIN - OUT Rotary Hours 58.17 Start Depth 4594.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only End Depth 7536.00 Range Rate Bjts HWDP

21-Jan-12 27-Jan-12 Slide Hours .75 Percent Rotary: 99.32
0 -70 0 -397

¯4Œ1D D1ri

ng Jars
@ 17:25 @24:oo Below Rotary Hrs. 150.58 Percent Slide: .68

O.D -6 1/8
Length=32.19

Total Drilled: 2942.00 Avg. Total ROP: 49.93 Incl. Azimuth
Total Rotary Drilled: 2922.00 Avg. Rotary ROP: 50.23 IN OUT IN OUT
Total Drilled Sliding: 20.00 Avg. Slide ROP: 26.67 .0 .0 .00 .00

SPP 0-2900 Weights SO 0-171 PU o-iso RAB 0-175 Reason POOH TD

Bit Data MOTOR DATA Mud Data
Security FMH3645ZZ 8 1/2" 6 bid. (6x16 7185 Stg. .28 RPG 1.6 Deg Adj. Type OilBase 27 jts. HWDP
Type Bit

PDC
Model: Tomahawk Pad OD WT 16.9 GAS 643 Solids 34 O.D.=4 1/2

TFA 1.178 MFG.Crescent 71/8 Vis 68 SAND 0 T* 83 O'D=66/DC%

JETS
16 16 16 16 16 Bend ° 1.5 Stator/Rotor 7/8 PV 33 PH 0 Chlor 319778 Length=92 28

16 0 0 0 0 Bit to Bend 5.98 Motor Diff YP 21 WL 14 Oil % 61
Bit Coding IADC# RevlGAL 0.28 |BHT°\ 138.2

PUMPS PUMP1 | PUMP1IR OR DL Loc BS G ODL NB Stab 0 NÃME 6 1/2" NMDC
0 0 Rotor Jet 0 Model O.D.=6 1/4

Bit Drop: 177 PSI @397 GPM Sensor Offsets Type Length=29.01

Sensor o sonic o Liner .oo .00

Comments Gamma O DNSC 4586 .00 .00

Restiv o GYRo o Efficency .00 .00

PTB 57' 6 1/2" NMDC
GTB 43' O.D.=6 1/2
.28 RPG Length=31.06

BHA Detail
# Description Serial # I.D. O.D. Length Sum Top Conn
1 FMH3645ZZ 8 1/2" 6 bid. (6x16 jts) 11180038 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 Stg. .28 RPG CD65068 6 1/2 25.60 26.60 4 1/2 XHB 6 1/2" UBHO Sub
3 6 1/2" x 8 3/8" Nortrak SD20025 2 3/4 6 1/2 4.31 30.91 4 1/2 XHB OD =6 1/2

4 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 33.96 4 1/2 XHB
¯6

1/2" x 8 3/8" Nortrak

5 6 1/2" NMDC SD42738 2 13/16 6 1/2 31.06 65.02 4 1/2 XHB h614
31

6 6 1/2" NMDC SD38700 2 7/8 6 1/4 29.01 94.03 4 1/2 XHB
7 3 jts. 6 1/4" DC's N/A 2 3/4 6 1/4 92.28 186.31 4 1/2 XHB
8 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 1012.96 4 1/2 XHB
9 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 1045.15 4 1/2 XHB 7/8 5 Stg. .28 RPG

OD=61/2
10 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 1290.80 4 1/2 XHB Length=25.6

FN=2.06

¯FMH3645ZZ
8 1/2" 6 bit (6x16 jts)

O.D.=8 1/2
Length=1

Winsurv2 BHA Report -

Well Information BHA # 1
JOB NO.: CA-12014 FIELD: Cain creekUnit

Company: Fidelity E & P Township: T25S

EN LOCATION: Moab SECT. RANGE: 26 19E

O EÛÎlÛNALÛ¾LL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #28-2

BHA Summary Information
TIMEIN - OUT Rotary Hours 58.17 Start Depth 4594.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only End Depth 7536.00 Range Rate Bjts HWDP

21-Jan-12 27-Jan-12 Slide Hours .75 Percent Rotary: 99.32
0 -70 0 -397

¯4Œ1D D1ri

ng Jars
@ 17:25 @24:oo Below Rotary Hrs. 150.58 Percent Slide: .68

O.D -6 1/8
Length=32.19

Total Drilled: 2942.00 Avg. Total ROP: 49.93 Incl. Azimuth
Total Rotary Drilled: 2922.00 Avg. Rotary ROP: 50.23 IN OUT IN OUT
Total Drilled Sliding: 20.00 Avg. Slide ROP: 26.67 .0 .0 .00 .00

SPP 0-2900 Weights SO 0-171 PU o-iso RAB 0-175 Reason POOH TD

Bit Data MOTOR DATA Mud Data
Security FMH3645ZZ 8 1/2" 6 bid. (6x16 7185 Stg. .28 RPG 1.6 Deg Adj. Type OilBase 27 jts. HWDP
Type Bit

PDC
Model: Tomahawk Pad OD WT 16.9 GAS 643 Solids 34 O.D.=4 1/2

TFA 1.178 MFG.Crescent 71/8 Vis 68 SAND 0 T* 83 O'D=66/DC%

JETS
16 16 16 16 16 Bend ° 1.5 Stator/Rotor 7/8 PV 33 PH 0 Chlor 319778 Length=92 28

16 0 0 0 0 Bit to Bend 5.98 Motor Diff YP 21 WL 14 Oil % 61
Bit Coding IADC# RevlGAL 0.28 |BHT°\ 138.2

PUMPS PUMP1 | PUMP1IR OR DL Loc BS G ODL NB Stab 0 NÃME 6 1/2" NMDC
0 0 Rotor Jet 0 Model O.D.=6 1/4

Bit Drop: 177 PSI @397 GPM Sensor Offsets Type Length=29.01

Sensor o sonic o Liner .oo .00

Comments Gamma O DNSC 4586 .00 .00

Restiv o GYRo o Efficency .00 .00

PTB 57' 6 1/2" NMDC
GTB 43' O.D.=6 1/2
.28 RPG Length=31.06

BHA Detail
# Description Serial # I.D. O.D. Length Sum Top Conn
1 FMH3645ZZ 8 1/2" 6 bid. (6x16 jts) 11180038 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 Stg. .28 RPG CD65068 6 1/2 25.60 26.60 4 1/2 XHB 6 1/2" UBHO Sub
3 6 1/2" x 8 3/8" Nortrak SD20025 2 3/4 6 1/2 4.31 30.91 4 1/2 XHB OD =6 1/2

4 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 33.96 4 1/2 XHB
¯6

1/2" x 8 3/8" Nortrak

5 6 1/2" NMDC SD42738 2 13/16 6 1/2 31.06 65.02 4 1/2 XHB h614
31

6 6 1/2" NMDC SD38700 2 7/8 6 1/4 29.01 94.03 4 1/2 XHB
7 3 jts. 6 1/4" DC's N/A 2 3/4 6 1/4 92.28 186.31 4 1/2 XHB
8 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 1012.96 4 1/2 XHB
9 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 1045.15 4 1/2 XHB 7/8 5 Stg. .28 RPG

OD=61/2
10 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 1290.80 4 1/2 XHB Length=25.6

FN=2.06

¯FMH3645ZZ
8 1/2" 6 bit (6x16 jts)

O.D.=8 1/2
Length=1

Winsurv2 BHA Report -

Well Information BHA # 1
JOB NO.: CA-12014 FIELD: Cain creekUnit

Company: Fidelity E & P Township: T25S

EN LOCATION: Moab SECT. RANGE: 26 19E

O EÛÎlÛNALÛ¾LL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #28-2

BHA Summary Information
TIMEIN - OUT Rotary Hours 58.17 Start Depth 4594.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only End Depth 7536.00 Range Rate Bjts HWDP

21-Jan-12 27-Jan-12 Slide Hours .75 Percent Rotary: 99.32
0 -70 0 -397

¯4Œ1D D1ri

ng Jars
@ 17:25 @24:oo Below Rotary Hrs. 150.58 Percent Slide: .68

O.D -6 1/8
Length=32.19

Total Drilled: 2942.00 Avg. Total ROP: 49.93 Incl. Azimuth
Total Rotary Drilled: 2922.00 Avg. Rotary ROP: 50.23 IN OUT IN OUT
Total Drilled Sliding: 20.00 Avg. Slide ROP: 26.67 .0 .0 .00 .00

SPP 0-2900 Weights SO 0-171 PU o-iso RAB 0-175 Reason POOH TD

Bit Data MOTOR DATA Mud Data
Security FMH3645ZZ 8 1/2" 6 bid. (6x16 7185 Stg. .28 RPG 1.6 Deg Adj. Type OilBase 27 jts. HWDP
Type Bit

PDC
Model: Tomahawk Pad OD WT 16.9 GAS 643 Solids 34 O.D.=4 1/2

TFA 1.178 MFG.Crescent 71/8 Vis 68 SAND 0 T* 83 O'D=66/DC%

JETS
16 16 16 16 16 Bend ° 1.5 Stator/Rotor 7/8 PV 33 PH 0 Chlor 319778 Length=92 28

16 0 0 0 0 Bit to Bend 5.98 Motor Diff YP 21 WL 14 Oil % 61
Bit Coding IADC# RevlGAL 0.28 |BHT°\ 138.2

PUMPS PUMP1 | PUMP1IR OR DL Loc BS G ODL NB Stab 0 NÃME 6 1/2" NMDC
0 0 Rotor Jet 0 Model O.D.=6 1/4

Bit Drop: 177 PSI @397 GPM Sensor Offsets Type Length=29.01

Sensor o sonic o Liner .oo .00

Comments Gamma O DNSC 4586 .00 .00

Restiv o GYRo o Efficency .00 .00

PTB 57' 6 1/2" NMDC
GTB 43' O.D.=6 1/2
.28 RPG Length=31.06

BHA Detail
# Description Serial # I.D. O.D. Length Sum Top Conn
1 FMH3645ZZ 8 1/2" 6 bid. (6x16 jts) 11180038 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 Stg. .28 RPG CD65068 6 1/2 25.60 26.60 4 1/2 XHB 6 1/2" UBHO Sub
3 6 1/2" x 8 3/8" Nortrak SD20025 2 3/4 6 1/2 4.31 30.91 4 1/2 XHB OD =6 1/2

4 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 33.96 4 1/2 XHB
¯6

1/2" x 8 3/8" Nortrak

5 6 1/2" NMDC SD42738 2 13/16 6 1/2 31.06 65.02 4 1/2 XHB h614
31

6 6 1/2" NMDC SD38700 2 7/8 6 1/4 29.01 94.03 4 1/2 XHB
7 3 jts. 6 1/4" DC's N/A 2 3/4 6 1/4 92.28 186.31 4 1/2 XHB
8 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 1012.96 4 1/2 XHB
9 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 1045.15 4 1/2 XHB 7/8 5 Stg. .28 RPG

OD=61/2
10 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 1290.80 4 1/2 XHB Length=25.6

FN=2.06

¯FMH3645ZZ
8 1/2" 6 bit (6x16 jts)

O.D.=8 1/2
Length=1

Winsurv2 BHA Report -



Well Information BHA # 2
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P Township: T25S

EN LOCATION: Moab SECT. RANGE: 26 19E

D¾CTIONALDRitL RIGNAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #2e-2

BHA Summary Information
TIMEIN - OUT Rotary Hours 8.42 Start Depth 6708.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only 95.42/5.83 End Depth 7171.00 Range RatG Bjts.HWDP
O.D.=4 1/2

31-Jan-12 05-Feb-12 Slide Hours 81.17 Percent Rotary: 18.24
0 -70

357 ¯4

1/2" DrillingJars
@ 19:30 @ 16:50 BOlOW ROtary Hrs. 117.33 Percent Slide: 81.76 -376 O.D.=6 1/8

Length=32.19
Total Drilled: 466.00 Avg. Total ROP: 5.20 Incl. Azimuth
Total Rotary Drilled: 85.00 Avg. Rotary ROP: 10.10 IN OUT IN OUT
Total Drilled Sliding: 381.00 Avg. Slide ROP: 4.69 .0 .0 .00 .00

SPP 2900-3150 Weights SO 171-171 PU 180-180 RAB 175-175 Reason POOH
Bit Data MOTOR DATA Mud Data

Hughes Hughes GX28DXO (3x22jts) 7186 Stg. 2.26 Deg Fixed Type Oil Base 27 jts. HWDP
O.D.=4 1/2Type Bit Model: Tomahawk Pad OD WT 16.6 GAS 724 Solids 39INSERT BIT 45 jts.4 1/2" DPTFA 1.113 MFG. Crescent 6 15/16 Vis 79 SAND 0 T ° 150 OD =4 1/2

JETS
22 22 22 0 0 Bend * 2.25 statoriRotor 7/8 PV 45 PH 0 Chlor 591139 °6n ex

0 0 0 0 0 Bit to Bend 4.36 Motor Diff YP 25 WL 23 Oil % 54 Length=13 67

Bit Coding IADC# RevlGAL 0.28 |BHT*\ 138.2

IR DL Loc BS G ODL NB Stab 0 PUMPS PUMP1 PUMP1
NAME

O Rotor Jet 0 Model
Bit Drop: 174 PSI @376 GPM Sensor Offsets Type

Sensor 52 onic o Liner -00 -00

¯NM
Flex

Comments Gamma 36 DNSC 7536 .00 .00

52
3

Restiv 0 YRO o Efficency .00 .oo

Build Assembly
RPG=0.28
PTB=52'
GTB=36'

BHA Detail NM Flex

# Description Serial # I.D. O.D. Length Sum Top Conn O.D =6 9/16
Length=30.75

1 Hughes GX28DXO (3x22jts) 5184702 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 stg. 2.25 Fixed CD65062 6 1/2 24.86 25.86 4 1/2 XHB
3 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 28.91 4 1/2 XHB
4 NM Flex SD48527 2 7/8 6 9/16 30.75 59.66 4 1/2 XHB
5 NM Flex SD41217 2 7/8 6 5/16 29.30 88.96 4 1/2 XHB
6 NM Pony Flex SD38013 2 7/8 6 5/16 13.67 102.63 4 1/2 XHB 6 1/2" UBHO Sub
7 45 jts. 4 1/2" DP N/A 3.8 4 1/2 1,416.52 1519.15 4 1/2 XHB O.D.=6 1/2
8 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 2345.80 4 1/2 XHB ¯7/8

5 stg. 2.25 Fixed
9 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 2377.99 4 1/2 XHB O.D.=6 112

10 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 2623.64 4 1/2XHB
LFeNng1th9=24.86

Hughes GX28DXO (3x2: ts)
O.D.=8 1/2
Length=1

Winsurv2 BHA Report -

Well Information BHA # 2
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P Township: T25S

EN LOCATION: Moab SECT. RANGE: 26 19E

D¾CTIONALDRitL RIGNAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #2e-2

BHA Summary Information
TIMEIN - OUT Rotary Hours 8.42 Start Depth 6708.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only 95.42/5.83 End Depth 7171.00 Range RatG Bjts.HWDP
O.D.=4 1/2

31-Jan-12 05-Feb-12 Slide Hours 81.17 Percent Rotary: 18.24
0 -70

357 ¯4

1/2" DrillingJars
@ 19:30 @ 16:50 BOlOW ROtary Hrs. 117.33 Percent Slide: 81.76 -376 O.D.=6 1/8

Length=32.19
Total Drilled: 466.00 Avg. Total ROP: 5.20 Incl. Azimuth
Total Rotary Drilled: 85.00 Avg. Rotary ROP: 10.10 IN OUT IN OUT
Total Drilled Sliding: 381.00 Avg. Slide ROP: 4.69 .0 .0 .00 .00

SPP 2900-3150 Weights SO 171-171 PU 180-180 RAB 175-175 Reason POOH
Bit Data MOTOR DATA Mud Data

Hughes Hughes GX28DXO (3x22jts) 7186 Stg. 2.26 Deg Fixed Type Oil Base 27 jts. HWDP
O.D.=4 1/2Type Bit Model: Tomahawk Pad OD WT 16.6 GAS 724 Solids 39INSERT BIT 45 jts.4 1/2" DPTFA 1.113 MFG. Crescent 6 15/16 Vis 79 SAND 0 T ° 150 OD =4 1/2

JETS
22 22 22 0 0 Bend * 2.25 statoriRotor 7/8 PV 45 PH 0 Chlor 591139 °6n ex

0 0 0 0 0 Bit to Bend 4.36 Motor Diff YP 25 WL 23 Oil % 54 Length=13 67

Bit Coding IADC# RevlGAL 0.28 |BHT*\ 138.2

IR DL Loc BS G ODL NB Stab 0 PUMPS PUMP1 PUMP1
NAME

O Rotor Jet 0 Model
Bit Drop: 174 PSI @376 GPM Sensor Offsets Type

Sensor 52 onic o Liner -00 -00

¯NM
Flex

Comments Gamma 36 DNSC 7536 .00 .00

52
3

Restiv 0 YRO o Efficency .00 .oo

Build Assembly
RPG=0.28
PTB=52'
GTB=36'

BHA Detail NM Flex

# Description Serial # I.D. O.D. Length Sum Top Conn O.D =6 9/16
Length=30.75

1 Hughes GX28DXO (3x22jts) 5184702 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 stg. 2.25 Fixed CD65062 6 1/2 24.86 25.86 4 1/2 XHB
3 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 28.91 4 1/2 XHB
4 NM Flex SD48527 2 7/8 6 9/16 30.75 59.66 4 1/2 XHB
5 NM Flex SD41217 2 7/8 6 5/16 29.30 88.96 4 1/2 XHB
6 NM Pony Flex SD38013 2 7/8 6 5/16 13.67 102.63 4 1/2 XHB 6 1/2" UBHO Sub
7 45 jts. 4 1/2" DP N/A 3.8 4 1/2 1,416.52 1519.15 4 1/2 XHB O.D.=6 1/2
8 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 2345.80 4 1/2 XHB ¯7/8

5 stg. 2.25 Fixed
9 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 2377.99 4 1/2 XHB O.D.=6 112

10 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 2623.64 4 1/2XHB
LFeNng1th9=24.86

Hughes GX28DXO (3x2: ts)
O.D.=8 1/2
Length=1

Winsurv2 BHA Report -

Well Information BHA # 2
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P Township: T25S

EN LOCATION: Moab SECT. RANGE: 26 19E

D¾CTIONALDRitL RIGNAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #2e-2

BHA Summary Information
TIMEIN - OUT Rotary Hours 8.42 Start Depth 6708.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only 95.42/5.83 End Depth 7171.00 Range RatG Bjts.HWDP
O.D.=4 1/2

31-Jan-12 05-Feb-12 Slide Hours 81.17 Percent Rotary: 18.24
0 -70

357 ¯4

1/2" DrillingJars
@ 19:30 @ 16:50 BOlOW ROtary Hrs. 117.33 Percent Slide: 81.76 -376 O.D.=6 1/8

Length=32.19
Total Drilled: 466.00 Avg. Total ROP: 5.20 Incl. Azimuth
Total Rotary Drilled: 85.00 Avg. Rotary ROP: 10.10 IN OUT IN OUT
Total Drilled Sliding: 381.00 Avg. Slide ROP: 4.69 .0 .0 .00 .00

SPP 2900-3150 Weights SO 171-171 PU 180-180 RAB 175-175 Reason POOH
Bit Data MOTOR DATA Mud Data

Hughes Hughes GX28DXO (3x22jts) 7186 Stg. 2.26 Deg Fixed Type Oil Base 27 jts. HWDP
O.D.=4 1/2Type Bit Model: Tomahawk Pad OD WT 16.6 GAS 724 Solids 39INSERT BIT 45 jts.4 1/2" DPTFA 1.113 MFG. Crescent 6 15/16 Vis 79 SAND 0 T ° 150 OD =4 1/2

JETS
22 22 22 0 0 Bend * 2.25 statoriRotor 7/8 PV 45 PH 0 Chlor 591139 °6n ex

0 0 0 0 0 Bit to Bend 4.36 Motor Diff YP 25 WL 23 Oil % 54 Length=13 67

Bit Coding IADC# RevlGAL 0.28 |BHT*\ 138.2

IR DL Loc BS G ODL NB Stab 0 PUMPS PUMP1 PUMP1
NAME

O Rotor Jet 0 Model
Bit Drop: 174 PSI @376 GPM Sensor Offsets Type

Sensor 52 onic o Liner -00 -00

¯NM
Flex

Comments Gamma 36 DNSC 7536 .00 .00

52
3

Restiv 0 YRO o Efficency .00 .oo

Build Assembly
RPG=0.28
PTB=52'
GTB=36'

BHA Detail NM Flex

# Description Serial # I.D. O.D. Length Sum Top Conn O.D =6 9/16
Length=30.75

1 Hughes GX28DXO (3x22jts) 5184702 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 stg. 2.25 Fixed CD65062 6 1/2 24.86 25.86 4 1/2 XHB
3 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 28.91 4 1/2 XHB
4 NM Flex SD48527 2 7/8 6 9/16 30.75 59.66 4 1/2 XHB
5 NM Flex SD41217 2 7/8 6 5/16 29.30 88.96 4 1/2 XHB
6 NM Pony Flex SD38013 2 7/8 6 5/16 13.67 102.63 4 1/2 XHB 6 1/2" UBHO Sub
7 45 jts. 4 1/2" DP N/A 3.8 4 1/2 1,416.52 1519.15 4 1/2 XHB O.D.=6 1/2
8 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 2345.80 4 1/2 XHB ¯7/8

5 stg. 2.25 Fixed
9 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 2377.99 4 1/2 XHB O.D.=6 112

10 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 2623.64 4 1/2XHB
LFeNng1th9=24.86

Hughes GX28DXO (3x2: ts)
O.D.=8 1/2
Length=1

Winsurv2 BHA Report -



Well Information BHA # 3
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P Township: T25s

LOCATION: Moab SECT. RANGE: 26 19E

ÛTIONÀl.OREL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCu #26-2

BHA Summary Information
TIME IN - OUT Rotary Hours 27.33 Start Depth 7171.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only 74.58 / 4.92 End Depth 7707.00 Range Rate 8 jts. HWDP
O.D.=4 1/2

05-Feb-12 09-Feb-12 Slide Hours 42.33 Percent Rotary: 42.35 376 4 1/2" DrillingJars
@ 16:50 @24:oo Below Rotary Hrs. 93.83 Percent Slide: 57.65

32 -32

-376 D h6=
19

Total Drilled: 536.00 Avg. Total ROP: 7.69 Incl. Azimuth
Total Rotary Drilled: 227.00 Avg. Rotary ROP: 8.30 IN OUT IN OUT
Total Drilled Sliding: 309.00 Avg. Slide ROP: 7.30 .0 .0 .00 .00

SPP 3150-3250 Weights SO 171-171 PU 180-180 RAB 175-175 Reason POOH TD

Bit Data MOTOR DATA Mud Data 27 jts. HWDP
O.D =4 1/2Hughes Hughes GX28DXO (3x22jts) 7/8 5 Stg. 2.25 deg. Adj. .28 RPG Type OilBase 45 jts. 4 1/2" DP

Type Bit Modet: Tomahawk Pad OD WT 16.6 GAS 996 Solids 35 O.D =4 1/2
INSERT BIT 6 1/2' NM Flex PonyTFA 1.113 MFG. Crescent 7 1/8 Vis 72 SAND 0 T ° 110 o.D =6 1/2

JETS
22 22 22 0 0 Bend° 2.25 Stator/Rotor 7/8 PV 40 PH 0 Chlor 570873

Length=153

0 0 0 0 0 Bit to Bond 5.99 Motor DH YP 45 WL 27 Oil %
.

52
Bit Coding IADC# Rev/GAL 0.28 |BHT°| 138.2

PUMPS PUMP1 PUMP1IR OR DL Loc BS G ODL NB Stab 0 NAME NM Flex
8 8 8 Rotor Jet 0 Mode O.D.=6 5/16

Bit Drop: 174 PSI @376 GPM Sensor Offsets
Length=29 3

Sensor 65 Sonic 0 Liner .00 .00

Comments Gamma 49.12 DNSC 7171 .00 .00

Restiv 0 GYRO O Efficency .00 .oo

Bit had 2 rollers hanging and all teethworn off. NM Flex

BHA Detail °.D h69 675

# Description Serial # I.D. O.D. Length Sum Top Conn
1 Hughes GX28DXO (3x22jts) 5129043 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 stg. adj. .28 RPG CD65067 8 1/2 25.40 26.40 4 1/2XHB
3 NM Pony Flex SD38013 2 7/8 6 5/16 13.67 40.07 4 1/2 XHB
4 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 43.12 4 1/2 XHB 6 1/2" UBHO Sub

5 NM Flex SD48527 2 7/8 6 9/16 30.75 73.87 4 1/2 XHB _O.D =6 1/2
NM Pony Flex

6 NM Flex SD41217 2 7/8 6 5/16 29.30 103.17 4 1/2 XHB O.D =6 5/16
7 6 1/2' NM Flex Pony SD48035 2 7/8 6 1/2 15.30 118.47 4 1/2 XHB l..ength=13 67

8 45 jts. 4 1/2" DP N/A 3.8 4 1/2 1,416.52 1534.99 4 1/2 XHB
9 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 2361.64 4 1/2 XHB
10 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 2393.83 4 1/2 XHB
11 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 2639.48 4 1/2 XHB

¯7/8

5 stg. adj. .28 RPG
O.D.=61/2
Length=25.4
FN=1.99

Hughes GX28DXO (3x22 s)
O.D.=8 1/2

Winsurv2 BHA Report -

Well Information BHA # 3
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P Township: T25s

LOCATION: Moab SECT. RANGE: 26 19E

ÛTIONÀl.OREL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCu #26-2

BHA Summary Information
TIME IN - OUT Rotary Hours 27.33 Start Depth 7171.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only 74.58 / 4.92 End Depth 7707.00 Range Rate 8 jts. HWDP
O.D.=4 1/2

05-Feb-12 09-Feb-12 Slide Hours 42.33 Percent Rotary: 42.35 376 4 1/2" DrillingJars
@ 16:50 @24:oo Below Rotary Hrs. 93.83 Percent Slide: 57.65

32 -32

-376 D h6=
19

Total Drilled: 536.00 Avg. Total ROP: 7.69 Incl. Azimuth
Total Rotary Drilled: 227.00 Avg. Rotary ROP: 8.30 IN OUT IN OUT
Total Drilled Sliding: 309.00 Avg. Slide ROP: 7.30 .0 .0 .00 .00

SPP 3150-3250 Weights SO 171-171 PU 180-180 RAB 175-175 Reason POOH TD

Bit Data MOTOR DATA Mud Data 27 jts. HWDP
O.D =4 1/2Hughes Hughes GX28DXO (3x22jts) 7/8 5 Stg. 2.25 deg. Adj. .28 RPG Type OilBase 45 jts. 4 1/2" DP

Type Bit Modet: Tomahawk Pad OD WT 16.6 GAS 996 Solids 35 O.D =4 1/2
INSERT BIT 6 1/2' NM Flex PonyTFA 1.113 MFG. Crescent 7 1/8 Vis 72 SAND 0 T ° 110 o.D =6 1/2

JETS
22 22 22 0 0 Bend° 2.25 Stator/Rotor 7/8 PV 40 PH 0 Chlor 570873

Length=153

0 0 0 0 0 Bit to Bond 5.99 Motor DH YP 45 WL 27 Oil %
.

52
Bit Coding IADC# Rev/GAL 0.28

|BHT°| 138.2
PUMPS PUMP1 PUMP1IR OR DL Loc BS G ODL NB Stab 0 NAME NM Flex

8 8 8 Rotor Jet 0 Mode O.D.=6 5/16

Bit Drop: 174 PSI @376 GPM Sensor Offsets
Length=29 3

Sensor 65 Sonic 0 Liner .00 .00

Comments Gamma 49.12 DNSC 7171 .00 .00

Restiv 0 GYRO O Efficency .00 .oo

Bit had 2 rollers hanging and all teethworn off. NM Flex

BHA Detail °.D h69 675

# Description Serial # I.D. O.D. Length Sum Top Conn
1 Hughes GX28DXO (3x22jts) 5129043 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 stg. adj. .28 RPG CD65067 8 1/2 25.40 26.40 4 1/2XHB
3 NM Pony Flex SD38013 2 7/8 6 5/16 13.67 40.07 4 1/2 XHB
4 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 43.12 4 1/2 XHB 6 1/2" UBHO Sub

5 NM Flex SD48527 2 7/8 6 9/16 30.75 73.87 4 1/2 XHB _O.D =6 1/2
NM Pony Flex

6 NM Flex SD41217 2 7/8 6 5/16 29.30 103.17 4 1/2 XHB O.D =6 5/16
7 6 1/2' NM Flex Pony SD48035 2 7/8 6 1/2 15.30 118.47 4 1/2 XHB l..ength=13 67

8 45 jts. 4 1/2" DP N/A 3.8 4 1/2 1,416.52 1534.99 4 1/2 XHB
9 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 2361.64 4 1/2 XHB
10 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 2393.83 4 1/2 XHB
11 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 2639.48 4 1/2 XHB

¯7/8

5 stg. adj. .28 RPG
O.D.=61/2
Length=25.4
FN=1.99

Hughes GX28DXO (3x22 s)
O.D.=8 1/2

Winsurv2 BHA Report -

Well Information BHA # 3
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P Township: T25s

LOCATION: Moab SECT. RANGE: 26 19E

ÛTIONÀl.OREL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCu #26-2

BHA Summary Information
TIME IN - OUT Rotary Hours 27.33 Start Depth 7171.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only 74.58 / 4.92 End Depth 7707.00 Range Rate 8 jts. HWDP
O.D.=4 1/2

05-Feb-12 09-Feb-12 Slide Hours 42.33 Percent Rotary: 42.35 376 4 1/2" DrillingJars
@ 16:50 @24:oo Below Rotary Hrs. 93.83 Percent Slide: 57.65

32 -32

-376 D h6=
19

Total Drilled: 536.00 Avg. Total ROP: 7.69 Incl. Azimuth
Total Rotary Drilled: 227.00 Avg. Rotary ROP: 8.30 IN OUT IN OUT
Total Drilled Sliding: 309.00 Avg. Slide ROP: 7.30 .0 .0 .00 .00

SPP 3150-3250 Weights SO 171-171 PU 180-180 RAB 175-175 Reason POOH TD

Bit Data MOTOR DATA Mud Data 27 jts. HWDP
O.D =4 1/2Hughes Hughes GX28DXO (3x22jts) 7/8 5 Stg. 2.25 deg. Adj. .28 RPG Type OilBase 45 jts. 4 1/2" DP

Type Bit Modet: Tomahawk Pad OD WT 16.6 GAS 996 Solids 35 O.D =4 1/2
INSERT BIT 6 1/2' NM Flex PonyTFA 1.113 MFG. Crescent 7 1/8 Vis 72 SAND 0 T ° 110 o.D =6 1/2

JETS
22 22 22 0 0 Bend° 2.25 Stator/Rotor 7/8 PV 40 PH 0 Chlor 570873

Length=153

0 0 0 0 0 Bit to Bond 5.99 Motor DH YP 45 WL 27 Oil %
.

52
Bit Coding IADC# Rev/GAL 0.28

|BHT°| 138.2
PUMPS PUMP1 PUMP1IR OR DL Loc BS G ODL NB Stab 0 NAME NM Flex

8 8 8 Rotor Jet 0 Mode O.D.=6 5/16

Bit Drop: 174 PSI @376 GPM Sensor Offsets
Length=29 3

Sensor 65 Sonic 0 Liner .00 .00

Comments Gamma 49.12 DNSC 7171 .00 .00

Restiv 0 GYRO O Efficency .00 .oo

Bit had 2 rollers hanging and all teethworn off. NM Flex

BHA Detail °.D h69 675

# Description Serial # I.D. O.D. Length Sum Top Conn
1 Hughes GX28DXO (3x22jts) 5129043 8 1/2 1.00 1.00 4 1/2 REGP
2 7/8 5 stg. adj. .28 RPG CD65067 8 1/2 25.40 26.40 4 1/2XHB
3 NM Pony Flex SD38013 2 7/8 6 5/16 13.67 40.07 4 1/2 XHB
4 6 1/2" UBHO Sub C117 2 3/4 6 1/2 3.05 43.12 4 1/2 XHB 6 1/2" UBHO Sub

5 NM Flex SD48527 2 7/8 6 9/16 30.75 73.87 4 1/2 XHB _O.D =6 1/2
NM Pony Flex

6 NM Flex SD41217 2 7/8 6 5/16 29.30 103.17 4 1/2 XHB O.D =6 5/16
7 6 1/2' NM Flex Pony SD48035 2 7/8 6 1/2 15.30 118.47 4 1/2 XHB l..ength=13 67

8 45 jts. 4 1/2" DP N/A 3.8 4 1/2 1,416.52 1534.99 4 1/2 XHB
9 27 jts. HWDP N/A 2 3/4 4 1/2 826.65 2361.64 4 1/2 XHB
10 4 1/2" DrillingJars N/A 2.25 6 1/8 32.19 2393.83 4 1/2 XHB
11 8 jts. HWDP N/A 2 3/4 4 1/2 245.65 2639.48 4 1/2 XHB

¯7/8

5 stg. adj. .28 RPG
O.D.=61/2
Length=25.4
FN=1.99

Hughes GX28DXO (3x22 s)
O.D.=8 1/2

Winsurv2 BHA Report -



Well Information BHA # 4
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P TOWOShip: T25s

EN LOCATION: Moab SECT. RANGE: 26 19E

DRECTIONALDRIL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #26-2

BHA Summary Information
TIMEIN - OUT Rotary HourS 24.83 Start Depth 7698.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only End Depth 8685.00 Range Rate 45Jts.4"HWDP

13-Feb-12 19-Feb-12 Slide HourS 30.17 Percent Rotary: 77.61
0 -40

168
-O DJ

XT39 DP
@ 22:30 @24:00 BOlOW Rotary Hrs. 145.58 Percent Slide: 22.39 -376 oD =4

Total Drilled: 996.00 Avg. Total ROP: 18.11 Incl. Azimuth OD
4T39XO

Total Rotary Drilled: 773.00 Avg. Rotary ROP: 31.13 IN OUT IN OUT ¯NM
Flex Pony

Total Drilled Sliding: 223.00 Avg. Slide ROP: 7.39 86.2 .0 288.08 .00 t = 563

SPP 3250 -3720 Weights SO 120 -171 PU 128 -180 RAB 124 -175 Reason POOH TD

Bit Data MOTOR DATA Mud Data
SMITH Sec. FX64 (6x18 jts.) 7/8 6 stg. 1.5 deg fixed .63RPG Type Oil Base
Type Bit

PDC
Model: M5 Pad OD WT 16.4 GAS 120 Solids 36 -

MFG. Wenzel 5 Sie Vis 84 SAND 0 T ° 105 D 3/4

JETS
18 18 18 18 18 Bend ° 1.5 Stator/Rotor 7/8 PV 37 PH 0 Chlor 317309

Length=31.03

18 0 0 0 0 Bit to Bend 4.45 Motor Diff YP 28 WL 19 Oil % 56
Bit Coding IADC# RevlGAL 0.63 |BHT°| 138.2

IR OR DL Loc BS G ODL NB Stab 0 PUMPS PUMP1 PUMP1
NAME

O O Rotor Jet 0 Model ¯NM
Flex

Bit Drop: 96 PSI @376 GPM Sensor Offsets Type O.D =4 1/2
Length=30.81

Sensor 70 onic o Liner -00 .00

Comments Gamma 54 DNSC 7707 Stroke .oo .oo

Restiv o o Efficency .oo .oo

TD / Called @8685 md

BHA Detail
# Description Serial # I.D. O.D. Length Sum Top Conn D =4 7/8
1 Sec. FX64 (6x18 jts.) 11636507 6 0.75 0.75 3 1/2 REGP ¯NM

Flex Pony
2 7/8 5 Stg. 1.5 fixed .63rpg 475MSO86 4 3/4 26.48 27.23 3 1/2 IFB O.D.=4 3/4

3 Float Sub CD475020 2 1/4 4 3/4 3.16 30.39 3 1/2 IFB Length=15.28

4 NM Flex Pony SD44994 2 3/4 4 3/4 15.28 45.67 3 1/2 IFB
5 UBHO CD475142 2 3/4 4 7/8 2.68 48.35 3 1/2 IFB
6 NM Flex SD43769 2 3/4 4 1/2 30.81 79.16 3 1/2 IFB
7 NM Flex SD42729 2 3/4 4 3/4 31.03 110.19 3 1/2 IFB
8 NM Flex Pony SD44995 2 3/4 4 3/4 15.63 125.82 3 1/2 IFB
9 3 1/2 IFxXT39XO SD108186 2 1/2 4 3/4 1.79 127.61 XT 39B Float Sub

O.D.=4 3/4
10 90 Jts. XT39 DP n/a 2 1/2 4 2,819.94 2947.55 XT 39B -

7/8 5 Stg. 1.5 fixed .63rpt

11 45 Jts. 4"HWDP n/a 2 1/2 4 1,369.35 4316.90 XT 398 O.D.=4 3/4
Length=26.48
FN=2.41

¯Sec
FX64 (6x18 jts.)

OD =6

Length=0.75

Winsurv2 BHA Report -

Well Information BHA # 4
JOB NO.: CA-12014 FIELD: Cain Creek Unit

Company: Fidelity E & P TOWOShip: T25s

EN LOCATION: Moab SECT. RANGE: 26 19E

DRECTIONALDRIL RIG NAME: Frontier Rig 10 Lead DD: Russ Young

STATE: Utah Co. Man: Mark Lewis

COUNTY: Grand BHA TYPE: Steerable Assembly

WELL NAME: CCU #26-2

BHA Summary Information
TIMEIN - OUT Rotary HourS 24.83 Start Depth 7698.00 RPM Flow

Start Time End Time Circ Hrs Tot/Only End Depth 8685.00 Range Rate 45Jts.4"HWDP

13-Feb-12 19-Feb-12 Slide HourS 30.17 Percent Rotary: 77.61
0 -40

168
-O DJ

XT39 DP
@ 22:30 @24:00 BOlOW Rotary Hrs. 145.58 Percent Slide: 22.39 -376 oD =4

Total Drilled: 996.00 Avg. Total ROP: 18.11 Incl. Azimuth OD
4T39XO

Total Rotary Drilled: 773.00 Avg. Rotary ROP: 31.13 IN OUT IN OUT ¯NM
Flex Pony
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JOB NO.: CA-12014 FIELD: Cain Creek Unit

O :

ron

rER

g 0

Rownship: T25S

DIRECTIONALDRIL Ng STATE: Utah
COUNTY: Country
WELL NAME: CCU #26-2

Slide Report for all l3HA's Note: Surveys listed are interpolated from the actual surveys

| Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM ' SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 22-Jan Drilling 00:15 00:25 0.17 4594 4604 10 5 60.0 30 0 397 1400 0.00 0.00 0.00
1 22-Jan Drilling 12:40 14:55 2.25 4604 4680 76 16 33.8 70 0 376 2350 0.00 0.00 0 00
1 22-Jan Sliding 15:40 16:25 0.75 4680 4700 20 16 26.7 70 0 397 2360 50M 0.00 0.00 0.00
1 22-Jan Drilling 16:25 18:00 1.58 4700 4757 57 16 36 0 70 0 376 2360 0.00 0.00 0 00
1 22-Jan Drilling 18:40 19:05 0.42 4757 4775 18 16 43.2 70 0 376 2360 0.00 0.00 0.00
1 22-Jan Drilling 19:20 20:50 f.50 4775 4866 94 16 60 7 70 0 376 2360 0.00 0.00 0 00
1 22-Jan Drilling 21:05 22:35 1.50 4866 4956 90 16 60.0 70 0 376 2360 0.00 0.00 0.00
1 22-Jan Drilling 22:50 24:00 1.17 4956 5013 57 ‡6 48.9 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 00:00 00:40 0.67 5013 5050 37 16 55.5 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 1:10 03:40 2.50 5050 5144 94 16 37.6 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 03:55 06:05 2.17 5144 5236 92 16 42.5 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 06:25 08:05 1.67 5236 5330 94 16 56 4 70 0 376 2360 0.00 0.00 OLOG
1 23-Jan Drilling 08:20 10:10 1.83 5330 5423 93 16 50.7 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 10:25 12:25 2.00 5423 5516 93 16 46.5 70 0 376 2360 0 00 0 00 0.00
1 23-Jan Drilling 12:50 14:20 1.50 5516 5609 93 16 62.0 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 14:50 16:40 1.83 5609 5702 93 16 50.7 70 0 376 2360 0.00 0 00 0.00
1 23-Jan Drilling 16:55 18:35 1.67 5702 5795 93 16 55.8 70 0 376 2360 0.00 0.00 0.00
1 23-Jan Drilling 20:20 22:00 1.67 5795 5888 93 16 55.8 70 0 376 2360 0.00 0 00 0.00
1 23-Jan Drilling 22:15 23:45 1.50 5888 5982 94 16 62.7 70 0 376 2360 0.00 0.00 0.00
1 24-Jan Drilling 00:00 02:05 2.08 5982 6075 93 16 44.6 70 0 376 2360 0.00 0.00 0.00
1 24-Jan Drilling 02:20 04:10 1.83 6075 6168 93 16 50.7 70 0 376 2360 0.00 0.00 0.00
1 24-Jan Drilling 04:25 06:36 2.17 6168 6262 94 16 43.4 70 0 376 2360 0.00 0.00 0 00
1 24-Jan Drilling 06:50 08:15 1.42 6262 6355 93 16 65.6 70 0 376 2360 0.00 0.00 0.00
1 24-Jan Drilling 08:30 10:00 1.50 6355 6448 93 16 62.0 70 0 376 2360 0.00 0.00 0.00
1 24-Jan Drilling 10:10 11:30 1.33 6448 6542 94 16 70.5 70 0 376 2360 0.00 0.00 0.00
1 24-Jan Drilling 11:50 13:00 1.17 6542 6635 93 16 79.7 70 0 376 2360 0 00 0.00 0.00
1 24-Jan Drilling 13:20 14:30 1.17 6635 6729 94 16 80.6 70 0 376 2360 0.00 0.00 0.00
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Slide Report for all BHA's Note: Surveys lifted are interpolated from the actual surveys

Drill Start End Start End Depth Surf Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 24-Jan Drilling 14:40 15:40 1.00 6729 6821 92 16 92.0 70 0 376 2360 0 00 0.00 0 00
1 24-Jan Drilling 15:50 16:55 1.08 6821 6914 93 16 85.8 70 0 376 2360 0.00 0.00 0.00

1 24-Jan DrilÍing 17:25 19:35 2.17 6914 7007 93 16 42.9 70 0 376 2360 0 00 0.00 0 00
1 24-Jan Drilling 19:55 21:20 1.42 7007 7100 93 16 65.6 70 0 376 2360 0.00 0.00 0.00

1 24-Jan Drilling 21:35 23:05 1.50 7100 7193 93 16 62.0 70 0 376 2360 0.00 0 00 0.00
1 24-Jan Drilling 23:20 24:00 0.67 7193 7247 54 16 81.0 70 0 376 2360 0.00 0.00 0.00

1 25-Jan Drilling 00:00 00:30 0.50 7247 7286 39 16 78,0 70 0 376 2360 0.00 0.00 0 00
1 25-Jan Drilling 00:45 02:25 1.67 7286 7379 93 16 55.8 70 0 376 2360 0.00 0.00 0.00

1 25-Jan Drilling 02:45 03:10 0.42 7379 739‡ 12 16 28.8 70 0 376 2360 0.00 0 00 0.00
1 25-Jan Drilling 03:40 04:00 0.33 7391 7401 10 16 30.0 70 0 376 2360 0.00 0.00 0.00

26-Jan Drilling 21:40 21:55 0.25 7401 7407 6 16 24.0 70 0 376 2360 0.00 0 00 0.00
1 26-Jan Drilling 22:10 24:00 1.83 7407 7437 30 16 16.4 70 0 313 2900 0.00 0.00 0.00

1 27-Jan Drilling DO:00 02:10 2.17 7437 7473 36 16 16.6 70 0 376 2900 0.00 0 00 0.00
1 27-Jan Drilling 02:20 03:30 1.17 7473 7536 63 16 54.0 70 0 376 2900 0.00 0.00 0.00

2 1-Feb Sliding 02:00 24:00 22.00 6708 6727 19 16 0 9 0 0 357 2900 286M 0.00 0 00 0.00
2 2-Feb Sliding 00:00 02:00 2.00 6724 6729 5 2 2.5 0 0 357 2900 286M 0.00 0 00 0.00

2 2-Feb Sliding 02:00 05:00 3.00 6729 6735 6 2 2.0 0 0 357 2900 286M 0.00 0 00 0.00

2 2-Feb Sliding 05:00 06:50 1.83 6735 6740 5 2 2.7 0 0 357 2900 286M 0.00 0.00 0.00

2 2-Feb Sliding 06:50 08:05 f.25 6740 6768 28 5 22 4 0 0 357 2900 286M 0.00 0.00 0.00
2 2-Feb Sliding 09:20 24:00 14.67 6768 6782 14 1 1.0 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding 00:00 06:40 6.67 6782 6795 13 1 2 0 0 0 357 2900 28ðM 0.00 0.00 0.00

2 3-Feb Sliding 06:40 09:00 2.33 6795 6802 7 6 3.0 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding 09:00 11:20 2.33 6802 6812 10 15 4.3 0 0 357 2900 286M 0.00 0.00 0 00
2 3-Feb Sliding 11:20 14:10 2.83 6812 6832 20 29 7.1 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding ‡4:40 16:10 f.50 6832 6853 21 33 14.0 0 0 357 2900 300 0.00 0.00 0 00
2 3-Feb Sliding 16:25 17:10 0.75 6853 6863 10 34 13.3 0 0 357 3000 300 0.00 0.00 0.00

2 3-Feb Sliding 17:20 19:15 1.92 6863 6894 31 35 16.2 0 0 357 3000 298M 0.00 0 00 0 00
2 3-Feb Sliding 19:25 20:20 0.92 6894 6908 14 35 15.3 0 0 357 3000 6R 0.00 0.00 0.00
2 3-Feb Sliding 20:30 21:00 0.50 6908 6919 11 35 22.0 0 0 357 3000 -1 0.00 0 00 0.00
2 3-Feb Drilling 21:00 21:20 0.33 6919 6925 6 18 18.0 32 0 376 3000 0.00 0.00 0.00
2 3-Feb Drilling 21:40 22:15 0 58 6925 6934 9 18 15.4 32 0 376 3000 0.00 0 00 0.00
2 3-Feb Sliding 22:15 23:40 1.42 6934 6956 22 35 15.5 32 0 357 3000 11L 0.00 0.00 0.00
2 3-Feb Drilling 23:55 24:00 0.08 6956 6957 1 18 12.0 32 0 376 3000 0.00 0 00 0.00
2 4-Feb Drilling 00:00 00:20 0.33 6957 6962 5 18 15.0 32 0 376 3000 0.00 0.00 0.00

2 4-Feb Sliding 00:25 02:10 f.75 6962 6972 10 35 5.7 0 0 376 3150 6L 0.00 0.00 0.00
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Drill Start End Start End Depth Surf Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 24-Jan Drilling 14:40 15:40 1.00 6729 6821 92 16 92.0 70 0 376 2360 0 00 0.00 0 00
1 24-Jan Drilling 15:50 16:55 1.08 6821 6914 93 16 85.8 70 0 376 2360 0.00 0.00 0.00

1 24-Jan DrilÍing 17:25 19:35 2.17 6914 7007 93 16 42.9 70 0 376 2360 0 00 0.00 0 00
1 24-Jan Drilling 19:55 21:20 1.42 7007 7100 93 16 65.6 70 0 376 2360 0.00 0.00 0.00

1 24-Jan Drilling 21:35 23:05 1.50 7100 7193 93 16 62.0 70 0 376 2360 0.00 0 00 0.00
1 24-Jan Drilling 23:20 24:00 0.67 7193 7247 54 16 81.0 70 0 376 2360 0.00 0.00 0.00

1 25-Jan Drilling 00:00 00:30 0.50 7247 7286 39 16 78,0 70 0 376 2360 0.00 0.00 0 00
1 25-Jan Drilling 00:45 02:25 1.67 7286 7379 93 16 55.8 70 0 376 2360 0.00 0.00 0.00

1 25-Jan Drilling 02:45 03:10 0.42 7379 739‡ 12 16 28.8 70 0 376 2360 0.00 0 00 0.00
1 25-Jan Drilling 03:40 04:00 0.33 7391 7401 10 16 30.0 70 0 376 2360 0.00 0.00 0.00

26-Jan Drilling 21:40 21:55 0.25 7401 7407 6 16 24.0 70 0 376 2360 0.00 0 00 0.00
1 26-Jan Drilling 22:10 24:00 1.83 7407 7437 30 16 16.4 70 0 313 2900 0.00 0.00 0.00

1 27-Jan Drilling DO:00 02:10 2.17 7437 7473 36 16 16.6 70 0 376 2900 0.00 0 00 0.00
1 27-Jan Drilling 02:20 03:30 1.17 7473 7536 63 16 54.0 70 0 376 2900 0.00 0.00 0.00

2 1-Feb Sliding 02:00 24:00 22.00 6708 6727 19 16 0 9 0 0 357 2900 286M 0.00 0 00 0.00
2 2-Feb Sliding 00:00 02:00 2.00 6724 6729 5 2 2.5 0 0 357 2900 286M 0.00 0 00 0.00

2 2-Feb Sliding 02:00 05:00 3.00 6729 6735 6 2 2.0 0 0 357 2900 286M 0.00 0 00 0.00

2 2-Feb Sliding 05:00 06:50 1.83 6735 6740 5 2 2.7 0 0 357 2900 286M 0.00 0.00 0.00

2 2-Feb Sliding 06:50 08:05 f.25 6740 6768 28 5 22 4 0 0 357 2900 286M 0.00 0.00 0.00
2 2-Feb Sliding 09:20 24:00 14.67 6768 6782 14 1 1.0 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding 00:00 06:40 6.67 6782 6795 13 1 2 0 0 0 357 2900 28ðM 0.00 0.00 0.00

2 3-Feb Sliding 06:40 09:00 2.33 6795 6802 7 6 3.0 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding 09:00 11:20 2.33 6802 6812 10 15 4.3 0 0 357 2900 286M 0.00 0.00 0 00
2 3-Feb Sliding 11:20 14:10 2.83 6812 6832 20 29 7.1 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding ‡4:40 16:10 f.50 6832 6853 21 33 14.0 0 0 357 2900 300 0.00 0.00 0 00
2 3-Feb Sliding 16:25 17:10 0.75 6853 6863 10 34 13.3 0 0 357 3000 300 0.00 0.00 0.00

2 3-Feb Sliding 17:20 19:15 1.92 6863 6894 31 35 16.2 0 0 357 3000 298M 0.00 0 00 0 00
2 3-Feb Sliding 19:25 20:20 0.92 6894 6908 14 35 15.3 0 0 357 3000 6R 0.00 0.00 0.00
2 3-Feb Sliding 20:30 21:00 0.50 6908 6919 11 35 22.0 0 0 357 3000 -1 0.00 0 00 0.00
2 3-Feb Drilling 21:00 21:20 0.33 6919 6925 6 18 18.0 32 0 376 3000 0.00 0.00 0.00
2 3-Feb Drilling 21:40 22:15 0 58 6925 6934 9 18 15.4 32 0 376 3000 0.00 0 00 0.00
2 3-Feb Sliding 22:15 23:40 1.42 6934 6956 22 35 15.5 32 0 357 3000 11L 0.00 0.00 0.00
2 3-Feb Drilling 23:55 24:00 0.08 6956 6957 1 18 12.0 32 0 376 3000 0.00 0 00 0.00
2 4-Feb Drilling 00:00 00:20 0.33 6957 6962 5 18 15.0 32 0 376 3000 0.00 0.00 0.00

2 4-Feb Sliding 00:25 02:10 f.75 6962 6972 10 35 5.7 0 0 376 3150 6L 0.00 0.00 0.00
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Drill Start End Start End Depth Surf Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 24-Jan Drilling 14:40 15:40 1.00 6729 6821 92 16 92.0 70 0 376 2360 0 00 0.00 0 00
1 24-Jan Drilling 15:50 16:55 1.08 6821 6914 93 16 85.8 70 0 376 2360 0.00 0.00 0.00

1 24-Jan DrilÍing 17:25 19:35 2.17 6914 7007 93 16 42.9 70 0 376 2360 0 00 0.00 0 00
1 24-Jan Drilling 19:55 21:20 1.42 7007 7100 93 16 65.6 70 0 376 2360 0.00 0.00 0.00

1 24-Jan Drilling 21:35 23:05 1.50 7100 7193 93 16 62.0 70 0 376 2360 0.00 0 00 0.00
1 24-Jan Drilling 23:20 24:00 0.67 7193 7247 54 16 81.0 70 0 376 2360 0.00 0.00 0.00

1 25-Jan Drilling 00:00 00:30 0.50 7247 7286 39 16 78,0 70 0 376 2360 0.00 0.00 0 00
1 25-Jan Drilling 00:45 02:25 1.67 7286 7379 93 16 55.8 70 0 376 2360 0.00 0.00 0.00

1 25-Jan Drilling 02:45 03:10 0.42 7379 739‡ 12 16 28.8 70 0 376 2360 0.00 0 00 0.00
1 25-Jan Drilling 03:40 04:00 0.33 7391 7401 10 16 30.0 70 0 376 2360 0.00 0.00 0.00

26-Jan Drilling 21:40 21:55 0.25 7401 7407 6 16 24.0 70 0 376 2360 0.00 0 00 0.00
1 26-Jan Drilling 22:10 24:00 1.83 7407 7437 30 16 16.4 70 0 313 2900 0.00 0.00 0.00

1 27-Jan Drilling DO:00 02:10 2.17 7437 7473 36 16 16.6 70 0 376 2900 0.00 0 00 0.00
1 27-Jan Drilling 02:20 03:30 1.17 7473 7536 63 16 54.0 70 0 376 2900 0.00 0.00 0.00

2 1-Feb Sliding 02:00 24:00 22.00 6708 6727 19 16 0 9 0 0 357 2900 286M 0.00 0 00 0.00
2 2-Feb Sliding 00:00 02:00 2.00 6724 6729 5 2 2.5 0 0 357 2900 286M 0.00 0 00 0.00

2 2-Feb Sliding 02:00 05:00 3.00 6729 6735 6 2 2.0 0 0 357 2900 286M 0.00 0 00 0.00

2 2-Feb Sliding 05:00 06:50 1.83 6735 6740 5 2 2.7 0 0 357 2900 286M 0.00 0.00 0.00

2 2-Feb Sliding 06:50 08:05 f.25 6740 6768 28 5 22 4 0 0 357 2900 286M 0.00 0.00 0.00
2 2-Feb Sliding 09:20 24:00 14.67 6768 6782 14 1 1.0 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding 00:00 06:40 6.67 6782 6795 13 1 2 0 0 0 357 2900 28ðM 0.00 0.00 0.00

2 3-Feb Sliding 06:40 09:00 2.33 6795 6802 7 6 3.0 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding 09:00 11:20 2.33 6802 6812 10 15 4.3 0 0 357 2900 286M 0.00 0.00 0 00
2 3-Feb Sliding 11:20 14:10 2.83 6812 6832 20 29 7.1 0 0 357 2900 286M 0.00 0.00 0.00

2 3-Feb Sliding ‡4:40 16:10 f.50 6832 6853 21 33 14.0 0 0 357 2900 300 0.00 0.00 0 00
2 3-Feb Sliding 16:25 17:10 0.75 6853 6863 10 34 13.3 0 0 357 3000 300 0.00 0.00 0.00

2 3-Feb Sliding 17:20 19:15 1.92 6863 6894 31 35 16.2 0 0 357 3000 298M 0.00 0 00 0 00
2 3-Feb Sliding 19:25 20:20 0.92 6894 6908 14 35 15.3 0 0 357 3000 6R 0.00 0.00 0.00
2 3-Feb Sliding 20:30 21:00 0.50 6908 6919 11 35 22.0 0 0 357 3000 -1 0.00 0 00 0.00
2 3-Feb Drilling 21:00 21:20 0.33 6919 6925 6 18 18.0 32 0 376 3000 0.00 0.00 0.00
2 3-Feb Drilling 21:40 22:15 0 58 6925 6934 9 18 15.4 32 0 376 3000 0.00 0 00 0.00
2 3-Feb Sliding 22:15 23:40 1.42 6934 6956 22 35 15.5 32 0 357 3000 11L 0.00 0.00 0.00
2 3-Feb Drilling 23:55 24:00 0.08 6956 6957 1 18 12.0 32 0 376 3000 0.00 0 00 0.00
2 4-Feb Drilling 00:00 00:20 0.33 6957 6962 5 18 15.0 32 0 376 3000 0.00 0.00 0.00

2 4-Feb Sliding 00:25 02:10 f.75 6962 6972 10 35 5.7 0 0 376 3150 6L 0.00 0.00 0.00
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Slide Report for all \3HA's Note: Surveys lifted are interpolated from the actual surveys

Drill Start End Start End De th Surf. Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torqu Rate
2 4-Feb Sliding 02:20 07:00 4.67 6972 6987 15 40 3.2 0 0 376 3150 6L 0.00 0.00 0.00
2 4-Feb Drilling 07:15 08:30 1.25 6987 7001 14 30 11.2 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Drilling 09:10 12:40 3.50 7001 7018 17 30 4.9 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 13:15 14:50 1.58 7018 7043 25 37 15.8 32 0 376 3150 15L 0.00 0.00 0.00
2 4-Feb Drilling 14:50 15:10 0.33 7043 7049 6 30 18.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 16:05 16:50 0.75 7049 7063 14 37 18.7 32 0 376 3150 15L 0.00 0.00 0.00
2 4-Feb Sliding 17:10 18:10 1.00 7063 7081 18 37 18.0 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Drilling 18:25 19:00 0.58 7081 7088 7 30 12.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 19:00 19:30 0.50 7088 7095 7 37 14.0 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Sliding 19:45 20:50 1.08 7095 7112 17 37 15.7 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Drilling 21:10 21:50 0.67 7112 7120 8 30 12.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 21:50 23:45 1.92 7120 7141 21 37 11.0 32 0 376 3150 6R 0.00 0.00 0.00
2 5-Feb Drilling 00:00 00:45 0.75 7141 7153 12 30 16.0 32 0 376 3150 0.00 0.00 0.00
2 5-Feb Sliding 00:45 02:45 2.00 7153 7171 18 37 9.0 32 0 376 3150 20R 0.00 0.00 0.00
3 6-Feb Drilling 02:40 04:30 1.83 7171 7181 10 30 5.5 32 0 376 3150 0.00 0.00 0.00
3 6-Feb Sliding 04:30 07:15 2.75 7181 7208 27 39 9.8 32 0 376 3250 10R 0.00 0.00 0.00
3 6-Feb Drilling 07:15 08:15 1.00 7208 7218 10 35 10.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 08:45 10:20 1.58 7218 7240 22 39 13.9 32 0 376 3250 20R 0.00 0.00 0.00
3 6-Feb Drilling 10:20 11:00 0.67 7240 7249 9 35 13.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 11:10 12:25 1.25 7249 7268 19 39 15.2 32 0 376 3250 20L 0.00 0.00 0.00
3 6-Feb Drilling 12:25 13:05 0.67 7268 7280 12 35 18.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 13:15 14:40 1.42 7280 7303 23 39 16.2 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 14:40 15:10 0.50 7303 7312 9 35 18.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 15:30 16:35 1.08 7312 7330 18 39 16.6 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 16:35 17:15 0.67 7330 7343 13 35 19.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 17:30 18:20 0.83 7343 7361 18 39 21.6 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 18:20 19:15 0.92 7361 7374 13 35 14.2 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 19:30 20:15 0.75 7374 7385 11 39 14.7 32 0 376 3250 15L 0.00 0.00 0.00
3 6-Feb Drilling 20:15 20:50 0.58 7385 7400 15 35 25.7 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 20:50 21:20 0.50 7400 7406 6 39 12.0 32 0 376 3250 20L 0.00 0.00 0.00
3 6-Feb Sliding 21:45 22:45 1.00 7406 7424 18 39 18.0 32 0 376 3250 360 0.00 0.00 0.00
3 6-Feb Drilling 22:45 23:25 0.67 7424 7437 13 35 19.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 23:35 24:00 0.42 7437 7443 6 39 14.4 32 0 376 3250 20L 0.00 0.00 0.00
3 7-Feb Sliding 00:00 00:55 0.92 7443 7457 14 39 15.3 32 0 376 3250 20L 0.00 0.00 0.00
3 7-Feb Drilling 00:55 01:25 0.50 7457 7468 11 35 22.0 32 0 376 3250 0.00 0.00 0.00
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Drill Start End Start End De th Surf. Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torqu Rate
2 4-Feb Sliding 02:20 07:00 4.67 6972 6987 15 40 3.2 0 0 376 3150 6L 0.00 0.00 0.00
2 4-Feb Drilling 07:15 08:30 1.25 6987 7001 14 30 11.2 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Drilling 09:10 12:40 3.50 7001 7018 17 30 4.9 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 13:15 14:50 1.58 7018 7043 25 37 15.8 32 0 376 3150 15L 0.00 0.00 0.00
2 4-Feb Drilling 14:50 15:10 0.33 7043 7049 6 30 18.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 16:05 16:50 0.75 7049 7063 14 37 18.7 32 0 376 3150 15L 0.00 0.00 0.00
2 4-Feb Sliding 17:10 18:10 1.00 7063 7081 18 37 18.0 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Drilling 18:25 19:00 0.58 7081 7088 7 30 12.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 19:00 19:30 0.50 7088 7095 7 37 14.0 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Sliding 19:45 20:50 1.08 7095 7112 17 37 15.7 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Drilling 21:10 21:50 0.67 7112 7120 8 30 12.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 21:50 23:45 1.92 7120 7141 21 37 11.0 32 0 376 3150 6R 0.00 0.00 0.00
2 5-Feb Drilling 00:00 00:45 0.75 7141 7153 12 30 16.0 32 0 376 3150 0.00 0.00 0.00
2 5-Feb Sliding 00:45 02:45 2.00 7153 7171 18 37 9.0 32 0 376 3150 20R 0.00 0.00 0.00
3 6-Feb Drilling 02:40 04:30 1.83 7171 7181 10 30 5.5 32 0 376 3150 0.00 0.00 0.00
3 6-Feb Sliding 04:30 07:15 2.75 7181 7208 27 39 9.8 32 0 376 3250 10R 0.00 0.00 0.00
3 6-Feb Drilling 07:15 08:15 1.00 7208 7218 10 35 10.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 08:45 10:20 1.58 7218 7240 22 39 13.9 32 0 376 3250 20R 0.00 0.00 0.00
3 6-Feb Drilling 10:20 11:00 0.67 7240 7249 9 35 13.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 11:10 12:25 1.25 7249 7268 19 39 15.2 32 0 376 3250 20L 0.00 0.00 0.00
3 6-Feb Drilling 12:25 13:05 0.67 7268 7280 12 35 18.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 13:15 14:40 1.42 7280 7303 23 39 16.2 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 14:40 15:10 0.50 7303 7312 9 35 18.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 15:30 16:35 1.08 7312 7330 18 39 16.6 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 16:35 17:15 0.67 7330 7343 13 35 19.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 17:30 18:20 0.83 7343 7361 18 39 21.6 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 18:20 19:15 0.92 7361 7374 13 35 14.2 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 19:30 20:15 0.75 7374 7385 11 39 14.7 32 0 376 3250 15L 0.00 0.00 0.00
3 6-Feb Drilling 20:15 20:50 0.58 7385 7400 15 35 25.7 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 20:50 21:20 0.50 7400 7406 6 39 12.0 32 0 376 3250 20L 0.00 0.00 0.00
3 6-Feb Sliding 21:45 22:45 1.00 7406 7424 18 39 18.0 32 0 376 3250 360 0.00 0.00 0.00
3 6-Feb Drilling 22:45 23:25 0.67 7424 7437 13 35 19.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 23:35 24:00 0.42 7437 7443 6 39 14.4 32 0 376 3250 20L 0.00 0.00 0.00
3 7-Feb Sliding 00:00 00:55 0.92 7443 7457 14 39 15.3 32 0 376 3250 20L 0.00 0.00 0.00
3 7-Feb Drilling 00:55 01:25 0.50 7457 7468 11 35 22.0 32 0 376 3250 0.00 0.00 0.00
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Drill Start End Start End De th Surf. Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torqu Rate
2 4-Feb Sliding 02:20 07:00 4.67 6972 6987 15 40 3.2 0 0 376 3150 6L 0.00 0.00 0.00
2 4-Feb Drilling 07:15 08:30 1.25 6987 7001 14 30 11.2 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Drilling 09:10 12:40 3.50 7001 7018 17 30 4.9 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 13:15 14:50 1.58 7018 7043 25 37 15.8 32 0 376 3150 15L 0.00 0.00 0.00
2 4-Feb Drilling 14:50 15:10 0.33 7043 7049 6 30 18.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 16:05 16:50 0.75 7049 7063 14 37 18.7 32 0 376 3150 15L 0.00 0.00 0.00
2 4-Feb Sliding 17:10 18:10 1.00 7063 7081 18 37 18.0 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Drilling 18:25 19:00 0.58 7081 7088 7 30 12.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 19:00 19:30 0.50 7088 7095 7 37 14.0 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Sliding 19:45 20:50 1.08 7095 7112 17 37 15.7 32 0 376 3150 360 0.00 0.00 0.00
2 4-Feb Drilling 21:10 21:50 0.67 7112 7120 8 30 12.0 32 0 376 3150 0.00 0.00 0.00
2 4-Feb Sliding 21:50 23:45 1.92 7120 7141 21 37 11.0 32 0 376 3150 6R 0.00 0.00 0.00
2 5-Feb Drilling 00:00 00:45 0.75 7141 7153 12 30 16.0 32 0 376 3150 0.00 0.00 0.00
2 5-Feb Sliding 00:45 02:45 2.00 7153 7171 18 37 9.0 32 0 376 3150 20R 0.00 0.00 0.00
3 6-Feb Drilling 02:40 04:30 1.83 7171 7181 10 30 5.5 32 0 376 3150 0.00 0.00 0.00
3 6-Feb Sliding 04:30 07:15 2.75 7181 7208 27 39 9.8 32 0 376 3250 10R 0.00 0.00 0.00
3 6-Feb Drilling 07:15 08:15 1.00 7208 7218 10 35 10.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 08:45 10:20 1.58 7218 7240 22 39 13.9 32 0 376 3250 20R 0.00 0.00 0.00
3 6-Feb Drilling 10:20 11:00 0.67 7240 7249 9 35 13.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 11:10 12:25 1.25 7249 7268 19 39 15.2 32 0 376 3250 20L 0.00 0.00 0.00
3 6-Feb Drilling 12:25 13:05 0.67 7268 7280 12 35 18.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 13:15 14:40 1.42 7280 7303 23 39 16.2 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 14:40 15:10 0.50 7303 7312 9 35 18.0 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 15:30 16:35 1.08 7312 7330 18 39 16.6 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 16:35 17:15 0.67 7330 7343 13 35 19.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 17:30 18:20 0.83 7343 7361 18 39 21.6 32 0 376 3250 10L 0.00 0.00 0.00
3 6-Feb Drilling 18:20 19:15 0.92 7361 7374 13 35 14.2 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 19:30 20:15 0.75 7374 7385 11 39 14.7 32 0 376 3250 15L 0.00 0.00 0.00
3 6-Feb Drilling 20:15 20:50 0.58 7385 7400 15 35 25.7 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 20:50 21:20 0.50 7400 7406 6 39 12.0 32 0 376 3250 20L 0.00 0.00 0.00
3 6-Feb Sliding 21:45 22:45 1.00 7406 7424 18 39 18.0 32 0 376 3250 360 0.00 0.00 0.00
3 6-Feb Drilling 22:45 23:25 0.67 7424 7437 13 35 19.5 32 0 376 3250 0.00 0.00 0.00
3 6-Feb Sliding 23:35 24:00 0.42 7437 7443 6 39 14.4 32 0 376 3250 20L 0.00 0.00 0.00
3 7-Feb Sliding 00:00 00:55 0.92 7443 7457 14 39 15.3 32 0 376 3250 20L 0.00 0.00 0.00
3 7-Feb Drilling 00:55 01:25 0.50 7457 7468 11 35 22.0 32 0 376 3250 0.00 0.00 0.00
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| Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM ' SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
3 7-Feb Sliding 01:35 02:35 1.00 7468 7481 13 39 13.0 32 0 376 3250 17L 0.00 0.00 0.00
3 7-Feb Drilling 02:35 03:15 0.67 7481 7499 18 35 27.0 32 0 376 3250 0.00 0.00 0.00

3 7-Feb Sliding 03:35 05:00 1.42 7499 7516 17 39 12.0 32 0 376 3250 1R 0.00 0.00 0.00
3 7-Feb Sliding 05:05 11:00 5.92 7516 7530 14 39 2.4 32 0 376 3250 6L 0.00 0.00 0.00

3 7-Feb Drilling 11:15 12:10 0.92 7530 7534 4 35 4.4 32 0 376 3250 0.00 0.00 0.00
3 7-Feb Drilling 12:30 15:45 3.25 7534 7547 13 35 4.0 32 0 376 3250 0.00 0.00 0.00

3 7-Feb Sliding 15:55 20:20 4.42 7547 7562 15 39 3.4 32 0 376 3250 1 0.00 0.00 0.00
3 7-Feb Drilling 20:35 22:35 2.00 7562 7577 15 35 7.5 32 0 376 3250 0.00 0.00 0.00
3 7-Feb SIlding 22:35 24:00 1.42 7577 7583 6 39 4.2 32 0 376 3250 6L 0.00 0.00 0.00
3 8-Feb Sliding 00:00 03:00 3.00 7583 7592 9 48 3.0 32 0 376 3250 6L 0.00 0.00 0.00

3 8-Feb Drilling 03:15 04:30 1.25 7592 7600 8 35 6.4 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Sliding 04:30 08:10 3.67 7600 7621 21 48 5.7 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 08:10 08:25 0.25 7621 7623 2 35 8.0 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Drilling 08:35 10:45 2.17 7623 7640 17 40 7.8 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 10:55 13:15 2.33 7640 7654 14 40 6.0 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Drilling 15:25 16:15 0.83 7654 7660 6 40 7.2 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Sliding 16:15 17:50 1.58 7660 7665 5 56 3.2 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 17:50 23:30 5.67 7665 7680 15 40 2.6 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Sliding 23:30 24:00 0.50 7680 7682 2 56 4.0 32 0 376 3250 15R 0.00 0.00 0.00
3 9-Feb Sliding 00:00 00:50 0.83 7682 7685 3 56 3.6 32 0 376 3250 1R 0.00 0.00 0.00

3 9-Feb Sliding 01:10 07:15 6.08 7685 7707 22 62 3.6 32 0 376 3250 0.00 0.00 0.00
4 14-Feb Drilling 14:55 15:05 0.17 7707 7712 5 5 30.0 40 0 376 3400 86.54 288.05 7.64

4 14-Feb Sliding 15:15 16:35 1.33 7712 7724 12 18 9.0 0 0 376 3400 360 87.45 288.00 7.42
4 14-Feb Sliding 16:50 19:55 3.08 7724 7755 31 18 10.1 32 0 376 3400 360 89.79 288.03 9.46

4 14-Feb Drilling 19:55 20:30 0.58 7755 7761 6 8 10.3 40 0 376 3400 90.35 288.10 9.46
4 14-Feb Sliding 20:45 23:10 2.42 7761 7786 25 18 10.3 0 0 205 3300 360 92.62 288.39 2.16

4 14-Feb Drilling 23:10 23:30 0.33 7786 7791 5 8 15.0 40 0 376 3300 92.72 288.34 2.16
4 15-Feb Drilling 01:20 01:35 0.25 7791 7799 8 8 32.0 40 0 376 3300 92.87 288.26 2.16

4 15-Feb Sliding 01:35 03:55 2.33 7799 7819 20 18 8.6 40 0 205 3300 360 93.42 288.10 7.42
4 15-Feb Drilling 04:10 04:20 0.17 7819 7823 4 8 24.0 40 0 376 3300 93.72 288.10 7.42

4 15-Feb Sliding 04:30 07:30 3.00 7823 7855 32 9 10.7 40 0 205 3300 360 95.60 288.18 1.61
4 15-Feb Drilling 07:40 08:25 0.75 7855 7886 31 8 41.3 40 0 205 3300 95.93 288.43 0.45
4 15-Feb Drilling 08:40 09:35 0.92 7886 7917 31 8 33.8 40 0 205 3300 96.08 288.60 1.56

4 15-Feb Sliding 09:45 11:50 2.08 7917 7930 13 9 6.2 40 0 205 3300 96.20 288.76 1.56

4 15-Feb Drilling 11:50 12:00 0.17 7930 7935 5 8 30.0 40 0 205 3300 96.24 288.83 1.56
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| Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM ' SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
3 7-Feb Sliding 01:35 02:35 1.00 7468 7481 13 39 13.0 32 0 376 3250 17L 0.00 0.00 0.00
3 7-Feb Drilling 02:35 03:15 0.67 7481 7499 18 35 27.0 32 0 376 3250 0.00 0.00 0.00

3 7-Feb Sliding 03:35 05:00 1.42 7499 7516 17 39 12.0 32 0 376 3250 1R 0.00 0.00 0.00
3 7-Feb Sliding 05:05 11:00 5.92 7516 7530 14 39 2.4 32 0 376 3250 6L 0.00 0.00 0.00

3 7-Feb Drilling 11:15 12:10 0.92 7530 7534 4 35 4.4 32 0 376 3250 0.00 0.00 0.00
3 7-Feb Drilling 12:30 15:45 3.25 7534 7547 13 35 4.0 32 0 376 3250 0.00 0.00 0.00

3 7-Feb Sliding 15:55 20:20 4.42 7547 7562 15 39 3.4 32 0 376 3250 1 0.00 0.00 0.00
3 7-Feb Drilling 20:35 22:35 2.00 7562 7577 15 35 7.5 32 0 376 3250 0.00 0.00 0.00
3 7-Feb SIlding 22:35 24:00 1.42 7577 7583 6 39 4.2 32 0 376 3250 6L 0.00 0.00 0.00
3 8-Feb Sliding 00:00 03:00 3.00 7583 7592 9 48 3.0 32 0 376 3250 6L 0.00 0.00 0.00

3 8-Feb Drilling 03:15 04:30 1.25 7592 7600 8 35 6.4 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Sliding 04:30 08:10 3.67 7600 7621 21 48 5.7 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 08:10 08:25 0.25 7621 7623 2 35 8.0 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Drilling 08:35 10:45 2.17 7623 7640 17 40 7.8 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 10:55 13:15 2.33 7640 7654 14 40 6.0 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Drilling 15:25 16:15 0.83 7654 7660 6 40 7.2 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Sliding 16:15 17:50 1.58 7660 7665 5 56 3.2 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 17:50 23:30 5.67 7665 7680 15 40 2.6 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Sliding 23:30 24:00 0.50 7680 7682 2 56 4.0 32 0 376 3250 15R 0.00 0.00 0.00
3 9-Feb Sliding 00:00 00:50 0.83 7682 7685 3 56 3.6 32 0 376 3250 1R 0.00 0.00 0.00

3 9-Feb Sliding 01:10 07:15 6.08 7685 7707 22 62 3.6 32 0 376 3250 0.00 0.00 0.00
4 14-Feb Drilling 14:55 15:05 0.17 7707 7712 5 5 30.0 40 0 376 3400 86.54 288.05 7.64

4 14-Feb Sliding 15:15 16:35 1.33 7712 7724 12 18 9.0 0 0 376 3400 360 87.45 288.00 7.42
4 14-Feb Sliding 16:50 19:55 3.08 7724 7755 31 18 10.1 32 0 376 3400 360 89.79 288.03 9.46

4 14-Feb Drilling 19:55 20:30 0.58 7755 7761 6 8 10.3 40 0 376 3400 90.35 288.10 9.46
4 14-Feb Sliding 20:45 23:10 2.42 7761 7786 25 18 10.3 0 0 205 3300 360 92.62 288.39 2.16

4 14-Feb Drilling 23:10 23:30 0.33 7786 7791 5 8 15.0 40 0 376 3300 92.72 288.34 2.16
4 15-Feb Drilling 01:20 01:35 0.25 7791 7799 8 8 32.0 40 0 376 3300 92.87 288.26 2.16

4 15-Feb Sliding 01:35 03:55 2.33 7799 7819 20 18 8.6 40 0 205 3300 360 93.42 288.10 7.42
4 15-Feb Drilling 04:10 04:20 0.17 7819 7823 4 8 24.0 40 0 376 3300 93.72 288.10 7.42

4 15-Feb Sliding 04:30 07:30 3.00 7823 7855 32 9 10.7 40 0 205 3300 360 95.60 288.18 1.61
4 15-Feb Drilling 07:40 08:25 0.75 7855 7886 31 8 41.3 40 0 205 3300 95.93 288.43 0.45
4 15-Feb Drilling 08:40 09:35 0.92 7886 7917 31 8 33.8 40 0 205 3300 96.08 288.60 1.56

4 15-Feb Sliding 09:45 11:50 2.08 7917 7930 13 9 6.2 40 0 205 3300 96.20 288.76 1.56

4 15-Feb Drilling 11:50 12:00 0.17 7930 7935 5 8 30.0 40 0 205 3300 96.24 288.83 1.56
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3 7-Feb Sliding 01:35 02:35 1.00 7468 7481 13 39 13.0 32 0 376 3250 17L 0.00 0.00 0.00
3 7-Feb Drilling 02:35 03:15 0.67 7481 7499 18 35 27.0 32 0 376 3250 0.00 0.00 0.00

3 7-Feb Sliding 03:35 05:00 1.42 7499 7516 17 39 12.0 32 0 376 3250 1R 0.00 0.00 0.00
3 7-Feb Sliding 05:05 11:00 5.92 7516 7530 14 39 2.4 32 0 376 3250 6L 0.00 0.00 0.00

3 7-Feb Drilling 11:15 12:10 0.92 7530 7534 4 35 4.4 32 0 376 3250 0.00 0.00 0.00
3 7-Feb Drilling 12:30 15:45 3.25 7534 7547 13 35 4.0 32 0 376 3250 0.00 0.00 0.00

3 7-Feb Sliding 15:55 20:20 4.42 7547 7562 15 39 3.4 32 0 376 3250 1 0.00 0.00 0.00
3 7-Feb Drilling 20:35 22:35 2.00 7562 7577 15 35 7.5 32 0 376 3250 0.00 0.00 0.00
3 7-Feb SIlding 22:35 24:00 1.42 7577 7583 6 39 4.2 32 0 376 3250 6L 0.00 0.00 0.00
3 8-Feb Sliding 00:00 03:00 3.00 7583 7592 9 48 3.0 32 0 376 3250 6L 0.00 0.00 0.00

3 8-Feb Drilling 03:15 04:30 1.25 7592 7600 8 35 6.4 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Sliding 04:30 08:10 3.67 7600 7621 21 48 5.7 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 08:10 08:25 0.25 7621 7623 2 35 8.0 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Drilling 08:35 10:45 2.17 7623 7640 17 40 7.8 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 10:55 13:15 2.33 7640 7654 14 40 6.0 32 0 376 3250 0.00 0.00 0.00
3 8-Feb Drilling 15:25 16:15 0.83 7654 7660 6 40 7.2 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Sliding 16:15 17:50 1.58 7660 7665 5 56 3.2 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Drilling 17:50 23:30 5.67 7665 7680 15 40 2.6 32 0 376 3250 0.00 0.00 0.00

3 8-Feb Sliding 23:30 24:00 0.50 7680 7682 2 56 4.0 32 0 376 3250 15R 0.00 0.00 0.00
3 9-Feb Sliding 00:00 00:50 0.83 7682 7685 3 56 3.6 32 0 376 3250 1R 0.00 0.00 0.00

3 9-Feb Sliding 01:10 07:15 6.08 7685 7707 22 62 3.6 32 0 376 3250 0.00 0.00 0.00
4 14-Feb Drilling 14:55 15:05 0.17 7707 7712 5 5 30.0 40 0 376 3400 86.54 288.05 7.64

4 14-Feb Sliding 15:15 16:35 1.33 7712 7724 12 18 9.0 0 0 376 3400 360 87.45 288.00 7.42
4 14-Feb Sliding 16:50 19:55 3.08 7724 7755 31 18 10.1 32 0 376 3400 360 89.79 288.03 9.46

4 14-Feb Drilling 19:55 20:30 0.58 7755 7761 6 8 10.3 40 0 376 3400 90.35 288.10 9.46
4 14-Feb Sliding 20:45 23:10 2.42 7761 7786 25 18 10.3 0 0 205 3300 360 92.62 288.39 2.16

4 14-Feb Drilling 23:10 23:30 0.33 7786 7791 5 8 15.0 40 0 376 3300 92.72 288.34 2.16
4 15-Feb Drilling 01:20 01:35 0.25 7791 7799 8 8 32.0 40 0 376 3300 92.87 288.26 2.16

4 15-Feb Sliding 01:35 03:55 2.33 7799 7819 20 18 8.6 40 0 205 3300 360 93.42 288.10 7.42
4 15-Feb Drilling 04:10 04:20 0.17 7819 7823 4 8 24.0 40 0 376 3300 93.72 288.10 7.42

4 15-Feb Sliding 04:30 07:30 3.00 7823 7855 32 9 10.7 40 0 205 3300 360 95.60 288.18 1.61
4 15-Feb Drilling 07:40 08:25 0.75 7855 7886 31 8 41.3 40 0 205 3300 95.93 288.43 0.45
4 15-Feb Drilling 08:40 09:35 0.92 7886 7917 31 8 33.8 40 0 205 3300 96.08 288.60 1.56

4 15-Feb Sliding 09:45 11:50 2.08 7917 7930 13 9 6.2 40 0 205 3300 96.20 288.76 1.56

4 15-Feb Drilling 11:50 12:00 0.17 7930 7935 5 8 30.0 40 0 205 3300 96.24 288.83 1.56

WinSERVE IIBHASLIDI REPORT NP3 36 SHde Report foraOB#:CA-12014 - Page 4 of



Slide Report for all I3HA's Note: Surveys liEted are interpolated from the actual surveys

# Date Drill Start End Houm Start End Depth WOB ROP RPM Surf. Flow SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
4 15-Feb Sliding 12:00 13:00 1.00 7935 7943 8 9 8.0 40 0 205 3300 96.30 288.89 0.64
4 15-Feb Drilling 13:20 14:00 0.67 7943 7979 36 8 54.0 40 0 205 3300 96.37 288.70 0.97
4 15-Feb Drilling 14:45 15:30 0.75 7979 8011 32 8 42.7 40 0 205 3300 97.06 288.62 5.89
4 15-Feb Sliding 15:40 16:45 1.08 8011 8026 15 9 13.8 40 0 205 3300 360 97.94 288.48 5.89
4 15-Feb Drilling 16:45 17:15 0.50 8026 8042 16 8 32.0 40 0 205 3300 98.43 288.35 0.69
4 15-Feb Drilling 17:20 18:05 0.75 8042 8073 31 8 41.3 40 0 205 3300 98.57 288.20 0.97
4 15-Feb Drilling 18:20 19:10 0.83 8073 8104 31 8 37.2 40 0 205 3300 98.80 288.25 0.64
4 15-Feb Drilling 19:20 20:00 0.67 8104 8136 32 8 48.0 40 0 205 3300 98.80 288.30 1.24
4 15-Feb Drilling 20:10 20:55 0.75 8136 8167 31 8 41.3 40 0 205 3720 98.80 287.95 0.64
4 15-Feb Drilling 21:10 21:50 0.67 8167 8198 31 8 46.5 40 0 205 3720 98.82 287.78 0.44
4 15-Feb Drilling 22:05 22:45 0.67 8198 8230 32 8 48.0 40 0 205 3720 98.88 287.70 0.32
4 15-Feb Drilling 22:55 23:35 0.67 8230 8261 31 8 46.5 40 0 205 3720 98.82 287.61 1.27
4 15-Feb Drilling 23:50 24:00 0.17 8261 8265 4 8 24.0 40 0 205 3720 98.83 287.56 1.27
4 16-Feb Drilling 00:00 00:40 0.67 8265 8293 28 8 42.0 40 0 205 3720 98.90 287.30 0.00
4 16-Feb Drilling 00:50 01:35 0.75 8293 8324 31 8 41.3 40 0 205 3720 98.92 287.25 0.71
4 16-Feb Drilling 01:55 02:30 0.58 8324 8356 32 8 54.9 40 0 205 3720 98.95 287.05 0.88
4 16-Feb Drilling 02:45 03:25 0.67 8356 8387 31 8 46.5 40 0 205 3720 98.73 286.90 0.97
4 16-Feb Drilling 03:35 04:50 1.25 8387 8418 31 8 24.8 40 0 205 3720 98.26 286.99 3.65
4 16-Feb Sliding 05:00 06:30 1.50 8418 8428 10 16 6.7 40 0 205 3720 180 97.92 287.11 3.65
4 16-Feb Sliding 07:00 07:30 0.50 8428 8430 2 16 4.0 40 0 205 3720 180 97.85 287.14 335
4 16-Feb Drilling 09:10 10:05 0.92 8430 8450 20 10 21.8 40 0 205 3720 96.99 287.46 6.22
4 16-Feb Sliding 10:25 12:30 2.08 8450 8459 9 10 4.3 40 0 205 3720 160 96.47 287.66 6.22
4 16-Feb Drilling 12:30 13:10 0.67 8459 8481 22 10 33.0 40 0 205 3720 95.27 288.15 5.17
4 16-Feb Sliding 13:20 15:35 2.25 8481 8491 10 16 4.4 40 0 205 3720 160 94.80 288.37 5.17
4 16-Feb Drilling 15:35 16:10 0.58 8491 8513 22 8 37.7 40 0 205 3720 93.89 288.72 3.02
4 16-Feb Sliding 16:25 17:15 0.83 8513 8517 4 16 4.8 40 0 205 3720 160 93.77 288.74 3.02
4 16-Feb Sliding 17:35 18:10 0.58 8517 8521 4 16 6.9 40 0 205 3720 160 93.65 288.75 3.02
4 16-Feb Sliding 18:25 19:30 1.08 8521 8525 4 16 3.7 40 0 205 3720 160 93.53 288.76 3.02
4 16-Feb Drilling 19:30 20:25 0.92 8525 8544 19 8 20.7 40 0 205 3720 0.00 0.00 0.00
4 16-Feb Drilling 21:15 . 22:35 1.33 8544 8576 32 8 24.0 40 0 205 3720 0.00 0.00 0.00
4 16-Feb Drilling 22:50 24:00 1.17 8576 8594 18 8 15.4 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Drilling 00:00 00:15 0.25 8594 8596 2 8 8.0 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Sliding 00:15 02:25 2.17 8596 8608 12 16 5.5 40 0 205 3720 160 0.00 0.00 0.00
4 17-Feb Drilling 02:35 03:35 1.00 8608 8626 18 8 18.0 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Sliding 03:35 04:15 0.67 8626 8628 2 16 3.0 40 0 205 3720 160 0.00 0.00 0.00
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# Date Drill Start End Houm Start End Depth WOB ROP RPM Surf. Flow SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
4 15-Feb Sliding 12:00 13:00 1.00 7935 7943 8 9 8.0 40 0 205 3300 96.30 288.89 0.64

4 15-Feb Drilling 13:20 14:00 0.67 7943 7979 36 8 54.0 40 0 205 3300 96.37 288.70 0.97
4 15-Feb Drilling 14:45 15:30 0.75 7979 8011 32 8 42.7 40 0 205 3300 97.06 288.62 5.89

4 15-Feb Sliding 15:40 16:45 1.08 8011 8026 15 9 13.8 40 0 205 3300 360 97.94 288.48 5.89
4 15-Feb Drilling 16:45 17:15 0.50 8026 8042 16 8 32.0 40 0 205 3300 98.43 288.35 0.69
4 15-Feb Drilling 17:20 18:05 0.75 8042 8073 31 8 41.3 40 0 205 3300 98.57 288.20 0.97
4 15-Feb Drilling 18:20 19:10 0.83 8073 8104 31 8 37.2 40 0 205 3300 98.80 288.25 0.64

4 15-Feb Drilling 19:20 20:00 0.67 8104 8136 32 8 48.0 40 0 205 3300 98.80 288.30 1.24
4 15-Feb Drilling 20:10 20:55 0.75 8136 8167 31 8 41.3 40 0 205 3720 98.80 287.95 0.64

4 15-Feb Drilling 21:10 21:50 0.67 8167 8198 31 8 46.5 40 0 205 3720 98.82 287.78 0.44
4 15-Feb Drilling 22:05 22:45 0.67 8198 8230 32 8 48.0 40 0 205 3720 98.88 287.70 0.32
4 15-Feb Drilling 22:55 23:35 0.67 8230 8261 31 8 46.5 40 0 205 3720 98.82 287.61 1.27
4 15-Feb Drilling 23:50 24:00 0.17 8261 8265 4 8 24.0 40 0 205 3720 98.83 287.56 1.27

4 16-Feb Drilling 00:00 00:40 0.67 8265 8293 28 8 42.0 40 0 205 3720 98.90 287.30 0.00
4 16-Feb Drilling 00:50 01:35 0.75 8293 8324 31 8 41.3 40 0 205 3720 98.92 287.25 0.71
4 16-Feb Drilling 01:55 02:30 0.58 8324 8356 32 8 54.9 40 0 205 3720 98.95 287.05 0.88
4 16-Feb Drilling 02:45 03:25 0.67 8356 8387 31 8 46.5 40 0 205 3720 98.73 286.90 0.97
4 16-Feb Drilling 03:35 04:50 1.25 8387 8418 31 8 24.8 40 0 205 3720 98.26 286.99 3.65
4 16-Feb Sliding 05:00 06:30 1.50 8418 8428 10 16 6.7 40 0 205 3720 180 97.92 287.11 3.65
4 16-Feb Sliding 07:00 07:30 0.50 8428 8430 2 16 4.0 40 0 205 3720 180 97.85 287.14 335
4 16-Feb Drilling 09:10 10:05 0.92 8430 8450 20 10 21.8 40 0 205 3720 96.99 287.46 6.22
4 16-Feb Sliding 10:25 12:30 2.08 8450 8459 9 10 4.3 40 0 205 3720 160 96.47 287.66 6.22
4 16-Feb Drilling 12:30 13:10 0.67 8459 8481 22 10 33.0 40 0 205 3720 95.27 288.15 5.17
4 16-Feb Sliding 13:20 15:35 2.25 8481 8491 10 16 4.4 40 0 205 3720 160 94.80 288.37 5.17
4 16-Feb Drilling 15:35 16:10 0.58 8491 8513 22 8 37.7 40 0 205 3720 93.89 288.72 3.02
4 16-Feb Sliding 16:25 17:15 0.83 8513 8517 4 16 4.8 40 0 205 3720 160 93.77 288.74 3.02
4 16-Feb Sliding 17:35 18:10 0.58 8517 8521 4 16 6.9 40 0 205 3720 160 93.65 288.75 3.02
4 16-Feb Sliding 18:25 19:30 1.08 8521 8525 4 16 3.7 40 0 205 3720 160 93.53 288.76 3.02
4 16-Feb Drilling 19:30 20:25 0.92 8525 8544 19 8 20.7 40 0 205 3720 0.00 0.00 0.00
4 16-Feb Drilling 21:15 . 22:35 1.33 8544 8576 32 8 24.0 40 0 205 3720 0.00 0.00 0.00
4 16-Feb Drilling 22:50 24:00 1.17 8576 8594 18 8 15.4 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Drilling 00:00 00:15 0.25 8594 8596 2 8 8.0 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Sliding 00:15 02:25 2.17 8596 8608 12 16 5.5 40 0 205 3720 160 0.00 0.00 0.00
4 17-Feb Drilling 02:35 03:35 1.00 8608 8626 18 8 18.0 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Sliding 03:35 04:15 0.67 8626 8628 2 16 3.0 40 0 205 3720 160 0.00 0.00 0.00
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# Date Drill Start End Houm Start End Depth WOB ROP RPM Surf. Flow SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
4 15-Feb Sliding 12:00 13:00 1.00 7935 7943 8 9 8.0 40 0 205 3300 96.30 288.89 0.64

4 15-Feb Drilling 13:20 14:00 0.67 7943 7979 36 8 54.0 40 0 205 3300 96.37 288.70 0.97
4 15-Feb Drilling 14:45 15:30 0.75 7979 8011 32 8 42.7 40 0 205 3300 97.06 288.62 5.89

4 15-Feb Sliding 15:40 16:45 1.08 8011 8026 15 9 13.8 40 0 205 3300 360 97.94 288.48 5.89
4 15-Feb Drilling 16:45 17:15 0.50 8026 8042 16 8 32.0 40 0 205 3300 98.43 288.35 0.69
4 15-Feb Drilling 17:20 18:05 0.75 8042 8073 31 8 41.3 40 0 205 3300 98.57 288.20 0.97
4 15-Feb Drilling 18:20 19:10 0.83 8073 8104 31 8 37.2 40 0 205 3300 98.80 288.25 0.64

4 15-Feb Drilling 19:20 20:00 0.67 8104 8136 32 8 48.0 40 0 205 3300 98.80 288.30 1.24
4 15-Feb Drilling 20:10 20:55 0.75 8136 8167 31 8 41.3 40 0 205 3720 98.80 287.95 0.64

4 15-Feb Drilling 21:10 21:50 0.67 8167 8198 31 8 46.5 40 0 205 3720 98.82 287.78 0.44
4 15-Feb Drilling 22:05 22:45 0.67 8198 8230 32 8 48.0 40 0 205 3720 98.88 287.70 0.32
4 15-Feb Drilling 22:55 23:35 0.67 8230 8261 31 8 46.5 40 0 205 3720 98.82 287.61 1.27
4 15-Feb Drilling 23:50 24:00 0.17 8261 8265 4 8 24.0 40 0 205 3720 98.83 287.56 1.27

4 16-Feb Drilling 00:00 00:40 0.67 8265 8293 28 8 42.0 40 0 205 3720 98.90 287.30 0.00
4 16-Feb Drilling 00:50 01:35 0.75 8293 8324 31 8 41.3 40 0 205 3720 98.92 287.25 0.71
4 16-Feb Drilling 01:55 02:30 0.58 8324 8356 32 8 54.9 40 0 205 3720 98.95 287.05 0.88
4 16-Feb Drilling 02:45 03:25 0.67 8356 8387 31 8 46.5 40 0 205 3720 98.73 286.90 0.97
4 16-Feb Drilling 03:35 04:50 1.25 8387 8418 31 8 24.8 40 0 205 3720 98.26 286.99 3.65
4 16-Feb Sliding 05:00 06:30 1.50 8418 8428 10 16 6.7 40 0 205 3720 180 97.92 287.11 3.65
4 16-Feb Sliding 07:00 07:30 0.50 8428 8430 2 16 4.0 40 0 205 3720 180 97.85 287.14 335
4 16-Feb Drilling 09:10 10:05 0.92 8430 8450 20 10 21.8 40 0 205 3720 96.99 287.46 6.22
4 16-Feb Sliding 10:25 12:30 2.08 8450 8459 9 10 4.3 40 0 205 3720 160 96.47 287.66 6.22
4 16-Feb Drilling 12:30 13:10 0.67 8459 8481 22 10 33.0 40 0 205 3720 95.27 288.15 5.17
4 16-Feb Sliding 13:20 15:35 2.25 8481 8491 10 16 4.4 40 0 205 3720 160 94.80 288.37 5.17
4 16-Feb Drilling 15:35 16:10 0.58 8491 8513 22 8 37.7 40 0 205 3720 93.89 288.72 3.02
4 16-Feb Sliding 16:25 17:15 0.83 8513 8517 4 16 4.8 40 0 205 3720 160 93.77 288.74 3.02
4 16-Feb Sliding 17:35 18:10 0.58 8517 8521 4 16 6.9 40 0 205 3720 160 93.65 288.75 3.02
4 16-Feb Sliding 18:25 19:30 1.08 8521 8525 4 16 3.7 40 0 205 3720 160 93.53 288.76 3.02
4 16-Feb Drilling 19:30 20:25 0.92 8525 8544 19 8 20.7 40 0 205 3720 0.00 0.00 0.00
4 16-Feb Drilling 21:15 . 22:35 1.33 8544 8576 32 8 24.0 40 0 205 3720 0.00 0.00 0.00
4 16-Feb Drilling 22:50 24:00 1.17 8576 8594 18 8 15.4 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Drilling 00:00 00:15 0.25 8594 8596 2 8 8.0 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Sliding 00:15 02:25 2.17 8596 8608 12 16 5.5 40 0 205 3720 160 0.00 0.00 0.00
4 17-Feb Drilling 02:35 03:35 1.00 8608 8626 18 8 18.0 40 0 205 3720 0.00 0.00 0.00
4 17-Feb Sliding 03:35 04:15 0.67 8626 8628 2 16 3.0 40 0 205 3720 160 0.00 0.00 0.00
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Slide Report for all BHA's Note: Surveys listed are interpolated from the actual surveys

Drill Start End Start End De th Surf. Flow# Date Hours WOB ROP RPM SPP TFO INC AZM DLS Note
Mode Time Time MD MD Drilled Torque Rate

4 17-Feb Sliding 04:25 04:45 0.33 8628 8629 1 16 3.0 40 0 205 3720 160 0.00 0.00 0 00
4 17-Feb Sliding 04:55 06:45 1.83 8629 8638 9 16 4.9 40 0 205 3720 180 0.00 0.00 0.00

4 17-Feb Drilling 07:25 08:50 1.42 8638 8685 47 8 33.2 40 0 205 3720 0.00 0.00 0.00

Total Drilled: 5252 Avg. Total ROP: 18.78 DEPTH% - TIME %

Total Rotary Drilled: 4319 Avg. Rotary ROP: 34.48 Percent Rotary: 82.24 - 44.79

Total Drilled Sliding: 933 Avg. Slide ROP: 6.04 Percent Slide: 17.76 - 55.21
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JOB NO.: CA-12014 FIELD: Cain Creek Unit
Company: Fidelity E & P Township: T25S
LOCATION: Moab SECT\RANGE: 26 19E
RIG NAME: Frontier Rig 10 COMMENT
STATE: Utah
COUNTY: Grand
WELLNAME: CCU#26-2

Footage Drilled withBHA
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Depth vs BHA
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Footage Drilled Totals Footage Percent
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Fidelity Exploration and Production
Job Costs

CCU -26-2

Grand County, UT

I Est Est 2nd Per GR GR Motor Mtr Float MWD
MWD Drlg Pn 8" Mtr 8" Mtr

NMDC Shock
Shock

Daily Cum
Day Event

Depth Drilled
MIIe SB OP

DD Diem op SB
LIH Insp Reline Vaive insp Reports

Stab Run Insp sub Charges Charges

1/18 Mob 4594 $ 3,135 $ 4,455 $ 200 $ 6,898 $ 2,000 $ 16,688 $ 16,688

1/19 Standb 4594 0 $ 4.455 $ 200 $ 1,925 $ 1,400 $ 7,980 $ 24,668
1/20 Standb 4594 0 $ 1,568 $ 4,455 5 300 $ 6,323 $ 30,990

1/21 Tri 4594 0 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 1,850 $ 150 $ 1,000 $ 650 $ 1,150 $ 2,160 $ 16,835 $ 47,825

1/22 Vertical 5013 419 $ 7.425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 57,700

1/23 Vertical 5982 969 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 67,575

1/24 Vertical 7247 1265 $ 7.425 5 300 $ 1,100 $ 1,050 $ 9,875 $ 77,450

1/25 WU 7401 154 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 87,325

1/26 W t/U 7437 36 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 97,200

1/27 Cir/Trlp 7536 99 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 107,075

1/28 Log 7536 0 $ 4,455 $ 1,150 $ 400 $ 550 $ 6,555 $ 113.630

1/29 Log/Cmt 7536 0 $ 3,135 $ 4,455 $ 1,150 $ 400 $ 550 $ 8,300 $ 17,990 $ 131,620

1/30 Woc 5430 -2106 $ 4.455 $ 1,150 $ 400 5 550 $ 6,555 $ 138,175

1/31 Drill Cmt 6702 1272 $ 7.425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,850 $ 1,000 $ 1,300 $ 15,275 $ 153,450

2/1 Time Drill 6712 10 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 164,5T5

2/2 Time Drill 6782 70 $ 7.425 $ 1,150 $ 400 $ 1.100 $ 1,050 $ 11,125 5 175,700

2/3 Build 6957 175 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 186,825

2/4 Build 7141 184 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 197,950

2/5 Build/T 7171 30 $ 7.425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,850 $ 1,000 $ 13,975 $ 211,925

2/6 Bulld 7443 272 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 223,050

2/7 Build 7583 140 $ 7.425 $ 1,150 $ 400 $ 1,100 $ - 1,050 $ 11,125 $ 234,175
2/8 Bulld 7682 99 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 245,300

2/9 Build/Tip 7707 25 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 256,425

2/10 Csg 7707 0 $ 4,455 5 1,150 $ 400 $ SSO $ 6,555 5 282,980

2/11 Csg 7707 0 $ 4,455 $ 1,150 $ 400 $ 550 $ 6,555 $ 269,535

2/12 Csg 7707 0 $ 4,455 $ 1,150 $ 400 $ SSO $ 6.555 $ 276,090

2/13 Tri 7707 0 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,850 $ 300 $ 1,000 $ 14,275 $ 290,365

2/14 Lateral 7791 84 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 301,490

2/15 Lateral 8265 474 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 312,615

2/16 Lateral 8594 329 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,323 $ 12,448 $ 325,063

2/17 Lateral 8685 91 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 336,188

2/18 Circ 8685 0 $ 7.425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 347,313

2/19 TriplDemo 8685 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1.050 $ 11,125 $ 358,438

Total $ 7,838 $ 40,095 $ 178,200 $ 26,450 $ 12,000 $ 26,400 $ 3,300 $ 25,200 $ 7,400 $ 8,300 $ 450 $ 4,000 $ 1,300 $ 650 $ 1,150 $ 2,160 $ 6,898 * 2,000 $ 1,323 $ 1,925 $ 1,400 $ 358,438

2.19% 11.19% 49.72% 7.38% 3.35% 7.37% 0.92% 7.03% 2.06% 2.32% 0.13% 1.12% 0.36% 0.18% 0.32% 0.60% 1.92% 0.56% 0.37% 0.54% 0.39% $ 358,437

Fidelity Exploration and Production
Job Costs

CCU -26-2

Grand County, UT

I Est Est 2nd Per GR GR Motor Mtr Float MWD
MWD Drlg Pn 8" Mtr 8" Mtr

NMDC Shock
Shock

Daily Cum
Day Event

Depth Drilled
MIIe SB OP

DD Diem op SB
LIH Insp Reline Vaive insp Reports

Stab Run Insp sub Charges Charges

1/18 Mob 4594 $ 3,135 $ 4,455 $ 200 $ 6,898 $ 2,000 $ 16,688 $ 16,688

1/19 Standb 4594 0 $ 4.455 $ 200 $ 1,925 $ 1,400 $ 7,980 $ 24,668
1/20 Standb 4594 0 $ 1,568 $ 4,455 5 300 $ 6,323 $ 30,990

1/21 Tri 4594 0 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 1,850 $ 150 $ 1,000 $ 650 $ 1,150 $ 2,160 $ 16,835 $ 47,825

1/22 Vertical 5013 419 $ 7.425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 57,700

1/23 Vertical 5982 969 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 67,575

1/24 Vertical 7247 1265 $ 7.425 5 300 $ 1,100 $ 1,050 $ 9,875 $ 77,450

1/25 WU 7401 154 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 87,325

1/26 W t/U 7437 36 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 97,200

1/27 Cir/Trlp 7536 99 $ 7,425 $ 300 $ 1,100 $ 1,050 $ 9,875 $ 107,075

1/28 Log 7536 0 $ 4,455 $ 1,150 $ 400 $ 550 $ 6,555 $ 113.630

1/29 Log/Cmt 7536 0 $ 3,135 $ 4,455 $ 1,150 $ 400 $ 550 $ 8,300 $ 17,990 $ 131,620

1/30 Woc 5430 -2106 $ 4.455 $ 1,150 $ 400 5 550 $ 6,555 $ 138,175

1/31 Drill Cmt 6702 1272 $ 7.425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,850 $ 1,000 $ 1,300 $ 15,275 $ 153,450

2/1 Time Drill 6712 10 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 164,5T5

2/2 Time Drill 6782 70 $ 7.425 $ 1,150 $ 400 $ 1.100 $ 1,050 $ 11,125 5 175,700

2/3 Build 6957 175 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 186,825

2/4 Build 7141 184 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 197,950

2/5 Build/T 7171 30 $ 7.425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,850 $ 1,000 $ 13,975 $ 211,925

2/6 Bulld 7443 272 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 223,050

2/7 Build 7583 140 $ 7.425 $ 1,150 $ 400 $ 1,100 $ - 1,050 $ 11,125 $ 234,175
2/8 Bulld 7682 99 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 245,300

2/9 Build/Tip 7707 25 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 256,425

2/10 Csg 7707 0 $ 4,455 5 1,150 $ 400 $ SSO $ 6,555 5 282,980

2/11 Csg 7707 0 $ 4,455 $ 1,150 $ 400 $ 550 $ 6,555 $ 269,535

2/12 Csg 7707 0 $ 4,455 $ 1,150 $ 400 $ SSO $ 6.555 $ 276,090

2/13 Tri 7707 0 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,850 $ 300 $ 1,000 $ 14,275 $ 290,365

2/14 Lateral 7791 84 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 301,490

2/15 Lateral 8265 474 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 312,615

2/16 Lateral 8594 329 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 1,323 $ 12,448 $ 325,063

2/17 Lateral 8685 91 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 336,188

2/18 Circ 8685 0 $ 7.425 $ 1,150 $ 400 $ 1,100 $ 1,050 $ 11,125 $ 347,313

2/19 TriplDemo 8685 $ 7,425 $ 1,150 $ 400 $ 1,100 $ 1.050 $ 11,125 $ 358,438

Total $ 7,838 $ 40,095 $ 178,200 $ 26,450 $ 12,000 $ 26,400 $ 3,300 $ 25,200 $ 7,400 $ 8,300 $ 450 $ 4,000 $ 1,300 $ 650 $ 1,150 $ 2,160 $ 6,898 * 2,000 $ 1,323 $ 1,925 $ 1,400 $ 358,438

2.19% 11.19% 49.72% 7.38% 3.35% 7.37% 0.92% 7.03% 2.06% 2.32% 0.13% 1.12% 0.36% 0.18% 0.32% 0.60% 1.92% 0.56% 0.37% 0.54% 0.39% $ 358,437
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United States Department of the Interior - L

'
o BUREAU OF LAND MANAGEMENT

Utah State OfTice

CH 3;¢
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov/ut/st/en.html RECEIVED

IN REPLY REFER TO: JUL10 2012 JULi 7 2012
3180
UT-922100 og orolt,eAs&mme

FAtddityExplohration & Production Company 256 FiE &
1700 Lincoln, Suite 2800
Denver, CO 80203

Re: 2nd Revision of the Cane Creek Unit
Participating Area "A"
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Mr. Schulz:

The 2nd Revision of the Cane Creek Unit Participating Area, UTU80000B, is hereby approved

effective as of April 1, 2012, pursuant to Section 11 of the Cane Creek Unit Agreement, Grand

and San Juan Counties, Utah.

The 2nd Revision of the Cane Creek Unit Participating Area "A", results in the addition of

480.00 acres to the participating area for a total of 1,680.00 acres and is based upon the

completion of the following Unit Well No. 26-2, API No. 43e&l9-50011, located in the NE¼

SW¼ of Section 26, Township 25 South, Range 19 East, SLM&B, Unit Tract No. 15, Lease No.

UTU53624, as a well capable of producing unitized substances in paying quantities.

Copies of the approved requests are being distributed to the appropriate Federal agencies and one

copy is returned herewith. Please advise all interested parties of the approval of the 2nd

Revision of the Cane Creek Unit Participating Area "A", Cane Creek Unit and its effective
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C.

STATE OF UTAH FORM 8
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration and Production Operator Account Number; N 3155

Address: 2585 Heartland Drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well 1
PI Ñumbe6 Well Name QQ Sec Twp Rng County

4301950011 Cane Creek Unit26-2 NESW 26 25S 19E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

B 18345 14506 12/14/2011 4/1/2012

PI Nu be WÑI Nar QÒ Šec Rng County

c i n d C nrent Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weil
I Numb WeH NÂmä EtÒ Soc TÑp Rng County

Actkm Code currentEn ty New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish newentity for new well (single well only) Ste nig Masters
B - Add new well toexisting entity (groupor unit well) ame lease Prin
C - Re-assign wellfrom one existingentity to anoth s entit
D - Re-assign wellfrom one existing entity to a newe Stgrriture *

E - Other (Explain in 'comments'section) Oper ms Technician 9/4/2012
SEP06 2012 nai. nat.

ooo> DiaofCAGas&
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ooo> DiaofCAGas&
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STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. 1.EASEDESIGNATIONANDSERIALNUMBER:

UTUS3624
8. IF INDIAN,ALLOTTEEOR TRISE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

la. TYPE OF WELL:
LL

SLL DRY OTHER 7. UNITor CAAGREEMENT NAME

Cane Creek Unit
th TYPE OF WORK 8. WELLNAMEand NUMBERg. O HORIZ. EP- DR

R. OTHER Cane Creek Unit 26-2
2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301950011
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELOAND POOL, OR WILDCAT
1700 Lincoln St Ste 2800 CITY Denver STATE CO zie 80203 (303) 893-3133 Cane Creek

4. LOCATIONOF WELL (FOOTAGES) 11. T Q SECTION, TOWMSHIP, RANGE,
ATSURFACE: 2615' FSL &2101 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW

12. COUNTY 13. STATEATTOTALDEPTH: 2169' FNL&570' FWL Grand UTAH
14. DA/TE4/2 1ED: 15 T7ET.D REACH6D: 16 DATE COMPLETEO:

ABANDONEDQ READYTO PRODUCE
17. Et.5 NSLDF, RKB, RT, GL);

18. TOTALDEPTH: MO 7.492 19 E'UG B^CK T.D.: MD 20. IF MULTIPLECOMPLETIONS,HOW MANy2 * 21. DEPTH BRIDGE MD
PLUG SET:

Tvo 7.261 Ivo Ivo
22. TYPE ELECTRICANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WASWELLCORED? NO YES (Submitanalysis)
WAS DST RUNT NO YES (SubmWeg
DIRECTIONALSURVEY? NO YES (Submitcopy)

24. CASING AND LINER RECORO (Report all strings set inwell)

HOLE SIZE Sl2EIGRADE WEIGHT (#tít) TOP (MO) BOTTOM(MD) STAGE MHENTER CNEOONFSACKES VOLSUMRYBL) CEMENTTOP a* AMOUNTPULLED

28 - 20 52.78 0 80 Redi rij 11
17.5 13.3¾ JS5 54.5 0 1,085 Poz III 776 212 0
12.25 9.625 HC 47 0 4,586 Por III 699 306 0
8.5 . 7 Hcm 32 0 7,704 G 394 98 4450
6 4.5 P116 13.5 6,673 8,685 G 161 40 6673

25. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET {MD)

28, PRODUCING INTERVALS 27. PERFORATION RECORD

FORMA110NNAME TOP (MD) BOTTOM(MD) TOP (IVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SlZE NO.HOLES PERFORATION STA1US

(A) Cane Creek 8,422 8,428 7,275 7,274 8,422 8.428 .4 24 open sque•ze<iO
(8) Cane Creek 8,450 8,474 7,271 7,269 8,450 8.474 .4 96 open sque•ze<iO
(c) Cane Creek 8,490 8,564 7,267 7,269 8,490 8.564 .4 296 open Squeezed

(D) Cane Creek 8,576 8,582 7,262 7,262 8,576 8,582 .4 24 open squeezed[¯]
28. ACID, FRACTURE, TREATMENT,CEMENTSQUEEZE, ETC.

OEPTH INTERVAL AMOUNTANDTYPE OF MATERIAt.

29. ENCLOSEDATTACHMENTS: 30.WELL STATUS:

O ELECTRICAUMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

O SUNDRY NOTlCE FOR PLUGGINGAND CEMENTVERlFICATION CORE ANALYSIS OTHER:
0 QC i Yi

(5/2000) (CONTINUEDON BACK)

DivOFOtL,GAS&

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight changes)
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(5/2000) (CONTINUEDON BACK)

DivOFOtL,GAS&
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(5/2000) (CONTINUEDON BACK)

DivOFOtL,GAS&



31. INITIALPRODUCTION INTERVALA (Asshown in item#24)
DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION01L - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
4/1/2012 4/4/2012 24 RATES: -+ Ž3Û 127 flOWing

CHOKE SIZE: IBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO24 HR PRODUCTION OIL - BBL: GAS -MCF: WATER- BBL: INTERVALSTATUS:8/64 3,993 1,140 44.00 531 RATES: -P

INTERVALB (As shown in item #26)
DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCTIONOIL-BBL GAS-MCF: WATER-BBL: PROD.METHOD:4/1/2012 4/4/2013 24 RATES: -* 239 127 flowing
CHOKE SIZE: G. PRESS. CSG.PRESS. API GRAVITY BTU - GAS GASIOILRATlO 24 HR PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: INTERVALSTATUS:8/64 3,993 1,140 44.00 531 RATES: *

INTERVALC (Asshown in ffem #28)
DATEFIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL GAS- MCF: WATER- BBL: PROD. METHOD:4/1/2012 4/4/2012 24 RATES: -' 239 127 flOWing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. APIGRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER- BBL: INTERVALSfATUS:8/64 3,993 1,140 44.00 RATES: -+

INTERVALD(Asshowninitem#26)
DATEFIRSTPRODUCED: TEST DATE: HOURS TESTED: TESTPRODUCTION OIL - BBL GAS - MCF; WATER- BBL: PROD. METHOD:4/1/2012 4/4/2012 24 RATES: 23Û 127 fÍOWing
CHOKE SfZE: TBG.PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBU GAS -MCF: WATER - BBC INTERVALSTATUS:8/64 3,993 1,140 44.00 R^T66= -'

32. DISPOSITION OF GAS (Sold, Used for Fuel, vented,Etc.)

33. SUMMARYOFPOROUSZONES(includoAquifers): 34. FORMATION(Log)MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and alfdrill-stem tests, including depth Intervaltested,cushionused, timetoolopen, flowingand shut in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measumdp
Depth)

Cane Creek Shali 7,541 7,780 Organic black shale & Dolomite Wingate 0Cane Creek Shal: 8,480 8,640 Organic black shale & Dolomire Chinle 510
Moenkop¡ 960
Paradox 4,165
Ismay 4,299
Top Cane Creek 7,379

35. ADDITIONALREMARKf(include plugg ng procedure)

Additional perfs are, Cane creek 8596 to8602 for a totalof 24 open perfs with a TVD 7261' - 7261'

36. I hereby cellify that the foregoing and attached Information is complete and correct as determined from all avallatte records.

NAME(PLEASEPRINT) Oy Gardner Tiyt.e Sr. Engineering Tech

SIGNATURE */ ' DATE 4/26/2012

This reportmust be submitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned welle drillinghorizontal laterais from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the numberof completions if production is measured separately from twoor more formations.
**lTEM24: Cement Top - Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))
Send to: Ulah Division of Oil,Gas and Mining Phone: 801-538-5340

1594 West North Temple, suite1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (Asshown in item#24)
DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION01L - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
4/1/2012 4/4/2012 24 RATES: -+ Ž3Û 127 flOWing

CHOKE SIZE: IBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO24 HR PRODUCTION OIL - BBL: GAS -MCF: WATER- BBL: INTERVALSTATUS:8/64 3,993 1,140 44.00 531 RATES: -P

INTERVALB (As shown in item #26)
DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCTIONOIL-BBL GAS-MCF: WATER-BBL: PROD.METHOD:4/1/2012 4/4/2013 24 RATES: -* 239 127 flowing
CHOKE SIZE: G. PRESS. CSG.PRESS. API GRAVITY BTU - GAS GASIOILRATlO 24 HR PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: INTERVALSTATUS:8/64 3,993 1,140 44.00 531 RATES: *

INTERVALC (Asshown in ffem #28)
DATEFIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL GAS- MCF: WATER- BBL: PROD. METHOD:4/1/2012 4/4/2012 24 RATES: -' 239 127 flOWing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. APIGRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER- BBL: INTERVALSfATUS:8/64 3,993 1,140 44.00 RATES: -+

INTERVALD(Asshowninitem#26)
DATEFIRSTPRODUCED: TEST DATE: HOURS TESTED: TESTPRODUCTION OIL - BBL GAS - MCF; WATER- BBL: PROD. METHOD:4/1/2012 4/4/2012 24 RATES: 23Û 127 fÍOWing
CHOKE SfZE: TBG.PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBU GAS -MCF: WATER - BBC INTERVALSTATUS:8/64 3,993 1,140 44.00 R^T66= -'

32. DISPOSITION OF GAS (Sold, Used for Fuel, vented,Etc.)

33. SUMMARYOFPOROUSZONES(includoAquifers): 34. FORMATION(Log)MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and alfdrill-stem tests, including depth Intervaltested,cushionused, timetoolopen, flowingand shut in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measumdp
Depth)

Cane Creek Shali 7,541 7,780 Organic black shale & Dolomite Wingate 0Cane Creek Shal: 8,480 8,640 Organic black shale & Dolomire Chinle 510
Moenkop¡ 960
Paradox 4,165
Ismay 4,299
Top Cane Creek 7,379

35. ADDITIONALREMARKf(include plugg ng procedure)

Additional perfs are, Cane creek 8596 to8602 for a totalof 24 open perfs with a TVD 7261' - 7261'

36. I hereby cellify that the foregoing and attached Information is complete and correct as determined from all avallatte records.

NAME(PLEASEPRINT) Oy Gardner Tiyt.e Sr. Engineering Tech

SIGNATURE */ ' DATE 4/26/2012

This reportmust be submitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned welle drillinghorizontal laterais from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the numberof completions if production is measured separately from twoor more formations.
**lTEM24: Cement Top - Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Ulah Division of Oil,Gas and Mining Phone: 801-538-5340
1594 West North Temple, suite1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (Asshown in item#24)
DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION01L - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
4/1/2012 4/4/2012 24 RATES: -+ Ž3Û 127 flOWing

CHOKE SIZE: IBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO24 HR PRODUCTION OIL - BBL: GAS -MCF: WATER- BBL: INTERVALSTATUS:8/64 3,993 1,140 44.00 531 RATES: -P

INTERVALB (As shown in item #26)
DATEFIRSTPRODUCED: TESTDATE: HOURSTESTED: TESTPRODUCTIONOIL-BBL GAS-MCF: WATER-BBL: PROD.METHOD:4/1/2012 4/4/2013 24 RATES: -* 239 127 flowing
CHOKE SIZE: G. PRESS. CSG.PRESS. API GRAVITY BTU - GAS GASIOILRATlO 24 HR PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: INTERVALSTATUS:8/64 3,993 1,140 44.00 531 RATES: *

INTERVALC (Asshown in ffem #28)
DATEFIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL - BBL GAS- MCF: WATER- BBL: PROD. METHOD:4/1/2012 4/4/2012 24 RATES: -' 239 127 flOWing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. APIGRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL GAS - MCF: WATER- BBL: INTERVALSfATUS:8/64 3,993 1,140 44.00 RATES: -+

INTERVALD(Asshowninitem#26)
DATEFIRSTPRODUCED: TEST DATE: HOURS TESTED: TESTPRODUCTION OIL - BBL GAS - MCF; WATER- BBL: PROD. METHOD:4/1/2012 4/4/2012 24 RATES: 23Û 127 fÍOWing
CHOKE SfZE: TBG.PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBU GAS -MCF: WATER - BBC INTERVALSTATUS:8/64 3,993 1,140 44.00 R^T66= -'

32. DISPOSITION OF GAS (Sold, Used for Fuel, vented,Etc.)

33. SUMMARYOFPOROUSZONES(includoAquifers): 34. FORMATION(Log)MARKERS:
Show all important zones of porosity and contents thereof: Cored intervals and alfdrill-stem tests, including depth Intervaltested,cushionused, timetoolopen, flowingand shut in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measumdp
Depth)

Cane Creek Shali 7,541 7,780 Organic black shale & Dolomite Wingate 0Cane Creek Shal: 8,480 8,640 Organic black shale & Dolomire Chinle 510
Moenkop¡ 960
Paradox 4,165
Ismay 4,299
Top Cane Creek 7,379

35. ADDITIONALREMARKf(include plugg ng procedure)

Additional perfs are, Cane creek 8596 to8602 for a totalof 24 open perfs with a TVD 7261' - 7261'

36. I hereby cellify that the foregoing and attached Information is complete and correct as determined from all avallatte records.

NAME(PLEASEPRINT) Oy Gardner Tiyt.e Sr. Engineering Tech

SIGNATURE */ ' DATE 4/26/2012

This reportmust be submitted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned welle drillinghorizontal laterais from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the numberof completions if production is measured separately from twoor more formations.
**lTEM24: Cement Top - Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Ulah Division of Oil,Gas and Mining Phone: 801-538-5340
1594 West North Temple, suite1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



RECEIVED: Oct. 30, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/21 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The Cane Creek Unit 26-2 well has been returned to production of 353
BO and 6BW on October 21, 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10/30/2013

October 30, 2013

Sundry Number: 44303 API Well Number: 43019500110000Sundry Number: 44303 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/21/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Cane Creek Unit 26-2 well has been returned to production of 353 Accepted by the
BO and 6BW on October 21, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 30, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/30/2013

RECEIVED: Oct. 30,

Sundry Number: 44303 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/21/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Cane Creek Unit 26-2 well has been returned to production of 353 Accepted by the
BO and 6BW on October 21, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 30, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/30/2013

RECEIVED: Oct. 30,

Sundry Number: 44303 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/21/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Cane Creek Unit 26-2 well has been returned to production of 353 Accepted by the
BO and 6BW on October 21, 2014. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 30, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/30/2013

RECEIVED: Oct. 30,



RECEIVED: Nov. 12, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The following work was done on the subject well: RIH and pull packer
and TCP gun assembly. RIH with new packer and TCP gun assembly.
Guns spotted from 7540-7710, and from 8422-8602. Set packer at

6645'. NU tree and manifold, test. Drop bar, NO FIRE. Well is on
production through original perfs at 8422-8602'. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11 /7 /2013

January 16, 2014

Sundry Number: 44637 API Well Number: 43019500110000Sundry Number: 44637 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The following work was done on the subject well: RIH and pull packer Accepted by the
and TCP gun assembly. RIH with new packer and TCP gun assembly. Utah Division of
Guns spotted from 7540-7710, and from 8422-8602. Set packer at Oil, Gas and Mining

6645'. NU tree and manifold, test. Drop bar, NO FIRE. Well is on FOR RECORD ONLY
production through original perfs at 8422-8602'. January 16, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/7/2013

RECEIVED: Nov. 12,

Sundry Number: 44637 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The following work was done on the subject well: RIH and pull packer Accepted by the
and TCP gun assembly. RIH with new packer and TCP gun assembly. Utah Division of
Guns spotted from 7540-7710, and from 8422-8602. Set packer at Oil, Gas and Mining

6645'. NU tree and manifold, test. Drop bar, NO FIRE. Well is on FOR RECORD ONLY
production through original perfs at 8422-8602'. January 16, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/7/2013

RECEIVED: Nov. 12,

Sundry Number: 44637 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The following work was done on the subject well: RIH and pull packer Accepted by the
and TCP gun assembly. RIH with new packer and TCP gun assembly. Utah Division of
Guns spotted from 7540-7710, and from 8422-8602. Set packer at Oil, Gas and Mining

6645'. NU tree and manifold, test. Drop bar, NO FIRE. Well is on FOR RECORD ONLY
production through original perfs at 8422-8602'. January 16, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/7/2013

RECEIVED: Nov. 12,



RECEIVED: May. 21, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /15 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity E&P proposes to: Encapsulate the dried cuttings in place.
Remove all free liquids from the cuttings pit. Add minimal volume of
clean backfill material to create a slightly domed subsurface. Remove

liner from sides of pit and fold it over the top of the cuttings. If needed,
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /21 /2014

June 12, 2014

Sundry Number: 51372 API Well Number: 43019500110000Sundry Number: 51372 API Well Number: 43019500110000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51372 API Well Number: 43019500110000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51372 API Well Number: 43019500110000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT# 26-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2101 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57054 API Well Number: 43019500110000Sundry Number: 57054 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57054 API Well Number: 43019500110000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#26-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500110000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2101 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE



" '",' " 

WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 
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Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 

Township 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2605 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2905 

2905 

255 

Range Section(s) County 

180E 

190E 

190E 

190E 

190E 

190E 

200E 

190E 

180E 

180E 

190E 

190E 

190E 

180E 

180E 

180E 

200E 

200E 

190E 

190E 

190E 

180E 

180E 

190E 

180E 

180E 

180E 

210E 

220E 

18E 

2 
25 

6 
29 

10 

30 

19 

14 

2 
16 

19 

32 

17 

16 

2 
5 
8 
19 

21 

12 

26 

21 

9 

7 

5 

7 

13 

12 

16 

2 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

5AN JUAN UT 

5ANJUAN UT 

GRAND UT 

Mineral Surface Well Type Well Status 

5tate 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

5tate 5tate OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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