
RECEIVED: October 01, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Cane Creek Unit 18-2 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-53626 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 741 FNL   720 FEL  NENE  18  26.0 S  20.0 E  S 

Top of Uppermost Producing Zone 1041 FNL   220 FEL  NENE  18  26.0 S  20.0 E  S 

At Total Depth 2100 FNL   1121 FWL  SWNW  17  26.0 S  20.0 E  S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
720 

23. NUMBER OF ACRES IN DRILLING UNIT
1951 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

46 

26. PROPOSED DEPTH
MD: 9852     TVD: 7785 

27. ELEVATION - GROUND LEVEL

5994 

28. BOND NUMBER

CO-1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 COND  26  20  0 -  80  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 SURF  17.5  13.375  0 - 1055  54.5   J-55 Buttress  13.5  35/65 Poz  303  2.07  11.0

               Class G  200  1.47  13.5

  I1  12.25  9.625  0 - 4532  40.0   L-80 Buttress  15.8  35/65 Poz  657  2.08  12.5

               50/50 Poz  200  1.43  15.8

 PROD  8.5  7  0 - 9852  29.0   P-110 LT&C  16.5  Class G  304  1.25  16.5

               Class G  303  1.46  16.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner  TITLE Sr. Engineering Tech  PHONE 720 956-5763 

SIGNATURE DATE 09/17/2012  EMAIL joy.gardner@fidelityepco.com 

API NUMBER ASSIGNED

    43019500270000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43019500270000

CO
NF
IDE

NT
IAL

API Well Number: 43019500270000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 18-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53626 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 741 FNL 720 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 1041 FNL 220 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 2100 FNL 1121 FWL SWNW 17 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 720 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 9852 TVD: 7785

46

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5994 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 Buttress 13.5 35/65 Poz 303 2.07 11.0

Class G 200 1.47 13.5

11 12.25 9.625 0 - 4532 40.0 L-80 Buttress 15.8 35/65 Poz 657 2.08 12.5

50/50 Poz 200 1.43 15.8

PROD 8.5 7 0 - 9852 29.0 P-110 LT&C 16.5 Class G 304 1.25 16.5

Class G 303 1.46 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLESr. Engineering Tech PHONE 720 956-5763

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500270000

Permit Manager

RECEIVED: October 01,

API Well Number: 43019500270000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 18-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53626 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 741 FNL 720 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 1041 FNL 220 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 2100 FNL 1121 FWL SWNW 17 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 720 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 9852 TVD: 7785

46

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5994 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 Buttress 13.5 35/65 Poz 303 2.07 11.0

Class G 200 1.47 13.5

11 12.25 9.625 0 - 4532 40.0 L-80 Buttress 15.8 35/65 Poz 657 2.08 12.5

50/50 Poz 200 1.43 15.8

PROD 8.5 7 0 - 9852 29.0 P-110 LT&C 16.5 Class G 304 1.25 16.5

Class G 303 1.46 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLESr. Engineering Tech PHONE 720 956-5763

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500270000

Permit Manager

RECEIVED: October 01,

API Well Number: 43019500270000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 18-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53626 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 741 FNL 720 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 1041 FNL 220 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 2100 FNL 1121 FWL SWNW 17 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 720 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 9852 TVD: 7785

46

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5994 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 Buttress 13.5 35/65 Poz 303 2.07 11.0

Class G 200 1.47 13.5

11 12.25 9.625 0 - 4532 40.0 L-80 Buttress 15.8 35/65 Poz 657 2.08 12.5

50/50 Poz 200 1.43 15.8

PROD 8.5 7 0 - 9852 29.0 P-110 LT&C 16.5 Class G 304 1.25 16.5

Class G 303 1.46 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLESr. Engineering Tech PHONE 720 956-5763

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500270000

Permit Manager

RECEIVED: October 01,



RECEIVED: September 17, 2012

API Well Number: 43019500270000

CO
NF
IDE

NT
IAL

API Well Number: 43019500270000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 18-2
SEC 18/ T26S / R20E, NENE, 741' FNL & 720 FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

WR WW WWWWWWWWW mmm Em
Windgate Sand Surface Sandstone

Chinle 401 +5,618 Sand/Shate
Moenkopf 750 +5,269 Sand/Shate

Cutler 1,216 +4,803 Sandstone
HonakerTrail 2,623 +3,396 Sand/Evaporite

Paradox 3,873 -2,146 Salt/Clastics Secondary
Cane Creek Shale 7,666 -1,647 Shale Primary

T.D. 7,785
T.D. (MD) ±9,852

Estimated TD: 7,785' TVDI 9,852' MD Anticipated BHP: +/-6,960 Psig

1. Lost circulationin all intervals.
2. Cementisolationis installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate& Production Hole - 10,000Psig
BOP schematicdiagmmsattached.

4. CASING PROGRAM:

Conductor 26" 0 -±80' 20"

Surface 17½" O'-1,055' 133/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 13¼" 0-4,532' 9-5/8" 40.0# L-80 ETC 3,090/1.5 5,750/1.2 947/2.1

Production 8-1/2" 0-4,300' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,300-8,112' 1" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 8-1/2" 8,112---9,852' 7" 29# P-110 BTC 8,530/L3 11,220/2.0 955/2.1

Surface based onfullevacuation:a=9.0 ppg fluk on backside, b=9.0 ppg in ide, &c=9.0 ppf fluid + OOKoverpull.
Intermediate based on fullevacuation:a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf flu d + 100K overpull.
Productionbased on fullevacuation:a=16.5 ppg fluid on backside, b=16.5 ppg inside,&c=16.5ppf i uld+ 100Koverpull
All casing will be new or inspected.

ALL INFORMATIONIS CONFIDENTIAL 1 Lease No

API Well Number: 43019500270000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 18-2
SEC 18/ T26S / R20E, NENE, 741' FNL & 720 FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

WR WW WWWWWWWWW mmm Em
Windgate Sand Surface Sandstone

Chinle 401 +5,618 Sand/Shate
Moenkopf 750 +5,269 Sand/Shate

Cutler 1,216 +4,803 Sandstone
HonakerTrail 2,623 +3,396 Sand/Evaporite

Paradox 3,873 -2,146 Salt/Clastics Secondary
Cane Creek Shale 7,666 -1,647 Shale Primary

T.D. 7,785
T.D. (MD) ±9,852

Estimated TD: 7,785' TVDI 9,852' MD Anticipated BHP: +/-6,960 Psig

1. Lost circulationin all intervals.
2. Cementisolationis installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate& Production Hole - 10,000Psig
BOP schematicdiagmmsattached.

4. CASING PROGRAM:

Conductor 26" 0 -±80' 20"

Surface 17½" O'-1,055' 133/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 13¼" 0-4,532' 9-5/8" 40.0# L-80 ETC 3,090/1.5 5,750/1.2 947/2.1

Production 8-1/2" 0-4,300' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,300-8,112' 1" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 8-1/2" 8,112---9,852' 7" 29# P-110 BTC 8,530/L3 11,220/2.0 955/2.1

Surface based onfullevacuation:a=9.0 ppg fluk on backside, b=9.0 ppg in ide, &c=9.0 ppf fluid + OOKoverpull.
Intermediate based on fullevacuation:a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf flu d + 100K overpull.
Productionbased on fullevacuation:a=16.5 ppg fluid on backside, b=16.5 ppg inside,&c=16.5ppf i uld+ 100Koverpull
All casing will be new or inspected.

ALL INFORMATIONIS CONFIDENTIAL 1 Lease No

API Well Number: 43019500270000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 18-2
SEC 18/ T26S / R20E, NENE, 741' FNL & 720 FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

WR WW WWWWWWWWW mmm Em
Windgate Sand Surface Sandstone

Chinle 401 +5,618 Sand/Shate
Moenkopf 750 +5,269 Sand/Shate

Cutler 1,216 +4,803 Sandstone
HonakerTrail 2,623 +3,396 Sand/Evaporite

Paradox 3,873 -2,146 Salt/Clastics Secondary
Cane Creek Shale 7,666 -1,647 Shale Primary

T.D. 7,785
T.D. (MD) ±9,852

Estimated TD: 7,785' TVDI 9,852' MD Anticipated BHP: +/-6,960 Psig

1. Lost circulationin all intervals.
2. Cementisolationis installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate& Production Hole - 10,000Psig
BOP schematicdiagmmsattached.

4. CASING PROGRAM:

Conductor 26" 0 -±80' 20"

Surface 17½" O'-1,055' 133/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 13¼" 0-4,532' 9-5/8" 40.0# L-80 ETC 3,090/1.5 5,750/1.2 947/2.1

Production 8-1/2" 0-4,300' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,300-8,112' 1" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 8-1/2" 8,112---9,852' 7" 29# P-110 BTC 8,530/L3 11,220/2.0 955/2.1

Surface based onfullevacuation:a=9.0 ppg fluk on backside, b=9.0 ppg in ide, &c=9.0 ppf fluid + OOKoverpull.
Intermediate based on fullevacuation:a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf flu d + 100K overpull.
Productionbased on fullevacuation:a=16.5 ppg fluid on backside, b=16.5 ppg inside,&c=16.5ppf i uld+ 100Koverpull
All casing will be new or inspected.

ALL INFORMATIONIS CONFIDENTIAL 1 Lease No



RECEIVED: September 17, 2012

API Well Number: 43019500270000

CO
NF
IDE

NT
IAL

API Well Number: 43019500270000

Fidelity Exploration & Prodnetion Company Eight Point Plan

CANE CREEK 18-2
SEC 18 / T26S / R20E, NENE, 741' FNL & 720 FEL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'-900'±)
Guide Shoe
Insert Float Collar(PDC drillable)
Centralizers: 1-5' aboveshoe, top ofjts. #Žand #3 thenevery5* joint to surface. (23 total)

Intermediate Hole Procedure (0'- 4,242±)
Guide Shoe
InsertFloat Collar(PDCdrillable)
Centralizers: 1-5' above shoe, topof jts. #2 and #3 then every 3rd

jOlut 10 Surface. (36 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 jointcasing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2" joint. Two centmlizers on the shoe joint, then every jointto ±

4,000'. (140 Total)

6. MUD PROGRAM

O' -900' Air Mist -

9,00' -4,242' Air Mist/AeratedWater --- ---

4,242'- 9,852' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,242' - TD): Anticipated mud weight 13.5 - 16.5 ppg
dependingon actual wellbore conditionsencounteredwhile drilling.

An oil basedmud (OBM) system will be used to preventfluid interaction with the salts and shales. LCM
sweeps,pills, etc., will be used to prevent fluid loss. Adequate amountsof weightingmaterial will be on
hand as neededforwell control.

7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o FidelityE&P. requests a variance to regulations requiringa straight run blooie line to be 100' in length.
(Where possible, a straightrun blooie line willbe used).

o FidelityE&P requests a variance to regulationsrequiringthe blooie lineto be 100' in length. To reduce
locationexcavation,theblooielinewillbe approximately75' in tength.

ALL INFORMATIONIS CONFIDENTIAL 2 Lease No

API Well Number: 43019500270000

Fidelity Exploration & Prodnetion Company Eight Point Plan

CANE CREEK 18-2
SEC 18 / T26S / R20E, NENE, 741' FNL & 720 FEL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'-900'±)
Guide Shoe
Insert Float Collar(PDC drillable)
Centralizers: 1-5' aboveshoe, top ofjts. #Žand #3 thenevery5* joint to surface. (23 total)

Intermediate Hole Procedure (0'- 4,242±)
Guide Shoe
InsertFloat Collar(PDCdrillable)
Centralizers: 1-5' above shoe, topof jts. #2 and #3 then every 3rd

jOlut 10 Surface. (36 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 jointcasing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2" joint. Two centmlizers on the shoe joint, then every jointto ±

4,000'. (140 Total)

6. MUD PROGRAM

O' -900' Air Mist -

9,00' -4,242' Air Mist/AeratedWater --- ---

4,242'- 9,852' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,242' - TD): Anticipated mud weight 13.5 - 16.5 ppg
dependingon actual wellbore conditionsencounteredwhile drilling.

An oil basedmud (OBM) system will be used to preventfluid interaction with the salts and shales. LCM
sweeps,pills, etc., will be used to prevent fluid loss. Adequate amountsof weightingmaterial will be on
hand as neededforwell control.

7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o FidelityE&P. requests a variance to regulations requiringa straight run blooie line to be 100' in length.
(Where possible, a straightrun blooie line willbe used).

o FidelityE&P requests a variance to regulationsrequiringthe blooie lineto be 100' in length. To reduce
locationexcavation,theblooielinewillbe approximately75' in tength.
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o FidelityE&P requests a variance to regulations,duringair drillingoperationsonly,requiringdedusting
equipment Dust during air drillingoperations is controlledby water mist.

o FidelityE&P requests a varianceto regulations,during air drillingoperationsonly,requiringan automatic
igniter or continuouspilot lighton the blooie line. (Not requiredon aerated water system).

o FidelityE&P requests a variance thatcompressors are located in theopposite direction from theblooie
linea minimumof 100 feet fromthewellbore. (AirCompressors are rîgmounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' toTD.
Open-hole Logs: Triple-Combo,ECS, OBMFMI

9. CEMENT PROGRAM:

Surface Hele Procedure (Surface - 1,055'±):

Lead: 303 sks Poz cement. Yield - 2.07 fŸ/sk@12.30 ppg
Tail: 200 sks Class "G" cement. Yield = 1.47 fÝ/sk@14.20 ppg
Top Out: As necessary with Class "G" cement with 2% CaCI2,¼#/skLCMmixed at 15.6ppg, 1.18

fÝ/sk.,5.2 gps water.
Note: Cementvolumes will be calculatedto bring lead cement to surface.

Intermediate Hole Procedure (Surface -4,532'±):

Lead: 657 sks Poz. Yield = 2.08 f?/sk @12.30 ppg
Tail: 200 sks Poz cement. Yield = 1.43 fÝ/sk@13.5ppg
Top Ont: As necessary with Class "G" cementwith 2% CaCI2, ¼#/skLCM mixed at 15.6 ppg, 1.18

fŸ/sk.,5.2 gps water.

Production Hole Procedure (4,300 - TD):

Lead: 304 sks Weighted Class G. Yield = 1.25 f?/sk @16.80ppg.
Tail: 303 sks Class G cement. Yield = L46 ft*/sk@18.00 ppg.

Note: The abovenumber of sacks is based on gauge-hole calculation,0% excess.
Final Cementvolumes will be basedupon gauge-hole plus 30% excess.
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10. ABNORMAL CONDITIONS:

Surface Hole (Surface - 1,055'±):
None

Intermediate & Production Hole (L055'±- TD):
Lost circulationzones and over pressure in the production zone.

11. STANDARD REQUIRED EQUIPMENT:

A. ChokeManifold
B. Upper and Lower Kelly Cock
C. Stabbing Valve
D. Visual MudMonitoring

12. HAZARDOUS CHEMICALS:

No chemicals subjectto reporting under SARA title III in an amountequal to or greater than 10,000 pounds
will be used, produced, stored,transported,or disposedof annuallyin associationwith the drillingof this
well. Furthermore, no extremely hazardoussubstances,as definedin 40 CFR 355, in thresholdplanning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
welL

(Attachment: BOP SchematicDiagram)
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WELLBORE TARGET DETAILS (MAP CO-ORDINATES)

Name TVD +N/-S +E/-W Northing Easting Shape
BHL 18-2 7785.0 -1416.0 1828.8 81212.18 2503116.06 Point
Land 18-2 7785.0 -350.8 453.0 82250.22 2501719.65 Point

SECTION DETAILS

MD Inc Azi TVD +N/-S +E/-W DlegTFace VSect Target
0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0

7212.0 0.00 0.00 7212.0 0.0 0.0 0.00 0.00 0.0
8112.0 90.00127.75 7785.0 -350.8 453.0 10.00127.75 573.0
9852.0 90.00127.75 7785.0 -1416.0 1828.8 0.00 0.00 2312.9 BHL 18-2

Ground Level: 5996.0
KB: 23'

WELL DETAILS: Cane Creek Unit #18-2

Ground Level: 5996.0
Northing Easting Latittude Longitude

82592.07 2501259.87 38° 32' 47.750 N 109° 44' 51.390 W

Plan: Design #1 (Cane Creek Unit #18-2/Original Borehole)

Created By: Breck Enoch Date: 05-Sep-2012
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Pathfinder

Planning Report

Well Cane Creek Unit #18-2Local Co-ordinate Reference:Database: EDM 5000.1 Single User Db

WELL @ 6019.0usft (Original Well Elev)TVD Reference:Fidelity Exploration & Production Co.Company:

WELL @ 6019.0usft (Original Well Elev)MD Reference:Grand County, UTProject:

TrueNorth Reference:Sec 18 T26S R20ESite:

Minimum CurvatureSurvey Calculation Method:Cane Creek Unit #18-2Well:

Original BoreholeWellbore:

Design #1Design:

Map System:

Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1927 (Exact solution)

NAD 1927 (NADCON CONUS)

Grand County, UT

Utah Central 4302

Mean Sea Level

Site Position:

From:

Site

Latitude:

Longitude:

Position Uncertainty:

Northing:

Easting:

Grid Convergence:

Sec 18 T26S R20E

Lat/Long

1.12 °Slot Radius: 13-3/16 "

82,611.51 usft

2,501,213.50 usft

0.0 usft

38° 32' 47.951 N

109° 44' 51.968 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

+E/-W

+N/-S

Position Uncertainty Ground Level:

Cane Creek Unit #18-2

82,592.08 usft

2,501,259.86 usft

5,996.0 usftWellhead Elevation:0.0 usft

38° 32' 47.750 N

109° 44' 51.390 W

-20.3 usft

46.0 usft

Wellbore

Declination

(°)

Field Strength

(nT)

Sample Date Dip Angle

(°)

Original Borehole

Model NameMagnetics

IGRF2010 09/05/12 10.81 64.58 51,364

Phase:Version:

Audit Notes:

Design Design #1

PROTOTYPE

Vertical Section: Depth From (TVD)

(usft)

+N/-S

(usft)

Direction

(°)

+E/-W

(usft)

Tie On Depth: 0.0

127.750.00.00.0

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

TFO

(°)

+N/-S

(usft)

Measured

Depth

(usft)

Vertical 

Depth

(usft)

Dogleg

Rate

(°/100usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Plan Sections

Target

0.000.000.000.000.00.00.00.000.000.0

0.000.000.000.000.00.07,212.00.000.007,212.0

127.750.0010.0010.00453.0-350.87,785.0127.7590.008,112.0

0.000.000.000.001,828.8-1,416.07,785.0127.7590.009,852.0 BHL 18-2

09/05/12  1:46:53PM COMPASS 5000.1 Build 42 Page 2
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Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.0usft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.0usft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.12 °

Well Cane Creek Unit #18-2

Well Position +NI-S -20.3 usft Northing: 82,592.08 usft Latitude: 38° 32' 47.750 N
+El-W 46.0 usft Easting: 2,501,259.86 usft Longitude: 109° 44' 51.390 W

Position Uncertainty 0.0 usft Wellhead Elevation: Ground Level: 5,996.0 usft

Wellbore Original Borehole

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2010 09/05/12 10.81 64.58 51,364

Design Design #1

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 127.75

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°l100usft) (°l100usft) (°l100usft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
7,212.0 0.00 0.00 7,212.0 0.0 0.0 0.00 0.00 0.00 0.00
8,112.0 90.00 127.75 7,785.0 -350.8 453.0 10.00 10.00 0.00 127.75
9,852.0 90.00 127.75 7,785.0 -1,416.0 1,828.8 0.00 0.00 0.00 0.00 BHL 18-2

09/05/12 1 46:53PM Page 2 COMPASS 5000.1 Build 42

RECEIVED: September 17,

API Well Number: 43019500270000

FIDELITY Pl ng
Rde

rt
FIpl o Company

A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.Ousft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)

Map Zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.12 °

Well Cane Creek Unit #18-2

Well Position +NI-S -20.3 usft Northing: 82,592.08 usft Latitude: 38° 32' 47.750 N
+El-W 46.0 usft Easting: 2,501,259.86 usft Longitude: 109° 44' 51.390 W

Position Uncertainty 0.0 usft Wellhead Elevation: Ground Level: 5,996.0 usft

Wellbore Original Borehole

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2010 09/05/12 10.81 64.58 51,364

Design Design #1

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 127.75

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
7,212.0 0.00 0.00 7,212.0 0.0 0.0 0.00 0.00 0.00 0.00
8,112.0 90.00 127.75 7,785.0 -350.8 453.0 10.00 10.00 0.00 127.75
9,852.0 90.00 127.75 7,785.0 -1,416.0 1,828.8 0.00 0.00 0.00 0.00 BHL 18-2

09/05/12 1:46:53PM Page 2 COMPASS 5000.1 Build 42

RECEIVED: September 17,

API Well Number: 43019500270000

FIDELITY Pl ng
Rde

rt
FIpl o Company

A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.Ousft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)

Map Zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.12 °

Well Cane Creek Unit #18-2

Well Position +NI-S -20.3 usft Northing: 82,592.08 usft Latitude: 38° 32' 47.750 N
+El-W 46.0 usft Easting: 2,501,259.86 usft Longitude: 109° 44' 51.390 W

Position Uncertainty 0.0 usft Wellhead Elevation: Ground Level: 5,996.0 usft

Wellbore Original Borehole

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2010 09/05/12 10.81 64.58 51,364

Design Design #1

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 127.75

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
7,212.0 0.00 0.00 7,212.0 0.0 0.0 0.00 0.00 0.00 0.00
8,112.0 90.00 127.75 7,785.0 -350.8 453.0 10.00 10.00 0.00 127.75
9,852.0 90.00 127.75 7,785.0 -1,416.0 1,828.8 0.00 0.00 0.00 0.00 BHL 18-2

09/05/12 1:46:53PM Page 2 COMPASS 5000.1 Build 42

RECEIVED: September 17,



RECEIVED: September 17, 2012

Pathfinder

Planning Report

Well Cane Creek Unit #18-2Local Co-ordinate Reference:Database: EDM 5000.1 Single User Db

WELL @ 6019.0usft (Original Well Elev)TVD Reference:Fidelity Exploration & Production Co.Company:
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TrueNorth Reference:Sec 18 T26S R20ESite:

Minimum CurvatureSurvey Calculation Method:Cane Creek Unit #18-2Well:

Original BoreholeWellbore:

Design #1Design:

Measured

Depth

(usft)

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

Vertical

Section

(usft)

Dogleg

Rate

(°/100usft)

+N/-S

(usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Planned Survey

Vertical 

Depth

(usft)

0.0 0.00 0.00 0.0 0.0 0.000.0 0.0 0.00 0.00

100.0 0.00 0.00 100.0 0.0 0.000.0 0.0 0.00 0.00

200.0 0.00 0.00 200.0 0.0 0.000.0 0.0 0.00 0.00

300.0 0.00 0.00 300.0 0.0 0.000.0 0.0 0.00 0.00

400.0 0.00 0.00 400.0 0.0 0.000.0 0.0 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.000.0 0.0 0.00 0.00

600.0 0.00 0.00 600.0 0.0 0.000.0 0.0 0.00 0.00

700.0 0.00 0.00 700.0 0.0 0.000.0 0.0 0.00 0.00

800.0 0.00 0.00 800.0 0.0 0.000.0 0.0 0.00 0.00

900.0 0.00 0.00 900.0 0.0 0.000.0 0.0 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.000.0 0.0 0.00 0.00

1,100.0 0.00 0.00 1,100.0 0.0 0.000.0 0.0 0.00 0.00

1,200.0 0.00 0.00 1,200.0 0.0 0.000.0 0.0 0.00 0.00

1,300.0 0.00 0.00 1,300.0 0.0 0.000.0 0.0 0.00 0.00

1,400.0 0.00 0.00 1,400.0 0.0 0.000.0 0.0 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.000.0 0.0 0.00 0.00

1,600.0 0.00 0.00 1,600.0 0.0 0.000.0 0.0 0.00 0.00

1,700.0 0.00 0.00 1,700.0 0.0 0.000.0 0.0 0.00 0.00

1,800.0 0.00 0.00 1,800.0 0.0 0.000.0 0.0 0.00 0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.000.0 0.0 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.000.0 0.0 0.00 0.00

2,100.0 0.00 0.00 2,100.0 0.0 0.000.0 0.0 0.00 0.00

2,200.0 0.00 0.00 2,200.0 0.0 0.000.0 0.0 0.00 0.00

2,300.0 0.00 0.00 2,300.0 0.0 0.000.0 0.0 0.00 0.00

2,400.0 0.00 0.00 2,400.0 0.0 0.000.0 0.0 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.000.0 0.0 0.00 0.00

2,600.0 0.00 0.00 2,600.0 0.0 0.000.0 0.0 0.00 0.00

2,700.0 0.00 0.00 2,700.0 0.0 0.000.0 0.0 0.00 0.00

2,800.0 0.00 0.00 2,800.0 0.0 0.000.0 0.0 0.00 0.00

2,900.0 0.00 0.00 2,900.0 0.0 0.000.0 0.0 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.000.0 0.0 0.00 0.00

3,100.0 0.00 0.00 3,100.0 0.0 0.000.0 0.0 0.00 0.00

3,200.0 0.00 0.00 3,200.0 0.0 0.000.0 0.0 0.00 0.00

3,300.0 0.00 0.00 3,300.0 0.0 0.000.0 0.0 0.00 0.00

3,400.0 0.00 0.00 3,400.0 0.0 0.000.0 0.0 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.000.0 0.0 0.00 0.00

3,600.0 0.00 0.00 3,600.0 0.0 0.000.0 0.0 0.00 0.00

3,700.0 0.00 0.00 3,700.0 0.0 0.000.0 0.0 0.00 0.00

3,800.0 0.00 0.00 3,800.0 0.0 0.000.0 0.0 0.00 0.00

3,900.0 0.00 0.00 3,900.0 0.0 0.000.0 0.0 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.000.0 0.0 0.00 0.00

4,100.0 0.00 0.00 4,100.0 0.0 0.000.0 0.0 0.00 0.00

4,200.0 0.00 0.00 4,200.0 0.0 0.000.0 0.0 0.00 0.00

4,300.0 0.00 0.00 4,300.0 0.0 0.000.0 0.0 0.00 0.00

4,400.0 0.00 0.00 4,400.0 0.0 0.000.0 0.0 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.000.0 0.0 0.00 0.00

4,600.0 0.00 0.00 4,600.0 0.0 0.000.0 0.0 0.00 0.00

4,700.0 0.00 0.00 4,700.0 0.0 0.000.0 0.0 0.00 0.00

4,800.0 0.00 0.00 4,800.0 0.0 0.000.0 0.0 0.00 0.00

4,900.0 0.00 0.00 4,900.0 0.0 0.000.0 0.0 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.000.0 0.0 0.00 0.00

5,100.0 0.00 0.00 5,100.0 0.0 0.000.0 0.0 0.00 0.00

5,200.0 0.00 0.00 5,200.0 0.0 0.000.0 0.0 0.00 0.00

5,300.0 0.00 0.00 5,300.0 0.0 0.000.0 0.0 0.00 0.00
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.0usft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.0usft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°l100usft) (°l100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.0 0.0 0.00 0.00 0.00
4,600.0 0.00 0.00 4,600.0 0.0 0.0 0.0 0.00 0.00 0.00
4,700.0 0.00 0.00 4,700.0 0.0 0.0 0.0 0.00 0.00 0.00
4,800.0 0.00 0.00 4,800.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,900.0 0.0 0.0 0.0 0.00 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,100.0 0.00 0.00 5,100.0 0.0 0.0 0.0 0.00 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.0 0.0 0.00 0.00 0.00
5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.Ousft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.0 0.0 0.00 0.00 0.00
4,600.0 0.00 0.00 4,600.0 0.0 0.0 0.0 0.00 0.00 0.00
4,700.0 0.00 0.00 4,700.0 0.0 0.0 0.0 0.00 0.00 0.00
4,800.0 0.00 0.00 4,800.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,900.0 0.0 0.0 0.0 0.00 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,100.0 0.00 0.00 5,100.0 0.0 0.0 0.0 0.00 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.0 0.0 0.00 0.00 0.00
5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.Ousft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0.0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00

3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00

4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.0 0.0 0.00 0.00 0.00
4,600.0 0.00 0.00 4,600.0 0.0 0.0 0.0 0.00 0.00 0.00
4,700.0 0.00 0.00 4,700.0 0.0 0.0 0.0 0.00 0.00 0.00
4,800.0 0.00 0.00 4,800.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,900.0 0.0 0.0 0.0 0.00 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,100.0 0.00 0.00 5,100.0 0.0 0.0 0.0 0.00 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.0 0.0 0.00 0.00 0.00
5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
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RECEIVED: September 17, 2012

Pathfinder

Planning Report

Well Cane Creek Unit #18-2Local Co-ordinate Reference:Database: EDM 5000.1 Single User Db

WELL @ 6019.0usft (Original Well Elev)TVD Reference:Fidelity Exploration & Production Co.Company:

WELL @ 6019.0usft (Original Well Elev)MD Reference:Grand County, UTProject:

TrueNorth Reference:Sec 18 T26S R20ESite:

Minimum CurvatureSurvey Calculation Method:Cane Creek Unit #18-2Well:

Original BoreholeWellbore:

Design #1Design:

Measured

Depth

(usft)

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

Vertical

Section

(usft)

Dogleg

Rate

(°/100usft)

+N/-S

(usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Planned Survey

Vertical 

Depth

(usft)

5,400.0 0.00 0.00 5,400.0 0.0 0.000.0 0.0 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.000.0 0.0 0.00 0.00

5,600.0 0.00 0.00 5,600.0 0.0 0.000.0 0.0 0.00 0.00

5,700.0 0.00 0.00 5,700.0 0.0 0.000.0 0.0 0.00 0.00

5,800.0 0.00 0.00 5,800.0 0.0 0.000.0 0.0 0.00 0.00

5,900.0 0.00 0.00 5,900.0 0.0 0.000.0 0.0 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.000.0 0.0 0.00 0.00

6,100.0 0.00 0.00 6,100.0 0.0 0.000.0 0.0 0.00 0.00

6,200.0 0.00 0.00 6,200.0 0.0 0.000.0 0.0 0.00 0.00

6,300.0 0.00 0.00 6,300.0 0.0 0.000.0 0.0 0.00 0.00

6,400.0 0.00 0.00 6,400.0 0.0 0.000.0 0.0 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.000.0 0.0 0.00 0.00

6,600.0 0.00 0.00 6,600.0 0.0 0.000.0 0.0 0.00 0.00

6,700.0 0.00 0.00 6,700.0 0.0 0.000.0 0.0 0.00 0.00

6,800.0 0.00 0.00 6,800.0 0.0 0.000.0 0.0 0.00 0.00

6,900.0 0.00 0.00 6,900.0 0.0 0.000.0 0.0 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.000.0 0.0 0.00 0.00

7,100.0 0.00 0.00 7,100.0 0.0 0.000.0 0.0 0.00 0.00

7,200.0 0.00 0.00 7,200.0 0.0 0.000.0 0.0 0.00 0.00

7,212.0 0.00 0.00 7,212.0 0.0 0.000.0 0.0 0.00 0.00

KOP 10°/100' @ 7212' MD

7,250.0 3.80 127.75 7,250.0 1.3 10.00-0.8 1.0 10.00 0.00

7,300.0 8.80 127.75 7,299.7 6.7 10.00-4.1 5.3 10.00 0.00

7,350.0 13.80 127.75 7,348.7 16.5 10.00-10.1 13.1 10.00 0.00

7,400.0 18.80 127.75 7,396.6 30.6 10.00-18.7 24.2 10.00 0.00

7,450.0 23.80 127.75 7,443.2 48.7 10.00-29.8 38.5 10.00 0.00

7,500.0 28.80 127.75 7,488.0 70.9 10.00-43.4 56.0 10.00 0.00

7,550.0 33.80 127.75 7,530.7 96.8 10.00-59.3 76.6 10.00 0.00

7,600.0 38.80 127.75 7,571.0 126.4 10.00-77.4 99.9 10.00 0.00

7,650.0 43.80 127.75 7,608.6 159.4 10.00-97.6 126.0 10.00 0.00

7,700.0 48.80 127.75 7,643.1 195.5 10.00-119.7 154.6 10.00 0.00

7,750.0 53.80 127.75 7,674.4 234.5 10.00-143.6 185.4 10.00 0.00

7,800.0 58.80 127.75 7,702.1 276.1 10.00-169.0 218.3 10.00 0.00

7,850.0 63.80 127.75 7,726.1 320.0 10.00-195.9 253.0 10.00 0.00

7,900.0 68.80 127.75 7,746.2 365.7 10.00-223.9 289.2 10.00 0.00

7,950.0 73.80 127.75 7,762.2 413.1 10.00-252.9 326.6 10.00 0.00

8,000.0 78.80 127.75 7,774.1 461.6 10.00-282.6 365.0 10.00 0.00

8,050.0 83.80 127.75 7,781.6 511.0 10.00-312.9 404.1 10.00 0.00

8,100.0 88.80 127.75 7,784.9 560.9 10.00-343.4 443.5 10.00 0.00

8,112.0 90.00 127.75 7,785.0 572.9 10.00-350.7 453.0 10.00 0.00

"Land 18-2" 90° @ 8112' MD - 7"

8,200.0 90.00 127.75 7,785.0 660.9 0.00-404.6 522.6 0.00 0.00

8,300.0 90.00 127.75 7,785.0 760.9 0.00-465.8 601.7 0.00 0.00

8,400.0 90.00 127.75 7,785.0 860.9 0.00-527.1 680.7 0.00 0.00

8,500.0 90.00 127.75 7,785.0 960.9 0.00-588.3 759.8 0.00 0.00

8,600.0 90.00 127.75 7,785.0 1,060.9 0.00-649.5 838.9 0.00 0.00

8,700.0 90.00 127.75 7,785.0 1,160.9 0.00-710.7 917.9 0.00 0.00

8,800.0 90.00 127.75 7,785.0 1,260.9 0.00-771.9 997.0 0.00 0.00

8,900.0 90.00 127.75 7,785.0 1,360.9 0.00-833.2 1,076.1 0.00 0.00

9,000.0 90.00 127.75 7,785.0 1,460.9 0.00-894.4 1,155.1 0.00 0.00

9,100.0 90.00 127.75 7,785.0 1,560.9 0.00-955.6 1,234.2 0.00 0.00

9,200.0 90.00 127.75 7,785.0 1,660.9 0.00-1,016.8 1,313.3 0.00 0.00

9,300.0 90.00 127.75 7,785.0 1,760.9 0.00-1,078.1 1,392.3 0.00 0.00
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.0usft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.0usft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°l100usft) (°l100usft)

5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,212.0 0.00 0.00 7,212.0 0.0 0.0 0.0 0.00 0.00 0.00

KOP 10°/100' @7212' MD
7,250.0 3.80 127.75 7,250.0 -0.8 1.0 1.3 10.00 10.00 0.00

7,300.0 8.80 127.75 7,299.7 -4.1 5.3 6.7 10.00 10.00 0.00
7,350.0 13.80 127.75 7,348.7 -10.1 13.1 16.5 10.00 10.00 0.00
7,400.0 18.80 127.75 7,396.6 -18.7 24.2 30.6 10.00 10.00 0.00
7,450.0 23.80 127.75 7,443.2 -29.8 38.5 48.7 10.00 10.00 0.00
7,500.0 28.80 127.75 7,488.0 -43.4 56.0 70.9 10.00 10.00 0.00

7,550.0 33.80 127.75 7,530.7 -59.3 76.6 96.8 10.00 10.00 0.00
7,600.0 38.80 127.75 7,571.0 -77.4 99.9 126.4 10.00 10.00 0.00
7,650.0 43.80 127.75 7,608.6 -97.6 126.0 159.4 10.00 10.00 0.00
7,700.0 48.80 127.75 7,643.1 -119.7 154.6 195.5 10.00 10.00 0.00
7,750.0 53.80 127.75 7,674.4 -143.6 185.4 234.5 10.00 10.00 0.00

7,800.0 58.80 127.75 7,702.1 -169.0 218.3 276.1 10.00 10.00 0.00
7,850.0 63.80 127.75 7,726.1 -195.9 253.0 320.0 10.00 10.00 0.00
7,900.0 68.80 127.75 7,746.2 -223.9 289.2 365.7 10.00 10.00 0.00
7,950.0 73.80 127.75 7,762.2 -252.9 326.6 413.1 10.00 10.00 0.00
8,000.0 78.80 127.75 7,774.1 -282.6 365.0 461.6 10.00 10.00 0.00

8,050.0 83.80 127.75 7,781.6 -312.9 404.1 511.0 10.00 10.00 0.00
8,100.0 88.80 127.75 7,784.9 -343.4 443.5 560.9 10.00 10.00 0.00
8,112.0 90.00 127.75 7,785.0 -350.7 453.0 572.9 10.00 10.00 0.00

"Land 18-2" 90° @8112' MD -7"

8,200.0 90.00 127.75 7,785.0 -404.6 522.6 660.9 0.00 0.00 0.00
8,300.0 90.00 127.75 7,785.0 -465.8 601.7 760.9 0.00 0.00 0.00

8,400.0 90.00 127.75 7,785.0 -527.1 680.7 860.9 0.00 0.00 0.00
8,500.0 90.00 127.75 7,785.0 -588.3 759.8 960.9 0.00 0.00 0.00
8,600.0 90.00 127.75 7,785.0 -649.5 838.9 1,060.9 0.00 0.00 0.00
8,700.0 90.00 127.75 7,785.0 -710.7 917.9 1,160.9 0.00 0.00 0.00
8,800.0 90.00 127.75 7,785.0 -771.9 997.0 1,260.9 0.00 0.00 0.00

8,900.0 90.00 127.75 7,785.0 -833.2 1,076.1 1,360.9 0.00 0.00 0.00
9,000.0 90.00 127.75 7,785.0 -894.4 1,155.1 1,460.9 0.00 0.00 0.00
9,100.0 90.00 127.75 7,785.0 -955.6 1,234.2 1,560.9 0.00 0.00 0.00
9,200.0 90.00 127.75 7,785.0 -1,016.8 1,313.3 1,660.9 0.00 0.00 0.00
9,300.0 90.00 127.75 7,785.0 -1,078.1 1,392.3 1,760.9 0.00 0.00 0.00
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.Ousft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,212.0 0.00 0.00 7,212.0 0.0 0.0 0.0 0.00 0.00 0.00

KOP 10°l100' @7212' MD
7,250.0 3.80 127.75 7,250.0 -0.8 1.0 1.3 10.00 10.00 0.00

7,300.0 8.80 127.75 7,299.7 -4.1 5.3 6.7 10.00 10.00 0.00
7,350.0 13.80 127.75 7,348.7 -10.1 13.1 16.5 10.00 10.00 0.00
7,400.0 18.80 127.75 7,396.6 -18.7 24.2 30.6 10.00 10.00 0.00
7,450.0 23.80 127.75 7,443.2 -29.8 38.5 48.7 10.00 10.00 0.00
7,500.0 28.80 127.75 7,488.0 -43.4 56.0 70.9 10.00 10.00 0.00

7,550.0 33.80 127.75 7,530.7 -59.3 76.6 96.8 10.00 10.00 0.00
7,600.0 38.80 127.75 7,571.0 -77.4 99.9 126.4 10.00 10.00 0.00
7,650.0 43.80 127.75 7,608.6 -97.6 126.0 159.4 10.00 10.00 0.00
7,700.0 48.80 127.75 7,643.1 -119.7 154.6 195.5 10.00 10.00 0.00
7,750.0 53.80 127.75 7,674.4 -143.6 185.4 234.5 10.00 10.00 0.00

7,800.0 58.80 127.75 7,702.1 -169.0 218.3 276.1 10.00 10.00 0.00
7,850.0 63.80 127.75 7,726.1 -195.9 253.0 320.0 10.00 10.00 0.00
7,900.0 68.80 127.75 7,746.2 -223.9 289.2 365.7 10.00 10.00 0.00
7,950.0 73.80 127.75 7,762.2 -252.9 326.6 413.1 10.00 10.00 0.00
8,000.0 78.80 127.75 7,774.1 -282.6 365.0 461.6 10.00 10.00 0.00

8,050.0 83.80 127.75 7,781.6 -312.9 404.1 511.0 10.00 10.00 0.00
8,100.0 88.80 127.75 7,784.9 -343.4 443.5 560.9 10.00 10.00 0.00
8,112.0 90.00 127.75 7,785.0 -350.7 453.0 572.9 10.00 10.00 0.00

"Land 18-2" 90° @8112' MD - 7"
8,200.0 90.00 127.75 7,785.0 -404.6 522.6 660.9 0.00 0.00 0.00
8,300.0 90.00 127.75 7,785.0 -465.8 601.7 760.9 0.00 0.00 0.00

8,400.0 90.00 127.75 7,785.0 -527.1 680.7 860.9 0.00 0.00 0.00
8,500.0 90.00 127.75 7,785.0 -588.3 759.8 960.9 0.00 0.00 0.00
8,600.0 90.00 127.75 7,785.0 -649.5 838.9 1,060.9 0.00 0.00 0.00
8,700.0 90.00 127.75 7,785.0 -710.7 917.9 1,160.9 0.00 0.00 0.00
8,800.0 90.00 127.75 7,785.0 -771.9 997.0 1,260.9 0.00 0.00 0.00

8,900.0 90.00 127.75 7,785.0 -833.2 1,076.1 1,360.9 0.00 0.00 0.00
9,000.0 90.00 127.75 7,785.0 -894.4 1,155.1 1,460.9 0.00 0.00 0.00
9,100.0 90.00 127.75 7,785.0 -955.6 1,234.2 1,560.9 0.00 0.00 0.00
9,200.0 90.00 127.75 7,785.0 -1,016.8 1,313.3 1,660.9 0.00 0.00 0.00
9,300.0 90.00 127.75 7,785.0 -1,078.1 1,392.3 1,760.9 0.00 0.00 0.00
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.Ousft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.Ousft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00

5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 0.00 0.00 5,800.0 0.0 0.0 0.0 0.00 0.00 0.00
5,900.0 0.00 0.00 5,900.0 0.0 0.0 0.0 0.00 0.00 0.00

6,000.0 0.00 0.00 6,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,100.0 0.00 0.00 6,100.0 0.0 0.0 0.0 0.00 0.00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
6,300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0.00 0.00 0.00
6,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00

6,500.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
6,600.0 0.00 0.00 6,600.0 0.0 0.0 0.0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,800.0 0.00 0.00 6,800.0 0.0 0.0 0.0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0.0 0.0 0.0 0.00 0.00 0.00

7,000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0.00 0.00
7,100.0 0.00 0.00 7,100.0 0.0 0.0 0.0 0.00 0.00 0.00
7,200.0 0.00 0.00 7,200.0 0.0 0.0 0.0 0.00 0.00 0.00
7,212.0 0.00 0.00 7,212.0 0.0 0.0 0.0 0.00 0.00 0.00

KOP 10°l100' @7212' MD
7,250.0 3.80 127.75 7,250.0 -0.8 1.0 1.3 10.00 10.00 0.00

7,300.0 8.80 127.75 7,299.7 -4.1 5.3 6.7 10.00 10.00 0.00
7,350.0 13.80 127.75 7,348.7 -10.1 13.1 16.5 10.00 10.00 0.00
7,400.0 18.80 127.75 7,396.6 -18.7 24.2 30.6 10.00 10.00 0.00
7,450.0 23.80 127.75 7,443.2 -29.8 38.5 48.7 10.00 10.00 0.00
7,500.0 28.80 127.75 7,488.0 -43.4 56.0 70.9 10.00 10.00 0.00

7,550.0 33.80 127.75 7,530.7 -59.3 76.6 96.8 10.00 10.00 0.00
7,600.0 38.80 127.75 7,571.0 -77.4 99.9 126.4 10.00 10.00 0.00
7,650.0 43.80 127.75 7,608.6 -97.6 126.0 159.4 10.00 10.00 0.00
7,700.0 48.80 127.75 7,643.1 -119.7 154.6 195.5 10.00 10.00 0.00
7,750.0 53.80 127.75 7,674.4 -143.6 185.4 234.5 10.00 10.00 0.00

7,800.0 58.80 127.75 7,702.1 -169.0 218.3 276.1 10.00 10.00 0.00
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"Land 18-2" 90° @8112' MD - 7"
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8,400.0 90.00 127.75 7,785.0 -527.1 680.7 860.9 0.00 0.00 0.00
8,500.0 90.00 127.75 7,785.0 -588.3 759.8 960.9 0.00 0.00 0.00
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8,800.0 90.00 127.75 7,785.0 -771.9 997.0 1,260.9 0.00 0.00 0.00
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Pathfinder

Planning Report

Well Cane Creek Unit #18-2Local Co-ordinate Reference:Database: EDM 5000.1 Single User Db

WELL @ 6019.0usft (Original Well Elev)TVD Reference:Fidelity Exploration & Production Co.Company:

WELL @ 6019.0usft (Original Well Elev)MD Reference:Grand County, UTProject:

TrueNorth Reference:Sec 18 T26S R20ESite:

Minimum CurvatureSurvey Calculation Method:Cane Creek Unit #18-2Well:

Original BoreholeWellbore:

Design #1Design:

Measured

Depth

(usft)

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

Vertical

Section

(usft)

Dogleg

Rate

(°/100usft)

+N/-S

(usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Planned Survey

Vertical 

Depth

(usft)

9,400.0 90.00 127.75 7,785.0 1,860.9 0.00-1,139.3 1,471.4 0.00 0.00

9,500.0 90.00 127.75 7,785.0 1,960.9 0.00-1,200.5 1,550.5 0.00 0.00

9,600.0 90.00 127.75 7,785.0 2,060.9 0.00-1,261.7 1,629.6 0.00 0.00

9,700.0 90.00 127.75 7,785.0 2,160.9 0.00-1,322.9 1,708.6 0.00 0.00

9,800.0 90.00 127.75 7,785.0 2,260.9 0.00-1,384.2 1,787.7 0.00 0.00

9,852.0 90.00 127.75 7,785.0 2,312.9 0.00-1,416.0 1,828.8 0.00 0.00

"TD 18-2" @ 9852' MD

Target Name

     - hit/miss target

     - Shape

TVD

(usft)

Northing

(usft)

Easting

(usft)

+N/-S

(usft)

+E/-W

(usft)

Design Targets

LongitudeLatitude

Dip Angle

(°)

Dip Dir.

(°)

BHL 18-2 7,785.0 81,212.19 2,503,116.06-1,416.0 1,828.80.00 0.00 38° 32' 33.754 N 109° 44' 28.376 W

- plan hits target center
- Point

Land 18-2 7,785.0 82,250.22 2,501,719.65-350.8 453.00.00 0.00 38° 32' 44.283 N 109° 44' 45.689 W

- plan hits target center
- Point

Vertical 

Depth

(usft)

Measured 

Depth

(usft)

Casing

Diameter

(")

Hole

Diameter

(")Name

Casing Points

7"7,785.08,112.0 7 8-3/4

Measured

Depth

(usft)

Vertical

Depth

(usft)
+E/-W

(usft)

+N/-S

(usft)

Local Coordinates

Comment

Plan Annotations

7,212.0 7,212.0 0.0 0.0 KOP 10°/100' @ 7212' MD

8,112.0 7,785.0 -350.8 453.0 "Land 18-2" 90° @ 8112' MD

9,852.0 7,785.0 -1,416.0 1,828.8 "TD 18-2" @ 9852' MD
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A Schlumberger Company

Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #18-2
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @6019.0usft (Original Well Elev)
Project: Grand County, UT MD Reference: WELL @6019.0usft (Original Well Elev)
Site: Sec 18 T26S R20E North Reference: True
Well: Cane Creek Unit #18-2 Survey Calculation Method: Minimum Curvature
Wellbore: Original Borehole
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°l100usft) (°l100usft) (°l100usft)

9,400.0 90.00 127.75 7,785.0 -1,139.3 1,471.4 1,860.9 0.00 0.00 0.00
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"TD 18-2" @9852' MD

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

BHL 18-2 0.00 0.00 7,785.0 -1,416.0 1,828.8 81,212.19 2,503,116.06 38° 32' 33.754 N 109° 44' 28.376 W
- plan hits target center
- Point

Land 18-2 0.00 0.00 7,785.0 -350.8 453.0 82,250.22 2,501,719.65 38° 32' 44.283 N 109° 44' 45.689 W
- plan hits target center
- Point

Casing Points

Measured Vertical Casing Hole
Depth Depth Diameter Diameter
(usft) (usft) Name (") (")

8,112.0 7,785.0 7" 7 8-3/4

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment
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API Well Number: 43019500270000

FIDELITY
Exploration&ProductionCompany

SURFACE USE PLAN

Name of Operator Fidelity Exploration & Production Company
Address: 1700 Lincoln St, Suite 2800

Denver, CO 80203
Well Location: Cane Creek Unit 18-2

741' FNL & 720' FEL,
NENE, Section 18, T26S, R20E
Grand County, UT

The reference well (CCU 18-2) willbe located on the pre-existing well pad forthe CCU 18-1.
Fidelity does not anticipate any additional disturbance beyond the original well pad
dimension. If necessary, the surface owner or surface owner representative and dirt
contractor willbe provided with an approved copy of the surface use plan of operations and
approved conditions of approval before initiating any additionalconstruction activities. The
BLMAuthorized Officer will be notified at least 48 Hours prior to beginning drilling and/or
additional facilities construction for scheduling of a preconstruction meeting.

The well site is located on BLM surface and mineral. Fidelity does not anticipate any
additional construction beyond the existing well pad dimensions. However, any additional
construction work will be accomplished in coordinationwith the BLMand a Sundry Notice
(Form 3160-5) willbe submitted to BLMprior to construction of any new surface disturbance
activity on federal surface not specified in thisdocument.

Ifnecessary, the dirt contractor willbe provided withan approved copy ofthisdocument prior
to initiating any additional construction activities.

A Federal permit, a DOGM permit and a Grand County Road encroachment must be in
place prior to initiating any construction activities.

The BLM onsite inspection for the original pad and well site was conducted on Monday,
November 19, 2007. The following were present for the onsite inspection:

Jeff Brown PETINRS BLM - Monticello
Bonnie Carson Environmental Engineer Smiling Lake Consulting
Scott Carson Geologist Smiling Lake Consulting
Joe Icenogle Director of Env. Affiars Fidelity
Mike Keller Environmental Eng. Fidelity
Charlie Harrison Contractor Harrison Oilfield Services
Randy Smith Field Assistant PermitCo.
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API Well Number: 43019500270000

1. Location of Existinq Roads:

a. The existing well pad is located approximately 28.6 mileswest of Moab,
Utah.

b. Proceed northwest on Hwy 163 for 11.2 miles. Turn left onto Highway
313 and proceed southwest 14.5 miles. Turn left at the fork in the road
and proceed southeast 1.6 miles. Turn left and proceed east 1 mile.
Turn left and proceed north0.2 miles.Turn left onto the access road and
proceed west 0.1 miles until reaching the location.

c. For location of access roads, see Map A & B

d. Improvements to the existing access willnot be necessary since allroads
are maintained by the Grand County Road Department or Utah State
Highway Department.

e. All existing roads will be maintained and kept in good repair during all
phases of operation.

f. Vehicle operators willobey posted speed restrictions and observe safe
speeds commensurate with road and weather conditions.

2. Existing Access Roads:

a. A road design plan is not anticipated at this time.

b. The existing access road consists of a 14' travel surface within a 30'
disturbed area across BLMsurface.

c. A maximum grade of 10% was maintained throughout the project.

d. No low-water crossings and no culverts were utilized. Adequate
drainage structures were incorporated into the road.

e. No surfacing material came from federal lands.

f. No gates or cattle guards are utilized at thistime.

g. Surface disturbance and vehicular travelwill be limited to the approved
location access road.

h. All access roads and surface disturbing activities conform to the
standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards and Guidelines for Oil
and Gas Exploration and Development (Gold Book -Fourth Edition -

Revised 2007).

i. The operator willbe responsible for all maintenance of the access road
including drainage structures.
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API Well Number: 43019500270000

3. Location of Existinq Wells:

a. Fidelity's Cane Creek Unit 18-1 is located within one mile of the CCU 18-
2 location.

4. Location of Existing and/or Proposed Production Facilities:

a. All permanent structures will be painted a flat, non-reflective Juniper
Green or Beetle Green to match the standard environmental colors. All
facilities will be painted within six months of installation. Facilities
required to comply with the Occupational Safety and Health Act (OSHA)
may be excluded.

b. Site security guidelines identified in 43 CFR 3163.7-5 and Onshore Oil
and Gas Order No. 3 willbe adhered to.

c. A gas meter run willbe constructed and located on lease within 500 feet
of the wellhead. Meter runs will be housed and/or fenced. All gas
production and measurement shall comply with the provisions of 43 CFR
3162. 7-3, Onshore Oil and Gas Order No. 5, and American Gas
Association (AGA) Report No. 3.

d. A tankbattery willbe constructed on thislease; itwillbe surrounded by a
dike of sufficient capacity to contain the storage capacity of the largest
tank. All loading lines and valves will be placed inside the berm
surrounding the tank battery. All liquid hydrocarbons production and
measurement shall conform to the provisions of 43 CFR 3162.7-3 and
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b. No water pipelines willbe laid for this well.

c. No water well will be drilled for thiswell.

d. Drillingwater for thiswillbe hauled on the road(s) shown in Exhibit B.

e. Should additional water sources be pursued they will be properly
permitted throughthe State of Utah - Division of Water Rights.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from BLMlands.

c. If any gravel is used, it willbe obtained from a state approved gravel pit.

7. Methods of Handlinq Waste:

a. Allwastes associated with this application willbe contained and disposed
of utilizingapproved facilities,

b. Water based drill cuttings will be contained and buried on site. Cuttings
collected while using oil-based mud willbe segregated and hauled to an
appropriated disposal facility.

c. The original CCU 18-2 reserve pit has been maintained open and is
located outboard of the location and along the south side of the pad.

d. The reserve pit willbe constructed so as not to leak, break, or allow any
discharge,

e. The reserve pit willbe lined with 24 mil minimum thicknessplastic nylon
reinforced liner material. The liner willoverlay a felt liner pad only if rock
is encountered during excavation. The pit liner willoverlap the pit walls
and be covered with dirt and/or rocks to hold it in place. No trash, scrap
pipe, etc., that could puncture the liner willbe disposed of in the pit. Pit
walls willbe sloped no greater than2:1. A minimum2-foot freeboard will
be maintained in the pit at all times during the drilling and completion
operation,

f. The reserve pit has been located in cut material. Three sides of the
reserve pit willbe fenced before drilling starts. The fourth side will be
fenced as soon as drilling is completed, and shall remain untilthe pit is
dry. After the reserve pit has dried, all areas not needed for production
willbe rehabilitated.

API Well Number: 43019500270000

b. No water pipelines willbe laid for this well.

c. No water well will be drilled for thiswell.

d. Drillingwater for thiswillbe hauled on the road(s) shown in Exhibit B.

e. Should additional water sources be pursued they will be properly
permitted throughthe State of Utah - Division of Water Rights.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from BLMlands.

c. If any gravel is used, it willbe obtained from a state approved gravel pit.

7. Methods of Handlinq Waste:

a. Allwastes associated with this application willbe contained and disposed
of utilizingapproved facilities,

b. Water based drill cuttings will be contained and buried on site. Cuttings
collected while using oil-based mud willbe segregated and hauled to an
appropriated disposal facility.

c. The original CCU 18-2 reserve pit has been maintained open and is
located outboard of the location and along the south side of the pad.

d. The reserve pit willbe constructed so as not to leak, break, or allow any
discharge,

e. The reserve pit willbe lined with 24 mil minimum thicknessplastic nylon
reinforced liner material. The liner willoverlay a felt liner pad only if rock
is encountered during excavation. The pit liner willoverlap the pit walls
and be covered with dirt and/or rocks to hold it in place. No trash, scrap
pipe, etc., that could puncture the liner willbe disposed of in the pit. Pit
walls willbe sloped no greater than2:1. A minimum2-foot freeboard will
be maintained in the pit at all times during the drilling and completion
operation,

f. The reserve pit has been located in cut material. Three sides of the
reserve pit willbe fenced before drilling starts. The fourth side will be
fenced as soon as drilling is completed, and shall remain untilthe pit is
dry. After the reserve pit has dried, all areas not needed for production
willbe rehabilitated.

API Well Number: 43019500270000

b. No water pipelines willbe laid for this well.

c. No water well will be drilled for thiswell.

d. Drillingwater for thiswillbe hauled on the road(s) shown in Exhibit B.

e. Should additional water sources be pursued they will be properly
permitted throughthe State of Utah - Division of Water Rights.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from BLMlands.

c. If any gravel is used, it willbe obtained from a state approved gravel pit.

7. Methods of Handlinq Waste:

a. Allwastes associated with this application willbe contained and disposed
of utilizingapproved facilities,

b. Water based drill cuttings will be contained and buried on site. Cuttings
collected while using oil-based mud willbe segregated and hauled to an
appropriated disposal facility.

c. The original CCU 18-2 reserve pit has been maintained open and is
located outboard of the location and along the south side of the pad.

d. The reserve pit willbe constructed so as not to leak, break, or allow any
discharge,

e. The reserve pit willbe lined with 24 mil minimum thicknessplastic nylon
reinforced liner material. The liner willoverlay a felt liner pad only if rock
is encountered during excavation. The pit liner willoverlap the pit walls
and be covered with dirt and/or rocks to hold it in place. No trash, scrap
pipe, etc., that could puncture the liner willbe disposed of in the pit. Pit
walls willbe sloped no greater than2:1. A minimum2-foot freeboard will
be maintained in the pit at all times during the drilling and completion
operation,

f. The reserve pit has been located in cut material. Three sides of the
reserve pit willbe fenced before drilling starts. The fourth side will be
fenced as soon as drilling is completed, and shall remain untilthe pit is
dry. After the reserve pit has dried, all areas not needed for production
willbe rehabilitated.



RECEIVED: September 17, 2012

API Well Number: 43019500270000

CO
NF
IDE

NT
IAL

API Well Number: 43019500270000

g. No chemicals subject to reporting under SARA Title III (hazardous
materials) in an amount greater than 10,000 pounds will be used,
produced, stored, transported, or disposed of annuallyin association with
the drilling, testing,or completion of the well. Furthermore, no extremely
hazardous substances, as defined in 40 CFR 355, in thresholdplanning
quantities, willbe used, produced, stored, transported,or disposed of in
association with the drilling, testing,or completion of the well.

h. Trash willbe contained in a trash cage and hauled away to an approved
disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off
periodically to the approved Grand County facility, Bob's Sanitation near
Moab, Utah.

i. Produced fluids from the well other thanwater willbe produced into a test
tankuntilsuch timeas construction of production facilities is completed.
Any spills of oil, gas, salt water or other produced fluids willbe cleaned
up and removed.

j. After initial clean-up, a 400 bbl tankwillbe installed to contain produced
waste water. This water willbe transportedfrom the tank to an approved
disposal facility.

k. Produced water from the production well willbe disposed in accordance
with Onshore Order #7.

l. Any salts and/or chemicals, which are an integral part of the drilling
system, will be disposed of in the same manner as the drilling fluid.

m. Sanitary facilities willbe on site at all timesduring operations. Sewage
will be placed in a portable chemical toilet and the toilet replaced
periodically utilizing a licensed contractor to transport by truck the
portable chemical toiletso that its contents can be delivered to the Grand
County Wastewater Treatment Facility in accordance with state and
county regulations.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the only ancillary facilities
proposed in thisapplication.

b. No camps or airstrips are proposed with this application.

9. Well Site Layout: (See Exhibit B)

a. The well willbe properly identified in accordance with 43 CFR 3162.6.

b. Access to the well pad willbe from the east.

c. The pad and road designs are consistent with BLM
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d. If necessary, a pre-construction meeting with responsible company
representative, contractors and the BLMwillbe conducted at the project
site prior to commencement of additional surface-disturbing activities.
Any further construction activities beyond the existing pad and road will
be construction-staked prior to this meeting.

e. Should the existing pad layout change, this application willbe amended
and approved utilizinga sundry notice.

f. All surface disturbing activities, will be supervised by a qualified,
responsible company representative who is aware of the terms and
conditions of the APD and specifications in the approved plans.

g. Allcut and fillslopes willbe such that stabilitycan be maintained for the
life of the activity,

h. The stockpiledtopsoil(first 6 inches or maximumavailable)willbe stored
in a discontinuous windrow on the side of the location to prevent any
possible contamination. All topsoilwill be stockpiled for reclamation in
such a way as to prevent soil loss, sterilization and contamination.

i. Pits will remain fenced until site cleanup.

j. The blooie line willbe located at least 100 feet from the well head.

k. Water injection may be implemented ifnecessary tominimizetheamount
of fugitive dust.

10. Plans for Restoration of the Surface (Interim Reclamation and Final Reclamation):

a. Site reclamation for a producing well willbe accomplished for portions of
the site not required for the continued operation of the well.

b. Upon well completion, any hydrocarbons in the pit shall be removed in
accordance with 43 CFR 3162.7-1.Once the reserve pit is dry, the plastic
nylon reinforced liner shall be tornand pedorated before backfillingof the
reserve pit. The reserve pit and that portion of the location not needed
for production facilitiesloperations willbe re-contouredtothe approximate
natural contours.

c. Following BLM published Best Management Practices the interim
reclamation willbe completed within180 days of completion of the well to
reestablish vegetation, reduce dust and erosion and compliment the
visual resources of the area.

a. Allequipment and debris willbe removed from the area proposed
for interim reclamation and the pit area will be backfilled and re-
contoured.

b. The area outside of the rig anchors and other disturbed areas not
needed for the operation of the well willbe re-contoured to blend
with the surrounding area and reseeded with the following native
grass
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Blue Gramma 5 3

Galleta 2 2

Indian Ricegrass 3 2

Bottlebrush Squirreltail l l

Total: I I Total: 8

c. Reclaimed areas receiving incidental disturbance during the life
of the producing well will be re-contoured and reseeded as
soon as practical.

d. The Operator will control noxious weeds along access road use
authorizations, pipeline route authorizations, well sites, or other
applicable facilities by spraying or mechanical removal. A list of noxious
weeds may be obtained from the BLM or the appropriate County
Extension Office. On BLM administered land, it is required that a
Pesticide Use Proposal (PUP) be submitted and approved prior to the
application of herbicides, pesticides or possibly hazardous chemicals.
Fidelity does have an approved PUP in place for the CC Unit.

e. Prior to final abandonment of the site, all disturbed areas, including the
access road, willbe scarified and left with a rough sudace. The site will
then be seeded and/or planted as prescribed by the BLM. The BLM
recommended seed mixwillbe detailed within theirapproval documents.

f. A final abandonment notice will be submitted to BLM when the
reclamation activities (as presented in this document) are complete and
new vegetation is established. Should there be any deviation from these
planned reclamation activities, the sudace owner will be notifiedand a
Sundry Notice willbe submitted to BLMfor approval of the new closure
and reclamation activities.

11. Surface and Mineral Ownership:

a, Surface Ownership -- Federal under the management of the Bureau of
Land Management - Moab Field Office, 82 East Dogwood, Moab, Utah
84532; 435-259-2135.

b. Mineral Ownership - Federal under the management of the Bureau of
Land Management - Moab Field Office, 82 East Dogwood, Moab, Utah
84532;
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12. Other Information:

a. Company Representatives:

Bruce Houtchens
Drillingand Completion Manager
1700 Lincoln St. Suite 2800
Denver, CO 80203
(713) 351-1950-Direct line
(281) 217-6452 Cell
Bruce.houtchens@fidelityepco.com

WillAlexander
Sr. DrillingEngineer
1700 Lincoln St. Suite 2800
Denver, CO 80203
(720) 917-3025-Direct line
(303) 819-5461 Cell

William.alexander@fidelityepco.com

Joy Gardner - Sr. Engineering Tech
Fidelity Exploration & Production Company
1700 Lincoln St. Suite 2800
Denver, CO 80203
720 956-5763 (Direct Line)
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1700 Lincoln St. Suite 2800
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RECEIVED: September 17, 2012

API Well Number: 43019500270000
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API Well Number: 43019500270000

Certification:

1 hereby certify that I, or someone under my direct supervision, have
inspected the drillsite and access route proposed herein; that Iam familiar
withtheconditions which currentlyexists; that Ihave full knowledge ofstate
and Federal laws applicable to thisoperation; that the statements made in
this APD package are, to the best of my knowledge, true and correct; and
that the work associated with the operations proposed herein will be
performed in conformity with this APD package and the terms and
conditions under which it is approved. I also certify that I, or the company I
represent, am responsible for the operations conducted under this
application and that bond coverage is provided under Fidelity Exploration &
Production Company's BLMbond (CO1345). These statements are subject
to the provisions of 18 U.S.C. 1001 for the fling of false statements.

Executed thi 14th da of September 2012.

Bob Sencenbaugh As Manager

Fidelity Exploration & Production Company
1700 Lincoln, suite 2800
Denver, Colorado 80202
303 893-3133
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RECEIVED: September 26, 2012

 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       September 20, 2012 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2012 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following well is planned for calendar year 2012 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
 
 

API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ CANE CREEK) 
 
43-019-50027 Cane Creek Unit 18-2   Sec 18 T26S R20E 0741 FNL 0720 FEL 
                     Lateral 1 Sec 17 T26S R20E 2100 FNL 1121 FWL 
 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
 
       
 
 
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:9-20-12  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2012.09.20 10:49:45 -06'00'

API Well Number: 43019500270000
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API Well Number: 43019500270000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

September 20, 2012

Memorandum

To: Assistant Field Office Manager Resources, Moab District

From: Michael Coulthard, Petroleum Engineer

Subject: 2012 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following well is planned for calendar year 2012
within the Cane Creek Unit, Grand and San Juan Counties, Utah.

API# WELLNAME LOCATION

(Proposed PZ CANE CREEK)

43-019-50027 Cane Creek Unit 18-2 Sec 18 T26S R20E 0741 FNL 0720 FEL
Lateral 1 Sec 17 T26S R20E 2100 FNL 1121 FWL

This office has no objection to permitting the well at this time.

Digitally signed by Michael L Coulthard

h | IthdMi Lae On y DN:cn=MichaelL.Coulthard,o=BureauofLandManagement,C .Lu ou=BranchofMinerals,email=Michael_Coulthard@blm.gov,c=US
Date: 2012.09.20 10:49 45 -06'00'

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:9-20-12
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RECEIVED: September 26,



RECEIVED: September 26, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER
Cane Creek Unit 18-2 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL 
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-53626 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE 

12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE 

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO 

19. SLANT
 

VERTICAL   DIRECTIONAL   HORIZONTAL 

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 741 FNL   720 FEL NENE 18 26.0 S 20.0 E S 

Top of Uppermost Producing Zone 1041 FNL   220 FEL NENE 18 26.0 S 20.0 E S 

At Total Depth 2100 FNL   1121 FWL SWNW 17 26.0 S 20.0 E S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
720 

23. NUMBER OF ACRES IN DRILLING UNIT
1951 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

46 

26. PROPOSED DEPTH
MD: 9852     TVD: 7785 

27. ELEVATION - GROUND LEVEL

5994 

28. BOND NUMBER

CO-1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information
String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight
 COND  26  20  0 -  80  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 SURF  17.5  13.375  0 - 1055  54.5   J-55 Buttress  13.5  35/65 Poz  303  2.07  11.0

        Class G  200  1.47  13.5

 I1  12.25  9.625  0 - 4532  40.0   L-80 Buttress  15.8  35/65 Poz  657  2.08  12.5

        50/50 Poz  200  1.43  15.8

 PROD  8.5  7  0 - 9852  29.0   P-110 LT&C  16.5  Class G  304  1.25  16.5

        Class G  303  1.46  16.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLE Sr. Engineering Tech PHONE 720 956-5763 

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com 

API NUMBER ASSIGNED 43019500270000                                                APPROVAL

FORM 3

AMENDED REPORT

Received: September 17, 2012

API Well Number: 43019500270000
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API Well Number: 43019500270000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NcUaMe
eek Unit 18-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEW WELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR STATU

53626 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 741 FNL 720 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 1041 FNL 220 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 2100 FNL 1121 FWL SWNW 17 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 720 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 9852 TVD: 7785
46

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5994 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 Buttress 13.5 35/65 Poz 303 2.07 11.0

Class G 200 1.47 13.5

11 12.25 9.625 0 - 4532 40.0 L-80 Buttress 15.8 35/65 Poz 657 2.08 12.5

50/50 Poz 200 1.43 15.8

PROD 8.5 7 0 - 9852 29.0 P-110 LT&C 16.5 Class G 304 1.25 16.5

Class G 303 1.46 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLE Sr. Engineering Tech PHONE 720 956-5763

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com

API NUMBER ASSIGNED 43019500270000 APPROVAL

RE CE Reiceiverhinaptember61,7,

API Well Number: 43019500270000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NcUaMe
eek Unit 18-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEW WELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR STATU

53626 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 741 FNL 720 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 1041 FNL 220 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 2100 FNL 1121 FWL SWNW 17 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 720 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 9852 TVD: 7785
46

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5994 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 Buttress 13.5 35/65 Poz 303 2.07 11.0

Class G 200 1.47 13.5

11 12.25 9.625 0 - 4532 40.0 L-80 Buttress 15.8 35/65 Poz 657 2.08 12.5

50/50 Poz 200 1.43 15.8

PROD 8.5 7 0 - 9852 29.0 P-110 LT&C 16.5 Class G 304 1.25 16.5

Class G 303 1.46 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLE Sr. Engineering Tech PHONE 720 956-5763

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com

API NUMBER ASSIGNED 43019500270000 APPROVAL

RE CE Reiceiverhinaptember61,7,

API Well Number: 43019500270000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NcUaMe
eek Unit 18-2

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEW WELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR STATU

53626 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 741 FNL 720 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 1041 FNL 220 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 2100 FNL 1121 FWL SWNW 17 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 720 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 9852 TVD: 7785
46

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5994 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 Buttress 13.5 35/65 Poz 303 2.07 11.0

Class G 200 1.47 13.5

11 12.25 9.625 0 - 4532 40.0 L-80 Buttress 15.8 35/65 Poz 657 2.08 12.5

50/50 Poz 200 1.43 15.8

PROD 8.5 7 0 - 9852 29.0 P-110 LT&C 16.5 Class G 304 1.25 16.5

Class G 303 1.46 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Joy Gardner TITLE Sr. Engineering Tech PHONE 720 956-5763

SIGNATURE DATE 09/17/2012 EMAIL joy.gardner@fidelityepco.com

API NUMBER ASSIGNED 43019500270000 APPROVAL

RE CE Reiceiverhinaptember61,7,
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API Well Number: 43019500270000
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WELLBORE TARGET DETAILS (MAP CO-ORDINATES)

Name TVD +N/-S +E/-W Northing Easting Shape
BHL 18-2 7785.0 -1416.0 1828.8 81212.18 2503116.06 Point
Land 18-2 7785.0 -350.8 453.0 82250.22 2501719.65 Point

SECTION DETAILS

MD Inc Azi TVD +N/-S +E/-W DlegTFace VSect Target
0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0

7212.0 0.00 0.00 7212.0 0.0 0.0 0.00 0.00 0.0
8112.0 90.00127.75 7785.0 -350.8 453.0 10.00127.75 573.0
9852.0 90.00127.75 7785.0 -1416.0 1828.8 0.00 0.00 2312.9 BHL 18-2

Ground Level: 5996.0
KB: 23'

WELL DETAILS: Cane Creek Unit #18-2

Ground Level: 5996.0
Northing Easting Latittude Longitude

82592.07 2501259.87 38° 32' 47.750 N 109° 44' 51.390 W

Plan: Design #1 (Cane Creek Unit #18-2/Original Borehole)

Created By: Breck Enoch Date: 05-Sep-2012
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RECEIVED: October 01, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 9 /17 /2012 API NO. ASSIGNED: 43019500270000

WELL NAME: Cane Creek Unit 18-2    

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 720 956-5763

CONTACT: Joy Gardner    

PROPOSED LOCATION: NENE 18 260S 200E Permit Tech Review:

SURFACE: 0741 FNL 0720 FEL Engineering Review:

BOTTOM: 2100 FNL 1121 FWL Geology Review:

COUNTY: GRAND 

LATITUDE: 38.54652 LONGITUDE: -109.74844

UTM SURF EASTINGS: 609065.00 NORTHINGS: 4267198.00

FIELD NAME: BIG FLAT    

LEASE TYPE: 1 - Federal    

LEASE NUMBER: UTU-53626             PROPOSED PRODUCING FORMATION(S): CANE CREEK 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: FEDERAL - CO-1395      Unit:  CANE CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Municipal           Board Cause No:   R649-3-2

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         4 - Federal Approval - dmason
                             23 - Spacing - dmason
                             27 - Other - bhill

API Well Number: 43019500270000

CO
NF
IDE

NT
IAL

API Well Number: 43019500270000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 9/17/2012 API NO. ASSIGNED: 43019500270000

WELL NAME: Cane Creek Unit 18-2

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 720 956-5763

CONTACT: Joy Gardner

PROPOSED LOCATION: NENE 18 260S 200E Permit Tech Review:

SURFACE: 0741 FNL 0720 FEL Engineering Review:

BOTTOM: 2100 FNL 1121 FWL Geology Review:

COUNTY: GRAND

LATITUDE: 38.54652 LONGITUDE: -109.74844

UTM SURF EASTINGS: 609065.00 NORTHINGS: 4267198.00

FIELD NAME: BIG FLAT

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-53626 PROPOSED PRODUCING FORMATION(S): CANE CREEK

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO-1395 Unit: CANE CREEK

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Municipal Board Cause No: R649-3-2

RDCC Review: Effective Date:

Fee Surface Agreement Siting:

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 4 - Federal Approval - dmason
23 - Spacing - dmason
27 - Other - bhill

RECEIVED: October 01,

API Well Number: 43019500270000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 9/17/2012 API NO. ASSIGNED: 43019500270000

WELL NAME: Cane Creek Unit 18-2

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 720 956-5763

CONTACT: Joy Gardner

PROPOSED LOCATION: NENE 18 260S 200E Permit Tech Review:

SURFACE: 0741 FNL 0720 FEL Engineering Review:

BOTTOM: 2100 FNL 1121 FWL Geology Review:

COUNTY: GRAND

LATITUDE: 38.54652 LONGITUDE: -109.74844

UTM SURF EASTINGS: 609065.00 NORTHINGS: 4267198.00

FIELD NAME: BIG FLAT

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-53626 PROPOSED PRODUCING FORMATION(S): CANE CREEK

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO-1395 Unit: CANE CREEK

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Municipal Board Cause No: R649-3-2

RDCC Review: Effective Date:

Fee Surface Agreement Siting:

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 4 - Federal Approval - dmason
23 - Spacing - dmason
27 - Other - bhill

RECEIVED: October 01,

API Well Number: 43019500270000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 9/17/2012 API NO. ASSIGNED: 43019500270000

WELL NAME: Cane Creek Unit 18-2

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 720 956-5763

CONTACT: Joy Gardner

PROPOSED LOCATION: NENE 18 260S 200E Permit Tech Review:

SURFACE: 0741 FNL 0720 FEL Engineering Review:

BOTTOM: 2100 FNL 1121 FWL Geology Review:

COUNTY: GRAND

LATITUDE: 38.54652 LONGITUDE: -109.74844

UTM SURF EASTINGS: 609065.00 NORTHINGS: 4267198.00

FIELD NAME: BIG FLAT

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-53626 PROPOSED PRODUCING FORMATION(S): CANE CREEK

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO-1395 Unit: CANE CREEK

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Municipal Board Cause No: R649-3-2

RDCC Review: Effective Date:

Fee Surface Agreement Siting:

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 4 - Federal Approval - dmason
23 - Spacing - dmason
27 - Other - bhill

RECEIVED: October 01,



Permit To Drill
******************

Well Name:   Cane Creek Unit  18-2
API Well Number:   43019500270000

Lease Number:   UTU-53626
Surface Owner:   FEDERAL 
Approval Date:    1 0 / 1 / 2 0 1 2

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements  of  R649-3-2.  The expected producing formation or  pool  is
the CANE CREEK Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval  in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil ,  Gas and
Mining (the “Board”). In order to avoid the possibility of waste or injury to
correlative rights,  the operator is requested, once the well has been drilled,
completed,  and has produced,  to analyze geological  and engineering data generated
therefrom, as well  as any similar data from surrounding areas if  available.  As soon
as is practicable after completion of i ts analysis,  and if  the analysis suggests an
area larger than the quarter-quarter  section upon which the well  is  located is  being
drained,  the operator  is  requested to seek an appropriate  order  from the Board
establishing drill ing and spacing units in conformance with such analysis by fil ing
a Request for Agency Action with the Board. 

In accordance with Utah Admin.  R.649-3-21,  the operator shall  submit  a complete

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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Well Name: Cane Creek Unit 18-2
API Well Number: 43019500270000

Lease Number: UTU-53626
Surface Owner: FEDERAL
Approval Date: 10/1/2012

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director
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therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
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a Request for Agency Action with the Board.
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with the requirements of R649-3-2. The expected producing formation or pool is
the CANE CREEK Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
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Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
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This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil, Gas and
Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
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In accordance with Utah Admin. R.649-3-21, the operator shall submit a



angular deviation and directional survey report to the Division within 30 days
following completion of the well.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR
       submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

angular deviation and directional survey report to the Division within 30 days
following completion of the well.
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(please leave a voicemail message if not available)
OR
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RECEIVED: Nov. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

11/15 /2012

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company spud referenced well on
11/15/12. Set 80' of 20" 52.78# conductor pipe and cemented to

surface with 11 cu yards Redi mix cement. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11/19/2012

November 19, 2012

Sundry Number: 32167 API Well Number: 43019500270000Sundry Number: 32167 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

1 1/ 15 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud referenced well on Accepted by the
11/15/12. Set 80' of 20" 52.78# conductor pipe and cemented tO Utah Division of

surface with 11 cu yards Redi mix cement. Oil, Gas and Mining

FOR RECORD ONLY
November 19, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/19/2012

RECEIVED: Nov. 19,
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Fidelity Exploration and Production Company spud referenced well on Accepted by the
11/15/12. Set 80' of 20" 52.78# conductor pipe and cemented tO Utah Division of

surface with 11 cu yards Redi mix cement. Oil, Gas and Mining

FOR RECORD ONLY
November 19, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/19/2012

RECEIVED: Nov. 19,



RECEIVED: Nov. 14, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

11/24 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company would like to request
permission to change the direction of the horizontal lateral to avoid
interference from existing wells. It is anticipated that an 8 1/2" pilot

hole will be drilled through the Cane Creek Shale. The well will be
logged and evaluated. It will then be drilled directionally from a kick-off
point of 6500' MD to the 7" casing landing point of 12,061' MD (7,752'
TVD). The actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Bottom hole location will be

Sec 7 26S 20E 2470' FNL and 870' FWL. Please refer to the attached
driectional program for details.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11/14/2012

November 26, 2012

Sundry Number: 32060 API Well Number: 43019500270000Sundry Number: 32060 API Well Number: 43019500270000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company would like to request Approved by the
permission to change the direction of the horizontal lateral to avoid Utah Division of
interference from existing wells. It is anticipated that an 8 1/2" pilot oil, Gas anci Mining

hole will be drilled through the Cane Creek Shale. The well will be Date: November 26, 2012
logged and evaluated. It will then be drilled directionally from a kick-off
point of 6500' MD to the 7" casing landing point of 12,061' MD (7,752' sy: e

TVD). The actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Bottom hole location will be

Sec 7 26S 20E 2470' FNL and 870' FWL. Please refer to the attached
driectional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/14/2012

RECEIVED: Nov. 14,

Sundry Number: 32060 API Well Number: 43019500270000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company would like to request Approved by the
permission to change the direction of the horizontal lateral to avoid Utah Division of
interference from existing wells. It is anticipated that an 8 1/2" pilot oil, Gas anci Mining

hole will be drilled through the Cane Creek Shale. The well will be Date: November 26, 2012
logged and evaluated. It will then be drilled directionally from a kick-off
point of 6500' MD to the 7" casing landing point of 12,061' MD (7,752' sy: e

TVD). The actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Bottom hole location will be

Sec 7 26S 20E 2470' FNL and 870' FWL. Please refer to the attached
driectional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/14/2012

RECEIVED: Nov. 14,

Sundry Number: 32060 API Well Number: 43019500270000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company would like to request Approved by the
permission to change the direction of the horizontal lateral to avoid Utah Division of
interference from existing wells. It is anticipated that an 8 1/2" pilot oil, Gas anci Mining

hole will be drilled through the Cane Creek Shale. The well will be Date: November 26, 2012
logged and evaluated. It will then be drilled directionally from a kick-off
point of 6500' MD to the 7" casing landing point of 12,061' MD (7,752' sy: e

TVD). The actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Bottom hole location will be

Sec 7 26S 20E 2470' FNL and 870' FWL. Please refer to the attached
driectional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/14/2012

RECEIVED: Nov. 14,



RECEIVED: Nov. 23, 2012
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Wells Query
Status

APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

¸ SGW - Shut-in Gas Well

· SOW - Shut-in Oil Well

6 TA  - Temp. Abandoned

" TW  - Test Well

¸ WDW - Water Disposal

¸ WIW - Water Injection Well

=* WSW - Water Supply Well
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Operator: FIDELITY E&P COMPANY                              

Well Name: Cane Creek Unit 18-2
API Number: 4301950027

Township T26.0S Section 18Range R20.0E
Meridian: SLBM

Sundry Number: 32060 API Well Number: 43019500270000Sundry Number: 32060 API Well Number: 43019500270000

3A 5COR1E0EKNIT7-1 API Number: 4301950027
Well Name: Cane Creek Unit 18-2

Township T26.0S Range R20.0E Section 18
Meridian: SLBM

Operator: FIDELITY E&P COMPANY

CANE CREEKB-1 Map Prepared:
4301931449 Map Produced by Diana Mason
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RECEIVED: Nov. 23,

Sundry Number: 32060 API Well Number: 43019500270000

3A 5COR1E0EKNIT7-1 API Number: 4301950027

Well Name: Cane Creek Unit 18-2

Township T26.0S Range R20.0E Section 18

Meridian: SLBM
Operator: FIDELITY E&P COMPANY

CANE CREEKB-1 Map Prepared:
4301931449 Map Produced by Diana Mason
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RECEIVED: Nov. 23,

Sundry Number: 32060 API Well Number: 43019500270000

3A 5COR1E0EKNIT7-1 API Number: 4301950027

Well Name: Cane Creek Unit 18-2

Township T26.0S Range R20.0E Section 18

Meridian: SLBM
Operator: FIDELITY E&P COMPANY
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RECEIVED: Nov. 23,



RECEIVED: Nov. 14, 2012

Sundry Number: 32060 API Well Number: 43019500270000Sundry Number: 32060 API Well Number: 43019500270000

z NAD 1983: LAT. = 38.556 238° NORTHLONG.=109.761·)63° WEST
| NAD |1927:LAT. = 38.556 156° NORTH |-870'FWL 4 LONG.=109.760 588° WEST

BHL

oo
o

SCALE 1"=1000
'1 'E S89°51'27"E

CANE CREEK UNIT 18-2 720'FEL d
GROUND ELEV.=5994 -

NAD 1983:LAT. =
38.546579° NORTHLONG.=109.748282° WEST

NAD 1927: LAT. =
38.546597° NORTH

I LONG.=109.747608° WEST

SECTRW 18, T 26 SR 20 Æ SLM
o

S89°50'21"E 2608.61' (S89 52'E 2640.0')

NOTES: DATA IN PARENTHESIS IS OF RECORD.

ELEVATIONSARE BASED ON U.S.G.S. TOPO QUAD "GOLD BAR
CANYON, UTAH". ELEV. AT "PLATEAU AZIMUTHMARK= "6114 FT.".

FOUND GOVERNMENTAND/OR
PRIVATE RECTANGULARSURVEY CORNER

PROPOSED WELL LOCATION 45 EAST CENTER STREET MOAB, UTAH, 84532

A PLAT OF
gullillig

.y.Ô.. CANE CREEK UNIT 18-2
. WITHINSECTIONS 7 & 18, T 26 S, R 20 E, SLM,
No 71HOO4M

•

GRAND COUNTY, UTAH

TIMOTHY M. KE GH 'i . KEOGH .•°
PREPARED FOR

FÆfffTY ÆTPLORATION & PROOUCTION CO.
NOVEMBER 16, 2012 *****

OFU
DATE liggilino DATE: 11-16-12 DRAWN BY: TMK CHECKED BY: TMK

SCALE: 1"=1000' F.B.# TDC1 FIDELITY.DWG

RECEIVED: Nov. 14,

Sundry Number: 32060 API Well Number: 43019500270000
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o

S89°50'21"E 2608.61' (S89 52'E 2640.0')

NOTES: DATA IN PARENTHESIS IS OF RECORD.

ELEVATIONSARE BASED ON U.S.G.S. TOPO QUAD "GOLD BAR
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RECEIVED: Nov. 14,
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NOTES: DATA IN PARENTHESIS IS OF RECORD.

ELEVATIONSARE BASED ON U.S.G.S. TOPO QUAD "GOLD BAR
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United States Department of the Interior
BUREAUOF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake Cit:7, Utah 84145-0155

IN FŒPLY IŒFER TO:
3160
(UT-922)

November 29, 2012

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2012 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,the following well has been revised to change the azimuth and
location of the horizontal lateral as shown below. The proposed
well is planned for calendar year 2012 within the Cane Creek
Unit, Grand and San Juan Counties, Utah. Please refer to our memodated September 20, 2012.

API # WELL NAME
LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50027 Cane Creek Unit 18-2H Sec 18 T26S R20E 0741 FNL 0720 FEL
Lateral 1 Entry into Cane Creek Sec 07 T26S R20E 0700 FSL 2175 FEL
Lateral 1 Terminus Sec 07 T26S R20E 2470 FNL 0870 FWL

This office has no objection to permitting the well at this time,

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 956-5763

Well 1
API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

9 g) 11/15/2012

Comments:

wellAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weiAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single wel Joy Gardner
B - Add new well to existing entity (groupor un Name (Please Print)

C - Re-assign well from one existing entity to ano r i ity
D - Re- ign wl from one existineg entity to

. n neering Tech D11/20/2012
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RECEIVED: Jan. 02, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

1 /1 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Chron report for the month of December, 2012

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 1 /2 /2013

January 03, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Chron report for the month of December, 2012 Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 03, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/2/2013

RECEIVED: Jan. 02,

Sundry Number: 33361 API Well Number: 43019500270000
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2012
agwee« c 4 Report #: 1, DFS: -4

WeII Name: Cane Creek Unit 18-2 Daily Depth Progress:
APilUW1 Well Area Basin Field Name Ucense # Permil Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Pr¤vince Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (ft) KB-CF(ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
RÏg Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circula1(ngH¤urs (hr} Job ROP {ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ftihr) Job Rotating% (%} Total Job Percent Silding (©Ä)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Targel Depth (itKB) KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Dally Depth Progress (ft)

12/10/2012 06:00 . 12/11/2012 06:00 -4 0.0 0.0
Operations al Report Time
Waiting on Day Light
Operations Summary
Rig down and move rig to CCU 18-2 location, lay down top drive, unstringblock, Iower derrick, disassemble derrick, start movingback yard.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofilce

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company ManIWSL (970) 986-4401

Time Log
CumDur

Start Time Dur (hi) (hr) Code 1 Comment Stall Depth ([[KB) End Depth (ftKR)

06:00 24.00 24.00 1 Lay Down top drive, riggingdown, unstring block, Iower derrick, moving
back yard. rigging up mud tanks.

Mud Check: <depth>ftKB, <dttm>
Date Depth {ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) {lbL. Gel (10m) {lb... Gel (30m) (Ibs,. Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mLimL) Pf (mLlmL) Mf(mUmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Llme (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Lost (Suit) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Pedormance
Depth In (ftKB) Depth Out (fL. Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ftihr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot TÍme (%)

Casing & Liners
Set Depth OD NomMax

Run Date Csg Des (ftKB) Top(IIKB) OD (In) ID(in) WEILen(IbHI) Grade (in) ID Nam Mi il

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-SS 13 3/8

12Ã1¯¯

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8 681

i

Page 1/1 Report Printed; 1/2/2013
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43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Pr¤vince Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (ft) KB-CF(ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
RÏg Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circula1(ngH¤urs (hr} Job ROP {ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ftihr) Job Rotating% (%} Total Job Percent Silding (©Ä)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Targel Depth (itKB) KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Dally Depth Progress (ft)

12/10/2012 06:00 . 12/11/2012 06:00 -4 0.0 0.0
Operations al Report Time
Waiting on Day Light
Operations Summary
Rig down and move rig to CCU 18-2 location, lay down top drive, unstringblock, Iower derrick, disassemble derrick, start movingback yard.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofilce

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company ManIWSL (970) 986-4401

Time Log
CumDur

Start Time Dur (hi) (hr) Code 1 Comment Stall Depth ([[KB) End Depth (ftKR)

06:00 24.00 24.00 1 Lay Down top drive, riggingdown, unstring block, Iower derrick, moving
back yard. rigging up mud tanks.

Mud Check: <depth>ftKB, <dttm>
Date Depth {ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) {lbL. Gel (10m) {lb... Gel (30m) (Ibs,. Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mLimL) Pf (mLlmL) Mf(mUmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Llme (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Lost (Suit) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Pedormance
Depth In (ftKB) Depth Out (fL. Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ftihr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot TÍme (%)

Casing & Liners
Set Depth OD NomMax

Run Date Csg Des (ftKB) Top(IIKB) OD (In) ID(in) WEILen(IbHI) Grade (in) ID Nam Mi il

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-SS 13 3/8
12Ã1¯¯

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8 681

i

Page 1/1 Report Printed; 1/2/2013



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

ËIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2012
Eeldeantow Report #: 2, DFS: -3

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB-Ground Dístance {tt) KB-CF (tt) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig ReleasePrevious Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (ftthr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13,75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
DailýßperÑÛon
Report Start Date Report End Date Days From Spud {days) Start Depth {ftKB) End Depth (flKB) Daily Depth Progress (ft}

12/11/2012 06:00 12/12/2012 06:00 -3 0.0 0.0
Operations at Rep¤ft Time
Waiting on Day Light
Operations Summary
Rig down & move rig to CCU 18-2 location, load out trucks, rigpackage, gens., &start setting up back yard
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Timo Log
CumOur

StarCI imo Dur (hr) (ht) Codo 1 Comment Start opth ((tKR) End Deplh {GKB)

06:00 12.00 12.00 1 Move rigfrom 28-2 to 18-2 location. Spot mud tanks, Mud pumps, SCR
House and Generators and Suitcases

Date Depth (ftKB) Density (Ibigal) Vis {s/qt) PVOR (Pa s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrate (mL/. FC(1/32"} HTHP Filtrat.. HTHP FC {1...

MBT (Ib/bbl) pH Pm (mLímL) Pf (mLImL) Mf(mLfmL) Chloiides (mg/L) Calcium (mg/L) Pot {mg/t.) Lime (Ibibbl) Solids (%} CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl) MudLast (Surf) (bbl) LCM ECO - Martual Entr... T Flowline(F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (ft... Driked (ft) Dale In Date Out DnhTime (br) BHA ROP (ft/hr) Roliime (br) Slide Time (br) % Silde TLÐO... % ROÌTim&(%)

Casing & Liners
Set Depill OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) GD (In) ID (in) Will.en (Ib/ft) Giude (in) ID Nam Min(irt)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 33361 API Well Number: 43019500270000

ËIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2012
Eeldeantow Report #: 2, DFS: -3

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB-Ground Dístance {tt) KB-CF (tt) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig ReleasePrevious Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
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Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
DailýßperÑÛon
Report Start Date Report End Date Days From Spud {days) Start Depth {ftKB) End Depth (flKB) Daily Depth Progress (ft}

12/11/2012 06:00 12/12/2012 06:00 -3 0.0 0.0
Operations at Rep¤ft Time
Waiting on Day Light
Operations Summary
Rig down & move rig to CCU 18-2 location, load out trucks, rigpackage, gens., &start setting up back yard
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Timo Log
CumOur

StarCI imo Dur (hr) (ht) Codo 1 Comment Start opth ((tKR) End Deplh {GKB)

06:00 12.00 12.00 1 Move rigfrom 28-2 to 18-2 location. Spot mud tanks, Mud pumps, SCR
House and Generators and Suitcases

Date Depth (ftKB) Density (Ibigal) Vis {s/qt) PVOR (Pa s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrate (mL/. FC(1/32"} HTHP Filtrat.. HTHP FC {1...

MBT (Ib/bbl) pH Pm (mLímL) Pf (mLImL) Mf(mLfmL) Chloiides (mg/L) Calcium (mg/L) Pot {mg/t.) Lime (Ibibbl) Solids (%} CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl) MudLast (Surf) (bbl) LCM ECO - Martual Entr... T Flowline(F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (ft... Driked (ft) Dale In Date Out DnhTime (br) BHA ROP (ft/hr) Roliime (br) Slide Time (br) % Silde TLÐO... % ROÌTim&(%)

Casing & Liners
Set Depill OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) GD (In) ID (in) Will.en (Ib/ft) Giude (in) ID Nam Min(irt)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1I1 Report Printed: 1/2/2013

Sundry Number: 33361 API Well Number: 43019500270000

ËIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2012
Eeldeantow Report #: 2, DFS: -3

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB-Ground Dístance {tt) KB-CF (tt) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig ReleasePrevious Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (ftthr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13,75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
DailýßperÑÛon
Report Start Date Report End Date Days From Spud {days) Start Depth {ftKB) End Depth (flKB) Daily Depth Progress (ft}

12/11/2012 06:00 12/12/2012 06:00 -3 0.0 0.0
Operations at Rep¤ft Time
Waiting on Day Light
Operations Summary
Rig down & move rig to CCU 18-2 location, load out trucks, rigpackage, gens., &start setting up back yard
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Timo Log
CumOur

StarCI imo Dur (hr) (ht) Codo 1 Comment Start opth ((tKR) End Deplh {GKB)

06:00 12.00 12.00 1 Move rigfrom 28-2 to 18-2 location. Spot mud tanks, Mud pumps, SCR
House and Generators and Suitcases

Date Depth (ftKB) Density (Ibigal) Vis {s/qt) PVOR (Pa s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrate (mL/. FC(1/32"} HTHP Filtrat.. HTHP FC {1...

MBT (Ib/bbl) pH Pm (mLímL) Pf (mLImL) Mf(mLfmL) Chloiides (mg/L) Calcium (mg/L) Pot {mg/t.) Lime (Ibibbl) Solids (%} CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl) MudLast (Surf) (bbl) LCM ECO - Martual Entr... T Flowline(F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (ft... Driked (ft) Dale In Date Out DnhTime (br) BHA ROP (ft/hr) Roliime (br) Slide Time (br) % Silde TLÐO... % ROÌTim&(%)

Casing & Liners
Set Depill OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) GD (In) ID (in) Will.en (Ib/ft) Giude (in) ID Nam Min(irt)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2012
ammareci co"? Report #: 3 DFS: -2

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
APllUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address R1gPhone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP SIlding (ft/hr) Job Rota1(ng% (%) Total Job Percent Slidîng (%}

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (itKB) KickOff Date KickOff Depth (ftKB) KIckOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ItKB) Daily Depth Progress (ft)

12/12/2012 06:00 12/13/2012 06:00 -2 0.0 0.0
Opetallons at Report Time
Waiting on Daylight
Operations Summary
Rig up on CCU 18-2 location
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Otüce

Mark Lewis Company Man IWSL (970) 986-4401

Company Man / WSL
Time Log

Cum Dur
Slait Time Der {hr} (br} Code 1 Comment Stall Depth (flKB) End Depth (ItKB)

06:00 12.00 12.00 1 Rigging up on18-21ocation. Set Matting boards,lnstall Skid rails,Water
tanks and Strong backs. Spot Carnps, Set Boiler and Accumulator houses

18:00 12.00 24.00 23 Wait on Daylight
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density {lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR {lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32"} HTMP Filtrat HTHP FC (1,..

MBT(Ib/bbl) pH Pm (mLImL) Pf {mL/mL) Mf(mL/mL) Chlorides (mg/L) Caldum (mg/L) Pot (mg/L) Uma (Ib/bbi) Solids (%} CaCI (ppm} OilWater Ratio

Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Entr... T FloWIine(°F) Comment

Daily Drilling Performance
Depel In {ftKB) Depth Out (ft.. Drilled{ft) Date In Date Out DrillTime (hr) BHA ROP ((dhr) Rat Time (hr) SIlde Time (hr) % Slide Ilme... % Rot Time (%}

Casing & Liners
Sel Depth OD Nom Max

Run Dale Csg Das (ftle) Top (flKB} OD (In) R) (in) Wi/Len (Ib/ft) Grade (in) IDNom Mtu(g
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-SS 20 19.124

12/17/2012 Surface 971,0 23.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.(Í15
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.081
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2012
ammareci co"? Report #: 3 DFS: -2

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
APllUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address R1gPhone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP SIlding (ft/hr) Job Rota1(ng% (%) Total Job Percent Slidîng (%}

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (itKB) KickOff Date KickOff Depth (ftKB) KIckOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ItKB) Daily Depth Progress (ft)

12/12/2012 06:00 12/13/2012 06:00 -2 0.0 0.0
Opetallons at Report Time
Waiting on Daylight
Operations Summary
Rig up on CCU 18-2 location
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Otüce

Mark Lewis Company Man IWSL (970) 986-4401

Company Man / WSL
Time Log

Cum Dur
Slait Time Der {hr} (br} Code 1 Comment Stall Depth (flKB) End Depth (ItKB)

06:00 12.00 12.00 1 Rigging up on18-21ocation. Set Matting boards,lnstall Skid rails,Water
tanks and Strong backs. Spot Carnps, Set Boiler and Accumulator houses

18:00 12.00 24.00 23 Wait on Daylight
Mud Check: <depth>ftKB, <dttm>
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MBT(Ib/bbl) pH Pm (mLImL) Pf {mL/mL) Mf(mL/mL) Chlorides (mg/L) Caldum (mg/L) Pot (mg/L) Uma (Ib/bbi) Solids (%} CaCI (ppm} OilWater Ratio

Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Entr... T FloWIine(°F) Comment

Daily Drilling Performance
Depel In {ftKB) Depth Out (ft.. Drilled{ft) Date In Date Out DrillTime (hr) BHA ROP ((dhr) Rat Time (hr) SIlde Time (hr) % Slide Ilme... % Rot Time (%}

Casing & Liners
Sel Depth OD Nom Max

Run Dale Csg Das (ftle) Top (flKB} OD (In) R) (in) Wi/Len (Ib/ft) Grade (in) IDNom Mtu(g
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-SS 20 19.124

12/17/2012 Surface 971,0 23.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.(Í15
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.081
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2012
ammareci co"? Report #: 3 DFS: -2

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
APllUWI WellArea Basin FieldName License# PermitNumber WellConfig
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County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
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Waiting on Daylight
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Company Man / WSL
Time Log

Cum Dur
Slait Time Der {hr} (br} Code 1 Comment Stall Depth (flKB) End Depth (ItKB)
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tanks and Strong backs. Spot Carnps, Set Boiler and Accumulator houses

18:00 12.00 24.00 23 Wait on Daylight
Mud Check: <depth>ftKB, <dttm>
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MBT(Ib/bbl) pH Pm (mLImL) Pf {mL/mL) Mf(mL/mL) Chlorides (mg/L) Caldum (mg/L) Pot (mg/L) Uma (Ib/bbi) Solids (%} CaCI (ppm} OilWater Ratio

Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Entr... T FloWIine(°F) Comment

Daily Drilling Performance
Depel In {ftKB) Depth Out (ft.. Drilled{ft) Date In Date Out DrillTime (hr) BHA ROP ((dhr) Rat Time (hr) SIlde Time (hr) % Slide Ilme... % Rot Time (%}

Casing & Liners
Sel Depth OD Nom Max

Run Dale Csg Das (ftle) Top (flKB} OD (In) R) (in) Wi/Len (Ib/ft) Grade (in) IDNom Mtu(g
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-SS 20 19.124

12/17/2012 Surface 971,0 23.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.(Í15
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.081
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2012

"$,$$$$ji ""I Report #: 4, DFS: -1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:

APilUWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation(ft) CF Elev (ft) KB43round Distance (ft) KB-CF (It) Spud Date Rig Release Dale

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P

__

NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbeit Sullivan
_

Frontier10@Fidelityepco.corn (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (filbr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotaling% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72,81 27.19
Target Depth (ftKB) KÍckOff Date KickOff Depth {ftKB) KickOff Depth (TVD}(itKB}

12,061.0 12/29/2012 6,438.0
Dally Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (itKB) End Depth (flKB) DailyDepth Progress (it}

12/13/2012 06:00 12/14/2012 06:00 -1 0.0 0.0
Operations at Report Time
Waiting on Daylight
Operations Summary
Rig up on CCU 18-2 location
Operations Next Report Period
Drilling
Weather Wellbore
Snow
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dur

S!ait Time Dur (br) (br) Code 1 Commenl Stali Dep111(ftKB) End Depth (itKB}

06:00 12.00 12.00 1 Rigging up on18-2 location. Set Rig floor, Spot Rig Floor dog houses,
Install Derrick, bridle up and raise same, Finish riggingup back yard. Put
the livingquarters on rig power.
Set in place the AirDrillingPackage (Northwestem AirServices).

18:00 12.00 24.00 23 Waiting on Daylight
Mud Check: < fepth>ftKB, <dttm>
Dale Depth(flKB) Density (Ibigal) Vis (SIqt} HVOR (Pa•s) YP OR (ibili... Gel {108) (Ibf... Gel (10m) (lo... Get (30m) (ib... Hitrate (mLI... FC (1/32") ilTilP Filltal... HTMP FC (1...

MBT{1bibbt) pH Pm (mUmL) Pf {mL/mt) Mf(mllmL) Chlorides {mg/L) Calclum (mg/L} Pol (mg/L} Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surt) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Dally Drilling Performance
Depth in (itKB) Depth Out (fL.. Drilled(ft) Date In Date Out DrillTime (hi) BHA ROP (1tihr) Rot Time (br) Slide Time (ht) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Dale Csg Des (flKB) Top (flKB) OD (in) ID(in} Wr/Len (Iblil) Grade (in) [D Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 -23.0 13 3/8 12.615 54.50 0-55 13 3/8 12.615
12/25/2012 Intermediate i 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2012

"$,$$$$ji ""I Report #: 4, DFS: -1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:

APilUWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation(ft) CF Elev (ft) KB43round Distance (ft) KB-CF (It) Spud Date Rig Release Dale
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Operator Surface Legal Location
Fidelity E&P

__

NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbeit Sullivan
_

Frontier10@Fidelityepco.corn (970) 986-4401 12/10/2012 06:00
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Time Log
Cum Dur

S!ait Time Dur (br) (br) Code 1 Commenl Stali Dep111(ftKB) End Depth (itKB}

06:00 12.00 12.00 1 Rigging up on18-2 location. Set Rig floor, Spot Rig Floor dog houses,
Install Derrick, bridle up and raise same, Finish riggingup back yard. Put
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Cum Dur
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Install Derrick, bridle up and raise same, Finish riggingup back yard. Put
the livingquarters on rig power.
Set in place the AirDrillingPackage (Northwestem AirServices).
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Dally Drilling Performance
Depth in (itKB) Depth Out (fL.. Drilled(ft) Date In Date Out DrillTime (hi) BHA ROP (1tihr) Rot Time (br) Slide Time (ht) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Dale Csg Des (flKB) Top (flKB) OD (in) ID(in} Wr/Len (Iblil) Grade (in) [D Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/15/2012
U¶, Ji" "i Report #: 5, DFS: 0

Well Name: Cane Creek Unit 18-2 Daily Depth Progress:
APIIUWI Well Area Basin Field Name License # Permil Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rlg Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DilllingHours (hr} Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding (ft/hr) Job Rotatîng % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Targel Depth (ftKB) KickOff Date KickOff Depth (ItKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (itKB) DailyDepth Progoss (ft)

12/14/2012 06:00 12/15/2012 06:00 0 0.0 0.0
operationsat Report Time
Pre- Spud Inspection
Operations Summary
Finish rigging up all equip. in preperation to spud well
Operations Next Report Peiiod
Drilling
Weather Wellbore
Snow
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Our

StailTime Dui (hr) (hr) Code 1 Commerit Start Dopth (ftKR} End Depth (RKO}

06:00 12.00 12.00 i Strung up Block, Installed 20" conductor with rotating head flange, Picked
up the Top Drive, center track and rigup same.

18:00 11.50 23.50 1 Refabricated Blooey line, installed lower section of stand pipe in derrick,
Rigged up Northwestem airequip.on rigfloor, test the pop-off valve.
Rigged up water pump to reselve pit.

05:30 0.50 24.00 23 Porformed Pre-Spud inspection
Mud Check: <depth>ftKB, <dttm>

Date Deplh (IIKB) Density (Ib/gal) Vis (s/ql) PVOR {Pa•s} YP OR (lbfl1... Gel (10s) (ibt... Gel (10m} (lo... Gei (30m) (ib.. Filtrate (mLI... FC (1/32') HTHP Fiilral... HTHP FC (1...

MBT(Ibibbl} pH Pm (mLlmL) Pf (mLimL) Mf{mUmL} Chlorídes (mg/L) Calcium (mg/L) Pot (mg/L} LIme (Ibibbl} Solids (%) CaCI (ppm) 011Water Ratio

Mud Lost (Hole} (bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Entr... T Flowline ('F) Comment

Daily Drilling Performance
Depth In (ItKB) Depth Out (ft... Drilled (it) Date in Date Out DrillTime (br) BHA ROP (ftlhr) Rol Time (hr) Slide Time (hr) % Slide Time... % Rol Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Osg Des (ftKB) lop (ftKB) 00 (in) ID (in) Will.en (iblit} Giude (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4.268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/15/2012
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Operations Next Report Peiiod
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Weather Wellbore
Snow
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Job Contact Position Office

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Our

StailTime Dui (hr) (hr) Code 1 Commerit Start Dopth (ftKR} End Depth (RKO}
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Mud Lost (Hole} (bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Entr... T Flowline ('F) Comment

Daily Drilling Performance
Depth In (ItKB) Depth Out (ft... Drilled (it) Date in Date Out DrillTime (br) BHA ROP (ftlhr) Rol Time (hr) Slide Time (hr) % Slide Time... % Rol Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Osg Des (ftKB) lop (ftKB) 00 (in) ID (in) Will.en (iblit} Giude (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:12/16/2012

,$

"" Report #: 6, DFS: 1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 551.00

APl/UWI Well Area Basin Field Name LÍcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP {ft/hr) Job ROP Rota1Ing(illhr) Job ROP Sliding (ftthr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2,4 55.1 17.3 72.81 27.19
Target Depth (flKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Statt Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) DailyDepth Progress (it)

12/15/2012 06:00 12/16/2012 06:00 1 103.0 654.0 551.00
Operations at Report Time
DrillingAir/ Mist
Operations Summary
Spudded well, DrillingAir/Mist
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (97ti) 986-4402

Time Log
Cum Dur

StatlTime Dur (br) (lir) Code 1 Coinmeal Start Depth (ftKD) End Dep1h (ftKB)

06:00 1.00 1.00 8 Repaired Top Drive Selvice loop protectivo sleeve.
07:00 1.50 2.50 23 Performed Pre-Spud fig inspection.
08:30 2.50 5.00 23 Picked up and racked back in derrick 21 jts 4 1/2" HWDP.
11:00 2.00 7.00 23 Held PJSM with Hammer hand and air package hands. Test lines -OK- test

relief valves to 1200 psi
13:00 3.00 10.00 23 M/U Hammer bit and Hammer,Bit sub, 2-8" DC's and test Hammer -OK-.

M/Ustand 4 1/2" HWDP Install rotatinghead rubber. Tagged 103'
16:00 3.00 13.00 2 Spudded well@16:00 on 15-Dec-2012 103,0 256.0

Drilled 17 1/2" hole (Air/Mist)fl103'to 256',
Statted drillingwith twoair compressors.
Air/Mistparameters - air 2,200 cfm's, water 18 bph, soap 6 gph, corr,
inhibitor 1 1/2 gph, Shale treat1 1/2 gph, defoamer2 gph.

19:00 2.00 15.00 6 POOH 2 stds of4 1/2" hwdp, P/U 1-8 "dc and 4-6 1/4" dc's. 256.0 256.0
21:00 2.50 17.50 2 Drilled 17 1/2" hole (Air/Mist)fl 256' to 409' 256.0 409.0

Air/Mistparameters -air2,200 ofm's,water 18 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer2 gph.

23:30 0.50 18.00 10 Circulated the hole clean, Take a wireline survey @360' MD 0.56° Inc. 409.0 409.0
00:00 1.00 19.00 6 POOH 2 stds of 4 1/2" hwdp, PIU 4-6 1/4" dc's and Drillingjars 409.0 409.0
01:00 2.50 21.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 409' to 564' 409.0 564.0

Added a 3rd Compressor.
Air/Mistparameters - air 3,000 ofm's,water 18 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer2 gph.

03:30 1.00 22.50 6 POOH 2 stds of 4 1/2" hwdp, P/U 3-6 1/4" dc's 564.0 564.0
04:30 1.50 24.00 2 Drified17 1/2" hole (Air/Mist)fi 564' to 654' 564.0 654.0

. Air/Mistparameters - air 3,000 cfm's, water 20 bph, soap 6 gph, corr.
inhibitor 2 gph. Shale treat 2 gph, defoamer 2 gph.

Mud Check:<-fepth>ftKB, :dttm>
Date Depth (ftKB' Density (IlIgal) Vis (slq) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m} (Ib... Gel (30m} (Ib... FIIIrate (mLI... FC (1/32") HTHP Filtrat.. HTHP FC (L..

MBT{lblbbl) pH Pm {mtimL} Pf (mLlmL} Mf(mUmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl} Solids (%) CaCI (ppm} OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost{Surf) (bbl) LCM ECO - Manual Entr... T Flowline ('F) Comment

Daily Drillîng Performance
Depth In (ftKB) Depth Out (ft . Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % SIlde Tîme... % Rot Time (%)

103.0 832.0 729.00 12/15/2012 16:00 12/16/2012 09:00 12.00 60.8 12.00 100.00
Casing & Liners

Set Depth OO Nom Max
Run Date Csg Des (flKB) Top (ftKR) OD (in) ID (In) Wl/Len (Ibilt) Grade (in) ID Nom Min(in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:12/16/2012

,$

"" Report #: 6, DFS: 1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 551.00

APl/UWI Well Area Basin Field Name LÍcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP {ft/hr) Job ROP Rota1Ing(illhr) Job ROP Sliding (ftthr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2,4 55.1 17.3 72.81 27.19
Target Depth (flKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Statt Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) DailyDepth Progress (it)

12/15/2012 06:00 12/16/2012 06:00 1 103.0 654.0 551.00
Operations at Report Time
DrillingAir/ Mist
Operations Summary
Spudded well, DrillingAir/Mist
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (97ti) 986-4402

Time Log
Cum Dur

StatlTime Dur (br) (lir) Code 1 Coinmeal Start Depth (ftKD) End Dep1h (ftKB)

06:00 1.00 1.00 8 Repaired Top Drive Selvice loop protectivo sleeve.
07:00 1.50 2.50 23 Performed Pre-Spud fig inspection.
08:30 2.50 5.00 23 Picked up and racked back in derrick 21 jts 4 1/2" HWDP.
11:00 2.00 7.00 23 Held PJSM with Hammer hand and air package hands. Test lines -OK- test

relief valves to 1200 psi
13:00 3.00 10.00 23 M/U Hammer bit and Hammer,Bit sub, 2-8" DC's and test Hammer -OK-.

M/Ustand 4 1/2" HWDP Install rotatinghead rubber. Tagged 103'
16:00 3.00 13.00 2 Spudded well@16:00 on 15-Dec-2012 103,0 256.0

Drilled 17 1/2" hole (Air/Mist)fl103'to 256',
Statted drillingwith twoair compressors.
Air/Mistparameters - air 2,200 cfm's, water 18 bph, soap 6 gph, corr,
inhibitor 1 1/2 gph, Shale treat1 1/2 gph, defoamer2 gph.

19:00 2.00 15.00 6 POOH 2 stds of4 1/2" hwdp, P/U 1-8 "dc and 4-6 1/4" dc's. 256.0 256.0
21:00 2.50 17.50 2 Drilled 17 1/2" hole (Air/Mist)fl 256' to 409' 256.0 409.0

Air/Mistparameters -air2,200 ofm's,water 18 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer2 gph.

23:30 0.50 18.00 10 Circulated the hole clean, Take a wireline survey @360' MD 0.56° Inc. 409.0 409.0
00:00 1.00 19.00 6 POOH 2 stds of 4 1/2" hwdp, PIU 4-6 1/4" dc's and Drillingjars 409.0 409.0
01:00 2.50 21.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 409' to 564' 409.0 564.0

Added a 3rd Compressor.
Air/Mistparameters - air 3,000 ofm's,water 18 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer2 gph.

03:30 1.00 22.50 6 POOH 2 stds of 4 1/2" hwdp, P/U 3-6 1/4" dc's 564.0 564.0
04:30 1.50 24.00 2 Drified17 1/2" hole (Air/Mist)fi 564' to 654' 564.0 654.0

. Air/Mistparameters - air 3,000 cfm's, water 20 bph, soap 6 gph, corr.
inhibitor 2 gph. Shale treat 2 gph, defoamer 2 gph.

Mud Check:<-fepth>ftKB, :dttm>
Date Depth (ftKB' Density (IlIgal) Vis (slq) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m} (Ib... Gel (30m} (Ib... FIIIrate (mLI... FC (1/32") HTHP Filtrat.. HTHP FC (L..

MBT{lblbbl) pH Pm {mtimL} Pf (mLlmL} Mf(mUmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl} Solids (%) CaCI (ppm} OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost{Surf) (bbl) LCM ECO - Manual Entr... T Flowline ('F) Comment

Daily Drillîng Performance
Depth In (ftKB) Depth Out (ft . Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % SIlde Tîme... % Rot Time (%)

103.0 832.0 729.00 12/15/2012 16:00 12/16/2012 09:00 12.00 60.8 12.00 100.00
Casing & Liners

Set Depth OO Nom Max
Run Date Csg Des (flKB) Top (ftKR) OD (in) ID (In) Wl/Len (Ibilt) Grade (in) ID Nom Min(in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:12/16/2012

,$

"" Report #: 6, DFS: 1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 551.00

APl/UWI Well Area Basin Field Name LÍcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP {ft/hr) Job ROP Rota1Ing(illhr) Job ROP Sliding (ftthr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2,4 55.1 17.3 72.81 27.19
Target Depth (flKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Statt Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) DailyDepth Progress (it)

12/15/2012 06:00 12/16/2012 06:00 1 103.0 654.0 551.00
Operations at Report Time
DrillingAir/ Mist
Operations Summary
Spudded well, DrillingAir/Mist
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (97ti) 986-4402

Time Log
Cum Dur

StatlTime Dur (br) (lir) Code 1 Coinmeal Start Depth (ftKD) End Dep1h (ftKB)

06:00 1.00 1.00 8 Repaired Top Drive Selvice loop protectivo sleeve.
07:00 1.50 2.50 23 Performed Pre-Spud fig inspection.
08:30 2.50 5.00 23 Picked up and racked back in derrick 21 jts 4 1/2" HWDP.
11:00 2.00 7.00 23 Held PJSM with Hammer hand and air package hands. Test lines -OK- test

relief valves to 1200 psi
13:00 3.00 10.00 23 M/U Hammer bit and Hammer,Bit sub, 2-8" DC's and test Hammer -OK-.

M/Ustand 4 1/2" HWDP Install rotatinghead rubber. Tagged 103'
16:00 3.00 13.00 2 Spudded well@16:00 on 15-Dec-2012 103,0 256.0

Drilled 17 1/2" hole (Air/Mist)fl103'to 256',
Statted drillingwith twoair compressors.
Air/Mistparameters - air 2,200 cfm's, water 18 bph, soap 6 gph, corr,
inhibitor 1 1/2 gph, Shale treat1 1/2 gph, defoamer2 gph.

19:00 2.00 15.00 6 POOH 2 stds of4 1/2" hwdp, P/U 1-8 "dc and 4-6 1/4" dc's. 256.0 256.0
21:00 2.50 17.50 2 Drilled 17 1/2" hole (Air/Mist)fl 256' to 409' 256.0 409.0

Air/Mistparameters -air2,200 ofm's,water 18 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer2 gph.

23:30 0.50 18.00 10 Circulated the hole clean, Take a wireline survey @360' MD 0.56° Inc. 409.0 409.0
00:00 1.00 19.00 6 POOH 2 stds of 4 1/2" hwdp, PIU 4-6 1/4" dc's and Drillingjars 409.0 409.0
01:00 2.50 21.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 409' to 564' 409.0 564.0

Added a 3rd Compressor.
Air/Mistparameters - air 3,000 ofm's,water 18 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer2 gph.

03:30 1.00 22.50 6 POOH 2 stds of 4 1/2" hwdp, P/U 3-6 1/4" dc's 564.0 564.0
04:30 1.50 24.00 2 Drified17 1/2" hole (Air/Mist)fi 564' to 654' 564.0 654.0

. Air/Mistparameters - air 3,000 cfm's, water 20 bph, soap 6 gph, corr.
inhibitor 2 gph. Shale treat 2 gph, defoamer 2 gph.

Mud Check:<-fepth>ftKB, :dttm>
Date Depth (ftKB' Density (IlIgal) Vis (slq) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m} (Ib... Gel (30m} (Ib... FIIIrate (mLI... FC (1/32") HTHP Filtrat.. HTHP FC (L..

MBT{lblbbl) pH Pm {mtimL} Pf (mLlmL} Mf(mUmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl} Solids (%) CaCI (ppm} OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost{Surf) (bbl) LCM ECO - Manual Entr... T Flowline ('F) Comment

Daily Drillîng Performance
Depth In (ftKB) Depth Out (ft . Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % SIlde Tîme... % Rot Time (%)

103.0 832.0 729.00 12/15/2012 16:00 12/16/2012 09:00 12.00 60.8 12.00 100.00
Casing & Liners

Set Depth OO Nom Max
Run Date Csg Des (flKB) Top (ftKR) OD (in) ID (In) Wl/Len (Ibilt) Grade (in) ID Nom Min(in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIÏ)ËL Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2012
Report #: 6 DFS: 1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 551.00
API/UWI Wel1Area Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Sunreyed Elevallon (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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County State/Province Sunreyed Elevallon (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 2/2 Report Printed: 1/2/2013

Sundry Number: 33361 API Well Number: 43019500270000

FIÏ)ËL Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2012
Report #: 6 DFS: 1

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 551.00
API/UWI Wel1Area Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Sunreyed Elevallon (ft) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2012
ommarda*¾ Report #: 7 DFS: 2

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 317.00
API/UWI WellArea Basin FieldName License# PermilNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal i

County Stale/Province Surveyed Elevation (ft) CF Elev (It) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date |
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Prevlous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ftlhr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % {%} Tota! Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17,3 72.81 27.19
Target Depth (ftKB} KickOff Date KlokOff Depth (ftKB) KickOff Depth (TVD)(flKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (flKB) End Depth {ftKB) Daily Depth Progress (ft)

12/16/2012 06:00 12/17/2012 06:00 2 654.0 971.0 317.00
Operations at Rep¤It Time
Cement 13 3/8" Casing
Operations Summary
Air/Mistdrill to 971' (surface casing point) Tripped for bit, Circ and sweep hole clean, Trip, Run 13 3/8" casing, Begin cementing 13 3/8" casing
Operations Next Report Period
Nipple up B.O.P.
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Oltice

Mark Lewis Company Man / WSL (97l) 986-4401

David Serrette Company Man / WSL (971) 986-4402

Timo Log
Cum Dur

Start Timo Dur(hr) (br) Code 1 . Comment Stait Depth (ItKD) End Depth (itKB)

06:00 1.50 1.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 654' to 747' 654.0 747.0
Air/Mistparameters - air 3,000 ofm's, water20 bph, soap 6 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer2 gph.

07:30 0.50 2.00 10 Circulated the hole clean. Make a wireline survey @717' MD -
1.15° inc. 747.0 747.0

08:00 1.00 3.00 2 Drilled 17 1/2" hole (Air/Mist)fl 747 to 832' 747.0 832.0
Added a 4th compressor.
Air/Mistparameters - air 4,250 cfm's,water 20 bph, soap 6 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer2 gph.

09;00 4.00 7.00 6 HarnrneFquit funþtioning, flon tube broke. 832.0 2.0
Circulatod and cleaþýdthe bokiwith¶¼¡hconc ntrated soap äweep
NOOH hanged 6út tiië hamrnerbits, testthehaminerand RlH.
Rumpedþigh con etitrated soap sweep before drilling.

13:00 2.50 9.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 832' to 971' 832.0 971.0
Added a 4th compressor.
Air/Mistparameters - air 4,250 cfm's, water 25 bph, soap 7 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer2 gph.

15:30 2.50 12.00 6 Slow drill rate, hammer not functioning properly (Rioken flow tube) 971.0 971.0
POOH - Break down the hammer, inspect, L/D the hammer and the
hammer bit.

18:00 2.00 14.00 6 MlUbit sub and 17 1/2" roller cone bit (Clean out assembly),RIH to 971' 971.0 971,0
20:00 0.50 14.50 5 Pumped hi-vis soap sweep and circulated the hole clean. 971.0 971.0
20:30 0.50 15.00 10 Make a wireline survey @950' MD -

0.50° Inc. 971.0 971.0
21(00 2.00 17.00 6 POOMfl971' to surfacë Remoyë I thi; 7 1/2" bit and.L/D the bit sub. 971 0 97).0
23:00 2.00 19.00 12 Held a PJSM and R/U the 13 3/8" esg equipmentand RIU the csg PIU 971 0 971.0

machine.
01:00 2.50 21 50. 12 MIDthe 13 3/8" csg shoe ha le P/Uond RLHflsurface to97 I' with the 13 971 0 : 97):0

3/8" cig.(13g8" 54 d 55, Bg Ng¶ll nþtn
03:30 0.50 22.00 12 R/D and load out csg crew and laydown machine 971 0 971.0
04:00 2.00 24.00 12 Held PJSM with Halliburton. Pump through lines and test to 2500 #-OK- 97t0 971,0

MixingSpacer
Mud Check: <·1epth>ftKB, 'dttm>
Date Depth (ftKB) Density (11lgal) Vis (s/q) I-VOR (Pa•s) YP OR (Ibill .. Gel (10s) (ibi... Gel (10m) {lb... Get {30m) {ib... Flitrale (mLI... FC (il3T) H IHP Filtrat HTHP FC (1...

MBT(Iblbbl) pH Pm (mUmL) Pf (mUmL) Mf(mlimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (tb/bbl) Solids (¾} CaCI (ppm) OilWater Ratio

Mud Losl(Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual EntL. T Flowline ("F) Comment

Daily Drilling Performance .
Depth In (ftKB) Depth Out (fL.. Drilled(ft) DateIn Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%}

103.0 832.0 729.00 12/15/2012 16:00 12/16/2012 09:00 12.00 60,8 12.00 100.00
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Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Prevlous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ftlhr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % {%} Tota! Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17,3 72.81 27.19
Target Depth (ftKB} KickOff Date KlokOff Depth (ftKB) KickOff Depth (TVD)(flKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (flKB) End Depth {ftKB) Daily Depth Progress (ft)

12/16/2012 06:00 12/17/2012 06:00 2 654.0 971.0 317.00
Operations at Rep¤It Time
Cement 13 3/8" Casing
Operations Summary
Air/Mistdrill to 971' (surface casing point) Tripped for bit, Circ and sweep hole clean, Trip, Run 13 3/8" casing, Begin cementing 13 3/8" casing
Operations Next Report Period
Nipple up B.O.P.
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Oltice

Mark Lewis Company Man / WSL (97l) 986-4401

David Serrette Company Man / WSL (971) 986-4402

Timo Log
Cum Dur

Start Timo Dur(hr) (br) Code 1 . Comment Stait Depth (ItKD) End Depth (itKB)

06:00 1.50 1.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 654' to 747' 654.0 747.0
Air/Mistparameters - air 3,000 ofm's, water20 bph, soap 6 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer2 gph.

07:30 0.50 2.00 10 Circulated the hole clean. Make a wireline survey @717' MD -
1.15° inc. 747.0 747.0

08:00 1.00 3.00 2 Drilled 17 1/2" hole (Air/Mist)fl 747 to 832' 747.0 832.0
Added a 4th compressor.
Air/Mistparameters - air 4,250 cfm's,water 20 bph, soap 6 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer2 gph.

09;00 4.00 7.00 6 HarnrneFquit funþtioning, flon tube broke. 832.0 2.0
Circulatod and cleaþýdthe bokiwith¶¼¡hconc ntrated soap äweep
NOOH hanged 6út tiië hamrnerbits, testthehaminerand RlH.
Rumpedþigh con etitrated soap sweep before drilling.

13:00 2.50 9.50 2 Drilled 17 1/2" hole (Air/Mist)f/ 832' to 971' 832.0 971.0
Added a 4th compressor.
Air/Mistparameters - air 4,250 cfm's, water 25 bph, soap 7 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer2 gph.

15:30 2.50 12.00 6 Slow drill rate, hammer not functioning properly (Rioken flow tube) 971.0 971.0
POOH - Break down the hammer, inspect, L/D the hammer and the
hammer bit.

18:00 2.00 14.00 6 MlUbit sub and 17 1/2" roller cone bit (Clean out assembly),RIH to 971' 971.0 971,0
20:00 0.50 14.50 5 Pumped hi-vis soap sweep and circulated the hole clean. 971.0 971.0
20:30 0.50 15.00 10 Make a wireline survey @950' MD -

0.50° Inc. 971.0 971.0
21(00 2.00 17.00 6 POOMfl971' to surfacë Remoyë I thi; 7 1/2" bit and.L/D the bit sub. 971 0 97).0
23:00 2.00 19.00 12 Held a PJSM and R/U the 13 3/8" esg equipmentand RIU the csg PIU 971 0 971.0

machine.
01:00 2.50 21 50. 12 MIDthe 13 3/8" csg shoe ha le P/Uond RLHflsurface to97 I' with the 13 971 0 : 97):0

3/8" cig.(13g8" 54 d 55, Bg Ng¶ll nþtn
03:30 0.50 22.00 12 R/D and load out csg crew and laydown machine 971 0 971.0
04:00 2.00 24.00 12 Held PJSM with Halliburton. Pump through lines and test to 2500 #-OK- 97t0 971,0

MixingSpacer
Mud Check: <·1epth>ftKB, 'dttm>
Date Depth (ftKB) Density (11lgal) Vis (s/q) I-VOR (Pa•s) YP OR (Ibill .. Gel (10s) (ibi... Gel (10m) {lb... Get {30m) {ib... Flitrale (mLI... FC (il3T) H IHP Filtrat HTHP FC (1...

MBT(Iblbbl) pH Pm (mUmL) Pf (mUmL) Mf(mlimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (tb/bbl) Solids (¾} CaCI (ppm) OilWater Ratio

Mud Losl(Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual EntL. T Flowline ("F) Comment

Daily Drilling Performance .
Depth In (ftKB) Depth Out (fL.. Drilled(ft) DateIn Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%}

103.0 832.0 729.00 12/15/2012 16:00 12/16/2012 09:00 12.00 60,8 12.00 100.00
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2012
Report #: 7, DFS: 2

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 317.00

APilUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Prov1nce Surveyed Elevation (ft) CF Bev (ft) KB Ground Distance (it) KB-CF (ft) Spud Date Rig Release Date

Grand LJT 5,994.00 23.00 11/15/2012 00:00
Daily Drilling Performance
Deplb In (ftKB) Depth Out (fl... Drilled (fl} Date In Date Out Dall Time (br) BHA RUP (it/hr) Not ilme (hr) Slide Time (br} % Slide Time... % Rot Time (%)

832,0 971.0 139.00 12/16/2012 13:00 12/16/2012 15:30 2.50 55.6 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) ID (in) Wt/Len (Iblit} Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 1žÄ15
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 SIS 8.681

I
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/18/2012
ammimassennv Report #: 8, DFS: 3

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Dislance (ft) KB-CF {ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Dale
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulailng Hours (hr} Job ROP {ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) fotal Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (itKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB}

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) Daily Deptli Progress (ft)

12/17/2012 06:00 12/18/2012 06:00 3 971.0 971.0 0.00
Operations al Report Time
Nippling up BOP's
Operations Summary
Cement 13 5/8" casing, Weld well head, Nipple up B section head
Operations Next Report Period
Nipple up B.O.P.
Weather Wellbore
Cloudy
Dally Contacts

Job contact Position omce
Mark Lewis Company Man I WSL (970) 9864401
David Serrette Company Man / WSL (974) 986-4402

Timo Log
CumOtir

Start Timo Dur (br) (hr) Coda 1 Comment Sta-t Depth (ttKB) |-nd Depth (ftKR)

06:00 3.50 3.50 12 Pumped 10 bbls H2O Spacer, 10 bb1s Super Flush, 10 bbis H2O Spacer, 971.0 971.0
Pumped 186.7 bbls 12.3 ppg Lead cement(435 sks,2.41 yield, 13.73
gallsack) Pumped 81.9 bbls 12.8 ppg Tail cement (215 sks , 2.14 yield,
11.71 gallsack) Dropped the wiper plug displaœ with 142.9 bbis water
bumped plug with900 psi bleed off and check float equip -OK- Washed
out blooey line. Rigged down Haliburton

Note: Full returns while cementing, received 80 bbis cement to surfaœ

09;30 4.00 7.50 12 Roughedcut 20" Conductor and 13 3/8" casing and remove from œllar. 971.0 971,0
Final cut conductor and 13 3/8" casing.

13:30 0.50 8.00 12 Performed top job. Pumped 6 bbis 12.8 ppg cement for topjob (14 sks, 971.0 971,0
2.14 yield, 11.71 gallsack)

14:00 14.00 22.00 23 Installed the"A"section wellhead (SOW X 13 5/8" 5K) and weld, attempted 971.0 971.0
to test void, unable to get a test, continuedto weldon wellhead until test
was achieved. Tested to 800 psi.

Note:800 psi for30 min(70% collapse)
04:00 2.00 24.00 14 installed the "B"section wellhead (13 5/8" 5K X 13 5/8" 10K) and the 13 971.0 971.0

MudCheck: < Iepth>ftKB, :dttm>

5/8" 10K riser spool. Cameron tightenthe bolts and nuts to API specs.

Date Depth (itKB Density (Ib/gal) Vis {s/qt) PVOR (Pa•s) YP OR {lbfl1... Gel (10s} (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI.. FC(1/32"} HTHP Filitat... HTHP FC (1...

MBT(Ibibbl) pH Pm (mL/mL) Pf (mLimL) Mf(mUmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost {Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Enk... T Flowline(*F) Comment

Daily Drilling Performance
Depth In (flKB} Depth Out (fl... Drilled(ft) Dale In Date Oul DilllTime (br) BHAROP (ft/hr) Rot Tîme (hr) Slide Tîme (hr) % Slide Time... % Rot Tlme (%)

Casing & Liners
Set Deptti OD Num Max

Run Date Csg Des (itKB) Top (ftKB) OD (in) ID(in) Wtilen (Ib/ft) Grade (in} [DNom Min(in)
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12/17/2012 Sufface 971.0 23.0 13 3/8 12.615 54.50 3-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Casing & Liners
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Run Date Csg Des (itKB) Top (ftKB) OD (in) ID(in) Wtilen (Ib/ft) Grade (in} [DNom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2012
Report #: 9, DFS: 4

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (11) Spud Dale Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986 4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotaling (filbr) Job ROP Sliding (ftlhr) Job Rotaling % (%) Total Job Percent Sliding {%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (itKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Dale Report EndDate Days From Spud (days) Start Deptli (ftKB) End Deptl1(ftKB) DailyDepthProgress (ft)

12/18/2012 06:00 12/19/2012 06:00 4 971,0 971.0 0.00
Operations al Report Time
Testing BOP's
Operations Summary
Nippled up BOP's, Testing BOP's
Operations Nexl Report Period
Trips
Weather Wellbore
Snow
Daily Contacts

Job Contact Position OÑce
Mark Lewis Company Man i WSL (970) 986-4401

David Sorrette Company Man I WSL {970) 986-4402

Time Log
CumDur

Stait Time Dur (hr) (hr) Gode 1 Comment Sta.10epth (ttKB) |-nd Dopth (ftKB}

06:00 2.50 2.50 14 Finished installing the "B"section wellhead (13 5/8" 5K X 13 5/8" 10K) and 971.0 971.0
the 13 5/8" 10K riser spool. Cameron tightenthe bolts and nuts to API
specs.

08:30 13.50 16.00 14 Held PJSM, N/U the 13 S/8"10M BOP, connected the rotate head to the 971.0 971.0
blooie line, attached the tumbucklesand contered the bop withthe rotary,
prepared the rigfloor for testingthe bop. Function test the bop to insure all
hydraulic control lines are hooked up properly.

22:00 1.50 17.50 15 Held PJSM Performed Accumulator function test 971.0 971.0

23:30 6.50 24.00 15 Held PJSM, Installed test plug.Tested 250 low/5,000 high "A"section 971.0 971.0
throughtest port on head. Tested Uppor, Lower pipe and blind rams, Kill,
HCR and Choke valves, Floor safety valvo, Inside gray 250 low/10,000
high.
Note:Changed 1 bonnet door seal on the lower pipe rams and changod 1
bonnet seal on the upper pipo rams.

Mud Check:<·lepth>ftKB, idttm>
Date Depth (ftKB) Density {lbigal) Vis (s/q) PV OR (Pa•s) YP OR (ibt/1 . Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC(1/37) HTHP Filliat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mumL) Pf (mLlmL) Mf(mUmL} Chlorldes (mg/L) Calcium (mg/L} Pat (mg/L) Lime (ibibbl) Sollds (%} CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) MuciLost (Suff) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft,.. Drilled(fi) Date In Date Out DrillTime (br) BHAROP (filbr) Rol Time (hr) Silde Time (hr) % Slid Time... % Rot Time (%)

Casing & Liners
Set Depth 00 NomMax

Run Date Csg Des (ftKB) Top(flKB) OD (in) 10 (in) Wl/Len (Iblit) Grade (in) IDNomMin(in)
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12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986 4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotaling (filbr) Job ROP Sliding (ftlhr) Job Rotaling % (%) Total Job Percent Sliding {%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (itKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Dale Report EndDate Days From Spud (days) Start Deptli (ftKB) End Deptl1(ftKB) DailyDepthProgress (ft)

12/18/2012 06:00 12/19/2012 06:00 4 971,0 971.0 0.00
Operations al Report Time
Testing BOP's
Operations Summary
Nippled up BOP's, Testing BOP's
Operations Nexl Report Period
Trips
Weather Wellbore
Snow
Daily Contacts

Job Contact Position OÑce
Mark Lewis Company Man i WSL (970) 986-4401

David Sorrette Company Man I WSL {970) 986-4402

Time Log
CumDur

Stait Time Dur (hr) (hr) Gode 1 Comment Sta.10epth (ttKB) |-nd Dopth (ftKB}

06:00 2.50 2.50 14 Finished installing the "B"section wellhead (13 5/8" 5K X 13 5/8" 10K) and 971.0 971.0
the 13 5/8" 10K riser spool. Cameron tightenthe bolts and nuts to API
specs.

08:30 13.50 16.00 14 Held PJSM, N/U the 13 S/8"10M BOP, connected the rotate head to the 971.0 971.0
blooie line, attached the tumbucklesand contered the bop withthe rotary,
prepared the rigfloor for testingthe bop. Function test the bop to insure all
hydraulic control lines are hooked up properly.

22:00 1.50 17.50 15 Held PJSM Performed Accumulator function test 971.0 971.0

23:30 6.50 24.00 15 Held PJSM, Installed test plug.Tested 250 low/5,000 high "A"section 971.0 971.0
throughtest port on head. Tested Uppor, Lower pipe and blind rams, Kill,
HCR and Choke valves, Floor safety valvo, Inside gray 250 low/10,000
high.
Note:Changed 1 bonnet door seal on the lower pipe rams and changod 1
bonnet seal on the upper pipo rams.

Mud Check:<·lepth>ftKB, idttm>
Date Depth (ftKB) Density {lbigal) Vis (s/q) PV OR (Pa•s) YP OR (ibt/1 . Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC(1/37) HTHP Filliat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mumL) Pf (mLlmL) Mf(mUmL} Chlorldes (mg/L) Calcium (mg/L} Pat (mg/L) Lime (ibibbl) Sollds (%} CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) MuciLost (Suff) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft,.. Drilled(fi) Date In Date Out DrillTime (br) BHAROP (filbr) Rol Time (hr) Silde Time (hr) % Slid Time... % Rot Time (%)

Casing & Liners
Set Depth 00 NomMax

Run Date Csg Des (ftKB) Top(flKB) OD (in) 10 (in) Wl/Len (Iblit) Grade (in) IDNomMin(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2012
Report #: 9, DFS: 4

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (11) Spud Dale Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986 4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotaling (filbr) Job ROP Sliding (ftlhr) Job Rotaling % (%) Total Job Percent Sliding {%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (itKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Dale Report EndDate Days From Spud (days) Start Deptli (ftKB) End Deptl1(ftKB) DailyDepthProgress (ft)

12/18/2012 06:00 12/19/2012 06:00 4 971,0 971.0 0.00
Operations al Report Time
Testing BOP's
Operations Summary
Nippled up BOP's, Testing BOP's
Operations Nexl Report Period
Trips
Weather Wellbore
Snow
Daily Contacts

Job Contact Position OÑce
Mark Lewis Company Man i WSL (970) 986-4401

David Sorrette Company Man I WSL {970) 986-4402

Time Log
CumDur

Stait Time Dur (hr) (hr) Gode 1 Comment Sta.10epth (ttKB) |-nd Dopth (ftKB}

06:00 2.50 2.50 14 Finished installing the "B"section wellhead (13 5/8" 5K X 13 5/8" 10K) and 971.0 971.0
the 13 5/8" 10K riser spool. Cameron tightenthe bolts and nuts to API
specs.

08:30 13.50 16.00 14 Held PJSM, N/U the 13 S/8"10M BOP, connected the rotate head to the 971.0 971.0
blooie line, attached the tumbucklesand contered the bop withthe rotary,
prepared the rigfloor for testingthe bop. Function test the bop to insure all
hydraulic control lines are hooked up properly.

22:00 1.50 17.50 15 Held PJSM Performed Accumulator function test 971.0 971.0

23:30 6.50 24.00 15 Held PJSM, Installed test plug.Tested 250 low/5,000 high "A"section 971.0 971.0
throughtest port on head. Tested Uppor, Lower pipe and blind rams, Kill,
HCR and Choke valves, Floor safety valvo, Inside gray 250 low/10,000
high.
Note:Changed 1 bonnet door seal on the lower pipe rams and changod 1
bonnet seal on the upper pipo rams.

Mud Check:<·lepth>ftKB, idttm>
Date Depth (ftKB) Density {lbigal) Vis (s/q) PV OR (Pa•s) YP OR (ibt/1 . Gel (10s) (ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC(1/37) HTHP Filliat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mumL) Pf (mLlmL) Mf(mUmL} Chlorldes (mg/L) Calcium (mg/L} Pat (mg/L) Lime (ibibbl) Sollds (%} CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) MuciLost (Suff) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft,.. Drilled(fi) Date In Date Out DrillTime (br) BHAROP (filbr) Rol Time (hr) Silde Time (hr) % Slid Time... % Rot Time (%)

Casing & Liners
Set Depth 00 NomMax

Run Date Csg Des (ftKB) Top(flKB) OD (in) 10 (in) Wl/Len (Iblit) Grade (in) IDNomMin(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2012
omenses c""U Report #: 10 DFS: 5

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
AP1/UW1 Well Area Basin Field Name License # Permit Number Weli Õonfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release ate
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Lege1Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\WellSite Lead Rig EmallAddress Rig Phone Number Rig Release Previous Well Rig Release Õate
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 08:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ftihr} Job ROP Rotating (ft/hr) Job ROP Sliding (it/hr) Job Rotating % (%) Total Job PercerÃSliding{%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (IIKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (flKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days} Starl Depth (ItKB} End Depth (itKB) Daily Depth Progress (it)

12/19/2012 06:00 12/20/2012 06:00 5 971.0 971.0 0.00
Operations at Report Time
Picking up 4 1/2" drill pipe
Operations Summary
Finished testing BOP's, test the csg to 2,000 psi, Picking up 4 1/2" drill pipe
Operations Next Report Períod
Drilling
Wealher Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Ollice

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 9864402
Time Log

Cum Dur
Start Time Dur (ht) (ht) Code 1 Comment Stat Depth (ilKB} End Depth (ttKB)

06:00 9.00 9.00 15 Held PJSM Tested Upper and Lower pipe rams, Blind rams, Killand 971.0 971.0
Choke valves, Choke manifold. Floor safety valve, inside gray,Choke
manifold 250 low / 10,000 high , Tested Annular 250 lowl4000 high.
Tested stand pipe 4,000 psi
Pulled the test plug and L/D the test assy.

15:00 0,50 9.50 15 Tested casing to 2,000 psi for 30 minutes. 971.0 971.0
15:30 0.50 10.00 23 Installed wear bushing and locked down. 971.0 971.0
16:00 0.50 10.50 9 Serviced rigand top drive. 971.0 971,0
16:30 13.50 24.00 6 Held PJSM, rigged up laydown machine. Picked up 240 jts 4 1/2" drill pipe 971.0 971.0

and rack in derrick.
Mud Check: < Iepth>ftKB, -dttm>

Date Depth {ftKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa•s} YP OR (Ibill... Gei (10s) {Ibf...Gel (10m) (Ib.. Gel (30m} (Ib . Filtraie (mLL.. FC {1/32") HTHP Filkat.. ÏÏTHP FC (1.

MBT {1b/bbl) pH Pm (mLiml) Pf (mLImL) Mf (mLfmL) Chlorides (mgtL) Calcium (mg/L} Pot (mg/L) Lime (Ibibbi) Sollds (%} CaCI (ppm) OilnaterRatio

Mud Lost (Hote) (bbl) Mud Lost (Sud) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft,.. Drilled(fi) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) SIlde Time (hr) % Silde Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date
.

Csg Des (ItKB) Top (ilKB} OD (In) ID (in) Witten (Iblit) Grade (in) ID NamMin(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 3-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2012
omenses c""U Report #: 10 DFS: 5

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
AP1/UW1 Well Area Basin Field Name License # Permit Number Weli Õonfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release ate
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Lege1Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\WellSite Lead Rig EmallAddress Rig Phone Number Rig Release Previous Well Rig Release Õate
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 08:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ftihr} Job ROP Rotating (ft/hr) Job ROP Sliding (it/hr) Job Rotating % (%) Total Job PercerÃSliding{%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (IIKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (flKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days} Starl Depth (ItKB} End Depth (itKB) Daily Depth Progress (it)

12/19/2012 06:00 12/20/2012 06:00 5 971.0 971.0 0.00
Operations at Report Time
Picking up 4 1/2" drill pipe
Operations Summary
Finished testing BOP's, test the csg to 2,000 psi, Picking up 4 1/2" drill pipe
Operations Next Report Períod
Drilling
Wealher Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Ollice

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 9864402
Time Log

Cum Dur
Start Time Dur (ht) (ht) Code 1 Comment Stat Depth (ilKB} End Depth (ttKB)

06:00 9.00 9.00 15 Held PJSM Tested Upper and Lower pipe rams, Blind rams, Killand 971.0 971.0
Choke valves, Choke manifold. Floor safety valve, inside gray,Choke
manifold 250 low / 10,000 high , Tested Annular 250 lowl4000 high.
Tested stand pipe 4,000 psi
Pulled the test plug and L/D the test assy.

15:00 0,50 9.50 15 Tested casing to 2,000 psi for 30 minutes. 971.0 971.0
15:30 0.50 10.00 23 Installed wear bushing and locked down. 971.0 971.0

16:00 0.50 10.50 9 Serviced rigand top drive. 971.0 971,0
16:30 13.50 24.00 6 Held PJSM, rigged up laydown machine. Picked up 240 jts 4 1/2" drill pipe 971.0 971.0

and rack in derrick.

Mud Check: < Iepth>ftKB, -dttm>

Date Depth {ftKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa•s} YP OR (Ibill... Gei (10s) {Ibf...Gel (10m) (Ib.. Gel (30m} (Ib . Filtraie (mLL.. FC {1/32") HTHP Filkat.. ÏÏTHP FC (1.

MBT {1b/bbl) pH Pm (mLiml) Pf (mLImL) Mf (mLfmL) Chlorides (mgtL) Calcium (mg/L} Pot (mg/L) Lime (Ibibbi) Sollds (%} CaCI (ppm) OilnaterRatio

Mud Lost (Hote) (bbl) Mud Lost (Sud) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft,.. Drilled(fi) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) SIlde Time (hr) % Silde Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date
.

Csg Des (ItKB) Top (ilKB} OD (In) ID (in) Witten (Iblit) Grade (in) ID NamMin(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 3-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2012
omenses c""U Report #: 10 DFS: 5

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
AP1/UW1 Well Area Basin Field Name License # Permit Number Weli Õonfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release ate
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Lege1Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\WellSite Lead Rig EmallAddress Rig Phone Number Rig Release Previous Well Rig Release Õate
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 08:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ftihr} Job ROP Rotating (ft/hr) Job ROP Sliding (it/hr) Job Rotating % (%) Total Job PercerÃSliding{%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (IIKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (flKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days} Starl Depth (ItKB} End Depth (itKB) Daily Depth Progress (it)

12/19/2012 06:00 12/20/2012 06:00 5 971.0 971.0 0.00
Operations at Report Time
Picking up 4 1/2" drill pipe
Operations Summary
Finished testing BOP's, test the csg to 2,000 psi, Picking up 4 1/2" drill pipe
Operations Next Report Períod
Drilling
Wealher Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Ollice

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 9864402
Time Log

Cum Dur
Start Time Dur (ht) (ht) Code 1 Comment Stat Depth (ilKB} End Depth (ttKB)

06:00 9.00 9.00 15 Held PJSM Tested Upper and Lower pipe rams, Blind rams, Killand 971.0 971.0
Choke valves, Choke manifold. Floor safety valve, inside gray,Choke
manifold 250 low / 10,000 high , Tested Annular 250 lowl4000 high.
Tested stand pipe 4,000 psi
Pulled the test plug and L/D the test assy.

15:00 0,50 9.50 15 Tested casing to 2,000 psi for 30 minutes. 971.0 971.0
15:30 0.50 10.00 23 Installed wear bushing and locked down. 971.0 971.0

16:00 0.50 10.50 9 Serviced rigand top drive. 971.0 971,0
16:30 13.50 24.00 6 Held PJSM, rigged up laydown machine. Picked up 240 jts 4 1/2" drill pipe 971.0 971.0

and rack in derrick.

Mud Check: < Iepth>ftKB, -dttm>

Date Depth {ftKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa•s} YP OR (Ibill... Gei (10s) {Ibf...Gel (10m) (Ib.. Gel (30m} (Ib . Filtraie (mLL.. FC {1/32") HTHP Filkat.. ÏÏTHP FC (1.

MBT {1b/bbl) pH Pm (mLiml) Pf (mLImL) Mf (mLfmL) Chlorides (mgtL) Calcium (mg/L} Pot (mg/L) Lime (Ibibbi) Sollds (%} CaCI (ppm) OilnaterRatio

Mud Lost (Hote) (bbl) Mud Lost (Sud) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft,.. Drilled(fi) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) SIlde Time (hr) % Silde Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date
.

Csg Des (ItKB) Top (ilKB} OD (In) ID (in) Witten (Iblit) Grade (in) ID NamMin(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 3-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2012

"$1"$$$¶"" Report #: 11, DFS: 6

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 554.00
APIlUWI Well Area Basin Field Name License # Permlt Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Prevlous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours {hr) Circulating Hours (hr) Job ROP (ftlhr) Job ROP Rotating {ftihr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth {ftKB) KickOff Date KickOff Depth (flKB} KickOffDepth (TVD)(ftKB)

12,061.0 12Ï29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ItKB} Daily Depth Progress (ft)

12/20/2012 06:00 12/21/2012 06:00 6 971.0 1,525.0 554.00
Operations at Report Time
Drilling(air)
Operations Summary
Finish picking up 4 1/2" drillpipe, Tripped, Drillingwith air
Operations Next Report Period
Drilling
Weather Wellbare
Sunny and Clear
Daily Contacts

Job Contact Rosition Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dut

Start Time Du; (hi) (br) Code ! Comment Start Depth (ItKB) Fnd Depth (ftKB)

06:00 6.00 6.00 6 Held PJSM,Picked up 80 Jts4 1/2" drillpipe and racked in derrick. R/D 971.0 971.0
Laydown machine

12:00 2,50 8.50 15 Held PJSM. R/U Cameron Testers. Tested lower manualTop Drive safety. 971.0 971.0
valve 250 lowl10,000 high. Installed Mousehole

14:30 2.00 10.50 6 MlU 12 1/4" hammer bit, hammer, bit sub and tested hammer TIH to 928' 971.0 971.0
and tagged

16:30 0.50 11.00 23 Unioaded hole and drilled float, shoe track.andshoe from 928' to 971' with 971,0 971.0
Air

17:00 13.00 24.00 2 Drilled (Air)f/971' to 1,525' 971.0 1,525.0
DrillingParameters - Air -2,200 cfm's, 15 gpm water,4 gph soap, 1 gph
shale treat,1gph corrosion inhibitor.
Note: Top Drive shuts down eveiy 15 minutes having to reset to continue
drilling. CanRig hand on the wayout to the rig.

Mud Check:< lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Iolgal) Vis (siqi) PV OR (Pa•s) YP OR (ibfl1... Gul (10s) (Ibf... Ge1 (10m} (Ib... Ge1 (30m li.. Filtrate (mLI.. FC (1/32") HTHP Filtral... HTHP FC (1...

MBT(Ib/bbl) pH Pm {mLlmL} Pf (mLimL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mgiL) Lime IIÃbl) Solids (%) CaCI (ppm) OllWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sutt) {bbl) LCM ECD - Manual Entr... T Flowline('F) Comment

Daily Drilling Performance
Depth in (ftKB) Depill Oul (fL.. Drilled(fl) Date in Date Oul DiillTime (hr) BHA ROP (ft/hr) Rot Tîme (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

971.0 3,028.0 2,057.00 12/20/2012 17:00 12/22/2012 04:00 33.00 62.3 33.00 100.00
Casing & Liners

Set Deplo OD Nom Max
Run Dale Csg Des (itKB) Top {flKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 intermedlate 1 4,268,0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2012

"$1"$$$¶"" Report #: 11, DFS: 6

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 554.00
APIlUWI Well Area Basin Field Name License # Permlt Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Prevlous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours {hr) Circulating Hours (hr) Job ROP (ftlhr) Job ROP Rotating {ftihr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth {ftKB) KickOff Date KickOff Depth (flKB} KickOffDepth (TVD)(ftKB)

12,061.0 12Ï29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ItKB} Daily Depth Progress (ft)

12/20/2012 06:00 12/21/2012 06:00 6 971.0 1,525.0 554.00
Operations at Report Time
Drilling(air)
Operations Summary
Finish picking up 4 1/2" drillpipe, Tripped, Drillingwith air
Operations Next Report Period
Drilling
Weather Wellbare
Sunny and Clear
Daily Contacts

Job Contact Rosition Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dut

Start Time Du; (hi) (br) Code ! Comment Start Depth (ItKB) Fnd Depth (ftKB)

06:00 6.00 6.00 6 Held PJSM,Picked up 80 Jts4 1/2" drillpipe and racked in derrick. R/D 971.0 971.0
Laydown machine

12:00 2,50 8.50 15 Held PJSM. R/U Cameron Testers. Tested lower manualTop Drive safety. 971.0 971.0
valve 250 lowl10,000 high. Installed Mousehole

14:30 2.00 10.50 6 MlU 12 1/4" hammer bit, hammer, bit sub and tested hammer TIH to 928' 971.0 971.0
and tagged

16:30 0.50 11.00 23 Unioaded hole and drilled float, shoe track.andshoe from 928' to 971' with 971,0 971.0
Air

17:00 13.00 24.00 2 Drilled (Air)f/971' to 1,525' 971.0 1,525.0
DrillingParameters - Air -2,200 cfm's, 15 gpm water,4 gph soap, 1 gph
shale treat,1gph corrosion inhibitor.
Note: Top Drive shuts down eveiy 15 minutes having to reset to continue
drilling. CanRig hand on the wayout to the rig.

Mud Check:< lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Iolgal) Vis (siqi) PV OR (Pa•s) YP OR (ibfl1... Gul (10s) (Ibf... Ge1 (10m} (Ib... Ge1 (30m li.. Filtrate (mLI.. FC (1/32") HTHP Filtral... HTHP FC (1...

MBT(Ib/bbl) pH Pm {mLlmL} Pf (mLimL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mgiL) Lime IIÃbl) Solids (%) CaCI (ppm) OllWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sutt) {bbl) LCM ECD - Manual Entr... T Flowline('F) Comment

Daily Drilling Performance
Depth in (ftKB) Depill Oul (fL.. Drilled(fl) Date in Date Oul DiillTime (hr) BHA ROP (ft/hr) Rot Tîme (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

971.0 3,028.0 2,057.00 12/20/2012 17:00 12/22/2012 04:00 33.00 62.3 33.00 100.00
Casing & Liners

Set Deplo OD Nom Max
Run Dale Csg Des (itKB) Top {flKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 intermedlate 1 4,268,0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2012

"$1"$$$¶"" Report #: 11, DFS: 6

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 554.00
APIlUWI Well Area Basin Field Name License # Permlt Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (11) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Prevlous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours {hr) Circulating Hours (hr) Job ROP (ftlhr) Job ROP Rotating {ftihr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth {ftKB) KickOff Date KickOff Depth (flKB} KickOffDepth (TVD)(ftKB)

12,061.0 12Ï29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ItKB} Daily Depth Progress (ft)

12/20/2012 06:00 12/21/2012 06:00 6 971.0 1,525.0 554.00
Operations at Report Time
Drilling(air)
Operations Summary
Finish picking up 4 1/2" drillpipe, Tripped, Drillingwith air
Operations Next Report Period
Drilling
Weather Wellbare
Sunny and Clear
Daily Contacts

Job Contact Rosition Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dut

Start Time Du; (hi) (br) Code ! Comment Start Depth (ItKB) Fnd Depth (ftKB)

06:00 6.00 6.00 6 Held PJSM,Picked up 80 Jts4 1/2" drillpipe and racked in derrick. R/D 971.0 971.0
Laydown machine

12:00 2,50 8.50 15 Held PJSM. R/U Cameron Testers. Tested lower manualTop Drive safety. 971.0 971.0
valve 250 lowl10,000 high. Installed Mousehole

14:30 2.00 10.50 6 MlU 12 1/4" hammer bit, hammer, bit sub and tested hammer TIH to 928' 971.0 971.0
and tagged

16:30 0.50 11.00 23 Unioaded hole and drilled float, shoe track.andshoe from 928' to 971' with 971,0 971.0
Air

17:00 13.00 24.00 2 Drilled (Air)f/971' to 1,525' 971.0 1,525.0
DrillingParameters - Air -2,200 cfm's, 15 gpm water,4 gph soap, 1 gph
shale treat,1gph corrosion inhibitor.
Note: Top Drive shuts down eveiy 15 minutes having to reset to continue
drilling. CanRig hand on the wayout to the rig.

Mud Check:< lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Iolgal) Vis (siqi) PV OR (Pa•s) YP OR (ibfl1... Gul (10s) (Ibf... Ge1 (10m} (Ib... Ge1 (30m li.. Filtrate (mLI.. FC (1/32") HTHP Filtral... HTHP FC (1...

MBT(Ib/bbl) pH Pm {mLlmL} Pf (mLimL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mgiL) Lime IIÃbl) Solids (%) CaCI (ppm) OllWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sutt) {bbl) LCM ECD - Manual Entr... T Flowline('F) Comment

Daily Drilling Performance
Depth in (ftKB) Depill Oul (fL.. Drilled(fl) Date in Date Oul DiillTime (hr) BHA ROP (ft/hr) Rot Tîme (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

971.0 3,028.0 2,057.00 12/20/2012 17:00 12/22/2012 04:00 33.00 62.3 33.00 100.00
Casing & Liners

Set Deplo OD Nom Max
Run Dale Csg Des (itKB) Top {flKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 intermedlate 1 4,268,0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2012
hptermin8ProdulioCompay

--a--
Report #: 12, DFS: 7

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 1,503.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conlig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Eley (ft) KB-Ground Distance {ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Localloti
Fidelity E&P NENE Sec18 T26S R20E
Rig Company MantWell Site Lead Rig Email Address R1gPhone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrålingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding (ft/hr} Job Rotating% (%) Total Job PerCBilt Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (flKB) KickOff Date KlckOff Depth {ftKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (flKB) End Depth {ftKB) Daily Depth Progress (ft)

12/21/2012 06:00 12/22/2012 06:00 7 1,525.0 3,028.0 1,503.00
Operations at Report Time
Tripping out of the hole
Operations Summary
DrilledAir/Mistf/1,525' to 3,028', POOH for bit
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man IWSL (970) 986-4401

David Serrette Company Man IWSL (97(•) 986-4402

Time Log
Com Dur

Start Tlme Dur (hr} (br} Code 1 Comment Start Depth (itKB) L-.ndDepth (ftKR)

06:00 2.50 2.50 2 Drilled 12 1/4" hole (Air/Mist)f/1,525' to 1,678'. 1,525.0 1,678.0
Air compressors on line - 2
Air/Mistparameters - air 2,200 cfm's, water 15 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 1 1/2 gph.

08:30 0.50 3.00 10 Survey @ 1,644', inclination 0.64° 1,678.0 1,678.0
09:00 7.00 10.00 2 Drilled 12 1/4" hole (Air/Mist)f/1,678' to 2,239'. 1,678.0 2,239.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

16:00 0.50 10.50 7 Serviced the rig/top drive 2,239.0 2,239.0
16:30 1.00 11.50 2 Drilled 12 1/4" hole (Air/Mist)f/2,239' to 2,333'. 2,239.0 2,333.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat1 1/2 gph, defoamer 2 gph.

17:30 0.50 12.00 10 Survey @2,301', inclination 0.37° 2,333.0 2,333.0
18:00 8.00 20.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,333' to 2,990'. 2,333.0 2,990.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 ofm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

02:00 0.50 20.50 10 Survey @2,959', inclination 0.88° 2,990.0 2,990.0
02:30 1.50 22.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,990' to 3,028' 2,990,0 3,028.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

04:00 2,00 24.00 6 ROOH from 3,028' to surface, CIO the 12 1/4" Hammer bit and Hammer. 3,028.0 3,028.0

Mud Check:<.lepth>ftKB, :dttm>
Date Depth (ftKB, Density (Ib/gal) Vis (siq) PV OR {Pa•s) YP OR (Ibfl1... Gel (10s) (Ibi... Gel (iOm} (Ìb...Gel (30m) (Ib... Fillrale (mU,.. FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ibibbl) pH Pm (mL/mL) Pf (mtimL) Mf{mLlmL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Ume (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) MudLost (Surf) (bbl} LCM ECD - Manual Entr... T Flowline(F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled (ft} Date in Date Out DrillTime (hr) BHA ROP (filhr) Rot Tîme {hr) Slide Time {ht) % Slide Time... % Rot Time (%)

971.0 3,028.0 2,057.00 12/20/2012 17:00 12/22/2012 04:00 33.00 62.3 33.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ItKB) Top (itKB) OD (In) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/Š 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 Sli 8.681
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hptermin8ProdulioCompay
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06:00 2.50 2.50 2 Drilled 12 1/4" hole (Air/Mist)f/1,525' to 1,678'. 1,525.0 1,678.0
Air compressors on line - 2
Air/Mistparameters - air 2,200 cfm's, water 15 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 1 1/2 gph.

08:30 0.50 3.00 10 Survey @ 1,644', inclination 0.64° 1,678.0 1,678.0
09:00 7.00 10.00 2 Drilled 12 1/4" hole (Air/Mist)f/1,678' to 2,239'. 1,678.0 2,239.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

16:00 0.50 10.50 7 Serviced the rig/top drive 2,239.0 2,239.0
16:30 1.00 11.50 2 Drilled 12 1/4" hole (Air/Mist)f/2,239' to 2,333'. 2,239.0 2,333.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat1 1/2 gph, defoamer 2 gph.

17:30 0.50 12.00 10 Survey @2,301', inclination 0.37° 2,333.0 2,333.0
18:00 8.00 20.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,333' to 2,990'. 2,333.0 2,990.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 ofm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

02:00 0.50 20.50 10 Survey @2,959', inclination 0.88° 2,990.0 2,990.0
02:30 1.50 22.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,990' to 3,028' 2,990,0 3,028.0

Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 17 bph, soap 6 gph, corr.
inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

04:00 2,00 24.00 6 ROOH from 3,028' to surface, CIO the 12 1/4" Hammer bit and Hammer. 3,028.0 3,028.0

Mud Check:<.lepth>ftKB, :dttm>
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Mud Lost (Hole) (bbl) MudLost (Surf) (bbl} LCM ECD - Manual Entr... T Flowline(F) Comment
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Depth in (ftKB) Depth Out (ft .. Drilled (ft} Date in Date Out DrillTime (hr) BHA ROP (filhr) Rot Tîme {hr) Slide Time {ht) % Slide Time... % Rot Time (%)

971.0 3,028.0 2,057.00 12/20/2012 17:00 12/22/2012 04:00 33.00 62.3 33.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ItKB) Top (itKB) OD (In) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/Š 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 Sli 8.681
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/23/2012
upmemaledocour Report #: 13, DFS: 8

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 744.00

API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Sumeyed Elevation (ft) CF Elev (ft} KBGround Distance (ft) KB-CF (it) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Loca1(on

Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Dale

Frontier 10 Delbert Sullivan Frontler10@Fidelityepco.com (970) 9864401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (it/hr) Job ROP Rotating (führ) Job ROP Sliding {ftihr) Job Rotating% (%) Total Job Percent Slidlng (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ItKB) KickOff Date KickOff Depth {f!KB) KickOff Depth (TVD)(f(KB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Repcit Start Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (itKB) DailyDepth Progress (It)

12/22/2012 06:00 12/23/2012 06:00 8 3,028.0 3,772.0 744.00
Operations at Report Time
Drilling(Air/Mist)
Operations Summary
Tripped in hole, DrilledAir/Mist3,028' to 3772'.
Operations Next Report Period
Drilling
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4402

Timo Log
Cum Dur

Stat Time Dui (lar) (br) Code 1 Comment Start Depth (fiKB) End Depth (f1KB)

06:00 2,00 2.00 6 C/O the 12 1/4" Hammer bit and Hammer and test same. 3,028.0 3,028.0

08:00 4.00 6.00 6 RIHf/surface to 2,520', unloadedthe hole, 3,028.0 3,028.Õ
RIB f/2,520' to 3,038', unloaded the hole.

12:00 8.00 14.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,028' to 3,457' 3,028.0 3,457.0
Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 20 bph, soap 6 gph, corr.
Inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

20:00 1.00 15.00 10 Survey @3,423', lnölination 1.29° 3,457,0 3,457.0
Welded a crack in the blooie line while doing the Wireline survey.

21:00 1.00 16.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,45T to 3,489' 3,457.0 3,489.0
Air compressors on line - 3
Air/Mistparameters - air3,300 cfm's, water 20 bph, soap 6 gph, corr.
Inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

22:00 1.00 17.00 23 Welded a crack in the Blooie line 3,489.0 3,489.0

23:00 7.00 24.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,489' to 3,772' 3,489.0 3,772.0
Air compressors on line - 3
Air/Mistparameters - air3,300 cfm's, water 25 bph, soap 7 gph, corr.
inhibitor 1 1/2 gph, shale treat 1 1/2 gph, defoamer 2 gph.

Mud Check: < lepth>ftKB, :dttm>
Date Depill(ftKB, Density(Ib/gal) Vis (s/qt) PVOR (Paes) YP OR (Ibfl1... Gel (108) (Ibf... Gel (10m} (Ib... Gel (30m) (Ib.. Filtrate {mLI... FC (1/32") HTHP Filtrat... HTHP FC (L

MBT(Ib/bbl) pH Pm (mLImL) Pt (mL/mL) Mf(mtimL) Chlorides (mg/L) Calcium (mgtL) Pot (mg/L) Llme (Ibibbt) Solids (%) CaCI (ppm) 011Water Ratio

Mud Lost (Hole) (bbt) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out {fL.. Drilled(It) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) SIlde Time (hr) % Slide Time... % Rat Time (%)

3,028.0 3,779.0 751.00 12/22/2012 12:00 12/23/2012 06:30 16.50 45.5 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB} Top (f(KB) - OD (In} ID(in) Wt/Len (Ibill) Grade (in) ID Nom Min (in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94,00 K-SS 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Fidelity E&P NENE Sec 18 T26S R20E
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157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ItKB) KickOff Date KickOff Depth {f!KB) KickOff Depth (TVD)(f(KB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Repcit Start Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (itKB) DailyDepth Progress (It)

12/22/2012 06:00 12/23/2012 06:00 8 3,028.0 3,772.0 744.00
Operations at Report Time
Drilling(Air/Mist)
Operations Summary
Tripped in hole, DrilledAir/Mist3,028' to 3772'.
Operations Next Report Period
Drilling
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Office

Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4402

Timo Log
Cum Dur

Stat Time Dui (lar) (br) Code 1 Comment Start Depth (fiKB) End Depth (f1KB)

06:00 2,00 2.00 6 C/O the 12 1/4" Hammer bit and Hammer and test same. 3,028.0 3,028.0

08:00 4.00 6.00 6 RIHf/surface to 2,520', unloadedthe hole, 3,028.0 3,028.Õ
RIB f/2,520' to 3,038', unloaded the hole.

12:00 8.00 14.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,028' to 3,457' 3,028.0 3,457.0
Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 20 bph, soap 6 gph, corr.
Inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

20:00 1.00 15.00 10 Survey @3,423', lnölination 1.29° 3,457,0 3,457.0
Welded a crack in the blooie line while doing the Wireline survey.

21:00 1.00 16.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,45T to 3,489' 3,457.0 3,489.0
Air compressors on line - 3
Air/Mistparameters - air3,300 cfm's, water 20 bph, soap 6 gph, corr.
Inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

22:00 1.00 17.00 23 Welded a crack in the Blooie line 3,489.0 3,489.0
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Air/Mistparameters - air3,300 cfm's, water 25 bph, soap 7 gph, corr.
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Daily Drilling Performance
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB} Top (f(KB) - OD (In} ID(in) Wt/Len (Ibill) Grade (in) ID Nom Min (in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94,00 K-SS 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Cum Dur

Stat Time Dui (lar) (br) Code 1 Comment Start Depth (fiKB) End Depth (f1KB)

06:00 2,00 2.00 6 C/O the 12 1/4" Hammer bit and Hammer and test same. 3,028.0 3,028.0

08:00 4.00 6.00 6 RIHf/surface to 2,520', unloadedthe hole, 3,028.0 3,028.Õ
RIB f/2,520' to 3,038', unloaded the hole.

12:00 8.00 14.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,028' to 3,457' 3,028.0 3,457.0
Air compressors on line - 3
Air/Mistparameters - air 3,300 cfm's, water 20 bph, soap 6 gph, corr.
Inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

20:00 1.00 15.00 10 Survey @3,423', lnölination 1.29° 3,457,0 3,457.0
Welded a crack in the blooie line while doing the Wireline survey.

21:00 1.00 16.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,45T to 3,489' 3,457.0 3,489.0
Air compressors on line - 3
Air/Mistparameters - air3,300 cfm's, water 20 bph, soap 6 gph, corr.
Inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 2 gph.

22:00 1.00 17.00 23 Welded a crack in the Blooie line 3,489.0 3,489.0

23:00 7.00 24.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,489' to 3,772' 3,489.0 3,772.0
Air compressors on line - 3
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inhibitor 1 1/2 gph, shale treat 1 1/2 gph, defoamer 2 gph.
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Mud Lost (Hole) (bbt) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out {fL.. Drilled(It) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) SIlde Time (hr) % Slide Time... % Rat Time (%)

3,028.0 3,779.0 751.00 12/22/2012 12:00 12/23/2012 06:30 16.50 45.5 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB} Top (f(KB) - OD (In} ID(in) Wt/Len (Ibill) Grade (in) ID Nom Min (in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94,00 K-SS 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2012
Report #: 14, DFS: 9

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 446.00
APUUW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Suiveyed Elevallon (it) CF Elev (It} KB-Ground Distance (11) KB CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23,00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (ht) Circulating Hours {hr) Job ROP (ftihr) Job ROP Rotating (ftthr) Job ROP Sliding (It/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ilKB} KickOff Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) DailyDepth Progress (ft)

12/23/2012 06:00 12/24/2012 06:00 9 3,772.0 4,218.0 446.00
Operations at Report Time
Drilling(Airated)
Operations Summary
Tripped , DrilledAerated 3,772'. to4,218'
Operations Next Report Peiiod
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contacl Posiiion Office

Mark Lewis Company Man / WSI. (970) 9864401
David Serrette Company Man / WSL (970) 9864402
Time Log

Cum Dur
Siall Time Dui (lu) (ht) Code 1 Commont Start Depth (ilKB) End Depth (ftKB}

06:00 0.50 0.50 2 Drilled 12 1/4" hole (Afr/Mist)fl3,772' to 3,779' 3,772.0 3,779.0
Air compressorson line - 4
Air/Mistparameters - air3,200 cfm's, water 25 bph, soap 7 gph, corr.
inhibitor 1 1/2 gph, shale treat 1 1/2 gph, defoamer 2 gph.

06:30 0.50 1.00 10 Survey @3,739', Inclination 1.50° 3,779.0 3,779.0
07:00 4.00 5.00 6 POOH f/3,779' to surface. 3,779.0 3,779.0

L/D the hammer and the hammer bit.
11:00 3.50 8.50 6 MlU the aerated drillingbha & RIH flsurface to 1,20T 3,779.0 3,779.0

RIU and M/U - drillingmir, 2 ea. 8" dc's, 1 ea, 6 1/4" dc and changed the
position ofthedrillingjars.

14:30 3.50 12.00 6 Installed the rotate head element @ 1,207' 3,779.0 3,779.0
RIH fl1,207' to 2,520', unloaded the hole.
RIH f/2,520' to 3,176', unloaded the hole.
RIH fl3,176' to 3,779', unloadedthe hole.

18:00 0.50 12.50 5 Add a 3rd air compressor circulateduntilgood returns at the reserve pit. 3,779.0 3,779.0
18:30 11.50 24.00 2 Drilled 12 1/4" hole (Aeratedfluid) fl3,779' to 4,218' 3,779.0 4,218.0

Drillingwith 3 air compressors on line.
Aerated fluid drillingparameters - air 3,300 cfm's, water 150 gpm, soap 7
gph, corr, inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 3gph.
Note: Pathfinders drillingmotorrevs/gal= 0.16 revs/gal. 3,300 cfm's = 550
gpm + 150 gpm water = 700 gpm, which is 112 rpm + 75 rpm(TD) = 188
rpm at the bit.
Note: Top ofSalt #1 4,116' (TVD),Top of Clastic#1 4,191' (TVD)

Mud Check:<fepth>ftKB, :dttm>
Date Depth {ftKB, Density (Ibigal) Vis (slq) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Fillrate (mLI... FC (1/32") HTHP Filitat .. HTHP FC (1...

MBT (Ibibbl) pH Pm (mUmL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calclum (mg/L) Pot {mglL) Lime {lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F[Dwllne (F) Comment

Daily Drilllng Performance
Depth in (flKB) Depth Out (fl... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP {ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%}

3,028.0 3,779.0 751.00 12/22/2012 12:00 12/23/2012 06:30 16.50 45.5 16.50 100.00
Depth In (itKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime {hr} BHA ROP (ft/hr) Rot Time (hr} Slide Time (br) % Slide Time... % Rot Time (%}

3,779.0 4,290.0 511.00 12/23/2012 17:30 12/24/2012 09:30 13.00 39.3 13.00 100.00
Casing & Linors

Set Deplh OD Nom Max
Run Dato Csy Des (ftKR) Top (ftKB) OD (in) ID (in) Wtil en (Ib/ft) Glatie (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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County State/Province Suiveyed Elevallon (it) CF Elev (It} KB-Ground Distance (11) KB CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23,00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (ht) Circulating Hours {hr) Job ROP (ftihr) Job ROP Rotating (ftthr) Job ROP Sliding (It/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ilKB} KickOff Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) DailyDepth Progress (ft)

12/23/2012 06:00 12/24/2012 06:00 9 3,772.0 4,218.0 446.00
Operations at Report Time
Drilling(Airated)
Operations Summary
Tripped , DrilledAerated 3,772'. to4,218'
Operations Next Report Peiiod
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contacl Posiiion Office

Mark Lewis Company Man / WSI. (970) 9864401
David Serrette Company Man / WSL (970) 9864402
Time Log

Cum Dur
Siall Time Dui (lu) (ht) Code 1 Commont Start Depth (ilKB) End Depth (ftKB}

06:00 0.50 0.50 2 Drilled 12 1/4" hole (Afr/Mist)fl3,772' to 3,779' 3,772.0 3,779.0
Air compressorson line - 4
Air/Mistparameters - air3,200 cfm's, water 25 bph, soap 7 gph, corr.
inhibitor 1 1/2 gph, shale treat 1 1/2 gph, defoamer 2 gph.

06:30 0.50 1.00 10 Survey @3,739', Inclination 1.50° 3,779.0 3,779.0
07:00 4.00 5.00 6 POOH f/3,779' to surface. 3,779.0 3,779.0

L/D the hammer and the hammer bit.
11:00 3.50 8.50 6 MlU the aerated drillingbha & RIH flsurface to 1,20T 3,779.0 3,779.0

RIU and M/U - drillingmir, 2 ea. 8" dc's, 1 ea, 6 1/4" dc and changed the
position ofthedrillingjars.

14:30 3.50 12.00 6 Installed the rotate head element @ 1,207' 3,779.0 3,779.0
RIH fl1,207' to 2,520', unloaded the hole.
RIH f/2,520' to 3,176', unloaded the hole.
RIH fl3,176' to 3,779', unloadedthe hole.

18:00 0.50 12.50 5 Add a 3rd air compressor circulateduntilgood returns at the reserve pit. 3,779.0 3,779.0
18:30 11.50 24.00 2 Drilled 12 1/4" hole (Aeratedfluid) fl3,779' to 4,218' 3,779.0 4,218.0

Drillingwith 3 air compressors on line.
Aerated fluid drillingparameters - air 3,300 cfm's, water 150 gpm, soap 7
gph, corr, inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 3gph.
Note: Pathfinders drillingmotorrevs/gal= 0.16 revs/gal. 3,300 cfm's = 550
gpm + 150 gpm water = 700 gpm, which is 112 rpm + 75 rpm(TD) = 188
rpm at the bit.
Note: Top ofSalt #1 4,116' (TVD),Top of Clastic#1 4,191' (TVD)

Mud Check:<fepth>ftKB, :dttm>
Date Depth {ftKB, Density (Ibigal) Vis (slq) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Fillrate (mLI... FC (1/32") HTHP Filitat .. HTHP FC (1...

MBT (Ibibbl) pH Pm (mUmL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calclum (mg/L) Pot {mglL) Lime {lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F[Dwllne (F) Comment

Daily Drilllng Performance
Depth in (flKB) Depth Out (fl... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP {ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%}

3,028.0 3,779.0 751.00 12/22/2012 12:00 12/23/2012 06:30 16.50 45.5 16.50 100.00
Depth In (itKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime {hr} BHA ROP (ft/hr) Rot Time (hr} Slide Time (br) % Slide Time... % Rot Time (%}

3,779.0 4,290.0 511.00 12/23/2012 17:30 12/24/2012 09:30 13.00 39.3 13.00 100.00
Casing & Linors

Set Deplh OD Nom Max
Run Dato Csy Des (ftKR) Top (ftKB) OD (in) ID (in) Wtil en (Ib/ft) Glatie (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1I1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/24/2012
Report #: 14, DFS: 9

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 446.00

APUUW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Suiveyed Elevallon (it) CF Elev (It} KB-Ground Distance (11) KB CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23,00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (ht) Circulating Hours {hr) Job ROP (ftihr) Job ROP Rotating (ftthr) Job ROP Sliding (It/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ilKB} KickOff Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth {ftKB) DailyDepth Progress (ft)

12/23/2012 06:00 12/24/2012 06:00 9 3,772.0 4,218.0 446.00
Operations at Report Time
Drilling(Airated)
Operations Summary
Tripped , DrilledAerated 3,772'. to4,218'
Operations Next Report Peiiod
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contacl Posiiion Office

Mark Lewis Company Man / WSI. (970) 9864401
David Serrette Company Man / WSL (970) 9864402
Time Log

Cum Dur
Siall Time Dui (lu) (ht) Code 1 Commont Start Depth (ilKB) End Depth (ftKB}

06:00 0.50 0.50 2 Drilled 12 1/4" hole (Afr/Mist)fl3,772' to 3,779' 3,772.0 3,779.0
Air compressorson line - 4
Air/Mistparameters - air3,200 cfm's, water 25 bph, soap 7 gph, corr.
inhibitor 1 1/2 gph, shale treat 1 1/2 gph, defoamer 2 gph.

06:30 0.50 1.00 10 Survey @3,739', Inclination 1.50° 3,779.0 3,779.0
07:00 4.00 5.00 6 POOH f/3,779' to surface. 3,779.0 3,779.0

L/D the hammer and the hammer bit.
11:00 3.50 8.50 6 MlU the aerated drillingbha & RIH flsurface to 1,20T 3,779.0 3,779.0

RIU and M/U - drillingmir, 2 ea. 8" dc's, 1 ea, 6 1/4" dc and changed the
position ofthedrillingjars.

14:30 3.50 12.00 6 Installed the rotate head element @ 1,207' 3,779.0 3,779.0
RIH fl1,207' to 2,520', unloaded the hole.
RIH f/2,520' to 3,176', unloaded the hole.
RIH fl3,176' to 3,779', unloadedthe hole.

18:00 0.50 12.50 5 Add a 3rd air compressor circulateduntilgood returns at the reserve pit. 3,779.0 3,779.0
18:30 11.50 24.00 2 Drilled 12 1/4" hole (Aeratedfluid) fl3,779' to 4,218' 3,779.0 4,218.0

Drillingwith 3 air compressors on line.
Aerated fluid drillingparameters - air 3,300 cfm's, water 150 gpm, soap 7
gph, corr, inhibitor 1 1/2 gph, Shale treat 1 1/2 gph, defoamer 3gph.
Note: Pathfinders drillingmotorrevs/gal= 0.16 revs/gal. 3,300 cfm's = 550
gpm + 150 gpm water = 700 gpm, which is 112 rpm + 75 rpm(TD) = 188
rpm at the bit.
Note: Top ofSalt #1 4,116' (TVD),Top of Clastic#1 4,191' (TVD)

Mud Check:<fepth>ftKB, :dttm>
Date Depth {ftKB, Density (Ibigal) Vis (slq) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Fillrate (mLI... FC (1/32") HTHP Filitat .. HTHP FC (1...

MBT (Ibibbl) pH Pm (mUmL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calclum (mg/L) Pot {mglL) Lime {lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F[Dwllne (F) Comment

Daily Drilllng Performance
Depth in (flKB) Depth Out (fl... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP {ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%}

3,028.0 3,779.0 751.00 12/22/2012 12:00 12/23/2012 06:30 16.50 45.5 16.50 100.00
Depth In (itKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime {hr} BHA ROP (ft/hr) Rot Time (hr} Slide Time (br) % Slide Time... % Rot Time (%}

3,779.0 4,290.0 511.00 12/23/2012 17:30 12/24/2012 09:30 13.00 39.3 13.00 100.00
Casing & Linors

Set Deplh OD Nom Max
Run Dato Csy Des (ftKR) Top (ftKB) OD (in) ID (in) Wtil en (Ib/ft) Glatie (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2012
awaan incom.s Report #: 15, DFS: 10

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 72.00

APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation {ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr} Job ROP Rolating (ft/hr} Job ROP Sliding (fdhr) Job Rotating% (%) Tota! Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KIckOff Date XickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ftKB} DailyDepthProgress (it)

12/24/2012 06:00 12/25/2012 06:00 10 4,218.0 4,290.0 72.00
Operations at ReporlTime

Operations Summary
TD the 12 114"hole section @4,290', wiper trip,POOH, PIU and RIHwith the9 5/8" csg to 2,828'
Operations Next Report Period
Run Casing &Cement
Weather Wellbore

Cloudy
Daily Contacts

Job Contact Posillon Office

MatkI ewis Company Man /WSL (970) 986-4401

David Serrelle Company Man / WSL (970) 986-4402

Time Log
Cum Dur

Start Time Dur (hr) (br) Code 1 Comment Start Depth (ttKB) |-ad Drpih (ftKB)

06:00 1.50 1.50 2 Drilled 12 1/4" hole (Aerated fluid) f/4,218' to 4,290' 4,218.0 4,290.0
Drillingwith 3 air compressors on line.
Aerated fluid drillirigparameters - air 3,300 ofm's,water 150 gpm, soap 7
gph, corr, inhibitor 1 1/2 gph, Shale treat i 1/2 gph, defoamer 3 gph.
Note: Pathfinders drillingmotor revs/gal = 0.16 revs/gal. 3,300 ofm's = 550
gpm + 150 gpm water = 700 gpm, which is112 rpm + 75 rpm (TD) = 188
rpm at the bit.

07:30 2.00 3.50 5 Pumped a hi-vis sweep and circulated to clean thehole. Spotted a 60 bbis 4,290.0 4,290.0
of hi-vis, salt saturated pillon btm,

09:30 2.50 6.00 6 POOHf/4,290' to 2,425' (Short trip). 4,290.0 4,290.0
RIH f/2,425' to 4,243'- Tagged @4,243'.

12:00 1.00 7.00 5 Attempted tobreak círculation. Could not break circulation withair or 4,290.0 4,290.0
aerated fluid.

13:00 3.50 10.50 6 POOHf/4,243' to 3,364'- unloaded the hole. 4,290.0 4,290.0
RIH f/3,364'to 3,835'-unloaded the hole.
RIHf/3,835'to4,243'

16:30 1.50 12.00 5 Unloaded tho hole and reamed tightspot fl4,240' to 4,250' (Shalo zone). 4,290.0 4,290.0
Circulated the hole clean. Spotted a hi-vis salt saturated 60 bbi pillon btm.

18:00 2.60 14.50 6 POOH f/4,290' to 379'. Hole conditions are good, 4,290.0 4,290.0

20:30 1.50 16.00 22 Held PJSM, RIU the L/D machine (Wyoming csg) 4,290.0 4,290.0

22:00 2.00 18.00 6 L/D 6 ea. 6 1/4" dc's, 5 eal 8" dc's, shock sub, float sub, mud motor, bit. 4,290,0 4,290.0

00:00 0.50 18.50 22 Pull thewear bushing 4,290.0 4,290.0

00:30 1.50 20,00 12 Held PJSM, RIU the 9 5/8" csg equipment. 4,290.0 4,290.0

02:00 4.00 24.00 12 P/U and M/Uthe 9 5/8" shoe track, check the floats (OK). P/U and RIH with 4,290.0 4,290.0
the 9 5/8" csg -47 lblft, i ICP-110, BTC. RIHf/surface to 2,828'.

06:00 24,00
Mud Check: <depth>ftKB, idttm>
Date Depth (AKB) Density (Il /gal) Vis {slq) PVOR (Pa s} YP OR (Ibf/1... Get (tos) (ibf... Gel {10m} (Ib... Gel (30m} (Ib... Filtrate (mL/... FC(1/32") HTHP Filtrat... HTHP FC

(1¯

MBT (Ib/bbl) pH Pm (mLImL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mglL) Pot (mg/L) Llme (Ib/bbi) Solids (V) CaCI (ppm) 011Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (fl... Drilled(ft) Date in Date Out OtillTime {hr) BHA ROP (ftlhr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

3,779.0 4,290.0 511.00 12/23/2012 17:30 12/24/2012 09:30 13.00 39.3 13.00 100.00
Casing & Liners

Set Depth OD Nom Max
Ram Date Csg Das (flKB) Top (flKB) OD (in) ID (in) Wt/I on (Iolít) Giude (in) ID Nom Mn (in}

12/2/2012 Conductor 104.0 23,0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 33361 API Well Number: 43019500270000

FI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2012
awaan incom.s Report #: 15, DFS: 10

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 72.00

APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation {ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr} Job ROP Rolating (ft/hr} Job ROP Sliding (fdhr) Job Rotating% (%) Tota! Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KIckOff Date XickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ftKB} DailyDepthProgress (it)

12/24/2012 06:00 12/25/2012 06:00 10 4,218.0 4,290.0 72.00
Operations at ReporlTime

Operations Summary
TD the 12 114"hole section @4,290', wiper trip,POOH, PIU and RIHwith the9 5/8" csg to 2,828'
Operations Next Report Period
Run Casing &Cement
Weather Wellbore

Cloudy
Daily Contacts

Job Contact Posillon Office

MatkI ewis Company Man /WSL (970) 986-4401

David Serrelle Company Man / WSL (970) 986-4402

Time Log
Cum Dur

Start Time Dur (hr) (br) Code 1 Comment Start Depth (ttKB) |-ad Drpih (ftKB)

06:00 1.50 1.50 2 Drilled 12 1/4" hole (Aerated fluid) f/4,218' to 4,290' 4,218.0 4,290.0
Drillingwith 3 air compressors on line.
Aerated fluid drillirigparameters - air 3,300 ofm's,water 150 gpm, soap 7
gph, corr, inhibitor 1 1/2 gph, Shale treat i 1/2 gph, defoamer 3 gph.
Note: Pathfinders drillingmotor revs/gal = 0.16 revs/gal. 3,300 ofm's = 550
gpm + 150 gpm water = 700 gpm, which is112 rpm + 75 rpm (TD) = 188
rpm at the bit.

07:30 2.00 3.50 5 Pumped a hi-vis sweep and circulated to clean thehole. Spotted a 60 bbis 4,290.0 4,290.0
of hi-vis, salt saturated pillon btm,

09:30 2.50 6.00 6 POOHf/4,290' to 2,425' (Short trip). 4,290.0 4,290.0
RIH f/2,425' to 4,243'- Tagged @4,243'.

12:00 1.00 7.00 5 Attempted tobreak círculation. Could not break circulation withair or 4,290.0 4,290.0
aerated fluid.

13:00 3.50 10.50 6 POOHf/4,243' to 3,364'- unloaded the hole. 4,290.0 4,290.0
RIH f/3,364'to 3,835'-unloaded the hole.
RIHf/3,835'to4,243'

16:30 1.50 12.00 5 Unloaded tho hole and reamed tightspot fl4,240' to 4,250' (Shalo zone). 4,290.0 4,290.0
Circulated the hole clean. Spotted a hi-vis salt saturated 60 bbi pillon btm.

18:00 2.60 14.50 6 POOH f/4,290' to 379'. Hole conditions are good, 4,290.0 4,290.0

20:30 1.50 16.00 22 Held PJSM, RIU the L/D machine (Wyoming csg) 4,290.0 4,290.0

22:00 2.00 18.00 6 L/D 6 ea. 6 1/4" dc's, 5 eal 8" dc's, shock sub, float sub, mud motor, bit. 4,290,0 4,290.0

00:00 0.50 18.50 22 Pull thewear bushing 4,290.0 4,290.0

00:30 1.50 20,00 12 Held PJSM, RIU the 9 5/8" csg equipment. 4,290.0 4,290.0

02:00 4.00 24.00 12 P/U and M/Uthe 9 5/8" shoe track, check the floats (OK). P/U and RIH with 4,290.0 4,290.0
the 9 5/8" csg -47 lblft, i ICP-110, BTC. RIHf/surface to 2,828'.

06:00 24,00
Mud Check: <depth>ftKB, idttm>
Date Depth (AKB) Density (Il /gal) Vis {slq) PVOR (Pa s} YP OR (Ibf/1... Get (tos) (ibf... Gel {10m} (Ib... Gel (30m} (Ib... Filtrate (mL/... FC(1/32") HTHP Filtrat... HTHP FC

(1¯

MBT (Ib/bbl) pH Pm (mLImL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mglL) Pot (mg/L) Llme (Ib/bbi) Solids (V) CaCI (ppm) 011Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (fl... Drilled(ft) Date in Date Out OtillTime {hr) BHA ROP (ftlhr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

3,779.0 4,290.0 511.00 12/23/2012 17:30 12/24/2012 09:30 13.00 39.3 13.00 100.00
Casing & Liners

Set Depth OD Nom Max
Ram Date Csg Das (flKB) Top (flKB) OD (in) ID (in) Wt/I on (Iolít) Giude (in) ID Nom Mn (in}

12/2/2012 Conductor 104.0 23,0 20 19.124 94.00 K-55 20 19.124
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Time Log
Cum Dur

Start Time Dur (hr) (br) Code 1 Comment Start Depth (ttKB) |-ad Drpih (ftKB)
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Drillingwith 3 air compressors on line.
Aerated fluid drillirigparameters - air 3,300 ofm's,water 150 gpm, soap 7
gph, corr, inhibitor 1 1/2 gph, Shale treat i 1/2 gph, defoamer 3 gph.
Note: Pathfinders drillingmotor revs/gal = 0.16 revs/gal. 3,300 ofm's = 550
gpm + 150 gpm water = 700 gpm, which is112 rpm + 75 rpm (TD) = 188
rpm at the bit.

07:30 2.00 3.50 5 Pumped a hi-vis sweep and circulated to clean thehole. Spotted a 60 bbis 4,290.0 4,290.0
of hi-vis, salt saturated pillon btm,

09:30 2.50 6.00 6 POOHf/4,290' to 2,425' (Short trip). 4,290.0 4,290.0
RIH f/2,425' to 4,243'- Tagged @4,243'.

12:00 1.00 7.00 5 Attempted tobreak círculation. Could not break circulation withair or 4,290.0 4,290.0
aerated fluid.

13:00 3.50 10.50 6 POOHf/4,243' to 3,364'- unloaded the hole. 4,290.0 4,290.0
RIH f/3,364'to 3,835'-unloaded the hole.
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16:30 1.50 12.00 5 Unloaded tho hole and reamed tightspot fl4,240' to 4,250' (Shalo zone). 4,290.0 4,290.0
Circulated the hole clean. Spotted a hi-vis salt saturated 60 bbi pillon btm.

18:00 2.60 14.50 6 POOH f/4,290' to 379'. Hole conditions are good, 4,290.0 4,290.0

20:30 1.50 16.00 22 Held PJSM, RIU the L/D machine (Wyoming csg) 4,290.0 4,290.0

22:00 2.00 18.00 6 L/D 6 ea. 6 1/4" dc's, 5 eal 8" dc's, shock sub, float sub, mud motor, bit. 4,290,0 4,290.0

00:00 0.50 18.50 22 Pull thewear bushing 4,290.0 4,290.0

00:30 1.50 20,00 12 Held PJSM, RIU the 9 5/8" csg equipment. 4,290.0 4,290.0

02:00 4.00 24.00 12 P/U and M/Uthe 9 5/8" shoe track, check the floats (OK). P/U and RIH with 4,290.0 4,290.0
the 9 5/8" csg -47 lblft, i ICP-110, BTC. RIHf/surface to 2,828'.
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12/2/2012 Conductor 104.0 23,0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2012
EgilmhulPidudim0apur Report #: 15, DFS: 10

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 72.00
APUUWI Well Area Basin Field Name Llcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Data Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Casing & Liners

set Dëpth OD NomMax
Run Date Csg Des (itKB) Top (flKB} OD (io) D (ín). WtiLeil (Ibitt) Grade (în) ID Non in (in)

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 2/2 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2012
EgilmhulPidudim0apur Report #: 15, DFS: 10

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 72.00
APUUWI Well Area Basin Field Name Llcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Data Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Casing & Liners

set Dëpth OD NomMax
Run Date Csg Des (itKB) Top (flKB} OD (io) D (ín). WtiLeil (Ibitt) Grade (în) ID Non in (in)

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 2/2 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/25/2012
EgilmhulPidudim0apur Report #: 15, DFS: 10

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 72.00
APUUWI Well Area Basin Field Name Llcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Data Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Casing & Liners

set Dëpth OD NomMax
Run Date Csg Des (itKB) Top (flKB} OD (io) D (ín). WtiLeil (Ibitt) Grade (în) ID Non in (in)

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 2/2 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2012
""" Report #: 16, DFS: 11

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Weli Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF {ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 |
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) J¤b ROP {ft/hr) Job ROP Rotating (ft/hr} Job ROP Silding (ft/hr) Job Rolaling % {%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ItKB) KickOffDate KickOff Depth (itKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud {days) Start Depth (ftKB) End Depth {ftKB) Daily Depth Progress (11)

12/25/2012 06:00 12/26/2012 06:00 11 4,290.0 4,290.0 0.00
Operations at Report Time

Operations Summary
Finished running the 9 5/8" csg, Shoe set @4,268', Cement the 9 5/8" csg, Cameron packed-off the csg and tested, run gyro suntey f/4,200' to surface, changed
out rotate heads f/Smith to Halliburtons.
Operations Next Report Period
Trips
Weather Weilbore
Cloudy
Daily Contacts

Job Contact Posiuon Office

Mark Lewis Company Man / WSL (970) 9864401
David Sorretto Company Man / WSL (97t ) 9864402
Time Log

Cum Dur
Slarl Time Dur (hr} (lu) Code 1 Comment Stad Depih (itKD) End Depth (ilKB)

06:00 2.50 2.50 12 PIU and RIHwiththe 9 5/8" csg -47 lb/ft, HCP-110, BTC. RIH f/2,828' to 4,290.0 4,290.0
4,236'. Installed landing jointand land casing string.

Note: 9 5/8" Casing shoe at 4,267'
08:30 1.00 3.50 12 Held PJSM R/D casingcrew and laydown machine. Installed Haliburton 4,290.0 4,290.0

cement head and lines
09:30 1.00 4.50 12 Pumped 1 1/2 casing volumos of 9.4 ppg water (464 bbis) 4,290.0 4,290.0

10:30 3.00 7.50 12 Held PJSM R/U Haliburlon lines and electronics 4,290.0 4,290.0
13:30 3.50 11.00 12 Held PJSM Broke circulation, Tested lines 5000 psi. pumped 40 bbis Mud 4,290.0 4,290.0

flush, 240.4 bbis foamed 14.4 ppg 1.25 yld. 5.66 gallsack cement, 45.6
bbis 14.4 ppg 1.25 yld, 5.66 gal/sack tailcement displace with 308.9 bbis
9.4 ppg water bump plug with 500 psi over circ pressure(1330 psi) Bled off
float equip -OK- RID Haliburton and Removed landing joint

17:00 1.50 12.50 23 Removed casing clovators and long balls and installed rig bails and 4,290.0 4,290.0
elevators

18:30 3.00 15.50 12 Held PJSM, M/UPackoff and installation toollowered and seated Packoff 4,290.0 4,290.0
and locked down. Removed installation tool.Packed off seals and tested to
8000 psi -OK-

21:30 3.00 18.50 23 Held PJSM. Removed Smith rotating head and replaced withHaliburton 4,290.0 4,290.0
rotating head and nippledup

00:30 3.00 21.50 11 Held PJSM. R/U rig slick line unit MlU Gyrodata Gyro tool RIH surveying 4,290.0 4,290.0
every 100' to 4,200' POH RID slick line unit

03:30 1.50 23.00 23 Held PJSM. RIU Cameron testers tested casing to 4500 psi 30 min-OK- 4,290.0 4,290,0

Note; 4500 psi is 70% of burst with 9,4 ppg fluid

05:00 1.00 24.00 23 Installed retrieving toolinstalled wear bushing and looked down 4,290.0 4,290.0

Mud Check: 4,300.0ftKB, 12126/2012 06:00
Date Depth (itKB) Density (Ibigal) Vis (sly) PV OR {Pa•s) YP OR {lbill... Gel (10s) (ibt... Get (10m) (Ib.. Gel (30m) (Ib... Fikrale (mLI... FC {1/32") H IHP Hltrat... HTHP FC (1...

12/26/2012 4,30CO
MBT(Ib/bbl) pH Pm (mLImL} Pf {mLlmL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot {mg/L) Llme (Ib/bbt) Solids {¾} CaCI {ppm) 011Water Ratio

Mud Last(Hole) (bbl} Mud Losl(Surf}(bbl} LCM ECD - Manual Entr... T Flowline (*F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (IL.. Orllied (fl} Date in Date Out DrillTime (hr} BHA ROP (filhr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (flKB} . OD (In) ID (in) Wl/Len (Ibilt) Grade (in) ID Nom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2012
""" Report #: 16, DFS: 11

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Weli Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF {ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 |
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) J¤b ROP {ft/hr) Job ROP Rotating (ft/hr} Job ROP Silding (ft/hr) Job Rolaling % {%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ItKB) KickOffDate KickOff Depth (itKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud {days) Start Depth (ftKB) End Depth {ftKB) Daily Depth Progress (11)

12/25/2012 06:00 12/26/2012 06:00 11 4,290.0 4,290.0 0.00
Operations at Report Time

Operations Summary
Finished running the 9 5/8" csg, Shoe set @4,268', Cement the 9 5/8" csg, Cameron packed-off the csg and tested, run gyro suntey f/4,200' to surface, changed
out rotate heads f/Smith to Halliburtons.
Operations Next Report Period
Trips
Weather Weilbore
Cloudy
Daily Contacts

Job Contact Posiuon Office

Mark Lewis Company Man / WSL (970) 9864401
David Sorretto Company Man / WSL (97t ) 9864402
Time Log

Cum Dur
Slarl Time Dur (hr} (lu) Code 1 Comment Stad Depih (itKD) End Depth (ilKB)

06:00 2.50 2.50 12 PIU and RIHwiththe 9 5/8" csg -47 lb/ft, HCP-110, BTC. RIH f/2,828' to 4,290.0 4,290.0
4,236'. Installed landing jointand land casing string.

Note: 9 5/8" Casing shoe at 4,267'
08:30 1.00 3.50 12 Held PJSM R/D casingcrew and laydown machine. Installed Haliburton 4,290.0 4,290.0

cement head and lines
09:30 1.00 4.50 12 Pumped 1 1/2 casing volumos of 9.4 ppg water (464 bbis) 4,290.0 4,290.0

10:30 3.00 7.50 12 Held PJSM R/U Haliburlon lines and electronics 4,290.0 4,290.0

13:30 3.50 11.00 12 Held PJSM Broke circulation, Tested lines 5000 psi. pumped 40 bbis Mud 4,290.0 4,290.0
flush, 240.4 bbis foamed 14.4 ppg 1.25 yld. 5.66 gallsack cement, 45.6
bbis 14.4 ppg 1.25 yld, 5.66 gal/sack tailcement displace with 308.9 bbis
9.4 ppg water bump plug with 500 psi over circ pressure(1330 psi) Bled off
float equip -OK- RID Haliburton and Removed landing joint

17:00 1.50 12.50 23 Removed casing clovators and long balls and installed rig bails and 4,290.0 4,290.0
elevators

18:30 3.00 15.50 12 Held PJSM, M/UPackoff and installation toollowered and seated Packoff 4,290.0 4,290.0
and locked down. Removed installation tool.Packed off seals and tested to
8000 psi -OK-

21:30 3.00 18.50 23 Held PJSM. Removed Smith rotating head and replaced withHaliburton 4,290.0 4,290.0
rotating head and nippledup

00:30 3.00 21.50 11 Held PJSM. R/U rig slick line unit MlU Gyrodata Gyro tool RIH surveying 4,290.0 4,290.0
every 100' to 4,200' POH RID slick line unit

03:30 1.50 23.00 23 Held PJSM. RIU Cameron testers tested casing to 4500 psi 30 min-OK- 4,290.0 4,290,0

Note; 4500 psi is 70% of burst with 9,4 ppg fluid

05:00 1.00 24.00 23 Installed retrieving toolinstalled wear bushing and looked down 4,290.0 4,290.0

Mud Check: 4,300.0ftKB, 12126/2012 06:00
Date Depth (itKB) Density (Ibigal) Vis (sly) PV OR {Pa•s) YP OR {lbill... Gel (10s) (ibt... Get (10m) (Ib.. Gel (30m) (Ib... Fikrale (mLI... FC {1/32") H IHP Hltrat... HTHP FC (1...

12/26/2012 4,30CO
MBT(Ib/bbl) pH Pm (mLImL} Pf {mLlmL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot {mg/L) Llme (Ib/bbt) Solids {¾} CaCI {ppm) 011Water Ratio

Mud Last(Hole) (bbl} Mud Losl(Surf}(bbl} LCM ECD - Manual Entr... T Flowline (*F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (IL.. Orllied (fl} Date in Date Out DrillTime (hr} BHA ROP (filhr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (flKB} . OD (In) ID (in) Wl/Len (Ibilt) Grade (in) ID Nom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2012
""" Report #: 16, DFS: 11

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Weli Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF {ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 |
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) J¤b ROP {ft/hr) Job ROP Rotating (ft/hr} Job ROP Silding (ft/hr) Job Rolaling % {%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ItKB) KickOffDate KickOff Depth (itKB) KickOff Depth {TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud {days) Start Depth (ftKB) End Depth {ftKB) Daily Depth Progress (11)

12/25/2012 06:00 12/26/2012 06:00 11 4,290.0 4,290.0 0.00
Operations at Report Time

Operations Summary
Finished running the 9 5/8" csg, Shoe set @4,268', Cement the 9 5/8" csg, Cameron packed-off the csg and tested, run gyro suntey f/4,200' to surface, changed
out rotate heads f/Smith to Halliburtons.
Operations Next Report Period
Trips
Weather Weilbore
Cloudy
Daily Contacts

Job Contact Posiuon Office

Mark Lewis Company Man / WSL (970) 9864401
David Sorretto Company Man / WSL (97t ) 9864402
Time Log

Cum Dur
Slarl Time Dur (hr} (lu) Code 1 Comment Stad Depih (itKD) End Depth (ilKB)

06:00 2.50 2.50 12 PIU and RIHwiththe 9 5/8" csg -47 lb/ft, HCP-110, BTC. RIH f/2,828' to 4,290.0 4,290.0
4,236'. Installed landing jointand land casing string.

Note: 9 5/8" Casing shoe at 4,267'
08:30 1.00 3.50 12 Held PJSM R/D casingcrew and laydown machine. Installed Haliburton 4,290.0 4,290.0

cement head and lines
09:30 1.00 4.50 12 Pumped 1 1/2 casing volumos of 9.4 ppg water (464 bbis) 4,290.0 4,290.0

10:30 3.00 7.50 12 Held PJSM R/U Haliburlon lines and electronics 4,290.0 4,290.0

13:30 3.50 11.00 12 Held PJSM Broke circulation, Tested lines 5000 psi. pumped 40 bbis Mud 4,290.0 4,290.0
flush, 240.4 bbis foamed 14.4 ppg 1.25 yld. 5.66 gallsack cement, 45.6
bbis 14.4 ppg 1.25 yld, 5.66 gal/sack tailcement displace with 308.9 bbis
9.4 ppg water bump plug with 500 psi over circ pressure(1330 psi) Bled off
float equip -OK- RID Haliburton and Removed landing joint

17:00 1.50 12.50 23 Removed casing clovators and long balls and installed rig bails and 4,290.0 4,290.0
elevators

18:30 3.00 15.50 12 Held PJSM, M/UPackoff and installation toollowered and seated Packoff 4,290.0 4,290.0
and locked down. Removed installation tool.Packed off seals and tested to
8000 psi -OK-

21:30 3.00 18.50 23 Held PJSM. Removed Smith rotating head and replaced withHaliburton 4,290.0 4,290.0
rotating head and nippledup

00:30 3.00 21.50 11 Held PJSM. R/U rig slick line unit MlU Gyrodata Gyro tool RIH surveying 4,290.0 4,290.0
every 100' to 4,200' POH RID slick line unit

03:30 1.50 23.00 23 Held PJSM. RIU Cameron testers tested casing to 4500 psi 30 min-OK- 4,290.0 4,290,0

Note; 4500 psi is 70% of burst with 9,4 ppg fluid

05:00 1.00 24.00 23 Installed retrieving toolinstalled wear bushing and looked down 4,290.0 4,290.0

Mud Check: 4,300.0ftKB, 12126/2012 06:00
Date Depth (itKB) Density (Ibigal) Vis (sly) PV OR {Pa•s) YP OR {lbill... Gel (10s) (ibt... Get (10m) (Ib.. Gel (30m) (Ib... Fikrale (mLI... FC {1/32") H IHP Hltrat... HTHP FC (1...

12/26/2012 4,30CO
MBT(Ib/bbl) pH Pm (mLImL} Pf {mLlmL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot {mg/L) Llme (Ib/bbt) Solids {¾} CaCI {ppm) 011Water Ratio

Mud Last(Hole) (bbl} Mud Losl(Surf}(bbl} LCM ECD - Manual Entr... T Flowline (*F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (IL.. Orllied (fl} Date in Date Out DrillTime (hr} BHA ROP (filhr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (flKB} . OD (In) ID (in) Wl/Len (Ibilt) Grade (in) ID Nom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2012
ammarame i Report #: 16, DFS: 11

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
Couniy State/Province Surveyed ElevaW¤n(ft} CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date RIg Release Date
Grand UT 5,994.00 23.00 11/15/2012 00 00
Casing & Liners

Set Depth OD Nom Max
Run Date Osg Des (ftKB} Top (ftKB) OD (in) ID(in) WttLen (Ibift) Grade (in) ID Nom Min (in)

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 1ntermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 Sl8 8.681
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2012
ammarame i Report #: 16, DFS: 11

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
Couniy State/Province Surveyed ElevaW¤n(ft} CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date RIg Release Date
Grand UT 5,994.00 23.00 11/15/2012 00 00
Casing & Liners

Set Depth OD Nom Max
Run Date Osg Des (ftKB} Top (ftKB) OD (in) ID(in) WttLen (Ibift) Grade (in) ID Nom Min (in)

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 1ntermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 Sl8 8.681

Page 2/2 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/26/2012
ammarame i Report #: 16, DFS: 11

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
Couniy State/Province Surveyed ElevaW¤n(ft} CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date RIg Release Date
Grand UT 5,994.00 23.00 11/15/2012 00 00
Casing & Liners

Set Depth OD Nom Max
Run Date Osg Des (ftKB} Top (ftKB) OD (in) ID(in) WttLen (Ibift) Grade (in) ID Nom Min (in)

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 1ntermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 Sl8 8.681

Page 2/2 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/27/2012
gimannou eme Report #: 17, DFS: 12

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 21.00
APWUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Sile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr} Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotaling % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOffDepth (flKB} KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) DailyDepth Progress {ft}

12/26/2012 06:00 12/27/2012 06:00 12 4,290.0 4,311.0 21.00
Operations at Report Time

Operations Summary

Operations Next Report Period

Weather Wellbore
Original Hole

Daily Contacts
Job Gontact Posillon Office

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dur

Start ilme Dur (hr) (hr) Codo 1 Comment Start Depth (f1KB) End Oeplh (RKB)

06:00 5.50 5.50 23 Blew down choke manifold.attempted to repair hydraulic clamp for rotating 4,290.0 4,290.0
head rubber, unable to get working

11:30 3.00 8.50 23 Held PJSM, M/U Directional assembly and surface test same. -OK 4,290.0 4,290.0
14:30 4.50 13.00 6 Iripped in hole from surface to 4,221' and Tagged 4,290.0 4,290.0
19:00 0.50 13.50 2 Drilledfloat,shoe track,shoe and 10' new formation to 4300' 4,290.0 4,300.0
19:30 2.00 15.50 5 Circulate 60 bbl His-vissweep to surface,spot 60 bbl His vis sweep on 4,300.0 4,300.0

bottom
21:30 1.00 16.50 23 Performed F.I.T. Pumped 1/2 bpm to 1915 psi with9.4 ppg fluid fora 18.0 4,300.0 4,300.0

ppg EMW.
22:30 5.50 22.00 23 Drain Water from mud pits and clean pits, Take on 675 bbis 14.5 ppg OBM 4,300.0 4,300.0

04:00 1.50 23.50 5 Pumped 30 bbi Diosol spacer, Displace 9.4 ppg water with 14.5 ppg OSM 4,300.0 4,300.0

05:30 0.50 24.00 5 Pumped OBM through Choke and Gas Buster
Mud Check: 4.300.0ftKB, 12/27/2012 06:00
Date Depih (ftKB) Density (Ib/gal) Vis (sigt) PVOR (Pa s) YP OR (Ibfl1... Gel {10s) (ibt... Gel (10m} (lo... Gel (30m) (Ib,. Filtrale (niLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/27/2012 4,300.0
MBT{1bibbl) pH Pm (mL/mL) Pf (mllmL) Mf(mL/mL} Chlorides (mgÆ.)Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost(Hale) (bbl) Mud Lost{Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

Mud Check:<depth>ftKB, 42/28/2012 06:00
Date Depth (ItKB) Density (Ib/gal) Vis (s/qt} PVOR (Pa s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

12/28/2012
MBT(Ibibbl) pH Pm (mLimL) Pf (mL/mL) Mf{mLimL} Chlorides (mg/L) Calclum (mg/L) Pot (mg/L} Lime{lbibbl} Solids (%} CaCI (ppm) OilWater Rallo

Mud Lost (Hole) {bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Daily Drilling Performance
Depth In (RKB) Depth Out {fL. Drilled (ft) Date in Date Out DrillTîme (hr) BHAROP {fflhr} Rot Time {hr) SIlde Time (hr) % Slide Time... % Rot Time (%)

4,290.0 4,311.0 21.00 12/26/2012 19:00 12/27/2012 10:30 0.50 42,0 0.50 100.00
Casing & Liners

Set Deplh OD Nom Max
Run Date Csg Das (f(KB) Iop (itKB) OD (m) ID(ti) Wi/Len (follt} Grade (in) II) Nam Mm (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-SS 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/27/2012
gimannou eme Report #: 17, DFS: 12

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 21.00
APWUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Sile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr} Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotaling % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOffDepth (flKB} KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) DailyDepth Progress {ft}

12/26/2012 06:00 12/27/2012 06:00 12 4,290.0 4,311.0 21.00
Operations at Report Time

Operations Summary

Operations Next Report Period

Weather Wellbore
Original Hole

Daily Contacts
Job Gontact Posillon Office

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dur

Start ilme Dur (hr) (hr) Codo 1 Comment Start Depth (f1KB) End Oeplh (RKB)

06:00 5.50 5.50 23 Blew down choke manifold.attempted to repair hydraulic clamp for rotating 4,290.0 4,290.0
head rubber, unable to get working

11:30 3.00 8.50 23 Held PJSM, M/U Directional assembly and surface test same. -OK 4,290.0 4,290.0
14:30 4.50 13.00 6 Iripped in hole from surface to 4,221' and Tagged 4,290.0 4,290.0
19:00 0.50 13.50 2 Drilledfloat,shoe track,shoe and 10' new formation to 4300' 4,290.0 4,300.0
19:30 2.00 15.50 5 Circulate 60 bbl His-vissweep to surface,spot 60 bbl His vis sweep on 4,300.0 4,300.0

bottom
21:30 1.00 16.50 23 Performed F.I.T. Pumped 1/2 bpm to 1915 psi with9.4 ppg fluid fora 18.0 4,300.0 4,300.0

ppg EMW.
22:30 5.50 22.00 23 Drain Water from mud pits and clean pits, Take on 675 bbis 14.5 ppg OBM 4,300.0 4,300.0

04:00 1.50 23.50 5 Pumped 30 bbi Diosol spacer, Displace 9.4 ppg water with 14.5 ppg OSM 4,300.0 4,300.0

05:30 0.50 24.00 5 Pumped OBM through Choke and Gas Buster
Mud Check: 4.300.0ftKB, 12/27/2012 06:00
Date Depih (ftKB) Density (Ib/gal) Vis (sigt) PVOR (Pa s) YP OR (Ibfl1... Gel {10s) (ibt... Gel (10m} (lo... Gel (30m) (Ib,. Filtrale (niLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/27/2012 4,300.0
MBT{1bibbl) pH Pm (mL/mL) Pf (mllmL) Mf(mL/mL} Chlorides (mgÆ.)Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost(Hale) (bbl) Mud Lost{Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

Mud Check:<depth>ftKB, 42/28/2012 06:00
Date Depth (ItKB) Density (Ib/gal) Vis (s/qt} PVOR (Pa s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

12/28/2012
MBT(Ibibbl) pH Pm (mLimL) Pf (mL/mL) Mf{mLimL} Chlorides (mg/L) Calclum (mg/L) Pot (mg/L} Lime{lbibbl} Solids (%} CaCI (ppm) OilWater Rallo

Mud Lost (Hole) {bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Daily Drilling Performance
Depth In (RKB) Depth Out {fL. Drilled (ft) Date in Date Out DrillTîme (hr) BHAROP {fflhr} Rot Time {hr) SIlde Time (hr) % Slide Time... % Rot Time (%)

4,290.0 4,311.0 21.00 12/26/2012 19:00 12/27/2012 10:30 0.50 42,0 0.50 100.00
Casing & Liners

Set Deplh OD Nom Max
Run Date Csg Das (f(KB) Iop (itKB) OD (m) ID(ti) Wi/Len (follt} Grade (in) II) Nam Mm (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-SS 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/27/2012
gimannou eme Report #: 17, DFS: 12

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 21.00
APWUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Sile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr} Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotaling % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOffDepth (flKB} KickOff Depth (TVD)(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) DailyDepth Progress {ft}

12/26/2012 06:00 12/27/2012 06:00 12 4,290.0 4,311.0 21.00
Operations at Report Time

Operations Summary

Operations Next Report Period

Weather Wellbore
Original Hole

Daily Contacts
Job Gontact Posillon Office

Mark Lewis Company Man / WSL (970) 9864401
David Serrette Company Man / WSL (970) 986-4402

Time Log
Cum Dur

Start ilme Dur (hr) (hr) Codo 1 Comment Start Depth (f1KB) End Oeplh (RKB)

06:00 5.50 5.50 23 Blew down choke manifold.attempted to repair hydraulic clamp for rotating 4,290.0 4,290.0
head rubber, unable to get working

11:30 3.00 8.50 23 Held PJSM, M/U Directional assembly and surface test same. -OK 4,290.0 4,290.0
14:30 4.50 13.00 6 Iripped in hole from surface to 4,221' and Tagged 4,290.0 4,290.0
19:00 0.50 13.50 2 Drilledfloat,shoe track,shoe and 10' new formation to 4300' 4,290.0 4,300.0
19:30 2.00 15.50 5 Circulate 60 bbl His-vissweep to surface,spot 60 bbl His vis sweep on 4,300.0 4,300.0

bottom
21:30 1.00 16.50 23 Performed F.I.T. Pumped 1/2 bpm to 1915 psi with9.4 ppg fluid fora 18.0 4,300.0 4,300.0

ppg EMW.
22:30 5.50 22.00 23 Drain Water from mud pits and clean pits, Take on 675 bbis 14.5 ppg OBM 4,300.0 4,300.0

04:00 1.50 23.50 5 Pumped 30 bbi Diosol spacer, Displace 9.4 ppg water with 14.5 ppg OSM 4,300.0 4,300.0

05:30 0.50 24.00 5 Pumped OBM through Choke and Gas Buster
Mud Check: 4.300.0ftKB, 12/27/2012 06:00
Date Depih (ftKB) Density (Ib/gal) Vis (sigt) PVOR (Pa s) YP OR (Ibfl1... Gel {10s) (ibt... Gel (10m} (lo... Gel (30m) (Ib,. Filtrale (niLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/27/2012 4,300.0
MBT{1bibbl) pH Pm (mL/mL) Pf (mllmL) Mf(mL/mL} Chlorides (mgÆ.)Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost(Hale) (bbl) Mud Lost{Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

Mud Check:<depth>ftKB, 42/28/2012 06:00
Date Depth (ItKB) Density (Ib/gal) Vis (s/qt} PVOR (Pa s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

12/28/2012
MBT(Ibibbl) pH Pm (mLimL) Pf (mL/mL) Mf{mLimL} Chlorides (mg/L) Calclum (mg/L) Pot (mg/L} Lime{lbibbl} Solids (%} CaCI (ppm) OilWater Rallo

Mud Lost (Hole) {bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Daily Drilling Performance
Depth In (RKB) Depth Out {fL. Drilled (ft) Date in Date Out DrillTîme (hr) BHAROP {fflhr} Rot Time {hr) SIlde Time (hr) % Slide Time... % Rot Time (%)

4,290.0 4,311.0 21.00 12/26/2012 19:00 12/27/2012 10:30 0.50 42,0 0.50 100.00
Casing & Liners

Set Deplh OD Nom Max
Run Date Csg Das (f(KB) Iop (itKB) OD (m) ID(ti) Wi/Len (follt} Grade (in) II) Nam Mm (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-SS 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2012
Ewasuavalecost Report #: 18, DFS: 13

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed E[evallon (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF{ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rlg Company MantWell Site Lead Rig Email Address Rlg Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Clrculating Hours (hr} Job ROP {fuhr) Job ROP Rotaling (illhr) Job ROP Sliding (ftihr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Dep1b (TVD)(fiKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress(ft)

12/27/2012 06:00 12/28/2012 06:00 13 4,311.0 4,311.0 0,00
Operations at Report Time

Operations Summary
Finish displacement of oilbase thrusurface lines, slip& cut drill line, drillfrom 4300' to 4311', (mud motor failed), cir. & pump slug, POOH to 2657' (gen.went
down), Repaired Gen., POOH & lay down 6 1/4" D.C.s, change out IBOP &test same to 10,000#, make up new BHA &test MWD, TIG to 2868', Pick up H.WT.
from rack,
Operations Next Report Period
Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Conla<..t Posl1ton Ollice
Delbert Sullivan Company Man / WSL (970) 986 4401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dut
Sta.l Thne Due (hi) (hi) Code 1 Comment Start Depth (itKB) Fnd Dopth (fiKR)

06:00 0.50 0.50 23 Fillchoke manifold, choke Ilnes, killline &gas buster with oil base mud 4,300.0 4,300.0
06:30 1.50 2.00 21 Slip &cut 80fl. of drilllino 4,300.0 4,300.0
08:00 1.00 3.00 2 Drillfrom 4300' to 4311' (mud motor went out) 4,300.0 4,311.0
09:00 1.50 4.50 5 Cir. &build slug 4,311.0 4,311.0
10:30 1.50 6.00 6 POOI \ from 4311' to 2657' (GEN went down) 4,311.0 4,311.0
12:00 0.50 6.50 8 Repair GEN. 4,311.0 4,311.0
12:30 3.50 10.00 6 POOH from 2657' to 284' 4,311.0 4,311.0
16:00 2.50 12.50 6 Lay down 6 1/4" D.C.s 4,311.0 4,311.0
18:30 4.50 17.00 8 Change out IBOP Valve on top drive & test same to 10,000# 4,311.0 4,311.0
23:00 3.00 20.00 6 Pick up &make up new BHA, surface test MWD 4,311.0 4,311,0
02:00 1.00 21.00 6 TIH to 2868' 4,311.0 4,311.0
03:00 1.00 22.00 6 Picking up H. WT. D.P. from rack 4,311.0 4,311.0
04:00 1.00 23.00 8 Change chain on spinner wrench 4,311.0 4,311.0
05:00 1.00 24.00 6 TIH 4,311.0 4,311,0
Mud Check: 4.311.0ftKB, 12/27/2012 13:00
Date Depth {ftKB) Density(Ibigal) Vis {slql) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI,,, FC (1/32") HTHP Filtrat... HTHP FC (1...

12/27/2012 4,311.0 14.60 146 7.000 9.000 1.0 2
MBT(lbibbl) pH Pm (mLImL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calcium (mglL) Pot (mg/L) Lima (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 2.500 35.0 89.2/10.8
Mud Lost {Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

60.0
Mud Check:<depth>ftKB, 12/28/2012 13:00
Date Depth (ftKB) Density (ibigal) Vis (s/ql) PVOR (Pa-s) VP OR (Ibfl1... Gel (10s) (Ibf.- Gel (10m) (Ib., Gel (30m) (Ib,, Filtrate {mLI,.. FC (1/32") HTHP FiltraL.. HTHP FC (1...

12/28/2012 14.60 146 7.000 9.000 1.0 2
MBT(Ibibbl) pH Pm {mLimL) Pt (mLImL) Mf(mLimL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ibibbl} Solids (%) CaCI (ppm) OilWater Ratio

3.500 2.500 35.0 89.2/10.8
Mud Lost (Hofe) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr .. T Flowlîne(F) Comment

60.0
Daily Drilling Performance
Depth In (flKB} Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (filbr) Rot Time (hr} Slide Time (br) % Slide Time... ¾ Rot Time (%)

4,290.0 4,311.0 21.00 12/26/2012 19:00 12/27/2012 10:30 0.50 42,0 0,50 100.00
Depth in (!!KB) Depth Out (fl... Drilled(ft) Date In Date Out DullTime (hi) BHAROP (fdhr) Rot Time (hr) Slide Time (hr) % Slide Time... ¾ Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24.75 52.94 47.06
Casing & Linors

Set DePth OD Nom Max
Him Dato Osg Ons (t1KB) Top (ftKB) OD (tu) lO (in) WIILen (Iblit) Grade (in) [O Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2012
Ewasuavalecost Report #: 18, DFS: 13

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed E[evallon (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF{ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rlg Company MantWell Site Lead Rig Email Address Rlg Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Clrculating Hours (hr} Job ROP {fuhr) Job ROP Rotaling (illhr) Job ROP Sliding (ftihr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Dep1b (TVD)(fiKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress(ft)

12/27/2012 06:00 12/28/2012 06:00 13 4,311.0 4,311.0 0,00
Operations at Report Time

Operations Summary
Finish displacement of oilbase thrusurface lines, slip& cut drill line, drillfrom 4300' to 4311', (mud motor failed), cir. & pump slug, POOH to 2657' (gen.went
down), Repaired Gen., POOH & lay down 6 1/4" D.C.s, change out IBOP &test same to 10,000#, make up new BHA &test MWD, TIG to 2868', Pick up H.WT.
from rack,
Operations Next Report Period
Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Conla<..t Posl1ton Ollice
Delbert Sullivan Company Man / WSL (970) 986 4401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dut
Sta.l Thne Due (hi) (hi) Code 1 Comment Start Depth (itKB) Fnd Dopth (fiKR)

06:00 0.50 0.50 23 Fillchoke manifold, choke Ilnes, killline &gas buster with oil base mud 4,300.0 4,300.0
06:30 1.50 2.00 21 Slip &cut 80fl. of drilllino 4,300.0 4,300.0
08:00 1.00 3.00 2 Drillfrom 4300' to 4311' (mud motor went out) 4,300.0 4,311.0
09:00 1.50 4.50 5 Cir. &build slug 4,311.0 4,311.0
10:30 1.50 6.00 6 POOI \ from 4311' to 2657' (GEN went down) 4,311.0 4,311.0
12:00 0.50 6.50 8 Repair GEN. 4,311.0 4,311.0
12:30 3.50 10.00 6 POOH from 2657' to 284' 4,311.0 4,311.0
16:00 2.50 12.50 6 Lay down 6 1/4" D.C.s 4,311.0 4,311.0
18:30 4.50 17.00 8 Change out IBOP Valve on top drive & test same to 10,000# 4,311.0 4,311.0
23:00 3.00 20.00 6 Pick up &make up new BHA, surface test MWD 4,311.0 4,311,0
02:00 1.00 21.00 6 TIH to 2868' 4,311.0 4,311.0
03:00 1.00 22.00 6 Picking up H. WT. D.P. from rack 4,311.0 4,311.0
04:00 1.00 23.00 8 Change chain on spinner wrench 4,311.0 4,311.0
05:00 1.00 24.00 6 TIH 4,311.0 4,311,0
Mud Check: 4.311.0ftKB, 12/27/2012 13:00
Date Depth {ftKB) Density(Ibigal) Vis {slql) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI,,, FC (1/32") HTHP Filtrat... HTHP FC (1...

12/27/2012 4,311.0 14.60 146 7.000 9.000 1.0 2
MBT(lbibbl) pH Pm (mLImL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calcium (mglL) Pot (mg/L) Lima (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 2.500 35.0 89.2/10.8
Mud Lost {Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

60.0
Mud Check:<depth>ftKB, 12/28/2012 13:00
Date Depth (ftKB) Density (ibigal) Vis (s/ql) PVOR (Pa-s) VP OR (Ibfl1... Gel (10s) (Ibf.- Gel (10m) (Ib., Gel (30m) (Ib,, Filtrate {mLI,.. FC (1/32") HTHP FiltraL.. HTHP FC (1...

12/28/2012 14.60 146 7.000 9.000 1.0 2
MBT(Ibibbl) pH Pm {mLimL) Pt (mLImL) Mf(mLimL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ibibbl} Solids (%) CaCI (ppm) OilWater Ratio

3.500 2.500 35.0 89.2/10.8
Mud Lost (Hofe) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr .. T Flowlîne(F) Comment

60.0
Daily Drilling Performance
Depth In (flKB} Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (filbr) Rot Time (hr} Slide Time (br) % Slide Time... ¾ Rot Time (%)

4,290.0 4,311.0 21.00 12/26/2012 19:00 12/27/2012 10:30 0.50 42,0 0,50 100.00
Depth in (!!KB) Depth Out (fl... Drilled(ft) Date In Date Out DullTime (hi) BHAROP (fdhr) Rot Time (hr) Slide Time (hr) % Slide Time... ¾ Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24.75 52.94 47.06
Casing & Linors

Set DePth OD Nom Max
Him Dato Osg Ons (t1KB) Top (ftKB) OD (tu) lO (in) WIILen (Iblit) Grade (in) [O Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/28/2012
Ewasuavalecost Report #: 18, DFS: 13

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed E[evallon (ft) CF Elev (ft) KB-Ground Distance (It) KB-CF{ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rlg Company MantWell Site Lead Rig Email Address Rlg Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Clrculating Hours (hr} Job ROP {fuhr) Job ROP Rotaling (illhr) Job ROP Sliding (ftihr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Dep1b (TVD)(fiKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress(ft)

12/27/2012 06:00 12/28/2012 06:00 13 4,311.0 4,311.0 0,00
Operations at Report Time

Operations Summary
Finish displacement of oilbase thrusurface lines, slip& cut drill line, drillfrom 4300' to 4311', (mud motor failed), cir. & pump slug, POOH to 2657' (gen.went
down), Repaired Gen., POOH & lay down 6 1/4" D.C.s, change out IBOP &test same to 10,000#, make up new BHA &test MWD, TIG to 2868', Pick up H.WT.
from rack,
Operations Next Report Period
Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Conla<..t Posl1ton Ollice
Delbert Sullivan Company Man / WSL (970) 986 4401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dut
Sta.l Thne Due (hi) (hi) Code 1 Comment Start Depth (itKB) Fnd Dopth (fiKR)

06:00 0.50 0.50 23 Fillchoke manifold, choke Ilnes, killline &gas buster with oil base mud 4,300.0 4,300.0
06:30 1.50 2.00 21 Slip &cut 80fl. of drilllino 4,300.0 4,300.0
08:00 1.00 3.00 2 Drillfrom 4300' to 4311' (mud motor went out) 4,300.0 4,311.0
09:00 1.50 4.50 5 Cir. &build slug 4,311.0 4,311.0
10:30 1.50 6.00 6 POOI \ from 4311' to 2657' (GEN went down) 4,311.0 4,311.0
12:00 0.50 6.50 8 Repair GEN. 4,311.0 4,311.0
12:30 3.50 10.00 6 POOH from 2657' to 284' 4,311.0 4,311.0
16:00 2.50 12.50 6 Lay down 6 1/4" D.C.s 4,311.0 4,311.0
18:30 4.50 17.00 8 Change out IBOP Valve on top drive & test same to 10,000# 4,311.0 4,311.0
23:00 3.00 20.00 6 Pick up &make up new BHA, surface test MWD 4,311.0 4,311,0
02:00 1.00 21.00 6 TIH to 2868' 4,311.0 4,311.0
03:00 1.00 22.00 6 Picking up H. WT. D.P. from rack 4,311.0 4,311.0
04:00 1.00 23.00 8 Change chain on spinner wrench 4,311.0 4,311.0
05:00 1.00 24.00 6 TIH 4,311.0 4,311,0
Mud Check: 4.311.0ftKB, 12/27/2012 13:00
Date Depth {ftKB) Density(Ibigal) Vis {slql) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI,,, FC (1/32") HTHP Filtrat... HTHP FC (1...

12/27/2012 4,311.0 14.60 146 7.000 9.000 1.0 2
MBT(lbibbl) pH Pm (mLImL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calcium (mglL) Pot (mg/L) Lima (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 2.500 35.0 89.2/10.8
Mud Lost {Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

60.0
Mud Check:<depth>ftKB, 12/28/2012 13:00
Date Depth (ftKB) Density (ibigal) Vis (s/ql) PVOR (Pa-s) VP OR (Ibfl1... Gel (10s) (Ibf.- Gel (10m) (Ib., Gel (30m) (Ib,, Filtrate {mLI,.. FC (1/32") HTHP FiltraL.. HTHP FC (1...

12/28/2012 14.60 146 7.000 9.000 1.0 2
MBT(Ibibbl) pH Pm {mLimL) Pt (mLImL) Mf(mLimL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ibibbl} Solids (%) CaCI (ppm) OilWater Ratio

3.500 2.500 35.0 89.2/10.8
Mud Lost (Hofe) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr .. T Flowlîne(F) Comment

60.0
Daily Drilling Performance
Depth In (flKB} Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (filbr) Rot Time (hr} Slide Time (br) % Slide Time... ¾ Rot Time (%)

4,290.0 4,311.0 21.00 12/26/2012 19:00 12/27/2012 10:30 0.50 42,0 0,50 100.00
Depth in (!!KB) Depth Out (fl... Drilled(ft) Date In Date Out DullTime (hi) BHAROP (fdhr) Rot Time (hr) Slide Time (hr) % Slide Time... ¾ Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24.75 52.94 47.06
Casing & Linors

Set DePth OD Nom Max
Him Dato Osg Ons (t1KB) Top (ftKB) OD (tu) lO (in) WIILen (Iblit) Grade (in) [O Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:12/29/2012
Report #: 19, DFS: 14

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 1,218.00

APllUWI Well Area Basin Fleid Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (it) KB-Ground Distance (ft) KB-CF(ft) Spud Date RIg Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (br) Job ROP (filbr) Job ROP Rotating (fuhr) Job ROP Sliding (filhr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (WD) (ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
ReportStartDale Report EndDate Days From Spud (days) Starl Depth (ftKB) End Depth (ftKB) DÃilyOepth Progress (ft)

12/28/2012 06:00 12/29/2012 06:00 14 4,311.0 5,529.0 1,218.00
Operations at Report Time
Drillingahead @5540'
Operations Summary
TlH, drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daljy.Contacts

Job Contact Position .- | !! . : filco
Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancoy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Stait Time Dur (hr) (hi} Code 1 Comment Stait Depth (ItKB) End Dep1h (ftKB)

06:00 0.50 0.50 23 Install rotatingrubber 4,311.0 4,311.0
06;30 (I100 1 50 6 TIH tp911' 4,311.0 4,3 11,0
07:30 7.50 9.00 2 Drillingfrom 4311' to 4732' 4,311.0 4,732.0
15;QO 0.50 9.50 7 Servig tig &top diive 4,732.0 732 O
15:30 6.00 15.50 2 Drillingfrom 4732' to 5064' 4,732.0 5,064.0
21:30 1.00 16.50 8 Blew vibratorhose under sub. Replaced hose. (lost about 2bbis. mud) 5,064.0 5,064.0
22:30 7.50 24.00 2 Drillíngfrom 5064' to 5540. 5,064.0 5,540.0

Mud Check: 4 338.0ftKB, 12/28/2012 13:00
Date Depth (itKB) Density (Iblani) Vis (s/qt) PV OR (Pa•s) YP OR {lbflt.. Ge' (10s) (Ibt.. Gel (10m) (Ib.. Gol (3ûm) (Ib., Filliate (mLI... FC {1/32 ) HÌÏ\l Hitrat HTHP FC (1.

12/28/2012 4,638.0 14.45 60 6.000 8.000 1.0 2
MBT(Ib/bbl} pH Pm (mUmL) Pf (mUmL} Mf(mLfmL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%} Caci {ppm) OilWater Ratio

3.000 1.500 36.5 88.2/11.8
Mud Lost (Hole) (bbl) Mud Lost (Suri) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.97
MLÏd:Û¾Ock: 5,411AftKB; 12/28/20 23|45
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PV OR (Pa•s} YP OR {lbfl1... Ge1 (10s) (ibf... Gel (10m) {lb., Gel (30m} (Ib... Filtrate (mU... FC {1/3T} HTHP Fittrat., HTHP FC (1...

12/28/2012 5,411.0 14.30 57 7.000 9.000 1.0 2
MBT(Ib/bbl} pH Pm (mUmL) Pf {mLimL) Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%} CaCI (ppm) 011Water Ratio

4.000 1.400 34.0 88.6/11,4
Mud Lost (Hole) (bbl) Mud Lost (Surt) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

14.52
Daily Drilling Porformanco
Depth In (ItKB) Depth Out (ft Drfled {ft) Date In Dais Out OnItTimo (br) 8) IAROP {rilhr)Rot Time (hr) Slide Time (br) % Slido Timo... ½ Rot Tune (%)

4,300.0 6,596.0 2,311,00 12/27/2012 07:00 12/30/2012 16:30 46.75 49.4 22.00 24.75 52.94 47.06
Casing & Linors

Set Depth OD NomMax
Run Dato Csy Des (flKD) Iop (11Kta) OD (in) ID (in} W(ILen (toitt) Grade (in) ID Nom Min(in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:12/29/2012
Report #: 19, DFS: 14

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 1,218.00

APllUWI Well Area Basin Fleid Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (it) KB-Ground Distance (ft) KB-CF(ft) Spud Date RIg Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (br) Job ROP (filbr) Job ROP Rotating (fuhr) Job ROP Sliding (filhr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (WD) (ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
ReportStartDale Report EndDate Days From Spud (days) Starl Depth (ftKB) End Depth (ftKB) DÃilyOepth Progress (ft)

12/28/2012 06:00 12/29/2012 06:00 14 4,311.0 5,529.0 1,218.00
Operations at Report Time
Drillingahead @5540'
Operations Summary
TlH, drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daljy.Contacts

Job Contact Position .- | !! . : filco
Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancoy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Stait Time Dur (hr) (hi} Code 1 Comment Stait Depth (ItKB) End Dep1h (ftKB)

06:00 0.50 0.50 23 Install rotatingrubber 4,311.0 4,311.0

06;30 (I100 1 50 6 TIH tp911' 4,311.0 4,3 11,0

07:30 7.50 9.00 2 Drillingfrom 4311' to 4732' 4,311.0 4,732.0

15;QO 0.50 9.50 7 Servig tig &top diive 4,732.0 732 O

15:30 6.00 15.50 2 Drillingfrom 4732' to 5064' 4,732.0 5,064.0

21:30 1.00 16.50 8 Blew vibratorhose under sub. Replaced hose. (lost about 2bbis. mud) 5,064.0 5,064.0

22:30 7.50 24.00 2 Drillíngfrom 5064' to 5540. 5,064.0 5,540.0

Mud Check: 4 338.0ftKB, 12/28/2012 13:00
Date Depth (itKB) Density (Iblani) Vis (s/qt) PV OR (Pa•s) YP OR {lbflt.. Ge' (10s) (Ibt.. Gel (10m) (Ib.. Gol (3ûm) (Ib., Filliate (mLI... FC {1/32 ) HÌÏ\l Hitrat HTHP FC (1.

12/28/2012 4,638.0 14.45 60 6.000 8.000 1.0 2
MBT(Ib/bbl} pH Pm (mUmL) Pf (mUmL} Mf(mLfmL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%} Caci {ppm) OilWater Ratio

3.000 1.500 36.5 88.2/11.8
Mud Lost (Hole) (bbl) Mud Lost (Suri) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.97
MLÏd:Û¾Ock: 5,411AftKB; 12/28/20 23|45
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PV OR (Pa•s} YP OR {lbfl1... Ge1 (10s) (ibf... Gel (10m) {lb., Gel (30m} (Ib... Filtrate (mU... FC {1/3T} HTHP Fittrat., HTHP FC (1...

12/28/2012 5,411.0 14.30 57 7.000 9.000 1.0 2
MBT(Ib/bbl} pH Pm (mUmL) Pf {mLimL) Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%} CaCI (ppm) 011Water Ratio

4.000 1.400 34.0 88.6/11,4
Mud Lost (Hole) (bbl) Mud Lost (Surt) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

14.52
Daily Drilling Porformanco
Depth In (ItKB) Depth Out (ft Drfled {ft) Date In Dais Out OnItTimo (br) 8) IAROP {rilhr)Rot Time (hr) Slide Time (br) % Slido Timo... ½ Rot Tune (%)

4,300.0 6,596.0 2,311,00 12/27/2012 07:00 12/30/2012 16:30 46.75 49.4 22.00 24.75 52.94 47.06
Casing & Linors

Set Depth OD NomMax
Run Dato Csy Des (flKD) Iop (11Kta) OD (in) ID (in} W(ILen (toitt) Grade (in) ID Nom Min(in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:12/29/2012
Report #: 19, DFS: 14

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 1,218.00

APllUWI Well Area Basin Fleid Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (it) KB-Ground Distance (ft) KB-CF(ft) Spud Date RIg Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (br) Job ROP (filbr) Job ROP Rotating (fuhr) Job ROP Sliding (filhr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (WD) (ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
ReportStartDale Report EndDate Days From Spud (days) Starl Depth (ftKB) End Depth (ftKB) DÃilyOepth Progress (ft)

12/28/2012 06:00 12/29/2012 06:00 14 4,311.0 5,529.0 1,218.00
Operations at Report Time
Drillingahead @5540'
Operations Summary
TlH, drilling
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daljy.Contacts

Job Contact Position .- | !! . : filco
Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancoy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Stait Time Dur (hr) (hi} Code 1 Comment Stait Depth (ItKB) End Dep1h (ftKB)

06:00 0.50 0.50 23 Install rotatingrubber 4,311.0 4,311.0

06;30 (I100 1 50 6 TIH tp911' 4,311.0 4,3 11,0

07:30 7.50 9.00 2 Drillingfrom 4311' to 4732' 4,311.0 4,732.0

15;QO 0.50 9.50 7 Servig tig &top diive 4,732.0 732 O

15:30 6.00 15.50 2 Drillingfrom 4732' to 5064' 4,732.0 5,064.0

21:30 1.00 16.50 8 Blew vibratorhose under sub. Replaced hose. (lost about 2bbis. mud) 5,064.0 5,064.0

22:30 7.50 24.00 2 Drillíngfrom 5064' to 5540. 5,064.0 5,540.0

Mud Check: 4 338.0ftKB, 12/28/2012 13:00
Date Depth (itKB) Density (Iblani) Vis (s/qt) PV OR (Pa•s) YP OR {lbflt.. Ge' (10s) (Ibt.. Gel (10m) (Ib.. Gol (3ûm) (Ib., Filliate (mLI... FC {1/32 ) HÌÏ\l Hitrat HTHP FC (1.

12/28/2012 4,638.0 14.45 60 6.000 8.000 1.0 2
MBT(Ib/bbl} pH Pm (mUmL) Pf (mUmL} Mf(mLfmL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%} Caci {ppm) OilWater Ratio

3.000 1.500 36.5 88.2/11.8
Mud Lost (Hole) (bbl) Mud Lost (Suri) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.97
MLÏd:Û¾Ock: 5,411AftKB; 12/28/20 23|45
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PV OR (Pa•s} YP OR {lbfl1... Ge1 (10s) (ibf... Gel (10m) {lb., Gel (30m} (Ib... Filtrate (mU... FC {1/3T} HTHP Fittrat., HTHP FC (1...

12/28/2012 5,411.0 14.30 57 7.000 9.000 1.0 2
MBT(Ib/bbl} pH Pm (mUmL) Pf {mLimL) Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%} CaCI (ppm) 011Water Ratio

4.000 1.400 34.0 88.6/11,4
Mud Lost (Hole) (bbl) Mud Lost (Surt) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

14.52
Daily Drilling Porformanco
Depth In (ItKB) Depth Out (ft Drfled {ft) Date In Dais Out OnItTimo (br) 8) IAROP {rilhr)Rot Time (hr) Slide Time (br) % Slido Timo... ½ Rot Tune (%)

4,300.0 6,596.0 2,311,00 12/27/2012 07:00 12/30/2012 16:30 46.75 49.4 22.00 24.75 52.94 47.06
Casing & Linors

Set Depth OD NomMax
Run Dato Csy Des (flKD) Iop (11Kta) OD (in) ID (in} W(ILen (toitt) Grade (in) ID Nom Min(in}

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2012
armiimeincere Report #: 20, DFS: 15

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 961.00

API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Bev (ft) KB-Ground Distance (ft) KB CF (ft) Spud Date Rig Release Date

Grarid UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\WellSite Lead Rlg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (tilhr) Job ROP Rotating (filbr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KíckOtt Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth {ftKB) End Depth {ftKB) DailyDepth Progress (ft}

12/29Ï2012 06:00 12/30/2012 06:00 15 5,544.0 6,490,0 961.00
Operations at Report Time
Drillingahead @6510' building curve
Operations Summary
DRILLINGFROM 5540' TO 5955', SERVICE RIG, DRILLFROM 5955' TO 6438', DR1LLFROM 6438' TO 6510' BUILDINGCURVE
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dob Gontact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSt. (970) 986-4401

Time Log
Cum Dur

Start Ilme Dur (br) (hr) Code 1 Comment Start Depttt (ttKB) End Depth (f1KR)

06:00 10.50 10.50 2 Drillingfrom 5540' to 5955' 5,540.0 5,955.0
16:30 0.50 11.00 7 Senrice rig 5,955,0 5,955.0
17:00 8.00 19.00 2 Drillingfrom 5955' to 6438' 5,955.0 6,438.0
01:00 5.00 24.00 2 Drillingfrom 6438' to 6510' building curve 6,438.0 6,510.0

Mud Check: 5,783.0ftKB, 12/29/2012 16:30
Date Depth (ftKB) Denslty (Ib/gal) Vis (s/ql) PVOR {Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gal (10m) (Ib... Gel (30m) (Ib... Filicale (mLt... FC (1132") HTHP Filtrat,. HTHP FC (1...

12/29/2012 5,783.0 14.50 57 8.000 9.000 1.0 2
MBT(ibibbl) pH Pm (mL/mL) Pf (mLlmL) MP(mLimL} Chlorides (mg/L) Calcium (mg/L) Pat {mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.500 1.100 37.0 87.3/12.7
Mud Lost (Hole) (bbl) Mud Losi {Surf){bbl} LCM ECD - Manual Entr... T Flowline (°F} Comment

15.16 80.0
Mud Check: 6,453.0ftKB, 12/29/2012 23:45
Date Depth (ftKB) Density (Ibigal) Vis (slql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10Tn) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filkat... HTHP FC (1...

12/29/2012 6,453.0 14.40 58 8.000 10.000 1.0 2
MBT(Ibibbl) pH Pm {mLlmL) Pi(mLimL) Mf(mLimL) Chlorldes (mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ibibbl} Solids (%) CaCI (ppm) OilWater Rafio

3.600 2.400 35.0 87.7/12.3
Mud Last (Hale) (bbl) Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.66 91.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (tilhr)Rol Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24.75 52,94 47.06
Casing & Liners

Set Depth OD Nom Max
Run Date Osg Des (flKB} Top(ftKB) OD (in) 10 (in) WIILen (lblit) Grade (In) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

I
I

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2012
armiimeincere Report #: 20, DFS: 15

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 961.00

API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Bev (ft) KB-Ground Distance (ft) KB CF (ft) Spud Date Rig Release Date

Grarid UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\WellSite Lead Rlg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (tilhr) Job ROP Rotating (filbr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KíckOtt Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth {ftKB) End Depth {ftKB) DailyDepth Progress (ft}

12/29Ï2012 06:00 12/30/2012 06:00 15 5,544.0 6,490,0 961.00
Operations at Report Time
Drillingahead @6510' building curve
Operations Summary
DRILLINGFROM 5540' TO 5955', SERVICE RIG, DRILLFROM 5955' TO 6438', DR1LLFROM 6438' TO 6510' BUILDINGCURVE
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dob Gontact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSt. (970) 986-4401

Time Log
Cum Dur

Start Ilme Dur (br) (hr) Code 1 Comment Start Depttt (ttKB) End Depth (f1KR)

06:00 10.50 10.50 2 Drillingfrom 5540' to 5955' 5,540.0 5,955.0

16:30 0.50 11.00 7 Senrice rig 5,955,0 5,955.0
17:00 8.00 19.00 2 Drillingfrom 5955' to 6438' 5,955.0 6,438.0

01:00 5.00 24.00 2 Drillingfrom 6438' to 6510' building curve 6,438.0 6,510.0

Mud Check: 5,783.0ftKB, 12/29/2012 16:30
Date Depth (ftKB) Denslty (Ib/gal) Vis (s/ql) PVOR {Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gal (10m) (Ib... Gel (30m) (Ib... Filicale (mLt... FC (1132") HTHP Filtrat,. HTHP FC (1...

12/29/2012 5,783.0 14.50 57 8.000 9.000 1.0 2
MBT(ibibbl) pH Pm (mL/mL) Pf (mLlmL) MP(mLimL} Chlorides (mg/L) Calcium (mg/L) Pat {mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.500 1.100 37.0 87.3/12.7
Mud Lost (Hole) (bbl) Mud Losi {Surf){bbl} LCM ECD - Manual Entr... T Flowline (°F} Comment

15.16 80.0
Mud Check: 6,453.0ftKB, 12/29/2012 23:45
Date Depth (ftKB) Density (Ibigal) Vis (slql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10Tn) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filkat... HTHP FC (1...

12/29/2012 6,453.0 14.40 58 8.000 10.000 1.0 2
MBT(Ibibbl) pH Pm {mLlmL) Pi(mLimL) Mf(mLimL) Chlorldes (mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ibibbl} Solids (%) CaCI (ppm) OilWater Rafio

3.600 2.400 35.0 87.7/12.3
Mud Last (Hale) (bbl) Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.66 91.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (tilhr)Rol Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24.75 52,94 47.06
Casing & Liners

Set Depth OD Nom Max
Run Date Osg Des (flKB} Top(ftKB) OD (in) 10 (in) WIILen (lblit) Grade (In) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

I
I

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/30/2012
armiimeincere Report #: 20, DFS: 15

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 961.00

API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Bev (ft) KB-Ground Distance (ft) KB CF (ft) Spud Date Rig Release Date

Grarid UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company Man\WellSite Lead Rlg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (tilhr) Job ROP Rotating (filbr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KíckOtt Depth (TVD}(ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth {ftKB) End Depth {ftKB) DailyDepth Progress (ft}

12/29Ï2012 06:00 12/30/2012 06:00 15 5,544.0 6,490,0 961.00
Operations at Report Time
Drillingahead @6510' building curve
Operations Summary
DRILLINGFROM 5540' TO 5955', SERVICE RIG, DRILLFROM 5955' TO 6438', DR1LLFROM 6438' TO 6510' BUILDINGCURVE
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dob Gontact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSt. (970) 986-4401

Time Log
Cum Dur

Start Ilme Dur (br) (hr) Code 1 Comment Start Depttt (ttKB) End Depth (f1KR)

06:00 10.50 10.50 2 Drillingfrom 5540' to 5955' 5,540.0 5,955.0

16:30 0.50 11.00 7 Senrice rig 5,955,0 5,955.0
17:00 8.00 19.00 2 Drillingfrom 5955' to 6438' 5,955.0 6,438.0

01:00 5.00 24.00 2 Drillingfrom 6438' to 6510' building curve 6,438.0 6,510.0

Mud Check: 5,783.0ftKB, 12/29/2012 16:30
Date Depth (ftKB) Denslty (Ib/gal) Vis (s/ql) PVOR {Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gal (10m) (Ib... Gel (30m) (Ib... Filicale (mLt... FC (1132") HTHP Filtrat,. HTHP FC (1...

12/29/2012 5,783.0 14.50 57 8.000 9.000 1.0 2
MBT(ibibbl) pH Pm (mL/mL) Pf (mLlmL) MP(mLimL} Chlorides (mg/L) Calcium (mg/L) Pat {mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.500 1.100 37.0 87.3/12.7
Mud Lost (Hole) (bbl) Mud Losi {Surf){bbl} LCM ECD - Manual Entr... T Flowline (°F} Comment

15.16 80.0
Mud Check: 6,453.0ftKB, 12/29/2012 23:45
Date Depth (ftKB) Density (Ibigal) Vis (slql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10Tn) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filkat... HTHP FC (1...

12/29/2012 6,453.0 14.40 58 8.000 10.000 1.0 2
MBT(Ibibbl) pH Pm {mLlmL) Pi(mLimL) Mf(mLimL) Chlorldes (mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ibibbl} Solids (%) CaCI (ppm) OilWater Rafio

3.600 2.400 35.0 87.7/12.3
Mud Last (Hale) (bbl) Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

14.66 91.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (tilhr)Rol Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24.75 52,94 47.06
Casing & Liners

Set Depth OD Nom Max
Run Date Osg Des (flKB} Top(ftKB) OD (in) 10 (in) WIILen (lblit) Grade (In) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

I
I

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:12/31/2012
Report #: 21 DFS: 16

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 74.00

APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB<F (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location

Fidelity E&P NENE Sec18 T26S R20E
RIO Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr} Job ROP (itlhr) Job ROP Rotating (itihr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Stait Depth (flKB) End Depth (itKB) Daily Deplit Progress (fl}

12/30/2012 06:00 12/31/2012 06:00 16 6,522.0 6,596.0 74.00
Operations at Report Time
TIH
Operations Summary
Drilling&sliding building curve.POOH, lay down dir. BHA,install HES valve manifold in stand pipe hose, make up dir. BHA, test MWD, TIH
Operations Next Report Period
Drilling
Weather Wellbore
Snow Original Hole
Daily Cânt ts

Delbert Sullivan Company Man IWSL {970) 9864401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (br) Code 1 Comment Starl Deptit (ftKB) End Deplh (flKB}

06:00 8.50 8.50 2 Slide from 6510' to 6596 6,510.0 6,596.0

15:00 0.50 9.50 5 Cir., build &pump slug 6,596.0 6,596.0

00:30 1.00 19.50 23 Rig up HES HCR valve in pump line hose 6,596.0 6,596.0

01:30 2.00 21.50 6 Pick up mud motor &bit, test MWD 6,596.0 6,596.0

03:30 2.50 24,00 6 Til I fillingpipe every 20stds. 6,596.0 6,596.0

Mud Check: 6,583.0ftKB, 12/3012012 13:30
Date Depth (ftKB) Density (Ib/gal) Vis (sigt) PV OR (Pa•s) YP OH (Ibfl1... Gol (10s) (Ibb Go! (10m) (lb.. Get (30m) Ib . Fi rale (md... I C (1747) IITIIP I illraL.. HTHT' FC (t.

12/30/2012 6,583.0 14.50 56 8.000 10.000 1.0 2
MBT(Ibibbl) pH Pm (mLhnL} PT(mL/mt) Mf(mLImL} Chlorides (mg/L) Calcium (mg/L) Pot (mgíL) Lime (Ibibbl) Solids (%) CaCI (ppm) OIIWater Ratio

3.600 298,106.00 35 0 89.2/10.8
0

Mud Lost (Hole) (bbl) MudLost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
15.09 92.0

MudCh¼ 6 596 OkKBM2/30I20 3dß
Date Depth (ftKB) Density (Ib/gal} Vis (sfqt) PVOR (Pa s) YP OR (ibf/1,,, Gel (10s) (Ibf... Ge1 (10m} (Ib... Gel (30m) {lb.. Filtrate (mL/. FC (1/32") HTHP Filtrat .. HTHP FC (1..

12/30/2012 6,596.0 14.50 59 8.000 10.000 1.0 2
MBT(Ib/bbl) pH Pm (mLlmL} Pf (mLImL) Mf(mLimL) Chlotîdes (mg/L) Calcium (mg/L} Pot (mg/L} Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Ratio

3.600 312,401.00 35.0 89.2/10.8
0

Mud Lost (Hale) (bbl) Mud Lost {Surf) (bbl) LCM ECD - ManualEntr... T Flowline ('F) Comment
14.96

Daily Dfillingfgrfofmanc
Depth In (ftKB) Depin Out (iL. Drilled(It) Date in Date Out Ori11Time (hr) BHA ROP (ft/hr) RolTime (hr) Slide Time (hr} % Slide Time... % Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24 75 52.94 47.06
Casing & Liners

Sol Dopth OD Nom Max
RLM Dale CSg Des (fiKB) Top (ftKB) OD (In} ID (in) Wl/Lon (Iblit) Grade (in) ID Nom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

(2/11/2012 Surface 97 0 g.0 3 3/8 12.615 5(50 dg5 ig3/8 21615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:12/31/2012
Report #: 21 DFS: 16

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 74.00

APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB<F (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location

Fidelity E&P NENE Sec18 T26S R20E
RIO Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr} Job ROP (itlhr) Job ROP Rotating (itihr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Stait Depth (flKB) End Depth (itKB) Daily Deplit Progress (fl}

12/30/2012 06:00 12/31/2012 06:00 16 6,522.0 6,596.0 74.00
Operations at Report Time
TIH
Operations Summary
Drilling&sliding building curve.POOH, lay down dir. BHA,install HES valve manifold in stand pipe hose, make up dir. BHA, test MWD, TIH
Operations Next Report Period
Drilling
Weather Wellbore
Snow Original Hole
Daily Cânt ts

Delbert Sullivan Company Man IWSL {970) 9864401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (br) Code 1 Comment Starl Deptit (ftKB) End Deplh (flKB}

06:00 8.50 8.50 2 Slide from 6510' to 6596 6,510.0 6,596.0

15:00 0.50 9.50 5 Cir., build &pump slug 6,596.0 6,596.0

00:30 1.00 19.50 23 Rig up HES HCR valve in pump line hose 6,596.0 6,596.0

01:30 2.00 21.50 6 Pick up mud motor &bit, test MWD 6,596.0 6,596.0

03:30 2.50 24,00 6 Til I fillingpipe every 20stds. 6,596.0 6,596.0

Mud Check: 6,583.0ftKB, 12/3012012 13:30
Date Depth (ftKB) Density (Ib/gal) Vis (sigt) PV OR (Pa•s) YP OH (Ibfl1... Gol (10s) (Ibb Go! (10m) (lb.. Get (30m) Ib . Fi rale (md... I C (1747) IITIIP I illraL.. HTHT' FC (t.

12/30/2012 6,583.0 14.50 56 8.000 10.000 1.0 2
MBT(Ibibbl) pH Pm (mLhnL} PT(mL/mt) Mf(mLImL} Chlorides (mg/L) Calcium (mg/L) Pot (mgíL) Lime (Ibibbl) Solids (%) CaCI (ppm) OIIWater Ratio

3.600 298,106.00 35 0 89.2/10.8
0

Mud Lost (Hole) (bbl) MudLost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
15.09 92.0

MudCh¼ 6 596 OkKBM2/30I20 3dß
Date Depth (ftKB) Density (Ib/gal} Vis (sfqt) PVOR (Pa s) YP OR (ibf/1,,, Gel (10s) (Ibf... Ge1 (10m} (Ib... Gel (30m) {lb.. Filtrate (mL/. FC (1/32") HTHP Filtrat .. HTHP FC (1..

12/30/2012 6,596.0 14.50 59 8.000 10.000 1.0 2
MBT(Ib/bbl) pH Pm (mLlmL} Pf (mLImL) Mf(mLimL) Chlotîdes (mg/L) Calcium (mg/L} Pot (mg/L} Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Ratio

3.600 312,401.00 35.0 89.2/10.8
0

Mud Lost (Hale) (bbl) Mud Lost {Surf) (bbl) LCM ECD - ManualEntr... T Flowline ('F) Comment
14.96

Daily Dfillingfgrfofmanc
Depth In (ftKB) Depin Out (iL. Drilled(It) Date in Date Out Ori11Time (hr) BHA ROP (ft/hr) RolTime (hr) Slide Time (hr} % Slide Time... % Rot Time (%)

4,300.0 6,596.0 2,311.00 12/27/2012 07:00 12/30/2012 15:30 46.75 49.4 22.00 24 75 52.94 47.06
Casing & Liners

Sol Dopth OD Nom Max
RLM Dale CSg Des (fiKB) Top (ftKB) OD (In} ID (in) Wl/Lon (Iblit) Grade (in) ID Nom Min (in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124

(2/11/2012 Surface 97 0 g.0 3 3/8 12.615 5(50 dg5 ig3/8 21615

12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2013
"* Report #: 22, DFS: 17

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: -6,556.00

APIIUWI Well Area Basin Fleid Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation {fi} CF Elev {ft} KB Ground Distance (ft) KB-CF (fl) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/ht) Job ROP Sliding {ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ItKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
Report Start Date Report End Date Days From Spud {days) Stait Deplb {ílKB) End Depth {f(KB) DailyDepth Progress (It}

12/31/2012 06:00 1/1/2013 06:00 17 6,596.0 6,711.0 -6,556.00

Operations at Report Time
ahead @6915'

Operations Summary I
TIH, Slide &drill
Operations Next Report Period
Drilling
Weather Weilbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact RosiEon Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (br} Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH from 2871' to 6596' fillingpipe every 20stds, 6,596.0 0.0
08:00 9.50 11.50 2 Drillfrom 6596' to 6711' building curve 6,596.0 6,711.0
17:30 0.50 12.00 7 Service rig & top dríve 6,711.0 6,711.0
18:00 10.50 22.50 2 Drillfrom 6711' to 6894' ( building curve) 6,711.0 6,894.0
04:30 0.50 23.00 7 Service rig & top drive 6,894.0 6,894.0
05:00 1.00 24.00 2 Drillingfrom 6894. to 6915' (building curve) 6,894.0 6,915.0
Mud Check: 6,683.0ftKB, 12/31/2012 14:00
Date Depth (flKB) Denslty (1b/gal) Vis (s/qt) PV OR (Pa•s) YP OR {\bfil..,Gel (10s} (Ibf... Gel {10m} (Ib... Gel (30m) (ib... Filtrate (mLI... FC {1/32") HTHP Filtrat... HTHP FC (1-.

12/31/2012 6,683.0 14.50 59 8.000 10.000 1.0 2
MBT(Ib/bbl) pH Pm (mUmL) Pf (mUmL) Mf(mLimL) Chlorides (mg/L) Calcium {mg/L} Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.700 2.500 35.0 89.2/10.8
Mud Lost (Hole) (bbl) MudLost(Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

15.19 96.0
Mud Check: <depth>ftKB, 12/31/2012 23:45
Dale Depth (ftKB) Density (Ib/gal} Vis (s/ql) PVOR (Pa•s) YP OR {lbfl1... Gel (10s} (Ibf... Gel (10m) (Ib... Gel {30m) {lb... Filtrate (mLI... FC (1132'} HTHP Filtrat... HTHP FC (1.,,

12/31/2012
MBT (Ib/bbl) pH Pm (mt/mL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Iblbbl) Solids (%) CaCl {ppm) OilWater RaEo

Mud Lost (Hole} (bbl) MudLosl(Surl) (bbl) LCM ECD - Manual Entr... T Flowline (*F) Comment

Daily Drilling Performance
Depih in (f!KB) Depth Out (ft... Drilled(ft} Data in Date Out DrillTime (hr) BHA ROP ( r) Rot Time (hr) Slide Time (br) % Slide Time.,. % Rot Time (%)

6,596.0 7,116.0 12/31/2012 08:00 1/2/2014 06:00 33.00 15.00 18.00 54.55 45.45
Casing & Liners

Sel Depth OD Nom Max
Run Data Csg Des (ftKR} Top (flKD) OD (in) ID(in} WUl.en (ibitt) Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J 55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/1/2013
"* Report #: 22, DFS: 17

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: -6,556.00

APIIUWI Well Area Basin Fleid Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation {fi} CF Elev {ft} KB Ground Distance (ft) KB-CF (fl) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec 18 T26S R20E
Rig Company Man\Well Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 12/10/2012 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/ht) Job ROP Sliding {ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ItKB)

12,061.0 12/29/2012 6,438.0
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RECEIVED: Jan. 02, 2013

Sundry Number: 33361 API Well Number: 43019500270000Sundry Number:. 33361 API Well Number: 43019500270000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/2/2013
eramamemu Report #: 23 DFS: 18

Well Name: Cane Creek Unit 18-2 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name Llcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County StateiPovince Surveyed Elevation (It) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00
Operator Surface Legal Location
Fidelity E&P NENE Sec18 T26S R20E
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com - (970) 986-4401 12/10/2012 06:00
DrillingHours {hr} Circulatíng Hours (hr) Job ROP {filhr) Job ROP Rotating (ft/hr) Job ROP Sliding (tter) Job Rotating % (%) Total Job Percent SIlding (%)

157.25 13.75 2.4 55.1 17.3 72.81 27.19
Target Depth (ffKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD){ftKB)

12,061.0 12/29/2012 6,438.0
Daily Operations
ReportStartDate Report End Date Days From Spud (days) Start Depih (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/1/2013 06.00 1/2/2013 06:00 18 6,711.0 6,711.0 0.00
Operations at Report Time
POOH
Operations Summary
Slide &Drillto 7116', change swivel packing, cir., build & pump slug, POOH
Operations Next Report Period
Drilling
Weather Weilbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posillon Ofilco

Delbeit Sullivan Cornpany Man / WSL (970) 986 4401
Tucker Yancey Cornpany Man / WSL (970) 986-4401

Timo Log
Cum Our

Stait Ilmo I)ur (hr) (br) Codo 1 Comment Starl Depth (ttKB) Fmí Depth (ftKD}

06:00 5.00 5.00 2 Drillingfrom 6915'to 6995' (building curve) 6,915.0 6,995,0
11:00 0.50 5.50 7 Service rig 6,995.0 6,995.0
11:30 11.00 16.50 2 Drillingfrom 6995' to 7116' (building cuivo) 6,995.0 7,116.0
22:30 2.50 19.00 23 Change swivel packing 7,116.0 7,116.0

01:00 1.00 20.00 5 Cir, bottoms up &build &pump slug 7,116.0 7,116.0
02:00 4.00 24.00 6 ROOH 7,116.0 7,116.0
Mud Check: 7,038.0ftKB, 1/1/2013 14:30
Date Depth (ftKB) Density (lb/gal) Vis (siqi} PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m)]ÍS...FIlkate (mU... FC (1/32") HTMP Filtrat HTHP FC (1...

1/1/2013 7,038.0 14.50 59 9.000 11.000 4.0 2
MBT{lbibbl) pH Pm (mLimL} Pf (mLImL) Mf(mLImL) Ch1orides (mg/L) Calclum (mglL} Pot (mg/L} Lime (Ibibbi) Solids (%) CaCI (ppm} OilWater Ratio

4.500 2.500 35.0 89.2/10.8
Mud Lost {Hale) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

15.17 94.0
Mud Check: 7,116.0ftKB, 1/1/2013 23:45
Date Depth (ftKB) Density (lb/gal) Vis (s/qt} PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (ib... Gel (30m) (Ib.. Filkate (mU .. FC (1/32") HTHP Filtrat... HTHP FC (i...

1/1/2013 7,116.0 14.50 59 9.000 13.000 4.0 2
MBT{lbibbl) pH Pm {mLimL} Pi {mLimL) Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%} CaCI (ppm} OllWater Ralio

5.600 448,624.00 35.5 89.1/10.9
0

Mud Lost(Hofe) {bbl) Mud Lost(Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
15.17 89.0

Daily Drilling Performance
Depth In (itKB) Depth Out {ft... Drilled (ft) Date In Date Out DrillTime (br) BHAROP (ft/hr) RotTtme (hr) Slide Time {hr) % Slide Time... % Rot Time {%)

6,596.0 7,116,0 12/31/2012 08:00 1/2/2014 06:00 33.00 15.00 18.00 54.55 45.45
Casing & Liners

Set Depth OD NomMax
Run Date Csg Des {ftKB) Top (itKB} OD (in) fD (In) WilLen (Ihtit} Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Job Contact Posillon Ofilco

Delbeit Sullivan Cornpany Man / WSL (970) 986 4401
Tucker Yancey Cornpany Man / WSL (970) 986-4401

Timo Log
Cum Our

Stait Ilmo I)ur (hr) (br) Codo 1 Comment Starl Depth (ttKB) Fmí Depth (ftKD}

06:00 5.00 5.00 2 Drillingfrom 6915'to 6995' (building curve) 6,915.0 6,995,0
11:00 0.50 5.50 7 Service rig 6,995.0 6,995.0
11:30 11.00 16.50 2 Drillingfrom 6995' to 7116' (building cuivo) 6,995.0 7,116.0
22:30 2.50 19.00 23 Change swivel packing 7,116.0 7,116.0

01:00 1.00 20.00 5 Cir, bottoms up &build &pump slug 7,116.0 7,116.0
02:00 4.00 24.00 6 ROOH 7,116.0 7,116.0
Mud Check: 7,038.0ftKB, 1/1/2013 14:30
Date Depth (ftKB) Density (lb/gal) Vis (siqi} PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m)]ÍS...FIlkate (mU... FC (1/32") HTMP Filtrat HTHP FC (1...

1/1/2013 7,038.0 14.50 59 9.000 11.000 4.0 2
MBT{lbibbl) pH Pm (mLimL} Pf (mLImL) Mf(mLImL) Ch1orides (mg/L) Calclum (mglL} Pot (mg/L} Lime (Ibibbi) Solids (%) CaCI (ppm} OilWater Ratio

4.500 2.500 35.0 89.2/10.8
Mud Lost {Hale) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

15.17 94.0
Mud Check: 7,116.0ftKB, 1/1/2013 23:45
Date Depth (ftKB) Density (lb/gal) Vis (s/qt} PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (ib... Gel (30m) (Ib.. Filkate (mU .. FC (1/32") HTHP Filtrat... HTHP FC (i...

1/1/2013 7,116.0 14.50 59 9.000 13.000 4.0 2
MBT{lbibbl) pH Pm {mLimL} Pi {mLimL) Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%} CaCI (ppm} OllWater Ralio

5.600 448,624.00 35.5 89.1/10.9
0

Mud Lost(Hofe) {bbl) Mud Lost(Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
15.17 89.0

Daily Drilling Performance
Depth In (itKB) Depth Out {ft... Drilled (ft) Date In Date Out DrillTime (br) BHAROP (ft/hr) RotTtme (hr) Slide Time {hr) % Slide Time... % Rot Time {%)

6,596.0 7,116,0 12/31/2012 08:00 1/2/2014 06:00 33.00 15.00 18.00 54.55 45.45
Casing & Liners

Set Depth OD NomMax
Run Date Csg Des {ftKB) Top (itKB} OD (in) fD (In) WilLen (Ihtit} Grade (in) ID Nom Min(in)

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
12/25/2012 Intermediate 1 4,268.0 23.0 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Feb. 04, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

2 /4 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There has been no activity on this well for the last month. Waiting on
completion.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /4 /2013

February 13, 2013

Sundry Number: 34381 API Well Number: 43019500270000Sundry Number: 34381 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/4/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no activity on this well for the last month. Waiting on
.

Accepted by the
completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 13, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/4/2013

RECEIVED: Feb. 04,

Sundry Number: 34381 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/4/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no activity on this well for the last month. Waiting on
.

Accepted by the
completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 13, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/4/2013

RECEIVED: Feb. 04,

Sundry Number: 34381 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/4/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no activity on this well for the last month. Waiting on
.

Accepted by the
completion. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 13, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/4/2013

RECEIVED: Feb. 04,



RECEIVED: Mar. 05, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /5 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Well is waiting on completion 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 3 /5 /2013

March 05, 2013

Sundry Number: 35273 API Well Number: 43019500270000Sundry Number: 35273 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/5/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well is waiting on completion Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/5/2013

RECEIVED: Mar. 05,

Sundry Number: 35273 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/5/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well is waiting on completion Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/5/2013

RECEIVED: Mar. 05,

Sundry Number: 35273 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/5/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well is waiting on completion Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/5/2013

RECEIVED: Mar. 05,



I
i Accepledbythe

UtahDivisionof
Oil,GasandMinira

FOR RECORDONLY

FIDELITY EXPLORATION & PRODUCTION CO.

CANE CREEK UNIT # 18-2H

NE/NE Sec 18, T26S, R20E

GRAND COIJNTY, UTAH -SÔ02

i
i
i
I

i
i GEOLOGY REPORT

Hal Schmidt Sam Spencer
Consulting Geologist Consulting Geologist
Hal Schmidt LLC Spencer Consulting LLC
10 Heather Way 3218 Breckenridge Dr. W

I Golden, Colorado 80401 Colorado Springs, Colorado 80906
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i

WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # l8-2H

I
OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

ADDRESS: 1700 Lincoln, Suite 2800, Denver, CO. 80203

WELL NAME: CANE CREEK UNIT # 18-2H

I API #: 43-0 19-400·b2-0000

SURFACE LOCATION: NE/NE SEC 18 T26S, R20E
741' FNL & 720' FEL
Grand County, Utah

FIELD: Big Flat ( Cane Creek Unit)

COUNTY, STATE Grand, Utah

i BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian Cane Creek

i BASIS OF PROSPECT:
Production from Cane Creek in near by wells

ELEVATION: GL: 5,996' KB: 6,018'

SPUD DATE: December 15, 2012

i TD DATE: January 12, 2013

HORIZONTAL TARGET: Cane Creek

i KICK-OFF POINT: 6425'

TOTAL DEPTH: 11,969' MD

HORIZONTAL TARGET: Cane Creek
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i

WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEKUNIT # 18-2H

TVD AT TD: 7823.96'

i BOTTOM HOLE LOCATION: 3593.1' N, 3579.87' W:
2427.9 FNL & 980.13' FWL Sec 7, T26S R20E

FINAL VERTICAL SECTION: 5070.94'

I
FINAL AZIMUTH: 313

TOTAL DRILLING DAYS

STATUS OF WELL: Waiting Completion

i CONTRACTOR: Frontier Drilling Rig #10

TOOLPUSIIER: Russel Hodges, Allen Nelson

i
FIELD SUPERVISORS: Mark Lewis, Delbert Sulivan, David Serrette, Tucker Yancey

MUD COMPANY: NOV Bariod
Bruce Butler, Moe Butler

MUD TYPE: Water/air to 4,592' , Oil Base Mud to TD

WELLSITE GEOLOGISTS: Hal Schmidt, Sam Spencer

PROSPECT GEOLOGIST: Robert Flook, Dave List, Fidelity.

ROCK SAMPLING: 30' Lagged Samples to Cane Creek
30' Lagged Samples in Cane Creek
Two sets of dry sample cuts were collected.

DIRECTIONAL DRILLERS: Pathfinder
Doug Tanner, Johnathan Rice

i
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i

WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 18-2H

MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @103': 13 3/8" @ 969'
9 5/8" @4,269': 7" @ 11,969'

I
HOLE SIZE: 17 1/2" base 20" conductor to 971'

I 12 1/4" to 4,290'
8 1/2" 4,290' to l 1,969' TD Lateral

I
i CORES and DST's: None

WIRELINE: Thru-Bit in Lateral

i KEY OFFSET WELLs Nearby production from Cane Creek Shale
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I
i FIDELITYEXPLORATION AND PRODUCTION

DISTRIBUTION
CANE CREEK UNIT # 18-2H

I
Geological Final Mud Digital mud Well

DISTRIBUTION Report Log prints log Cuttings

i Fidelity Exploration and Production Co.
Drilling Manager
Bruce Houtchens 3 3 3 0

1700 Lincoln St. Suite 2800,
Denver CO 80203

Fidelity E&P Co.
Bob Flook

1700 Lincoln 1 1 1 1

i Suite 2800
Denver CO 80203

I
Dave Koval

i Fidelity Exploration and Production
1700 Lincoln St. 1 1 1 1

Suite 2800
Denver, CO 80203

State of Utah
Division Oil Gas and Mining

P.O. Box 145801
1594 W. Temple 1 0 1 1

i Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

1 0 0 0D
2
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DAILY DRILLINGSUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 18-2H

I
DEPTH

DAY DATE 2012
OH SO HARGE

BIT# 24 HR ACTIVITY FORMATION

Rig up floor. Test air lines. Hold safety Make up
Hammer TIH. Drill f/ 103' to 256' Rack back 2 stands.
Pick up 5 joints HWDP. Drill f/ 256' to 409' Survey @ Kayenta
360' =

0.56°. Drill f/ 409' to 564' Rack back 2 Stands Wingate
1 15-Dec 103 552 1 HWDP PU 3 stands DC's. Drill f/ 564' to 655' Chinle

Drill f/ 655' to 747' Blow hole clean for survey. Survey
@ 730' 1.15° Drill f/ 747' to 832'. POOH Change out

i Hammers. TlH w/ new hammer. Drill f/ 832' to 971'/
blow hole clean. TOOH. PU tri-cone bit TIHto 971'
Survey @ 950' 0.5°. Pump Hi-Vis sweep. TOOH. Rig up

1/2/ casers Run 23 jts J-55 54.5#/ft BTC/ 10 centralizers set Chinle
2 16-Dec 655 316 3 at 969' RD casers. RUcementers Moenkopi

Test cementers line. Pump 10 bbl super flush. 10 bbl
H2O spacer. 186.7 bbl Lead Cement. 81.9 bbl tail
cement Drop plug. Wash down lines and bl;oie line.
Ruogh cut casing. LD conductor and 13 3/* casing. Top
job 20 ft cmt. Weld on well head. Weld and test well
head. Nipple up "B" section and spool BOP.

3 17-Dec 971 0 Moenkopi
Nipple up. Test BOP 250 psi Low 5 min and 10,000 psi

4 18-Dec 971 0 Hi 10 min. Casing head to 5000 psi Moenkopi

i Test out side choke lines. Casing to 2000 psi. Rig
5 19-Dec 971 0 service. PU Drill pipe 216 jts 4 1/2" S-135 DP Moenkopi

PU DP, Rig down lay-down truck. PU Hammer, PU 18"

i DC, TIH Install rotating rubber, drill float/shoe Drill f/ Moenkopi
6 20-Dec 971 552 3 971' to 1,523' Cutler

i Drill f/ 1,523' to 1,677' Survey @ 1644' 0.64°. Drill w/
air f/ 1,677' to 2,241. Rig service. Drill f/ 2,241' to 2,301'
Survey= 0.3°. Drill f/ 2,301' to 2,990' survey @ 2,956' = Cutler

7 21-Dec 1523 1505 3 0.88°. Drillfl 2,990' to3,028' TOOH Honaker trail

Trip for Hammer. LDhammer/ PU new hammer. TIH

I unload hole at 2520' Unload hole at 3028' Drill f/ 3,028'
to 3,176' Rig Service. Drill f/ 3,176' to 3,459' Survey @
3423' =

1.29°. Drill f/ 3,459' to 3,730' bring 1 more
compressor on line. Drill f/ 3,730-3,779'. Hole watered

8 22-Dec 3028 751 4 out. Honaker trail

I
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i
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-2H

I
i DEPTH

06:00 24 HR
DAY DATE2012 HRS FOOTAGE BIT# 24 HR ACTIVITY FORMATION

I TOOH LDHammer. PU 2 8" DC's 16" DC. Mudmotor/
tricone bit. TIH Unload hole at 2,500' & 3,741'. Drill f/

9 23-Dec 3779 436 5 3,779' to 4,215' Hona ker trail

i Drill f/ 4,215' to 4,290' TD 12 1/4" Hole.Spot Hi-vis pill
on bottom, Short trip 20 STDS. TIH can't unload hole.
Pull 10 STDS.Unload bloe. TIH. Circulate areated fluid.

I Spot Hi-vis pill on bottom. TOOH.LD 8" DC's/
Mudmotor/ Bit. Clean floor.Pull wear bushing. Rig up Honaker Trail
Casers. Run 9 5/8" HCP-110 BTCcasing Paradox Salt

i 10 24-Dec 4215 75 5 Section

Run 9 5/8" 47# HCP=110 BTC . Set at 4,269', R/D casers.
R/U Cementers, Test lines. Cement w/ Haliburton
Nitrogen foam Cement, R?D cementers. MU 13 5/8"
Pack off, set on mandrel,ran box screws locked pack
off, Testes pack off to 5000 psi.Nipple down rotating
head, Nipple up Haliburton rotating head. Gryo hole w/
Gryo-data, Nipple uporbit valve, Test casing to 4500 Paradox Salt

11 25-Dec 4290 0 psi. Section
Blow down choke, vibrating hose, Rig up Katch Kan on
BOP. PU BHA. TIH Tag cement. Drill float cement ans

i shoe, Drill new hole f/ 4,290' - 4,300' FIT 18.0 MWE. Paradox Salt
12 26-Dec 4290 10 6 Clean mud pits. Fill pits w/ Invert mud. Section

Fill choke line/kill line w/ invert mud. Slip and cut 80'

i Drilling line. Displace water in hole w/ Invert mud. Drill
f/ 4,300' to 4,311' Wont drill. Build slug. TOOH. LD DC's.
PU new bit/motor, TIH replace IBOP, Halliburton Paradox Salt

13 27-Dec 4300 11 6 rotating head, Section
Install rotating rubber, TIH Drilling f/ 4,311' to 4,732'
Rig Service, Drilling f/ 4,732' to 5,064' Replace mud line Paradox Salt

14 28-Dec 4311 1235 7 from sub to rig floor. Drill f. 5,064' to 5,546' Section

Drill f/ 5,546' to 5,955' Rig service. Drill f/ 5,955' to Paradox Salt

i 15 29-Dec 5546 976 7 6,438' KOP Slide f/ 6,438' to 6,522' Section

Drill f/ 6,522' to 6,596' TOOH Can't build angle fast Paradox Salt
16 30-Dec 6522 74 7 enough.XO Mudmotor PU new bit/mudmotor, TlH Section

i
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DAILY DRILLINGSUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 18-2H

I
i
i DEPTH

06:00 24 HR
DAY DATE 2012 HRS FOOTAGE BIT# 24 HR ACTIVITY FORMATION

I TlH fill pipe every 20 STDS.Drill f/6596' to6,711' Rig Paradox Salt
17 31-Dec 6596 305 8 service, Drill curve f/ 6,711' to 6,901' Section

Drill f/ 6901' to 6,995' Rig service. Drill f/ 6,995' to Paradox Salt

i 7,116'. Change wash pipe on swivel, circulate bottoms Section Cane
18 1-Jan 6901 215 8 up. Pump slug. TOOH Creek

Paradox Salt

i TOOH LD bit/motor PU new bit/hammer. TlH fill pipe Section Cane
19 2-Jan 7116 252 7RR every 20 stds. Drill f/ 7,116' to 7,368' Creek

Paradox Salt
Drill f/ 7,368' to 7,932' Rig service. Drill f/ 7,932' to Section Cane

20 3-Jan 7368 1242 7RR 8,170, Circulate samples, Drillf/ 8,170' to 8,610' Creek

i Drill f/ 8,610' to 8,963' Rig service. Drill f/ 8,963' to Paradox Salt
21 4-Jan 8610 485 7RR 9,095' Section

Drill f/ 9,095'to 9,115', ream hole 9.051'-9,115'. Drill f/

I 9,115' to 9,130'. Circulate. Pull 1 stand. Check for flow,
No Flow. Circulate. Pump slug. TOOH. LD directional

22 5-Jan 9095 35 7RR tools, PU new mudmotor./ bit/ IPZIG tool. Cane Creek
PU directional tools. TlH to 4,277'. Pressure test
Halliburton MPWD. Slip and cut drilling line. TIH, Test
MWD, TlH Log near bit gamma f/ 8950' to 8,972' Wash
pipe leaking, change wash pipe. Log near bit gamma

23 6-Jan 9130 0 10 8,972' to 9,130' Cane Creek

Drill f/ 9,130' to 9,233' Rig service. Drill f/ 9,233' to
24 7-Jan 9130 487 10 9,423' Circulate samples. Drillf/ 9,423' to 9,617' Cane Creek

Drill f/ 9,617' to 9.986' Rig service. Drill f/ 9,986' to

i 25 8-Jan 9617 729 10 10,346' Cane Creek
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DAILY DRILLING SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 18-2H

I
i

DEPTH

I 06:00 24 HR
DAY DATE2012 HRS FOOTAGE BIT# 24HRACTIVITY FORMATION

Drill f/ 10,346' to 10,831' Pulsation dampener washed

i out, Call welder, Repair washed out flange. Drill f/
26 9-Jan 10346 539 10 10,831' to 10,885' Cane Creek

i Drill f/ 10,885' to 11,019' Rig service. Drill f/ 11,019' to
11,432' Lay down washed joint DP. Drill f/ 11,432' to

27 10-Jan 10885 590 10 11,475' Mudmotor failed, Pump slug, TOOH Cane Creek

i TOOH, LDdirectional tools, PU new mudmotor/bit, TIH
28 11-Jan 11475 0 10 PU 6 stands, TlH, circulate@ 9,100' Cane Creek

Circulate out slug, TIH Drilling f/ 11,475' to 11,588' rig

i service. Drill f/ 11,588' to 11,969' TDwell, Circulate,
29 12-Jan 11475 494 10 Pump slug, Short trip, Work on wash pipe. Cane Creek

Circulate out slug. TIH Circulate. Pump slug, TOOH for

i logs. Monitor well at 9,000'. TOOH PU Thru Bit tools,
30 13-Jan 11969 0 TlH Fill pipe every 20 stands, Cane Creek

i TIH Slip and cut drilling line at 4500' TlH Circulate at
9,200' TIH circulate at 11965' RU Thru-bit truck, PU
Iogging tool, Pump tool down. RD logging truck. Run

i 31 14-Jan 11969 0 logs w/ Thru bit Cane Creek

Run logs w/ Thru-Bit 11,960' to 4,050'. R/U wireline
Retrive Thru-Bit tool. R/D wire line. TIH to 6,850'

i Circulate. TlH to TD 11,969' Circulate. RU lay down
32 15-Jan 11969 0 truck. Lay Down 4 1/2" Drill pipe Cane Creek

Laydown 4 1/2" drill pipe. Rig up casers. Make up shoe

i and float joint. Pump through float, Run 7" HCP-110
33 16-Jan 11969 0 casing Circulate @ 6,365'. Cane Creek

Circulate @ 10,900' Run 7" casing, Circulate @11,361,
Run 7" casing, Circulate @ 11,965' Rig up cementers,

34 17-Jan 11969 0 Test lines Cane Creek

35 18-Jan 11969 0 Cement 7" casing. Geologists released Cane Creek
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GEOLOGICAL INTRODUCTION

i
i The Fidelity Exploration & Production Co. Cane Creek Unit #18-2H, located in NE NE, Section 18, T26S,

R20E, spud in the Jurassic, Kayenta Formation on December 15, 2012. The surface location of the 18-2H

I well is approximately 45' east of the existing 18-1 well. The #2H was drilled vertically to a kick off point
of 6438', where it was deviated to the northwest to land in the Cane Creek Shale at 9130'md at a hole
inclination of 90.75 deg. A horizontal lateral was drilled from the landing point at a 313 degree azimuth
to total depth of 11,969'md, 7824'tvd in the Cane Creek Shale.

A 24 hour, two man geologist well site service began on December 21, 2012 at 3028'. Samples were
caught, but gas detection was not possible due to lack of a connection to the blooie line. The decision
was made to begin gas detection after intermediate casing was set at 4268'. An MSI chromatograph was
used to record total gas along with the various gas components of C-1through C-4. The total gas
readings were displayed on the rig electronic data recorder screen " Pason" for viewing by operating
personnel at the rig. The total gas and the various gas components recorded were plotted at lagged
depth to compile a permanent mudlog record of drilling parameters, Iithology drilled along with hydro
carbon shows.

VERTICALHOLE

I PENNSYLVANIAN

Honaker Trail Formation

i Sample examination started at 3028' in the Honaker Trail Formation. Lithology consisted predominately
of limestone which was light to dark gray in color, dense to micro-crystalline and slightly argillaceous
with a few scattered interbeds of white, very fine grained, calcareous sandstone.

Paradox Formation

The top of the Paradox formation was picked at 3980' in the 18-1well and appears to be the same in the

i twin 18-2H. The upper part consisted of limestone, light tan to brown in color, micro crystalline to
dense, argillaceous with traces of brown chert.

I The top of the Ismay member is at 4057' and Salt #1was picked on drill time at 4116'. The Ismay
consisted of dolomite and limestone, light brown in color, and was micro crystalline to dense with
occasional indistinct fossil hash. Some white, opaque, crystalline anhydrite was also present in the
samples. Due to drilling with aerated water no salt was present in the samples as it dissolved as it was
being drilled.

Clastic #1 was picked at 4191' on slowing of the drill time and the presence of anhydrite in the samples.

I The anhydrite was white, clear to opaque, dense, with tan-brown streaks. The remainder of Clastic #1
consisted of limestone, medium gray in color, very fine crystalline, soft and argillaceous. Black, organic,
carbonaceous, sooty, slightly calcareous shale was interbedded with the limestone.

Salt #2 was picked at 4283' based on a drill time increase and intermediate casing was then set at
4268'in the anhydrite that caps Salt #2. Intermediate 9 5/8"casing was set and cemented at 4268' and a
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satisfactory formation integrity test (FIT to 18 EMW) was obtained. Drilling resumed using a PDC type

i bit, mud motor and oil base mud as a drilling medium. With the change to oil base mud, with flow thru
the shakers, gas detection became possible. While drilling ahead gas increases were recorded from
various clastic zones as follows.

Clastic #2: Gas increased to 404 units and then to 458 units at 4406' to 4448' primarily from black,
organic, carbonaceous, shale. The chromatograph indicated methane and ethane was present. Mud wt.
was 14.6 ppg.

Clastic #3: A significant gas increase to 2563 units was recorded from 4540' to 4610' probably mostly
from Clastic #3 black shale and dolomite. The chromatograph indicated the composition was methane,
ethane and propane. Mud weight at 14.4 was cut to 13.7 by gas. A similar gas show was recorded from
4482' to 4502' in the 18-1 well which is 45 feet away from the 2H well.

I Clastic #4: From 4686'to 4710'gas increased to 2440 units. This may be partly recycled gas from Clastic
#3 or it may be coming from black shale near the top of Clastic #4. A gas increase of 2912 units was
recorded from a similar depth in the 18-1. Methane, ethane and propane were present and mud weight
was 14.4 ppg.

Clastic #9: A minor gas increase to 221 units was recorded at 5698' from a thin black shale in Clastic #9.
Methane and ethane were identified and mud weight was 14.5 ppg.

Clastic #12: A gas increase to 952 units was recorded from 6030'to 6050'. The lithology consisted of
black shale and dolomite. Methane, ethane and propane gases were present. Mud weight was 14.4 ppg.

CANE CREEKSHALE , General Lithology

The Cane Creek Shale is divided into three zones termed A, B and C. The A zone comprises the upper
one third of the Cane Creek Shale and is composed of alternating thin beds of anhydrite, black shale and
dolomite. Anhydrite tends to predominate towards the top of this interval.

I The B zone is composed of black, radioactive, carbonaceous, shale and light to medium gray, dolomite.
This is the predominate lithology in the middle one third of the Cane Creek and is the principal
productive interval in the shale.

The C zone comprises the lower one third of the Cane Creek and is generally dominated by anhydrite
and dolomite with some thin organic black shales.

HORIZONTAL LATERAL 18-2H

At 6438' the vertical well was deviated northwest, building angle at 10 degrees per 100 feet, at a 313

i degree azimuth. The top of the Cane Creek Shale was encountered at 8876'md, 7669'tvd where hole
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Clastic #12: A gas increase to 952 units was recorded from 6030'to 6050'. The lithology consisted of
black shale and dolomite. Methane, ethane and propane gases were present. Mud weight was 14.4 ppg.

CANE CREEKSHALE , General Lithology

The Cane Creek Shale is divided into three zones termed A, B and C. The A zone comprises the upper
one third of the Cane Creek Shale and is composed of alternating thin beds of anhydrite, black shale and
dolomite. Anhydrite tends to predominate towards the top of this interval.

I The B zone is composed of black, radioactive, carbonaceous, shale and light to medium gray, dolomite.
This is the predominate lithology in the middle one third of the Cane Creek and is the principal
productive interval in the shale.

The C zone comprises the lower one third of the Cane Creek and is generally dominated by anhydrite
and dolomite with some thin organic black shales.

HORIZONTAL LATERAL 18-2H

At 6438' the vertical well was deviated northwest, building angle at 10 degrees per 100 feet, at a 313

i degree azimuth. The top of the Cane Creek Shale was encountered at 8876'md, 7669'tvd where hole
deviation was 70 degrees. While drilling the A zone at 8985' to 8994' gas increased to 444 units from
fractured black shale. The show was enhanced somewhat by mud pump downtime while taking a hole

i deviation survey, Drilling continued with numerous slides to bring the hole deviation to 90 degrees with
a landing in the B zone target dolomite at 9130'md.

I
i

I
i

satisfactory formation integrity test (FIT to 18 EMW) was obtained. Drilling resumed using a PDC type

i bit, mud motor and oil base mud as a drilling medium. With the change to oil base mud, with flow thru
the shakers, gas detection became possible. While drilling ahead gas increases were recorded from
various clastic zones as follows.

Clastic #2: Gas increased to 404 units and then to 458 units at 4406' to 4448' primarily from black,
organic, carbonaceous, shale. The chromatograph indicated methane and ethane was present. Mud wt.
was 14.6 ppg.

Clastic #3: A significant gas increase to 2563 units was recorded from 4540' to 4610' probably mostly
from Clastic #3 black shale and dolomite. The chromatograph indicated the composition was methane,
ethane and propane. Mud weight at 14.4 was cut to 13.7 by gas. A similar gas show was recorded from
4482' to 4502' in the 18-1 well which is 45 feet away from the 2H well.

I Clastic #4: From 4686'to 4710'gas increased to 2440 units. This may be partly recycled gas from Clastic
#3 or it may be coming from black shale near the top of Clastic #4. A gas increase of 2912 units was
recorded from a similar depth in the 18-1. Methane, ethane and propane were present and mud weight
was 14.4 ppg.

Clastic #9: A minor gas increase to 221 units was recorded at 5698' from a thin black shale in Clastic #9.
Methane and ethane were identified and mud weight was 14.5 ppg.

Clastic #12: A gas increase to 952 units was recorded from 6030'to 6050'. The lithology consisted of
black shale and dolomite. Methane, ethane and propane gases were present. Mud weight was 14.4 ppg.

CANE CREEKSHALE , General Lithology

The Cane Creek Shale is divided into three zones termed A, B and C. The A zone comprises the upper
one third of the Cane Creek Shale and is composed of alternating thin beds of anhydrite, black shale and
dolomite. Anhydrite tends to predominate towards the top of this interval.

I The B zone is composed of black, radioactive, carbonaceous, shale and light to medium gray, dolomite.
This is the predominate lithology in the middle one third of the Cane Creek and is the principal
productive interval in the shale.

The C zone comprises the lower one third of the Cane Creek and is generally dominated by anhydrite
and dolomite with some thin organic black shales.

HORIZONTAL LATERAL 18-2H

At 6438' the vertical well was deviated northwest, building angle at 10 degrees per 100 feet, at a 313

i degree azimuth. The top of the Cane Creek Shale was encountered at 8876'md, 7669'tvd where hole
deviation was 70 degrees. While drilling the A zone at 8985' to 8994' gas increased to 444 units from
fractured black shale. The show was enhanced somewhat by mud pump downtime while taking a hole

i deviation survey, Drilling continued with numerous slides to bring the hole deviation to 90 degrees with
a landing in the B zone target dolomite at 9130'md.

I
i



I
i

At 9130' the BHAwas changed with a new bit, mud motor and PZIGtool added. Drilling continued in the

i B zone target dolomite to 9420'md, where a low gamma ray signature and anhydrite in the samples
indicated the bit was penetrating the top of the C zone anhydrite. Two up slides were sufficient to bring
the hole angle up, exceeding the formation up dip so that the bit drilled back into the B zone target
dolomite at 9626'md.

Upon drilling into the lower B zone dolomite, minor gas increases to 134 units were recorded at 9650'

I and 9730'. Mud wt was 14.05 ppg. And lithology was dolomite. Drilling continued with the bit climbing
in structure the crest of the fold at 10,050'md which coincides with penetration into the B zone B-1
radioactive black shale which is near the top of the B zone. Drilling forward the bit became "locked in"
to the B-1 black shale as the formation dipped downward. Background gas increased to the 150-200
unit range while drilling in the black B-1shale and connection and downtime gas increases were
elevated to nearly 1000 units. By sliding down and exceeding the downward dipping formation , the bit
was brought back into the preferred ideal target dolomite at approximately 10,800'md. Halliburton's
MPD system was brought on line at 10,772' to provide balanced drilling with mud weight at 14.0 ppg.

Gas was generally elevated from 10,810' to 11,010' with a peak of 370 units at 10,824'. Drilling

I continued to total depth with the bit following the downward dipping formation . generally in the upper
B zone target dolomite. After a trip out for a new mud motor at 11,475', the background gas increased
to 150-200 units and stayed steady to total depth. Connection and downtime gas was similarly

I elevated. Mud weight was reduced through this zone from 13.9 to 13.6 ppg. Trip gas at 11,475 peaked
at 1371units and trace of blackoil was noted at the shaker.

The lack of high gas increases in this lateral seems to indicate that good natural fracturing may be
absent. The well was in zone and drilling in the target zone for almost the entire lateral. Mud weight at
14.5 to 13.6 does not seem excessive for the Cane Creek Shale in this area. It may be that due to
faulting, each fault block has an entirely separate pressure system. This may need to be taken intoI account when considering optimum mud weight while drilling these laterals. It seems that while each
well provides some answers, they also generate additional questions. As drilling proceeds, the answers
will become apparent as more information is obtained.

Electric logs using the "Thru Bit" technique will be run and 7 inch casing will be run and cemented. It is
anticipated that information from this well, as a completion attempt is made, will provide some basic

i information on "best practices" when drilling for Cane Creek oil.

Hal Schmidt, Geologist, LLC

10 Heather Way

Golden, CO 80401

hasgeo(Sq.com

303-279-4013 office/home

303-919-7822 cell
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BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK # 18-2H

FIDELITY EXPLORATION Frontier Drilling Co. December 15,
OPERATOR: & PRODUCTION CO. CONTRACTOR: Rig 10 SPUD DATE: 2012

Full Circle 142'
Bootstrap 1000 HP

WELL NAME: CANE CREEK UNIT # 18-2H RIG MAKE: Diesel Electric

LOCATION: NE/NE SEC 18 T26S, R20E PUMPS: 2 China 1600 12" TD DEPTH/ DATE: 11,969' Januaiy 12, 2013
741' FNL & 720' FEL

GROUND
LEVEL: 5,996'

KELLY
BUSHING: 6,018'

1 171/2" NUMA HAMMER 206016 103 832' 729 16 45.6 <0.5

2 17 1/2" NUMA HAMMER 175038 832 971' 139 3 46.3 0

3 121/4" NUMA N125 0.5 195566 971 3,028' 2057 28.5 72.2 .5

4 12 1/4" NUMA N125 0.5 206708 3028 3,779' 751 14.5 51.8 1

5 12 1/4" RMB VG-30 3x20 5216267 3779 4,290' 511 13 39.3 1

6 8 1/2" RMB MS66X 6x16 120855 4290 4,311' 21 1 21.0 1.5

7 8 1/2" HAL MMD64M 6x18 12060835 4311 6,596' 2285 53 43.1 1.5-curve

8 8 1/2" HTC EP7133 3x22 5185397 6596 7,116' 520 32.5 16.0 Dress CMT

7RR 8 1/2" HTC MMD64M 6x18 12060835 7,716' 9,130' 1414 58.5 24.2 Curve

10 8 1/2" HTC MMD64M 6X18 12056228 9,130' 11,475' 2345 88.5 26.5 Lateral

10RR 8 1/2" HTC MMD64M 6X18 12056228 11,475' 11,969' 494 18 27.4

BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK # 18-2H

FIDELITY EXPLORATION Frontier Drilling Co. December 15,
OPERATOR: & PRODUCTION CO. CONTRACTOR: Rig 10 SPUD DATE: 2012

Full Circle 142'
Bootstrap 1000 HP

WELL NAME: CANE CREEK UNIT # 18-2H RIG MAKE: Diesel Electric

LOCATION: NE/NE SEC 18 T26S, R20E PUMPS: 2 China 1600 12" TD DEPTH/ DATE: 11,969' Januaiy 12, 2013
741' FNL & 720' FEL

GROUND
LEVEL: 5,996'

KELLY
BUSHING: 6,018'

1 171/2" NUMA HAMMER 206016 103 832' 729 16 45.6 <0.5

2 17 1/2" NUMA HAMMER 175038 832 971' 139 3 46.3 0

3 121/4" NUMA N125 0.5 195566 971 3,028' 2057 28.5 72.2 .5

4 12 1/4" NUMA N125 0.5 206708 3028 3,779' 751 14.5 51.8 1

5 12 1/4" RMB VG-30 3x20 5216267 3779 4,290' 511 13 39.3 1

6 8 1/2" RMB MS66X 6x16 120855 4290 4,311' 21 1 21.0 1.5

7 8 1/2" HAL MMD64M 6x18 12060835 4311 6,596' 2285 53 43.1 1.5-curve

8 8 1/2" HTC EP7133 3x22 5185397 6596 7,116' 520 32.5 16.0 Dress CMT

7RR 8 1/2" HTC MMD64M 6x18 12060835 7,716' 9,130' 1414 58.5 24.2 Curve

10 8 1/2" HTC MMD64M 6X18 12056228 9,130' 11,475' 2345 88.5 26.5 Lateral

10RR 8 1/2" HTC MMD64M 6X18 12056228 11,475' 11,969' 494 18 27.4

BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK # 18-2H

FIDELITY EXPLORATION Frontier Drilling Co. December 15,
OPERATOR: & PRODUCTION CO. CONTRACTOR: Rig 10 SPUD DATE: 2012

Full Circle 142'
Bootstrap 1000 HP

WELL NAME: CANE CREEK UNIT # 18-2H RIG MAKE: Diesel Electric

LOCATION: NE/NE SEC 18 T26S, R20E PUMPS: 2 China 1600 12" TD DEPTH/ DATE: 11,969' Januaiy 12, 2013
741' FNL & 720' FEL

GROUND
LEVEL: 5,996'

KELLY
BUSHING: 6,018'

1 171/2" NUMA HAMMER 206016 103 832' 729 16 45.6 <0.5

2 17 1/2" NUMA HAMMER 175038 832 971' 139 3 46.3 0

3 121/4" NUMA N125 0.5 195566 971 3,028' 2057 28.5 72.2 .5

4 12 1/4" NUMA N125 0.5 206708 3028 3,779' 751 14.5 51.8 1

5 12 1/4" RMB VG-30 3x20 5216267 3779 4,290' 511 13 39.3 1

6 8 1/2" RMB MS66X 6x16 120855 4290 4,311' 21 1 21.0 1.5

7 8 1/2" HAL MMD64M 6x18 12060835 4311 6,596' 2285 53 43.1 1.5-curve

8 8 1/2" HTC EP7133 3x22 5185397 6596 7,116' 520 32.5 16.0 Dress CMT

7RR 8 1/2" HTC MMD64M 6x18 12060835 7,716' 9,130' 1414 58.5 24.2 Curve

10 8 1/2" HTC MMD64M 6X18 12056228 9,130' 11,475' 2345 88.5 26.5 Lateral

10RR 8 1/2" HTC MMD64M 6X18 12056228 11,475' 11,969' 494 18 27.4



i
i

TIME VS DEPTH
FIDELITY EXPLORATION AND PRODUCTION
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FORMATION TOPS
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 18-2H

Well Name: Fidelity Cane Cre :k Unit # 18-1

Location: Sec 18, T2f S, R 20E
Elevation: KB: 6,018'

FORMATIONI Prognosis Prognosis Subsea Sample top
/ ZONE

Kayenta Surface Surface

i Wingate 44' 5,974'
Chinle 401' 5,61T
Moenkopi 750' 5,268'

I Cutler 1,216' 4,802' 1,188'
Honaker Trail 2,623' 3,395' 2,510'
Paradox Formation 3,919' 2,099' 3,980'

i Salt 1 4,148' 1,870' 4,11T
Intermediate Casing Pt. 4,408' 1,610' 4,237
Clastic 2 4,627 1,391' 4,386'

i Salt 3 4,681' 1,33T 4,476'
Clastic 3 4,831' 1,187' 4,542'
Salt 4 4,864' 1,154' 4,57T

I Clastic 4 4,993' 1,025' 4,701'
Salt 5 5,050' 968' 4,762'
Clastic 5 5,346' 672' 5,029'

i Salt 6 5,369' 649' 5,056'
Clastic 7 5,551' 467 5,246'
Salt 8 5,595' 423' 5,320'
Clastic 8 5,745' 273' 5,436'
Salt 9 5,779' 239' 5,486'
Clastic 9 5,935' 83' 5,675'
Salt 10 5,965' 53' 5,721'
Clastic 10 6,037 -19' 5,790'
Salt 12 6,165' -14T 5,910'
Clastic 12 6,253' -235' 6,056'
Salt 13 6,269' -251' 6,075'

i Clastic 14 6,435' -417' 6,24T
Clastic 18/19 7,021'
Salt 20 7,453' -1,435' 7,062'?

I Clastic 20 7,598' -1,580' 7,222'
Salt 21 7,615' -1,597 7,232'
Top Cane Creek 7,969' -1,951' 7,652'

I Cane Creek Shale B 7,989' -1,971' 7,680'
Horizontal Tartget 8,005' -1,987 7,690'
Base Cane Creek Sh. 8,051' -2,033' 7,749'

i Salt 23 8,075' -2,057

TD 8,200' -2,182' 7,849'

i

i
i
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Salt 12 6,165' -14T 5,910'
Clastic 12 6,253' -235' 6,056'
Salt 13 6,269' -251' 6,075'

i Clastic 14 6,435' -417' 6,24T
Clastic 18/19 7,021'
Salt 20 7,453' -1,435' 7,062'?

I Clastic 20 7,598' -1,580' 7,222'
Salt 21 7,615' -1,597 7,232'
Top Cane Creek 7,969' -1,951' 7,652'

I Cane Creek Shale B 7,989' -1,971' 7,680'
Horizontal Tartget 8,005' -1,987 7,690'

Base Cane Creek Sh. 8,051' -2,033' 7,749'

i Salt 23 8,075' -2,057

TD 8,200' -2,182' 7,849'

i



FIDELITY EXPLORATION AND PRODUCTION
INVERT MUD REPORTS

CANE CREEKUNIT#18-2H

DATE
Flow Line ELECTRIC2012/ DEPTH WT FV PV YP GELS APIFILT OII./WATER CORRECTED SOLIDS MgCl2¾ wt CaCl2 mg||

2013 Temp STABILITY CaCl2%wt

27-Dec 4311 60 14.60 146 20 9 7/9 1 89.2/10.8 1120 32.20 10.29 35.26 338,269

28-Dec 4603 68 14.45 60 20 10 6/8 1 88.2/11.8 1223 33.24 13.64 28.55 194,149

29-Dec 5783 80 14.50 57 21 12 8.6 1 87.3/12.7 1420 32.16 19.08 29.27 133,233

30-Dec 6583 92 14.50 56 21 11 8/10 1 89.2/10.8 1250 31.71 12.90 34.95 298,106

31-Dec 6683 96 14.50 59 22 9 8/10 1 89.2/10.8 1110 33.91 0.92 27.71 347,488

1-Jan 7038 94 14.50 59 24 11 9/11 1 89.2/10.8 1140 32.56 8.69 34.00 340,190

2-Jan 7116 78 14.50 59 24 11 9/13 1 89.2/10.8 1130 32.82 6.94 34.21 367,060

3-Jan 7875 90 14.55 63 23 11 8/13 1 87.6/12.4 987 32.84 9.61 28.28 242,871

4-Jan 8913 92 14.50 64 21 8 6/5 1 86.4/13.6 746 31.80 6.75 19.86 164,303

5-Jan 9130 92 14.50 57 24 9 7/10 1 86.6/13.4 728 31.73 0.74 22.32 273,067

6-Jan 9130 na 14.50 69 24 9 7/10 1 86.6/13.4 718 31.61 1.48 22.98 272,810

7-Jan 9400 87 14.30 74 26 7 7/10 1 86/14 620 30.55 1.40 22.63 268,935

8-Jan 9915 89 14.00 60 24 9 7/11 1 86.2/13.8 510 29.06 4.16 24.37 257,912

9-Jan 10668 96 14.00 62 26 8 7/10 1 85.8/14.2 649 31.46 2.12 21.06 238,380

10-Jan 11038 96 14.00 60 23 8 6/9 1 85.3/1.7 560 30.63 1.24 26.49 341,510

11-Jan 11475 94 14.00 60 24 9 6/9 1 87/13 505 29.66 0.00 30.22 397,193

12-Jan 11588 74 13.90 67 24 7 6/9 1 85.5/14.5 479 27.87 7.33 33.65 352,966

13-Jan 11969 74 13.50 60 20 8 6/8 1 85.7/14.3 436 27.73 3.02 34.69 427,360

14-Jan 11969 74 13.70 60 20 8 6/8 1 85.7/14.3 436 27.73 3.02 34.69 427,360

15-Jan 11969 74 13.70 60 20 8 6/8 1 85.7/14.3 436 27.73 3.02 34.69 427,360

16-Jan 11969 74 13.70 60 20 8 6/8 1 85.7/14.3 436 27.73 3.02 34.69 427,360

17-Jan 11969 74 13.70 60 20 8 6/8 1 85.7/14.3 436 27.73 3.02 34.69
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Fidelity Cane Creek Unit # 18-2H Gamma vs. Vertical Section

Vertical Section (Ft)
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Fidelity Cane Creek Unit # 18-2H TVD vs. GR, ROP, Gas
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RECEIVED: Apr. 02, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /2 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Monthly drilling report

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /2 /2013

April 02, 2013

Sundry Number: 36167 API Well Number: 43019500270000Sundry Number: 36167 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/2/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly drilling report Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/2/2013

RECEIVED: Apr. 02,

Sundry Number: 36167 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/2/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly drilling report Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/2/2013

RECEIVED: Apr. 02,

Sundry Number: 36167 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/2/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly drilling report Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/2/2013

RECEIVED: Apr. 02,



RECEIVED: Apr. 02, 2013

Sundry Number: 36167 API Well Number: 43019500270000Sundry Number: 36167 API Well Number: 43019500270000
I

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013

Well Name: Cane Creek Unit 18-2
APIlUWi WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (fi) KB Ground Distance (ft) KB CF (it) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 3130/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/31/2013 00:00 4/1/2013 00:00
Operations at Report Time
TIH w/ scraper assembly, ciro hole, TOOH tocurve.
Operations Summary
TIH w/ scraper assembly, circ hole, TOOH to curve.
Operations Next Report Peñad

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

FEPC IT
Time Log

Cum Dnr
Start Time Der (hr) (hr) Code i Comment Start Depth (flKB) End Depth (ftKB)

00:00 8.00 8.00 GOP SI well. SOFN &crew travel
08:00 0.50 8.50 SMTG Hold safety meeting and discuss job.
08:30 3.50 12.00 TRIP Cont to TlH w/ T'scraper assembly to tag cmt Tag up @ 11,902' KB. No

cmt before this point. Float @11,911'.
12:00 . 1.00 13.00 MISC NU lines and prep to circ the hole.
13:00 1.25 14.25 CLN Ciro the hole in reverse. Clean out the hole from 11,902'. Pump: Press @

700# @2bpm. Circ wl140 bbis of 11.6ppg water from the well. Hole clean.
Test the 7" csg to 3000#, hold 15 min.( Good Test )

14:15 1.75 16.00 TRIP TOOH w/ 180 jnts of tbg to 6330'. Leave a killstring in the hole.
16:00 0.50 16.50 GOP Si BOPs, tbg & csg. Drain lines.
16:30 1.00 17.50 GOP Secure Well / SDFN / Travel
17:30 6.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (itKB) Top (ftKB) OD (in) ID(in) WitLen (tb/ft) Grade (In) (in} Run7

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/1812013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No

Rods
Rod Description Run Date Pull Date Set Depin (ftKB) Weight/Length (Ibilt) String Grade Sfting Length (ft) Top Depth (ftKB)

Rod Components
Rem Des OD (in) Wt (IblR) Grade Len (ft) Jis

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (11) Top Depth (ftKB)

Tubing Components
Rem Des OD (in) Wt (Iblit) Grade Len (11) Jts

Stimulations &Treatments
Date Type String Wellbore StimfTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration(%)

Page 1/2 Report Printed:

Sundry Number: 36167 API Well Number: 43019500270000
I

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013

Well Name: Cane Creek Unit 18-2
APIlUWi WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (fi) KB Ground Distance (ft) KB CF (it) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 3130/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/31/2013 00:00 4/1/2013 00:00
Operations at Report Time
TIH w/ scraper assembly, ciro hole, TOOH tocurve.
Operations Summary
TIH w/ scraper assembly, circ hole, TOOH to curve.
Operations Next Report Peñad

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

FEPC IT
Time Log
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08:00 0.50 8.50 SMTG Hold safety meeting and discuss job.
08:30 3.50 12.00 TRIP Cont to TlH w/ T'scraper assembly to tag cmt Tag up @ 11,902' KB. No
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16:30 1.00 17.50 GOP Secure Well / SDFN / Travel
17:30 6.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (itKB) Top (ftKB) OD (in) ID(in) WitLen (tb/ft) Grade (In) (in} Run7
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Stimulations &Treatments
Date Type String Wellbore StimfTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Desciiption

Fluid Additives
Additive Amount Units Concentration(%)
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Tubing
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RECEIVED: Apr. 02, 2013

Sundry Number: 36167 API Well Number: 43019500270000Sundry Number: 36167 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name Llcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF (ft) Spud Dale RIg Release Date
Grand LJT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Bim (flKB) Stimffreat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hofe (gpm) Tubing Pressure Start (psi) Casing Pæssure Stát 6Ñ) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Possure End (psi} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (Ibigal) Conc BH (Ihtgal)

Perforations
Date Type Top (ftKB) Btm {ftKB) Wellbore Zone Shot Enfe... String Perforated

Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ItKB) Status
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Date Type Top (ftKB) Btm {ftKB) Wellbore Zone Shot Enfe... String Perforated

Perforation Statuses
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Sundry Number: 36167 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/31/2013

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name Llcense # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF (ft) Spud Dale RIg Release Date
Grand LJT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
StimlTreat Stages
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Final Fluid Rate (gpm) Final Rate Bottom Hofe (gpm) Pressure Tubing End (psi) Casing Possure End (psi} Pressure BH End (psi)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36167 API Well Number: 43019500270000Sundry Number: 36167 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013
Eiploa9e§Pak:*Cen:-9 Report #: 2

Well Name: Cane Creek Unit 18-2
APIIUWI Well Area Basin Field Name License # Permît Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev {ft) KB-Ground Distance {ft) KB-CF (it) Spud Data Rig Release Date
Grand UT 5.994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Fînished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/30/2013 00:00 3/31/2013 00:00
Operations at Report Time
Test BOPs, TlH w/ 7" scraper assembly
Operations Summary
Test BOPs, TlH w/7" scraper assembly
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Dally Contacts

Job Contact Position Office

Time Log :

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depsi (ftKB) End Depth (ilKB}

00:00 8.00 8.00 GOP SDFN & crewtravel.
08:00 0.50 8.50 SMTG Hoki safety meeting,discuss job.
08:30 0.50 9.00 NIPUP NU Cameron test truckto the BOPs.
09:00 3.50 12.50 BOPT Test BOPs &valves to 8000# (high), 250# (low). Test the annular to 4000#

(high) & 250# (low) All.good tests.
12:30 0.50 13.00 NIPDW ND cameron & release. Prep to TIH w/ T' scraper assembly.

N
13:00 4.00 17.00 TRIP TlH wl 7" scraper assemby as follows: 6' drag bit, Weatherford 7" esg

scraper, Xover to 2 7/8" tbg, 1 jnt of 2 7/8" 6.5# N-80 EUE Brd tbg.X nipple
(2.313" ID).207 jnts of 2 7/8" 6.5# N-80 EUE Brd tbg. Ld the tbg in the rig
slips. EOT @6520'. SI BOPs, tbg &cag.

17:00 1.00 18.00 GOP Secure Well / SDFN / Travel
18:00 6.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in} Wl/Len {\h/ft) Grade (in} (in} Run7

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 S/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 .. Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Data Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
llem Das OD (in) Wt (Ibitt) Grade Len (ft) Jts

Tubing
Tubing Descriptian Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (it} Top Depth (itKB)

Tubing Components
item Des OD (in) WI (lbitt) Grade Len (ft) . Jts

Stimu[ations &Treatments
Date Type String Wellbore StimffreatCompany StimTreatSupervisor

StimlTreat FluIds
Fluid Name Fluid Type Dens Fluid ("A . pH Filter Size (in) Description

Fluid Additives .

Additive Amount Units Concentration(%)
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(2.313" ID).207 jnts of 2 7/8" 6.5# N-80 EUE Brd tbg. Ld the tbg in the rig
slips. EOT @6520'. SI BOPs, tbg &cag.

17:00 1.00 18.00 GOP Secure Well / SDFN / Travel
18:00 6.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in} Wl/Len {\h/ft) Grade (in} (in} Run7

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 S/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 .. Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
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RECEIVED: Apr. 02, 2013

Sundry Number: 36167 API Well Number: 43019500270000Sundry Number: 36167 API Well Number: 43019500270000

FIDEUTy Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Stages
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InitialFluid Rale (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)
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Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (11KB) Bottom Depth (11KB} Status
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Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (11KB) Bottom Depth (11KB} Status

Page 2/2 Report Printed:

Sundry Number: 36167 API Well Number: 43019500270000

FIDEUTy Daily Completion - Paradox Executive Daily No Costs Report for: 3/30/2013

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Stages
Slage Type Stg # Start Date End Date Top (flKB) Btm (ftKB) Stimífreat Fluid Vol Clean Pu... VolSlurry (bbl]

InitialFluid Rale (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rale Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (11KB) Bottom Depth (11KB} Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36167 API Well Number: 43019500270000Sundry Number: 36167 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor: 3/29/2013

Well Name: Cane Creek Unit 18-2
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (11) KB4raund Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Data
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Wel1Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/29/2013 00:00 3/30/2013 00:00
Operañons at Report Time
MIRU
Operations Summary
MIRU,SI 18-1RE#1, Bring the 18-1RE#1 back on.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (flKB}

Casing & Liners
SetDepth ODNomMax IDNomMin Prop

Run Date Csg Des (ftKB} Top (itKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in} (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 [ntermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rott Description Run Date Pull Date Set Depth (ftKB) Welght/Length (Ibilt) String Grade String Length (11) Top Depih (ftKB}

Rod Components
[temDes OD (in} Wt (Iblit} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (11KB} Weight/Length (Ibill) Síring Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) WL(Ib/ft) Grade Len {fi} Jis

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supeivisar

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH FilterSize (in} Description

Fluid Additives
Addinve Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB} Btm (ftKB} Siim/Treat Fluid Val Clean Pu... Vol Sluny (bbl)

InitialFluid Rate (gpm) inliial Rate Bottom Hole (gpm} Tubing Pressure Stati (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi}

Stim/Treat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Cone BH (lb/gal)

Perforations
Date Type Top(ftKB} Stm(ftKB) Wellbore Z¤ne Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 1/1 Report Printed:

Sundry Number: 36167 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor: 3/29/2013

Well Name: Cane Creek Unit 18-2
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (11) KB4raund Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Data
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Wel1Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/29/2013 00:00 3/30/2013 00:00
Operañons at Report Time
MIRU
Operations Summary
MIRU,SI 18-1RE#1, Bring the 18-1RE#1 back on.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (flKB}

Casing & Liners
SetDepth ODNomMax IDNomMin Prop

Run Date Csg Des (ftKB} Top (itKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in} (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 [ntermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rott Description Run Date Pull Date Set Depth (ftKB) Welght/Length (Ibilt) String Grade String Length (11) Top Depih (ftKB}

Rod Components
[temDes OD (in} Wt (Iblit} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (11KB} Weight/Length (Ibill) Síring Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) WL(Ib/ft) Grade Len {fi} Jis

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supeivisar

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH FilterSize (in} Description

Fluid Additives
Addinve Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB} Btm (ftKB} Siim/Treat Fluid Val Clean Pu... Vol Sluny (bbl)

InitialFluid Rate (gpm) inliial Rate Bottom Hole (gpm} Tubing Pressure Stati (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi}

Stim/Treat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Cone BH (lb/gal)

Perforations
Date Type Top(ftKB} Stm(ftKB) Wellbore Z¤ne Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 1/1 Report Printed:

Sundry Number: 36167 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor: 3/29/2013

Well Name: Cane Creek Unit 18-2
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (11) KB4raund Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Data
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Wel1Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/29/2013 00:00 3/30/2013 00:00
Operañons at Report Time
MIRU
Operations Summary
MIRU,SI 18-1RE#1, Bring the 18-1RE#1 back on.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (flKB}

Casing & Liners
SetDepth ODNomMax IDNomMin Prop

Run Date Csg Des (ftKB} Top (itKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in} (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 [ntermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rott Description Run Date Pull Date Set Depth (ftKB) Welght/Length (Ibilt) String Grade String Length (11) Top Depih (ftKB}

Rod Components
[temDes OD (in} Wt (Iblit} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (11KB} Weight/Length (Ibill) Síring Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) WL(Ib/ft) Grade Len {fi} Jis

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supeivisar

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH FilterSize (in} Description

Fluid Additives
Addinve Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (ftKB} Btm (ftKB} Siim/Treat Fluid Val Clean Pu... Vol Sluny (bbl)

InitialFluid Rate (gpm) inliial Rate Bottom Hole (gpm} Tubing Pressure Stati (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi}

Stim/Treat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Cone BH (lb/gal)

Perforations
Date Type Top(ftKB} Stm(ftKB) Wellbore Z¤ne Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 1/1 Report Printed:



RECEIVED: Apr. 22, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /22 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Cane Creek Unit 18-2 had first production of 274 BO on April 10, 2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /22 /2013

April 22, 2013

Sundry Number: 36869 API Well Number: 43019500270000Sundry Number: 36869 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/22/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 18-2 had first production of 274 BO on April 10, 2013. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 22, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/22/2013

RECEIVED: Apr. 22,

Sundry Number: 36869 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/22/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 18-2 had first production of 274 BO on April 10, 2013. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 22, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/22/2013

RECEIVED: Apr. 22,

Sundry Number: 36869 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/22/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 18-2 had first production of 274 BO on April 10, 2013. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 22, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/22/2013

RECEIVED: Apr. 22,



RECEIVED: May. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /6 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 5 /6 /2013

May 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/6/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 06, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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RECEIVED: May. 06,



RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 20

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/29/2013 4/7/2013 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous We11 Rig Release Date

Daily Operations
Report Start Date Report End Date

4/17/2013 06:00 4/18/2013 06:00
Operations at Report Time
SI well for BU, Slickline, SI well, turn to production
Operations Summary
SI well for BU, Slickline, SI well, turnwell over to production.
Operations Next Report Period

Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Positon Office
Paul Nicholas (307) 321-0544
Richard Bonham
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 FBCK SI well for BU. SITP- 1563# S1CP- 180#
08:00 4.00 6.00 CTWL MIRU Phoenix slickline unit. PU & RIH wl2.347" guage ring on 1.75" wt

bars. Unable to get lower than 9' in the well. ROOH. PU 1.90" guage ring,
RIH and worked the guage ring to 600', unable to get any deeper. Stack out
on any collar going in, sticky. No paraffin on the tools. PU all the wt bars on
location and the 2.347" guage ring. RIH and work the guage ring down to
160'. ROOH, seeing some salt on the tools. PU 1.25" wt bars & 1.50"
guage ring. Work the 1.50 to 160'. ROOH. PU 1.250" baler, work the baler
to 160'. ROOH The baler was packed w/ salt, gathered a good salt sample.
RD Phoenix and release.

12:00 5.00 11.00 FBCK SI well for BU. SITP- 1527# SICP- 179# Turn well over to the production
dept. Last report. See flowtest reports.

Casing & Liners
Set Depth OD Nom Max 1DNom M¡n Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (Ín) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name FluidType Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 20
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 20

Well Name: Cane Creek Unit 18-2
APl/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 20

Well Name: Cane Creek Unit 18-2
APl/UW1 Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/17/2013
Report #: 20
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 19

Well Name: Cane Creek Unit 18-2
AP1/UW1 Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/29/2013 4/7/2013 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous We11 Rig Release Date

Daily Operations
Report Start Date Report End Date

4/16/2013 06:00 4/17/2013 06:00
Operations at Report Time
Flowlest well, well SI for BU.
Operations Summary
Flowtest well, well SI for BU.
Operations Next Report Period

Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Nicholas (307) 321-0544
Richard Bonham
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK Well SI for BU, monitor SI pressures. SITP- 1559# SICP- 186#
12:00 5.00 11.00 FBCK Well SI for BU, monitor SI pressures. SITP- 1560# SICP- 185#
17:00 7.00 18.00 FBCK Well SI for BU, Monitor SI pressures. SITP- 1562# SICP_ 184#
00:00 5.00 23.00 FBCK Well SI for BU, monitor SI pressures. SITP- 1563# SICP- 179#
05:00 1.00 24.00 FBCK This hr will be on the next report. See flowtest report.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluida
FluÂ¾. - Fluid Type Dens Fluid (A. . pH Fifter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Report #: 19
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 19
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Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluida
FluÂ¾. - Fluid Type Dens Fluid (A. . pH Fifter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:



RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 19

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 19
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/16/2013
Report #: 19
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API/UWI Well Area Basin Field Name License # Permit Number Well Confg
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4/7/2013 10,020.0 10,195.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/15/2013
Report #: 18

Well Name: Cane Creek Unit 18-2
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/29/2013 4/7/2013 PROD
Job Category Job Typ Job SubTyp Planned Start Date Stad Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/15/2013 06:00 4/16/2013 06:00
Operations at Report Time
Flowtest well, well SI for BU
Operations Summary
Flowtest well, well SI for BU, pressure spikes began @ 1015 hrs.
Operations Next Report Period

Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Ofnce
Paul Nicholas (307) 321-0544
Richard Bonham
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK Monitor SI pressures, pressure spike began at 1015 hrs. SITP- 1461#
SICP- 237#

12:00 5.00 11.00 FBCK Monitor SI Pressures, Hotoiler is heating oil in the production for sales.
SITP- 1547# SICP- 206#

17:00 7.00 18.00 FBCK Monitor SI pressures. SITP- 1552# SICP- 194#
00:00 5.00 23.00 FBCK Monitor SI pressures. SITP- 1554# SICP- 190#

See flowtest report.
05:00 1.00 24.00 FBCK This hr. will be on the next report. See flowtest report.
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wel1bore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Job Category Job Typ Job SubTyp Planned Start Date Stad Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/15/2013 06:00 4/16/2013 06:00
Operations at Report Time
Flowtest well, well SI for BU
Operations Summary
Flowtest well, well SI for BU, pressure spikes began @ 1015 hrs.
Operations Next Report Period

Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Ofnce
Paul Nicholas (307) 321-0544
Richard Bonham
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK Monitor SI pressures, pressure spike began at 1015 hrs. SITP- 1461#
SICP- 237#

12:00 5.00 11.00 FBCK Monitor SI Pressures, Hotoiler is heating oil in the production for sales.
SITP- 1547# SICP- 206#

17:00 7.00 18.00 FBCK Monitor SI pressures. SITP- 1552# SICP- 194#
00:00 5.00 23.00 FBCK Monitor SI pressures. SITP- 1554# SICP- 190#

See flowtest report.
05:00 1.00 24.00 FBCK This hr. will be on the next report. See flowtest report.
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wel1bore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/15/2013
Report #: 18

Well Name: Cane Creek Unit 18-2
APl/UW1 Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) 1nitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/14/2013
Report #: 17

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/14/2013 06:00 4/15/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK Well SI for BU SITP- 19# SICP- 191# Cont to monitor SI pressures
12:00 5.00 11.00 FBCK Well Si for BU. SITP- 23# SICP- 185# Cont to monitor SI pressures.
17:00 7.00 18.00 FBCK Well Si for BU. SITP- 29# SICP- 178# Cont to monitor SI pressures.
00:00 6.00 24.00 FBCK Well SI for BU. SITP- 33# SICP- 174# Cont to monitor SI pressures.
Casing & Liners .

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (1b/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) StimíTreat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/14/2013
Report #: 17

Well Name: Cane Creek Unit 18-2
APl/UWl Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing

Page 2/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/14/2013
Report #: 17

Well Name: Cane Creek Unit 18-2
APl/UWl Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing

Page 2/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/14/2013
Report #: 17

Well Name: Cane Creek Unit 18-2
APl/UWl Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 16

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/13/2013 06:00 4/14/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Pedod

Weather Wel1bore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 GOP SI for BU. SITP- 3# SICP-247#
SI well @0900 hrs for BU.

12:00 5.00 11.00 GOP SI well for BU SITP- 1# SICP- 228#
Opened well for 1 hr @1500 hrs. No recovery to the tank. SI well.

17:00 7.00 18.00 GOP SI well for BU SITP- 9# SICP- 210# Cont to monitor SI pressures.
00:00 5.00 23.00 GOP SI well for BU SITP- 13# SICP- 201# Cont to monitor SI pressures.

Daily Rec: Oil- 0 bbls Water- 0 bbis GAs- 0 mcf
05:00 1.00 24.00 GOP This hr will be on the next report. Well SI for BU.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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00:00 5.00 23.00 GOP SI well for BU SITP- 13# SICP- 201# Cont to monitor SI pressures.

Daily Rec: Oil- 0 bbls Water- 0 bbis GAs- 0 mcf

05:00 1.00 24.00 GOP This hr will be on the next report. Well SI for BU.
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Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components
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06:00 6.00 6.00 GOP SI for BU. SITP- 3# SICP-247#

SI well @0900 hrs for BU.

12:00 5.00 11.00 GOP SI well for BU SITP- 1# SICP- 228#
Opened well for 1 hr @1500 hrs. No recovery to the tank. SI well.

17:00 7.00 18.00 GOP SI well for BU SITP- 9# SICP- 210# Cont to monitor SI pressures.
00:00 5.00 23.00 GOP SI well for BU SITP- 13# SICP- 201# Cont to monitor SI pressures.

Daily Rec: Oil- 0 bbls Water- 0 bbis GAs- 0 mcf

05:00 1.00 24.00 GOP This hr will be on the next report. Well SI for BU.
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Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 16

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount LJnits Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 16
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APl/UWI Well Area Basin Field Name License # Permit Number Well Conng
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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4/7/2013 11,180.0 11,310.0 Open - Flowing
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/13/2013
Report #: 16
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Additive Type Amount LJnits Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 4/12/2013
Report #: 15

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/12/2013 06:00 4/13/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Penod

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK FTP- 75# SICP- 495# Choke- 64/64" Fluid rec in the last hr: Oil- 10.59
bbls Water- 0.69 bbls Gas- show Turned well into the flowback equip @
1000 hrs.Trying to stablize the flow throughthe equip.

12:00 5.00 11.00 FBCK FTP- 31# SICP- 465 Choke- 64/64" Fluid rec in the last hr: Oil-5.37
bbls Water- 14 bbis Gas- show Flowing throughthe flowback treater.

17:00 7.00 18.00 FBCK FTP- 36# SICP- 391# Choke- 64/64" Fluid rec in the last hr: Oil-0 bbls
Water- 0 bbls Gas- trace. The is loading up and not flowing. turnwell into
the flowback tank on a 48/64" choke @ 0030 hrs. Try to bring the well on.

00:00 5.00 23.00 FBCK FTP- 0# SICP- 300# Choke- 48/64" Fluid rec in the last hr: Oil- 0 bbls
Water- 0 bbls Gas- none Trying to get the well to flow into the flowback
tank.

05:00 1.00 24.00 FBCK Monitor flowtest. This hr will be on the next report.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length ([b/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (!b/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description
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Daily Operations
Report Start Date Report End Date
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Sunny and Clear Original Hole
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Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 FBCK FTP- 75# SICP- 495# Choke- 64/64" Fluid rec in the last hr: Oil- 10.59

bbls Water- 0.69 bbls Gas- show Turned well into the flowback equip @
1000 hrs.Trying to stablize the flow throughthe equip.

12:00 5.00 11.00 FBCK FTP- 31# SICP- 465 Choke- 64/64" Fluid rec in the last hr: Oil-5.37
bbls Water- 14 bbis Gas- show Flowing throughthe flowback treater.

17:00 7.00 18.00 FBCK FTP- 36# SICP- 391# Choke- 64/64" Fluid rec in the last hr: Oil-0 bbls
Water- 0 bbls Gas- trace. The is loading up and not flowing. turnwell into
the flowback tank on a 48/64" choke @ 0030 hrs. Try to bring the well on.

00:00 5.00 23.00 FBCK FTP- 0# SICP- 300# Choke- 48/64" Fluid rec in the last hr: Oil- 0 bbls
Water- 0 bbls Gas- none Trying to get the well to flow into the flowback
tank.

05:00 1.00 24.00 FBCK Monitor flowtest. This hr will be on the next report.
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Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length ([b/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
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Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 4/12/2013
Report #: 15

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/12/2013 06:00 4/13/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Penod

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 FBCK FTP- 75# SICP- 495# Choke- 64/64" Fluid rec in the last hr: Oil- 10.59

bbls Water- 0.69 bbls Gas- show Turned well into the flowback equip @
1000 hrs.Trying to stablize the flow throughthe equip.

12:00 5.00 11.00 FBCK FTP- 31# SICP- 465 Choke- 64/64" Fluid rec in the last hr: Oil-5.37
bbls Water- 14 bbis Gas- show Flowing throughthe flowback treater.

17:00 7.00 18.00 FBCK FTP- 36# SICP- 391# Choke- 64/64" Fluid rec in the last hr: Oil-0 bbls
Water- 0 bbls Gas- trace. The is loading up and not flowing. turnwell into
the flowback tank on a 48/64" choke @ 0030 hrs. Try to bring the well on.

00:00 5.00 23.00 FBCK FTP- 0# SICP- 300# Choke- 48/64" Fluid rec in the last hr: Oil- 0 bbls
Water- 0 bbls Gas- none Trying to get the well to flow into the flowback
tank.

05:00 1.00 24.00 FBCK Monitor flowtest. This hr will be on the next report.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length ([b/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
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Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
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Stimulations & Treatments
Date Type String Wellbore Stimffreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH FilterSize (in) Description
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/12/2013
Report #: 15

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Parado× Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing

Page 2/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/12/2013
Report #: 15

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Parado× Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing

Page 2/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/11/2013
Report #: 14

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Parado× Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous We11 Rig Release Date

Daily Operations
Report Start Date Report End Date

4/11/2013 06:00 4/12/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 62# SICP- 509# Choke- 48/64" Fluid rec in the last hr:
Oil- 12.53 bbis Water- 0.67 bbis Mud- 0 bbls Gs- show Oil Ratio: 80%
Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs: FTP- 38# SICP- 498# Choke- 48/64" Fluid rec in the last hr:
Oil- 9.6 bbis Water- 2.40 bbis Mud- 0 bbis Gas- show Oil ratio chnged
to 80% do to recent samples taken. Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400hrs: FTP- 101# SICP- 540# Choke- 48/64" Fluid rec in the last hr:
Oll- 16.45 bbis Water- 4.21 bbis Mud- 0 bbls Gs- show Cont to
flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 121# SICP- 604# Choke- 48/64" Fluid rec in the last hr:
Oil-24.96 bbis Water- 6.24 bbis Mud- 0 bbis Gas- show Rocking
choke to clear & flow. Cont to flowtest well.

05:00 1.00 24.00 FBCK This hr willbe on the next report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Stäng Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/11/2013
Report #: 14

Well Name: Cane Creek Unit 18-2
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Report #: 14

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbi)

Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Un¡ts Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/11/2013
Report #: 14

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
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County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbi)

Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Un¡ts Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 13

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Parado× Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/10/2013 06:00 4/11/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK 1200 hrs: FTP- 38# SICP- 590# Choke-48/64" Fluid rec in the last hr:
Oil- 13.84 bbis Water- 3.46 bbls Gas- show Oil cut: 80/20 Transfer oil
to production tanks. Haul offwater to disposal.

12:00 5.00 11.00 FBCK 1700 hrs: FTP- 17# SICP- 536# Choke- 48/64" Fluid rec in the last hr:
Oil- 12.11 bbis Water- 0.63 bbis Gas- show Oil ratio: 95/5 All oil is
transferred.There was more oil transfferedthan was previously recorded.
Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs: FTP- 60# SICP- 546# Choke- 48/64" Fluid rec in the last hr:
Oil- 14.81 bbis Water- 0.78 bbls Gs- show Oil Ratio: 95/5 Cont to
f1owtest well.

00:00 5.00 23.00 FBCK 0500 hrs: FTP- 52 SlCP- 547# Choke- 48/64" Fluid rec in the last hr:
Oil- 15.29 bbls Water- 0.80 bbis Gas- show Oil ratio: 95/5 Daily
Recovery; Cokes- 48/64" Oil- 394.44 bbls Water- 46.71# Gas- show
Total Rec: Oil- 671.46 Water- 537.11 bbls Cont to flowtest well.

05:00 1.00 24.00 FBCK This hr will be on the next report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Report #: 13
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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12:00 5.00 11.00 FBCK 1700 hrs: FTP- 17# SICP- 536# Choke- 48/64" Fluid rec in the last hr:
Oil- 12.11 bbis Water- 0.63 bbis Gas- show Oil ratio: 95/5 All oil is
transferred.There was more oil transfferedthan was previously recorded.
Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs: FTP- 60# SICP- 546# Choke- 48/64" Fluid rec in the last hr:
Oil- 14.81 bbis Water- 0.78 bbls Gs- show Oil Ratio: 95/5 Cont to
f1owtest well.

00:00 5.00 23.00 FBCK 0500 hrs: FTP- 52 SlCP- 547# Choke- 48/64" Fluid rec in the last hr:
Oil- 15.29 bbls Water- 0.80 bbis Gas- show Oil ratio: 95/5 Daily
Recovery; Cokes- 48/64" Oil- 394.44 bbls Water- 46.71# Gas- show
Total Rec: Oil- 671.46 Water- 537.11 bbls Cont to flowtest well.

05:00 1.00 24.00 FBCK This hr will be on the next report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 13

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Parado× Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 FBCK 1200 hrs: FTP- 38# SICP- 590# Choke-48/64" Fluid rec in the last hr:

Oil- 13.84 bbis Water- 3.46 bbls Gas- show Oil cut: 80/20 Transfer oil
to production tanks. Haul offwater to disposal.

12:00 5.00 11.00 FBCK 1700 hrs: FTP- 17# SICP- 536# Choke- 48/64" Fluid rec in the last hr:
Oil- 12.11 bbis Water- 0.63 bbis Gas- show Oil ratio: 95/5 All oil is
transferred.There was more oil transfferedthan was previously recorded.
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17:00 7.00 18.00 FBCK 2400 hrs: FTP- 60# SICP- 546# Choke- 48/64" Fluid rec in the last hr:
Oil- 14.81 bbis Water- 0.78 bbls Gs- show Oil Ratio: 95/5 Cont to
f1owtest well.

00:00 5.00 23.00 FBCK 0500 hrs: FTP- 52 SlCP- 547# Choke- 48/64" Fluid rec in the last hr:
Oil- 15.29 bbls Water- 0.80 bbis Gas- show Oil ratio: 95/5 Daily
Recovery; Cokes- 48/64" Oil- 394.44 bbls Water- 46.71# Gas- show
Total Rec: Oil- 671.46 Water- 537.11 bbls Cont to flowtest well.

05:00 1.00 24.00 FBCK This hr will be on the next report. Cont to flowtest well.
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Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components
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Tubing 2 7/8 6.50 N-80 11,902.00 381
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 13

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSlurry (bbl)

InitialFluid Rate (gpm) initialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 13

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
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StimlTreat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/10/2013
Report #: 13

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (°A... pH FilterSize (in) Description

Fluid Additives
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Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 12

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/9/2013 06:00 4/10/2013 06:00
Operations at Report Time
Flowtest well
Operations Summary
Flowtest well
Operations Next Report Period

Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 55# SICP- 533# Choke- 48/64" Fluid rec in the last hr:
Oil-5.35 bbis Water- 8.35 bbis Mud- 0 bbis Gas- show Ratio: 40%
oil/ 60% water Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700 hrs: FTP- 62# SICP- 577# Choke- 48/64" Fluid rec in the last hr:
Oil- 12.54 bbis Water- 8.36 bbis Mud- 0 bbis Gas- show Ratio: 70%
oil I 30% water. Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs: FTP- 71# SICP- 617# Choke- 48/64" Fluid rec in the last hr:
Oil- 18.08 bbis Water- 4.52 bbis Mud- 0 bbls Gas- show Ratio: Oil
80% I Water- 20%. Transferred 275 bbis of oil to production tanks, hauled
off 100 bbls of water to disposal. Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 90# SICP- 639# Choke- 48/64" Fluid rec in the last hr:
Oil- 14.72 bbis Water- 3.68 bbis Mud- 0 bbis Gas- show Ratio: Oil
80% / Water- 20%. Cont to flowtest well.

05:00 1.00 24.00 FBCK Cont to flowtest well. This hr is on the next report.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 12

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
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Fidelity E&P COMP
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date
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Operations Next Report Period

Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/9/2013
Report #: 12

Well Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Cont g
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 11

Well Name: Cane Creek Unit 18-2
APllUW1 Well Area Basin Field Name License # Permit Number Well Con11g
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/8/2013 06:00 4/9/2013 06:00
Operations at Report Time

Flowtest well
Operations Summary
Flowtest well
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 FBCK 1200 hrs: FTP- 11# SICP- 454# Choke- 48/64" Fluids last hr: Oil- 1,36

bbls Water- 7.84 bbis Mud- 0 bbls Gas- show Water wt: 10.5 ppg Oil
cut is 15%. Cont ot flowtest well. The rig crew picked up around the
wellhead. racked all equip. Released crew.

12:00 5.00 11.00 FBCK 1700 hrs: FTP- 11# SICP- 460# Choke- 48/64" Fluids last hr: Oil-
1.32 bbls Water- 7.48 bbls Mud- 0 bbls Gas- show Water wt- 10.5 ppg
Oil cut is 15%. Cont to flowtest well.

17:00 7.00 18.00 FBCK 0000 hrs: FTP- 45# SICP- 466# Choke- 48/64" Fluuids last hr: Oil- 1.36
bbis Water- 7.64 bbls Mud- 0 bbis Gas- show Water wt: 10.5 ppg Oil
cut 15%. Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500 hrs: FTP- 16# SICP- 492# Fluids last hr: Oil- 1.36 bbis Water-
7.64 bbls Mud- 0 bbls Gas- show Water wt- 10.5 ppg Oil cut 15%. Cont
to flowtest well.

05:00 1.00 24.00 FBCK Cont to flowtest well. This hr is on the next report.
Daily Recovery's: Hrs 24 hrs Chokes- 48/64" Fluids: Oil-30.01 bbls
Water- 188.25 bbls Mud- 0 bbis Gas- show Flowing to flowback tank.

Casing & Liners
Set Depth OD Nom Max 1DNom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade Sthng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 11

Well Name: Cane Creek Unit 18-2
APllUW1 Well Area Basin Field Name License # Permit Number Well Con11g
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/8/2013 06:00 4/9/2013 06:00
Operations at Report Time

Flowtest well
Operations Summary
Flowtest well
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 FBCK 1200 hrs: FTP- 11# SICP- 454# Choke- 48/64" Fluids last hr: Oil- 1,36

bbls Water- 7.84 bbis Mud- 0 bbls Gas- show Water wt: 10.5 ppg Oil
cut is 15%. Cont ot flowtest well. The rig crew picked up around the
wellhead. racked all equip. Released crew.

12:00 5.00 11.00 FBCK 1700 hrs: FTP- 11# SICP- 460# Choke- 48/64" Fluids last hr: Oil-
1.32 bbls Water- 7.48 bbls Mud- 0 bbls Gas- show Water wt- 10.5 ppg
Oil cut is 15%. Cont to flowtest well.

17:00 7.00 18.00 FBCK 0000 hrs: FTP- 45# SICP- 466# Choke- 48/64" Fluuids last hr: Oil- 1.36
bbis Water- 7.64 bbls Mud- 0 bbis Gas- show Water wt: 10.5 ppg Oil
cut 15%. Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500 hrs: FTP- 16# SICP- 492# Fluids last hr: Oil- 1.36 bbis Water-
7.64 bbls Mud- 0 bbls Gas- show Water wt- 10.5 ppg Oil cut 15%. Cont
to flowtest well.

05:00 1.00 24.00 FBCK Cont to flowtest well. This hr is on the next report.
Daily Recovery's: Hrs 24 hrs Chokes- 48/64" Fluids: Oil-30.01 bbls
Water- 188.25 bbls Mud- 0 bbis Gas- show Flowing to flowback tank.

Casing & Liners
Set Depth OD Nom Max 1DNom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Deschption Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade Sthng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 11

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Siurry (bbl)

Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open -.Flowirig
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 11

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Siurry (bbl)

Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open -.Flowirig
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/8/2013
Report #: 11

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Siurry (bbl)

Initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

4/7/2013 9,645.0 11,890.0 Original Hole Cane Creek, Original
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,180.0 11,310.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,910.0 9,990.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,105.0 11,115.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,820.0 10,840.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 10,020.0 10,195.0 Open -.Flowirig
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 9,645.0 9,850.0 Open - Flowing
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

4/7/2013 11,390.0 11,890.0 Open - Flowing
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 10

Well Name: Cane Creek Unit 18-2
APl/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/7/2013 06:00 4/8/2013 06:00
Operations at Report Time
NU equip, fire guns, flowtest
Operations Summary
NU production equip to well, fire the guns & perf, flowtest.
Operations Next Report Period

Weather We11bore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job.
08:30 1.50 4.00 GOP NU & MUproduction equip. Automation &chemical equip.
10:00 1.00 5.00 PFRT Pressure up on the guns to 3500#. Bleed back to 100# on the tbg. The

guns went off @1020 hrs., the guns went off in 6 min & 20 sec. The well
went on a very noticeable & immediate vac. The firing was felt at the
surface. the tbg is stable at a (neg) 12.50#.

11:00 0.50 5.50 FBCK SITP- ( neg ) 11.88# SICP- 156#
11:30 0.50 6.00 FBCK SITP- ( neg ) 10.50# SICP- 156# Cont to watch the BU.
12:00 2.25 8.25 FBCK 12:30 hrs: SITP- 188# SICP- 158# ( gained 188#) of press in 30 min.

1245 hrs: SITP- 312# SICP- 160# ( gain 124#), 1300hrs: SITP- 402#
SICP- 160# ( gain 90#), 1315 hrs: SITP- 469# SICP- 161# (gain 67#),
1330 hrs: SITP- 525# SICP- 161# ( gain 56#), 1345 hrs: SITP- 575#
SICP- 161# ( gain 50#), 1400 hrs: SITP- 616# SICP- 161# (gain 41#),
1415 hrs: SITP- 660# SICP- 162# (gain 44#). Begin to flow well @ 1500
hrs.

14:15 0.75 9.00 FBCK SI for BU
SITP- 731 # SICP- 1613

15:00 2.00 11.00 FBCK Bring well on @1500hrs. Open well on a 32/64" choke and as the pressure
dropped opened the choke to a 48/64". Well flowing to the flowback tank.
1700hrs: FTP-22# SICP-205# Choke 48/64" Recovered 14.1 bbls of
water in the last 2 hrs.

17:00 7.00 18.00 FBCK 0000 hrs: FTP- 22# SICP- 370# F1uids in the last hr: Water- 8.91bbls,
Mud- 1.00 bbis 10% mud in the water.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 12# SICP- 413# Choke 48/64" Fluids in last hr: Water-
7.45 bbls Mud- 1.85 bbls 20% mud to water ratio. Oil- 0 bbis Production
in 24 hrs: SI HRS- 5 hrs Flow HRS- 15 hrs. choke- 32/64" & 48/64" ,

Fluids: Oil-0 bbis Water- 127 bbis Mud- 9 bbis Gas- show
05:00 1.00 24.00 FBCK Cont to flowtest well. See flowback reports.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 10

Well Name: Cane Creek Unit 18-2
APl/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/7/2013 06:00 4/8/2013 06:00
Operations at Report Time
NU equip, fire guns, flowtest
Operations Summary
NU production equip to well, fire the guns & perf, flowtest.
Operations Next Report Period

Weather We11bore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job.
08:30 1.50 4.00 GOP NU & MUproduction equip. Automation &chemical equip.
10:00 1.00 5.00 PFRT Pressure up on the guns to 3500#. Bleed back to 100# on the tbg. The

guns went off @1020 hrs., the guns went off in 6 min & 20 sec. The well
went on a very noticeable & immediate vac. The firing was felt at the
surface. the tbg is stable at a (neg) 12.50#.

11:00 0.50 5.50 FBCK SITP- ( neg ) 11.88# SICP- 156#

11:30 0.50 6.00 FBCK SITP- ( neg ) 10.50# SICP- 156# Cont to watch the BU.
12:00 2.25 8.25 FBCK 12:30 hrs: SITP- 188# SICP- 158# ( gained 188#) of press in 30 min.

1245 hrs: SITP- 312# SICP- 160# ( gain 124#), 1300hrs: SITP- 402#
SICP- 160# ( gain 90#), 1315 hrs: SITP- 469# SICP- 161# (gain 67#),
1330 hrs: SITP- 525# SICP- 161# ( gain 56#), 1345 hrs: SITP- 575#
SICP- 161# ( gain 50#), 1400 hrs: SITP- 616# SICP- 161# (gain 41#),
1415 hrs: SITP- 660# SICP- 162# (gain 44#). Begin to flow well @ 1500
hrs.

14:15 0.75 9.00 FBCK SI for BU
SITP- 731 # SICP- 1613

15:00 2.00 11.00 FBCK Bring well on @1500hrs. Open well on a 32/64" choke and as the pressure
dropped opened the choke to a 48/64". Well flowing to the flowback tank.
1700hrs: FTP-22# SICP-205# Choke 48/64" Recovered 14.1 bbls of
water in the last 2 hrs.

17:00 7.00 18.00 FBCK 0000 hrs: FTP- 22# SICP- 370# F1uids in the last hr: Water- 8.91bbls,
Mud- 1.00 bbis 10% mud in the water.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 12# SICP- 413# Choke 48/64" Fluids in last hr: Water-
7.45 bbls Mud- 1.85 bbls 20% mud to water ratio. Oil- 0 bbis Production
in 24 hrs: SI HRS- 5 hrs Flow HRS- 15 hrs. choke- 32/64" & 48/64" ,

Fluids: Oil-0 bbis Water- 127 bbis Mud- 9 bbis Gas- show
05:00 1.00 24.00 FBCK Cont to flowtest well. See flowback reports.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 10

Well Name: Cane Creek Unit 18-2
APl/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/7/2013 06:00 4/8/2013 06:00
Operations at Report Time
NU equip, fire guns, flowtest
Operations Summary
NU production equip to well, fire the guns & perf, flowtest.
Operations Next Report Period

Weather We11bore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job.
08:30 1.50 4.00 GOP NU & MUproduction equip. Automation &chemical equip.
10:00 1.00 5.00 PFRT Pressure up on the guns to 3500#. Bleed back to 100# on the tbg. The

guns went off @1020 hrs., the guns went off in 6 min & 20 sec. The well
went on a very noticeable & immediate vac. The firing was felt at the
surface. the tbg is stable at a (neg) 12.50#.

11:00 0.50 5.50 FBCK SITP- ( neg ) 11.88# SICP- 156#

11:30 0.50 6.00 FBCK SITP- ( neg ) 10.50# SICP- 156# Cont to watch the BU.
12:00 2.25 8.25 FBCK 12:30 hrs: SITP- 188# SICP- 158# ( gained 188#) of press in 30 min.

1245 hrs: SITP- 312# SICP- 160# ( gain 124#), 1300hrs: SITP- 402#
SICP- 160# ( gain 90#), 1315 hrs: SITP- 469# SICP- 161# (gain 67#),
1330 hrs: SITP- 525# SICP- 161# ( gain 56#), 1345 hrs: SITP- 575#
SICP- 161# ( gain 50#), 1400 hrs: SITP- 616# SICP- 161# (gain 41#),
1415 hrs: SITP- 660# SICP- 162# (gain 44#). Begin to flow well @ 1500
hrs.

14:15 0.75 9.00 FBCK SI for BU
SITP- 731 # SICP- 1613

15:00 2.00 11.00 FBCK Bring well on @1500hrs. Open well on a 32/64" choke and as the pressure
dropped opened the choke to a 48/64". Well flowing to the flowback tank.
1700hrs: FTP-22# SICP-205# Choke 48/64" Recovered 14.1 bbls of
water in the last 2 hrs.

17:00 7.00 18.00 FBCK 0000 hrs: FTP- 22# SICP- 370# F1uids in the last hr: Water- 8.91bbls,
Mud- 1.00 bbis 10% mud in the water.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 12# SICP- 413# Choke 48/64" Fluids in last hr: Water-
7.45 bbls Mud- 1.85 bbls 20% mud to water ratio. Oil- 0 bbis Production
in 24 hrs: SI HRS- 5 hrs Flow HRS- 15 hrs. choke- 32/64" & 48/64" ,

Fluids: Oil-0 bbis Water- 127 bbis Mud- 9 bbis Gas- show
05:00 1.00 24.00 FBCK Cont to flowtest well. See flowback reports.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 10

WeII Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Rod Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore StimíTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 10

WeII Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Rod Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore StimíTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/7/2013
Report #: 10

WeII Name: Cane Creek Unit 18-2
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Rod Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Stäng Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore StimíTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

StimlTreat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbi)

initial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Weilbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:4/6/2013
Report #: 9

Well Name: Cane Creek Unit 18-2
APl/UWi Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\WelfSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/6/2013 06:00 4/7/2013 06:00
Operations at Report Time

ND BOPs, NU Tree, SI CC18-1RE1, Fab flowline, Open 18-1RE1
Operations Summary
ND BOPs, NU wellhead & Manifold, SI 18-1RE1, Fabricate flowline, Open 18-1RE1
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting & discuss job.
07:30 1.50 3.00 BOPR ND Washington head &annular. @0800hrs: Begin step down SI of Cane

Creek 18-1HRE#1.

09:00 - 1.25 4.25 BOPR Apply 2way check to 18-2H. ND BOPs, NU Cameron 10,000# tre & 5000#
manifold.

10:15 0.75 5.00 GOP Finish SI on CC 18-1RE#1. Apply the back pressure valve to the CC18-
1RE#1. Secure well.

11:00 2.00 7.00 SRIGDN RDMO rig #21 to the edge of location. Hang the CC18-2H wellhead
manifold. Test the wellhead to 4500#. ( Good test)

13:00 4.00 11.00 NIPUP Mi roustabouts and begin the fabrication of the flowline. Dig and back fill
the ditch as needed.

17:00 - 1.00 12.00 FTE Test the flowline to the flowback manifold. Test to 4500# (good test).
18:00 0.50 12.50 GOP Pull the back pressure valve from the CC 180RE#1. Begin the step up flow

rate on the CC18-1RE#1. Refer to flowtest report. Pull the 2way check on
the CC18-2H.

18:30 0.50 13.00 GOP Si tbg & csg. Secure well.
19:00 1.00 14.00 GOP Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:4/6/2013
Report #: 9

Well Name: Cane Creek Unit 18-2
APl/UWi Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\WelfSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/6/2013 06:00 4/7/2013 06:00
Operations at Report Time

ND BOPs, NU Tree, SI CC18-1RE1, Fab flowline, Open 18-1RE1
Operations Summary
ND BOPs, NU wellhead & Manifold, SI 18-1RE1, Fabricate flowline, Open 18-1RE1
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting & discuss job.
07:30 1.50 3.00 BOPR ND Washington head &annular. @0800hrs: Begin step down SI of Cane

Creek 18-1HRE#1.

09:00 - 1.25 4.25 BOPR Apply 2way check to 18-2H. ND BOPs, NU Cameron 10,000# tre & 5000#
manifold.

10:15 0.75 5.00 GOP Finish SI on CC 18-1RE#1. Apply the back pressure valve to the CC18-
1RE#1. Secure well.

11:00 2.00 7.00 SRIGDN RDMO rig #21 to the edge of location. Hang the CC18-2H wellhead
manifold. Test the wellhead to 4500#. ( Good test)

13:00 4.00 11.00 NIPUP Mi roustabouts and begin the fabrication of the flowline. Dig and back fill
the ditch as needed.

17:00 - 1.00 12.00 FTE Test the flowline to the flowback manifold. Test to 4500# (good test).
18:00 0.50 12.50 GOP Pull the back pressure valve from the CC 180RE#1. Begin the step up flow

rate on the CC18-1RE#1. Refer to flowtest report. Pull the 2way check on
the CC18-2H.

18:30 0.50 13.00 GOP Si tbg & csg. Secure well.
19:00 1.00 14.00 GOP Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:4/6/2013
Report #: 9

Well Name: Cane Creek Unit 18-2
APl/UWi Well Area Basin Field Name License # Permit Number Well Confg
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\WelfSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/6/2013 06:00 4/7/2013 06:00
Operations at Report Time

ND BOPs, NU Tree, SI CC18-1RE1, Fab flowline, Open 18-1RE1
Operations Summary
ND BOPs, NU wellhead & Manifold, SI 18-1RE1, Fabricate flowline, Open 18-1RE1
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting & discuss job.
07:30 1.50 3.00 BOPR ND Washington head &annular. @0800hrs: Begin step down SI of Cane

Creek 18-1HRE#1.

09:00 - 1.25 4.25 BOPR Apply 2way check to 18-2H. ND BOPs, NU Cameron 10,000# tre & 5000#
manifold.

10:15 0.75 5.00 GOP Finish SI on CC 18-1RE#1. Apply the back pressure valve to the CC18-
1RE#1. Secure well.

11:00 2.00 7.00 SRIGDN RDMO rig #21 to the edge of location. Hang the CC18-2H wellhead
manifold. Test the wellhead to 4500#. ( Good test)

13:00 4.00 11.00 NIPUP Mi roustabouts and begin the fabrication of the flowline. Dig and back fill
the ditch as needed.

17:00 - 1.00 12.00 FTE Test the flowline to the flowback manifold. Test to 4500# (good test).
18:00 0.50 12.50 GOP Pull the back pressure valve from the CC 180RE#1. Begin the step up flow

rate on the CC18-1RE#1. Refer to flowtest report. Pull the 2way check on
the CC18-2H.

18:30 0.50 13.00 GOP Si tbg & csg. Secure well.
19:00 1.00 14.00 GOP Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 4/5/2013
Report #: 8

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/5/2013 06:00 4/6/2013 06:00
Operations at Report Time
TOOH, TlH w/ cap string, circ the pkr fluids, latch on, test
Operations Summary
TOOH wl L-10, MU&TlH wl production tbg &cap string, hold safety meeting, space out, Circ the hole w/ packer fluids, latch onto packer, hang off tbg, test
packer, SI well.
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 1.50 3.00 TRIP Unlatch from the packer. unable to TOOH, tbg began to flow. Pumped 38

bbls of 9.1+ppg CACL water down the tbg for kill.Circ up 28 bbis of diesel
from the csg.

09:00 1.50 4.50 TRIP TOOH wl kill string & L-10 connector.
10:30 0.50 5.00 GOP MIRU Baker cap string unit. Prep to run the production tbg & the cap string.

11:00 1.50 6.50 TRIP TlH production string as follows: Baker L-10 connector, 2 7/8"X 6' N-80
EUE 8rd pup, Injection sub, (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X
nipple (2.313" ID), (205) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Cameron
tbg hanger. TlH wl Baker 3/8" cap string.

12:30 1.00 7.50 SMTG Break for Monument safety meeting.
13:30 1.50 9.00 TRIP Cont to TlH w/ production string.
15:00 2.50 11.50 GOP Space out from packer. Circ the hole wl 9.1+ppg packer fluid. Pump down

the tbg and up the csg. Returned 2 bbis of diesel during the circ job. Pump:
2.0 bpm @ 450#. Pumped 235 bbls.

17:30 0.50 12.00 GOP Latch onto the packer. Ld the tbg in the wellhead with the tbg hanger. Set
20,000# of compression on the packer. Test the packer to 500#for 15 min
(good test ).

18:00 0.50 12.50 GOP SI BOPs, tbg &csg. Drain lines &equip.
18:30 1.00 13.50 GOP Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
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Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 4/5/2013
Report #: 8

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/5/2013 06:00 4/6/2013 06:00
Operations at Report Time
TOOH, TlH w/ cap string, circ the pkr fluids, latch on, test
Operations Summary
TOOH wl L-10, MU&TlH wl production tbg &cap string, hold safety meeting, space out, Circ the hole w/ packer fluids, latch onto packer, hang off tbg, test
packer, SI well.
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 GOP Crew Travel

07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 1.50 3.00 TRIP Unlatch from the packer. unable to TOOH, tbg began to flow. Pumped 38

bbls of 9.1+ppg CACL water down the tbg for kill.Circ up 28 bbis of diesel
from the csg.

09:00 1.50 4.50 TRIP TOOH wl kill string & L-10 connector.
10:30 0.50 5.00 GOP MIRU Baker cap string unit. Prep to run the production tbg & the cap string.

11:00 1.50 6.50 TRIP TlH production string as follows: Baker L-10 connector, 2 7/8"X 6' N-80
EUE 8rd pup, Injection sub, (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X
nipple (2.313" ID), (205) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Cameron
tbg hanger. TlH wl Baker 3/8" cap string.

12:30 1.00 7.50 SMTG Break for Monument safety meeting.
13:30 1.50 9.00 TRIP Cont to TlH w/ production string.
15:00 2.50 11.50 GOP Space out from packer. Circ the hole wl 9.1+ppg packer fluid. Pump down

the tbg and up the csg. Returned 2 bbis of diesel during the circ job. Pump:
2.0 bpm @ 450#. Pumped 235 bbls.

17:30 0.50 12.00 GOP Latch onto the packer. Ld the tbg in the wellhead with the tbg hanger. Set
20,000# of compression on the packer. Test the packer to 500#for 15 min
(good test ).

18:00 0.50 12.50 GOP SI BOPs, tbg &csg. Drain lines &equip.
18:30 1.00 13.50 GOP Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 4/5/2013
Report #: 8

Well Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/5/2013 06:00 4/6/2013 06:00
Operations at Report Time
TOOH, TlH w/ cap string, circ the pkr fluids, latch on, test
Operations Summary
TOOH wl L-10, MU&TlH wl production tbg &cap string, hold safety meeting, space out, Circ the hole w/ packer fluids, latch onto packer, hang off tbg, test
packer, SI well.
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 GOP Crew Travel

07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 1.50 3.00 TRIP Unlatch from the packer. unable to TOOH, tbg began to flow. Pumped 38

bbls of 9.1+ppg CACL water down the tbg for kill.Circ up 28 bbis of diesel
from the csg.

09:00 1.50 4.50 TRIP TOOH wl kill string & L-10 connector.
10:30 0.50 5.00 GOP MIRU Baker cap string unit. Prep to run the production tbg & the cap string.

11:00 1.50 6.50 TRIP TlH production string as follows: Baker L-10 connector, 2 7/8"X 6' N-80
EUE 8rd pup, Injection sub, (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X
nipple (2.313" ID), (205) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Cameron
tbg hanger. TlH wl Baker 3/8" cap string.

12:30 1.00 7.50 SMTG Break for Monument safety meeting.
13:30 1.50 9.00 TRIP Cont to TlH w/ production string.
15:00 2.50 11.50 GOP Space out from packer. Circ the hole wl 9.1+ppg packer fluid. Pump down

the tbg and up the csg. Returned 2 bbis of diesel during the circ job. Pump:
2.0 bpm @ 450#. Pumped 235 bbls.

17:30 0.50 12.00 GOP Latch onto the packer. Ld the tbg in the wellhead with the tbg hanger. Set
20,000# of compression on the packer. Test the packer to 500#for 15 min
(good test ).

18:00 0.50 12.50 GOP SI BOPs, tbg &csg. Drain lines &equip.
18:30 1.00 13.50 GOP Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/4/2013
Report #: 7

Well Name: Cane Creek Unit 18-2
APl/LIWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Cornpletion Original 3/30/2013 3/29/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/4/2013 06:00 4/5/2013 06:00
Operations at Report Time
TOOH, TlH TCP guns & packer, test packer.
Operations Summary
TOOH circ string. PU &TlH TCP guns w/7" packer, set packer, test packer. SI
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.00 3.50 TRIP TOOH w/ circ string
09:30 2.25 5.75 GOP Unload & prep Baker TCP guns section. Mixpacker fluids.
11:45 7.75 13.50 TRIP PU & TlH Baker TCP gun assembly. 8 zones, 4.5" guns, 1790' @5 spf,

0.40 holes @8950 holes. 455' of blanks. Gross OA 2245'. Model ( RD ) 3
1/8" firing head, Model ( D ) 3 1/8" firing head, ( 3) 2 3/8" X 0.05" ported
disc assemblies, ( 101 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Baker 7"
Hornet packer &tailassembly. TlH on (206) jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. 2 7/8 X 10' pup, 2 7/8" X 4' pup, (1) jnt of 2 7/" N-80 8rd tbg. Set
the packer @6449' 2/ top shot @9645', EOT @11,890'.

19:30 0.50 14.00 GOP Test the packer to 1000# ( good test ).SI BOPs, tbg & csg. Drain lines &
equip.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pu11Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/4/2013
Report #: 7

Well Name: Cane Creek Unit 18-2
APl/LIWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Cornpletion Original 3/30/2013 3/29/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/4/2013 06:00 4/5/2013 06:00
Operations at Report Time
TOOH, TlH TCP guns & packer, test packer.
Operations Summary
TOOH circ string. PU &TlH TCP guns w/7" packer, set packer, test packer. SI
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.00 3.50 TRIP TOOH w/ circ string

09:30 2.25 5.75 GOP Unload & prep Baker TCP guns section. Mixpacker fluids.
11:45 7.75 13.50 TRIP PU & TlH Baker TCP gun assembly. 8 zones, 4.5" guns, 1790' @5 spf,

0.40 holes @8950 holes. 455' of blanks. Gross OA 2245'. Model ( RD ) 3
1/8" firing head, Model ( D ) 3 1/8" firing head, ( 3) 2 3/8" X 0.05" ported
disc assemblies, ( 101 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Baker 7"
Hornet packer &tailassembly. TlH on (206) jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. 2 7/8 X 10' pup, 2 7/8" X 4' pup, (1) jnt of 2 7/" N-80 8rd tbg. Set
the packer @6449' 2/ top shot @9645', EOT @11,890'.

19:30 0.50 14.00 GOP Test the packer to 1000# ( good test ).SI BOPs, tbg & csg. Drain lines &
equip.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pu11Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/4/2013
Report #: 7

Well Name: Cane Creek Unit 18-2
APl/LIWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Cornpletion Original 3/30/2013 3/29/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/4/2013 06:00 4/5/2013 06:00
Operations at Report Time
TOOH, TlH TCP guns & packer, test packer.
Operations Summary
TOOH circ string. PU &TlH TCP guns w/7" packer, set packer, test packer. SI
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.00 3.50 TRIP TOOH w/ circ string

09:30 2.25 5.75 GOP Unload & prep Baker TCP guns section. Mixpacker fluids.
11:45 7.75 13.50 TRIP PU & TlH Baker TCP gun assembly. 8 zones, 4.5" guns, 1790' @5 spf,

0.40 holes @8950 holes. 455' of blanks. Gross OA 2245'. Model ( RD ) 3
1/8" firing head, Model ( D ) 3 1/8" firing head, ( 3) 2 3/8" X 0.05" ported
disc assemblies, ( 101 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Baker 7"
Hornet packer &tailassembly. TlH on (206) jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. 2 7/8 X 10' pup, 2 7/8" X 4' pup, (1) jnt of 2 7/" N-80 8rd tbg. Set
the packer @6449' 2/ top shot @9645', EOT @11,890'.

19:30 0.50 14.00 GOP Test the packer to 1000# ( good test ).SI BOPs, tbg & csg. Drain lines &
equip.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pu11Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/3/2013
Report #: 6

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/3/2013 06:00 4/4/2013 06:00
Operations at Report Time
TlH, mix fluids, pump fluids, TOOH to kill depth
Operations Summary
TlH w/ circ string, Mix completion fluids, Pump fluids in place, TOOH to killdepth.
Operations Next Repon Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP TlH w/ circ string to 11,902'. Pu11up 3' off of tag, Ld in slips. SI pipe rams.

Prep to circ fluids.
10:00 4.25 8.25 MISC Begin mixing and moving around the fluids needed for this part of the

completion. Mlx 21 bbis of the HEC brine spacer. Prep to pump spacer and
diesel.

14:15 2.25 10.50 GOP Begin displacement job. Pump displacement down as follows: 17 bbls of
HEC brine spacer, 128 bbis of diesel, 4 bbis of HEC brine spacer, 44 bbls
of 9.1+ ppg CACL water. Pump the HEC @ 1.25 bpm @450#, pump the
diesel @2.0 bpm @650# & pump the 9.1+ ppg CACL @2.0 bpm @650#.
Fluids in place. Prep to TOOH.

16:30 2.00 12.50 TRIP TOOH to killdepth. LD 73 jnts of tbg and stand the rest back in the derrick.
EOT @6458'.

18:30 0.50 13.00 GOP SI BOPs, tbg &csg. Drain lines &equip.
19:00 1.00 14.00 GOP Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/3/2013
Report #: 6

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/3/2013 06:00 4/4/2013 06:00
Operations at Report Time
TlH, mix fluids, pump fluids, TOOH to kill depth
Operations Summary
TlH w/ circ string, Mix completion fluids, Pump fluids in place, TOOH to killdepth.
Operations Next Repon Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP TlH w/ circ string to 11,902'. Pu11up 3' off of tag, Ld in slips. SI pipe rams.

Prep to circ fluids.
10:00 4.25 8.25 MISC Begin mixing and moving around the fluids needed for this part of the

completion. Mlx 21 bbis of the HEC brine spacer. Prep to pump spacer and
diesel.

14:15 2.25 10.50 GOP Begin displacement job. Pump displacement down as follows: 17 bbls of
HEC brine spacer, 128 bbis of diesel, 4 bbis of HEC brine spacer, 44 bbls
of 9.1+ ppg CACL water. Pump the HEC @ 1.25 bpm @450#, pump the
diesel @2.0 bpm @650# & pump the 9.1+ ppg CACL @2.0 bpm @650#.
Fluids in place. Prep to TOOH.

16:30 2.00 12.50 TRIP TOOH to killdepth. LD 73 jnts of tbg and stand the rest back in the derrick.
EOT @6458'.

18:30 0.50 13.00 GOP SI BOPs, tbg &csg. Drain lines &equip.
19:00 1.00 14.00 GOP Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/3/2013
Report #: 6

Well Name: Cane Creek Unit 18-2
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/3/2013 06:00 4/4/2013 06:00
Operations at Report Time
TlH, mix fluids, pump fluids, TOOH to kill depth
Operations Summary
TlH w/ circ string, Mix completion fluids, Pump fluids in place, TOOH to killdepth.
Operations Next Repon Period

Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP TlH w/ circ string to 11,902'. Pu11up 3' off of tag, Ld in slips. SI pipe rams.

Prep to circ fluids.
10:00 4.25 8.25 MISC Begin mixing and moving around the fluids needed for this part of the

completion. Mlx 21 bbis of the HEC brine spacer. Prep to pump spacer and
diesel.

14:15 2.25 10.50 GOP Begin displacement job. Pump displacement down as follows: 17 bbls of
HEC brine spacer, 128 bbis of diesel, 4 bbis of HEC brine spacer, 44 bbls
of 9.1+ ppg CACL water. Pump the HEC @ 1.25 bpm @450#, pump the
diesel @2.0 bpm @650# & pump the 9.1+ ppg CACL @2.0 bpm @650#.
Fluids in place. Prep to TOOH.

16:30 2.00 12.50 TRIP TOOH to killdepth. LD 73 jnts of tbg and stand the rest back in the derrick.
EOT @6458'.

18:30 0.50 13.00 GOP SI BOPs, tbg &csg. Drain lines &equip.
19:00 1.00 14.00 GOP Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:



RECEIVED: May. 06, 2013

Sundry Number: 37572 API Well Number: 43019500270000Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/2/2013
Report #: 5

WeII Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/2/2013 06:00 4/3/2013 06:00
Operations at Report Time
TOOH, fillhole, run CBL logs, TlH kill string
Operations Summary
TOOH, Ellhole, run CBL logs, TlH killstring
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 GOP SDFN, Crew Travel
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 0#
08:30 1.25 3.75 TRIP Contto TOOH wl7" scraper assembly. LD scraper & bit
09:45 0.75 4.50 NIPUP ND the Washington head. NU Baker Atlas Wireline. Prep to run the CBL.

10:30 4.00 8.50 LOGG RIH wl Baker CBL logging assembly: GR, CCL, VDL, CBL & PBMAP. Log
from 8030' to 1856'. Reference Log: THRUBIT Array induction Log
( 1/14/2013). Run repeat with no pressure, run the main log with 3000# of
pressure. Est cmt top @2400' ROOH, RD &release Baker. Prep to TlH

14:30 1.50 10.00 TRIP TlH circ string as follows: 2 7/8" notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" lD), 200 jnts of 2 7/8" 6.5# EUE 8rd tbg. Ld
the tbg in the rig slips. EOT @6452'.

16:00 0.50 10.50 GOP SI BOPs, tbg & csg. Drain lines &equip.
16:30 1.00 11.50 GOP Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/2/2013
Report #: 5

WeII Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/2/2013 06:00 4/3/2013 06:00
Operations at Report Time
TOOH, fillhole, run CBL logs, TlH kill string
Operations Summary
TOOH, Ellhole, run CBL logs, TlH killstring
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 GOP SDFN, Crew Travel
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 0#
08:30 1.25 3.75 TRIP Contto TOOH wl7" scraper assembly. LD scraper & bit
09:45 0.75 4.50 NIPUP ND the Washington head. NU Baker Atlas Wireline. Prep to run the CBL.

10:30 4.00 8.50 LOGG RIH wl Baker CBL logging assembly: GR, CCL, VDL, CBL & PBMAP. Log
from 8030' to 1856'. Reference Log: THRUBIT Array induction Log
( 1/14/2013). Run repeat with no pressure, run the main log with 3000# of
pressure. Est cmt top @2400' ROOH, RD &release Baker. Prep to TlH

14:30 1.50 10.00 TRIP TlH circ string as follows: 2 7/8" notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" lD), 200 jnts of 2 7/8" 6.5# EUE 8rd tbg. Ld
the tbg in the rig slips. EOT @6452'.

16:00 0.50 10.50 GOP SI BOPs, tbg & csg. Drain lines &equip.
16:30 1.00 11.50 GOP Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 37572 API Well Number: 43019500270000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 4/2/2013
Report #: 5

WeII Name: Cane Creek Unit 18-2
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50027 Paradox Paradox Basin Cane Creek Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,994.00 23.00 11/15/2012 00:00 1/20/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Original 3/30/2013 3/29/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

4/2/2013 06:00 4/3/2013 06:00
Operations at Report Time
TOOH, fillhole, run CBL logs, TlH kill string
Operations Summary
TOOH, Ellhole, run CBL logs, TlH killstring
Operations Next Report Period

Weather Wellbore
High winds Original Hole
Daily Contacts

Job Contact Position Office
FEPC IT
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 GOP SDFN, Crew Travel
08:00 0.50 2.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 0#
08:30 1.25 3.75 TRIP Contto TOOH wl7" scraper assembly. LD scraper & bit
09:45 0.75 4.50 NIPUP ND the Washington head. NU Baker Atlas Wireline. Prep to run the CBL.

10:30 4.00 8.50 LOGG RIH wl Baker CBL logging assembly: GR, CCL, VDL, CBL & PBMAP. Log
from 8030' to 1856'. Reference Log: THRUBIT Array induction Log
( 1/14/2013). Run repeat with no pressure, run the main log with 3000# of
pressure. Est cmt top @2400' ROOH, RD &release Baker. Prep to TlH

14:30 1.50 10.00 TRIP TlH circ string as follows: 2 7/8" notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" lD), 200 jnts of 2 7/8" 6.5# EUE 8rd tbg. Ld
the tbg in the rig slips. EOT @6452'.

16:00 0.50 10.50 GOP SI BOPs, tbg & csg. Drain lines &equip.
16:30 1.00 11.50 GOP Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

12/2/2012 Conductor 104.0 23.0 20 19.124 94.00 K-55 20 19.124 No
12/17/2012 Surface 971.0 23.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
12/25/2012 Intermediate 1 4,268.0 23.1 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
1/18/2013 Production 11,958.0 23.0 7 6.094 32.00 P-110 7 6.094 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0 6.50 N-80 11,902.00 0.0
Tubing Components

Item Des OD (in) Wt (ib/ft) Grade Len (ft) Jts
Tubing 2 7/8 6.50 N-80 11,902.00 381
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
Tubing - Workstring 4/2/2013 4/2/2013 11,902.0
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:



RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISlONOF OIL, GAS AND MINING TED - 7024 ' S. LEASEDESIGNATIONANDSERIALNUMBER

UTUS3626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WELL D
LL

GW
LL DRY OTHER

7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER

EL ORZ. EP- -FRY
S . OTHER Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301950027
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT

1700 Lincoln St Suite 280ciTv Denver siAn- CO ZIP 80203 (303) 893-3133 Cane Creek
4. LOCATION OF VÆLL (FOOTAGES) 11. OTR/QTR, SECTION, TOWl·lŠHIP, RANGE.

MERIDIAN
AT SURFACE NENE 741 FNL 720 FEL NENE 18 26 20 6
AT TOP PRODUCING INTERVAL REPORTEO BELOm Sec 7 T26S R20E SWSE 690 FSL 2145 FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 7 26S 20E SWSE 2391 FNL 941 FEL Grand UTAH

14. DATE SPUDDED: 16. DATE T.D. REACHED: 16. DATE COMPLETEO: 1T ELEVATIONS(DF, RKB, RT, GL):
11/15/2012 1/13/2013 4/7/2013 ABANDONED READYTOPRODUCE 5996 GL

18 TOTAL DEPTH: MD 11,958 W. PLUG BACKT.D.: MD 20. ]F MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

Tvo 9,143 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHAN1CALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submitreport)
DIRECTIONALSURVEY? NO YES (Submitcopy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TCP (MD) BOTTOM(MD) STAGED TMHENTER CNEO
O S

CKES
VOL

UMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 94 0 104 RediWh 4

17,5 13.36 J55 54.5 0 971 versag eso 269 0
12.250 9.625 HCB 47.0 0 4,238 Mounlig 1,2% 286 0
8.5 7.0 HCs 29 0 4,041 Densm 815 160 3897
8.5 7 P116 32 4,041 9,013
8.5 7 HC 29 9,013 11,958
26. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,879 11,958 9,645 9.850 .4 1,025 DPen 2] squeezedO
(B) 9,910 9,990 .4 400 OPen 7] so-eezee O
(c) 1,020 10,195 .4 875 open 2] so-eezed O
(D) 10.215 10,795 .4 2,900 open 2] so-eezed O
28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERlAL

29. ENCLOSED ATTACHMENTS; 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT OIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) {CONTINUEDON

STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISlONOF OIL, GAS AND MINING TED - 7024 ' S. LEASEDESIGNATIONANDSERIALNUMBER

UTUS3626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WELL D
LL

GW
LL DRY OTHER

7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER

EL ORZ. EP- -FRY
S . OTHER Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301950027
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT

1700 Lincoln St Suite 280ciTv Denver siAn- CO ZIP 80203 (303) 893-3133 Cane Creek
4. LOCATION OF VÆLL (FOOTAGES) 11. OTR/QTR, SECTION, TOWl·lŠHIP, RANGE.

MERIDIAN
AT SURFACE NENE 741 FNL 720 FEL NENE 18 26 20 6
AT TOP PRODUCING INTERVAL REPORTEO BELOm Sec 7 T26S R20E SWSE 690 FSL 2145 FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 7 26S 20E SWSE 2391 FNL 941 FEL Grand UTAH

14. DATE SPUDDED: 16. DATE T.D. REACHED: 16. DATE COMPLETEO: 1T ELEVATIONS(DF, RKB, RT, GL):
11/15/2012 1/13/2013 4/7/2013 ABANDONED READYTOPRODUCE 5996 GL

18 TOTAL DEPTH: MD 11,958 W. PLUG BACKT.D.: MD 20. ]F MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

Tvo 9,143 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHAN1CALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submitreport)
DIRECTIONALSURVEY? NO YES (Submitcopy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TCP (MD) BOTTOM(MD) STAGED TMHENTER CNEO
O S

CKES
VOL

UMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 94 0 104 RediWh 4

17,5 13.36 J55 54.5 0 971 versag eso 269 0
12.250 9.625 HCB 47.0 0 4,238 Mounlig 1,2% 286 0
8.5 7.0 HCs 29 0 4,041 Densm 815 160 3897
8.5 7 P116 32 4,041 9,013
8.5 7 HC 29 9,013 11,958
26. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,879 11,958 9,645 9.850 .4 1,025 DPen 2] squeezedO
(B) 9,910 9,990 .4 400 OPen 7] so-eezee O
(c) 1,020 10,195 .4 875 open 2] so-eezed O
(D) 10.215 10,795 .4 2,900 open 2] so-eezed O
28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERlAL

29. ENCLOSED ATTACHMENTS; 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT OIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) {CONTINUEDON

STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISlONOF OIL, GAS AND MINING TED - 7024 ' S. LEASEDESIGNATIONANDSERIALNUMBER

UTUS3626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WELL D
LL

GW
LL DRY OTHER

7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER

EL ORZ. EP- -FRY
S . OTHER Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301950027
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT

1700 Lincoln St Suite 280ciTv Denver siAn- CO ZIP 80203 (303) 893-3133 Cane Creek
4. LOCATION OF VÆLL (FOOTAGES) 11. OTR/QTR, SECTION, TOWl·lŠHIP, RANGE.

MERIDIAN
AT SURFACE NENE 741 FNL 720 FEL NENE 18 26 20 6
AT TOP PRODUCING INTERVAL REPORTEO BELOm Sec 7 T26S R20E SWSE 690 FSL 2145 FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 7 26S 20E SWSE 2391 FNL 941 FEL Grand UTAH

14. DATE SPUDDED: 16. DATE T.D. REACHED: 16. DATE COMPLETEO: 1T ELEVATIONS(DF, RKB, RT, GL):
11/15/2012 1/13/2013 4/7/2013 ABANDONED READYTOPRODUCE 5996 GL

18 TOTAL DEPTH: MD 11,958 W. PLUG BACKT.D.: MD 20. ]F MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

Tvo 9,143 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHAN1CALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submitreport)
DIRECTIONALSURVEY? NO YES (Submitcopy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TCP (MD) BOTTOM(MD) STAGED TMHENTER CNEO
O S

CKES
VOL

UMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 94 0 104 RediWh 4

17,5 13.36 J55 54.5 0 971 versag eso 269 0
12.250 9.625 HCB 47.0 0 4,238 Mounlig 1,2% 286 0
8.5 7.0 HCs 29 0 4,041 Densm 815 160 3897
8.5 7 P116 32 4,041 9,013
8.5 7 HC 29 9,013 11,958
26. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,879 11,958 9,645 9.850 .4 1,025 DPen 2] squeezedO
(B) 9,910 9,990 .4 400 OPen 7] so-eezee O
(c) 1,020 10,195 .4 875 open 2] so-eezed O
(D) 10.215 10,795 .4 2,900 open 2] so-eezed O
28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERlAL

29. ENCLOSED ATTACHMENTS; 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT OIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) {CONTINUEDON



RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

31 INIT1AL PRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS- MCF: WATER - BBL PROD METHOD:

4/8/2013 4/8/2013 24 RATES: * 30 0 188 Flowing
CHOKE SIZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER = BBL: INTERVAL STATUS:

48/64 15 458 43.00 RATES: * 30 0 188 Flowing
INTERVALB (As shown in item #26]

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD ME FROD:
RATES:

CHOKE SIZE: TBG PRESS. CSG PRESS API GRAVITY BTU- GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALC (As shown in item #2G)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD ME [HOD:
RATES:

CHOKE SIZE: TBG PRESS. CSG PRESS API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OCL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER, BBL: PROD. ME EHOD:
RATES:

CHOKE SIZE: TBG PRESS CSG PRESS API GRAVITY BTU - GAS ASICIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, (Jsedfor Fuel Vented, Etc.)

33. SUMMARY OF POROUS ZONES {lnclude Aquifers): 34. FORMATION (Log) MARKERS:

Show all importantz.ones of porosity and contents therect Cored intervals and al[ drill-stem tests, including depth interval
tested, cushion used. time tool open, flowing and shut-En pressures and recoveries.

F¤rmation Descriptions, Conients, etc. Name
(Measu

eDdp
Depth)

Cutler 1,216 2,623 SS/SH Kayenta 9
Honaker Trail 2,623 3,919 SSISH Wingate 44
Salt 1 (top salt) 4,108 4,202 Salt/Anhy Chinle 401
Top Cane Creek 7,666 7,694 SL/Slt/Anhy Moenkopi 750
Cane Creek Shall 7,694 7,706 SHISit/Anhy
Base Cane Creek 7,765 Salt/Anhy

35. ADDITlONALREMARKS (Include plugging procedure)

Additional perfs:10820 - 10840 0.4 100 holes open 11015 - 11115 0.4 500 holes open 11180 - 11310 0.4 650 holes open 11390

36. I hereby certify that the foregoing and attached information is complete and correctas determined frorn all available records.

NAME(PLEASEPRINT) O A Y A € TITLE Sr. Engineering Tech

SIGNATURE OATE 5/7/2013

This report must be submitted within 30 days of
+ completing or plugging a new well e reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-liole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determirled (circulated {CIR), calculated (CAL), cement bond log (CBL), temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000
Cane Creek Unit #18-2

FÌDELITY originalBorehole PATMINDER
Exploration&ProduelionCompany Sec 18 T26SR20E

Grand Counts UT A Schlumberger Company

Ground Level: 5996.0
oooo KE: 23'

WELLBORE TARGET DETAILS (MAP CO-ORDINATES)- KOP 10"/100' 6502' MD
- Name TVD +N/-S +El-W Northing Easting Shape

18 2 Landing 7725.0 1525.3 1585.3 84086 00 2499645 00 Point
Cane Creek Unit #ts-2-Original Burehale BHL 18-2 7752.0 3518.4 -3655.6 86038 15 2497535 88 Point

4000---- --

Build 10°/100 924' MD ra hi n rojecti D k

7500--
Hold68°@7180

8000- 3000
I "Land IS-2H" 89.46 @9143' MD

iiii liil IIII liil II

0 500 1000 1500 2000 --
Vertical Section at 313.90° (1000 usftlin)

2000-- -- "Land 18-211" 89 46 9143 HD

c is-2
4000-

Tie-In to Gyro Survey - Hold to KOP

T M Azimuths to True North 1000-

Magnetic North: 10.80" ¯ Bu Id 10 /100 8924 ID

5000- Magnetic Field
Strength: 51273.OsnT I

Dip Angle: 64.56"
Date: 12/26/2012

Model: USER DEFINED Hold 68 7180' MD

0EOW svoi
CIsstic 12 No

6000 -----¯

Hardlines ¯2"

Cfsstie 14
C d mst(-yEas 000 usGfn0

KOP10°/100' @6502' MD EOSSB

WELL DETAILS: Cane Creek Unit #18-2

Ground Level: 5996.0
Clastic 18 Hold 68° @7180' MD . .

7000- . _ _.. . Northing Easting Latittude Longitude
I I 82592.07 2501259.87 38° 32' 47.750 N 109 44' 51.390 W

Build 10 /100' @8924' MD
i i , i
I l I Í ! Cane Creek uit #18-2-Design #1

Cane Creek

( ane (iie k t'nit #If6f-NTUI Can re Un 2-Ori i al uorehole

"Land 18-2H" 89 46 @9143' AID Stra ght Line Projection to Rit Depth

li i illii.III IIIIIIIII III IIII IIIIII II ILlllllil IIIII III

I 1000 2000 3000 4000 5000 6000

Vertical Section at 313.90° (1000 usfl/in)

SECTION DETAILS

MD Inc Azi TVD +N/-S +El-W Dleg TFace VSect Target
4200.0 2.28 33.57 4199.3 42.1 41.4 0.00 0.00 -0.7

6502.5 2.28 33.57 6500.0 118.4 92.1 0.00 0.00 15.8
7180.4 67.99 309.36 7028.8 357.5 -175.4 10.00 -85.13 374.2
8924.7 67.99 309.36 7682.4 1383.1 -1425.8 0.00 0.00 1986.4 Phm: Design#7 (Cune Coek Unit#1 2/Orioimal Unrehofe}

9143.9 89.46 313.91 7725.0 1525.3 -1585.3 10.00 12.27 2199.9 18-2 Landing Created BT; Breck Enoch Date: id-Jan-2013
19n17 o ao am 249 al 77r.9 n man a _mann a n nn n nn an72 m m-ti
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RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

FIDELITY
Exploralion&ProductionCompany

AnMDUBesoumesGouponpany

Fidelity Exploration & Production
Co.
Grand County, UT
Sec 18 T26S R20E
Cane Creek Unit #18-2

Original Borehole

Design: Original Borehole

Standard Survey Report
14 January, 2013

Pmma
A Schlumberger
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14 January, 2013
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RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

FIDELITY
Suatehynnedperrt

A Schtumberger Company

Company: Fidelity Exp[oration & Production Co. Local Co-ortlinate Refemnce: We[I Cane Creek Unit#18-2

Project: Grand County, UT TVD Reference: WELL @6019.0usit (Original Well Elev)
Site: Sec 18 T265 R20E MD Reference: WELL @6019.ousft (OriginalWellElev)
Well: Cane Creek Unit#18-2 North Reference: True
Wellbom: Original Borehole surveycalculationMethod: Minimum Curvature
Design: Original Borehole Database: EDM 5000.1 Single User Db

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Centrat 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109344'51.968 W

Position Uncertainty: 0 0 usft Slot Radius: 13-3116 " Grid Convergence: 1.12 °

Well Cane Creek Unit #18-2

Well Position +N/-S D.0 usft Northing: 62,592.07 usft Latitude: 38°32'47.750 N
+El-W D.0usft Easting: 2,501,25986usft Longitude: 109°44'51.390W

Position Uncertainty 0.0 usft Weilhead Elevation: usft Ground Level: 5,996.0 usit

Wellbore OriginalBorehole

Magnetics Moclel Name Sample Date Decifnation Dip Angle Fleid Strength
{') {°) (nT)

User Defined 12/26/2012 10.60 64.56 51,273

Design Original Borehole

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft} (usft) (*)

0.0 0.0 0.0 313.90

Survey Program Date 1/14/2013

Fmm To
(usft) (usft) Survey(Wellbore) Tool Name Description

100.0 4,200.0 Sumey #1 (Original Borehofe) NS-GYRO-MS North sensing gyrocompassing m/s
4.371.0 7,010.0 Survey #2 (Original Borehofe) MWD MWD- Standard
7,041 o 8,509 0 Survey#3 (OriginalBorehole) MWD MWD - Standard
8.803.0 9,067.0 Survey #4 (Original Borehole) MWD MWD - Standard
9,162.0 10,196.0 Survey #5 (Original Borehole) MWD MWD - Standard

10,291.0 10,760.0 Survey #8 (Original Borehole) MWD MWD - Standard
10.853.0 11,326.0 Survey #7 (Original Borehoje) MWD MWD - Standard
11.421.0 11,969.0 Survey #8 (Original Borehole) MWO MWD - Standard

Smvey

Measured Vertical Vertical Dogleg Bulld Turn
Depth Inclinat10n Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (=) (•) {usft) (usft) (usft) (usft) (°l100usft) ( 1100usft) (°1100usft)
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100.0 0.43 324.19 100.D 0.3 -0.2 0.4 0.43 0.43 0.00
200.0 0.36 356.84 200.D 0.9 -0.5 1.0 0.23 -0.05 32.65
300.0 0.18 313.25 300.0 1.4 -0.6 1.4 0.28 -0.20 -43.59
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RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

FIDEIATY su
ehynnedperrt

""ifig?"' ASchlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ortlinate Reference: Well Cane Creek Unit#16-2

Project: Grand County, UT TVD Reference: WELL @6019 Ousft (Original Weil Elev)
Site: Sec 18 T26S R20E MDReference: WELL @6019 Oustt (OriginalWeil Elev)
Well: Cane Creek Unit #18-2 North Reference: True
Welibare: Original Borehole Survey Calculation Method: Minimum Curvature
Design: Original Borehole Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dagleg Build Turn
Depth IncIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) ( ) (usft) (usft) (ustt) (usft) (°l100usft) (°I100usft) (°l100usft)

400.0 0.35 322.17 400.0 1.7 -0.9 1.6 0.17 0.17 8.92

500.0 . 0.32 336.66 500.0 2.2 -1.2 2.4 0.10 -0.03 16.49
600.0 0.53 349.77 600.0 2.9 -1.4 3.0 0.22 0.21 11.11

700.0 0.31 26.57 700.0 3.6 -1.3 3.5 0.34 -0.22 36.80
800.0 0.28 56.62 80D.0 4.0 -1.0 3.5 0.16 -0.03 30.05
900.0 0.39 65.29 90D.0 4.3 -0.5 3.3 0.12 0,11 8 67

1,000.0 0.59 72.67 1,00D.0 4.6 0.3 3.0 0.21 0 20 7.38
1,100.0 0.64 63.19 1,100.0 5.0 1.3 2.5 0.11 0.05 -9.48

1,200.0 0.55 63.36 1,200.0 5.5 2.2 2.2 0.09 -0.09 D.17

1,300.0 0.44 62.82 1,300.0 5.9 3.0 1.9 0.11 -0.11 -0.54

1,400.0 0.46 80.10 1 400 0 8.2 3 7 1.7 0.03 0.02 -2.72

1,500.0 0.53 47.61 1,500.0 B.7 4 4 1-5 0 13 0.07 -12.49

1,600.0 0.44 41.25 1,600.0 7.3 5.0 1.5 0.10 -0.09 -6.36

1,700.0 0.48 32.37 1,700.0 8.0 5 5 1.6 0.08 0.04 -8.88

1,800.0 0.42 17.98 1,799.9 B.7 5 8 1.9 0,13 -0 06 -14.39

1,900.0 0.53 26.01 1,6999 9.4 61 2.2 0.13 0.11 8.03

2,000.0 0.57 24.14 1,9999 10.3 6.5 2.5 0.04 0.04 -1.87

2,100.0 0.57 28.25 2 099 9 11.2 7.0 2.8 0.04 0.00 4.11
2,200.0 0.53 42.82 2,199.9 12.0 7.5 2.9 0.15 -0.04 14.57
2.300.0 0.37 26.73 2,299 9 12.6 8 0 3.0 0.20 -0.16 -16.09

2,400.0 0.65 46.05 2,399.9 13.3 8.5 3.1 0.32 0.28 19.32

2,500.0 0.77 53.22 2,4999 14.1 9.5 3.0 0.15 0.12 7.17
2,600.0 0.8352.872,599914.9 10.6 2.70.06 0.06 -0.35

2,700.0 1.02 53.92 2.699 9 15 9 11.9 2.5 0.19 0.19 1 05

2,800.0 0.99 50.90 2,799 9 17.0 13.3 2.2 0.06 -0.03 -3.02

2,900.0 0.99 52.75 2,899 9 18.0 14.6 2.0 0.03 0.00 1 85

3,000.0 0.96 49.48 2.999 8 19.1 16.9 1.8 0.06 -0.03 -3.29

3,100.0 1.21 49.15 3,099 8 2D.3 17.4 1.6 0.25 0.25 -0 31

3,200.0 1.03 47.96 3,199 8 21.6 18.8 1.4 0.18 -0.18 -1.19
3,300.0 0.91 48.03 3,299.8 22.8 20.1 1.3 0.12 -0.12 0.07
3,400.0 1.23 47.78 3,399.8 24.0 21.5 1.2 0.32 0.32 -0.25

3,500.0 1.35 52.39 3,499.8 25.5 23.2 0.9 0.15 0.12 4.61
3,600.0 1.76 55.72 3,599.7 27.0 25.4 0.4 D.42 0.41 3.33

3,700.0 1.54 57.44 3,699 7 28.6 27.6 -0.2 0.23 -0.22 1.72
3,800.0 1.72 57.25 - 3,799.6 30.2 30.2 -0.9 D.18 0-18 -0.19

3,900.0 2.27 45.10 3,899.6 32.4 32.9 -1.2 D.69 0.55 -12.15

4,000.0 2.57 45.34 3,999.5 35.3 35.9 -1.3 0.30 0.30 0.24

4,100.0 2.60 39.17 4,099 4 38.7 38.9 -1.2 0.28 0.03 -6.17

4,200.0 2.28 33.57 4,199 3 42.1 41.4 -0.7 0.40 -0.32 -5.60

4,371.0 2 81 50 38 4,370 1 47 6 48.5 0.5 0.53 0.31 9.83
4,466.0 2 99 52 79 4,464 o 50 6 60.3 -1.2 0.23 0.19 2.56

4,559.0 3 25 55 31 4,557 9 53 6 64.4 -2 1 0.31 0.28 2.68
4,653.0 3.43 46.39 4,651.7 56.9 58.7 -2.8 0.47 0.19 -7.36
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4,466.0 2 99 52 79 4,464 o 50 6 60.3 -1.2 0.23 0.19 2.56

4,559.0 3 25 55 31 4,557 9 53 6 64.4 -2 1 0.31 0.28 2.68
4,653.0 3.43 46.39 4,651.7 56.9 58.7 -2.8 0.47 0.19 -7.36

1/14/2013 8.13 41AM Page 3 COMPASS50QO 1 Budd



RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

FIDEI TY su
ehy edperrt

A Schlumberger Company

Company Fidelity Exploration & Production Co Local Co-ordinate Reference: Well Cane Creek Un[t#18-2

Project: Grand County,UT TVD Reference: WELL @6019 ousft(OriginalWell Efev)

Site: Sec 18 T26S R20E MD Reference: WELL @6019.0usft (Original Well Elev)
Well; Cane Creek Unit #18-2 North Reference: True

Wellbore: Original Borehole Survey Calculation Method: Minimum Curvature

Design: Original Borehole Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dagleg Build Turn

Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usít) (} (*) (usft) (usft) (usft) (usft) (*/10Dusft) (°l100usft) (°I100usft}

4,747.0 3.61 42.04 4,745.5 61.0 62.8 -3.0 0.46 0.19 -6.76

4,841.0 3.96 37.85 4,839.3 65.8 66.8 -2.5 DA7 0.37 -4.46

4,936.0 4.31 33.75 4,934.1 71.3 70.8 -1.5 OAS 0.37 -4.32

5,029.0 3.69 37.27 5,026.9 76.8 74.3 -0.3 0.69 -0.67 -2.67

5,122.0 3.96 28 85 5,119.6 82.2 77.4 1.2 0.34 0.29 -2 80

5,216.0 4.48 25.44 5,213.4 88.3 60.5 3 2 0.61 0.55 -3.63

5,311.0 4.57 22.08 5,308.1 95.2 83.5 5.6 0.29 0.09 -3.54

5,405.0 4.48 22.52 5,401.8 102.0 86 3 8.5 0.10 -0.10 0 47

5,50D.0 4.40 19.85 5,496.5 108.9 890 11.4 0.23 -0.08 -2.81

5,595.0 4.22 19.39 5,591.2 115.6 91 4 14.3 0.19 -0.19 -0.48

5,689.0 4.04 8.98 5,685.0 122.1 93.1 17.6 0.82 -0.19 -11.07

5,783.0 3.52 351.93 5,778.8 128.3 93.2 21.8 1.31 -0.55 -18.14

5,877.0 3.52 336.49 5,872.6 133.8 91.6 26.7 1.01 0.00 -16.43

5,971.0 3.61 316.81 5,968 4 138.6 88.4 32.4 1.30 0.10 -20.94

6,067.0 3.52 324.03 6,062.3 143.2 84.6 38.3 0 48 -0.09 7.52

6,161.0 3.25 316 37 6,156.1 147.4 81.1 43.8 0.56 -0.29 -8.15

6,256.0 3 34 306.58 6,250.9 151.0 77.0 49.2 0.6D 0 09 -10.31

8,349.0 3.34 306.22 6,343.8 154.2 72.7 54.6 0.02 0.00 -0.39

6,443.0 3.87 314.66 6,437.6 158.1 68.2 60.5 0.80 0.56 8.98
6,475.D 4.92 320.91 6,469,5 159.9 66.6 62.9 3.6D 3.28 19.53

8,508.0 6.07 322.46 6.500.4 162.2 64.7 65.9 3.74 3.71 5.OD

6,537.0 7.39 316.64 6,531.1 165 0 62.4 69.5 4.79 4.26 -18.77

6,569.0 8.88 309.38 6,562.8 166.1 59.0 74.0 5.65 4.66 -22.69

6,601.0 12.13 306.19 6,594.3 171.6 54.4 79.8 10.31 10.16 -9.97

6,633.0 16 36 306.77 8,625.3 176.3 48.1 87.6 13.23 13.22 1.81

6,664.0 2D.31 308.19 6,654.7 182.2 40.4 97.3 12 82 12.74 4.58
6,895.0 23.74 308.99 6,683.4 189.5 31 3 108.9 11.11 11.08 2.58

6,727.0 26.56 309.41 8,712.4 198.1 20.7 122.4 6 83 8.81 1.31

6,759.0 28,75 310.77 6,740.8 207.7 9.4 137.2 7 12 6.84 4.25
6,791.0 31.22 311.35 6,766.5 218.2 -2.7 153.2 7 77 7.72 1.81
6,823.0 33.85 312.41 6,795.4 229.7 -15.5 170.4 841 8.22 3.31
6,855.0 36.D9 312.56 6,821.8 241.9 -28.8 188.5 3 88 3.88 0.47

6,886.0 36.23 31223 6,847.0 254.1 -42.2 206.6 3.73 3.68 -1.08

6,917.0 38.67 310.64 6,871.6 266.6 -56.4 225.4 9.07 8.52 -5 13
6,948.0 42.74 310.19 6,895.1 279.7 -71.6 245.7 12 52 12.48 -1 45
6,979 D 45.99 310.44 6,917.2 293.7 -88.3 287.3 10.5D 10.48 0.61

7,010.D 48.98 310.93 6,938.2 3DB.6 -105.8 290.1 9.72 9.65 1 58
7,041 0 50.74 311.21 6,956.1 324.2 -123.5 313 8 5 72 5.88 0.90

7,D73.0 53.02 310.66 6,977.9 340.7 -142 5 338.9 725 7 13 -1.72

7,104.0 54.69 310.33 6,996.2 356.9 -161 5 363.9 5.46 5.39 -1 06

7.136.0 56.98 311.07 7,014.1 374.2 -181 6 390.3 7.41 7.16 2 31

7,167.0 60.59 311.25 7,030.2 391.6 -201 6 416.8 11.66 11.65 0.58

7,196.0 64.54 310.73 7,043.6 408.5 -221 0 442.5 13.71 13.62 -1.79

|
1/14/2013 8:13 41AM Page 4 COMPASS 5000.1 Build

FIDEI TY su
ehy edperrt

A Schlumberger Company

Company Fidelity Exploration & Production Co Local Co-ordinate Reference: Well Cane Creek Un[t#18-2

Project: Grand County,UT TVD Reference: WELL @6019 ousft(OriginalWell Efev)

Site: Sec 18 T26S R20E MD Reference: WELL @6019.0usft (Original Well Elev)
Well; Cane Creek Unit #18-2 North Reference: True

Wellbore: Original Borehole Survey Calculation Method: Minimum Curvature

Design: Original Borehole Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dagleg Build Turn

Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usít) (} (*) (usft) (usft) (usft) (usft) (*/10Dusft) (°l100usft) (°I100usft}

4,747.0 3.61 42.04 4,745.5 61.0 62.8 -3.0 0.46 0.19 -6.76

4,841.0 3.96 37.85 4,839.3 65.8 66.8 -2.5 DA7 0.37 -4.46

4,936.0 4.31 33.75 4,934.1 71.3 70.8 -1.5 OAS 0.37 -4.32

5,029.0 3.69 37.27 5,026.9 76.8 74.3 -0.3 0.69 -0.67 -2.67

5,122.0 3.96 28 85 5,119.6 82.2 77.4 1.2 0.34 0.29 -2 80

5,216.0 4.48 25.44 5,213.4 88.3 60.5 3 2 0.61 0.55 -3.63

5,311.0 4.57 22.08 5,308.1 95.2 83.5 5.6 0.29 0.09 -3.54

5,405.0 4.48 22.52 5,401.8 102.0 86 3 8.5 0.10 -0.10 0 47

5,50D.0 4.40 19.85 5,496.5 108.9 890 11.4 0.23 -0.08 -2.81

5,595.0 4.22 19.39 5,591.2 115.6 91 4 14.3 0.19 -0.19 -0.48

5,689.0 4.04 8.98 5,685.0 122.1 93.1 17.6 0.82 -0.19 -11.07

5,783.0 3.52 351.93 5,778.8 128.3 93.2 21.8 1.31 -0.55 -18.14

5,877.0 3.52 336.49 5,872.6 133.8 91.6 26.7 1.01 0.00 -16.43

5,971.0 3.61 316.81 5,968 4 138.6 88.4 32.4 1.30 0.10 -20.94

6,067.0 3.52 324.03 6,062.3 143.2 84.6 38.3 0 48 -0.09 7.52

6,161.0 3.25 316 37 6,156.1 147.4 81.1 43.8 0.56 -0.29 -8.15

6,256.0 3 34 306.58 6,250.9 151.0 77.0 49.2 0.6D 0 09 -10.31

8,349.0 3.34 306.22 6,343.8 154.2 72.7 54.6 0.02 0.00 -0.39

6,443.0 3.87 314.66 6,437.6 158.1 68.2 60.5 0.80 0.56 8.98
6,475.D 4.92 320.91 6,469,5 159.9 66.6 62.9 3.6D 3.28 19.53

8,508.0 6.07 322.46 6.500.4 162.2 64.7 65.9 3.74 3.71 5.OD

6,537.0 7.39 316.64 6,531.1 165 0 62.4 69.5 4.79 4.26 -18.77

6,569.0 8.88 309.38 6,562.8 166.1 59.0 74.0 5.65 4.66 -22.69

6,601.0 12.13 306.19 6,594.3 171.6 54.4 79.8 10.31 10.16 -9.97

6,633.0 16 36 306.77 8,625.3 176.3 48.1 87.6 13.23 13.22 1.81

6,664.0 2D.31 308.19 6,654.7 182.2 40.4 97.3 12 82 12.74 4.58
6,895.0 23.74 308.99 6,683.4 189.5 31 3 108.9 11.11 11.08 2.58

6,727.0 26.56 309.41 8,712.4 198.1 20.7 122.4 6 83 8.81 1.31

6,759.0 28,75 310.77 6,740.8 207.7 9.4 137.2 7 12 6.84 4.25
6,791.0 31.22 311.35 6,766.5 218.2 -2.7 153.2 7 77 7.72 1.81
6,823.0 33.85 312.41 6,795.4 229.7 -15.5 170.4 841 8.22 3.31
6,855.0 36.D9 312.56 6,821.8 241.9 -28.8 188.5 3 88 3.88 0.47

6,886.0 36.23 31223 6,847.0 254.1 -42.2 206.6 3.73 3.68 -1.08

6,917.0 38.67 310.64 6,871.6 266.6 -56.4 225.4 9.07 8.52 -5 13
6,948.0 42.74 310.19 6,895.1 279.7 -71.6 245.7 12 52 12.48 -1 45
6,979 D 45.99 310.44 6,917.2 293.7 -88.3 287.3 10.5D 10.48 0.61

7,010.D 48.98 310.93 6,938.2 3DB.6 -105.8 290.1 9.72 9.65 1 58
7,041 0 50.74 311.21 6,956.1 324.2 -123.5 313 8 5 72 5.88 0.90

7,D73.0 53.02 310.66 6,977.9 340.7 -142 5 338.9 725 7 13 -1.72

7,104.0 54.69 310.33 6,996.2 356.9 -161 5 363.9 5.46 5.39 -1 06

7.136.0 56.98 311.07 7,014.1 374.2 -181 6 390.3 7.41 7.16 2 31

7,167.0 60.59 311.25 7,030.2 391.6 -201 6 416.8 11.66 11.65 0.58

7,196.0 64.54 310.73 7,043.6 408.5 -221 0 442.5 13.71 13.62 -1.79

|
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A Schlumberger Company

Company Fidelity Exploration & Production Co Local Co-ordinate Reference: Well Cane Creek Un[t#18-2

Project: Grand County,UT TVD Reference: WELL @6019 ousft(OriginalWell Efev)

Site: Sec 18 T26S R20E MD Reference: WELL @6019.0usft (Original Well Elev)
Well; Cane Creek Unit #18-2 North Reference: True

Wellbore: Original Borehole Survey Calculation Method: Minimum Curvature

Design: Original Borehole Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dagleg Build Turn

Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usít) (} (*) (usft) (usft) (usft) (usft) (*/10Dusft) (°l100usft) (°I100usft}

4,747.0 3.61 42.04 4,745.5 61.0 62.8 -3.0 0.46 0.19 -6.76

4,841.0 3.96 37.85 4,839.3 65.8 66.8 -2.5 DA7 0.37 -4.46

4,936.0 4.31 33.75 4,934.1 71.3 70.8 -1.5 OAS 0.37 -4.32

5,029.0 3.69 37.27 5,026.9 76.8 74.3 -0.3 0.69 -0.67 -2.67

5,122.0 3.96 28 85 5,119.6 82.2 77.4 1.2 0.34 0.29 -2 80

5,216.0 4.48 25.44 5,213.4 88.3 60.5 3 2 0.61 0.55 -3.63

5,311.0 4.57 22.08 5,308.1 95.2 83.5 5.6 0.29 0.09 -3.54

5,405.0 4.48 22.52 5,401.8 102.0 86 3 8.5 0.10 -0.10 0 47

5,50D.0 4.40 19.85 5,496.5 108.9 890 11.4 0.23 -0.08 -2.81

5,595.0 4.22 19.39 5,591.2 115.6 91 4 14.3 0.19 -0.19 -0.48

5,689.0 4.04 8.98 5,685.0 122.1 93.1 17.6 0.82 -0.19 -11.07

5,783.0 3.52 351.93 5,778.8 128.3 93.2 21.8 1.31 -0.55 -18.14

5,877.0 3.52 336.49 5,872.6 133.8 91.6 26.7 1.01 0.00 -16.43

5,971.0 3.61 316.81 5,968 4 138.6 88.4 32.4 1.30 0.10 -20.94

6,067.0 3.52 324.03 6,062.3 143.2 84.6 38.3 0 48 -0.09 7.52

6,161.0 3.25 316 37 6,156.1 147.4 81.1 43.8 0.56 -0.29 -8.15

6,256.0 3 34 306.58 6,250.9 151.0 77.0 49.2 0.6D 0 09 -10.31

8,349.0 3.34 306.22 6,343.8 154.2 72.7 54.6 0.02 0.00 -0.39

6,443.0 3.87 314.66 6,437.6 158.1 68.2 60.5 0.80 0.56 8.98
6,475.D 4.92 320.91 6,469,5 159.9 66.6 62.9 3.6D 3.28 19.53

8,508.0 6.07 322.46 6.500.4 162.2 64.7 65.9 3.74 3.71 5.OD

6,537.0 7.39 316.64 6,531.1 165 0 62.4 69.5 4.79 4.26 -18.77

6,569.0 8.88 309.38 6,562.8 166.1 59.0 74.0 5.65 4.66 -22.69

6,601.0 12.13 306.19 6,594.3 171.6 54.4 79.8 10.31 10.16 -9.97

6,633.0 16 36 306.77 8,625.3 176.3 48.1 87.6 13.23 13.22 1.81

6,664.0 2D.31 308.19 6,654.7 182.2 40.4 97.3 12 82 12.74 4.58
6,895.0 23.74 308.99 6,683.4 189.5 31 3 108.9 11.11 11.08 2.58

6,727.0 26.56 309.41 8,712.4 198.1 20.7 122.4 6 83 8.81 1.31

6,759.0 28,75 310.77 6,740.8 207.7 9.4 137.2 7 12 6.84 4.25
6,791.0 31.22 311.35 6,766.5 218.2 -2.7 153.2 7 77 7.72 1.81
6,823.0 33.85 312.41 6,795.4 229.7 -15.5 170.4 841 8.22 3.31
6,855.0 36.D9 312.56 6,821.8 241.9 -28.8 188.5 3 88 3.88 0.47

6,886.0 36.23 31223 6,847.0 254.1 -42.2 206.6 3.73 3.68 -1.08

6,917.0 38.67 310.64 6,871.6 266.6 -56.4 225.4 9.07 8.52 -5 13
6,948.0 42.74 310.19 6,895.1 279.7 -71.6 245.7 12 52 12.48 -1 45
6,979 D 45.99 310.44 6,917.2 293.7 -88.3 287.3 10.5D 10.48 0.61

7,010.D 48.98 310.93 6,938.2 3DB.6 -105.8 290.1 9.72 9.65 1 58
7,041 0 50.74 311.21 6,956.1 324.2 -123.5 313 8 5 72 5.88 0.90

7,D73.0 53.02 310.66 6,977.9 340.7 -142 5 338.9 725 7 13 -1.72

7,104.0 54.69 310.33 6,996.2 356.9 -161 5 363.9 5.46 5.39 -1 06

7.136.0 56.98 311.07 7,014.1 374.2 -181 6 390.3 7.41 7.16 2 31

7,167.0 60.59 311.25 7,030.2 391.6 -201 6 416.8 11.66 11.65 0.58

7,196.0 64.54 310.73 7,043.6 408.5 -221 0 442.5 13.71 13.62 -1.79

|
1/14/2013 8:13 41AM Page 4 COMPASS 5000.1 Build



RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

---- A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: We[I Cane Creek Unit#18-2

Project: Grand County, UT TVD Reference: WELL @6019.Dusft (Original Well Elev)
Site: Sec18 T26S R20E MD Reference: WELL @ 6019.Dusft (Original Well Elev)
Well: Cane Creek tJriit #18-2 North Reference: True
Wellbore: Original Boreh¤Ie Survey Calculation Method: Minimum Cuntature
Design: Original Borehale Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°} ( ) (usft) (usft) {usft) (usft) ( /10Dusft) ( l100usft) ("I100Msft}

7,228.0 67.09 309.08 7,056.7 427.2 -243.4 471.6 9.25 7.97 -5.16

7,259.0 66.41 309.30 7,068.4 445.4 -265.6 500.2 4.31 4.26 0.71
7,290.0 68.50 309.07 7,079.8 463.6 -288.0 529.D 0.75 0 29 -0.74

7,383.0 68.41 308.49 7,114.0 517.8 -355.4 815.1 0.59 -0 10 -0.82

7,477.0 68.41 308.43 7,148.5 572.1 -423.8 702.1 0.06 0.00 -0.06

7,571.0 68.59 308.07 7,183.0 626.3 -492.5 789.2 0.40 0.19 -0.38

7,666.0 68.85 308.09 7,217.5 680.9 -562.2 877 2 0 27 0.27 0.02
7,759 0 69.03 308.01 7,250.9 734.4 -630.6 963.6 0.21 0.19 -0.09

7,853.0 69.38 307.69 7,284.3 788.3 -699.9 1,DSD.9 DA9 0.37 -034

7,946.0 69.56 307.66 7,316.9 841.6 -768.8 1,137.5 0.26 0.19 0,18

8,039.0 67.86 308.92 7,350.6 895.5 -836.7 1,223.8 2.10 -1.81 1.14
8,133.0 67.71 308.78 7,386.2 950.0 -904.5 1,310.5 0.23 -0.18 -0.15

8,226.0 67.36 309.06 7,421.7 1 004.0 -971.4 1,396.1 0.47 -0.38 0.30

8,321.0 67.18 309.14 7,458.4 1 059.3 -1,039.3 1,483.4 D.20 -0.19 0.08
8,415.0 67.01 309.45 7,495.0 1 114.1 -1,106.4 1,569.7 0.35 -0.18 0.33

8,509.0 66.74 309.05 7,531.9 1168.8 -1,173.3 1,655.9 D.49 -029 -0.43

8,603.0 67.62 309.52 7,568.4 1 223.7 -1,240.4 1,742.3 1.04 0.94 0.50
8,696 0 68 24 309.08 7,603.3 1,278.3 1,307.1 1,828 2 0.80 0.67 -0.47

8,790.0 68.15 309.48 7,638.2 1,333.5 -1,374.6 1,915.2 0.41 -0.10 0.43
8,883.0 69 91 309.87 7,671.5 1,389 0 -1,441 4 2,001 8 1.93 1.89 0.42

8,912.0 73.42 309.80 7,680.6 1,406.6 -1,462.6 2,029 2 12.11 12.10 -0.24

8,943.0 77.47 309.75 7,688.4 1,425 8 -1,485.8 2,069 1 13.07 13.06 -0.16

8,973 0 80.72 310.20 7,694.1 1,444.7 -1,506.2 2,088 5 10.93 10.83 1.50
9,005 0 83.01 310.52 7,698.6 1,465.2 -1,532.3 2,120 1 7.22 7.16 1.00
9,036 0 84.50 310.66 7,702.0 1,485.3 -1,555.7 2,150.9 4.83 4.81 0.45

9,067 0 85.91 311.60 7,704.6 1,505.6 -1,579.0 2,181 7 5.46 4.55 3.03
9,162 0 90.75 313 98 7,707.3 1,570.1 -1,648.7 2,276 7 5 68 5.09 2.51
9,257.0 90.13 313.02 7,706.6 1,635.5 -1,717.8 2,371 8 1 20 -0.66 -1.01
9,352 D 89.96 313 49 7,706.5 1,700.6 -1,786.8 2,466 6 0 53 -0.18 0.49
9,445 0 91.89 314.49 7,705.0 1,765.2 -1,853.7 2,559 6 2 34 2.08 1.08

9,540 0 94.70 315.09 7,699.6 1,832.0 -1,921 0 2,654 4 3 02 2.96 0.63
9,634 0 96.02 314 90 7,690 8 1,898.1 -1,987.2 2,746.0 1 42 1.40 -D.20

9,727.0 94.79 315 51 7,682.0 1,963.8 -2,052.4 2,840.6 1 47 -1.32 0.66

9,821.0 91.89 315.13 7,676.6 2,030.6 -2,118.4 2,934.4 3.11 -3.09 -0.40

9,915.0 91.63 314.94 7,673.7 2,097.0 -2,184.8 3,028.3 0 34 -D.28 -0.20

10,009.0 91.80 315.13 7,670.9 2,163.5 -2,251.2 3,122.3 0 27 0.18 D.20
10,102.0 86.17 315.15 7,672.5 2,229 4 -2,316.7 3,215.2 6 06 -6.05 0.02
10,196.0 84.06 314.99 7,680.5 2,295.7 -2,382.9 3,308.6 2.25 -2.24 -0.17

10,291.0 85.56 317.04 7,689.1 2,363.8 -2,448.6 3,403.4 2.67 1 58 2.16

10,364.0 85.03 319.88 7,696 7 2,433.1 -2,510.0 3,495.7 3.10 -0.57 3.05

10,478.0 83.71 318.72 7,706.0 2,504.1 -2,571.0 3,588.9 1.87 -1 40 -1 23
10,572.0 85.65 320 98 7,714 7 2,575 6 -2,631.4 3,681.9 3 18 2 06 2.40
10,667.0 85.74 320.78 7,721.8 2,649.1 -2,691.1 3,776.0 0 23 0 09 -D.21

10 760.0 86.79 320.8D 7,727 9 2,721.0 -2,749.8 3,868-1 1 13 1.13 D.02

1/14/2013 8 13:41AM Page 5 COMPASS 6000.1 BuHd

---- A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: We[I Cane Creek Unit#18-2

Project: Grand County, UT TVD Reference: WELL @6019.Dusft (Original Well Elev)
Site: Sec18 T26S R20E MD Reference: WELL @ 6019.Dusft (Original Well Elev)
Well: Cane Creek tJriit #18-2 North Reference: True
Wellbore: Original Boreh¤Ie Survey Calculation Method: Minimum Cuntature
Design: Original Borehale Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°} ( ) (usft) (usft) {usft) (usft) ( /10Dusft) ( l100usft) ("I100Msft}

7,228.0 67.09 309.08 7,056.7 427.2 -243.4 471.6 9.25 7.97 -5.16

7,259.0 66.41 309.30 7,068.4 445.4 -265.6 500.2 4.31 4.26 0.71
7,290.0 68.50 309.07 7,079.8 463.6 -288.0 529.D 0.75 0 29 -0.74

7,383.0 68.41 308.49 7,114.0 517.8 -355.4 815.1 0.59 -0 10 -0.82

7,477.0 68.41 308.43 7,148.5 572.1 -423.8 702.1 0.06 0.00 -0.06

7,571.0 68.59 308.07 7,183.0 626.3 -492.5 789.2 0.40 0.19 -0.38

7,666.0 68.85 308.09 7,217.5 680.9 -562.2 877 2 0 27 0.27 0.02
7,759 0 69.03 308.01 7,250.9 734.4 -630.6 963.6 0.21 0.19 -0.09

7,853.0 69.38 307.69 7,284.3 788.3 -699.9 1,DSD.9 DA9 0.37 -034

7,946.0 69.56 307.66 7,316.9 841.6 -768.8 1,137.5 0.26 0.19 0,18

8,039.0 67.86 308.92 7,350.6 895.5 -836.7 1,223.8 2.10 -1.81 1.14
8,133.0 67.71 308.78 7,386.2 950.0 -904.5 1,310.5 0.23 -0.18 -0.15

8,226.0 67.36 309.06 7,421.7 1 004.0 -971.4 1,396.1 0.47 -0.38 0.30

8,321.0 67.18 309.14 7,458.4 1 059.3 -1,039.3 1,483.4 D.20 -0.19 0.08
8,415.0 67.01 309.45 7,495.0 1 114.1 -1,106.4 1,569.7 0.35 -0.18 0.33

8,509.0 66.74 309.05 7,531.9 1168.8 -1,173.3 1,655.9 D.49 -029 -0.43

8,603.0 67.62 309.52 7,568.4 1 223.7 -1,240.4 1,742.3 1.04 0.94 0.50
8,696 0 68 24 309.08 7,603.3 1,278.3 1,307.1 1,828 2 0.80 0.67 -0.47

8,790.0 68.15 309.48 7,638.2 1,333.5 -1,374.6 1,915.2 0.41 -0.10 0.43
8,883.0 69 91 309.87 7,671.5 1,389 0 -1,441 4 2,001 8 1.93 1.89 0.42

8,912.0 73.42 309.80 7,680.6 1,406.6 -1,462.6 2,029 2 12.11 12.10 -0.24

8,943.0 77.47 309.75 7,688.4 1,425 8 -1,485.8 2,069 1 13.07 13.06 -0.16

8,973 0 80.72 310.20 7,694.1 1,444.7 -1,506.2 2,088 5 10.93 10.83 1.50
9,005 0 83.01 310.52 7,698.6 1,465.2 -1,532.3 2,120 1 7.22 7.16 1.00
9,036 0 84.50 310.66 7,702.0 1,485.3 -1,555.7 2,150.9 4.83 4.81 0.45

9,067 0 85.91 311.60 7,704.6 1,505.6 -1,579.0 2,181 7 5.46 4.55 3.03
9,162 0 90.75 313 98 7,707.3 1,570.1 -1,648.7 2,276 7 5 68 5.09 2.51
9,257.0 90.13 313.02 7,706.6 1,635.5 -1,717.8 2,371 8 1 20 -0.66 -1.01

9,352 D 89.96 313 49 7,706.5 1,700.6 -1,786.8 2,466 6 0 53 -0.18 0.49
9,445 0 91.89 314.49 7,705.0 1,765.2 -1,853.7 2,559 6 2 34 2.08 1.08

9,540 0 94.70 315.09 7,699.6 1,832.0 -1,921 0 2,654 4 3 02 2.96 0.63
9,634 0 96.02 314 90 7,690 8 1,898.1 -1,987.2 2,746.0 1 42 1.40 -D.20

9,727.0 94.79 315 51 7,682.0 1,963.8 -2,052.4 2,840.6 1 47 -1.32 0.66

9,821.0 91.89 315.13 7,676.6 2,030.6 -2,118.4 2,934.4 3.11 -3.09 -0.40

9,915.0 91.63 314.94 7,673.7 2,097.0 -2,184.8 3,028.3 0 34 -D.28 -0.20

10,009.0 91.80 315.13 7,670.9 2,163.5 -2,251.2 3,122.3 0 27 0.18 D.20
10,102.0 86.17 315.15 7,672.5 2,229 4 -2,316.7 3,215.2 6 06 -6.05 0.02
10,196.0 84.06 314.99 7,680.5 2,295.7 -2,382.9 3,308.6 2.25 -2.24 -0.17

10,291.0 85.56 317.04 7,689.1 2,363.8 -2,448.6 3,403.4 2.67 1 58 2.16

10,364.0 85.03 319.88 7,696 7 2,433.1 -2,510.0 3,495.7 3.10 -0.57 3.05

10,478.0 83.71 318.72 7,706.0 2,504.1 -2,571.0 3,588.9 1.87 -1 40 -1 23
10,572.0 85.65 320 98 7,714 7 2,575 6 -2,631.4 3,681.9 3 18 2 06 2.40
10,667.0 85.74 320.78 7,721.8 2,649.1 -2,691.1 3,776.0 0 23 0 09 -D.21

10 760.0 86.79 320.8D 7,727 9 2,721.0 -2,749.8 3,868-1 1 13 1.13 D.02
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RECEIVED: Jun. 18, 2013

API Well Number: 43019500270000

A Schlumberger Company

Company: Fidelity Exploration & Productlan Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-2

Project: Grand County, UT TVD Reference: WELL @6019.0usft (Original Well Elev)
Site: SeC18 T26S R20E MD Reference: WELL@6019.0ustt (Original Well Elev)
Well: Cane Creek Unit #18-2 North Reference: True

Wellbore: Original Borehole Survey Calculation Method: Minimurn Curvature
Design: Original Bareho[e Database: EDM 5000.1 Single User Db

Sunrey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Sectfon Rate Rate Rate
(usft) (=) (=) (usft) (usft) (usft) (usft) (°I100usft) | I100usft) (°I100usft)

10,853.0 66.35 319.06 7,733.4 2,792.0 -2.809.5 3,960.4 1.91 -0.47 -1.85

10,948.0 86.17 317.45 7,739.6 2,862.8 -2,872.6 4,054.9 1.72 -0.19 -1.72

11,042.0 88.70 317.94 7,745.5 2,932.2 -2,935.8 4,148.5 0.77 0.58 D 52

11,138.0 88 44 317.63 7,751.1 3,001.7 -2,998.8 4,242.2 D.43 -0 28 -D 33

11,230.0 86 86 317.52 7,756.6 3,070.9 -3,062.1 4,335.8 D.46 0.47 -0.12

11,326.0 88 44 316 90 7,782 2 3,141,3 -3,127 2 4,431.5 0.79 -0.46 -0.85

11,421.0 85 91 316 25 7,768.5 3,210.1 -3,192 4 4 526.2 D.88 -0.56 -0.68

11,517.0 86.44 316.48 7,774.9 3,279.4 -3,258.5 4 621.9 0.60 0.55 0.24
11,612.0 85.74 316.16 7,781.4 3,348.0 -3,324.0 4 716.6 0.81 -D.74 -D.34

11,708.0 83.01 313.60 7,790.8 3,415.4 -3,391.6 4 812.1 3.89 -2.84 -2.67

11,803.0 82.48 313.34 7,802.8 3,480.2 -3,460.0 4 906.3 0.62 -0.56 -0.27

11,898.0 8275 313.27 7,815.0 3,544.8 -3,528.6 5000.5 0.29 0.28 -0.07
11,969 0 82.75 313.27 7,824.0 3,593.1 -3,579.9 5 070.9 0,00 0 OD D 00

Straight Line Projection to Bit Depth

Checked By: Approved By: Date:
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SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E

SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E

SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E



Copies of the approved request are being distributed to the appropriate agencies and one copy is

returned herewith. Please advise all interested parties of the approval of the Consolidated Paradox

Formation PA, Cane Creek Unit, and the effective date.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Si ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: BLM FOM - Moab w/enclosure
UDOGM
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Formation PA, Cane Creek Unit, and the effective date.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Si ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: BLM FOM - Moab w/enclosure
UDOGM



SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E

SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E

SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E



Copies of the approved request are being distributed to the appropriate agencies and one copy is

returned herewith. Please advise all interested parties of the approval of the Consolidated Paradox

Formation PA, Cane Creek Unit, and the effective date.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Si ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: BLM FOM - Moab w/enclosure
UDOGM

Copies of the approved request are being distributed to the appropriate agencies and one copy is

returned herewith. Please advise all interested parties of the approval of the Consolidated Paradox

Formation PA, Cane Creek Unit, and the effective date.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Si ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: BLM FOM - Moab w/enclosure
UDOGM

Copies of the approved request are being distributed to the appropriate agencies and one copy is

returned herewith. Please advise all interested parties of the approval of the Consolidated Paradox

Formation PA, Cane Creek Unit, and the effective date.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Si ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: BLM FOM - Moab w/enclosure
UDOGM



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 LincolnSt

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date
C 18831 14505 3/1/2012

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 18822 14505 11/15/2012
Comments:

wellA3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing
D - Re-assign well from one existing entity to a signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 LincolnSt

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date
C 18831 14505 3/1/2012

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 18822 14505 11/15/2012

Comments:

wellA3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing
D - Re-assign well from one existing entity to a signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 LincolnSt

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date
C 18831 14505 3/1/2012

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 18822 14505 11/15/2012

Comments:

wellA3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing
D - Re-assign well from one existing entity to a signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 Cane Creek Unit 18-2 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0741 FNL 0720 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57059 API Well Number: 43019500270000Sundry Number: 57059 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57059 API Well Number: 43019500270000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well Cane Creek Unit 18-2

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500270000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0741 FNL 0720 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE



" '",' " 

WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 

25S 

26S 

25S 

255 

255 
265 

265 

265 

265 

25S 
26S 

26S 

25S 

25S 
26S 

26S 

25S 

26S 
25S 

26S 
25S 

25S 
265 
255 

295 
29S 

265 
29S 

29S 

25S 
25S 

26S 
26S 

26S 
25S 

29S 
29S 

29S 

250S 
2505 

250S 

2505 
250S 

250S 
260S 

19E 

20E 

18E 

19E 

18E 
19E 

19E 

19E 

20E 

19E 
20E 

19E 

19E 

19E 
20E 

20E 

19E 

20E 
19E 

19E 
19E 

19E 
19E 
20E 

21E 
22E 

20E 
22E 

21E 

18E 
18E 

20E 
19E 

20E 
181: 

23E 
21E 

23E 
180E 

190E 
190E 

190E 

190E 

190E 
200E 

27 

19 

10 

34 

16 

2 

1 
12 

7 
26 
18 

13 

26 

28 

18 

17 

36 
17 

36 
24 

36 
32 
28 

32 
14 

18 
7 
16 
12 

2 
16 
9 
24 

8 
36 
24 

12 
29 

2 

25 

6 
29 

10 

30 
19 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 
GRAND 

UT 

UT 

UT 

UT 

UT 

UT 

UT 
UT 
UT 

UT 
UT 

UT 

UT 
UT 

UT 

UT 

UT 
UT 

UT 

UT 
UT 

UT 
GRAND UT 
GRAND UT 
SANJUAN UT 
SANJUAN UT 
GRAND UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

GRAND UT 

GRAND UT 
SANJUAN UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 

GRAND UT 

GRAND UT 
GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

Federal 

Federal 

Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 
Federal 

5tate 
Federal 

5tate 
State 
Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

State 
Federal 

State 
Federal 

State 
State 
Federal 

State 
Federal 

Federal 
Federal 

State 
Federal 

State 
State 
Federal 

Federal 
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Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 
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Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:


	APD-DRILL

	APD-WORKSHEET

	APD-APPROVAL
	SUNDRY-SPUD
	APD-AMEND

	WCR
	OPERATOR-CHG

